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Introduction

The City of San Jose proposes to construct a 2-lane extension of Charcot Avenue from Paragon
Drive on the west to Oakland Road on the east, which would be approximately 0.6 miles. The
extension includes the construction of an overcrossing across O’Toole Avenue and Interstate 880
(1-880). The extension would also construct bicycle/pedestrian facilities on Charcot Avenue,
including sidewalks and Class IV bikeways?, between Paragon Drive and Oakland Road.

Project Description

Charcot Avenue currently runs between its intersections with Orchard Parkway to the west and
O’Toole Avenue at its eastern end on the west side of 1-880. The proposed project would result in
the extension of Charcot Avenue from its current termini west of 1-880 to Oakland Road east of I-
880. The proposed Charcot Avenue extension will provide an additional east/west connection
across 1-880 between Montague Expressway and Brokaw Road. The project area includes Charcot
Avenue from its intersection with Paragon Drive on the west side of 1-880 to its future intersection
with Oakland Road on the east side of 1-880. The extension is proposed to consist of a two-lane
roadway, one travel lane in each direction with sidewalks and bike lanes on both sides of the
roadway. The planned extension also includes the following roadway adjustments:

1. The existing Charcot Avenue/O’Toole Avenue intersection will be eliminated. Access to
O’Toole Avenue from Charcot Avenue will be maintained via a new slip ramp along the
south side of Charcot Avenue. Access to westbound Charcot Avenue from O’Toole
Avenue will not be provided.

2. A new traffic signal will be installed at the existing unsignalized Charcot Avenue and
Paragon Drive T-intersection.

3. Access to adjacent properties along Charcot Avenue between Paragon Drive and Silkwood
Lane will not be provided.

4. The extension will follow the current alignment of Silkwood Lane between Oakland Road
and Silkwood Lane.

5. A new pedestrian only signal or High-Intensity Activated crosswalk (HAWK) beacon will
be installed along Charcot Avenue at Silkwood Lane. A median will be constructed along
Charcot Avenue at Silkwood Lane to restrict turn-movements.

6. The existing unsignalized intersection of Silkwood Lane and Oakland Road will be
replaced by a new signalized intersection. The proposed lane configurations at the
intersection consist of one left-turn and one shared left-right turn lane on Charcot Avenue
and two northbound left-turn lanes and six through lanes on Oakland Road

L A Class IV Bikeway, which is also known as a protected bike lane or separated bikeway, is one that is physically
separated from the vehicle travel lane by more than the white stripe. This can entail flexible bollards, permanent
barriers, and/or vertical separation.



Purpose of this Report

The purpose of this report is to address air quality and air quality community risk impacts
associated with the proposed extension of Charcot Avenue. There are residences located to the
north and east of the project and the Orchard School to the south.

The air quality assessment predicts construction and operational criteria pollutant emissions.
Community risk impacts could occur due to temporary construction emissions affecting nearby
sensitive receptors and the operation of the new roadway. This analysis addresses those issues
following the guidance provided by the Bay Area Air Quality Management District (BAAQMD).

Air Quality Setting

The project is located in the northern portion of Santa Clara County, which is in the San Francisco
Bay Area Air Basin. Ambient air quality standards have been established at both the State and
federal level. The Bay Area meets all ambient air quality standards with the exception of ground-
level ozone, respirable particulate matter (PMao), and fine particulate matter (PMzs).

Air Pollutants
Ozone

Ozone is a secondary air pollutant produced in the atmosphere through a complex series of
photochemical reactions involving reactive organic gases (ROG) and oxides of nitrogen (NOx).
The main sources of ROG and NOx, often referred to as ozone precursors, are combustion
processes (including combustion in motor vehicle engines) and the evaporation of solvents, paints,
and fuels. In the Bay Area, automobiles are the single largest source of ozone precursors. Ozone
is referred to as a regional air pollutant because its precursors are transported and diffused by wind
concurrently with ozone production through the photochemical reaction process. Ozone causes
eye irritation, airway constriction, shortness of breath, and can aggravate existing respiratory
diseases such as asthma, bronchitis, and emphysema.

Carbon Monoxide

Carbon monoxide (CO) is an odorless, colorless gas usually formed as the result of the incomplete
combustion of fuels. The single largest source of CO is motor vehicles. While CO transport is
limited, it disperses with distance from the source under normal meteorological conditions.
However, under certain extreme meteorological conditions, CO concentrations near congested
roadways or intersections may reach unhealthful levels that adversely affect local sensitive
receptors (e.g., residents, schoolchildren, the elderly, hospital patients, etc.). Typically, high CO
concentrations are associated with roadways or intersections operating at unacceptable levels of
service (LOS) or with extremely high traffic volumes. Exposure to high concentrations of CO
reduces the oxygen-carrying capacity of the blood and can cause headaches, nausea, dizziness,
fatigue, impair central nervous system function, and induce angina (chest pain) in persons with
serious heart disease. Very high levels of CO can be fatal.



Nitrogen Dioxide

NO: is a reddish-brown gas that is a byproduct of combustion processes. Automobiles and
industrial operations are the main sources of NO,. Aside from its contribution to ozone formation,
NO: also contribute to other pollution problems, including a high concentration of fine particulate
matter, poor visibility, and acid deposition. NO2 may be visible as a coloring component on high
pollution days, especially in conjunction with high ozone levels. NO. decreases lung function and
may reduce resistance to infection. On January 22, 2010 the EPA strengthened the health-based
NAAQS for NOa.

Sulfur Dioxide

Sulfur dioxide (SO) is a colorless, irritating gas formed primarily from incomplete combustion of
fuels containing sulfur. Industrial facilities also contribute to gaseous SO levels in the region. SO>
irritates the respiratory tract, can injure lung tissue when combined with fine particulate matter,
and reduces visibility and the level of sunlight.

Particulate Matter

Particulate matter is the term used for a mixture of solid particles and liquid droplets found in the
air. Coarse particles are those that are larger than 2.5 microns but smaller than 10 microns (PMao).
PM2 s refers to fine suspended particulate matter with an aerodynamic diameter of 2.5 microns or
less that is not readily filtered out by the lungs. Nitrates, sulfates, dust, and combustion particulates
are major components of PMz1o and PM2s. These small particles can be directly emitted into the
atmosphere as by-products of fuel combustion, through abrasion, such as tire or brake lining wear,
or through fugitive dust (wind or mechanical erosion of soil). They can also be formed in the
atmosphere through chemical reactions. Particulates may transport carcinogens and other toxic
compounds that adhere to the particle surfaces and can enter the human body through the lungs.

Lead

Lead is a metal found naturally in the environment as well as in manufactured products. The major
sources of lead emissions have historically been mobile and industrial sources. As a result of the
phase-out of leaded gasoline, metal processing is currently the primary source of lead emissions.
The highest levels of lead in air are generally found near lead smelters. Other stationary sources
are waste incinerators, utilities, and lead-acid battery manufactures.

Twenty years ago, mobile sources were the main contributor to ambient lead concentrations in the
air. In the early 1970s, the U.S. EPA established national regulations to gradually reduce the lead
content in gasoline. In 1975, unleaded gasoline was introduced for motor vehicles equipped with
catalytic converters. The EPA banned the use of leaded gasoline in highway vehicles in December
1995. As a result of the EPA’s regulatory efforts to remove lead from gasoline, emissions of lead
from the transportation sector and levels of lead in the air decreased dramatically.



Toxic Air Contaminants (TACs)

In addition to the criteria pollutants discussed above, Toxic Air Contaminants (TACs) are another
group of pollutants of concern. TACs are injurious in small quantities and are regulated by the
EPA and the CARB. Some examples of TACs include: benzene, butadiene, formaldehyde, and
hydrogen sulfide. The identification, regulation, and monitoring of TACs is relatively recent
compared to that for criteria pollutants.

High volume freeways, stationary diesel engines, and facilities attracting heavy and constant diesel
vehicle traffic (distribution centers, truck stops) were identified as posing the highest risk to
adjacent receptors. Other facilities associated with increased risk include warehouse distribution
centers, large retail or industrial facilities, high volume transit centers, or schools with a high
volume of bus traffic. Health risks from TACs are a function of both concentration and duration
of exposure.

Sensitive Receptors

Some groups of people are more affected by air pollution than others. The State has identified the
following people who are most likely to be affected by air pollution: children under 16, the elderly
over 65, athletes, and people with cardiovascular and chronic respiratory diseases. These groups
are classified as sensitive receptors. Locations that may contain a high concentration of these
sensitive population groups include residential areas, hospitals, daycare facilities, elder care
facilities, and elementary schools.

Health effects of criteria pollutants and their potential sources are described below and summarized
in Table 1.

Regulatory Setting

The U.S. Environmental Protection Agency (U.S. EPA) is responsible for enforcing the federal
Clean Air Act and the 1990 amendments to it, as well as the national ambient air quality standards
(federal standards) that the U.S. EPA establishes. These standards identify levels of air quality for
six criteria pollutants, which are considered the maximum levels of ambient air pollutants
considered safe, with an adequate margin of safety, to protect public health and welfare. The six
criteria pollutants are ozone (Os), carbon dioxide (CO.), nitrogen dioxide (NO3), sulfur dioxide
(SO>), respirable particulate matter with an aerodynamic diameter of 10 micrometers (PMio), fine
particulate matter with an aerodynamic diameter of 2.5 micrometers (PM2s), and lead (Pb). The
U.S. EPA also has regulatory and enforcement jurisdiction over emission sources beyond State
waters (outer continental shelf) and sources that are under the exclusive authority of the federal
government, such as aircraft, train locomotives, and interstate trucking. As part of its enforcement
responsibilities, the U.S. EPA requires each State with nonattainment areas (i.e., areas that do not
meet national ambient air quality standards) to prepare and submit a State Implementation Plan
(SIP) that demonstrates the means to attain the federal standards. The SIP must integrate federal,
State, and local plan components and regulations to identify specific measures to reduce pollution
in nonattainment areas, using a combination of performance standards and market-based programs.



Table 1 Health Effects of Air Pollutants

Pollutants

Sources

Primary Effects

Carbon Monoxide
(CO)

e Incomplete combustion of fuels and
other carbon-containing substances,
such as motor exhaust.

e Natural events, such as
decomposition of organic matter.

e Reduced tolerance for exercise.

e Impairment of mental function.

e Impairment of fetal development.

e Death at high levels of exposure.

e Aggravation of some heart diseases (angina).

Nitrogen Dioxide
(NOy)

¢ Motor vehicle exhaust.

e High temperature stationary
combustion.

e Atmospheric reactions.

e Aggravation of respiratory illness.
e Reduced visibility.

e Reduced plant growth.

e Formation of acid rain.

Particulate Matter
(PMz,s and PM]_())

fuels.
o  Construction activities.
e Industrial processes.
e  Atmospheric chemical reactions.

Ozone e  Atmospheric reaction of organic e Aggravation of respiratory and cardiovascular
(O3) gases with nitrogen oxides in diseases.
sunlight. « Irritation of eyes.

e Impairment of cardiopulmonary function.

e Plant leaf injury.
Lead e Contaminated soil. e Impairment of blood functions and nerve con-
(Pb) struction.

e Behavioral and hearing problems in children.
Suspended e  Stationary combustion of solid e Reduced lung function.

e Aggravation of the effects of gaseous pollut-
ants.

e Aggravation of respiratory and
cardiorespiratory diseases.

e Increased cough and chest discomfort.
e Soiling.
e Reduced visibility.

Sulfur Dioxide

e Combustion of sulfur-containing

e Aggravation of respiratory diseases (asthma,

Contaminants

e Cars and trucks, especially diesels.

¢ Industrial sources such as chrome
platers.

e Neighborhood businesses such as
dry cleaners and service stations.
e Building materials and product.

(SOy) fossil fuels. emphysema).
e  Smelting of sulfur-bearing metal e Reduced lung function.
ores.  Irritation of eyes.
e Industrial processes. «  Reduced visibility.
e Plantinjury.
o Deterioration of metals, textiles, leather, fin-
ishes, coatings, etc.
Toxic Air e Cancer.

e Chronic eye, lung, or skin irritation.
e Neurological and reproductive disorders.

Source: CARB, 2008.




The California Air Resources Board (CARB), a department of the California EPA, oversees air
quality planning and control throughout California. It is primarily responsible for ensuring
implementation of the 1989 amendments to the California Clean Air Act (CCAA), responding to
the federal Clean Air Act Amendment requirements, and regulating emissions from motor vehicles
and consumer products within the state. CARB has established emission standards for vehicles
sold in California and for various types of equipment available commercially. It also sets fuel
specifications to further reduce vehicular emissions and develops airborne toxic control measures
to reduce TACs identified under CARB regulations.

Both the U.S. EPA and CARB established ambient air quality standards for common air pollutants.
These ambient air quality standards are prescribed levels of pollutants that represent safe levels
that avoid specific adverse health effects associated with each pollutant. The ambient air quality
standards cover what are called “criteria” pollutants because the health and other effects of each
pollutant are described in criteria documents. The federal and State ambient standards were
developed independently with differing purposes and methods, although both processes attempted
to avoid health-related effects. As a result, federal and State standards differ in some cases. In
general, California standards are more stringent. This is particularly true for ozone and PMzo. The
BAAQMD is the regional agency tasked with managing air quality in the region. At the State level,
the CARB oversees regional air district activities and regulates air quality at the State level. The
BAAQMD has published the California Environmental Quality Act (CEQA) Air Quality
Guidelines that are used in this assessment to evaluate air quality impacts of projects.?

Air Quality Attainment Status

Air quality conditions in the Bay Area are compared against ambient air quality standards set at
the Federal level (i.e., NAAQS) and at the State level (CAAQS). The attainment status is classified
for each pollutant.

Under the NAAQS, the Bay Area is classified as nonattainment for ozone and PM2.5. Note that in
2013, EPA issued a final rule to determine that the Bay Area attains the 24-hour PM2.5 national
standard. Despite this EPA action, the Bay Area continues to be designated as “nonattainment” for
the 24-hour PM2.5 NAAQS standard until such time as BAAQMD submits a “redesignation
request” and a “maintenance plan” to EPA, and EPA approves the proposed redesignation. For the
pollutants NO2, CO and SO2, the area is designated as attainment. Note that the region is
considered a “maintenance” area for CO since at one time the region was considered
“nonattainment.” While monitoring data shows the region meets the PM10 NAAQS, the area is
technically designated “unclassified.”

At the State level, the area is considered nonattainment for ozone, PM2.5 and PM10 and considered
“attainment” for all other criteria air pollutants.

2 Bay Area Air Quality Management District. 2017. BAAQMD CEQA Air Quality Guidelines. May.
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Greenhouse Gas Emissions

This section provides a general discussion of global climate change and focuses on emissions from
human activities that alter the chemical composition of the atmosphere. The discussion on global
climate change and greenhouse gas (GHG) emissions is based in part upon the California Global
Warming Solutions Act of 2006 (Assembly Bill (AB) 32) and research, information and analysis
completed by the International Panel on Climate Change (IPCC), the U.S. EPA, and CARB.

Global climate change refers to changes in weather including temperatures, precipitation, and wind
patterns. Global temperatures are modulated by naturally occurring and anthropogenic (generated
by mankind) atmospheric gases such as carbon dioxide (COz), methane (CH4), and nitrous oxide
(NOx).2 These gases allow sunlight into the earth’s atmosphere but prevent heat from radiating
back out into outer space and escaping from the earth’s atmosphere, thus altering the earth’s energy
balance. This phenomenon is known as the greenhouse effect.

Naturally occurring GHGs include water vapor,* CO2, CHs, NOy, and ozone (Os). Several classes
of halogenated substances that contain fluorine, chlorine, or bromine are also GHGs, but are for
the most part solely a product of industrial activities.

Unlike emissions of criteria and toxic air pollutants, which have local or regional impacts,
emissions of GHGs have a broader, global impact. Emissions of GHGs contributing to global
climate change are attributable in large part to human activities associated with the transportation,
industrial/manufacturing, utility, residential, commercial, and agricultural sectors.

Impacts to California from climate change include shifting precipitation patterns, increasing
temperatures, increasing severity and duration of wildfires, earlier melting of snow pack and
effects on habitats and biodiversity. Sea levels along the California coast have risen up to seven
inches over the last century, and average annual temperatures have been increasing. These and
other effects will likely intensify in the coming decades and significantly impact the State's public
health, natural and manmade infrastructure, and ecosystems.®

Agencies at the international, national, state, and local levels are considering strategies to control
emissions of gases that contribute to global warming. There is no comprehensive strategy that is
being implemented on a global scale that addresses climate change; however, in California a multi-
agency “Climate Action Team,” has identified a range of strategies and the Air Resources Board,

319 IPCC, 2007: Summary for Policymakers. In: Climate Change 2007: The Physical Science Bases. Contribution of
Working Group | to the Fourth Assessment Report of the Intergovernmental Panel on Climate Change [Solomon, S.,
D. Qin, M. Manning, Z. Chen, M. Marquis, K.B. Averyt, M. Tignor, and H.L. Miller (eds.)]. Cambridge University
Press, Cambridge, United Kingdom and New York, NY, USA. Available at: <http://ipcc.ch/ >. Accessed March 25,
2013

4 Concentrations of water are highly variable in the atmosphere over time, with water occurring as vapor, cloud
droplets and ice crystals. Changes in its concentration are also considered to be a result of climate feedbacks rather
than a direct result of industrialization or other human activities. For this reason, water vapor is not discussed further
as a greenhouse gas

> State ofCalifornia Energy Commission. 2009 California Climate Adaptation Strategy Discussion Draft. Frequently
Asked Questions. August 3, 2009. <www.climatechange.ca.gov/adaptation/documents/2009-07-
31_Discussion_Draft-Adaptation_FAQs.pdf>. Accessed March 25, 2013.
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under AB 32, has approved the Climate Change Scoping Plan (Scoping Plan). AB 32 requires
achievement by 2020 of a Statewide greenhouse gas emissions limit equivalent to 1990 emission
levels, and the adoption of rules and regulations to achieve the maximum technologically feasible
and cost-effective greenhouse gas emissions reductions. The CARB and other State agencies are
currently working on regulations and other initiatives to implement the Scoping Plan. By 2050,
the State plans to reduce emissions to 80 percent below 1990 levels.

In April 2015, Governor Brown signed Executive Order B-30-15 which extended the goals of AB
32, setting a greenhouse gas emissions target at 40 percent of 1990 levels by 2030. On September
8, 2016, Governor Brown signed SB 32, which legislatively established the GHG reduction target
of 40 percent of 1990 levels by 2030. In November 2017, CARB issued California’s 2017 Climate
Change Scoping Plan. While the State is on track to exceed the AB 32 scoping plan 2020 targets,
this plan is an update to reflect the enacted SB 32 reduction target.

The new Scoping Plan establishes a strategy that will reduce GHG emissions in California to meet
the 2030 target (note that the AB 32 Scoping Plan only addressed 2020 targets and a long-term
goal). Key features of this plan are:

e Cap and Trade program places a firm limit on 80 percent of the State’s emissions;

e Achieving a 50-percent Renewable Portfolio Standard by 2030 (currently at about 29

percent statewide);

Increase energy efficiency in existing buildings;

Develop fuels with an 18-percent reduction in carbon intensity;

Develop more high-density, transit-oriented housing;

Develop walkable and bikable communities

Greatly increase the number of electric vehicles on the road and reduce oil demand in half;

Increase zero-emissions transit so that 100 percent of new buses are zero emissions;

Reduce freight-related emissions by transitioning to zero emissions where feasible and

near-zero emissions with renewable fuels everywhere else; and

e Reduce “super pollutants” by reducing methane and hydrofluorocarbons or HFCs by 40
percent.

In the updated Scoping Plan, CARB recommends statewide targets of no more than 6 metric tons
CO2e per capita (statewide) by 2030 and no more than 2 metric tons CO2. per capita by 2050. The
statewide per capita targets account for all emissions sectors in the State, statewide population
forecasts, and the statewide reductions necessary to achieve the 2030 statewide target under SB 32
and the longer-term State emissions reduction goal of 80 percent below 1990 levels by 2050.

Plan Bay Area

Senate Bill 375(SB 375) requires the Bay Area regional planning agencies to include a Sustainable
Communities Strategy (SCS) in their regional transportation plan (RTP) updates to describe how
the GHG emissions reductions set by CARB would be met through land-use and transportation
planning. In 2010, the Metropolitan Transportation Commission (MTC) approved a set of "Bay
Area Principles for Establishing Regional Greenhouse Gas Reduction Targets" (Resolution 3970)
that proposed per-capita GHG emission reductions of 7 percent from 1990 by 2020 and 15 percent
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by 2035. Subsequently, MTC, along with the Association of Bay Area Governments (ABAG),
developed the SCS plans to meet state targets for reducing greenhouse gas emissions from light-
duty vehicles. Plan Bay Area 2040 is the update to this plan, which includes implementation of
transportation projects and Climate Initiatives Program that, together, would result in emissions
from light-duty vehicles that meet the region’s GHG reduction targets, per SB 375°.

Bay Area 2017 Clean Air Plan

The Bay Area 2017 Clean Air Plan (CAP) is a multi-pollutant plan prepared by BAAQMD that
addresses GHG emissions along with other air emissions in the San Francisco Bay Area Air Basin.
One of the key objectives in the CAP is climate protection. The 2017 CAP includes emission
control measures in five categories: Stationary Source Measures, Mobile Source Measures,
Transportation Control Measures, Land Use and Local Impact Measures, and Energy and Climate
Measures. Consistency of a project with current control measures is one measure of its consistency
with the CAP. The current CAP also includes performance objectives, consistent with the State’s
climate protection goals under SB 32, designed to reduce emissions of GHGs to 40 percent below
1990 levels by 2030 and 80 percent below 1990 levels by 2050.

8 MTC and ABAG. 2017. Plan Bay Area 2040 Draft EIR SCH# 2016052041. April.
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Significance Thresholds

In June 2010, BAAQMD adopted thresholds of significance to assist in the review of projects
under CEQA. These thresholds were designed to establish the level at which BAAQMD believed
air pollution emissions would cause significant environmental impacts under CEQA and were
posted on BAAQMD’s website and included in the Air District's updated CEQA Guidelines
(updated 2011 and recently in May 2017). The significance thresholds identified by BAAQMD
and used in this analysis are summarized in Table 2.

Table 2. Air Quality Significance Thresholds
Construction Thresholds Operational Thresholds
Criteria Air Pollutant _ . Average Daily Annual Average
Average Daily Emissions Emissions Emissions
(Ibs./day) (Ibs./day) (tons/year)
ROG 54 54 10
NOx 54 54 10
PM1o 82 (Exhaust) 82 15
PM3s 54 (Exhaust) 54 10
co Not Applicable 9.0 ppm (8-hour average) or 20.0 ppm (1-hour

average)

Fugitive Dust

Construction Dust Ordinance or
other Best Management
Practices

Not Applicable

Health Risks and
Hazards

Single Sources Within
1,000-foot Zone of

Combined Sources (Cumulative from

all sources wit

hin 1,000-foot zone of

Influence influence)
Excess Cancer Risk >10.0 per one million >100.0 per one million
Hazard Index >1.0 >10.0
Incremental annual PM,s >0.3 ug/m® >0.8 ug/m®

Greenhouse Gas Emissions

GHG Annual Emissions

Compliance with a Qualified GHG Reduction Strategy

OR

1,100 metric tons or 4.6 metric tons per capita

Note: ROG = reactive organic gases, NOx = nitrogen oxides, PM1o = course particulate matter or particulates with an
aerodynamic diameter of 10 micrometers (um) or less, PM2s = fine particulate matter or particulates with an aerodynamic
diameter of 2.5um or less. GHG = greenhouse gases.

*BAAQMD does not have a recommended post-2020 GHG threshold.
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Impacts and Mitigation Measures

Impact 1: Conflict with or obstruct implementation of the applicable air quality plan?
Less-than-significant.

The most recent Clean Air Plan is the 2017 Bay Area Clean Air Plan that was adopted by
BAAQMD on April 19, 2017. The proposed project would not conflict with the latest Clean Air
planning efforts since the project would have emissions below the BAAQMD criteria pollutant
thresholds (see Impact 2). It is important to note that the extension of Charcot, as proposed, is
included as part of the adopted Envision San José 2040 General Plan roadway network and
planned roadway network of the North San Jose Area Development Policy.

Impact 2: Result in a cumulatively considerable net increase of any criteria pollutant for
which the project region is non-attainment under an applicable federal or state
ambient air quality standard? Less-than-significant with construction-period
mitigation measures.

The Bay Area is considered a non-attainment area for ground-level ozone and PMas under both
the Federal Clean Air Act and the California Clean Air Act. The area is also considered non-
attainment for PMyo under the California Clean Air Act, but not the federal act. The area has
attained both State and federal ambient air quality standards for carbon monoxide. As part of an
effort to attain and maintain ambient air quality standards for ozone and PM1o, the BAAQMD has
established thresholds of significance for these air pollutants and their precursors. These thresholds
are for ozone precursor pollutants (ROG and NOx), PM1o, and PM2s and apply to both construction
period and operational period impacts.

Road Construction and Operational Modeling

Emissions of air pollutants that could affect both regional and local air quality were addressed by
modeling emissions and comparing them to the significance thresholds identified in Table 2. This
included emissions for both construction and operational periods.

Construction Period Emissions

Average daily construction exhaust emissions were predicted using the Roadway Construction
Emissions Model (version 8.1.0). Inputs to the model included the construction year, total expected
duration and proposed equipment usage. Other model inputs such as soil import and export,
concrete truck trips, and asphalt truck trips were input to the model. The model predicts emissions
of ozone precursor pollutants (i.e., ROG and NOy) and particulate matter (i.e., PM1o and PM25).
The model also computes emissions of COze. The provided project schedule and equipment usage
assumptions are that the project would be built out over a period of approximately 10 months
beginning in 2019, or an estimated 220 construction workdays (based on an average of 22
workdays per month). Average daily emissions were computed by dividing the total construction
emissions by the number of construction days. Table 3 shows average daily construction emissions
of ROG, NOx, PM1o exhaust, and PM2 s exhaust during construction of the project. As indicated in
Table 3, predicted project emissions would not exceed the BAAQMD significance thresholds.
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Attachment 1 includes the construction assumptions (schedule and equipment) and Roadway
Construction Emissions Model output for construction emissions.

Construction activities, particularly during site preparation and grading, would temporarily
generate fugitive dust in the form of PMio and PM2s. Sources of fugitive dust would include
disturbed soils at the construction site and trucks carrying uncovered loads of soils. Unless properly
controlled, vehicles leaving the site would deposit mud on local streets, which could be an
additional source of airborne dust after it dries. The BAAQMD CEQA Air Quality Guidelines
consider these impacts to be less-than-significant if best management practices are implemented
to reduce these emissions. Mitigation Measure AQ-1 would implement BAAQMD-recommended
best management practices.

Table 3. Construction Period Emissions

Scenario ROG NOy PMso Exhaust | PM2s Exhaust
Construction emissions (tons) 0.2 tons 4.88 tons 0.18 tons 0.14 tons
Average daily emissions (pounds/day)* 2.4 |bs./day 44.3 Ibs./day 1.6 lbs./day 1.2 Ibs./day
BAAQMD Thresholds (pounds per day) 54 Ibs. 54 Ibs. 82 Ibs. 54 Ibs.
Exceed Threshold? No No No No
Notes: * Assumes 220 workdays

Mitigation Measure AQ-1: Include basic measures to control dust and exhaust during
construction.

During any construction period ground disturbance, the applicant shall ensure that the project
contractor implement measures to control dust and exhaust. Implementation of the measures
recommended by BAAQMD and listed below would reduce the air quality impacts associated with
grading and new construction to a less-than-significant level. The contractor shall implement the
following best management practices that are required of all projects:

1. All exposed surfaces (e.g., parking areas, staging areas, soil piles, graded areas, and
unpaved access roads) shall be watered two times per day.

2. All haul trucks transporting soil, sand, or other loose material off-site shall be covered.

3. All visible mud or dirt track-out onto adjacent public roads shall be removed using wet
power vacuum street sweepers at least once per day. The use of dry power sweeping is
prohibited.

4. All vehicle speeds on unpaved roads shall be limited to 15 miles per hour (mph).

5. All roadways, driveways, and sidewalks to be paved shall be completed as soon as possible.
Building pads shall be laid as soon as possible after grading unless seeding or soil binders

are used.

6. Idling times shall be minimized either by shutting equipment off when not in use or
reducing the maximum idling time to 5 minutes (as required by the California airborne
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toxics control measure Title 13, Section 2485 of California Code of Regulations [CCR]).
Clear signage shall be provided for construction workers at all access points.

7. All construction equipment shall be maintained and properly tuned in accordance with
manufacturer’s specifications. All equipment shall be checked by a certified mechanic and
determined to be running in proper condition prior to operation.

8. Post a publicly visible sign with the telephone number and person to contact at the Lead
Agency regarding dust complaints. This person shall respond and take corrective action
within 48 hours. The Air District’s phone number shall also be visible to ensure compliance
with applicable regulations.

Effectiveness of Mitigation Measure AQ-1

Implementation of Mitigation Measure AQ-1 would be consistent with recommendations in the
BAAQMD CEQA Air Quality Guidelines for controlling fugitive dust emissions that contribute
to localized elevated concentrations of PM1o and PM2s. The impact would be reduced to less than
significant.

Project Operational Period Emissions

Operational air pollutant emissions from the project would be generated by changes in traffic
patterns and traffic conditions (e.g., speed). Predicted traffic conditions along with vehicle
emission rates were combined to predict the daily change in traffic emissions.

Traffic Modeling

Hexagon Transportation Consultants used the City of San Jose’s travel demand forecasting (TDF)
model prepared as part of the Envision San Jose 2040 General Plan to predict the effects of the
proposed Charcot Avenue extension on the roadway system traffic conditions. The TDF model
includes all major transportation infrastructure identified in the Envision San Jose 2040 Land
Use/Transportation Diagram, including planned infrastructure that is not yet built and/or funded.
The TDF model has the ability to project the diversion of traffic and change in travel patterns due
to roadway network changes such as the proposed project. In addition to providing traffic volume
projections, the model also provides information on vehicle-miles and vehicle-hours of travel as
well as projected average speeds for the roadway network. The General Plan TDF model has been
updated to reflect land use development and roadway projects that have been completed since the
completion of the General Plan EIR

The TDF model predicted the daily vehicle miles travelled (VMT), vehicle hours travelled (VHT),
and computed travel speed for roadways in the study area without and with the Charcot extension.

Emissions Modeling

The CT-EMFAC2014 Version 6.0 model was used to predict vehicle emission rates. CT-
EMFAC2014 models on-road vehicle emissions for criteria pollutants, mobile source air toxics

14



(MSATSs), and carbon dioxide (CO.). The tool’s underlying data are based on CARB’s
EMFAC2014 on-road emissions model and CARB-supplied/EPA-supplied MSAT speciation
factors. Inputs to the model include region (i.e., Santa Clara County), default traffic mix assigned
by CT-EMFAC2014 for that county, year of analysis and season.

Emissions associated with vehicle travel depend on the year of analysis because emission control
technology requirements are phased-in over time. Therefore, the earlier the year analyzed in the
model, the higher the emission rates utilized by CT-EMFAC. This analysis was based on the
existing year (using 2020 emission rates) the opening year (2025) and the horizon year (2040).
Emission rates were predicted for annual conditions.

Emission processes modeled include running exhaust for all pollutants, running losses for organic
compounds (e.g., ROG), tire wear and brake wear for PMyo and PM2 5 CT-EMFAC2014 provides
vehicles emissions for speeds in 5 mph increments, so emissions rates were interpolated to account
for the predicted average speed.

Project Air Pollutant Emissions

The predicted daily traffic conditions were combined with CT-EMFAC2014 emissions factors to
predict emission in pounds per day. Table 4a and 4b report the predicted air pollutant emission in
terms of average daily emissions for both the No-Project and Project scenarios for the three
analysis years (i.e., existing or 2020, 2025 and 2040). Table 4a shows the change in emissions in
the area that would result from changes to in traffic patterns in the area caused by the project.
Attachment 2 to this report includes the traffic and CT-EMFAC model output files for the proposed
project emission factors and modeling calculations.

The BAAQMD CEQA Air Quality Guidelines provide recommended emission thresholds for
projects. These are intended to be applied to land-use type projects but provide an informative
comparison in determining the magnitude of roadway project emissions and these operational
emissions thresholds (contained in Table 2) are used to judge the significance of the project.
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Table 4a. Area-Wide Daily Project Operational Emissions in pounds per day

PM10 PM2.5
Scenario ROG NOy CO Total* Total*

Existing 752 2,249 8,505 1,660 377

Existing Plus Project 728 2,209 8,349 1,655 375

Increase -25 -40 -156 -5 -2

2025 No Project 1,023 2,234 8,935 2,026 506

2025 Project 1,002 2,172 8,851 2,024 505

2025 Project Increase -21 -61 -84 -2 -1

2040 No Project 1,102 3,365 8,065 2,553 567

2040 Project 1,088 3,302 8,030 2,558 568

2040 Project Increase -14 -63 -35 +5 +1
BAAQMD Thresholds (pounds | g g 54 Ibs. - 82 Ibs. 54 Ibs.

per day)
Exceed Threshold? No No -- No No

*Includes entrained roadway dust
Impact 3: Expose sensitive receptors to substantial pollutant concentrations? Less-than-
significant with construction-period mitigation measures.

Project impacts related to increased community risk can occur by introducing a source of TACs
with the potential to adversely affect existing sensitive receptors in the project vicinity. The
BAAQMD recommends using a 1,000-foot screening radius around a project site for purposes of
identifying community health risk from siting a new sensitive receptor or a new source of TACs.
There are thresholds that address both the impact of single and cumulative TAC sources upon
sensitive receptors (see Table 2). Construction activity would generate dust and equipment exhaust
on a temporary basis that could affect nearby sensitive receptors.

Sensitive receptors potentially affected by the proposed road construction include residences
adjacent to or near the proposed new road and the Orchard School (Kindergarten through 8" grade)
adjacent of the new road construction area. This community risk assessment models concentrations
of DPM and PM:s, which are then used to evaluate potential cancer risk, non-cancer health
hazards, and annual concentrations of PM2s. Attachment 3 includes the community risk impact
evaluation methodology.

Project Construction Activity

Project Impacts

Construction equipment and associated heavy-duty truck traffic for the proposed road construction
would generate diesel exhaust, which is a known TAC.’ Construction exhaust emissions may pose
community risks for sensitive receptors in the vicinity of the construction activities. The primary
community risk impact issues associated with construction emissions are cancer risk and exposure
to PM_s. Diesel exhaust poses both a potential health and nuisance impact to nearby receptors.

"DPM is identified by California as a toxic air contaminant due to the potential to cause cancer.
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A community risk assessment of the project construction activities was conducted that evaluated
potential health effects on sensitive receptors from construction emissions of DPM and PMzs.
Sensitive receptors potentially affected by the proposed road construction include residences
adjacent to or near the proposed new road and the Orchard School (Kindergarten through 8th
grade) on Fox Lane, which is the school adjacent to the new road construction area. A dispersion
model was used to predict the off-site DPM concentrations resulting from project construction so
that increased cancer risks could be predicted.

Construction Period Emissions

Construction period emissions were computed using the Roadway Construction Emissions Model
along with projected construction activity, as described above. A one-mile trip length was used to
calculate TAC concentrations from on- and near-site vehicle travel. The Roadway Construction
Emissions Model provided total annual PMy, exhaust emissions (assumed to be DPM) from the
off-road construction equipment and worker, vendor and hauling trucks used for the proposed road
construction (both the bridge and roadwork) of 0.1286 tons (257 pounds) over the construction
period. Fugitive dust PM2 s emissions were also computed and included in this analysis. The model
predicts emissions of 0.4464 tons (893 pounds) of fugitive PM2s over the construction period.
These emissions were used in modeling DPM and PM2 s concentrations at residences and sensitive
receptors near the construction areas.

Dispersion Modeling

The U.S. EPA AERMOD dispersion model was used to predict DPM and PM..s concentrations at
residential and sensitive receptor locations near the project construction areas. The AERMOD
dispersion model is a BAAQMD-recommended model for use in modeling these types of emission
activities for CEQA projects.® Emission sources for the roadway construction were grouped into
two categories, exhaust emissions of DPM and fugitive PM, s dust emissions.

The AERMOD modeling utilized area sources to represent all construction activities. For modeling
both DPM and fugitive PM, 5 dust emissions three area sources were used for modeling the road
construction on either side of the proposed bridge, and for the bridge work. For exhaust emissions
from construction equipment, an emission release height of 6 meters (20 feet) was used for the
area sources. The elevated source height reflects the height of the equipment exhaust pipes plus an
additional distance for the height of the exhaust plume above the exhaust pipes to account for
plume rise of the exhaust gases. For modeling fugitive PM. s emissions, a near-ground level release
height of 2 meters (6.6 feet) was used for the area sources. Construction emissions were modeled
as occurring daily between 7 a.m. and 4 p.m., when the majority of the construction activity
involving equipment usage would occur.

The modeling used a five-year data set (2006 to 2010) of hourly meteorological data from the San
Jose International Airport that was prepared for use with the AERMOD model by the BAAQMD.
Annual DPM and PM2 s concentrations from construction activities during 2019 were calculated

8 Bay Area Air Quality Management District (BAAQMD), 2012. Recommended Methods for Screening and Modeling Local
Risks and Hazards, Version 3.0. May.
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using the model. DPM and PM2s concentrations were calculated at sensitive receptors in the
vicinity of the road construction work areas at a receptor height of 1.5 meters (4.9 feet) and 1
meter (3.3 feet) to represent the breathing heights of residences living in the surrounding single-
family homes and the breathing heights of the children attending Orchard School.

The maximum-modeled annual DPM and PM> s concentrations, which includes both the DPM and
fugitive PM2 s concentrations, were identified at nearby sensitive receptors (as shown in Figure 1)
to find the maximally exposed individuals (MEIs). Using the maximum annual modeled DPM
concentrations, the maximum increased cancer risks were calculated using BAAQMD
recommended methods and exposure parameters described in Attachment 3. Non-cancer health
hazards and maximum PMa s concentrations were also calculated and identified.

Results of this assessment indicated that the residential MEI was located at a single-family home
(1.5-meter breathing height) located north of the project site. The maximum excess residential
cancer risks at this location would be 4.2 per million (assuming infant exposure), which would not
exceed the BAAQMD significance threshold of 10 in one million. The risk impacts at the school,
assuming child exposure would be 1.0 per million, which are also less than the BAAQMD single-
source thresholds for cancer risks. Table 5 summarizes the maximum cancer risks, PM2s
concentrations, and health hazard indexes for project related construction activities affecting the
residential and school MEI. Attachment 4 includes the construction emission calculations used for
the modeling and the cancer risk calculations.

18



Figure 1.

Locations of Maximum TAC Impact
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Table 5. Maximum Community Risks from Project Construction Activities
Cancer Risk Annual PM; 5 Chronic

Location and Exposure Type (per million) (ug/m?3)* Hazard Index
Maximum Residential

Unmitigated 4.2 (Infant) 0.10 <0.01

Significant? No No No
Orchard School (Child)

Unmitigated 1.0 0.17 0.01

Significant? No No No

BAAQMD Single-Source Threshold >10.0 >0.3 >0.1

Note: 1The annual PM2s concentration is the sum of the DPM and fugitive PM2.5 concentrations.
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Community Risk from Project Operation

The project would be constructed adjacent to existing sensitive receptors including residences and
a school. Substantial sources of air pollution such as roadways can adversely affect nearby
sensitive receptors as part of implementing new projects.

A refined analysis of the impacts of TACs and PM2 s to existing sensitive receptors was conducted
to evaluate potential cancer risks and PM. s concentrations from traffic on Charcot Avenue once
constructed. Refined modeling of local roadways provides more accurate results than screening
procedures since project specific information is used in the modeling. This includes roadway
orientation with respect to receptors (i.e., where existing residences and school receptors would be
located with respect to traffic), emission estimates (i.e., based on traffic speeds and traffic mix),
and meteorological conditions near the project.

This analysis involved the development of DPM, organic TACs, and PM,s emissions for future
traffic on Charcot Avenue using the CARB CT-EMFAC emissions model and using an air
quality dispersion model to calculate TAC and PM;s concentrations at nearby sensitive
receptors. Maximum increased lifetime cancer risks and annual PM2 5 concentrations for sensitive
receptors were then computed using modeled TAC and PM2 s concentrations and the methods and
exposure parameters described in Attachment 3.

For this analysis, Charcot Avenue was assumed to be constructed and in use by 2020 or thereafter.
In order to estimate TAC and PM,s emissions for calculating increased cancer risks to sensitive
receptors from future traffic on Charcot Avenue the CT-EMFAC model was used to develop
vehicle emission factors and emissions for the years 2020, 2025, and 2040 using the calculated
mix of cars and trucks for Santa Clara County. Year 2040 emissions were conservatively assumed
as being representative of future conditions beyond 2040 since overall vehicle emissions (and in
particular diesel truck emissions) will decrease in the future. Default vehicle model fleet age
distributions for Santa Clara County were assumed in calculating the emissions. Traffic for Charcot
Avenue was based on the traffic increase along Charcot Avenue (Project — No Project), as reported
by Hexagon®. Average hourly traffic distributions for Santa Clara County roadways were
developed using the EMFAC model,*® which were then applied to the average daily traffic
volumes to obtain estimated hourly traffic volumes and emissions for Charcot Avenue. An average
travel speed of 25 mph was assumed in calculating traffic emissions.

For PM2s emissions from vehicles traveling on Charcot Avenue, all PM2s emissions from all
vehicles were used, rather than just the PMys fraction from diesel powered vehicles, because all
vehicle types (i.e., gasoline and diesel powered) produce PM;s. Additionally, PM2s emissions
from vehicle tire and brake wear and from re-entrained roadway dust, calculated using CARB
emission calculation procedures were included in these emissions.!

 Hexagon Transportation Consultants. 2018. Memorandum to Natalina Bernardi & Chiaming Chi, BKF Engineers
from Robert Del Rio, November 12.

10The Burden output from EMFAC2007, a prior version of CARB’s EMFAC model, was used for this since CT-
EMFAC does not include Burden type output with hour by hour traffic volume information.

11 CARB, 2014. Miscellaneous Process Methodology 7.9, Entrained Road Travel, Paved Road Dust. Revised and updated, April
2014.
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Dispersion modeling of TAC and PM2s emissions was conducted using the U.S. EPA AERMOD
model, which is recommended by the BAAQMD for this type of analysis. North- and south-bound
traffic on Charcot Avenue along a 0.4-mile length of roadway (2,112 feet) was evaluated with the
model. This is the portion of the roadway closest to the sensitive receptors that would affect their
exposure. A five-year data set (2006-2010) of hourly meteorological data from the San Jose
Airport prepared by the BAAQMD for use with the AERMOD model was used. Vehicle traffic on
the road segments were modeled as a series of adjacent volume sources along a line (line volume
sources), with line segments used for each travel direction. Other inputs to the model included road
geometry, volume source information, hourly traffic emissions, and receptor locations. The
modeling used the same residential receptors and Orchard School receptors, as described above
for evaluating construction impacts. Figure 2 shows the project site area, roadway segments
modeled, and sensitive receptor locations used in the modeling.

The maximum-modeled annual TAC and PM:s concentrations from future traffic on Charcot
Avenue were identified at nearby sensitive receptors (as shown in Figure 2). Using the maximum
annual modeled TAC concentrations, the maximum increased cancer risks were calculated using
BAAQMD recommended methods and exposure parameters described in Attachment 3. Non-
cancer health hazards and maximum PM> s concentrations were also calculated and identified.

Results of this assessment indicated that the residential impact from traffic was located at a single-
family home (1.5-meter breathing height) located adjacent to the northeast side of Charcot Avenue.
The maximum excess residential cancer risks at this location would be below the BAAQMD
significance threshold of 10 in one million. The risk impacts at the school, assuming child
exposure, were less than the BAAQMD single-source thresholds. Table 6 summarizes the
maximum cancer risks, PMs concentrations, and health hazard indexes from future traffic on
Charcot Avenue. Attachment 5 includes the emission calculations used for the modeling and the
cancer risk calculations.

Table 6. Maximum Community Risks from Charcot Avenue Traffic
Cancer Risk Annual PM_ 5 Chronic
Location and Exposure Type (per million) (ug/m3)! Hazard Index

Maximum Residential 4.9 0.18 <0.01
Significant? No No No

At location of Construction Residential MEI 3.3 0.16 <0.01
Significant? No No No

Orchard School (Child) 0.9 0.25 <0.01
Significant? No No No

BAAQMD Single-Source Threshold >10.0 >0.3 >0.1

Note: 1The annual PM2s concentration is the sum of the DPM and fugitive PM2.5 concentrations.
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Figure 2. Charcot Avenue Segments Modeled and Locations of Nearby Sensitive
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Combined Construction and Operation Cancer Risk

The combination of construction activity and roadway operation were computed by adding the
construction cancer risk for an infant (see Table 5) to the lifetime cancer risk for the project
operational conditions for the roadway at the construction residential MEI (see Table 6) over a 30-
year period. Therefore, one year of construction cancer risks and 29 years of operational roadway
cancer risks were summed together. Under this condition, the maximum increased cancer risk
would be 7.5 chances per million. This combined cancer risk would be below the significance
threshold for a single project of 10.0 chances per million.

Cumulative Impact at Construction Project MEls

Cumulative community risk impacts were addressed through an evaluation of TAC sources located
within 1,000 feet of the construction MEI. These sources include freeways or highways, busy
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surface streets, and stationary sources identified by BAAQMD. A review of the project area
indicates that Interstate 880 and Oakland Road are busy roadways that are sources of TACs. Other
nearby streets are assumed to have less than 10,000 vehicles per day. A review of the BAAQMD’s
stationary source Google Earth map tool identified six stationary sources with the potential to
affect the construction MEI. Figure 3 shows the sources within the 1,000 feet of the proposed
project. Community risk impacts from these sources upon the project MEI are reported in Table
7. Details of the modeling and community risk calculations are included in Attachment 6.

Highways — Interstate 880

BAAQMD provides a Google Earth Highway Screening Analysis Tool that can be used to identify
screening level impacts from State highways. Interstate 880 (used Link 350, 6-ft impact height
within the tool) risk impacts were screened using the BAAQMD Highway Screening Analysis
Tool. The lifetime cancer risk, annual PM;s exposure and non-cancer hazard index corresponding
to the distance between the project and the site was used. The data were based on the residential
and school MEI being 800 feet east of the highway. Cancer risk levels were adjusted for exposure
duration, age, and new exposure guidance provided by OEHHA, as described in Attachment 3.
The risk impacts from Interstate 880 are discussed in Table 7.
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Local Roadways — Oakland Road

For local roadways, BAAQMD has provided the Roadway Screening Analysis Calculator to assess
whether roadways with traffic volumes of over 10,000 vehicles per day may have a potentially
significant effect on a proposed project. Two adjustments were made to the cancer risk predictions
made by this calculator: (1) adjustment for latest vehicle emissions rates predicted using
EMFAC2014 and (2) adjustment of cancer risk to reflect new Office of Environmental Health
Hazard Assessment (OEHHA) guidance (see Attachment 3).

The calculator uses EMFAC2011 emission rates for the year 2014. In addition, a new version of
the emissions factor model, EMFAC2014 is available. This version predicts lower emission rates.
An adjustment factor of 0.5 was developed by comparing emission rates of total organic gases
(TOG) for running exhaust and running losses developed using EMFAC2011 for year 2014 and
those from EMFAC2014 for 2018.

The predicted cancer risk was then adjusted using a factor of 1.3744 to account for new OEHHA
guidance. This factor was provided by BAAQMD for use with their CEQA screening tools that
are used to predict cancer risk.

The average daily traffic (ADT) on Oakland Road for the year 2025 was estimated to be 35,000
vehicles. This estimate was based on the yearly plus project roadway segment traffic volume
projections calculated by the traffic consultants.?

The BAAQMD Roadway Screening Analysis Calculator for Santa Clara County was used for the
roadway. Oakland road was identified as a north-south roadway with the residential and school
MEIs being 500 and 400 feet west of the roadway, respectively. Estimated risk values for both
MElIs are listed in Table 7. Note that BAAQMD has found that non-cancer hazards from all local
roadways would be well below the BAAQMD thresholds. Chronic or acute HI for the roadway
would be below 0.03.

Stationary Sources

Permitted stationary sources of air pollution near the project site were identified using BAAQMD’s
Stationary Source Risk & Hazard Analysis Tool. This mapping tool uses Google Earth and
identified the location of six stationary sources and their estimated risk and hazard impacts. A
Stationary Source Information Form (SSIF) containing the six identified sources was prepared and
submitted to BAAQMD. They provided updated risk levels, emissions and adjustments to account
for new OEHHA guidance!®. The agency noted that Plant #21487 (Micrus Endovascular, LLC)
had shutdown. The risk impacts from the remaining five stationary sources (Plant #20285, 6919,
20442, 1618, and 4020) were either not adjusted for distance or screened further using refined
modeling (e.g. distance adjustment or Beta Calculator).

12 Hexagon Transportation Consultants, Inc., CEQA Traffic Analysis for the Charcot Avenue Extension Over 1-880
Memorandum. 12 November 2018.
13 Correspondence with Areana Flores, BAAQMD, 14 January 2019.
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Plants #20285, 20442, 1618 (e.g. Southwest Offsite Printing Co, Inc., Epiphotonics Corp, and
Sanmina Corporation) are stationary sources whose risks values were not adjusted for distance.
The risk values provided were used in the cumulative analysis.

The emissions file for Plant #6919 (Applied Anodize, Inc.) was provided by the District.
Therefore, the BAAQMD Risk and Hazards Emissions Screening Calculator (Beta Version) was
used to calculate the risk impacts from this source. The cancer risks were then adjusted with the
OEHHA factor of 1.3744.,

The risk values from Plant #4020 (SFPP, LP) were adjusted for distance using the BAAQMD’s
Distance Adjustment Multiplier Tool for Gasoline Dispensing Facilities. The stationary source is
over 1,000-ft from the residential and school MEIs.

Cumulative Community Health Risk at Construction MEI

Cumulative TAC impacts are assessed by predicting the combined community risk impacts at the
residential and school construction MEIs as per the BAAQMD methods for modeling local risks
and hazards.* Table 7 reports both the construction and cumulative community risk impacts at
both the residential and school MEIs. Based on the table results, the project would have a less-
than-significant impact with respect to community risk caused by project construction activities
since the maximum cancer risks, maximum PM3s concentrations and the HIs for both MEls do
not exceed their respective single-source thresholds. Additionally, Table 7 shows that the
combined cancer risk, PM2s concentrations and Hazard risk values would not exceed the
BAAQMD cumulative thresholds.

14 Bay Area Air Quality Management District, Recommended Methods for Screening and Modeling Local Risks and
Hazards. May 2012.
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Table 7. Combined Community Risk Impacts

Maximum Annual

Maximum Cancer PMz2s Maximum
Risk Concentration* Hazard
Source (per million) (ug/m?®) Index

Construction Impacts to Off-Site Receptors (at MEI)

Maximum Residential 4.2 (Infant) 0.10 0.01
Orchard School (Child) 1.0 (child) 0.17 <0.01
Roadways
Charcot Avenue (Refined Modeling)
At Construction Residential MEI 3.3 0.16 <0.01
At Construction School MEI 0.9 0.25 <0.01
Oakland Road (Roadway Screening Calculator)
At 500-ft West for Residential MEI 1.9 0.05 <0.03
At 400-ft West for School MEI 2.2 0.06 <0.03
Interstate 880 (Highway Screening Calculator)
At 800-ft West for Residential MEI 19.9 0.12 0.01
At 900-ft West for School MEI 14.28 0.08 0.01
Stationary Sources
Plant #20285 (Southwest Offset Printing Co, Inc) - - 0.07
Plant #6919 (Applied Anodize, Inc) <0.1 0.01 <0.01
Plant #20442 (Epiphotonics Corporation) - <0.01 <0.01
Plant #1618 (Sanmina Corporation) - - 0.20
Plant #4020 (SFPP, Oil & Natural Gas Source) 1.5 - 0.75
Cumulative Total
Residential MEI
Unmitigated 30.9 0.35 <1.10
School MEI
Unmitigated 20.0 0.58 <1.10
BAAQMD Threshold — Cumulative Sources >100 >0.8 >10.0
Significant?
Unmitigated
Mitigated No No No
* PM2.5 from construction and operation are not additive
Impact 4: Generate greenhouse gas emissions, either directly or indirectly, that may have

a significant impact on the environment? Less than significant.

GHG emissions associated with development of the proposed project would occur over the short-
term from construction activities, consisting primarily of emissions from equipment exhaust and
worker and vendor trips. There would also be long-term operational emissions associated with
vehicular traffic on the new roadway. Emissions for the proposed project are discussed below and
were analyzed using the methodology recommended in the BAAQMD CEQA Air Quality
Guidelines. ™

15 BAAQMD, 2017. Op cit.
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Existing Conditions

Under existing conditions, there is no extended roadway and the potential for direct GHG
emissions is inconsequential because the emissions from the street lighting and vehicles traveling
on the current alignment are small. Therefore, existing GHG emissions are considered nonexistent.
Indirect emissions are generated from the burning of fuel required for site maintenance (e.g.,
infrequent disking and/or mowing to control fire hazards, etc.).

Construction Greenhouse Gas Emissions (Temporary Emissions)

GHG emissions for transportation projects can be divided into those produced during construction
and those produced during operations. Currently, neither City of San Jose nhor BAAQMD have
adopted GHG significance thresholds that apply to construction projects. For informational
purposes, GHG emissions from project construction are estimated to be 1,410 metric tons of COe
over the course of the entire construction project based on Roadway Construction Emissions
Model modeling described above.

Operational Greenhouse Gas Emissions (Ongoing Emissions)

GHG emissions (e.g., carbon dioxide, methane, and nitrogen dioxide) from operation of the project
will include fuel burned while traveling on the new roadway, there will be a shift in traffic from
other congested routes which will increase the overall effectiveness of the transportation system
and having a positive impact to the GHG emissions. These emissions were evaluated using CT-
EMFAC2014, as described under Impact 2. The EMFAC 2014 emissions factors were developed
using the latest version of the CT-EMFAC2014 model (Version 6.0, November 2015), developed
by Sonoma Technology, Inc. CT-EMFAC2014 provides composite emission rates based on vehicle
mix, speed, year, and area (i.e., County). The model was run using the procedures described in the
UC Davis Methodology for the Santa Clara County. The CO2¢ emissions were computed for daily
conditions. These were assumed to occur 365 days per year to compute annual emissions that are
shown in Table 8.

Table 8. CO2¢ Emissions in Metric Tons per Year
. Existing + 2025 . 2040 2040 Build
Existing Project No-Build 2025 Build No-Build
598,123 585,605 698,812 688,980 847,438 841,842
Project Difference (12,518) (9,832) (5,596)
-0.35% -0.23% -0.11%
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Supplemental Analysis: Charcot Avenue Alternative Designs for Eastern Roadway

In addition to the proposed roadway extension, the project includes two design alternatives for the
eastern part of the roadway to reduce the number of turning lanes at the intersection of Charcot
Avenue extension and Oakland Road. Alternative 1 proposes to eliminate the second northbound
left lane from Oakland Road to Charcot Avenue and subsequently eliminate the need for a
receiving lane along westbound Charcot Avenue. Alternative 1 would have one westbound and
two eastbound lanes at the intersection of Charcot Avenue and Oakland Road. Alternative 2
proposes to eliminate eastbound Charcot Avenue left-turn lane to northbound Oakland Road and
will have two westbound and one eastbound lane at the intersection of Charcot Avenue and
Oakland Road.

Traffic conditions and overall construction activity are anticipated to be similar to the proposed
project. Therefore, emissions of air pollutants and GHG associated with the alternatives is expected
to be the same as those from the proposed project.

To compare the differences between the two alternatives, AERMOD was used in the same
manner as described above in the Dispersion Modeling section to calculate the risk impacts from
construction and operation of the roadway. The project applicant provided separate construction
information for the western part of Charcot Avenue and for the two alternative eastern roadway
designs.

The traffic volumes and speed would not change under either of these alternatives compared to
the proposed project. The construction and operational modeling that was performed for the
proposed project was updated to include the impacts from these alternatives. The maximum
impacts from the project only under these alternatives is compared and reported in Table 9. The
combined levels from cumulative sources at the location of maximum impact are reported in
Table 10.
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Table 9. Comparison of Results from Charcot Avenue for Alternatives 1 and 2

Cancer Risk Annual PM;5 Chronic
Location and Exposure Type (per million) (ug/m3)? Hazard Index

Alternative 1

Operational Maximum at Non-Construction

MEI for School* 08 0.23 <0.01

Operational at Construction MEI for School 0.4 0.12 <0.01

Operational Maximum at Non-Construction

MEI for Residential* 50 0.18 <001

Residential Construction Maximum 37 0.09 <0.01

Construction Operational Maximum 3.2 0.16 <0.01

MEI Maximum Combined Impact? 6.9 0.16 <0.01
Alternative 2

Operational Maximum at Non-Construction 09 0.24 <0.01

MEI for School*

Operational at Construction MEI for School 0.4 0.12 <0.01

Operational Maximum at Non-Construction

MEI for Residential® 5.0 0.18 <0.01
Residential Construction Maximum 3.7 0.09 <0.01
Construction Operational Maximum 3.3 0.16 <0.01
MEI
Maximum Combined Impact? 7.0 0.16 <0.01
Notes:

(1) Locations of maximum residential impact and the residential MEI for construction are at different receptors
and the locations of maximum school child impacts and the school child MEI from construction are different.
(2) The cancer risk at the residential construction MEI is calculated based on 29 years of exposure to road
operation. The first year of exposure (2019) is assumed to be 0 from road when construction is occurring.

The combined levels from cumulative sources at the location of maximum impact (i.e., the
Residential Construction MEI) are reported in Table 10. The table shows the combined cancer
risk impacts (i.e. the cancer risk impact from both construction and operation of the roadway),
the maximum PM3 s concentration, and the maximum HI for the proposed project, Alternative 1,
and Alternative 2. The overall cumulative risk impacts for all three scenarios is also presented.

As seen in Table 10, the maximum impacts from construction and operation of the project would
not exceed significance thresholds for single sources at either the maximum affected residential
receptor nor the maximum affected school receptor in none of the scenarios. The cumulative
risks for the scenarios at the residential and school combined would also not exceed the
BAAQMD cumulative source threshold for cancer risks, PMas, and HI. Therefore, all three
roadway designs would have a less-than-significant impact.
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Table 10: Comparison of Cumulative Health Risks by Alternative

Maximum Cancer Risk Maximum Annual PM,s Maximum
(per million) Concentration (ug/m®) Hazard Index
Proposed Alternative Alternative Proposed Alternative Alternative Proposed Alternative Alternative
Project 1 2 Project 1 2 Project 1 2

IS = IS IS IS = IS IS =

S_| 8- |2_| 8- |2_|8-|2_|8-_|2_|8-_|2-|8-|2-|8-_-|2_|8-|2-|58-

oW < @ w < w oW < o < w oW < @ w < w o < w oW < w @ w < w

s | 32 | 22 | 8= | &= | 8 | 2| 82| 22| 8= | 32| 2| 2= | 8= | = | 8= | ¢= | 3=
Project
Construction + Operation 7.5 1.9 6.9 14 7.0 1.4
Maximum Risk 0.16 | 0.25 | 0.16 | 0.17 | 0.16 | 0.17 0.01 0.01 0.01 0.01 0.01 | 0.01
Cumulative
Oakland Road 1.9 2.2 1.9 2.2 1.9 2.2 | 0.05 | 0.06 | 0.05 | 0.06 | 0.05 | 0.05 0.03 0.03 0.03 0.03 0.03 | 0.03
1-880 19.9 14.3 19.9 14.3 19.9 143 | 012 | 0.08 | 0.12 | 0.08 | 0.12 | 0.08 0.01 0.01 0.01 0.01 0.01 | 0.01
Plant #20285 0.07 0.07 0.07 0.07 0.07 | 0.07
Plant 6919 0.1 0.1 0.1 0.1 0.1 0.1]0.01]001)001)0.01]0.01]0.01 0.01 0.01 0.01 0.01 0.01 | 0.01
Plant 20442 0.01]0.01)0.01|0.01]0.01 0.01 0.01 0.01 0.01 0.01| 0.01
Plant 1618 0.20 | 0.20 0.20 0.20 0.20 | 0.20
Plant 4020 15 15 15 15 15 15 0.75 0.75 0.75 0.75 0.75 | 0.75
z"ta' for Project + 309 | 200 |303 [195 |304 |195 | 034|041 035|033 035|032 1090 |109 |109 |1.09 |1.09 | 1.09

umulative Sources

BAAQMD Threshold for | 105 | 105 | 5100 | >100 | >100 | >100 | 08 | >0.8 | >0.8 | >08 | 08 | 08 | 100 | 100 | >100 | 100 | >100 | >100
Cumulative Sources
Significant Impact? No No No No No No No No No No No No No No No No No No
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Attachment 1:  Construction Emissions (Roadway Construction Emissions
Model) and Assumptions



Attachment 2:

Charcot Ave Emissions Modeling

Roadway Only

NB 2015

Build 201¢

NB 2025

Build 202t

NB 2040

Volume

Length
0.12
0.18
0.39
0.18

700
7600
8700

16100

700
11300
10700
21400

0.12
0.18
0.39
0.12

700
16800
13900
29400

0.12
0.18
0.39
0.18

2015 NoBuild
Build
Increase

2025 NoBuild
Build
Increase

2040 NoBuild
Build
Increase

Emissions (in pounds per day)

Operational Emissions Analysis — CT-Emfac2014

ROG NOx Cco PM10 PM2.5 CO2
0.27 191 7.23 1.43 0.32 2688.50
0.23 1.63 6.18 1.22 0.28 2296.28
0.38 2.72 10.27 2.04 0.46
0.37 1.89 7.72 1.76 0.44 3627.62
0.23 1.17 4.75 1.09 0.27 2232.38
0.41 2.07 8.51 1.95 0.49
0.50 2.94 7.15 2.28 0.51 4524.63
0.49 2.87 6.98 2.22 0.49 4416.96
0.70 4.12 10.02 3.19 0.71
Emissions (in tons/year)
ROG NOx Cco PM10 PM2.5 CO2
0.02 0.15 0.57 0.11 0.03 194
0.09 0.65 2.45 0.48 0.11 825
0.07 0.50 1.87 0.37 0.08 631
0.04 0.18 0.72 0.16 0.04 341
0.11 0.56 2.27 0.52 0.13 1,069
0.07 0.35 1.41 0.32 0.08 662
0.05 0.31 0.75 0.24 0.05 477
0.18 1.06 2.58 0.82 0.18 1,632
0.13 0.75 1.83 0.58 0.13 1,154




Charcot Ave Emissions Modeling

2020
Measure No-Project Project
Daily VMT 3928408 3917065
Daily VHT 121715 118124
Average Speed 32.3 33.2

Emissions in lbs/day

Change
-0.3%

Fleet Average Running Exhaust Emission Factors (grams/veh-mile)

Pollutant Name
ROG
TOG
co
NOx
co2
CH4
PM10
PM2.5
Benzene
Acrolein
Acetaldehyde
Formaldehyde
Butadiene
Naphthalene
POM
Diesel PM
DEOG

Fleet Average Running Loss Emission Faci

Pollutant Name
ROG
TOG
Benzene
Butadiene
Naphthalene

319.65
424.39
8505.32
2249.08
3169561.29
87.23
27.92
26.15
9.97
0.45
6.83
16.87
2.09
0.29
0.41
12.85
72.71

432.57
432.57
4.33
0.00
0.61

307.86
408.70
8348.93
2209.21
3103752.42
84.02
27.15
25.43
9.61
0.43
6.53
16.15
2.01
0.28
0.40
12.63
69.27

419.81
419.81
4.20
0.00
0.59

Fleet Average Tire Wear Factors (grams/veh-mile)

Pollutant Name
PM10
PM2.5

74.76
18.69

74.55
18.64

Fleet Average Brake Wear Factors (grams/veh-mile)

Pollutant Name
PM10
PM2.5

Entrained Roadway Dust

Pollutant Name
PM10
PM2.5

Total Emissions (Ibs/day)

Pollutant Name
ROG
TOG
co
NOx
co2
CH4
PM10
PM2.5
Benzene
Acrolein
Acetaldehyde
Formaldehyde
Butadiene
Naphthalene
POM
Diesel PM
DEOG

352.66 351.64

151.14 150.70

1204.79 1201.31

180.77 180.25
No-Project Project

752 728

857 829

8505 8349

2249 2209

3169561 3103752

87 84

1660 1655

377 375

14 14

0 0

7 7

17 16

2 2

0 0

0 0

13 13

73 69

323
0.0369
0.0490
0.9829
0.2599

366.3013
0.0101
0.0032
0.0030
0.0012
0.0001
0.0008
0.0019
0.0002
0.0000
0.0000
0.0015
0.0084

tors (grams/veh-hour)

Difference

-25
-28
-156
-40
-65809
-3
-5.49
-1.73
-0.49
-0.02
-0.30
-0.72
-0.07
-0.01
-0.02
-0.21
-3.45

33.2
0.0357
0.0474
0.9677
0.2561

359.7345
0.0097
0.0031
0.0029
0.0011
0.0001
0.0008
0.0019
0.0002
0.0000
0.0000
0.0015
0.0080

524,765

5mph 10 mph

0.215776  0.145257
0.283283  0.193285
1.945847  1.666997
0.76228  0.629239
1096.26038 834.485718
0.060319  0.039633
0.015042  0.010333
0.013984  0.009628
0.006706  0.004473
0.000297  0.000191
0.004979  0.003751
0.012085  0.008875
0.001385  0.000908
0.000192  0.000131
0.000291  0.000199
0.004038  0.003369
0.054662  0.042553

Emission Factor
1.613495
1.613495
0.016135

0
0.002259

Emission Factor
0.00864
0.00216

Emission Factor
0.040756
0.017467

Emission Factor
0.1392356 gm/mi
0.02089143 gm/mi

GHG Metric Tons

513,870 (10,896)

-0.34%

15 mph
0.09695
0.12897
1.432675
0.467985
645.3145
0.026501
0.00721
0.006726
0.002996
0.00013
0.002373
0.005679
0.000614
0.000087
0.00013
0.002563
0.026494

20 mph
0.067707
0.090082
1.257209
0.363477
520.9053
0.018598

0.00527
0.004921
0.002104
0.000094
0.001533
0.003734
0.000436

0.00006
0.000089
0.002001
0.016681

25 mph
0.050845
0.067579
1.126225
0.303325
438.8097
0.013916
0.004137
0.003869
0.001582
0.000071

0.00113
0.002764
0.000329
0.000045
0.000066
0.001712
0.012208

30 mph
0.040161

0.05333
1.021996
0.269809
383.0829
0.010959
0.003433
0.003214
0.001251
0.000056
0.000874
0.002148
0.000261
0.000036
0.000052
0.001537
0.009362



Charcot Ave Emissions Modeling

2025
Measure No-Project Project
Daily VMT 4789277 4787047
Daily VHT 209093 205279
Average Speed 22.9 23.32

Emissions in lbs/day

0.0%

Fleet Average Running Exhaust Emission Factors (grams/veh-mile)

Pollutant Name

ROG 436.28 425.73
TOG 584.17 570.01

co 8934.95 8851.43

NOx 2233.61 2172.37
co2 4220799.65 4161412.51
CH4 124.22 121.19
PM10 35.64 34.83
PM2.5 33.06 3231
Benzene 13.76 13.43
Acrolein 0.62 0.61
Acetaldehyde 9.66 9.40
Formaldehyde 23.70 23.09
Butadiene 2.88 2.81
Naphthalene 0.40 0.39
POM 0.57 0.55
Diesel PM 7.88 7.76
DEOG 103.15 100.34

22.9
0.0414
0.0554
0.8470
0.2117

400.1111
0.0118
0.0034
0.0031
0.0013
0.0001
0.0009
0.0022
0.0003
0.0000
0.0001
0.0007
0.0098

Fleet Average Running Loss Emission Factors (grams/veh-hour)

Pollutant Name

ROG 586.80 576.10
TOG 586.80 576.10
Benzene 5.87 5.76
Butadiene 0.00 0.00
Naphthalene 0.82 0.81

Fleet Average Tire Wear Factors (grams/veh-mile)

Pollutant Name
PM10 91.83 91.79
PM2.5 22.95 22.94

Fleet Average Brake Wear Factors (grams/veh-mile)

Pollutant Name
PM10 429.32 429.12
PM2.5 229.55 229.44

Entrained Roadway Dust
Pollutant Name
PM10 1468.81 1468.12
PM2.5 220.39 220.28

Total Emissions (Ibs/day)

Pollutant Name No-Project Project
ROG 1023 1002
TOG 1171 1146
co 8935 8851
NOx 2234 2172
Cco2 4220800 4161413
CH4 124 121
PM10 2026 2024
PM2.5 505.9 505.0
Benzene 20 19
Acrolein 1 1
Acetaldehyde 10 9
Formaldehyde 24 23
Butadiene 3 3
Naphthalene 0 0
POM 1 1
Diesel PM 8 8
DEOG 103 100

Difference

-59387
-3
-1.74
-0.97
-0.44
-0.01
-0.25
-0.61
-0.07
-0.01
-0.01
-0.12
-2.81

23.3
0.0404
0.0541
0.8395
0.2060

394.6653
0.0115
0.0033
0.0031
0.0013
0.0001
0.0009
0.0022
0.0003
0.0000
0.0001
0.0007
0.0095

698,812

5mph 10 mph

0.15528  0.103818
0.20865 0.139294
1.391707  1.20065
0.704623  0.555651
918.843689 701.96234
0.044859  0.029645
0.01228  0.008085
0.011358  0.007489
0.004894  0.003251
0.000219  0.000141
0.003466  0.002614
0.008495  0.006232
0.00102  0.000666
0.00014  0.000095
0.000209  0.000141
0.001755  0.001447
0.037289  0.029184

Emission Factor
1.274107
1.274107
0.012741

0
0.001784

Emission Factor
0.008705
0.002176

Emission Factor
0.040697
0.02176

Emission Factor
0.1392356 gm/mi
0.02089143 gm/mi

GHG Metric Tons

688,980 (9,832)
-0.23%

15 mph
0.069361
0.092978
1.029474
0.373109

543.536
0.019769
0.005497
0.005095
0.002177
0.000096
0.001671
0.004022
0.000449
0.000063
0.000092
0.001081

0.01839

20 mph
0.048469
0.064927
0.901557
0.253122
439.5935
0.013816
0.003924
0.003639
0.001527
0.000068
0.001087

0.00266
0.000319
0.000044
0.000063
0.000826
0.011674

25 mph
0.036207
0.048461
0.807475
0.181765
371.5204
0.010297
0.002983
0.002768
0.001143
0.000052
0.000791
0.001947
0.000239
0.000033
0.000047

0.00069
0.008405

30 mph
0.028456
0.038053
0.732249

0.14648
325.3708
0.008072
0.002391
0.002221

0.0009
0.000041
0.000602
0.001495
0.000189
0.000026
0.000037
0.000601
0.006322



Charcot Ave Emissions Modeling

2040
Measure No-Project Project
Daily VMT 6080580 6092019
Daily VHT 340160 336012
Average Speed 17.88 18.13

Emissions in lbs/day

0.2%

Fleet Average Running Exhaust Emission Factors (grams/veh-mile)

Pollutant Name

ROG 571.15
TOG 755.74

co 8065.00

NOx 3365.08
co2 5118494.48
CH4 153.11
PM10 26.97
PM2.5 25.02
Benzene 18.09
Acrolein 0.76
Acetaldehyde 16.52
Formaldehyde 38.29
Butadiene 3.68
Naphthalene 0.57
POM 0.68
Diesel PM 5.72
DEOG 187.05

563.74
745.91
8030.30
3301.82
5084693.78
151.12
26.68
24.75
17.86
0.75
16.26
37.71
3.63
0.56
0.67
5.70
183.98

17.9
0.0426
0.0564
0.6022
0.2513

382.1669
0.0114
0.0020
0.0019
0.0014
0.0001
0.0012
0.0029
0.0003
0.0000
0.0001
0.0004
0.0140

Fleet Average Running Loss Emission Factors (grams/veh-hour)

Pollutant Name

ROG 530.65 524.18
TOG 530.65 524.18
Benzene 5.31 5.24
Butadiene 0.00 0.00
Naphthalene 0.74 0.73
Fleet Average Tire Wear Factors (grams/veh-mile)
Pollutant Name
PM10 117.53 117.75
PM2.5 29.39 29.44
Fleet Average Brake Wear Factors (grams/veh-mile)
Pollutant Name
PM10 543.72 544.74
PM2.5 233.02 233.46
Entrained Roadway Dust
Pollutant Name
PM10 1864.83 1868.34
PM2.5 279.81 280.33
Total Emissions (Ibs/day)
Pollutant Name No-Project Project
ROG 1102 1088
TOG 1286 1270
co 8065 8030
NOx 3365 3302
C0o2 5118494 5084694
CH4 153 151
PM10 2553 2558
PM2.5 567 568
Benzene 23 23
Acrolein 1 1
Acetaldehyde 17 16
Formaldehyde 38 38
Butadiene 4 4
Naphthalene 1 1
POM 1 1
Diesel PM 6 6
DEOG 187 184

Difference

-33801
-2
4.46
0.75
-0.30
-0.01
-0.26
-0.58
-0.05
-0.01
-0.01
-0.03
-3.07

18.1
0.0420
0.0556
0.5984
0.2461

378.9304
0.0113
0.0020
0.0018
0.0013
0.0001
0.0012
0.0028
0.0003
0.0000
0.0000
0.0004
0.0137

847,438

5mph
0.115303
0.152597
0.922666
0.680336
718.211975
0.030999
0.005225
0.004829
0.003653
0.000156
0.003167
0.007415
0.000748
0.000113
0.000137
0.000631
0.035411

10 mph
0.077866
0.103134
0.785766
0.522614
552.74341
0.020876
0.003454
0.003197
0.002452
0.0001
0.002416
0.005527
0.000491
0.000078
0.000094
0.000562
0.027909

Emission Factor
0.708245
0.708245
0.007082

0
0.000992

Emission Factor
0.008775
0.002194

Emission Factor
0.040596
0.017398

Emission Factor
0.1392356 gm/mi
0.02089143 gm/mi

GHG Metric Tons

841,842 (5,596)

-0.11%

15 mph
0.051813
0.068585
0.656057
0.326449
429.0969
0.013888
0.002388
0.002214
0.001637
0.000068
0.001546
0.003563
0.000331
0.000052
0.000062
0.000468
0.017668

20 mph
0.036005
0.047622
0.563139
0.196796
348.1831
0.009653
0.001743
0.001618
0.001143
0.000049
0.001007
0.002349
0.000234
0.000036
0.000042
0.000398
0.011285

25 mph
0.026783
0.035394
0.499347
0.120842
295.7672
0.007165
0.001344
0.001249
0.000852
0.000037
0.000727
0.001706
0.000175
0.000027
0.000031

0.00035
0.008062

30 mph
0.020944
0.027647
0.449937
0.085997
260.4127
0.005586

0.00109
0.001014
0.000668
0.000029
0.000546
0.001293
0.000138
0.000021
0.000024
0.000315
0.005984



Attachment 3:  Health Risk Calculation Methodology

A health risk assessment (HRA) for exposure to Toxic Air Contaminates (TACSs) requires the application of a risk
characterization model to the results from the air dispersion model to estimate potential health risk at each sensitive
receptor location. The State of California Office of Environmental Health Hazard Assessment (OEHHA) and
California Air Resources Board (CARB) develop recommended methods for conducting health risk assessments. The
most recent OEHHA risk assessment guidelines were published in February of 2015.%® These guidelines incorporate
substantial changes designed to provide for enhanced protection of children, as required by State law, compared to
previous published risk assessment guidelines. CARB has provided additional guidance on implementing OEHHA’s
recommended methods.*” This HRA used the recent 2015 OEHHA risk assessment guidelines and CARB guidance.
The BAAQMD has adopted recommended procedures for applying the newest OEHHA guidelines as part of
Regulation 2, Rule 5: New Source Review of Toxic Air Contaminants.'® Exposure parameters from the OEHHA
guidelines and the recent BAAQMD HRA Guidelines were used in this evaluation.

Cancer Risk

Potential increased cancer risk from inhalation of TACs are calculated based on the TAC concentration over the period
of exposure, inhalation dose, the TAC cancer potency factor, and an age sensitivity factor to reflect the greater
sensitivity of infants and children to cancer causing TACs. The inhalation dose depends on a person’s breathing rate,
exposure time and frequency of exposure, and the exposure duration. These parameters vary depending on the age, or
age range, of the persons being exposed and whether the exposure is considered to occur at a residential location or
other sensitive receptor location.

The current OEHHA guidance recommends that cancer risk be calculated by age groups to account for different
breathing rates and sensitivity to TACs. Specifically, they recommend evaluating risks for the third trimester of
pregnancy to age zero, ages zero to less than two (infant exposure), ages two to less than 16 (child exposure), and ages
16 to 70 (adult exposure). Age sensitivity factors (ASFs) associated with the different types of exposure are an ASF
of 10 for the third trimester and infant exposures, an ASF of 3 for a child exposure, and an ASF of 1 for an adult
exposure. Also associated with each exposure type are different breathing rates, expressed as liters per kilogram of
body weight per day (L/kg-day). As recommended by the BAAQMD, 95™ percentile breathing rates are used for the
third trimester and infant exposures, and 80™ percentile breathing rates for child and adult exposures. Additionally,
CARB and the BAAQMD recommend the use of a residential exposure duration of 30 years for sources with long-
term emissions (e.g., roadways).

Under previous OEHHA and BAAQMD HRA guidance, residential receptors are assumed to be at their home 24
hours a day, or 100 percent of the time. In the 2015 Risk Assessment Guidance, OEHHA includes adjustments to
exposure duration to account for the fraction of time at home (FAH), which can be less than 100 percent of the time,
based on updated population and activity statistics. The FAH factors are age-specific and are: 0.85 for third trimester
of pregnancy to less than 2 years old, 0.72 for ages 2 to less than 16 years, and 0.73 for ages 16 to 70 years. Use of
the FAH factors is allowed by the BAAQMD if there are no schools in the project vicinity that would have a cancer
risk of one in a million or greater assuming 100 percent exposure (FAH = 1.0).

Functionally, cancer risk is calculated using the following parameters and formulas:
Cancer Risk (per million) = CPF x Inhalation Dose x ASF x ED/AT x FAH x 10°

Where:
CPF = Cancer potency factor (mg/kg-day)*

16 OEHHA, 2015. Air Toxics Hot Spots Program Risk Assessment Guidelines, The Air Toxics Hot Spots Program
Guidance Manual for Preparation of Health Risk Assessments. Office of Environmental Health Hazard Assessment.
February.

" CARB, 2015. Risk Management Guidance for Stationary Sources of Air Toxics. July 23.

1BBAAQMD, 2016. BAAQMD Air Toxics NSR Program Health Risk Assessment (HRA) Guidelines. December
2016.



ASF = Age sensitivity factor for specified age group
ED = Exposure duration (years)

AT = Averaging time for lifetime cancer risk (years)
FAH = Fraction of time spent at home (unitless)

Inhalation Dose = Cair X DBR x A x (EF/365) x 107
Where:
Cair = concentration in air (pug/m°®)
DBR = daily breathing rate (L/kg body weight-day)
A = Inhalation absorption factor
EF = Exposure frequency (days/year)
10 = Conversion factor

The health risk parameters used in this evaluation are summarized as follows:

Exposure Type =2 Infant Child Adult

Parameter Age Range 2| 3" Trimester 0<2 2<9 2<16 16 - 30
DPM Cancer Potency Factor (mg/kg-day)* 1.10E+00 1.10E+00 | 1.10E+00 | 1.10E+00 | 1.10E+00
Daily Breathing Rate (L/kg-day)* 361 1,090 631 572 261
Inhalation Absorption Factor 1 1 1 1 1
Averaging Time (years) 70 70 70 70 70
Exposure Duration (years) 0.25 2 14 14 14
Exposure Frequency (days/year) 350 350 350 350 350
Age Sensitivity Factor 10 10 3 3 1
Fraction of Time at Home 0.85-1.0 0.85-1.0 0.72-1.0 0.72-1.0 0.73

* 95" percentile breathing rates for 3™ trimester and infants and 80" percentile for children and adults.

Non-Cancer Hazards

Potential non-cancer health hazards from TAC exposure are expressed in terms of a hazard index (HI), which is the
ratio of the TAC concentration to a reference exposure level (REL). OEHHA has defined acceptable concentration
levels for contaminants that pose non-cancer health hazards. TAC concentrations below the REL are not expected to
cause adverse health impacts, even for sensitive individuals. The total HI is calculated as the sum of the HIs for each
TAC evaluated and the total HI is compared to the BAAQMD significance thresholds to determine whether a
significant non-cancer health impact from a project would occur.

Typically, for residential projects located near roadways with substantial TAC emissions, the primary TAC of concern
with non-cancer health effects is diesel particulate matter (DPM). For DPM, the chronic inhalation REL is 5

micrograms per cubic meter (ug/m°).

Annual PM, s Concentrations

While not a TAC, fine particulate matter (PM2s) has been identified by the BAAQMD as a pollutant with potential
non-cancer health effects that should be included when evaluating potential community health impacts under the
California Environmental Quality Act (CEQA). The thresholds of significance for PM_ s (project level and cumulative)
are in terms of an increase in the annual average concentration. When considering PM2 s impacts, the contribution
from all sources of PM2s emissions should be included. For projects with potential impacts from nearby local
roadways, the PM, s impacts should include those from vehicle exhaust emissions, PM; s generated from vehicle tire
and brake wear, and fugitive emissions from re-suspended dust on the roads.



Attachment 4.  Construction Health Risk Analysis

Charcot Avenue Road Extension, San Jose, California
DPM Emissions and Modeling Emission Rates - Without Mitigation

DPM
Emissions Modeled Emission
Modkl DPM Area DPM Emissions Area Rate
Year Activity (ton/year) Source (Iblyr) (It/hr) (9/s) (m?) (g/s/m?)
Construction West
2019 Road (B) 0.0278 DPM_R_W 55.6 0.01694 213E-03 8,735 2.44E-07
Construction East
Road 0.0217 DPM_R_E1 434 0.01322 167E-03 9,922 1.68E-07
Construction East
Road Alt 0.0186 DPM_R_E2 37.3 0.01135 143E-03 9,922 1.44E-07
Construction Bridge 0.0791 DPM_B 158.3 0.04818 6.07E-03 3,584 1.69E-06
Total 0.1473 294.6 0.0897 0.0113
Operation Hours
hr/day = 9 (7am - 4pm)
days/yr = 365
hours/year = 3285
Charcot Avenue Road Extension, San Jose, California
PM?2.5 Fugitive Dust Emissions for Modeling - Without Mitigation
PM2.5
Modeled Emission
Construction Area PM2.5 Emissions Area Rate
Year Activity Source (ton/year) (Ib/lyr)  (Ib/hr) (9/s) (m?) g/s/m?
Construction West
2019 Road (B) FUG R W 00311 62.2 0.01894  2.39E-03 8,735 2.73E07
Construction East
Road FUG R E1 0.0263 52.6 0.01602  2.02E-03 9,922 2.03E-07
Construction East
Road Alt FUG R E2 0.0229 45.8 0.01393  1.76E-03 9,922 1.77E-07
Construction Bridge FUG B 0.3890 7779 023681 2.98E-02 3,584 8.33E-06
Total 0.4693 9385 0.2857 0.0360
Operation Hours
hr/day = 9 (7am- 4pm)
days/yr = 365
hours/year= 3285




Charcot Avenue Road Extension, San Jose, California
Proposed Roadway Design (4 Lanes)

Maximum Impacts at Construction MEI (Residential) - Unmitigated (2019 rev)

Maximum Concentrations Maximum
Exhaust Fugitive Cancer Risk Hazard | Annual PM2.5
Emissions PM10/DPM PM2.5 (per million) Index | Concentration
Year (ng/m°) (ng/m°) |Infant/Child| Adult ) (ng/m°)
2019-2020 0.0254 0.0787 4.2 0.1 0.005 0.10
Maximum Impacts at Orchard School District
Unmitigated Emissions
Maximum Concentrations Maximum
Exhaust Fugitive Child Hazard | Annual PM2.5
Construction PM2.5/DPM | PM2.5 Cancer Risk Index | Concentration
Year (ug/m’) (ng/m°) (per million) () (ng/m°)
2019-2020 0.0359 0.1410 1.0 0.01 0.17




Charcot Avenue Road Extension, San Jose, California
Maximum DPM Cancer Risk and PM2.5 Calculations From Construction of 4 lane design
Impacts at Off-Site MEI Location - 1.5 meter receptor height

Cancer Risk (per million) = CPF x Inhalation Dose X ASF xED/AT x FAH x 1.0E6

Where: CPF = Cancer potency factor (mg/kg-day)™*
ASF = Age sensitivity factor for specified age group
ED = BExposure duration (years)

AT = Averaging time for lifetime cancer risk (years)

FAH = Fraction of time spent at home (unitless)
Inhalation Dose = C,jy X DBR x A x (EF/365) x10°®

Where: Cyir = concentration in air (ug/m°)

DBR = daily breathing rate (L/kg body weight-day)

A = Inhalation absorption factor
EF = Exposure frequency (days/year)

10°® = Conversion factor

Values
Infant/Child Adult
Age -->| 3rd Trimester 0-2 2-9 2-16 16 - 30
Parameter
ASF = 10 10 3 3 1
CPF=[  1.10E+00 1.10E+00 | 1.10E+00 | 1.10E+00 | 1.10E+00
DBR* = 361 1090 631 572 261
A= 1 1 1 1 1
EF= 350 350 350 350 350
AT = 70 70 70 70 70
FAH = 1.00 1.00 1.00 1.00 0.73
* 95th percentile breathing rates for infants and 80th percentile for children and adults
Construction Cancer Risk by Year - Maximum Impact Receptor Location
Infant/Child - Exposure Informatio| Infant/Child | Adult - Exposure Information Adult
Exposure Age Cancer Modeled Age Cancer
Exposure | Duration DPM Conc (ug/m3) [Sensitivity Risk DPM Conc (ug/m3) [Sensitivity] Risk
Year (years) Age Year Annual Factor [ (per million) Year Annual Factor [ (per million)
0 0.25 -0.25- 0* - - 10 - - - - -
1 1 0-1 2019 0.0254 10 4.18 2019 0.0254 1 0.07
2 1 1-2 0.00 0.00
3 1 2-3 0.00 0.00
4 1 3-4 0.00 0.00
5 1 4-5 0.00 0.00
6 1 5-6 0.00 0.00
7 1 6-7 0.00 0.00
8 1 7-8 0.00 0.00
9 1 8-9 0.00 0.00
10 1 9-10 0.00 0.00
11 1 10-11 0.00 0.00
12 1 11-12 0.00 0.00
13 1 12-13 0.00 0.00
14 1 13-14 0.00 0.00
15 1 14-15 0.00 0.00
16 1 15-16 0.00 0.00
17 1 16-17 0.00 0.00
18 1 17-18 0.00 0.00
19 1 18-19 0.00 0.00
20 1 19-20 0.00 0.00
21 1 20-21 0.00 0.00
22 1 21-22 0.00 0.00
23 1 22-23 0.00 0.00
24 1 23-24 0.00 0.00
25 1 24-25 0.00 0.00
26 1 25-26 0.00 0.00
27 1 26-27 0.00 0.00
28 1 27-28 0.00 0.00
29 1 28-29 0.00 0.00
30 1 29-30 0.00 0.00
Total Increased Cancer Risk 4.18 0.07

* Third trimester of pregnancy

Fugitive Total
PM25 PM25

0.0787 0.1041



Orchard School District, San Jose CA - Construction Impacts - Without Mitigation
Maximum DPM Cancer Risk Calculations From Construction of 4 lane roadway design
Daycare - 1.0 meters - Child Exposure

Cancer Risk (per million) =

Where: CPF = Cancer potency factor (mg/kg-day)™*
ASF = Age sensitivity factor for specified age group
ED = BExposure duration (years)
AT = Averaging time for lifetime cancer risk (years)

FAH = Fraction of time spent at home (unitless)

Inhalation Dose = C,jy X DBR x A x (EF/365) x10°

Where: Cg; = concentration in air (ug/m’)
DBR = daily breathing rate (L/kg body weight-day)
A =Inhalation absorption factor

EF = BExposure frequency (days/year)

10 = Conversion factor

CPF x Inhalation Dose x ASF xED/AT x FAH x1.0E6

Values
Infant/Child Adult
Age -->|3rd Trimester 0-2 2-9 2-16 16 -30
Parameter
ASF = 10 10 3 3 1
CPF=| 1.10E+00 1.10E+00 1.10E+00 1.10E+00 1.10E+00
DBR* = 361 1090 631 572 261
A= 1 1 1 1 1
EF = 350 350 350 350 350
AT = 70 70 70 70 70
FAH = 1.00 1.00 1.00 1.00 0.73

* 95th percentile breathing rates for infants and 80th percentile for children and adults

Construction Cancer Risk by Year - Maximum Impact Receptor Location

Child - Exposure Information Child
Exposure Age* Cancer
Exposure Duration DPM Conc (ug/m3) Sensitivity Risk
Year (years) Year Annual Factor (per million)
1 1 2019-2020 0.0359 3 1.0

* Children assumed to be from 5 to 13 years of age

Maximum
Fugitie  Total
PM25 PM25
0.1410 0.1697



Charcot Avenue Road Extension, San Jose, California
Alternative Roadway Design (3 Lanes)

Maximum Impacts at Construction MEI (Residential) - Unmitigated (2019 rev)

Maximum Concentrations Maximum
Exhaust Fugitive Cancer Risk Hazard | Annual PM2.5
Emissions PM10/DPM PM2.5 (per million) Index | Concentration
Year (ng/m°) (pg/m°) |Infant/Child| Adult 0 (ng/m°)
2019-2020 0.0223 0.0708 3.7 0.1 0.004 0.09
Maximum Impacts at Orchard School District
Unmitigated Emissions
Maximum Concentrations Maximum
Exhaust Fugitive Child Hazard | Annual PM2.5
Construction PM2.5/DPM | PM2.5 Cancer Risk Index [ Concentration
Year (ng/m®) (ng/m®) (per million) @) (ng/m°)
2019-2020 0.0313 0.1246 0.9 0.01 0.15




Charcot Avenue Road Extension, San Jose, California
Maximum DPM Cancer Risk and PM2.5 Calculations From Construction of 3 lane design
Impacts at Off-Site MEI Location - 1.5 meter receptor height

Cancer Risk (per million) = CPF x Inhalation Dose X ASF xED/AT x FAH x 1.0E6

Where: CPF = Cancer potency factor (mg/kg-day)™*
ASF = Age sensitivity factor for specified age group
ED = BExposure duration (years)

AT = Averaging time for lifetime cancer risk (years)

FAH = Fraction of time spent at home (unitless)
Inhalation Dose = C,jy X DBR x A x (EF/365) x10°®

Where: Cyir = concentration in air (ug/m°)

DBR = daily breathing rate (L/kg body weight-day)

A = Inhalation absorption factor
EF = Exposure frequency (days/year)

10°® = Conversion factor

Values
Infant/Child Adult
Age -->| 3rd Trimester 0-2 2-9 2-16 16 - 30
Parameter
ASF = 10 10 3 3 1
CPF=[  1.10E+00 1.10E+00 | 1.10E+00 | 1.10E+00 | 1.10E+00
DBR* = 361 1090 631 572 261
A= 1 1 1 1 1
EF= 350 350 350 350 350
AT = 70 70 70 70 70
FAH = 1.00 1.00 1.00 1.00 0.73
* 95th percentile breathing rates for infants and 80th percentile for children and adults
Construction Cancer Risk by Year - Maximum Impact Receptor Location
Infant/Child - Exposure Informatio| Infant/Child | Adult - Exposure Information Adult
Exposure Age Cancer Modeled Age Cancer
Exposure | Duration DPM Conc (ug/m3) [Sensitivity Risk DPM Conc (ug/m3) [Sensitivity] Risk
Year (years) Age Year Annual Factor [ (per million) Year Annual Factor [ (per million)
0 0.25 -0.25- 0* - - 10 - - - - -
1 1 0-1 2019 0.0223 10 3.66 2019 0.0223 1 0.06
2 1 1-2 0.00 0.00
3 1 2-3 0.00 0.00
4 1 3-4 0.00 0.00
5 1 4-5 0.00 0.00
6 1 5-6 0.00 0.00
7 1 6-7 0.00 0.00
8 1 7-8 0.00 0.00
9 1 8-9 0.00 0.00
10 1 9-10 0.00 0.00
11 1 10-11 0.00 0.00
12 1 11-12 0.00 0.00
13 1 12-13 0.00 0.00
14 1 13-14 0.00 0.00
15 1 14-15 0.00 0.00
16 1 15-16 0.00 0.00
17 1 16-17 0.00 0.00
18 1 17-18 0.00 0.00
19 1 18-19 0.00 0.00
20 1 19-20 0.00 0.00
21 1 20-21 0.00 0.00
22 1 21-22 0.00 0.00
23 1 22-23 0.00 0.00
24 1 23-24 0.00 0.00
25 1 24-25 0.00 0.00
26 1 25-26 0.00 0.00
27 1 26-27 0.00 0.00
28 1 27-28 0.00 0.00
29 1 28-29 0.00 0.00
30 1 29-30 0.00 0.00
Total Increased Cancer Risk 3.66 0.06

* Third trimester of pregnancy

Fugitive Total
PM25 PM25

0.0708  0.0931



Orchard School District, San Jose CA - Construction Impacts - Without Mitigation

Maximum DPM Cancer Risk Calculations From Construction of 3 lane roadway design
Daycare - 1.0 meters - Child Exposure

Cancer Risk (per million) = CPF x Inhalation Dose x ASF X ED/AT x FAH x1.0E6

Where:

CPF = Cancer potency factor (mg/kg-day)™

ASF = Age sensitivity factor for specified age group
ED = Bxposure duration (years)

AT = Averaging time for lifetime cancer risk (years)
FAH = Fraction of time spent at home (unitless)

Inhalation Dose = Cyj, x DBR x A X (EF/365) x10°®

Where:

Cair = concentration in air (ug/m°)

DBR = daily breathing rate (L/kg body weight-day)
A =Inhalation absorption factor

EF = Bxposure frequency (days/year)

10 = Conversion factor

Values
Infant/Child Adult
Age -->|3rd Trimester 0-2 2-9 2-16 16 - 30
Parameter
ASF = 10 10 3 3 1
CPF=| 1.10E+00 1.10E+00 1.10E+00 1.10E+00 1.10E+00
DBR* = 361 1090 631 572 261
A= 1 1 1 1 1
EF = 350 350 350 350 350
AT = 70 70 70 70 70
FAH = 1.00 1.00 1.00 1.00 0.73

* 95th percentile breathing rates for infants and 80th percentile for children and adults

Construction Cancer Risk by Year - Maximum Impact Receptor Location

Child - Exposure Information Child
Exposure Age* Cancer
Exposure Duration DPM Conc (ug/m3) Sensitivity Risk
Year (years) Year Annual Factor | (per million)
1 1 2019-2020 0.0313 3 0.9

* Children assumed to be from 5 to 13 years of age

Maximum
Fugitive  Total
PM25 PM25
0.1246 0.1497



Attachment 5: Charcot Avenue Traffic Community Risk Modeling Emissions and
Health Risk Calculations

santa clara (SF) - 2020 - Annual.EC.TXT

& Name: santa Clara (SF) - 2020 - Annual.EC
6.0.0.18677

1/21/2619 1:44:59 PM

santa clara

Analysis vear: 2020
eason: Annual
vehicle Category WWT Fraction Diesel VMT Fraction
Across Category  Within Category
Truck 1 0.020 0.523
Truck 2 0.032 0.945
won-Truck 0.948 0.012
Road Length: 0.4 miles
Ume : 770 vehicles per hour
Number of Hours 10 hours
Avg. Idling Time 1 winutes per vehicle
Tot. Idling Time: 126.33 hours
T pistribution by speed (mph):
5 0.00%
10 0.00%
15 0.00%
20 0.00%
25 100.00%
30 0.00%
35 0.00%
40 0.00%
45 0.00%
0 0.00%
55 0.00%
60 0.00%
&5 0.00%
70 0.00%
75 0.00%

summary of Project Emissions

Running Exhaust Idling Exhaust  Running Loss Tire wear Brake Wear Total Total
Pollutant Name Cgrams) (grams) Cgrams) (grams) (arams) Cgrams) (us tons)
ROG 15 . 220. - - 453, 1
TG 220.9 - - 529.8 <0.001
o - - - 4,237.4 0.005
NOX - - - 1,235.1 0.001
coz - - - 1,703,303.9 1.878
CH4 - - - 67.6 <0.001
P10 26.6 125.5 170.2 <0.001
PU2.5 - 6.7 G 77.3 <0.001
Benzene 2.2 - - 9.6 <0.001
acrolein - - - 0.3 <0.001
Acetaldenyde - - - 4.3 <0.001
Formaldenyde - - - 12.1 <0.001
utadiene 0.0 - - 1.6 <0.001
Naphthalene 0.3 - - a.s <0.001
POM - - - 0.3 <0.001
Diesel W - - - 7.1 <0.001
DEOG - - 51.4 <0.001

Page 1

santa Clara (SF) - 2020 - AnnUal.EC.TXT

F me: Santa Clara (5F) - 2020 - Annual.EC
CT-EMFAC version: €.0.0,18677
Date: 1/22/2019 6:37:13 PM
Area santa Clara (5F)
Analysis Year 2020
Season: annual
vehicle Category VMT Fraction Diesel VMT Fraction
Across Category  Within Category
Truck 1 0.020 0.523
Truck 2 0.032 0.945
Non-Truck 0.348 0.012
Road Length: 0.4 miles
ume 800 venicles per hour
Number of Hours 10 hours

1 minutes per wehicle
Tot. Idling Time: 133.32 hours

VMT Distribution by speed (mpn):
5 0. 00%

10 ©.00%
15 0.00%
20 ©.00%
25 100.00%
0 0.00%
35 ©.00%
40 0.00%
45 ©.00%
50 ©.00%
55 0.00%
60 ©.00%
65 0.00%
70 ©.00%
75 ©.00%

summary of Project Emissions

Running Exhaust Idling Exhaust  Running Loss Tire Wear Brake Wear Total Tota]
Pollutant Name Cgrams) (grams) (grams) Corams) Cgrams} (grams) (us tons)
192.1 103.6 212.6 - E 510.3 <0.001
ROG 162.7 24.9 229.8 - - 477.0 <0.001
TOG 216.3 115.1 229.5 - - 560.9
co 3,603.9 798.6 - - - 4,202.5
NOX 970.6 312.6 - 1,283.2
coz 1,404,190.9 365,475.5 - - ,769,666.4
CHa 24,5 25.7 - - - 70.2
PM1O 13.2 5.5 27.6 130.4 176.8
PNZ.5 12.2 5.2 - 6.9 55.9 30.3
senzene 5.1 2.6 2.3 - - 10.0
acrolein 0.2 0.1 - - 0.2
Acetaldehyde 2.6 1.2 - - - 5.0
Formaldehyde 8.8 3.8 - - - 12.6
Butadiene 1.1 0.6 0.0 - 1.6
Naphthalene 0.1 <0.1 0.3 - - 0.5
Pom 0.2 0.1 - - - 0.3
Diesel PM 5.5 1.9 - - - 7.2
DEOG 39.1 14.3 - - - 53.4
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santa Clara (3F) - 2020 - Annual.EC TOG.tXt

File Name: Santa Clara (SF) - 2020 - Annual.EC
CT-EMFAC version: 6.0.0.18677
Run Date: 1/22/2019 5:30:19 PM
Area: Santa Clara (5F)
analysis vear: 2020
Season: Annual
vehicle categery VMT Fraction Diesel WMT Fraction

across category  Wwithin categery
0.000 0.523

Truck 1
Truck 2z 0.000 0.945
Non-Truck 1.000 0.012
Road Length: 0.4 miles
Volume: 760 vehicles per hour
Number of Hours: 10 hours

Avg. Idling Time:
Tot. Idling Time:

1 minutes per vehicle
126.67 hours

VMT Distribution by Speed (mph):

5 .00%

10 0.00%

1z 0.00%

20 0.00%

25 100.00%

30 0.00%

35 0.00%

40 0.00%

45 0.00%

50 0.00%

5 0.00%

&0 0.00%

65 0.00%

70 0.00%

75 0.00%

Summary of Project Emissions
Running Exhaust Idling Exhaust Running Loss Tire Wear Brake Wear Total Total
Follutant Name (grams) (grams) {arams) (grams) (grams) (grams) (Us tons)

177.5 79.3 212.1 - - 468.9
Benzene 4.3 1.9 2.1 - - .3
Acralein 0.2 <0.1 - - - 0.3
Acetaldehyde 1.1 0.6 - - - 1.6
Formaldehyde 3.7 1.8 - - - 5.5
Butadiene 1.0 0.4 0.0 - - 1.4
Naphthalene 0.1 <0.1 0.3 - - 0.5
P 0.2 .1 - - - 0.2
Diesel PM 1.6 .6 - - - 2.1
DEOG 4.3 3 - - 7.6
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File Name:
CT-EMFAC version:
Run Date:

Area:
analysis vear:
season:

santa Clara (SF) - 2025 - Annual.EC.TXT

santa Clara (SF) - 2025 - Annual.EC
18677

1/21/2018 1:50:17

santa Clara (SF)
25

annual

PM

vehicle Category

VMT Fraction
Across Category
0.018

Diesel WMT Fraction

within Category
0.591

Truck 1
Truck 2 0.035 0.945
Nen-Truck 0.947 0.013
Road Length: 0.4 miles
volume: 1,000 vehicles per hour
Number of Hours: 10 hours
Avg. Idling Time: 1 minutes per vehicle
Tot. Idling Time: 166.67 hours

VMT Distribution by Speed (mph):
5 0.00%

10¢

0000000008000
o
s
&

summary of Project Emissions

Running Exhaust Idling Exhaust  Running Loss Tire wear Brake Wear Tot To
Pollutant Name Carams) Cgrams) Cgrams) Carams) Cgrams) (grams) (us tons)
173.1 94.2 211.9 - - 79.3 <0.001
ROG 144.5 77.9 226.5 - - .2 <0.001
TOG 193.8 105.1 226.5 - 4 <0.001
o 3,229.9 721.5 - - - .4 0.00%
NoX 727.1 271.3 - - - 5.4 0.001
coz 1,456,081.5 381,917.7 - - .5 2.059
CHa a1.2 22.9 - - - 1 <0.001
PMLO 11.9 6.1 34.8 162.8 .6 <0.001
FM2.5 1.1 5.6 - 8.7 69.5 .2 <0.001
Benzene 2.6 2.4 2.3 - - .2 <0.001
acrolein 0.2 0.1 - - - .2 <0.001
Acetaldehyde 3.2 1.4 - - .5 <0.001
Formaldehyde 7.8 3.6 - - .4 <0.001
Eutadizne 1.0 0.5 0.0 - - .5 <0.001
Naphthalene 0.1 <0.1 0.3 - - .5 <0.001
P 0.2 0.1 - - - 3 <0.001
Diesel PM 2.8 1.7 - - - E <0.001
DEOG 33.6 14.1 - - - .7 <0.001
ND
Page 1
Santa Clara (SF) - 2025 - Annual.EC TOG.TXT
Non-Diesel vehicle ToG Emissions
File Name: santa Clara (SF) - 2025 - Annual.EC
CT-EMFAC version .0.18677
Run Date: 1/21/2019 1:54:27 PM
Area: santa Clara (SF)
Analysis vear: 025
Season: annual
vehicle category VMT Fraction Diesel WMT Fraction
Across Categery  Within Category
Truck 1 0.000 0.591
Truck 2 0.000 0.945
Nen-Truck 1.000 0.013
Road Length: 0.4 miles
volume: 944 vehicles per hour
Humber of Hours: 10 hours
Avg. Idling Time: 1 minutes per vehicle
Tot. Idling Time: 157.33 hours
VMT Distribution by Speed (mph):
5 0.00%
10 0.00%
15 0.00%
20 0.00%
25 100.00%
30 00%
35 0.00%
40 0.00%
45 0.00%
50 0.00%
55 0.00%
60 0.00%
65 0.00%
70 0.00%
75 0.00%
summary of Project Emissions
Running Exhaust Idling Exhaust Running Loss Tire wear 8rake wear Total Total
Pollutant Name grams) (grams) (grams) ¢grams) Cgrams) (grams) (Us tons)
TOG 60.7 72.3 209.1 - - 442.6 <0.001
Benzene 2.9 1.8 2.1 - - 7.7 <0.001
crolein 0.2 <0.1 - - - 0.3 <0.001
Acetaldehyde 0.9 0.5 - - - 1.5 <0.001
Formaldehyde 3.3 1.7 - - - 5.0 <0.001
Butadiene 0.9 0.4 0.0 - - 1.3 <0.001
Naphthalene 0.1 <0.1 0.3 - - 0.4 <0.001
P 0.1 <0.1 - - - 0.2 <0.001
Diesel PM 1.1 0.4 - - - 1.5 <0.001
DEOG 35 z.9 - - - 6.4 <0.001
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santa Clara (5F) - 2040 - Annual.EC.txt

File Name: Santa Clara (5F) - 2040 - Annual.EC
CT-EMFAC version: 6 18677
Run Date: 1/21/2019 1:56:16 FM
Area: Santa Clara {5F)
Analysis vear: 2040
Season: Annual
vehicle Category VMT Fraction Diesel VT Fraction
Across Categery  Within Categary
Truck 1 0.016 0.669
Truck 2 0.038 0.946
Nen-Truck 0.946 0.014
Road Length: 0.4 miles
volume: 1,320 vehicles per hour
Number of Hours: 10 hours
avg. Idling Time: 1 minutes per vehicle
Tot. Idling Time: 220.00 hours

VMT Distribution by Spesd (mph):
s 0.00%

10 0.00%
15 0.00%
20 100.00%
25 0.00%
20 0.00%
as 0.00%
40 0.00%
45 0.00%
50 0.00%
EH 0.00%
60 0.00%
5 0.00%
70 0.00%
75 0.00%

summary of Project Emissions

Running Exhaust Idling Exhaust Running Loss Tire wear Brake wear Tot Total
Pollutant Name (grams) (grams) (grams) (grams) Cgrams) (grams) (us tons)
HC 222.2 84.0 199.9 - - 506.1 <0.001
ROG 190.1 71.8 213.7 - - 475.6 <0.001
TOG 251.4 94.4 213.7 - - 559.5 <0.001
co 2,973.4 637.2 - - 3,610.6 0.004
NOX 1,039.1 250.1 - - 1,289.2 .001
co2 1,838,407.0 392,194.2 - - - ,230,601.1 2.459
CHa s1.0 18.7 - - - £9.7 <0.001
PMLO 9.2 3.7 46.3 214.3 273.5 <0.001
PMZ.5 8.5 3.4 - 11.6 91.9 115.4 <0.001
Benzene 5.0 2.2 z.1 - - 10.4 <0.001
crolein 0.3 0.1 - - - 0.4 <0.001
Acetaldehyde 5.3 1.6 - - - 6.9 <0.001
Formaldehyde 12.4 3.9 - - - 16.3 <0.001
Butadiene 1.2 0.5 0.0 - - 1.7 <0.001
Naphthalene 0.2 <0.1 0.3 - - 0.6 <0.001
P 0.2 <0.1 - - - 0.3 <0.001
Diesel PM 2.1 1.2 - - - 3.3 <0.001
DEOG 59.6 6.8 - - - 76.3 <0.001
ND
Fage 1
santa Clara (SF) - 2040 - Annual.EC TOG.TXT
Non-Diesel vehicle ToG emissions
File Name: santa Clara (5F) - 2040 - Annual.EC
CT-EMFAC version: 6.0.0.18677
Run Date: 1/21/2019 2:01:44 PM
Area: santa Clara (5F)
Analysis year: 2040
Season: Annual
vehicle Category VMT Fraction Diesel VMT Fraction
Across Category Within category
Truck 1 0.000 0.669
Truck 2 0.000 0.946
Non-Truck 1.000 0.014
Road Length: 0.4 miles
volume: 1,241 vehicles per hour
Humber of Hours: 10 hours
Avg. Idling Time: L minutes per vehicle
Tot. Idling Time: 206.83 hours
VMT Distribution by Speed (mph):
5 0.00%
10 0.00%
15 0.00%
20 100.00%
28 0.0
30 0.00%
EL 0.00%
40 0.00%
45 0.005%
50 0.00%
EH 0.005%
60 0.005%
65 0.00%
70 0.00%
75 0.005%
summary of Project Emissions
Running Exhaust Idling Exhaust Running Loss Tire wear srake Wear Total Total
Pollutant Name (grams) (grams) (grams) (grams) Cgrams) (grams) (US tons)
TOG 192.7 65.5 204.6 - - 462.8 <0.001
Benzene 4.5 2.0 - - 5.5 <0.001
crolein 0.2 - - - 0.3 <0.001
Acetaldehyde 1.2 - - - 1.7 <0.001
Formaldehyde 4.1 . - - - 5.7 <0.001
Butadiene 1.1 0.4 0.0 - - 1.5 <0.001
Naphthalene 0.1 <0.1 0.3 - - 0.5 <0.001
P 0.z <0.1 - - - 0.2 <0.001
Diesel PM 0.3 <0.1 - - - 0.3 <0.001
DEOG 3.8 2.1 - - - 5.9 <0.001
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Proposed Project — Charcot Avenue Traffic Emissions and Health Impact Calculations

Charcot Ave, San Jose, CA

Operation - Proposed

DPM Modeling - Roadway Links, Traffic Volumes, and DPM Emissions
Year = 2020

North Charcot

Average VPH Diesel Vehicles

Link Link Link |Release| Average [ Average [ Diesel
No. | Length| Width | Width | Height| Speed | Vehicles | Vehices/| Non-

Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day Day Truck | MDT HDT
Prop-NB Charcot-North _ |Northbound Charcot Ave* NW 2 186 42 12.7 3.4 25 4,000 208.3 46 42 121
Prop-SB Charcot-North  |Southbound Charcot Ave* SE 2 186 42 12.7 3.4 25 4,000 208.3 46 42 121

Total 8,000 417 91 84 242
* Road segments north of Silk Wood Lane. Fraction of Total Vehicles = | 0.948 0.020 0.032
Fraction Diesel in category = [ 0.012 ~ 0.523 0.945

DPM Emissions

Daily Emissions (g/day)* = 7.38
Total Road Length (mi) = 0.40
Emissions per Diesel Vehicle (g/VMT) =  0.0443
Modeled Emission Rate (g/s) = 8.54E-05
* daily emisisons from CT-EMFAC
2020 Hourly Diesel Traffic Volumes and DPM Emissions - Prop-NB Charcot-North
% Per % Per % Per
Hour Hour | VPH g/s Hour Hour gls Hour Hour VPH gls
1 3.93% 8 1.16E-05 9 6.47% | 1.91E-05 17 5.49% 11 1.62E-05
2 2.54% 5 7.51E-06 10 7.16% | 2.12E-05 18 3.29% 7 9.73E-06
3 2.83% 6 8.36E-06 11 6.35% | 1.88E-05 19 2.43% 5 7.17E-06
4 3.41% 7 1.01E-05| 12 6.93% | 2.05E-05 20 0.98% 2 2.90E-06
5 2.20% 5 6.49E-06 13 6.12% | 1.81E-05 21 3.06% 6 9.05E-06
6 3.35% 7 9.90E-06 14 6.12% | 1.81E-05 22 4.16% 9 1.23E-05
7 6.07% 13 ]1.79E-05| 15 5.14% | 1.52E-05 23 2.37% 5 7.00E-06
8 4.79% 10 ]1.42E-05| 16 3.93% | 1.16E-05 24 0.87% 2 2.56E-06
Total 208
2020 Hourly Diesel Traffic Volumes Per Direction and DPM Emissions - Prop-SB Charcot-North
% Per % Per % Per
Hour Hour | VPH gls Hour | Hour gls Hour Hour VPH gls
1 3.93% 8 1.16E-05 9 6.47% | 1.91E-05 17 5.49% 11 1.62E-05
2 2.54% 5 7.51E-06 10 7.16% | 2.12E-05 18 3.29% 7 9.73E-06
3 2.83% 6 8.36E-06 11 6.35% | 1.88E-05 19 2.43% 5 7.17E-06
4 3.41% 7 |101E-05) 12 6.93% | 2.05E-05 20 0.98% 2 2.90E-06
5 2.20% 5 6.49E-06| 13 6.12% | 1.81E-05 21 3.06% 6 9.05E-06
6 3.35% 7 9.90E-06 14 6.12% | 1.81E-05 22 4.16% 9 1.23E-05
7 6.07% 13 |1.79E-05 15 5.14% | 1.52E-05 23 2.37% 5 7.00E-06
8 4.79% 10 ]1.42E-05 16 3.93% | 1.16E-05 24 0.87% 2 2.56E-06
Total 208




South Charcot

Average VPH Diesel Vehicles
Link Link Link |Release| Average | Average | Diesel
No. | Length| Width | Width | Height| Speed | Vehicles | Vehices/| Non-

Road Link Description Direction| Lanes | (m) (ft) (m) (m) (mph) per Day Day Truck | MDT HDT
Prop-NB Charcot-South  |Northbound Charcot Ave* NW 1 461 31 9.4 3.4 25 4,000 208.3 46 42 121
Prop-SB Charcot-South __ |Southbound Charcot Ave* SE 1 461 31 9.4 3.4 25 4,000 208.3 46 42 121

Total 8,000 417 91 84 242
* Road segments south of Silk Wood Lane. Fraction of Total Vehicles=| 0.948 0.020 0.032
Fraction Diesel in category = [ 0.012  0.523 0.945
DPM Emissions
Daily Emissions (g/day)* = 7.38
Total Road Length (mi) = 0.4
Emissions per Diesel Vehicle (g/VMT) = 0.0443
Modeled Emission Rate (g/s) = 8.54E-05
* daily emisisons from CT-EMFAC
2020 Hourly Diesel Traffic Volumes and DPM Emissions - Prop-NB Charcot-South
% Per % Per % Per
Hour Hour | VPH gls Hour | Hour gls Hour Hour VPH gls

1 3.93% 8 2.88E-05] 9 6.47% | 4.75E-05 17 5.49% 11 4.03E-05

2 2.54% 5 1.87E-05 10 7.16% | 5.26E-05 18 3.29% 7 2.42E-05

3 2.83% 6 2.08E-05) 11 6.35% | 4.67E-05 19 2.43% 5 1.78E-05

4 3.41% 7 2.50E-05] 12 6.93% | 5.09E-05 20 0.98% 2 7.21E-06

5 2.20% 5 1.61E-05| 13 6.12% | 4.50E-05 21 3.06% 6 2.25E-05

6 3.35% 7 2.46E-05| 14 6.12% | 4.50E-05 22 4.16% 9 3.05E-05

7 6.07% 13 |4.45E-05| 15 5.14% | 3.78E-05 23 2.37% 5 1.74E-05

8 4.79% 10  J3.52E-05] 16 3.93% | 2.88E-05 24 0.87% 2 6.36E-06

Total 208
2020 Hourly Diesel Traffic Volumes Per Direction and DPM Emissions - Prop-SB Charcot-South
% Per % Per % Per
Hour Hour | VPH g/s Hour Hour gls Hour Hour VPH g/s

1 3.93% 8 [2.88E-05] 9 6.47% | 4.75E-05 17 5.49% 11 [4.03E-05

2 2.54% 5 1.87E-05 10 7.16% | 5.26E-05 18 3.29% 7 2.42E-05

3 2.83% 6 2.08E-05] 11 6.35% | 4.67E-05 19 2.43% 5 1.78E-05

4 3.41% 7 2.50E-05] 12 6.93% | 5.09E-05 20 0.98% 2 7.21E-06

5 2.20% 5 1.61E-05 13 6.12% | 4.50E-05 21 3.06% 6 2.25E-05

6 3.35% 7 2.46E-05] 14 6.12% | 4.50E-05 22 4.16% 9 3.05E-05

7 6.07% 13 |4.45E-05 15 5.14% | 3.78E-05 23 2.37% 5 1.74E-05

8 4.79% 10 |3.52E-05 16 3.93% | 2.88E-05 24 0.87% 2 6.36E-06

Total 208




Charcot Ave, San Jose, CA
Operation - Proposed

PM2.5 Modeling - Roadway Links, Traffic Volumes, and PM2.5 Emissions

Year = 2020
North Charcot
Link Link Link |Release| Average | Average
No. | Length| Width | Width [ Height| Speed | Vehicles
Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Prop-NB Charcot-North  |Northbound Charcot Ave* NW 2 186 42 12.7 1.3 25 4,000
Prop-SB Charcot-North  |Southbound Charcot Ave* SE 2 186 42 12.7 1.3 25 4,000
Total 8,000

* Road segments north of Silk Wood Lane.

PM2.5 Emissions

Daily Emissions (g/day)* =

Road Length (mi) =

Emissions per Vehicle (g/VMT) =
Modeled Emission Rate (g/s) =

80.3
0.4
0.0251
9.29E-04

* daily emisisons from CT-EMFAC

2020 Hourly Traffic Volumes and PM2.5 Emissions - Prop-NB Charcot-North

% Per % Per % Per
Hour Hour | VPH gls Hour Hour gls Hour Hour VPH gls
1 1.15% 46 |3.71E-05 9 7.11% | 2.29E-04 17 7.38% 295 |2.37E-04
2 0.42% 17  |1.35E-05 10 4.39% | 1.41E-04 18 8.17% 327 |2.63E-04
3 0.41% 16 |1.30E-05| 11 4.67% | 1.50E-04 19 5.70% 228 |1.83E-04
4 0.27% 11  |8.67E-06 12 5.89% | 1.89E-04 20 4.271% 171 |1.37E-04
5 0.50% 20 |1.62E-05] 13 6.15% | 1.98E-04 21 3.26% 130 |1.05E-04
6 0.91% 36 |2.92E-05] 14 6.03% | 1.94E-04 22 3.30% 132 |1.06E-04
7 3.80% 152 ]1.22E-04] 15 7.01% | 2.25E-04 23 2.46% 98 7.89E-05
8 7.76% | 311 |]2.50E-04] 16 7.13% | 2.29E-04 24 1.87% 75 |6.00E-05
Total 4,000
2020 Hourly Traffic Volumes Per Direction and PM2.5 Emissions - Prop-SB Charcot-North
% Per % Per % Per
Hour Hour | VvPH | g/mile | Hour | Hour g/mile Hour Hour VPH g/mile
1 1.15% 46 |3.71E-05 9 7.11% | 2.29E-04 17 7.38% 295 |2.37E-04
2 0.42% 17 ]1.35E-05) 10 4.39% | 1.41E-04 18 8.17% 327 |2.63E-04
3 0.41% 16 |1.30E-05 11 4.67% | 1.50E-04 19 5.70% 228 |1.83E-04
4 0.27% 11 |8.67E-06] 12 5.89% | 1.89E-04 20 4.27% 171 |1.37E-04
5 0.50% 20 ]1.62E-05] 13 6.15% | 1.98E-04 21 3.26% 130 |1.05E-04
6 0.91% 36 |2.92E-05| 14 6.03% | 1.94E-04 22 3.30% 132 |1.06E-04
7 3.80% | 152 |1.22E-04] 15 7.01% | 2.25E-04 23 2.46% 98 |7.89E-05
8 7.76% | 311 |2.50E-04 16 7.13% | 2.29E-04 24 1.87% 75 6.00E-05
Total 4,000




South Charcot

Link Link Link [Release| Average | Average

No. | Length| Width | Width [ Height| Speed | Vehicles

Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Prop-NB Charcot-South  |Northbound Charcot Ave* NW 1 461 31 9.4 1.3 25 4,000
Prop-SB Charcot-South  |Southbound Charcot Ave* SE 1 461 31 9.4 1.3 25 4,000
Total 8,000

* Road segments south of Silk Wood Lane.

PM2.5 Emissions

Daily Emissions (g/day)* =

Road Length (mi) =

Emissions per Vehicle (g/VMT) =
Modeled Emission Rate (g/s) =

80.3
0.4
0.0251
9.29E-04

* daily emisisons from CT-EMFAC

2020 Hourly Traffic Volumes and PM2.5 Emissions - Prop-NB Charcot-South

% Per % Per % Per
Hour Hour | VPH als Hour | Hour als Hour Hour VPH als
1 1.15% 46 ]9.22E-05 9 7.11% | 5.68E-04 17 7.38% 295 |5.90E-04
2 0.42% 17 |3.36E-05] 10 4.39% | 3.51E-04 18 8.17% 327 |6.53E-04
3 0.41% 16 |3.24E-05 11 4.67% | 3.73E-04 19 5.70% 228 |4.55E-04
4 0.27% 11 |2.16E-05 12 5.89% | 4.71E-04 20 4.27% 171 |3.41E-04
5 0.50% 20 |4.02E-05] 13 6.15% | 4.92E-04 21 3.26% 130 |2.60E-04
6 0.91% 36 |7.26E-05] 14 6.03% | 4.82E-04 22 3.30% 132 |2.63E-04
7 3.80% | 152 |3.03E-04] 15 7.01% | 5.60E-04 23 2.46% 98 |1.96E-04
8 7.76% | 311 ]6.20E-04] 16 7.13% | 5.70E-04 24 1.87% 75  |1.49E-04
Total 4,000
2020 Hourly Traffic Volumes Per Direction and PM2.5 Emissions - Prop-SB Charcot-South
% Per % Per % Per
Hour Hour | vPH | g/mile | Hour Hour g/mile Hour Hour VPH g/mile
1 1.15% 46 ]9.22E-05 9 7.11% | 5.68E-04 17 7.38% 295 |5.90E-04
2 0.42% 17 |3.36E-05] 10 4.39% | 3.51E-04 18 8.17% 327 |6.53E-04
3 0.41% 16 |3.24E-05| 11 4.67% | 3.73E-04 19 5.70% 228 |4.55E-04
4 0.27% 11 |2.16E-05 12 5.89% | 4.71E-04 20 4.27% 171 |3.41E-04
5 0.50% 20 |4.02E-05 13 6.15% | 4.92E-04 21 3.26% 130 |2.60E-04
6 0.91% 36 |7.26E-05] 14 6.03% | 4.82E-04 22 3.30% 132 |2.63E-04
7 3.80% | 152 |3.03E-04] 15 7.01% | 5.60E-04 23 2.46% 98 |1.96E-04
8 7.76% | 311 |]6.20E-04] 16 7.13% | 5.70E-04 24 1.87% 75  |1.49E-04
Total 4,000




Charcot Ave, San Jose, CA

Operation - Proposed

TOG Exhaust Modeling - Roadway Links, Traffic Volumes, and TOG Exhaust Emissions

Year = 2020
North Charcot
Link Link Link |Release| Average | Average
No. | Length| Width | Width [ Height| Speed | Vehicles
Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Prop-NB Charcot-North  |Northbound Charcot Ave* NW 2 186 42 12.7 1.3 25 3,800
Prop-SB Charcot-North  |Southbound Charcot Ave* SE 2 186 42 12.7 1.3 25 3,800
Total 7,600

* Road segments north of Silk Wood Lane.

TOG Exhaust Emissions|

Daily Emissions (g/day)* =
Road Length (mi) =
Emissions per Vehicle (g/VMT) =
Modeled Emission Rate (g/s) =

256.8
0.4
0.0845
2.97E-03

* daily emisisons from CT-EMFAC

2020 Hourly Traffic Volumes and TOG Exhaust Emissions - Prop-NB Charcot-North

% Per % Per % Per
Hour Hour | VPH gls Hour Hour gls Hour Hour VPH gls
1 1.15% 44 |1.19E-04] 9 7.11% | 7.31E-04 17 7.38% 280 |7.59E-04
2 0.42% 16 |4.32E-05 10 4.39% | 4.51E-04 18 8.17% 311 |8.40E-04
3 0.41% 15 J4.17E-05 11 4.67% | 4.80E-04 19 5.70% 216 |5.85E-04
4 0.27% 10 |2.77E-05 12 5.89% | 6.05E-04 20 4.271% 162 |4.39E-04
5 0.50% 19 |5.17E-05 13 6.15% | 6.32E-04 21 3.26% 124 |3.35E-04
6 0.91% 35 |9.34E-05] 14 6.03% | 6.20E-04 22 3.30% 125 |3.39E-04
7 3.80% 144 ]3.90E-04] 15 7.01% | 7.21E-04 23 2.46% 93 2.52E-04
8 7.76% | 295 |7.98E-04] 16 7.13% | 7.33E-04 24 1.87% 71 ]1.92E-04
Total 3,800
2020 Hourly Traffic Volumes Per Direction and TOG Exhaust Emissions - Prop-SB Charcot-North
% Per % Per % Per
Hour Hour | VvPH | g/mile | Hour | Hour g/mile Hour Hour VPH g/mile
1 115% | 44 [119E-04 9 7.11% | 7.31E-04 17 7.38% | 280 [7.59E-04
2 0.42% 16 |4.32E-05) 10 4.39% | 4.51E-04 18 8.17% 311 |8.40E-04
3 0.41% 15 |4.17E-05 11 4.67% | 4.80E-04 19 5.70% 216 |5.85E-04
4 0.27% 10 J2.77E-05] 12 5.89% | 6.05E-04 20 4.27% 162 |4.39E-04
5 0.50% 19 |5.17E-05 13 6.15% | 6.32E-04 21 3.26% 124 |3.35E-04
6 0.91% 35 |9.34E-05 14 6.03% | 6.20E-04 22 3.30% 125 |3.39E-04
7 3.80% 144 |3.90E-04] 15 7.01% | 7.21E-04 23 2.46% 93 2.52E-04
8 7.76% | 295 |7.98E-04 16 7.13% | 7.33E-04 24 1.87% 71 1.92E-04
Total 3,800




South Charcot

Link Link Link [Release| Average | Average

No. | Length| Width | Width [ Height| Speed | Vehicles

Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Prop-NB Charcot-South  |Northbound Charcot Ave* NW 1 461 31 9.4 1.3 25 3,800
Prop-SB Charcot-South  |Southbound Charcot Ave* SE 1 461 31 9.4 1.3 25 3,800
Total 7,600

* Road segments south of Silk Wood Lane.

TOG Exhaust Emissions|

Daily Emissions (g/day)* =

Road Length (mi) =

Emissions per Vehicle (g/VMT) =
Modeled Emission Rate (g/s) =

256.8
0.4
0.0845
2.97E-03

* daily emisisons from CT-EMFAC

2020 Hourly Traffic Volumes and TOG Emissions - Prop-NB Charcot-South

% Per % Per % Per
Hour Hour | VPH als Hour | Hour als Hour Hour VPH als
1 1.15% 44 ]2.95E-04 9 7.11% | 1.82E-03 17 7.38% 280 |1.89E-03
2 0.42% 16 |1.07E-04] 10 4.39% | 1.12E-03 18 8.17% 311 ]2.09E-03
3 0.41% 15 |1.04E-04 11 4.67% | 1.19E-03 19 5.70% 216 |1.46E-03
4 0.27% 10 |6.89E-05 12 5.89% | 1.50E-03 20 4.27% 162 |1.09E-03
5 0.50% 19 |1.28E-04 13 6.15% | 1.57E-03 21 3.26% 124 |8.32E-04
6 0.91% 35 |2.32E-04] 14 6.03% | 1.54E-03 22 3.30% 125 |8.43E-04
7 3.80% | 144 |9.70E-04] 15 7.01% | 1.79E-03 23 2.46% 93 |6.27E-04
8 7.76% | 295 ]1.98E-03] 16 7.13% | 1.82E-03 24 1.87% 71 |4.77E-04
Total 3,800
2020 Hourly Traffic Volumes Per Direction and TOG Emissions - Prop-SB Charcot-South
% Per % Per % Per
Hour Hour | vPH | g/mile | Hour Hour g/mile Hour Hour VPH g/mile
1 1.15% 44 12.95E-04 9 7.11% | 1.82E-03 17 7.38% 280 |1.89E-03
2 0.42% 16 |1.07E-04] 10 4.39% | 1.12E-03 18 8.17% 311 |2.09E-03
3 0.41% 15 |1.04E-04 11 4.67% | 1.19E-03 19 5.70% 216 |1.46E-03
4 0.27% 10 |6.89E-05| 12 5.89% | 1.50E-03 20 4.27% 162 |1.09E-03
5 0.50% 19 |]1.28E-04] 13 6.15% | 1.57E-03 21 3.26% 124 |8.32E-04
6 0.91% 35 |2.32E-04] 14 6.03% | 1.54E-03 22 3.30% 125 |8.43E-04
7 3.80% | 144 |9.70E-04] 15 7.01% | 1.79E-03 23 2.46% 93 |6.27E-04
8 7.76% | 295 ]1.98E-03] 16 7.13% | 1.82E-03 24 1.87% 71 |4.77E-04
Total 3,800




Charcot Ave, San Jose, CA
Operation - Proposed

TOG Evaporative Emissions Modeling - Roadway Links, Traffic Volumes, and TOG Evaporative Emissions

Year = 2020
North Charcot

Link Link Link |Release| Average | Average

No. | Length| Width | Width [ Height| Speed | Vehicles

Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Prop-NB Charcot-North  |Northbound Charcot Ave* NW 2 186 42 12.7 1.3 25 3,800
Prop-SB Charcot-North  |Southbound Charcot Ave* SE 2 186 42 12.7 1.3 25 3,800
Total 7,600

* Road segments north of Silk Wood Lane.

TOG Evaporative Emissions|

Daily Emissions (g/day)* =

Road Length (mi) =

Emissions per Vehicle (g/VMT) =
Modeled Emission Rate (g/s) =

212.1
0.4
0.0698
2.45E-03

* daily emisisons from CT-EMFAC

2020 Hourly Traffic Volumes and TOG Evaporative Emissions - Prop-NB Charcot-North

% Per % Per % Per
Hour Hour | VPH gls Hour Hour gls Hour Hour VPH gls
1 1.15% 44 ]9.79E-05] 9 7.11% | 6.04E-04 17 7.38% 280 |6.27E-04
2 0.42% 16 |3.57E-05] 10 4.39% | 3.73E-04 18 8.17% 311 |6.94E-04
3 0.41% 15 |3.45E-05 11 4.67% | 3.96E-04 19 5.70% 216 |4.84E-04
4 0.27% 10 J2.29e-05] 12 5.89% | 5.00E-04 20 4.27% 162 |3.63E-04
5 0.50% 19 |4.27E-05 13 6.15% | 5.22E-04 21 3.26% 124 |2.76E-04
6 0.91% 35 |7.71E-05 14 6.03% | 5.12E-04 22 3.30% 125 |2.80E-04
7 3.80% | 144 |3.22E-04] 15 7.01% | 5.95E-04 23 2.46% 93 |2.08E-04
8 7.76% | 295 |6.59E-04] 16 7.13% | 6.06E-04 24 1.87% 71  ]1.58E-04
Total 3,800

2020 Hourly Traffic Volumes Per Direction and TOG Evaporative Emissions -

Prop-SB Charcot-North

% Per % Per % Per
Hour Hour | VvPH | g/mile | Hour | Hour g/mile Hour Hour VPH g/mile
1 1.15% 44 19.79E-05] 9 7.11% | 6.04E-04 17 7.38% 280 |6.27E-04
2 0.42% 16 |3.57E-05] 10 4.39% | 3.73E-04 18 8.17% 311 |6.94E-04
3 0.41% 15 |3.45E-05 11 4.67% | 3.96E-04 19 5.70% 216 |4.84E-04
4 0.27% 10 ]|2.29e-05| 12 5.89% | 5.00E-04 20 4.27% 162 |3.63E-04
5 0.50% 19 |4.27E-05 13 6.15% | 5.22E-04 21 3.26% 124 |2.76E-04
6 0.91% 35 |7.71E-05 14 6.03% | 5.12E-04 22 3.30% 125 |2.80E-04
7 3.80% | 144 |3.22E-04] 15 7.01% | 5.95E-04 23 2.46% 93 |2.08E-04
8 7.76% | 295 |6.59E-04] 16 7.13% | 6.06E-04 24 1.87% 71  ]1.58E-04
Total 3,800




South Charcot

Link Link Link [Release| Average | Average
No. | Length| Width | Width [ Height| Speed | Vehicles

Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Prop-NB Charcot-South |Northbound Charcot Ave* NW 1 461 31 9.4 13 25 3,800
Prop-SB Charcot-South  |Southbound Charcot Ave* SE 1 461 31 9.4 1.3 25 3,800

Total 7,600

* Road segments south of Silk Wood Lane.

TOG Evaporative Emissions|
Daily Emissions (g/day)* =  212.1
Road Length (mi) = 0.4
Emissions per Vehicle (g/VMT) =  0.0698
Modeled Emission Rate (g/s) = 2.45E-03
* daily emisisons from CT-EMFAC

2020 Hourly Traffic Volumes and TOG Evaporative Emissions - Prop-NB Charcot-South
% Per % Per % Per
Hour Hour | VPH als Hour | Hour als Hour Hour VPH als

1 1.15% 44 )2.43E-04] 9 7.11% | 1.50E-03 17 7.38% 280 |1.56E-03

2 0.42% 16 |8.87E-05] 10 4.39% | 9.26E-04 18 8.17% 311 |1.72E-03
3 0.41% 15 |8.56E-05] 11 4.67% | 9.85E-04 19 5.70% 216 |1.20E-03
4 0.27% 10 |5.69E-05 12 5.89% | 1.24E-03 20 4.27% 162 |9.02E-04
5 0.50% 19 |J1.06E-04] 13 6.15% | 1.30E-03 21 3.26% 124 |6.87E-04
6 0.91% 35 |1.92E-04 14 6.03% | 1.27E-03 22 3.30% 125 |6.96E-04
7 3.80% | 144 |8.01E-04 15 7.01% | 1.48E-03 23 2.46% 93 |5.18E-04
8 7.76% | 295 |1.64E-03] 16 7.13% | 1.51E-03 24 1.87% 71 ]|3.94E-04
Total 3,800

2020 Hourly Traffic Volumes Per Direction and TOG Evaporative Emissions - Prop-SB Charcot-South
% Per % Per % Per

Hour Hour | vPH | g/mile | Hour Hour g/mile Hour Hour VPH g/mile
1 1.15% 44 12.43E-04 9 7.11% | 1.50E-03 17 7.38% 280 |1.56E-03
0.42% 16 |8.87E-05] 10 4.39% | 9.26E-04 18 8.17% 311 |1.72E-03
0.41% 15 |8.56E-05| 11 4.67% | 9.85E-04 19 5.70% 216 |1.20E-03
0.27% 10 |5.69E-05 12 5.89% | 1.24E-03 20 4.27% 162 ]9.02E-04
0.50% 19 |]1.06E-04] 13 6.15% | 1.30E-03 21 3.26% 124 |6.87E-04
0.91% 35 |1.92E-04] 14 6.03% | 1.27E-03 22 3.30% 125 |]6.96E-04
3.80% | 144 |8.01E-04] 15 7.01% | 1.48E-03 23 2.46% 93 |5.18E-04
7.76% | 295 ]1.64E-03] 16 7.13% | 1.51E-03 24 1.87% 71 |3.94E-04
Total 3,800

00 ~NOo OAE WN




Charcot Ave, San Jose, CA

Operation - Proposed

Fugitive Road PM2.5 Modeling - Roadway Links, Traffic Volumes, and Fugitive Road PM2.5 Emissions

Year = 2020
North Charcot
Link Link Link |Release| Average | Average
No. | Length| Width | Width [ Height| Speed | Vehicles
Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Prop-NB Charcot-North  |Northbound Charcot Ave* NW 2 186 42 12.7 1.3 25 4,000
Prop-SB Charcot-North  |Southbound Charcot Ave* SE 2 186 42 12.7 1.3 25 4,000
Total 8,000

* Road segments north of Silk Wood Lane.

Road PM2.5 Fugitive Emissions|
Daily Emissions (g/day)* =
Road Length (mi) =
Emissions per Vehicle (g/VMT) =
Modeled Emission Rate (g/s) =

48.9
0.4
0.0153
5.66E-04

* daily emisisons from CT-EMFAC

2020 Hourly Traffic Volumes and Fu

gitive PM2.5 Emissions - Prop-NB Charcot-North

% Per % Per % Per
Hour Hour | VPH gls Hour Hour gls Hour Hour VPH gls
1 1.15% 46 |2.26E-05] 9 7.11% | 1.39E-04 17 7.38% 295 |1.44E-04
2 0.42% 17 |8.22E-06] 10 4.39% | 8.59E-05 18 8.17% 327 |1.60E-04
3 0.41% 16 |7.94E-06] 11 4.67% | 9.13E-05 19 5.70% 228 |1.11E-04
4 0.27% 11 |5.28E-06] 12 5.89% | 1.15E-04 20 4.27% 171 |8.36E-05
5 0.50% 20 |9.84E-06] 13 6.15% | 1.20E-04 21 3.26% 130 |6.37E-05
6 0.91% 36 |1.78E-05 14 6.03% | 1.18E-04 22 3.30% 132 |6.45E-05
7 3.80% | 152 |7.43E-05] 15 7.01% | 1.37E-04 23 2.46% 98 |4.81E-05
8 7.76% | 311 |1.52E-04] 16 7.13% | 1.40E-04 24 1.87% 75 ]| 3.65E-05
Total 4,000

2020 Hourly Traffic Volumes Per Direction and Fugitive PM2.5 Emissions - Prop-SB Charcot-North

% Per % Per % Per
Hour Hour | VvPH | g/mile | Hour | Hour g/mile Hour Hour VPH g/mile
1 1.15% 46  |2.26E-05 9 7.11% | 1.39E-04 17 7.38% 295 |1.44E-04
2 0.42% 17 |8.22E-06] 10 4.39% | 8.59E-05 18 8.17% 327 |1.60E-04
3 0.41% 16 |7.94E-06] 11 4.67% | 9.13E-05 19 5.70% 228 |1.11E-04
4 0.27% 11 |5.28E-06] 12 5.89% | 1.15E-04 20 4.27% 171 |8.36E-05
5 0.50% 20 |9.84E-06] 13 6.15% | 1.20E-04 21 3.26% 130 |6.37E-05
6 0.91% 36 |1.78E-05 14 6.03% | 1.18E-04 22 3.30% 132 |6.45E-05
7 3.80% | 152 |7.43E-05 15 7.01% | 1.37E-04 23 2.46% 98 |4.81E-05
8 7.76% | 311 |1.52E-04] 16 7.13% | 1.40E-04 24 1.87% 75 ]| 3.65E-05
Total 4,000




South Charcot

Link Link Link [Release| Average | Average

No. | Length| Width | Width [ Height| Speed | Vehicles

Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Prop-NB Charcot-South  |Northbound Charcot Ave* NW 1 461 31 9.4 1.3 25 4,000
Prop-SB Charcot-South  |Southbound Charcot Ave* SE 1 461 31 9.4 1.3 25 4,000
Total 8,000

* Road segments south of Silk Wood Lane.

Road PM2.5 Fugitive Emissions|

Daily Emissions (g/day)* =
Road Length (mi) =

Emissions per Vehicle (g/VMT) =

Modeled Emission Rate (g/s) =

48.9
0.4
0.0153
5.66E-04

* daily emisisons from CT-EMFAC

2020 Hourly Traffic Volumes and Fu

gitive PM2.5 Emissions - Prop-NB Charcot-South

% Per % Per % Per
Hour Hour | VPH als Hour | Hour als Hour Hour VPH als
1 1.15% 46  |5.61E-05 9 7.11% | 3.46E-04 17 7.38% 295 |3.59E-04
2 0.42% 17 |2.04E-05] 10 4.39% | 2.14E-04 18 8.17% 327 |3.98E-04
3 0.41% 16 |1.97E-05 11 4.67% | 2.27E-04 19 5.70% 228 |2.77E-04
4 0.27% 11 |1.31E-05 12 5.89% | 2.87E-04 20 4.27% 171 ]2.08E-04
5 0.50% 20 |2.45E-05] 13 6.15% | 2.99E-04 21 3.26% 130 |1.58E-04
6 0.91% 36 |4.42E-05] 14 6.03% | 2.94E-04 22 3.30% 132 |1.60E-04
7 3.80% | 152 |1.85E-04] 15 7.01% | 3.41E-04 23 2.46% 98 |1.19E-04
8 7.76% | 311 |3.78E-04] 16 7.13% | 3.47E-04 24 1.87% 75 |9.08E-05
Total 4,000

2020 Hourly Traffic Volumes Per Direction and Fugitive PM2.5 Emissions - Prop-SB Charcot-South

% Per % Per % Per
Hour Hour | vPH | g/mile | Hour Hour g/mile Hour Hour VPH g/mile
1 1.15% 46 |5.61E-05] 9 7.11% | 3.46E-04 17 7.38% 295 |3.59E-04
2 0.42% 17 J2.04E-05 10 4.39% | 2.14E-04 18 8.17% 327 |3.98E-04
3 0.41% 16 J1.97E-05] 11 4.67% | 2.27E-04 19 5.70% 228 |2.77E-04
4 0.27% 11 J1.31E-05] 12 5.89% | 2.87E-04 20 4.27% 171 |2.08E-04
5 0.50% 20 |2.45E-05 13 6.15% | 2.99E-04 21 3.26% 130 |1.58E-04
6 0.91% 36 |4.42E-05] 14 6.03% | 2.94E-04 22 3.30% 132 |1.60E-04
7 3.80% | 152 |1.85E-04] 15 7.01% | 3.41E-04 23 2.46% 98 |1.19E-04
8 7.76% | 311 |3.78E-04] 16 7.13% | 3.47E-04 24 1.87% 75 ]9.08E-05
Total 4,000




Charcot Ave, San Jose, CA
Operation - Proposed

DPM Modeling - Roadway Links, Traffic Volumes, and DPM Emissions

Year = 2025
North Charcot

Average VPH Diesel Vehicles

Link Link Link [Release| Average |"Average | Diesel
No. | Length| Width | Width | Height| Speed | Vehicles | Vehices/| Non-

Road Link Description Direction| Lanes | (m) (ft) (m) (m) (mph) per Day Day Truck | MDT HDT
Prop-NB Charcot-North _ |Northbound Charcot Ave* NW 2 187 42 12.7 3.4 25 5,000 280.1 62 53 165
Prop-SB Charcot-North  |Southbound Charcot Ave* SE 2 187 42 12.7 3.4 25 5,000 280.1 62 53 165

Total 10,000 560 123 106 331
* Road segments north of Silk Wood Lane. Fraction of Total Vehicles = | 0.947 0.018 0.035
Fraction Diesel in category =| 0.013 ~ 0.591 0.945
DPM Emissions
Daily Emissions (g/day)* = 45
Total Road Length (mi) = 0.4
Emissions per Diesel Vehicle (g/VMT) =  0.0201
Modeled Emission Rate (g/s) = 5.21E-05
* daily emisisons from CT-EMFAC
2025 Hourly Diesel Traffic Volumes and DPM Emissions - Prop-NB Charcot-North
% Per % Per % Per
Hour Hour | VPH g/s Hour Hour gls Hour Hour VPH gls

1 3.93% 11 |7.14E-06 9 6.41% | 1.16E-05 17 5.55% 16 1.01E-05

2 2.62% 7 4.76E-06) 10 7.36% | 1.34E-05 18 3.16% 9 5.73E-06

3 2.85% 8 5.18E-06 11 6.34% | 1.15E-05 19 2.36% 7 4.28E-06

4 3.31% 9 6.00E-06 12 6.92% | 1.26E-05 20 0.87% 2 1.57E-06

5 2.17% 6 3.93E-06 13 6.29% | 1.14E-05 21 3.09% 9 5.61E-06

6 3.36% 9 6.11E-06) 14 6.23% | 1.13E-05 22 4.12% 12 7.47E-06

7 6.00% 17 |1.09E-05| 15 5.15% | 9.35E-06 23 2.58% 7 4.68E-06

8 4.58% 13 |8.32E-06 16 3.84% | 6.97E-06 24 0.92% 3 1.67E-06

Total 280
2025 Hourly Diesel Traffic Volumes Per Direction and DPM Emissions - Prop-SB Charcot-North
% Per % Per % Per
Hour Hour | VPH gls Hour Hour gls Hour Hour VPH gls

1 3.93% 11 |7.14E-06 9 6.41% | 1.16E-05 17 5.55% 16 1.01E-05

2 2.62% 7 4.76E-06) 10 7.36% | 1.34E-05 18 3.16% 9 5.73E-06

3 2.85% 8 5.18E-06 11 6.34% | 1.15E-05 19 2.36% 7 4.28E-06

4 3.31% 9 6.00E-06 12 6.92% | 1.26E-05 20 0.87% 2 1.57E-06

5 2.17% 6 |3.93E-06] 13 6.29% | 1.14E-05 21 3.09% 9 5.61E-06

6 3.36% 9 6.11E-06| 14 6.23% | 1.13E-05 22 4.12% 12 7.47E-06

7 6.00% 17 |1.09E-05 15 5.15% | 9.35E-06 23 2.58% 7 4.68E-06

8 4.58% 13 |8.32E-06 16 3.84% | 6.97E-06 24 0.92% 3 1.67E-06

Total 280




South Charcot

Average VPH Diesel Vehicles

Link Link Link |Release| Average | Average | Diesel
No. | Length| Width | Width | Height| Speed | Vehicles | Vehices/| Non-

Road Link Description Direction| Lanes | (m) (ft) (m) (m) (mph) per Day Day Truck | MDT HDT
Prop-NB Charcot-South  [Northbound Charcot Ave* NW 1 461 31 9.4 3.4 25 5,000 280.1 62 53 165
Prop-SB Charcot-South  |Southbound Charcot Ave* SE 1 461 31 9.4 3.4 25 5,000 280.1 62 53 165

Total 10,000 560 123 106 331
* Road segments south of Silk Wood Lane. Fraction of Total Vehicles = | 0.947 0.018 0.035
Fraction Diesel in category = [ 0.013 ~ 0.591 0.945
DPM Emissions
Daily Emissions (g/day)* = 45
Total Road Length (mi) = 0.4
Emissions per Diesel Vehicle (g/VMT) =  0.0201
Modeled Emission Rate (g/s) = 5.21E-05
* daily emisisons from CT-EMFAC
2025 Hourly Diesel Traffic Volumes and DPM Emissions - Prop-NB Charcot-South
0% Per 0% Per T% Per
Hour Hour | VPH g/s Hour Hour gls Hour Hour VPH g/s

1 3.93% 11 |1.76E-05 9 6.41% | 2.87E-05 17 5.55% 16 2.49E-05

2 2.62% 7 1.17E-05 10 7.36% | 3.30E-05 18 3.16% 9 1.41E-05

3 2.85% 8 |1.28E-05] 11 6.34% | 2.84E-05 19 2.36% 7 1.06E-05

4 3.31% 9 1.48E-05| 12 6.92% | 3.10E-05 20 0.87% 2 3.87E-06

5 2.17% 6 9.70E-06 13 6.29% | 2.82E-05 21 3.09% 9 1.38E-05

6 3.36% 9 1.51E-05| 14 6.23% | 2.79E-05 22 4.12% 12 1.84E-05

7 6.00% 17  ]2.68E-05| 15 5.15% | 2.31E-05 23 2.58% 7 1.15E-05

8 4.58% 13 ]2.05E-05| 16 3.84% | 1.72E-05 24 0.92% 3 4.13E-06

Total 280
2025 Hourly Diesel Traffic Volumes Per Direction and DPM Emissions - Prop-SB Charcot-South
% Per % Per % Per
Hour Hour | VPH g/s Hour Hour gls Hour Hour VPH gls

1 3.93% 11 |1.76E-05 9 6.41% | 2.87E-05 17 5.55% 16 2.49E-05

2 2.62% 7 1.17E-05 10 7.36% | 3.30E-05 18 3.16% 9 1.41E-05

3 2.85% 8 1.28E-05 11 6.34% | 2.84E-05 19 2.36% 7 1.06E-05

4 3.31% 9 1.48E-05 12 6.92% | 3.10E-05 20 0.87% 2 3.87E-06

5 2.17% 6 9.70E-06 13 6.29% | 2.82E-05 21 3.09% 9 1.38E-05

6 3.36% 9 1.51E-05 14 6.23% | 2.79E-05 22 4.12% 12 1.84E-05

7 6.00% 17  |2.68E-05 15 5.15% | 2.31E-05 23 2.58% 7 1.15E-05

8 4.58% 13 ]|2.05E-05 16 3.84% | 1.72E-05 24 0.92% 3 4.13E-06

Total 280




Charcot Ave, San Jose, CA
Operation - Proposed

PM2.5 Modeling - Roadway L.inks, Traffic Volumes, and PM2.5 Emissions

Year = 2025
North Charcot
Link Link Link |Release| Average | Average
No. | Length| Width | Width | Height| Speed Vehicles
Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Prop-NB Charcot-North  |Northbound Charcot Ave* NW 2 187 42 12.7 1.3 25 5,000
Prop-SB Charcot-North  |Southbound Charcot Ave* SE 2 187 42 12.7 1.3 25 5,000
Total 10,000

* Road segments north of Silk Wood Lane.

PM2.5 Emissions

Daily Emissions (g/day)* =

Road Length (mi) =

Emissions per Vehicle (g/VMT) =
Modeled Emission Rate (g/s) =

95.2
0.4
0.0238
1.10E-03

* daily emisisons from CT-EMFAC

2025 Hourly Traffic Volumes and PM2.5 Emissions - Prop-NB Charcot-North

% Per % Per % Per
Hour Hour | VPH als Hour | Hour als Hour Hour VPH als
1 1.15% 57 |4.42E-05] 9 7.11% | 2.73E-04 17 7.39% 369 |2.84E-04
2 0.42% 21 |1.62E-05] 10 4.39% | 1.68E-04 18 8.18% 409 |3.14E-04
3 0.41% 20 |157E-05] 11 4.66% | 1.79E-04 19 5.69% 285 |2.19E-04
4 0.26% 13 ]9.99e-06] 12 5.89% | 2.26E-04 20 4.28% 214 |1.64E-04
5 0.50% 25 |1.91E-05] 13 6.15% | 2.36E-04 21 3.25% 163 |1.25E-04
6 0.91% 45 |3.48E-05 14 6.04% | 2.32E-04 22 3.30% 165 |1.27E-04
7 3.79% | 189 |1.45E-04] 15 7.01% | 2.69E-04 23 2.46% 123 |9.45E-05
8 7.77%| 388 |2.98E-04] 16 7.14% | 2.74E-04 24 1.86% 93 ]7.16E-05
Total 5,000
2025 Hourly Traffic Volumes Per Direction and PM2.5 Emissions - Prop-SB Charcot-North
% Per % Per % Per
Hour Hour | vPH | g/mile | Hour Hour g/mile Hour Hour VPH g/mile
1 1.15% 57 |4.42E-05] 9 7.11% | 2.73E-04 17 7.39% 369 |2.84E-04
2 0.42% 21 |1.62E-05] 10 4.39% | 1.68E-04 18 8.18% 409 |3.14E-04
3 0.41% 20 |157E-05] 11 4.66% | 1.79E-04 19 5.69% 285 |2.19E-04
4 0.26% 13 ]9.99E-06] 12 5.89% | 2.26E-04 20 4.28% 214 |1.64E-04
5 0.50% 25 |1.91E-05] 13 6.15% | 2.36E-04 21 3.25% 163 |1.25E-04
6 0.91% 45 |3.48E-05 14 6.04% | 2.32E-04 22 3.30% 165 |1.27E-04
7 3.79% | 189 |1.45E-04] 15 7.01% | 2.69E-04 23 2.46% 123 |9.45E-05
8 7.77%| 388 |2.98E-04] 16 7.14% | 2.74E-04 24 1.86% 93  ]7.16E-05
Total 5,000




South Charcot

Link Link Link [Release| Average | Average
No. | Length| Width | Width [ Height| Speed | Vehicles

Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Prop-NB Charcot-South  |Northbound Charcot Ave* NW 1 461 31 9.4 1.3 25 5,000
Prop-SB Charcot-South  |Southbound Charcot Ave* SE 1 461 31 9.4 1.3 25 5,000

Total 10,000

* Road segments south of Silk Wood Lane.

PM2.5 Emissions|
Daily Emissions (g/day)* = 95.2
Road Length (mi) = 0.4
Emissions per Vehicle (g/VMT) =  0.0238
Modeled Emission Rate (g/s) = 1.10E-03
* daily emisisons from CT-EMFAC

2025 Hourly Traffic Volumes and PM2.5 Emissions - Prop-NB Charcot-South
% Per % Per % Per
Hour Hour | VPH als Hour | Hour als Hour Hour VPH als

1 1.15% 57 |1.09E-04 9 7.11% | 6.74E-04 17 7.39% 369 |7.00E-04

2 0.42% 21 |3.99E-05 10 4.39% | 4.16E-04 18 8.18% 409 |7.74E-04
3 0.41% 20 |3.87E-05 11 4.66% | 4.42E-04 19 5.69% 285 |5.39E-04
4 0.26% 13 J2.46E-05 12 5.89% | 5.58E-04 20 4.28% 214 |4.05E-04
5 0.50% 25 |4.71E-05] 13 6.15% | 5.83E-04 21 3.25% 163 |3.08E-04
6 0.91% 45 |8.59E-05 14 6.04% | 5.72E-04 22 3.30% 165 |3.12E-04
7 3.79% | 189 |3.59E-04] 15 7.01% | 6.64E-04 23 2.46% 123 |2.33E-04
8 7.77%| 388 |7.36E-04] 16 7.14% | 6.76E-04 24 1.86% 93  ]1.77E-04
Total 5,000

2025 Hourly Traffic Volumes Per Direction and PM2.5 Emissions - Prop-SB Charcot-South
% Per % Per % Per

Hour Hour | vPH | g/mile | Hour Hour g/mile Hour Hour VPH g/mile
1 1.15% 57 |1.09E-04 9 7.11% | 6.74E-04 17 7.39% 369 |7.00E-04
0.42% 21 |3.99E-05] 10 4.39% | 4.16E-04 18 8.18% 409 |7.74E-04
0.41% 20 |3.87E-05] 11 4.66% | 4.42E-04 19 5.69% 285 |5.39E-04
0.26% 13 |2.46E-05| 12 5.89% | 5.58E-04 20 4.28% 214 ]4.05E-04
0.50% 25 |4.71E-05] 13 6.15% | 5.83E-04 21 3.25% 163 |3.08E-04
0.91% 45 |8.59E-05] 14 6.04% | 5.72E-04 22 3.30% 165 |3.12E-04
3.79% | 189 |3.59E-04] 15 7.01% | 6.64E-04 23 2.46% 123 |2.33E-04
7.77% | 388 |7.36E-04] 16 7.14% | 6.76E-04 24 1.86% 93 |1.77E-04
Total 5,000

00 ~NOo OAE WN




Charcot Ave, San Jose, CA
Operation - Proposed

TOG Exhaust Modeling - Roadway Links, Traffic Volumes, and TOG Exhaust Emissions

Year = 2025
North Charcot

Link Link Link |Release| Average | Average

No. | Length| Width | Width [ Height| Speed | Vehicles

Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Prop-NB Charcot-North  |Northbound Charcot Ave* NW 2 187 42 12.7 1.3 25 4,720
Prop-SB Charcot-North  |Southbound Charcot Ave* SE 2 187 42 12.7 1.3 25 4,720
Total 9,440

* Road segments north of Silk Wood Lane.

TOG Exhaust Emissions|

Daily Emissions (g/day)* =

Road Length (mi) =

Emissions per Vehicle (g/VMT) =
Modeled Emission Rate (g/s) =

2335
0.4
0.0618
2.70E-03

* daily emisisons from CT-EMFAC

2025 Hourly Traffic Volumes and TOG Exhaust Emissions - Prop-NB Charcot-North

% Per % Per % Per
Hour Hour | VPH gls Hour Hour gls Hour Hour VPH gls
1 1.15% 54 |1.08E-04] 9 7.11% | 6.70E-04 17 7.39% 349 |6.96E-04
2 0.42% 20 |3.97E-05] 10 4.39% | 4.13E-04 18 8.18% 386 |7.70E-04
3 0.41% 19 |3.85E-05 11 4.66% | 4.39E-04 19 5.69% 269 |5.36E-04
4 0.26% 12 |2.45E-05 12 5.89% | 5.55E-04 20 4.28% 202 |4.03E-04
5 0.50% 23 |4.68E-05] 13 6.15% | 5.79E-04 21 3.25% 154 |3.07E-04
6 0.91% 43 |8.54E-05) 14 6.04% | 5.69E-04 22 3.30% 156 |3.11E-04
7 3.79% 179 |3.57E-04] 15 7.01% | 6.61E-04 23 2.46% 116 |2.32E-04
8 7.77%| 367 |7.32E-04] 16 7.14% | 6.73E-04 24 1.86% 88 ]1.76E-04
Total 4,720
2025 Hourly Traffic Volumes Per Direction and TOG Exhaust Emissions - Prop-SB Charcot-North
% Per % Per % Per
Hour Hour | VvPH | g/mile | Hour | Hour g/mile Hour Hour VPH g/mile
1 1.15% | 54 [108E-04 9 7.11% | 6.70E-04 17 7.39% | 349 [6.96E-04
2 0.42% 20 |3.97E-05] 10 4.39% | 4.13E-04 18 8.18% 386 |7.70E-04
3 0.41% 19 |3.85E-05 11 4.66% | 4.39E-04 19 5.69% 269 |5.36E-04
4 0.26% 12 J2.45E-05] 12 5.89% | 5.55E-04 20 4.28% 202 |4.03E-04
5 0.50% 23 ]4.68E-05] 13 6.15% | 5.79E-04 21 3.25% 154 |3.07E-04
6 0.91% 43 |8.54E-05 14 6.04% | 5.69E-04 22 3.30% 156 |3.11E-04
7 3.79% 179 |3.57E-04] 15 7.01% | 6.61E-04 23 2.46% 116 |2.32E-04
8 7.77% | 367 |7.32E-04 16 7.14% | 6.73E-04 24 1.86% 88 1.76E-04
Total 4,720




South Charcot

Link Link Link [Release| Average | Average

No. | Length| Width | Width | Height| Speed Vehicles

Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Prop-NB Charcot-South  |Northbound Charcot Ave* NW 1 461 31 9.4 1.3 25 4,720
Prop-SB Charcot-South  |Southbound Charcot Ave* SE 1 461 31 9.4 1.3 25 4,720
Total 9,440

* Road segments south of Silk Wood Lane.

TOG Exhaust Emissions|

Daily Emissions (g/day)* =

Road Length (mi) =

Emissions per Vehicle (g/VMT) =
Modeled Emission Rate (g/s) =

2335
0.4
0.0618
2.70E-03

* daily emisisons from CT-EMFAC

2025 Hourly Traffic Volumes and TOG Emissions - Prop-NB Charcot-South

% Per % Per % Per
Hour Hour | VPH als Hour | Hour als Hour Hour VPH als
1 1.15% 54 |2.67E-04 9 7.11% | 1.65E-03 17 7.39% 349 |1.72E-03
2 0.42% 20 ]9.80E-05] 10 4.39% | 1.02E-03 18 8.18% 386 |1.90E-03
3 0.41% 19 ]9.48E-05 11 4.66% | 1.08E-03 19 5.69% 269 |1.32E-03
4 0.26% 12 |6.04E-05| 12 5.89% | 1.37E-03 20 4.28% 202 ]9.93E-04
5 0.50% 23 |1.15E-04 13 6.15% | 1.43E-03 21 3.25% 154 |7.56E-04
6 0.91% 43 |2.11E-04 14 6.04% | 1.40E-03 22 3.30% 156 |7.66E-04
7 3.79% | 179 |8.80E-04] 15 7.01% | 1.63E-03 23 2.46% 116 |5.72E-04
8 7.77% | 367 ]1.80E-03] 16 7.14% | 1.66E-03 24 1.86% 88 |4.33E-04
Total 4,720
2025 Hourly Traffic Volumes Per Direction and TOG Emissions - Prop-SB Charcot-South
% Per % Per % Per
Hour Hour | vPH | g/mile | Hour Hour g/mile Hour Hour VPH g/mile
1 1.15% 54 ]2.67E-04 9 7.11% | 1.65E-03 17 7.39% 349 |1.72E-03]
2 0.42% 20 |9.80E-05] 10 4.39% | 1.02E-03 18 8.18% 386 |1.90E-03
3 0.41% 19 ]9.48E-05 11 4.66% | 1.08E-03 19 5.69% 269 |1.32E-03
4 0.26% 12 |6.04E-05| 12 5.89% | 1.37E-03 20 4.28% 202 |9.93E-04
5 0.50% 23 |1.15E-04] 13 6.15% | 1.43E-03 21 3.25% 154 |7.56E-04
6 0.91% 43 |2.11E-04] 14 6.04% | 1.40E-03 22 3.30% 156 |7.66E-04
7 3.79% | 179 |8.80E-04] 15 7.01% | 1.63E-03 23 2.46% 116 |5.72E-04
8 7.77% | 367 ]1.80E-03] 16 7.14% | 1.66E-03 24 1.86% 88 |4.33E-04
Total 4,720




Charcot Ave, San Jose, CA

Operation - Proposed

TOG Evaporative Emissions Modeling - Roadway Links, Traffic Volumes, and TOG Evaporative Emissions
Year = 2025

North Charcot

Link Link Link |Release| Average | Average
No. | Length| Width | Width | Height| Speed Vehicles

Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Prop-NB Charcot-North  |Northbound Charcot Ave* NW 2 187 42 12.7 1.3 25 4,720
Prop-SB Charcot-North  |Southbound Charcot Ave* SE 2 187 42 12.7 1.3 25 4,720

Total 9,440

* Road segments north of Silk Wood Lane.

TOG Evaporative Emissions]
Daily Emissions (g/day)* =  209.1
Road Length (mi) = 0.4
Emissions per Vehicle (g/VMT) =  0.0554
Modeled Emission Rate (g/s) = 2.42E-03
* daily emisisons from CT-EMFAC

2025 Hourly Traffic Volumes and TOG Evaporative Emissions - Prop-NB Charcot-North
% Per % Per % Per
Hour Hour | VPH als Hour | Hour als Hour Hour VPH als

1 1.15% 54 ]9.70E-05] 9 7.11% | 6.00E-04 17 7.39% 349 |6.23E-04

2 0.42% 20 |3.56E-05 10 4.39% | 3.70E-04 18 8.18% 386 |6.90E-04
3 0.41% 19 |3.44E-05 11 4.66% | 3.93E-04 19 5.69% 269 |4.80E-04
4 0.26% 12 |2.19E-05) 12 5.89% | 4.97E-04 20 4.28% 202 |3.61E-04
5 0.50% 23 |4.19e-05] 13 6.15% | 5.19E-04 21 3.25% 154 |2.75E-04
6 0.91% 43 |7.65E-05 14 6.04% | 5.09E-04 22 3.30% 156 |2.78E-04
7 3.79% | 179 |3.20E-04] 15 7.01% | 5.92E-04 23 2.46% 116 |2.08E-04
8 7.77%| 367 |6.55E-04] 16 7.14% | 6.02E-04 24 1.86% 88 ]1.57E-04
Total 4,720

2025 Hourly Traffic Volumes Per Direction and TOG Evaporative Emissions - Prop-SB Charcot-North
% Per % Per % Per

Hour Hour | vPH | g/mile | Hour Hour g/mile Hour Hour VPH g/mile
1 1.15% 54 ]9.70E-05 9 7.11% | 6.00E-04 17 7.39% 349 |6.23E-04]
0.42% 20 |3.56E-05] 10 4.39% | 3.70E-04 18 8.18% 386 |6.90E-04
0.41% 19 |3.44E-05 11 4.66% | 3.93E-04 19 5.69% 269 |4.80E-04
0.26% 12 |2.19-05| 12 5.89% | 4.97E-04 20 4.28% 202 |3.61E-04
0.50% 23 |4.19E-05] 13 6.15% | 5.19E-04 21 3.25% 154 ]2.75E-04
0.91% 43 |7.65E-05] 14 6.04% | 5.09E-04 22 3.30% 156 |2.78E-04
3.79% | 179 |3.20E-04] 15 7.01% | 5.92E-04 23 2.46% 116 |2.08E-04
7.77% | 367 |6.55E-04] 16 7.14% | 6.02E-04 24 1.86% 88 |1.57E-04
Total 4,720
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South Charcot

Link Link Link [Release| Average | Average
No. | Length| Width | Width [ Height| Speed | Vehicles

Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Prop-NB Charcot-South  |Northbound Charcot Ave* NW 1 461 31 9.4 1.3 25 4,720
Prop-SB Charcot-South  |Southbound Charcot Ave* SE 1 461 31 9.4 1.3 25 4,720

Total 9,440

* Road segments south of Silk Wood Lane.

TOG Evaporative Emissions|
Daily Emissions (g/day)* =  209.1
Road Length (mi) = 0.4
Emissions per Vehicle (g/VMT) =  0.0554
Modeled Emission Rate (g/s) = 2.42E-03
* daily emisisons from CT-EMFAC

2025 Hourly Traffic Volumes and TOG Evaporative Emissions - Prop-NB Charcot-South
% Per % Per % Per
Hour Hour | VPH gls Hour | Hour gls Hour Hour VPH gls

1 1.15% 54 ]2.39E-04] 9 7.11% | 1.48E-03 17 7.39% 349 |1.54E-03
0.42% 20 |8.77E-05 10 4.39% | 9.13E-04 18 8.18% 386 ]1.70E-03|
0.41% 19 |8.49E-05 11 4.66% | 9.70E-04 19 5.69% 269 |1.18E-03
0.26% 12 |5.41E-05 12 5.89% | 1.22E-03 20 4.28% 202 |8.89E-04
0.50% 23 |1.03E-04 13 6.15% | 1.28E-03 21 3.25% 154 |6.77E-04
0.91% 43 |1.89E-04) 14 6.04% | 1.26E-03 22 3.30% 156 |6.86E-04
3.79% | 179 |7.88E-04 15 7.01% | 1.46E-03 23 2.46% 116 |5.12E-04
7.77% | 367 ]1.62E-03] 16 7.14% | 1.49E-03 24 1.86% 83 |3.88E-04
Total 4,720
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2025 Hourly Traffic Volumes Per Direction and TOG Evaporative Emissions - Prop-SB Charcot-South
% Per % Per % Per

Hour Hour | VvPH | g/mile | Hour | Hour g/mile Hour Hour VPH g/mile
1 1.15% 54 ]2.39E-04] 9 7.11% | 1.48E-03 17 7.39% 349 |1.54E-03
0.42% 20 |8.77E-05 10 4.39% | 9.13E-04 18 8.18% 386 |1.70E-03
0.41% 19 |8.49E-05 11 4.66% | 9.70E-04 19 5.69% 269 |1.18E-03
0.26% 12 |5.41E-05] 12 5.89% | 1.22E-03 20 4.28% 202 |8.89E-04
0.50% 23 ]1.03E-04] 13 6.15% | 1.28E-03 21 3.25% 154 |6.77E-04
0.91% 43 |1.89E-04] 14 6.04% | 1.26E-03 22 3.30% 156 |6.86E-04
3.79% 179 |7.88E-04] 15 7.01% | 1.46E-03 23 2.46% 116 |5.12E-04
7.77%| 367 |1.62E-03 16 7.14% | 1.49E-03 24 1.86% 88 3.88E-04
Total 4,720
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Charcot Ave, San Jose, CA

Operation - Proposed

Fugitive Road PM2.5 Modeling - Roadway Links, Traffic Volumes, and Fugitive Road PM2.5 Emissions

Year = 2025
North Charcot
Link Link Link |Release| Average | Average
No. | Length| Width | Width [ Height| Speed | Vehicles
Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Prop-NB Charcot-North  |Northbound Charcot Ave* NW 2 187 42 12.7 1.3 25 5,000
Prop-SB Charcot-North  |Southbound Charcot Ave* SE 2 187 42 12.7 1.3 25 5,000
Total 10,000

* Road segments north of Silk Wood Lane.

Road PM2.5 Fugitive Emissions|
Daily Emissions (g/day)* =
Road Length (mi) =
Emissions per Vehicle (g/VMT) =
Modeled Emission Rate (g/s) =

61.1
0.4
0.0153
7.07E-04

* daily emisisons from CT-EMFAC

2025 Hourly Traffic Volumes and Fu

gitive PM2.5 Emissions - Prop-NB Charcot-North

% Per % Per % Per
Hour Hour | VPH gls Hour Hour gls Hour Hour VPH gls
1 1.15% 57 |2.83E-05] 9 7.11% | 1./5E-04 17 7.39% 369 |1.82E-04
2 0.42% 21 |1.04E-05] 10 4.39% | 1.08E-04 18 8.18% 409 |2.02E-04
3 0.41% 20 |1.01E-05] 11 4.66% | 1.15E-04 19 5.69% 285 |1.40E-04
4 0.26% 13 |6.41E-06] 12 5.89% | 1.45E-04 20 4.28% 214 |1.05E-04
5 0.50% 25 |1.23E-05] 13 6.15% | 1.52E-04 21 3.25% 163 |8.03E-05
6 0.91% 45 |2.24E-05 14 6.04% | 1.49E-04 22 3.30% 165 |8.13E-05
7 3.79% | 189 |9.34E-05] 15 7.01% | 1.73E-04 23 2.46% 123 |6.07E-05
8 7.77%| 388 |1.92E-04] 16 7.14% | 1.76E-04 24 1.86% 93 ]4.60E-05
Total 5,000

2025 Hourly Traffic Volumes Per Direction and Fugitive PM2.5 Emissions - Prop-SB Charcot-North

% Per % Per % Per
Hour Hour | VvPH | g/mile | Hour | Hour g/mile Hour Hour VPH g/mile
1 1.15% 57 |2.83E-05 9 7.11% | 1.75E-04 17 7.39% 369 |1.82E-04
2 0.42% 21 |1.04E-05] 10 4.39% | 1.08E-04 18 8.18% 409 |2.02E-04
3 0.41% 20 |1.01E-05] 11 4.66% | 1.15E-04 19 5.69% 285 |1.40E-04
4 0.26% 13 |6.41E-06] 12 5.89% | 1.45E-04 20 4.28% 214 ]1.05E-04
5 0.50% 25 |1.23E-05] 13 6.15% | 1.52E-04 21 3.25% 163 |8.03E-05
6 0.91% 45 |2.24E-05 14 6.04% | 1.49E-04 22 3.30% 165 |8.13E-05
7 3.79% | 189 |9.34E-05 15 7.01% | 1.73E-04 23 2.46% 123 |6.07E-05
8 7.77%| 388 |1.92E-04] 16 7.14% | 1.76E-04 24 1.86% 93 ] 4.60E-05
Total 5,000




South Charcot

Link Link Link [Release| Average | Average

No. | Length| Width | Width [ Height| Speed | Vehicles

Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Prop-NB Charcot-South  |Northbound Charcot Ave* NW 1 461 31 9.4 1.3 25 5,000
Prop-SB Charcot-South  |Southbound Charcot Ave* SE 1 461 31 9.4 1.3 25 5,000
Total 10,000

* Road segments south of Silk Wood Lane.

Road PM2.5 Fugitive Emissions|

Daily Emissions (g/day)* =
Road Length (mi) =

Emissions per Vehicle (g/VMT) =

Modeled Emission Rate (g/s) =

61.1
0.4
0.0153
7.07E-04

* daily emisisons from CT-EMFAC

2025 Hourly Traffic Volumes and Fu

gitive PM2.5 Emissions - Prop-NB Charcot-South

% Per % Per % Per
Hour Hour | VPH als Hour | Hour als Hour Hour VPH als
1 1.15% 57 ]6.99E-05 9 7.11% | 4.33E-04 17 7.39% 369 |4.49E-04
2 0.42% 21 |2.56E-05] 10 4.39% | 2.67E-04 18 8.18% 409 |4.97E-04
3 0.41% 20 |2.48E-05] 11 4.66% | 2.84E-04 19 5.69% 285 |3.46E-04
4 0.26% 13 |1.58E-05 12 5.89% | 3.58E-04 20 4.28% 214 ]2.60E-04
5 0.50% 25 |3.02E-05] 13 6.15% | 3.74E-04 21 3.25% 163 |1.98E-04
6 0.91% 45 |5.52E-05 14 6.04% | 3.67E-04 22 3.30% 165 |2.00E-04
7 3.79% | 189 |2.30E-04] 15 7.01% | 4.26E-04 23 2.46% 123 |1.50E-04
8 7.77% | 388 |4.72E-04 16 7.14% | 4.34E-04 24 1.86% 93  |1.13E-04
Total 5,000

2025 Hourly Traffic Volumes Per Direction and Fugitive PM2.5 Emissions - Prop-SB Charcot-South

% Per % Per % Per
Hour Hour | vPH | g/mile | Hour Hour g/mile Hour Hour VPH g/mile
1 1.15% 57 |6.99E-05] 9 7.11% | 4.33E-04 17 7.39% 369 |4.49E-04
2 0.42% 21 |2.56E-05 10 4.39% | 2.67E-04 18 8.18% 409 |4.97E-04
3 0.41% 20 |2.48E-05] 11 4.66% | 2.84E-04 19 5.69% 285 |3.46E-04
4 0.26% 13 J1.58E-05 12 5.89% | 3.58E-04 20 4.28% 214 |2.60E-04
5 0.50% 25 |3.02E-05 13 6.15% | 3.74E-04 21 3.25% 163 |1.98E-04
6 0.91% 45 |5.52E-05 14 6.04% | 3.67E-04 22 3.30% 165 |2.00E-04
7 3.79% | 189 |2.30E-04] 15 7.01% | 4.26E-04 23 2.46% 123 |1.50E-04
8 7.77%| 388 |4.72E-04] 16 7.14% | 4.34E-04 24 1.86% 93  ]1.13E-04
Total 5,000




Charcot Ave, San Jose, CA
Operation - Proposed

DPM Modeling - Roadway Links, Traffic Volumes, and DPM Emissions

Year = 2040
North Charcot

Average VPH Diesel Vehicles

Link Link Link [Release| Average |"Average | Diesel
No. | Length| Width | Width | Height| Speed | Vehicles | Vehices/| Non-

Road Link Description Direction| Lanes | (m) (ft) (m) (m) (mph) per Day Day Truck | MDT HDT
Prop-NB Charcot-North _ |Northbound Charcot Ave* NW 2 187 42 12.7 3.4 25 6,600 395.3 87 71 237
Prop-SB Charcot-North  |Southbound Charcot Ave* SE 2 187 42 12.7 3.4 25 6,600 395.3 87 71 237

Total 13,200 791 175 141 475
* Road segments north of Silk Wood Lane. Fraction of Total Vehicles = | 0.946 0.016 0.038
Fraction Diesel in category =| 0.014  0.669 0.946
DPM Emissions
Daily Emissions (g/day)* = 33
Total Road Length (mi) = 0.4
Emissions per Diesel Vehicle (g/VMT) =  0.0104
Modeled Emission Rate (g/s) = 3.82E-05
* daily emisisons from CT-EMFAC
2040 Hourly Diesel Traffic Volumes and DPM Emissions - Prop-NB Charcot-North
% Per % Per % Per
Hour Hour | VPH g/s Hour Hour gls Hour Hour VPH gls

1 4.12% 16 |5.48E-06 9 6.54% | 8.71E-06 17 5.65% 22 7.52E-06

2 2.80% 11 |3.72E-06 10 7.60% | 1.01E-05 18 3.11% 12 4.15E-06

3 2.85% 11 |3.79E-06| 11 6.39% | 8.50E-06 19 2.11% 8 2.81E-06

4 3.11% 12 |4.15E-06| 12 7.07% | 9.41E-06 20 0.84% 3 1.12E-06

5 2.06% 8 2.74E-06) 13 6.33% | 8.43E-06 21 3.06% 12 4.08E-06

6 3.22% 13 |4.29E-06| 14 6.17% | 8.22E-06 22 4.27% 17 5.69E-06

7 596% | 24 |7.94E-06] 15 5.22% | 6.96E-06 23 2.69% 11 |3.58E-06

8 4.22% 17 |5.62E-06| 16 3.75% | 4.99E-06 24 0.84% 3 1.12E-06

Total 395
2040 Hourly Diesel Traffic Volumes Per Direction and DPM Emissions - Prop-SB Charcot-North
% Per % Per % Per
Hour Hour | VPH gls Hour Hour gls Hour Hour VPH gls

1 4.12% 16 |5.48E-06 9 6.54% | 8.71E-06 17 5.65% 22 7.52E-06

2 2.80% 11 |3.72E-06 10 7.60% | 1.01E-05 18 3.11% 12 4.15E-06

3 2.85% 11 |3.79E-06 11 6.39% | 8.50E-06 19 2.11% 8 2.81E-06

4 3.11% 12 |4.15E-06 12 7.07% | 9.41E-06 20 0.84% 3 1.12E-06

5 2.06% 8 |2.74E-06] 13 6.33% | 8.43E-06 21 3.06% 12 |4.08E-06

6 3.22% 13 |4.29E-06 14 6.17% | 8.22E-06 22 4.27% 17 5.69E-06

7 5.96% 24 |7.94E-06] 15 5.22% | 6.96E-06 23 2.69% 11 3.58E-06

8 4.22% 17 |5.62E-06 16 3.75% | 4.99E-06 24 0.84% 3 1.12E-06

Total 395




South Charcot

Average VPH Diesel Vehicles

Link Link Link |Release| Average | Average | Diesel
No. | Length| Width | Width | Height| Speed | Vehicles | Vehices/| Non-

Road Link Description Direction| Lanes | (m) (ft) (m) (m) (mph) per Day Day Truck | MDT HDT
Prop-NB Charcot-South  |Northbound Charcot Ave* NW 1 461 31 9.4 3.4 25 6,600 395.3 87 71 237
Prop-SB Charcot-South _ |Southbound Charcot Ave* SE 1 461 31 9.4 3.4 25 6,600 395.3 87 71 237

Total 13,200 791 175 141 475
* Road segments south of Silk Wood Lane. Fraction of Total Vehicles = | 0.946 0.016 0.038
Fraction Diesel in category =| 0.014  0.669 0.946
DPM Emissions
Daily Emissions (g/day)* = 33
Total Road Length (mi) = 0.4
Emissions per Diesel Vehicle (g/VMT) = 0.0104
Modeled Emission Rate (g/s) = 3.82E-05
* daily emisisons from CT-EMFAC
2040 Hourly Diesel Traffic Volumes and DPM Emissions - Prop-NB Charcot-South
% Per % Per % Per
Hour Hour | VPH g/s Hour Hour gls Hour Hour VPH gls

1 4.12% 16 |1.35E-05 9 6.54% | 2.15E-05 17 5.65% 22 1.85E-05

2 2.80% 11 |9.18E-06 10 7.60% | 2.50E-05 18 3.11% 12 1.02E-05

3 2.85% 11 |9.36E-06| 11 6.39% | 2.10E-05 19 2.11% 8 6.93E-06

4 3.11% 12 |1.02E-05f 12 7.07% | 2.32E-05 20 0.84% 3 2.77E-06

5 2.06% 8 6.76E-06) 13 6.33% | 2.08E-05 21 3.06% 12 1.00E-05

6 3.22% 13 |1.06E-05f 14 6.17% | 2.03E-05 22 4.27% 17 1.40E-05

7 5.96% 24 11.96E-05] 15 5.22% | 1.72E-05 23 2.69% 11 8.84E-06

8 4.22% 17 ]1.39E-05) 16 3.75% | 1.23E-05 24 0.84% 3 2.77E-06

Total 395
2040 Hourly Diesel Traffic Volumes Per Direction and DPM Emissions - Prop-SB Charcot-South
0% Per T% Per T% Per
Hour Hour | VPH g/s Hour Hour gls Hour Hour VPH g/s

1 4.12% 16 |1.35E-05 9 6.54% | 2.15E-05 17 5.65% 22 1.85E-05

2 2.80% 11 |9.18E-06 10 7.60% | 2.50E-05 18 3.11% 12 1.02E-05

3 2.85% 11 |9.36E-06 11 6.39% | 2.10E-05 19 2.11% 8 6.93E-06

4 3.11% 12 |1.02E-05 12 7.07% | 2.32E-05 20 0.84% 3 2.77E-06

5 2.06% 8 6.76E-06| 13 6.33% | 2.08E-05 21 3.06% 12 1.00E-05

6 3.22% 13 |1.06E-05 14 6.17% | 2.03E-05 22 4.27% 17 1.40E-05

7 5.96% 24 |1.96E-05] 15 5.22% | 1.72E-05 23 2.69% 11 8.84E-06

8 4.22% 17 ]J1.39E-05 16 3.75% | 1.23E-05 24 0.84% 3 2.77E-06

Total 395




Charcot Ave, San Jose, CA

Operation - Proposed

PM2.5 Modeling - Roadway Links, Traffic Volumes, and PM2.5 Emissions

Year = 2040
North Charcot
Link Link Link |Release| Average | Average
No. | Length| Width | Width [ Height| Speed | Vehicles
Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Prop-NB Charcot-North  |Northbound Charcot Ave* NW 2 187 42 12.7 1.3 25 6,600
Prop-SB Charcot-North  |Southbound Charcot Ave* SE 2 187 42 12.7 1.3 25 6,600
Total 13,200

* Road segments north of Silk Wood Lane.

PM2.5 Emissions

Daily Emissions (g/day)* =
Road Length (mi) =
Emissions per Vehicle (g/VMT) =
Modeled Emission Rate (g/s) =

115.4
0.4
0.0219
1.34E-03

* daily emisisons from CT-EMFAC

2040 Hourly Traffic Volumes and PM2.5 Emissions - Prop-NB Charcot-North

% Per % Per % Per
Hour Hour | VPH gls Hour Hour gls Hour Hour VPH gls
1 1.14% 75 |5.31E-05 9 7.12% | 3.32E-04 17 7.40% 488 |3.45E-04]
2 0.42% 28  ]1.96E-05] 10 4.38% | 2.04E-04 18 8.19% 541 |3.81E-04
3 0.40% 26 |1.86E-05] 11 4.66% | 2.17E-04 19 5.71% 377 ]2.66E-04
4 0.24% 16 |1.12E-05 12 5.89% | 2.74E-04 20 4.28% 282 |1.99E-04
5 0.49% 32 |2.28E-05) 13 6.16% | 2.87E-04 21 3.25% 215 |1.51E-04
6 0.89% 59 |4.14E-05] 14 6.03% | 2.81E-04 22 3.30% 218 |1.54E-04
7 3.78% | 249 |1.76E-04 15 7.02% | 3.27E-04 23 2.46% 162 |1.15E-04
8 7.77% | 513 ]3.62E-04] 16 7.15% | 3.33E-04 24 1.87% 123 ]8.71E-05
Total 6,600
2040 Hourly Traffic Volumes Per Direction and PM2.5 Emissions - Prop-SB Charcot-North
% Per % Per % Per
Hour Hour | VvPH | g/mile | Hour | Hour g/mile Hour Hour VPH g/mile
1 1.14% | 75 |[5.31E-05] 9 7.12% | 3.32E-04 17 7.40% | 488 [3.45E-04
2 0.42% 28 |1.96E-05] 10 4.38% | 2.04E-04 18 8.19% 541 |3.81E-04
3 0.40% 26 ]1.86E-05] 11 4.66% | 2.17E-04 19 5.71% 377 |2.66E-04
4 0.24% 16 |1.12E-05 12 5.89% | 2.74E-04 20 4.28% 282 |1.99E-04
5 0.49% 32 ]2.28E-05] 13 6.16% | 2.87E-04 21 3.25% 215 |1.51E-04
6 0.89% 59 |4.14E-05| 14 6.03% | 2.81E-04 22 3.30% 218 |1.54E-04
7 3.78% | 249 |1.76E-04] 15 7.02% | 3.27E-04 23 2.46% 162 |1.15E-04
8 7.77% | 513 |3.62E-04 16 7.15% | 3.33E-04 24 1.87% 123 |8.71E-05
Total 6,600




South Charcot

Link Link Link [Release| Average | Average
No. | Length| Width | Width [ Height| Speed | Vehicles

Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Prop-NB Charcot-South  |Northbound Charcot Ave* NW 1 461 31 9.4 1.3 25 6,600
Prop-SB Charcot-South  |Southbound Charcot Ave* SE 1 461 31 9.4 1.3 25 6,600

Total 13,200

* Road segments south of Silk Wood Lane.

PM2.5 Emissions|
Daily Emissions (g/day)* =  115.4
Road Length (mi) = 0.4
Emissions per Vehicle (g/VMT) =  0.0219
Modeled Emission Rate (g/s) = 1.34E-03
* daily emisisons from CT-EMFAC

2040 Hourly Traffic Volumes and PM2.5 Emissions - Prop-NB Charcot-South
% Per % Per % Per
Hour Hour | VPH als Hour | Hour als Hour Hour VPH als

1 1.14% 75 |1.31E-04 9 7.12% | 8.18E-04 17 7.40% 488 |8.50E-04

2 0.42% 28 |4.82E-05] 10 4.38% | 5.03E-04 18 8.19% 541 |9.40E-04
3 0.40% 26 |4.59E-05] 11 4.66% | 5.35E-04 19 5.71% 377 |6.56E-04
4 0.24% 16 |2.76E-05 12 5.89% | 6.76E-04 20 4.28% 282 |4.91E-04
5 0.49% 32 |5.63E-05] 13 6.16% | 7.07E-04 21 3.25% 215 |3.73E-04
6 0.89% 59 |1.02E-04] 14 6.03% | 6.92E-04 22 3.30% 218 |3.79E-04
7 3.78% | 249 |4.34E-04] 15 7.02% | 8.06E-04 23 2.46% 162 |2.82E-04
8 7.77%| 513 |8.92E-04] 16 7.15% | 8.21E-04 24 1.87% 123 |2.15E-04
Total 6,600

2040 Hourly Traffic Volumes Per Direction and PM2.5 Emissions - Prop-SB Charcot-South
% Per % Per % Per
Hour Hour | vPH | g/mile | Hour Hour g/mile Hour Hour VPH g/mile
1 1.14% 75 |1.31E-04 9 7.12% | 8.18E-04 17 7.40% 488 |8.50E-04]
0.42% 28 |4.82E-05] 10 4.38% | 5.03E-04 18 8.19% 541 ]9.40E-04
0.40% 26 |4.59E-05] 11 4.66% | 5.35E-04 19 5.71% 377 |6.56E-04
0.24% 16 |2.76E-05| 12 5.89% | 6.76E-04 20 4.28% 282 |4.91E-04
0.49% 32 |5.63E-05] 13 6.16% | 7.07E-04 21 3.25% 215 |3.73E-04
0.89% 59 |1.02E-04] 14 6.03% | 6.92E-04 22 3.30% 218 |3.79E-04
3.78% | 249 |4.34E-04] 15 7.02% | 8.06E-04 23 2.46% 162 |2.82E-04
7.77% | 513 ]8.92E-04] 16 7.15% | 8.21E-04 24 1.87% 123 ]2.15E-04

00 ~NOo OAE WN

Total 6,600




Charcot Ave, San Jose, CA

Operation - Proposed

TOG Exhaust Modeling - Roadway Links, Traffic Volumes, and TOG Exhaust Emissions

Year = 2040
North Charcot
Link Link Link |Release| Average | Average
No. | Length| Width | Width [ Height| Speed | Vehicles
Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Prop-NB Charcot-North  |Northbound Charcot Ave* NW 2 187 42 12.7 1.3 25 6,205
Prop-SB Charcot-North  |Southbound Charcot Ave* SE 2 187 42 12.7 1.3 25 6,205
Total 12,410

* Road segments north of Silk Wood Lane.

TOG Exhaust Emissions|

Daily Emissions (g/day)* =
Road Length (mi) =
Emissions per Vehicle (g/VMT) =
Modeled Emission Rate (g/s) =

258.2
0.4
0.0520
2.99E-03

* daily emisisons from CT-EMFAC

2040 Hourly Traffic Volumes and TOG Exhaust Emissions - Prop-NB Charcot-North

% Per % Per % Per
Hour Hour | VPH gls Hour Hour gls Hour Hour VPH gls
1 1.14% 71 |1.19E-04] 9 7.12% | 7.42E-04 17 7.40% 459 |7.71E-04)
2 0.42% 26 ]4.38E-05] 10 4.38% | 4.56E-04 18 8.19% 508 |8.53E-04
3 0.40% 25 |4.17E-05 11 4.66% | 4.85E-04 19 5.71% 354 |5.95E-04
4 0.24% 15 |2.50E-05 12 5.89% | 6.14E-04 20 4.28% 266 |4.46E-04
5 0.49% 30 |5.10E-05] 13 6.16% | 6.42E-04 21 3.25% 202 |3.39E-04
6 0.89% 55 |9.27E-05 14 6.03% | 6.28E-04 22 3.30% 205 |3.44E-04
7 3.78% | 235 |3.94E-04 15 7.02% | 7.31E-04 23 2.46% 153 |2.56E-04
8 7.77%| 482 |8.09E-04] 16 7.15% | 7.45E-04 24 1.87% 116 |1.95E-04
Total 6,205
2040 Hourly Traffic Volumes Per Direction and TOG Exhaust Emissions - Prop-SB Charcot-North
% Per % Per % Per
Hour Hour | VvPH | g/mile | Hour | Hour g/mile Hour Hour VPH g/mile
1 1.14% 71 ]1.19E-04] 9 7.12% | 7.42E-04 17 7.40% 459 |7.71E-04
2 0.42% 26 |4.38E-05] 10 4.38% | 4.56E-04 18 8.19% 508 |8.53E-04
3 0.40% 25  |4.17E-05] 11 4.66% | 4.85E-04 19 5.71% 354 |5.95E-04
4 0.24% 15 |J2.50E-05 12 5.89% | 6.14E-04 20 4.28% 266 |4.46E-04
5 0.49% 30 |]5.10E-05] 13 6.16% | 6.42E-04 21 3.25% 202 |3.39E-04
6 0.89% 55 |9.27E-05 14 6.03% | 6.28E-04 22 3.30% 205 |3.44E-04
7 3.78% | 235 |3.94E-04] 15 7.02% | 7.31E-04 23 2.46% 153 |2.56E-04
8 7.77% | 482 |8.09E-04 16 7.15% | 7.45E-04 24 1.87% 116 | 1.95E-04
Total 6,205




South Charcot

Link Link Link [Release| Average | Average

No. | Length| Width | Width | Height| Speed Vehicles

Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Prop-NB Charcot-South  |Northbound Charcot Ave* NW 1 461 31 9.4 1.3 25 6,205
Prop-SB Charcot-South  |Southbound Charcot Ave* SE 1 461 31 9.4 1.3 25 6,205
Total 12,410

* Road segments south of Silk Wood Lane.

TOG Exhaust Emissions|

Daily Emissions (g/day)* =

Road Length (mi) =

Emissions per Vehicle (g/VMT) =
Modeled Emission Rate (g/s) =

258.2
0.4
0.0520
2.99E-03

* daily emisisons from CT-EMFAC

2040 Hourly Traffic Volumes and TOG Emissions - Prop-NB Charcot-South

% Per % Per % Per
Hour Hour | VPH als Hour | Hour als Hour Hour VPH als
1 1.14% 71 ]2.93E-04 9 7.12% | 1.83E-03 17 7.40% 459 |1.90E-03]
2 0.42% 26 |1.08E-04] 10 4.38% | 1.13E-03 18 8.19% 508 |2.10E-03
3 0.40% 25 |1.03E-04] 11 4.66% | 1.20E-03 19 5.71% 354 |1.47E-03
4 0.24% 15 |6.17E-05] 12 5.89% | 1.51E-03 20 4.28% 266 |1.10E-03
5 0.49% 30 |1.26E-04 13 6.16% | 1.58E-03 21 3.25% 202 |8.35E-04
6 0.89% 55 |2.29E-04] 14 6.03% | 1.55E-03 22 3.30% 205 |8.48E-04
7 3.78% | 235 |9.71E-04] 15 7.02% | 1.80E-03 23 2.46% 153 |6.32E-04
8 7.77% | 482 ]2.00E-03] 16 7.15% | 1.84E-03 24 1.87% 116 ]4.80E-04
Total 6,205
2040 Hourly Traffic Volumes Per Direction and TOG Emissions - Prop-SB Charcot-South
% Per % Per % Per
Hour Hour | vPH | g/mile | Hour Hour g/mile Hour Hour VPH g/mile
1 1.14% 71 ]2.93E-04 9 7.12% | 1.83E-03 17 7.40% 459 |1.90E-03]
2 0.42% 26 |1.08E-04] 10 4.38% | 1.13E-03 18 8.19% 508 |2.10E-03
3 0.40% 25 |1.03E-04 11 4.66% | 1.20E-03 19 5.71% 354 |1.47E-03
4 0.24% 15 |6.17E-05| 12 5.89% | 1.51E-03 20 4.28% 266 |1.10E-03
5 0.49% 30 |1.26E-04] 13 6.16% | 1.58E-03 21 3.25% 202 |8.35E-04
6 0.89% 55 |2.29E-04] 14 6.03% | 1.55E-03 22 3.30% 205 |8.48E-04
7 3.78% | 235 |9.71E-04] 15 7.02% | 1.80E-03 23 2.46% 153 |6.32E-04
8 7.77% | 482 ]2.00E-03] 16 7.15% | 1.84E-03 24 1.87% 116 ]4.80E-04
Total 6,205




Charcot Ave, San Jose, CA
Operation - Proposed

TOG Evaporative Emissions Modeling - Roadway Links, Traffic Volumes, and TOG Evaporative Emissions

Year = 2040
North Charcot

Link Link Link |Release| Average | Average

No. | Length| Width | Width [ Height| Speed Vehicles

Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Prop-NB Charcot-North  |Northbound Charcot Ave* NW 2 187 42 12.7 1.3 25 6,205
Prop-SB Charcot-North  |Southbound Charcot Ave* SE 2 187 42 12.7 1.3 25 6,205
Total 12,410

* Road segments north of Silk Wood Lane.

TOG Evaporative Emissions|

Daily Emissions (g/day)* =

Road Length (mi) =

Emissions per Vehicle (g/VMT) =
Modeled Emission Rate (g/s) =

204.6
0.4
0.0412
2.37E-03

* daily emisisons from CT-EMFAC

2040 Hourly Traffic Volumes and TOG Evaporative Emissions - Prop-NB Charcot-North

% Per % Per % Per
Hour Hour | VPH gls Hour Hour gls Hour Hour VPH gls
1 1.14% 71 |9.41E-05] 9 7.12% | 5.88E-04 17 7.40% 459 |6.11E-04|
2 0.42% 26 |3.47E-05] 10 4.38% | 3.62E-04 18 8.19% 508 |6.76E-04
3 0.40% 25 |3.30E-05] 11 4.66% | 3.85E-04 19 5.71% 354 |4.71E-04
4 0.24% 15 J1.98E-05 12 5.89% | 4.86E-04 20 4.28% 266 |3.53E-04
5 0.49% 30 |4.04E-05] 13 6.16% | 5.08E-04 21 3.25% 202 |2.68E-04
6 0.89% 55 |7.35E-05 14 6.03% | 4.98E-04 22 3.30% 205 |2.72E-04
7 3.78% | 235 |3.12E-04] 15 7.02% | 5.79E-04 23 2.46% 153 |2.03E-04
8 777%| 482 |6.41E-04 16 7.15% | 5.90E-04 24 1.87% 116 |1.54E-04
Total 6,205

2040 Hourly Traffic Volumes Per Direction and TOG Evaporative Emissions -

Prop-SB Charcot-North

% Per % Per % Per
Hour Hour | VvPH | g/mile | Hour | Hour g/mile Hour Hour VPH g/mile
1 1.14% 71 |9.41E-05 9 7.12% | 5.88E-04 17 7.40% 459 |6.11E-04
2 0.42% 26 |3.47E-05] 10 4.38% | 3.62E-04 18 8.19% 508 |6.76E-04
3 0.40% 25 |3.30E-05] 11 4.66% | 3.85E-04 19 5.71% 354 |4.71E-04
4 0.24% 15 |1.98E-05 12 5.89% | 4.86E-04 20 4.28% 266 |3.53E-04
5 0.49% 30 |4.04E-05] 13 6.16% | 5.08E-04 21 3.25% 202 |2.68E-04
6 0.89% 55 |7.35E-05] 14 6.03% | 4.98E-04 22 3.30% 205 |2.72E-04
7 3.78% | 235 |3.12E-04] 15 7.02% | 5.79E-04 23 2.46% 153 ]2.03E-04
8 7.77% | 482 |6.41E-04] 16 7.15% | 5.90E-04 24 1.87% 116 |1.54E-04
Total 6,205




South Charcot

Link Link Link [Release| Average | Average
No. | Length| Width | Width [ Height| Speed | Vehicles

Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Prop-NB Charcot-South  |Northbound Charcot Ave* NW 1 461 31 9.4 1.3 25 6,205
Prop-SB Charcot-South  |Southbound Charcot Ave* SE 1 461 31 9.4 1.3 25 6,205

Total 12,410

* Road segments south of Silk Wood Lane.

TOG Evaporative Emissions|
Daily Emissions (g/day)* =  204.6
Road Length (mi) = 0.4
Emissions per Vehicle (g/VMT) =  0.0412
Modeled Emission Rate (g/s) = 2.37E-03
* daily emisisons from CT-EMFAC

2040 Hourly Traffic Volumes and TOG Evaporative Emissions - Prop-NB Charcot-South
% Per % Per % Per
Hour Hour | VPH als Hour | Hour als Hour Hour VPH als

1 1.14% 71 |2.32E-04 9 7.12% | 1.45E-03 17 7.40% 459 |1.51E-03]

2 0.42% 26 |8.55E-05 10 4.38% | 8.92E-04 18 8.19% 508 |1.67E-03
3 0.40% 25 |8.14E-05] 11 4.66% | 9.49E-04 19 5.71% 354 |1.16E-03|
4 0.24% 15 |4.89E-05 12 5.89% | 1.20E-03 20 4.28% 266 |8.71E-04
5 0.49% 30 |9.98E-05 13 6.16% | 1.25E-03 21 3.25% 202 |6.62E-04
6 0.89% 55 |1.81E-04 14 6.03% | 1.23E-03 22 3.30% 205 |6.72E-04
7 3.78% | 235 |7.70E-04] 15 7.02% | 1.43E-03 23 2.46% 153 |5.01E-04
8 7.77%| 482 |1.58E-03] 16 7.15% | 1.46E-03 24 1.87% 116 |3.81E-04
Total 6,205

2040 Hourly Traffic Volumes Per Direction and TOG Evaporative Emissions - Prop-SB Charcot-South
% Per % Per % Per

Hour Hour | vPH | g/mile | Hour Hour g/mile Hour Hour VPH g/mile
1 1.14% 71 ]2.32E-04 9 7.12% | 1.45E-03 17 7.40% 459 |1.51E-03]
0.42% 26 |8.55E-05] 10 4.38% | 8.92E-04 18 8.19% 508 |1.67E-03
0.40% 25 |8.14E-05] 11 4.66% | 9.49E-04 19 5.71% 354 ]1.16E-03
0.24% 15 |4.89E-05| 12 5.89% | 1.20E-03 20 4.28% 266 |8.71E-04
0.49% 30 |9.98E-05 13 6.16% | 1.25E-03 21 3.25% 202 |6.62E-04
0.89% 55 |1.81E-04] 14 6.03% | 1.23E-03 22 3.30% 205 |6.72E-04
3.78% | 235 |7.70E-04] 15 7.02% | 1.43E-03 23 2.46% 153 |5.01E-04
7.77% | 482 ]1.58E-03] 16 7.15% | 1.46E-03 24 1.87% 116 ]3.81E-04
Total 6,205

00 ~NOo OAE WN




Charcot Ave, San Jose, CA

Operation - Proposed

Fugitive Road PM2.5 Modeling - Roadway Links, Traffic Volumes, and Fugitive Road PM2.5 Emissions

Year = 2040
North Charcot
Link Link Link |Release| Average | Average
No. | Length| Width | Width [ Height| Speed | Vehicles
Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Prop-NB Charcot-North  |Northbound Charcot Ave* NW 2 187 42 12.7 1.3 25 6,600
Prop-SB Charcot-North  |Southbound Charcot Ave* SE 2 187 42 12.7 1.3 25 6,600
Total 13,200

* Road segments north of Silk Wood Lane.

Road PM2.5 Fugitive Emissions|
Daily Emissions (g/day)* =
Road Length (mi) =
Emissions per Vehicle (g/VMT) =
Modeled Emission Rate (g/s) =

80.7
0.4
0.0153
9.34E-04

* daily emisisons from CT-EMFAC

2040 Hourly Traffic Volumes and Fu

gitive PM2.5 Emissions - Prop-NB Charcot-North

% Per % Per % Per
Hour Hour | VPH gls Hour Hour gls Hour Hour VPH gls
1 1.14% 75 |3.71E-05] 9 7.12% | 2.32E-04 17 7.40% 488 |2.41E-04)
2 0.42% 28 |1.37E-05] 10 4.38% | 1.43E-04 18 8.19% 541 |2.67E-04
3 0.40% 26 |1.30E-05] 11 4.66% | 1.52E-04 19 5.71% 377 |1.86E-04
4 0.24% 16 |7.81E-06] 12 5.89% | 1.92E-04 20 4.28% 282 |1.39E-04
5 0.49% 32 |1.59e-05 13 6.16% | 2.01E-04 21 3.25% 215 |1.06E-04
6 0.89% 59 |2.90E-05 14 6.03% | 1.96E-04 22 3.30% 218 |1.07E-04
7 3.78% | 249 |1.23E-04f 15 7.02% | 2.29E-04 23 2.46% 162 |8.01E-05
8 7.77%| 513 |2.53E-04] 16 7.15% | 2.33E-04 24 1.87% 123 |6.09E-05
Total 6,600

2040 Hourly Traffic Volumes Per Direction and Fugitive PM2.5 Emissions - Prop-SB Charcot-North

% Per % Per % Per
Hour Hour | VvPH | g/mile | Hour | Hour g/mile Hour Hour VPH g/mile
1 1.14% 75 |3.71E-05 9 7.12% | 2.32E-04 17 7.40% 488 |2.41E-04
2 0.42% 28 |1.37E-05] 10 4.38% | 1.43E-04 18 8.19% 541 |2.67E-04
3 0.40% 26 |1.30E-05] 11 4.66% | 1.52E-04 19 5.71% 377 |1.86E-04
4 0.24% 16 |7.81E-06] 12 5.89% | 1.92E-04 20 4.28% 282 |1.39E-04
5 0.49% 32 |1.59E-05] 13 6.16% | 2.01E-04 21 3.25% 215 |1.06E-04
6 0.89% 59 |2.90E-05] 14 6.03% | 1.96E-04 22 3.30% 218 |1.07E-04
7 3.78% | 249 |1.23E-04] 15 7.02% | 2.29E-04 23 2.46% 162 |8.01E-05
8 7.77%| 513 |2.53E-04] 16 7.15% | 2.33E-04 24 1.87% 123 |6.09E-05
Total 6,600




South Charcot

Link Link Link [Release| Average | Average

No. | Length| Width | Width [ Height| Speed | Vehicles

Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Prop-NB Charcot-South  |Northbound Charcot Ave* NW 1 461 31 9.4 1.3 25 6,600
Prop-SB Charcot-South  |Southbound Charcot Ave* SE 1 461 31 9.4 1.3 25 6,600
Total 13,200

* Road segments south of Silk Wood Lane.

Road PM2.5 Fugitive Emissions|

Daily Emissions (g/day)* =
Road Length (mi) =

Emissions per Vehicle (g/VMT) =

Modeled Emission Rate (g/s) =

80.7
0.4
0.0153
9.34E-04

* daily emisisons from CT-EMFAC

2040 Hourly Traffic Volumes and Fu

gitive PM2.5 Emissions - Prop-NB Charcot-South

% Per % Per % Per
Hour Hour | VPH als Hour | Hour als Hour Hour VPH als
1 1.14% 75 ]9.15E-05 9 7.12% | 5.72E-04 17 7.40% 488 |5.94E-04]
2 0.42% 28 |3.37E-05] 10 4.38% | 3.52E-04 18 8.19% 541 |6.57E-04
3 0.40% 26 |3.21E-05] 11 4.66% | 3.74E-04 19 5.71% 377 |4.58E-04
4 0.24% 16 |1.93E-05| 12 5.89% | 4.73E-04 20 4.28% 282 |3.44E-04
5 0.49% 32 |3.93E-05] 13 6.16% | 4.94E-04 21 3.25% 215 |2.61E-04
6 0.89% 59 |7.14E-05] 14 6.03% | 4.84E-04 22 3.30% 218 |2.65E-04
7 3.78% | 249 |3.03E-04] 15 7.02% | 5.64E-04 23 2.46% 162 |1.97E-04
8 7.77% | 513 ]6.24E-04] 16 7.15% | 5.74E-04 24 1.87% 123 ]1.50E-04
Total 6,600

2040 Hourly Traffic Volumes Per Direction and Fugitive PM2.5 Emissions - Prop-SB Charcot-South

% Per % Per % Per
Hour Hour | vPH | g/mile | Hour Hour g/mile Hour Hour VPH g/mile
1 1.14% 75 |9.15E-05] 9 7.12% | 5.72E-04 17 7.40% 488 |5.94E-04
2 0.42% 28 |3.37E-05] 10 4.38% | 3.52E-04 18 8.19% 541 |6.57E-04
3 0.40% 26 |3.21E-05] 11 4.66% | 3.74E-04 19 5.71% 377 |4.58E-04
4 0.24% 16 |1.93E-05] 12 5.89% | 4.73E-04 20 4.28% 282 |3.44E-04
5 0.49% 32 |3.93E-05] 13 6.16% | 4.94E-04 21 3.25% 215 |2.61E-04
6 0.89% 59 |7.14E-05 14 6.03% | 4.84E-04 22 3.30% 218 |2.65E-04
7 3.78% | 249 |3.03E-04] 15 7.02% | 5.64E-04 23 2.46% 162 |1.97E-04
8 7.77% | 513 |6.24E-04] 16 7.15% | 5.74E-04 24 1.87% 123 |1.50E-04
Total 6,600




Proposed - New Charcot Ave Traffic - TACs & PM2.5
AERMOD Risk Modeling Parameters and Maximum Concentrations
Residential Receptors (1.5 meter receptor heights)

Emissions Years
Receptor Information

Number of Receptors
Receptor Height =
Receptor distances =

2020, 2025, and 2040

118

1.5 meters above ground level
at residential locations

Meteorological Conditions 118
BAAQMD San Jose Airport Met Data ~ 2006-2010
Land Use Classification urban
Wind speed = variable
Wind direction = variable
MEI Maximum Concentrations
Emission Concentration (ug/m3)
Years DPM Exhaust TOG Evaporative TOG
2020 0.00636 0.2358 0.1946
2025 0.00390 0.2245 0.1932
2040 0.00285 0.2383 0.1889
Emission PM2.5 Concentrations (jg/m?)
Years Total PM2.5 Road Dust PM2.5 Vehicle PM2.5
2020 0.1187 0.0449 0.0738
2025 0.1442 0.0564 0.0878
2040 0.1812 0.0744 0.1068




Charcot Ave, San Jose, CA - Proposed - New Charcot Ave Traffic Maximum Cancer Risks
Residential Receptors (1.5 meter receptor heights)
30-Year Residential Exposure

Cancer Risk Calculation Method
Cancer Risk (per million) = CPF x Inhalation Dose x ASF x ED/AT x FAH x 1.0E6
Where: CPF = Cancer potency factor (mg/kg-day)™
ASF = Age sensitivity factor for specified age group
ED = Exposure duration (years)
AT = Averaging time for lifetime cancer risk (years)
FAH = Fraction of time spent at home (unitless)
Inhalation Dose = C,;, x DBR X A x (EF/365) x 10°

Where: C,;; = concentration in air (ug/ma)
DBR = daily breathing rate (L/kg body weight-day)
A = Inhalation absorption factor
EF = Exposure frequency (days/year)
10°® = Conversion factor

Values
Cancer Potency Factors (mg/kg-day)™
TAC CPF
DPM 1.10E+00
Vehicle TOG Exhaust 6.28E-03
Vehicle TOG Evaporative 3.70E-04
Infant/Child Adult
Age -->| 3rd Trimester 0-<2 2-<16 16 - 30
Parameter
ASF 10 10 3 1
DBR* = 361 1090 572 261
A= 1 1 1 1
EF = 350 350 350 350
ED = 0.25 2 14 14
AT = 70 70 70 70
FAH = 1.00 1.00 1.00 0.73
* 95th percentile breathing rates
Road Traffic Cancer Risk by Year - Maximum Impact Receptor Location
Maximum - Exposure Information
Exposure Age Annual TAC Conc (ug/m3) Cancer Risk (per million)
Exposure Duration Sensitivity Exhaust Evaporative] Exhaust | Evaporative
Year Year (years) Age Factor DPM TOG TOG DPM TOG TOG Total
0 2020 0.25 -0.25 - 0* 10 0.0064 0.2358 0.1946 0.086 0.018 0.001 0.11
1 2020 1 1 10 0.0064 0.2358 0.1946 1.04 0.221 0.011 1.28
2 2021 1 2 10 0.0064 0.2358 0.1946 1.04 0.221 0.011 1.28
3 2022 1 3 3 0.0064 0.2358 0.1946 0.16 0.035 0.002 0.20
4 2023 1 4 3 0.0064 0.2358 0.1946 0.16 0.035 0.002 0.20
5 2024 1 5 3 0.0064 0.2358 0.1946 0.16 0.035 0.002 0.20
6 2025 1 6 3 0.0039 0.2245 0.1932 0.10 0.033 0.002 0.14
7 2026 1 7 3 0.0039 0.2245 0.1932 0.10 0.033 0.002 0.14
8 2027 1 8 3 0.0039 0.2245 0.1932 0.10 0.033 0.002 0.14
9 2028 1 9 3 0.0039 0.2245 0.1932 0.10 0.033 0.002 0.14
10 2029 1 10 3 0.0039 0.2245 0.1932 0.10 0.033 0.002 0.14
11 2030 1 11 3 0.0039 0.2245 0.1932 0.10 0.033 0.002 0.14
12 2031 1 12 3 0.0039 0.2245 0.1932 0.10 0.033 0.002 0.14
13 2032 1 13 3 0.0039 0.2245 0.1932 0.10 0.033 0.002 0.14
14 2033 1 14 3 0.0039 0.2245 0.1932 0.10 0.033 0.002 0.14
15 2034 1 15 3 0.0039 0.2245 0.1932 0.10 0.033 0.002 0.14
16 2035 1 16 3 0.0039 0.2245 0.1932 0.10 0.033 0.002 0.14
17 2036 1 17 1 0.0039 0.2245 0.1932 0.01 0.0037 0.000 0.015
18 2037 1 18 1 0.0039 0.2245 0.1932 0.01 0.004 0.000 0.015
19 2038 1 19 1 0.0039 0.2245 0.1932 0.01 0.004 0.000 0.015
20 2039 1 20 1 0.0039 0.2245 0.1932 0.01 0.004 0.000 0.015
21 2040 1 21 1 0.0029 0.2383 0.1889 0.01 0.004 0.000 0.012
22 2041 1 22 1 0.0029 0.2383 0.1889 0.01 0.004 0.000 0.012
23 2042 1 23 1 0.0029 0.2383 0.1889 0.01 0.004 0.000 0.012
24 2043 1 24 1 0.0029 0.2383 0.1889 0.01 0.004 0.000 0.012
25 2044 1 25 1 0.0029 0.2383 0.1889 0.01 0.004 0.000 0.012
26 2045 1 26 1 0.0029 0.2383 0.1889 0.01 0.004 0.000 0.012
27 2046 1 27 1 0.0029 0.2383 0.1889 0.01 0.004 0.000 0.012
28 2047 1 28 1 0.0029 0.2383 0.1889 0.01 0.004 0.000 0.012
29 2048 1 29 1 0.0029 0.2383 0.1889 0.01 0.004 0.000 0.012
30 2049 1 30 1 0.0029 0.2383 0.1889 0.01 0.004 0.000 0.012
Total Increased Cancer Risk Total 3.90 0.984 0.049 4.9

* Third trimester of pregnancy






Proposed - New Charcot Ave Traffic - TACs & PM2.5
AERMOD Risk Modeling Parameters and Maximum Concentrations

at Construction Residential MEI Receptor (1.5 meter receptor height)

Emissions Years
Receptor Information

Number of Receptors
Receptor Height =
Receptor distances =

Meteorological Conditions

BAAQMD San Jose Airport Met Data

Land Use Classification
Wind speed =
Wind direction =

2020, 2025, and 2040

1

1.5 meters above ground level
at construction MEI receptor

2006-2010

urban
variable
variable

Construction MEI Maximum Concentrations

Emission Concentration (ug/m3)
Years DPM Exhaust TOG Evaporative TOG
2020 0.00591 0.2106 0.1738
2025 0.00361 0.1933 0.1717
2040 0.00263 0.2119 0.1679
Emission PM2.5 Concentrations (jg/m?)
Years Total PM2.5 Road Dust PM2.5 Vehicle PM2.5
2020 0.1060 0.0401 0.0659
2025 0.1282 0.0502 0.0781
2040 0.1611 0.0662 0.0949




Charcot Ave, San Jose, CA - Proposed - New Charcot Ave Traffic Maximum Cancer Risks
at Construction Residential MEI Receptor (1.5 meter receptor height)
30-Year Residential Exposure

Cancer Risk Calculation Method
Cancer Risk (per million) = CPF x Inhalation Dose x ASF x ED/AT x FAH x 1.0E6
Where: CPF = Cancer potency factor (mg/kg-day)™
ASF = Age sensitivity factor for specified age group
ED = Exposure duration (years)
AT = Averaging time for lifetime cancer risk (years)
FAH = Fraction of time spent at home (unitless)
Inhalation Dose = C,;, x DBR X A x (EF/365) x 10°

Where: C,;; = concentration in air (ug/ma)
DBR = daily breathing rate (L/kg body weight-day)
A = Inhalation absorption factor
EF = Exposure frequency (days/year)
10°® = Conversion factor

Values
Cancer Potency Factors (mg/kg-day)™
TAC CPF
DPM 1.10E+00
Vehicle TOG Exhaust 6.28E-03
Vehicle TOG Evaporative 3.70E-04
Infant/Child Adult
Age -->| 3rd Trimester 0-<2 2-<16 16 - 30
Parameter
ASF 10 10 3 1
DBR* = 361 1090 572 261
A= 1 1 1 1
EF = 350 350 350 350
ED = 0.25 2 14 14
AT = 70 70 70 70
FAH = 1.00 1.00 1.00 0.73
* 95th percentile breathing rates
Road Traffic Cancer Risk by Year - Maximum Impact Receptor Location
Maximum - Exposure Information
Exposure Age Annual TAC Conc (ug/m3) Cancer Risk (per million)
Exposure Duration Sensitivity Exhaust Evaporative] Exhaust | Evaporative
Year Year (years) Age Factor DPM TOG TOG DPM TOG TOG Total
0 2019 0.25 -0.25 - 0* 10 0.0000 0.0000 0.0000 0.000 0.000 0.000 0.00
1 2019 1 1 10 0.0000 0.0000 0.0000 0.00 0.000 0.000 0.00
2 2020 1 2 10 0.0059 0.2106 0.1738 0.97 0.198 0.010 1.18
3 2021 1 3 3 0.0059 0.2106 0.1738 0.15 0.031 0.002 0.19
4 2022 1 4 3 0.0059 0.2106 0.1738 0.15 0.031 0.002 0.19
5 2023 1 5 3 0.0059 0.2106 0.1738 0.15 0.031 0.002 0.19
6 2024 1 6 3 0.0036 0.1933 0.1717 0.09 0.029 0.001 0.12
7 2025 1 7 3 0.0036 0.1933 0.1717 0.09 0.029 0.001 0.12
8 2026 1 8 3 0.0036 0.1933 0.1717 0.09 0.029 0.001 0.12
9 2027 1 9 3 0.0036 0.1933 0.1717 0.09 0.029 0.001 0.12
10 2028 1 10 3 0.0036 0.1933 0.1717 0.09 0.029 0.001 0.12
11 2029 1 11 3 0.0036 0.1933 0.1717 0.09 0.029 0.001 0.12
12 2030 1 12 3 0.0036 0.1933 0.1717 0.09 0.029 0.001 0.12
13 2031 1 13 3 0.0036 0.1933 0.1717 0.09 0.029 0.001 0.12
14 2032 1 14 3 0.0036 0.1933 0.1717 0.09 0.029 0.001 0.12
15 2033 1 15 3 0.0036 0.1933 0.1717 0.09 0.029 0.001 0.12
16 2034 1 16 3 0.0036 0.1933 0.1717 0.09 0.029 0.001 0.12
17 2035 1 17 1 0.0036 0.1933 0.1717 0.01 0.0032 0.000 0.014
18 2036 1 18 1 0.0036 0.1933 0.1717 0.01 0.003 0.000 0.014
19 2037 1 19 1 0.0036 0.1933 0.1717 0.01 0.003 0.000 0.014
20 2038 1 20 1 0.0036 0.1933 0.1717 0.01 0.003 0.000 0.014
21 2039 1 21 1 0.0026 0.2119 0.1679 0.01 0.003 0.000 0.011
22 2040 1 22 1 0.0026 0.2119 0.1679 0.01 0.003 0.000 0.011
23 2041 1 23 1 0.0026 0.2119 0.1679 0.01 0.003 0.000 0.011
24 2042 1 24 1 0.0026 0.2119 0.1679 0.01 0.003 0.000 0.011
25 2043 1 25 1 0.0026 0.2119 0.1679 0.01 0.003 0.000 0.011
26 2044 1 26 1 0.0026 0.2119 0.1679 0.01 0.003 0.000 0.011
27 2045 1 27 1 0.0026 0.2119 0.1679 0.01 0.003 0.000 0.011
28 2046 1 28 1 0.0026 0.2119 0.1679 0.01 0.003 0.000 0.011
29 2047 1 29 1 0.0026 0.2119 0.1679 0.01 0.003 0.000 0.011
30 2048 1 30 1 0.0026 0.2119 0.1679 0.01 0.003 0.000 0.011
Total Increased Cancer Risk Total 2.57 0.652 0.033 3.3

* Third trimester of pregnancy






Proposed - New Charcot Ave Traffic - TACs & PM2.5
AERMOD Risk Modeling Parameters and Maximum Concentrations
Orchard Elementary School (K - 8) - Child Exposure (1.0 meter receptor heights)

Emissions Years
Receptor Information
Number of Receptors
Receptor Height =
Receptor distances =

Meteorological Conditions

BAAQMD San Jose Airport Met Data

Land Use Classification
Wind speed =
Wind direction =

2020 and 2025

125
1.0 meters

receptors in school and yard areas

2006-2010

urban
variable
variable

School MEI Maximum Concentrations

Emission Concentration (ug/m3)
Years DPM Exhaust TOG Evaporative TOG
2020 0.00772 0.4105 0.3386
2025 0.00480 0.3902 0.3367
Emission PM2.5 Concentrations (ug/m°)
Years Total PM2.5 Road Dust PM2.5 Vehicle PM2.5
2020 0.2066 0.0782 0.12839
2025 0.2514 0.0984 0.15302




Charcot Ave, San Jose, CA - Proposed - New Charcot Ave Traffic Maximum Cancer Risks
Orchard Elementary School (K - 8) - Child Exposure (1.0 meter receptor heights)
9-Year Child Exposure

Cancer Risk Calculation Method

Cancer Risk (per million) = CPF x Inhalation Dose x ASF x ED/AT x FAH x 1.0E6
Where: CPF = Cancer potency factor (mg/kg-day)™

Values

Road Traffic Cancer Ri

ASF = Age sensitivity factor for specified age group
ED = Exposure duration (years)
AT = Averaging time for lifetime cancer risk (years)
FAH = Fraction of time spent at home (unitless)
Inhalation Dose = C,; X DBR x A X (EFH/24) x (EF/365) x 10°®
Where: C,;, = concentration in air (ug/m°)
DBR = daily breathing rate (L/kg body weight-day)
A = Inhalation absorption factor
EF = Exposure frequency (days/year)
EFH = Daily exposure (hours/day)
10°® = Conversion factor

Cancer Potency Factors (mg/kg-day)™®

TAC CPF
DPM 1.10E+00
Vehicle TOG Exhaust 6.28E-03
Vehicle TOG Evaporative 3.70E-04
Infant/Child Adult
Age -->| 3rd Trimester 0-<2 2-<16 16 - 30
Parameter
ASF 10 10 3 1
DBR* = 361 1090 572 261
A= 1 1 1 1
EF = 350 350 350 350
EFH = 10 10 10 10
ED = 0.25 2 14 14
AT = 70 70 70 70
FAH = 1.00 1.00 1.00 0.73

* 95th percentile breathing rates

sk by Year - M

aximum Impact Receptor Location

Maximum - Exposure Information

Exposure Age Annual TAC Conc (ug/m3) Cancer Risk (per million)
Exposure Duration Sensitivity Exhaust |Evaporative| Exhaust | Evaporative
Year Year (years) Age Factor DPM TOG TOG DPM TOG TOG Total
1 2020 1 3 3 0.0077 0.4105 0.3386 0.083 0.025 0.001 0.11
2 2021 1 4 3 0.0077 0.4105 0.3386 0.083 0.025 0.001 0.11
3 2022 1 5 3 0.0077 0.4105 0.3386 0.083 0.025 0.001 0.11
4 2023 1 6 3 0.0077 0.4105 0.3386 0.083 0.025 0.001 0.11
5 2024 1 7 3 0.0077 0.4105 0.3386 0.083 0.025 0.001 0.11
6 2025 1 8 3 0.0048 0.3902 0.3367 0.052 0.024 0.001 0.08
7 2026 1 9 3 0.0048 0.3902 0.3367 0.052 0.024 0.001 0.08
8 2027 1 10 3 0.0048 0.3902 0.3367 0.052 0.024 0.001 0.08
9 2028 1 11 3 0.0048 0.3902 0.3367 0.052 0.024 0.001 0.08
Total Increased Cancer Risk Total 0.62 0.222 0.019 0.9




Proposed - New Charcot Ave Traffic - TACs & PM2.5

AERMOD Risk Modeling Parameters and Maximum Concentrations

Orchard Elementary School (K - 8) - Child Exposure (1.0 meter receptor heights)
at Location of Construction MEI for School Child

Emissions Years 2020 and 2025

Receptor Information

Number of Receptors 125

Receptor Height = 1.0 meters

Receptor distances = receptors in school and yard areas

Meteorological Conditions
BAAQMD San Jose Airport Met Data 2006-2010

Land Use Classification urban
Wind speed = variable
Wind direction = variable

At School Construction Cancer Risk MEI

Emission Concentration (ug/m°)
Years DPM Exhaust TOG Evaporative TOG
2020 0.00475 0.2024 0.1669
2025 0.00290 0.1852 0.1650

At School PM2.5 MEI

Emission PM2.5 Concentrations (ug/m3)
Years Total PM2.5 Road Dust PM2.5 Vehicle PM2.5
2020 0.1019 0.0386 0.06329

2025 0.1232 0.0482 0.075




Charcot Ave, San Jose, CA - Proposed - New Charcot Ave Traffic Maximum Cancer Risks
Orchard Elementary School (K - 8) - Child Exposure (1.0 meter receptor heights)

at Location of Construction MEI for School Child

9-Year Child Exposure

Cancer Risk Calculation Method

Cancer Risk (per million) = CPF x Inhalation Dose x ASF x ED/AT x FAH x 1.0E6
Where: CPF = Cancer potency factor (mg/kg-day)™

Values

Road Traffic Cancer Risk by Year - Maximum Impact Receptor Location

ASF = Age sensitivity factor for specified age group

ED = Exposure duration (years)

AT = Averaging time for lifetime cancer risk (years)
FAH = Fraction of time spent at home (unitless)
Inhalation Dose = C,; X DBR x A x (EFH/24) x (EF/365) x 10°®
Where: C;, = concentration in air (ug/m3)
DBR = daily breathing rate (L/kg body weight-day)

A = Inhalation absorption factor

EF = Exposure frequency (days/year)
EFH = Daily exposure (hours/day)
10°® = Conversion factor

Cancer Potency Factors (mg/kg-day)™

TAC CPF
DPM 1.10E+00
Vehicle TOG Exhaust 6.28E-03

Vehicle TOG Evaporative 3.70E-04

Infant/Child Adult
Age -->| 3rd Trimester 0-<2 2-<16 16 - 30
Parameter
ASF 10 10 3 1
DBR* = 361 1090 572 261
A= 1 1 1 1
EF = 350 350 350 350
EFH = 10 10 10 10
ED = 0.25 2 14 14
AT = 70 70 70 70
FAH = 1.00 1.00 1.00 0.73

* 95th percentile breathing rates

Maximum - Exposure Information
Exposure Age Annual TAC Conc (ug/m3) Cancer Risk (per million)
Exposure Duration Sensitivity Exhaust |Evaporative] Exhaust | Evaporative
Year Year (years) Age Factor DPM TOG TOG DPM TOG TOG Total
1 2019 1 3 3 0.0000 0.0000 0.0000 0.000 0.000 0.000 0.00
2 2020 1 4 3 0.0048 0.2024 0.1669 0.051 0.012 0.001 0.06
3 2021 1 5 3 0.0048 0.2024 0.1669 0.051 0.012 0.001 0.06
4 2022 1 6 3 0.0048 0.2024 0.1669 0.051 0.012 0.001 0.06
5 2023 1 7 3 0.0048 0.2024 0.1669 0.051 0.012 0.001 0.06
6 2024 1 8 3 0.0029 0.1852 0.1650 0.031 0.011 0.001 0.04
7 2025 1 9 3 0.0029 0.1852 0.1650 0.031 0.011 0.001 0.04
8 2026 1 10 3 0.0029 0.1852 0.1650 0.031 0.011 0.001 0.04
9 2027 1 11 3 0.0029 0.1852 0.1650 0.031 0.011 0.001 0.04
Total Increased Cancer Risk Total 0.33 0.095 0.009 0.4




Alternative 1 — Charcot Avenue Traffic Emissions and Health Impact Calculations

Charcot Ave, San Jose, CA
Operation - Alternative 1

DPM Modeling - Roadway Links, Traffic Volumes, and DPM Emissions

Year = 2020
North Charcot

Average VPH Diesel Vehicles
LInk Link Link [Release| Average |"Average | Diesel
No. | Length| Width | Width | Height| Speed | Vehicles | Vehices/| Non-
Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day Day Truck | MDT HDT
Alt 1-NB Charcot-North _[Northbound Charcot Ave* NW 2 188 42 12.7 3.4 25 4,000 208.3 46 42 121
Alt 1-SB Charcot-North __[Southbound Charcot Ave* SE 1 188 31 9.4 3.4 25 4,000 208.3 46 42 121
Total 8,000 417 91 84 242
* Road segments north of Silk Wood Lane. Fraction of Total Vehicles =| 0.948 0.020 0.032
Fraction Diesel in category = [ 0.012  0.523 0.945
DPM Emissions
Daily Emissions (g/day)* = 7.38
Total Road Length (mi) = 0.40
Emissions per Diesel Vehicle (g/VMT) = 0.0443
Modeled Emission Rate (g/s) = 8.54E-05
* daily emisisons from CT-EMFAC
2020 Hourly Diesel Traffic Volumes and DPM Emissions - Alt 1-NB Charcot-North
% Per % Per % Per
Hour Hour | VPH gls Hour | Hour gls Hour Hour VPH gls
1 3.93% 8 1.18E-05 9 6.47% | 1.94E-05 17 5.49% 11 1.64E-05
2 2.54% 5 7.61E-06 10 7.16% | 2.14E-05 18 3.29% 7 9.85E-06
3 2.83% 6 8.47E-06 11 6.35% | 1.90E-05 19 2.43% 5 7.26E-06
4 3.41% 7 1.02E-05| 12 6.93% | 2.07E-05 20 0.98% 2 2.94E-06
5 2.20% 5 6.57E-06) 13 6.12% | 1.83E-05 21 3.06% 6 9.16E-06
6 3.35% 7 1.00E-05| 14 6.12% | 1.83E-05 22 4.16% 9 1.24E-05
7 6.07% 13 |1.81E-05f 15 5.14% | 1.54E-05 23 2.37% 5 7.09E-06
8 4.79% 10 ]1.43E-05 16 3.93% | 1.18E-05 24 0.87% 2 2.59E-06
Total 208
2020 Hourly Diesel Traffic Volumes Per Direction and DPM Emissions - Alt 1-SB Charcot-North
0% Per T% Per T% Per
Hour Hour | VPH g/s Hour Hour gls Hour Hour VPH g/s
1 393%| 8 [118E-05] 9 6.47% | 1.94E-05 17 5.49% 11 |1.64E-05
2 2.54% 5 7.61E-06| 10 7.16% | 2.14E-05 18 3.29% 7 9.85E-06
3 2.83% 6 8.47E-06 11 6.35% | 1.90E-05 19 2.43% 5 7.26E-06
4 3.41% 7 1.02E-05 12 6.93% | 2.07E-05 20 0.98% 2 2.94E-06
5 2.20% 5 6.57E-06 13 6.12% | 1.83E-05 21 3.06% 6 9.16E-06
6 3.35% 7 1.00E-05 14 6.12% | 1.83E-05 22 4.16% 9 1.24E-05
7 6.07% 13 |1.81E-05 15 5.14% | 1.54E-05 23 2.37% 5 7.09E-06
8 4.79% 10 ]1.43E-05 16 3.93% | 1.18E-05 24 0.87% 2 2.59E-06
Total 208




South Charcot

Average VPH Diesel Vehicles

Link Link Link |Release| Average | Average | Diesel
No. | Length| Width | Width | Height| Speed | Vehicles | Vehices/| Non-
Road Link Description Direction| Lanes | (m) (ft) (m) (m) (mph) per Day Day Truck | MDT HDT
Alt 1-NB Charcot-South _[Northbound Charcot Ave* NW 1 461 31 9.4 3.4 25 4,000 208.3 46 42 121
Alt 1-SB Charcot-South _[Southbound Charcot Ave* SE 1 461 31 9.4 3.4 25 4,000 208.3 46 42 121
Total 8,000 417 91 84 242
* Road segments south of Silk Wood Lane. Fraction of Total Vehicles = | 0.948 0.020 0.032
Fraction Diesel in category = [ 0.012  0.523 0.945
DPM Emissions
Daily Emissions (g/day)* = 7.38
Total Road Length (mi) = 0.4
Emissions per Diesel Vehicle (g/VMT) = 0.0443
Modeled Emission Rate (g/s) = 8.54E-05
* daily emisisons from CT-EMFAC
2020 Hourly Diesel Traffic Volumes and DPM Emissions - Alt 1-NB Charcot-South
% Per % Per % Per
Hour Hour | VPH g/s Hour Hour gls Hour Hour VPH gls
1 3.93% 8 2.88E-05] 9 6.47% | 4.75E-05 17 5.49% 11 4.03E-05
2 2.54% 5 1.87E-05 10 7.16% | 5.26E-05 18 3.29% 7 2.42E-05
3 2.83% 6 2.08E-05) 11 6.35% | 4.67E-05 19 2.43% 5 1.78E-05
4 3.41% 7 2.50E-05) 12 6.93% | 5.09E-05 20 0.98% 2 7.21E-06
5 2.20% 5 1.61E-05| 13 6.12% | 4.50E-05 21 3.06% 6 2.25E-05
6 3.35% 7 2.46E-05) 14 6.12% | 4.50E-05 22 4.16% 9 3.05E-05
7 6.07% 13 |4.45E-05f 15 5.14% | 3.78E-05 23 2.37% 5 1.74E-05
8 4.79% 10  J3.52E-05] 16 3.93% | 2.88E-05 24 0.87% 2 6.36E-06
Total 208
2020 Hourly Diesel Traffic Volumes Per Direction and DPM Emissions - Alt 1-SB Charcot-South
0% Per T% Per T% Per
Hour Hour | VPH g/s Hour Hour gls Hour Hour VPH g/s
1 3.93% 8 2.88E-05] 9 6.47% | 4.75E-05 17 5.49% 11 4.03E-05
2 2.54% 5 1.87E-05 10 7.16% | 5.26E-05 18 3.29% 7 2.42E-05
3 2.83% 6 2.08E-05] 11 6.35% | 4.67E-05 19 2.43% 5 1.78E-05
4 3.41% 7 2.50E-05] 12 6.93% | 5.09E-05 20 0.98% 2 7.21E-06
5 2.20% 5 1.61E-05 13 6.12% | 4.50E-05 21 3.06% 6 2.25E-05
6 3.35% 7 2.46E-05] 14 6.12% | 4.50E-05 22 4.16% 9 3.05E-05
7 6.07% 13 |4.45E-05 15 5.14% | 3.78E-05 23 2.37% 5 1.74E-05
8 4.79% 10 ]3.52E-05 16 3.93% | 2.88E-05 24 0.87% 2 6.36E-06
Total 208




Charcot Ave, San Jose, CA

Operation - Alternative 1

PM2.5 Modeling - Roadway L.inks, Traffic Volumes, and PM2.5 Emissions
Year = 2020

North Charcot

Link Link Link |Release| Average | Average
No. | Length| Width | Width | Height| Speed Vehicles

Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Alt 1-NB Charcot-North |Northbound Charcot Ave* NW 2 188 42 12.7 1.3 25 4,000
Alt 1-SB Charcot-North |Southbound Charcot Ave* SE 1 188 31 9.4 1.3 25 4,000
Total 8,000

* Road segments north of Silk Wood Lane.

PM2.5 Emissions|
Daily Emissions (g/day)* = 80.3
Road Length (mi) = 0.4
Emissions per Vehicle (g/VMT) = 0.0251
Modeled Emission Rate (g/s) = 9.29E-04
* daily emisisons from CT-EMFAC

2020 Hourly Traffic Volumes and PM2.5 Emissions - Alt 1-NB Charcot-North
% Per % Per % Per
Hour Hour | VPH als Hour | Hour als Hour Hour VPH als

1 1.15% 46  |3.76E-05] 9 7.11% | 2.32E-04 17 7.38% 295 |2.40E-04

2 0.42% 17 J1.37E-05] 10 4.39% | 1.43E-04 18 8.17% 327 |2.66E-04
3 0.41% 16 |1.32E-05 11 4.67% | 1.52E-04 19 5.70% 228 |1.85E-04
4 0.27% 11 |8.78E-06] 12 5.89% | 1.92E-04 20 4.27% 171 |1.39E-04
5 0.50% 20 |1.64E-05] 13 6.15% | 2.00E-04 21 3.26% 130 |1.06E-04
6 0.91% 36 |2.96E-05] 14 6.03% | 1.96E-04 22 3.30% 132 |1.07E-04
7 3.80% | 152 |1.24E-04] 15 7.01% | 2.28E-04 23 2.46% 98  |7.99E-05
8 7.76% | 311 |2.53E-04] 16 7.13% | 2.32E-04 24 1.87% 75 ]6.08E-05
Total 4,000

2020 Hourly Traffic Volumes Per Direction and PM2.5 Emissions - Alt 1-SB Charcot-North
% Per % Per % Per

Hour Hour | vPH | g/mile | Hour Hour g/mile Hour Hour VPH g/mile
1 1.15% 46  |3.76E-05 9 7.11% | 2.32E-04 17 7.38% 295 |2.40E-04
0.42% 17 |1.37E-05 10 4.39% | 1.43E-04 18 8.17% 327 |2.66E-04
0.41% 16 |1.32E-05 11 4.67% | 1.52E-04 19 5.70% 228 |1.85E-04
0.27% 11 |8.78E-06] 12 5.89% | 1.92E-04 20 4.27% 171 |1.39E-04
0.50% 20 |1.64E-05] 13 6.15% | 2.00E-04 21 3.26% 130 |1.06E-04
0.91% 36 |2.96E-05] 14 6.03% | 1.96E-04 22 3.30% 132 |1.07E-04
3.80% | 152 |1.24E-04] 15 7.01% | 2.28E-04 23 2.46% 98  |7.99E-05
7.76% | 311 ]2.53E-04] 16 7.13% | 2.32E-04 24 1.87% 75 |6.08E-05
Total 4,000

00 ~NOo O WN




South Charcot

Link Link Link [Release| Average | Average
No. | Length| Width | Width [ Height| Speed | Vehicles

Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Alt 1-NB Charcot-South _|Northbound Charcot Ave* NW 1 461 31 9.4 1.3 25 4,000
Alt 1-SB Charcot-South _ |Southbound Charcot Ave* SE 1 461 31 9.4 1.3 25 4,000
Total 8,000

* Road segments south of Silk Wood Lane.

PM2.5 Emissions|
Daily Emissions (g/day)* = 80.3
Road Length (mi) = 0.4
Emissions per Vehicle (g/VMT) =  0.0251
Modeled Emission Rate (g/s) = 9.29E-04
* daily emisisons from CT-EMFAC

2020 Hourly Traffic Volumes and PM2.5 Emissions - Alt 1-NB Charcot-South
% Per % Per % Per
Hour Hour | VPH als Hour | Hour als Hour Hour VPH als

1 1.15% 46 ]9.22E-05 9 7.11% | 5.68E-04 17 7.38% 295 |5.90E-04

2 0.42% 17 |3.36E-05] 10 4.39% | 3.51E-04 18 8.17% 327 |6.53E-04
3 0.41% 16 |3.24E-05 11 4.67% | 3.73E-04 19 5.70% 228 |4.55E-04
4 0.27% 11 J2.16E-05 12 5.89% | 4.71E-04 20 4.27% 171 |3.41E-04
5 0.50% 20 |4.02E-05] 13 6.15% | 4.92E-04 21 3.26% 130 |2.60E-04
6 0.91% 36 |7.26E-05] 14 6.03% | 4.82E-04 22 3.30% 132 |2.63E-04
7 3.80% | 152 |3.03E-04] 15 7.01% | 5.60E-04 23 2.46% 98 |1.96E-04
8 7.76% | 311 |6.20E-04] 16 7.13% | 5.70E-04 24 1.87% 75 ] 1.49E-04
Total 4,000

2020 Hourly Traffic Volumes Per Direction and PM2.5 Emissions - Alt 1-SB Charcot-South
% Per % Per % Per
Hour Hour | vPH | g/mile | Hour Hour g/mile Hour Hour VPH g/mile
1 1.15% 46 ]9.22E-05 9 7.11% | 5.68E-04 17 7.38% 295 |5.90E-04
0.42% 17 |3.36E-05] 10 4.39% | 3.51E-04 18 8.17% 327 |6.53E-04
0.41% 16 |3.24E-05| 11 4.67% | 3.73E-04 19 5.70% 228 |4.55E-04
0.27% 11 |2.16E-05 12 5.89% | 4.71E-04 20 4.27% 171 |3.41E-04
0.50% 20 |4.02E-05 13 6.15% | 4.92E-04 21 3.26% 130 |2.60E-04
0.91% 36 |7.26E-05] 14 6.03% | 4.82E-04 22 3.30% 132 |2.63E-04
3.80% | 152 |3.03E-04] 15 7.01% | 5.60E-04 23 2.46% 98 |1.96E-04
7.76% | 311 |]6.20E-04] 16 7.13% | 5.70E-04 24 1.87% 75  |1.49E-04

00 ~NOo OAE WN

Total 4,000




Charcot Ave, San Jose, CA
Operation - Alternative 1
TOG Exhaust Modeling - Roadway Links, Traffic Volumes, and TOG Exhaust Emissions

Year = 2020
North Charcot
Link Link Link |Release| Average | Average
No. | Length| Width | Width [ Height| Speed | Vehicles
Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Alt 1-NB Charcot-North |Northbound Charcot Ave* NW 2 188 42 12.7 1.3 25 3,800
Alt 1-SB Charcot-North  |Southbound Charcot Ave* SE 1 188 31 9.4 1.3 25 3,800
Total 7,600

* Road segments north of Silk Wood Lane.

TOG Exhaust Emissions|

Daily Emissions (g/day)* =
Road Length (mi) =
Emissions per Vehicle (g/VMT) =
Modeled Emission Rate (g/s) =

256.8
0.4
0.0845
2.97E-03

* daily emisisons from CT-EMFAC

2020 Hourly Traffic Volumes and TOG Exhaust Emissions - Alt 1-NB Charcot-North

% Per % Per % Per
Hour Hour | VPH gls Hour Hour gls Hour Hour VPH gls
1 1.15% 44 ]1.20E-04 9 7.11% | 7.40E-04 17 7.38% 280 |7.68E-04
2 0.42% 16 |4.37E-05 10 4.39% | 4.57E-04 18 8.17% 311 |8.51E-04
3 0.41% 15 |4.22E-05 11 4.67% | 4.86E-04 19 5.70% 216 |5.93E-04
4 0.27% 10 |2.81E-05 12 5.89% | 6.13E-04 20 4.271% 162 |4.45E-04
5 0.50% 19 |5.23E-05 13 6.15% | 6.41E-04 21 3.26% 124 |3.39E-04
6 0.91% 35 |9.46E-05] 14 6.03% | 6.28E-04 22 3.30% 125 |3.43E-04
7 3.80% 144 ]3.95E-04] 15 7.01% | 7.30E-04 23 2.46% 93 2.56E-04
8 7.76% | 295 |8.08E-04] 16 7.13% | 7.43E-04 24 1.87% 71 |1.94E-04
Total 3,800
2020 Hourly Traffic Volumes Per Direction and TOG Exhaust Emissions - Alt 1-SB Charcot-North
% Per % Per % Per
Hour Hour | VvPH | g/mile | Hour | Hour g/mile Hour Hour VPH g/mile
1 1.15% | 44 [1.20E-04] 9 7.11% | 7.40E-04 17 7.38% | 280 |[7.68E-04
2 0.42% 16 |4.37E-05) 10 4.39% | 4.57E-04 18 8.17% 311 |8.51E-04
3 0.41% 15 |4.22E-05 11 4.67% | 4.86E-04 19 5.70% 216 |5.93E-04
4 0.27% 10 |2.81E-05 12 5.89% | 6.13E-04 20 4.27% 162 |4.45E-04
5 0.50% 19 |5.23E-05 13 6.15% | 6.41E-04 21 3.26% 124 |3.39E-04
6 0.91% 35 |9.46E-05 14 6.03% | 6.28E-04 22 3.30% 125 |3.43E-04
7 3.80% 144 |3.95E-04] 15 7.01% | 7.30E-04 23 2.46% 93 2.56E-04
8 7.76% | 295 |8.08E-04 16 7.13% | 7.43E-04 24 1.87% 71 1.94E-04
Total 3,800




South Charcot

Link Link Link [Release| Average | Average

No. | Length| Width | Width | Height| Speed Vehicles

Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Alt 1-NB Charcot-South _|Northbound Charcot Ave* NW 1 461 31 9.4 1.3 25 3,800
Alt 1-SB Charcot-South _ |Southbound Charcot Ave* SE 1 461 31 9.4 1.3 25 3,800
Total 7,600

* Road segments south of Silk Wood Lane.

TOG Exhaust Emissions|

Daily Emissions (g/day)* =

Road Length (mi) =

Emissions per Vehicle (g/VMT) =
Modeled Emission Rate (g/s) =

256.8
0.4
0.0845
2.97E-03

* daily emisisons from CT-EMFAC

2020 Hourly Traffic Volumes and TOG Emissions - Alt 1-NB Charcot-South

% Per % Per % Per
Hour Hour | VPH als Hour | Hour als Hour Hour VPH als
1 1.15% 44 ]2.95E-04 9 7.11% | 1.82E-03 17 7.38% 280 |1.89E-03
2 0.42% 16 |1.07E-04] 10 4.39% | 1.12E-03 18 8.17% 311 ]2.09E-03
3 0.41% 15 |1.04E-04 11 4.67% | 1.19E-03 19 5.70% 216 |1.46E-03
4 0.27% 10 |6.89E-05 12 5.89% | 1.50E-03 20 4.27% 162 |1.09E-03
5 0.50% 19 |1.28E-04 13 6.15% | 1.57E-03 21 3.26% 124 |8.32E-04
6 0.91% 35 |2.32E-04] 14 6.03% | 1.54E-03 22 3.30% 125 |8.43E-04
7 3.80% | 144 |9.70E-04] 15 7.01% | 1.79E-03 23 2.46% 93 |6.27E-04
8 7.76% | 295 ]1.98E-03] 16 7.13% | 1.82E-03 24 1.87% 71 |4.77E-04
Total 3,800
2020 Hourly Traffic Volumes Per Direction and TOG Emissions - Alt 1-SB Charcot-South
% Per % Per % Per
Hour Hour | vPH | g/mile | Hour Hour g/mile Hour Hour VPH g/mile
1 1.15% 44 12.95E-04 9 7.11% | 1.82E-03 17 7.38% 280 |1.89E-03
2 0.42% 16 |1.07E-04] 10 4.39% | 1.12E-03 18 8.17% 311 |2.09E-03
3 0.41% 15 |1.04E-04 11 4.67% | 1.19E-03 19 5.70% 216 |1.46E-03
4 0.27% 10 |6.89E-05| 12 5.89% | 1.50E-03 20 4.27% 162 |1.09E-03
5 0.50% 19 |]1.28E-04] 13 6.15% | 1.57E-03 21 3.26% 124 |8.32E-04
6 0.91% 35 |2.32E-04] 14 6.03% | 1.54E-03 22 3.30% 125 |8.43E-04
7 3.80% | 144 |9.70E-04] 15 7.01% | 1.79E-03 23 2.46% 93 |6.27E-04
8 7.76% | 295 ]1.98E-03] 16 7.13% | 1.82E-03 24 1.87% 71 |4.77E-04
Total 3,800




Charcot Ave, San Jose, CA
Operation - Alternative 1

TOG Evaporative Emissions Modeling - Roadway Links, Traffic Volumes, and TOG Evaporative Emissions

Year = 2020
North Charcot

Link Link Link |Release| Average | Average

No. | Length| Width | Width [ Height| Speed | Vehicles

Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Alt 1-NB Charcot-North |Northbound Charcot Ave* NW 2 188 42 12.7 1.3 25 3,800
Alt 1-SB Charcot-North  |Southbound Charcot Ave* SE 1 188 31 9.4 1.3 25 3,800
Total 7,600

* Road segments north of Silk Wood Lane.

TOG Evaporative Emissions|

Daily Emissions (g/day)* =

Road Length (mi) =

Emissions per Vehicle (g/VMT) =
Modeled Emission Rate (g/s) =

212.1
0.4
0.0698
2.45E-03

* daily emisisons from CT-EMFAC

2020 Hourly Traffic Volumes and TOG Evaporative Emissions - Alt 1-NB Charcot-North

% Per % Per % Per
Hour Hour | VPH gls Hour Hour gls Hour Hour VPH gls
1 1.15% 44 ]9.92E-05] 9 7.11% | 6.12E-04 17 7.38% 280 |6.35E-04
2 0.42% 16 |3.61E-05 10 4.39% | 3.77E-04 18 8.17% 311 |7.03E-04
3 0.41% 15 |3.49E-05 11 4.67% | 4.01E-04 19 5.70% 216 |4.90E-04
4 0.27% 10 J2.32E-05 12 5.89% | 5.06E-04 20 4.27% 162 |3.67E-04
5 0.50% 19 )4.32E-05 13 6.15% | 5.29E-04 21 3.26% 124 |2.80E-04
6 0.91% 35 |7.81E-05 14 6.03% | 5.19E-04 22 3.30% 125 |2.84E-04
7 3.80% | 144 |3.26E-04] 15 7.01% | 6.03E-04 23 2.46% 93  |2.11E-04
8 7.76% | 295 |6.68E-04] 16 7.13% | 6.13E-04 24 1.87% 71  ]1.60E-04
Total 3,800

2020 Hourly Traffic Volumes Per Direction and TOG Evaporative Emissions -

Alt 1-SB Charcot-North

% Per % Per % Per
Hour Hour | VvPH | g/mile | Hour | Hour g/mile Hour Hour VPH g/mile
1 1.15% 44 19.92E-05 9 7.11% | 6.12E-04 17 7.38% 280 |6.35E-04
2 0.42% 16 |3.61E-05] 10 4.39% | 3.77E-04 18 8.17% 311 |7.03E-04
3 0.41% 15 |3.49E-05 11 4.67% | 4.01E-04 19 5.70% 216 |4.90E-04
4 0.27% 10 |2.32E-05 12 5.89% | 5.06E-04 20 4.27% 162 |3.67E-04
5 0.50% 19 |4.32E-05 13 6.15% | 5.29E-04 21 3.26% 124 ]2.80E-04
6 0.91% 35 |7.81E-05] 14 6.03% | 5.19E-04 22 3.30% 125 |2.84E-04
7 3.80% | 144 |3.26E-04] 15 7.01% | 6.03E-04 23 2.46% 93  |2.11E-04
8 7.76% | 295 |6.68E-04] 16 7.13% | 6.13E-04 24 1.87% 71  ]1.60E-04
Total 3,800




South Charcot

Link Link Link [Release| Average | Average
No. | Length| Width | Width [ Height| Speed | Vehicles

Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Alt 1-NB Charcot-South _|Northbound Charcot Ave* NW 1 461 31 9.4 1.3 25 3,800
Alt 1-SB Charcot-South _ |Southbound Charcot Ave* SE 1 461 31 9.4 1.3 25 3,800
Total 7,600

* Road segments south of Silk Wood Lane.

TOG Evaporative Emissions|
Daily Emissions (g/day)* =  212.1
Road Length (mi) = 0.4
Emissions per Vehicle (g/VMT) =  0.0698
Modeled Emission Rate (g/s) = 2.45E-03
* daily emisisons from CT-EMFAC

2020 Hourly Traffic Volumes and TOG Evaporative Emissions - Alt 1-NB Charcot-South
% Per % Per % Per
Hour Hour | VPH als Hour | Hour als Hour Hour VPH als

1 1.15% | 44 |2.43E-04] 9 7.11% | 1.50E-03 17 7.38% 280 |1.56E-03

2 0.42% 16 |8.87E-05] 10 4.39% | 9.26E-04 18 8.17% 311 |1.72E-03
3 0.41% 15 |8.56E-05] 11 4.67% | 9.85E-04 19 5.70% 216 |1.20E-03
4 0.27% 10 |5.69E-05 12 5.89% | 1.24E-03 20 4.27% 162 |9.02E-04
5 0.50% 19 |J1.06E-04] 13 6.15% | 1.30E-03 21 3.26% 124 |6.87E-04
6 0.91% 35 |1.92E-04 14 6.03% | 1.27E-03 22 3.30% 125 |6.96E-04
7 3.80% | 144 |8.01E-04 15 7.01% | 1.48E-03 23 2.46% 93 |5.18E-04
8 7.76% | 295 |1.64E-03] 16 7.13% | 1.51E-03 24 1.87% 71 ]|3.94E-04
Total 3,800

2020 Hourly Traffic Volumes Per Direction and TOG Evaporative Emissions - Alt 1-SB Charcot-South
% Per % Per % Per

Hour Hour | vPH | g/mile | Hour Hour g/mile Hour Hour VPH g/mile
1 1.15% 44 12.43E-04 9 7.11% | 1.50E-03 17 7.38% 280 |1.56E-03
0.42% 16 |8.87E-05] 10 4.39% | 9.26E-04 18 8.17% 311 |1.72E-03
0.41% 15 |8.56E-05| 11 4.67% | 9.85E-04 19 5.70% 216 |1.20E-03
0.27% 10 |5.69E-05 12 5.89% | 1.24E-03 20 4.27% 162 ]9.02E-04
0.50% 19 |]1.06E-04] 13 6.15% | 1.30E-03 21 3.26% 124 |6.87E-04
0.91% 35 |1.92E-04] 14 6.03% | 1.27E-03 22 3.30% 125 |]6.96E-04
3.80% | 144 |8.01E-04] 15 7.01% | 1.48E-03 23 2.46% 93 |5.18E-04
7.76% | 295 ]1.64E-03] 16 7.13% | 1.51E-03 24 1.87% 71 |3.94E-04
Total 3,800

00 ~NOo OAE WN




Charcot Ave, San Jose, CA
Operation - Alternative 1
Fugitive Road PM2.5 Modeling - Roadway L.inks, Traffic Volumes, and Fugitive Road PM2.5 Emissions

Year = 2020
North Charcot
Link Link Link |Release| Average | Average
No. | Length| Width | Width | Height| Speed Vehicles
Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Alt 1-NB Charcot-North |Northbound Charcot Ave* NW 2 188 42 12.7 1.3 25 4,000
Alt 1-SB Charcot-North |Southbound Charcot Ave* SE 1 188 31 9.4 1.3 25 4,000
Total 8,000

* Road segments north of Silk Wood Lane.

Road PM2.5 Fugitive Emissions|

Daily Emissions (g/day)* =
Road Length (mi) =

Emissions per Vehicle (g/VMT) =

Modeled Emission Rate (g/s) =

48.9
0.4
0.0153
5.66E-04

* daily emisisons from CT-EMFAC

2020 Hourly Traffic Volumes and Ful

gitive PM2.5 Emissions - Alt 1-NB Charcot-North

% Per % Per % Per
Hour Hour | VPH als Hour | Hour als Hour Hour VPH als
1 1.15% 46 |2.29E-05] 9 7.11% | 1.41E-04 17 7.38% 295 |1.46E-04
2 0.42% 17 |8.33E-06] 10 4.39% | 8.70E-05 18 8.17% 327 |1.62E-04
3 0.41% 16 |8.04E-06] 11 4.67% | 9.25E-05 19 5.70% 228 |1.13E-04
4 0.27% 11 |5.35E-06] 12 5.89% | 1.17E-04 20 4.27% 171 |8.47E-05
5 0.50% 20 |9.96E-06] 13 6.15% | 1.22E-04 21 3.26% 130 |6.46E-05
6 0.91% 36 |1.80E-05 14 6.03% | 1.20E-04 22 3.30% 132 |6.54E-05
7 3.80% | 152 |7.53E-05 15 7.01% | 1.39E-04 23 2.46% 98 |4.87E-05
8 7.76% | 311 |1.54E-04] 16 7.13% | 1.41E-04 24 1.87% 75 ] 3.70E-05
Total 4,000
2020 Hourly Traffic Volumes Per Direction and Fugitive PM2.5 Emissions - Alt 1-SB Charcot-North
% Per % Per % Per
Hour Hour | vPH | g/mile | Hour Hour g/mile Hour Hour VPH g/mile
1 1.15% 46 |2.29E-05] 9 7.11% | 1.41E-04 17 7.38% 295 |1.46E-04
2 0.42% 17 |8.33E-06] 10 4.39% | 8.70E-05 18 8.17% 327 |1.62E-04
3 0.41% 16 |8.04E-06] 11 4.67% | 9.25E-05 19 5.70% 228 |1.13E-04
4 0.27% 11 |5.35E-06] 12 5.89% | 1.17E-04 20 4.27% 171 |8.47E-05
5 0.50% 20 |9.96E-06] 13 6.15% | 1.22E-04 21 3.26% 130 |6.46E-05
6 0.91% 36 |1.80E-05 14 6.03% | 1.20E-04 22 3.30% 132 |6.54E-05
7 3.80% | 152 |7.53E-05 15 7.01% | 1.39E-04 23 2.46% 98 |4.87E-05
8 7.76% | 311 |1.54E-04] 16 7.13% | 1.41E-04 24 1.87% 75 ]3.70E-05
Total 4,000




South Charcot

Link Link Link [Release| Average | Average

No. | Length| Width | Width [ Height| Speed | Vehicles

Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Alt 1-NB Charcot-South _|Northbound Charcot Ave* NW 1 461 31 9.4 1.3 25 4,000
Alt 1-SB Charcot-South _ |Southbound Charcot Ave* SE 1 461 31 9.4 1.3 25 4,000
Total 8,000

* Road segments south of Silk Wood Lane.

Road PM2.5 Fugitive Emissions|

Daily Emissions (g/day)* =

Road Length (mi) =

Emissions per Vehicle (g/VMT) =
Modeled Emission Rate (g/s) =

48.9
0.4
0.0153
5.66E-04

* daily emisisons from CT-EMFAC

2020 Hourly Traffic Volumes and Fu

gitive PM2.5 Emissions - Alt 1-NB Charcot-South

% Per % Per % Per
Hour Hour | VPH als Hour | Hour als Hour Hour VPH als
1 1.15% 46  |5.61E-05 9 7.11% | 3.46E-04 17 7.38% 295 |3.59E-04
2 0.42% 17 |2.04E-05] 10 4.39% | 2.14E-04 18 8.17% 327 |3.98E-04
3 0.41% 16 |1.97E-05 11 4.67% | 2.27E-04 19 5.70% 228 |2.77E-04
4 0.27% 11 |1.31E-05 12 5.89% | 2.87E-04 20 4.27% 171 ]2.08E-04
5 0.50% 20 |2.45E-05] 13 6.15% | 2.99E-04 21 3.26% 130 |1.58E-04
6 0.91% 36 |4.42E-05] 14 6.03% | 2.94E-04 22 3.30% 132 |1.60E-04
7 3.80% | 152 |1.85E-04] 15 7.01% | 3.41E-04 23 2.46% 98 |1.19E-04
8 7.76% | 311 |3.78E-04] 16 7.13% | 3.47E-04 24 1.87% 75 |9.08E-05
Total 4,000
2020 Hourly Traffic Volumes Per Direction and Fugitive PM2.5 Emissions - Alt 1-SB Charcot-South
% Per % Per % Per
Hour Hour | vPH | g/mile | Hour Hour g/mile Hour Hour VPH g/mile
1 1.15% 46 |5.61E-05 9 7.11% | 3.46E-04 17 7.38% 295 |3.59E-04
2 0.42% 17 |2.04E-05 10 4.39% | 2.14E-04 18 8.17% 327 |3.98E-04
3 0.41% 16 |1.97E-05| 11 4.67% | 2.27E-04 19 5.70% 228 |2.77E-04
4 0.27% 11 |1.31E-05 12 5.89% | 2.87E-04 20 4.27% 171 ]2.08E-04
5 0.50% 20 |2.45E-05 13 6.15% | 2.99E-04 21 3.26% 130 |1.58E-04
6 0.91% 36 |4.42E-05] 14 6.03% | 2.94E-04 22 3.30% 132 |1.60E-04
7 3.80% | 152 |1.85E-04] 15 7.01% | 3.41E-04 23 2.46% 98 |1.19E-04
8 7.76% | 311 |3.78E-04] 16 7.13% | 3.47E-04 24 1.87% 75 ]9.08E-05
Total 4,000




Charcot Ave, San Jose, CA
Operation - Alternative 1
DPM Modeling - Roadway Links, Traffic Volumes, and DPM Emissions

Year = 2025
North Charcot
Average VPH Diesel Vehicles
Link Link Link [Release| Average |"Average | Diesel
No. | Length| Width | Width | Height| Speed | Vehicles | Vehices/| Non-
Road Link Description Direction| Lanes | (m) (ft) (m) (m) (mph) per Day Day Truck | MDT HDT
Alt 1-NB Charcot-North _ |Northbound Charcot Ave* NW 2 188 42 12.7 3.4 25 5,000 280.1 62 53 165
Alt 1-SB Charcot-North _[Southbound Charcot Ave* SE 1 188 31 9.4 3.4 25 5,000 280.1 62 53 165
Total 10,000 560 123 106 331
* Road segments north of Silk Wood Lane. Fraction of Total Vehicles = | 0.947 0.018 0.035
Fraction Diesel in category =| 0.013 ~ 0.591 0.945
DPM Emissions
Daily Emissions (g/day)* = 45
Total Road Length (mi) = 0.4
Emissions per Diesel Vehicle (g/VMT) =  0.0201
Modeled Emission Rate (g/s) = 5.21E-05
* daily emisisons from CT-EMFAC
2025 Hourly Diesel Traffic Volumes and DPM Emissions - Alt 1-NB Charcot-North
% Per % Per % Per
Hour Hour | VPH g/s Hour Hour gls Hour Hour VPH gls
1 393%| 11 |[7.18E-08] 9 6.41% | 1.17E-05 17 5.55% 16 | 1.01E-05
2 2.62% 7 4.78E-06) 10 7.36% | 1.34E-05 18 3.16% 9 5.76E-06
3 2.85% 8 5.20E-06 11 6.34% | 1.16E-05 19 2.36% 7 4.30E-06
4 3.31% 9 6.03E-06) 12 6.92% | 1.26E-05 20 0.87% 2 1.58E-06
5 2.17% 6 3.95E-06 13 6.29% | 1.15E-05 21 3.09% 9 5.64E-06
6 3.36% 9 6.14E-06 14 6.23% | 1.14E-05 22 4.12% 12 7.51E-06
7 6.00% 17 |1.09E-05| 15 5.15% | 9.40E-06 23 2.58% 7 4.70E-06
8 4.58% 13 |8.36E-06| 16 3.84% | 7.01E-06 24 0.92% 3 1.68E-06
Total 280
2025 Hourly Diesel Traffic Volumes Per Direction and DPM Emissions - Alt 1-SB Charcot-North
% Per % Per % Per
Hour Hour | VPH gls Hour Hour gls Hour Hour VPH gls
1 3.93% 11 |7.18E-06 9 6.41% | 1.17E-05 17 5.55% 16 1.01E-05
2 2.62% 7 4.78E-06) 10 7.36% | 1.34E-05 18 3.16% 9 5.76E-06
3 2.85% 8 5.20E-06 11 6.34% | 1.16E-05 19 2.36% 7 4.30E-06
4 3.31% 9 6.03E-06 12 6.92% | 1.26E-05 20 0.87% 2 1.58E-06
5 2.17% 6 |3.95E-06] 13 6.29% | 1.15E-05 21 3.09% 9 5.64E-06
6 3.36% 9 6.14E-06| 14 6.23% | 1.14E-05 22 4.12% 12 7.51E-06
7 6.00% 17 |1.09E-05 15 5.15% | 9.40E-06 23 2.58% 7 4.70E-06
8 4.58% 13 |8.36E-06 16 3.84% | 7.01E-06 24 0.92% 3 1.68E-06
Total 280




South Charcot

Average VPH Diesel Vehicles

Link Link Link |Release| Average | Average | Diesel
No. | Length| Width | Width | Height| Speed | Vehicles | Vehices/| Non-
Road Link Description Direction| Lanes | (m) (ft) (m) (m) (mph) per Day Day Truck | MDT HDT
Alt 1-NB Charcot-South _[Northbound Charcot Ave* NW 1 461 31 9.4 3.4 25 5,000 280.1 62 53 165
Alt 1-SB Charcot-South _[Southbound Charcot Ave* SE 1 461 31 9.4 3.4 25 5,000 280.1 62 53 165
Total 10,000 560 123 106 331
* Road segments south of Silk Wood Lane. Fraction of Total Vehicles = | 0.947 0.018 0.035
Fraction Diesel in category = [ 0.013  0.591 0.945
DPM Emissions
Daily Emissions (g/day)* = 45
Total Road Length (mi) = 0.4
Emissions per Diesel Vehicle (g/VMT) = 0.0201
Modeled Emission Rate (g/s) = 5.21E-05
* daily emisisons from CT-EMFAC
2025 Hourly Diesel Traffic Volumes and DPM Emissions - Alt 1-NB Charcot-South
% Per % Per % Per
Hour Hour | VPH g/s Hour Hour gls Hour Hour VPH gls
1 3.93% 11 |1.76E-05 9 6.41% | 2.87E-05 17 5.55% 16 2.49E-05
2 2.62% 7 1.17E-05 10 7.36% | 3.30E-05 18 3.16% 9 1.41E-05
3 2.85% 8 1.28E-05| 11 6.34% | 2.84E-05 19 2.36% 7 1.06E-05
4 3.31% 9 1.48E-05| 12 6.92% | 3.10E-05 20 0.87% 2 3.87E-06
5 2.17% 6 9.70E-06 13 6.29% | 2.82E-05 21 3.09% 9 1.38E-05
6 3.36% 9 1.51E-05| 14 6.23% | 2.79E-05 22 4.12% 12 1.84E-05
7 6.00% 17 |2.68E-05f 15 5.15% | 2.31E-05 23 2.58% 7 1.15E-05
8 4.58% 13 ]2.05E-05) 16 3.84% | 1.72E-05 24 0.92% 3 4.13E-06
Total 280
2025 Hourly Diesel Traffic Volumes Per Direction and DPM Emissions - Alt 1-SB Charcot-South
0% Per T% Per T% Per
Hour Hour | VPH g/s Hour Hour gls Hour Hour VPH g/s
1 3.93% 11 |1.76E-05 9 6.41% | 2.87E-05 17 5.55% 16 2.49E-05
2 2.62% 7 1.17E-05 10 7.36% | 3.30E-05 18 3.16% 9 1.41E-05
3 2.85% 8 1.28E-05 11 6.34% | 2.84E-05 19 2.36% 7 1.06E-05
4 3.31% 9 1.48E-05 12 6.92% | 3.10E-05 20 0.87% 2 3.87E-06
5 2.17% 6 9.70E-06 13 6.29% | 2.82E-05 21 3.09% 9 1.38E-05
6 3.36% 9 1.51E-05 14 6.23% | 2.79E-05 22 4.12% 12 1.84E-05
7 6.00% 17  |2.68E-05 15 5.15% | 2.31E-05 23 2.58% 7 1.15E-05
8 4.58% 13 ]2.05E-05 16 3.84% | 1.72E-05 24 0.92% 3 4.13E-06
Total 280




Charcot Ave, San Jose, CA
Operation - Alternative 1

PM2.5 Modeling - Roadway Links, Traffic Volumes, and PM2.5 Emissions

Year = 2025
North Charcot
Link Link Link |Release| Average | Average
No. | Length| Width | Width [ Height| Speed | Vehicles
Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Alt 1-NB Charcot-North |Northbound Charcot Ave* NW 2 188 42 12.7 1.3 25 5,000
Alt 1-SB Charcot-North  |Southbound Charcot Ave* SE 1 188 31 9.4 1.3 25 5,000
Total 10,000

* Road segments north of Silk Wood Lane.

PM2.5 Emissions

Daily Emissions (g/day)* =

Road Length (mi) =

Emissions per Vehicle (g/VMT) =
Modeled Emission Rate (g/s) =

95.2
0.4
0.0238
1.10E-03

* daily emisisons from CT-EMFAC

2025 Hourly Traffic Volumes and PM2.5 Emissions - Alt 1-NB Charcot-North

% Per % Per % Per
Hour Hour | VPH gls Hour Hour gls Hour Hour VPH gls
1 1.15% 57 |4.44E-05 9 7.11% | 2.75E-04 17 7.39% 369 |2.85E-04
2 0.42% 21 |1.63E-05] 10 4.39% | 1.69E-04 18 8.18% 409 |3.16E-04
3 0.41% 20 |1.58E-05] 11 4.66% | 1.80E-04 19 5.69% 285 |2.20E-04
4 0.26% 13 |1.00E-05| 12 5.89% | 2.27E-04 20 4.28% 214 |1.65E-04
5 0.50% 25 |1.92E-05] 13 6.15% | 2.37E-04 21 3.25% 163 |1.26E-04
6 0.91% 45 |3.50E-05] 14 6.04% | 2.33E-04 22 3.30% 165 |1.27E-04
7 3.79% | 189 |1.46E-04] 15 7.01% | 2.71E-04 23 2.46% 123 |9.50E-05
8 7.77% | 388 |]3.00E-04] 16 7.14% | 2.76E-04 24 1.86% 93 |7.19E-05
Total 5,000
2025 Hourly Traffic Volumes Per Direction and PM2.5 Emissions - Alt 1-SB Charcot-North
% Per % Per % Per
Hour Hour | VvPH | g/mile | Hour | Hour g/mile Hour Hour VPH g/mile
1 1.15% 57 |4.44E-05 9 7.11% | 2.75E-04 17 7.39% 369 |2.85E-04
2 0.42% 21 |1.63E-05] 10 4.39% | 1.69E-04 18 8.18% 409 |3.16E-04
3 0.41% 20 |1.58E-05] 11 4.66% | 1.80E-04 19 5.69% 285 |2.20E-04
4 0.26% 13 |1.00E-05| 12 5.89% | 2.27E-04 20 4.28% 214 ]1.65E-04
5 0.50% 25 |1.92E-05] 13 6.15% | 2.37E-04 21 3.25% 163 |1.26E-04
6 0.91% 45 |3.50E-05 14 6.04% | 2.33E-04 22 3.30% 165 |1.27E-04
7 3.79% | 189 |1.46E-04] 15 7.01% | 2.71E-04 23 2.46% 123 ]9.50E-05
8 7.77%| 388 |3.00E-04] 16 7.14% | 2.76E-04 24 1.86% 93 ]7.19E-05
Total 5,000




South Charcot

Link Link Link [Release| Average | Average
No. | Length| Width | Width [ Height| Speed | Vehicles

Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Alt 1-NB Charcot-South _|Northbound Charcot Ave* NW 1 461 31 9.4 1.3 25 5,000
Alt 1-SB Charcot-South _ |Southbound Charcot Ave* SE 1 461 31 9.4 1.3 25 5,000

Total 10,000

* Road segments south of Silk Wood Lane.

PM2.5 Emissions|
Daily Emissions (g/day)* = 95.2
Road Length (mi) = 0.4
Emissions per Vehicle (g/VMT) =  0.0238
Modeled Emission Rate (g/s) = 1.10E-03
* daily emisisons from CT-EMFAC

2025 Hourly Traffic Volumes and PM2.5 Emissions - Alt 1-NB Charcot-South
% Per % Per % Per
Hour Hour | VPH als Hour | Hour als Hour Hour VPH als

1 1.15% 57 |1.09E-04 9 7.11% | 6.74E-04 17 7.39% 369 |7.00E-04

2 0.42% 21 |3.99E-05 10 4.39% | 4.16E-04 18 8.18% 409 |7.74E-04
3 0.41% 20 |3.87E-05 11 4.66% | 4.42E-04 19 5.69% 285 |5.39E-04
4 0.26% 13 J2.46E-05 12 5.89% | 5.58E-04 20 4.28% 214 |4.05E-04
5 0.50% 25 |4.71E-05] 13 6.15% | 5.83E-04 21 3.25% 163 |3.08E-04
6 0.91% 45 |8.59E-05 14 6.04% | 5.72E-04 22 3.30% 165 |3.12E-04
7 3.79% | 189 |3.59E-04] 15 7.01% | 6.64E-04 23 2.46% 123 |2.33E-04
8 7.77%| 388 |7.36E-04] 16 7.14% | 6.76E-04 24 1.86% 93  ]1.77E-04
Total 5,000

2025 Hourly Traffic Volumes Per Direction and PM2.5 Emissions - Alt 1-SB Charcot-South
% Per % Per % Per

Hour Hour | vPH | g/mile | Hour Hour g/mile Hour Hour VPH g/mile
1 1.15% 57 |1.09E-04 9 7.11% | 6.74E-04 17 7.39% 369 |7.00E-04
0.42% 21 |3.99E-05] 10 4.39% | 4.16E-04 18 8.18% 409 |7.74E-04
0.41% 20 |3.87E-05] 11 4.66% | 4.42E-04 19 5.69% 285 |5.39E-04
0.26% 13 |2.46E-05| 12 5.89% | 5.58E-04 20 4.28% 214 ]4.05E-04
0.50% 25 |4.71E-05] 13 6.15% | 5.83E-04 21 3.25% 163 |3.08E-04
0.91% 45 |8.59E-05] 14 6.04% | 5.72E-04 22 3.30% 165 |3.12E-04
3.79% | 189 |3.59E-04] 15 7.01% | 6.64E-04 23 2.46% 123 |2.33E-04
7.77% | 388 |7.36E-04] 16 7.14% | 6.76E-04 24 1.86% 93 |1.77E-04
Total 5,000

00 ~NOo OAE WN




Charcot Ave, San Jose, CA
Operation - Alternative 1

TOG Exhaust Modeling - Roadway Links, Traffic Volumes, and TOG Exhaust Emissions

Year = 2025
North Charcot

Link Link Link |Release| Average | Average

No. | Length| Width | Width [ Height| Speed | Vehicles

Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Alt 1-NB Charcot-North |Northbound Charcot Ave* NW 2 188 42 12.7 1.3 25 4,720
Alt 1-SB Charcot-North  |Southbound Charcot Ave* SE 1 188 31 9.4 1.3 25 4,720
Total 9,440

* Road segments north of Silk Wood Lane.

TOG Exhaust Emissions|

Daily Emissions (g/day)* =

Road Length (mi) =

Emissions per Vehicle (g/VMT) =
Modeled Emission Rate (g/s) =

2335
0.4
0.0618
2.70E-03

* daily emisisons from CT-EMFAC

2025 Hourly Traffic Volumes and TOG Exhaust Emissions - Alt 1-NB Charcot-North

% Per % Per % Per
Hour Hour | VPH gls Hour Hour gls Hour Hour VPH gls
1 1.15% 54 ]1.09E-04 9 7.11% | 6.73E-04 17 7.39% 349 ]6.99E-04
2 0.42% 20  |3.99E-05] 10 4.39% | 4.15E-04 18 8.18% 386 |7.74E-04
3 0.41% 19 |3.86E-05 11 4.66% | 4.41E-04 19 5.69% 269 |5.39E-04
4 0.26% 12 |2.46E-05 12 5.89% | 5.57E-04 20 4.28% 202 |4.05E-04
5 0.50% 23 |4.70E-05] 13 6.15% | 5.82E-04 21 3.25% 154 |3.08E-04
6 0.91% 43 |8.59E-05] 14 6.04% | 5.72E-04 22 3.30% 156 |3.12E-04
7 3.79% 179 |3.59E-04] 15 7.01% | 6.64E-04 23 2.46% 116 |2.33E-04
8 7.77% | 367 |7.35E-04] 16 7.14% | 6.76E-04 24 1.86% 88 |1.76E-04
Total 4,720
2025 Hourly Traffic Volumes Per Direction and TOG Exhaust Emissions - Alt 1-SB Charcot-North
% Per % Per % Per
Hour Hour | VvPH | g/mile | Hour | Hour g/mile Hour Hour VPH g/mile
1 115% | 54 [109E-04 9 7.11% | 6.73E-04 17 7.39% | 349 [6.99E-04
2 0.42% 20 |3.99E-05] 10 4.39% | 4.15E-04 18 8.18% 386 |7.74E-04
3 0.41% 19 |3.86E-05 11 4.66% | 4.41E-04 19 5.69% 269 |5.39E-04
4 0.26% 12 |2.46E-05| 12 5.89% | 5.57E-04 20 4.28% 202 |4.05E-04
5 0.50% 23 ]4.70E-05] 13 6.15% | 5.82E-04 21 3.25% 154 |3.08E-04
6 0.91% 43 |8.59E-05 14 6.04% | 5.72E-04 22 3.30% 156 |3.12E-04
7 3.79% 179 |3.59E-04] 15 7.01% | 6.64E-04 23 2.46% 116 |2.33E-04
8 7.77% | 367 |7.35E-04 16 7.14% | 6.76E-04 24 1.86% 88 1.76E-04
Total 4,720




South Charcot

Link Link Link [Release| Average | Average

No. | Length| Width | Width [ Height| Speed | Vehicles

Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Alt 1-NB Charcot-South _|Northbound Charcot Ave* NW 1 461 31 9.4 1.3 25 4,720
Alt 1-SB Charcot-South _ |Southbound Charcot Ave* SE 1 461 31 9.4 1.3 25 4,720
Total 9,440

* Road segments south of Silk Wood Lane.

TOG Exhaust Emissions|

Daily Emissions (g/day)* =

Road Length (mi) =

Emissions per Vehicle (g/VMT) =
Modeled Emission Rate (g/s) =

2335
0.4
0.0618
2.70E-03

* daily emisisons from CT-EMFAC

2025 Hourly Traffic Volumes and TOG Emissions - Alt 1-NB Charcot-South

% Per % Per % Per
Hour Hour | VPH als Hour | Hour als Hour Hour VPH als
1 1.15% 54 |2.67E-04 9 7.11% | 1.65E-03 17 7.39% 349 |1.72E-03
2 0.42% 20 ]9.80E-05] 10 4.39% | 1.02E-03 18 8.18% 386 |1.90E-03
3 0.41% 19 ]9.48E-05 11 4.66% | 1.08E-03 19 5.69% 269 |1.32E-03
4 0.26% 12 |6.04E-05| 12 5.89% | 1.37E-03 20 4.28% 202 ]9.93E-04
5 0.50% 23 |1.15E-04 13 6.15% | 1.43E-03 21 3.25% 154 |7.56E-04
6 0.91% 43 |2.11E-04 14 6.04% | 1.40E-03 22 3.30% 156 |7.66E-04
7 3.79% | 179 |8.80E-04] 15 7.01% | 1.63E-03 23 2.46% 116 |5.72E-04
8 7.77% | 367 ]1.80E-03] 16 7.14% | 1.66E-03 24 1.86% 88 |4.33E-04
Total 4,720
2025 Hourly Traffic Volumes Per Direction and TOG Emissions - Alt 1-SB Charcot-South
% Per % Per % Per
Hour Hour | vPH | g/mile | Hour Hour g/mile Hour Hour VPH g/mile
1 1.15% 54 ]2.67E-04 9 7.11% | 1.65E-03 17 7.39% 349 |1.72E-03]
2 0.42% 20 |9.80E-05] 10 4.39% | 1.02E-03 18 8.18% 386 |1.90E-03
3 0.41% 19 ]9.48E-05 11 4.66% | 1.08E-03 19 5.69% 269 |1.32E-03
4 0.26% 12 |6.04E-05| 12 5.89% | 1.37E-03 20 4.28% 202 |9.93E-04
5 0.50% 23 |1.15E-04] 13 6.15% | 1.43E-03 21 3.25% 154 |7.56E-04
6 0.91% 43 |2.11E-04] 14 6.04% | 1.40E-03 22 3.30% 156 |7.66E-04
7 3.79% | 179 |8.80E-04] 15 7.01% | 1.63E-03 23 2.46% 116 |5.72E-04
8 7.77% | 367 ]1.80E-03] 16 7.14% | 1.66E-03 24 1.86% 88 |4.33E-04
Total 4,720




Charcot Ave, San Jose, CA
Operation - Alternative 1

TOG Evaporative Emissions Modeling - Roadway Links, Traffic Volumes, and TOG Evaporative Emissions

Year = 2025
North Charcot

Link Link Link |Release| Average | Average

No. | Length| Width | Width [ Height| Speed | Vehicles

Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Alt 1-NB Charcot-North |Northbound Charcot Ave* NW 2 188 42 12.7 1.3 25 4,720
Alt 1-SB Charcot-North  |Southbound Charcot Ave* SE 1 188 31 9.4 1.3 25 4,720
Total 9,440

* Road segments north of Silk Wood Lane.

TOG Evaporative Emissions|

Daily Emissions (g/day)* =

Road Length (mi) =

Emissions per Vehicle (g/VMT) =
Modeled Emission Rate (g/s) =

209.1
0.4
0.0554
2.42E-03

* daily emisisons from CT-EMFAC

2025 Hourly Traffic Volumes and TOG Evaporative Emissions - Alt 1-NB Charcot-North

% Per % Per % Per
Hour Hour | VPH gls Hour Hour gls Hour Hour VPH gls
1 1.15% 54 [9.75E-05 9 7.11% | 6.03E-04 17 7.39% 349 |6.26E-04
2 0.42% 20 |3.58E-05 10 4.39% | 3.72E-04 18 8.18% 386 |6.93E-04
3 0.41% 19 |3.46E-05 11 4.66% | 3.95E-04 19 5.69% 269 |4.83E-04
4 0.26% 12 J2.20E-05 12 5.89% | 4.99E-04 20 4.28% 202 |3.62E-04
5 0.50% 23 |4.21E-05] 13 6.15% | 5.21E-04 21 3.25% 154 |2.76E-04
6 0.91% 43 |7.69E-05 14 6.04% | 5.12E-04 22 3.30% 156 |2.79E-04
7 3.79% | 179 |3.21E-04] 15 7.01% | 5.94E-04 23 2.46% 116 |2.09E-04
8 7.77%| 367 |6.58E-04] 16 7.14% | 6.05E-04 24 1.86% 88 ]1.58E-04
Total 4,720

2025 Hourly Traffic Volumes Per Direction and TOG Evaporative Emissions -

Alt 1-SB Charcot-North

% Per % Per % Per
Hour Hour | VvPH | g/mile | Hour | Hour g/mile Hour Hour VPH g/mile
1 1.15% 54 |9.75E-05] 9 7.11% | 6.03E-04 17 7.39% 349 |6.26E-04
2 0.42% 20 |3.58E-05] 10 4.39% | 3.72E-04 18 8.18% 386 |6.93E-04
3 0.41% 19 |3.46E-05 11 4.66% | 3.95E-04 19 5.69% 269 |4.83E-04
4 0.26% 12 |2.20E-05| 12 5.89% | 4.99E-04 20 4.28% 202 |3.62E-04
5 0.50% 23 |4.21E-05] 13 6.15% | 5.21E-04 21 3.25% 154 |2.76E-04
6 0.91% 43 |7.69E-05 14 6.04% | 5.12E-04 22 3.30% 156 |2.79E-04
7 3.79% | 179 |3.21E-04] 15 7.01% | 5.94E-04 23 2.46% 116 |2.09E-04
8 7.77%| 367 |6.58E-04] 16 7.14% | 6.05E-04 24 1.86% 88 ]1.58E-04
Total 4,720




South Charcot

Link Link Link [Release| Average | Average
No. | Length| Width | Width [ Height| Speed | Vehicles

Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Alt 1-NB Charcot-South _|Northbound Charcot Ave* NW 1 461 31 9.4 1.3 25 4,720
Alt 1-SB Charcot-South _ |Southbound Charcot Ave* SE 1 461 31 9.4 1.3 25 4,720
Total 9,440

* Road segments south of Silk Wood Lane.

TOG Evaporative Emissions|
Daily Emissions (g/day)* =  209.1
Road Length (mi) = 0.4
Emissions per Vehicle (g/VMT) =  0.0554
Modeled Emission Rate (g/s) = 2.42E-03
* daily emisisons from CT-EMFAC

2025 Hourly Traffic Volumes and TOG Evaporative Emissions - Alt 1-NB Charcot-South
% Per % Per % Per
Hour Hour | VPH als Hour | Hour als Hour Hour VPH als

1 1.15% 54 ]2.39E-04] 9 7.11% | 1.48E-03 17 7.39% 349 |1.54E-03

2 0.42% 20 |8.77E-05 10 4.39% | 9.13E-04 18 8.18% 386 |1.70E-03
3 0.41% 19 |8.49E-05 11 4.66% | 9.70E-04 19 5.69% 269 |1.18E-03
4 0.26% 12 |5.41E-05 12 5.89% | 1.22E-03 20 4.28% 202 |8.89E-04
5 0.50% 23 |1.03E-04 13 6.15% | 1.28E-03 21 3.25% 154 |6.77E-04
6 0.91% 43 |1.89E-04 14 6.04% | 1.26E-03 22 3.30% 156 |6.86E-04
7 3.79% | 179 |7.88E-04] 15 7.01% | 1.46E-03 23 2.46% 116 |5.12E-04
8 7.77%| 367 |1.62E-03] 16 7.14% | 1.49E-03 24 1.86% 88 ]3.88E-04
Total 4,720

2025 Hourly Traffic Volumes Per Direction and TOG Evaporative Emissions - Alt 1-SB Charcot-South
% Per % Per % Per

Hour Hour | vPH | g/mile | Hour Hour g/mile Hour Hour VPH g/mile
1 1.15% 54 ]2.39E-04 9 7.11% | 1.48E-03 17 7.39% 349 |1.54E-03]
0.42% 20 |8.77E-05] 10 4.39% | 9.13E-04 18 8.18% 386 |1.70E-03
0.41% 19 |8.49E-05 11 4.66% | 9.70E-04 19 5.69% 269 |1.18E-03
0.26% 12 |5.41E-05 12 5.89% | 1.22E-03 20 4.28% 202 |8.89E-04
0.50% 23 |1.03E-04] 13 6.15% | 1.28E-03 21 3.25% 154 |6.77E-04
0.91% 43 |1.89E-04] 14 6.04% | 1.26E-03 22 3.30% 156 |6.86E-04
3.79% | 179 |7.88E-04] 15 7.01% | 1.46E-03 23 2.46% 116 |5.12E-04
7.77% | 367 ]1.62E-03] 16 7.14% | 1.49E-03 24 1.86% 83 |3.88E-04
Total 4,720

00 ~NOo OAE WN




Charcot Ave, San Jose, CA
Operation - Alternative 1
Fugitive Road PM2.5 Modeling - Roadway Links, Traffic Volumes, and Fugitive Road PM2.5 Emissions

Year = 2025
North Charcot
Link Link Link |Release| Average | Average
No. | Length| Width | Width [ Height| Speed | Vehicles
Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Alt 1-NB Charcot-North |Northbound Charcot Ave* NW 2 188 42 12.7 1.3 25 5,000
Alt 1-SB Charcot-North  |Southbound Charcot Ave* SE 1 188 31 9.4 1.3 25 5,000
Total 10,000

* Road segments north of Silk Wood Lane.

Road PM2.5 Fugitive Emissions|
Daily Emissions (g/day)* =
Road Length (mi) =
Emissions per Vehicle (g/VMT) =
Modeled Emission Rate (g/s) =

61.1
0.4
0.0153
7.07E-04

* daily emisisons from CT-EMFAC

2025 Hourly Traffic Volumes and Fu

gitive PM2.5 Emissions - Alt 1-NB Charcot-North

% Per % Per % Per
Hour Hour | VPH gls Hour Hour gls Hour Hour VPH gls
1 1.15% 57 ]2.85E-05 9 7.11% | 1.76E-04 17 7.39% 369 |1.83E-04
2 0.42% 21 |1.04E-05] 10 4.39% | 1.09E-04 18 8.18% 409 |2.03E-04
3 0.41% 20 |1.01E-05) 11 4.66% | 1.16E-04 19 5.69% 285 |1.41E-04
4 0.26% 13 |6.44E-06] 12 5.89% | 1.46E-04 20 4.28% 214 |1.06E-04
5 0.50% 25 |1.23E-05] 13 6.15% | 1.52E-04 21 3.25% 163 |8.06E-05
6 0.91% 45 |2.25E-05] 14 6.04% | 1.50E-04 22 3.30% 165 |8.17E-05
7 3.79% | 189 |[9.39E-05 15 7.01% | 1.74E-04 23 2.46% 123 |6.10E-05
8 7.77% | 388 ]1.92E-04] 16 7.14% | 1.77E-04 24 1.86% 93 |4.62E-05
Total 5,000
2025 Hourly Traffic Volumes Per Direction and Fugitive PM2.5 Emissions - Alt 1-SB Charcot-North
% Per % Per % Per
Hour Hour | VvPH | g/mile | Hour | Hour g/mile Hour Hour VPH g/mile
1 1.15% 57 |2.85E-05 9 7.11% | 1.76E-04 17 7.39% 369 |1.83E-04
2 0.42% 21 |1.04E-05] 10 4.39% | 1.09E-04 18 8.18% 409 |2.03E-04
3 0.41% 20 |1.01E-05] 11 4.66% | 1.16E-04 19 5.69% 285 |1.41E-04
4 0.26% 13 |6.44E-06] 12 5.89% | 1.46E-04 20 4.28% 214 ]1.06E-04
5 0.50% 25 |1.23E-05] 13 6.15% | 1.52E-04 21 3.25% 163 |8.06E-05
6 0.91% 45 |2.25E-05 14 6.04% | 1.50E-04 22 3.30% 165 |8.17E-05
7 3.79% | 189 |9.39E-05| 15 7.01% | 1.74E-04 23 2.46% 123 |6.10E-05
8 7.77%| 388 |1.92E-04] 16 7.14% | 1.77E-04 24 1.86% 93 ]4.62E-05
Total 5,000




South Charcot

Link Link Link [Release| Average | Average

No. | Length| Width | Width | Height| Speed Vehicles

Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Alt 1-NB Charcot-South _|Northbound Charcot Ave* NW 1 461 31 9.4 1.3 25 5,000
Alt 1-SB Charcot-South _ |Southbound Charcot Ave* SE 1 461 31 9.4 1.3 25 5,000
Total 10,000

* Road segments south of Silk Wood Lane.

Road PM2.5 Fugitive Emissions|

Daily Emissions (g/day)* =

Road Length (mi) =

Emissions per Vehicle (g/VMT) =
Modeled Emission Rate (g/s) =

61.1
0.4
0.0153
7.07E-04

* daily emisisons from CT-EMFAC

2025 Hourly Traffic Volumes and Fu

gitive PM2.5 Emissions - Alt 1-NB Charcot-South

% Per % Per % Per
Hour Hour | VPH als Hour | Hour als Hour Hour VPH als
1 1.15% 57 ]6.99E-05 9 7.11% | 4.33E-04 17 7.39% 369 |4.49E-04
2 0.42% 21 |2.56E-05] 10 4.39% | 2.67E-04 18 8.18% 409 |4.97E-04
3 0.41% 20 |2.48E-05] 11 4.66% | 2.84E-04 19 5.69% 285 |3.46E-04
4 0.26% 13 |1.58E-05 12 5.89% | 3.58E-04 20 4.28% 214 ]2.60E-04
5 0.50% 25 |3.02E-05] 13 6.15% | 3.74E-04 21 3.25% 163 |1.98E-04
6 0.91% 45 |5.52E-05 14 6.04% | 3.67E-04 22 3.30% 165 |2.00E-04
7 3.79% | 189 |2.30E-04] 15 7.01% | 4.26E-04 23 2.46% 123 |1.50E-04
8 7.77% | 388 |4.72E-04 16 7.14% | 4.34E-04 24 1.86% 93  |1.13E-04
Total 5,000
2025 Hourly Traffic Volumes Per Direction and Fugitive PM2.5 Emissions - Alt 1-SB Charcot-South
% Per % Per % Per
Hour Hour | vPH | g/mile | Hour Hour g/mile Hour Hour VPH g/mile
1 1.15% 57 ]6.99E-05 9 7.11% | 4.33E-04 17 7.39% 369 |4.49E-04]
2 0.42% 21 |2.56E-05] 10 4.39% | 2.67E-04 18 8.18% 409 |4.97E-04
3 0.41% 20 |2.48E-05] 11 4.66% | 2.84E-04 19 5.69% 285 |3.46E-04
4 0.26% 13 |1.58E-05 12 5.89% | 3.58E-04 20 4.28% 214 ]2.60E-04
5 0.50% 25 |3.02E-05 13 6.15% | 3.74E-04 21 3.25% 163 |1.98E-04
6 0.91% 45 |5.52E-05] 14 6.04% | 3.67E-04 22 3.30% 165 |2.00E-04
7 3.79% | 189 |2.30E-04] 15 7.01% | 4.26E-04 23 2.46% 123 |1.50E-04
8 7.77% | 388 |4.72E-04] 16 7.14% | 4.34E-04 24 1.86% 93  |1.13E-04
Total 5,000




Alternative 1 - New Charcot Ave Traffic - TACs & PM2.5
AERMOD Risk Modeling Parameters and Maximum Concentrations
Residential Receptors (1.5 meter receptor heights)

Emissions Years
Receptor Information

Number of Receptors
Receptor Height =
Receptor distances =

Meteorological Conditions
BAAQMD San Jose Airport Met Data

Land Use Classification
Wind speed =
Wind direction =

MEI Maximum Concentrations

2020, 2025, and 2040

118

1.5 meters above ground level
at residential locations

2006-2010

urban
variable
variable

Emission Concentration (ug/ms)
Years DPM Exhaust TOG Evaporative TOG
2020 0.00643 0.2417 0.1994
2025 0.00392 0.2195 0.1968
2040 0.00286 0.2427 0.1924
Emission PM2.5 Concentrations (ug/m?)
Years Total PM2.5 Road Dust PM2.5 Vehicle PM2.5
2020 0.1217 0.0461 0.0756
2025 0.1469 0.0575 0.0894
2040 0.1846 0.0758 0.1088




Charcot Ave, San Jose, CA - Alternative 1 - New Charcot Ave Traffic Maximum Cancer Risks
Residential Receptors (1.5 meter receptor heights)
30-Year Residential Exposure

Cancer Risk Calculation Method
Cancer Risk (per million) = CPF x Inhalation Dose x ASF x ED/AT x FAH x 1.0E6
Where: CPF = Cancer potency factor (mg/kg-day)™
ASF = Age sensitivity factor for specified age group
ED = Exposure duration (years)
AT = Averaging time for lifetime cancer risk (years)
FAH = Fraction of time spent at home (unitless)
Inhalation Dose = C,;, x DBR X A x (EF/365) x 10°

Where: C,;; = concentration in air (ug/ma)
DBR = daily breathing rate (L/kg body weight-day)
A = Inhalation absorption factor
EF = Exposure frequency (days/year)
10°® = Conversion factor

Values
Cancer Potency Factors (mg/kg-day)™
TAC CPF
DPM 1.10E+00
Vehicle TOG Exhaust 6.28E-03
Vehicle TOG Evaporative 3.70E-04
Infant/Child Adult
Age -->| 3rd Trimester 0-<2 2-<16 16 - 30
Parameter
ASF 10 10 3 1
DBR* = 361 1090 572 261
A= 1 1 1 1
EF = 350 350 350 350
ED = 0.25 2 14 14
AT = 70 70 70 70
FAH = 1.00 1.00 1.00 0.73
* 95th percentile breathing rates
Road Traffic Cancer Risk by Year - Maximum Impact Receptor Location
Maximum - Exposure Information
Exposure Age Annual TAC Conc (ug/m3) Cancer Risk (per million)
Exposure Duration Sensitivity Exhaust Evaporative] Exhaust | Evaporative
Year Year (years) Age Factor DPM TOG TOG DPM TOG TOG Total
0 2020 0.25 -0.25 - 0* 10 0.0064 0.2417 0.1994 0.087 0.019 0.001 0.11
1 2020 1 1 10 0.0064 0.2417 0.1994 1.06 0.227 0.011 1.29
2 2021 1 2 10 0.0064 0.2417 0.1994 1.06 0.227 0.011 1.29
3 2022 1 3 3 0.0064 0.2417 0.1994 0.17 0.036 0.002 0.20
4 2023 1 4 3 0.0064 0.2417 0.1994 0.17 0.036 0.002 0.20
5 2024 1 5 3 0.0064 0.2417 0.1994 0.17 0.036 0.002 0.20
6 2025 1 6 3 0.0039 0.2195 0.1968 0.10 0.032 0.002 0.14
7 2026 1 7 3 0.0039 0.2195 0.1968 0.10 0.032 0.002 0.14
8 2027 1 8 3 0.0039 0.2195 0.1968 0.10 0.032 0.002 0.14
9 2028 1 9 3 0.0039 0.2195 0.1968 0.10 0.032 0.002 0.14
10 2029 1 10 3 0.0039 0.2195 0.1968 0.10 0.032 0.002 0.14
11 2030 1 11 3 0.0039 0.2195 0.1968 0.10 0.032 0.002 0.14
12 2031 1 12 3 0.0039 0.2195 0.1968 0.10 0.032 0.002 0.14
13 2032 1 13 3 0.0039 0.2195 0.1968 0.10 0.032 0.002 0.14
14 2033 1 14 3 0.0039 0.2195 0.1968 0.10 0.032 0.002 0.14
15 2034 1 15 3 0.0039 0.2195 0.1968 0.10 0.032 0.002 0.14
16 2035 1 16 3 0.0039 0.2195 0.1968 0.10 0.032 0.002 0.14
17 2036 1 17 1 0.0039 0.2195 0.1968 0.01 0.0036 0.000 0.015
18 2037 1 18 1 0.0039 0.2195 0.1968 0.01 0.004 0.000 0.015
19 2038 1 19 1 0.0039 0.2195 0.1968 0.01 0.004 0.000 0.015
20 2039 1 20 1 0.0039 0.2195 0.1968 0.01 0.004 0.000 0.015
21 2040 1 21 1 0.0029 0.2427 0.1924 0.01 0.004 0.000 0.012
22 2041 1 22 1 0.0029 0.2427 0.1924 0.01 0.004 0.000 0.012
23 2042 1 23 1 0.0029 0.2427 0.1924 0.01 0.004 0.000 0.012
24 2043 1 24 1 0.0029 0.2427 0.1924 0.01 0.004 0.000 0.012
25 2044 1 25 1 0.0029 0.2427 0.1924 0.01 0.004 0.000 0.012
26 2045 1 26 1 0.0029 0.2427 0.1924 0.01 0.004 0.000 0.012
27 2046 1 27 1 0.0029 0.2427 0.1924 0.01 0.004 0.000 0.012
28 2047 1 28 1 0.0029 0.2427 0.1924 0.01 0.004 0.000 0.012
29 2048 1 29 1 0.0029 0.2427 0.1924 0.01 0.004 0.000 0.012
30 2049 1 30 1 0.0029 0.2427 0.1924 0.01 0.004 0.000 0.012
Total Increased Cancer Risk Total 3.94 0.990 0.050 5.0

* Third trimester of pregnancy



Alternative 1 - New Charcot Ave Traffic - TACs & PM2.5
AERMOD Risk Modeling Parameters and Maximum Concentrations
at Construction MEI Receptor (1.5 meter receptor height)

Emissions Years
Receptor Information

Number of Receptors
Receptor Height =
Receptor distances =

Meteorological Conditions

BAAQMD San Jose Airport Met Data

Land Use Classification
Wind speed =
Wind direction =

2020, 2025, and 2040

1

1.5 meters above ground level
at construction MEI receptor

2006-2010

urban
variable
variable

Construction MEI Maximum Concentrations

118

Emission Concentration (ug/ms)
Years DPM Exhaust TOG Evaporative TOG
2020 0.00580 0.2082 0.1718
2025 0.00358 0.1891 0.1696
2040 0.00260 0.2092 0.1658
Emission PM2.5 Concentrations (ug/m?)
Years Total PM2.5 Road Dust PM2.5 Vehicle PM2.5
2020 0.1048 0.0397 0.0651
2025 0.1266 0.0495 0.0771
2040 0.1591 0.0653 0.0937




Charcot Ave, San Jose, CA - Alternative 1 - New Charcot Ave Traffic Maximum Cancer Risks
at Construction MEI Receptor (1.5 meter receptor height)
30-Year Residential Exposure

Cancer Risk Calculation Method
Cancer Risk (per million) = CPF x Inhalation Dose x ASF x ED/AT x FAH x 1.0E6
Where: CPF = Cancer potency factor (mg/kg-day)™
ASF = Age sensitivity factor for specified age group
ED = Exposure duration (years)
AT = Averaging time for lifetime cancer risk (years)
FAH = Fraction of time spent at home (unitless)
Inhalation Dose = C,;, x DBR X A x (EF/365) x 10°

Where: C,;; = concentration in air (ug/ma)
DBR = daily breathing rate (L/kg body weight-day)
A = Inhalation absorption factor
EF = Exposure frequency (days/year)
10°® = Conversion factor

Values
Cancer Potency Factors (mg/kg-day)™
TAC CPF
DPM 1.10E+00
Vehicle TOG Exhaust 6.28E-03
Vehicle TOG Evaporative 3.70E-04
Infant/Child Adult
Age -->| 3rd Trimester 0-<2 2-<16 16 - 30
Parameter
ASF 10 10 3 1
DBR* = 361 1090 572 261
A= 1 1 1 1
EF = 350 350 350 350
ED = 0.25 2 14 14
AT = 70 70 70 70
FAH = 1.00 1.00 1.00 0.73
* 95th percentile breathing rates
Road Traffic Cancer Risk by Year - Maximum Impact Receptor Location
Maximum - Exposure Information
Exposure Age Annual TAC Conc (ug/m3) Cancer Risk (per million)
Exposure Duration Sensitivity Exhaust Evaporative] Exhaust | Evaporative
Year Year (years) Age Factor DPM TOG TOG DPM TOG TOG Total
0 2019 0.25 -0.25 - 0* 10 0.0000 0.0000 0.0000 0.000 0.000 0.000 0.00
1 2019 1 1 10 0.0000 0.0000 0.0000 0.00 0.000 0.000 0.00
2 2020 1 2 10 0.0058 0.2082 0.1718 0.95 0.195 0.010 1.16
3 2021 1 3 3 0.0058 0.2082 0.1718 0.15 0.031 0.001 0.18
4 2022 1 4 3 0.0058 0.2082 0.1718 0.15 0.031 0.001 0.18
5 2023 1 5 3 0.0058 0.2082 0.1718 0.15 0.031 0.001 0.18
6 2024 1 6 3 0.0036 0.1891 0.1696 0.09 0.028 0.001 0.12
7 2025 1 7 3 0.0036 0.1891 0.1696 0.09 0.028 0.001 0.12
8 2026 1 8 3 0.0036 0.1891 0.1696 0.09 0.028 0.001 0.12
9 2027 1 9 3 0.0036 0.1891 0.1696 0.09 0.028 0.001 0.12
10 2028 1 10 3 0.0036 0.1891 0.1696 0.09 0.028 0.001 0.12
11 2029 1 11 3 0.0036 0.1891 0.1696 0.09 0.028 0.001 0.12
12 2030 1 12 3 0.0036 0.1891 0.1696 0.09 0.028 0.001 0.12
13 2031 1 13 3 0.0036 0.1891 0.1696 0.09 0.028 0.001 0.12
14 2032 1 14 3 0.0036 0.1891 0.1696 0.09 0.028 0.001 0.12
15 2033 1 15 3 0.0036 0.1891 0.1696 0.09 0.028 0.001 0.12
16 2034 1 16 3 0.0036 0.1891 0.1696 0.09 0.028 0.001 0.12
17 2035 1 17 1 0.0036 0.1891 0.1696 0.01 0.0031 0.000 0.014
18 2036 1 18 1 0.0036 0.1891 0.1696 0.01 0.003 0.000 0.014
19 2037 1 19 1 0.0036 0.1891 0.1696 0.01 0.003 0.000 0.014
20 2038 1 20 1 0.0036 0.1891 0.1696 0.01 0.003 0.000 0.014
21 2039 1 21 1 0.0026 0.2092 0.1658 0.01 0.003 0.000 0.011
22 2040 1 22 1 0.0026 0.2092 0.1658 0.01 0.003 0.000 0.011
23 2041 1 23 1 0.0026 0.2092 0.1658 0.01 0.003 0.000 0.011
24 2042 1 24 1 0.0026 0.2092 0.1658 0.01 0.003 0.000 0.011
25 2043 1 25 1 0.0026 0.2092 0.1658 0.01 0.003 0.000 0.011
26 2044 1 26 1 0.0026 0.2092 0.1658 0.01 0.003 0.000 0.011
27 2045 1 27 1 0.0026 0.2092 0.1658 0.01 0.003 0.000 0.011
28 2046 1 28 1 0.0026 0.2092 0.1658 0.01 0.003 0.000 0.011
29 2047 1 29 1 0.0026 0.2092 0.1658 0.01 0.003 0.000 0.011
30 2048 1 30 1 0.0026 0.2092 0.1658 0.01 0.003 0.000 0.011
Total Increased Cancer Risk Total 2.54 0.641 0.032 3.2

* Third trimester of pregnancy



Alternative 1 - New Charcot Ave Traffic - TACs & PM2.5

AERMOD Risk Modeling Parameters and Maximum Concentrations

Orchard Elementary School (K - 8) - Child Exposure (1.0 meter receptor heights)

Emissions Years
Receptor Information

Number of Receptors
Receptor Height =
Receptor distances =

Meteorological Conditions

BAAQMD San Jose Airport Met Data

Land Use Classification
Wind speed =
Wind direction =

2020 and 2025

125
1.0 meters

receptors in school and yard areas

2006-2010

urban
variable
variable

School MEI Maximum Concentrations

Emission Concentration (ug/m°)
Years DPM Exhaust TOG Evaporative TOG
2020 0.00710 0.3711 0.3061
2025 0.00440 0.3371 0.3021
Emission PM2.5 Concentrations (ug/m°)
Years Total PM2.5 Road Dust PM2.5 Vehicle PM2.5
2020 0.1868 0.0707 0.11607
2025 0.2256 0.0883 0.13732




Charcot Ave, San Jose, CA - Alternative 1 - New Charcot Ave Traffic Maximum Cancer Risks
Orchard Elementary School (K - 8) - Child Exposure (1.0 meter receptor heights)
9-Year Child Exposure

Cancer Risk Calculation Method
Cancer Risk (per million) = CPF x Inhalation Dose x ASF x ED/AT x FAH x 1.0E6
Where: CPF = Cancer potency factor (mg/kg-day)™
ASF = Age sensitivity factor for specified age group
ED = Exposure duration (years)
AT = Averaging time for lifetime cancer risk (years)
FAH = Fraction of time spent at home (unitless)
Inhalation Dose = C,; X DBR x A X (EFH/24) x (EF/365) x 10°®
Where: C,;, = concentration in air (ug/m°)
DBR = daily breathing rate (L/kg body weight-day)
A = Inhalation absorption factor
EF = Exposure frequency (days/year)
EFH = Daily exposure (hours/day)
10°® = Conversion factor

Values
Cancer Potency Factors (mg/kg-day)™®
TAC CPF
DPM 1.10E+00
Vehicle TOG Exhaust 6.28E-03

Vehicle TOG Evaporative 3.70E-04

Infant/Child Adult
Age -->| 3rd Trimester 0-<2 2-<16 16 - 30
Parameter
ASF 10 10 3 1
DBR* = 361 1090 572 261
A= 1 1 1 1
EF = 350 350 350 350
EFH = 10 10 10 10
ED = 0.25 2 14 14
AT = 70 70 70 70
FAH = 1.00 1.00 1.00 0.73

* 95th percentile breathing rates

Road Traffic Cancer Risk by Year - Maximum Impact Receptor Location

Maximum - Exposure Information
Exposure Age Annual TAC Conc (ug/m3) Cancer Risk (per million)
Exposure Duration Sensitivity Exhaust |Evaporative| Exhaust | Evaporative
Year Year (years) Age Factor DPM TOG TOG DPM TOG TOG Total
1 2020 1 3 3 0.0071 0.3711 0.3061 0.076 0.023 0.001 0.10
2 2021 1 4 3 0.0071 0.3711 0.3061 0.076 0.023 0.001 0.10
3 2022 1 5 3 0.0071 0.3711 0.3061 0.076 0.023 0.001 0.10
4 2023 1 6 3 0.0071 0.3711 0.3061 0.076 0.023 0.001 0.10
5 2024 1 7 3 0.0071 0.3711 0.3061 0.076 0.023 0.001 0.10
6 2025 1 8 3 0.0044 0.3371 0.3021 0.047 0.021 0.001 0.07
7 2026 1 9 3 0.0044 0.3371 0.3021 0.047 0.021 0.001 0.07
8 2027 1 10 3 0.0044 0.3371 0.3021 0.047 0.021 0.001 0.07
9 2028 1 11 3 0.0044 0.3371 0.3021 0.047 0.021 0.001 0.07
Total Increased Cancer Risk Total 0.57 0.197 0.017 0.8




Alternative 1 - New Charcot Ave Traffic - TACs & PM2.5

AERMOD Risk Modeling Parameters and Maximum Concentrations

Orchard Elementary School (K - 8) - Child Exposure (1.0 meter receptor heights)
at Location of Construction MEI for School Child

Emissions Years 2020 and 2025

Receptor Information

Number of Receptors 125

Receptor Height = 1.0 meters

Receptor distances = receptors in school and yard areas

Meteorological Conditions
BAAQMD San Jose Airport Met Data 2006-2010

Land Use Classification urban
Wind speed = variable
Wind direction = variable

At School Construction Cancer Risk MEI

Emission Concentration (pg/m3)
Years DPM Exhaust TOG Evaporative TOG
2020 0.00465 0.2009 0.1657
2025 0.00288 0.1826 0.1637

At School PM2.5 MEI

Emission PM2.5 Concentrations (Lug/m®)
Years Total PM2.5 Road Dust PM2.5 Vehicle PM2.5
2020 0.1011 0.0383 0.06284

2025 0.1222 0.0478 0.07439




Charcot Ave, San Jose, CA - Alternative 1 - New Charcot Ave Traffic Maximum Cancer Risks
Orchard Elementary School (K - 8) - Child Exposure (1.0 meter receptor heights)

at Location of Construction MEI for School Child

9-Year Child Exposure

Cancer Risk Calculation Method
Cancer Risk (per million) = CPF x Inhalation Dose x ASF x ED/AT x FAH x 1.0E6

Where: CPF = Cancer potency factor (mg/kg-day)™
ASF = Age sensitivity factor for specified age group
ED = Exposure duration (years)
AT = Averaging time for lifetime cancer risk (years)
FAH = Fraction of time spent at home (unitless)
Inhalation Dose = C,; X DBR x A x (EFH/24) x (EF/365) x 10°®

Where: C;, = concentration in air (ug/m3)
DBR = daily breathing rate (L/kg body weight-day)
A = Inhalation absorption factor
EF = Exposure frequency (days/year)
EFH = Daily exposure (hours/day)
10°® = Conversion factor

Values
Cancer Potency Factors (mg/kg-day)™
TAC CPF
DPM 1.10E+00
Vehicle TOG Exhaust 6.28E-03

Vehicle TOG Evaporative 3.70E-04

Infant/Child Adult
Age -->| 3rd Trimester 0-<2 2-<16 16 - 30
Parameter
ASF 10 10 3 1
DBR* = 361 1090 572 261
A= 1 1 1 1
EF = 350 350 350 350
EFH = 10 10 10 10
ED = 0.25 2 14 14
AT = 70 70 70 70
FAH = 1.00 1.00 1.00 0.73

* 95th percentile breathing rates

Road Traffic Cancer Risk by Year - Maximum Impact Receptor Location

Maximum - Exposure Information
Exposure Age Annual TAC Conc (ug/m3) Cancer Risk (per million)
Exposure Duration Sensitivity Exhaust |Evaporative] Exhaust | Evaporative
Year Year (years) Age Factor DPM TOG TOG DPM TOG TOG Total
1 2019 1 3 3 0.0000 0.0000 0.0000 0.000 0.000 0.000 0.00
2 2020 1 4 3 0.0047 0.2009 0.1657 0.050 0.012 0.001 0.06
3 2021 1 5 3 0.0047 0.2009 0.1657 0.050 0.012 0.001 0.06
4 2022 1 6 3 0.0047 0.2009 0.1657 0.050 0.012 0.001 0.06
5 2023 1 7 3 0.0047 0.2009 0.1657 0.050 0.012 0.001 0.06
6 2024 1 8 3 0.0029 0.1826 0.1637 0.031 0.011 0.001 0.04
7 2025 1 9 3 0.0029 0.1826 0.1637 0.031 0.011 0.001 0.04
8 2026 1 10 3 0.0029 0.1826 0.1637 0.031 0.011 0.001 0.04
9 2027 1 11 3 0.0029 0.1826 0.1637 0.031 0.011 0.001 0.04
Total Increased Cancer Risk Total 0.32 0.094 0.009 0.4




Alternative 2 — Charcot Avenue Traffic Emissions and Health Impact Calculations

Charcot Ave, San Jose, CA
Operation - Alternative 2

DPM Modeling - Roadway Links, Traffic Volumes, and DPM Emissions

Year = 2020
North Charcot

Average VPH Diesel Vehicles
LInk Link Link [Release| Average |"Average | Diesel
No. | Length| Width | Width | Height| Speed | Vehicles | Vehices/| Non-
Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day Day Truck | MDT HDT
Alt 2-NB Charcot-North _[Northbound Charcot Ave* NW 1 186 31 9.4 3.4 25 4,000 208.3 46 42 121
Alt 2-SB Charcot-North __[Southbound Charcot Ave* SE 2 186 42 12.7 3.4 25 4,000 208.3 46 42 121
Total 8,000 417 91 84 242
* Road segments north of Silk Wood Lane. Fraction of Total Vehicles =| 0.948 0.020 0.032
Fraction Diesel in category = [ 0.012  0.523 0.945
DPM Emissions
Daily Emissions (g/day)* = 7.38
Total Road Length (mi) = 0.40
Emissions per Diesel Vehicle (g/VMT) = 0.0443
Modeled Emission Rate (g/s) = 8.54E-05
* daily emisisons from CT-EMFAC
2020 Hourly Diesel Traffic Volumes and DPM Emissions - Alt 2-NB Charcot-North
% Per % Per % Per
Hour Hour | VPH gls Hour | Hour gls Hour Hour VPH gls
1 3.93% 8 1.16E-05 9 6.47% | 1.91E-05 17 5.49% 11 1.62E-05
2 2.54% 5 7.51E-06 10 7.16% | 2.12E-05 18 3.29% 7 9.73E-06
3 2.83% 6 |8.36E-06] 11 6.35% | 1.88E-05 19 2.43% 5 7.17E-06
4 3.41% 7 1.01E-05| 12 6.93% | 2.05E-05 20 0.98% 2 2.90E-06
5 2.20% 5 6.49E-06 13 6.12% | 1.81E-05 21 3.06% 6 9.05E-06
6 3.35% 7 9.90E-06 14 6.12% | 1.81E-05 22 4.16% 9 1.23E-05
7 6.07% 13 |1.79E-05f 15 5.14% | 1.52E-05 23 2.37% 5 7.00E-06
8 4.79% 10 |1.42E-05 16 3.93% | 1.16E-05 24 0.87% 2 2.56E-06
Total 208
2020 Hourly Diesel Traffic Volumes Per Direction and DPM Emissions - Alt 2-SB Charcot-North
0% Per T% Per T% Per
Hour Hour | VPH g/s Hour Hour gls Hour Hour VPH g/s
1 393%| 8 [116E-05] 9 6.47% | 1.91E-05 17 5.49% 11 |1.62E-05
2 254%| 5 [|7.51E-06] 10 | 7.16% | 2.12E-05 18 3.29% 7 |9.73e-06
3 283%| 6 |[8.36E-06] 11 | 6.35% | 1.88E-05 19 2.43% 5 |7.17E-06
4 3.41% 7 1.01E-05 12 6.93% | 2.05E-05 20 0.98% 2 2.90E-06
5 2.20% 5 6.49E-06 13 6.12% | 1.81E-05 21 3.06% 6 9.05E-06
6 3.35% 7 9.90E-06 14 6.12% | 1.81E-05 22 4.16% 9 1.23E-05
7 6.07% 13 |1.79E-05 15 5.14% | 1.52E-05 23 2.37% 5 7.00E-06
8 4.79% 10 |1.42E-05 16 3.93% | 1.16E-05 24 0.87% 2 2.56E-06
Total 208




South Charcot

Average VPH Diesel Vehicles

Link Link Link |Release| Average | Average | Diesel
No. | Length| Width | Width | Height| Speed | Vehicles | Vehices/| Non-
Road Link Description Direction| Lanes | (m) (ft) (m) (m) (mph) per Day Day Truck | MDT HDT
Alt 2-NB Charcot-South _[Northbound Charcot Ave* NW 1 461 31 9.4 3.4 25 4,000 208.3 46 42 121
Alt 2-SB Charcot-South _[Southbound Charcot Ave* SE 1 461 31 9.4 3.4 25 4,000 208.3 46 42 121
Total 8,000 417 91 84 242
* Road segments south of Silk Wood Lane. Fraction of Total Vehicles = | 0.948 0.020 0.032
Fraction Diesel in category = [ 0.012  0.523 0.945
DPM Emissions
Daily Emissions (g/day)* = 7.38
Total Road Length (mi) = 0.4
Emissions per Diesel Vehicle (g/VMT) = 0.0443
Modeled Emission Rate (g/s) = 8.54E-05
* daily emisisons from CT-EMFAC
2020 Hourly Diesel Traffic Volumes and DPM Emissions - Alt 2-NB Charcot-South
% Per % Per % Per
Hour Hour | VPH g/s Hour Hour gls Hour Hour VPH gls
1 3.93% 8 2.88E-05] 9 6.47% | 4.75E-05 17 5.49% 11 4.03E-05
2 2.54% 5 1.87E-05 10 7.16% | 5.26E-05 18 3.29% 7 2.42E-05
3 2.83% 6 2.08E-05) 11 6.35% | 4.67E-05 19 2.43% 5 1.78E-05
4 3.41% 7 2.50E-05) 12 6.93% | 5.09E-05 20 0.98% 2 7.21E-06
5 2.20% 5 1.61E-05| 13 6.12% | 4.50E-05 21 3.06% 6 2.25E-05
6 3.35% 7 2.46E-05) 14 6.12% | 4.50E-05 22 4.16% 9 3.05E-05
7 6.07% 13 |4.45E-05f 15 5.14% | 3.78E-05 23 2.37% 5 1.74E-05
8 4.79% 10  J3.52E-05] 16 3.93% | 2.88E-05 24 0.87% 2 6.36E-06
Total 208
2020 Hourly Diesel Traffic Volumes Per Direction and DPM Emissions - Alt 2-SB Charcot-South
0% Per T% Per T% Per
Hour Hour | VPH g/s Hour Hour gls Hour Hour VPH g/s
1 3.93% 8 2.88E-05] 9 6.47% | 4.75E-05 17 5.49% 11 4.03E-05
2 2.54% 5 1.87E-05 10 7.16% | 5.26E-05 18 3.29% 7 2.42E-05
3 2.83% 6 2.08E-05] 11 6.35% | 4.67E-05 19 2.43% 5 1.78E-05
4 3.41% 7 2.50E-05] 12 6.93% | 5.09E-05 20 0.98% 2 7.21E-06
5 2.20% 5 1.61E-05 13 6.12% | 4.50E-05 21 3.06% 6 2.25E-05
6 3.35% 7 2.46E-05] 14 6.12% | 4.50E-05 22 4.16% 9 3.05E-05
7 6.07% 13 |4.45E-05 15 5.14% | 3.78E-05 23 2.37% 5 1.74E-05
8 4.79% 10 ]3.52E-05 16 3.93% | 2.88E-05 24 0.87% 2 6.36E-06
Total 208




Charcot Ave, San Jose, CA
Operation - Alternative 2

PM2.5 Modeling - Roadway Links, Traffic Volumes, and PM2.5 Emissions

Year = 2020
North Charcot
Link Link Link |Release| Average | Average
No. | Length| Width | Width [ Height| Speed | Vehicles
Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Alt 2-NB Charcot-North _|Northbound Charcot Ave* NW 1 186 31 9.4 1.3 25 4,000
Alt 2-SB Charcot-North  |Southbound Charcot Ave* SE 2 186 42 12.7 1.3 25 4,000
Total 8,000

* Road segments north of Silk Wood Lane.

PM2.5 Emissions

Daily Emissions (g/day)* =

Road Length (mi) =

Emissions per Vehicle (g/VMT) =
Modeled Emission Rate (g/s) =

80.3
0.4
0.0251
9.29E-04

* daily emisisons from CT-EMFAC

2020 Hourly Traffic Volumes and PM2.5 Emissions - Alt 2-NB Charcot-North

% Per % Per % Per
Hour Hour | VPH gls Hour Hour gls Hour Hour VPH gls
1 1.15% 46 |3.71E-05 9 7.11% | 2.29E-04 17 7.38% 295 |2.37E-04
2 0.42% 17 |1.35E-05 10 4.39% | 1.41E-04 18 8.17% 327 |2.63E-04
3 0.41% 16 |1.30E-05| 11 4.67% | 1.50E-04 19 5.70% 228 |1.83E-04
4 0.27% 11 |8.67E-06] 12 5.89% | 1.89E-04 20 4.27% 171 |1.37E-04
5 0.50% 20 |1.62E-05] 13 6.15% | 1.98E-04 21 3.26% 130 |1.05E-04
6 0.91% 36 |2.92E-05] 14 6.03% | 1.94E-04 22 3.30% 132 |1.06E-04
7 3.80% | 152 |1.22E-04] 15 7.01% | 2.25E-04 23 2.46% 98 |7.89E-05
8 7.76% | 311 |]2.50E-04] 16 7.13% | 2.29E-04 24 1.87% 75 |6.00E-05
Total 4,000
2020 Hourly Traffic Volumes Per Direction and PM2.5 Emissions - Alt 2-SB Charcot-North
% Per % Per % Per
Hour Hour | VvPH | g/mile | Hour | Hour g/mile Hour Hour VPH g/mile
1 1.15% 46 |3.71E-05 9 7.11% | 2.29E-04 17 7.38% 295 |2.37E-04
2 0.42% 17 |1.35E-05] 10 4.39% | 1.41E-04 18 8.17% 327 |2.63E-04
3 0.41% 16 |1.30E-05] 11 4.67% | 1.50E-04 19 5.70% 228 |1.83E-04
4 0.27% 11 |8.67E-06] 12 5.89% | 1.89E-04 20 4.27% 171 |1.37E-04
5 0.50% 20 |1.62E-05] 13 6.15% | 1.98E-04 21 3.26% 130 |1.05E-04
6 0.91% 36 |2.92E-05| 14 6.03% | 1.94E-04 22 3.30% 132 |1.06E-04
7 3.80% | 152 |1.22E-04] 15 7.01% | 2.25E-04 23 2.46% 98 |7.89E-05
8 7.76% | 311 |2.50E-04] 16 7.13% | 2.29E-04 24 1.87% 75 ]| 6.00E-05
Total 4,000




South Charcot

Link Link Link [Release| Average | Average
No. | Length| Width | Width [ Height| Speed | Vehicles

Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Alt 2-NB Charcot-South _|Northbound Charcot Ave* NW 1 461 31 9.4 1.3 25 4,000
Alt 2-SB Charcot-South _ |Southbound Charcot Ave* SE 1 461 31 9.4 1.3 25 4,000
Total 8,000

* Road segments south of Silk Wood Lane.

PM2.5 Emissions|
Daily Emissions (g/day)* = 80.3
Road Length (mi) = 0.4
Emissions per Vehicle (g/VMT) =  0.0251
Modeled Emission Rate (g/s) = 9.29E-04
* daily emisisons from CT-EMFAC

2020 Hourly Traffic Volumes and PM2.5 Emissions - Alt 2-NB Charcot-South
% Per % Per % Per
Hour Hour | VPH als Hour | Hour als Hour Hour VPH als

1 1.15% 46 ]9.22E-05 9 7.11% | 5.68E-04 17 7.38% 295 |5.90E-04

2 0.42% 17 |3.36E-05] 10 4.39% | 3.51E-04 18 8.17% 327 |6.53E-04
3 0.41% 16 |3.24E-05 11 4.67% | 3.73E-04 19 5.70% 228 |4.55E-04
4 0.27% 11 J2.16E-05 12 5.89% | 4.71E-04 20 4.27% 171 |3.41E-04
5 0.50% 20 |4.02E-05] 13 6.15% | 4.92E-04 21 3.26% 130 |2.60E-04
6 0.91% 36 |7.26E-05] 14 6.03% | 4.82E-04 22 3.30% 132 |2.63E-04
7 3.80% | 152 |3.03E-04] 15 7.01% | 5.60E-04 23 2.46% 98 |1.96E-04
8 7.76% | 311 |6.20E-04] 16 7.13% | 5.70E-04 24 1.87% 75 ] 1.49E-04
Total 4,000

2020 Hourly Traffic Volumes Per Direction and PM2.5 Emissions - Alt 2-SB Charcot-South
% Per % Per % Per
Hour Hour | vPH | g/mile | Hour Hour g/mile Hour Hour VPH g/mile
1 1.15% 46 ]9.22E-05 9 7.11% | 5.68E-04 17 7.38% 295 |5.90E-04
0.42% 17 |3.36E-05] 10 4.39% | 3.51E-04 18 8.17% 327 |6.53E-04
0.41% 16 |3.24E-05| 11 4.67% | 3.73E-04 19 5.70% 228 |4.55E-04
0.27% 11 |2.16E-05 12 5.89% | 4.71E-04 20 4.27% 171 |3.41E-04
0.50% 20 |4.02E-05 13 6.15% | 4.92E-04 21 3.26% 130 |2.60E-04
0.91% 36 |7.26E-05] 14 6.03% | 4.82E-04 22 3.30% 132 |2.63E-04
3.80% | 152 |3.03E-04] 15 7.01% | 5.60E-04 23 2.46% 98 |1.96E-04
7.76% | 311 |]6.20E-04] 16 7.13% | 5.70E-04 24 1.87% 75  |1.49E-04

00 ~NOo OAE WN

Total 4,000




Charcot Ave, San Jose, CA
Operation - Alternative 2
TOG Exhaust Modeling - Roadway Links, Traffic Volumes, and TOG Exhaust Emissions

Year = 2020
North Charcot
Link Link Link |Release| Average | Average
No. | Length| Width | Width [ Height| Speed | Vehicles
Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Alt 2-NB Charcot-North _|Northbound Charcot Ave* NW 1 186 31 9.4 1.3 25 3,800
Alt 2-SB Charcot-North  |Southbound Charcot Ave* SE 2 186 42 12.7 1.3 25 3,800
Total 7,600

* Road segments north of Silk Wood Lane.

TOG Exhaust Emissions|

Daily Emissions (g/day)* =
Road Length (mi) =
Emissions per Vehicle (g/VMT) =
Modeled Emission Rate (g/s) =

256.8
0.4
0.0845
2.97E-03

* daily emisisons from CT-EMFAC

2020 Hourly Traffic Volumes and TOG Exhaust Emissions - Alt 2-NB Charcot-North

% Per % Per % Per
Hour Hour | VPH gls Hour Hour gls Hour Hour VPH gls
1 1.15% 44 11.19E-04 9 7.11% | 7.31E-04 17 7.38% 280 |7.59E-04
2 0.42% 16 |4.32E-05 10 4.39% | 4.51E-04 18 8.17% 311 |8.40E-04
3 0.41% 15 |4.17E-05 11 4.67% | 4.80E-04 19 5.70% 216 |5.85E-04
4 0.27% 10 |2.77E-05 12 5.89% | 6.05E-04 20 4.271% 162 |4.39E-04
5 0.50% 19 |5.17E-05 13 6.15% | 6.32E-04 21 3.26% 124 |3.35E-04
6 0.91% 35 ]9.34E-05] 14 6.03% | 6.20E-04 22 3.30% 125 |3.39E-04
7 3.80% 144 ]3.90E-04] 15 7.01% | 7.21E-04 23 2.46% 93 2.52E-04
8 7.76% | 295 |7.98E-04] 16 7.13% | 7.33E-04 24 1.87% 71 |1.92E-04
Total 3,800
2020 Hourly Traffic Volumes Per Direction and TOG Exhaust Emissions - Alt 2-SB Charcot-North
% Per % Per % Per
Hour Hour | VvPH | g/mile | Hour | Hour g/mile Hour Hour VPH g/mile
1 115% | 44 [119E-04 9 7.11% | 7.31E-04 17 7.38% | 280 [7.59E-04
2 0.42% 16 |4.32E-05) 10 4.39% | 4.51E-04 18 8.17% 311 |8.40E-04
3 0.41% 15 |4.17E-05 11 4.67% | 4.80E-04 19 5.70% 216 |5.85E-04
4 0.27% 10 |2.77E-05] 12 5.89% | 6.05E-04 20 4.27% 162 |4.39E-04
5 0.50% 19 |5.17E-05 13 6.15% | 6.32E-04 21 3.26% 124 |3.35E-04
6 0.91% 35 |9.34E-05 14 6.03% | 6.20E-04 22 3.30% 125 |3.39E-04
7 3.80% 144 |3.90E-04] 15 7.01% | 7.21E-04 23 2.46% 93 2.52E-04
8 7.76% | 295 |7.98E-04 16 7.13% | 7.33E-04 24 1.87% 71 1.92E-04
Total 3,800




South Charcot

Link Link Link [Release| Average | Average

No. | Length| Width | Width | Height| Speed Vehicles

Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Alt 2-NB Charcot-South _|Northbound Charcot Ave* NW 1 461 31 9.4 1.3 25 3,800
Alt 2-SB Charcot-South _ |Southbound Charcot Ave* SE 1 461 31 9.4 1.3 25 3,800
Total 7,600

* Road segments south of Silk Wood Lane.

TOG Exhaust Emissions|

Daily Emissions (g/day)* =

Road Length (mi) =

Emissions per Vehicle (g/VMT) =
Modeled Emission Rate (g/s) =

256.8
0.4
0.0845
2.97E-03

* daily emisisons from CT-EMFAC

2020 Hourly Traffic Volumes and TOG Emissions - Alt 2-NB Charcot-South

% Per % Per % Per
Hour Hour | VPH als Hour | Hour als Hour Hour VPH als
1 1.15% 44 ]2.95E-04 9 7.11% | 1.82E-03 17 7.38% 280 |1.89E-03
2 0.42% 16 |1.07E-04] 10 4.39% | 1.12E-03 18 8.17% 311 ]2.09E-03
3 0.41% 15 |1.04E-04 11 4.67% | 1.19E-03 19 5.70% 216 |1.46E-03
4 0.27% 10 |6.89E-05 12 5.89% | 1.50E-03 20 4.27% 162 |1.09E-03
5 0.50% 19 |1.28E-04 13 6.15% | 1.57E-03 21 3.26% 124 |8.32E-04
6 0.91% 35 |2.32E-04] 14 6.03% | 1.54E-03 22 3.30% 125 |8.43E-04
7 3.80% | 144 |9.70E-04] 15 7.01% | 1.79E-03 23 2.46% 93 |6.27E-04
8 7.76% | 295 ]1.98E-03] 16 7.13% | 1.82E-03 24 1.87% 71 |4.77E-04
Total 3,800
2020 Hourly Traffic Volumes Per Direction and TOG Emissions - Alt 2-SB Charcot-South
% Per % Per % Per
Hour Hour | vPH | g/mile | Hour Hour g/mile Hour Hour VPH g/mile
1 1.15% 44 12.95E-04 9 7.11% | 1.82E-03 17 7.38% 280 |1.89E-03
2 0.42% 16 |1.07E-04] 10 4.39% | 1.12E-03 18 8.17% 311 |2.09E-03
3 0.41% 15 |1.04E-04 11 4.67% | 1.19E-03 19 5.70% 216 |1.46E-03
4 0.27% 10 |6.89E-05| 12 5.89% | 1.50E-03 20 4.27% 162 |1.09E-03
5 0.50% 19 |]1.28E-04] 13 6.15% | 1.57E-03 21 3.26% 124 |8.32E-04
6 0.91% 35 |2.32E-04] 14 6.03% | 1.54E-03 22 3.30% 125 |8.43E-04
7 3.80% | 144 |9.70E-04] 15 7.01% | 1.79E-03 23 2.46% 93 |6.27E-04
8 7.76% | 295 ]1.98E-03] 16 7.13% | 1.82E-03 24 1.87% 71 |4.77E-04
Total 3,800




Charcot Ave, San Jose, CA
Operation - Alternative 2

TOG Evaporative Emissions Modeling - Roadway Links, Traffic Volumes, and TOG Evaporative Emissions

Year = 2020
North Charcot

Link Link Link |Release| Average | Average

No. | Length| Width | Width [ Height| Speed | Vehicles

Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Alt 2-NB Charcot-North _|Northbound Charcot Ave* NW 1 186 31 9.4 1.3 25 3,800
Alt 2-SB Charcot-North  |Southbound Charcot Ave* SE 2 186 42 12.7 1.3 25 3,800
Total 7,600

* Road segments north of Silk Wood Lane.

TOG Evaporative Emissions|

Daily Emissions (g/day)* =

Road Length (mi) =

Emissions per Vehicle (g/VMT) =
Modeled Emission Rate (g/s) =

212.1
0.4
0.0698
2.45E-03

* daily emisisons from CT-EMFAC

2020 Hourly Traffic Volumes and TOG Evaporative Emissions - Alt 2-NB Charcot-North

% Per % Per % Per
Hour Hour | VPH gls Hour Hour gls Hour Hour VPH gls
1 1.15% 44 ]9.79E-05] 9 7.11% | 6.04E-04 17 7.38% 280 |6.27E-04
2 0.42% 16 |3.57E-05] 10 4.39% | 3.73E-04 18 8.17% 311 |6.94E-04
3 0.41% 15 |3.45E-05 11 4.67% | 3.96E-04 19 5.70% 216 |4.84E-04
4 0.27% 10 J2.29e-05] 12 5.89% | 5.00E-04 20 4.27% 162 |3.63E-04
5 0.50% 19 |4.27E-05 13 6.15% | 5.22E-04 21 3.26% 124 |2.76E-04
6 0.91% 35 |7.71E-05 14 6.03% | 5.12E-04 22 3.30% 125 |2.80E-04
7 3.80% | 144 |3.22E-04] 15 7.01% | 5.95E-04 23 2.46% 93 |2.08E-04
8 7.76% | 295 |6.59E-04] 16 7.13% | 6.06E-04 24 1.87% 71  ]1.58E-04
Total 3,800

2020 Hourly Traffic Volumes Per Direction and TOG Evaporative Emissions -

Alt 2-SB Charcot-North

% Per % Per % Per
Hour Hour | VvPH | g/mile | Hour | Hour g/mile Hour Hour VPH g/mile
1 1.15% 44 19.79E-05] 9 7.11% | 6.04E-04 17 7.38% 280 |6.27E-04
2 0.42% 16 |3.57E-05] 10 4.39% | 3.73E-04 18 8.17% 311 |6.94E-04
3 0.41% 15 |3.45E-05 11 4.67% | 3.96E-04 19 5.70% 216 |4.84E-04
4 0.27% 10 ]|2.29e-05| 12 5.89% | 5.00E-04 20 4.27% 162 |3.63E-04
5 0.50% 19 |4.27E-05 13 6.15% | 5.22E-04 21 3.26% 124 |2.76E-04
6 0.91% 35 |7.71E-05 14 6.03% | 5.12E-04 22 3.30% 125 |2.80E-04
7 3.80% | 144 |3.22E-04] 15 7.01% | 5.95E-04 23 2.46% 93 |2.08E-04
8 7.76% | 295 |6.59E-04] 16 7.13% | 6.06E-04 24 1.87% 71  ]1.58E-04
Total 3,800




South Charcot

Link Link Link [Release| Average | Average
No. | Length| Width | Width [ Height| Speed | Vehicles

Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Alt 2-NB Charcot-South _|Northbound Charcot Ave* NW 1 461 31 9.4 1.3 25 3,800
Alt 2-SB Charcot-South _ |Southbound Charcot Ave* SE 1 461 31 9.4 1.3 25 3,800
Total 7,600

* Road segments south of Silk Wood Lane.

TOG Evaporative Emissions|
Daily Emissions (g/day)* =  212.1
Road Length (mi) = 0.4
Emissions per Vehicle (g/VMT) =  0.0698
Modeled Emission Rate (g/s) = 2.45E-03
* daily emisisons from CT-EMFAC

2020 Hourly Traffic Volumes and TOG Evaporative Emissions - Alt 2-NB Charcot-South
% Per % Per % Per
Hour Hour | VPH als Hour | Hour als Hour Hour VPH als

1 1.15% | 44 |2.43E-04] 9 7.11% | 1.50E-03 17 7.38% 280 |1.56E-03

2 0.42% 16 |8.87E-05] 10 4.39% | 9.26E-04 18 8.17% 311 |1.72E-03
3 0.41% 15 |8.56E-05] 11 4.67% | 9.85E-04 19 5.70% 216 |1.20E-03
4 0.27% 10 |5.69E-05 12 5.89% | 1.24E-03 20 4.27% 162 |9.02E-04
5 0.50% 19 |J1.06E-04] 13 6.15% | 1.30E-03 21 3.26% 124 |6.87E-04
6 0.91% 35 |1.92E-04 14 6.03% | 1.27E-03 22 3.30% 125 |6.96E-04
7 3.80% | 144 |8.01E-04 15 7.01% | 1.48E-03 23 2.46% 93 |5.18E-04
8 7.76% | 295 |1.64E-03] 16 7.13% | 1.51E-03 24 1.87% 71 ]|3.94E-04
Total 3,800

2020 Hourly Traffic Volumes Per Direction and TOG Evaporative Emissions - Alt 2-SB Charcot-South
% Per % Per % Per

Hour Hour | vPH | g/mile | Hour Hour g/mile Hour Hour VPH g/mile
1 1.15% 44 12.43E-04 9 7.11% | 1.50E-03 17 7.38% 280 |1.56E-03
0.42% 16 |8.87E-05] 10 4.39% | 9.26E-04 18 8.17% 311 |1.72E-03
0.41% 15 |8.56E-05| 11 4.67% | 9.85E-04 19 5.70% 216 |1.20E-03
0.27% 10 |5.69E-05 12 5.89% | 1.24E-03 20 4.27% 162 ]9.02E-04
0.50% 19 |]1.06E-04] 13 6.15% | 1.30E-03 21 3.26% 124 |6.87E-04
0.91% 35 |1.92E-04] 14 6.03% | 1.27E-03 22 3.30% 125 |]6.96E-04
3.80% | 144 |8.01E-04] 15 7.01% | 1.48E-03 23 2.46% 93 |5.18E-04
7.76% | 295 ]1.64E-03] 16 7.13% | 1.51E-03 24 1.87% 71 |3.94E-04
Total 3,800

00 ~NOo OAE WN




Charcot Ave, San Jose, CA
Operation - Alternative 2
Fugitive Road PM2.5 Modeling - Roadway L.inks, Traffic Volumes, and Fugitive Road PM2.5 Emissions

Year = 2020
North Charcot
Link Link Link |Release| Average | Average
No. | Length| Width | Width | Height| Speed | Vehicles
Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Alt 2-NB Charcot-North |Northbound Charcot Ave* NW 1 186 31 9.4 1.3 25 4,000
Alt 2-SB Charcot-North  |Southbound Charcot Ave* SE 2 186 42 12.7 1.3 25 4,000
Total 8,000

* Road segments north of Silk Wood Lane.

Road PM2.5 Fugitive Emissions|
Daily Emissions (g/day)* =
Road Length (mi) =
Emissions per Vehicle (g/VMT) =
Modeled Emission Rate (g/s) =

48.9
0.4
0.0153
5.66E-04

* daily emisisons from CT-EMFAC

2020 Hourly Traffic Volumes and Fu

gitive PM2.5 Emissions - Alt 2-NB Charcot-North

% Per % Per % Per
Hour Hour | VPH gls Hour Hour gls Hour Hour VPH gls
1 1.15% 46 |2.26E-05 9 7.11% | 1.39E-04 17 7.38% 295 |1.44E-04
2 0.42% 17 |8.22E-06] 10 4.39% | 8.59E-05 18 8.17% 327 |1.60E-04
3 0.41% 16 |7.94E-06] 11 4.67% | 9.13E-05 19 5.70% 228 |1.11E-04
4 0.27% 11 |5.28E-06] 12 5.89% | 1.15E-04 20 4.27% 171 |8.36E-05
5 0.50% 20 |9.84E-06] 13 6.15% | 1.20E-04 21 3.26% 130 |6.37E-05
6 0.91% 36 |1.78E-05) 14 6.03% | 1.18E-04 22 3.30% 132 |6.45E-05
7 3.80% | 152 |7.43E-05] 15 7.01% | 1.37E-04 23 2.46% 98 |4.81E-05
8 7.76% | 311 ]1.52E-04] 16 7.13% | 1.40E-04 24 1.87% 75  |3.65E-05
Total 4,000
2020 Hourly Traffic Volumes Per Direction and Fugitive PM2.5 Emissions - Alt 2-SB Charcot-North
% Per % Per % Per
Hour Hour | VvPH | g/mile | Hour | Hour g/mile Hour Hour VPH g/mile
1 1.15% 46 |2.26E-05] 9 7.11% | 1.39E-04 17 7.38% 295 |1.44E-04
2 0.42% 17 |8.22E-06] 10 4.39% | 8.59E-05 18 8.17% 327 |1.60E-04
3 0.41% 16 |7.94E-06] 11 4.67% | 9.13E-05 19 5.70% 228 |1.11E-04
4 0.27% 11 |5.28E-06] 12 5.89% | 1.15E-04 20 4.27% 171 |8.36E-05
5 0.50% 20 |9.84E-06] 13 6.15% | 1.20E-04 21 3.26% 130 |6.37E-05
6 0.91% 36 |1.78E-05] 14 6.03% | 1.18E-04 22 3.30% 132 |6.45E-05
7 3.80% | 152 |7.43E-05] 15 7.01% | 1.37E-04 23 2.46% 98 |4.81E-05
8 7.76% | 311 |1.52E-04] 16 7.13% | 1.40E-04 24 1.87% 75 ]| 3.65E-05
Total 4,000




South Charcot

Link Link Link [Release| Average | Average

No. | Length| Width | Width | Height| Speed | Vehicles

Road Link Description Direction| Lanes| (m) (ft) (m) (m) (mph) per Day
Alt 2-NB Charcot-South _|Northbound Charcot Ave* NW 1 461 31 9.4 1.3 25 4,000
Alt 2-SB Charcot-South _ |Southbound Charcot Ave* SE 1 461 31 9.4 1.3 25 4,000
Total 8,000

* Road segments south of Silk Wood Lane.

Road PM2.5 Fugitive Emissions|

Daily Emissions (g/day)* =
Road Length (mi) =

Emissions per Vehicle (g/VMT) =

Modeled Emission Rate (g/s) =

48.9
0.4
0.0153
5.66E-04

* daily emisisons from CT-EMFAC

2020 Hourly Traffic Volumes and Fu

gitive PM2.5 Emissions - Alt 2-NB Charcot-South

% Per % Per % Per
Hour Hour | VPH als Hour | Hour als Hour Hour VPH gls
1 1.15% 46 |5.61E-05 9 7.11% | 3.46E-04 17 7.38% 295 |3.59E-04
2 0.42% 17 |2.04E-05] 10 4.39% | 2.14E-04 18 8.17% 327 |3.98E-04
3 0.41% 16 |1.97E-05] 11 4.67% | 2.27E-04 19 5.70% 228 |2.77E-04
4 0.27% 11 |1.31E-05] 12 5.89% | 2.87E-04 20 4.27% 171 ]2.08E-04
5 0.50% 20 |2.45E-05] 13 6.15% | 2.99E-04 21 3.26% 130 |1.58E-04
6 0.91% 36 |4.42E-05] 14 6.03% | 2.94E-04 22 3.30% 132 |1.60E-04
7 3.80% | 152 |1.85E-04] 15 7.01% | 3.41E-04 23 2.46% 98 |1.19E-04
8 7.76% | 311 |3.78E-04] 16 7.13% | 3.47E-04 24 1.87% 75 |9.08E-05
Total 4,000
2020 Hourly Traffic Volumes Per Direction and Fugitive PM2.5 Emissions - Alt 2-SB Charcot-South
% Per % Per % Per
Hour Hour | VvPH | g/mile | Hour | Hour g/mile Hour Hour VPH g/mile
1 1.15% 46 |5.61E-05 9 7.11% | 3.46E-04 17 7.38% 295 |3.59E-04
2 0.42% 17 |2.04E-05] 10 4.39% | 2.14E-04 18 8.17% 327 |3.98E-04
3 0.41% 16 |1.97E-05] 11 4.67% | 2.27E-04 19 5.70% 228 |2.77E-04
4 0.27% 11 |1.31E-05] 12 5.89% | 2.87E-04 20 4.27% 171 |2.08E-04
5 0.50% 20 |2.45E-05] 13 6.15% | 2.99E-04 21 3.26% 130 |1.58E-04
6 0.91% 36 |4.42E-05] 14 6.03% | 2.94E-04 22 3.30% 132 |1.60E-04
7 3.80% | 152 |1.85E-04] 15 7.01% | 3.41E-04 23 2.46% 98 |1.19E-04
8 7.76% | 311 |3.78E-04] 16 7.13% | 3.47E-04 24 1.87% 75 ]9.08E-05
Total 4,000




Alternative 2 - New Charcot Ave Traffic - TACs & PM2.5
AERMOD Risk Modeling Parameters and Maximum Concentrations
Residential Receptors (1.5 meter receptor heights)

Emissions Years
Receptor Information

Number of Receptors
Receptor Height =
Receptor distances =

Meteorological Conditions

BAAQMD San Jose Airport Met Data

Land Use Classification
Wind speed =
Wind direction =

MEI Maximum Concentrations

2020, 2025, and 2040

118

1.5 meters above ground level
at residential locations

2006-2010

urban
variable
variable

Emission Concentration (ug/m®)
Years DPM Exhaust TOG Evaporative TOG
2020 0.00630 0.2336 0.1927
2025 0.00410 0.2214 0.1905
2040 0.00300 0.2352 0.1864
Emission PM2.5 Concentrations (ug/m3)
Years Total PM2.5 Road Dust PM2.5 Vehicle PM2.5
2020 0.1176 0.0445 0.0731
2025 0.1422 0.0557 0.0866
2040 0.1789 0.0735 0.1054




Charcot Ave, San Jose, CA - Alternative 2 - New Charcot Ave Traffic Maximum Cancer Risks
Residential Receptors (1.5 meter receptor heights)
30-Year Residential Exposure

Cancer Risk Calculation Method
Cancer Risk (per million) = CPF x Inhalation Dose x ASF x ED/AT x FAH x 1.0E6
Where: CPF = Cancer potency factor (mg/kg-day)™
ASF = Age sensitivity factor for specified age group
ED = Exposure duration (years)
AT = Averaging time for lifetime cancer risk (years)
FAH = Fraction of time spent at home (unitless)
Inhalation Dose = C,;, x DBR X A x (EF/365) x 10°

Where: C,;; = concentration in air (ug/ma)
DBR = daily breathing rate (L/kg body weight-day)
A = Inhalation absorption factor
EF = Exposure frequency (days/year)
10°® = Conversion factor

Values
Cancer Potency Factors (mg/kg-day)™
TAC CPF
DPM 1.10E+00
Vehicle TOG Exhaust 6.28E-03
Vehicle TOG Evaporative 3.70E-04
Infant/Child Adult
Age -->| 3rd Trimester 0-<2 2-<16 16 - 30
Parameter
ASF 10 10 3 1
DBR* = 361 1090 572 261
A= 1 1 1 1
EF = 350 350 350 350
ED = 0.25 2 14 14
AT = 70 70 70 70
FAH = 1.00 1.00 1.00 0.73
* 95th percentile breathing rates
Road Traffic Cancer Risk by Year - Maximum Impact Receptor Location
Maximum - Exposure Information
Exposure Age Annual TAC Conc (ug/m3) Cancer Risk (per million)
Exposure Duration Sensitivity Exhaust Evaporative] Exhaust | Evaporative
Year Year (years) Age Factor DPM TOG TOG DPM TOG TOG Total
0 2020 0.25 -0.25 - 0* 10 0.0063 0.2336 0.1927 0.086 0.018 0.001 0.10
1 2020 1 1 10 0.0063 0.2336 0.1927 1.03 0.219 0.011 1.26
2 2021 1 2 10 0.0063 0.2336 0.1927 1.03 0.219 0.011 1.26
3 2022 1 3 3 0.0063 0.2336 0.1927 0.16 0.034 0.002 0.20
4 2023 1 4 3 0.0063 0.2336 0.1927 0.16 0.034 0.002 0.20
5 2024 1 5 3 0.0063 0.2336 0.1927 0.16 0.034 0.002 0.20
6 2025 1 6 3 0.0041 0.2214 0.1905 0.11 0.033 0.002 0.14
7 2026 1 7 3 0.0041 0.2214 0.1905 0.11 0.033 0.002 0.14
8 2027 1 8 3 0.0041 0.2214 0.1905 0.11 0.033 0.002 0.14
9 2028 1 9 3 0.0041 0.2214 0.1905 0.11 0.033 0.002 0.14
10 2029 1 10 3 0.0041 0.2214 0.1905 0.11 0.033 0.002 0.14
11 2030 1 11 3 0.0041 0.2214 0.1905 0.11 0.033 0.002 0.14
12 2031 1 12 3 0.0041 0.2214 0.1905 0.11 0.033 0.002 0.14
13 2032 1 13 3 0.0041 0.2214 0.1905 0.11 0.033 0.002 0.14
14 2033 1 14 3 0.0041 0.2214 0.1905 0.11 0.033 0.002 0.14
15 2034 1 15 3 0.0041 0.2214 0.1905 0.11 0.033 0.002 0.14
16 2035 1 16 3 0.0041 0.2214 0.1905 0.11 0.033 0.002 0.14
17 2036 1 17 1 0.0041 0.2214 0.1905 0.01 0.0036 0.000 0.016
18 2037 1 18 1 0.0041 0.2214 0.1905 0.01 0.004 0.000 0.016
19 2038 1 19 1 0.0041 0.2214 0.1905 0.01 0.004 0.000 0.016
20 2039 1 20 1 0.0041 0.2214 0.1905 0.01 0.004 0.000 0.016
21 2040 1 21 1 0.0030 0.2352 0.1864 0.01 0.004 0.000 0.013
22 2041 1 22 1 0.0030 0.2352 0.1864 0.01 0.004 0.000 0.013
23 2042 1 23 1 0.0030 0.2352 0.1864 0.01 0.004 0.000 0.013
24 2043 1 24 1 0.0030 0.2352 0.1864 0.01 0.004 0.000 0.013
25 2044 1 25 1 0.0030 0.2352 0.1864 0.01 0.004 0.000 0.013
26 2045 1 26 1 0.0030 0.2352 0.1864 0.01 0.004 0.000 0.013
27 2046 1 27 1 0.0030 0.2352 0.1864 0.01 0.004 0.000 0.013
28 2047 1 28 1 0.0030 0.2352 0.1864 0.01 0.004 0.000 0.013
29 2048 1 29 1 0.0030 0.2352 0.1864 0.01 0.004 0.000 0.013
30 2049 1 30 1 0.0030 0.2352 0.1864 0.01 0.004 0.000 0.013
Total Increased Cancer Risk Total 3.94 0.973 0.048 5.0

* Third trimester of pregnancy



Alternative 2 - New Charcot Ave Traffic - TACs & PM2.5
AERMOD Risk Modeling Parameters and Maximum Concentrations
at Construction MEI Receptor (1.5 meter receptor height)

Emissions Years
Receptor Information
Number of Receptors
Receptor Height =
Receptor distances =

Meteorological Conditions

BAAQMD San Jose Airport Met Data

Land Use Classification
Wind speed =
Wind direction =

2020, 2025, and 2040

1

1.5 meters above ground level
at construction MEI receptor

2006-2010

urban
variable
variable

Construction MEI Maximum Concentrations

Emission Concentration (ug/m®)
Years DPM Exhaust TOG Evaporative TOG
2020 0.00589 0.2100 0.1732
2025 0.00362 0.1925 0.1710
2040 0.00264 0.2110 0.1673
Emission PM2.5 Concentrations (ug/m3)
Years Total PM2.5 Road Dust PM2.5 Vehicle PM2.5
2020 0.1057 0.0400 0.0657
2025 0.1277 0.0500 0.0777
2040 0.1605 0.0659 0.0946




Charcot Ave, San Jose, CA - Alternative 2 - New Charcot Ave Traffic Maximum Cancer Risks
at Construction MEI Receptor (1.5 meter receptor height)
30-Year Residential Exposure

Cancer Risk Calculation Method
Cancer Risk (per million) = CPF x Inhalation Dose x ASF x ED/AT x FAH x 1.0E6
Where: CPF = Cancer potency factor (mg/kg-day)™
ASF = Age sensitivity factor for specified age group
ED = Exposure duration (years)
AT = Averaging time for lifetime cancer risk (years)
FAH = Fraction of time spent at home (unitless)
Inhalation Dose = C,;, x DBR X A x (EF/365) x 10°

Where: C,;; = concentration in air (ug/ma)
DBR = daily breathing rate (L/kg body weight-day)
A = Inhalation absorption factor
EF = Exposure frequency (days/year)
10°® = Conversion factor

Values
Cancer Potency Factors (mg/kg-day)™
TAC CPF
DPM 1.10E+00
Vehicle TOG Exhaust 6.28E-03
Vehicle TOG Evaporative 3.70E-04
Infant/Child Adult
Age -->| 3rd Trimester 0-<2 2-<16 16 - 30
Parameter
ASF 10 10 3 1
DBR* = 361 1090 572 261
A= 1 1 1 1
EF = 350 350 350 350
ED = 0.25 2 14 14
AT = 70 70 70 70
FAH = 1.00 1.00 1.00 0.73
* 95th percentile breathing rates
Road Traffic Cancer Risk by Year - Maximum Impact Receptor Location
Maximum - Exposure Information
Exposure Age Annual TAC Conc (ug/m3) Cancer Risk (per million)
Exposure Duration Sensitivity Exhaust Evaporative] Exhaust | Evaporative
Year Year (years) Age Factor DPM TOG TOG DPM TOG TOG Total
0 2019 0.25 -0.25 - 0* 10 0.0000 0.0000 0.0000 0.000 0.000 0.000 0.00
1 2019 1 1 10 0.0000 0.0000 0.0000 0.00 0.000 0.000 0.00
2 2020 1 2 10 0.0059 0.2100 0.1732 0.97 0.197 0.010 1.17
3 2021 1 3 3 0.0059 0.2100 0.1732 0.15 0.031 0.002 0.18
4 2022 1 4 3 0.0059 0.2100 0.1732 0.15 0.031 0.002 0.18
5 2023 1 5 3 0.0059 0.2100 0.1732 0.15 0.031 0.002 0.18
6 2024 1 6 3 0.0036 0.1925 0.1710 0.09 0.028 0.001 0.12
7 2025 1 7 3 0.0036 0.1925 0.1710 0.09 0.028 0.001 0.12
8 2026 1 8 3 0.0036 0.1925 0.1710 0.09 0.028 0.001 0.12
9 2027 1 9 3 0.0036 0.1925 0.1710 0.09 0.028 0.001 0.12
10 2028 1 10 3 0.0036 0.1925 0.1710 0.09 0.028 0.001 0.12
11 2029 1 11 3 0.0036 0.1925 0.1710 0.09 0.028 0.001 0.12
12 2030 1 12 3 0.0036 0.1925 0.1710 0.09 0.028 0.001 0.12
13 2031 1 13 3 0.0036 0.1925 0.1710 0.09 0.028 0.001 0.12
14 2032 1 14 3 0.0036 0.1925 0.1710 0.09 0.028 0.001 0.12
15 2033 1 15 3 0.0036 0.1925 0.1710 0.09 0.028 0.001 0.12
16 2034 1 16 3 0.0036 0.1925 0.1710 0.09 0.028 0.001 0.12
17 2035 1 17 1 0.0036 0.1925 0.1710 0.01 0.0032 0.000 0.014
18 2036 1 18 1 0.0036 0.1925 0.1710 0.01 0.003 0.000 0.014
19 2037 1 19 1 0.0036 0.1925 0.1710 0.01 0.003 0.000 0.014
20 2038 1 20 1 0.0036 0.1925 0.1710 0.01 0.003 0.000 0.014
21 2039 1 21 1 0.0026 0.2110 0.1673 0.01 0.003 0.000 0.011
22 2040 1 22 1 0.0026 0.2110 0.1673 0.01 0.003 0.000 0.011
23 2041 1 23 1 0.0026 0.2110 0.1673 0.01 0.003 0.000 0.011
24 2042 1 24 1 0.0026 0.2110 0.1673 0.01 0.003 0.000 0.011
25 2043 1 25 1 0.0026 0.2110 0.1673 0.01 0.003 0.000 0.011
26 2044 1 26 1 0.0026 0.2110 0.1673 0.01 0.003 0.000 0.011
27 2045 1 27 1 0.0026 0.2110 0.1673 0.01 0.003 0.000 0.011
28 2046 1 28 1 0.0026 0.2110 0.1673 0.01 0.003 0.000 0.011
29 2047 1 29 1 0.0026 0.2110 0.1673 0.01 0.003 0.000 0.011
30 2048 1 30 1 0.0026 0.2110 0.1673 0.01 0.003 0.000 0.011
Total Increased Cancer Risk Total 2.57 0.650 0.033 3.3

* Third trimester of pregnancy



Alternative 2 - New Charcot Ave Traffic - TACs & PM2.5

AERMOD Risk Modeling Parameters and Maximum Concentrations

Orchard Elementary School (K - 8) - Child Exposure (1.0 meter receptor heights)

Emissions Years
Receptor Information

Number of Receptors
Receptor Height =
Receptor distances =

Meteorological Conditions

BAAQMD San Jose Airport Met Data

Land Use Classification
Wind speed =
Wind direction =

2020 and 2025

125
1.0 meters

receptors in school and yard areas

2006-2010

urban
variable
variable

School MEI Maximum Concentrations

Emission Concentration (ug/m”)
Years DPM Exhaust TOG Evaporative TOG
2020 0.00743 0.3900 0.3217
2025 0.00517 0.3695 0.3182
Emission PM2.5 Concentrations (ug/m3)
Years Total PM2.5 Road Dust PM2.5 Vehicle PM2.5
2020 0.1963 0.0743 0.12198
2025 0.2376 0.0930 0.14462




Charcot Ave, San Jose, CA - Alternative 2 - New Charcot Ave Traffic Maximum Cancer Risks
Orchard Elementary School (K - 8) - Child Exposure (1.0 meter receptor heights)
9-Year Child Exposure

Cancer Risk Calculation Method
Cancer Risk (per million) = CPF x Inhalation Dose x ASF x ED/AT x FAH x 1.0E6
Where: CPF = Cancer potency factor (mg/kg-day)™
ASF = Age sensitivity factor for specified age group
ED = Exposure duration (years)
AT = Averaging time for lifetime cancer risk (years)
FAH = Fraction of time spent at home (unitless)
Inhalation Dose = C,; X DBR x A X (EFH/24) x (EF/365) x 10°®
Where: C,;, = concentration in air (ug/m°)
DBR = daily breathing rate (L/kg body weight-day)
A = Inhalation absorption factor
EF = Exposure frequency (days/year)
EFH = Daily exposure (hours/day)
10°® = Conversion factor

Values
Cancer Potency Factors (mg/kg-day)™®
TAC CPF
DPM 1.10E+00
Vehicle TOG Exhaust 6.28E-03

Vehicle TOG Evaporative 3.70E-04

Infant/Child Adult
Age -->| 3rd Trimester 0-<2 2-<16 16 - 30
Parameter
ASF 10 10 3 1
DBR* = 361 1090 572 261
A= 1 1 1 1
EF = 350 350 350 350
EFH = 10 10 10 10
ED = 0.25 2 14 14
AT = 70 70 70 70
FAH = 1.00 1.00 1.00 0.73

* 95th percentile breathing rates

Road Traffic Cancer Risk by Year - Maximum Impact Receptor Location

Maximum - Exposure Information
Exposure Age Annual TAC Conc (ug/m3) Cancer Risk (per million)
Exposure Duration Sensitivity Exhaust |Evaporative| Exhaust | Evaporative
Year Year (years) Age Factor DPM TOG TOG DPM TOG TOG Total
1 2020 1 3 3 0.0074 0.3900 0.3217 0.080 0.024 0.001 0.11
2 2021 1 4 3 0.0074 0.3900 0.3217 0.080 0.024 0.001 0.11
3 2022 1 5 3 0.0074 0.3900 0.3217 0.080 0.024 0.001 0.11
4 2023 1 6 3 0.0074 0.3900 0.3217 0.080 0.024 0.001 0.11
5 2024 1 7 3 0.0074 0.3900 0.3217 0.080 0.024 0.001 0.11
6 2025 1 8 3 0.0052 0.3695 0.3182 0.056 0.023 0.001 0.08
7 2026 1 9 3 0.0052 0.3695 0.3182 0.056 0.023 0.001 0.08
8 2027 1 10 3 0.0052 0.3695 0.3182 0.056 0.023 0.001 0.08
9 2028 1 11 3 0.0052 0.3695 0.3182 0.056 0.023 0.001 0.08
Total Increased Cancer Risk Total 0.62 0.211 0.018 0.9




Alternative 2 - New Charcot Ave Traffic - TACs & PM2.5

AERMOD Risk Modeling Parameters and Maximum Concentrations

Orchard Elementary School (K - 8) - Child Exposure (1.0 meter receptor height)
at Location of Construction MEI for School Child

Emissions Years 2020 and 2025

Receptor Information

Number of Receptors 125

Receptor Height = 1.0 meters

Receptor distances = receptors in school and yard areas

Meteorological Conditions
BAAQMD San Jose Airport Met Data 2006-2010

Land Use Classification urban
Wind speed = variable
Wind direction = variable

At School Construction Cancer Risk MEI

Emission Concentration (pg/m3)
Years DPM Exhaust TOG Evaporative TOG
2020 0.00474 0.2019 0.1665
2025 0.00290 0.1846 0.1645

At School PM2.5 MEI

Emission PM2.5 Concentrations (ug/m®)
Years Total PM2.5 Road Dust PM2.5 Vehicle PM2.5
2020 0.1016 0.0385 0.06314

2025 0.1156 0.0409 0.07476




Charcot Ave, San Jose, CA - Alternative 2 - New Charcot Ave Traffic Maximum Cancer Risks
Orchard Elementary School (K - 8) - Child Exposure (1.0 meter receptor height)

at Location of Construction MEI for School Child

9-Year Child Exposure

Cancer Risk Calculation Method
Cancer Risk (per million) = CPF x Inhalation Dose x ASF x ED/AT x FAH x 1.0E6

Where: CPF = Cancer potency factor (mg/kg-day)™
ASF = Age sensitivity factor for specified age group
ED = Exposure duration (years)
AT = Averaging time for lifetime cancer risk (years)
FAH = Fraction of time spent at home (unitless)
Inhalation Dose = C,; X DBR x A x (EFH/24) x (EF/365) x 10°®

Where: C;, = concentration in air (ug/m3)
DBR = daily breathing rate (L/kg body weight-day)
A = Inhalation absorption factor
EF = Exposure frequency (days/year)
EFH = Daily exposure (hours/day)
10°® = Conversion factor

Values
Cancer Potency Factors (mg/kg-day)™
TAC CPF
DPM 1.10E+00
Vehicle TOG Exhaust 6.28E-03

Vehicle TOG Evaporative 3.70E-04

Infant/Child Adult
Age -->| 3rd Trimester 0-<2 2-<16 16 - 30
Parameter
ASF 10 10 3 1
DBR* = 361 1090 572 261
A= 1 1 1 1
EF = 350 350 350 350
EFH = 10 10 10 10
ED = 0.25 2 14 14
AT = 70 70 70 70
FAH = 1.00 1.00 1.00 0.73

* 95th percentile breathing rates

Road Traffic Cancer Risk by Year - Maximum Impact Receptor Location

Maximum - Exposure Information
Exposure Age Annual TAC Conc (ug/m3) Cancer Risk (per million)
Exposure Duration Sensitivity Exhaust |Evaporative] Exhaust | Evaporative
Year Year (years) Age Factor DPM TOG TOG DPM TOG TOG Total
1 2019 1 3 3 0.0000 0.0000 0.0000 0.000 0.000 0.000 0.00
2 2020 1 4 3 0.0047 0.2019 0.1665 0.051 0.012 0.001 0.06
3 2021 1 5 3 0.0047 0.2019 0.1665 0.051 0.012 0.001 0.06
4 2022 1 6 3 0.0047 0.2019 0.1665 0.051 0.012 0.001 0.06
5 2023 1 7 3 0.0047 0.2019 0.1665 0.051 0.012 0.001 0.06
6 2024 1 8 3 0.0029 0.1846 0.1645 0.031 0.011 0.001 0.04
7 2025 1 9 3 0.0029 0.1846 0.1645 0.031 0.011 0.001 0.04
8 2026 1 10 3 0.0029 0.1846 0.1645 0.031 0.011 0.001 0.04
9 2027 1 11 3 0.0029 0.1846 0.1645 0.031 0.011 0.001 0.04
Total Increased Cancer Risk Total 0.33 0.095 0.009 0.4




Attachment 6:

Screening Community Risk Calculations

Search Parameters

County
Roadway Direction

-
Side of the Roadway
Distance from Roadway 500 feet
Annual Average Daily 35.000

Traffic (ADT)

Notes and References:

Results

Santa Clara County

NORTH-SOUTH DIRECTIONAL ROADWAY

PM2.5 annual average

0.053 (ug/m®)

Cancer Risk

2.70

Oakland Rd, Residential

(per million)

Traffic from 2040 Project Roadway Segment Volumes Difference
Data for Santa Clara County based on meteorological data collected from San Jose Airport in 1997

Adjusted for 2015
OEHHA and EMFAC2014
for 2018

1.85

(per million)

Note that EMFAC2014 predicts DSL PM2.5 aggragate rates
in 2018 that are 46% of EMFAC2011 for 2014. TOG
gasoline rates are 56% of EMFAC2011 year 2014 rates.
This is for light- and medium-duty vehciles traveling at 30
mph for Bay Area

1. Emissions were developed using EMFAC2011 for fleet mix in 2014 assuming 10,000 AADT and includes impacts from diesel and gasoline vehicle exhaust, brake and tire wear, and resuspended dust.
2. Roadways were modeled using GALINE4-Cal3qghcr air dispersion model assuming a source length of one kilometer. Meteorological data used to estimate the screening values are noted at the bottom of the “Results” box.
3. Cancer risks were estimated for 70 year lifetime exposure starting in 2014 that includes sensitivity values for early life exposures and OEHHA toxicity values adopted in 2013.

Search Parameters

County
Roadway Direction

[ 7]
Side of the Roadway
Distance from Roadway 400 feet
Annual Average Daily 35.000

Traffic (ADT)

Results

Notes and References:

Santa Clara County

NORTH-SOUTH DIRECTIONAL ROADWAY

PM2.5 annual average

0.062 (ug/m®)

Cancer Risk

3.18

Oakland Rd, Residential

(per million)

Traffic from 2040 Project Roadway Segment Volumes Difference
Data for Santa Clara County based on meteorological data collected from San Jose Airport in 1997

Adjusted for 2015
OEHHA and EMFAC2014
for 2018

2.19

(per million)

Note that EMFAC2014 predicts DSL PM2.5 aggragate rates
in 2018 that are 46% of EMFAC2011 for 2014. TOG
gasoline rates are 56% of EMFAC2011 year 2014 rates.
This is for light- and medium-duty vehciles traveling at 30

mph for Bay Area

1. Emissions were developed using EMFAC2011 for fleet mix in 2014 assuming 10,000 AADT and includes impacts from diesel and gasoline vehicle exhaust, brake and tire wear, and resuspended dust.
2. Roadways were modeled using GALINE4-Cal3qghcr air dispersion model assuming a source length of one kilometer. Meteorological data used to estimate the screening values are noted at the bottom of the “Results” box.
3. Cancer risks were estimated for 70 year lifetime exposure starting in 2014 that includes sensitivity values for early life exposures and OEHHA toxicity values adopted in 2013.
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