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Summary 

S.1 NEPA Assignment 

California participated in the “Surface Transportation Project Delivery Pilot 

Program” (Pilot Program) pursuant to 23 United States Code (USC) 327, for more 

than 5 years, beginning July 1, 2007, and ending September 30, 2012. MAP-21 (P.L. 

112-141), signed by President Obama on July 6, 2012, amended 23 USC 327 to 

establish a permanent Surface Transportation Project Delivery Program. As a result, 

the California Department of Transportation (Caltrans) entered into a Memorandum 

of Understanding (MOU) pursuant to 23 USC 327 (National Environmental Policy 

Act [NEPA] Assignment MOU) with the Federal Highway Administration (FHWA). 

The NEPA Assignment MOU became effective October 1, 2012, and was renewed on 

December 23, 2016, for a term of 5 years. In summary, Caltrans continues to assume 

FHWA responsibilities under NEPA and other federal environmental laws in the 

same manner as was assigned under the Pilot Program, with minor changes. With 

NEPA Assignment, FHWA assigned, and Caltrans assumed, all of the United States 

Department of Transportation (USDOT) Secretary's responsibilities under NEPA. 

This assignment includes projects on the State Highway System and Local Assistance 

Projects off of the State Highway System within the State of California, except for 

certain categorical exclusions that FHWA assigned to Caltrans under the 23 USC 326 

Categorical Exclusion Assignment MOU, projects excluded by definition, and 

specific project exclusions. 

S.2 Joint CEQA/NEPA Document 

The Proposed Project is a joint project by Caltrans and the FHWA, and is subject to 

state and federal environmental review requirements. Project documentation, 

therefore, has been prepared in compliance with both the California Environmental 

Quality Act (CEQA) and NEPA. Caltrans is the lead agency under both CEQA and 

NEPA. In addition, FHWA’s responsibility for environmental review, consultation, 

and any other action required by applicable Federal environmental laws for this 

project are being, or have been, carried out by Caltrans pursuant to 23 USC 327 and 

the MOU dated December 23, 2016, and executed by FHWA and Caltrans. 

Some impacts determined to be significant under CEQA may not lead to a 

determination of significance under NEPA. Because NEPA is concerned with the 
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significance of the Project as a whole, often a “lower level” document is prepared for 

NEPA.  

This Final Supplemental Environmental Impact Report/Environmental Impact 

Statement (EIR/EIS) includes responses to comments received on the Draft 

Supplemental EIR/EIS (Chapter 5) and identifies the Preferred Alternative (the Build 

Alternative). Locations in this Final Supplemental EIR/EIS where changes were made 

to the document following publication of the Draft Supplemental EIR/EIS are 

underlined and shown with a vertical line in the side margin.  

As the owner-operator and lead agency, Caltrans is the approving agency for the 

Proposed Project. Upon approval of the Proposed Project, a Notice of Determination 

will be published for compliance with CEQA. With respect to the National 

Environmental Policy Act (NEPA), Caltrans, as assigned by the FHWA, will 

document and explain its decision regarding the selected alternative, project impacts, 

and mitigation measures in a Record of Decision (ROD).    

Caltrans, in cooperation with the Foothill/Eastern Transportation Corridor Agency 

(F/ETCA) (responsible agency pursuant to the State CEQA Guidelines Section 15381 

and sponsoring agency), proposes the State Route 241 (SR-241)/State Route 91 

(SR-91) Tolled Express Lanes Connector Project (Proposed Project) to construct a 

median-to-median connector between SR-241 and the tolled lanes in the median of 

SR-91 (91 Express Lanes). SR-241 is a tolled facility, starting at the Oso Parkway 

interchange, in south Orange County, to its terminus at SR-91. The Orange County 

Transportation Authority (OCTA) 91 Express Lanes is a tolled facility, two lanes in 

each direction, located in the median of SR-91, from State Route 55 (SR-55), to the 

Orange/Riverside County Line (east of the SR-241 interchange). The existing 

junction of SR-241 and SR-91 connects all lanes of northbound SR-241 to the non-

tolled, general-purpose lanes of eastbound and westbound SR-91 and the eastbound 

and westbound SR-91 to southbound SR-241. There is currently no direct connection 

between the SR-241 and the 91 Express Lanes. 

S.3 Project Background/History 

In May 1994, F/ETCA, in cooperation with Caltrans/FHWA, prepared and approved 

a Final EIR and Final EIS to construct the Eastern Transportation Corridor (ETC) 

(SR-241) as a limited access highway (tollway), starting at the Santa Ana Freeway 

(Interstate 5/State Route 133 [I-5/SR-133)]) interchange, to its terminus at SR-91. 
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The Systems Management Concept (SMC)1 for the ETC projected that each Build 

Alternative would be staged, incorporating general-purpose traffic and eventually 

high-occupancy vehicle (HOV) “carpool” lanes, to meet the forecasted demand. 

Under the SMC, ETC construction would be completed in one stage, with three or 

more phases.  

The Preferred Alternative selected for the ETC as documented in the Final EIR and 

Final EIS included a single alignment called the North Leg through Gypsum and 

Blind Canyons transitioning to the East Leg south of Santiago Canyon Road. The 

East Leg crosses Loma Ridge near Rattlesnake Canyon, extends southeasterly toward 

Siphon Reservoir where the ETC interchanges with the Foothill Transportation 

Corridor (FTC) and then extends southerly along the Orange County Great Park to 

the I-5/SR-133 interchange. Construction of the ETC began in 1996 and finished in 

1998. 

The Proposed Project is a later phase of the ETC. It was originally evaluated as an 

SR-241/SR-91 HOV direct connector in the 1991 ETC Draft EIR/EIS, the 1992 ETC 

Final EIR, and the 1994 ETC Final EIS. 

To implement this later phase of the ETC, this Supplemental  EIR/EIS has been 

prepared to:  

 Focus on the northern end of the original project  

 Address changes to environmental conditions and regulatory requirements 

 Address the extended Project Limits on SR-91 to the east; and  

 Comply with 23 Code of Federal Regulations (CFR) 771.129(b): A written 

evaluation of the final EIS will be required before further approvals may be 

granted if major steps to advance the action (e.g., authority to undertake final 

design, authority to acquire a significant portion of the right-of-way, or approval 

of the plans, specifications, and estimates) have not occurred within three years 

after the approval of the final EIS…Because the SR-241/SR-91 Express Lanes 

Connector design was postponed longer than 3 years after the ETC Final EIS 

approval, the median-to-median connector is required to be re-evaluated in 

compliance with NEPA. 

                                                 
1  The SMC defines the environment in which the freeway is to operate, and the needs of the users. It 

is a tool by which regions, agencies, and traffic management centers identify the optimal solution 

on their preferred approach, capabilities, and constraints. 
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S.4 Purpose and Need 

The Project Purpose is a set of objectives the Proposed Project is intended to meet. 

The Project Need is the range of transportation deficiencies that the Proposed Project 

was initiated to address. 

S.4.1 Purpose of the Proposed Project 

In addition to the originally intended objectives of the ETC, changed circumstances at 

the junction of SR-241 and SR-91 have led to the following objectives for the 

Proposed Project: 

 Implement the build out of the ETC, as approved in 1994  

 Attain compatibility with the SR-91 mainline and SR-91 Express Lanes  

 Improve traffic flow and operations by reducing weaving across multiple general-

purpose lanes between the SR-91 Express Lanes and the SR-241 general-purpose 

lane connectors 

 Enhance the efficiency of the tolled system, thereby reducing congestion on the 

non-tolled system on the SR-91  

S.4.2 Need for the Proposed Project 

There is a need for improved access between SR-241 and SR-91. Roadway 

deficiencies are described below: 

 Demand exceeds capacity on the northbound SR-241 connector to the eastbound 

SR-91 and on the westbound SR-91 connector to the southbound SR-241 

 Northbound vehicles on SR-241 cannot access the eastbound SR-91 Express 

Lanes.  

 Westbound SR-91 Express Lanes motorists cannot access southbound SR-241.  

 The weaving between the general-purpose connectors and the median lanes is an 

issue because it degrades the level of service due to increased vehicle density. In 

addition, the weaving operations contribute to sideswipe accidents. 

S.5 Project Description 

The Proposed Project proposes to improve access and reduce congestion at the 

SR-241/SR-91 interchange by providing a direct connector between SR-241 and the 

91 Express Lanes. The Proposed Project, located in the cities of Anaheim, Yorba 

Linda, and Corona, and the counties of Orange and Riverside is proposed to be a 

tolled facility with a total length of approximately 8.7 miles (mi).  
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The improvements for the connector include 5.9 mi in the cities of Anaheim and 

Yorba Linda and unincorporated areas of Orange and Riverside counties, from 

south of Windy Ridge Wildlife Undercrossing on SR-241 to Coal Canyon 

Undercrossing on SR-91. The remaining 2.8 mi of the Proposed Project include 

signage improvements (advance signage) in the cities of Anaheim (1.2 mi), Yorba 

Linda (0.1 mi), and Corona (1.5 mi) and unincorporated Orange and Riverside 

counties, with exact placement of the signage pending the Final Design process. The 

Proposed Project is mostly within existing Caltrans right-of-way, with one partial 

acquisition required adjacent to eastbound SR-91. Construction access and staging 

areas would occur within existing Caltrans right-of-way. The area where the partial 

acquisition would be located, adjacent to eastbound SR-91, would be used for 

construction access but not for construction staging. The partial acquisition would not 

result in the displacement or relocation of any residents or businesses. 

This Supplemental EIR/EIS includes a No Build Alternative and only one Build 

Alternative (Preferred Alternative) for the median-to-median connector for the 

following reasons:  

 The median-to-median connector is a component of a previously approved project 

and alternative selected during the 1992 EIR Certification and 1994 ROD for the 

original ETC project;  

 Various alternatives were studied for the previously approved project that 

included consideration of a reasonable range of potentially feasible alternatives; 

and  

 There are limited locations for a median-to-median connector between SR-241 

and SR-91. 

S.5.1 Build Alternative (Two-Lane Tolled Express Lanes Connector) 

(Preferred Alternative) 

The Build Alternative would construct a two-lane tolled express lane median-to-

median connector between SR-241 and SR-91, which would connect lanes from the 

median of northbound SR-241 to the existing eastbound median 91 Express Lanes. 

The reverse movement would also be accommodated, from the westbound median 

91 Express Lanes to the median of southbound SR-241.  

The Build Alternative would merge into the existing 91 Express Lanes at Coal 

Canyon Undercrossing. The Riverside County Transportation Commission’s (RCTC) 

SR-91 CIP Initial Phase extended the express lanes on SR-91 east to Interstate 15 
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(I-15) and opened to traffic on March 20, 2017. The Build Alternative is compatible 

with the approved SR-91 CIP for both the initial and ultimate configurations, 

including the number and widths of the express lanes, express auxiliary lanes, and 

general-purpose lanes. 

On March 24, 2016, the Project Development Team evaluated the Build Alternative 

and the No Build Alternative to develop a recommendation to Caltrans for the 

Preferred Alternative. Due to the fact that there was only one Build Alternative, no 

systematic criteria were developed to compare the Build Alternative to the No Build 

Alternative. However, the reasons for selecting the Build Alternative as the Preferred 

Alternative include:  

 Meeting the Proposed Project’s Purpose and Need 

 Consistency with the planned facility 

 Consistency with regional transportation and air quality planning 

In addition, the environmental impacts of the Build Alternative were in an acceptable 

range (all substantial environmental impacts can be avoided, minimized, or mitigated) 

when compared to the No Build Alternative. The Build Alternative would implement 

the selected alternative in the ETC Final EIR and ROD for the Final EIS. While the 

Build Alternative meets the Proposed Project’s Purpose and Need, the identification 

of it as the Preferred Alternative was also based upon the following factors: 

 Various alternatives were studied for the previously approved project that 

included consideration of a reasonable range of potentially feasible alternatives; 

and 

 There are limited locations for a median-to-median connector between SR-241 

and SR-91.  

The following sections describe the permanent and temporary features of the Build 

Alternative. Additional details and a corresponding figure are provided in Chapter 2. 

S.5.1.1 Permanent Project Features 

New Lanes and Roadway Alignment 

Improvements on Southbound SR-241 

On southbound SR-241, an additional lane and shoulder would be provided by 

widening Windy Ridge Wildlife Undercrossing into the existing median and 

improving the highway median for approximately 10,000 feet (ft) to the north. 
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Improvements on Northbound SR-241 

Starting approximately 3,700 ft north of the Windy Ridge Wildlife Undercrossing, an 

additional lane and shoulder would be provided by widening into the existing 

highway median for approximately 5,000 ft. The two express (northbound and 

southbound) connector lanes would converge in the existing SR-241 median on fill 

for approximately 800 ft. The connector then spans over the existing northbound 

SR-241 to the westbound SR-91 general-purpose lane connector and the SR-91/

Gypsum Canyon Road interchange on two new bridge structures approximately 

570 ft and 1,590 ft in length, respectively (to merge in the median of SR-91). 

Improvements on Eastbound SR-91 

To accommodate the addition of the median-to-median connector, eastbound SR-91 

would be realigned to the south. The northbound SR-241 to eastbound 91 Express 

Lanes connector would continue on eastbound SR-91, ending approximately 1,000 ft 

west of Coal Canyon Undercrossing. An eastbound auxiliary express lane would be 

constructed within the 91 Express Lanes. The proposed auxiliary express lane would 

begin approximately 2,000 ft east of Gypsum Canyon Road Undercrossing to Coal 

Canyon Undercrossing joining the initial phase of the SR-91 CIP at Coal Canyon 

Undercrossing. These improvements would provide a four-lane express lane facility, 

tapering down to three lanes between the connector and Coal Canyon Undercrossing. 

The number of existing eastbound SR-91 general-purpose lanes would be maintained 

within the project limits. The eastbound 91 Express Lanes would have a 4 ft buffer on 

the right separating the general-purpose lanes, and a 4 ft buffer to the left separating 

the express connector lane. The buffers would transition to 0 ft to join the SR-91 CIP 

at the eastern terminus of the Project Limits. Approximately 4,500 ft west of Coal 

Canyon Undercrossing, grading into an existing slope on the south side of SR-91 

would be required to accommodate the realigned eastbound SR-91 lanes. The grading 

would span approximately 1,300 ft along eastbound SR-91. A maintenance access 

road would be provided along the edge of slope grading. The purpose of the access 

road is to maintain the slope and facilitate a smooth and seamless transition where 

natural and built slopes intersect. These improvements would provide a four-lane 

express lane facility, tapering down to three lanes between the connector and Coal 

Canyon Undercrossing.  

Improvements on Westbound SR-91 

At the eastern terminus of the Project, the westbound 91 Express Lanes would be 

restriped and the median widened to accommodate the addition of the express 

connector lane within the 91 Express Lanes to the southbound SR-241 median-to-
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median connector. The connector lane would begin approximately 1,000 ft west of 

Coal Canyon Undercrossing and extend west for approximately 4,500 ft in the SR-91 

median ending at the express lanes connector. The auxiliary express lane at the SR-91 

CIP connection would be extended in the westbound direction ending 2,000 ft west of 

Coal Canyon Undercrossing. These improvements would provide a four-lane overlap 

section along westbound SR-91 for approximately 1,000 ft. This 1,000 ft overlap 

would accommodate weaving between traffic accessing the southbound SR-241 

median-to-median connector and the westbound 91 Express Lanes. The existing 

eastbound SR-91 lanes would be shifted to the south.  

Striped Buffers and Channelizers 

The Build Alternative would provide a striped buffer with surface mounted 

channelizers to separate the SR-91 general-purpose lanes from the 91 Express Lanes 

and a new striped buffer to separate the eastbound express lane connector lane from 

the 91 Express Lanes. The eastbound express lane buffers would taper from 0 to 4 ft 

and the westbound express lane buffers would taper from 0 to 2 ft.  

Ramp Realignment 

The SR-91/Gypsum Canyon Road interchange on- and off-ramps and the northbound 

SR-241 to eastbound SR-91 general-purpose connector would be realigned to 

accommodate the median-to-median connector. A design variation for this 

interchange is a roundabout configuration. 

Bridge Structures and Bridge Widening 

Two new overcrossing structures would be constructed and two existing bridges 

would be widened as follows: 

 SR-241/SR-91 Connector Overcrossing Structures: Two new structures would 

connect traffic from northbound SR-241 to eastbound SR-91 and from westbound 

SR-91 to southbound SR-241.  

 Gypsum Canyon Undercrossing Widening: On eastbound SR-91, the existing 

Gypsum Canyon Undercrossing would be widened to the south. 

 Windy Ridge Wildlife Undercrossing Widening: On southbound SR-241, the 

Windy Ridge Wildlife Undercrossing would be widened to the east. 

All structures would be constructed using a cast-in-place, pre-stressed, concrete box 

girder. 
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Graded Slopes 

Manufactured fill slopes would not exceed a 4:1 ratio. Manufactured cut slopes would 

not exceed a 2:1 ratio. Graded slopes would be contoured consistent with the existing 

topography, and would be seeded with native plant species consistent with existing 

vegetation. 

Guard Rails/Barriers 

Additional pavement would be added between the existing northbound SR-241/

eastbound SR-91 and the northbound SR-241/westbound SR-91 general-purpose 

connectors to accommodate a future concrete barrier separation to prevent vehicles 

traveling on the northbound SR-241/westbound SR-91 general-purpose connector to 

“queue jump” into the eastbound SR-91 general-purpose connector. This feature 

would improve traffic flow on SR-241 and would be added in a later phase of the 

Proposed Project if queue jumping continues after pavement marking and striping are 

implemented in this area. 

Guard rails would be constructed along the new SR-241/SR-91 median-to-median 

connector embankments and structures.  

An existing barrier along the inside shoulder of north SR-241 (just south of the 

Windy Ridge Undercrossing) would be removed to allow for advance signage. 

Retaining Walls 

Four retaining walls are required for the Proposed Project. One wall would be 

constructed in the median of SR-241 to support median widening and to 

accommodate the future addition of a southbound lane per the ETC Ultimate Project. 

This wall would be approximately 2,900 ft long and up to 15 ft high. Two 

Mechanically Stabilized Earth (MSE) retaining walls would be constructed in the 

median of SR-91 to support the connector as it transitions to an elevated structure. 

These walls would be approximately 1,350 ft long and up to 15 ft high, but views 

would be blocked by the existing structures associated with the junction of SR-241 

and SR-91. One retaining wall would be constructed adjacent to eastbound SR-91, 

approximately 2,200 ft west of the Coal Canyon Undercrossing and would be 

approximately 1,025 ft long and up to 28 ft high. However, this retaining wall would 

face vacant land to the south; only the top 3 ft of the retaining wall cap would be 

visible from SR-91. 
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Advance Signage  

On SR-241 at the southern end of the Proposed Project, signage would be modified 

approximately 0.2 mi south of the Windy Ridge Wildlife Undercrossing. In addition, 

signage improvements would also be made on SR-91 between Coal Canyon 

Undercrossing and Green River Road and west of SR-241 within the existing SR-91 

median and highway footprint.  

Water Quality Best Management Practices  

Design Pollution Prevention best management practices (BMPs) proposed as part of 

the Proposed Project include dikes, overside drains, ditches, berms, swales, 

modifications to the existing storm drain system, the preservation of existing 

vegetation, and replanting new slopes with appropriate native vegetation. Proposed 

Treatment BMPs include five biofiltration swales and strips and two media filters 

along eastbound SR-91.  

Drainage Improvements 

New drainage features would be constructed and existing features would be modified 

along SR-241 and within the SR-241/SR-91 interchange. The improvements include 

the construction of new drop inlets with connecting pipes, new guard rails with dikes, 

median drainage, and deck drains; modification of existing drop inlets; replacement 

of edge drains; and removal or abandonment of existing drop inlets and existing 

culverts. The proposed drainage improvements would be linked to the existing 

drainage system and would preserve the existing drainage patterns as much as 

possible, including draining all storm water to the Santa Ana River.  

Landscaping 

Replacement landscaping will be provided in the following areas: (1) the area 

between the SR-241 general-purpose connector (northbound SR-241 to eastbound 

SR-91) and the SR-241 general-purpose connector (westbound SR-91 to southbound 

SR-241); and (2) the slope and other vegetated areas on the south side of SR-91, 

within the disturbance limits.  

Transportation System Management (TSM)/Transportation Demand 

Management (TDM) Features 

TSM elements include ramp metering, auxiliary lanes, and traffic signal coordination. 

In addition, the Build Alternative proposes to have dynamic traffic management 

technology (toll pricing varies based on express lanes demand). Toll operations are 

being coordinated among the F/ETCA, OCTA, and RCTC and are being evaluated in 
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a separate Concept of Operations report, which will be completed during Final 

Design. 

The addition of a median-to-median toll connector included in the Build Alternative 

is a TDM feature in and of itself because it would provide additional capacity for 

HOVs and buses. The Build Alternative would improve travel time, increase the 

efficiency of the freeway system within the traffic Study Area, and reduce congestion 

and delay. 

Noise Attenuation 

No feasible noise attenuation (sound barrier) has been identified for the Proposed 

Project. 

Right-of-Way Acquisition 

The Build Alternative would be constructed mostly within existing Caltrans right-of-

way. However, one partial acquisition adjacent to eastbound SR-91 would be 

required. Approximately 5 acres (ac) of land on the slope approximately 3,600 ft west 

of Coal Canyon, on Assessor’s Parcel Number 085-071-56 would be acquired. This 

parcel is currently part of the Irvine Ranch National Natural Landmark, owned by the 

County of Orange with a Conservation Easement held by The Nature Conservancy. 

The Conservation Easement allows for “necessary infrastructure improvement.” A 

maintenance access road would be constructed on this slope. 

Design Exceptions (Bold and Underline) 

The Build Alternative would require design exceptions. Design exceptions are 

necessary when the proposed design deviates from the standard design features in the 

Caltrans Highway Design Manual. For example, the design standard for a freeway 

travel lane is 12 ft; design exceptions would be requested for locations where the lane 

widths would be 11 ft to match the lane widths approved for the SR-91 CIP. The 

Build Alternative would require design exceptions (both bold and underline features) 

for stopping sight distance, superelevation rate, travelway width, minimum shoulder 

width, and minimum ramp to local road intersection distance, for superelevation 

transition, single lane connector through lane, and side slopes.  

S.5.1.2 Temporary Project Features 

Temporary Restriping 

The existing number of through lanes on the mainlines of SR-241 and SR-91 would 

be maintained during construction by restriping the existing lanes using reduced lane 

widths and shifting traffic within those corridors to maintain the existing capacity. 
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The 91 Express Lanes would also be temporarily restriped to maintain two lanes in 

the eastbound direction. 

The eastbound off-ramp and eastbound loop on-ramp at Gypsum Canyon Road would 

be restriped to allow construction of the two realigned eastbound ramps. One lane 

would be provided on the off-ramp, and two lanes would be provided on the loop 

on-ramp. In addition, the existing northbound SR-241 to the eastbound SR-91 

connector would be restriped to provide two lanes during construction of the 

eastbound SR-91 widening, as well as construction of the realigned northbound 

SR-241 to the eastbound SR-91 connector. 

Construction Barriers 

During construction, all work areas would be protected by temporary safety devices, 

such as Temporary Railing (Type K), Temporary Crash Cushions, and other safety 

features in accordance with federal, State, and local agency requirements. 

Detours and Closures 

Temporary detours and weekend or nighttime closures would be required at the 

Gypsum Canyon Road interchange on- and off-ramps and the northbound SR-241 to 

eastbound SR-91 connector.  

Construction Access and Staging Areas 

Construction access and staging areas would be located within the junction of SR-241 

and SR-91 in existing Caltrans right-of-way. As discussed above, the partial property 

acquisition adjacent to SR-91 would be used for construction access but not for 

construction staging. Access would also be required to the SR-91 median at Coal 

Canyon (only limited daytime access), at Gypsum Canyon, and for scheduled 

maintenance. 

S.5.2 No Build (No Action) Alternative 

The No Build Alternative would maintain the current configurations of SR-241 and 

SR-91 in the Project Area. The SR-91 CIP Initial Phase extended the existing OCTA 

91 Express Lanes east from the Orange/Riverside County line to I-15 in the City of 

Corona. With completion of the SR-91 CIP Initial Phase on March 20, 2017, SR-91 

now has continuous express lanes between SR-55 and I-15. The No Build Alternative 

would not include a direct connector between the SR-241 and the 91 Express Lanes; 

therefore, the gap between SR-241 and the 91 Express Lanes would not be closed. As 

a result, motorists traveling north on SR-241 would have to use the general-purpose 

lane connector to SR-91 and then weave across several lanes to access the eastbound 
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RCTC SR-91 Express Lanes at the merge area near Green River Road. Similarly, 

motorists traveling west in the RCTC SR-91 Express Lanes would have to exit at 

Green River Road, merge across lanes, and use the general-purpose lane connector to 

southbound SR-241. In addition, under the No Build Alternative, motorists would not 

be prevented from inappropriately “queue jumping” during congested traffic periods, 

thereby disrupting traffic flow on the northbound SR-241 connector to the eastbound 

SR-91 general-purpose lanes during PM peak hours. 

Although smaller localized projects could be considered, approved, and implemented 

on their own merits, no other major corridor improvements would be implemented on 

the project segments of SR-241 and SR-91 under the No Build Alternative. 

Because the No Build Alternative does not include the improvements proposed as 

part of the Build Alternative, the No Build Alternative provides a benchmark by 

which the public and decision-makers can compare the magnitude of the effects of the 

Build Alternative. 

S.6 Project Impacts 

Table S-1 summarizes the potential impacts of the Proposed Project and the No Build 

Alternative and identifies avoidance and minimization measures. Where applicable, 

some of these measures are sometimes also mitigation measures, as discussed in 

Chapter 4 of this Supplemental EIR/EIS. For detailed information regarding the 

impacts of each alternative, see Chapters 3 and 4 of this Supplemental EIR/EIS and 

the associated technical studies. 

S.7 Coordination with Public and Other Agencies 

Early and continuing coordination with the general public and appropriate public 

agencies is an essential part of the environmental process. It helps planners determine 

the necessary scope of environmental documentation and level of analysis required, 

and to identify potential impacts, mitigation measures, and related environmental 

requirements. Agency consultation and public participation for this project has been 

accomplished through a variety of formal and informal methods, including Project 

Development Team meetings, Conceptual Operations Meetings, interagency 

coordination/consultation meetings, and public announcements placed in local 

newspapers, the Federal Register, at the Orange County Clerk’s office, and in public 

libraries. Chapter 5 discusses the results of Caltrans’ efforts to fully identify, address, 

and resolve project-related issues through early and continuing coordination.  
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Table S-1  Summary of Project Impacts 

Resource 
Impacts 

No Build Alternative Build Alternative (Preferred Alternative) 
Avoidance, Minimization, and/or Mitigation 

Measures 
Cost Not applicable $120 million Not applicable 
Construction 
Duration 

Not applicable 24 months Not applicable 

Land Use Land Use Conversion 
• No impacts 
 
Land Use Consistency 
• Inconsistent with several plans 

and policies to improve regional 
mobility.  

 
Parks and Recreational Effects 
and Section 4(f) Use 
• No impacts 
 

Land Use Conversion 
• Permanent conversion, through 

acquisition, of approximately 5 acres of 
land designated as parkland/reserve to 
transportation. 

• No temporary impacts. 
 
Land Use Consistency 
• Consistent with the goals, objectives, and 

policies of all surrounding communities’ 
General Plans; the 2016 RTP/SCS; 2017 
FTIP; the Orange County Central and 
Coastal NCCP/HCP; the Western 
Riverside MSHCP; the Orange County 
MPAH; and the Orange County LRTP. 

• No temporary impacts. 
 
Parks and Recreational Effects and 
Section 4(f) Use 
• Noise levels during operation would 

increase by 3 A-weighted decibels (dBA) 
or less, which is barely perceptible to the 
human ear. 

 
Gypsum Canyon Nature Preserve 
• Permanent use: approximately 5 acres 

(preliminary de minimis finding for the 
use).  

• Temporary use: none. 
• Temporary minimal visual, dust, and 

noise proximity effects. 
 
Weir Canyon Nature Preserve 
• No temporary or permanent use. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Effects to parks and recreation and Section 4(f) 
resources will be minimized by implementation of 
Measures AQ-1 through AQ-5, provided in Section 
3.12, Air Quality, and Measures N-1 and N-2, 
provided in Section 3.13, Noise, as well as Measure 
LU-1, Uniform Act and Park Preservation Act 
Compliance, provided in Section 3.1, Land Use. 
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Table S-1  Summary of Project Impacts 

Resource 
Impacts 

No Build Alternative Build Alternative (Preferred Alternative) 
Avoidance, Minimization, and/or Mitigation 

Measures 
• Temporary minimal visual, dust, and 

noise proximity effects. 
 
Chino Hills State Park 
• No temporary or permanent use. 
• Temporary minimal visual, dust, and 

noise proximity effects. 
 

Santa Ana River Trail/Bike Lane 
• No temporary or permanent use. 
• Temporary minimal visual, dust, and 

noise proximity effects. 
 

Featherly Regional Park 
• No temporary or permanent use. 
• Temporary minimal visual, dust, and 

noise proximity effects. 
 

Green River Golf Club 
• No temporary or permanent use. 
• Temporary minimal visual, dust, and 

noise proximity effects. 
 

Brush Canyon Park 
• No temporary or permanent use. 

 
Santiago Oaks Regional Park 
• No temporary or permanent use. 

 
Running Springs Elementary School 
Recreational Facilities 
• No temporary or permanent use. 

 
Other Trails and Fire Roads 
• No temporary or permanent use. 
• Temporary minimal visual, dust, and 

noise proximity effects. 
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Table S-1  Summary of Project Impacts 

Resource 
Impacts 

No Build Alternative Build Alternative (Preferred Alternative) 
Avoidance, Minimization, and/or Mitigation 

Measures 
Growth No impacts No impacts None 
Community 
Impacts 

Community Character and 
Cohesion 
• Accessibility to and mobility in 

the SR-241/SR-91 interchange 
area would continue to 
deteriorate.  
 

Relocations and Real Property 
Acquisition 
• No Impacts 
 
Environmental Justice 
• Similar to the overall 

communities, environmental 
justice populations would 
receive no benefits by the 
reduction in access and mobility 
in the Project Area.  

Community Character and Cohesion 
Temporary Impacts 
• Minimal impacts due to construction noise 

and dust. 
• Closure of one lane in each direction on 

SR-241 and SR-91 at various times to 
construct the median-to-median 
connector and install advance signage. 

• Detours and weekend or nighttime 
closures at the SR-91/Gypsum Canyon 
Road interchange ramps to realign the 
ramps and construct bridge supports for 
the new connector. 

• Detours and weekend or nighttime 
closures at the existing northbound 
SR-241 to eastbound SR-91 connector to 
widen SR-91 to the south. 

• Construction lighting. 
 

Permanent Impacts 
• Long-term visual changes because of 

permanent alteration of existing visual 
environment at the junction of SR-241 
and SR-91 (retaining walls, piers/
supports, and buffers. 

• Noise levels would increase by 3 A-
weighted decibels (dBA) or less, which is 
barely perceptible to the human ear. 

• Improved access and circulation along 
SR-241 and SR-91 in the Project Area by 
providing a direct connection between 
SR-241 and the 91 Express Lanes. 

 

 
 
• Measure TR-1 in Section 3.5 (implementation of a 

TMP) would minimize temporary impacts to 
community character and cohesion. 

• Temporary air quality impacts would be minimized 
based on implementation of Measures AQ-1 
through AQ-5, which are provided in Section 3.12, 
Air Quality. 

• Temporary noise impacts would be minimized 
based on implementation of Measure N-1, which 
is provided in Section 3.13, Noise. 
Measures V-1 through V-7, found in Section 3.6.5, 
will be implemented to minimize potential impacts 
to visual resources. These measures include 
lighting fixtures, context-sensitive design, 
architectural treatments, and landscaping. 

• Operational noise impacts would be minimized 
based on implementation of Measure N-2, which 
is provided in Section 3.13, Noise. 
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Table S-1  Summary of Project Impacts 

Resource 
Impacts 

No Build Alternative Build Alternative (Preferred Alternative) 
Avoidance, Minimization, and/or Mitigation 

Measures 
  Relocations and Real Property Acquisition 

Temporary Impacts 
• No impacts. 
Permanent Impacts 
• Partial acquisition of one undeveloped 

County of Orange-owned property 
(Assessor’s Parcel Number 085-071-56).  

• No displacement or relocation of any 
residents or businesses. 

Environmental Justice 
Temporary Impacts 
• With implementation of Measures N-1, 

AQ-1 through AQ-5, TR-1, and V-1 
through V-7, construction of the Build 
Alternative would not result in adverse 
impacts that are appreciably more severe 
or greater in magnitude on environmental 
justice populations than the adverse 
effects experienced by non-environmental 
justice populations. Therefore, the Build 
Alternative would not cause 
disproportionately high and adverse 
temporary effects on minority or low-
income populations, as listed above. 

Permanent Impacts 
• Similar to the overall communities, 

environmental justice populations would 
receive the benefits of an increase in 
access and mobility in the Project Area. 
Operation of the Build Alternative would 
not result in adverse impacts that are 
appreciably more severe or greater in 
magnitude on environmental justice 
populations than the adverse effects 
experienced by non-environmental justice 
populations. 

 
 
• Temporary noise impacts would be minimized 

based on implementation of Measure N-1, which 
is provided in Section 3.13, Noise. 

• Temporary air quality impacts would be minimized 
based on implementation of Measures AQ-1 
through AQ-5, which are provided in Section 3.12, 
Air Quality. 

• Measure TR-1 in Section 3.5 (implementation of a 
TMP) would minimize temporary impacts to 
community character and cohesion. 

• Temporary visual impacts to environmental justice 
communities would be minimized based on 
implementation of Measures V-1 through V-7.  
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Table S-1  Summary of Project Impacts 

Resource 
Impacts 

No Build Alternative Build Alternative (Preferred Alternative) 
Avoidance, Minimization, and/or Mitigation 

Measures 
Utilities and 
Emergency 
Services 

Utilities 
• No impacts  
 
Emergency Services  
• Providers would not benefit from 

improved mobility and reduced 
traffic congestion. 

Utilities 
Temporary Impacts  
• Utility disruptions could occur. 

 
Permanent Impacts 
• No impacts to utilities. 
 
Emergency Services  
Temporary Impacts  
• Delay in response time for emergency 

services. 
 

Permanent Impacts 
• May improve response times for 

emergency services using SR-241 and 
SR-91. 

• Emergency service providers would be 
able to use the express lanes connector 
when the general-purpose lane connector 
is experiencing heavy traffic volumes and 
slow travel speeds. 

Minimization Measure UES-1: Utilities. During final 
design, utility protection-in-place plans will be 
prepared in consultation with the affected utility 
providers/owners for those utility facilities anticipated 
to be relocated, removed, and protected in-place. 
Final design will focus on avoiding utility relocations. If 
relocation is necessary, final design will focus on 
relocating utilities within the State right-of-way or 
within other existing public rights-of-way and/or 
easements. If relocation outside of existing or the 
additional public rights-of-way and/or easements 
required for the Proposed Project is necessary, final 
design will focus on relocating those facilities in such 
a manner as to minimize environmental impacts as a 
result of project construction and ongoing 
maintenance and repair activities. The utility 
relocation plans will be included in the project 
specifications. 
 
Prior to and during construction F/ETCA will ensure 
that the components of any utility relocation plans 
provided in the project specifications are properly 
implemented by the construction contractor. 
 
Minimization Measure UES-2: Law Enforcement, 
Fire Protection, and Emergency Medical Service 
Providers. Prior to and during construction, F/ETCA 
will require the construction contractor to coordinate 
all temporary ramp and lane closures and detour 
plans with law enforcement, fire protection, and 
emergency medical service providers to minimize 
temporary delays in emergency response times.  
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Table S-1  Summary of Project Impacts 

Resource 
Impacts 

No Build Alternative Build Alternative (Preferred Alternative) 
Avoidance, Minimization, and/or Mitigation 

Measures 

 

  The plans shall be developed in coordination with the 
affected agencies and shall include the identification 
of alternative routes and access to construction areas 
for emergency vehicles. 
 
Minimization Measure UES-3: Law Enforcement, 
Fire Protection, and Emergency Medical Service 
Providers. Prior to operation of the connector, an 
emergency call box shall be placed along the 
alignment in compliance with OCTA Call Box 
placement policies. 
 
ETC Final EIR and Final EIS Measure U-2. In 
conjunction with Final Design, the TCA shall explore 
the joint use of Corridor maintenance roads, if 
needed, by the County and utility companies. (North 
and East Legs) 
 
ETC Final EIR and Final EIS Measure PS-2. The 
impact on other law enforcement agencies is 
considered to be minor. Implementation of several 
measures by the TCA shall assist law enforcement 
agencies in fulfilling their responsibilities and in 
avoiding confusion in providing service to their 
jurisdictions. These measures are: clear identification 
of jurisdictional boundaries along the Corridor, clearly 
signed and well lit intersections, and distance location 
markers along the Corridor. (North and East Legs) 
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Table S-1  Summary of Project Impacts 

Resource 
Impacts 

No Build Alternative Build Alternative (Preferred Alternative) 
Avoidance, Minimization, and/or Mitigation 

Measures 
Traffic and 
Transportation 

Temporary Impacts 
• No impacts 
 
Permanent Impacts 
• Overall, increased travel time, 

reduced speed, increased 
vehicle hours traveled, and 
increased queues in the SR-91 
corridor study area. 

Temporary Impacts 
• Detours and closures are expected to 

result in some delays to the traveling 
public. 

Permanent Impacts 
• Vehicle throughput in the SR-91 corridor 

would improve, vehicles miles traveled 
would increase, and travel time would 
decrease. 

• Traffic would shift from other regional 
routes (SR-91 between SR-55 and 
SR-241, SR-55, and surface streets) to 
SR-241 as a result of the additional 
capacity of the new connector. 

• The length of the northbound SR-241 to 
the eastbound SR-91 queue on the 
general-purpose ramp would shorten in 
the PM peak period. 

• The length of the queues would shorten at 
the SR-91 westbound mainline bottleneck 
between the Green River Road 
interchange and the 91 Express Lanes 
ingress in the AM peak period. 

• There would be a reduction in friction due 
to fewer vehicles weaving from the 
northbound SR-241 to the eastbound 
SR-91 general-purpose ramp to the 
RCTC SR-91 Express lanes. 

• There would be an increase in friction on 
eastbound SR-91, because more vehicles 
must exit the 91 Express Lanes and enter 
the general-purpose lanes and fewer cars 
can leave the general-purpose lanes and 
enter the RCTC SR-91 Express Lanes 
due to the increase in traffic volumes on 
the express lanes connector. 

Minimization Measure TR-1: Transportation 
Management Plan. Ensure that a Transportation 
Management Plan (TMP) is completed in consultation 
with the California Department of Transportation 
(Caltrans) and included in the Plans, Specifications, 
and Estimates for implementation by the contractor 
prior to and during construction of any project 
improvements. The TMP will be consistent with the 
Caltrans Transportation Management Plan Guidelines 
(November 2015), which include coordination with 
affected jurisdictions, transportation agencies, and 
public outreach. The TMP will be prepared by a 
qualified traffic engineer and will address traffic 
impacts from temporary detours and weekend or 
nighttime closures to reduce traveler delays and 
enhance traveler safety during project construction. 
The TMP may include the following elements: 

• Public awareness campaign 
• Highway advisory radio 
• Portable changeable message signs 
• Temporary loop sensor/signals 
• Bus or shuttle service 
• Construction Zone Enhanced Enforcement 

Program 
• Incident management 
• Staging construction 
• Traffic control plan 
• Freeway service patrol 
• Transportation management team (TMT) 

ETC Final EIR and Final EIS Measure T-13. During 
final design, the TCA shall establish ETC bridge 
structure clearances to provide an absolute minimum 
construction false work vertical clearance of 14.0 feet 
over existing and planned arterial undercrossing 
identified in the Orange County Master Plan of Arterial 
Highways. 
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Table S-1  Summary of Project Impacts 

Resource 
Impacts 

No Build Alternative Build Alternative (Preferred Alternative) 
Avoidance, Minimization, and/or Mitigation 

Measures 
 
ETC Final EIR and Final EIS Measure C-15. All 
traffic control measures shall conform with applicable 
local and State Regulations. 

Visual and 
Aesthetics 

No impacts Temporary Impacts 
• Sensitive viewers, including motorists and 

residents, would be exposed to views of 
cleared vegetation, graded slopes, 
construction vehicles, equipment, and 
other materials. 

• Periodic nighttime construction, 
safety/security lighting would be used 
during some stages of construction. 
 

Permanent Impacts 
• The proposed median-to-median 

connector would appear similar to the 
existing general-purpose lane connectors 
at the SR-241/SR-91 interchange 
because the new structure would be of 
similar profile as the existing structures 
and would be in the Caltrans right-of-way 
between the existing SR-241/SR-91 
northbound-to-southbound connectors. 

• Motorists traveling on SR-91 would 
experience views of the express lane 
bridge connector and retaining walls, but 
views of open space and other visual 
resources in the vicinity of the SR-241/
SR-91 interchange would not be 
obstructed. 

• Residents with high viewer sensitivity with 
views of the Project Area would 
experience permanent views of the 
proposed express lanes connector but the 
existing views of hillsides, ridgelines, and 
open space would not be obstructed. 

Minimization Measure V-1: Lighting Fixtures. In 
conjunction with Final Design, proposed lighting 
fixtures shall be hooded where feasible and lighting 
shall be directed on the site to minimize potential 
intrusion of light and glare onto nearby land uses. 
Lighting shall be designed consistent with the existing 
lighting along the State Route 241 corridor. 
 
Minimization Measure V-2: Hillsides. To avoid 
visual impacts resulting from cut hillsides and filled 
topography, hills should be preserved where possible. 
All disturbed areas associated with cut-and-fill 
activities should appear similar in color to existing 
topography. Manufactured fill slopes should not 
exceed a four-to-one ratio. Manufactured cut slopes 
should not exceed a two-to-one ratio. Rounding of 
manufactured slopes should be applied. 
 
Minimization Measure V-3: Architectural 
Treatments. To maintain consistency with the 
existing infrastructure (i.e., bridges and walls, etc.) in 
the Project Area, landscape and/or architectural 
treatments (i.e., color, texture, etc.) for the structure 
elements of the Proposed Project shall be determined 
in consultation with the District Landscape Architect 
during the Final Design process. 
 
Minimization Measure V-4: Landscaping. To main-
tain the context of the Project Area (color, form, and 
texture) the Proposed Project shall install landscaping 
that is compatible with the existing landscape along 
the freeway. The landscape concept and plant palette 
shall be determined in consultation with the District 
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Table S-1  Summary of Project Impacts 

Resource 
Impacts 

No Build Alternative Build Alternative (Preferred Alternative) 
Avoidance, Minimization, and/or Mitigation 

Measures 
• Grading for the Proposed Project features 

would remove vegetation and modify 
slopes. 

Landscape Architect during the Final Design process. 
Erosion control plant species utilized shall be 
determined by the District Landscape Architect to 
ensure that the mix and application strategy is 
appropriate for the specific soil composition of the 
area. Drought-tolerant native species shall be used 
adjacent to areas of native habitat. Enhanced 
plantings shall occur adjacent to wildlife crossings. 
 
Minimization Measure V-5: Construction Lighting. 
For all nighttime construction activities, necessary 
lighting for safety and construction purposes shall be 
contained and directed toward the specific area of 
construction.  
 
Measure V-6: Context-Sensitive Solutions. 
Context-sensitive solutions will be used. Slopes 
graded for the Build Alternative will be contoured 
consistent with the existing topography, and all 
disturbed soil areas will be seeded with drought-
tolerant native plant species consistent with existing 
vegetation. 
 
Measure V-7: Tree Planting. Permanently impacted 
Coast live oak, California walnut, and sycamore trees 
will be replaced at a minimum 2:1 ratio. Heritage oaks 
(oaks greater than 36 inches in diameter at breast 
height) will be replaced at a minimum 3:1 ratio. 
 
ETC Final EIR and Final EIS Measure C-19. Where 
appropriate and feasible, construction staging areas 
shall be located inconspicuously to minimize adverse 
visual effects on residential and recreation areas. 
They shall be located to avoid any additional impacts 
on biological, historical or cultural resources. 
(Construction Staging, North and East Legs) 
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Table S-1  Summary of Project Impacts 

Resource 
Impacts 

No Build Alternative Build Alternative (Preferred Alternative) 
Avoidance, Minimization, and/or Mitigation 

Measures 
Cultural 
Resources 

No impacts Temporary Impacts 
• Not applicable. 

 
Permanent Impacts 
• No impacts to known archaeological or 

historic resources. 
• Potential for impacts to previously 

unknown buried cultural materials or 
human remains. 

Avoidance and Minimization Measure CR-1: 
Cultural Materials. If cultural materials are 
discovered during construction, all earthmoving 
activity within and around the immediate discovery 
area will be diverted until a qualified archaeologist can 
assess the nature and significance of the find. At that 
time, the Caltrans District 12 Environmental Branch 
Chief will be contacted to ensure that Section 106 
compliance is maintained. Section 106 compliance 
could include: excavation in accordance with a data 
recovery plan and standard archaeological field 
methods and procedures; laboratory and technical 
analyses; report of findings; curation at an appropriate 
facility for future research and/or display; an 
interpretive display at a local school, museum, or 
library; and public lectures at local schools and/or 
historical societies on the findings and significance of 
the site and recovered archaeological materials. 
 
Avoidance and Minimization Measure CR-2: 
Human Remains. If human remains are discovered, 
State Health and Safety Code Section 7050.5 states 
that further disturbances and activities will cease in 
any area or nearby area suspected to overlie remains, 
and the County Coroner will be contacted. Pursuant to 
Public Resources Code (PRC) Section 5097.98, if the 
remains are thought to be Native American, the 
Coroner will notify the Native American Heritage 
Commission (NAHC), who will designate the Most 
Likely Descendent (MLD). At this time, the Caltrans 
District 12 Environmental Branch Chief will be 
contacted so that they may work with the MLD on the 
respectful treatment and disposition of the remains. 
The MLD recommendations may include scientific 
removal and nondestructive analysis, preservation in 
place, relinquishment to the descendants for 
treatment, or any other culturally appropriate 
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Table S-1  Summary of Project Impacts 

Resource 
Impacts 

No Build Alternative Build Alternative (Preferred Alternative) 
Avoidance, Minimization, and/or Mitigation 

Measures 
treatment. Further provisions of PRC 5097.98 are to 
be followed as applicable. 

Water Quality 
and Storm 
Water Runoff 

• No impacts 
 

Temporary Impacts 
• Potential for soil erosion, sediment 

transport, release of hazardous materials, 
increased pollutants in runoff, 
groundwater dewatering. 
 

Permanent Impacts 
• Increase in impervious area by 

approximately 20.5 acres. 
• Potential increased pollutants in runoff 

due to increased impervious area and 
volume of runoff. 

• Proposed treatment BMPs would reduce 
pollutants. 

Minimization Measure WQ-1: Construction 
General Permit. The Proposed Project will comply 
with the requirements prescribed in the National 
Pollutant Discharge Elimination System (NPDES) 
General Permit for Storm Water Discharges 
Associated with Construction and Land Disturbance 
Activities (Construction General Permit) Order No. 
2009-009-DWQ, as amended, or any future 
replacement permit. The Proposed Project shall 
comply with the Construction General Permit by 
preparing and implementing a Storm Water Pollution 
Prevention Plan (SWPPP) to address all construction-
related activities, equipment, and materials that have 
the potential to impact water quality for the 
appropriate Risk Level. The SWPPP will identify the 
sources of pollutants that may affect the quality of 
storm water and include Best Management Practices 
(BMPs) to control the pollutants, such as Sediment 
Control, Catch Basin Inlet Protection, Construction 
Materials Management and Nonstorm Water BMPs. 
All work shall conform to the Construction Site BMP 
requirements specified in the latest edition of the 
Caltrans Storm Water Quality Handbooks: 
Construction Site Best Management Practices Manual 
to control and minimize the impacts of construction 
and construction-related activities, materials, and 
pollutants on the watershed. These include, but are 
not limited to, temporary sediment control, temporary 
soil stabilization, waste management and materials 
pollution control, wind erosion control, and other 
nonstorm water BMPs. 
 
Minimization Measure WQ-2: Caltrans Permit. The 
Proposed Project will comply with the provisions of 
the National Pollutant Discharge Elimination System 
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Table S-1  Summary of Project Impacts 

Resource 
Impacts 

No Build Alternative Build Alternative (Preferred Alternative) 
Avoidance, Minimization, and/or Mitigation 

Measures 
(NPDES) Statewide Storm Water Permit, Waste 
Discharge Requirements (WDRs) for the State of 
California, Department of Transportation, Order No. 
2012-0011-DWQ, NPDES No. CAS000003 (Caltrans 
Permit), as amended, or any future replacement 
permit. 
 
Minimization Measure WQ-3: Design Pollution 
Prevention Best Management Practices. Caltrans-
approved Design Pollution Prevention BMPs will be 
implemented to the maximum extent practicable 
(MEP) consistent with the requirements of the Waste 
Discharge Requirements (WDRs) for the State of 
California, Department of Transportation, Order No. 
2012-0011-DWQ, NPDES No. CAS000003 (Caltrans 
Permit) and the Caltrans Project Planning and Design 
Guide. Design Pollution Prevention BMPs include 
preservation of existing vegetation, slope/surface 
protection systems (erosion control/reseeding and 
replanting of vegetation) dikes, overside drains, and 
concentrated flow conveyance systems such as 
ditches, berms, and biofiltration swales and strips. 
 
Minimization Measure WQ-4: Treatment Best 
Management Practices. Caltrans-approved 
Treatment BMPs will be implemented to the MEP 
consistent with the requirements of the Caltrans 
Permit, which is described in Measure WQ-2 and the 
Project Planning and Design Guide. Treatment BMPs 
may include biofiltration swales, biofiltration strips, 
and media filters. 

Minimization Measure WQ-5: Groundwater 
Dewatering. If groundwater dewatering is required, 
the Proposed Project will comply with the provisions 
of General Waste Discharge Requirements for 
Discharges to Surface Waters that Pose an 
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Table S-1  Summary of Project Impacts 

Resource 
Impacts 

No Build Alternative Build Alternative (Preferred Alternative) 
Avoidance, Minimization, and/or Mitigation 

Measures 
Insignificant (De Minimus) Threat to Water Quality, 
Order No. R8-2015-0004, NPDES No. CAG998001, 
as they relate to discharge of non-storm water 
dewatering wastes for the Proposed Project.  
 
ETC Final EIR and Final EIS Measure W-12. In 
conjunction with final design, entry into drainages 
shall be avoided during site preparation, grading and 
construction, except where required for construction. 
Activity in drainages shall be limited to crossings 
rather than using the lengths of drainage courses for 
access or for parking automobiles, trucks, and 
construction equipment. In addition, these areas will 
be marked for “limited access” on construction plans. 
 
ETC Final EIR and Final EIS Measure W-14. During 
site preparation, grading, and construction, vehicles 
and equipment shall not be parked in washes or other 
drainages. 
 
ETC Final EIR and Final EIS Measure W-15. During 
site preparation, grading and construction, 
overwatering shall be avoided in washes and other 
drainages. 
 

ETC Final EIR and Final EIS Measure WQ-2. The 
TCA will ensure that all herbicides used in 
landscaping and weed control are handled, stored, 
applied, and disposed of consistent with all applicable 
federal, state, and local regulations. 
 
ETC Final EIR and Final EIS Measure WQ-3. 
Whenever feasible, construction vehicles will be 
rinsed before leaving the construction area to remove 
mud and other materials before the vehicles leave the 
site. 
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Table S-1  Summary of Project Impacts 

Resource 
Impacts 

No Build Alternative Build Alternative (Preferred Alternative) 
Avoidance, Minimization, and/or Mitigation 

Measures 
 
ETC Final EIR and Final EIS Measure E-1. In 
conjunction with final design, the TCA shall map 
native vegetation outside the right-of-way on grading 
and construction plans to indicate vegetation to 
protect from use as vehicle travel or parking areas, 
storage of equipment and storage of debris or building 
materials. 
 
ETC Final EIR and Final EIS Measure E-3. During 
final design, the TCA shall ensure that all proposed 
grading shall conform to the Caltrans Highway Design 
Manual and the TCA Project Manual Guidelines. All 
applicable policies and guidelines shall be listed in the 
grading plans. 
 
ETC Final EIR and Final EIS Measure E-6. In 
conjunction with final design, the TCA shall ensure 
that cut and fill slopes shall not be steeper than 2:1. 
Where steeper slopes are indicated, TCA shall, in 
conjunction with final design, prepare geologic and 
engineering analyses. These analyses shall 
determine the safety of those slopes and proposed 
erosion control measures consistent with Caltrans 
design standards. 

ETC Final EIR and Final EIS Measure E-9. As part 
of final design, TCA shall ensure that all slopes shall 
conform to slope criteria developed by TCA and 
Caltrans. All slope criteria shall be noted on final 
plans. 
 
ETC Final EIR and Final EIS Measure E-10. Fills 
shall not encroach on natural watercourses or 
improved channels except as shown on the approved 
project plans. 
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Table S-1  Summary of Project Impacts 

Resource 
Impacts 

No Build Alternative Build Alternative (Preferred Alternative) 
Avoidance, Minimization, and/or Mitigation 

Measures 
ETC Final EIR and Final EIS Measure E-11. Fills 
placed against watercourses shall have suitable 
protection against erosion during storm flows, such as 
riprap, protective walls, and culverts. 
 
ETC Final EIR and Final EIS Measure E-12. During 
site preparation, grading, and construction, the TCA 
shall ensure that excavated materials shall not be 
deposited or stored in or alongside watercourses 
where the materials can be washed away by high 
water or storm runoff. 
 
ETC Final EIR and Final EIS Measure E-13. During 
site preparation and grading, the TCA shall ensure 
that all land shall be graded to drain and dispose of 
surface water without ponding, except where 
approved by Caltrans or the affected responsible 
public agency. 

Geology, Soils, 
Seismic, and 
Topography 

No impacts Temporary Impacts 
• Ground motion from seismic activities, 

liquefaction, and landslides. 
• Potential for unstable slopes and erosion. 

 
Permanent Impacts 
• Potential for seismic impacts to 

structures. 
• Potential for unstable slopes and erosion. 
• Potential for liquefaction. 
• Minor changes to topography. 

Minimization Measure GEO-1: Final Geotechnical 
Report. During Final Design, a qualified geotechnical 
engineer will conduct a comprehensive geologic and 
geotechnical investigation and prepare a design-level 
geotechnical report. This report will document 
geology-related constraints and hazards such as fault-
induced ground rupture, slope instability, settlement, 
liquefaction, or related secondary seismic impacts that 
may be present along the alignment of the Build 
Alternative. The performance standard for this report 
will be the California Department of Transportation’s 
(Caltrans) Geotechnical Manual (2012 or most recent 
version) standards as they apply to the project 
features and structures. The measures recommended 
in the design-level geotechnical report will be 
incorporated into the Final Design and project 
specifications. The construction contractor will 
implement the measures recommended in the design-
level geotechnical reports as included in the project 
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Resource 
Impacts 

No Build Alternative Build Alternative (Preferred Alternative) 
Avoidance, Minimization, and/or Mitigation 

Measures 
design and specifications. 

Minimization Measure GEO-2: Quality 
Assurance/Quality Control Plan. During Final 
Design, a quality assurance/quality control (QA/QC) 
plan will be prepared and implemented during 
construction. The QA/QC plan will include observing, 
monitoring, and testing by the Project Geotechnical 
Engineer and/or the Project Geologist prior to and 
during construction to confirm that the geotechnical/
geologic recommendations from the design-level 
geotechnical report and standard design and 
construction practices are fulfilled by the contractor, or 
if different site conditions are encountered, 
appropriate changes are made to accommodate such 
issues. Weekly reports will be prepared during all 
project-related grading, excavation, and construction 
activities. 

Paleontology No impacts Temporary Impacts 
• Not applicable. 

 
Permanent Impacts 
• Potential to impact scientifically valuable 

fossils and fossil-bearing formations.1 

Mitigation Measure PAL-1: Paleontological 
Mitigation Plan. 
 
During Final Design, a Paleontological Mitigation Plan 
(PMP) will be prepared and adhered to during 
construction. The PMP will follow the guidelines of the 
Society of Vertebrate Paleontologists (SVP) and 
Caltrans. The PMP requires inclusion of, but is not 
limited to, the following items a through h: 
 
a. Attendance at the pregrade meeting by a qualified 

paleontologist or representative;  
b. Preconstruction field survey by the paleontological 

mitigation team; 
c. Monitoring during construction excavation by the 

paleontological mitigation team;  

                                                 
1  This impact is less than significant with mitigation under CEQA. 
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Resource 
Impacts 

No Build Alternative Build Alternative (Preferred Alternative) 
Avoidance, Minimization, and/or Mitigation 

Measures 
d. Collection of representative samples from geologic 

formations; 
e. Sieving of bulk samples for microfossil recovery; 
f. Preparation of specimens to the point of 

identification and permanent preservation;  
g. Curation of fossils into a repository with 

permanent retrievable storage that meets 
Caltrans’ requirements; and 

h. Preparation of a Paleontological Mitigation Report 
documenting the implementation of the 
Paleontological Mitigation Plan.  

Hazardous 
Wastes and 
Materials 

No impacts Temporary Impacts 
• Potential to encounter aerially deposited 

lead (unpaved areas adjacent to SR-91), 
asbestos-containing materials (Gypsum 
Canyon bridge structure 55-0506), 
chemically treated wood waste 
(guardrails, and landscape timber, etc.), 
and lead-based paint in traffic striping 
(SR-241 and SR-91). 

• Potential to rupture an unused petroleum 
pipeline with an unspecified location that 
may contain residual material that would 
need disposal.  

• Due to historical uses in the area, there is 
a potential to encounter unrecorded 
hazardous waste during construction. 
 

Permanent Impacts 
• No impacts other than routine use of 

hazardous materials associated with 
maintenance of a transportation facility. 

Minimization Measure HAZ-1: Aerially Deposited 
Lead. Consistent with Minimization Measure MW-3 of 
the State Route 91 Corridor Improvement Project 
Final Environmental Impact Report/Environmental 
Impact Statement (SR-91 CIP 2012 Final EIR/EIS), 
dated August 2012, the Project Engineer will ensure 
that a qualified consultant conducts a new soil Aerially 
Deposited Lead (ADL) evaluation and/or investigation 
for this project at the Design Phase. The previous 
ADL test results may be used if applicable along with 
any new ADL test results. The new soil ADL 
evaluation and/or investigation will be consistent with 
the new DTSC Lead Agreement contaminant 
concentration limits. In addition, new DTSC Lead 
Agreement soil reuse requirements and restrictions 
will apply.  
 
A Lead Compliance Plan will be prepared to address 
workers’ health and safety.  
 
Minimization Measure HAZ-2: Asbestos-
Containing Materials. During the design phase, a 
certified specialist will confirm the presence or 
absence of asbestos in the Gypsum Canyon Road 
Undercrossing, if demolition/renovation of the bridge 
structure will occur as part of the Proposed Project. If 
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Resource 
Impacts 

No Build Alternative Build Alternative (Preferred Alternative) 
Avoidance, Minimization, and/or Mitigation 

Measures 
asbestos is present, the certified asbestos abatement 
specialist should monitor the disposal of the asbestos-
containing materials as they are uncovered. The 
construction contractor will comply with the Caltrans 
Standard Specifications Section 14-9.02 pertaining to 
air pollution control compliance with rules, regulations, 
ordinances, and statues during renovation and 
demolition activities.  
 

 

  Minimization Measure HAZ-3: Treated Wood 
Waste. During construction, the construction 
contractor will comply with Caltrans Standard 
Specifications Section 14-10 pertaining to the 
handling and disposal of treated wood waste. 
 
Minimization Measure HAZ-4: Traffic Striping. 
During construction, the construction contractor will 
comply with Caltrans Standard Specifications Section 
14-11 pertaining to the testing, removal, and disposal 
of any traffic striping and pavement-marking 
materials. 
 
Minimization Measure HAZ-5: Petroleum Pipeline. 
During construction, the construction contractor will 
comply with Caltrans Standard Specifications 
pertaining to excavation. The contractor shall notify 
the regional notification center, ensuring that all utility 
owners within the project disturbance limits identify 
the locations of underground transmission lines and 
facilities (including underground petroleum pipelines). 
 
Minimization Measure HAZ-6: Construction 
Contingency Plan. Prior to the start of construction, 
the construction contractor will prepare a Construction 
Contingency Plan (CCP) in accordance with Caltrans 
Unknown Hazards Procedures for Construction, in the 
Caltrans Construction Manual. The CCP will include 
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Impacts 

No Build Alternative Build Alternative (Preferred Alternative) 
Avoidance, Minimization, and/or Mitigation 

Measures 
provisions for emergency response in the event that 
unidentified hazardous materials, petroleum 
hydrocarbons, or hazardous or solid wastes are 
discovered during construction activities. The CCP will 
address field screening, contaminant materials testing 
methods, mitigation and contaminate management 
requirements, and health and safety requirements for 
construction workers.  
The construction contractor will implement the CCP 
during all construction activities. During construction, 
the Resident Engineer will require the construction 
contractor to cease work immediately if an 
unexpected release of hazardous substances is found 
in reportable quantities. If an unexpected release of 
hazardous substances is found in reportable 
quantities, the Resident Engineer will require the 
construction contractor to notify the National 
Response Center by calling 1-800-424-8802. The 
construction contractor will perform clean up of 
unexpected releases under the appropriate federal, 
State, and local agency oversight. 
 
ETC Final EIR and Final EIS Measure HW-2. 
Hazardous substances are strictly regulated by the 
Environmental Protection Agency (U.S. EPA), the 
California and National Occupational Safety and 
Health Administration (OSHA) and the United States 
Department of Transportation (DOT). The DOT 
specifies the procedures for safely transporting 
hazardous materials, as well as the procedures to 
follow in case of accidental spills during transport, in 
the 49 Code of Federal Regulations (CFR) series of 
regulations (parts 100 through 177). U.S. EPA 
specifies the requirements for proper labeling and 
placarding of hazardous substances. The American 
National Standards Institute recommends safety 
procedures for handling and storing hazardous 
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Resource 
Impacts 

No Build Alternative Build Alternative (Preferred Alternative) 
Avoidance, Minimization, and/or Mitigation 

Measures 
materials, and OSHA specifies the procedures 
required for using and storing hazardous materials. 
These procedures shall be followed during all ETC 
site preparation, grading, construction, operations, 
and maintenance. 

Air Quality • May have an incremental 
detrimental effect due to no 
reduction of congestion on 
roadway links in the Proposed 
Project vicinity. 

Temporary Impacts 
• Short-term degradation of air quality may 

occur due to the release of particulate 
emissions generated by excavation, 
grading, hauling, and other construction 
activities. 
 

Permanent Impacts 
• No new regional vehicular emission 

impacts. 
• May have a beneficial effect in helping to 

reduce congestion on roads in the 
Proposed Project vicinity. 

Minimization Measure AQ-1: Fugitive Dust Source 
Controls. During clearing, grading, earthmoving, and 
excavation operations, excessive fugitive dust 
emissions will be controlled by regular watering or 
other dust preventive measures using the following 
procedures, as specified in the South Coast Air 
Quality Management District (SCAQMD) Rule 403.  
 
• All material excavated or graded will be 

sufficiently watered to prevent excessive amounts 
of dust.  

• Watering will occur at least twice daily with 
complete coverage, preferably in the late morning 
and after work is done for the day.  

• All material transported on site or off site will be 
either sufficiently watered or securely covered to 
prevent excessive amounts of dust. The area 
disturbed by clearing, grading, earthmoving, or 
excavation operations will be minimized so as to 
prevent excessive amounts of dust.  

• These control techniques will be indicated in 
project specifications. Visible dust beyond the 
property line emanating from the Proposed 
Project will be prevented to the maximum extent 
feasible. 

 
Minimization Measure AQ-2: Ozone Precursor 
Emission Controls. Project grading plans will show 
the duration of construction. Ozone precursor 
emissions from construction equipment vehicles will 
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Impacts 

No Build Alternative Build Alternative (Preferred Alternative) 
Avoidance, Minimization, and/or Mitigation 

Measures 
be controlled by maintaining equipment engines in 
good condition and in proper tune per manufacturers’ 
specifications. 
 
Minimization Measure AQ-3: Prevention of Spills 
onto Public Streets. All trucks hauling excavated or 
graded material on site will comply with State Vehicle 
Code Section 23114, with special attention to 
Sections 23114(b)(F), (e)(2), and (e)(4), as amended, 
regarding the prevention of such material spilling onto 
public streets and roads. 
 
Minimization Measure AQ-4: Caltrans Standard 
Specifications for Construction. The contractor will 
adhere to Caltrans Standard Specifications for 
Construction (Sections 14.9 02 and 14 9.03). 
 
Minimization Measure AQ-5: Construction 
Vehicles Prohibition. All construction vehicles both 
on- and off-site shall be prohibited from idling in 
excess of 5 minutes. 

Noise No impacts Temporary Impacts 
• Noise from construction activities may 

intermittently dominate the noise 
environment in the immediate area of 
construction. However, construction noise 
would be short-term, intermittent, and 
overshadowed by local traffic noise. 
 

Permanent Impacts 
• Noise levels would increase by 3 dBA or 

less, which is barely perceptible to the 
human ear. 

Minimization Measure N-1: Control of 
Construction Noise Levels. The control of noise 
from construction activities will conform to the 
California Department of Transportation (Caltrans) 
Standard Specifications, Section 14-8.02, “Noise 
Control.” The nighttime noise level from the 
contractor’s operations, between the hours of 9:00 
p.m. and 6:00 a.m., will not exceed 86 A-weighted 
decibels (dBA) one-hour A weighted equivalent 
continuous sound level (Leq(h)) at a distance of 50 
feet.  
 
Measure N-2: Deck Specifications. To ensure that 
noise impacts are minimized, the deck texture on the 
direct connector ramps will be constructed using the 
new quieter longitudinally-tined Groove and Grind 
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No Build Alternative Build Alternative (Preferred Alternative) 
Avoidance, Minimization, and/or Mitigation 

Measures 
deck specifications, instead of a transversely-tined 
texture. 

Energy • Temporary indirect impacts from 
the manufacture of vehicles that 
operate on SR-241 and SR-91. 

• Increase in VHT in 2017 and 
2040, which will increase energy 
consumption when compared to 
the Build Alternative. 
 

Temporary Impacts 
• Indirect energy impacts from the 

manufacture of vehicles that would 
operate on the project facilities and be 
used for project construction. However, 
the Proposed Project would not, on its 
own, increase the manufacture of 
vehicles; therefore, the per-vehicle 
indirect energy impacts for the baseline 
(No Build), the Build Alternative, and the 
existing condition would all be the same. 

• Energy costs associated with construction 
of roads and structures. 
 

Permanent Impacts 
• Total net change in VHT in 2017 would 

decrease by 726 VHT, indicating a slight 
increase in efficiency compared to the No 
Build Alternative. Therefore, vehicle 
fuel/energy consumption would be 
reduced. 

• A 0.3 percent reduction in direct energy 
use annually in 2040 due to reduction in 
VMT. 

• A 1.5 percent increase in maintenance-
related permanent indirect energy 
consumption in 2040 due to increase in 
VMT.  

None 
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Measures 
Natural 
Communities 

No impacts Temporary Impacts 
• Impacts to 31.26 acres of coastal sage 

scrub within the NCCP/HCP Plan Area. 
• Impacts to 0.02 acre of coastal sage 

scrub outside the NCCP/HCP Plan Area.  
• Impacts to 8 coast live oak and 15 

sycamore trees.  
• Impacts to Windy Ridge Wildlife 

Undercrossing. 
 

Permanent Impacts 
• Impacts to 13.66 acres of coastal sage 

scrub within the NCCP/HCP Plan Area. 
• Impacts to 6 coast live oak trees. 
 

Minimization Measure NC-1: Coastal California 
Gnatcatcher Environmentally Sensitive Areas. 
Prior to the commencement of grading operations or 
other activities involving substantial soil disturbance, 
all areas of CSS habitat to be avoided under the 
provisions of the NCCP/HCP shall be identified with 
temporary fencing or other markers clearly visible to 
construction personnel. Additionally, prior to the 
commencement of grading operations or other 
activities involving disturbance of CSS, a survey will 
be conducted to locate CAGN and cactus wrens 
within 100 ft of the outer extent of projected soil 
disturbance activities. The locations of any such 
species shall be clearly marked and identified on the 
construction/grading plans. 
 
Minimization Measure NC-2: Nesting Coastal 
California Gnatcatchers. During clearing or 
construction, to the maximum extent practicable, no 
grading of CSS habitat that is occupied by nesting 
CAGN will occur during the breeding season 
(February 15 through July 15). It is expressly 
understood that this provision and the remaining 
provisions of these “construction-related minimization 
measures” are subject to public health and safety 
considerations. These considerations include 
unexpected slope stabilization, erosion control 
measures, and emergency facility repairs. In the event 
of such public health and safety circumstances, 
landowners or public agencies/utilities will provide 
USFWS/CDFW with the maximum practicable notice 
(or such notice as is specified in the NCCP/HCP) to 
allow for capture of CAGN, cactus wrens 
(Campylorhynchus brunneicapillus), and any other 
CSS Identified Species that are not otherwise flushed 
and will carry out the following measures only to the 
extent practicable in the context of the public health 
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Measures 
and safety considerations. (Note: While this text is 
taken directly from NCCP/HCP Construction 
Minimization Measures, to preserve their integrity, the 
capture and relocation of birds is not encouraged or 
authorized by the USFWS.) 
 
The breeding season is now considered to be from 
February 15 through August 31; therefore, these 
dates are applicable to this measure. 
 
Minimization Measure NC-3: Biological Monitor. A 
monitoring biologist acceptable to USFWS/CDFW will 
be on site during any clearing of CSS. The landowner 
or relevant public agency/utility will advise USFWS/
CDFW at least 7 calendar days (preferably 14 
calendar days) prior to the clearing of any habitat 
occupied by Identified Species to allow USFWS/
CDFW to work with the monitoring biologist in 
connection with bird flushing/capture activities. The 
monitoring biologist will flush Identified Species (avian 
or other mobile Identified Species) from occupied 
habitat areas immediately prior to brush-clearing and 
earth-moving activities. If birds cannot be flushed, 
they will be captured in mist nets, if feasible, and 
relocated to areas of the site to be protected or to the 
NCCP/HCP Reserve System. (Note: While this text is 
taken directly from NCCP/HCP Construction 
Minimization Measures, to preserve their integrity, the 
capture and relocation of birds is not encouraged or 
authorized by the USFWS.) It will be the responsibility 
of the monitoring biologist to ensure that Identified 
Species will not be directly impacted by brush-clearing 
and earth-moving equipment in a manner that also 
allows for construction activities on a timely basis. 
 
Minimization Measure NC-4: Coastal Sage Scrub 
Environmentally Sensitive Area. Following the 
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Measures 
completion of initial grading/earth movement activities, 
all areas of CSS habitat to be avoided by construction 
equipment and personnel will be marked with 
temporary fencing or other appropriate markers 
clearly visible to construction personnel. No 
construction access, parking, or storage of equipment 
or materials will be permitted within such marked 
areas. 
 
Minimization Measure NC-5: Coastal Sage Scrub 
Access Restrictions. In areas bordering the 
NCCP/HCP Reserve System or Special Linkage/
Special Management areas containing substantial 
CSS identified in the NCCP/HCP for protection, 
vehicle transportation routes between cut-and-fill 
locations will be restricted to a minimum number 
during construction consistent with project 
construction requirements. Waste dirt or rubble will 
not be deposited on adjacent CSS identified in the 
NCCP/HCP for protection. Preconstruction meetings 
involving the monitoring biologist, construction 
supervisors, and equipment operators will be 
conducted and documented to ensure maximum 
practicable adherence to these measures. 
 
Minimization Measure NC-6: Coastal Sage Scrub 
Dust Control. CSS identified in the NCCP/HCP for 
protection and located within the likely dust drift radius 
of construction areas shall be periodically sprayed 
with water to reduce accumulated dust on the leaves 
as recommended by the monitoring biologist. 
 
Minimization Measure NC-7: Coast Live Oak Tree 
Environmentally Sensitive Areas. Prior to clearing 
or construction, highly visible barriers and, as needed, 
silt fencing will be installed around the protected zone 
of any oak tree or oak habitat. Such areas will be 
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Measures 
designated on the project specifications as 
Environmentally Sensitive Areas (ESAs) to be 
preserved. The ESAs will extend 5 ft outside the 
dripline or 15 ft from the trunk of each tree, whichever 
is greater, unless the area includes a road shoulder or 
existing asphalt. In those instances, safety requires 
the road shoulder or existing asphalt not be included 
in the ESA and the boundary of the ESA will be 
modified accordingly. These modified ESAs are 
included because impacts to oaks may occur within 
these road shoulder and asphalt areas if roots 
become exposed, soil surrounding roots is 
excessively compacted, material is deposited over 
roots, or branches or roots are broken or damaged.  
 
In addition, to avoid breaking overhanging branches, 
branch trimming may be required. Proper tree pruning 
procedures will be followed.  
 
No grading or fill activity of any type will be permitted 
within the ESAs for trees that are expected to be 
preserved. In addition, heavy equipment, including 
motor vehicles, will not be allowed to operate in the 
ESAs. All construction equipment will be operated in 
such a manner as to prevent accidental damage to 
nearby oaks. No structure of any kind, or incidental 
storage of equipment or supplies, will be allowed in 
the ESAs. Silt fence barriers will be installed at the 
ESA boundaries to prevent accidental deposition of fill 
material in areas where trees are immediately 
adjacent to planned construction activities. 
 
Minimization Measure NC-8: Coast Live Oak Tree 
Replacement. During Final Design, the TCA will 
develop a revegetation program to help compensate 
for lost oak trees with spacing criteria to be 
determined by the Project Biologist. Senate 
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Measures 
Concurrent Resolution No. 17 (filed with the Secretary 
of State on September 1, 1989) requests all State 
agencies to preserve and protect native oak 
woodlands to the maximum extent feasible or to 
provide for replacement plantings. Impacts to any oak 
trees (excluding California scrub oaks) with trunk 
sizes greater than 8 inches diameter at breast height 
(dbh), but less than 36 inches dbh, will be replaced at 
a minimum mitigation-to-impact ratio of 1:1. Heritage 
oaks (oaks greater than 36 inches dbh) will be 
replaced at a minimum mitigation-to-impact ratio of 
3:1. Replacement resources will include a 
combination of plantings such as acorns, 5-gallon, 
and 15-gallon trees and/or transplantation where 
feasible. Replacement plantings may take place in 
TCA or Caltrans right-of-way or suitable areas in 
proximity to the project limits. 
 
Minimization Measure NC-9: Existing Wildlife 
Fencing. If necessary for construction access, the 
existing wildlife fencing will be removed only after 
installation of temporary fencing to protect against 
wildlife-vehicle incidents during construction. 
Temporary fencing will be the same or greater height 
than the existing wildlife fencing and must be 
maintained and functional throughout project 
construction. After construction, any temporary 
fencing will be replaced with new permanent fencing 
consistent with the existing wildlife fencing. 
 
Minimization Measure NC-10: Windy Ridge 
Wildlife Undercrossing and Coal Canyon 
Undercrossing Revegetation. Following the 
completion of the project construction, all disturbed 
habitat adjacent to Windy Ridge Wildlife 
Undercrossing and Coal Canyon Undercrossing will 
be restored with native vegetation consistent with the 



Summary 
 

SR-241/SR-91 Tolled Express Lanes Connector Project Final Supplemental EIR/EIS S-41

Table S-1  Summary of Project Impacts 

Resource 
Impacts 

No Build Alternative Build Alternative (Preferred Alternative) 
Avoidance, Minimization, and/or Mitigation 

Measures 
1994 Biological Opinion and the 2019 Biological 
Opinion, as applicable. 

Minimization Measure NC-11: Construction 
Lighting and Staging. Construction equipment 
maintenance, lighting, and staging must be in 
designated areas, away from Windy Ridge Wildlife 
Undercrossing and Coal Canyon Undercrossing. 

Minimization Measure NC-12: Windy Ridge 
Wildlife Undercrossing and Coal Canyon 
Undercrossing Avoidance. During construction, 
Windy Ridge Wildlife Undercrossing and Coal Canyon 
Undercrossing will be avoided as much as is feasible. 
Activity that must take place at the Windy Ridge 
Wildlife Undercrossing and Coal Canyon 
Undercrossing will be done as quickly as possible and 
only during daylight hours.  

Noise levels generated from construction activities at 
Coal Canyon Undercrossing shall not exceed 5 
A-weighted decibels (dBA) above the ambient noise 
level within 100 ft from the edge of roadway. 

Minimization Measure NC-13: Windy Ridge 
Wildlife Undercrossing and Coal Canyon 
Undercrossing Access. Windy Ridge Wildlife 
Undercrossing and Coal Canyon Undercrossing will 
be kept clear of all equipment or structures that could 
potentially serve as barriers to wildlife passage. 
 
Minimization Measure NC-14: Windy Ridge 
Wildlife Undercrossing Construction Staging. 
Within Windy Ridge Wildlife Undercrossing, structures 
required for bridgework will be erected as to not block 
the main underpass. Scaffolding and false work will 
be restricted to the sides of the underpass to maintain 
the functionality of the crossing for wildlife movement. 
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Measures 
 
Minimization Measure NC-15: Western Riverside 
County Multiple Species Habitat Conservation 
Plan Construction Guidelines. Construction 
activities in the SR-91 Advanced Signage Area in 
Riverside County will comply with the objectives, 
policies, procedures, and guidelines from Section 
7.5.3, Construction Guidelines, as well as BMPs 
outlined in Appendix C (WR-MSHCP Volume 1) of the 
Western Riverside County Multiple Species Habitat 
Conservation Plan (WR-MSHCP). 
 
The applicable guidelines from Section 7.5.3: 
Construction Guidelines are: 
 
• When work is conducted during the fire season (as 

identified by the Riverside County Fire 
Department) adjacent to coastal sage scrub or 
chaparral vegetation, appropriate fire-fighting 
equipment (e.g., extinguishers, shovels, and water 
tankers) shall be available on the site during all 
phases of project construction to help minimize the 
chance of human-caused wildfires. Shields, 
protective mats, and/or additional fire preventative 
methods shall be used during grinding, welding, 
and other spark-inducing activities. Personnel 
trained in fire hazards, preventative actions, and 
responses to fires shall advise contractors 
regarding fire risk from all construction-related 
activities. 

• Waste, dirt, rubble, or trash shall not be deposited 
in the Conservation Area or on native habitat. 

 

The applicable practices from the 15 practices listed 
in Appendix C: Standard Best Management Practices 
are: 
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• The footprint of disturbance shall be minimized to 

the maximum extent feasible. Access to sites shall 
be via pre-existing access routes to the greatest 
extent possible. 

• To avoid attracting predators of the species of 
concern, the project site shall be kept clean of 
debris. All food-related trash items shall be 
enclosed in sealed containers and regularly 
removed from the project site. 

• Construction employees shall strictly limit their 
activities, vehicles, equipment, and construction 
materials to the footprint and designated staging 
areas and routes of travel. The construction 
area(s) shall be the minimal area necessary to 
complete the project construction activities and 
shall be specified in the construction plans. 
Construction limits will be fenced with orange snow 
screen. Exclusion fencing should be maintained 
until the completion of all construction activities. 
Employees shall be instructed that their activities 
are restricted to the construction areas. 

• The Permittee shall have the right to access and 
inspect any sites of approved projects including 
any restoration/enhancement area for compliance 
with project approval conditions including these 
BMPs. 

 
Avoidance and Minimization Measure NC-16: 
Sensitive Species and Habitats. In conjunction with 
the final design and prior to site preparation, all 
sensitive species and special habitats within 300 feet 
of the Project Area shall be mapped on the grading 
plans by a qualified biologist. Sensitive and candidate 
species and special habitats shall be defined as: 
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• Coastal California gnatcatcher 
• Cactus wren 
• Designated critical habitat for Coastal California 

gnatcatcher 
• Thread-leaved brodiaea 
• Designated critical habitat for Braunton’s milk-

vetch  
• Least Bell’s vireo 
• Southwestern willow flycatcher 
• Drainages and streambeds  
• Coastal sage scrub 
• Coast Live Oak Woodland 
 
Avoidance and Minimization Measure NC-17: 
Cactus. Prior to clearing and grubbing and 
construction, cactus will be saved where feasible, for 
use in revegetation efforts. 
 
ETC Final EIR and Final EIS Measure B-2. Prior to 
grading and site preparation, all native oak, sycamore, 
and willow trees of 4 inches in diameter at breast 
height (DBH-4.5 ft from mean ground level) within the 
Project limits and within 20 ft of grading and 
construction operations shall be tagged and 
numbered with permanent tags. The tag numbers of 
the trees to be protected and those to be removed 
shall be noted. Records of these numbers shall be 
kept by TCA, the Resource Management Coordinator/
Monitor and the Orange County Environmental 
Management Agency/Environmental Planning 
Division for use in mitigation/replacement and 
monitoring of tree resources before, during and after 
grading and construction activities. 
 
ETC Final EIR and Final EIS Measure B-3. Prior to 
grading and site preparation, all trees subject to 
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removal shall be marked with a red “X” on the trunk. 
Trees to be preserved shall be marked with yellow 
flagging visible from all direction. 
 
 
ETC Final EIR and Final EIS Measure B-4. In 
conjunction with grading, site preparation and 
construction, short term soil stabilization using 
accepted soil protection techniques and native 
species shall be conducted under the direction of a 
qualified biologist, where determined to be 
appropriate to protect sage scrub communities. 
 
ETC Final EIR and Final EIS. Measure B-8. For the 
period covering all site preparation, grading and 
construction, a resource management coordinator 
shall monitor wildlife [and plant] habitat preservation 
to ensure that the ESAs and areas outside the 
Caltrans right-of-way are not adversely impacted. The 
monitor shall be on site before, during, and after the 
completion of site preparation, grading and 
construction. 
 
ETC Final EIR and Final EIS Measure B-11. Prior to 
site preparation, grading and construction, the TCA 
shall implement procedures for protecting sensitive 
and candidate species and special habitats 
[particularly Braunton’s milk-vetch critical habitat] 
identified and mapped on grading plans during site 
preparation, grading, construction and maintenance 
activities by following Caltrans Environmentally 
Sensitive Area procedures  
 
ETC Final EIR and Final EIS Measure B-25. During 
site preparation and grading, the TCA shall phase 
operations around important habitat areas to allow for 
completion of nesting and breeding activities for the 
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coastal California gnatcatcher and raptor species 
occurring in oak woodland. This measure will be 
conducted and overseen by a qualified biologist. 

Wetlands and 
Other Waters 

No impacts Temporary Impacts 
• Impacts to less than 0.53 acre of non-

wetland USACE waters inside Caltrans 
right-of-way and less than 0.01 acres 
outside Caltrans right-of-way. 

• Potential for indirect impacts to functions 
and values of on-site drainages and 
downstream areas. 

• Impacts to approximately 1.01 acres of 
CDFW jurisdictional areas inside Caltrans 
right-of-way and approximately 0.03 acre 
outside Caltrans right-of-way. 

• Impacts to less than 0.53 acre of RWQCB 
jurisdictional areas inside Caltrans right-
of-way and less than 0.01 acre outside 
Caltrans right-of-way. 

Permanent Impacts 
• Impacts to approximately 0.45 acre of 

USACE jurisdictional non-wetland waters 
inside Caltrans right-of-way and 
approximately 0.02 acre outside Caltrans 
right-of-way. 

• Impacts to approximately 0.66 acre of 
CDFW jurisdictional areas inside Caltrans 
right-of-way and approximately 0.20 acre 
outside Caltrans right-of-way. 

• Impacts to approximately 0.45 acre of 
RWQCB jurisdictional areas inside 
Caltrans right-of-way and approximately 
0.02 acre outside Caltrans right-of-way. 

Minimization Measure WET-1: Nationwide Permit. 
Prior to initiation of construction, a permit will be 
obtained through the United States Army Corps of 
Engineers (USACE) pursuant to Section 404 of the 
Clean Water Act. As part of coordination with the 
USACE, a Nationwide Permit will be pursued, if 
appropriate. 
 
Minimization Measure WET-2: Streambed 
Alteration Agreement. Prior to initiation of 
construction, a Streambed Alteration Agreement 
(SAA) with the California Department of Fish and 
Wildlife will be obtained and any specifications in the 
SAA will be implemented. 
 
Minimization Measure WET-3: Water Quality 
Certification. Prior to initiation of construction, a 
Section 401 Water Quality Certification from the Santa 
Ana Regional Water Quality Control Board will be 
obtained and any specifications in the Certification will 
be implemented. 
 
ETC Final EIR and Final EIS Measure B-13. In 
conjunction with final design, the TCA shall, to the 
extent feasible, construct stream bank reinforcements 
of ungrouted riprap gabions or other appropriate 
material at the shallowest possible slope (2:1 or less), 
allowing for the replacement of soil and the 
subsequent revegetation of these areas with riparian 
plant species. 
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Plant Species No impacts Temporary Impacts 

• Potential indirect impacts to California 
black walnut trees near the Gypsum 
Canyon off-ramp due to the potential for 
fuel spills from construction equipment 
and activities of construction equipment or 
personnel outside designated 
construction areas and ESAs in the 
vicinity of the trees. 

• Potential direct impacts to Coulter’s 
Matilija poppy and potential temporary 
indirect impacts due to the potential for 
fuel spills from construction equipment 
and activities of construction equipment or 
personnel outside designated 
construction areas and ESAs. 
 

Permanent Impacts 
• Potential direct impacts to 3 California 

black walnut saplings. 
• Coulter’s Matilija poppies in the slope 

area south of SR-91 would be removed. 

Minimization Measure PS-1: California Black 
Walnut Environmentally Sensitive Areas. Prior to 
clearing or construction, highly visible barriers (such 
as orange construction fencing) will be installed 
around the protected zone of any southern California 
black walnut tree and designated as an 
Environmentally Sensitive Area (ESA) to be preserved 
for those trees not within the footprint of project 
structures or areas of ground disturbance. The 
protected zone will extend 5 feet (ft) outside of the 
drip line or 15 ft from the trunk of the tree, whichever 
is greater. No grading or fill activity of any type will be 
permitted within the ESA. In addition, no construction 
activities, materials, or equipment will be allowed 
within the ESAs. All construction equipment will be 
operated in a manner so as to prevent accidental 
damage to nearby California black walnut trees. No 
structure of any kind, or incidental storage of 
equipment or supplies, will be allowed within the ESA. 
Silt fence barriers will be installed at the ESA 
boundary to prevent accidental deposition of fill 
material in areas where trees are immediately 
adjacent to planned grading activities. 
 
Minimization Measure PS-2: California Black 
Walnut Sapling Relocations. The California black 
walnut saplings in the median of the SR-241/SR-91 
interchange will be assessed at the time of 
construction and relocated within Caltrans right-of-
way, if feasible. If not feasible, replacement planting of 
the California black walnut saplings will be done at a 
minimum 2:1 ratio. 
 
Minimization Measure PS-3: Coulter’s Matilija 
Poppies Environmentally Sensitive Areas. 
Prior to clearing or construction, highly visible barriers 
(such as orange construction fencing) 
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will be installed around the protected zone of any 
Coulter’s Matilija poppies and designated as an 
ESA to be preserved to the extent feasible. The 
protected zone will extend 5 ft outside of the 
vegetation edge. No grading or fill activity of any 
type will be permitted within the ESA. In addition, 
no construction activities, materials, or equipment 
will be allowed within the ESAs. All construction 
equipment will be operated in a manner so as to 
prevent accidental damage to nearby Coulter’s 
Matilija poppies. No structure of any kind, or incidental 
storage of equipment or supplies, will be allowed 
within the ESA. Silt fence barriers will be installed at 
the ESA boundary to prevent accidental deposition of 
fill material in areas where Coulter’s Matilija poppies 
are adjacent to planned grading activities. 

Animal Species No impacts Temporary Impacts 
• May redirect foraging golden eagles away 

from the borders of the BSA during 
construction. 

• Potential indirect impacts to species that 
occupy the coastal sage scrub and 
chaparral natural communities through 
the disturbance of potentially suitable 
habitat.  

• Impacts to special-status bat species 
including noise, dust, night lighting, and 
human encroachment, and reduced 
access to roost sites in the crevices of 
bridges and overhead structures. 

• Potential indirect impacts to grassland 
and open space species through the 
disturbance of approximately 14.1 acres 
of potential habitat. 

• Direct impacts to nesting birds through 
vegetation clearing, grading, and tree 
removal. 

Minimization Measure AS-1: Nesting Birds. Prior to 
clearing or construction, to avoid impacts to nesting 
birds, any native vegetation removal or tree- (native or 
exotic) trimming activities will occur outside of the bird 
nesting season (February 15 through August 31). In 
the event that vegetation clearing is necessary during 
the nesting season or if construction activities or 
access have the potential to impact nesting birds, a 
qualified biologist will conduct a preconstruction 
survey to identify the locations of nests. Should 
nesting birds be found, an exclusionary buffer will be 
established by the qualified biologist. This buffer will 
be clearly marked in the field by construction 
personnel under guidance of the qualified biologist, 
and construction or clearing will not be conducted 
within this zone until the qualified biologist determines 
that the young have fledged or the nest is no longer 
active. 
 
Construction of the Coal Canyon Undercrossing 
access ramp and widening of Windy Ridge Wildlife 
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• Potential indirect impacts to nesting birds 

due to disturbances near trees occupied 
by nesting birds if tree-trimming activities 
were to occur during the nesting season. 
 

Permanent Impacts 
• Indirect impacts to species that occupy 

coastal sage scrub and chaparral through 
the removal of potential suitable habitat. 

• Indirect impacts to special-status 
grassland animal species through 
potential habitat loss. 

• Potential indirect impacts to nesting birds 
due to loss of foraging and nesting habitat 
as a result of loss of vegetation or 
changes in habitat types. 

Undercrossing will be conducted outside the bird 
nesting season (February 15 through August 31). 
 
Periodic monitoring by the project biologist will be 
conducted as needed to ensure that construction 
activities do not impact bridge-nesting birds at Coal 
Canyon Undercrossing and Windy Ridge Wildlife 
Undercrossing. 
 
Minimization Measure AS-2: Bat Maternity 
Roosting Survey. A qualified bat biologist will survey 
the Project Area during the maternity roosting period, 
typically in June, to assess the potential for its use as 
a maternity roost because maternity roosts are 
generally formed in late spring. The qualified bat 
biologist will also perform preconstruction surveys 
because bat roosts can change seasonally. The 
surveys will include a combination of structure 
inspection, sampling, exit counts, and acoustic 
surveys. 
 
Minimization Measure AS-3: Bridgework 
Schedule. To prevent impacts to bridge and crevice-
roosting bats, all bridgework will be scheduled 
between September 1 and November 30 to avoid 
hibernating bats and the maternity season. If this is 
not feasible, temporary bat eviction and exclusion 
devices will be installed between September 1 and 
November 20 prior to the initiation of construction 
activities and under the supervision of a qualified bat 
biologist. Exclusion devices will be installed during the 
fall, or as otherwise directed by a qualified biologist, to 
avoid trapping flightless young inside during the 
summer months or hibernating individuals during the 
winter. Such exclusion efforts will be continued to 
keep the structures free of bats until the completion of 
construction on those structures, at which time the 
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devices will be removed to allow the bats to resume 
roosting in the structure and prevent any permanent 
loss of bat-roosting habitat. All bat exclusion 
techniques will be coordinated between the District 
Biologist and the resource agencies. 

Avoidance and Minimization Measure AS-4: 
Construction Work Activities. To avoid or minimize 
impacts to bats at a night roost, work activities are not 
to occur within 100 feet of the structure between 
sunset and sunrise. If construction work must be 
performed at night in the vicinity of the bridge 
structure containing a night roost, noise and direct 
lighting will be directed away from the structure or 
lighting will be specifically focused on the section of 
the bridge actively under construction to minimize 
impacts to night-roosting bats. 
 
Avoidance and Minimization Measure AS-5: Bird 
Exclusion Netting. Airspace access to and from a 
bridge structure containing a night roost will not be 
restricted. Bird exclusion netting will not be used 
unless made from thick plastic and installed with no 
exposed overlap joints. Clearing of vegetation in the 
vicinity of the structure will also be minimized to the 
greatest extent practicable. 
 
Minimization Measure AS-6: Unfilled Expansion. 
Subject to public health and safety considerations, 
existing unfilled expansion joints will remain unfilled 
and unobstructed to prevent permanent loss of 
existing day- and/or night-roosting habitat. Habitat for 
bats may be enhanced in the project limits by leaving 
newly created expansion joints unrubberized so that 
they are available to bats for day roosting after 
construction is complete. 
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Avoidance Measure AS-7: Burrowing Owl Survey. 
In accordance with the California Department of Fish 
and Wildlife survey guidelines for burrowing owl, a 
take avoidance survey shall be conducted no less 
than 14 days prior to initiating ground-disturbance 
activities and, if time lapses between project activities, 
a final survey may be conducted within 24 hours prior 
to ground disturbance. 

Threatened and 
Endangered 
Species 

No impacts Temporary Impacts 
• Potential indirect impacts through the 

accumulation of dust on the leaves of any 
Braunton’s milk-vetch plants in 
designated critical habitat. 

• Potential to impact thread-leaved 
brodiaea. 

• Potential to redirect foraging bald eagles, 
least Bell’s vireo, and southwestern willow 
flycatcher away from the BSA. 

• Indirect impacts to coastal California 
gnatcatcher due to increased exposure to 
noise, vibration, dust, nighttime lighting, 
and human presence. 

• Direct impacts to coastal California 
gnatcatcher through habitat disturbance 
and removal. 

• Impacts to 11.85 acres of coastal 
California gnatcatcher occupied habitat in 
the median of the SR-241/SR-91 
interchange in the NCCP/HCP Plan Area. 

• Impacts to 12.8 acres of designated 
coastal California gnatcatcher critical 
habitat in the NCCP/HCP Plan Area. 

• Impacts to 7.96 acres of designated 
coastal California gnatcatcher habitat 
outside the NCCP/HCP Plan Area in 
Caltrans right-of-way. 

 

Avoidance Measure TE-1: Construction Work 
Limits Review. During Final Design, the construction 
work limits will be reviewed to ensure that the lateral 
work limits are reduced to avoid designated 
Braunton’s milk-vetch critical habitat and that 
construction staging areas are located in areas that 
have been previously disturbed or developed. All 
designated critical habitat for Braunton’s milk-vetch 
adjacent to and outside the project disturbance limits 
will be delineated on the project specifications as 
environmentally sensitive areas (ESAs) prior to any 
construction activities near those areas. 
 
Avoidance Measure TE-2: Thread-Leaved 
Brodiaea Preconstruction Surveys and 
Environmentally Sensitive Areas. Preconstruction 
surveys will be conducted to determine if thread-
leaved brodiaea is present in the Project Area. If this 
species is found in the Project Area, prior to clearing 
or construction, highly visible barriers (such as orange 
construction fencing) will be installed around the 
protected zone of any thread-leaved brodiaea 
individuals and designated as an ESA to be preserved 
to the extent feasible. The protected zone will extend 
5 feet (ft) outside of the vegetation edge. No grading 
or fill activity of any type will be permitted within the 
ESA. In addition, no construction activities, materials, 
or equipment will be allowed within the ESAs. All 
construction equipment will be operated in a manner 
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Permanent Impacts 
• Potential minor impacts to thread-leaved 

brodiaea habitat. 
• Indirect impacts to coastal California 

gnatcatcher as a result of increased 
exposure to noise, vibration, and dust.  

• Take of coastal California gnatcatcher in 
the NCCP/HCP Plan Area through the 
permanent loss of 2.98 acres of occupied 
habitat in the median of the existing 
junction of SR-241 and SR-91.1 

• Take of designated coastal California 
gnatcatcher critical habitat in the 
NCCP/HCP Plan Area through the 
permanent loss of approximately 19.72 
acres.1 

• Take of designated coastal California 
gnatcatcher habitat outside the 
NCCP/HCP Plan Area as a result of 
impacts to 1.18 acres in Caltrans right-of-
way.1 

• Potential loss of a minimal amount 
(approximately 1 acre of chaparral) of 
potential foraging habitat for least Bell’s 
vireo and southwestern willow flycatcher. 

so as to prevent accidental damage to nearby thread-
leaved brodiaea. No structure of any kind, or 
incidental storage of equipment or supplies, will be 
allowed within the ESA. Silt fence barriers will be 
installed at the ESA boundary to prevent accidental 
deposition of fill material in areas where thread-leaved 
brodiaea is adjacent to planned grading activities. 
 
Avoidance Measure TE-3: Coastal California 
Gnatcatcher Survey. Prior to the commencement of 
grading operations or other activities involving 
disturbance of coastal sage scrub or areas of coastal 
California gnatcatcher designated critical habitat (with 
constituent elements), a survey will be conducted to 
locate coastal California gnatcatcher within 100 ft of 
the outer extent of projected soil disturbance activities 
and the locations of coastal California gnatcatchers 
shall be clearly marked and identified on the 
construction/grading plans. The 100 ft buffer outside 
the project soil disturbance limits will be clearly 
marked in the field by construction personnel under 
the guidance of the biologist. Construction or clearing 
will not be conducted within the project disturbance 
limits adjacent to the 100 ft buffer until the biologist 
determines that the young have fledged or the nest is 
no longer active. 
 
Avoidance Measure TE-4: Barrier Installation. Prior 
to clearing or construction, highly visible barriers 
(such as orange construction fencing) will be installed 
around coastal sage scrub and coastal California 
gnatcatcher designated critical habitat (with 
constituent elements) adjacent to and outside the 
project footprint to designate ESAs. No grading or fill 

                                                 
1  This impact is less than significant with mitigation under CEQA. 
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activity of any type will be permitted within the ESAs 
and no construction activities, materials, or equipment 
will be allowed within the ESAs. All construction 
equipment will be operated in a manner so as to 
prevent accidental damage to nearby ESAs. No 
structure of any kind, or incidental storage of 
equipment or supplies, will be allowed within the 
ESAs. Silt fence barriers will be installed at the ESA 
boundaries adjacent to the project footprint to prevent 
accidental deposition of fill material in areas where 
vegetation is adjacent to planned grading activities. 
 
Avoidance Measure TE-5: Construction Activities 
Monitoring. A qualified biologist will monitor all 
construction activities for the duration of the project 
construction in areas adjacent to ESAs to flush out 
any wildlife species present from the construction 
areas prior to construction and to ensure that 
vegetation removal, best management practices, 
ESAs, and all avoidance and minimization measures 
are properly followed. 

 
Avoidance and Minimization Measure TE-6: 
Shielded Lighting. Shielded lighting will be used for 
any nighttime construction adjacent to coastal sage 
scrub within coastal California gnatcatcher designated 
critical habitat to avoid and minimize artificial night 
lighting effects on the gnatcatcher. 
 
Mitigation Measure TE-7: Section 7 Consultation 
and Biological Opinion. Section 7 consultation was 
conducted with the United States Fish and Wildlife 
Service (USFWS) to address effects to coastal 
California gnatcatcher and coastal California 
gnatcatcher-occupied and/or critical habitat outside 
the Natural Communities Conservation Plan (NCCP) 



Summary 
 

SR-241/SR-91 Tolled Express Lanes Connector Project Final Supplemental EIR/EIS S-54

Table S-1  Summary of Project Impacts 

Resource 
Impacts 

No Build Alternative Build Alternative (Preferred Alternative) 
Avoidance, Minimization, and/or Mitigation 

Measures 
Area. Requirements from the 2019 Biological Opinion 
are listed below. 
 
Temporary impacts to coastal sage scrub and native 
plant restoration will be offset through restoration of 
6.84 acres with coastal sage scrub (not as mitigation 
slopes; coastal sage scrub will be the baseline 
condition for future consultations). 
 
Temporary impacts to chaparral, oak woodland, 
nonnative grassland, and ruderal in designated critical 
habitat will be offset through restoration of 7.31 acres 
with native fuel modification zone species1 (not 
mitigation slopes). 
 
Permanent impacts to coastal sage scrub and native 
plant restoration will be offset through: on-site 
restoration of  8.73 acres (6.98 acres with coastal 
sage scrub and 1.75 acres with native fuel 
modification zone species [not mitigation slopes]); off-
site mitigation of 19.63 acres including advance 
restoration of 13.3 acres at Strawberry Farms (9.75 
acres of coastal sage scrub restoration, 1.86 acres of 
coastal sage scrub and prickly pear cactus 
restoration, 0.39 acre of native perennial grassland 
restoration, and 1.3 acre of coastal sage scrub 
enhancement); and off-site mitigation of 6.33 acres at 
Saddle Club (2.63 acres of coastal sage scrub and 
3.7 acres of coastal sage scrub/chaparral mix). 
 
Permanent impacts to chaparral, oak woodland, 
nonnative grassland, and ruderal in designated critical 
habitat will be offset through: on-site restoration of 

                                                 
1  A fuel modification zone is an area where combustible vegetation in the landscaping is modified or replaced with drought-tolerant or fire-resistant vegetation to provide protection 

against wildfires. These drought-tolerant and fire-resistant species are considered fuel modification zone species. 
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7.31 acres with native fuel modification zone species 
(not mitigation slopes); on-site restoration of 0.28 acre 
with native fuel modification zone species, with 
maintenance activities within 14 ft from edge of 
pavement (not mitigation slopes); and off-site 
mitigation of 4.24 acres at Saddle Club with coast live 
oak woodland. 
 
The conservation measures (CMs) included in the 
2019 Biological Opinion that will be implemented as 
part of the Proposed Project to avoid and minimize 
impacts to gnatcatchers are as follows: 
 
Avoidance and Minimization through Project 
Design   
CM 1. If feasible, the Soil Nail Wall Design Option will 
be selected to minimize permanent impacts to 
approximately 5 acres of land located within the 
Gypsum Canyon Nature Preserve. The final 
engineering design for this area will be reported to the 
CFWO at least 15 working days prior to initiating 
project impacts. 
 
CM 2. Permanent project lighting will be of the lowest 
illumination necessary for safety and will be directed 
toward the roadway and away from sensitive habitats 
and wildlife crossing areas. Light glare shields will be 
used to reduce the extent of illumination into sensitive 
habitats. The Caltrans Project Biologist1  will review 
the permanent lighting plans and then submit them to 
the CFWO for review and approval at least 15 working 
days prior to initiating project impacts. 

                                                 
1  The Caltrans Project Biologist will be a Caltrans biologist familiar with the federally listed species potentially affected by the project and with the habitats that support these 

species; he/she will be the primary contact for the CFWO during project implementation. 
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CM 3. A wildlife connectivity plan will be developed 
and implemented to ensure that ecosystem functions1 
are maintained by the project for the benefit of listed 
species. The plan will be provided to the CFWO for 
review and approval at least 60 days prior to initiating 
project impacts. The plan will include the following 
requirements: 
 
a. Animals may not be able to navigate steep vertical 

bends and they may not utilize culverts or crossing 
structures that have horizontal bends that limit 
visibility. The culvert at drainage feature 4 will be 
lengthened by the project but no vertical or 
horizontal bends will be constructed in the culvert 
extension; 

b. To the maximum extent feasible, rock slope 
protection will be avoided at culvert and wildlife 
crossing openings. If rock slope protection is 
required, modifications (e.g., small pebble, dirt, or 
grouted movement pathways) will be made such 
that animals of all sizes can access culverts and 
wildlife crossings; 

c. If stream bank reinforcements are required at 
wildlife crossing and culvert areas, project 
proponents will design them in the manner most 
conducive to wildlife movement. If stream bank 
reinforcements of ungrouted riprap gabions or 
other material are required, they will be constructed 
at the shallowest possible slope (2:1 or less), and 
will be covered with soil and revegetated with 
native riparian plant species in a manner that will 
allow for the movement of wildlife of all sizes. 

                                                 
1  For example, dispersal of top predators to control meso-predators that prey on avifauna, such as gnatcatchers (e.g., Crooks and Soule 1999) 
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Project proponents will ensure that soil placement 
on top of stream bank reinforcements will occur in 
a manner that does not result in erosion holes in 
the soil surface over time; 

d. Restoration of temporary impact areas at wildlife 
crossings will be planned in a manner that will 
encourage wildlife use and movement. Project 
proponents will ensure that plantings will not 
obscure culvert or wildlife crossing openings. 
Native vegetation may be used to funnel wildlife 
toward the crossings and create a visual barrier 
between the roadway and habitat in a manner that 
will encourage wildlife movement; 

e. Culvert openings will be flush with the road slope 
and ground to allow animals to easily find and 
access the culverts. Culvert openings that provide 
for wildlife movement under the roadway will not be 
blocked with grates, with the exception of openings 
from culverts to those portions of the roadway 
median that are not intended for wildlife access or 
movement; 

f. Where the project will result in new roadside 
fencing, project proponents will ensure that fencing 
ties into culvert and wildlife crossing openings such 
that animals following the fencing can easily find 
and access culverts and crossings. Any new 
roadside fencing will be 10 to 12-foot high chain 
link fence with an 18-inch “outrigger” (three strands 
of barbed wire) angled away from the road, located 
within the Caltrans right-of-way, subject to the 
Biological Monitor’s1 recommendations, and will be 
buried 24 inches into the ground to discourage 
wildlife from digging under the fence. In areas 

                                                 
1  See CM 14 for a description of the Biological Monitor. 
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Impacts 

No Build Alternative Build Alternative (Preferred Alternative) 
Avoidance, Minimization, and/or Mitigation 

Measures 
where new fencing is installed, old fencing that 
blocks access to culverts and crossings will be 
removed. Any new fencing constructed by the 
project at the SR-241/SR-91 interchange will 
incorporate recommendations on page 194 of 
USGS 2013; 

g. Project proponents will coordinate with the Orange 
County Transportation Authority (OCTA) to ensure 
that the project will not negatively affect the camera 
study and native plantings planned by OCTA at the 
Coal Canyon Undercrossing; 

h. Equipment maintenance, lighting, and staging for 
the project will be in designated areas, away from 
the Windy Ridge Wildlife Undercrossing and Coal 
Canyon Undercrossing. Construction in the Windy 
Ridge Wildlife Undercrossing and Coal Canyon 
Undercrossing will be limited to daylight hours. 
These areas will be kept clear of all equipment or 
structures that could potentially serve as barriers to 
wildlife passage. Structures required for bridgework 
at the Windy Ridge Wildlife Undercrossing will be 
erected so as not to block the main underpass, and 
scaffolding and false work will be restricted to the 
side of the underpass to maintain the functionality 
of the crossing for wildlife movement. Construction 
access to the SR-91 median at Coal Canyon will be 
provided within the fenced access area at Coal 
Canyon Road, and no project work or access will 
take place beyond the fencing within the existing 
dirt wildlife crossing area at Coal Canyon; 

i. Freeway signage with lighting, including 
changeable message signs, will be located in areas 
away from the Windy Ridge Wildlife Undercrossing 
and Coal Canyon Undercrossing; 
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Impacts 

No Build Alternative Build Alternative (Preferred Alternative) 
Avoidance, Minimization, and/or Mitigation 

Measures 
j. Construction noise at the Coal Canyon 

Undercrossing will be limited to no more than 5 
dBA hourly Leq above ambient levels beyond 100 
feet from the edge of the roadway to avoid noise 
disturbance to wildlife within the crossing; 

k. A new turnaround has been constructed in the SR-
91 median west of Coal Canyon that benefits both 
wildlife connectivity and human safety by providing 
a more accessible and rapid turnaround location 
that is outside of the wildlife undercrossing. This 
turnaround is not large enough to accommodate 
construction vehicles and will continue to be 
accessible to emergency vehicles during project 
work, maintaining the recent benefits to wildlife 
movement that the turnaround provides; and 

l. Subject to approval by California Highway Patrol 
(CHP) and Orange County Fire Authority (OCFA), 
install a permanent access control gate near the 
top of the eastbound off-ramp at Coal Canyon, 
leaving enough room in front of the gate for 
personnel in authorized vehicles to exit SR-91 and 
open the gate, but encouraging unauthorized 
vehicles to use the new median turnaround. 
Signage will be posted and maintained at the gate 
to inform the public about adjacent sensitive 
habitats and species as well as access restrictions 
(e.g., wildlife crossing, no unauthorized access, no 
night access). The gate and signage will be 
installed prior to completion of project construction. 
If installation of the gate is not approved, Caltrans 
and TCA will coordinate with the CFWO to identify 
an alternative measure to enhance connectivity or 
improve safety for dispersing wildlife to offset 
temporal impacts resulting from the substantially 
degraded functioning of Coal Canyon as a wildlife 
undercrossing during the 2-year construction 
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Impacts 

No Build Alternative Build Alternative (Preferred Alternative) 
Avoidance, Minimization, and/or Mitigation 

Measures 
period. If enhancing connectivity at Coal Canyon 
itself is not practicable, then improvements may 
occur at a different location identified in 
coordination with the CFWO. 

 
Avoidance and Minimization during Vegetation 
Clearing/Project Construction 

CM 4. The clearing and grubbing of native upland 
habitats for the project will occur between 
September 1 and February 14, to avoid the 
gnatcatcher breeding season (or sooner than 
September 1, if a biologist knowledgeable of 
gnatcatcher biology and ecology approved by the 
CFWO demonstrates to the satisfaction of the CFWO 
that all gnatcatcher nesting is complete). The project 
proponents will submit the biologist’s name, address, 
telephone number, and work schedule on the project 
to the CFWO at least 15 working days prior to 
initiating project impacts. 
 
CM 5. All equipment maintenance, staging, and 
dispensing of fuel, oil, coolant, or any other such 
activities will be restricted to designated staging areas 
that are a minimum of 100 feet from sensitive habitats 
and drainages. 
 
CM 6. All lighting used at night for project construction 
will be selectively placed and directed at the 
immediate work area and away from adjacent 
sensitive habitats. Light glare shields will be used to 
reduce the extent of illumination into sensitive 
habitats. 
 
CM 7. Erosion and sediment control devices used for 
the project, including fiber rolls and bonded fiber 
matrix, will be made from biodegradable materials 
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Measures 
such as jute, with no plastic mesh, to avoid creating a 
wildlife entanglement hazard. 
 
CM 8. The project site will be kept as clear of debris 
as possible. All food-related trash items will be 
enclosed in sealed containers and regularly removed 
from the site. All spoils and material disposal will be 
disposed of properly. 
 
CM 9. If fill must be borrowed from or disposed of 
offsite, the construction contractor will identify any 
necessary borrow and disposal sites and provide this 
information to Caltrans for review. Caltrans will review 
borrow and disposal site information and if borrow or 
disposal activities may affect a listed species or 
critical habitat, Caltrans will reinitiate Section 7 
consultation. 
 
CM 10. Impacts from fugitive dust will be avoided and 
minimized through watering and other appropriate 
measures. 
 
CM 11. Project personnel will be prohibited from 
bringing domestic pets to construction sites to avoid 
disturbance and depredation of wildlife by domestic 
pets in adjacent habitats. 
 
CM 12. During project construction, all invasive 
species included on the National Invasive Species 
Management Plan, the State of California Noxious 
Weed List, and the California Invasive Plant Council's 
Invasive Plant Inventory list (Cal-IPC 2006) found 
growing within the project impact area will be 
removed. Special care will be taken during transport, 
use, and disposal of soils containing invasive weed 
seeds and all weedy vegetation removed during 
construction will be properly disposed of to prevent 
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Avoidance, Minimization, and/or Mitigation 

Measures 
spread into areas outside of the construction area. 
 
CM 13. All native or sensitive habitats outside and 
adjacent to the construction limits will be designated 
as Environmentally Sensitive Areas (ESAs) on project 
maps. ESAs will be temporarily fenced during 
construction with orange plastic snow fence, orange 
silt fencing, or in areas of flowing water, with stakes 
and flagging. No personnel, equipment, or debris will 
be allowed within the ESAs. Temporary ESA fencing 
and flagging will be installed in a manner that does 
not impact habitats to be avoided and such that it is 
clearly visible to personnel on foot and operating 
heavy equipment. The project proponents will submit 
to the CFWO, at least 5 days prior to initiating project 
impacts (except for impacts resulting from clearing to 
install temporary fencing), the final plans for initial 
clearing and grubbing of habitat and project 
construction. These final plans will include 
photographs that show the fenced and flagged limits 
of impact and all areas to be impacted or avoided. 
Field maps indicating the location of temporary ESA 
fencing and/or staking will also be provided. If work 
occurs within gnatcatcher habitat beyond the fenced 
or demarcated limits of impact, all work will cease until 
the problem has been remedied to the satisfaction of 
the CFWO. Temporary ESA fencing and markers will 
be maintained in good repair until the completion of 
project work adjacent to each ESA and removed upon 
completion of project work adjacent to each ESA. 
 
CM 14. A CFWO-approved biologist (Biological 
Monitor)1 will be on site during all initial vegetation 
clearing/grubbing and weekly during project 

                                                 
1  The Biological Monitor will be familiar with the federally listed species potentially affected by the project (i.e., gnatcatcher) and with the habitats that support this species. 
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construction within 500 feet of gnatcatcher habitat to 
monitor compliance with all conservation measures. 
The project proponents will submit the biologist’s 
name, address, telephone number, and work 
schedule on the project to the CFWO at least 15 
working days prior to initiating project impacts. The 
contract of the Biological Monitor will allow direct 
communication with the CFWO at any time regarding 
the proposed project. The Biological Monitor will be 
provided with a copy of this consultation. The 
Biological Monitor will be available during pre-
construction and construction phases to address 
protection of sensitive biological resources, monitor 
ongoing work, and maintain communications with 
construction personnel to facilitate the appropriate 
and lawful management of issues relating to biological 
resources. The Biological Monitor will perform the 
following duties: 
 
a. Perform a minimum of three focused 

preconstruction surveys, on separate days, to 
determine the presence of gnatcatchers in the 
upland project impact footprint. Surveys will begin a 
maximum of 30 days prior to performing vegetation 
clearing/grubbing, and one survey will be 
conducted the day immediately prior to the initiation 
of vegetation clearing. If any gnatcatchers are 
found in the upland project impact footprint, the 
Biological Monitor will direct construction personnel 
to begin vegetation clearing/grubbing in an area 
away from the gnatcatchers. It will be the 
responsibility of the Biological Monitor to implement 
measures (e.g., direct vegetation clearing away 
from gnatcatchers, flush gnatcatchers out of the 
active work area) to avoid death and injury of 
gnatcatchers by vegetation clearing/grubbing. The 
Biological Monitor will also record the number and 
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Measures 
location of gnatcatchers disturbed by vegetation 
clearing/grubbing. Caltrans will notify the CFWO at 
least 7 days prior to vegetation clearing/grubbing to 
allow the CFWO to coordinate with the Caltrans 
Project Biologist on potential bird flushing activities; 

b. Perform a minimum of three focused surveys, on 
separate days, to determine the presence of 
gnatcatcher nest building activities, egg incubation 
activities, or brood rearing activities within 500 feet 
of project construction that is initiated during the 
February 15 to August 31 breeding season for the 
gnatcatcher. Surveys will begin a maximum of 7 
days prior to performing construction within 500 
feet of gnatcatcher habitat during the breeding 
season, and one survey will be conducted the day 
immediately prior to the initiation of construction 
within 500 feet of gnatcatcher habitat during the 
breeding season. Additional surveys will be done 
once a week during project construction within 500 
feet of gnatcatcher habitat during the breeding 
season. These additional surveys may be 
suspended as approved by the CFWO; 

c. If active gnatcatcher nests are identified within 500 
feet of noise generating construction activities and 
noise is in excess of 60 dBA hourly Leq or if noise is 
in excess of ambient noise levels if ambient noise 
levels exceed 60 dBA hourly Leq, noise attenuation 
structures will be installed at the noise source to 
reduce noise levels to 60 dBA hourly Leq or to 
ambient noise levels if ambient noise levels exceed 
60 dBA hourly Leq at the nest location. Noise 
monitoring will occur during the breeding season 
and be reported monthly to the CFWO. If the 
Biological Monitor suspects that avoidance and 
minimization measures are ineffective, and project 
activities may be adversely affecting the 
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Measures 
gnatcatcher, culpable activities will be suspended 
within 500 feet of active nests until nesting activity 
is completed and fledglings are no longer in the 
area or until effective avoidance and minimization 
measures can be identified, implemented, and 
demonstrated to be effective. If the specified noise 
targets cannot be met or the Biological Monitor 
observes potential adverse effects to gnatcatchers 
from project-related noise, activities that are 
resulting in potential adverse effects will be halted, 
and the CFWO will be contacted to determine if 
reinitiation of consultation is necessary; 

d. Oversee installation of and inspect erosion control 
measures a minimum of once per week to 
document and bring to the attention of the 
contractor any breaks in erosion control measures 
such that they are repaired immediately; 

e. Oversee installation of and inspect ESA fencing a 
minimum of once per week to document and bring 
to the attention of the contractor any breaks in the 
fence such that they are repaired immediately; 

f. Train contractors and construction personnel 
expected to be in the project impact area on the 
biological resources associated with the project 
and document that training is implemented by 
construction personnel. At a minimum, training will 
include: 

i. The purpose for resource protection; 

ii. A description of the gnatcatcher and its habitats; 

iii. The CMs that should be implemented during 
project construction to conserve the gnatcatcher, 
including strictly limiting activities, vehicles, 
equipment, and construction materials to the 



Summary 
 

SR-241/SR-91 Tolled Express Lanes Connector Project Final Supplemental EIR/EIS S-66 

Table S-1  Summary of Project Impacts 

Resource 
Impacts 

No Build Alternative Build Alternative (Preferred Alternative) 
Avoidance, Minimization, and/or Mitigation 
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project footprint to avoid adjacent sensitive 
resource areas; 

iv. Environmentally responsible construction 
practices; 

v. The protocol to resolve conflicts that may arise 
at any time during the construction process; and 

vi. The general provisions of the Act, the need to 
adhere to the provisions of the Act, and the 
penalties associated with violating the Act; 

g. Monitor the project site immediately prior to and 
during construction to identify the presence of 
invasive weeds and recommend measures to avoid 
their inadvertent spread in association with the 
project. Such measures may include inspection 
and cleaning of construction equipment and use of 
eradication strategies; 

h. Periodically monitor the work area to document that 
work activities do not generate excessive amounts 
of dust; 

i. Submit monthly email reports (including 
photographs of impact areas) to the CFWO during 
clearing of, and construction within, 500 feet of 
gnatcatcher habitat. The monthly reports will 
document that authorized impacts were not 
exceeded and in general compliance with all 
conditions. The reports will also outline the location 
of construction activities, the type of construction 
that occurred, and equipment used. These reports 
will specify numbers and locations of gnatcatchers 
(if observed), their observed behavior (especially in 
relation to construction activities), and remedial 
measures employed to avoid and minimize impacts 
to these species. Raw field notes should be 
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Measures 
available upon request by the CFWO; and 

j. Submit a final report to the CFWO within 120 days 
of the completion of construction for the project that 
includes: photographs of habitat areas that were to 
be avoided and other relevant summary 
information documenting that authorized impacts 
were not exceeded and that general compliance 
with all conservation measures was achieved. 

 
Measures to Offset Impacts to Gnatcatcher and its 
Habitat 

CM 15. Areas of temporary impact, as quantified in 
Tables 1 and 3, will be revegetated and restored with 
native species as specified in Tables 4 and 5. These 
areas will be returned to original grade, as feasible. 
Prior to initiating project impacts, a restoration plan 
will be developed for the temporary impact areas. The 
plan will be submitted to the CFWO for review and 
approval at least 15 working days prior to initiating 
project impacts. This plan will include a detailed 
description of restoration methods, slope stabilization, 
and erosion control, criteria for restoration to be 
considered successful, and monitoring protocol(s). 
Following the completion of construction activities 
within each area of impact, the restoration plan will be 
implemented for a minimum of 5 years, unless 
success criteria are met earlier and all artificial water 
has been off for at least 2 years. Temporary impact 
areas will be planted as soon as possible, with 
consideration of seasonal timing, following re-grading 
after completion of construction to prevent 
encroachment by nonnative plants. 
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Measures 
CM 16. Some permanent impact cut and fill slopes for 
the project will be revegetated with native species as 
specified in Table 4. Duff and rare plants may be 
salvaged from the project impact footprint to aid in 
revegetating slopes with native habitats. The 
revegetated areas will have temporary irrigation and 
will be planted with native container plants and seeds. 
At least 3 years of plant establishment/ maintenance 
on these slopes will be conducted to control nonnative 
plants. These areas will be planted as soon as 
possible, with consideration of seasonal timing, 
following the completion of construction to prevent 
encroachment by nonnative plants. 
 
CM 17. If maintenance of a coastal sage scrub 
restoration area is necessary between February 15 
and August 31, a CFWO-approved biologist1  will 
survey for gnatcatchers within the restoration area, 
access paths to it, and other areas susceptible to 
disturbances by site maintenance. Surveys will 
consist of three visits separated by 2 weeks starting 
March 1 of each maintenance/monitoring year. Work 
will be allowed to continue on the site during the 
survey period. However, if gnatcatchers are found 
during any of the visits, the applicant will notify and 
coordinate with the CFWO to identify measures to 
avoid and/or minimize effects to the gnatcatcher (e.g., 
nests and an appropriate buffer will be flagged by the 
biologist and avoided by the maintenance work). 

                                                 
1  The biologist for this measure will be a trained ornithologist with at least 40 hours of observing gnatcatchers in the field and documented experience locating and monitoring nests 

of the target species. 
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Measures 
 
CM 18. Permanent and temporary impacts to the 
gnatcatcher and its habitat1  (as summarized in 
Tables 1, 2, and 3) will be offset as specified in Tables 
4 and 5. 
 
CM 19. Portions of the Saddle Club property used to 
offset project-related impacts will be conserved and 
managed in perpetuity. Each of the sub-measures 
below will be implemented prior to initiating project-
related impacts: 
 
a. A CFWO-approved conservation easement will be 

recorded over conserved land in favor of a CFWO-
approved entity (e.g., a non-profit environmental 
organization or government agency). The 
conservation easement will prohibit all activities 
that significantly disturb wildlife or detrimentally 
impact habitat for the gnatcatcher. Potential 
recreation uses that do not impact habitat or result 
in significant disturbance to gnatcatchers (e.g., 
hiking along existing trails) may be proposed in a 
CFWO-approved habitat management plan for the 
property provided that the management plan 
includes sufficient measures and funding to ensure 
that these activities are appropriately monitored 
and managed; 

b. A CFWO-approved habitat management plan will 
be prepared that addresses potential threats to the 
conserved habitat, such as unauthorized human 
access, monitoring and management of any 
authorized recreational activities, control of non-
native invasive plant species, and habitat 

                                                 
1  Permanent and temporary impacts to 3.81 acres and 26.63 acres of habitat, respectively, have already been offset in accordance with the requirements of Biological Opinion 

1-6-94-F-17. 
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degradation from fire; 

c. A CFWO-approved land manager will be identified 
to implement the habitat management plan; and 

d. A CFWO-approved non-wasting endowment or 
endowments will be established with sufficient 
funds to implement the habitat management plan 
and to monitor and enforce the conservation 
easement. The funding for the endowment(s) will 
be determined through a Property Analysis Record 
(PAR) or equivalent analysis.  

 
Caltrans will monitor and report on compliance with 
the established take exemptions for gnatcatchers 
associated with the proposed action. The terms and 
conditions of the 2019 Biological Opinion are as 
follows: 
 
Coastal California Gnatcatcher 

1.1 Prior to initiating project work, three 
preconstruction surveys will be conducted within all 
suitable gnatcatcher habitat within the project 
footprint, within 30 days prior to initiation of vegetation 
removal activities, to verify that no more than 1 pair of 
gnatcatchers will be harmed as a result of the project. 
 
1.2 Prior to initiating project work, Caltrans will provide 
to the CFWO a map showing the distribution of 
gnatcatchers relative to the project footprint and an 
estimate of the number of gnatcatcher territories that 
will be impacted by the project, or confirm in writing 
that maps, distribution information, and the number of 
territories that will be impacted by the project remain 
correct. 
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Measures 
1.3 Prior to project construction, the project proponent 
will submit to the CFWO Geographic Information 
System (GIS) shapefiles in UTM, Zone 11N (meters), 
NAD 83 coordinate system that show the following: 
anticipated permanent impacts, temporary impacts, 
habitat restoration sites, and habitat conservation 
sites. Please note that these polygons may overlap. 
For example, one location could be temporarily 
impacted and subsequently restored and conserved. 
Include the following metadata for each shapefile: 
summary/description of the data, attribute definitions, 
coordinate system/ projection information or any other 
pertinent information. If there are any changes to the 
boundaries anticipated impacts, restoration, or 
conservation sites, such changes must be addressed 
consistent with the Reinitiation Notice below. In 
addition, updated GIS shapefiles will be submitted to 
the CFWO. 
 
1.4 Caltrans will notify the CFWO within 30 days of 
completing removal of gnatcatcher occupied habitat. 
The purpose of this notification is to ensure that 
impacts to gnatcatcher-occupied habitat from the 
proposed project do not exceed the take thresholds.  
 
Avoidance and Minimization Measure TE-8: 
Foraging Special-Status Riparian Birds. Prior to 
vegetation clearing or construction within the species 
foraging habitat areas during the nesting period, a 
qualified biologist will conduct a preconstruction 
survey to identify the locations of any special-status 
riparian birds. If foraging individuals are found within 
the vegetation clearing area during the breeding 
season, clearing will be delayed until the species are 
absent. Per the NCCP/HCP construction minimization 
measures, outside the breeding season, the 
monitoring biologist will flush NCCP/HCP identified 
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Measures 
species from the area, prior to brush-clearing and 
earth-moving activities. 
 
ETC Final EIR and Final EIS Measure B-27. Grading 
and construction activities shall be redirected 
temporarily around any nesting sites for a distance of 
500 ft for candidate and listed species of birds and at 
a distance of 1,000 ft for raptors during nesting and 
breeding seasons. In the event that a coyote, bobcat, 
or mountain lion den is located, grading and 
construction operations shall be redirected around the 
den for a distance of 1,000 ft. The nesting sites and 
dens should be resurveyed toward the end of the 
breeding seasons of these species to verify 
completion of the breeding cycle. Nests and dens that 
will be removed due to ETC must be removed during 
the nonbreeding season only. 

Invasive 
Species 

No impacts • Potential to spread invasive species by 
the entering and exiting of construction 
equipment contaminated by invasive 
species, disturbances to soil surfaces, 
and improper removal and disposal of 
invasive species that result in the seed 
being spread along the highway. 

Minimization Measure IS-1: Weed Abatement 
Program/Non-Standard Special Provisions. During 
Final Design, a qualified landscape architect will 
develop a Weed Abatement Program/Non-Standard 
Special Provisions (NSSP) for inclusion in the project 
specifications. The Weed Abatement Program/NSSP 
will be developed in compliance with Executive Order 
13112 to minimize the potential for intrusion or export 
of invasive plant species to and from the Biological 
Study Area during project construction. At a minimum, 
the following will be included in the Weed Abatement 
Program/NSSP and implemented prior to and during 
construction to address potential effects associated 
with invasive species. The Weed Abatement 
Program/NSSP will define the specific details, 
frequency, and, if applicable, performance standards 
for the following individual activities and requirements: 

• Inspect and clean construction equipment at the 
beginning and end of each day and prior to 
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transporting equipment from one project location 
to another. 

• Limit soil and vegetation disturbance to those 
areas specifically required for the project 
construction. 

• Obtain soil, gravel, and rock from weed-free 
sources. 

   • Use only certified weed-free straw, mulch, and/or 
fiber rolls for erosion control during construction. 

• Prior to the completion of construction, revegetate 
affected areas adjacent to native vegetation with 
plant species that are native to the vicinity and 
approved by California Department of 
Transportation (Caltrans) District 12 Biologists. 

• Not use any species listed in the California 
Invasive Plant Council Invasive Plant Inventory 
with a High or Moderate rating in revegetation.  

• After construction, ensure that erosion control and 
revegetation sites are monitored until achievement 
of the project-specific performance standards 
defined in the Weed Abatement Program/NSSP or 
a period of 1 year, whichever is greater, after 
installation, to detect nonnative species prior to 
the establishment of the native vegetation. 

• Implement eradication procedures (e.g., spraying 
and/or hand weeding) should an infestation occur 
during or after construction. The use of herbicides 
will be prohibited within and adjacent to native 
vegetation, except as specifically authorized and 
monitored by Caltrans District 12 Biologists during 
and after project construction. 

• During construction, reduce indirect impacts of 
exotic plant infestations and litter by roadside 
maintenance at least once daily during 
construction to remove litter and weeds from the 
right-of-way. 
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Cumulative 
Impacts 

No impacts The Build Alternative, when considered with 
other cumulative projects as stated in Table 
3.1.3 would contribute incrementally to 
cumulatively considerable impacts related to: 
 
• Potential permanent impacts to 

paleontological resources when 
excavations extend into fossiliferous 
formations. 

• Permanent and/or temporary removal of 
coastal sage scrub and grassland, which 
has the potential to result in adverse 
impacts to special-status plant and animal 
species. 

Project-specific measures described within this table 
would avoid or reduce and minimize potential 
cumulative impacts. 

Climate 
Change 

No impacts • The increase in average vehicle speeds in 
the Project Area by 2–4 miles per hour 
would decrease the average delay per 
vehicle by up to 20 percent, which would 
help offset the 3,400–7,800 increase in 
daily trips. 

• No substantial change to greenhouse gas 
emissions. 

 See Measures AQ-2, AQ-4, AQ-5, and TR-1 above. 
 
 Landscaping reduces surface warming, and 

through photosynthesis, decreases CO2. 
Landscaping would be provided where necessary 
within the corridor to provide aesthetic treatment, 
replacement planting, or mitigation planting for the 
Proposed Project. The landscape planting would 
help offset any potential CO2 emissions increase. 
The project will plant native trees and shrubs 
within the project area and right of way; see visual 
measure V-7. 

 The Proposed Project would specify the use of 
energy-efficient lighting, such as LED traffic 
signals. LED bulbs consume 10 percent of the 
electricity of traditional lights, which will also help 
reduce the Proposed Project’s operational CO2 
emissions. 

 According to Caltrans Standard Specifications, 
idling time for lane closure during construction is 
restricted to 10 minutes in each direction. In 
addition, the contractor must comply with Title 13, 
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Table S-1  Summary of Project Impacts 

Resource 
Impacts 

No Build Alternative Build Alternative (Preferred Alternative) 
Avoidance, Minimization, and/or Mitigation 

Measures 
CCR Section 2449(d)(3) that was adopted by the 
ARB on June 15, 2008. This regulation restricts 
idling of construction vehicles to no longer than 5 
consecutive minutes. Compliance with this 
regulation reduces harmful emissions from diesel-
powered construction vehicles. 

 TSM/TDM elements, described more fully in 
Section 2.2.1.2, are included in the scope of the 
Build Alternatives. 

 Legally enforceable measures intended to reduce 
GHG emissions from the 2016 SCAG RTP/SCS 
will be included in the Plans, Specifications, and 
Estimates package prepared for the Project. For 
example, the new toll lanes would be available for 
high occupancy vehicles such as buses and 
vehicles with three or more persons. 

ARB = California Air Resources Board 
BMPs = Best Management Practices 
BSA = biological study area 
Caltrans = California Department of Transportation 
CCR = California Code of Regulations 
CDFW = California Department of Fish and Wildlife  
CO2 = carbon dioxide 
dBA = A-weighted decibels 
ESA = Environmental Site Assessment 
FTIP = Federal Transportation Improvement Program 
GHG = greenhouse gas 
HCP = Habitat Conservation Plan 
HOV = High Occupancy Vehicle 
LED = light emitting diode  
LRTP = Long-Range Transportation Plan 
MPAH = Master Plan of Arterial Highways  

NCCP = Natural Communities Conservation Plan  
RCTC = Riverside County Transportation Commission 
RTP = Regional Transportation Plan 
RWQCB = Regional Water Quality Control Board 
SCAG = Southern California Association of Governments 
SCS = Sustainable Communities Strategy 
SR-241 = State Route 241 
SR-55 = State Route 55 
SR-91 = State Route 91 
TDM = Transportation Demand Management 
TSM = Transportation System Management 
USACE = United States Army Corps of Engineers 
VHT = vehicle hours traveled 
VMT = vehicle miles traveled 
MSHCP = Multiple Species Habitat Conservation Plan 
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S.7.1 Unresolved Issues or Areas of Controversy 

The Proposed Project is a later phase of the ETC that would be constructed in the 

median of SR-241 and SR-91, and therefore, there are no known unresolved issues or 

areas of controversy. 

S.7.2 Project Schedule 

Table S.2 summarizes the general schedule for the Proposed Project, subject to 

funding availability and obtaining all required approvals and permits. Final Design is 

expected to be completed in spring 2021. 

Table S.2  Project Schedule 

Milestone Estimated Date 
Completion of Final Supplemental EIR/EIS and Record of Decision  Early 2020 
Completion of anticipated permits, licenses, and approvals after Record of 
Decision 

Mid 2021 

Anticipated start of construction  Late 2021 
Opening Year 2023 

 

S.7.3 Permits and Approvals Needed 

Table S.3 identifies the permits and/or approvals that are or may be required prior to 

or during construction and/or operation of the Build Alternative.  
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Table S.3  Permits and Approvals Needed 

Agency Permit/Approval Status/When Required 
Federal Highway 
Administration 
(FHWA) 

Air Quality Conformity Analysis 
Determination 

FHWA determined that the Proposed Project 
conforms to the State Implementation Plan 
(SIP) in accordance with 40 CFR Part 93 on 
May 3, 2017. 

United States Fish 
and Wildlife Service 
(USFWS) 

Section 7 consultation for 
threatened and endangered 
species 

A new Biological Opinion was issued on 
April 17, 2019. 

United States Army 
Corps of Engineers 
(USACE) 

Section 404 Permit for filling or 
dredging of waters of the 
United States 

A Nationwide Permit will be obtained during 
Final Design. 

California Department 
of Fish and Wildlife 
(CDFW) 

1602 Lake or Streambed 
Alteration Agreement for 
impacts to jurisdictional areas 

An agreement will be obtained during Final 
Design. 

California Department 
of Transportation 
(Caltrans) 

Encroachment Permit An Encroachment Permit will be obtained by 
the F/ETCA during Final Design. 

California 
Transportation 
Commission (CTC) 

CTC vote to approve funds 
and approve new public road 
connection 

Following the approval of the Final 
Supplemental EIR/EIS, the CTC will be 
required to vote to approve funding for the 
project if federal funding is sought, as well as 
approve the new SR-91/SR-241 Express 
Lanes Connector. 

State Water 
Resources Control 
Board (SWRCB) 

Caltrans NPDES Permit Permit issued to Caltrans on September 19, 
2012, for discharges from State right-of-way. 
The SWRCB and the Santa Ana RWQCB 
will be notified of the Project during final 
design pursuant to the permit requirements. 

Section 402 NPDES Permit 
(Construction Activity) for 
waste discharge requirements 
during construction 

Permit Registration Documents, including an 
NOI, will be submitted at least 7 days prior to 
the start of construction. 

Santa Ana Regional 
Water Quality Control 
Board (RWQCB) 

Section 401 Water Quality 
Certification for impacts to 
jurisdictional areas 

Certification will be obtained during final 
design. 

Section 402 NPDES Permit 
(Groundwater Dewatering)  

If groundwater dewatering is required, an 
NOI will be submitted at least 60 days prior 
to the start of construction. 

Various Utilities Encroachment Permits for 
protection-in-place and 
possible relocations 

During Final Design 

City of Anaheim Potential Encroachment Permit During Final Design  
Orange County Parks 
(OC Parks) 

Concurrence on Section 4(f) 
De Minimis Determination 

OC Parks provided written concurrence with 
the Section 4(f) De Minimis Determination on 
July 25, 2017 (see Appendix B).  

Approval of land transfer 
(partial acquisition) 

During right-of-way acquisition process. 

Riverside County 
Transportation 
Commission (RCTC) 
and Orange County 
Transportation 
Authority (OCTA) 

Concept of Operations Report 
preparation and coordination 
(tolling operations) 

Toll operations are being coordinated among 
the F/ETCA, OCTA, and RCTC and are 
evaluated in a separate Concept of 
Operations report. That report will be 
completed during Final Design. 

CFR = Code of Federal Regulations 
EIR/EIS = Environmental Impact Report/Environmental Impact Statement 
F/ETCA = Foothill/Eastern Transportation Corridor Agency 
NOI = Notice of Intent 

NPDES = National Pollutant 
Discharge Elimination System 

SR-241 = State Route 241 
SR-91 = State Route 91 
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