


Palomino Business Park Appendices

This page intentionally left blank.

City of Norco
Draft EIR
November 2019












Table of Contents

Section A: Project and Site INfOrmMatioN........c..ueiiiiiiie i e e ee e e arae e e e 6
F N\ T 1= o Y < o P o PSP 6
A.2 1dentify RECEIVING WaAterS ... .uviiiiiieie ettt ettt e e s e sbee e e et e e e s sab e e e s ssabee e s esabeeeeenareeas 7
A.3 Additional Permits/Approvals required for the Project: ......cccovveeieeciievieseesee et 7

Section B: Optimize Site Utilization (LID PrinCipleS) ....ccuueeeeiiiiieeciee ettt 8

Section C: Delineate Drainage Management Areas (DIMIAS).......cccuvecieeeceeeeceeereeese e cieeesre e teeeseaeesnne e 10

Section D: IMPIEMENT LID BIVIPS ......ciiiiiiei ettt sttt e sttt e s s stee e s s st e e s st e e e ssabee e s esabeaesssnneeesenasenas 14
D.1 Infiltration APPliCability ....eeeiiiiieee e e s e e e aaaeeean 14
D.2 Harvest and USE ASSESSIMENT........uiiiuiiirieeiiieesieesiteeesieeesseessteeesseeesteesssseesssessnseessssessssesssseesssseeessees 15
D.3 Bioretention and Biotreatment ASSESSMENT ......ciiiciiiiiiiiiie et e e s aree e 17
D.4 Feasibility ASSESSMENT SUMMAIIES ....iiiiiciiieieiiee ettt ecteee et e et e e s stae e e ssarre e e ssabseeesssbaeeessasaeeeeas 18
DR IR0 2 oY 2T o =N 18

Section E: Alternative Compliance (LID WaiVer Program) ......c.ccccceecceeeceeeeiieeeiieesieeecteeesveeseeeesvneasnneenns 21
E.1 Identify Pollutants Of CONCEIN ...cuiiuiiieiciee e st e e s sra e e e s sbae e e e s areeeeas 22
A o T4 0 NNV 1 =] g O =T [ £ S 23
S T Y AT =4 1 1 =Y o - 1N 23
E.4 Treatment Control BIMP SEIECHION .....ciiiiiiiiiiciie e e e srae e e e aaeeeeas 24

NYcTotd o) o Y Sl = 1¥/e [ o] g o Yo [} o= Y u o] s TSP 25
F.1 Hydrologic Conditions of Concern (HCOC) ANAIYSIS.....ccccuiiieeiiiieeeeiiieeeecieeeeecireeeeerreeeesraeeeeeareeaean 25
F.2 HCOC IMITIAtION ..ciiiiiiiiiiiieeee ettt e ettt e e e e sttt e e e s s s st a e e e e e s s s aasbeeaeeeesssassssbaaeeeessnsannsnnes 26

Section G: SOUICE CONTIOI BIVIPS ...ttt ettt ettt ettt sate e sbe e e sabeesba e s sateesbaeesabeesabeesnnseesaneennes 27

Section H: Construction PIan CheCKIISt........c.uiiciiiiiieiiir ettt se e s e et et eesvae e snee e 30

Section I: Operation, Maintenance and FUNAING .......cooii it e e e e e e nnnes 31



List of Tables

Table A.1 Identification Of RECEIVING WatrS........uvii ittt e e e e e rare e e e sara e e e ssanaeeeens 7
Table A.2 Other AppliCable PEIMILS ... ..uii it e e e et e e e rata e e e earseeesannaeeaean 7
Table C.1 DIMA ClassifiCatioNS .....c.uueiiiiiiiiiiiiee ettt et e e e s s e e s sare e e s sbbeeesssbeeesennbeeessnasenas 10
Table C.2 Type ‘A’, SeIf-TreatiNg ATaS .....cccuviieeiiiie e ettt e esee e e et e e e eate e e e e abe e e e snraeesennbaeeeennsenas 11
Table C.3 Type ‘B’, SElf-REtaiNiNg Ar€as ......ccccuuiiiiiiiei ettt e e e e e e e e e st bra e e e e e e e e anaraesaeeas 11
Table C.4 Type ‘C’, Areas that Drain to Self-Retaining Areas........cccccuveeeeeieiccciiiiieee e 11
Table C.5 Type ‘D’, Areas Draining t0 BIMIPS .........uuiiiiiiiiec ettt vee e et e e e atae e s et e e e eareeas 12
Table D.1 Infiltration FEASIDIIITY .....uuiiiciiieeciiie e e s e e e ee e s e areeas 14
Table D.2 LID Prioritization SUMMAry IMatriX .....ccc.eeeeciiiiiiiieieeciiee et esvee e sree e e sree e s e e s sareeas 18
Table D.3 DCV Calculations fOr LID BIVIPS ......c...eiiciiiiiieeniieenieeesieeesieeesteessieeesieeesteesveessnseessaesnseessnsessnnnes 18
Table E.1 Potential Pollutants by Land USE TYPE....cuiuuiiiiiiiiiieciiiiee et estee e ssree et e e s e e sabee e e 22
Table E.2 Water QUAality Credits. ...ttt et e e et e s e sae e e s s e e e s abee e e ssbeeesesnbeeessnaseeas 23
Table E.3 Treatment CoNtrol BIMIP SiZiNgG ........oiiiciiiieeiiiie ettt ctee e e tvee e s e tee e e e ate e e e e nbaeesenbaeesennreeas 23
Table E.4 Treatment Control BIMP SEIECHION ...ccccuviiiiiiieeecee ettt e s 24
Table F.1 Hydrologic Conditions of CONCEIN SUMMAIY .......veeiiiiiiiiiiiiiieee et e e e e e eeeirree e e e e e e e eaarraeee s 25
Table G.1 Permanent and Operational Source Control MEASUIES .........ceeeccuveeeieiiieeeeiieeeeecteeeee e e e eaeeeas 27
Table H.1 Construction Plan CroSs-referEnCe .....c.uuiiiiiiieiiciie ettt e s e s 30
List of Appendices

Appendix 1: Maps and Site Plans
Appendix 2: Construction Plans
Appendix 3: Soils Information
Appendix 4: Historical Site Conditions
Appendix 5: LID Infeasibility
Appendix 6: BMP Design Details
Appendix 7: Hydromodification
Appendix 8: Source Control
Appendix 9: O&M

Appendix 10: Educational Materials








































































Section I: Operation, Maintenance and Funding

The Copermittee will periodically verify that Stormwater BMPs on your site are maintained and continue
to operate as designed. To make this possible, your Copermittee will require that you include in Appendix
9 of this Project-Specific WQMP:

1. A means to finance and implement facility maintenance in perpetuity, including replacement
cost.

2. Acceptance of responsibility for maintenance from the time the BMPs are constructed until
responsibility for operation and maintenance is legally transferred. A warranty covering a period
following construction may also be required.

3. An outline of general maintenance requirements for the Stormwater BMPs you have selected.

4, Figures delineating and designating pervious and impervious areas, location, and type of
Stormwater BMP, and tables of pervious and impervious areas served by each facility. Geo-
locating the BMPs using a coordinate system of latitude and longitude is recommended to help
facilitate a future statewide database system.

5. A separate list and location of self-retaining areas or areas addressed by LID Principles that do
not require specialized O&M or inspections but will require typical landscape maintenance as
noted in Chapter 5, pages 85-86, in the WQMP Guidance. Include a brief description of typical
landscape maintenance for these areas.

Your local Co-Permittee will also require that you prepare and submit a detailed Stormwater BMP
Operation and Maintenance Plan that sets forth a maintenance schedule for each of the Stormwater BMPs
built on your site. An agreement assigning responsibility for maintenance and providing for inspections
and certification may also be required.

Details of these requirements and instructions for preparing a Stormwater BMP Operation and
Maintenance Plan are in Chapter 5 of the WQMP Guidance Document.

Maintenance Mechanism: All funding will be provided by the property owners.

Will the proposed BMPs be maintained by a Home Owners’ Association (HOA) or Property Owners
Association (POA)?

Xy [N

Include your Operation and Maintenance Plan and Maintenance Mechanism in Appendix 9. Additionally,
include all pertinent forms of educational materials for those personnel that will be maintaining the
proposed BMPs within this Project-Specific WQMP in Appendix 10.

-31-
























Waste Handling & Disposal SC-34

Inspect solid waste containers for structural damage regularly. Repair or replace
damaged containers as necessary.

Secure solid waste containers; containers must be closed tightly when not in use.
Do not fill waste containers with washout water or any other liquid.

Ensure that only appropriate solid wastes are added to the solid waste container.
Certain wastes such as hazardous wastes, appliances, fluorescent lamps, pesticides,
etc., may not be disposed of in solid waste containers (see chemical/ hazardous waste
collection section below).

Do not mix wastes; this can cause chemical reactions, make recycling impossible, and
complicate disposal. Affix labels to all waste containers.

Chemical/Hazardous Wastes

O

O

O

O

Select designated hazardous waste collection areas on-site.

Store hazardous materials and wastes in covered containers and protect them from
vandalism.

Place hazardous waste containers in secondary containment.

Make sure that hazardous waste is collected, removed, and disposed of only at
authorized disposal areas.

Hazardous waste cannot be reused or recycled; it must be disposed of by a licensed
hazardous waste hauler.

. Employee Training Program

Educate employees about pollution prevention measures and goals.

Train employees how to properly handle and dispose of waste using the source
control BMPs described above.

Train employees and subcontractors in proper hazardous waste management.
Use a training log or similar method to document training.

Ensure that employees are familiar with the site’s spill control plan and/or proper
spill cleanup procedures.

Quality Assurance and Record Keeping

O Keep accurate maintenance logs that document minimum BMP activities performed
for waste handling and disposal, types and quantities of waste disposed of, and any
improvement actions.

o Keep accurate logs of spill response actions that document what was spilled, how it
was cleaned up, and how the waste was disposed.
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Waste Handling & Disposal SC-34

O Establish procedures to complete logs and file them in the central office.

Potential Capital Facility Costs and Operation & Maintenance
Requirements

Facilities

O Capital costs will vary substantially depending on the size of the facility and the types

of waste handled. Significant capital costs may be associated with reducing wastes by
modifying processes or implementing closed-loop recycling.

O Many facilities will already have indoor covered areas where waste materials will be
stored and will require no additional capital expenditures for providing cover.

o If outdoor storage of wastes is required, construction of berms or other means to
prevent stormwater run-on and runoff may require appropriate constructed systems
for containment.

o Capital investments will likely be required at some sites if adequate cover and
containment facilities do not exist and can vary significantly depending upon site
conditions.

Maintenance
O Check waste containers weekly for leaks and to ensure that lids are on tightly.

Replace any that are leaking, corroded, or otherwise deteriorating.

O Sweep and clean the waste management area regularly. Use dry methods when
possible (e.g., sweeping, use of absorbents) when cleaning around restaurant/food
handling dumpster areas. If water must be used after sweeping/using absorbents,
collect water and discharge through grease interceptor to the sewer.

O Inspect and replace faulty pumps or hoses regularly to minimize the potential of
releases and spills.

O Repair leaking equipment including valves, lines, seals, or pumps promptly.

References and Resources

Minnesota Pollution Control Agency, Industrial Stormwater Best Management

Practices Guidebook. Available online at: http://www.pca.state.mn.us/index.php/view-

document.html?gid=10557.

New Jersey Department of Environmental Protection, 2013. Basic Industrial
Stormwater General Permit Guidance Document NJPDES General Permit No
NJo088315, Revised. Available online at:
http://www.nj.gov/dep/dwq/pdf/5G2 guidance color.pdf.

Orange County Stormwater Program, Best Management Practices for
Industrial/Commercial Business Activities. Available online at:
http://ocwatersheds.com/documents/bmp/industrialcommercialbusinessesactivities
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Waste Handling & Disposal SC-34

Oregon Department of Environmental Quality, 2013. Industrial Stormwater Best
Management Practices Manual- BMP 26 Fueling and Liquid Loading/Unloading
Operations. Available online at:
http://www.deq.state.or.us/wq/wqpermit/docs/IndBMP021413.pdf.

Sacramento Stormwater Management Program. Best Management Practices for
Industrial Storm Water Pollution Control. Available online at:
http://www.msa.saccounty.net/sactostormwater/documents/guides/industrial-BMP-

manual.pdf.

Sacramento County Environmental Management Stormwater Program: Best
Management Practices. Available online at:
http://www.emd.saccounty.net/EnvHealth/Stormwater/Stormwater-BMPs.html.

Santa Clara Valley Urban Runoff Pollution Prevention Program. http://www.scvurppp-

w2k.com/

US EPA. National Pollutant Discharge Elimination System — Industrial Fact Sheet Series
for Activities Covered by EPA’s Multi Sector General Permit. Available online at:
http://cfpub.epa.gov/npdes/stormwater/swsectors.cfm.
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Building & Grounds Maintenance SC-41

Description

Stormwater runoff from building and grounds
maintenance activities can be contaminated

with toxic hydrocarbons in solvents, fertilizers m Contain
and pesticides, suspended solids, heavy metals,

Objectives
m Cover

) i Educate
abnormal pH, and oils and greases. Utilizing . o
the protocols in this fact sheet will prevent or » Reduce/Minimize
reduce the discharge of pollutants to » Product Substitution
stormwater from building and grounds i
maintenance activities by washing and cleaning Targeted Constituents
up with as little water as possible, following Sediment v
good lal?dscape management practices, Nutrients v
preventing and cleaning up spills immediately,
keeping debris from entering the storm drains, Trash
and maintaining the stormwater collection Metals %
system. ;
Bacteria v
Approach Oil and Grease

Reduce potential for pollutant discharge

through source control pollution prevention
and BMP implementation. Successful Minimum BMPs Covered
implementation depends on effective training

Organics

of employees on applicable BMPs and general QY Good Housekeeping v
pollution prevention strategies and objectives. 7 Preventative
. . @ Maintenance
General Pollution Prevention Protocols Spill and Leak
O Switch to non-toxic chemicals for Prevention and v
maintenance to the maximum extent Response
possible. ' Material Handling &
v
. , Waste Management
0 Choose cleaning agents that can be @ Eroston amnd Sediment
recycled. Controls
/™ Employee Training
0 Encourage proper lawn management and \Q Program v
landscaping, including use of native Quality Assurance
vegetation. @ Record Keeping v

o Encourage use of Integrated Pest
Management techniques for pest control.

o Encourage proper onsite recycling of yard
trimmings.

O Recycle residual paints, solvents, lumber,
and other material as much as possible.

CALIFORNIA STORMWATER
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Building & Grounds Maintenance SC-41

O

Clean work areas at the end of each work shift using dry cleaning methods such as
sweeping and vacuuming.

Pressure Washing of Buildings, Rooftops, and Other Large Objects

Aﬁ« 9 Good Housekeeping

O

In situations where soaps or detergents are used and the surrounding area is paved,
pressure washers must use a water collection device that enables collection of wash
water and associated solids. A sump pump, wet vacuum or similarly effective device
must be used to collect the runoff and loose materials. The collected runoff and solids
must be disposed of properly.

If soaps or detergents are not used, and the surrounding area is paved, wash runoff
does not have to be collected but must be screened. Pressure washers must use filter
fabric or some other type of screen on the ground and/or in the catch basin to trap
the particles in wash water runoff.

If you are pressure washing on a grassed area (with or without soap), runoff must be
dispersed as sheet flow as much as possible, rather than as a concentrated stream.
The wash runoff must remain on the grass and not drain to pavement.

Landscaping Activities

O

Dispose of grass clippings, leaves, sticks, or other collected vegetation as garbage, or
by composting. Do not dispose of collected vegetation into waterways or storm
drainage systems.

Use mulch or other erosion control measures on exposed soils. See also SC-40,
Contaminated and Erodible Areas, for more information.

Building Repair, Remodeling, and Construction

O

Do not dump any toxic substance or liquid waste on the pavement, the ground, or
toward a storm drain.

Use ground or drop cloths underneath outdoor painting, scraping, and sandblasting
work, and properly dispose of collected material daily.

Use a ground cloth or oversized tub for activities such as paint mixing and tool
cleaning.

Clean paintbrushes and tools covered with water-based paints in sinks connected to
sanitary sewers or in portable containers that can be dumped into a sanitary sewer
drain. Brushes and tools covered with non-water-based paints, finishes, or other
materials must be cleaned in a manner that enables collection of used solvents (e.g.,
paint thinner, turpentine, etc.) for recycling or proper disposal.

Use a storm drain cover, filter fabric, or similarly effective runoff control mechanism
if dust, grit, wash water, or other pollutants may escape the work area and enter a
catch basin. This is particularly necessary on rainy days. The containment device(s)
must be in place at the beginning of the work day, and accumulated dirty runoff and
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Building & Grounds Maintenance SC-41

solids must be collected and disposed of before removing the containment device(s)
at the end of the work day.

If you need to de-water an excavation site, you may need to filter the water before
discharging to a catch basin or off-site. If directed off-site, you should direct the
water through hay bales and filter fabric or use other sediment filters or traps.

Store toxic material under cover during precipitation events and when not in use. A
cover would include tarps or other temporary cover material.

Mowing, Trimming, and Planting

O

O

Dispose of leaves, sticks, or other collected vegetation as garbage, by composting or
at a permitted landfill. Do not dispose of collected vegetation into waterways or
storm drainage systems.

Use mulch or other erosion control measures when soils are exposed.

Place temporarily stockpiled material away from watercourses and drain inlets, and
berm or cover stockpiles to prevent material releases to the storm drain system.

Consider an alternative approach when bailing out muddy water: do not put it in the
storm drain; pour over landscaped areas.

Use hand weeding where practical.

Fertilizer and Pesticide Management

o Do not use pesticides if rain is expected.

o Do not mix or prepare pesticides for application near storm drains.

O Use the minimum amount needed for the job.

O Calibrate fertilizer distributors to avoid excessive application.

o Employ techniques to minimize off-target application (e.g., spray drift) of pesticides,
including consideration of alternative application techniques.

O Apply pesticides only when wind speeds are low.

O Fertilizers should be worked into the soil rather than dumped or broadcast onto the
surface.

o Irrigate slowly to prevent runoff and then only as much as is needed.

o Clean pavement and sidewalk if fertilizer is spilled on these surfaces before applying
irrigation water.

Inspection

O Inspectirrigation system periodically to ensure that the right amount of water is
being applied and that excessive runoff is not occurring. Minimize excess watering
and repair leaks in the irrigation system as soon as they are observed.

September 2014 California Stormwater BMP Handbook 3of 6
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Building & Grounds Maintenance SC-41

é Spill Response and Prevention Procedures
) - Keep your Spill Prevention Control and Countermeasure (SPCC) Plan up-to-date.

O Place a stockpile of spill cleanup materials, such as brooms, dustpans, and vacuum
sweepers (if desired) near the storage area where it will be readily accessible.

O Have employees trained in spill containment and cleanup present during the
loading/unloading of dangerous wastes, liquid chemicals, or other materials.

o Familiarize employees with the Spill Prevention Control and Countermeasure Plan.
o Clean up spills immediately.

@ Material Handling and Waste Management

o Follow all federal, state, and local laws and regulations governing the use, storage,
and disposal of fertilizers and pesticides and training of applicators and pest control
advisors.

O Use less toxic pesticides that will do the job when applicable. Avoid use of copper-
based pesticides if possible.

O Dispose of empty pesticide containers according to the instructions on the container
label.

O Use up the pesticides. Rinse containers, and use rinse water as product. Dispose of
unused pesticide as hazardous waste.

0 Implement storage requirements for pesticide products with guidance from the local
fire department and County Agricultural Commissioner. Provide secondary
containment for pesticides.

b A Employee Training Program

E%»’ 0 Educate and train employees on pesticide use and in pesticide application techniques
to prevent pollution.

0 Train employees and contractors in proper techniques for spill containment and
cleanup.

O Be sure the frequency of training takes into account the complexity of the operations
and the needs of individual staff.

Quality Assurance and Record Keeping

O Keep accurate logs that document maintenance activities performed and minimum
BMP measures implemented.

O Keep accurate logs of spill response actions that document what was spilled, how it
was cleaned up, and how the waste was disposed.

O Establish procedures to complete logs and file them in the central office.

September 2014 California Stormwater BMP Handbook 4 of 6

Industrial and Commercial
WWwWWw.casqa.org



Building & Grounds Maintenance SC-41

Potential Capital Facility Costs and Operation & Maintenance
Requirements

Facilities
O Additional capital costs are not anticipated for building and grounds maintenance.

Implementation of the minimum BMPs described above should be conducted as part
of regular site operations.

Maintenance

O Maintenance activities for the BMPs described above will be minimal, and no
additional cost is anticipated.

Supplemental Information
Fire Sprinkler Line Flushing

Site fire sprinkler line flushing may be a source of non-stormwater runoff pollution. The
water entering the system is usually potable water, though in some areas it may be non-
potable reclaimed wastewater. There are subsequent factors that may drastically reduce
the quality of the water in such systems. Black iron pipe is usually used since it is
cheaper than potable piping, but it is subject to rusting and results in lower quality
water. Initially, the black iron pipe has an oil coating to protect it from rusting between
manufacture and installation; this will contaminate the water from the first flush but not
from subsequent flushes. Nitrates, poly-phosphates and other corrosion inhibitors, as
well as fire suppressants and antifreeze may be added to the sprinkler water system.
Water generally remains in the sprinkler system a long time (typically a year) and
between flushes may accumulate iron, manganese, lead, copper, nickel, and zinc. The
water generally becomes anoxic and contains living and dead bacteria and breakdown
products from chlorination. This may result in a significant BOD problem and the water
often smells. Consequently dispose fire sprinkler line flush water into the sanitary sewer.
Do not allow discharge to storm drain or infiltration due to potential high levels of
pollutants in fire sprinkler line water.

References and Resources

City of Seattle, Seattle Public Utilities Department of Planning and Development, 2009.
Stormwater Manual Vol. 1 Source Control Technical Requirements Manual.

Kennedy/Jenks Consultants, 2007. The Truckee Meadows Industrial and Commercial
Storm Water Best Management Practices Handbook. Available online at:
http://www.cityofsparks.us/sites/default/files/assets/documents/env-

control/construction/TM-I-C_ BMP Handbook 2-07-final.pdf.

Orange County Stormwater Program, Best Management Practices for
Industrial/Commercial Business Activities. Available online at:
http://ocwatersheds.com/documents/bmp/industrialcommercialbusinessesactivities.

Sacramento Stormwater Management Program. Best Management Practices for
Industrial Storm Water Pollution Control. Available online at:
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Building & Grounds Maintenance SC-41

http://www.msa.saccounty.net/sactostormwater/documents/guides/industrial-BMP-
manual.pdf.

US EPA, 1997. Best Management Practices Handbook for Hazardous Waste

Containers. Available online at: http://www.epa.gov/region6/6en/h/handbk4.pdf.

Ventura Countywide Stormwater Management Program Clean Business Fact Sheets.

Available online at:
http://www.vestormwater.org/documents/programs _business/building.pdf.
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Drainage System Maintenance

SC-44

Description

As a consequence of its function, the
stormwater drainage facilities on site convey
stormwater that may contain certain pollutants
either to the offsite conveyance system that
collects and transports urban runoff and
stormwater, or directly to receiving waters. The
protocols in this fact sheet are intended to
reduce pollutants leaving the site to the offsite
drainage infrastructure or to receiving waters
through proper on-site conveyance system
operation and maintenance. The targeted
constituents will vary depending on site
characteristics and operations.

Approach

Successful implementation depends on
effective training of employees on applicable
BMPs and general pollution prevention
strategies and objectives.

General Pollution Prevention Protocols

O Maintain catch basins, stormwater inlets,
and other stormwater conveyance
structures on a regular basis to remove
pollutants, reduce high pollutant
concentrations during the first flush of
storms, prevent clogging of the downstream
conveyance system, restore catch basins’
sediment trapping capacity, and ensure the
system functions properly hydraulically to
avoid flooding.

o Develop and follow a site specific drainage
system maintenance plan that describes
maintenance locations, methods, required
equipment, water sources, sediment
collection areas, disposal requirements, and
any other pertinent information.

Good Housekeeping

¥ Illicit Connections and Discharges

O Look for evidence of illegal discharges or
illicit connections during routine
maintenance of conveyance system and
drainage structures:

Objectives

m Cover
m Contain
m Educate

m Reduce/Minimize

Targeted Constituents

Sediment

Nutrients

Trash

Metals

Bacteria

Oil and Grease

Organics

NENENENENENAN

Minimum BMPs Covered

Good Housekeeping

<\

Preventative
Maintenance

Spill and Leak
Prevention and
Response

Material Handling &
Waste Management

Erosion and Sediment
Controls

Employee Training
Program

Quality Assurance
Record Keeping

CALIFORNIA STORMWATER
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Drainage System Maintenance SC-44

v

v

v

v

Identify evidence of spills such as paints, discoloring, odors, etc.
Record locations of apparent illegal discharges/illicit connections.

Track flows back to potential discharges and conduct aboveground inspections.
This can be done through visual inspection of upgradient manholes or alternate
techniques including zinc chloride smoke testing, fluorometric dye testing,
physical inspection testing, or television camera inspection.

Eliminate the discharge once the origin of flow is established.

O Stencil or demarcate storm drains, where applicable, to prevent illegal disposal of
pollutants. Storm drain inlets should have messages such as “Dump No Waste
Drains to Stream” or similar stenciled next to them to warn against ignorant or
intentional dumping of pollutants into the storm drainage system.

O Refer to fact sheet SC-10 Non-Stormwater Discharges for additional information.

Illegal Dumping
O Inspect and clean up hot spots and other storm drainage areas regularly where illegal
dumping and disposal occurs.

0 Establish a system for tracking incidents. The system should be designed to identify
the following:

v
v
v
v

v

Illegal dumping hot spots;
Types and quantities (in some cases) of wastes;
Patterns in time of occurrence (time of day/night, month, or year);

Mode of dumping (abandoned containers, “midnight dumping” from moving
vehicles, direct dumping of materials, accidents/spills); and

Responsible parties.

O Post “No Dumping” signs in problem areas with a phone number for reporting
dumping and disposal. Signs should also indicate fines and penalties for illegal
dumping.

O Refer to fact sheet SC-10 Non-Stormwater Discharges for additional information.

£
: v
¥ ¥
O 2 3

Preventative Maintenance

Catch Basins/Inlet Structures

O Staff should regularly inspect facilities to ensure compliance with the following:

v

v

Immediate repair of any deterioration threatening structural integrity.

Cleaning before the sump is 40% full. Catch basins should be cleaned as
frequently as needed to meet this standard.
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Drainage System Maintenance SC-44

Clean catch basins, storm drain inlets, and other conveyance structures before the
wet season to remove sediments and debris accumulated during the summer.

Conduct inspections more frequently during the wet season for problem areas where
sediment or trash accumulates more often. Prioritize storm drain inlets; clean and
repair as needed.

Keep accurate logs of the number of catch basins cleaned.

Store wastes collected from cleaning activities of the drainage system in appropriate
containers or temporary storage sites in a manner that prevents discharge to the
storm drain.

Dewater the wastes if necessary with outflow into the sanitary sewer if permitted.
Water should be treated with an appropriate filtering device prior to discharge to the
sanitary sewer. If discharge to the sanitary sewer is not allowed, water should be
pumped or vacuumed to a tank and properly disposed. Do not dewater near a storm
drain or stream.

Storm Drain Conveyance System

O

Locate reaches of storm drain with deposit problems and develop a flushing schedule
that keeps the pipe clear of excessive buildup.

Collect and pump flushed effluent to the sanitary sewer for treatment whenever
possible.

Pump Stations

O Clean all storm drain pump stations prior to the wet season to remove silt and trash.

0 Do not allow discharge to reach the storm drain system when cleaning a storm drain
pump station or other facility.

O Conduct routine maintenance at each pump station.

O Inspect, clean, and repair as necessary all outlet structures prior to the wet season.

Open Channel

O Modify storm channel characteristics to improve channel hydraulics, increase
pollutant removals, and enhance channel/creek aesthetic and habitat value.

0o Conduct channel modification/improvement in accordance with existing laws. Any

person, government agency, or public utility proposing an activity that will change
the natural state of any river, stream, or lake in California, must enter into a Steam or
Lake Alteration Agreement with the Department of Fish and Wildlife. The
developer-applicant should also contact local governments (city, county, special
districts), other state agencies (SWRCB, RWQCB, Department of Forestry,
Department of Water Resources), and Army Corps of Engineers and USFWS.

Spill Response and Prevention Procedures

O

Keep your spill prevention control plan up-to-date.
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O Investigate all reports of spills, leaks, and/or illegal dumping promptly.

O Place a stockpile of spill cleanup materials where it will be readily accessible or at a
central location.

O Clean up all spills and leaks using “dry” methods (with absorbent materials and/or
rags) or dig up, remove, and properly dispose of contaminated soil.

y Employee Training Program

"0 Educate employees about pollution prevention measures and goals.

O Train employees how to properly handle and dispose of waste using the source
control BMPs described above.

o Train employees and subcontractors in proper hazardous waste management.
0 Use a training log or similar method to document training.

O Ensure that employees are familiar with the site’s spill control plan and/or proper
spill cleanup procedures.

O Have staff involved in detection and removal of illicit connections trained in the
following:

v" OSHA-required Health and Safety Training (29 CFR 1910.120) plus annual
refresher training (as needed).

v" OSHA Confined Space Entry training (Cal-OSHA Confined Space, Title 8 and
Federal OSHA 29 CFR 1910.146).

v Procedural training (field screening, sampling, smoke/dye testing, TV
inspection).

Quality Assurance and Record Keeping

O Keep accurate maintenance logs that document minimum BMP activities performed
for drainage system maintenance, types and quantities of waste disposed of, and any
improvement actions.

0 Keep accurate logs of spill response actions that document what was spilled, how it
was cleaned up, and how the waste was disposed.

O Keep accurate logs of illicit connections, illicit discharges, and illegal dumping into
the storm drain system including how wastes were cleaned up and disposed.

o Establish procedures to complete logs and file them in the central office.

Potential Limitations and Work-Arounds

Provided below are typical limitations and recommended “work-arounds” for drainage
system maintenance:
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O Clean-up activities may create a slight disturbance for local aquatic species. Access
to items and material on private property may be limited. Trade-offs may exist
between channel hydraulics and water quality/riparian habitat. If storm channels or
basins are recognized as wetlands, many activities, including maintenance, may be
subject to regulation and permitting.

v Perform all maintenance onsite and do not flush accumulated material
downstream to private property or riparian habitats.

O Storm drain flushing is most effective in small diameter pipes (36-inch diameter pipe
or less, depending on water supply and sediment collection capacity). Other
considerations associated with storm drain flushing may include the availability of a
water source, finding a downstream area to collect sediments, and liquid/sediment
disposal.

v Develop and follow a site specific drainage system maintenance plan that
describes maintenance locations, methods, required equipment, water sources,
sediment collection areas, disposal requirements, and any other pertinent
information.

O Regulations may include adoption of substantial penalties for illegal dumping and
disposal.

v" Do not dump illegal materials anywhere onsite.
v" Identify illicit connections, illicit discharge, and illegal dumping.
v Cleanup spills immediately and properly dispose of wastes.

O Local municipal codes may include sections prohibiting discharge of soil, debris,
refuse, hazardous wastes, and other pollutants into the sanitary sewer system.

v" Collect all materials and pollutants accumulated in drainage system and dispose
of according to local regulations.

v Install debris excluders in areas with a trash TMDL.
Potential Capital Facility Costs and Operation & Maintenance
Requirements
Facilities
O Capital costs will vary substantially depending on the size of the facility and
characteristics of the drainage system. Significant capital costs may be associated

with purchasing water trucks, vacuum trucks, and any other necessary cleaning
equipment or improving the drainage infrastructure to reduce the potential .

o Developing and implementing a site specific drainage system maintenance plan will
require additional capital if a similar program is not already in place.

September 2014 California Stormwater BMP Handbook 50f7

Industrial and Commercial
WWwWWw.casqa.org



Drainage System Maintenance SC-44

Maintenance

o Two-person teams may be required to clean catch basins with vactor trucks.

0 Teams of at least two people plus administrative personnel are required to identify
illicit discharges, depending on the complexity of the storm sewer system.

O Arrangements must be made for proper disposal of collected wastes.
O Technical staff are required to detect and investigate illegal dumping violations.

O Methods used for illicit connection detection (smoke testing, dye testing, visual
inspection, and flow monitoring) can be costly and time-consuming. Site-specific
factors, such as the level of impervious area, the density and ages of buildings, and
type of land use will determine the level of investigation necessary.

Supplemental Information

Storm Drain Flushing

Flushing is a common maintenance activity used to improve pipe hydraulics and to
remove pollutants in storm drainage systems. Flushing may be designed to hydraulically
convey accumulated material to strategic locations, such as an open channel, another
point where flushing will be initiated, or the sanitary sewer and the treatment facilities,
thus preventing re-suspension and overflow of a portion of the solids during storm
events. Flushing prevents “plug flow” discharges of concentrated pollutant loadings and
sediments. Deposits can hinder the designed conveyance capacity of the storm drain
system and potentially cause backwater conditions in severe cases of clogging.

Storm drain flushing usually takes place along segments of pipe with grades that are too
flat to maintain adequate velocity to keep particles in suspension. An upstream manhole
is selected to place an inflatable device that temporarily plugs the pipe. Further
upstream, water is pumped into the line to create a flushing wave. When the upstream
reach of pipe is sufficiently full to cause a flushing wave, the inflated device is rapidly
deflated with the assistance of a vacuum pump, thereby releasing the backed up water
and resulting in the cleaning of the storm drain segment.

To further reduce impacts of stormwater pollution, a second inflatable device placed well
downstream may be used to recollect the water after the force of the flushing wave has
dissipated. A pump may then be used to transfer the water and accumulated material to
the sanitary sewer for treatment. In some cases, an interceptor structure may be more
practical or required to recollect the flushed waters.

It has been found that cleansing efficiency of periodic flush waves is dependent upon
flush volume, flush discharge rate, sewer slope, sewer length, sewer flow rate, sewer
diameter, and population density. As a rule of thumb, the length of line to be flushed
should not exceed 700 feet. At this maximum recommended length, the percent removal
efficiency ranges between 65-75% for organics and 55-65% for dry weather
grit/inorganic material. The percent removal efficiency drops rapidly beyond that.
Water is commonly supplied by a water truck, but fire hydrants can also supply water.

To make the best use of water, it is recommended that reclaimed water be used if allowed
or that fire hydrant line flushing coincide with storm sewer flushing.
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