






County of San Diego • 
Department of Environmental Health 
Hazardous Materials Division 
1255 Imperial Avenue 
P.O. Box 129261 
San Diego, CA 921 12-9261 

• -OFFICE' usE''oNL ';: "' , ... . ...  ,..�· ·-. ··, --·.,,.�• . 
ACTIVITY CODE 428T23 . . 

Permit # AT5050 
Establishment # 202521 
Date: April 81 2004 
Expiration Date: Apri l 81 2005 

. . . . ............ . _ - .......... ........ =s=======.===========I 

Permit for Under round Stora e.Tank Construction/Closure °" 

SITE NAME: eottonwood Golf Course ' . 
SITE ADDRESS: 3121 Willow Glen Drive, El Cajon 92019 
OWNER NAME: Premiere Golf Properties, L.P. 
OWNER ADDRESS: 8332 Case Street, La Mesa 91942 

I 

' ' I 

DESCRIPTION OF PROPOSED WORK: Remove one underground storage tank and all associated 'piping 
. i 

I 
I '  

In  accordance with SDCC Ordinance Title 6, Chapter 1 0, Section 68.1004 (b), UST must be removed within 1 80 days 
of permit approval. The deadline to remove USTs is October 8 2004 

I . ' PERMIT CONDITIONS: For tank systems that are to be removed, the excavation shall be exposed prior to the scheduled 
inspection and ·sampling points identified by the DEH inspector. Sampling is required for both tank(s) and pip

0

ing. The tank(s) 
and piping must remain in the excavation until the DEH inspector approves the removal. 

1 )  

2) 

I . .. . . ,., ·-
All piping �nd undergrourid storage tanks must be removed at the same time. Failure to do so will resuit in a' ire-inspeclion and 
$350.00 re,inspection fee. 

I . . . 
A least one,sample must be analyzed for MTBE and related oxygenates (DIPE, TAME, ETBE, TBA) using EPA Method 82609 . 

' ' 
3) Certificate.of Disposaltm·anifests required for tank 

I '  . 

Please be advised: 

All undergroun� storage tanks that are to be removed must be cleaned and properly inerte9 prior to the removal . ' 

1 )  The tanks a(e visually free from all product, siudg·e, rinsate and debris .. Residual staining caused by soil and waste ! 
consisting of light shadows, slight streaks, or minor discolorations, ·andi soil and waste in cracks, crevices and pits may be present. 

r 
2) Tanks that held a Hazardous material or hazardous waste that had the potential·to generate flammable vapors;'must be properly 

inerted. A combustible gas indicator (CGI), which is properly calibrated, shall be used to measure the concentration �f flammable 
vapor at th�.top, center and'bottom of the underground storage tank. The concentration of flammable vapor must be below twenty 
percent of the Lower Explosive Limit (LEL) fo� the material that was contained in the tank(s) and the oxygen concentration shall be the 
same as th�t of ambient air, approximately 20.8%. The underground storage tank(s) must inerted with dry ice; using a minimum of 1 5  
pounds for 'every 1 000 galloris of tank capacity. ' 

3) Failure to h'ave the tank properly cleaned priof to the lime of the removal will result in the cancellation of the removal : and will require a 
re-inspection and $350.00 re-inspection fee. , 

I . 

This office must be given at least 48 h_ours·notice for all required Undergrou,nd Storage Tank Activity. 

Please call at (61 �) 338-2214 to.schedule an appointme 
J .  

Date: 4/08/04 




