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N/A for INF-7: Underground Infiltration. See
drawdown calculations within INF-7 worksheet
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Infiltration tests were performed in two of the excavated borings during the Geotechnical
Investigation. Well permeameter tests were performed. Additional information is provided
on Page 13 of the Geotechnical Investiation provided in Appendix E
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Volume Provided

[Drawdown |

Design Infiltration Rate = 1.61 in/hr
BMP Footprint, Area Al = 44"*10' = 440s.f.; Area A2 = 26'*10' = 260s.f.
Drawdown Rate, Area Al = 1.61in/hr*440 sf*1ft/12in=59.0cf/hr

Area A2 = 1.61in/hr*260 sf*1ft/12in=34.9cf/hr

Drawdown Time, Area Al = 2,851cf/59.0cf/hr = 48.3 hours*
Araa A2 =1 ARN,F/IRA Qrflhr = A7 A hniire*

*Per TGD XI 3.2 for Infiltration BMPs "Surface drawdown shall not exceed
96 hours because of vector issues. Drawdown time of subsurface storage
may exceed 96 hours, however consideration should be given to
maintenance activities and plant survival, as applicable, in selecting a
maximum subsurface drawdown time."
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BMP Footprint, Area A1 = 44'*10' = 440s.f.; Area A2 = 26'*10' = 260s.f. 
Drawdown Rate, Area A1 = 1.61in/hr*440 sf*1ft/12in=59.0cf/hr
                           Area A2 = 1.61in/hr*260 sf*1ft/12in=34.9cf/hr
Drawdown Time, Area A1 = 2,851cf/59.0cf/hr = 48.3 hours*
                            Area A2 = 1,660cf/34.9cf/hr = 47.6 hours*
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Sewage Spill
Regulatory Requirements

Allowing sewage to discharge to a gutter or storm
drain may subject you to penalties and/or out-of-
pocket costs to reimburse cities or public agencies for

clean-up efforts.

Here are the pertinent codes, fines, and agency
contactinformation that apply.

Orange County Stormwater Program
24 Hour Water Pollution Reporting Hotline
1-877-89-SPILL (1-877-897-7455)

e County and city water quality ordinances prohibit discharges
containing pollutants.

Orange County Health Care Agency
Environmental Health
(714) 433-6419

California Health and Safety Code, Sections 5410-5416

o No person shall discharge raw or treated sewage or other waste in a
manner that results in contamination, pollution or a nuisance.

e Any person who causes or permits a sewage discharge to any
state waters:

* mustimmediately notify the local health agency of the discharge.

* shall reimburse the local health agency for services that protect
the public’s health and safety (water-contact receiving waters).

» who fails to provide the required notice to the local health agency
is guilty of a misdemeanor and shall be punished by a fine (between
$500-$1,000) and/or imprisonment for less than one year.

Regional Water Quality Control Board
Santa Ana Region San Diego Region
(951) 782-4130 (858) 467-2952

o Requires the prevention, mitigation, response to and reporting of
sewage spills.

California Office of Emergency Services
(800) 852-7550

California Water Code, Article 4, Chapter 4, Sections 13268-13271
California Code of Regulations, Title 23, Division 3, Chapter 9.2, Article 2,
Sections 2250-2260

e Any person who causes or permits sewage in excess of 1,000 gallons
to be discharged to state waters shallimmediately notify the Office of
Emergency Services.

o Any person who fails to provide the notice required by this section
is guilty of a misdemeanor and shall be punished by a fine (less than
$20,000) and/or imprisonment for not more than one year.
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Sewage Spill

Reference Guide

Your Responsibilities
as a Private Property Owner

Residences

Businesses

Homeowner/Condominium Associations
Federal and State Complexes

Military Facilities

Orange County
Sanitation District

PREVENTION

pere e

www.ocwatersheds.com

Health Care Agency
Environmental Health

This brochure was designed courtesy of the Orange County Sanitation District (0CSD).
For additional information, call (714) 962-2411, or visit their website at www.ocsd.com

What is a
Sewage Spill?

Sewage spills occur when the wastewater being
transported via underground pipes overflows through
a manhole, cleanout or broken pipe. Sewage spills can
cause health hazards, damage to homes and businesses,
and threaten the environment, local waterways and
beaches.

Common Causes
of Sewage Spills

Grease builds up inside and eventually blocks
sewer pipes. Grease gets into the sewer from food
establishments, household drains, as well as from poorly
maintained commercial grease traps and interceptors.

Structure problems caused by tree roots in the lines,
broken/cracked pipes, missing or broken cleanout caps
orundersized sewers can cause blockages.

Infiltration and inflow (I/l) impacts pipe capacity and
is caused when groundwater or rainwater enters the
sewer system through pipe defects and illegal
connections.

You Are Responsible for a
Sewage Spill Caused by a Blockage
or Break in Your Sewer Lines!

Time is of the essence in dealing with sewage spills. You
are required toimmediately:

Control and minimize the spill. Keep spills contained
on private property and out of gutters, storm drains and
public waterways by shutting off or not using the water.

Use sandbags, dirt and/or plastic sheeting to
prevent sewage from entering the storm drain system.

Clear the sewer blockage. Always wear gloves and
wash your hands. It is recommended that a plumbing
professional be called for clearing blockages and making
necessary repairs.

Always notify your city sewer/public works
department or public sewer district of sewage
spills. If the spill enters the storm drains also notify the
Health Care Agency. In addition, if it exceeds 1,000
gallons notify the Office of Emergency Services. Refer to
the numbers listed in this brochure.

Overflowing
cleanout pipe

private property

located on

You Could Be Liable

Allowing sewage from your home, business or property
to discharge to a gutter or storm drain may subject you to
penalties and/or out-of-pocket costs to reimburse cities
or public agencies for clean-up and enforcement efforts.
See Regulatory Codes & Fines section for pertinent codes
and fines that apply.

What to Look For

Sewage spills can be a very noticeable gushing of water
from a manhole or a slow water leak that may take time to
be noticed. Don’t dismiss unaccounted-for wet areas.

Lookfor:
e Drain backups inside the building.

e Wet ground and water leaking around manhole lids
onto your street.

e Leaking water from cleanouts or outside drains.

e Unusual odorous wet areas: sidewalks, external
walls or ground/landscape around a building.

Caution

Keep people and pets away from the affected area.
Untreated sewage has high levels of disease-causing
viruses and bacteria. Call your local health care agency
listed on the back for more information.

If You See a Sewage Spill Occurring,

Notify Your City Sewer/Public Works

Department or Public Sewer District
IMMEDIATELY!



A property owner's sewer pipes are called
service laterals and are connected to larger
local main and regional trunk lines. Service
laterals run from the connection at the
home to the connection with the public
sewer (including the area under the street).
These laterals are the responsibility of the
property owner and must be maintained
by the property owner. Many city agencies
have adopted ordinances requiring
maintenance of service laterals. Check with
your city sewer/local public works
departmentfor more information.

Operation and maintenance of local and
regional sewer lines are the responsi-
bility of the city sewer/public works depart-
ments and public sewer districts.

How You Can
Prevent Sewage Spills

Never put grease down garbage
disposals, drains or toilets.

Perform periodic cleaning to
eliminate grease, debris and roots in
your service laterals.

Repair any structural problems
in your sewer system and eliminate
any rainwater infiltration/inflow
leaks into your service laterals.

Help prevent them!

Sewage spills can cause
damage to the environment.

The drain is not a dump! Recycle or dispose of grease
properly and never pour grease down the drain.

Homeowners should mix fats, oils and grease with absor-
bent waste materials such as paper, coffee grounds, or kitty
litter and place it in the trash. Wipe food scraps from plates
and pans and dump them in the trash.

Restaurants and commercial food service establishments
should always use “Kitchen Best Management Practices.”
These include:

e Collecting all cooking grease and liquid oil from pots, pans
and fryersin covered grease containers for recycling.

e Scraping or dry-wiping excess food and grease from
dishes, pots, pans and fryers into the trash.

e Installing drain screens on all kitchen drains.
e Having spill kits readily available for cleaning up spills.

e Properly maintaining grease traps or interceptors by having
them serviced regularly. Check your local city codes.

Agency Responsibilites

Orange County

City Sewer/Public Works Departments—

Responsible for protecting city property
and streets, the local storm drain system, sewage
collection system and other public areas.

Public Sewer/Sanitation District—
Responsible for collecting, treating and disposing
of wastewater.

County of Orange Health Care Agency—

Responsible for protecting public health by closing
ocean/bay waters and may close food-service
businesses if a spill poses a threat to public health.

Regional Water Quality Control Boards—

Responsible for protecting State waters.

Orange County Stormwater Program—
Responsible for preventing harmful pollutants from

being discharged or washed by stormwater runoff

into the municipal storm drain system, creeks, bays
and the ocean.

You Could Be Liable
for Not Protecting
the Environment

Local and state agencies have legal jurisdic-
tion and enforcement authority to ensure that
sewage spills are remedied.

They may respond and assist with contain-
ment, relieving pipe blockages, and/or
clean-up of the sewage spill, especially if
the spill is flowing into storm drains or onto
public property.

A property owner may be charged for
costs incurred by these agencies
responding to spills from private
properties.

Report Sewage Spills!

City Sewer/Public Works Departments

AlisoViejo.............ccovvvinnn.. (949) 425-2500
Anaheim........................... (714) 765-6860
Brea.........ccoiiiiiiii i (714) 990-7691
BuenaPark ........................ (714) 562-3655
CostaMesa........................ (949) 645-8400
CYPress .......coveeeennnnnnnnnnnnn (714) 229-6760
DanaPoint......................... (949) 248-3562
FountainValley ..................... (714) 593-4600
Fullerton........................... (714) 738-6897
Garden Grove....................... (714) 741-5375
HuntingtonBeach ................... (714) 536-5921
Irvine ... (949) 453-5300
LagunaBeach ...................... (949) 497-0765
LagunaHills........................ (949) 707-2650
Laguna Niguel ...................... (949) 362-4337
LagunaWoods. ..................... (949) 639-0500
LaHabra........................... (562) 905-9792
LakeForest .................... (949) 461-3480
LaPalma .......................... (714) 690-3310
LosAlamitos ....................... (562) 431-3538
Mission Viejo. . ..................... (949) 831-2500
NewportBeach..................... (949) 644-3011
Orange..........covvuiinnnnnnnnnnns (714) 532-6480
OrangeCounty...................... (714) 567-6363
Placentia .......................... (714) 993-8245
Rancho Santa Margarita. . . ... ...... (949) 635-1800
San Clemente. . ..................... (949) 366-1553
San Juan Capistrano ................ (949) 443-6363
SantaAna ......................... (714) 647-3380
SealBeach......................... (562) 431-2527
Stanton ....................ii.an (714) 379-9222
Tustin. ...ttt (714) 962-2411
VillaPark..................cooou.. (714) 998-1500
Westminster ....................... (714) 893-3553
Yorbalinda ........................ (714) 961-7170
Public Sewer/Water Districts
Costa Mesa Sanitary District .......... (714) 393-4433/
(949) 645-8400
El Toro Water District ................ (949) 837-0660
Emerald Bay Service District .......... (949) 494-8571
Garden Grove Sanitary District . ........ (714) 741-5375
Irvine Ranch Water District . ........... (949) 453-5300

Los Alamitos/Rossmoor Sewer District . . . (562) 431-2223
Midway City Sanitary District (Westminster) (714) 893-3553

Moulton Niguel Water District . ........ (949) 831-2500
Orange County Sanitation District. . . . ... (714) 962-2411
Santa Margarita Water District ........ (949) 459-6420
South Coast Water District ............ (949) 499-4555
South Orange County Wastewater Authority (949) 234-5400
Sunset Beach Sanitary District. ........ (562) 493-9932
Trabuco Canyon Sanitary District . . . . . .. (949) 858-0277
Yorba Linda Water District ............ (714) 777-3018

Other Agencies
Orange County Health Care Agency . . . .. (714) 433-6419
Office of Emergency Services. . ........ (800) 852-7550



Preventing water
pollution at your
commercial/industrial site

Clean beaches and healthy creeks, rivers,

bays and ocean are important to Orange
County. However, many landscape and
building maintenance activities can lead to
water pollution if you’re not careful. Paint,
chemicals, plant clippings and other materials
can be blown or washed into storm drains that
flow to the ocean. Unlike water in sanitary
sewers (from sinks and toilets), water in storm
drains is not treated before entering our

wate rways.

You would never pour soap or fertilizers into
the ocean, so why would you let them enter the
storm drains? Follow these easy tips to help

prevent water pollution.

Some types of industrial facilities are required
to obtain coverage under the State General
Industrial Permit. For more information visit:

www.swrcb.ca.gov/stormwater/industrial.html

Help Prevent Ocean Pollution:

Proper Maintenance
Practices for
Your Business

For more information,
please call the
Orange County Stormwater Program
at 1-877-89-SPILL (1-877-897-7455)
or Visit
www.ocwatersheds.com

To report a spill,
call the
Orange County 24-Hour
Water Pollution Problem
Reporting Hotline
at 1-877-89-SPILL (1-877-897-7455).

For emergencies, dial 911.
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Proper Maintenance Practices for your Business

Landscape Maintenance

Compost grass clippings, leaves, sticks
and other vegetation, or dispose of it at
a permitted landfill or in green waste
containers. Do not dispose of these
materials in the street, gutter or storm
drain.

Irrigate slowly and inspect the system
for leaks, overspraying and runoff.
Adjust automatic timers to avoid
overwatering.

Follow label directions for the use and
disposal of fertilizers and pesticides.

Do not apply pesticides or fertilizers if
rain is expected within 48 hours or if
wind speeds are above 5 mph.

Do not spray pesticides within 100 feet
of waterways.

Fertilizers should be worked into the
soil rather than dumped onto the
surface.

If fertilizer is spilled on the pavement
or sidewalk, sweep it up immediately
and place it back in the container.

Building Maintenance

Never allow washwater, sweepings or
sediment to enter the storm drain.

Sweep up dry spills and use cat litter,
towels or similar materials to absorb wet
spills. Dispose of it in the trash.

If you wash your building, sidewalk or
parking lot, you must contain the water.
Use a shop vac to collect the water and
contact your city or sanitation agency
for proper disposal information. Do
not let water enter the street, gutter or
storm drain.

Use drop cloths underneath outdoor
painting, scraping, and sandblasting
work, and properly dispose of materials
in the trash.

Use a ground cloth or oversized tub for
mixing paint and cleaning tools.

Use a damp mop or broom to clean
floors.

Cover dumpsters to keep insects,
animals, rainwater and sand from
entering. Keep the area around the
dumpster clear of trash and debris. Do
not overfill the dumpster.

B Call your trash hauler to replace leaking

dumpsters.

Do not dump any toxic substance or
liquid waste on the pavement, the

ground, or near a
storm drain. Even

materials that NEVER DISPOSE
seem harmless . OF ANYTHING
such as latex paint

or biodegradable IN THE STORM
cleaners can

damage the DRAIN.
environment.

Recycle paints, solvents and other
materials. For more information about
recycling and collection centers, visit
www.oclandfills.com.

Store materials indoors or under cover
and away from storm drains.

Use a construction and demolition
recycling company to recycle lumber,
paper, cardboard, metals, masonry,
carpet, plastic, pipes, drywall, rocks,
dirt, and green waste. For a listing of
construction and demolition recycling
locations in your area, visit
www.ciwmb.ca.gov/recycle.

Properly label materials. Familiarize
employees with Material Foprory e e T
Safety Data Sheets. P();;M'I’IOV\
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Building & Grounds Maintenance SC-41

Objectives

m Cover
m Contain

m Educate

m Reduce/Minimize

i B L pall m Product Substitution
LAKE CENTER e
BUISINESS PARK

Targeted Constituents

Description

Stormwater runoff from building and grounds maintenance
activities can be contaminated with toxic hydrocarbons in
solvents, fertilizers and pesticides, suspended solids, heavy
metals, and abnormal pH. Utilizing the following protocols will
prevent or reduce the discharge of pollutants to stormwater from
building and grounds maintenance activities by washing and Oil and Grease
cleaning up with as little water as possible, following good Organics
landscape management practices, preventing and cleaning up Oxygen Demanding
spills immediately, keeping debris from entering the storm

drains, and maintaining the stormwater collection system.

Sediment
Nutrients
Trash
Metals
Bacteria

RRRRNRRRAR

Approach
Pollution Prevention

m Switch to non-toxic chemicals for maintenance when
possible.

m  Choose cleaning agents that can be recycled.

m  Encourage proper lawn management and landscaping,
including use of native vegetation.

m  Encourage use of Integrated Pest Management techniques for
pest control.

m  Encourage proper onsite recycling of yard trimmings.

m  Recycle residual paints, solvents, lumber, and other material
as much as possible.

CALIFORNIA STORMWA

TER
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SC-41 Building & Grounds Maintenance

Suggested Protocols
Pressure Washing of Buildings, Rooftops, and Other Large Objects

In situations where soaps or detergents are used and the surrounding area is paved, pressure
washers must use a waste water collection device that enables collection of wash water and
associated solids. A sump pump, wet vacuum or similarly effective device must be used to
collect the runoff and loose materials. The collected runoff and solids must be disposed of

properly.

If soaps or detergents are not used, and the surrounding area is paved, wash water runoff
does not have to be collected but must be screened. Pressure washers must use filter fabric
or some other type of screen on the ground and/or in he catch basin to trap the particles in
wash water runoff.

If you are pressure washing on a grassed area (with or without soap), runoff must be
dispersed as sheet flow as much as possible, rather than as a concentrated stream. The wash
runoff must remain on the grass and not drain to pavement. Ensure that this practice does
not kill grass.

Landscaping Activities

Do not apply any chemicals (insecticide, herbicide, or fertilizer) directly to surface waters,
unless the application is approved and permitted by the state.

Dispose of grass clippings, leaves, sticks, or other collected vegetation as garbage, or by
composting. Do not dispose of collected vegetation into waterways or storm drainage
systems.

Use mulch or other erosion control measures on exposed soils.

Check irrigation schedules so pesticides will not be washed away and to minimize non-
stormwater discharge.

Building Repair, Remodeling, and Construction

m Do not dump any toxic substance or liquid waste on the pavement, the ground, or toward a
storm drain.

m  Use ground or drop cloths underneath outdoor painting, scraping, and sandblasting work,
and properly dispose of collected material daily.

m  Use a ground cloth or oversized tub for activities such as paint mixing and tool cleaning.

m Clean paint brushes and tools covered with water-based paints in sinks connected to
sanitary sewers or in portable containers that can be dumped into a sanitary sewer drain.
Brushes and tools covered with non-water-based paints, finishes, or other materials must be
cleaned in a manner that enables collection of used solvents (e.g., paint thinner, turpentine,
etc.) for recycling or proper disposal.

20f 5 California Stormwater BMP Handbook January 2003
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Building & Grounds Maintenance SC-41

Use a storm drain cover, filter fabric, or similarly effective runoff control mechanism if dust,
grit, wash water, or other pollutants may escape the work area and enter a catch basin. The
containment device(s) must be in place at the beginning of the work day, and accumulated
dirty runoff and solids must be collected and disposed of before removing the containment
device(s) at the end of the work day.

If you need to de-water an excavation site, you may need to filter the water before
discharging to a catch basin or off-site. In which case you should direct the water through
hay bales and filter fabric or use other sediment filters or traps.

Store toxic material under cover with secondary containment during precipitation events
and when not in use. A cover would include tarps or other temporary cover material.

Mowing, Trimming, and Planting

Dispose of leaves, sticks, or other collected vegetation as garbage, by composting or at a
permitted landfill. Do not dispose of collected vegetation into waterways or storm drainage
systems.

Use mulch or other erosion control measures when soils are exposed.

Place temporarily stockpiled material away from watercourses and drain inlets, and berm or
cover stockpiles to prevent material releases to the storm drain system.

Consider an alternative approach when bailing out muddy water; do not put it in the storm
drain, pour over landscaped areas.

Use hand or mechanical weeding where practical.

Fertilizer and Pesticide Management

m  Follow all federal, state, and local laws and regulations governing the use, storage, and
disposal of fertilizers and pesticides and training of applicators and pest control advisors.

m  Follow manufacturers’ recommendations and label directions. Pesticides must never be
applied if precipitation is occuring or predicted. Do not apply insecticides within 100 feet of
surface waters such as lakes, ponds, wetlands, and streams.

m  Use less toxic pesticides that will do the job, whenever possible. Avoid use of copper-based
pesticides if possible.

m Do not use pesticides if rain is expected.

m Do not mix or prepare pesticides for application near storm drains.

m  Use the minimum amount needed for the job.

m Calibrate fertilizer distributors to avoid excessive application.

m  Employ techniques to minimize off-target application (e.g. spray drift) of pesticides,
including consideration of alternative application techniques.

January 2003 California Stormwater BMP Handbook 30f5
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SC-41 Building & Grounds Maintenance

m  Apply pesticides only when wind speeds are low.
m  Work fertilizers into the soil rather than dumping or broadcasting them onto the surface.
m [rrigate slowly to prevent runoff and then only as much as is needed.

m Clean pavement and sidewalk if fertilizer is spilled on these surfaces before applying
irrigation water.

m  Dispose of empty pesticide containers according to the instructions on the container label.

m  Use up the pesticides. Rinse containers, and use rinse water as product. Dispose of unused
pesticide as hazardous waste.

m Implement storage requirements for pesticide products with guidance from the local fire
department and County Agricultural Commissioner. Provide secondary containment for
pesticides.

Inspection

m Inspect irrigation system periodically to ensure that the right amount of water is being
applied and that excessive runoff is not occurring. Minimize excess watering, and repair
leaks in the irrigation system as soon as they are observed.

Training
m Educate and train employees on use of pesticides and in pesticide application techniques to
prevent pollution.

m Train employees and contractors in proper techniques for spill containment and cleanup.

m  Be sure the frequency of training takes into account the complexity of the operations and the
nature of the staff.

Spill Response and Prevention
m  Refer to SC-11, Spill Prevention, Control & Cleanup

m  Keep your Spill Prevention Control and countermeasure (SPCC) plan up-to-date, and
implement accordingly.

m  Have spill cleanup materials readily available and in a known location.
m Cleanup spills immediately and use dry methods if possible.
m  Properly dispose of spill cleanup material.

Other Considerations
m Alternative pest/weed controls may not be available, suitable, or effective in many cases.
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Building & Grounds Maintenance SC-41

Requirements
Costs
m  Overall costs should be low in comparison to other BMPs.

Maintenance

m  Sweep paved areas regularly to collect loose particles, and wipe up spills with rags and other
absorbent material immediately, do not hose down the area to a storm drain.

Supplemental Information
Further Detail of the BMP
Fire Sprinkler Line Flushing

Building fire sprinkler line flushing may be a source of non-stormwater runoff pollution. The
water entering the system is usually potable water though in some areas it may be non-potable
reclaimed wastewater. There are subsequent factors that may drastically reduce the quality of
the water in such systems. Black iron pipe is usually used since it is cheaper than potable piping
but it is subject to rusting and results in lower quality water. Initially the black iron pipe has an
oil coating to protect it from rusting between manufacture and installation; this will
contaminate the water from the first flush but not from subsequent flushes. Nitrates, poly-
phosphates and other corrosion inhibitors, as well as fire suppressants and antifreeze may be
added to the sprinkler water system. Water generally remains in the sprinkler system a long
time, typically a year, between flushes and may accumulate iron, manganese, lead, copper,
nickel and zinc. The water generally becomes anoxic and contains living and dead bacteria and
breakdown products from chlorination. This may result in a significant BOD problem and the
water often smells. Consequently dispose fire sprinkler line flush water into the sanitary sewer.
Do not allow discharge to storm drain or infiltration due to potential high levels of pollutants in
fire sprinkler line water.

References and Resources

California’s Nonpoint Source Program Plan http: //www.swrcb.ca.gov/nps/index.html
King County - ftp://dnr.metroke.gov/wlr/dss/spcm/Chapter%203.PDF

Orange County Stormwater Program
http://www.ocwatersheds.com/StormWater/swp_ introduction.asp

Mobile Cleaners Pilot Program: Final Report. 1997. Bay Area Stormwater Management
Agencies Association (BASSMA) http://www.basmaa.org/

Pollution from Surface Cleaning Folder. 1996. Bay Area Stormwater Management Agencies
Association (BASMAA) http://www.basmaa.org/

San Diego Stormwater Co-permittees Jurisdictional Urban Runoff Management Program
(URMP) -
http://www.projectcleanwater.org/pdf/Model%20Program%20Municipal %20Facilities.pdf
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Waste Handling & Disposal

SC-34

Description

Improper storage and handling of solid wastes can allow toxic
compounds, oils and greases, heavy metals, nutrients, suspended
solids, and other pollutants to enter stormwater runoff. The
discharge of pollutants to stormwater from waste handling and
disposal can be prevented and reduced by tracking waste
generation, storage, and disposal; reducing waste generation and
disposal through source reduction, re-use, and recycling; and
preventing runon and runoff.

Approach
Pollution Prevention

m  Reduction in the amount of waste generated can be
accomplished using the following source controls such as:

- Production planning and sequencing

- Process or equipment modification

- Raw material substitution or elimination
- Loss prevention and housekeeping

- Waste segregation and separation

- Close loop recycling

m Establish a material tracking system to increase awareness
about material usage. This may reduce spills and minimize
contamination, thus reducing the amount of waste produced.

m  Recycle materials whenever possible.

Objectives

m Cover

m Contain

m Educate

m Reduce/Minimize
m Product Substitution

Targeted Constituents

Sediment

Nutrients

Trash

Metals

Bacteria

Oil and Grease
Organics

Oxygen Demanding

RRRRNRRRAR
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SC-34 Waste Handling & Disposal

Suggested Protocols
General

m  Cover storage containers with leak proof lids or some other means. If waste is not in
containers, cover all waste piles (plastic tarps are acceptable coverage) and prevent
stormwater runon and runoff with a berm. The waste containers or piles must be covered
except when in use.

m  Use drip pans or absorbent materials whenever grease containers are emptied by vacuum
trucks or other means. Grease cannot be left on the ground. Collected grease must be
properly disposed of as garbage.

m  Check storage containers weekly for leaks and to ensure that lids are on tightly. Replace any
that are leaking, corroded, or otherwise deteriorating.

m  Sweep and clean the storage area regularly. If it is paved, do not hose down the area to a
storm drain.

m Dispose of rinse and wash water from cleaning waste containers into a sanitary sewer if
allowed by the local sewer authority. Do not discharge wash water to the street or storm
drain.

m Transfer waste from damaged containers into safe containers.

m Take special care when loading or unloading wastes to minimize losses. Loading systems
can be used to minimize spills and fugitive emission losses such as dust or mist. Vacuum
transfer systems can minimize waste loss.

Controlling Litter

m  Post “No Littering” signs and enforce anti-litter laws.

m  Provide a sufficient number of litter receptacles for the facility.

m Clean out and cover litter receptacles frequently to prevent spillage.
Waste Collection

m Keep waste collection areas clean.

m Inspect solid waste containers for structural damage or leaks regularly. Repair or replace
damaged containers as necessary.

m  Secure solid waste containers; containers must be closed tightly when not in use.
m Place waste containers under cover if possible.
m Do not fill waste containers with washout water or any other liquid.

m  Ensure that only appropriate solid wastes are added to the solid waste container. Certain
wastes such as hazardous wastes, appliances, fluorescent lamps, pesticides, etc. may not be
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Waste Handling & Disposal SC-34

disposed of in solid waste containers (see chemical/ hazardous waste collection section
below).

m Do not mix wastes; this can cause chemical reactions, make recycling impossible, and
complicate disposal.

Good Housekeeping

m  Use all of the product before disposing of the container.

m  Keep the waste management area clean at all times by sweeping and cleaning up spills
immediately.

m  Use dry methods when possible (e.g. sweeping, use of absorbents) when cleaning around
restaurant/food handling dumpster areas. If water must be used after sweeping/using
absorbents, collect water and discharge through grease interceptor to the sewer.

m  Stencil storm drains on the facility’s property with prohibitive message regarding waste

disposal.

Chemical/Hazardous Wastes

Select designated hazardous waste collection areas on-site.

Store hazardous materials and wastes in covered containers protected from vandalism, and
in compliance with fire and hazardous waste codes.

Place hazardous waste containers in secondary containment.

Make sure that hazardous waste is collected, removed, and disposed of only at authorized
disposal areas.

Runon/Runoff Prevention

m Prevent stormwater runon from entering the waste management area by enclosing the area
or building a berm around the area.

m Prevent the waste materials from directly contacting rain.

m Cover waste piles with temporary covering material such as reinforced tarpaulin,
polyethylene, polyurethane, polypropyleneor hypalon.

m  Cover the area with a permanent roof if feasible.

m Cover dumpsters to prevent rain from washing waste out of holes or cracks in the bottom of
the dumpster.

m  Move the activity indoor after ensuring all safety concerns such as fire hazard and
ventilation are addressed.

Inspection
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SC-34 Waste Handling & Disposal

m Inspect and replace faulty pumps or hoses regularly to minimize the potential of releases and
spills.

m Check waste management areas for leaking containers or spills.
m  Repair leaking equipment including valves, lines, seals, or pumps promptly.

Training
m Train staff pollution prevention measures and proper disposal methods.

m Train employees and contractors proper spill containment and cleanup. The employee
should have the tools and knowledge to immediately begin cleaning up a spill if one should
occur.

m Train employees and subcontractors in proper hazardous waste management.

Spill Response and Prevention
m Refer to SC-11, Spill Prevention, Control & Cleanup.

m  Keep your Spill Prevention Control and countermeasure (SPCC) plan up-to-date, and
implement accordingly.

m  Have spill cleanup materials readily available and in a known location.
m Cleanup spills immediately and use dry methods if possible.
m  Properly dispose of spill cleanup material.

m  Vehicles transporting waste should have spill prevention equipment that can prevent spills
during transport. The spill prevention equipment includes:

- Vehicles equipped with baffles for liquid waste
- Trucks with sealed gates and spill guards for solid waste

Other Considerations

m Hazardous waste cannot be re-used or recycled; it must be disposed of by a licensed
hazardous waste hauler.

Requirements
Costs

m Capital and operation and maintenance costs will vary substantially depending on the size of
the facility and the types of waste handled. Costs should be low if there is an inventory
program in place.

Maintenance
m  None except for maintaining equipment for material tracking program.
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Waste Handling & Disposal SC-34

Supplemental Information
Further Detail of the BMP
Land Treatment System

m  Minimize the runoff of polluted stormwater from land application of municipal waste on-site
by:

- Choosing a site where slopes are under 6%, the soil is permeable, there is a low water
table, it is located away from wetlands or marshes, there is a closed drainage system.

- Avoiding application of waste to the site when it is raining or when the ground is
saturated with water.

- Growing vegetation on land disposal areas to stabilize soils and reduce the volume of
surface water runoff from the site.

- Maintaining adequate barriers between the land application site and the receiving
waters. Planted strips are particularly good.

- Using erosion control techniques such as mulching and matting, filter fences, straw
bales, diversion terracing, and sediment basins.

- Performing routine maintenance to ensure the erosion control or site stabilization
measures are working.

References and Resources

King County Stormwater Pollution Control Manual - http://dnr.metroke.gov/wlr/dss/spcm.htim

Orange County Stormwater Program
http://www.ocwatersheds.com/StormWater/swp_ introduction.asp

Pollution from Surface Cleaning Folder. 1996. Bay Area Stormwater Management Agencies
Associations (BASMAA). On-line; http://www.basmaa.org
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Storm Drain Signage SD-13

Design Objectives

Maximize Infiltration
Provide Retention
Slow Runoff

Minimize Impervious Land
Coverage

! Prohibit Dumping of Improper
Materials

Contain Pollutants

Collect and Convey

Description
Waste materials dumped into storm drain inlets can have severe impacts on receiving and
ground waters. Posting notices regarding discharge prohibitions at storm drain inlets can
prevent waste dumping. Storm drain signs and stencils are highly visible source controls that
are typically placed directly adjacent to storm drain inlets.

Approach

The stencil or affixed sign contains a brief statement that prohibits dumping of improper
materials into the urban runoff conveyance system. Storm drain messages have become a
popular method of alerting the public about the effects of and the prohibitions against waste
disposal.

Suitable Applications

Stencils and signs alert the public to the destination of pollutants discharged to the storm drain.
Signs are appropriate in residential, commercial, and industrial areas, as well as any other area
where contributions or dumping to storm drains is likely.

Design Considerations

Storm drain message markers or placards are recommended at all storm drain inlets within the
boundary of a development project. The marker should be placed in clear sight facing toward
anyone approaching the inlet from either side. All storm drain inlet locations should be
identified on the development site map.

Designing New Installations
The following methods should be considered for inclusion in the
project design and show on project plans:

= Provide stenciling or labeling of all storm drain inlets and
catch basins, constructed or modified, within the project area
with prohibitive language. Examples include “NO DUMPING

CALIFORNIA STORMWATER
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SD-13 Storm Drain Signage

— DRAINS TO OCEAN” and/or other graphical icons to discourage illegal dumping.

m Post signs with prohibitive language and/or graphical icons, which prohibit illegal dumping
at public access points along channels and creeks within the project area.

Note - Some local agencies have approved specific signage and/or storm drain message placards
for use. Consult local agency stormwater staff to determine specific requirements for placard
types and methods of application.

Redeveloping Existing Installations

Various jurisdictional stormwater management and mitigation plans (SUSMP, WQMP, etc.)
define “redevelopment” in terms of amounts of additional impervious area, increases in gross
floor area and/or exterior construction, and land disturbing activities with structural or
impervious surfaces. If the project meets the definition of “redevelopment”, then the
requirements stated under “ designing new installations” above should be included in all project
design plans.

Additional Information
Maintenance Considerations

m Legibility of markers and signs should be maintained. If required by the agency with
jurisdiction over the project, the owner/operator or homeowner’s association should enter
into a maintenance agreement with the agency or record a deed restriction upon the
property title to maintain the legibility of placards or signs.

Placement
m Signage on top of curbs tends to weather and fade.

m Signage on face of curbs tends to be worn by contact with vehicle tires and sweeper brooms.

Supplemental Information
Examples

m  Most MS4 programs have storm drain signage programs. Some MS4 programs will provide
stencils, or arrange for volunteers to stencil storm drains as part of their outreach program.

Other Resources

A Manual for the Standard Urban Stormwater Mitigation Plan (SUSMP), Los Angeles County
Department of Public Works, May 2002.

Model Standard Urban Storm Water Mitigation Plan (SUSMP) for San Diego County, Port of
San Diego, and Cities in San Diego County, February 14, 2002.

Model Water Quality Management Plan (WQMP) for County of Orange, Orange County Flood
Control District, and the Incorporated Cities of Orange County, Draft February 2003.

Ventura Countywide Technical Guidance Manual for Stormwater Quality Control Measures,
July 2002.
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Trash Storage Areas SD-32

Design Objectives

Description

Trash storage areas are areas where a trash receptacle (s) are Maximize Infiliration
located for use as a repository for solid wastes. Stormwater Provide Retention
runoff from areas where trash is stored or disposed of can be Slow Runoff

polluted. In addition, loose trash and debris can be easily
transported by water or wind into nearby storm drain inlets,
channels, and/or creeks. Waste handling operations that may be
sources of stormwater pollution include dumpsters, litter control, Prohibit Dumping of Improper
and waste piles. Materials

Minimize Impervious Land
Coverage

M Contain Pollutants
Approach
This fact sheet contains details on the specific measures required
to prevent or reduce pollutants in stormwater runoff associated
with trash storage and handling. Preventative measures
including enclosures, containment structures, and impervious
pavements to mitigate spills, should be used to reduce the

Collect and Convey

likelihood of contamination.

Suitable Applications

Appropriate applications include residential, commercial and industrial areas planned for
development or redevelopment. (Detached residential single-family homes are typically
excluded from this requirement.)

Design Considerations

Design requirements for waste handling areas are governed by Building and Fire Codes, and by
current local agency ordinances and zoning requirements. The design criteria described in this
fact sheet are meant to enhance and be consistent with these code and ordinance requirements.
Hazardous waste should be handled in accordance with legal requirements established in Title
22, California Code of Regulation.

Wastes from commercial and industrial sites are typically hauled by either public or commercial
carriers that may have design or access requirements for waste storage areas. The design
criteria in this fact sheet are recommendations and are not intended to be in conflict with
requirements established by the waste hauler. The waste hauler should be contacted prior to the
design of your site trash collection areas. Conflicts or issues should be discussed with the local

agency.

Designing New Installations

Trash storage areas should be designed to consider the following structural or treatment control
BMPs:

m  Design trash container areas so that drainage from adjoining
roofs and pavement is diverted around the area(s) to avoid
run-on. This might include berming or grading the waste
handling area to prevent run-on of stormwater.

m  Make sure trash container areas are screened or walled to
prevent off-site transport of trash.
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SD-32 Trash Storage Areas

m  Use lined bins or dumpsters to reduce leaking of liquid waste.

m Provide roofs, awnings, or attached lids on all trash containers to minimize direct
precipitation and prevent rainfall from entering containers.

m Pave trash storage areas with an impervious surface to mitigate spills.
m Do not locate storm drains in immediate vicinity of the trash storage area.

m Post signs on all dumpsters informing users that hazardous materials are not to be disposed
of therein.

Redeveloping Existing Installations

Various jurisdictional stormwater management and mitigation plans (SUSMP, WQMP, etc.)
define “redevelopment” in terms of amounts of additional impervious area, increases in gross
floor area and/or exterior construction, and land disturbing activities with structural or
impervious surfaces. The definition of “ redevelopment” must be consulted to determine
whether or not the requirements for new development apply to areas intended for
redevelopment. If the definition applies, the steps outlined under “designing new installations”
above should be followed.

Additional Information

Maintenance Considerations

The integrity of structural elements that are subject to damage (i.e., screens, covers, and signs)
must be maintained by the owner/operator. Maintenance agreements between the local agency
and the owner/operator may be required. Some agencies will require maintenance deed
restrictions to be recorded of the property title. If required by the local agency, maintenance
agreements or deed restrictions must be executed by the owner/operator before improvement
plans are approved.

Other Resources

A Manual for the Standard Urban Stormwater Mitigation Plan (SUSMP), Los Angeles County
Department of Public Works, May 2002.

Model Standard Urban Storm Water Mitigation Plan (SUSMP) for San Diego County, Port of
San Diego, and Cities in San Diego County, February 14, 2002.

Model Water Quality Management Plan (WQMP) for County of Orange, Orange County Flood
Control District, and the Incorporated Cities of Orange County, Draft February 2003.

Ventura Countywide Technical Guidance Manual for Stormwater Quality Control Measures,
July 2002.
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Site Design & Landscape Planning SD-10

Design Objectives

B Maximize Infiltration
M Provide Retention
M  Slow Runoff

! Minimize Impervious Land
Coverage

Prohibit Dumping of Improper
Materials

Contain Pollutants

Collect and Convey

Description

Each project site possesses unique topographic, hydrologic, and vegetative features, some of
which are more suitable for development than others. Integrating and incorporating
appropriate landscape planning methodologies into the project design is the most effective
action that can be done to minimize surface and groundwater contamination from stormwater.

Approach

Landscape planning should couple consideration of land suitability for urban uses with
consideration of community goals and projected growth. Project plan designs should conserve
natural areas to the extent possible, maximize natural water storage and infiltration
opportunities, and protect slopes and channels.

Suitable Applications

Appropriate applications include residential, commercial and industrial areas planned for
development or redevelopment.

Design Considerations

Design requirements for site design and landscapes planning
should conform to applicable standards and specifications of
agencies with jurisdiction and be consistent with applicable
General Plan and Local Area Plan policies.
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SD-10 Site Design & Landscape Planning

Designing New Installations

Begin the development of a plan for the landscape unit with attention to the following general
principles:

m  Formulate the plan on the basis of clearly articulated community goals. Carefully identify
conflicts and choices between retaining and protecting desired resources and community
growth.

m  Map and assess land suitability for urban uses. Include the following landscape features in
the assessment: wooded land, open unwooded land, steep slopes, erosion-prone soils,
foundation suitability, soil suitability for waste disposal, aquifers, aquifer recharge areas,
wetlands, floodplains, surface waters, agricultural lands, and various categories of urban
land use. When appropriate, the assessment can highlight outstanding local or regional
resources that the community determines should be protected (e.g., a scenic area,
recreational area, threatened species habitat, farmland, fish run). Mapping and assessment
should recognize not only these resources but also additional areas needed for their
sustenance.

Project plan designs should conserve natural areas to the extent possible, maximize natural
water storage and infiltration opportunities, and protect slopes and channels.

Conserve Natural Areas during Landscape Planning

If applicable, the following items are required and must be implemented in the site layout
during the subdivision design and approval process, consistent with applicable General Plan and
Local Area Plan policies:

m Cluster development on least-sensitive portions of a site while leaving the remaining land in
a natural undisturbed condition.

m Limit clearing and grading of native vegetation at a site to the minimum amount needed to
build lots, allow access, and provide fire protection.

m Maximize trees and other vegetation at each site by planting additional vegetation, clustering
tree areas, and promoting the use of native and/or drought tolerant plants.

m Promote natural vegetation by using parking lot islands and other landscaped areas.
m Preserve riparian areas and wetlands.

Maximize Natural Water Storage and Infiltration Opportunities Within the Landscape Unit

m Promote the conservation of forest cover. Building on land that is already deforested affects
basin hydrology to a lesser extent than converting forested land. Loss of forest cover reduces
interception storage, detention in the organic forest floor layer, and water losses by
evapotranspiration, resulting in large peak runoff increases and either their negative effects
or the expense of countering them with structural solutions.

m Maintain natural storage reservoirs and drainage corridors, including depressions, areas of
permeable soils, swales, and intermittent streams. Develop and implement policies and
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Site Design & Landscape Planning SD-10

regulations to discourage the clearing, filling, and channelization of these features. Utilize
them in drainage networks in preference to pipes, culverts, and engineered ditches.

= Evaluating infiltration opportunities by referring to the stormwater management manual for
the jurisdiction and pay particular attention to the selection criteria for avoiding
groundwater contamination, poor soils, and hydrogeological conditions that cause these
facilities to fail. If necessary, locate developments with large amounts of impervious
surfaces or a potential to produce relatively contaminated runoff away from groundwater
recharge areas.

Protection of Slopes and Channels during Landscape Design
= Convey runoff safely from the tops of slopes.

= Avoid disturbing steep or unstable slopes.

= Avoid disturbing natural channels.

m  Stabilize disturbed slopes as quickly as possible.

m  Vegetate slopes with native or drought tolerant vegetation.

m  Control and treat flows in landscaping and/or other controls prior to reaching existing
natural drainage systems.

m  Stabilize temporary and permanent channel crossings as quickly as possible, and ensure that
increases in run-off velocity and frequency caused by the project do not erode the channel.

= Install energy dissipaters, such as riprap, at the outlets of new storm drains, culverts,
conduits, or channels that enter unlined channels in accordance with applicable
specifications to minimize erosion. Energy dissipaters shall be installed in such a way as to
minimize impacts to receiving waters.

= Line on-site conveyance channels where appropriate, to reduce erosion caused by increased
flow velocity due to increases in tributary impervious area. The first choice for linings
should be grass or some other vegetative surface, since these materials not only reduce
runoff velocities, but also provide water quality benefits from filtration and infiliration. If
velocities in the channel are high enough to erode grass or other vegetative linings, riprap,
concrete, soil cement, or geo-grid stabilization are other alternatives.

m  Consider other design principles that are comparable and equally effective.

Redeveloping Existing Installations

Various jurisdictional stormwater management and mitigation plans (SUSMP, WQMP, etc.)
define “redevelopment” in terms of amounts of additional impervious area, increases in gross
floor area and/or exterior construction, and land disturbing activities with structural or
impervious surfaces. The definition of “ redevelopment” must be consulted to determine
whether or not the requirements for new development apply to areas intended for

redevelopment. If the definition applies, the steps outlined under “designing new installations”
above should be followed.
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SD-10 Site Design & Landscape Planning

Redevelopment may present significant opportunity to add features which had not previously
been implemented. Examples include incorporation of depressions, areas of permeable soils,
and swales in newly redeveloped areas. While some site constraints may exist due to the status
of already existing infrastructure, opportunities should not be missed to maximize infiltration,
slow runoff, reduce impervious areas, disconnect directly connected impervious areas.

Other Resources

A Manual for the Standard Urban Stormwater Mitigation Plan (SUSMP), Los Angeles County
Department of Public Works, May 2002.

Stormwater Management Manual for Western Washington, Washington State Department of
Ecology, August 2001.

Model Standard Urban Storm Water Mitigation Plan (SUSMP) for San Diego County, Port of
San Diego, and Cities in San Diego County, February 14, 2002.

Model Water Quality Management Plan (WQMP) for County of Orange, Orange County Flood
Control District, and the Incorporated Cities of Orange County, Draft February 2003.

Ventura Countywide Technical Guidance Manual for Stormwater Quality Control Measures,
July 2002.
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Drain Inserts

MP-52

Description

Drain inserts are manufactured filters or fabric placed in a drop
inlet to remove sediment and debris. There are a multitude of
inserts of various shapes and configurations, typically falling into
one of three different groups: socks, boxes, and trays. The sock
consists of a fabric, usually constructed of polypropylene. The
fabric may be attached to a frame or the grate of the inlet holds
the sock. Socks are meant for vertical (drop) inlets. Boxes are
constructed of plastic or wire mesh. Typically a polypropylene
“bag” is placed in the wire mesh box. The bag takes the form of
the box. Most box products are one box; that is, the setting area
and filtration through media occur in the same box. Some
products consist of one or more trays or mesh grates. The trays
may hold different types of media. Filtration media vary by
manufacturer. Types include polypropylene, porous polymer,
treated cellulose, and activated carbon.

California Experience

The number of installations is unknown but likely exceeds a
thousand. Some users have reported that these systems require
considerable maintenance to prevent plugging and bypass.

Advantages

m  Does not require additional space as inserts as the drain
inlets are already a component of the standard drainage
systems.

m Easy access for inspection and maintenance.

m  Asthere is no standing water, there is little concern for
mosquito breeding.

= Arelatively inexpensive retrofit option.

Limitations

Performance is likely significantly less than treatment systems
that are located at the end of the drainage system such as ponds
and vaults. Usually not suitable for large areas or areas with
trash or leaves than can plug the insert.

Design and Sizing Guidelines

Refer to manufacturer’s guidelines. Drain inserts come any
many configurations but can be placed into three general groups:
socks, boxes, and trays. The sock consists of a fabric, usually
constructed of polypropylene. The fabric may be attached to a
frame or the grate of the inlet holds the sock. Socks are meant
for vertical (drop) inlets. Boxes are constructed of plastic or wire
mesh. Typically a polypropylene “bag” is placed in the wire mesh
box. The bag takes the form of the box. Most box products are

Design Considerations

m Use with other BMPs
m Fit and Seal Capacity within Inlet

Targeted Constituents

Sediment
Nutrients
Trash

Metals
Bacteria

Oil and Grease

N RNRE™

Organics
Removal Effectiveness

See New Development and
Redevelopment Handbook-Section 5.
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MP-52 Drain Inserts

one box; that is, the setting area and filiration through media occurs in the same box. One
manufacturer has a double-box. Stormwater enters the first box where setting occurs. The
stormwater flows into the second box where the filter media is located. Some products consist
of one or more trays or mesh grates. The trays can hold different types of media. Filtration
media vary with the manufacturer: types include polypropylene, porous polymer, treated
cellulose, and activated carbon.

Construction/Inspection Considerations
Be certain that installation is done in a manner that makes certain that the stormwater enters

the unit and does not leak around the perimeter. Leakage between the frame of the insert and
the frame of the drain inlet can easily occur with vertical (drop) inlets.

Performance
Few products have performance data collected under field conditions.

Siting Criteria
It is recommended that inserts be used only for retrofit situations or as pretreatment where
other treatment BMPs presented in this section area used.

Additional Design Guidelines
Follow guidelines provided by individual manufacturers.

Maintenance
Likely require frequent maintenance, on the order of several times per year.

Cost

m The initial cost of individual inserts ranges from less than $100 to about $2,000. The cost of
using multiple units in curb inlet drains varies with the size of the inlet.

m  The low cost of inserts may tend to favor the use of these systems over other, more effective
treatment BMPs. However, the low cost of each unit may be offset by the number of units
that are required, more frequent maintenance, and the shorter structural life (and therefore
replacement).

References and Sources of Additional Information

Hrachovec, R., and G. Minton, 2001, Field testing of a sock-type catch basin insert, Planet CPR,
Seattle, Washington

Interagency Catch Basin Insert Committee, Evaluation of Commercially-Available Catch Basin
Inserts for the Treatment of Stormwater Runoff from Developed Sites, 1995

Larry Walker Associates, June 1998, NDMP Inlet/In-Line Control Measure Study Report
Manufacturers literature

Santa Monica (City), Santa Monica Bay Municipal Stormwater/Urban Runoff Project -
Evaluation of Potential Catch basin Retrofits, Woodward Clyde, September 24, 1998
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Drain Inserts MP-52

Woodward Clyde, June 11, 1996, Parking Lot Monitoring Report, Santa Clara Valley Nonpoint
Source Pollution Control Program.
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Vehicle Washing Areas SD-33

Design Objectives

B Maximize Infiltration
Provide Retention

Slow Runoff

Minimize Impervious Land
Coverage

Prohibit Dumping of Improper
Materials

M Contain Pollutants
M Collect and Convey

Photo Credit. Geoff Brosseau

Description

Vehicle washing, equipment washing, and steam cleaning may contribute high concentrations of
metals, oil and grease, solvents, phosphates, and suspended solids to wash waters that drain to
stormwater conveyance systems.

Approach

Project plans should include appropriately designed area(s) for washing-steam cleaning of
vehicles and equipment. Depending on the size and other parameters of the wastewater facility,
wash water may be conveyed to a sewer, an infiltration system, recycling system or other
alternative. Pretreatment may be required for conveyance to a sanitary sewer.

Suitable Applications

Appropriate applications include commercial developments, restaurants, retail gasoline outlets,
automotive repair shops and others.

Design Considerations

Design requirements for vehicle maintenance are governed by Building and Fire Codes, and by
current local agency ordinances, and zoning requirements. Design criteria described in this fact
sheet are meant to enhance and be consistent with these code requirements.

Designing New Installations

Areas for washing/steam cleaning should incorporate one of the
following features:

= Be self-contained and/or covered with a roof or overhang
m  Be equipped with a clarifier or other pretreatment facility

m Have a proper connection to a sanitary sewer

CALIFORNIA STORMWATER
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SD-33 Vehicle Washing Areas

m Include other features which are comparable and equally effective

CAR WASH AREAS - Some jurisdictions’ stormwater management plans include vehicle-
cleaning area source control design requirements for community car wash racks in complexes
with a large number of dwelling units. In these cases, wash water from the areas may be
directed to the sanitary sewer, to an engineered infiltration system, or to an equally effective
alternative. Pre-treatment may also be required.

Depending on the jurisdiction, developers may be directed to divert surface water runoff away
from the exposed area around the wash pad ( parking lot, storage areas), and wash pad itself to
alternatives other than the sanitary sewer. Roofing may be required for exposed wash pads.

It is generally advisable to cover areas used for regular washing of vehicles, trucks, or
equipment, surround them with a perimeter berm, and clearly mark them as a designated
washing area. Sumps or drain lines can be installed to collect wash water, which may be treated
for reuse or recycling, or for discharge to the sanitary sewer. Jurisdictions may require some
form of pretreatment, such as a trap, for these areas.

Redeveloping Existing Installations

Various jurisdictional stormwater management and mitigation plans (SUSMP, WQMP, etc.)
define “redevelopment” in terms of amounts of additional impervious area, increases in gross
floor area and/or exterior construction, and land disturbing activities with structural or
impervious surfaces. The definition of “ redevelopment” must be consulted to determine
whether or not the requirements for new development apply to areas intended for
redevelopment.

Additional Information
Maintenance Considerations

Stormwater and non-stormwater will accumulate in containment areas and sumps with
impervious surfaces. Contaminated accumulated water must be disposed of in accordance with
applicable laws and cannot be discharged directly to the storm drain or sanitary sewer system
without the appropriate permit.

Other Resources

A Manual for the Standard Urban Stormwater Mitigation Plan (SUSMP), Los Angeles County
Department of Public Works, May 2002.

Model Standard Urban Storm Water Mitigation Plan (SUSMP) for San Diego County, Port of
San Diego, and Cities in San Diego County, February 14, 2002.

Model Water Quality Management Plan (WQMP) for County of Orange, Orange County Flood
Control District, and the Incorporated Cities of Orange County, Draft February 2003.

Ventura Countywide Technical Guidance Manual for Stormwater Quality Control Measures,
July 2002.
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Fueling Areas SD-30
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Description

Fueling areas have the potential to contribute oil and grease, solvents, car battery acid, coolant
and gasoline to the stormwater conveyance system. Spills at vehicle and equipment fueling
areas can be a significant source of pollution because fuels contain toxic materials and heavy
metals that are not easily removed by stormwater treatment devices.

Approach
Project plans must be developed for cleaning near fuel dispensers, emergency spill cleanup,
containment, and leak prevention.

Suitable Applications

Appropriate applications include commercial, industrial, and any other areas planned to have
fuel dispensing equipment, including retail gasoline outlets, automotive repair shops, and major
non-retail dispensing areas.

Design Considerations

Design requirements for fueling areas are governed by Building
and Fire Codes and by current local agency ordinances and zoning
requirements. Design requirements described in this fact sheet
are meant to enhance and be consistent with these code and
ordinance requirements.

Designing New Installations
Covering
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SD-30 Fueling Areas

Fuel dispensing areas should provide an overhanging roof structure or canopy. The cover’s
minimum dimensions must be equal to or greater than the area within the grade break. The
cover must not drain onto the fuel dispensing area and the downspouts must be routed to
prevent drainage across the fueling area. The fueling area should drain to the project’s
treatment control BMP(s) prior to discharging to the stormwater conveyance system. Note - If
fueling large equipment or vehicles that would prohibit the use of covers or roofs, the fueling
island should be designed to sufficiently accommodate the larger vehicles and equipment and to
prevent stormwater run-on and runoff. Grade to direct stormwater to a dead-end sump.

Surfacing

Fuel dispensing areas should be paved with Portland cement concrete (or equivalent smooth
impervious surface). The use of asphalt concrete should be prohibited. Use asphalt sealant to
protect asphalt paved areas surrounding the fueling area. This provision may be made to sites
that have pre-existing asphalt surfaces.

The concrete fuel dispensing area should be extended a minimum of 6.5 ft from the corner of
each fuel dispenser, or the length at which the hose and nozzle assembly may be operated plus 1
ft, whichever is less.

Grading/Contouring

Dispensing areas should have an appropriate slope to prevent ponding, and be separated from
the rest of the site by a grade break that prevents run-on of urban runoff. (Slope is required to
be 2 to 4% in some jurisdictions’ stormwater management and mitigation plans.)

Fueling areas should be graded to drain toward a dead-end sump. Runoff from
downspouts/roofs should be directed away from fueling areas. Do not locate storm drains in the
immediate vicinity of the fueling area.

Redeveloping Existing Installations

Various jurisdictional stormwater management and mitigation plans (SUSMP, WQMP, etc.)
define “redevelopment” in terms of amounts of additional impervious area, increases in gross
floor area and/or exterior construction, and land disturbing activities with structural or
impervious surfaces. The definition of “ redevelopment” must be consulted to determine
whether or not the requirements for new development apply to areas intended for

redevelopment. If the definition applies, the steps outlined under “designing new installations”
above should be followed.

Additional Information

m In the case of an emergency, provide storm drain seals, such as isolation valves, drain plugs,
or drain covers, to prevent spills or contaminated stormwater from entering the stormwater
conveyance system.

Other Resources

A Manual for the Standard Urban Stormwater Mitigation Plan (SUSMP), Los Angeles County
Department of Public Works, May 2002.

Model Standard Urban Storm Water Mitigation Plan (SUSMP) for San Diego County, Port of
San Diego, and Cities in San Diego County, February 14, 2002.

20f 3 California Stormwater BMP Handbook January 2003
New Development and Redevelopment
www.cabmphandbooks.com



Fueling Areas SD-30

Model Water Quality Management Plan (WQMP) for County of Orange, Orange County Flood
Control District, and the Incorporated Cities of Orange County, Draft February 2003.

Ventura Countywide Technical Guidance Manual for Stormwater Quality Control Measures,
July 2002.
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https://earthquake.usgs.gov/hazards/designmaps/



https://earthquake.usgs.gov/nshmp-haz-ws/hazard/E2008/WUS/-117.84107526/33.7873345/any/259
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