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Summary Form for Electronic Document Submittal Form F

Lead agencies may include 15 hardcopies of this document when submitting electronic copies of Environmental Impact
Reports, Negative Declarations, Mitigated Negative Declarations, or Notices of Preparation to the State Clearinghouse
(SCH). The SCH also accepts other summaries, such as EIR Executive Summaries prepared pursuant to CEQA Guidelines
Section 15123. Please include one copy of the Notice of Completion Form (NOC) with your submission and attach the
summary to each electronic copy of the document.

SCH #:

Project Title: Rialto Baseline Storm Drain Project

City of Rialto
Lead Agency:

Contact Name:Savat Khamphou, Interim City Engineer

skhamphou@rialtoca.gov 909) 421-7210
Email: P @ g Phone Number:( )

Rialto, San Bernardino

Project Location:

City County

Project Decription (Proposed actions, location, and/or consequences).

The City of Rialto desires to upgrade existing drainage infrastructure conditions within Baseline Avenue from Cactus
Basin west to Tamarind Avenue. The project consists of installing an approximately 2-mile or 11,000 lineal feet storm
drain system within Baseline Road that would capture flows north of Baseline Road. The storm drain line starts at the
Tamarind Avenue/Baseline Road intersection and runs along Baseline Road to the outlet at Cactus Basin No. 3. The
new storm drain will be developed within a reinforced concrete box that will vary in size between 6’ x 12, 7’ x 7’, and 3’ x
10’ depending on the location within the new storm drain alignment. The majority of the storm drain footprint (located
within Baseline Road) will be constructed as a 84” reinforced concrete pipe, though a portion of the easternmost section
of the alignment, which encompasses the section from Baseline Road to Cactus Basin, will vary in size as either a 72,
847, 48", 36", or 30” RCP. Flows leaving Basin No. 3 continue on to Basin 1 and 2 and Rialto Channel, which ultimately
discharges to the Santa Ana River. Outflow from the Cactus Basin System are limited due to the poor downstream
channel capacities.

Identify the project's significant or potentially significant effects and briefly describe any proposed mitigation measures that
would reduce or avoid that effect.

None
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continued

If applicable, describe any of the project’s areas of controversy known to the Lead Agency, including issues raised by
agencies and the public.

None known

Provide a list of the responsible or trustee agencies for the project.

« State Water Resources Control Board and Santa Ana Regional Water Quality Control Board
(Storm Water Pollution Prevention Plan/Water Quality Management Plan);

» South Coast Air Quality Management District;

* U.S. Army Corps of Engineers;

+ California Department of Fish and Wildlife; and

» San Bernardino County Flood Control District.
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