




































Project No.: 21-7238

PLATE 1

GEOTECHNICAL MAP
26THSTREET AND AVALON STREET

JURUPA VALLEY, CALIFORNIA

APPROXIMATE LOCATION OF GEOPHYSICAL LINE (TERRA GEOSCIENCES 2021)
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APPENDIX B 
LOG OF TRENCHES BY NORCAL ENGINEERING (2005 AND 2019) 
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APPENDIX C 
LABORATORY TEST RESULTS BY NORCAL ENGINEERING (2005) 
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APPENDIX D 
INFILTRATION TESTING CALCULATIONS BY NORCAL ENGINEERING (2019) 
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APPENDIX E 
SITE SEISMICITY AND DE-AGGREGATED PARAMETERS 
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Proficiency Rubidoux, Jurupa
Latitude, Longitude: 34.0143, -117.3997

Date 4/28/2021, 1:30:29 PM

Design Code Reference Document ASCE7-16

Risk Category III

Site Class C - Very Dense Soil and Soft Rock

Type Value Description
SS 1.5 MCER ground motion. (for 0.2 second period)

S1 0.6 MCER ground motion. (for 1.0s period)

SMS 1.8 Site-modified spectral acceleration value

SM1 0.84 Site-modified spectral acceleration value

SDS 1.2 Numeric seismic design value at 0.2 second SA

SD1 0.56 Numeric seismic design value at 1.0 second SA

Type Value Description
SDC D Seismic design category

Fa 1.2 Site amplification factor at 0.2 second

Fv 1.4 Site amplification factor at 1.0 second

PGA 0.552 MCEG peak ground acceleration

FPGA 1.2 Site amplification factor at PGA

PGAM 0.662 Site modified peak ground acceleration

TL 8 Long-period transition period in seconds

SsRT 1.764 Probabilistic risk-targeted ground motion. (0.2 second)

SsUH 1.88 Factored uniform-hazard (2% probability of exceedance in 50 years) spectral acceleration

SsD 1.5 Factored deterministic acceleration value. (0.2 second)

S1RT 0.658 Probabilistic risk-targeted ground motion. (1.0 second)

S1UH 0.721 Factored uniform-hazard (2% probability of exceedance in 50 years) spectral acceleration.

S1D 0.6 Factored deterministic acceleration value. (1.0 second)

PGAd 0.552 Factored deterministic acceleration value. (Peak Ground Acceleration)

CRS 0.939 Mapped value of the risk coefficient at short periods

CR1 0.912 Mapped value of the risk coefficient at a period of 1 s
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DISCLAIMER

While the information presented on this website is believed to be correct, SEAOC /OSHPD and its sponsors and contributors assume no responsibility or
liability for its accuracy. The material presented in this web application should not be used or relied upon for any specific application without competent examination
and verification of its accuracy, suitability and applicability by engineers or other licensed professionals. SEAOC / OSHPD do not intend that the use of this
information replace the sound judgment of such competent professionals, having experience and knowledge in the field of practice, nor to substitute for the
standard of care required of such professionals in interpreting and applying the results of the seismic data provided by this website. Users of the information from
this website assume all liability arising from such use. Use of the output of this website does not imply approval by the governing building code bodies responsible
for building code approval and interpretation for the building site described by latitude/longitude location in the search results of this website.
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Uni�ed Hazard Tool

 Input

U.S. Geological Survey - Earthquake Hazards Program

Please do not use this tool to obtain ground motion parameter values for the design code
reference documents covered by the U.S. Seismic Design Maps web tools (e.g., the
International Building Code and the ASCE 7 or 41 Standard). The values returned by the two
applications are not identical.



Edition

Dynamic: Conterminous U.S. 2014 (u…

Latitude
Decimal degrees

34.0143

Longitude
Decimal degrees, negative values for western longitudes

-117.3997

Site Class

537 m/s (Site class C)

Spectral Period

Peak Ground Acceleration

Time Horizon
Return period in years

2475

https://earthquake.usgs.gov/hazards/designmaps/
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 Hazard Curve

View Raw Data

Hazard Curves

Time Horizon 2475 years
Peak Ground Acceleration
0.10 Second Spectral Acceleration
0.20 Second Spectral Acceleration
0.30 Second Spectral Acceleration
0.50 Second Spectral Acceleration
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3.00 Second Spectral Acceleration
4.00 Second Spectral Acceleration
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https://earthquake.usgs.gov/nshmp-haz-ws/hazard/E2014B/WUS/-117.3997/34.0143/any/537
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 Deaggregation

Component

Total

ε = (-∞ .. -2.5)
ε = [-2.5 .. -2)
ε = [-2 .. -1.5)
ε = [-1.5 .. -1)
ε = [-1 .. -0.5)
ε = [-0.5 .. 0)
ε = [0 .. 0.5)
ε = [0.5 .. 1)
ε = [1 .. 1.5)
ε = [1.5 .. 2)
ε = [2 .. 2.5)
ε = [2.5 .. +∞)
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Summary statistics for, Deaggregation: Total

Deaggregation targets

Return period: 2475 yrs
Exceedance rate: 0.0004040404 yr⁻¹
PGA ground motion: 0.83368471 g

Recovered targets

Return period: 3005.1396 yrs
Exceedance rate: 0.00033276324 yr⁻¹

Totals

Binned: 100 %
Residual: 0 %
Trace: 0.06 %

Mean (over all sources)

m: 7
r: 11.54 km
ε₀: 1.66 σ

Mode (largest m-r bin)

m: 8.1
r: 11.58 km
ε₀: 1.39 σ
Contribution: 13.76 %

Mode (largest m-r-ε₀ bin)

m: 8.1
r: 11.57 km
ε₀: 1.34 σ
Contribution: 11.92 %

Discretization

r: min = 0.0, max = 1000.0, Δ = 20.0 km
m: min = 4.4, max = 9.4, Δ = 0.2
ε: min = -3.0, max = 3.0, Δ = 0.5 σ

Epsilon keys

ε0: [-∞ .. -2.5)
ε1: [-2.5 .. -2.0)
ε2: [-2.0 .. -1.5)
ε3: [-1.5 .. -1.0)
ε4: [-1.0 .. -0.5)
ε5: [-0.5 .. 0.0)
ε6: [0.0 .. 0.5)
ε7: [0.5 .. 1.0)
ε8: [1.0 .. 1.5)
ε9: [1.5 .. 2.0)
ε10: [2.0 .. 2.5)
ε11: [2.5 .. +∞]
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Deaggregation Contributors

Source Set   Source Type r m ε0 lon lat az %

UC33brAvg_FM31 System 28.41
San Jacinto (San Bernardino) [3] 11.57 8.03 1.41 117.303°W 34.080°N 50.76 17.25
San Andreas (San Bernardino N) [4] 21.11 7.93 2.02 117.278°W 34.175°N 31.96 5.58
San Andreas (North Branch Mill Creek) [0] 20.57 8.02 1.84 117.270°W 34.171°N 34.25 1.38
Fontana (Seismicity) [1] 10.86 6.60 2.03 117.485°W 34.081°N 313.34 1.05

UC33brAvg_FM32 System 28.25
San Jacinto (San Bernardino) [3] 11.57 8.03 1.42 117.303°W 34.080°N 50.76 17.15
San Andreas (San Bernardino N) [4] 21.11 7.93 2.02 117.278°W 34.175°N 31.96 5.65
San Andreas (North Branch Mill Creek) [0] 20.57 8.03 1.84 117.270°W 34.171°N 34.25 1.44

UC33brAvg_FM31 (opt) Grid 21.69
PointSourceFinite: -117.400, 34.028 5.24 5.69 1.43 117.400°W 34.028°N 0.00 7.17
PointSourceFinite: -117.400, 34.028 5.24 5.69 1.43 117.400°W 34.028°N 0.00 7.17
PointSourceFinite: -117.400, 34.100 9.80 5.89 2.11 117.400°W 34.100°N 0.00 2.70
PointSourceFinite: -117.400, 34.100 9.80 5.89 2.11 117.400°W 34.100°N 0.00 2.70

UC33brAvg_FM32 (opt) Grid 21.65
PointSourceFinite: -117.400, 34.028 5.24 5.69 1.43 117.400°W 34.028°N 0.00 7.16
PointSourceFinite: -117.400, 34.028 5.24 5.69 1.43 117.400°W 34.028°N 0.00 7.16
PointSourceFinite: -117.400, 34.100 9.80 5.89 2.11 117.400°W 34.100°N 0.00 2.70
PointSourceFinite: -117.400, 34.100 9.80 5.89 2.11 117.400°W 34.100°N 0.00 2.70
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SEISMIC SHEAR-WAVE SURVEY BY TERRA GEOSCIENCES (2021) 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



SEISMIC SHEAR-WAVE SURVEY 

PROFICIENCY CAPITAL – JURUPA VALLEY PROJECT 

26th STREET AND AVALON STREET 

CITY OF JURUPA VALLEY, CALIFORNIA 

Project No. 213625-1 

April 15, 2021 

Prepared for: 

TGR Geotechnical, Inc. 
3037 S. Harbor Boulevard 

Santa Ana, CA  92704 

Consulting Engineering Geology & Geophysics  
------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------- 

P.O. Box 1090, Loma Linda, CA  92354  •  909 796-4667 
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TERRA GEOSCIENCES 

TGR Geotechnical, Inc. 
3037 S. Harbor Boulevard 
Santa Ana, CA  92704 

Attention: Mr. Edward Burrows, Vice President 

Regarding: Seismic Shear-Wave Survey Analysis 
Proficiency Capital – Jurupa Valley Project 
26th Street and Avalon Street 
City of Jurupa Valley, California 
TGR Project No. 21-7238 

INTRODUCTION 

As requested, this firm has performed a seismic shear-wave survey using the multi-
channel analysis of surface waves (MASW) and microtremor array measurements 
(MAM) methods for the above-referenced site.  The purpose of this survey was to 
assess the one-dimensional average shear-wave velocity structure beneath the subject 
survey area to a depth of at least 100 feet.  Surficial geologic mapping by Morton (2003) 
indicates the site to be mantled by late to middle Pleistocene age, mainly indurated, tan 
to brown, sandy to pebbly and cobbly, clay-bearing older alluvial-fan deposits, in turn 
underlain by Cretaceous age granitic bedrock at depth, generally described as being a 
medium-to coarse-grained equigranular gray biotite-hornblende tonalite.  The location of 
the seismic traverse has been approximated on a partial copy of the 60-scale 
Conceptual Utility Plan (Sheet 7 of 13), prepared by Thienes Engineering, Inc., dated 
12/20/18, which is presented as the Seismic Line Location Map, Plate 1, for reference.  
Additionally, photographic views of the survey traverse are presented on Plate 2 for 
visual and reference purposes.  As authorized by you, the following services were 
performed during this study: 

 Review of available pertinent published and unpublished geologic and geophysical
data in our files pertaining to the site.

 Performing a seismic surface-wave survey by a licensed State of California Professional
Geophysicist that included one traverse for shear-wave velocity analysis purposes.

 Preparation of this report, presenting the results of our findings with respect to the
shear-wave velocities of the subsurface earth materials.

Accompanying Map, Illustrations, and Appendices 
 
Plate 1 -   Seismic Line Location Map 
Plate 2 -   Site Photographs 
Appendix A  -   Shear-Wave Model and Data 
Appendix B  -   References 
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SUMMARY OF SHEAR-WAVE SURVEY 
 
Methodology 
 
The fundamental premise of this survey uses the fact that the Earth is always in motion 
at various seismic frequencies.  These relatively constant vibrations of the Earth’s 
surface are called microtremors, which are very small with respect to amplitude and are 
generally referred to as background “noise” that contain abundant surface waves.  
These microtremors are caused by both human activity (i.e., cultural noise, traffic, 
factories, etc.) and natural phenomenon (i.e., wind, wave motion, rain, atmospheric 
pressure, etc.) which have now become regarded as useful signal information.  
Although these signals are generally very weak, the recording, amplification, and 
processing of these surface waves has greatly improved by the use of technologically 
improved seismic recording instrumentation and recently developed computer software.  
For this application, we are mainly concerned with the Rayleigh wave portion of the 
seismic signals, which is also referred to as “ground roll” since the Rayleigh wave is the 
dominant component of ground roll. 
 
For the purposes of this study, there are two ways that the surface waves were 
recorded, one being “active” and the other being “passive.”  Active means that seismic 
energy is intentionally generated at a specific location relative to the survey spread and 
recording begins when the source energy is imparted into the ground (i.e., MASW 
survey technique).  Passive surveying, also called “microtremor surveying,” is where the 
seismograph records ambient background vibrations (i.e., MAM survey technique), with 
the ideal vibration sources being at a constant level.  Longer wavelength surface waves 
(longer-period and lower-frequency) travel deeper and thus contain more information 
about deeper velocity structure and are generally obtained with passive survey 
information.  Shorter wavelength (shorter-period and higher-frequency) surface waves 
travel shallower and thus contain more information about shallower velocity structure 
and are generally collected with the use of active sources. For the most part, higher 
frequency active source surface waves will resolve the shallower velocity structure and 
lower frequency passive source surface waves will better resolve the deeper velocity 
structure.  Therefore, the combination of both of these surveying techniques provides a 
more accurate depiction of the subsurface velocity structure. 
 
The assemblage of the data that is gathered from these surface wave surveys results in 
development of a dispersion curve.  Dispersion, or the change in phase velocity of the 
seismic waves with frequency, is the fundamental property utilized in the analysis of 
surface wave methods.  The fundamental assumption of these survey methods is that 
the signal wavefront is planar, stable, and isotropic (coming from all directions) making it 
independent of source locations and for analytical purposes uses the spatial 
autocorrelation method (SPAC).  The SPAC method is based on theories that are able 
to detect “signals” from background “noise” (Okada, 2003).  The shear wave velocity 
(Vs) can then be calculated by mathematical inversion of the dispersive phase velocity 
of the surface waves which can be significant in the presence of velocity layering, which 
is common in the near-surface environment.  
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Field Procedures 
 
One seismic shear-wave survey traverse (Seismic Line SW-1) was performed, which 
has been approximated on the Seismic Line Location Map, Plate 1.  The traverse was 
located in the field by use of Google™ Earth imagery (2021) and GPS coordinates.  For 
data collection, the field survey employed a twenty-four channel Geometrics 
StrataVisorTM NZXP model signal-enhancement refraction seismograph.  This survey 
employed both active (MASW) and passive (MAM) source methods to ensure that both 
quality shallow and deeper shear-wave velocity information was recorded (Park et al., 
2005).   
 
Both the MASW and MAM surveys used the same linear geometry array that consisted 
of a 184-foot-long spread using a series of twenty-four 4.5-Hz geophones that were 
spaced at regular seven-foot intervals.  For the MASW survey, the ground vibrations 
were recorded using a one second record length at a sampling rate of 0.5-milliseconds. 
Two seismic records were obtained using a 30-foot offset from the beginning and end of 
the survey line, utilizing a 16-pound sledge-hammer as the energy source to produce 
the seismic waves.  Each of these shot points used multiple hammer impacts (stacking) 
to improve the signal to noise ratio of the data.   
 
The MAM survey did not require the introduction of any artificial seismic sources and 
only background ambient noise was recorded.  The ambient ground vibrations were 
recorded using a thirty-two second record length at a two-millisecond sampling rate with 
22 separate seismic records being obtained for quality control purposes.  The seismic-
wave forms and associated frequency spectrum that were displayed on the 
seismograph screen were used to assess the recorded seismic wave data for quality 
control purposes in the field.  The acceptable records were digitally recorded on the in-
board seismograph computer and subsequently transferred to a flash drive so that they 
could be subsequently transferred to our office computer for analysis. 
 

Data Reduction 
 
For analysis and presentation of the shear-wave profile and supportive illustrations, this 
study used the SeisImager/SWTM computer software program developed by Geometrics, 
Inc. (2009 & 2016).  Both the active (MASW) and passive (MAM) survey results were 
combined for this analysis (Park et al., 2005).  The combined results maximize the 
resolution and overall depth range in order to obtain one high resolution Vs curve over 
the entire sampled depth range.  These methods economically and efficiently estimate 
one-dimensional subsurface shear-wave velocities using data collected from standard 
primary-wave (P-wave) refraction surveys, however, it should be noted that surface 
waves by their physical nature cannot resolve relatively abrupt or small-scale velocity 
anomalies.  Processing of the data proceeded by calculating the dispersion curve from 
the input data which subsequently created an initial shear-wave model based on the 
observed data.  This initial model was then inverted in order to converge on the best fit 
of the initial model and the observed data, creating the final shear-wave model (Seismic 
Line SW-1) as presented within Appendix A. 
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Summary of Data Analysis 
 
Data acquisition went very smoothly and the quality was considered to be good.  
Analysis revealed that the average shear-wave velocity (“weighted average”) in the 
upper 100 feet of the subject survey area is 1,640.8 feet per second as shown on the 
Shear-Wave Model SW-1, as presented within Appendix A.  This average velocity 
classifies the underlying soils to that of Site Class “C” (Very Dense Soil and Soft Rock), 
which has a velocity range from 1,200 to 2,500 ft/sec (ASCE, 2017; Table 20.3-1).   
 
The “weighted average” velocity is computed from a formula that is used by the ASCE 
(2010; Section 20.4, Equation 20.4-1) to determine the average shear-wave velocity for 
the upper 100 feet of the subsurface (V100).  This formula is as follows: 
 

V100’ = 100/[(T1/V1) + (T2/V2) + ...+ (TN/VN)] 
 
Where t1, t2, t3,...,tn, are the thicknesses for layers 1, 2, 3,...n, up to 100 feet, and v1, 
v2, v3,...,vn, are the seismic velocities (feet/second) for layers 1, 2, 3,...n.   
 
The shear-wave model displays these calculated layers and associated velocities 
(feet/second) to the maximum obtained depth of 204 feet, where locally sampled (dark 
gray shaded area on shear-wave model represents the constrained data).  The 
associated Dispersion Curves (for both the active and passive methods) which show the 
data quality and picks, along with the resultant combined dispersion curve model, are 
also included within Appendix A for visual and reference purposes. 
 
It should be noted that when compared with traditional borehole shear-wave surveys, 
which use vertical body waves, the sources of error (if present) using horizontal surface 
waves for this project are not believed to be greater than 15 percent. 
 
 
 

CLOSURE 
 
The field survey was performed by the undersigned on April 14, 2021, using "state of 
the art" geophysical equipment and techniques along the selected portion of the subject 
study area as directed by you.  It is important to note that the fundamental limitation for 
seismic surveys is known as nonuniqueness, wherein a specific seismic data set does 
not provide sufficient information to determine a single “true” earth model.  Therefore, 
the interpretation of any seismic data set uses “best-fit” approximations along with the 
geologic models that appear to be most reasonable for the local area being surveyed.  
Client should also understand that when using the theoretical geophysical principles 
and techniques discussed in this report, sources of error are possible in both the data 
obtained and, in the interpretation, and that the results of this survey may not represent 
actual subsurface conditions.   
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These are all factors beyond Terra Geosciences control and no guarantees as to the 

results of this survey can be made.  We make no warranty, either expressed or implied.  
If the client does not understand the limitations of this geophysical survey, additional 
input should be sought from the consultant.   
 
 
 
Respectfully submitted, 
TERRA GEOSCIENCES 

 
Donn C. Schwartzkopf 
Principal Geophysicist 
PGP 1002 



 

 

 
SEISMIC LINE LOCATION MAP 

 
 
 

  
BASE MAP: Site Plan prepared by Thienes Engineering, Inc. (partial copy, Conceptual Utility Plan, Sheet 7 of 13); Seismic shear-wave traverse SW-1 shown as red line. 
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SITE PHOTOGRAPHS 
 
 
 
 

 
 

View looking southwest along Seismic Line SW-1. 

 

 

 

 
 

View looking northeast along Seismic Line SW-1. 
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APPENDIX  A 

SHEAR-WAVE MODEL AND DATA 
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SEISMIC LINE SW-1 

ACTIVE DISPERSION CURVE

Dispersion Curve:  Active.dat



SEISMIC LINE SW-1 

PASSIVE DISPERSION CURVE

Dispersion Curve:  Passive.dat
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STANDARD GRADING SPECIFICATIONS 
 

These specifications present the usual and minimum requirements for grading operations 

performed under the observation and testing of TGR Geotechnical, Inc. 

 

No deviation from these specifications will be allowed, except where specifically 

superseded in the Preliminary Geotechnical Investigation report, or in other written 

communication signed by the Soils Engineer or Engineering Geologist. 

 

1.0  GENERAL 

• The Soils Engineer and Engineering Geologist are the Owner’s or Builder’s 

representatives on the project.  For the purpose of these specifications, 

observation and testing by the Soils Engineer includes that observation and testing 

performed by any person or persons employed by, and responsible to, the 

licensed Geotechnical Engineer or Geologist signing the grading report. 

 

• All clearing, site preparation or earthwork performed on the project shall be 

conducted by the Contractor under the observation of the Geotechnical Engineer. 

 

• It is the Contractor’s responsibility to prepare the ground surface to receive the fills 

to the satisfaction of the Geotechnical Engineer and to place, spread, mix, water 

and compact the fill in accordance with the specifications of the Geotechnical 

Engineer.  The Contractor shall also remove all material considered unsatisfactory 

by the Geotechnical Engineer. 

 

• It is also the Contractor’s responsibility to have suitable and sufficient compaction 

equipment on the job site to handle the amount of fill being placed.  If necessary, 

excavation equipment will be shut down to permit completion of Compaction.  

Sufficient watering apparatus will also be provided by the Contractor, with due 

consideration for the fill material, rate of placement and time of year. 

 

• A final report will be issued by the Geotechnical Engineer and Engineering 

Geologist attesting to the Contractor’s conformance with these specifications. 
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2.0  SITE PREPARATION 

• All vegetation and deleterious material such as rubbish shall be disposed of off-

site.  The removal must be concluded prior to placing fill. 

 

• The Civil Engineer shall locate all houses, sheds, sewage disposal systems, large 

trees or structures on the site, or on the grading plan to the best of his knowledge 

prior to preparing the ground surface. 

 

• Soil, alluvium or rock materials determined by the Geotechnical Engineer as being 

unsuitable for placement in compacted fills shall be removed and wasted from the 

site.  Any material incorporated as part of a compacted fill must be approved by 

the Geotechnical Engineer. 

 

• After the ground surface to receive fill has been cleared, it shall be scarified, 

disced or bladed by the Contractor until it is uniform and free from ruts, hollows, 

hummocks or other uneven features which may prevent uniform compaction. 

 

The scarified ground surface shall then be brought to optimum moisture content, 

mixed as required, and compacted as specified.  If the scarified zone is greater 

than twelve inches in depth, the excess shall be removed and placed in lifts 

restricted to six inches.  Prior to placing fill, the ground surface to receive fill shall 

be inspected, tested and approved by the Geotechnical Engineer. 

 

• Any underground structures such as cesspools, cisterns, mining shafts, tunnels, 

septic tanks, wells, pipe lines or others not located prior to grading are to be 

removed or treated in a manner prescribed by the Geotechnical Engineer. 

 

3.0 COMPACTED FILLS 

• Any material imported or excavated on the property may be utilized in the fill, 

provided each material has been determined to be suitable by the Geotechnical 

Engineer.  Roots, tree branches and other matter missed during clearing shall be 

removed from the fill as directed by the Geotechnical Engineer. 

• Rock fragments less than six inches in diameter may be utilized in the fill, 

provided: 
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 They are not placed in concentrated pockets. 

 There is a sufficient percentage of fine-grained material to surround the rocks. 

 The distribution of the rocks is observed by the Geotechnical Engineer. 

 

• Rocks greater than six inches in diameter shall be taken off-site, or placed in 

accordance with the recommendations of the Geotechnical Engineer in areas 

designated as suitable for rock disposal.  Details for rock disposal such as 

location, moisture control, percentage of the rock placed, etc., will be referred to in 

the “Conclusions and Recommendations” section of the Geotechnical Report, if 

applicable. 

 

If rocks greater than six inches in diameter were not anticipated in the Preliminary 

Geotechnical report, rock disposal recommendations may not have been made in 

the “Conclusions and Recommendations” section.  In this case, the Contractor 

shall notify the Geotechnical Engineer if rocks greater than six inches in diameter 

are encountered.  The Geotechnical Engineer will then prepare a rock disposal 

recommendation or request that such rocks be taken off-site. 

 

• Material that is spongy, subject to decay, or otherwise considered unsuitable shall 

not be used in the compacted fill. 

 

• Representative samples of materials to be utilized as compacted fill shall be 

analyzed in the laboratory by the Geotechnical Engineer to determine their 

physical properties.  If any material other than that previously tested is encoun-

tered during grading, the appropriate analysis of this material shall be conducted 

by the Geotechnical Engineer as soon as possible. 

 

• Material used in the compacting process shall be evenly spread, watered or dried, 

processed and compacted in thin lifts not to exceed six inches in thickness to 

obtain a uniformly dense layer.  The fill shall be placed and compacted on a 

horizontal plane, unless otherwise approved by the Geotechnical Engineer. 
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• If the moisture content or relative compaction varies from that required by the 

Geotechnical Engineer, the Contractor shall rework the fill until it is approved by 

the Geotechnical Engineer. 

 

• Each layer shall be compacted to 90 percent of the maximum dry density in 

compliance with the testing method specified by the controlling governmental 

agency; (in general, ASTM D1557 will be used.) 

 

If compaction to a lesser percentage is authorized by the controlling governmental 

agency because of a specific land use of expansive soil conditions, the area to 

receive fill compacted to less than 90 percent shall either be delineated on the 

grading plan or appropriate reference made to the area in the grading report. 

 

• All fill shall be keyed and benched through all topsoil, colluvium, alluvium or creep 

material, into sound bedrock or firm material where the slope receiving fill exceeds 

a ratio of five horizontal to one vertical, in accordance with the recommendations 

of the Geotechnical Engineer. 

 

• The key for side hill fills shall be a minimum of 15 feet within bedrock or firm 

materials, unless otherwise specified in the Preliminary report.  (See details) 

 

• Drainage terraces and subdrainage devices shall be constructed in compliance 

with the ordinances of the controlling governmental agency, or with the recom-

mendation of the Geotechnical Engineer and Engineer Geologist. 

 

• The Contractor will be required to obtain a minimum relative compaction of 90 

percent out to the finish slope face of fill slopes, buttresses and stabilization fills.  

This may be achieved by either overbuilding the slope and cutting back to the 

compacted core, or by direct compaction of the slope face with suitable 

equipment, or by any other procedure which produces the required compaction. 
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The Contractor shall prepare a written detailed description of the method or 

methods he will employ to obtain the required slope compaction.  Such documents 

shall be submitted to the Geotechnical Engineer for review and comments prior to 

the start of grading. 

 

If a method other than overbuilding and cutting back to the compacted core is to 

be employed, slope tests will be made by the Geotechnical Engineer during 

construction of the slopes to determine if the required compaction is being 

achieved.  Where failing tests occur or other field problems arise, the contractor 

will be notified by the Geotechnical Engineer. 

 

If the method of achieving the required slope compaction selected by the 

Contractor fails to produce the necessary results, the Contractor shall rework or 

rebuild such slopes until the required degree of compaction is obtained, at no 

additional cost to the Owner or Geotechnical Engineer. 

 

• All fill slopes should be planted or protected from erosion by methods specified in 

the preliminary report or by means approved by the governing authorities. 

 

• Fill-over-cut slopes shall be properly keyed through topsoil, colluvium or creep 

material into rock or firm materials; and the transition shall be stripped of all soil 

prior to placing fill.  (See detail) 

 

 

4.0 CUT SLOPES 

• The Engineering Geologist shall inspect all cut slopes excavated in rock, lithified or 

formation material at vertical intervals not exceeding ten feet. 

 

• If any conditions not anticipated in the preliminary report such as perched water, 

seepage, lenticular or confined strata of a potentially adverse nature, unfavorably 

inclined bedding, joints or fault planes are encountered during grading, these 
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conditions shall be analyzed by the Engineering Geologist and Geotechnical 

Engineer; and recommendations shall be made to treat these problems. 

 

• Cut slopes that face in the same direction as the prevailing drainage shall be 

protected from slope wash by a non-erosive interceptor swale placed at the top of 

the slope. 

 

• Unless otherwise specified in the soils and geological report, no cut slopes shall be 

excavated higher or steeper than that allowed by the ordinances of controlling 

governmental agencies. 

 

• Drainage terraces shall be constructed in compliance with the ordinances of 

controlling governmental agencies, or with the recommendations of the 

Geotechnical Engineer or Engineering Geologist. 

 

5.0 GRADING CONTROL  

• Inspection of the fill placement shall be provided by the Geotechnical Engineer 

during the progress of grading. 

 

• In general, density tests should be made at intervals not exceeding two feet of fill 

height or every 500 cubic yards of fill placed.  This criteria will vary depending on 

soil conditions and the size of the job.  In any event, an adequate number of field 

density tests shall be made to verify that the required compaction of being 

achieved. 

• Density tests should be made on the surface material to receive fill as required by 

the Geotechnical Engineer. 

 

• All cleanout, processed ground to receive fill, key excavations, subdrains and rock 

disposal must be inspected and approved by the Geotechnical Engineer (and often 

by the governing authorities) prior to placing any fill.  It shall be the Contractor’s 

responsibility to notify the Geotechnical Engineer and governing authorities when 

such areas are ready for inspection. 



Standard Grading Specifications Page No. 7  
 
 
 

6.0 CONSTRUCTION CONSIDERATIONS  

• Erosion control measures, when necessary, shall be provided by the Contractor 

during grading and prior to the completion and construction of permanent drainage 

controls. 

 

• Upon completion of grading and termination of observations by the Geotechnical 

Engineer, no further filling or excavating, including that necessary for footings, 

foundations, large tree wells, retaining walls, or other features shall be performed 

without the approval of the Geotechnical Engineer or Engineering Geologist. 

 

• Care shall be taken by the Contractor during final grading to preserve any berms, 

drainage terraces, interceptor swales, or other devices of a permanent nature on 

or adjacent to the property. 
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TYPICAL FILL SLOPE CONSTRUCTION 
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TYPICAL STABILIZATION FILL 
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TYPICAL CANYON SUBDRAIN 
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TYPICAL STABILIZATION AND BUTTRESS FILL SUBDRAIN 
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TYPICAL CUT AND FILL GRADING DETAILS 
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TYPICAL OVERSIZE ROCK DISPOSAL – “SOIL-ROCK” FILL 
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