
























































































































































































































































































Name M. ID Result. PWL Lw / Li Operating Time K0 Height Coordinates
Day Evening Night Type Value norm. Day Special Night X Y Z

(dBA) (dBA) (dBA) dB(A) (min) (min) (min) (dB) (ft) (ft) (ft) (ft)
OYD2  0 118.4 118.4 118.4 Lw 118.4 0.0 8.00 a 6212357.11 2327237.99 8.00

Urban Crossroads, Inc.
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12991 - Bloomington Business Park Specific Plan- PLD
CadnaA Noise Prediction Model:  12991-15 OYD2 Construction.cna
Date: 30.06.25
Analyst: S. Shami

Calculation Configuration
Configuration

Parameter Value
General
Max. Error (dB) 0.00
Max. Search Radius (ft) 6561.70
Min. Dist Src to Rcvr 0.00
Partition
Raster Factor 0.50
Max. Length of Section (ft) 3280.80
Min. Length of Section (ft) 3.30
Min. Length of Section (%) 0.00
Proj. Line Sources On
Proj. Area Sources On
Ref. Time
Daytime Penalty (dB) 0.00
Recr. Time Penalty (dB) 5.00
Night-time Penalty (dB) 10.00
DTM
Standard Height (m) 0.00
Model of Terrain Triangulation
Reflection
max. Order of Reflection 2
Search Radius Src 328.08
Search Radius Rcvr 328.08
Max. Distance Source - Rcvr 3280.84 3280.84
Min. Distance Rvcr - Reflector 3.28 3.28
Min. Distance Source - Reflector 0.33
Industrial (ISO 9613 (1996))
Lateral Diffraction some Obj
Obst. within Area Src do not shield On
Screening Incl. Ground Att. over Barrier
 Dz with limit (20/25)
Barrier Coefficients C1,2,3 3.0 20.0 0.0
Temperature (°F) 50
rel. Humidity (%) 70
Ground Absorption G 0.50
Wind Speed for Dir. (mph) 6.7
Roads (RLS-90)
Strictly acc. to RLS-90
Railways (FTA/FRA)
Aircraft (???)
Strictly acc. to AzB

Receiver Noise Levels
Name M. ID Level Lr Limit. Value Land Use Height Coordinates

Day Night CNEL Day Night CNEL Type Auto Noise Type X Y Z
(dBA) (dBA) (dBA) (dBA) (dBA) (dBA) (ft) (ft) (ft) (ft)

RECEIVERS  OYD2-R01 63.0 -44.0 60.0 59.0 55.0 0.0 5.00 a 6209085.24 2329695.58 5.00
RECEIVERS  OYD2-R02 63.5 -43.5 60.5 63.0 60.0 0.0 5.00 a 6209676.52 2329872.45 5.00
RECEIVERS  OYD2-R03 64.2 -42.8 61.2 71.0 67.0 0.0 5.00 a 6210511.59 2329617.24 5.00
RECEIVERS  OYD2-R04 63.1 -43.8 60.1 59.0 56.0 0.0 5.00 a 6211644.77 2329342.53 5.00
RECEIVERS  OYD2-R05 65.2 -41.8 62.1 67.0 65.0 0.0 5.00 a 6211822.18 2328712.96 5.00
RECEIVERS  OYD2-R06 62.8 -44.1 59.8 57.0 54.0 0.0 5.00 a 6212891.19 2328558.88 5.00
RECEIVERS  OYD2-R07 60.2 -46.8 57.2 68.0 62.0 0.0 5.00 a 6213126.07 2327054.66 5.00
RECEIVERS  OYD2-R08 61.9 -45.1 58.9 59.0 55.0 0.0 5.00 a 6212357.84 2326964.81 5.00
RECEIVERS  OYD2-R09 65.1 -41.9 62.1 58.0 55.0 0.0 5.00 a 6210361.40 2328187.64 5.00
RECEIVERS  OYD2-R10 63.7 -43.3 60.7 55.0 53.0 0.0 5.00 a 6209028.59 2328394.59 5.00

Area Source(s)
Name M. ID Result. PWL Result. PWL'' Lw / Li Operating Time Height

Day Evening Night Day Evening Night Type Value norm. Day Special Night (ft)
(dBA) (dBA) (dBA) (dBA) (dBA) (dBA) dB(A) (min) (min) (min)

SITEBOUNDARY2  CONSTUCTION 125.4 18.4 18.4 67.6 -39.4 -39.4 PWL-Pt 118.4 8

Name ID Height Coordinates
Begin End x y z Ground
(ft) (ft) (ft) (ft) (ft) (ft)

SITEBOUNDARY2 CONSTUCTION 8.00 a  6210384.24 2328391.33 8.00 0.00
6209789.62 2328404.35 8.00 0.00
6209791.79 2328482.48 8.00 0.00
6208470.17 2328489.52 8.00 0.00

Urban Crossroads, Inc.



Name ID Height Coordinates
Begin End x y z Ground
(ft) (ft) (ft) (ft) (ft) (ft)

6208475.51 2329147.10 8.00 0.00
6209165.28 2329144.76 8.00 0.00
6209167.95 2329774.31 8.00 0.00
6209911.62 2329769.72 8.00 0.00
6209995.33 2329769.46 8.00 0.00
6210431.38 2329768.12 8.00 0.00
6210431.88 2329283.80 8.00 0.00
6211115.76 2329279.31 8.00 0.00
6211114.28 2329130.32 8.00 0.00
6211443.72 2329128.48 8.00 0.00
6211444.86 2329258.49 8.00 0.00
6211745.28 2329255.90 8.00 0.00
6211744.42 2329162.02 8.00 0.00
6211738.08 2328466.73 8.00 0.00
6213054.15 2328454.82 8.00 0.00
6213049.54 2327774.13 8.00 0.00
6213041.90 2327183.78 8.00 0.00
6210461.33 2327173.86 8.00 0.00
6210469.11 2328392.12 8.00 0.00

Barrier(s)
Name Sel. M. ID Absorption Z-Ext. Cantilever Height Coordinates

left right horz. vert. Begin End x y z Ground
(ft) (ft) (ft) (ft) (ft) (ft) (ft) (ft) (ft)

SITEBOUNDARY2  CONSTUCTION 8.00 a  6210470.31 2328392.43 8.00 0.00
6209789.62 2328404.35 8.00 0.00
6209791.79 2328482.48 8.00 0.00
6208470.17 2328489.52 8.00 0.00
6208475.51 2329147.10 8.00 0.00
6209165.28 2329144.76 8.00 0.00
6209167.95 2329774.31 8.00 0.00
6209911.62 2329769.72 8.00 0.00
6209995.33 2329769.46 8.00 0.00
6210431.38 2329768.12 8.00 0.00
6210431.88 2329283.80 8.00 0.00
6211115.76 2329279.31 8.00 0.00
6211114.28 2329130.32 8.00 0.00
6211443.72 2329128.48 8.00 0.00
6211444.86 2329258.49 8.00 0.00
6211745.28 2329255.90 8.00 0.00
6211744.42 2329162.02 8.00 0.00
6211738.08 2328466.73 8.00 0.00
6213054.15 2328454.82 8.00 0.00
6213049.54 2327774.13 8.00 0.00
6213041.90 2327183.78 8.00 0.00
6210461.33 2327173.86 8.00 0.00
6210469.11 2328392.12 8.00 0.00

Urban Crossroads, Inc.



12991 - Bloomington Business Park Specific Plan- PLD
CadnaA Noise Prediction Model:  12991-15 SP Construction.cna
Date: 30.06.25
Analyst: S. Shami

Calculation Configuration
Configuration

Parameter Value
General
Max. Error (dB) 0.00
Max. Search Radius (ft) 6561.70
Min. Dist Src to Rcvr 0.00
Partition
Raster Factor 0.50
Max. Length of Section (ft) 3280.80
Min. Length of Section (ft) 3.30
Min. Length of Section (%) 0.00
Proj. Line Sources On
Proj. Area Sources On
Ref. Time
Daytime Penalty (dB) 0.00
Recr. Time Penalty (dB) 5.00
Night-time Penalty (dB) 10.00
DTM
Standard Height (m) 0.00
Model of Terrain Triangulation
Reflection
max. Order of Reflection 2
Search Radius Src 328.08
Search Radius Rcvr 328.08
Max. Distance Source - Rcvr 3280.84 3280.84
Min. Distance Rvcr - Reflector 3.28 3.28
Min. Distance Source - Reflector 0.33
Industrial (ISO 9613 (1996))
Lateral Diffraction some Obj
Obst. within Area Src do not shield On
Screening Incl. Ground Att. over Barrier
 Dz with limit (20/25)
Barrier Coefficients C1,2,3 3.0 20.0 0.0
Temperature (°F) 50
rel. Humidity (%) 70
Ground Absorption G 0.50
Wind Speed for Dir. (mph) 6.7
Roads (RLS-90)
Strictly acc. to RLS-90
Railways (FTA/FRA)
Aircraft (???)
Strictly acc. to AzB

Receiver Noise Levels
Name M. ID Level Lr Limit. Value Land Use Height Coordinates

Day Night CNEL Day Night CNEL Type Auto Noise Type X Y Z
(dBA) (dBA) (dBA) (dBA) (dBA) (dBA) (ft) (ft) (ft) (ft)

RECEIVERS  SP-R1 60.1 -46.9 57.1 71.0 77.0 0.0 5.00 a 6208192.26 2328225.78 5.00
RECEIVERS  SP-R2 63.6 -43.4 60.5 61.0 57.0 0.0 5.00 a 6208450.35 2329710.72 5.00
RECEIVERS  SP-R3 62.4 -44.6 59.4 70.0 65.0 0.0 5.00 a 6208867.02 2329868.27 5.00
RECEIVERS  SP-R4 63.1 -43.9 60.1 75.0 73.0 0.0 5.00 a 6211089.75 2329847.87 5.00
RECEIVERS  SP-R5 62.4 -44.6 59.4 59.0 56.0 0.0 5.00 a 6211837.36 2329506.94 5.00
RECEIVERS  SP-R6 66.6 -40.3 63.6 57.0 55.0 0.0 5.00 a 6209946.53 2327971.36 5.00

Area Source(s)
Name M. ID Result. PWL Result. PWL'' Lw / Li Operating Time Height

Day Evening Night Day Evening Night Type Value norm. Day Special Night (ft)
(dBA) (dBA) (dBA) (dBA) (dBA) (dBA) dB(A) (min) (min) (min)

SITEBOUNDARY3  CONSTRUCTION 125.4 18.4 18.4 66.1 -40.9 -40.9 PWL-Pt 118.4 8

Name ID Height Coordinates
Begin End x y z Ground
(ft) (ft) (ft) (ft) (ft) (ft)

SITEBOUNDARY3 CONSTRUCTION 8.00 a  6213054.15 2328454.82 8.00 0.00
6213041.90 2327183.78 8.00 0.00
6210461.33 2327173.86 8.00 0.00
6210465.74 2327983.72 8.00 0.00
6209784.50 2327984.50 8.00 0.00
6209783.01 2327819.48 8.00 0.00
6209091.09 2327825.26 8.00 0.00
6209082.85 2327197.94 8.00 0.00

Urban Crossroads, Inc.
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Name ID Height Coordinates
Begin End x y z Ground
(ft) (ft) (ft) (ft) (ft) (ft)

6208459.25 2327189.94 8.00 0.00
6208470.17 2328489.52 8.00 0.00
6208480.64 2329779.41 8.00 0.00
6209701.25 2329770.36 8.00 0.00
6211749.91 2329764.06 8.00 0.00
6211738.08 2328466.73 8.00 0.00

Barrier(s)
Name Sel. M. ID Absorption Z-Ext. Cantilever Height Coordinates

left right horz. vert. Begin End x y z Ground
(ft) (ft) (ft) (ft) (ft) (ft) (ft) (ft) (ft)

SITEBOUNDARY3  CONSTRUCTION 8.00 a  6213054.15 2328454.82 8.00 0.00
6213041.90 2327183.78 8.00 0.00
6210461.33 2327173.86 8.00 0.00
6210465.74 2327983.72 8.00 0.00
6209784.50 2327984.50 8.00 0.00
6209783.01 2327819.48 8.00 0.00
6209091.09 2327825.26 8.00 0.00
6209082.85 2327197.94 8.00 0.00
6208459.25 2327189.94 8.00 0.00
6208470.17 2328489.52 8.00 0.00
6208480.64 2329779.41 8.00 0.00
6209701.25 2329770.36 8.00 0.00
6211749.91 2329764.06 8.00 0.00
6211739.60 2328478.14 8.00 0.00
6213052.29 2328460.77 8.00 0.00

Urban Crossroads, Inc.



12991 - Bloomington Business Park Specific Plan- PLD
CadnaA Noise Prediction Model:  12991-15 OYD1 Peak Construction.cna
Date: 30.06.25
Analyst: S. Shami

Calculation Configuration
Configuration

Parameter Value
General
Max. Error (dB) 0.00
Max. Search Radius (ft) 6561.70
Min. Dist Src to Rcvr 0.00
Partition
Raster Factor 0.50
Max. Length of Section (ft) 3280.80
Min. Length of Section (ft) 3.30
Min. Length of Section (%) 0.00
Proj. Line Sources On
Proj. Area Sources On
Ref. Time
Daytime Penalty (dB) 0.00
Recr. Time Penalty (dB) 5.00
Night-time Penalty (dB) 10.00
DTM
Standard Height (m) 0.00
Model of Terrain Triangulation
Reflection
max. Order of Reflection 2
Search Radius Src 328.08
Search Radius Rcvr 328.08
Max. Distance Source - Rcvr 3280.84 3280.84
Min. Distance Rvcr - Reflector 3.28 3.28
Min. Distance Source - Reflector 0.33
Industrial (ISO 9613 (1996))
Lateral Diffraction some Obj
Obst. within Area Src do not shield On
Screening Incl. Ground Att. over Barrier
 Dz with limit (20/25)
Barrier Coefficients C1,2,3 3.0 20.0 0.0
Temperature (°F) 50
rel. Humidity (%) 70
Ground Absorption G 0.50
Wind Speed for Dir. (mph) 6.7
Roads (RLS-90)
Strictly acc. to RLS-90
Railways (FTA/FRA)
Aircraft (???)
Strictly acc. to AzB

Receiver Noise Levels
Name M. ID Level Lr Limit. Value Land Use Height Coordinates

Day Night CNEL Day Night CNEL Type Auto Noise Type X Y Z
(dBA) (dBA) (dBA) (dBA) (dBA) (dBA) (ft) (ft) (ft) (ft)

RECEIVERS2  OYD-R1 78.0 78.0 84.6 71.0 67.0 0.0 5.00 a 6210315.30 2329356.30 5.00
RECEIVERS2  OYD-R2 72.9 72.9 79.6 71.0 67.0 0.0 5.00 a 6210352.20 2328738.90 5.00
RECEIVERS2  OYD-R3 70.2 70.2 76.8 61.0 56.0 0.0 5.00 a 6211824.55 2328029.48 5.00
RECEIVERS2  OYD-R4 72.4 72.4 79.0 61.0 56.0 0.0 5.00 a 6211848.72 2327816.63 5.00

Point Source(s)
Name M. ID Result. PWL Lw / Li Operating Time K0 Height Coordinates

Day Evening Night Type Value norm. Day Special Night X Y Z
(dBA) (dBA) (dBA) dB(A) (min) (min) (min) (dB) (ft) (ft) (ft) (ft)

OYD1  R1 118.4 118.4 118.4 Lw 118.4 0.0 8.00 a 6210315.74 2329298.19 8.00
OYD1  R2 118.4 118.4 118.4 Lw 118.4 0.0 8.00 a 6210352.48 2328839.82 8.00
OYD1  R3 118.4 118.4 118.4 Lw 118.4 0.0 8.00 a 6211841.53 2327772.36 8.00
OYD1  R4 118.4 118.4 118.4 Lw 118.4 0.0 8.00 a 6211681.69 2328031.67 8.00

Barrier(s)
Name Sel. M. ID Absorption Z-Ext. Cantilever Height Coordinates

left right horz. vert. Begin End x y z Ground
(ft) (ft) (ft) (ft) (ft) (ft) (ft) (ft) (ft)

SITEBOUNDARY1  CONSTRUCTION02 8.00 a  6210457.14 2327173.67 8.00 0.00
6210493.55 2329281.38 8.00 0.00
6211115.76 2329279.31 8.00 0.00
6211114.28 2329130.32 8.00 0.00
6211443.72 2329128.48 8.00 0.00

Urban Crossroads, Inc.



Name Sel. M. ID Absorption Z-Ext. Cantilever Height Coordinates
left right horz. vert. Begin End x y z Ground

(ft) (ft) (ft) (ft) (ft) (ft) (ft) (ft) (ft)
6211444.86 2329258.49 8.00 0.00
6211737.53 2329257.55 8.00 0.00
6211729.43 2327806.68 8.00 0.00
6213048.77 2327794.82 8.00 0.00
6213045.65 2327200.24 8.00 0.00
6210461.33 2327173.86 8.00 0.00

SITEBOUNDARY1  CONSTRUCTION 8.00 a  6208475.51 2329147.10 8.00 0.00
6209165.28 2329144.76 8.00 0.00
6209167.95 2329774.31 8.00 0.00
6209995.33 2329769.46 8.00 0.00
6209992.87 2329137.94 8.00 0.00
6210124.83 2329136.85 8.00 0.00
6210126.47 2329316.85 8.00 0.00
6210431.93 2329312.76 8.00 0.00
6210421.52 2328804.36 8.00 0.00
6209791.94 2328809.56 8.00 0.00
6209790.45 2328644.55 8.00 0.00
6210419.97 2328639.36 8.00 0.00
6210417.66 2328391.84 8.00 0.00
6209789.62 2328404.35 8.00 0.00
6209791.79 2328482.48 8.00 0.00
6208470.17 2328489.52 8.00 0.00

SITEBOUNDARY1  12barrier 12.00 a  6211730.71 2327808.50 12.00 0.00
6211959.55 2327804.66 12.00 0.00

Urban Crossroads, Inc.



12991 - Bloomington Business Park Specific Plan- PLD
CadnaA Noise Prediction Model:  12991-15 OYD2 Peak Construction.cna
Date: 30.06.25
Analyst: S. Shami

Calculation Configuration
Configuration

Parameter Value
General
Max. Error (dB) 0.00
Max. Search Radius (ft) 6561.70
Min. Dist Src to Rcvr 0.00
Partition
Raster Factor 0.50
Max. Length of Section (ft) 3280.80
Min. Length of Section (ft) 3.30
Min. Length of Section (%) 0.00
Proj. Line Sources On
Proj. Area Sources On
Ref. Time
Daytime Penalty (dB) 0.00
Recr. Time Penalty (dB) 5.00
Night-time Penalty (dB) 10.00
DTM
Standard Height (m) 0.00
Model of Terrain Triangulation
Reflection
max. Order of Reflection 2
Search Radius Src 328.08
Search Radius Rcvr 328.08
Max. Distance Source - Rcvr 3280.84 3280.84
Min. Distance Rvcr - Reflector 3.28 3.28
Min. Distance Source - Reflector 0.33
Industrial (ISO 9613 (1996))
Lateral Diffraction some Obj
Obst. within Area Src do not shield On
Screening Incl. Ground Att. over Barrier
 Dz with limit (20/25)
Barrier Coefficients C1,2,3 3.0 20.0 0.0
Temperature (°F) 50
rel. Humidity (%) 70
Ground Absorption G 0.50
Wind Speed for Dir. (mph) 6.7
Roads (RLS-90)
Strictly acc. to RLS-90
Railways (FTA/FRA)
Aircraft (???)
Strictly acc. to AzB

Receiver Noise Levels
Name M. ID Level Lr Limit. Value Land Use Height Coordinates

Day Night CNEL Day Night CNEL Type Auto Noise Type X Y Z
(dBA) (dBA) (dBA) (dBA) (dBA) (dBA) (ft) (ft) (ft) (ft)

RECEIVERS  OYD-R01 70.7 70.7 77.3 59.0 55.0 0.0 5.00 a 6209085.24 2329695.58 5.00
RECEIVERS  OYD-R02 69.7 69.7 76.4 63.0 60.0 0.0 5.00 a 6209676.52 2329872.45 5.00
RECEIVERS  OYD-R03 70.5 70.5 77.2 71.0 67.0 0.0 5.00 a 6210511.59 2329617.24 5.00
RECEIVERS  OYD-R04 70.8 70.8 77.4 59.0 56.0 0.0 5.00 a 6211644.77 2329342.53 5.00
RECEIVERS  OYD-R05 71.2 71.2 77.9 67.0 65.0 0.0 5.00 a 6211822.18 2328712.96 5.00
RECEIVERS  OYD-R06 68.4 68.4 75.1 57.0 54.0 0.0 5.00 a 6212891.19 2328558.88 5.00
RECEIVERS  OYD-R07 66.1 66.1 72.8 68.0 62.0 0.0 5.00 a 6213126.07 2327054.66 5.00
RECEIVERS  OYD-R08 64.2 64.2 70.9 59.0 55.0 0.0 5.00 a 6212357.84 2326964.81 5.00
RECEIVERS  OYD-R09 69.3 69.3 76.0 58.0 55.0 0.0 5.00 a 6210361.40 2328187.64 5.00
RECEIVERS  OYD-R10 70.5 70.5 77.2 55.0 53.0 0.0 5.00 a 6209028.59 2328394.59 5.00

Point Source(s)
Name M. ID Result. PWL Lw / Li Operating Time K0 Height Coordinates

Day Evening Night Type Value norm. Day Special Night X Y Z
(dBA) (dBA) (dBA) dB(A) (min) (min) (min) (dB) (ft) (ft) (ft) (ft)

OYD2  0 118.4 118.4 118.4 Lw 118.4 0.0 8.00 a 6209215.27 2329697.98 8.00
OYD2  0 118.4 118.4 118.4 Lw 118.4 0.0 8.00 a 6209677.01 2329724.57 8.00
OYD2  0 118.4 118.4 118.4 Lw 118.4 0.0 8.00 a 6210380.50 2329615.79 8.00
OYD2  0 118.4 118.4 118.4 Lw 118.4 0.0 8.00 a 6209031.54 2328525.50 8.00
OYD2  0 118.4 118.4 118.4 Lw 118.4 0.0 8.00 a 6210511.04 2328187.05 8.00
OYD2  0 118.4 118.4 118.4 Lw 118.4 0.0 8.00 a 6211646.18 2329213.82 8.00
OYD2  0 118.4 118.4 118.4 Lw 118.4 0.0 8.00 a 6211698.50 2328718.32 8.00
OYD2  0 118.4 118.4 118.4 Lw 118.4 0.0 8.00 a 6212892.61 2328395.17 8.00
OYD2  0 118.4 118.4 118.4 Lw 118.4 0.0 8.00 a 6213003.41 2327228.75 8.00

Urban Crossroads, Inc.



Name M. ID Result. PWL Lw / Li Operating Time K0 Height Coordinates
Day Evening Night Type Value norm. Day Special Night X Y Z

(dBA) (dBA) (dBA) dB(A) (min) (min) (min) (dB) (ft) (ft) (ft) (ft)
OYD2  0 118.4 118.4 118.4 Lw 118.4 0.0 8.00 a 6212357.11 2327237.99 8.00

Barrier(s)
Name Sel. M. ID Absorption Z-Ext. Cantilever Height Coordinates

left right horz. vert. Begin End x y z Ground
(ft) (ft) (ft) (ft) (ft) (ft) (ft) (ft) (ft)

SITEBOUNDARY2  CONSTUCTION 8.00 a  6210470.31 2328392.43 8.00 0.00
6209789.62 2328404.35 8.00 0.00
6209791.79 2328482.48 8.00 0.00
6208470.17 2328489.52 8.00 0.00
6208475.51 2329147.10 8.00 0.00
6209165.28 2329144.76 8.00 0.00
6209167.95 2329774.31 8.00 0.00
6209911.62 2329769.72 8.00 0.00
6209995.33 2329769.46 8.00 0.00
6210431.38 2329768.12 8.00 0.00
6210431.88 2329283.80 8.00 0.00
6211115.76 2329279.31 8.00 0.00
6211114.28 2329130.32 8.00 0.00
6211443.72 2329128.48 8.00 0.00
6211444.86 2329258.49 8.00 0.00
6211745.28 2329255.90 8.00 0.00
6211744.42 2329162.02 8.00 0.00
6211738.08 2328466.73 8.00 0.00
6213054.15 2328454.82 8.00 0.00
6213049.54 2327774.13 8.00 0.00
6213041.90 2327183.78 8.00 0.00
6210461.33 2327173.86 8.00 0.00
6210469.11 2328392.12 8.00 0.00

Urban Crossroads, Inc.

I 111 I I I I I I I I I I I I I 



12991 - Bloomington Business Park Specific Plan- PLD
CadnaA Noise Prediction Model:  12991-15 SP Peak Construction.cna
Date: 30.06.25
Analyst: S. Shami

Calculation Configuration
Configuration

Parameter Value
General
Max. Error (dB) 0.00
Max. Search Radius (ft) 6561.70
Min. Dist Src to Rcvr 0.00
Partition
Raster Factor 0.50
Max. Length of Section (ft) 3280.80
Min. Length of Section (ft) 3.30
Min. Length of Section (%) 0.00
Proj. Line Sources On
Proj. Area Sources On
Ref. Time
Daytime Penalty (dB) 0.00
Recr. Time Penalty (dB) 5.00
Night-time Penalty (dB) 10.00
DTM
Standard Height (m) 0.00
Model of Terrain Triangulation
Reflection
max. Order of Reflection 2
Search Radius Src 328.08
Search Radius Rcvr 328.08
Max. Distance Source - Rcvr 3280.84 3280.84
Min. Distance Rvcr - Reflector 3.28 3.28
Min. Distance Source - Reflector 0.33
Industrial (ISO 9613 (1996))
Lateral Diffraction some Obj
Obst. within Area Src do not shield On
Screening Incl. Ground Att. over Barrier
 Dz with limit (20/25)
Barrier Coefficients C1,2,3 3.0 20.0 0.0
Temperature (°F) 50
rel. Humidity (%) 70
Ground Absorption G 0.50
Wind Speed for Dir. (mph) 6.7
Roads (RLS-90)
Strictly acc. to RLS-90
Railways (FTA/FRA)
Aircraft (???)
Strictly acc. to AzB

Receiver Noise Levels
Name M. ID Level Lr Limit. Value Land Use Height Coordinates

Day Night CNEL Day Night CNEL Type Auto Noise Type X Y Z
(dBA) (dBA) (dBA) (dBA) (dBA) (dBA) (ft) (ft) (ft) (ft)

RECEIVERS  SP-R1 62.3 62.3 68.9 71.0 77.0 0.0 5.00 a 6208192.26 2328225.78 5.00
RECEIVERS  SP-R2 74.6 74.6 81.3 61.0 57.0 0.0 5.00 a 6208450.35 2329710.72 5.00
RECEIVERS  SP-R3 70.4 70.4 77.1 70.0 65.0 0.0 5.00 a 6208867.02 2329868.27 5.00
RECEIVERS  SP-R4 70.1 70.1 76.7 75.0 73.0 0.0 5.00 a 6211089.75 2329847.87 5.00
RECEIVERS  SP-R5 68.8 68.8 75.5 59.0 56.0 0.0 5.00 a 6211837.36 2329506.94 5.00
RECEIVERS  SP-R6 76.6 76.6 83.2 57.0 55.0 0.0 5.00 a 6209946.53 2327971.36 5.00

Point Source(s)
Name M. ID Result. PWL Lw / Li Operating Time K0 Height Coordinates

Day Evening Night Type Value norm. Day Special Night X Y Z
(dBA) (dBA) (dBA) dB(A) (min) (min) (min) (dB) (ft) (ft) (ft) (ft)

SP  SP-R1 118.4 118.4 118.4 Lw 118.4 8.0 0.00 a 6208550.46 2329713.56 0.00
SP  SP-R2 118.4 118.4 118.4 Lw 118.4 8.0 0.00 a 6208871.21 2329719.00 0.00
SP  SP-R3 118.4 118.4 118.4 Lw 118.4 8.0 0.00 a 6208550.46 2328218.54 0.00
SP  SP-R4 118.4 118.4 118.4 Lw 118.4 8.0 0.00 a 6209947.63 2328047.29 0.00
SP  SP-R5 118.4 118.4 118.4 Lw 118.4 8.0 0.00 a 6211101.79 2329693.58 0.00
SP  SP-R6 118.4 118.4 118.4 Lw 118.4 8.0 0.00 a 6211652.67 2329507.89 0.00

Barrier(s)
Name Sel. M. ID Absorption Z-Ext. Cantilever Height Coordinates

left right horz. vert. Begin End x y z Ground
(ft) (ft) (ft) (ft) (ft) (ft) (ft) (ft) (ft)

SITEBOUNDARY3  CONSTRUCTION 8.00 a  6213054.15 2328454.82 8.00 0.00

Urban Crossroads, Inc.
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Name Sel. M. ID Absorption Z-Ext. Cantilever Height Coordinates
left right horz. vert. Begin End x y z Ground

(ft) (ft) (ft) (ft) (ft) (ft) (ft) (ft) (ft)
6213041.90 2327183.78 8.00 0.00
6210461.33 2327173.86 8.00 0.00
6210465.74 2327983.72 8.00 0.00
6209784.50 2327984.50 8.00 0.00
6209783.01 2327819.48 8.00 0.00
6209091.09 2327825.26 8.00 0.00
6209082.85 2327197.94 8.00 0.00
6208459.25 2327189.94 8.00 0.00
6208470.17 2328489.52 8.00 0.00
6208480.64 2329779.41 8.00 0.00
6209701.25 2329770.36 8.00 0.00
6211749.91 2329764.06 8.00 0.00
6211739.60 2328478.14 8.00 0.00
6213052.29 2328460.77 8.00 0.00

Urban Crossroads, Inc.
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