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% Site Conditions

2.1 Site Location

The site is located at the eastern terminus of Paseo Montril (APN 315-020-55), within the Rancho Penasquitos
Community Planning Area in the City of San Diego. The subject property is bounded by Interstate 15 (I-15) to the
east, single-family residential to the north and north west, and commercial development to the west and south
(Figure 1, Location). The project site is located within the RM (Residential-Multiple Unit) zone per the City of San
Diego Zoning Map. The project site is zoned as RM-2-5. The site is currently designated as Park, Open Space, and
Recreation in the City’s General Plan.

2.2 Project Description

The project proposes a Vesting Tentative Map, Site Development Permit, Planned Development Permit and
Community Plan Amendment to construct a 55-unit multi-family residential development with supporting utility
improvements (Figure 2, Site Plan). The project would split the 15.2-acre lot into two separate lots; Lot 1 (4.90
acres) would consist of the residential development; Lot 2 (10.30 acres) would consist of open space area.

Residential land uses would be developed within five separate buildings within Lot 1. The project site would be
graded into three terraces to support the residential development, with the lower terrace containing two residential
buildings (Buildings 1 and 2), the middle terrace containing one building (Building 5), and the upper terrace
containing two residential buildings (Buildings 3 and 4). Buildings 1 and 2 would be located on the lower terrace
within the eastern half of Lot 1, bound by project “Driveway A” to the east and a graded slope to the west, separating
these buildings from the upper terrace. Building 5 would be located nearest to the Paseo Montril cul-de-sac.
Buildings 3 and 4 would be located on the upper terrace. Each building would contain 11 dwelling units.

The entirety of the project site consists of 15.2 acres, while the area of disturbance would be limited to 3.27 acres
in order to accommodate the proposed development. The total livable square footage within the buildings would be
66,220 square feet (sf), within an overall building footprint within the project site of 36,750 sf. The total paved area
within the project site would be approximately 37,783 sf. The total landscaped and open space area within the
project site is proposed to be 13.4 acres. The project would require the installation of a new water main within
Paseo Montril, and other connections to existing public utility lines.

2.3 Current Site Conditions

The 15.2-acre site is primarily characterized by a vacant hillside, ranging from approximately 431 feet to 586 feet
above mean sea level, consisting of native/non-native and disturbed habitat.
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3 Demolition and Construction Waste

Waste will be generated during the demolition and construction phases of the project. All waste will be segregated
into appropriate containers or storage areas pending reuse, recycling or disposal. Segregation and containerization
will facilitate the efficiency of materials removal from the project site. The types of demolition and construction
waste generation anticipated include:

e Asphalt o Metal

e Concrete e Soil

e Wood e Plant materials/landscaping debris
e Carpet e Miscellaneous Trash

Because the project site consists of a vacant hillside containing native/non-native and disturbed habitat, no
demolition of existing structures would occur. The only required demolition activity associated with the project would
be the demolition of asphalt within Paseo Montril in order to accommodate the new water main to be installed
within the existing roadway. The project would require the demolition of approximately 4,000 square feet of asphalt
in order to accommodate the proposed off-site water main.

The project would include site preparation, grading, paving, trenching for utilities, building construction, and
architectural coasting. The analysis contained herein is based on the following assumptions regarding construction
phasing (duration of phases is approximate):

e Site Preparation - 20 days

e Grading - 98 days

e Paving - 109 days

e Utility Trenching - 109 days

e Building Construction - 86 days

e Application of Architectural Coating - 21 days

Approximately 3.27 acres of the project site would be graded in order to accommodate construction of the project.
Grading is anticipated to require 59,500 cubic yards (cy) of cut, and 12,800 cy of fill, requiring a net export of
46,700 cy of soil. A specific disposal site has not been identified; however, export is anticipated to be taken to
either Hanson Aggregates West - Miramar, Moody’s, Terra Bella Nursery, or another local construction site. The
City would ultimately have approval of the export disposal site as a permit condition.

3.1 Construction and Demolition Permit

All persons applying for a construction or demolition permit in the city will be required to follow the City of
San Diego Construction and Demolition Debris Recycling Ordinance. The permit requires applicants to
estimate the waste volume to be generated and post a deposit. The required deposit for this project is noted
in Section 1.2.2.

12476.01

DUDEK 13 April 2022



WASTE MANAGEMENT PLAN FOR THE PASEO MONTRIL PROJECT SAN DIEGO, CALIFORNIA

3.2 Construction and Demolition Oversight and Waste
Reduction Measures

The project management will name one person as the Solid Waste Management Coordinator (SWMC). The SWMC
will be responsible for ensuring that the site construction and demolition procedures are followed per the WMP.
Examples of the SWMC duties and responsibilities include, but are not limited to, the following:

e Review and Implementation of the WMP.

o Coordinate with contractors and subcontractors: Provide a copy of the WMP and review key points with the
contractors and subcontractors.

e Ensure that recycling areas are clearly identified and accessible and placed in areas that will minimize
misuse by employees and contractors.

o Coordinate and oversee salvage operations. Obtain documentation for the salvage, recycling, and disposal
of wastes. Regularly check the operations and documentation versus the plan to make sure the work is
being conducted according to the WMP. Ensure that the project address and permit number are on the
recycling facility receipts. Make corrections to update the waste segregation and transportation procedures
for on-going work as needed.

o Review and update procedures for materials separation containers. Arrange for daily inspection of the
containers to check for contaminants/inappropriate materials, proper labeling, keep track of the number
of containers and how long they have been on-site, and identify needs for additional containers for future
work. Ensure that bins contain less than 10% contamination by weight.

e Coordinate placement of materials and containers with the project storm water requirements.
o Coordinate a buy recycled program, which could include using mulch and compost for soil amendments
and ground covers for erosion control and weed suppression.

e Contact the City Environmental Services Department prior to the start of work for a preconstruction site
visit to discuss and review waste management procedures and possible further inspections during
demolition and construction. At the preconstruction visit, the SWMC will request the following of the
Environmental Services Department:

o Approval of the contractor education approach

o Approval of the written specifications for waste and materials management

o Approval of the containers, signage, and disposal/recycling/reuse facilities
e Stop work authority if proper procedures aren’t being met.

3.3 Grading and Demolition Phase

The project site currently consists of a vacant, sloped hillside consisting of native/non-native and disturbed habitat.
No demolition of structures would occur as part of the proposed project. However, the project would require the
demolition of approximately 4,000 square feet of asphalt in order to accommodate the proposed off-site water
main. Site preparation would require the grading of approximately 3.27 acres, which requires the export of an
estimated 46,700 cy of site soils. The final disposition of the soil export will depend on several factors including
near-by construction sites that could accept fill soil at the time of the excavation as well as any required
environmental sampling of the fill soils to identify potential contaminants in the undocumented fill. Alternatively, if

12476.01

DUDEK 14 April 2022



WASTE MANAGEMENT PLAN FOR THE PASEO MONTRIL PROJECT SAN DIEGO, CALIFORNIA

near-by construction sites cannot accept the fill soil for reuse at the time of the excavation, assuming the fill soil
meets reuse requirements of recycling facilities (uncontaminated, no organics, no clay, no rocks, no debris, etc.),
the recycling facilities noted in the table below will be used. Table 3 below presents a summary of the anticipated
demolition waste estimates. As shown, it is estimated the grading and demolition phase waste recycling and reuse
would result in a 75% diversion rate.

Table 3. Grading and Demolition Waste Generation Estimates

Estimated Estimated Estimated
Waste Waste Generation Proposed Recycling and/or Diversion Disposal
Material Source Quantity (tons) | Disposal Facility Quantity (tons) | Quantity (tons)
Asphalt Roadway 26 Hanson Aggregates 26 -

9229 Harris Plant Road
San Diego, California 92126

Vulcan Carol Canyon Landfill
and Recycle Site

10051 Black Mountain Road
San Diego, California 92126
(100% diversion)

Soil Grading 60,710 Hanson Aggregates West - 45,533 15,177
Miramar

9229 Harris Plant Rd.

San Diego California 92126

Moody’s
3210 Oceanside Blvd
Oceanside, California 92056

Terra Bella Nursery
302 Hollister St.
San Diego California 92154
**Qr local construction sites**
(75% diversion)

Total (75% diversion) 45,559 15,177

Sources: City of San Diego. 2016; EPA. 2009; EPA. 2016; WasteCap Resource Solutions, Inc. 2011, Attachment A

3.4 Construction Phase

The proposed project involves construction of a new multifamily residential development. The proposed
development would include 66,220 square feet of multifamily residential living space within the five
residential buildings. The construction phase of the proposed project would include waste types as provided
in Table 4. As shown, it is estimated the construction phase waste recycling and reuse would result in an
80% diversion rate.
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Table 4. Construction Waste Generation Estimates

Waste Material

Estimated
Generation
Quantity (tons)

Proposed Recycling and/or
Disposal Facility

Estimated
Diversion
Quantity (tons)

Estimated
Disposal
Quantity (tons)

Concrete and
Asphalt

24

Hanson Aggregates West - Miramar
9229 Harris Plant Road
San Diego, California 92126

Vulcan Carol Canyon Landfill and
Recycle Site

10051 Black Mountain Road
San Diego, California 92126
(100% diversion)

24

Scrap Metal

11

Allan Company

6733 Consolidated Way
San Diego, California 92121
(100% diversion)

11

Drywall

20

EDCO Recovery & Transfer
3660 Dalbergja Street

San Diego, California 92113
(100% diversion)

20

Carpet

DFS Flooring

10178 Willow Creek Road
San Diego, California 92131
(100% diversion)

Cardboard

13

Allan Company

6733 Consolidated Way
San Diego, California 92121
(100% diversion)

13

Unpainted, Clean
Wood

32

Miramar Greenery

5180 Convoy Street

San Diego, California 92111
(100% diversion)

32

Miscellaneous
Garbage/trash

26

Miramar Landfill

5180 Convoy Street

San Diego, California 92111
(0% diversion)

26

Total (80% diversion)

107

26

Sources: City of San Diego. 2016; City of San Diego 2022 - Attachment B. EPA. 2009; EPA. 2016; WasteCap Resource Solutions, Inc. 2011
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4 Occupancy

As shown in Table 5 below, occupancy of the project is expected to generate approximately 25 tons of waste per
year without SB 1383 waste reduction considerations. The estimated solid waste generation during occupancy was
estimated using the California Emissions Estimator Model (CalEEMod), updated October 2017. The CalEEMod uses
annual waste disposal rates from CalRecycle data for individual land uses. The waste generation rates used for this
estimate included the rate of 0.46 tons per year per dwelling unit for apartments. If waste disposal information was
not available, waste generation data was used. CalEEMod uses the overall California Waste Stream composition to
generate the necessary types of different waste disposed into landfills. See Attachment A for more details.

Table 5. Occupancy Waste Generation Estimate (Without SB1383)

Number of Units or Estimated Waste Generated
Land Use Square Footage Waste Generation Rate (tons/year)*
Multifamily 55 units 0.46 tons/year/dwelling unit 25
Residential
Note:

*  Estimated using the California Emissions Estimator Model (CalEEMod) (Breeze 2017). Note this is without the SB1383 additional
organic waste recycling requirements recently enacted.

Operation of the proposed project will involve on-going waste generation from the multifamily development. The
project will be required to provide sufficient refuse and recyclables storage to comply with the San Diego Municipal
Code Section 142.0820, which states that each dwelling unit and each structure that contains dwelling units shall
be equipped with interior and exterior refuse, organic waste, and recycling storage areas, respectively. Table 6
outlines the refuse and recycling storage requirements based on the San Diego Municipal Code Table 142-08B.

Table 6. Minimum Exterior Refuse, Organic Waste and Recyclable Material Storage Areas
for the Project

Number of Minimum Minimum Minimum

Units or Refuse Storage | Organic Waste | Recyclable Material | Total Minimum

Square Area (square Storage Area Storage Area Storage Area (square
Land Use Footage feet) (square feet) (square feet) feet)
Multifamily 55 units 144 144 144 432
Residential

A minimum of 144 square feet of refuse storage area, 144 square-feet of organic waste storage area, and 144
square feet of recyclable material storage area, for a total of at least 432 square feet of exterior refuse and
recyclable material storage area would need to be provided for the residential areas of the project.

Pursuant to San Diego Municipal Code (SDMC) Article 6, Division 7 (Recycling Ordinance) and SDMC Chapter 14,
Article 2, Division 8 (Refuse, Organic Waste, and Recyclable Material Storage Regulations), the site shall provide on-
site recycling services and associated storage space for the multifamily residential development. The recycling
services shall include, at a minimum, the following:

e Collection of recyclable materials at least twice monthly;
o Collection of plastic bottles, plastic and glass jars, paper and newspaper, metal containers, and cardboard;
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e Designated recycling collection and storage areas, with proper recycling receptacles, organic waste
receptacles, and signage that comply with the Environmental Services Department’s Container and Signage
Guidelines; and

e Collection of organic waste materials for recycling. AB 1826 and AB 1383 require multifamily properties to
arrange for organic materials recycling. Organic waste materials include yard clippings, landscape
materials, and food waste. The site will provide food waste bins for residents to collect food waste. The food
waste, yard clippings, and landscape materials will be composted through a private hauler.

In accordance with SDMC Section 66.0706 (f), the site shall educate occupants about the recycling services by
providing the following:

e Information shall be provided to all occupants annually, to new occupants upon move-in, and to all
occupants upon any change in the recycling service at the site including;

o Information on the types of recyclable materials accepted,
o the occupants’ responsibility to recycle, and
o the location of recycling containers.

Further waste reduction methods and environmentally-preferable practices during occupancy relate to plant
selection, use of reclaimed water and low-yield drip irrigation where appropriate, use of efficient lighting and
plumbing, as well as collection of green waste for management and recycling by a local facility. Additional waste
reduction methods could include mulching, grass-cycling, reducing lawn size, and proper pruning.

SB 1383 and San Diego Municipal Code Chapter 14, Article 2, Division 8 (Refuse, Organic Waste, and
Recyclable Material Storage Regulations) provides for a reduction in organic waste. As these regulations and
associated requirements were not in effect at the time the 2014 CalRecycle data was collected or included in
the 2017 CalEEMod waste generation assumptions, this additional organic waste reduction has been adjusted
separately. Based on Calrecycle data (Calrecycle 2014; Attachment C), waste generated by multi-family homes
in the City of San Diego by waste type is identified in Table 6 below. Considering the 75% organic waste
diversion expected through compliance with these regulations, organic waste generated by the project that
would be deposited in the landfill would be reduced from 0.20 tons per year per dwelling unit to 0.05 tons per
year per dwelling unit. Overall, the project operational waste deposited in a landfill is expected to be reduced
to 0.32 tons per dwelling unit per year (Table 7). With the proposed 55 units, the project is expected to deposit
17.6 tons per year in a landfill.

Table 7. Occupancy Waste by Waste Type

Typical San Diego Amount Generated by the
Multi-family Household | Project Without SB 1383 Project Waste with SB 1383
Percent based on Reductions (tons per year per | (75%) Diversion (tons per year
Waste Type CalRecycle Data dwelling unit) per dwelling unit)
Paper 23.51% 0.10 0.11
Glass 2.59% 0.01 0.01
Metal 3.93% 0.02 0.02
Electronics 1.57% 0.01 0.01
Plastic 11.01% 0.05 0.05
Organic Waste 44.09% 0.20 0.05
Inerts and Other 6.09% 0.03 0.03
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Table 7. Occupancy Waste by Waste Type

Household 0.08% 0.00 0.00
Hazardous Wastes

Special Wastes 3.67% 0.02 0.02
Mixed Residue 3.46% 0.02 0.02
Total 100.00% 0.46 0.32

Sources: CalRecycle 2014, Attachment C; Breeze 2017
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5 Conclusions

A waste management plan must be prepared and submitted to the City of San Diego Environmental Services
Department when a project would exceed the City’s Significance Thresholds related to solid waste. This WMP is a
preliminary plan that identifies the intent of the applicant to meet the City’s solid waste Significance Thresholds. A
final WMP will be submitted to the Environmental Services Department for review and approval prior to the start of
demolition activities.

This WMP includes a timeline for the demolition and construction phases; estimates of wastes that may be
generated during the demolition, construction, and occupancy of the project and where such wastes may be taken
for disposal, reuse, or recycling; discussion of waste reduction measures and education, and details of operational
refuse and recyclables storage. Additionally, this WMP discusses how the project will comply with City ordinances
and State regulations. Complying with the WMP and these ordinances and regulations will ensure that the project
impacts related to solid wastes would be at a level that is less than significant.

Implementation of this WMP involves a 75% diversion rate for grading and demolition waste, and a 80% diversion
rate for construction waste. The majority of waste generated during the demolition, grading, and construction phase
would consist of export soil. At least 75% of the soil exported from the site will be sent to facilities for reuse. The
occupancy of 55 units would result in the generation of waste. The property will provide sufficient refuse, organic
waste and recycling containers and education to comply with City ordinances and provide sufficient waste diversion.
With the incorporation of additional organic waste recycling per recent SCMC requirements, waste deposited at the
landfill would be reduced to 17.6 tons of waste annually. These waste diversion measures, along with the waste
reduction measures noted in Section 3.2, will reduce the project impacts related to solid wastes to a less-than-
significant level.
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Appendix A

Waste Assumptions






Waste Management Plan - Waste Assumptions

Demolition:

Material Type Area (sf) |Thickness (ft) Volume (cf) [Volume (cy) [Density (tons/cy) Mass (tons) [Source of Area or Volume Notes on Mass Calculation

Asphalt 4,000 0.25 1000 37.04 0.7 26 SF provided by Fuscoe City C&D debris conversion rate table

Concrete Paving 0 0.33 0 0.00 1.3 0 Estimate of concrete provided by Fuscoe City C&D debris conversion rate table

Concrete Foundation 0 0.5 0 0.00 1.3 0 Existing building square footage per PD City C&D debris conversion rate table

varies - assumed

Landscaping 0 avg 1.5 ft 0 0.00 0.15 0 SF provided by Fuscoe, assume average thickness of 1.5 ft City C&D debris conversion rate table

Carpet 0 0.0005 tons/sf 0 Assume 1/2 of interior sf City C&D debris conversion rate table

Carpet Padding 0 0.000125 tons/sf 0 Assume 1/2 of interior sf City C&D debris conversion rate table

Floor Tile 0 0.00175 tons/sf 0 Assume 1/3 of interior sf City C&D debris conversion rate table

Ceiling Tiles 0 0.0003 tons/sf 0 Assume 1/2 of interior sf City C&D debris conversion rate table
SF of drywall unknown, therefore assume 6 % of total demo waste per

Dry Wall 0.25 0 C&D Toolkit* City C&D debris conversion rate table

Roofing Shingles (asphalt) 0 240 lb/100sf 0 Assume equal to building square footage Roofing; Fine Homebuilding, 1997

Garbage/Trash 0 Assume 12% of total demo waste per C&D Toolkit*

Brick/masonry 0 Assumed 2% of total demo waste per C&D Toolkit*

Unpainted wood 0 Assumed 20% of total demo waste per C&D Toolkit*

Scrap Metal 0 Assumed 4% of total demo waste per C&D Toolkit*

Total tons waste 26 Includes landscaping, where the C&D Toolkit estimates do not

Total tons demo waste estimated based on C&D Toolkit that assumes 115 |bs/sf for multifamily demo waste (for Construction and Demolition Waste Management Toolkit, WasteCAp

comparison) 0 Resource Solutions, Inc. 2011

Construction:

Material Type Area (sf) |Thickness (ft) Volume (cf) [Volume (cy) [Density (tons/cy) Mass (tons) |Source of Area or Volume

Soil Export 46,700 1.3 60710(|per PD

Asphalt and Concrete/Masonry 24|Assumed 18% of total Construction waste by weight per C&D Toolkit*

Wood 32|Assumed 24% of total Construction waste by weight per C&D Toolkit*

Carpet, Padding, Foam 7|Assumed 5% of total Construction waste by weight (estimated)

Drywall 20|Assumed 15% of total Construction waste by weight per C&D Toolkit*

Cardboard 13[Assumed 10% of total Construction waste by weight per C&D Toolkit*

Metals 11|Assumed 8% of total Construction waste by weight per C&D Toolkit*

Garbage/Trash 26|Assumed 20% of total Construction waste by weight per C&D Toolkit*

Total tons waste excluding soil

export 132

Total Construction Waste . . . . .

. Total waste based on USEPA 2009 generation rate of 4 lbs per sf for a multi-family residential development
Estimate 66220 4 |bs/sf 132

U.S. Environmental Protection Agency (U.S. EPA)

Amounts. March. https://www.epa.gov/sites/production/files/2017-
09/documents/estimating2003buildingrelatedcanddmaterialsamounts.pdf.




Occupancy

Mass

Material Type Units Thickness (ft) Volume (cf) [Volume (cy) [Density (tons/cy) (tons/year) |Source of Area or Volume
Residential Waste 55 25|0.46 tons/year/unit
Residential Waste with Organic
Waste Recycling 55 17.6|0.32 tons/year/unit (see Attachment B)
Notes:
Existing bldg footprint sf per PD 0

per project
Existing Number of existing units 0 description

assumed to be

175% of the

building footprint,
Exisitng interior sf 0 to account for
Planned interior sf 66,220

* Construction and Demolition Waste Management Toolkit, WasteCap Resource Solutions, Inc. 2011 provides estimates of percentages by weight for single family homes and commercial buildings.
Dudek used a number in between the SFH and commerical estimates.
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a @ 5022 Certified Construction & Demolition
o0 (C&D) Recycling Facility Directory

* Material taken to a landfill is DISPOSAL. NO diversion credit -+ Please call ahead to confirm details such as accepted materials, days
is given for any material taken to a landfill. and hours of operation, limitations on vehicle types, and cost.

* You must use one of these facilities to receive diversion credit. * Ensure the project address and permit number are on the receipt.

*The facilities marked below with an asterisk are

transfer stations*

Q,&QI &&
IMPORTANT DRIVER INSTRUCTIONS - If you deliver to a ,\OKQ\ Q}fb\(\ Q$’b @6
transfer station, you must have your driver: é@ & {?}6 % on o@@ s .\_‘5,0 dﬁo
- State that your load is Construction and Demolition (C&D) 0(63 \k_\Qp %@ 6\0 > «@) & ob\ Q\'zf’ \{\f( & Q,\O o
debris, and ensure it is coded correctly on the receipt. \,\\(/ Q}o" .(\“'f O'z} % R/ ¢ Q\\\ $0 N @’b (7\\}\% \o?’ O'z§° C&
- Tickets coded as “MSW, trash, or refuse” will receive 0% Q‘(\'z’ \d-\ O/ AT \\\0% A 4SS S Q/?} _\g,b S S/ D
credit. v/ S LB PLE) CLES L) BN ('),d S ®+ Qé,o
*EDCO Recovery & Transfer*
3660 Dalbergia St, San Diego, CA 92113 73%

619-234-7774 | www.edcodisposal.com

*EDCO Station Transfer Station & Buy Back Center*
8184 Commercial St, La Mesa, CA 91942 ° ° L4 ° ° 73%
619-466-3355 | www.edcodisposal.com

*EDCO CDI Recycling & Buy Back Center*
224 S. Las Posas Rd, San Marcos, CA 92078 o |o | e ° ° 80%
760-744-2700 | www.edcodisposal.com

Escondido Resource Recovery
1044 W. Washington Ave, Escondido 73%
760-745-3203 | www.edcodisposal.com

*Fallbrook Transfer Station & Buy Back Center*
550 W. Aviation Rd, Fallbrook, CA 92028 ® ° o 73%
760-728-6114 | www.edcodisposal.com

Otay C&D/Inert Debris Processing Facility
1700 Maxwell Rd, Chula Vista, CA 91913 90%
619-421-3773 | www.sd.disposal.com

*Ramona Transfer Station & Buy Back Center*
324 Maple St, Ramona, CA 92065 73%
760-789-0516 | www.edcodisposal.com

SANCO Resource Recovery & Buy Back Center
6750 Federal Blvd, Lemon Grove, CA 91945 o | o | e ° 73%
619-287-5696 | www.edcodisposal.com

Allan Company
6733 Consolidated Wy, San Diego, CA 92121 ° °
858-578-9300 | www.allancompany.com/facilities

Allan Company Miramar Recycling
5165 Convoy St, San Diego, CA 92111 ° °
858-268-8971 | www.allancompany.com/facilities

Alpine Asphalt & Concrete Recycling
5690 Willows Rd, Alpine, CA 91901
760-451-6481 | www.alpineasphaltandconcrete.com

Alpine Asphalt & Concrete Recycling
0 Duro Rd, Escondido, CA 92028 o |eo |o °
760-451-6481 | www.alpineasphaltandconcrete.com

Aquafil Carpet Collection
187 Mace St, Chula Vista, CA 91911 ° °
619-816-0787 | www.aquafil.com

Last updated 3/7/2022
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* Material taken to a landfill is DISPOSAL. NO diversion credit - Please call ahead to confirm details such as accepted materials, days
is given for any material taken to a landfill. and hours of operation, limitations on vehicle types, and cost.

* You must use one of these facilities to receive diversion credit. ~ « Ensure the project address and permit number are on the receipt.

&
€y &

*If using a transfer station, you must: Ké ng\o (\\%Ib &
- State that your load is Construction and Demolition (C&D) &/ & {\,z}"’ % Qo" @Qf &\d’) d-_&“ J
debris, and ensure it is coded correctly on the receipt. o(\é \k_\Qp ,53' S ¢ > «g) <~>\<“ ob\o Q\’?;7 ,('\é( & Q)\o )
- Tickets coded as “MSW, trash, or refuse” will receive 0% LS .<\¢<§ EAVAY Q;& S £ (7\\}\% & KO@@ it
credit. Q‘OQ’ S A LS VLI SALSY BASS LS/ D

¥/ S S LB LSS LS S SN S P

Aquafil Carpet Collection
7720 Formula PI, San Diego, CA 92126 o | o
602-562-0444 | www.aquafil.com

Armstrong World Industries, Inc.
300 S. Myrida St, Pensacola, FL 32505
877-276-7876 (Press 1, Then 8)
www.armstrong.com/commceilingsna

CMS Recycling Inc.
1428 West Mission Rd, Escondido, CA 92029 ° °
760-741-6300 | www.cmsmetals.com

DFS Flooring
10178 Willow Creek Rd, San Diego, CA 92131 o | o
858-630-5200 | www.dfsflooring.com

Duco Metals
220 Bingham Drive Suite 100, San Marcos, CA 92069 °
760-747-6330 | www.ducometals.com

Escondido Materials
500 N. Tulip St, Escondido, CA 92025 °
760-432-4690 | www.weirasphalt.com

F.J. Willert Contracting
2385 Cactus Rd, San Diego, CA 92154 °
619-421-1980 | www.fjwillert.com

Habitat for Humanity ReStore
8101 Mercury Ct, San Diego, CA 92108 ®
619-516-5267 | www.sandiegohabitat.org

Hanson Aggregates - Hollister St
389 Hollister St, San Diego, CA 92154 ®
858-974-3849

Hanson Aggregates West - Lakeside Plant
12560 Highway 67, Lakeside, CA 92040 °
858-547-2141

Hanson Aggregates West - Miramar
9229 Harris Plant Rd, San Diego, CA 92126 ° °
858-974-3849

HVAC Exchange
2675 Faivre St, Chula Vista, CA91911 °
619-423-1564 | www.hvacx.com

Last updated 3/7/2022



a @ 5022 Certified Construction & Demolition
o0 (C&D) Recycling Facility Directory

+ Material taken to a landfill is DISPOSAL. NO diversion credit - Please call ahead to confirm details such as accepted materials, days
is given for any material taken to a landfill. and hours of operation, limitations on vehicle types, and cost.

* You must use one of these facilities to receive diversion credit. ~ * Ensure the project address and permit number are on the receipt.

£
q.®° : ?;7@

*If using a transfer station, you must: o~ ng?(\ <§ &
- State that your load is Construction and Demolition (C&D) &/ .\7}"’ % onc' & .0& d:”\) R
debris, and ensure it is coded correctly on the receipt. o°é \QQp & S C&Q @\ & b\(o Q\'z;’ \(\é( % Q}O
- Tickets coded as “MSW, trash, or refuse” will receive 0% &7 Q}o(’.oqf EYAVAY N/ Q\\\Q @00 A \\'>Q° & 0@6\ (J‘btQ
credit. ST S ST S LB S LS ST ST S ¢

¥ S LB L) LS S S ST P

Inland Pacific Resource Recovery
12650 Slaughterhouse Canyon Rd, Lakeside, CA 92040 ®
619-390-1418 | www.iprrgreen.com

Los Angeles Fiber Company
4920 S. Boyle Ave, Vernon, CA 90058 o | o
323-589-5637 | www.lafiber.com

Miramar Greenery, City of San Diego
5180 Convoy St, San Diego, CA 92111 °
858-694-7000 | www.miramargreenery.com

Moody's
3210 Oceanside Blvd, Oceanside, CA 92056 C ° °
760-433-3316 | www.moodyselcorazonrecycling.com

RAMCO
8354 Nelson Way, Escondido, CA 92026 °
760-205-1797 | www.ramco.us.com

Reclaimed Aggregates Chula Vista
855 Energy Way, Chula Vista, CA 91913 ° °
619-656-1836

Robertson’s Ready Mix
2094 Willow Glen Dr, El Cajon, CA 92019 O ° °
619-593-1856 | www.rrmca.com

Rockridge Crushing
12485 Highway 67, Lakeside, CA 92040 °
619-324-7065

SA Recycling °
3055 Commercial St, San Diego, CA 92113
619-238-6740 | www.sarecycling.com

SA Recycling
1211 S. 32nd St, San Diego, CA 92113 °
619-234-6691 | www.sarecycling.com

SCOR Industries
2321 South Willow Ave, Bloomington, CA 92316 o | o ° ° o |eo | e o | o
909-820-5046 | www.scorindustries.com

Terra Bella Nursery
302 Hollister St, San Diego, CA 92154 o | o
619-585-1118 | www.terrabellanursery.com

Last updated 3/7/2022
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+ Material taken to a landfill is DISPOSAL. NO diversion credit - Please call ahead to confirm details such as accepted materials, days
is given for any material taken to a landfill. and hours of operation, limitations on vehicle types, and cost.

* You must use one of these facilities to receive diversion credit. ~ * Ensure the project address and permit number are on the receipt.

2
Qg'& <
*If using a transfer station, you must: - Qgé?o Sy &
- State that your load is Construction and Demolition (C&D) 2/ & (\7}‘9 % onc' @Qf(\ .0& d&& R
debris, and ensure it is coded correctly on the receipt. &/ 8/ D YA © >’ & LY
, . . ST S he /LS S S SN Q
- Tickets coded as “MSW, trash, or refuse” will receive 0% &7 S EYAVAYLSD 5 S AN b\oe’ Koé(\ il
: ) N \§) () () Q S Y X .
credit. WA S &S LA/ D P4/ O S &
S & A S A E L S S S S A8 Sy

Vulcan Carol Canyon Landfill and Recycle Site
10051 Black Mountain Rd, San Diego, CA 92126 o | o °
858-530-9465 | www.vulcanmaterials.com

Vulcan Materials Company
2275 Hard Rock Rd, Chula Vista, CA91913 °
858-530-9472| www.vulcanmaterials.com

Vulcan Otay Asphalt Recycle Center
7522 Paseo de la Fuente, San Diego, CA 92154 °
619-571-1945| www.vulcanmaterials.com

Last updated 3/7/2022
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CalRecycle Data and Project Operational Calculations
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