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1.0 INTRODUCTION

1.1 Purpose and Scope

This geotechnical exploration is for the proposed commercial development referred to as
Gateway Aviation Center/Meridian Park D-1, located generally southwest of the
intersection of Heacock Street and Iris Avenue, within March Air Reserve Base, California
(see Figure 1). Our scope of services for this exploration included the following:

= Review of available site-specific geologic information and Preliminary Site Plan by
RGA.

= Coordination of our site access and exploration with representatives of March Air
Force Base.

= A site reconnaissance and excavation of twenty-three (23) exploratory borings.
Approximate locations of these geotechnical borings are depicted on the Boring
Location Map (Figure 2). The logs of exploratory borings are presented in
Appendix A.

= Geotechnical laboratory testing of selected soil samples collected during this
exploration. Test results are presented in Appendix B.

= Geotechnical engineering analyses performed or as directed by a California
registered Geotechnical Engineer (GE) and reviewed by a California Certified
Engineering Geologist (CEG).

= Preparation of this report which presents our geotechnical conclusions and
recommendations regarding the proposed structures.

This report is not intended to be used as an environmental assessment (Phase | or other),
or grading/foundation plan review.

1.2 Site and Project Description

The site is located in southern Moreno Valley area, generally southwest of the intersection
of Heacock Street and Iris Avenue within the southern portion of March Air Reserve Base,
California (see Figure 1, Site Location Map). Topographically, the site is relatively flat with
two small drainages draining gently in a southeastern direction. The site, as depicted on
Figure 2a, is currently undeveloped and vacant land covered with small vegetative growth
and seasonal weeds. The overall site/County Assessor Parcel Number (APN) 294-170-
010 is surrounded to the West and north by March Air Reserve Base, to the east and south
by industrial warehouses and vacant parcels. An area known as “Site 7" is located in the
eastern portion of the site in which past firefighting training exercises were conducted. The
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easterly portion of Site 7 that includes “fire pits”/Areas 1, 2, and 5 are currently considered
“Not-A-Part” of this exploration work (See Figure 2a and 2b for site delineation).

As per the site development plan (see Figure 2a), the project will include a proposed
201,200 square foot (SF) industrial warehouse building and a 70,140 SF maintenance
building along with associated improvements such as commercial cargo aircraft parking
and taxiway to be designed in accordance with FAA standards. Commercial truck and
employee access roadways and parking will also be provided along with other hardscape
improvements. We also understand that the project will also include improvements to
Taxiway A to Taxiway C corners to accommodate larger U.S. Air Force aircraft access to
the March ARB tarmac and facilities (see Figure 2b). Grading plans were not provided as
of the date of this report; however, we anticipate cut and fill grading of less than 5 feet to
create finish site grades. Structural loads are expected to be less than 150 kips per column
load and 10 kips/LF of continuous wall footing. If site development plans significantly differ
from those described herein, the report should be subject to further review and evaluation.

Leighton
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2.0 FIELD EXPLORATION AND LABORATORY TESTING

2.1 Field Exploration

Our field exploration consisted of the excavation of twenty-three (23) hollow stem borings
located generally in areas of planned building and hardscape areas to provide basis for
earthwork grading, foundation and pavement design. All explorations were conducted in
accordance of the requirements of the Technical Memorandum for Waste Management
Related to Geotechnical Investigation (Leighton, 2020). Two borings (LB-22 & LB-23)
were located within Areas 3 and 4 identified as “burn Pits” by previous studies by CH2M
(CH2M, 2017 & 2020). During exploration, relatively undisturbed and disturbed/bulk
samples were collected for further laboratory testing and evaluation. Approximate
locations of these explorations are depicted on the Boring Location Map (see Figure 2a).
Sampling was conducted by a staff geologist from our firm. After logging and sampling,
the excavations were loosely backfilled with spoils generated during excavation. LB-8
and LB-16 through LB-23 were backfilled with concrete and bentonite grout to within three
feet of the surface and hydrated bentonite chips were used to complete backfill. LB-15
was backfilled to the surface with hydrated bentonite chips. Cuttings from LB-8 and LB-
16 through LB-23 were contained in 50-gallon drums and stored on-site. Between each
sample the sampler/rings were decontaminated using non phosphate detergent. After
completion of each borehole, the augers and drill pipe used were steam cleaned prior to
their next use. Decontamination water was collected and stored on-site in 50-gallon
drums. A Photo-ionization detector (PID) was used to take metered air readings of the
worker’s breathing zones. A 4-gas meter was used to take air readings in the completed
bore of borings LB-1 and LB-2 for tunnel classification of proposed jack and bore
activities. The exploration logs from this exploration are provided in Appendix A.

2.2 Laboratory Testing

Laboratory tests were performed on representative bulk samples to provide a basis for
development of earthwork control and foundation design. The laboratory testing program
included in-situ density and moisture content, maximum density and moisture content
relationship, expansion index, R-value, California Bearing Ratio (CBR), collapse potential,
sieve analysis, soluble sulfate content, chloride content and minimum resistivity. The
results of our laboratory testing are presented in Appendix B.
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3.0 GEOTECHNICAL AND GEOLOGIC FINDINGS

3.1 Regional Geology

The site is located within a prominent natural geomorphic province in southwestern
California known as the Peninsular Ranges. This province is characterized by steep,
elongated ranges and valleys that trend northwestward. More specifically, the proposed
site is located within the relatively stable Perris Block.

The Perris Block, approximately 20 miles by 50 miles in extent, is bounded by the San
Jacinto Fault Zone to the northeast, the Elsinore Fault Zone to the southwest. The Perris
Block has had a complex tectonic history, apparently undergoing relative vertical land-
movements of several thousand feet in response to movement on the Elsinore and San
Jacinto Fault Zones. Thin sedimentary and volcanic materials locally mantle crystalline
bedrock, consisting of the Val Verde Tonalite (Kvt) and lesser amounts of Cretaceous
granitic dikes (Kg).

3.2 Site Specific Geology

3.2.1 Earth Materials

Our field exploration, observations, and review of the pertinent literature indicate that
the site include is underlain by localized younger alluvial materials, older alluvium
and granitic bedrock at depth. A more detailed description of each unit is provided
on the logs of borings in Appendix A.

= Undocumented Fill: Undocumented fill materials are the result of previous
test pit and trench excavations by others (CH2M) and “burn pit” backfill. Two
reported “burn pits” (Area 3 & Area 4, see Figure 2a) were evaluated during
this study and found to contain loose silty sand to silty sand with gravel to
depths up to 7.5 feet below ground surface (BGS). Previous trench
excavations were report up to 7 feet deep and contained metal debris and small
amount of concrete rubble (CH2M, Nov. 2017).

= Quaternary Alluvium: Younger alluvial materials were encountered
throughout the site from the surface to depths ranging from approximately 2.5
to 10-feet below the existing grade. The younger alluvial materials generally
consist of silty sand (SM) and lessor amounts of clayey sands (SC-SM) to
well-graded sands (SW-SM). The younger alluvium is expected to generally
possess a low expansion potential (EI<51).

= Older Alluvium: Older alluvial soils were encountered in all borings. As
encountered, these soils generally consist of medium dense to very dense
silty to clayey sand (SM/SC) and localized layers of sandy silt to sandy clay
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3.3

3.4

3.5

(ML/CL). This older alluvium is expected to generally possess a low
expansion potential (EI<51) and collapse potential up to 3.4%.

= Granitic Bedrock: Bedrock was encountered at a depth of 40-feet below the
existing ground surface in LB-8. As encountered, the bedrock was moderately
weathered and was recovered as well-graded sand with silt and varying
amounts of gravel (SW-SM).

Groundwater and Surface Water

Groundwater was encountered during this exploration at a depth of approximately
20 feet (LB-8) below existing ground surface (bgs) and 14.5 feet bgs (LB-15).
Historic groundwater data, as reported by Department of Water Resource (DWR)
data for Well 338731N1172168WO001 located approximately 1.5 miles east of the
subject site, reflect a groundwater elevation of 1,476 feet (about 19 feet below site
elevation) in March 2020. According to West San Jacinto Groundwater
Management Plan, 2016 Annual Report, the groundwater elevation in the subject
site vicinity are at the range of 1,520 feet msl (about 32 feet below site elevation).
Surface water was not observed onsite during our exploration.

Regional Faulting and Fault Activity

The subject site, like the rest of Southern California, is located within a seismically
active region as a result of being located near the active margin between the North
American and Pacific tectonic plates. The principal source of seismic activity is
movement along the northwest-trending regional fault systems such as the San
Andreas, San Jacinto, and Elsinore Fault Zones. Based on published geologic
hazard maps, this site is not located within a currently designated Alquist-Priolo (AP)
Earthquake Fault Zone; nor is located within a County Fault Zone.

Seismicity

As is common for virtually all of Southern California, strong ground shaking can be
expected at the site during moderate to severe earthquakes in this general region.
Intensity of ground shaking at a given location depends primarily upon earthquake
magnitude, site distance from the source, and site response (soil type)
characteristics. The seismic coefficients were calculated utilizing an interactive
program on current United States Geological Survey (USGS) website using ASCE
7-16 procedures, as well as USGS Unified Hazard Maps. Based on our explorations
and review, the site will be underlain by alluvial materials and granitic bedrock
materials at depth. As such, the site is classified as a Class D site, and the site-
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specific seismic coefficients following this USGS general procedure are as listed in
the following table:

Table 1. 2019 CBC Seismic Coefficients per USGS General Procedure

Site Seismic Coefficients / Coordinates

Latitude 33.8763
Longitude -117.2488
. Spectral Response — Class D (short), Ss 1.50
g Spectral Response — Class D (1 sec), S1 0.60
\8/ Site Modified Peak Ground Acceleration, PGAw 0.59
g Max. Considered Earthquake Spectral Response Acceleration (short), Sus 1.50
E);’ Max. Considered Earthquake Spectral Response Acceleration — (1 sec), Sm1 1.02
= 5% Damped Design Spectral Response Acceleration (short), SDS 1.00
% 5% Damped Design Spectral Response Acceleration (1 sec), Sp1 0.68
= Peak Ground Acceleration, PGA 0.53

g = Gravity acceleration

3.6 Tunnel Classification

A potential bore-and-Jack tunnel excavation may be performed in the vicinity of boring
LB-1 and LB-2 (See Figure 2a). Tunnel Classification was performed in general
accordance with California Department of Industrial Relations, Division of Industrial
Safety (Cal/OSHA), Code of Regulations (CCR), Title 8, Chapter 4, Subchapter 20, Article
8, Section 8422. The borehole at the proposed jack-and-bore locations were “sniffed”
with a standard 4-gas meter device to detect hazardous gasses that may emanate from
the boreholes or samples. Based on the results of this testing, we did not detect
flammable gas or petroleum vapors (i.e. concentration >5 percent of the lower explosive
limit, LEL) in our borings during drilling. In addition, we are unaware of any oil and/or
natural gas production in the immediate vicinity of these pits/shafts. In accordance with
Cal/OSHA requirements, this proposed trenchless portion of the alignment may be
classified as non-gassy. However, natural gas concentrations should be carefully
monitored within excavated pits and bored tunnel during pipeline construction.

3.7 Secondary Seismic Hazards

Ground shaking can induce “secondary” seismic hazards such as liquefaction, dynamic
densification, lateral spreading, flooding, seiche/tsunami, and ground rupture, as
discussed in the following subsections:

Leighton
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3.7.1 Dynamic Settlement (Liquefaction and/or Dry Settlement)

3.7.2

3.7.3

3.7.4

Riverside County Geologic Hazards maps indicate that the site is located in
a zone of high liquefaction potential (see Figure 4). However, liquefaction-
induced or dynamic dry settlement is not expected to be a significant hazard
at this site due to the absence of near surface saturated sand layers and
underlying dense older alluvium and granitic bedrock. Our analysis of
dynamic settlement due to ground shaking based on PGA of 0.53g with a
moment magnitude of 7.0 Mw is estimated to be less than 1 inch. This
settlement is expected to be generally global and over a large area. As such,
the seismic differential settlement is not expected to exceed 0.5-inch in a 40-
foot horizontal distance for the proposed buildings.

Collapsible Soils

Laboratory testing indicates that the onsite soils/alluvium in the eastern
portion of the site (east of LB-13/LB-19) are expected to possess a moderate
collapse potential (generally up to 3.4 percent). This collapse potential can
be as high as 6 percent as found in burn pit of Area 4 (LB-23 at 7.5 feet BGS).
Based on our laboratory test results the collapse settlement is estimated to
be as follows:

- Former Burn Pits (Areas 3 and 4)- up to 8 inches of alluvium/fill settlement.
- Elsewhere/east of LB-13/LB-19: up to 4 inches of settlement.

Expansive Soils

Limited laboratory testing indicated that onsite soils generally possess a very
low expansion potential (EI<21). However, due to the silty to clayey sand,
low expansive potential (EI <51) soils may be encountered. The mitigation
for this geologic hazard is presented in Section 4 of this report.

Ground Rupture

Since this site is not located within a mapped Fault Zone, the possibility of
ground surface-fault-rupture is very low at this site.
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4.1

4.2

4.0 CONCLUSIONS AND RECOMMENDATIONS

General

Based on the results of this exploration, it is our opinion that the site is generally
suitable for the proposed development from a geotechnical viewpoint. The major
geotechnical concerns associated with site development/grading is the presence of
potentially contaminated soils within Area 7 potion of the site (especially former burn
pits delineated as Areas 3 and 4). In addition, the upper 10 to 15 feet of site soils
(fill and alluvium) in the eastern portion of the site (specifically burn pits areas and
Maintenance Building) are relatively loose and possess slight to moderate collapse
potential (up to 6 percent). As such, specific remedial grading and/or ground
improvement measure will be required to reduce the potential for detrimental post
construction settlement.

Earthwork

Earthwork should be performed in accordance with the General Earthwork and
Grading Specifications in Appendix D as well as the following recommendations.
The recommendations contained in Appendix D, are general grading specifications
provided for typical grading projects and some of the recommendations may not be
strictly applicable to this project. The specific recommendations contained in the text
of this report supersede the general recommendations in Appendix D.

The contract between the developer and earthwork contractor should be worded
such that it is the responsibility of the contractor to place fill properly in accordance
with the recommendations of this report, the specifications in Appendix D, applicable
County Grading Ordinances, notwithstanding the testing and observation of the
geotechnical consultant during construction.

4.2.1 Site Preparation and Remedial Grading

Prior to grading, the proposed structural improvement areas (i.e. all-structural
fill areas, pavement areas, buildings, etc.) should be cleared of surface and
subsurface pipelines and obstructions. Heavy vegetation, roots and debris
should be disposed of offsite. Any onsite wells or septic waste system should
be removed or abandoned in accordance with the Riverside Country
Department of Environmental Health. Voids created by removal of
buried/unsuitable materials should be backfilled with properly compacted soll
in general accordance with the recommendations of this report. To reduce
the potential for excessive differential settlement, we recommend that the
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existing soils be removed and re-compacted (R&R) / over-excavated (OX) as
described below

D-1 Building: The depth of R&R should extend a minimum of 5 feet BGS or
3 feet below bottom of footings, whichever is deeper. Post construction
settlement is expected to be 1-inch total and 0.5-inch differential in 40 feet.

Maintenance Building: The depth of R&R should extend a minimum of 7.5
feet BGS or 5 feet below bottom of footings, whichever is deeper. Post
construction settlement is expected to be 2-inch total and 1-inch differential
in 40 feet.

AC/PCC Pavement West of LB-13/LB-19: The depth of R&R should extend
a minimum of 2 feet BGS or design soil subgrade elevation, whichever is
deeper. Post construction settlement is expected to be 1-inch total and 0.5-
inch differential in 40 feet. These same recommendations also apply to the
reconstruction and widening of the Taxiway A to Taxiway C corners, known
as Work Area 1 addition (see Figure 2b).

AC/PCC Pavement East of LB-13/LB-19: The depth of R&R should extend
a minimum of 3 feet BGS or design soil subgrade, whichever is deeper. Post
construction settlement is expected to be 4-inch total and 2-inch differential
in 40 feet. Alternatively, if the depth of R&R extends to a minimum of 7 feet
BGS or 5 below finish subgrade, whichever is deeper, then post construction
settlement is expected to be 2-inch total and 1-inch differential in 40 feet.

Burn Pit Areas 3 & 4: The depth of R&R should extend a minimum of 10 feet
BGS or finish subgrade, whichever is deeper. Post construction settlement
is expected to be 2-inch total and 1-inch differential in 40 feet. Soils removed
from within the burn pit areas may need to be disposed of as recommended
in the environmental site assessment/soil management plan documents and
replace with clean suitable backfill soils. Alternatively, other ground
improvement methods such as compaction grouting and dynamic deep
compaction may need to be considered if these potentially contaminated soils
are to remain in place.

The removal limit should be established by a 1:1 (horizontal:vertical)
projected down and away from the edge of fill soils or footings supporting
structural fill or settlement-sensitive structures to a competent material
identified by the geotechnical consultant. This may require remedial grading
that extends beyond the limits of design grading. Removal will also include
benching into competent material as the fills rise. Areas adjacent to existing
property limits or protected habitat areas may require special considerations
and monitoring. Steeper temporary slopes in these areas may be considered.
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4.2.2

After completion of the recommended removal of unsuitable soils and prior to
fill placement, the exposed surface should be scarified to a minimum depth
of 8-inches, moisture conditioned as necessary to optimum moisture content
and compacted using heavy compaction equipment to an unyielding
condition. All structural fill should be compacted throughout to 90 percent of
the ASTM D 1557 laboratory maximum density, at or slightly above optimum
moisture.

Structural Fills

From a geotechnical perspective, the onsite soils are generally suitable for
re-use as compacted fill, provided they are free of debris and organic matter.
The site environmental assessment reports provide further guidance on
handling/moving site soils.

Fills placed within 10 feet of finish pad grades or slope faces should contain
no rocks over 12 inches in maximum dimension. In addition, encountered
expansive clayey soils layers (EI>21), if any, should be placed at a depth
greater than 3 feet below finished grades.

Areas to receive structural fill and/or other surface improvements should be
scarified to a minimum depth of 8 inches, conditioned to at least optimum
moisture content, and recompacted. Fill soils should be placed at a minimum
of 90 percent relative compaction (based on ASTM D1557) at or above
optimum moisture content. Placement and compaction of fill should be
performed in accordance with local grading ordinances under the observation
and testing of the geotechnical consultant. The optimum lift thickness to
produce a uniformly compacted fill will depend on the type and size of
compaction equipment used. In general, fill should be placed in uniform lifts
not exceeding 8 inches in thickness.

Fills placed on slopes steeper than 5:1 (horizontal:vertical) should be
benched into dense soils (see Appendix D for benching detail). Benching
should be of sufficient depth to remove all loose material. A minimum bench
height of 2 feet into approved material should be maintained at all times.

4.2.3 Import Soils

Import soils and/or borrow sites, if needed, should be evaluated by us prior to
import. Import soils should be uncontaminated, granular in nature, free of
organic material (loss on ignition less-than 2 percent), have very low
expansion potential (E<21) and have a low corrosion impact to the proposed

improvements.
1
-10 -
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4.2.4 Utility Trenches

4.2.5

Utility trenches should be backfilled with compacted fill in accordance with the
Standard Specifications for Public Works Construction, (“Greenbook”), 2018
Edition. Fill material above the pipe zone should be placed in lifts not
exceeding 8 inches in uncompacted thickness and should be compacted to
at least 90 percent relative compaction (ASTM D 1557) by mechanical means
only. Site soils may generally be suitable as trench backfill provided these
soils are screened of rocks over 1% inches in diameter and organic matter.
If imported sand is used as backfill, the upper 3 feet in building and pavement
areas should be compacted to 95 percent. The upper 6 inches of backfill in
all pavement areas should be compacted to at least 95 percent relative
compaction.

Where granular backfill is used in utility trenches adjacent to moisture
sensitive subgrades and foundation soils, we recommend that a cut-off “plug”
of impermeable material be placed in these trenches at the perimeter of
buildings, and at pavement edges adjacent to irrigated landscaped areas. A
“plug” can consist of a 5-foot long section of clayey soils with more than 35-
percent passing the No. 200 sieve, or a Controlled Low Strength Material
(CLSM) consisting of one sack of Portland-cement plus one sack of bentonite
per cubic-yard of sand. CLSM should generally conform to requirements of
the “Greenbook”. This is intended to reduce the likelihood of water
permeating trenches from landscaped areas, then seeping along permeable
trench backfill into the building and pavement subgrades, resulting in wetting
of moisture sensitive subgrade earth materials under buildings and
pavements.

Excavation of utility trenches should be performed in accordance with the
project plans, specifications and the California Construction Safety Orders
(latest Edition). The contractor should be responsible for providing a
"competent person” as defined in Article 6 of the California Construction
Safety Orders. Contractors should be advised that sandy soils (such as fills
generated from the onsite alluvium) could make excavations particularly
unsafe if all safety precautions are not properly implemented. In addition,
excavations at or near the toe of slopes and/or parallel to slopes may be
highly unstable due to the increased driving force and load on the trench wall.
Spoil piles from the excavation(s) and construction equipment should be kept
away from the sides of the trenches. Leighton Consulting, Inc. does not
consult in the area of safety engineering.

Shrinkage

The volume change of excavated onsite soils upon recompaction is expected
to vary with materials, density, insitu moisture content, and location and
compaction effort. The in-place and compacted densities of soil materials
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vary and accurate overall determination of shrinkage and bulking cannot be
made. Therefore, we recommend site grading include, if possible, a balance
area or ability to adjust grades slightly to accommodate some variation.
Based on our geotechnical laboratory results, we expect recompaction
shrinkage (when recompacted to an average 92 percent of ASTM D1557)
and estimate the following earth volume changes will occur during grading,
and for the alluvium, the shrinkage is expected to be in the 10 to 15% range.

4.2.6 Drainage
All drainage should be directed away from structures and pavements by
means of approved permanent/temporary drainage devices. Adequate storm
drainage of any proposed pad should be provided to avoid wetting of
foundation soils. Irrigation adjacent to buildings should be avoided when
possible. As an option, sealed-bottom planter boxes and/or drought resistant
vegetation should be used within 5-feet of buildings.

4.3 Foundation Design

4.3.1 Design Parameters — Spread/Continuous Shallow Footings

Footings should be embedded at least 12-inches below lowest adjacent
grade for the proposed structure. Footing embedment should be measured
from lowest adjacent finished grade, considered as the top of interior slabs-
on-grade or the finished exterior grade, excluding landscape topsoil,
whichever is lower. Footings located adjacent to utility trenches or vaults
should be embedded below an imaginary 1:1 (horizontal:vertical) plane
projected upward and outward from the bottom edge of the trench or vault,
up towards the footing.

= Bearing Capacity: For footings on newly placed, properly compacted fill
soil, an allowable vertical bearing capacity of 2,000 pounds-per-square-
foot (psf) should be used. These footings should have a minimum base
width of 18 inches for continuous wall footings and a minimum bearing
area of 3 square feet (1.75-ft by 1.75-ft) for pad foundations. The bearing
pressure value may be increased by 250 psf for each additional foot of
embedment or each additional foot of width to a maximum vertical bearing
value of 3,500 psf. Additionally, these bearing values may be increased
by one-third when considering short-term seismic or wind loads. A
modulus of subgrade reaction, K of 200 PCI may be used to relative dense
bedrock or onsite soil compacted to minimum 90% relative compaction.

= Lateral loads: Lateral loads may be resisted by friction between the
footings and the supporting subgrade. A maximum allowable frictional
resistance of 0.35 may be used for design. In addition, lateral resistance
may be provided by passive pressures acting against foundations poured
neat against properly compacted granular fill. We recommend that an
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allowable passive pressure based on an equivalent fluid pressure of
350 pounds-per-cubic-foot (pcf) be used in design. These friction and
passive values have already been reduced by a factor-of-safety of 1.5.

4.3.2 Settlement Estimates

For settlement estimates, we assumed that column loads will be no larger
than 150 kips, with bearing wall loads not exceeding 10 kips per foot of wall.
If greater column or wall loads are required, we should re-evaluate our
foundation recommendation, and re-calculate settlement estimates.

Building D-1 founded on compacted fill soils as required per Section 4.2.1
above should be designed in anticipation of 1 inch of total settlement and 0.5-
inch of differential settlement within a 40-foot horizontal run. Maintenance
Building should be designed in anticipation of 2 inches of total settlement and
1-inch of differential settlement within a 40-foot horizontal run.

4.4 Vapor Retarder

It has been a standard of care to install a moisture-vapor retarder underneath all
slabs where moisture condensation is undesirable. Moisture vapor retarders may
retard but not totally eliminate moisture vapor movement from the underlying soils
up through the slabs. Moisture vapor transmission may be additionally reduced by
use of concrete additives. Leighton Consulting, Inc. does not practice in the field of
moisture vapor transmission evaluation/mitigation. Therefore, we recommend that
a qualified person/firm be engaged/consulted with to evaluate the general and
specific moisture vapor transmission paths and any impact on the proposed
construction. This person/firm should provide recommendations for mitigation of
potential adverse impact of moisture vapor transmission on various components of
the structure as deemed appropriate.

However, based on our experience, the standard of practice in Southern California
has evolved over the last 15 to 20 years into a construction of a vapor retarder system
that generally consisted of a membrane (such as 15-mil thick), underlain by a capillary
break consisting of 4 inches of clean Y2-inch-minimum gravel or 2-inch sand layer
(SE>30). The structural engineer/architect or concrete contractor often require a sand
layer be placed over the membrane (typically 2-inch thick layer) to help in curing and
reduction of curling of concrete. If such sand layer is placed on top of the membrane,
the contractor should not allow the sand to become wet prior to concrete placement
(e.g., sand should not be placed if rain is expected).
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4.5

In conclusion, the construction of the vapor barrier/retarder system is dependent on
several variables which cannot be all geotechnically evaluated and/or tested. As
such, the design of this system should be a design team/owner decision taking into
consideration finish flooring materials and manufacture’s installation requirements
of proposed membrane. Moreover, we recommend that the design team also follow
ACI Committee 302 publication for “Guide for Concrete Slabs that Receive Moisture-
Sensitive Flooring Materials” (ACI 302.2R-06) which includes a flow chart that
assists in determining if a vapor barrier/retarder is required and where it is to be
placed.

Retaining Walls

Retaining wall earth pressures are a function of the amount of wall yielding
horizontally under load. If the wall can yield enough to mobilize full shear strength
of backfill soils, then the wall can be designed for "active" pressure. If the wall cannot
yield under the applied load, the shear strength of the soil cannot be mobilized and
the earth pressure will be higher. Such walls should be designed for "at rest"
conditions. If a structure moves toward the soils, the resulting resistance developed
by the solil is the "passive" resistance. Retaining walls backfilled with non-expansive
soils can be designed using the following equivalent fluid pressures:

Table 2. Retaining Wall Design Earth Pressures (Static, Drained)

Loading Equivalent Fluid Density (pcf)
Conditions Level Backfill 2:1 Backfill
Active 36 55
At-Rest 55 85
Passive* 350 150 (2:1, sloping down)

* This assumes level condition in front of the wall will remain for the
duration of the project, not to exceed 3,500 psf at depth.

Unrestrained (yielding) cantilever walls should be designed for the active equivalent-
fluid weight value provided above for very low to low expansive soils that are free
draining. In the design of walls restrained from movement at the top (non-yielding)
such as basement or elevator pit/utility vaults, the at-rest equivalent fluid weight
value should be used. Total depth of retained earth for design of cantilever walls
should be measured as the vertical distance below the ground surface measured at
the wall face for stem design, or measured at the heel of the footing for overturning
and sliding calculations. Should a sloping backfill other than a 2:1
(horizontal:vertical) be constructed above the wall (or a backfill is loaded by an
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adjacent surcharge load), the equivalent fluid weight values provided above should
be re-evaluated on an individual case basis by us. Non-standard wall designs
should also be reviewed by us prior to construction to check that the proper soll
parameters have been incorporated into the wall design.

All retaining walls should be provided with appropriate drainage. The outlet pipe
should be sloped to drain to a suitable outlet. Wall backfill should be non-expansive
(El < 21) sands compacted by mechanical methods to a minimum of 90 percent
relative compaction (ASTM D 1557). Clayey site soils should not be used as wall
backfil. Walls should not be backfilled until wall concrete attains the 28-day
compressive strength and/or as determined by the Structural Engineer that the wall
Is structurally capable of supporting backfill. Lightweight compaction equipment
should be used, unless otherwise approved by the Structural Engineer.

Corrosivity Evaluation

Sulfate ions in the soil can lower soil resistivity and can be highly aggressive to
Portland cement concrete by combining chemically with certain constituents of the
concrete, principally tricalcium aluminate. This reaction is accompanied by expansion
and eventual disruption of the concrete matrix. Potentially high sulfate content could
also cause corrosion of the reinforcing steel in concrete. Table 3 below summarizes
current standards for concrete exposed to sulfate-containing solutions.

Table 3. Sulfate Concentration and Sulfate Exposure

Sulfate In Water Water-Soluble Sulfate (SOy)
. . . . Sulfate Exposure
(parts-per-million) in soil (percentage by weight
0-150 0.00-0.10 Negligible
150-1,500 0.10-0.20 Moderate (Seawater)
1,500-10,000 0.20 - 2.00 Severe
>10,000 Over 2.00 Very Severe

The sulfate content was determined in the laboratory for representative onsite soil
sample. The results indicate that the water soluble sulfate range is less than 0.2
percent by weight, which is considered moderate per Table 5 above. Based upon the
test results, Type Il cement or an equivalent may be used.

Many factors can affect corrosion potential of soil including soil moisture content,

resistivity, permeability and pH, as well as chloride and sulfate concentration. In
general, soil resistivity, which is a measure of how easily electrical current flows
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through soils, is the most influential factor. Based on the findings of studies presented
in ASTM STP 1013 titled “Effects of Soil Characteristics on Corrosion” (February,
1989), the approximate relationship between soil resistivity and soil corrosiveness was
developed as shown in Table 4 below.

Table 4. Relationship between Soil Resistivity and Soil Corrosivity

Soil Resistivity Classification of
(ohm-cm) Soil Corrosiveness
0 to 900 Very Severely Corrosive
900 to 2,300 Severely Corrosive
2,300 to 5,000 Moderately Corrosive
5,000 to 10,000 Mildly Corrosive
10,000 to >100,000 Very Mildly Corrosive

Acidity is an important factor of soil corrosivity. The lower the pH (the more acidic the
environment), the higher the soil corrosivity will be with respect to buried metallic
structures and utilities. As soil pH increases above 7 (the neutral value), the soil is
increasingly more alkaline and less corrosive to buried steel structures, due to
protective surface films, which form on steel in high pH environments. The pH of site
soils on representative samples vary from 7.7 to 7.9 which is generally considered
less active from a corrosion standpoint. Chloride and sulfate ion concentrations, and
pH appear to play secondary roles in affecting corrosion potential. High chloride levels
tend to reduce soil resistivity and break down otherwise protective surface deposits,
which can result in corrosion of buried steel or reinforced concrete structures.

Based on minimum resistivity laboratory test results (see Table 5 below), the onsite
soil is considered moderately corrosive. Ferrous pipe can be protected by
polyethylene bags, tape or coatings, di-electric fittings, concrete encasement or other
means to separate the pipe from wet onsite soils. We understand that further testing
and/or soil corrosivity evaluation is being performed by others and specific
recommendations for corrosion protection is provided by the corrosion engineer.

Table 5. Corrosion Sample Results

Sulfate Chloride Minimum

Content | Content Resistivity

(ppm) (ppm) (ohm-cm)
LB-7 5.0-10.0 193 80 7.90 3,090
LB-15 0.0-5.0 148 60 7.70 2,810
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4.7 Preliminary Pavement Design / Vehicular Parking Driveways

Our preliminary vehicle pavement design is based on an R-value of 10 and the
Caltrans Highway Design Manual. For planning and estimating purposes, the vehicle
pavement sections are calculated based on Traffic Indexes (TI) as indicated in Table
below:

Table 6. Asphalt Pavement Sections
General Traffic Traffic Index | Asphalt Concrete | Aggregate Base*

Condition (T1) (inches) (inches)

Automobile 4.5 3.0 7.5
Parking Lanes 5.0 3.0 9.0
Truck Access & 6.0 4.0 10.5

Driveways 6.5 4.0 12.5

Appropriate Traffic Index (Tl) should be selected or verified by the project civil
engineer and actual R-value of the subgrade soils will need to be verified after
completion of site grading to finalize the pavement design. Pavement design and
construction should also conform to applicable local, county and industry standards.
The Caltrans pavement section design calculations were based on a pavement life of
approximately 20 years with periodic flexible pavement maintenance.

Where applicable, we recommend that a minimum of 7 inches of PCC pavement be
used in high impact load areas or if to be subjected to truck traffic. The PCC
pavement should be placed on a minimum 6-inch aggregate base. The PCC
pavement may be placed directly on a compacted subgrade with an R-Value of 40
or higher. The PCC pavement should have a minimum of 28-day compressive
strength of 3250 psi. Other requirements of Caltrans Standard Specifications
regarding mixing and placing of concrete should be followed.

The upper 6 inches of the subgrade soils should be moisture-conditioned to near
optimum moisture content, compacted to at least 95 percent relative compaction
(ASTM D1557) and kept in this condition until the pavement section is constructed.
Minimum relative compaction requirements for aggregate base should be 95 percent
of the maximum laboratory density as determined by ASTM D1557. If applicable,
aggregate base should conform to the “Standard Specifications for Public Works
Construction” (green book) current edition or Caltrans Class 2 aggregate base.
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If pavement areas are adjacent to heavily watered landscape areas, some
deterioration of the subgrade load bearing capacity and pavement failure may result.
Moisture control measures such as deepened curbs or other moisture barrier
materials may be used to prevent the subgrade soils from becoming saturated. The
use of concrete cutoff or edge barriers should be considered when pavement is
planned adjacent to either open (unfinished) or irrigated landscaped areas.

Preliminary Pavement Design / Air Traffic - Taxiways

Our preliminary concrete (PCC) pavement section for air traffic aprons/taxiways has
been developed using FAARFIELD computer program and based on the FAA Airport
Advisory Circular (AC) No. 150/5320-6F (2016) and Errata Sheet dated September
20, 2017. Aprons’ traffic information was not provided to us; therefore, the design
assumes a maximum aircraft weight of 836,000 pounds (Boeing 747-300), and an
equivalent annual departure rate of 2,750 total departures per year. The design was
also based on a sub-grade CBR value of 10, and minimum subgrade modulus of 20
psi. Given the maximum aircraft weights indicated above, stabilized base and
subbase are required. Initial pavement design section is presented below.

Table 7. Flexible Pavement Cross Section

Initial Flexible Pavement Cross Section

17.5” PCC Surface
5” Pavement Stabilizing Layer (P-401)
6” Base Layer (P-209)

28.5" Total Thickness Required (inches)

Per FAA requirements, the subgrade soils should be compacted in accordance with
the criteria in table below.

Table 8. FAA Subgrade Compaction

Subgrade Compaction Requirements
for Design Aircraft Per FAA

Relative Compaction Depth Required
(ASTM D1557) (inches)
95 0-6.2
90 6.2-12.4
85 12.4-19.4
80 19.4-25.6
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50 GEOTECHNICAL CONSTRUCTION SERVICES

Geotechnical review is of paramount importance in engineering practice. Poor
performances of many foundation and earthwork projects have been attributed to
inadequate construction review. We recommend that Leighton Consulting, Inc. be
provided the opportunity to review the grading plan and foundation plan(s) prior to bid.

Reasonably-continuous construction observation and review during site grading and
foundation installation allows for evaluation of the actual soil conditions and the ability to
provide appropriate revisions where required during construction. Geotechnical
conclusions and preliminary recommendations should be reviewed and verified by Leighton
Consulting, Inc. during construction, and revised accordingly if geotechnical conditions
encountered vary from our findings and interpretations. Geotechnical observation and
testing should be provided:

= After completion of site demolition and clearing,

= During over-excavation of compressible saill,

= During compaction of all fill materials,

= After excavation of all footings and prior to placement of concrete,
= During utility trench backfilling and compaction, and

= When any unusual conditions are encountered.

Additional geotechnical exploration and analysis may be required based on final
development plans, for reasons such as significant changes in proposed structure
locations/footprints. We should review grading (civil) and foundation (structural) plans, and
comment further on geotechnical aspects of this project.
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6.0 LIMITATIONS

This report was based in part on data obtained from a limited number of observations,
site visits, soil excavations, samples and tests. Such information is, by necessity,
incomplete. The nature of many sites is such that differing soil or geologic conditions can
be present within small distances and under varying climatic conditions. Changes in
subsurface conditions can and do occur over time. Therefore, our findings, conclusions
and recommendations presented in this report are based on the assumption that we
(Leighton Consulting, Inc.) will provide geotechnical observation and testing during
construction as the Geotechnical Engineer of Record for this project. Please refer to
Appendix E, GBA’s Important Information About This Geotechnical-Engineering Report,
prepared by the Geoprofessional Business Association (GBA) presenting additional
information and limitations regarding geotechnical engineering studies and reports.

This report was prepared for the sole use of Client and their design team, for application
to design of the proposed maintenance building, in accordance with generally accepted
geotechnical engineering practices at this time in California. Any unauthorized use of or
reliance on this report constitutes an agreement to defend and indemnify Leighton
Consulting, Inc. from and against any liability which may arise as a result of such use or
reliance, regardless of any fault, negligence, or strict liability of Leighton Consulting, Inc.
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