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132 DUs IF-’I?) : o
21.48 AC ?

80 DUs
6.1du/ac 732AC

10.9 du/ac

PA7.
0s-C PA1
2.49 AC MDR
; 77DUs
‘ 16.09 ?c PA3
R EY NE 4.8 du/ac MHDR
 £.8 8 %) 175 DUs 2;(')%'3"5
Rourroy, Road E\ ] 23.20AC 19.38 AC
RO. W'Dedlcatlon 7.5 du/ac
997AC £

11.9 du/ac

PA12
OS‘W.
7.02'AC

OLD KELLER RD /3

KELLER RD

KeIIer Crossing Specific Plan 380 Amendment #1

Land Use Designation Units Acres Density

RESIDENTIAL
' [Medium Density Residential - MDR (2-5 DU/AC)

' |Medium High Density Residential - MHDR (5-8 DU/AC) 307 44.69 6.9
|High Density Residential - HDR (8-14 DU/AC) 310 26.70

11.6

Residential Subtotal: . ) E '.j-‘i
ol NON-RESIDENTIAL 3

+--|Open Space-Recreation - OS-R

) Space-Conservation - 05-C = 3.49 -
44 ’ il ’ 9) 4

ot ) i Open Space-Water - 0S-W = 16.06 s

:1 Sy Circulation* - 18.65 -

I &" »\ & Non-Residential Subtotal: - 108.58 -

hbes ;

| s 1 () NOTES:

B oA I 4840 / + |*Circulation acreage includes Right-of-Way dedications for Old Keller Road, Keller Road, Winchester Road

(e f Pourroy Road and Internal Streets.
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Source(s): RCTLMA (2025), NearMap Imagery (January 2025), RTM Engineering Consultants (01-22-2025)
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IN THE COUNTY OF RIVERSIDE

TENTATIVE TRACT MAP NO. 38763
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GROSS = 196.0 AC. | ’ O | | LG S | PrASELIN ~ YA CURT
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ASSESSOR’S PARCEL NUMBER 3| i
472-110-001, 002, 003, 004, 007, 008, 005, 2
52, o 03 PROPOSED STORM DRAINS BENCHMARK: OWNER/APELICANT e 87 3
PROPOSED DRAINAGE & STORM DRAIN SYSTEMS WILL BE RECOVERY NOTE BY METRO WATER DISTR WE S DA ACCES 3
SECTIONS, TOWNSHIPS AND RANGES CONSTRUCTED WITH THIS SUBDIVISION. STORM DRAIN' SYSTEMS 55 EAL/FO}?N/FWS? i igggn;zé/rgf/rgazggvg s 300 g
S 1/2, SECTION 21, T.65. R2W. AL BE MAINTAINED BY R.CEGE WD, O BY 2.8 MILES (4.5 KM) NORTHWEST OF LAKE ATTN: RYAN LAVIGNE
THE RIVERSIDE COUNTY TRANSPORTATION DEPT. SKINNER, AT THE NORTHWEST CORNER OF PH: 951-759-5415 £
THOMAS BROTHERS MAP KELLER ROAD AND WASHINGTON STREET, MURRETA
PORTIONS OF PAGE 899~GRID D2, 899~GRID D3, 899~GRID E2, 899~GRID E3, GEOLOGIC HAZARD NOTE 30 FEET (9.1 M) wEST oF THe centerunve  ENGINEER VICINITY MAP
S99-0RID F2. 899-0RID 3 PROJECT SITE 1S NOT SUBJECT 70 GEOLOGIC HAZARDS: OF WASHINGTON STREET, 24 FEET (7.3 M) RTM ENGINEERING CONSULTANTS, INC.
| ALQUIST-PRIOLO OR SPECIAL STUDIES ZONE. PROJECT IS NORTH OF THE CENTERLINE OF KELLER gg; G/X/ f’ﬁgﬁgg; TREET, SUITE 117 THOMAS GUIDE, PAGE 899-E3
SUSCEPTABLE TO SUBSIDENCE AND HAS LOW SUSCEPTABILTY  ROAD, 8.8 FEET (2.7 M) SOUTH OF POWER v 7
EXISTING GENERAL PLAN DESIGNATION 70 LIQUIFACTION. POLE NO. 2075860, 2 FEET (0.6 M) RN S s
MEDIUM DENSITY RESIDENTIAL, COMMERCIAL RETAILL, LOW DENSITY RESIDENTIAL NORTH OF A CARSOMITE SURVEY MARKER, 1=
MIXED USE AREA, OPEN SPACE-CONSERVATION, AND VERY LOW DENSITY RESIDENTIAL A 3-1/2 INCH STANDARD BRASS DISK,
Weis SET FLUSH, IV 0P OF 4 & NCH BY SOILS ENGINEER UTILITIES AND SERVICES
PRESENT USE THEREARE ENGTING WELLS WTRN 200 R SOF FROGERTY INCH CONCRETE POST, 0.5 FEET (15.2 CH) GEOTEK, INC. AGENCY SERVING THE AREA EACILITIES PRESENT
e ABOVE THE GROUND. 1548 NORTH MAPLE STREET ELECTRIC: SOUTHERN CALIFORMIA EDISON vES
ELEVATION: 143358 (NGVD 88') CORONA, CA 92878 3 SOUTHERN CALIFORNIA GAS CO. VES
PROPOSED USE AERIAL TOPOCRAPHY. o oo GEETE rowir/specium %
51710~ £
LROPOSEL Lok ARROWHEAD MAPPING CORP. LEGAL DESCRIPTION: WATER: EASTERN MUNICIPAL WATER DISTRICT VES
MEDIUM DENSITY RESIDENTIAL, MEDIUM HIGH DENSITY RESIDENTIAL, HIGH DENSITY 1887 BUSINESS CENTER DRIVE, SUITE 5A STERN MUNICIPAL WATER DISTRICT s

RESIDENTIAL, OPEN SPACE RECREATION, OPEN SPACE CONSERVATION, OPEN SPACE
CONSERVATION HABITAT, OPEN SPACE WATER

EXISTING _AND PROPOSED ZONING
KELLER CROSSING SPECIFIC PLAN (SP 380)

GENERAL NOTES

1. THIS PROPERTY IS LOCATED WITHIN FLOOD ZONE “X”
ESTABLISHED BY THE FEDERAL EMERGENCY MANAGEMENT
AGENCY. FLOOD ZONE "X" IS DEFINED AS "AREAS OF MINIMAL
FLOODING”. SAID DESIGNATION 1S SHOWN ON FLOOD INSURANCE
RATE MAP FOR RIVERSIDE COUNTY (UNINCORPORATED AREA),
CALIFORNIA SHOWING COMMUNITY PANEL NUMBER 06065C20906,
DATED AUGUST 28, 2008.

2. EXCEPT AS SHOWN, THERE ARE NO ENCROACHMENTS ONTO
ADJOINING PREMISES, STREETS OR ALLEYS BY AND BUILDINGS,
STRUCTURES OR OTHER VISIBLE IMPROVEMENTS, AND NO
ENCROACHMENTS ONTO SAID PREMISES BY BUILDINGS,
STRUCTURES OR OTHER VISIBLE IMPROVEMENTS SITUATED ON
ADJOINING PREMISES.

3. ANY UNDERGROUND UTILITIES HAVE NOT BEEN PHYSICALLY
LOCATED.

4. THIS PROPERTY IS LOCATED IN RIVERSIDE COUNTY
TRANSPORTATION AND LAND MANAGEMENT AGENCY PLANNING
DEPARTMENT KELLER CROSSING SPECIFIC PLAN NO. 380, WHICH
HAS A ZONING DESIGNATION OF SPECIFIC PLAN.

5. THIS PARCEL CONTAINS: 191.44 ACRES, MORE OR LESS.

6. THIS PROPERTY IS LOCATED WITHIN A VERY HIGH FIRE
HAZARD AND LOCAL RESPONSIBILITY AREA

7. THIS PROPERTY IS LOCATED WITHIN WRMSHCP CELL GROUP-U
AND WITHIN CELL NUMBER — 5067

SAN BERNARDINO, CA 92408
PH: 909-889-2420
(0CTOBER 2020)

PROPOSED SUBSURFACE SEPTIC DISPOSAL
THERE IS NO SUBSURFACE SEPTIC DISPOSAL
PROPOSED FOR THIS PROECT.

EASEMENT NOTES
SEE SHEET 9

ESTIMATED EARTHWORK

RAW CUT......... § ....1,200,000 CY

...1,200,000 CY
.0 CY

RAW FILL.. -
EXPORT (APPROX.)

MOBILE HOME AND R.V. PARKING
THERE ARE NO DESIGNATED MOBILE HOME

OR R.V. PARKING FACILITIES PROPOSED

FOR THIS PROJECT.

FLOOD PIAIN DESIGNATION

THIS PROPERTY IS OUTSIDE OF THE 100-YEAR FLOOD PLAIN
ZONE. SITE IS NOT SUBJECT TO OVERFLOW OR INUNDATION

STREET SUMMARY
KELLER ROAD ~ 2478 LF  "G” STREET — 2917 LF
WINCHESTER ROAD - 2212 LF  "H” STREET = 939 LF
POURROY ROAD — 1512 LF " STREET — 547 LF
“ = 1215 LF 'y STREET - 476 LF
B’ STREET - 1795 LF K" STREET - 1810 LF
C" STREET - 1022 LF " STREET — 754 LF
D" STREET - 408 LF M” STREET — 239 LF
£ STREET - 396 LF  N” STREET - 914 LF
*F" STREET — 1827 LF 0" SIREET - 238 LF
‘P" STREET - 1173 LF

PARCELS 1 THROUGH 10, INCLUSIVE, OF PARCEL MAP 15244, AS SHOWN BY
PARCEL MAP RECORDED IN BOOK 85, PAGES 6 AND 7 OF PARCEL MAPS,
RIVERSIDE COUNTY RECORDS.

EXCEPTING THEREFROM THAT PORTION OF PARCELS 9 AND 10 CONVEYED TO THE
STATE OF CALIFORMIA IN GRANT DEED RECORDED NOVEMBER 18, 2010 AS
INSTRUMENT NO. 2010-0556116, OF OFFICIAL RECORDS.

ALSO EXCEPTING THEREFROM THAT PORTION OF PARCEL 8 CONVEYED TO THE
STATE OF CALIFORNIA IN GRANT DEED RECORDED NOVEMBER 18, 2010 AS
INSTRUMENT NO. 2010-0556117, OF OFFICIAL RECORDS.

APN:  472-110-001 THROUGH 472-110-004, 472—110-007 THROUGH
472-110-009, AND 472-110-032 THROUGH 472-110-034.

NOTES:

FOR SITE DRAINAGE WITHIN 100" OF THE BUILDING

FOUNDATION: THE PERVIOUS SURFACE IMMEDIATELY ADJACENT TO THE
FOUNDATION MAY BE SLOPED AWAY FROM THE BUILDING AT A

SLOPE OF 2% AND THE IMPERVIOUS SURFACES MAY BE SLOPED
AWAY FROM THE BUILDING AT A SLOPE OF 1% FOR A MINIMUM
DISTANCE OF UP TO 10'-0" MEASURED PERPENDICULAR TO THE
FACE OF THE WALL, AND ALSO THE SWALE WITHIN 10 FEET OF THE
BUILDING FOUNDATION MAY BE SLOPED AT A MINIMUM OF 1
PERCENT IF ALL THE FOLLOWING CONDITIONS ARE MET:

1. THE SURFACE SOIL IS CLASSIFIED AS HAVING "VERY LOW" TO
MEDIUM” EXPANSION POTENTIAL PER PROJECT COUNTY APPROVED
GEOTECHNICAL REPORT.

2. SUFFICIENT AREA SUB SURFACE DRAINS SHALL BE PROVIDED
WITHIN 10'—0" OF BUILDING FOUNDATION WITH A POSITIVE DRAINAGE
TO AN APPROVED DRAINAGE FACILITY. THE DRAIN LINES SHALL HAVE
A MINIMUM 0.5% SLOPE AND MAINTAIN A MINIMUM 3" DIAMETER.

3. ALL ASPECTS OF THE PRECISE GRADE DRAINAGE DESIGN SHALL
BE VERIFIED BY THE CIVIL ENGINEER OF RECORD AND SUBMITTED TO
GRADING INSPECTOR PRIOR TO PRECISE GRADING PERMIT FINAL.
[CBC 104.11 & CRC R104.11]

SEWER:
SCHOOL DIST:

LEGEND

TRACT BOUNDARY
PROPOSED PARCEL
PROP. R/W DEDICATION
DAYLIGHT LINE
EXISTING EASEMENT
EXISTING CONTOUR
PROPOSED CONTOUR
PROPOSED 2:1 SLOPE

TO BE VACATED

LoT NuMBER 357
LETTERED LOT o1 %

PROPOSED PAD ELEVATION P=66.3

EXISTING PONER POLE .-

PROPOSED STORM DRAIN -5
EXISTING STORM DRAIN o
PROPOSED DOWESTIC WATER W
EXISTING DOMESTIC WATER  — — — — — W———
PROPOSED RECYCLED WATER o
PROPOSED SEWER s
PROPOSED SEWER s

PROP. RETAINWG WALL

EXISTING STREET ROW o ///// /// S

PROP. FIRE HYDRANT

MENIFEE UNION' SCHOOL DISTR
PERRIS UNION HIGH SCHOOL DISTRICT

iCT =

Source(s): RTM (03-06-2025)
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