








Basemap TTM by RTM Engineering Consultants, plot dated June 4,
2024.
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GeoTek, Inc.
LOG OF EXPLORATORY BORING

CLIENT: DR Horton DRILLER: 2R Drilling LOGGED BY: JC
PROJECT NAME: Keller Crossing Project DRILL METHOD: Hollow Stem OPERATOR: Eddie
PROJECT NO.: 2453-CR HAMMER: 1404#/30" RIG TYPE: GT-16
COORDINATES: 33°37'38.89"N,117°05'53.62"W ELEVATION: 1437 DATE: 7/24/2024
SAMPLES Laboratory Testing
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a | « & MATERIAL DESCRIPTION AND COMMENTS S =
H Older Alluvium
SM_|Silty f-c SAND, brown, moist, trace gravel
B Metasiltstone
. Excavates as f-c sandy SILT, grey, moist, few to some gravel, moderately
B weathered
5w
19 33 S1 Excavates as silty f-c SAND, grey, moist, very dense, few gravel, trace
50-6" oxidation staining, moderately weathered
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26 S2 Few to some gravel, orange oxidation staining
50-6"
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17 S3 Excavates as f-c sandy SILT, grey, moist, hard, few gravel, trace clay,
23 moderately to severely weathered
32
BORING TERMINATED AT 31.5 FEET
No groundwater encountered
Boring backfilled with soil cuttings
% Sample type: - ---Ring l ---SPT z---Small Bulk &---Large Bulk |:| ---No Recovery ¥ ---Water Table
(V] AL = Atterberg Limi El = Expansion Ind SA = Sieve Analysi RV = R-Value T
5 Lab testing: tterberg Limits | pansion Index ieve Analysis alue Test

SR = Sulfate/Resisitivity Test SH = Shear Test HC= Consolidation

MD = Maximum Density






