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1. INTRODUCTION 

 

1.1. PROJECT DESCRIPTION 

Culver Crossings Properties, LLC, the Applicant, proposes to develop an office project 

(Project) on an approximately 4.46-acre (194,334 square foot [sf]) site comprised of two 

properties: one 1.63-acre (71,016 sf) parcel is located in the City of Culver City (Culver 

City Parcel) while the second 2.83-acre (123,318 sf) parcel is located in the City of Los 

Angeles (Los Angeles Parcel) (collectively referred to herein as the Project Site). The 

Project Site is bounded by Venice Boulevard to the north, Washington Boulevard to the 

south, National Boulevard to the west, and existing commercial uses to the east. The Project 

Site is located at 8825 National Boulevard and 8771 Washington in Culver City, California, 

90232 (Culver City Parcel); and 8876, 8884, 8886 and 8888 Venice Boulevard and 8827 

and 8829 National Boulevard in Los Angeles, California, 90232 (Los Angeles Parcel). The 

Project would construct two four- to five-story buildings that would provide a total of 

536,000 sf of new office floor area, which is intended to be occupied by Apple, Inc. The 

two buildings would be functionally independent but would have the ability to be 

connected via a shared wall.  The Project would provide a total of 1,216 vehicular parking 

spaces within two separate three-level subterranean garages under each proposed building. 

The Project would also provide 175 bicycle parking spaces, including spaces for employees 

and visitors, short-term spaces, and long-term spaces in compliance with respective City 

codes. The proposed office buildings would be designed to accommodate creative office 

uses and could include associated production spaces for multimedia content creation and 

capture as well as amenities for building tenants including a cafeteria, coffee stations, 

employee shuttle service, and other ancillary uses typical of an integrated office complex 

development. The Project would also include pedestrian-facing landscaping at the ground 

floor on National Boulevard and Venice Boulevard, a publicly-accessible, privately 

maintained open space along Washington Boulevard, as well as an internal courtyard for 

the use of employees and occasional private tenant events. 

1.2. PROJECT LOCATION AND EXISTING ON-SITE USES 

The Culver City Parcel is located to the east of the Downtown District of Culver City.  The 

Los Angeles Parcel is in the West Adams - Baldwin Hills - Leimert Community Plan area 

of Los Angeles.  Primary regional access is provided by the Santa Monica Freeway (I-10) 

and the San Diego Freeway (1-405), located approximately 630 feet north of and 2.09 miles 

west of the Project Site, respectively. 

 

The area surrounding the Project Site is developed primarily with a mix of commercial and 

residential uses.  Land uses located adjacent to the Project Site include: a two-story office 

building to the north (across Venice Boulevard), the Helms Bakery single-story warehouse 

and retail building to the east, the 8777 Washington four-story office building and the 

Access Culver City five-story mixed use residential building to the south (across 

Washington Boulevard), and the six to seven-story Ivy Station mixed-use project 

consisting of office, residential, hotel, and retail uses to the west across National Boulevard. 
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The uses surrounding the Project Site in Culver City have a General Plan land use 

designation of General Corridor. The uses surrounding the Project Site in the City of Los 

Angeles are designated by the West Adams – Baldwin Hills – Leimert Community Plan 

for Hybrid Industrial, Neighborhood Commercial, Limited Industrial, and Open Space land 

uses (i.e., Venice Boulevard landscaped median), and are within the CM-2D-CPIO 

(Commercial Manufacturing), C2-2D-CPIO (Commercial), and (Q)M1-2D and M1-1 

(Limited Industrial) and OS-1XL (Open Space) zones. 

 

The Project Site is currently improved with low-rise warehouses that have been converted 

into retail, office, and surface and enclosed parking lots serving the existing uses on the 

Project Site.  The Project Site is mostly flat with gradual sloping from north to south.  

Landscaping on the Project Site is limited to parking medians, street edge, and building 

perimeter planting. 

 

The Culver City Parcel is currently developed with two warehouse buildings: (1) a 9,739-

sf building that is currently used for storage; and (2) a 9,082-sf building that is currently 

vacant. The two existing buildings total 18,821 sf of floor area.  The balance of the Culver 

City Parcel consists of surface parking and vehicular access that supports the existing uses 

on the Project Site.  Vehicular access to the Culver City Parcel is provided along National 

Boulevard. Pedestrian access to the Culver City Parcel is provided along National 

Boulevard and on Washington Boulevard at the southern edge of the Project Site.   

 

The Los Angeles Parcel is currently improved with a single warehouse building that has 

been partitioned into six separate spaces consisting of an aggregate 51,500 sf of office and 

an aggregate 34,726 sf of retail for a total of 86,226 sf of floor area.  In addition to the floor 

area, there are 70 spaces of enclosed vehicular parking.  Vehicular access to the Los 

Angeles Parcel is provided via the Culver City Parcel from National Boulevard.  Pedestrian 

access is provided along the western edge on National Boulevard and via the northern edge 

of the site along Venice Boulevard. 

1.3. SCOPE OF WORK 

This report provides a description of the existing surface water hydrology, surface water 

quality, groundwater level, and groundwater quality at the Project Site. It also analyzes the 

Project’s potential impacts related to surface water hydrology, surface water quality, 

groundwater level, and groundwater quality. 

2. REGULATORY FRAMEWORK 

 

2.1. SURFACE WATER HYDROLOGY 

County of Los Angeles Hydrology Manual 

The Department of Public Works’ Hydrology Manual requires that a storm drain conveyance 

system be designed for a 25-year storm event and that the combined capacity of a storm drain and 

street flow system accommodate flow from a 50-year storm event. Areas with sump conditions are 
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required to have a storm drain conveyance system capable of conveying flow from a 50-year storm 

event. The County also limits the allowable discharge into existing storm drain (MS4) facilities 

based on the County’s MS4 Permit, which is enforced on all new developments that discharge 

directly into the County’s MS4 system.  

As both Culver City and the City of Los Angeles use the LACDPW’s 2006 Hydrology Manual, it 

will be used as the design basis for strom drainage facilities. 

Drainage and flood control in the City of Los Angeles are subject to review and approval by the 

Department of Public Works, Bureau of Engineering (Bureau of Engineering).  Storm drains within 

the City of Los Angeles are constructed by both the City of Los Angeles and the Los Angeles 

County Flood Control District (County Flood Control). The County Flood Control constructs and 

has jurisdiction over regional facilities such as major storm drains and open flood control channels, 

while the City of Los Angeles constructs and is responsible for local interconnecting tributary 

drains. Storm drains within the Culver City  are constructed and maintained by the Los Angeles 

County Flood Control District 

Drainage and flood control structures and improvements within the City of Los Angeles are subject 

to review and approval by the City of Los Angeles’ Department of Public Works and Department 

of Building and Safety. As required by the Department of Public Works, all public storm facilities 

must be designed in conformity with the standards set forth by Los Angeles County. The 

Department of Public Works reviews and approves MS4 plans prior to construction. Any proposed 

increases in discharge directly into County facilities, or proposed improvements of County-owned 

MS4 facilities, such as catch basins and drainage lines, require approval from County Flood Control 

to ensure compliance with the County’s Municipal NPDES Permit requirements. Drainage and 

flood control structures and improvements within the Culver City are subject to review and 

approval by the Culver City  Department of Public Works in conformance with standards set forth 

by Los Angeles County. 

Culver City Municipal Code 

Culver City Municipal Code (CCMC) refers to the Los Angeles County Department of Public 

Works’ (LACDPW) 2006 Hydrology Manual for storm drain planning and design calculations. The 

LACDPW requires a storm drain conveyance system to be designed for a 25-year storm event, but 

that hydrology reports evaluate the 50-year (capital) storm. All drainage improvements in the 

vicinity of the Proposed Project are subject to review and approval by LACDPW and the Public 

Works Department of Culver City, as appropriate. 

CCMC Section 5.05.035 requires construction activities subject to NPDES requirements to; 

implement non-structural and/or structural BMPs to reduce sediment, construction waste, trash, 

and other pollutants from construction activities be reduced to the MEP; covering soil piles between 

October 1 and April 15 to avoid sedimentation; avoid washing construction vehicles where the 

runoff can enter the storm drain system; and the implementation of a City-approved SWPPP and 

Wet Weather Erosion Control Plan for construction activities. 
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Los Angeles Municipal Code 

Per the City of Los Angeles’ Special Order No. 007-1299, December 3, 1999, the City of Los 

Angeles has adopted the LACDPW’s 2006 Hydrology Manual as its basis of design for storm 

drainage facilities.2 

Any proposed drainage improvements within the street right of way or any other property 

owned by or under the control of the City of Los Angeles requires the approval of a B-

permit (Section 62.105, Los Angeles Municipal Code (LAMC)). Under the B-permit 

process, storm drain installation plans are subject to review and approval by the City of 

Los Angeles Department of Public Works, Bureau of Engineering. Additionally, any 

connections to the City of Los Angeles’ storm drain system from a private property to a 

City of Los Angeles catch basin or an underground storm drain pipe requires a storm drain 

connection permit from the City of Los Angeles Department of Public Works, Bureau of 

Engineering.  

2.3 SURFACE WATER QUALITY 

Clean Water Act 

The Clean Water Act (CWA), formerly known as the Federal Water Pollution Control Act, was 

first introduced in 1948, with major amendments in the 1960s, 1970s and 1980s.3 The CWA 

authorizes Federal, state, and local entities to cooperatively create comprehensive programs for 

eliminating or reducing the pollution of state waters and tributaries. Amendments to the CWA in 

1972 established the National Pollutant Discharge Elimination System (NPDES) permit program, 

which prohibits discharge of pollutants into the nation’s waters without procurement of a NPDES 

permit from the United States Environmental Protection Agency (USEPA). The purpose of the 

permit is to translate general requirements of the Clean Water Act into specific provisions tailored 

to the operations of each organization that is discharging pollutants. Although federally mandated, 

the NPDES permit program is generally administered at the State and Regional levels. 

The USEPA NPDES Program requires NPDES permits for: (1) Municipal Separate Storm Sewer 

Systems (MS4) Permit generally serving, or located in, incorporated cities with 100,000 or more 

people (referred to as municipal permits); (2) 11 specific categories of industrial activity (including 

landfills); and (3) construction activity that disturbs five acres or more of land. As of March 2003, 

Phase II of the NPDES Program extended the requirements for NPDES permits to numerous small 

municipal separate storm sewer systems, construction sites of one to five acres, and industrial 

facilities owned or operated by small municipal separate storm sewer systems, which were 

previously exempted from permitting.  

 
2
 Los Angeles County Department of Public Works, Hydrology Manual, 2006. 

3
 United States Environmental Protection Agency, Clean Water Act, 2002. 
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Federal Antidegradation Policy 

The Federal Antidegradation Policy has been incorporated within the Clean Water Act and 

requires states to develop state-wide antidegradation policies and identify methods for 

implementing them.7 Pursuant to the Code of Federal Regulations, state antidegradation 

policies and implementation methods must, at a minimum, protect and maintain: (1) 

existing in-stream water uses; (2) existing water quality, where the quality of the waters 

exceeds levels necessary to support existing beneficial uses, unless the state finds that 

allowing lower water quality is necessary to accommodate economic and social 

development in the area; and (3) water quality in waters considered an outstanding national 

resource. 

National Flood Insurance Program 

The National Flood Insurance Act of 1968 and the Flood Disaster Protection Act of 1973 mandate 

the Federal Emergency Management Agency (FEMA) to evaluate flood hazards.8 FEMA provides 

flood insurance rate maps (FIRMs) for local and regional planners to promote sound land use and 

development practices, by identifying potential flood areas based on the current conditions. To 

delineate a FIRM, FEMA conducts engineering studies referred to as flood insurance studies (FIS). 

Using information gathered in these studies, FEMA engineers and cartographers delineate special 

flood hazard areas (SFHA) on FIRMs. 

The Flood Disaster Protection Act requires owners of all structures within identified SFHAs to 

purchase and maintain flood insurance as a condition of receiving federal or federally-related 

financial assistance, such as mortgage loans from federally-insured lending institutions. 

Community members within designated areas are able to participate in the National Flood 

Insurance Program (NFIP) afforded by FEMA. 

California Porter-Cologne Act 

The Porter-Cologne Water Quality Control Act established the legal and regulatory framework for 

California’s water quality control.9  The California Water Code (CWC) authorizes the State Water 

Resources Control Board (SWRCB) to implement the provisions of the CWA, including the 

authority to regulate waste disposal and require cleanup of discharges of hazardous materials and 

other pollutants. In California, the NPDES stormwater permitting program is administered by the 

SWRCB. 

Under the CWC, the State of California is divided into nine Regional Water Quality Control Boards 

(RWQCBs), which govern the implementation and enforcement of the CWC and the CWA. The 

 
7 United States Environmental Protection Agency, Water Quality Standards Handbook - Chapter 4: Antidegradation, 2010. 
8
  The National Flood Insurance Act of 1968, as amended, and The Flood Disaster Protection Act of 1973, 42 U.S.C. 4001 et. 

seq. 
9
  State Water Resources Control Board, Porter-Cologne Water Quality Control Act, 2018. 
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Project Site is located within Region 4, also known as the Los Angeles Region (LARWQCB). The 

RWQCBs develop and enforce water quality objectives and implement plans that will best protect 

California’s waters, acknowledging areas of different climate, topography, geology, and hydrology. 

Each RWQCB is required to formulate and adopt a Water Quality Control Plan or Basin Plan for 

its region. The Basin Plan establishes beneficial use definitions for the various types of water 

bodies, and serves as the basis for establishing water quality objectives, discharge conditions and 

prohibitions, and must adhere to the policies set forth in the CWC and established by the SWRCB.  

In this regard, the LARWQCB issued the Los Angeles Basin Plan on August 29, 2014 for the 

Coastal Watersheds of Los Angeles and Ventura Counties, with subsequent amendments. The 

RWQCB is also given authority to issue waste discharge requirements, enforce actions against 

stormwater discharge violators, and monitor water quality.10  

California Antidegradation Policy 

The California Antidegradation Policy, otherwise known as the Statement of Policy with Respect 

to Maintaining High Quality Water in California, was adopted by the SWRCB in 1968.11 Unlike 

the Federal Antidegradation Policy, the California Antidegradation Policy applies to all waters of 

the State, not just surface waters. The policy states that, whenever the existing quality of a water 

body is better than the quality established in individual Basin Plans, such high quality shall be 

maintained and discharges to that water body shall not unreasonably affect present or anticipated 

beneficial use of the water resource. 

California Toxics Rule 

In 2000, the California Environmental Protection Agency (Cal-EPA) promulgated the California 

Toxics Rule, which establishes water quality criteria for certain toxic substances to be applied to 

waters in the State.12 Cal-EPA promulgated this rule based on Cal-EPA's determination that the 

numeric criteria of specific concentrations of regulated substances are necessary for the State to 

protect human health and the environment. The California Toxics Rule establishes acute (i.e., short-

term) and chronic (i.e., long-term) standards for bodies of water such as inland surface waters and 

enclosed bays and estuaries that are designated by the LARWQCB as having beneficial uses 

protective of aquatic life or human health. 

Board Basin Plan for the Coastal Watersheds of Los Angeles and Ventura Counties 

As required by the California Water Code, the LARWQCB has adopted a plan entitled 

“Water Quality Control Plan, Los Angeles Region: Basin Plan for the Coastal Watersheds 

of Los Angeles and Ventura Counties” (Basin Plan). Specifically, the Basin Plan designates 

beneficial uses for surface and groundwaters, sets narrative and numerical objectives that 

must be attained or maintained to protect the designated beneficial uses and conform to the 

 
10

 United States Environmental Protection Agency, Clean Water Act, 2016. 
11

  California State Water Resources Control Board, State Board Resolution No. 68-16, 1968. 
12

  United States Environmental Protection Agency, Water Quality Standards, Establishment of Numeric Criteria for Priority 
Toxic Pollutants for the State of California, 2001. 
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State's anti-degradation policy, and describes implementation programs to protect all 

waters in the Los Angeles Region. In addition, the Basin Plan incorporates (by reference) 

all applicable State and Regional Board plans and policies and other pertinent water quality 

policies and regulations. Those of other agencies are referenced in appropriate sections 

throughout the Basin Plan.13 

The Basin Plan is a resource for the LARWQCB and others who use water and/or discharge 

wastewater in the Los Angeles Region. Other agencies and organizations involved in 

environmental permitting and resource management activities also use the Basin Plan. 

Finally, the Basin Plan provides valuable information to the public about local water 

quality issues.  

NPDES Permit Program 

The NPDES Permit Program was first established under authority of the CWA to control 

the discharge of pollutants from any point source into the waters of the United States. The 

NPDES stormwater permitting program is administered by the SWRCB through its nine 

RWQCBs. This NPDES permit, referred to as General Permit for Stormwater Discharges 

from Construction Activities by the SWRCB, establishes a risk-based approach to 

stormwater control requirements for construction projects. 

The General Permit 

SWRCB Order No. 2012-0006-DWQ known as “The General Permit” was adopted on July 

17, 2012. This NPDES permit establishes a risk-based approach to stormwater control 

requirements for construction projects by identifying three project risk levels. The main 

objectives of the General Permit are to: 

1. Reduce erosion 

2. Minimize or eliminate sediment in stormwater discharges 

3. Prevent materials used at a construction site from contacting stormwater 

4. Implement a sampling and analysis program 

5. Eliminate unauthorized non-stormwater discharges from construction sites 

6. Implement appropriate measures to reduce potential impacts on waterways both 

during and after construction of projects 

 

13  Los Angeles Regional Water Quality Control Board. LARWQCB Basin Plan. 

<http://www.waterboards.ca.gov/losangeles/water_issues/programs/basin_plan/> accessed April 30, 2020. 
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7. Establish maintenance commitments on post-construction pollution control 

measures 

California mandates requirements for all construction activities disturbing more than one 

acre of land to develop and implement Stormwater Pollution Prevention Plans (SWPPP). 

The SWPPP documents the selection and implementation of Best Management Practices 

(BMPs) for a specific construction project, charging owners with stormwater quality 

management responsibilities. A construction site subject to the General Permit must 

prepare and implement a SWPPP that meets the requirements of the General Permit.14, 15 

Los Angeles County Municipal Storm Water System (MS4) Permit 

The County of Los Angeles, Culver City, and the City of Los Angeles are three of the Co-Permittees 

under the Los Angeles County MS4 Permit (Order No. R4-2012-0175, NPDES Permit No. 

CAS004001). The Los Angeles County MS4 Permit has been determined by the State Water 

Resources Control Board to be consistent with the requirements of the Clean Water Act and the 

Porter-Cologne Act for discharges through the public storm drains in Los Angeles County to 

statutorily-defined waters of the United States (33 United States Code [USC] §1342(p); 33 CFR 

Part 328.11).  On September 8, 2016, the LARWQCB amended the Los Angeles County MS4 

Permit to incorporate modifications consistent with the revised Ballona Creek Watershed Trash 

Total Maximum Daily Load (TMDL) and the revised Los Angeles River Watershed Trash TMDL, 

among other TMDLs incorporated into the Los Angeles County MS4 Permit and the Basin Plan 

for the Coastal Waters of Los Angeles and Ventura Counties. 

Under the amended Los Angeles County MS4 Permit, the County and Cities are both required to 

implement development planning guidance and control measures that control and mitigate 

stormwater quality and runoff volume impacts to receiving waters as a result of new development 

and redevelopment. The County and the Cities also are required to implement other municipal 

source detection and elimination programs, as well as maintenance measures. 

Under the Los Angeles County MS4 Permit, permittees are required to implement a development 

planning program to address stormwater pollution. This program requires project applicants for 

certain types of projects to implement a Low Impact Development (LID) Plan, except where the 

Standard Urban Stormwater Mitigation Plan (SUSMP) is proven applicable. The purpose of the 

LID Plan is to reduce the discharge of pollutants in stormwater by outlining BMPs, which must be 

incorporated into the design of new development and redevelopment.  These treatment control 

 

14  State Water Resources Control Board. State Water Resources Control Board. July 2012, 

http://www.swrcb.ca.gov/water_issues/programs/npdes/. Accessed April 30, 2020. 

15  USEPA. U.S. Environmental Protection Agency - NPDES. July 2012, https://www.epa.gov/npdes. 
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BMPs must be sufficiently designed and constructed to treat or retain the greater of an 85th 

percentile rain event or first 0.75 inch of stormwater runoff from a storm event. 

The Los Angeles County MS4 Permit (Part VI.D.7.c, New Development/Redevelopment Project 

Performance Criteria) includes design requirements for new development and substantial 

redevelopment. These requirements apply to all projects that create or replace more than 5,000 

square feet of impervious cover. Where redevelopment results in an alteration to more than 50 

percent of impervious surfaces of a previously existing development and the existing development 

was not subject to post-construction stormwater quality control requirements, the entire project 

would be subject to post-construction stormwater quality control measures.   

This Enhanced Watershed Management Program for the Upper Los Angeles River (ULAR EWMP) 

describes a customized compliance pathway that participating agencies will follow to address the 

pollutant reduction requirements of the Los Angeles County MS4 Permit.16 By electing the optional 

compliance pathway in the MS4 Permit, the Upper Los Angeles River Watershed Management 

Group (EWMP Group) has leveraged this EWMP to facilitate a robust, comprehensive approach 

to stormwater planning for the Upper Los Angeles River watershed. The objective of the EWMP 

Plan is to determine the network of control measures (BMPs) that will achieve required pollutant 

reductions while also providing multiple benefits to the community and leveraging sustainable 

green infrastructure practices. The Permit requires the identification of Watershed Control 

Measures, which are strategies and BMPs that will be implemented through the EWMP, 

individually or collectively, at watershed-scale to address the Water Quality Priorities. The EWMP 

Implementation Strategy is used as a recipe for compliance for each jurisdiction to address Water 

Quality Priorities and comply with the provisions of the MS4 Permit. The EWMP Implementation 

Strategy includes individual recipes for each of the 18 jurisdictions and each watershed/assessment 

area – Los Angeles River above Sepulveda Basin, Los Angeles River below Sepulveda Basin, 

Compton Creek, Rio Hondo, Verdugo Wash, Arroyo Seco, Burbank Western Channel, Tujunga 

Wash, Bull Creek, Aliso Wash, Bell Creek, McCoy-Dry Canyon, and Browns Canyon Wash. 

Implementation of the EWMP Implementation Strategy will provide a BMP-based compliance 

pathway for each jurisdiction under the MS4 Permit. s. The Permit specifies that an adaptive 

management process will be revisited every two years to evaluate the EWMP and update the 

program. The EWMP strategy will evolve based on monitoring results by identifying updates to 

the EWMP Implementation Plan to increase its effectiveness.  

The Los Angeles County MS4 Permit contains provisions for implementation and enforcement of 

the Stormwater Quality Management Program. The objective of the Stormwater Quality 

Management Program is to reduce pollutants in urban stormwater discharges to the “maximum 

extent practicable,” to attain water quality objectives and protect the beneficial uses of receiving 

waters in Los Angeles County. Special provisions are provided in the Los Angeles County MS4 

 
16

  Upper Los Angeles River Watershed Management Group, Enhanced Watershed Management Program, 2016. 
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Permit to facilitate implementation of the Stormwater Quality Management Program. In addition, 

the Los Angeles County MS4 Permit requires that permittees implement a LID Plan, as discussed 

above, that designates BMPs that must be used in specified categories of development projects to 

infiltrate water, filter, or treat stormwater runoff; control peak flow discharge; and reduce the post-

project discharge of pollutants into stormwater conveyance systems.   

Culver City Municipal Code 

CCMC Section 5.05.010 identifies Culver City as a permittee under the County of Los 

Angeles’ NPDES Permit (Permit Nos. R4-2012-0175 and CAS004001, MS4 Permit) and 

subject to the discharge requirements of this permit. This section also authorizes the City 

to adopt BMP requirements for new development and redevelopment (such as those below) 

to help Culver City comply with the discharge requirements. 

City of Los Angeles Municipal Code 

In response to the Los Angeles County MS4 Permit requirements, the City adopted Ordinance No. 

173,494 (Stormwater Ordinance) , as authorized by Los Angeles Municipal Code (LAMC) Section 

64.72. 

Stormwater Quality Management Program (SQMP) 

In compliance with the Permit, the Co-Permittees are required to implement a stormwater 

quality management program (SQMP) with the goal of accomplishing the requirements of 

the Permit and reducing the amount of pollutants in stormwater runoff. The SWMP requires 

the County of Los Angeles and the 84 incorporated cities to: 

• Implement a public information and participation program to conduct outreach on 

storm water pollution; 

• Control discharges at commercial/industrial facilities through tracking, inspecting, 

and ensuring compliance at facilities that are critical sources of pollutants; 

• Implement a development planning program for specified development projects; 

• Implement a program to control construction runoff from construction activity at 

all construction sites within the relevant jurisdictions; 

• Implement a public agency activities program to minimize storm water pollution 

impacts from public agency activities; and 

• Implement a program to document, track, and report illicit connections and 

discharges to the storm drain system. 

The Permit contains the following provisions for implementation of the SQMP by the Co-

Permittees: 
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1. General Requirements:  

• Each permittee is required to implement the SQMP in order to comply with 

applicable stormwater program requirements. 

• The SQMP shall be implemented and each permittee shall implement 

additional controls so that discharge of pollutants is reduced. 

2. Best Management Practice Implementation: 

• Permittees are required to implement the most effective combination of 

BMPs for stormwater/urban runoff pollution control. This should result in 

the reduction of storm water runoff. 

3. Revision of the SQMP: 

• Permittees are required to revise the SQMP in order to comply with 

requirements of the RWQCB while complying with regional watershed 

requirements and/or waste load allocations for implementation of Total 

Maximum Daily Loads (TMDLs) for impaired waterbodies. 

4. Designation and Responsibilities of the Principal Permittee:  

The Los Angeles County Flood Control District is designated as the Principal 

Permittee who is responsible for: 

• Coordinating activities that comply with requirements outlined in the 

NPDES Permit; 

• Coordinating activities among Permittees; 

• Providing personnel and fiscal resources for necessary updates to the 

SQMP; 

• Providing technical support for committees required to implement the 

SQMP; and 

• Implementing the Countywide Monitoring Program required under this 

Order and assessing the results of the monitoring program. 

5. Responsibilities of Co-Permittees:  

Each Co-Permittee is required to comply with the requirements of the SQMP as 

applicable to the discharges within its geographical boundaries. These requirements 

include: 
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• Coordinating among internal departments to facilitate the implementation 

of the SQMP requirements in an efficient way; 

• Participating in coordination with other internal agencies as necessary to 

successfully implement the requirements of the SQMP; and 

• Preparing an annual Budget Summary of expenditures for the storm water 

management program by providing an estimated breakdown of 

expenditures for different areas of concern, including budget projections 

for the following year. 

6. Watershed Management Committees (WMCs):  

• Each WMC shall be comprised of a voting representative from each 

Permittee in the Watershed Management Area (WMA).  

• Each WMC is required to facilitate exchange of information between co-

permittees, establish goals and deadlines for WMAs, prioritize pollution 

control measures, develop and update adequate information, and 

recommend appropriate revisions to the SQMP. 

7. Legal Authority:  

• Co-Permittees are granted the legal authority to prohibit non-storm water 

discharges to the storm drain system including discharge to the MS4 from 

various development types.  

Low Impact Development (LID) 

LID is a stormwater management strategy with goals to mitigate the impacts of increased 

runoff and stormwater pollution as close to its source as possible. LID promotes the use of 

natural infiltration systems, evapotranspiration, and the reuse of stormwater. The goal of 

these LID practices is to remove nutrients, bacteria, and metals from stormwater while also 

reducing the quantity and intensity of stormwater flows. Through the use of various 

infiltration strategies, LID is aimed at minimizing impervious surface area. Where 

infiltration is not feasible, the use of bioretention, rain gardens, green roofs, and rain barrels 

that will store, evaporate, detain, and/or treat runoff may be used. 17  

 

17  City of Los Angeles. “Development Best Management Practices Handbook.” May, 2016 
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The Standard Urban Stormwater Mitigation Plan (SUSMP) provisions that are applicable 

to new residential and commercial developments include, but are not limited to, the 

following:18 

• Peak Storm Water Runoff Discharge Rate: Post-development peak storm water 

runoff discharge rates shall not exceed the estimated pre-development rate for 

developments where the increased peak storm water discharge rate will result in 

increased potential for downstream erosion;  

• Provide storm drain system Stenciling and Signage (only applicable if a catch basin 

is built on-site); 

• Properly design outdoor material storage areas to provide secondary containment 

to prevent spills; 

• Properly design trash storage areas to prevent off-site transport of trash; 

• Provide proof of ongoing BMP Maintenance of any structural BMPs installed; 

Design Standards for Structural or Treatment control BMPs: 

• Conserve natural and landscaped areas; 

• Provide planter boxes and/or landscaped areas in yard/courtyard spaces; 

• Properly design trash storage areas to provide screens or walls to prevent off-site 

transport of trash; 

• Provide proof on ongoing BMP maintenance of any structural BMPs installed; 

Design Standards for Structural or Treatment Control BMPs: 

• Post-construction treatment control BMPs are required to incorporate, at 

minimum, either a volumetric or flow-based treatment control design or both, to 

mitigate (infiltrate, filter or treat) storm water runoff.  

In addition, project applicants subject to the SUSMP requirements must select source 

control and, in most cases, treatment control BMPs from the list approved by the RWQCB. 

The BMPs must control peak flow discharge to provide stream channel and over bank flood 

protection, based on flow design criteria selected by the local agency. Further, the source 

 

18  City of Los Angeles Stormwater Program website, http://www.lastormwater.org/green-la/standard-urban-

stormwater-mitigation-plan/; accessed April 30, 2020. 
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and treatment control BMPs must be sufficiently designed and constructed to collectively 

treat, infiltrate, or filter stormwater runoff from one of the following: 

• The 85th percentile 24-hour runoff event determined as the maximized capture 

stormwater volume for the area, from the formula recommended in Urban Runoff 

Quality Management, WEF Manual of Practice No. 23/ASCE Manual of Practice 

No. 87, (1998); 

• The volume of annual runoff based on unit basin storage water quality volume, to 

achieve 80 percent or more volume treatment by the method recommended in 

California Stormwater Best Management Practices Handbook—Industrial/ 

Commercial, (1993); 

• The volume of runoff produced from a 0.75-inch storm event, prior to its discharge 

to a stormwater conveyance system; or 

• The volume of runoff produced from a historical-record based reference 24-hour 

rainfall criterion for “treatment” (0.75-inch average for the Los Angeles County 

area) that achieves approximately the same reduction in pollutant loads achieved 

by the 85th percentile 24-hour runoff event. 

Culver City Municipal Code 

CCMC Section 5.05.030 requires owners and occupants of property in the City to 

implement non-structural and/or structural BMPs to prevent or reduce the discharge of 

operational pollutants to the municipal storm drain system to the maximum extent 

practicable, such as: minimizing washing down of paved areas and runoff from irrigation 

to the extent practicable; sweeping and collecting debris from paved areas; conducting 

vehicle maintenance in protected areas that avoid the discharge of associated pollutions to 

the storm drain system; periodic sweeping of parking lots with more than 25 parking spaces 

that are subject to stormwater runoff; and application of measures in areas where fuels, 

chemicals, animal waste, garbage, batteries, or other materials are used, stored or disposed 

of to avoid adverse impacts on water quality. 

Culver City Municipal Code (CCMC) Section 5.05.040 requires the implementation of 

LID strategies and SUSMP outlining pollution prevention control requirements during 

operation for projects meeting specified size and/or redevelopment criteria to mimic 

predevelopment hydrology. LID strategies include infiltration, evapotranspiration, 

bioretention, and/or rainfall harvest and use to retain stormwater runoff on-site for the 

Stormwater Quality Design Volume (SWQDv) defined as the 85 percentile 24-hour runoff 

event from the Los Angeles County 85th percentile precipitation isohyetal map. SUSMP 

stormwater pollution control strategies include but may not be limited to: minimizing 

impervious surface area; conserving natural areas, providing storm drain system stenciling 

and signage, periodic street and parking lot sweeping, minimizing runoff during irrigation, 
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avoiding motor vehicle washing where the runoff can enter the storm drain system, and 

installation of grease/oil clarifiers. 

Los Angeles Municipal Code 

Section 64.70 of the LAMC sets forth the City’s Stormwater and Urban Runoff Pollution 

Control Ordinance. The ordinance prohibits the discharge of the following into any storm 

drain system: 

• Any liquids, solids, or gases which by reason of their nature or quantity are 

flammable, reactive, explosive, corrosive, or radioactive, or by interaction with 

other materials could result in fire, explosion or injury.  

• Any solid or viscous materials, which could cause obstruction to the flow or 

operation of the storm drain system.  

• Any pollutant that injures or constitutes a hazard to human, animal, plant, or fish 

life, or creates a public nuisance.  

• Any noxious or malodorous liquid, gas, or solid in sufficient quantity, either singly 

or by interaction with other materials, which creates a public nuisance, hazard to 

life, or inhibits authorized entry of any person into the storm drain system.  

• Any medical, infectious, toxic or hazardous material or waste.  

In October 2011, the City of Los Angeles passed an ordinance (Ordinance No. 181899) 

amending LAMC Chapter VI, Article 4.4, Sections 64.70.01 and 64.72 to expand the 

applicability of the existing SUSMP requirements by imposing rainwater Low Impact 

Development (LID) strategies on projects that require building permits. The LID ordinance 

became effective on May 12, 2012. 

The intent of the LID standards is to: 

• Require the use of LID practices in future developments and redevelopments to 

encourage the beneficial use of rainwater and urban runoff; 

• Reduce stormwater/urban runoff while improving water quality; 

• Promote rainwater harvesting; 

• Reduce offsite runoff and provide increased groundwater recharge; 

• Reduce erosion and hydrologic impacts downstream; and 

• Enhance the recreational and aesthetic values in our communities. 
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2.2. GROUNDWATER 

Safe Drinking Water Act 

The Safe Drinking Water Act (SDWA) is the main federal law that ensures the quality of the 

Nation’s drinking water.20 The SDWA was originally passed by Congress in 1974 to protect public 

health by regulating the nation's public drinking water supply and its sources: rivers, lakes, 

reservoirs, springs, and groundwater wells. Under SDWA, the USEPA sets standards for drinking 

water quality and oversees the states, localities, and water suppliers that implement those standards. 

The SDWA regulates contaminants of concern in domestic water supply, including MCLs, and that 

the EPA has delegated the Cal Dept. of Public Health the responsible agency for administering 

California's drinking water program. MCLs are established under CCR Title 22, Div. 4, Ch. 15, 

Article 4 (Title 22 Standards). 

Sustainable Groundwater Management Act of 2014 

The Sustainable Groundwater Management Act of 2014 (SGMA) requires the designation of 

groundwater sustainability agencies (GSAs) by one or more local agencies and the adoption of 

groundwater sustainability plans (GSPs) for basins designated as medium- or high-priority by the 

California Department of Water Resources (DWR). SGMA grants new powers to GSAs, including 

the power to adopt rules, regulations, ordinances, and resolutions; regulate groundwater 

extractions; and to impose fees and assessments. SGMA also allows the State Water Resources 

Control Board (SWRCB) to intervene if local agencies will not or do not meet the SGMA 

requirements, in addition to mandating that critically overdrafted basins be sustainable by 2040, 

and medium- or high-priority by 2042. 

Board Basin Plan for the Coastal Watersheds of Los Angeles and Ventura Counties 

As required by the California Water Code, the LARWQCB has adopted the Basin Plan. 

Specifically, the Basin Plan designates beneficial uses for surface and ground waters, sets 

narrative and numerical objectives that must be attained or maintained to protect the 

designated beneficial uses and conform to the State's anti-degradation policy, and describes 

implementation programs to protect all waters in the Los Angeles Region. In addition, the 

Basin Plan incorporates (by reference) all applicable State and Regional Board plans and 

policies and other pertinent water quality policies and regulations. Those of other agencies 

are referenced in appropriate sections throughout the Basin Plan. 

The Basin Plan is a resource for the Regional Board and others who use water and/or 

discharge wastewater in the Los Angeles Region. Other agencies and organizations 

involved in environmental permitting and resource management activities also use the 

 
20

  United States Code, Title 42 – The Public Health and Welfare- Chapter 6A Public Health and Service, Safe Drinking Water 
Act. 2006 Edition, Supplement 4, 2006. 
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Basin Plan. Finally, the Basin Plan provides valuable information to the public about local 

water quality issues.  

3. ENVIRONMENTAL SETTING 

 

3.1. SURFACE WATER HYDROLOGY 

 

3.1.1. REGIONAL 

The Project Site is located within the Ballona Creek Watershed (Watershed) in the Los 

Angeles Basin. The Watershed encompasses an area of approximately 130 square miles 

extending from the Santa Monica Mountains and the Ventura-Los Angeles County line on 

the north, to the Harbor Freeway (110) on the east, Santa Monica to the west, and to the 

Baldwin Hills on the south. Ballona Creek is a 9-mile-long flood protection channel that 

drains the Watershed to the Pacific Ocean. The major tributary areas to Ballona Creek 

include Centinela Creek, Sepulveda Canyon Channel, Benedict Canyon Channel, and 

numerous storm drains. Refer to Figure 1 for the Ballona Creek Watershed Map.  

3.1.2. LOCAL 

The Project fronts Venice Boulevard to the north, National Boulevard to the west, and 

private property and Washington Boulevard to the south. There are two separate storm 

drain systems in the streets surrounding the project where flow is collected. There is an 89-

inch storm drain line belonging to Los Angeles County Flood Control District (LACFCD) 

flowing south in National Boulevard before turning to flow east in Washington Boulevard. 

This storm drain continues to flow east and south before discharging to Ballona Creek. The 

second storm drain is a 33-inch storm drain owned and maintained by the City of Los 

Angeles flowing east on the north side of Venice Boulevard. This storm drain continues 

flowing east before discharging to Ballona Creek. Ballona Creek generally flows 

southwest, ultimately discharging into the Pacific Ocean at the Santa Monica Bay. Ballona 

Creek is designed to discharge to Santa Monica Bay approximately 71,400 cubic feet per 

second from a 50-year frequency storm event.21 

3.1.3. ON SITE 

The Project Site is 4.46 acres and is approximately 95% impervious and improved with 

multiple commercial buildings and surface parking. 

 

The Project Site drainage can be categorized into three distinct drainage areas: discharge 

to Venice Boulevard, National Boulevard and Washington Boulevard.  Although the 

Project Site is divided between two jurisdictions, a portion of the existing stormwater 

drainage is routed from the Los Angeles parcel to the Culver City parcel via onsite catch 

basins that are piped in the southwesterly direction towards the LACFCD system within 

National Boulevard. 

 

 
21  http://www.ladwpw.org/wmd/watershed/bc/; accessed January 28, 2022. 
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The buildings fronting on Venice Boulevard are located within the Los Angeles parcel and 

partially drain via roof and curb drains to Venice Boulevard. From there, flow continues 

east and is collected in a catch basin on Venice Boulevard adjacent to the northeast corner 

of the site.  

 

Approximately 0.21 acres (4.7% of the site) located at the southeast corner of the Project 

Site fronting Washington Boulevard drains to the Washington Boulevard curb face. 

Stormwater flows via gutter to a catch basin on the Wesley Street and Washington 

Boulevard intersection.  

 

See Figure 2 for an exhibit showing the existing drainage pattern of the Project Site.  

 

Table 1 below shows existing volumetric flow rate generated by the 50-year storm event.

 Table 1- Existing Drainage Stormwater Runoff Calculations  

Drainage Area Area (Acres) 

 

Impervious 

Percentage 

Q50 (cfs)        

(volumetric flow rate measured 

in cubic feet per second) 

Existing DA-1 1.00 98.1% 3.01 

Existing DA-2 3.25 94.4% 9.75 

Existing DA-3 0.21 100.0% 0.63 

SITE TOTAL 4.46 95.5% 13.39 

 

3.2. SURFACE WATER QUALITY 

 

3.2.1. REGIONAL 

As stated above, the Project Site lies within the Ballona Creek Watershed. Constituents of 

concern listed for Ballona Creek under California’s Clean Water Act Section 303(d) List 

include Indicator Bacteria, Copper, Cyanide, Lead, Toxicity, Trash, Viruses (Enteric), and 

Zinc. No Total Maximum Daily Load (TMDL) data have been recorded by EPA for this 

waterbody22.  

3.2.2. LOCAL 

In general, urban stormwater runoff occurs following precipitation events, with the volume 

of runoff flowing into the drainage system depending on the intensity and duration of the 

rain event. Contaminants that may be found in stormwater from developed areas include 

sediments, trash, bacteria, metals, nutrients, organics, fuel, motor oil and pesticides. The 

source of contaminants includes surface areas where precipitation falls, as well as the air 

through which it falls. Contaminants on surfaces such as roads, maintenance areas, parking 

lots, and buildings, which are usually contained in dry weather conditions, may be carried 

by rainfall runoff into drainage systems.  The City of Los Angeles and Los Angeles County 

 
22  2016 Waterbody Report for Ballona Creek, 

https://iaspub.epa.gov/waters10/attains_waterbody.control?p_au_id=CAR4051300019980918142302&p_list_id=C

AR4051300019980918142302&p_cycle=2016; accessed January 28, 2022. 
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Flood Control District (LACFCD), which maintains catch basins in Culver City, typically 

install catch basins with screens to capture debris before entering the storm drain system. 

In addition, City of Los Angeles and Culver City conduct routine street cleaning operations, 

as well as periodic cleaning and maintenance of catch basins, to reduce stormwater 

pollution within their respective jurisdictions. 

3.2.3. ON SITE 

While the Project Site currently does not have structural BMPs for the treatment of 

stormwater runoff from existing impervious surfaces such as building roof areas and 

pavements, there are a range of non-structural BMPs and environmental water quality 

measures that are currently utilized at the Project Site to minimize the impact of pollutant 

sources. These include general housekeeping practices such as regular trash collection, 

spill prevention and response activities where applicable; proper storage of hazardous 

materials and wastes; and substituting environmentally friendly products for 

environmentally hazardous products, such as soaps, solvents, and pesticides. In addition, 

stormwater runoff from the minimal existing pervious surfaces such as the landscaped 

areas is naturally treated to some extent by existing vegetation and the absorptive 

properties of the existing soils. Based on the existing operations within the Project Site, 

the on-site runoff likely contains the following pollutants of concern: sediment, nutrients, 

pesticides, metals, pathogens, and oil and grease.  See Figure 2 for an exhibit showing the 

Project Site’s existing drainage patterns. 

 

3.3. GROUNDWATER HYDROLOGY 

 

3.3.1. REGIONAL 

Groundwater use for domestic water supply is a major beneficial use of groundwater basins 

in Los Angeles County. The Cities of Los Angeles and Culver City overlie the Los Angeles 

Coastal Plain Groundwater Basin (Basin). The Basin is comprised of the Hollywood, Santa 

Monica, Central, and West Coast Groundwater Subbasins. Groundwater flow in the Basin 

is generally south-southwesterly and may be restricted by natural geological features. 

Replenishment of groundwater basins occurs mainly by percolation of precipitation 

throughout the region via permeable surfaces, spreading grounds, and groundwater 

migration from adjacent basins, as well as injection wells designed to pump freshwater 

along specific seawater barriers to prevent the intrusion of salt water. Refer to Figure 6 for 

the groundwater basin exhibit. 

3.3.2. LOCAL  

The Project Site specifically lies along the eastern edge of the Santa Monica Subbasin. The 

Santa Monica Subbasin is bounded on the north by the Santa Monica Mountains, on the 
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east by Newport-Inglewood Fault Line, on the west by Pacific Ocean, and on the south by 

the Ballona Escarpment.23  

Groundwater in the Subbasin is replenished primarily by percolation of precipitation and 

stream flow from the Santa Monica Mountains to the north. Over time, urbanization has 

decreased the amount of pervious surfaces limiting natural recharge through direct 

percolation. The natural safe yield of the Subbasin is estimated to be approximately 3,000 

acre-feet per year (AFY). 

3.3.3. ON-SITE 

Approximately 5% of the site is currently pervious. This area is comprised entirely of 

vegetated planters along building perimeters and within the surface parking lot. 

Approximately 85.3% of the Project Site currently drains to National and Venice 

Boulevards. Given the limited pervious area it is unlikely that the existing site has any 

significant impact to groundwater. Refer to Figure 2 for the existing on-site drainage 

pattern. 

A total of four borings observations were conducted as part of the geotechnical report 

preparation. The borings were drilled to a depth of 80 to 90 feet below the existing grade. 

The test pits were excavated to depths of 10 and 20 feet below the existing grade. Fill 

materials were encountered at depths ranging between 3 and 11.5 feet below the existing 

grade. The fill consists of silty sand, dandy and clayey silt, and sandy and silty clay, which 

are dark brown and gray in color, moist, medium dense or stiff and fine grained. The fill is 

in turn underlain by native alluvial soils, consisting of interlayered mixtures of sandy silt 

and clay. The native alluvial soils range from yellowish brown to grayish brown to dark 

gray in color, and are moist to wet, medium dense to very dense, or stiff to very stiff, and 

fine to coarse grained, with occasional gravel, pebbles, and cobbles. 

For the purposes of analyzing potential for liquefaction, four site-specific analyses were 

performed following the Recommended Procedures for Implementation of the California 

Geologic Survey Special Publication 117A, Guidelines for Analyzing and Mitigating 

Seismic Hazards in California and the EERI Monograph by Idris and Boulanger. According 

to groundwater data provided in the Seismic Hazard Zone Report of the Beverly Hills 7 ½ 

- Minute Quadrangle, the historic highest groundwater level for the site was on the order 

of 20 feet below the ground surface. During field explorations, groundwater was 

encountered at varying depths ranging between 28.8 feet below grade and 33 feet below 

grade.24 Based on a review of the exploration logs, the upper 20 feet soils strata consist 

primarily of clays and silts. These fine soils are considered to be relatively impervious. 

More granular materials, which are more pervious, were found below a depth of 20 feet. 

Both the historically high groundwater level and the current groundwater level were 

 

23 

https://www.santamonica.gov/Media/Users/smgov_5Calfredo_2Egonzalez/SMBGSA/0_Santa_Monica_Subbas

in_DRAFT_GSP_TOC_ES.pdf  
24   Geotechnologies, Inc., Evaluation of Soils and Geology Issues, Proposed Commercial Office Development, 8825 

National Boulevard and 8771 Washington Boulevard, Culver City, California; 8876, 8884, 8886, and 8888 National 

Boulevard, Culver City, California. Updated January 25, 2022. 
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utilized for the liquefaction analyses. The results of the analyses indicate that the site soils 

would not be susceptible to liquefaction during the ground motion expected during the 

design basis earthquake.   

Walls below grade should be designed to resist lateral earth pressures and seismic lateral 

pressures, plus surcharges from adjacent loads.  Subterranean walls should be designed to 

resist hydrostatic pressures in addition to design lateral earth pressures or be provided with 

a positive domestic drainage system behind the walls. 

Where subterranean levels extend below the design groundwater elevation (30-feet), the 

subterranean levels of structures will need to be waterproofed and design to resist the 

hydrostatic pressures imposed on the floor slabs and walls or have wall drainage and a 

subdrain system installed below the floor slab to collect groundwater and permanently 

dewater the building location. For hydrostatic design of the subterranean portions of the 

buildings, consideration will be given to both current and forecasted groundwater levels 

and historic high groundwater levels would not likely need to be used in design to resist 

hydrostatic pressure. The Cities of Los Angeles and Culver City will likely require a 

standard wall backdrain and subdrain system below the lowest floor to accommodate 

nuisance and locally perched groundwater. Furthermore, there are no groundwater 

production wells, public water supply wells, or spreading grounds within one mile of the 

Project Site.  Thus, local groundwater production is not expected to significantly impact 

groundwater level at the Project Site. Conversely, less than significant impacts to the 

groundwater level at the Project Site are not expected to affect groundwater level at local 

groundwater wells or spreading grounds. 

 

3.4. GROUNDWATER QUALITY 

 

3.4.1. REGIONAL 

As stated above, the Project site overlies the Los Angeles Coastal Plain Groundwater Basin, 

specifically the Santa Monica subbasin, which falls under the jurisdiction of the Los 

Angeles Regional Water Quality Control Board (LARWQCB). According to 

LARWQCB’s Basin Plan, water quality objectives applying to all ground waters of the 

region include bacteria, chemical constituents and radioactivity, mineral quality, nitrogen 

(nitrate, nitrite), and taste and odor.25  

3.4.2. LOCAL 

As stated above, the Project Site specifically lies north of the Santa Monica Subbasin. 

Based upon LARWQCB’s Basin Plan, constituents of concern listed for the Santa Monica 

Subbasin include boron, chloride, nitrate, sulfate, and Total Dissolved Solids (TDS). 

 

25  Los Angeles Regional Water Quality Control Board, Basin Plan, April 2013,  

https://www.waterboards.ca.gov/losangeles/water_issues/programs/basin_plan/basin_plan_documen
tation.html accessed February 9, 2022. 
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Groundwater elevations within the Santa Monica Subbasin are influenced by the rates of 

groundwater production and groundwater recharge. The subbasin is comprised of two 

different aquifers; the Ballona Aquifer and the Silverado Aquifer. The Ballona Aquifer is 

located west of the Charnock Fault and thereby not within the proximity of the Project Site. 

The Silverado Aquifer stretches from the Pacific Ocean to the Newport-Inglewood Fault, 

meaning that the Project Site overlies the Silverado Aquifer. Groundwater elevations in the 

Silverado Aquifer measured in 2018 ranged from 53 feet below mean sea level (MSL) to 

230 feet above MSL. The highest groundwater elevations were measured in the northern 

part of the Subbasin, at the base of the Santa Monica Mountains, and the lowest 

groundwater elevations were measured adjacent to the Charnock wellfield. Groundwater 

flow directions in the Subbasin are complex and depend on both local groundwater 

production operations, and subsurface hydrogeology. In general, however, groundwater 

within the Subbasin tends to flow from the recharge areas in the north toward the south, 

except in areas of the City of Santa Monica production wellfields. 

When the City of Santa Monica is not producing groundwater from the Charnock and 

Olympic wellfields, the LACPGM suggests that the Subbasin gains groundwater in storage 

in water years when the precipitation is greater than 105% of average. When the Charnock 

and Olympic wellfields are producing groundwater, however, the Subbasin gains 

groundwater storage in water years when the precipitation is greater than 135% of average. 

Between water years 1985 and 2012, the LACPGM estimates that groundwater in storage 

decreased by an average rate of approximately 580 AFY, for a cumulative decrease of 

approximately 15,700 AF. 

Groundwater quality data has been collected from wells within the Subbasin since the early 

1900s. However, regular sampling and recording of groundwater quality data in the 

Subbasin did not begin until the 1980s. Samples from the City of Santa Monica municipal 

supply wells provide the most complete record of groundwater quality data in the Silverado 

aquifer. Additional groundwater quality data are available from monitoring wells 

associated with environmental cleanup sites, of which there are over 40 open sites and 535 

total sites in the Subbasin.  

Groundwater quality has been negatively impacted by industrial activity in the Subbasin. 

In 1996, after detecting MTBE, a fuel additive, in routine samples collected from its 

production wells in the Charnock wellfield, the City of Santa Monica ceased groundwater 

production from five of its most productive wells. In 2006, the City of Santa Monica 

reached a settlement with the responsible parties who have funded efforts to restore the 

Charnock wellfield to operational status. Industrial contamination has also impacted the 

Olympic wellfield. Treatment of the raw groundwater from both wellfields is required in 

order to meet drinking water standards. The City of Santa Monica complies with the 

requirements of the State Water Resources Control Board (SWRCB) Division of Drinking 

Water (DDW), which, in addition to requiring that treated water supplies be sampled to 

demonstrate compliance with drinking water quality standards, requires the City of Santa 

Monica and other water purveyors in the Plan Area to collect and analyze raw water 

samples from their drinking water systems (including groundwater wells). 
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3.4.3. ON-SITE 

 Given the impervious percentage of the site, as well as the existing storm drain 

infrastructure of the site, it is unlikely that the Site contributes significantly to groundwater 

recharge. Stormwater is routed from the site to catch basins on Venice Blvd, National Blvd, 

and Washington Blvd. Therefore, the existing Project Site does not significantly contribute 

to groundwater pollution or otherwise significantly adversely impact groundwater quality.  

Though it is possible for surface water borne contaminants to percolate into groundwater 

and affect groundwater quality, as the Project Site is 95% impervious in the existing 

condition, no appreciable infiltration of potential contaminants described above is expected 

to occur. Additionally, good housekeeping practices and compliance with all existing 

hazardous waste regulations further reduce this potential. Therefore, groundwater quality 

is not expected to be impacted by existing activities at the Project Site. 

4. SIGNIFICANCE THRESHOLDS 

 

4.1. SURFACE WATER HYDROLOGY 

Appendix G of the State of California’s CEQA Guidelines provides a set of sample 

questions that address impacts with regard to surface water hydrology.  These questions 

are as follows: 

Would the project: 

• Substantially alter the existing drainage pattern of the site or area, including 

through the alteration of the course of a stream or river, in a manner which 

would result in substantial erosion or siltation on- or off-site; 

• Substantially alter the existing drainage pattern of the site or area, including 

through the alteration of the course of a stream or river, in a manner which 

would result in flooding on- or off-site; 

• Create or contribute runoff water which would exceed the capacity of 

existing or planned storm water drainage systems or provide substantial 

additional sources of polluted runoff 

• Place housing within a 100-year flood hazard area as mapped on a federal 

Flood Hazard Boundary or Flood Insurance Rate Map or other flood hazard 

delineation map; 

• Place within a 100-year flood hazard area structures which would impede or 

redirect flood flows; 

• Expose people or structures to a significant risk of loss, injury, or death 

involving flooding, including flooding as result of the failure of levee or 

dam; 
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4.2. SURFACE WATER QUALITY 

Appendix G of the CEQA Guidelines provides a set of sample questions that address 

impacts with regard to surface water quality.  These questions are as follows: 

Would the project: 

• Violate any water quality standard or waste discharge requirements; or  

• Otherwise substantially degrade water quality. 

In the context of the above questions from Appendix G, the L.A. CEQA Thresholds Guide 

states that a project would normally have a significant impact on surface water quality if it 

would result in discharges that would create pollution, contamination or nuisance, as 

defined in Section 13050 of the CWC or that cause regulatory standards to be violated, as 

defined in the applicable NPDES stormwater permit or Water Quality Control Plan for the 

receiving water body.   

The CWC includes the following definitions: 

• “Pollution” means an alteration of the quality of the waters of the state to a degree 

which unreasonably affects either of the following:  1) the waters for beneficial uses 

or 2) facilities which serve these beneficial uses.  “Pollution” may include 

“Contamination”. 

• “Contamination” means an impairment of the quality of the waters of the state by 

waste to a degree, which creates a hazard to the public health through poisoning or 

though the spread of disease.  “Contamination” includes any equivalent effect 

resulting from the disposal of waste, whether or not waters of the state are affected. 

• “Nuisance” means anything which meets all of the following requirements:  1) is 

injurious to health, or is indecent or offensive to the senses, or an obstruction to the 

free use of property, so as to interfere with the comfortable enjoyment of life or 

property; 2) affects at the same time an entire community or neighborhood, or any 

considerable number of persons, although the extent of the annoyance or damage 

inflicted upon individuals may be unequal; and 3) occurs during, or as a result of, 

the treatment or disposal of wastes.26 

 

4.3. GROUNDWATER HYDROLOGY 

Appendix G of the CEQA Guidelines provides a sample question that addresses impacts 

with regard to groundwater.  This question is as follows: 

Would the project: 

 

26  City of Los Angeles.LA. CEQA Thresholds Guide.  2006 

http://www.environmentla.org/programs/Thresholds/Complete%20Threshold%20Guide%202006.pdf 
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• Substantially decrease groundwater supplies or interfere substantially with 

groundwater recharge such that the project may impede sustainable 

groundwater management of the basin; 

4.4. GROUNDWATER QUALITY 

Appendix G of the CEQA Guidelines provides a set of sample questions that address 

impacts with regard to groundwater quality.  These questions are as follows: 

Would the project: 

• Violate any water quality standards or waste discharge requirements or 

otherwise substantially degrade surface or groundwater quality; 

• Conflict with or obstruct implementation of a water quality control plan or 

sustainable groundwater management plan; 

5. METHODOLOGY 

 

5.1. SURFACE WATER HYDROLOGY 

The Project Site is located within the Cities of Los Angeles and Culver City. Both the City 

of Los Angeles and Culver City have adopted the Los Angeles County Department of 

Public Works (LACDPW) Hydrology Manual as its basis of design for storm drainage 

facilities. The City of Los Angeles adopted this Manual per the City’s Special Order No. 

007-1299, December 3, 1999. LACDPW Hydrology Manual requires projects to have 

drainage facilities that meet the Urban Flood level of protection. The Urban Flood is runoff 

from a 25-year frequency design storm falling on a saturated watershed. A 25-year 

frequency design storm has a probability of 1/25 of being equaled or exceeded in any year.  

The L.A. CEQA Thresholds Guide, however, establishes the 50-year frequency design 

storm event as the threshold to analyze potential impacts on surface water hydrology as a 

result of development. To provide a more conservative analysis, this report analyzes the 

larger storm event threshold, i.e., the 50-year frequency design storm event. 

The Modified Rational Method was used to calculate storm water runoff.  The “peak” 

(maximum value) runoff for a drainage area is calculated using the formula, Q = CIA 

Where, 

           Q = Volumetric flow rate (cfs) 

           C = Runoff coefficient (dimensionless) 

           I = Rainfall Intensity at a given point in time (in/hr) 

           A = Basin area (acres) 

 

The Modified Rational Method assumes that a steady, uniform rainfall rate will produce 

maximum runoff when all parts of the basin area are contributing to outflow. This occurs 

when the storm event lasts longer than the time of concentration. The time of concentration 
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(Tc) is the time it takes for rain in the most hydrologically remote part of the basin area to 

reach the outlet.  

The method assumes that the runoff coefficient (C) remains constant during a storm.  The 

runoff coefficient is a function of both the soil characteristics and the percentage of 

impervious surfaces in the drainage area. 

LACDPW has developed a time of concentration calculator, Hydrocalc, to automate time 

of concentration calculations as well as the peak runoff rates and volumes using the 

Modified Rational Method design criteria as outlined in the Hydrology Manual. The data 

input requirements include: sub-area size, soil type, land use, flow path length, flow path 

slope and rainfall isohyet.  The Hydrocalc Calculator was used to calculate the storm water 

peak runoff flow rate for the Project conditions by evaluating an individual sub-area 

independent of all adjacent subareas. See Figure 5 for the Hydrocalc Calculator results and 

Figure 9 for the Isohyet Map. 

 

5.2. SURFACE WATER QUALITY 

 

5.2.1. CONSTRUCTION 

Construction BMPs will be designed and maintained as part of the implementation of the 

SWPPP in compliance with the Construction General Permit. The SWPPP shall begin 

when construction commences, before any site clearing and grubbing or demolition 

activity. During construction, the SWPPP will be referred to regularly and amended as 

changes occur throughout the construction process. The Notice of Intent (NOI), 

Amendments to the SWPPP, Annual Reports, Rain Event Action Plans (REAPs), and Non-

Compliance Reporting will be posted to the State’s SMARTS website in compliance with 

the requirements of the Construction General Permit.   

  

5.2.2. OPERATION 

The Project will meet the requirements of the City of Los Angeles’s LID standards.27 The 

City of Los Angeles adopted the 5th edition of LID Handbook on May 9, 2016, as 

authorized by Section 64.72 of the Los Angeles Municipal Code approved by Ordinance 

No. 183833. Culver City Municipal Code (CCMC) Section 5.05.040 requires the 

implementation of LID strategies and SUSMP outlining pollution prevention control 

requirements during operation for projects meeting specified size and/or redevelopment 

criteria to mimic predevelopment hydrology. Both ordinances from the City of Los Angeles 

and Culver City comply with RWQCB and SUSMP requirements for specific development 

and redevelopment categories to manage stormwater runoff. The City of Los Angeles and 

 

27   The Development Best Management Practices Handbook, Part B Planning Activities, 5th edition was adopted by 

the City of Los Angeles, Board of Public Works on July 1, 2011 to reflect Low Impact Development (LID) 

requirements that took effect May 12, 2012. 
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Culver City are both part of the Ballona Creek Watershed Management Group which has 

outlined LID strategies that can be used within the Ballona Creek Watershed, of which the 

Project is a part. The LID strategies being used as part of the Project are acceptable within 

the Ballona Creek Watershed Management Program. Under section 3.1.3. of the LID 

Manual, post-construction stormwater runoff from a new development must be infiltrated, 

evapotranspirated, captured and used, and/or treated through high efficiency BMPs onsite 

for at least the volume of water produced by the greater of the 85th percentile storm or the 

0.75-inch storm event.  The LID Manual prioritizes the selection of BMPs used to comply 

with stormwater mitigation requirement. The order of priority is:  

1. Infiltration Systems  

2. Stormwater Capture and Use 

3. High Efficient Biofiltration/Bioretention Systems 

4. Combination of Any of the Above 

According to the City of Los Angeles LID Handbook, the mitigated volume generated from 

the greater of the 85th percentile storm and the 0.75‐inch storm event at a minimum: 

Vdesign (gallons) = (85th percentile or 0.75 inch * 7.48 gallons/cubic foot) *                          

Catchment Area (sq. ft.) 

Where:  

Catchment Area = (Impervious Area x 0.9) + [(Pervious Area + Undeveloped Area) 

x 0.1] 

For catchment areas given in acres, multiply the above equation by 43,560 sq. ft./acre. 

The Project Site comprises of 1.63 acres within Culver City and 2.83 acres within the City 

of Los Angeles. Based on these sizes, the LID system for Culver City would be required 

to mitigate up to 33,903 gallons of runoff generated by the design storm event. The LID 

system for Los Angeles would be required to mitigate up to 69,621 gallons of runoff 

generated by the design storm event. See Figures 7 and 8 for LID calculations for both 

portions of the project. This calculation considers the proposed impervious percentage of 

the site upon completion. Figure 10 shows the design storm event used for the 

determinations of these values. 

Feasibility screening delineated in the LID manual is applied to determine which BMP will 

best suit the Project. Specifically, LID guidelines require that infiltration systems maintain 

at least 10 feet of clearance to the groundwater, property line, and any building structure. 

Per the Project Geotechnical Report conducted by Geotechnologies, Inc, the groundwater 

was encountered during surface investigation at varying depths of 28.8 to 33 feet below 

ground surface. See page 6 of the Geotechnical Report page 6 and Boring Log B1 for the 

observed groundwater depths. 
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On-site stormwater infiltration is not considered to be feasible in the Project site. The 

geotechnical report has determined that the upper 20 feet of soils strata consists primarily 

of clays and silts. These fine soils are considered to be relatively impervious. More granular 

materials, which are adequate for infiltration, were found below a depth of 20 feet. 

However, ground water has been observed at the site to a depth as shallow as 28.8 feet 

below grade. Regulations require that a minimum of 10 feet vertical separation be 

maintained between the bottom of stormwater infiltration systems and the groundwater 

level. This required separation would not permit infiltration withing the granular soils 

strata. This determination was made by reviewing boring logs performed on both the City 

of Los Angeles and Culver City portions of the project. This indicates that infiltration will 

be infeasible on both parcels.  

Stormwater capture and re-use will likely be required. Approximately 41,372 square feet 

of landscaping, with an average Plant Factor of 0.3, is intended to be used between the two 

portions of the project and this would justify the feasibility of a stormwater capture and re-

use system per LID guidelines.  

5.3. GROUNDWATER 

The significance of this Project as it relates to the level of the underlying groundwater table 

of the Santa Monica Groundwater Subbasin included a review of the following 

considerations: 

Analysis and Description of the Project’s Existing Condition 

The Project site lies near the eastern border of the Santa Monica Subbasin. Specifically, it 

overlies the eastern edge of the Silverado Aquifer. No monitoring wells are located within 

one mile of the Project site. 

Soils within the project site vary in their impermeability. The first 20 feet below the surface 

comprise mostly of silts and clays and therefore have low impermeability. Soils at depths 

deeper than 20 feet are more permeable. The surface of the existing site is approximately 

95% impermeable and as a result, provides minimal groundwater recharge. According to 

Earthquake Hazard Zone Investigations of the Beverly Hills 7½ Minute Quadrangle 

performed by the California Geology Survey, the Site is mapped in a Liquefaction Zone. 

See Figure 13 for a map of the investigation. However, a liquefaction study outlined in the 

geotechnical report indicate that site soils would not be susceptible to liquefaction during 

the ground motion expected during the design basis earthquake.  

Analysis of the Proposed Project Impact on Groundwater Level 

The proposed Project site is not expected to require permanent dewatering but will require 

temporary dewatering during the trenching and excavation process. An estimate on the rate 

and duration of this temporary dewatering operation is unknown. 
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The proposed Project is not expected to have an impact on existing groundwater resources 

or the existing ground water flow patterns. Existing groundwater within the subbasin are 

complex and dependent on local groundwater production operations. In general, however, 

groundwater within the subbasin tends to flow from north to south. 

Short-term groundwater quality impacts could potentially occur during construction of the 

Project as a result of soil or shallow groundwater being exposed to construction materials, 

wastes, and spilled materials. These potential impacts are qualitatively assessed. 

6. PROJECT IMPACT ANALYSIS 

 

6.1. CONSTRUCTION 

 

6.1.1. SURFACE WATER HYDROLOGY 

Construction activities for the Project include demolition of the existing buildings, site 

clearing and excavating a maximum of approximately 50-feet below the existing grade to 

construct the subterranean parking level. 

It is anticipated that approximately 298,000 cubic yards of soil would need to be exported 

as a result of the Project. These activities will temporarily alter the drainage pattern and 

flows on the Project Site by exposing the underlying soils and may make the Project Site 

temporarily more permeable. Also, exposed and stockpiled soils could be subject to erosion 

and conveyance into nearby storm drains during storm events. In addition, on-site watering 

activities to reduce airborne dust could contribute to pollutant loading in runoff.  

However, as the construction site would be greater than one acre, the Project would be 

required to obtain coverage under the NPDES General Construction stormwater permit. In 

accordance with the requirements of this permit, the Project would implement a SWPPP 

that specifies BMPs and erosion control measures to be used during construction to manage 

runoff flows and prevent pollution. BMPs would be designed to reduce runoff and pollutant 

levels in runoff during construction. The NPDES and SWPPP measures are designed to 

(and would in fact) contain and treat, as necessary, stormwater or construction watering on 

the Project site so runoff does not impact off-site drainage facilities or receiving waters. 

Construction activities are temporary and flow directions and runoff volumes during 

construction will be controlled. 

In addition, the Project would be required to comply with all applicable City of Los Angeles 

and Culver City grading permit regulations that require necessary measures, plans, and 

inspections to reduce sedimentation and erosion. Thus, through compliance with all 

NPDES General Construction Permit requirements, implementation of BMPs, and 

compliance with applicable City grading regulations, the Project would not substantially 

alter the Project Site drainage patterns in a manner that would result in substantial erosion, 

siltation, or flooding on- or off-site. Similarly, adherence to standard compliance 

measurements in construction activities not to cause flooding, substantially increase or 



 

 

Crossings Campus  Hydrology & Water Resources Technical Report 

March 2022  Page 30 

 

 

decrease the amount of surface water flow from the Project Site into a water body, or result 

in a permanent, adverse change to the movement of surface water. Some construction 

activities are expected to take place within public right-or-way (ROW) but measures 

pursuant to the site SWPPP will prevent impacts to surface water hydrology. As 

construction activities would be mostly limited to the Project Site, such activities would 

not conflict with implementation of a water quality control plan. Therefore, construction-

related impacts to surface water hydrology would be less than significant. 

6.1.2. SURFACE WATER QUALITY 

Construction activities such as earth moving, maintenance of construction equipment, 

handling of construction materials, and dewatering, can contribute to pollutant loading in 

stormwater runoff. However, as previously discussed, construction contractors disturbing 

greater than on acre of soil would be required to obtain coverage under the NPDES General 

Construction Permit (order No. 2009-0009-SWQ). In accordance with the requirements of 

the permit, the Project Applicants would prepare and implement a site-specific SWPPP 

adhering to the California Stormwater Quality Association (CASQA) BMP Handbook. The 

SWPPP would specify BMPs to be used during construction. BMPs would include, but not 

be limited to: erosion control, sediment control, non-stormwater management, and 

materials management BMPs. See Figure 14 for typical SWPPP BMPs to be implemented 

during construction of the Project. 

As discussed further in Section 6.1.3 below, the Project is expected to require dewatering 

during construction. Dewatering operations are practices that discharge non-stormwater, 

such as groundwater, that must be removed from a work location to proceed with 

construction into the drainage system. Discharges from dewatering operations can contain 

high levels of fine sediments, which if not properly treated, could lead to exceedance of 

the NPDES requirements. If groundwater is encountered during construction, temporary 

pumps and filtration would be utilized in compliance with the NPDES permit. The 

temporary system would comply with all relevant NPDES requirements related to 

construction and discharges from dewatering operations.  

With implementation of the SWPPP, site-specific BMPs would reduce or eliminate the 

discharge of potential pollutants from stormwater runoff. In addition, the Project Applicant 

would be required to comply with City of Los Angeles and Culver City grading permit 

regulations and inspections to reduce sedimentation and erosion. Construction of the 

Project would not result in discharge that would cause: (1) pollution which would alter the 

quality of the water of the State (i.e., Ballona Creek to a degree which unreasonably affects 

beneficial uses of the waters; (2) contamination of the quality of the water of the State by 

waste to a degree which creates a hazard to the public health through poisoning or through 

the spread of diseases; or (3) nuisance that would be injurious to health; affect an entire 

community or neighborhood, or any considerable number of persons; and occurs during or 

as a result of the treatment or disposal of wastes. Furthermore, construction of the Project 

would not result in discharges that would cause regulatory standards to be violated in the 

Ballona Creek Watershed. The Project would also not provide substantial additional 

sources of polluted runoff, nor would it conflict with the implementation of a water quality 
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control plan. In addition, implementation of the SWPPP would ensure that construction 

activities would not result in substantial erosion or siltation on- or off-site, or risk release 

of other pollutants due to inundation. Therefore, temporary construction-related impacts 

on surface water quality would be less than significant. 

6.1.3. GROUND WATER HYDROLOGY 

As stated above, construction activities for the Project would include excavating down 

approximately 50-feet for subterranean parking, building up the structure, and hardscape 

and landscape around the structure. As described in the Preliminary Geotechnical 

Investigation Report28 prepared for the Project Site, groundwater was encountered during 

substructure investigation at a depth of 28.8 - 33 feet below ground surface. Additionally, 

historic groundwater has been mapped for the Project Site at a depth of 20 feet. The 

Project’s proposed excavation is anticipated to go beyond the observed and historic 

groundwater levels suggesting that temporary dewatering is expected during construction. 

If groundwater is encountered during construction, temporary pumps and filtration would 

be utilized in compliance with all applicable regulations and requirements, including with 

all relevant NPDES requirements related to construction and discharges from dewatering 

operations.  

6.1.4. GROUNDWATER QUALITY 

As discussed above, the Project would include excavations to a maximum depth of 

approximately 50-feet below ground surface. The Project would also result in a net export 

of approximately 298,000 cubic yards of existing soil material. Although not anticipated at 

the Project Site, any contaminated soils found would be captured within that volume of 

excavated material, removed from the Project Site, and remediated at an approved disposal 

facility in accordance with regulatory requirements.  

During on-site grading and building construction, hazardous materials, such as fuels, 

paints, solvents, and concrete additives, could be used and would therefore require proper 

management and, in some cases, disposal. The management of any resultant hazardous 

wastes could increase the opportunity for hazardous materials released into groundwater. 

Compliance with all applicable federal, state, and local requirements concerning the 

handling, storage and disposal of hazardous waste, would reduce the potential for the 

construction of the Project to release contaminants into groundwater that could affect 

existing contaminants, expand the area or increase the level of groundwater contamination, 

or cause a violation of regulatory water quality standards at an existing production well. In 

addition, as there are no groundwater production wells, public water supply wells, 

spreading grounds, or injection wells within one mile of the Project Site, construction 

activities would not be anticipated to affect existing wells. Therefore, the Project would 

not violate any water quality standards or waste discharge requirements or otherwise 

substantially degrade groundwater quality. As construction activities are not expected to 

 
28 Geotechnologies, Inc., Evaluation of Soils and Geology Issues, Proposed Commercial Office Development, 8825 

National Boulevard and 8771 Washington Boulevard, Culver City, California; 8876, 8884, 8886, and 8888 National 

Boulevard, Culver City, California. Updated January 25, 2022.  





















































































































































Sanitary /Septic Waste Management WM-9 

Description and Purpose 
Proper sanitary and septic waste management prevent the 
discharge of pollutants to stormwater from sanitary and septic 
waste by providing convenient, well-maintained facilities, and 
arranging for regular service and disposal. 

Suitable Applications 
Sanitary septic waste management practices are suitable for use 
at all construction sites that use temporary or portable sanitary 
and septic waste systems. 

Limitations 
None identified. 

Implementation 
Sanitary or septic wastes should be treated or disposed of in 
accordance with state and local requirements. In many cases, 
one contract with a local facility supplier will be all that it takes 
to make sure sanitary wastes are properly disposed. 

Storage and Disposal Procedures 
Temporary sanitary facilities should be located away from 
drainage facilities, watercourses, and from traffic 
circulation. If site conditions allow, place portable facilities 
a minimum of 50 feet from drainage conveyances and 
traffic areas. When subjected to high winds or risk of high 
winds, temporary sanitary facilities should be secured to 
prevent overturning. 
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Categories 

EC Erosion Control 

SE Sediment Control 

TC Tracking Control 

WE Wind Erosion Control 

NS Non-Stormwater 
Management Control 
Waste Management and WM 
Materials Pollution Control 

Legend: 
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Targeted Constituents 

Sediment 

Nutrients 

Trash 

Metals 

Bacteria 

Oil and Grease 

Organics 

Potential Alternatives 

None 
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Liquid Waste Management 

Description and Purpose 
Liquid waste management includes procedures and practices to 
prevent discharge of pollutants to the storm drain system or to 
watercourses as a result of the creation, collection, and disposal 
of non-hazardous liquid wastes. 

Suitable Applications 
Liquid waste management is applicable to construction projects 
that generate any of the following non-hazardous by-products, 
residuals, or wastes: 

■ Drilling slurries and drilling fluids 

■ Grease-free and oil-free wastewater and rinse water 

■ Dredgings 

■ Other non-stormwater liquid discharges not permitted by 
separate permits 

Limitations 
■ Disposal of some liquid wastes may be subject to specific 

laws and regulations or to requirements of other permits 
secured for the construction project (e.g., NPDES permits, 
Army Corps permits, Coastal Commission permits, etc.). 

■ Liquid waste management does not apply to dewatering 
operations (NS-2 Dewatering Operations), solid waste 
management (WM-5, Solid Waste Management), hazardous 
wastes (WM-6, Hazardous Waste Management), or 
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