Table 4. Construction Vibration Potential Damage Criteria

Maximum PPV (in/sec)

Transient | Continuous/Frequent
Structure and Condition Sources Intermittent Sources
Extremely fragile historic buildings, ruins, ancient monuments 0.12 0.08
Fragile buildings 0.2 0.10
Historic and some old buildings 0.5 0.25
Older residential structures 0.5 0.3
New residential structures 1.0 0.5
Modern industrial/commercial buildings 2.0 0.5

Note: Transient sources create a single isolated vibration event, such as blasting or drop balls.
Continuous/frequent intermittent sources include impact pile drivers, pogo-stick compactors, crack-and-seat
equipment, vibratory pile drivers, and vibratory compaction equipment.

Source: Caltrans Transportation and Construction Vibration Guidance Manual, 2013

Criteria listed in Table 5 are thresholds of vibration levels that would result in annoyance or
interference with activities of people. These levels are also expressed in terms of the PPV. The
City has adopted the “distinctly perceptible” levels as its threshold of significance for people’s

sensitivity to vibration.

Table 5. Groundborne Vibration Potential Annoyance Criteria

Maximum PPV (in/sec)

Transient | Continuous/Frequent
Human Response Sources Intermittent Sources
Barely perceptible 0.04 0.01
Distinctly perceptible 0.25 0.04
Strongly perceptible 0.9 0.10
Severe 2.0 0.4

Note: Transient sources create a single isolated vibration event, such as blasting or drop balls.
Continuous/frequent intermittent sources include impact pile drivers, pogo-stick compactors, crack-and-seat
equipment, vibratory pile drivers, and vibratory compaction equipment.

Source: Caltrans Transportation and Construction Vibration Guidance Manual, 2013

It should be noted, projects using only equipment that generates little or no ground vibration, such
as air compressors, light trucks, and hydraulic loaders, would only require qualitative descriptions.
A quantitative construction vibration analysis is appropriate for projects where construction
vibration may result in building damage or prolonged annoyance. For example, activities involving
blasting, pile driving, vibratory compaction, demolition, drilling, or heavy grading or excavation
near sensitive structures require a quantitative vibration analysis.




4, METHODOLOGY
4.1 Noise

To quantify the existing noise environment in the vicinity of the project site, a noise measurement
survey consisting of long-term (24-hour) and short-term (15-minute) noise measurements was
conducted at seven locations representative of noise-sensitive receivers nearest to the project site
(see Figure 2). The noise measurements consisted of 24-hour measurements at two of the
monitoring sites (LT1 and LT2, located near the north and west parts of the project site), and short-
term measurements at the remaining sites (ST1 through ST5) representing other noise-sensitive
uses surrounding the project site. The purpose of the 24-hour measurements was to capture
variations in background noise levels during the day and night hours and capture CNEL values
typical of the adjoining existing homes in the Project area. The short-term noise levels were
conducted in order to quantify existing background noise levels at representative noise-sensitive
locations around the project site during the daytime hours when future construction activities
would occur. Short-term Crown Valley traffic noise measurements and concurrent traffic counts
were also conducted at one additional location within the Project site (ST6) in order to validate the
noise model developed for Crown Valley traffic.

Characteristic noise sources are typically identified with land use intensification such as that
proposed for the development of the proposed Project. Construction activities, especially
construction heavy equipment and traffic, will create short-term noise increases near the Project
site.  Such impacts would be important for nearby noise-sensitive receptors, such as any existing
residential uses. Upon completion of project construction, project-related traffic will cause an
incremental increase in area-wide noise levels throughout the project area. Traffic noise impacts
are analyzed to insure that the project does not adversely impact the acoustic environment of the
surrounding community.

For assessment of potential future noise impacts due to the proposed Project, temporary noise
exposure during the construction phase and permanent noise effects due to existing traffic on area
roadways and additional traffic generated by the project are evaluated.

Noise levels due to construction of the proposed project are estimated based upon available
reference noise level data from construction equipment (FHWA, 2006), distance between
construction activities and nearest representative noise-sensitive receiver locations, and shielding
effects of local terrain, where applicable.

Traffic noise levels were evaluated using the Federal Highway Administration (FHWA) Traffic
Noise Model (TNM) version 2.5 computer program. TNM is the latest analytical method
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developed for roadway traffic noise prediction. The model is based upon reference energy
emission levels for automobiles, medium trucks (2 axles), heavy trucks (3 or more axles), buses
and motorcycles, with consideration given to vehicle volume, speed, roadway configuration,
distance to the receiver, atmospheric conditions, and the acoustical characteristics of the site.
TNM was developed to predict hourly Leq values for free-flowing and interrupted-flow traffic
conditions.

Traffic data used in the noise model were developed from the Project construction and operation
traffic study data provided by the project traffic consultant (LLG, 2021). Peak-hour and daily
traffic volumes with and without the Project for existing (2020) conditions were utilized in TNM
to assess changes in noise exposure of noise-sensitive uses due to traffic changes induced by the
proposed Project.

4.2 Vibration

For estimation of ground-borne vibration levels at the nearest residential structures in the vicinity
of the Project site due to Project construction, reference vibration levels were obtained from the
Caltrans Transportation and Construction Vibration Guidance Manual (Caltrans, 2013). Local
ground vibration attenuation rate was determined based on the type of soil within the Project site.
Ground vibration attenuation rate was then applied to reference vibration levels from construction
machinery to predict the levels of construction vibration at the nearest residential structures to the
Project site. Estimated construction vibration levels are compared with applicable building damage
and human perceptibility criteria to determine Project vibration impacts at neighboring receivers.

5. SETTING

The Project site is within a currently vacant parcel of land located along Crown Valley Parkway,
opposite of Paseo Del Niguel, in the City of Laguna Niguel. Surrounding land uses consist of
single-family land uses to the north, west, and east of the Project site and multi-family
condominiums (La Vista Condominiums) to the south.

The main source of noise currently affecting the Project area is local vehicular traffic on Crown
Valley Parkway located along the east side of the Project site. Other noise sources include
occasional distant aircraft overflights, occasional landscape maintenance activities, and other
natural sounds, such as those from chirping birds.
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5.1 Existing Noise Environment

5.1.1 Ambient Noise Measurements

Existing ambient noise levels in the project environs were quantified based upon two long-term
(24-hour) and five short-term (15-minute) noise level measurements conducted at locations
representative of the nearest noise-sensitive uses in the vicinity of the project site. The noise
monitoring locations are depicted on Figure 2. Long-term noise monitoring locations are
designated as LT1 and LT2, and short-term noise monitoring locations are shown as locations ST1
through ST5. Following are brief descriptions of the noise monitoring locations:

LT1: This 24-hour noise monitoring site is located near the backyard of the residence at 30581
North Hampton Road, Laguna Niguel. The purpose of choosing this site is to capture day
and night noise levels representative of the outdoor activity areas of existing single-family
homes located at the end of North Hampton Road cul-de-sac north of the Project site.

LT2: This 24-hour noise monitoring site is located near the southwest corner of the Project site,
and represents background noise levels in areas west and south of the Project site that are
farther from Crown Valley Parkway.

Short-term noise monitoring was also conducted for the purpose of quantifying daytime noise
levels at noise-sensitive locations surrounding the project site during times of day when future
Project construction activities would take place. Descriptions of the short-term noise monitoring
locations are as follows:

ST1:. This short-term noise measurement location is near the outdoor areas of the single-family
home located at 30562 Via Estoril, and is representative of the existing residences
northwest of the Project site.

ST2: This short-term location is near the outdoor areas of the single-family home located at
30652 Via Estoril, and is representative of the existing residences west and southwest of
the Project site.

ST3: This short-term monitoring site is located north of Building 1 within the La Vista
Condominiums, and is representative of the outdoor areas of condominiums nearest to the
Project site and farthest from Crown Valley Parkway.
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Figure 2
Noise Measurement Locations
The Cove at El Niguel

24-hour Noise Measurement Location

Short-term Noise Measurement Location
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ST-4. This short-term measurement location is north of Building 22 within the La Vista
Condominiums, and is representative of the outdoor areas of condominiums nearest to the
Project site and closest to Crown Valley Parkway.

ST-5: This noise measurement location is on the public sidewalk next to the single-family home
located at 30652 Paseo Del Niguel. This site represents the residential land uses east of
the project site across Crown Valley Parkway.

Instrumentation utilized for the measurement of existing noise levels included a Rion NL-42 sound
level meter and a Rion NL-52 sound level meter.  The instrumentation was calibrated prior to and
following each measurement with a Rion NC-74 acoustical calibrator to ensure the accuracy of the
measurements. All measurement equipment complies with applicable specifications of the
American National Standards Institute (ANSI) and the International Electrotechnical Commission
(IEC) for the Type | and Type Il (precision) sound level meters. The microphones were placed
on tripods at 5 feet above the local ground.

The background noise level measurements were conducted during several time periods between
Wednesday, April 28, 2021 and Thursday, April 29, 2021 at the locations noted on Figure 2. The
noise measurements at the long-term monitoring locations included hourly average background
noise level (Leg) in dBA. At each of the short-term monitoring locations, the measurements
included two 15-minute continuous samples of background noise, for which Leg, Lmin (Mminimum
sound level), and Lmax (maximum sound level), L10 (level exceeded 10 percent of the time), L50
(level exceeded 50 percent of the time), and L90 (level exceeded 90 percent of the time) were
recorded. These measurements are deemed to be adequate to depict typical daytime noise levels
(i.e., during times when construction would occur) at each of the representative monitoring
locations. Appendix B depicts photographs of the noise monitors at each of the long-term and
short-term monitoring locations.

Table 6 summarizes the measured background noise levels at long-term (24-hour) sites LT1 and
LT2. For each of these locations, the 24-hour CNEL is also calculated and shown in the table.
The measured background sound levels reported in Table 6 may be compared to the noise level
standards of the City to determine how existing noise levels compare with the City's applicable
noise level criteria.

From the measured existing background sound level data at the two long-term locations, it is
apparent that measured existing CNEL values at the 24-hour noise monitoring locations are below
the City’s land use compatibility threshold of 60 dB CNEL for residential uses.
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Table 6

24-hour Noise Monitoring Results
The Cove at El Niguel
April 28-29, 2021

Measurement Start Measured Hourly Leq, dBA
Time Site LT1 Site LT2
10:00 AM 46.3 -
11:00 AM 44.0 -
12:00 PM 45.2 -
1:00 PM 45.1 -
2:00 PM 47.2 46.8
N [3:00PM 50.2 43.2
s | 4:00PM 53.2 53.9
x 5:00 PM 46.8 42.1
S  |e00PM 44.8 40.2
7:00 PM 46.0 433
8:00 PM 453 403
9:00 PM 45.4 41.5
10:00 PM 41.2 36.4
11:00 PM 40.0 37.0
12:00 AM 35.7 31.4
1:00 AM 36.6 32.7
2:00 AM 34.1 31.5
3:00 AM 31.7 31.2
4:00 AM 39.1 35.9
N | 5:00AM 48.0 41.9
S | 6:00AM 44.7 41.2
x 7:00 AM 46.2 45.3
S [s00am 45.9 50.3
9:00 AM 46.0 43.4
10:00 AM - 47.1
11:00 AM - 416
12:00 PM - 43.7
1:00 PM - 51.5
CNEL, dBA 50.0 47.5

Source: A/E Tech LLC
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Summary of the noise levels measured during the short-term sampling effort is shown in Table 7.
The results of short-term background noise measurements indicate that existing daytime noise
levels at exterior of single- and multi-family land uses west and southwest of the Project site, away
from Crown Valley Parkway, are 46 to 48 dBA. At outdoor locations of condominiums south of
the Project site and closer to Crown Valley Parkway, exterior average daytime noise levels are
about 58 dBA. Within the single-family residential neighborhoods beyond the first row of homes
east of the Project site, outdoor daytime noise levels are between 48 to 52 dBA. All the measured
daytime background noise levels are typical of residential settings and considered relatively quiet.

Table 7

Summary of Measured Short-Term Background Noise Levels (dBA)

The Cove at El Niguel
April 28-29, 2021

Monitoring Start Duration
Location Date Time (minutes) | Leq [ Lmin | Lmax L1o Lso Loo
ST1 4/28/2021 | 11:51 AM 15 475 | 414 | 679 475 44.4 42.9
12:06 PM 15 47.8 | 423 63.3 49.4 45.9 44.1
ST2 4/29/2021 | 1:06 PM 15 46.2 | 41.1 61.9 47.7 44.7 42.3
1:21 PM 15 478 | 43.1 62.1 49.6 46.3 44.4
ST3 4/28/2021 | 11:10 AM 15 48.0 | 38.7 57.6 51.2 46.4 42.2
11:25 AM 15 47.2 | 40.2 54.3 49.9 46.4 43.1
ST4 4/28/2021 | 10:34 AM 15 58.2 | 41.2 69.7 61.2 56.6 50.3
10:49 AM 15 57.7 | 40.8 68.0 61.3 56.1 48.1
ST5 4/29/2021 | 10:33 AM 15 48.4 | 38.5 64.2 49.9 46.4 43.2
10:48 AM 15 51.8 | 43.3 64.5 53.4 49.6 46.5

Source: A/E Tech LLC

5.1.2 Traffic Noise Measurements

Short-term traffic noise level measurements (15 minutes in duration) and concurrent traffic counts
were conducted within the Project site (at Site ST6 shown on Figure 2) on Thursday, April 29,
2021. The purpose of these measurements is to validate the noise model to be used in estimating
Crown Valley traffic noise levels.

Measurement equipment consisted of a Rion NL-52 precision sound-level meter. A Rion NC-74
acoustical calibrator was used to calibrate the sound-level meter before and after each
measurement to ensure the accuracy of the measurements. All instrumentation comply with the
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requirements of the American National Standards Institute (ANSI) and International
Electrotechnical Commission (IEC) for Type I (precision) sound-level equipment.

During the traffic noise measurements, weather conditions were generally calm to slightly breezy
(2 to 7 miles per hour) with clear skies. Temperatures were near 79 degrees Fahrenheit (°F) and
relative humidity was 35 percent.

The results of the traffic noise level measurements and concurrent traffic counts are summarized
in Table 8.

TABLE 8

Measured Traffic Noise Levels (dBA)
The Cove at El Niguel

April 29, 2021
Measured Sound Traffic Counts (15 minutes)
Sj[art Level Southbound Northbound
Time
Leq | Lmin | Lmax A MT | HT Bus | MC A MT | HT | Bus | MC

11:45 AM | 60.5 | 39.7 71.5 212 2 0 0 0 172 2 1 1 1
12:00 PM | 61.3 | 42.8 73.0 258 0 1 1 4 195 3 1 1 3
A = Automobiles  MT = Medium Trucks HT = Heavy Trucks Bus=Busses MC=Motorcycles

Source: A/E Tech LLC

Existing roadway geometry and number of vehicles counted during the noise measurement periods
were entered into the noise model, and noise levels were calculated. Table 9 is a summary of noise
levels obtained during the traffic noise measurements and their comparison to levels predicted by
the TNM.

The last column of Table 9 depicts the differences between the measured and modeled noise levels.
The difference between measured and modeled noise levels are within 2 dBA, which depicts
acceptable agreement between the two levels. This close agreement verifies the accuracy of TNM
in predicting traffic noise levels in areas within and in the vicinity of the Project site.
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TABLE 9

Comparison of Measured and Modeled
Traffic Noise Levels (dBA)

Modeled
Measurement minus
Location Measured Leq | Modeled Leg Measured Leq
ST6 60.5 61.7 +1.2
61.3 62.9 +1.6

Source: A/E Tech LLC

6. FUTURE NOISE IMPACTS

Future noise impacts from the proposed Project would include short-term, temporary effects
during the construction phase of the Project and potential permanent effects resulting from
increased traffic brought on the local roadway system by the proposed Project. This section
describes the methods, data, and findings of the construction and traffic noise analyses
performed to determine the level of impacts, and whether predicted noise exposure would be in
compliance with the City’s applicable noise criteria.

6.1 Construction Noise

During the construction of the proposed project, overall noise levels would vary based on the
level of construction activity, the types of equipment used, when the equipment is being
operated, and the distance from construction activities to neighboring noise-sensitive receivers.
Construction of the proposed Project will include three distinct time periods during which
several components would occur. In the first phase, noise will be due to site preparation,
excavation, and grading of the site. In the second phase, noise would be from construction of
building foundations, framing, and building construction. In the last construction period, noise
exposure would be caused by activities involving paving, concrete installation, and landscaping.

Of the above, the grading/excavation component of construction typically generates the highest
noise levels due to higher utilization of heavier machinery and the need for use of haul trucks at
the Project site to export or import soil as may be needed.
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6.1.1 Grading/Excavation Noise Levels

Grading/excavation of the Project site would take place over a period of two to six working weeks.
The equipment to be utilized during peak grading activities period include two (2) scrapers, one
dozer, one motor grader, and one water truck.

Noise levels at exterior areas of the nearest neighboring noise-sensitive receivers (see Figure 3),
were estimated for grading and excavation activities by using equipment reference noise levels,
equipment utilization rates, and estimated distances to each receiver.

Typical construction equipment noise level data were obtained from the Roadway Construction
Noise Model developed by the Federal Highway Administration (FHWA, 2006). The noise
database utilized for estimating construction noise levels includes maximum noise level from each
piece of machinery at a reference distance of 50 feet. Noise attenuation due to distance is assumed
to be 6 dBA per doubling of distance from the equipment. Approximate local shielding effects due
to topography and property walls were also taken into account in the calculations.

Table 10 summarizes estimated ranges of grading/excavation noise levels in terms of hourly Leq
and compares the overall resultant noise levels to the existing background noise levels at each
representative receiver location. These noise levels are based on a conservative assumption of non-
stop grading activities by multiple construction equipment in each area during a full construction
day. Therefore, because of variations in intensity of grading activities, it is unlikely that such noise
levels would be generated for the full scheduled duration of grading/excavation.

As defined previously, a noise impact would occur if construction of a project causes ambient
noise levels to exceed 80 dBA Leq during daytime. Comparison of the combined construction and
background noise levels to those existing at each location shows that grading/excavation
operations would not result in significant noise levels at any of the exterior areas of homes nearest
to the Project site.

With windows and doors closed, standard residential building construction achieves outdoor-to-
indoor noise reductions of 25 dBA or more. Therefore, interior noise levels at the homes
immediately adjacent to the Project site would have interior noise levels of 48 dBA (73 dBA - 25
dBA =48 dBA) or less. Such levels would be below the City’s daytime interior noise level limit
of 55 dBA (see Table 3). This means that construction noise would not result in an interior impact.
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Figure 3
Construction Noise Receivers
The Cove at El Niguel
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Combined Construction and Existing Noise Levels (Leq, dBA)

TABLE 10

Grading/Excavation
The Cove at El Niguel

Range of Combined
Existing Distances to Estimated Construction Significant
Sound Construction Construction + Existing Noise
Receiver Location Level (feet) Noise Level Noise Level Impact?
C1: 30562 Via Estoril 48 455-1,000 55-62 56—-62 No
C2: 30652 Via Estoril 47 325-900 56—-65 57-65 No
C3: Building 22, The Vista | gg 135-625 59-72 62-72 No
Condominiums
C4: First-Row Homes, 50 140-735 53-67 55-67 No
Paseo Del Niguel
C5: Single-Family Homes, 46 70-610 54-73 55_73 No
N Hampton Rd

Source: A/E Tech LLC

6.1.2 Construction Traffic Noise

During the construction of the proposed project, vehicular traffic on local roadways will increase
due to use of personal vehicles by construction employees and hauling trucks transporting
materials and equipment to and from the Project site. Such increases in traffic volumes would
result in increased traffic noise levels along the local roadways utilized by traffic associated with

the Project.

In order to forecast the potential construction related trips associated with the construction
activities at the project site, the following assumptions have been utilized for the three

construction components:

Site Grading/Excavation

e A five-day workweek (Monday through Friday) and nine-hour workday was assumed.

e The Project site is generally considered near-balanced and will require approximately 130
cubic yards (CY) of soil to be exported for grading. Based on a capacity of 10 CY per
truck, the site would require approximately 13 truckloads for soil export (i.e. 26 total

daily truck trips).

e A total of 5 workers per day was assumed.
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Building Foundation/Framing/Construction
e A five-day workweek (Monday through Friday) and nine-hour workday was assumed.
e Atotal of 7 trucks per day was assumed (i.e. 14 total daily truck trips).
e Atotal of 6 workers per day was assumed.

Paving/Concrete/Landscape
e A five-day workweek (Monday through Friday) and nine-hour workday was assumed.
e Atotal of 3 trucks per day was assumed (i.e. 6 total daily truck trips).
e Atotal of 6 workers per day was assumed.

Construction traffic route during all construction periods would be along Crown Valley Parkway,
with entering traffic approaching from the north and exiting traffic traveling to the north.

Potential increases in traffic noise exposure due to vehicle trips generated during construction
components with the highest traffic volumes were evaluated using existing traffic volumes on local
roadways leading to the Project site and adding the highest anticipated construction traffic volumes
to the existing volumes. The traffic data were utilized in the validated TNM to evaluate the
differences in hourly average traffic noise level (Leq) between the existing and existing with
construction AM peak-hour conditions. AM peak-hour was used for the analysis because it
presents slightly lower existing total traffic volumes than PM peak-hour on Crown Valley
Parkway, and would therefore result in higher increases in noise levels due to addition of
construction traffic.

Based on the construction traffic assumptions, during the most intensive construction activities,
i.e., site grading/excavation, a total of five employee automobiles would travel to the Project site
in the AM peak-hour and two trucks would arrive at and one truck depart from the project site
during this hour.

Table 11 summarizes the comparison of calculated existing AM peak-hour Leq values between
the existing and existing with construction conditions. As shown in Table 11, the proposed
Project construction truck traffic would cause increases in hourly traffic noise level of only

up to 0.2 dB at the exterior of residential uses along Crown Valley Parkway north of the Project
site. Such increases in traffic noise would not be noticeable to neighboring residents.
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TABLE 11

Comparison of AM Peak-Hour Traffic Leq (dBA)
Between Existing and Existing with Construction Conditions
The Cove at El Niguel

AM Peak-hour Predicted Peak-hour Traffic Noise Level
Traffic Volume at 100 ft from Roadway Centerline
Existing With Existing With Noise Level
Roadway Segment Existing | Construction | Existing | Construction Change
SB Crown Valley Pkwy —
North of Project site 1,029 1,036
62.6 62.8 +0.2

NB Crown Valley Pkwy — 749 750
North of Project site

Based on the construction traffic assumptions, a total of 5 employee automobiles would travel to the project site in the AM peak-
hour, two trucks would arrive at and one truck would depart from the Project site during this hour. Construction traffic is assumed to
travel on Crown Valley Parkway north of the Project site.

Sources: LLG, 2021
A/E Tech LLC

On an average daily basis, the project construction during its most intense periods would increase
the average daily traffic (ADT) volume by only 36 vehicle trips, including 10 employee vehicle
trips and 26 heavy truck trips in and out of the Project site. Noise effect of this increase in ADT
on the CNEL at noise-sensitive locations along Crown Valley Parkway would be an increase of
only 0.1 dB or less. Therefore, increase in traffic CNEL along area roadways would not be
noticeable at nearby noise-sensitive locations during the construction of the proposed Project.

6.2 Project-Related Operational Noise

Long-term noise effects of the proposed Project on neighboring noise-sensitive uses would be due
to increased vehicular traffic on the local roadways generated by the proposed Project. This
analysis quantifies noise effects of increased traffic on local roadways due to the proposed project
by comparing the existing traffic noise levels along Crown Valley Parkway without the Project to
those with the Project.

6.2.1 Project-related Traffic Noise

The proposed Project will add traffic to the local roadway system on a daily basis. Vehicular traffic
generated by the Project would utilize the local area roadway network for accessing the Project
site. Potential increases in traffic noise exposure due to traffic generated by the proposed Project
were evaluated using existing peak-hour and ADT volumes with and without the proposed Project.

With- and without-Project existing AM and PM peak-hour traffic volumes and ADT volumes on
Crown Valley Parkway were obtained from the Traffic Assessment prepared for the project (LLG,
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2021). Vehicle composition data, including breakdown of automobiles, medium trucks (2-axle),
heavy trucks (3 or more axles), buses, and motorcycles were developed from the traffic counts
conducted during the onsite traffic noise measurements.

Based on the traffic data obtained from the Traffic Assessment report, Project traffic volumes
during the AM and PM peak hours would be 10 and 12 vehicle trips, respectively. Over a 24-hour
period, the Project would generate a total of 161 vehicle trips. These traffic data were utilized in
the FHWA TNM version 2.5 to evaluate differences in hourly average (Leq) and daily (CNEL)
traffic noise levels between the with- and without-Project scenarios.

Comparison of existing peak-hour Leq values between the with-Project and without-Project
scenarios at the traffic noise measurement location (approximately 60 feet from the edge of the
nearest travel lane) shows that there would be virtually no change in traffic noise levels due to the
Project during AM and PM peak traffic hours. Therefore, Project traffic would not result in any
noticeable changes in traffic noise at residential uses along Crown Valley Parkway during peak
traffic hours, and such impacts would not be significant.

On a daily basis, the proposed Project would increase the ADT volume on Crown Valley
Boulevard in the vicinity of the Project site by 161 vehicles. Noise effect of such an increase in
daily volumes on the CNEL at residential locations along the roadway would only be a 0.1 dB
increase. Therefore, increase in daily average traffic noise levels would also be insignificant.

7. VIBRATION

Construction of the Project is expected to generate temporary groundborne vibration in the
immediate vicinity of certain construction activities. Groundborne vibration could cause human
annoyance and potential building damage. Typical construction equipment with the potential to
create groundborne vibration include pile drivers, vibratory rollers, large bulldozers, loaded trucks,
jackhammers, and small bulldozers. Of these pieces of equipment, only small and large bulldozers
are proposed for construction of the Project. For the purpose of this study, it is assumed that soil
compaction would be done using pneumatic rollers.

Primary factors affecting the level of attenuation of vibration in the ground include the type and
intensity of vibration at the source and the type of soil through which vibratory force propagates.
Groundborne vibration levels from large and small bulldozers are 0.089 in/sec and 0.003 in/sec,
respectively, at 25 feet from the source (Caltrans 2013). The soil type at the Project site may be
categorized as competent soil type, which generally includes sandy clays, silty clays, gravel, silts,
or weathered rock (American Geotechnical, 2021).
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Use of bulldozers during construction of the proposed Project would result in generation of
intermittent groundborne vibration events at the buildings located closest to construction activities.
The nearest sensitive buildings to construction equipment would be residential buildings north of
the Project site, at the south end of North Hampton Road, at distances as close as approximately 60
to 90 feet from construction activities.

Assuming the use of bulldozers similar to the reference equipment, the groundborne vibration levels
at the nearest residential buildings to the Project site were calculated. In addition, since annoyance
from ground-borne vibration is an indoor phenomenon, coupling effects of building structures on
vibration levels were considered for estimating vibration velocities inside the buildings. Table 12
shows the results of calculated groundborne vibration levels in terms of PPV (in/sec).

Comparison of the results in Table 12 to the established City vibration criteria (see Section 3.3)
shows that the highest groundborne vibration level of 0.023 in/sec due to a large bulldozer is far
below the damage criteria for all building categories. In terms of perceptibility to the people living
near the Project site, the estimated vibration levels generated by a large dozer would be below the
limit of 0.04 in/sec significance threshold for frequent intermittent events at all the residential
buildings nearest to the Project site. Vibration levels due to a small dozer would be well below all
the sensitivity criteria at any of the neighboring structures.

Table 12
Calculated Groundborne Vibration Levels (PPV, in/sec)
The Cove at El Niguel

Distance Large Small
Receiver (feet) Dozer Dozer
1: 30562 Via Estoril 479 0.001 0.00005
2: 30652 Via Estoril 340 0.002 0.0001
3: Building 22 at The Vista Condos 164 0.006 0.0002
4: 30631 Paseo Del Niguel 199 0.005 0.0002
5: 30582 N Hampton Rd 97 0.013 0.0004
6: 30585 N Hampton Rd 65 0.023 0.0008
7: 30581 N Hampton Rd 76 0.019 0.0006

Source: A/E Tech LLC

In summary, construction vibration levels would not result in any potential building damage at
neighboring residential structures. Highest vibration levels from a large dozer would also meet the
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