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1 INTRODUCTION 

This report presents the results of the focused traffic analysis (TA) for the proposed Ramona 
Gateway Commerce Center όάtǊƻƧŜŎǘέύ, which is located south of Ramona Expressway and 
between Nevada Avenue and Webster Avenue within the City of PerrisΩ Perris Valley Commerce 
Center Specific Plan (PVCC SP) as shown on Exhibit 1-1.  

The purpose of this traffic analysis is to evaluate the potential deficiencies related to traffic and 
circulation system operations that may result from the development of the proposed Project, 
and to recommend improvements to address potential deficiencies in order to achieve 
acceptable circulation system operational conditions.  This report has been prepared in 
accordance with the approved Project Traffic Study Scoping agreement through consultation 
with City of Perris staff, which is provided in Appendix 1.1 of this report.  The scoping agreement 
provides an outline of the Project study area, trip generation, trip distribution, and analysis 
methodology. 

1.1 SUMMARY OF FINDINGS 

The Project applicant is proposing to construct the following improvements as design features in 
conjunction with development of the site: 

¶ Construct driveways on Nevada Avenue with stop controls for the westbound traffic (Driveways 
1 through 4). Construct Driveway 5 as a signalized intersection with full access. Construct 
Driveway 6 with right-in access only and stop control for the northbound traffic. Construct 
Driveways on Webster Avenue with stop controls for the eastbound traffic (Driveways 7 and 8). 

¶ Project to construct Nevada Avenue at its ultimate half-section as a Collector (66-foot right-of-
way, 44-foot curb-to-curb) between Ramona Expressway to the southerly Project boundary 
consistent with the PVCC SP and the City of Perris General Plan Circulation Element. New traffic 
signal is proposed at Nevada Avenue and Ramona Expressway. 

¶ Webster Avenue is currently constructed to its ultimate half-section as a Secondary Arterial (94-
foot right-of-way, 64-foot curb-to-curb) between Ramona Expressway and the southerly Project 
boundary consistent with the PVCC SP and the City of Perris General Plan Circulation Element. 

¶ Project to construct Ramona Expressway at its ultimate half-section as an Expressway (184-foot 
right-of-way, 134-foot curb-to-curb) between Nevada Street and Webster Avenue consistent with 
the PVCC SP and the City of Perris General Plan Circulation Element. New traffic signal is proposed 
at Driveway 5 on Ramona Expressway. 

¶ The Project would implement a Class I Multipurpose Trail and landscape improvements along the 
entire perimeter of the site adjacent to the aforementioned roadways. 

Additional details and intersection lane geometrics are provided in Section 1.7 On-Site Roadway 
Improvements and Section 1.8 Site Access Improvements of this report. As provided in the City of 
tŜǊǊƛǎΩǎ ±a¢ {ŎƻǇƛƴƎ CƻǊƳ ŦƻǊ [ŀƴŘ ¦ǎŜ tǊƻƧŜŎǘǎΣ ǘƘŜ tǊƻƧŜŎǘΩǎ ±a¢ ƛƳǇŀŎǘ (for the industrial 
component) is found to have a significant and unavoidable VMT impact, as described in Section 
1.12 VMT Analysis of this report.
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EXHIBIT 1-1: LOCATION MAP 
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1.2 PROJECT OVERVIEW 

The Project is to consist of a 950,224-square-foot (sf) warehouse building which will be evaluated 
assuming 902,713 square feet of high-cube fulfillment center warehouse use (95% of the total 
square footage) and 47,511 square feet of high-cube cold storage use (5% of the total square 
footage).  The Project also includes a retail component that fronts Ramona Expressway, which 
will include 16,500 square feet of fast-food restaurant use with drive-through window, 10,200 
square feet of fast-food restaurant without drive-through window, a 2,400-square-foot 
coffee/donut shop with drive-through, a 3,515-square-foot automated car wash with 1 tunnel, 
and 16-vehicle fueling position gas station (with a 4,600-square-foot convenience store).  The 
Project is anticipated to be constructed in one phase by the middle of 2024.  A preliminary site 
plan (consistent with that submitted to the City as part of the application process), of which the 
traffic study will be based on, is shown on Exhibit 1-2. The above paragraph constitutes the 
ŘŜŦƛƴƛǘƛƻƴ ƻŦ ǘƘŜ tǊƻƧŜŎǘ όάtǊƻƧŜŎǘέύΦ The following describes the access proposed for the site: 

¶ Driveway 1 on Nevada Avenue ς full access for passenger cars only to the industrial component 

¶ Driveway 2 on Nevada Avenue ς full access for all trucks to the industrial component 

¶ Driveway 3 on Nevada Avenue ς full access for all trucks to the industrial component 

¶ Driveway 4 on Nevada Avenue ς full access to the retail component 

¶ Driveway 5 on Ramona Expressway ς full access to the retail component (proposed to be 
signalized) 

¶ Driveway 6 on Ramona Expressway ς right-in access only to the retail component 

¶ Driveway 7 on Webster Avenue ς full access to the retail component 

¶ Driveway 8 on Webster Avenue ς full access for passenger cars only to the industrial component 

Note that Driveway 2 and Driveway 3 associated with the industrial component are only to be 
utilized by trucks.  The parking area shown along the north side of the industrial building is 
intended to be utilized by maintenance and service vehicles (not by employees). The parking area 
on the south side of the industrial building access by Driveways 1 and 8 are for employees and 
visitor passenger vehicles only. Signals would be installed along Ramona Expressway at Nevada 
Avenue and Driveway 5.  These signals along with the existing signal at Webster Avenue will be 
synchronized to optimize traffic flow along Ramona Expressway. 

There are two access alternatives for the proposed retail component that are proposed to be 
evaluated as part of this TA.  The first alternative access requested by the City has been evaluated 
for the proposed retail component with the following assumptions based on the access shown 
on Exhibit 1-3 (all other access to the industrial component is consistent with that described 
above): 

¶ Driveway 4 on Nevada Avenue ς right-in/right-out access only to the retail component 

¶ Driveway 6 on Ramona Expressway ς will not exist 

¶ Driveway 7 on Webster Avenue ς right-in/right-out access only to the retail component 
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EXHIBIT 1-2: PRELIMINARY SITE PLAN 

 

  



Ramona Gateway Commerce Center Traffic Analysis 

13998-08 TA Report REV 

5 

EXHIBIT 1-3: RETAIL COMPONENT ALTERNATIVE ACCESS 1 
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EXHIBIT 1-4: RETAIL COMPONENT ALTERNATIVE ACCESS 2 
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The second access alternative will assume the following access assumptions as shown on Exhibit 
1-4 (all other access to the industrial component will remain the same as described previously): 

¶ Driveway 4 on Nevada Avenue ς right-in/right-out access only to the retail component 

¶ Driveway 6 on Ramona Expressway ς right-in access only to the retail component 

¶ Driveway 7 on Webster Avenue ς right-in/right-out/left -in access only to the retail component 

Regional access to the Project site is provided via the I-215 Freeway and Ramona Expressway and 
future Placentia Interchange (anticipated completion of the interchange per the Riverside County 
Transportation Commission or RCTC is Summer 2022).  Note there is no truck traffic permitted 
on Ramona Expressway within the City of Perris.  As such, all project-related trucks are 
anticipated to utilize the Placentia Avenue interchange to access the I-215 Freeway via Nevada 
Avenue/I-215 E. Frontage Road. 

¢ǊƛǇǎ ƎŜƴŜǊŀǘŜŘ ōȅ ǘƘŜ tǊƻƧŜŎǘΩǎ ǇǊƻǇƻǎŜŘ ƭŀƴŘ ǳǎŜs have been estimated based on trip 
generation rates collected by the Institute of Transportation Engineers (ITE) Trip Generation 
Manual, 11th Edition, 2021. (2)  The Project is estimated to generate 8,372 two-way trip-ends per 
day on a typical weekday with approximately 869 AM peak hour trips and 671 PM peak hour trips 
(actual vehicles)Φ  ¢ƘŜ ŀǎǎǳƳǇǘƛƻƴǎ ŀƴŘ ƳŜǘƘƻŘǎ ǳǎŜŘ ǘƻ ŜǎǘƛƳŀǘŜ ǘƘŜ tǊƻƧŜŎǘΩǎ ǘǊƛǇ ƎŜƴŜǊŀǘƛƻƴ 
characteristics are discussed in greater detail in Section 4.1 Project Trip Generation of this report. 

1.3 ANALYSIS SCENARIOS 

For the purposes of this traffic study, potential deficiencies to traffic and circulation have been 
assessed for each of the following conditions: 

¶ Existing (2022) 

¶ Existing Plus Project (E+P) 

¶ Existing Plus Ambient Growth Plus Cumulative Projects (EAC) (2024) 

¶ Existing Plus Ambient Growth Plus Project Plus Cumulative Projects (EAPC) (2024) 

¶ Horizon Year (2045) Without Project 

¶ Horizon Year (2045) With Project 

1.3.1 EXISTING (2022) CONDITIONS 

Information for Existing (2022) conditions is disclosed to represent the baseline traffic conditions 
as they existed at the time this report was prepared.  Traffic counts were conducted in January 
2022, when local schools were in session (with in-person instruction) and operating on a typical 
bell schedule.  Based on vehicle classification, vehicles were converted to passenger-car-
equivalent (PCE) due to the presence of heavy trucks within the study area.   
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1.3.2 EXISTING PLUS PROJECT CONDITIONS 

The Existing Plus Project (E+P) analysis determines any significant traffic operation and circulation 
system deficiencies that would occur on the existing roadway system in the scenario of the 
Project being placed upon Existing conditions.   

1.3.3 EXISTING PLUS AMBIENT GROWTH PLUS PROJECT PLUS CUMULATIVE (2024) CONDITIONS 

To account for growth in traffic between Existing (2022) conditions and the Project Opening Year 
(2024), a traffic growth rate of 6.09% was assumed (3.0% compounded annually over 2 years). 
The 3.0 percent annual growth rate (compounded annually) is intended to capture non-specific 
ambient traffic growth.  Conservatively, the TA estimates of area traffic growth then adds traffic 
generated by other known or probable related projects.  These related projects are at least in 
part already accounted for in the assumed 6.09% total ambient growth in traffic noted above; 
and in some instances, these related projects would likely not be implemented and operational 
within the 2024 Opening Year time frame assumed for the Project.  The resulting traffic growth 
rate utilized in the TA (6.09% ambient growth + traffic generated by related projects) would 
therefore tend to overstate rather than understate background cumulative traffic deficiencies 
under 2024 conditions. 

1.3.4 HORIZON YEAR (2045) CONDITIONS 

Traffic projections for Horizon Year (2045) conditions were derived from the latest County of 
Riverside Transportation Analysis Model (RIVCOM) using accepted procedures for model forecast 
refinement and smoothing. The Horizon Year conditions analyses will be utilized to determine if 
improvements funded through regional transportation mitigation fee programs, such as the 
Western Riverside Council of Governments (WRCOG) Transportation Uniform Mitigation Fee 
(TUMF) and City Development Impact Fee (DIF) programs, can accommodate the long-range 
cumulative traffic at the target level of service (LOS) identified in the City of Perris (lead agency) 
General Plan.  (3)  Each of these regional transportation fee programs are discussed in more detail 
in Section 8 Local and Regional Funding Mechanisms. 

1.4 STUDY AREA 

To ensure that this TA satisfies the City of PerrisΩ ǘǊŀŦŦƛŎ ǎǘǳŘȅ ǊŜǉǳƛǊŜƳŜƴǘǎΣ ¦Ǌōŀƴ /ǊƻǎǎǊƻŀŘǎΣ 
Inc. prepared a Project traffic study scoping package for review by City of Perris staff prior to the 
preparation of this report. 

1.4.1 INTERSECTIONS 

The 18 study area intersections shown on Exhibit 1-5 and listed in Table 1-1 were selected for 
this TA based on the /ƛǘȅΩǎ Traffic Study Guidelines and in consultation with City of Perris staff. 
The City requires analysis of intersections where the Project would contribute 50 or more peak 
hour trips. Based on the location of the Project site and the trip distribution patterns, the Project 
is anticipated to contribute more than 50 peak hour trips to all study area intersections and to 
the State Highway System. The Project trip generation, distribution, and volumes are further 
explained in Chapter 4 Project Future Traffic of this TA. 
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TABLE 1-1: INTERSECTION ANALYSIS LOCATIONS 

ID Intersection Location Jurisdiction CMP? 

1 I-215 SB Ramps & Ramona Exwy. Caltrans, County of Riverside No 

2 I-215 NB Ramps & Ramona Exwy. Caltrans, County of Riverside No 

3 Nevada Av. & Ramona Exwy. County of Riverside, City of Perris No 

4 Nevada Av. & Driveway 4 City of Perris No 

5 Nevada Av. & Driveway 3 City of Perris No 

6 Nevada Av. & Driveway 2 City of Perris No 

7 Nevada Av. & Driveway 1 City of Perris No 

8 Nevada Av. & Morgan St. City of Perris No 

9 Driveway 5 & Ramona Exwy. City of Perris No 

10 Driveway 6 & Ramona Exwy. City of Perris No 

11 Webster Av. & Ramona Exwy. City of Perris No 

12 Webster Av. & Driveway 7 City of Perris No 

13 Webster Av. & Driveway 8 City of Perris No 

14 Webster Av. & Morgan St. City of Perris No 

15 Indian Av. & Ramona Exwy. City of Perris No 

16 Indian Av. & Morgan St. City of Perris No 

17 Perris Bl. & Ramona Exwy. City of Perris No 

18 Perris Bl. & Morgan St. City of Perris No 

* Note: CMP = Congestion Management Program 

The intent of a Congestion Management Program (CMP) is to more directly link land use, 
transportation, and air quality, thereby prompting reasonable growth management programs 
that will effectively utilize new transportation funds, alleviate traffic congestion and related 
deficiencies, and improve air quality.  Counties within California have developed CMPs with 
varying methods and strategies to meet the intent of the CMP legislation.  None of the study area 
intersections are identified as CMP facilities in the County of Riverside CMP. (4) 
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EXHIBIT 1-5: STUDY AREA 
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1.5 DEFICIENCIES 

This section provides a summary of deficiencies by analysis scenario. Section 2 Methodologies 
provides information on the methodologies used in the analysis and Section 5 E+P Traffic 
Conditions, Section 6 EAC and EAPC (2024) Traffic Conditions, and Section 7 Horizon Year (2045) 
Traffic Conditions includes the detailed analyses. 

1.5.1 E+P CONDITIONS 

Consistent with Existing (2022) traffic conditions, with roadway and intersection improvements 
to be implemented as part of the proposed Project, no study area intersections are anticipated 
to operate at a deficient LOS (i.e., LOS E or worse) with the addition of Project traffic for E+P 
traffic conditions. 

1.5.2 EAC AND EAPC (2024) CONDITIONS 

The following study area intersections are anticipated to operate at a deficient LOS (i.e., LOS E or 
worse) for EAC (2024) traffic conditions: 

¶ I-215 SB Ramps & Ramona Exwy. (#1) ς LOS F PM peak hour only 

¶ I-215 NB Ramps & Ramona Exwy. (#2) ς LOS F AM peak hour; LOS E PM peak hour 

¶ Nevada Av. & Ramona Exwy. (#3) ς LOS F PM peak hour only 

The addition of Project traffic is not anticipated to result in any new deficient intersections as 
compared to EAC (2024) traffic conditions, however, the Project contributes to the cumulative 
deficiencies listed above. The peak hour intersection operations at Nevada Avenue and Ramona 
Expressway are anticipated to improve with the addition of Project traffic due to the anticipated 
Project design features (site adjacent roadway and intersection improvements). 

1.5.1 HORIZON YEAR (2045) CONDITIONS 

The following study area intersections are anticipated to operate at a deficient LOS (i.e., LOS E or 
worse) for Horizon Year (2045) Without Project traffic conditions: 

¶ I-215 SB Ramps & Ramona Exwy. (#1) ς LOS F AM and PM peak hours 

¶ I-215 NB Ramps & Ramona Exwy. (#2) ς LOS F AM and PM peak hours 

¶ Nevada Av. & Ramona Exwy. (#3) ς LOS F AM and PM peak hours 

¶ Webster Av. & Ramona Exwy. (#11) ς LOS F AM and PM peak hours 

¶ Indian Av. & Ramona Exwy. (#15) ςLOS F PM peak hour only 

¶ Perris Bl. & Ramona Exwy. (#17) ς LOS F AM and PM peak hours 

¶ Perris Bl. & Morgan St. (#18) ς LOS F PM peak hour only 

The addition of Project traffic is anticipated to result in a deficiency at the following intersection 
in addition to the locations identified under Horizon Year (2045) Without Project traffic 
conditions: 

¶ Driveway 5 & Ramona Exwy. (#9) ς LOS F AM and PM peak hours 
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In addition, the Project contributes to the cumulative deficiencies listed above under Horizon 
Year (2045) Without Project traffic conditions. 

1.6 RECOMMENDATIONS 

This section provides a summary of deficiencies and recommended improvements.  Section 2 
Methodologies provides information on the methodologies used in the analyses and Section 5 
E+P Traffic Analysis, Section 6 EAC and EAPC (2024) Traffic Analysis and Section 7 Horizon Year 
(2045) Traffic Analysis include the detailed analyses. Each development project within the PVCC 
SP planning area is required to incorporate applicable mitigation from the PVCCSP EIR. The 
relevant traffic mitigation measures from the PVCCSP EIR are identified in Section 1.6.1. 

1.6.1 PVCCSP EIR TRAFFIC MITIGATION MEASURES 

Following are the PVCCSP EIR mitigation measures that are applicable to the Project. 

MM Trans 1  Future implementing development projects shall construct on-site roadway 
improvements pursuant to the general alignments and right-of-way sections set 
forth in the PVCC Circulation Plan, except where said improvements have 
previously been constructed.  

MM Trans 2 Sight distance at the project entrance roadway of each implementing 
development project shall be reviewed with respect to standard City of Perris sight 
distance standards at the time of preparation of final grading, landscape, and 
street improvement plans. 

MM Trans 3 Each implementing development project shall participate in the phased 
construction of off-ǎƛǘŜ ǘǊŀŦŦƛŎ ǎƛƎƴŀƭǎ ǘƘǊƻǳƎƘ ǇŀȅƳŜƴǘ ƻŦ ǘƘŀǘ ǇǊƻƧŜŎǘΩǎ ŦŀƛǊ ǎƘŀǊŜ 
of traffic signal mitigation fees and the cost of other off-site improvements 
through payment of fair share mitigation fees which include TUMF 
(Transportation Uniform Mitigation Fee), DIF (Development Impact Fee), and the 
NPRBBD (North Perris Road and Bridge Benefit District). The fees shall be collected 
and utilized as needed by the City of Perris to construct the improvements 
necessary to maintain the required level of service and build or improve roads to 
their build-out level.  

MM Trans 4 Prior to the approval of individual implementing development projects, the 
Riverside Transit Agency (RTA) shall be contacted to determine if the RTA has plans 
for the future provision of bus routing in the project area that would require bus 
stops at the project access points. If the RTA has future plans for the establishment 
of a bus route that will serve the project area, road improvements adjacent to the 
project site shall be designed to accommodate future bus turnouts at locations 
established through consultation with the RTA. RTA shall be responsible for the 
construction and maintenance of the bus stop facilities. The area set aside for bus 
turnouts shall conform to RTA design standards, including the design of the 
contact between sidewalk and curb and gutter at bus stops and the use of ADA-
compliant paths to the major building entrances in the project. 
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This MM has been addressed with the implementation of the bus stop at Webster 
Avenue and Ramona Expressway. 

MM Trans 5 Bike racks shall be installed in all parking lots in compliance with City of Perris 
standards. 

MM Trans 7  Implementing project-level traffic studies shall be required for all subsequent 
implementing development proposals within the boundaries of the PVCC as 
approved by the City of Perris Engineering Department. These subsequent traffic 
studies shall identify specific project deficiencies and needed roadway 
improvements to be constructed in conjunction with each implementing 
development project. All intersection spacing for individual tracts or maps shall 
conform to the minimum City intersection spacing standards. All turn pocket 
lengths shall conform at least to the minimum City turn pocket length standards. 
If any of the proposed improvements are found to be infeasible, the implementing 
development project applicant would be required to provide alternative feasible 
improvements to achieve levels of service satisfactory to the City.  

MM Trans 8 Proposed mitigation measures resulting from project-level traffic studies shall be 
coordinated with the North Perris Road and Bridge Benefit District (NPRBBD) to 
ensure that they are in conformance with the ultimate improvements planned by 
the NPRBBD. The applicant shall be eligible to receive proportional credits against 
the NPRBBD for construction of project level mitigation that is included in the 
NPRBBD. 

Mitigation Measure MM Trans 6 below addresses the implementation of MWD trail and is not 
applicable to the proposed Project since the MWD easement is not located near the Project site. 

MM Trans 6 Each implementing development project that is located adjacent to the MWD Trail 
shall coordinate with the City of Perris Parks and Recreation Department to 
determine the development plan for the trail. 
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1.6.2 CIRCULATION SYSTEM DEFICIENCIES AND RECOMMENDED IMPROVEMENTS 

A summary of the operationally deficient study area intersections and recommended 
improvements required to achieve acceptable circulation system performance are described in 
detail within Section 3 Area Conditions, Section 5 E+P Traffic Conditions, Section 6 EAC and EAPC 
(2024) Traffic Conditions, and Section 7 Horizon Year (2045) Traffic Conditions of this report. 

A summary of off-site improvements needed to address intersection operational deficiencies for 
each analysis scenario is included in Table 1-2.  These recommended improvements are 
consistent with or have fewer lanes than those assumed in the City of Perris and County of 
Riverside General Plan Circulation Elements.  Improvements found to be included in the Western 
Riverside Council of Governments (WRCOG) Transportation Uniform Mitigation Fee (TUMF) 
program, City of PerrisΩǎ όƭŜŀŘ ŀƎŜƴŎȅύ 5ŜǾŜƭƻǇƳŜƴǘ LƳǇŀŎǘ CŜŜ ό5LCύ program, or North Perris 
Road and Bridge Benefit District (NPRBBD) have been identified as such.  The NPRBBD includes 
additional improvements to supplement the TUMF and DIF network.  NPRBBD fees are inclusive 
of TUMF and DIF. Although the addition of Project traffic does not cause any new deficiencies in 
comparison to Existing (2022) traffic conditions, the Project would cumulatively contribute to 
each of the deficiencies identified in Table 1-2. For improvements that are not included in a pre-
existing fee program or constructed by the Project, will be subject to fair share contributions. 
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TABLE 1-2: SUMMARY OF IMPROVEMENTS BY ANALYSIS SCENARIO  

 

Intersection Location E+P EAPC (2024) Horizon Year (2045) With Project

Project 

Responsibility3

1 I-215 SB Ramps & Ramona Exwy.Caltrans, County - None - Add 2nd WB left turn lane - Same Yes (TUMF) Fees 11.0%

- Add 3rd EB through lane - Same Yes (TUMF) Fees

- Add 3rd WB through lane - Same Yes (TUMF) Fees

- Add 4th EB through lane No Fair Share

- Add EB right turn lane No Fair Share

- Add 4th WB through lane No Fair Share

2 I-215 NB Ramps & Ramona Exwy.Caltrans, County - None - Add 2nd EB left turn lane - Same Yes (TUMF) Fees 15.3%

- Add 3rd EB through lane - Same Yes (TUMF) Fees

- Add 3rd WB through lane - Same Yes (TUMF) Fees

- Add WB free-right turn lane - Same No Fair Share

3 Nevada Av. & Ramona Exwy. Perris, County - Install a traffic signal - Same - Same No Design Feature --

-Add NB left turn lane - Same - Same No Design Feature

- Add 3rd EB through lane Yes (TUMF, NPRBBD) Fees

- Add 3rd WB through lane Yes (TUMF, NPRBBD) Fees

9 Driveway 5 & Ramona Exwy. Perris - Install traffic signal - Same - Same No Design Feature --

- Add WB left turn lane - Same - Same No Design Feature

- Add 3rd EB through lane- Same - Same Yes (TUMF, NPRBBD)Design Feature

- Add EB right turn lane - Same - Same No Design Feature

- Add 3rd WB through lane Yes (TUMF, NPRBBD) Fees

11 Webster Av. & Ramona Exwy. Perris - Add EB right turn lane - Same - Same No Design Feature 13.0%

- Add 2nd EB left turn lane No Fair Share

- Restripe the WB right turn lane as a shared 

through-right turn lane

No Fair Share

- Modify the traffic signal to stripe a SB right 

turn lane and implement overlap phasing

No Fair Share

15 Indian Av. & Ramona Exwy. Perris - None - None - Add 2nd EB left turn lane No Fair Share 9.9%

17 Perris Bl. & Ramona Exwy. Perris - None Yes (TUMF, NPRBBD) Fees 7.6%

Yes (TUMF, NPRBBD) Fees

- Add 4th EB through lane No Fair Share

- Add 4th WB through lane No Fair Share

18 Perris Bl. & Morgan St. Perris - None - None - Stripe 3rd SB through lane Yes (TUMF, NPRBBD) Fees --

1 Improvements included in TUMF Nexus, NPRBBD, or City of Perris DIF programs have been identified as such.
2 Program improvements constructed by Project may be eligible for fee credit.  In lieu fee payment is at discretion of City.  Represents the fair share percentage for the Project during the most impacted peak hour.
3

Improvements to be constructed by the Project as part of their frontage/site access improvements have been identified as Design Features.
4 Total project fair share is applicable to the improvements which are not already included in the City-wide DIF/NPRBBD/County TUMF for those intersections wholly or partially within the City of Perris.

Identifies the Project's responsibility to construct an off-site improvement, contribute fair share, or fee payment towards the improvements shown. If identified as a Project construct obligation/in a fee program, then no fair share percentage has been identified.

- None

# Jurisdiction

Recommended Improvements
Improvements in DIF, 

TUMF, NPRBBD, etc.1,2

Project Fair 

Share4

- Restripe the NB right turn lane as a shared 

through-right turn lane

- Restripe the SB right turn lane as a shared 

through-right turn lane
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1.7 ON-SITE ROADWAY IMPROVEMENTS 

The recommended site-adjacent roadway improvements for the Project are described below and 
shown in Exhibit 1-6, all of which are being implemented by the Project as part of their 
frontage/site access improvements (none of which are necessitated by LOS needs alone).   

Ramona Expressway ς Ramona Expressway is an east-west oriented roadway located along the 
tǊƻƧŜŎǘΩǎ northern boundary.  Project is to construct Ramona Expressway at its ultimate half-
section width as an Expressway (184-foot right-of-way) between Nevada Avenue and Webster 
Avenue consistent with the PVCC-SP and the City of Perris General Plan Circulation Element. 
Project improvements along Ramona Expressway will include landscaping and an 8-foot Class I 
Multipurpose Path in conjunction with a 12-foot acceleration/deceleration lane plus 10-foot 
shoulder. Improvements along Ramona Expressway will also include the construction of raised 
median and would ultimately accommodate three travel lanes in the eastbound direction with 
auxƛƭƛŀǊȅ ŀŎŎŜƭŜǊŀǘƛƻƴ ŀƴŘ ŘŜŎŜƭŜǊŀǘƛƻƴ ƭŀƴŜǎ ŀƭƻƴƎ ǘƘŜ tǊƻƧŜŎǘΩǎ ŦǊƻƴǘŀƎŜΦ Lastly, frontage 
improvements will also include approximately 6-7-foot landscaped areas on either side of an 8-
foot meandering Class I Multipurpose Path along with 2-feet on either side of decomposed 
granite as a buffer between the landscaping and Path. The improvements along Ramona 
Expressway includes accommodating a third westbound through lane between Nevada Avenue 
and Webster Avenue. 

Nevada Avenue ς Nevada Avenue is a north-ǎƻǳǘƘ ƻǊƛŜƴǘŜŘ ǊƻŀŘǿŀȅ ƭƻŎŀǘŜŘ ŀƭƻƴƎ ǘƘŜ tǊƻƧŜŎǘΩǎ 
western boundary.  Project is to construct Nevada Avenue at its ultimate half-section width as a 
Collector (66-foot right-of-way) between Ramona Expressway and the southern Project boundary 
consistent with the PVCC-SP and the City of Perris General Plan Circulation Element. Project 
improvements along Nevada Avenue include accommodating a two-way left turn lane and 
landscaping and an 8-foot Class I Multipurpose Path adjacent to the Project. The half-section 
ƛƳǇǊƻǾŜƳŜƴǘ ŀƭƻƴƎ ǘƘŜ tǊƻƧŜŎǘΩǎ ŦǊƻƴǘŀƎŜ ƛƴŎƭǳŘŜǎ ŀƴ ŀŘŘƛǘƛƻƴŀƭ р-foot easement to 
accommodate 3-feet of the proposed Class I Multipurpose Path and 2-feet of decomposed 
granite. Lastly, frontage improvements along Nevada Avenue include 4-feet of landscaping 
between the traveled way and the Class I Multipurpose Path in conjunction with 2-feet of 
decomposed granite on either side of the Class I Multipurpose Path. 

Webster Avenue ς Webster Avenue is a north-south oriented roadway located along the 
PǊƻƧŜŎǘΩǎ eastern boundary.  Webster Avenue is currently constructed to its ultimate half-section 
width as a Secondary Arterial (94-foot right-of-way) between Ramona Expressway and the 
southern Project boundary consistent with the PVCC-SP and the City of Perris General Plan 
Circulation Element (striped as a 4-lane divided roadway). However, Project improvements along 
Webster Avenue include accommodating landscaping and an 8-foot Class I Multipurpose Path 
adjacent to the Project. Frontage improvements along Webster Avenue include 4-feet of 
landscaping between the traveled way and the Class I Multipurpose Path in conjunction with 2-
feet of decomposed granite on either side of the Class I Multipurpose Path. 
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EXHIBIT 1-6: SITE ACCESS RECOMMENDATIONS 
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Unless directed by the City, roadways adjacent to the Project, site access points and site-adjacent 
intersections will be constructed to be consistent with the identified roadway classifications and 
respective cross-sections in the PVCCSP or City of Perris General Plan Circulation Element. 

1.8 SITE ACCESS IMPROVEMENTS 

The proposed site access driveway improvements to be constructed by the Project are described 
below. Exhibit 1-6 illustrates the site access improvements.  Construction of on-site and site 
adjacent improvements shall occur in conjunction with adjacent Project development activity or 
as needed for Project access purposes. 

Nevada Avenue & Ramona Expressway ς Project to install a traffic signal. Project to also 
accommodate crosswalks on all applicable approaches in conjunction with Americans with 
Disabilities Act (ADA) compliant ramps to connect the surrounding pedestrian facilities with those 
to be implemented by the Project (Class I Multipurpose Path). Project to construct the 
intersection with the following geometrics: 

¶ Northbound Approach: Construct a left turn lane with a minimum of 100-feet of storage. 

Nevada Avenue & Driveway 1 ς Install a stop control on the westbound approach and construct 
the intersection with the following geometrics: 

¶ Northbound Approach: One shared through-right turn lane. 

¶ Southbound Approach: One left turn lane with a minimum of 50-feet of storage and one through 
lane. 

¶ Eastbound Approach: Not Applicable (N/A) 

¶ Westbound Approach (Project Driveway 1): One shared right-left turn lane. 

¶ Due to the low traffic volumes making right turns into the driveway, a right turn deceleration lane 
is not required for traffic operations. 

Nevada Avenue & Driveway 2 ς Install a stop control on the westbound approach and construct 
the intersection with the following geometrics: 

¶ Northbound Approach: One shared through-right turn lane. 

¶ Southbound Approach: One left turn lane with a minimum of 50-feet of storage and one through 
lane. 

¶ Eastbound Approach: N/A 

¶ Westbound Approach (Project Driveway 2): One shared right-left turn lane. 

¶ Due to the low traffic volumes making right turns into the driveway, a right turn deceleration lane 
is not required for traffic operations. 

 

 

 



Ramona Gateway Commerce Center Traffic Analysis 

13998-08 TA Report REV  

19 

Nevada Avenue & Driveway 3 ς Install a stop control on the westbound approach and construct 
the intersection with the following geometrics: 

¶ Northbound Approach: One shared through-right turn lane. 

¶ Southbound Approach: One left turn lane (storage to be accommodated within the painted 
median) and one through lane. 

¶ Eastbound Approach: N/A 

¶ Westbound Approach (Project Driveway 3): One shared right-left turn lane. 

¶ Due to the low traffic volumes making right turns into the driveway, a right turn deceleration lane 
is not required for traffic operations. 

Nevada Avenue & Driveway 4 ς Install a stop control on the westbound approach and construct 
the intersection with the following geometrics: 

¶ Northbound Approach: One shared through-right turn lane. 

¶ Southbound Approach: One left turn lane (storage to be accommodated within the painted 
median) and one through lane. 

¶ Eastbound Approach: N/A 

¶ Westbound Approach (Project Driveway 4): One shared right-left turn lane. 

¶ Due to the low traffic volumes making right turns into the driveway, a right turn deceleration lane 
is not required for traffic operations. 

Driveway 5 & Ramona Expressway ς Install a traffic signal and construct the intersection with 
the following geometrics: 

¶ Northbound Approach (Driveway 5): One left turn lane and one right turn lane. 

¶ Southbound Approach: N/A 

¶ Eastbound Approach: Three through lanes and a right turn deceleration lane with a minimum of 
250-feet of storage. 

¶ Westbound Approach: One left turn lane with a minimum of 300-feet of storage and three 
through lanes. 

¶ Project to also accommodate crosswalks on all applicable approaches in conjunction with 
Americans with Disabilities Act (ADA) compliant ramps to connect the surrounding pedestrian 
facilities with those to be implemented by the Project (Class I Multipurpose Path). 

Driveway 6 & Ramona Expressway ς Install a stop control on the northbound approach and 
construct the intersection with the following geometrics: 

¶ Northbound Approach (Driveway 6): N/A 

¶ Southbound Approach: N/A 

¶ Eastbound Approach: Three through lanes and a shared through-right turn lane. 

¶ Westbound Approach: Three through lanes. 
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Webster Avenue & Ramona Expressway ς Maintain the existing traffic control and modify the 
intersection with the following geometrics: 

¶ Northbound Approach: Increase the storage to accommodate 250-feet for the northbound left 
turn lane. 

¶ Eastbound Approach: Construct a 2nd left turn lane and accommodate a minimum of 215-feet of 
storage and a trap right turn lane. 

¶ Westbound Approach: Modify the left turn storage to accommodate 400-feet. 

¶ Maintain the existing crosswalks (no crosswalk across the west leg). 

Webster Avenue & Driveway 7 ς Install a stop control on the eastbound approach and construct 
the intersection with the following geometrics: 

¶ Northbound Approach: One left turn lane (storage to be accommodated within the painted 
median) and two through lanes. 

¶ Southbound Approach: One through lane and a shared through-right turn lane. 

¶ Eastbound Approach (Driveway 7): One shared left-right turn lane. 

¶ Westbound Approach: N/A 

Webster Avenue & Driveway 8 ς Install a stop control on the eastbound approach and construct 
the intersection with the following geometrics: 

¶ Northbound Approach: One left turn lane (storage to be accommodated within the painted 
median) and two through lanes. 

¶ Southbound Approach: One through lane and a shared through-right turn lane. 

¶ Eastbound Approach (Driveway 8): One shared left-right turn lane. 

¶ Westbound Approach: N/A 

Unless directed by the City, roadways adjacent to the Project, site access points and site-adjacent 
intersections will be constructed to be consistent with the identified roadway classifications and 
respective cross-sections in the PVCCSP or City of Perris General Plan Circulation Element. 

On-site traffic signing and striping should be implemented agreeable with the provisions of the 
California Manual on Uniform Traffic Control Devices (CA MUTCD) and in conjunction with 
detailed construction plans for the Project site. 

Sight distance at each project access point should be reviewed with respect to standard City of 
Perris sight distance standards at the time of preparation of final grading, landscape, and street 
improvement plans. 

 

 



Ramona Gateway Commerce Center Traffic Analysis 

13998-08 TA Report REV  

21 

1.9 QUEUING ANALYSIS AT THE PROJECT DRIVEWAYS 

A queuing analysis was conducted along the site adjacent roadways of Ramona Expressway, 
Nevada Avenue, and Webster Avenue for Horizon Year (2045) With Project traffic conditions to 
determine the 95th percentile queues.  The analysis was conducted for the weekday AM and 
weekday PM peak hours for the preferred access alternative and also for access alternatives 1 
and 2 as well. The traffic modeling and signal timing optimization software package 
Synchro/SimTraffic (Version 11) has been utilized to assess queues at the Project access points.  
Synchro is a macroscopic traffic software program that is based on the signalized and 
unsignalized intersection capacity analyses as specified in the HCM.  SimTraffic is designed to 
model networks of signalized and unsignalized intersections, with the primary purpose of 
checking and fine-tuning signal operations. SimTraffic uses the input parameters from Synchro 
to generate random simulations.  The 95th percentile queue is not necessarily ever observed; it is 
simply based on statistical calculations (or Average Queue plus 1.65 standard deviations).  Many 
jurisdictions utilize the 95th percentile queues for design purposes.  SimTraffic simulations have 
been recorded 5 times, during the weekday AM and weekday PM peak hours, and has been 
seeded for 15-minute periods with 60-minute recording intervals.  Queuing results are provided 
in Appendix 1.2. Based on the 95th percentile queues under Horizon Year (2045) With Project 
traffic conditions.  The peak hour queuing analysis results were utilized to determine the 
minimum turn pocket storage at applicable Project driveways. Table 1-3 summarizes the 95th 
percentile queuing results for each of the access alternatives. 

Nevada Avenue is a Collector and per the PVCC SP requires a minimum spacing of 330-feet. 
Although the retail component Driveway 4 to Ramona Expressway and the spacing between 
industrial component Driveway 3 and retail component Driveway 4 do not meet this minimum 
spacing criteria, Table 1-3 indicates that no queuing is anticipated with the proposed driveway 
locations for the preferred access alternative. The acceptable queuing is likely attributable to 
lower through volumes along Nevada Avenue due to the vacation of Nevada Avenue north of 
Ramona Expressway and other alternative parallel facilities (such as Webster Avenue). 

Ramona Expressway is an Expressway and per the PVCC SP requires a minimum spacing of 2,640-
feet for full access. However, based on discussions with City staff, a new signal located 
approximately mid-point between Nevada Avenue and Webster Avenue was permitted in order 
to provide access to the proposed Project. The queuing analysis shown in Table 1-3 indicates 
there are no queuing issues anticipated with the proposed spacing and signalization for the 
preferred access alternative.  However, this traffic signal (along with the signals at Nevada 
Avenue and Webster Avenue) must be coordinated with the I-215 Freeway ramps at Ramona 
Expressway in order to provide optimal traffic flow along Ramona Expressway. 
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TABLE 1-3: SUMMARY OF SITE ADJACENT PEAK HOUR QUEUES FOR HORIZON YEAR (2045) 
CONDITIONS 

 

  

Nevada Av. & Ramona Exwy. NBL 100 85 77 114 99 116 108

NBR 180 92 67 108 62 107 82

WBL 175 66 158 156 159 58 151

Nevada Av. & Dwy 4 NBT/R 80 0 0 0 0 0 0

SBT 180 0 0 0 0 0 0

SBL TWLTL 30 15 0 0 0 0

WBL/R 100 55 51 50 46 48 46

Nevada Av. & Dwy 3 WBL/R 100 30 42

SBL TWLTL 0 0 0 0 0 0

Nevada Av. & Dwy 2 WBL/R 100 28 40

SBL 50 0 0 0 0 0 0

Nevada Av. & Dwy 1 SBT 450 0 0

SBL 50 16 0 13 5 13 7

WBL/R 100 27 48 24 48 26 48

Dwy 5 & Ramona Exwy. EBR 400 394 336 372 394 386 356

WBL 225 221 160 240 214 268 193

NBL 250 250 189 254 174 249 195

NBR 250 185 215 228 186 230 174

Driveway 6 & Ramona Exwy. EBT 265 46 129 7 262

Webster Av. & Ramona Exwy. NBL 250 202 247 200 261 206 262

NBR 235 53 48 42 35 42 41

EBL 195 182 194 194 310 206 280

EBR 285 72 49 75 56 75 52

WBL 400 357 353 377 369 350 356

Webster Av. & Dwy 7 NBL 50 43 32 32 0

NBT 1,325 0 32 0 152 0 149

SBT/R 235 7 3 0 0 3 5

EBL/R 200 78 87 60 54 58 52

Webster Av. & Dwy 8 NBL 50 9 5

EBL/R 100 38 54 39 50 34 51

* BOLD = Level of Service (LOS) does not meet the applicable jurisdictional requirements (i.e., unacceptable LOS).

1 175 = Improvement; TWLTL = Two-way Left-turn Lane

Same as Preferred Same as Preferred

Same as Preferred Same as Preferred

AM Peak PM Peak AM Peak PM Peak 

Access Alternative 2

95th % Queue (Feet)

AM Peak PM Peak 

2  Stacking Distance is acceptable if the required stacking distance is less than or equal to the stacking distance provided.  An additional 15 feet of stacking which is assumed 

to be provided in the transition for turn pockets is reflected in the stacking distance shown on this table, where applicable.

Intersection Movement

Available Stacking 

Distance (Feet)1,2

Preferred Access Access Alternative 1

95th % Queue (Feet) 95th % Queue (Feet)

Same as Preferred Same as Preferred

Not Applicable

Does Not Exist

Same as Preferred Same as Preferred
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Lastly, Webster Avenue is a Secondary Arterial and per the PVCC SP requires a minimum spacing 
of 660-feet for full access. Although Driveway 7 within the retail component does not meet this 
minimum spacing requirement, Table 1-3 indicates there are no queuing issues anticipated for 
the proposed access alternative with the exception of the northbound through movement. The 
PM peak hour northbound queue at the intersection of Webster Avenue and Ramona Expressway 
is 273-feet which exceeds the available storage by 38-feet or approximately 1.5 car lengths. 
However, this queue is not anticipated to adversely affect the operations of the free-flow traffic 
along Webster Avenue or the driveway (Driveway 7) as the painted median will accommodate a 
refuge for vehicles waiting to turn into the site or out of the site before merging with through 
traffic. 

1.10 CONCEPT STRIPING PLANS 

At the request of the City, a concept striping plan has been created for the on-site and site 
adjacent project design features for Webster Nevada Road and Ramona Expressway, consistent 
with the recommendations in Section 1.6 Recommendations. It should be noted, there is an 
existing two-way left-turn lane along Webster Avenue.  As such, no concept striping plans are 
necessary since the Project will utilize the existing two-way left-turn lane.  The concept striping 
plans are shown on Exhibit 1-7 for Ramona Expressway and Exhibit 1-8 for Nevada Street.  The 
turn pocket length recommendations are based on the queuing results in Table 1-3. 

1.11 TRUCK ACCESS 

Due to the typical wide turning radius of large trucks, a truck turning template has been overlaid 
on the site plan at the applicable Project driveways for the industrial component (Driveway 2 and 
Driveway 3) in order to determine appropriate curb radii and to verify that trucks will have 
sufficient space to execute turning maneuvers (see Exhibit 1-9).  Only driveways that are to be 
utilized by heavy trucks have been evaluated.  As shown on Exhibit 1-9, the Project driveways will 
be able to accommodate the wide turning radius of heavy trucks (WB-67, which has a 53-foot 
trailer) with the following improvements: 

¶ Driveway 2 is recommended to be widened to 50-feet and will maintain the proposed 35-foot 
curb radius on the northeast and southeast corners. 

¶ Driveway 3 is recommended to modify the southeast corner to accommodate a 35-foot curb 
radius. 

Delivery and fuel trucks will also access the retail driveways on an as-needed basis, but these 
vehicles are not anticipated to access the site as frequently and are likely to occur during off-peak 
hours. 
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EXHIBIT 1-7: RAMONA EXPRESSWAY CONCEPT STRIPING 

  



Ramona Gateway Commerce Center Traffic Analysis 

13998-08 TA Report REV  

26 

EXHIBIT 1-8: NEVADA ROAD CONCEPT STRIPING 
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EXHIBIT 1-9: TRUCK TURNING TEMPLATES 
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1.12 VMT ANALYSIS 

The City of Perris adopted Transportation Impact Analysis Guidelines for CEQA (City Guidelines). 
(5) The City Guidelines include VMT thresholds that were recently reviewed and adopted by City 
Council on May 12, 2020. The VMT Scoping Form for Land Use Projects, provided by the City of 
Perris, has been completed and reviewed for accuracy.  As shown in Appendix 1.1, the proposed 
ProjectΩǎ retail component would meet the local serving land use screening criteria. However, 
the industrial component of the Project did not meet any of the available screening criteria and 
potential VMT mitigation measures were disclosed. While the mitigation measures identified 
below would reduce VMT, the actual amount of VMT reduction from these measures cannot be 
guaranteed. Therefore, the Project is found to have a significant and unavoidable VMT impact. 

Mitigation may be provided in the form transportation demand management (TDM) measures 
or participation in a VMT fee program, which is not yet available. Therefore, VMT reduction 
measures focused on reducing commute VMT and the anticipated reduction in VMT associated 
with these measures have been estimated based on the research contained in the Quantifying 
Greenhouse Gas Mitigation Measures (CAPCOA, 2010) and are presented below: 

¶ Measure SDT-1: Provide Pedestrian Network Improvements. Providing a pedestrian access network to 
link areas of the Project site encourages people to walk instead of drive assuming that desirable 
destinations are within walking distance of the Project.  

Remarks: This measure is evaluated as means of providing a maximum 2.0% reduction in Project VMT. 

¶ Measure TRT-1: Implement Voluntary CTR Programs. This strategy focuses on implementing a 
voluntary Commute Trip Reduction (CTR) program with employers to discourage single-occupancy 
vehicle trips and encourage alternative modes of transportation such as carpooling, taking transit, 
walking, and biking. 

Remarks: This measure is evaluated as means of providing a 1.8% reduction in Project VMT. 
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2 METHODOLOGIES 

This section of the report presents the methodologies used to perform the traffic analyses 
summarized in this report.  The methodologies described are generally consistent with City of 
Perris traffic study guidelines.  

2.1 LEVEL OF SERVICE 

Traffic operations of roadway facilities are described using the term "Level of Service" (LOS).  LOS 
is a qualitative description of traffic flow based on several factors such as speed, travel time, 
delay, and freedom to maneuver.  Six levels are typically defined ranging from LOS A, 
representing completely free-flow conditions, to LOS F, representing breakdown in flow resulting 
in stop-and-go conditions.  LOS E represents operations at or near capacity, an unstable level where 
vehicles are operating with the minimum spacing for maintaining uniform flow. 

2.2 INTERSECTION CAPACITY ANALYSIS 

The definitions of LOS for interrupted traffic flow (flow restrained by the existence of traffic 
signals and other traffic control devices) differ slightly depending on the type of traffic control.  
The LOS is typically dependent on the quality of traffic flow at the intersections along a roadway.  
The Highway Capacity Manual (HCM) methodology expresses the LOS at an intersection in terms 
of delay time for the various intersection approaches. (6) The HCM uses different procedures 
depending on the type of intersection control.  

2.2.1 SIGNALIZED INTERSECTIONS 

The City of Perris requires signalized intersection operations analysis based on the methodology 
described in the HCM.  (6)  LƴǘŜǊǎŜŎǘƛƻƴ [h{ ƻǇŜǊŀǘƛƻƴǎ ŀǊŜ ōŀǎŜŘ ƻƴ ŀƴ ƛƴǘŜǊǎŜŎǘƛƻƴΩǎ ŀǾŜǊŀƎŜ 
control delay.  Control delay includes initial deceleration delay, queue move-up time, stopped 
delay, and final acceleration delay.  For signalized intersections, LOS is directly related to the 
average control delay per vehicle and is correlated to a LOS designation as described in Table 2-
1.  Study area intersections have been evaluated using the Synchro (Version 11) analysis software 
package. 

Synchro is a macroscopic traffic software program that is based on the signalized intersection 
capacity analysis as specified in the HCM.  Macroscopic level models represent traffic in terms of 
aggregate measures for each movement at the study intersections.  Equations are used to 
determine measures of effectiveness such as delay and queue length. The level of service and 
capacity analysis performed by Synchro takes into consideration optimization and coordination 
of signalized intersections within a network.    
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TABLE 2-1: SIGNALIZED INTERSECTION LOS THRESHOLDS 

Description 
Average Control 
Delay (Seconds), 
±κ/ Җ мΦл 

Level of 
Service, V/C 
Җ мΦл 

Level of 
Service, V/C 
> 1.0 

Operations with very low delay occurring with favorable 
progression and/or short cycle length. 

0 to 10.00 A F 

Operations with low delay occurring with good 
progression and/or short cycle lengths. 

10.01 to 20.00 B F 

Operations with average delays resulting from fair 
progression and/or longer cycle lengths.  Individual cycle 
failures begin to appear. 

20.01 to 35.00 C F 

Operations with longer delays due to a combination of 
unfavorable progression, long cycle lengths, or high V/C 
ratios.  Many vehicles stop and individual cycle failures 
are noticeable. 

35.01 to 55.00 D F 

Operations with high delay values indicating poor 
progression, long cycle lengths, and high V/C ratios.  
Individual cycle failures are frequent occurrences.  This 
is considered to be the limit of acceptable delay. 

55.01 to 80.00 E F 

Operation with delays unacceptable to most drivers 
occurring due to over saturation, poor progression, or 
very long cycle lengths 

80.01 and up F F 

Source:  HCM, 6th Edition  

The peak hour traffic volumes have been adjusted using a peak hour factor (PHF) to reflect peak 15-
minute volumes.  Common practice for LOS analysis is to use a peak 15-minute rate of flow.  
However, flow rates are typically expressed in vehicles per hour.  The PHF is the relationship 
between the peak 15-minute flow rate and the full hourly volume (e.g., PHF = [Hourly Volume] / 
[4 x Peak 15-minute Flow Rate]).  The use of a 15-minute PHF produces a more detailed analysis 
as compared to analyzing vehicles per hour.  Existing PHFs have been used for Existing (2022) 
baseline, E+P, EAC (2024), EAPC (2024) and Horizon Year (2045) traffic conditions.   

2.2.2 UNSIGNALIZED INTERSECTIONS 

The City of Perris requires the operations of unsignalized intersections be evaluated using the 
methodology described the HCM.  (6)  The LOS rating is based on the weighted average control 
delay expressed in seconds per vehicle (see Table 2-2).   
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TABLE 2-2: UNSIGNALIZED INTERSECTION LOS THRESHOLDS 

Description 
Average Control 
Delay Per Vehicle 
(Seconds) 

Level of 
Service, V/C 
Җ мΦл 

Level of 
Service, V/C 
> 1.0 

Little or no delays. 0 to 10.00 A F 

Short traffic delays. 10.01 to 15.00 B F 

Average traffic delays. 15.01 to 25.00 C F 

Long traffic delays. 25.01 to 35.00 D F 

Very long traffic delays. 35.01 to 50.00 E F 

Extreme traffic delays with intersection capacity exceeded. > 50.00 F F 
Source:  HCM, 6th Edition 

At two-way or side-street stop-controlled intersections, LOS is calculated for each controlled 
movement and for the left turn movement from the major street, as well as for the intersection 
as a whole.  For approaches composed of a single lane, the delay is computed as the average of 
all movements in that lane.  ¢ƘŜ άǿƻǊǎǘ ŎŀǎŜέ ƳƻǾŜƳŜƴǘ delay and LOS is reported for the 
intersection.  For all-way stop controlled intersections, LOS is computed for the intersection as a 
whole. 

2.3 TRAFFIC SIGNAL WARRANT ANALYSIS METHODOLOGY 

The term "signal warrants" refers to the list of established criteria used by the Caltrans and other 
public agencies to quantitatively justify or ascertain the potential need for installation of a traffic 
signal at an otherwise unsignalized intersection.  This TA uses the signal warrant criteria 
presented in the latest edition of the California Department of Transportation (Caltrans) 
California Manual on Uniform Traffic Control Devices (CA MUTCD) for all study area intersections. 
(7) 

The signal warrant criteria for Existing conditions are based upon several factors, including 
volume of vehicular and pedestrian traffic, frequency of accidents, and location of school areas.  
The Caltrans CA MUTCD indicates that the installation of a traffic signal should be considered if 
one or more of the signal warrants are met. (7)  Specifically, this TA utilizes the Peak Hour 
Volume-based Warrant 3 as the appropriate representative traffic signal warrant analysis for 
existing study area intersections for all analysis scenarios. Warrant 3 is appropriate to use for this 
TA because it provides specialized warrant criteria for intersections with rural characteristics 
(e.g., located in communities with populations of less than 10,000 persons or with adjacent major 
streets operating above 40 miles per hour).  For the purposes of this study, the speed limit was 
the basis for determining whether Urban or Rural warrants were used for a given intersection.  

Future intersections that do not currently exist have been assessed regarding the potential need 
for new traffic signals based on future average daily traffic (ADT) volumes, using the Caltrans 
planning level ADT-based signal warrant analysis worksheets.  Traffic signal warrant analyses 
were performed for the following study area intersection shown in Table 2-3: 
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TABLE 2-3: TRAFFIC SIGNAL WARRANT ANALYSIS LOCATIONS 

ID Intersection Location Jurisdiction 

3 Nevada Av. & Ramona Exwy. County of Riverside, City of Perris 

4 Nevada Av. & Driveway 4 City of Perris 

5 Nevada Av. & Driveway 3 City of Perris 

6 Nevada Av. & Driveway 2 City of Perris 

7 Nevada Av. & Driveway 1 City of Perris 

8 Nevada Av. & Morgan St. City of Perris 

9 Driveway 5 & Ramona Exwy. City of Perris 

12 Webster Av. & Driveway 7 City of Perris 

13 Webster Av. & Driveway 8 City of Perris 

14 Webster Av. & Morgan St. City of Perris 

Traffic signal warrant analyses were performed for all of the full access unsignalized study area 
intersections.  The traffic signal warrant analyses for future conditions are presented in Section 
5 E+P Traffic Conditions, Section 6 EAC and EAPC (2024) Traffic Analysis, and Section 7 Horizon 
Year (2045) Traffic Analysis of this report. 

It is important to note that a signal warrant defines the minimum condition under which the 
installation of a traffic signal might be warranted.  Meeting this threshold condition does not 
require that a traffic control signal be installed at a particular location, but rather, that other 
traffic factors and conditions be evaluated in order to determine whether the signal is truly 
justified.  It should also be noted that signal warrants do not necessarily correlate with LOS.  An 
intersection may satisfy a signal warrant condition and operate at or above acceptable LOS or 
operate below acceptable LOS and not meet a signal warrant. 

2.4 QUEUING ANALYSIS 

Consistent with Caltrans requirements, the 95th percentile queuing of vehicles has been assessed 
at the off-ramps to determine potential queuing deficiencies at the freeway ramp intersections 
at the I-215 Freeway at the Ramona Expressway interchange.  Specifically, the off-ramp queuing 
ŀƴŀƭȅǎƛǎ ƛǎ ǳǘƛƭƛȊŜŘ ǘƻ ƛŘŜƴǘƛŦȅ ŀƴȅ ǇƻǘŜƴǘƛŀƭ ǉǳŜǳƛƴƎ ŀƴŘ άǎǇƛƭƭ ōŀŎƪέ ƻƴǘƻ ǘƘŜ I-215 Freeway 
mainline from the off-ramps. 

The traffic progression analysis tool and HCM intersection analysis program, Synchro, has been 
used to assess the potential deficiencies/needs of the intersections with traffic added from the 
proposed Project.  Storage (turn-pocket) length recommendations at the ramps have been based 
upon the 95th percentile queue resulting from the Synchro progression analysis.  The footnote 
from the Synchro output sheets indicates if the 95th percentile cycle exceeds capacity.  Traffic is 
simulated for two complete cycles of the 95th percentile traffic in Synchro in order to account for 
the effects of spillover between cycles.  In practice, the 95th percentile queue shown will rarely 
be exceeded and the queues shown with the footnote are acceptable for the design of storage 
bays.  The 95th percentile queue is derived from the average queue plus 1.65 standard deviations.  
The 95th percentile queue is not necessarily ever observed it is simply based on statistical 
calculations. 
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2.5 MINIMUM LEVEL OF SERVICE (LOS) 

The definition of an intersection deficiency has been obtained from the City of PerrisΩ DŜƴŜǊŀƭ 
Plan.  LOS D along all City maintained roads (including intersections) and LOS D along I-215 and 
SR-74 (including intersections with local streets and roads).  An exception to the local road 
standard is LOS E, at intersections of any Arterials and Expressways with SR-74, the Ramona-
Cajalco Expressway, or at I-215 Freeway ramps.  (8)  All intersections will be evaluated with LOS 
D as acceptable LOS, with the exception of the following intersections along Ramona Expressway, 
where LOS E will be acceptable LOS: 

¶ Nevada Rd. & Ramona Exwy. 

¶ Driveway 5 & Ramona Exwy. 

¶ Driveway 6 & Ramona Exwy. 

¶ Webster Av. & Ramona Exwy. 

¶ Indian Av. & Ramona Exwy. 

¶ Perris Bl. & Ramona Exwy. 

It should be noted, the intersections at the I-215 Freeway/Ramona Expressway have been 
evaluated with LOS D as acceptable LOS since these locations also fall under the jurisdiction of 
Caltrans. 

LOS E may be allowed within the boundaries of the Downtown Specific Plan Area to the extent 

ǘƘŀǘ ƛǘ ǿƻǳƭŘ ǎǳǇǇƻǊǘ ǘǊŀƴǎƛǘπƻǊƛŜƴǘŜŘ ŘŜǾŜƭƻǇƳŜƴǘ ŀƴŘ ǿŀƭƪŀōƭŜ ŎƻƳƳǳƴƛǘƛŜǎΦ LƴŎǊŜŀǎŜŘ 

congestion in this area will facilitate an increase in transit ridership and encourage Development 
of a complementary mix of land uses within a comfortable walking distance from light rail 

stations. 

2.6 DEFICIENCY CRITERIA 

This section outlines the methodology used in this analysis related to identifying circulation 
system deficiencies.  The following deficiency criteria has been utilized for the City of Perris. To 
ŘŜǘŜǊƳƛƴŜ ǿƘŜǘƘŜǊ ǘƘŜ ŀŘŘƛǘƛƻƴ ƻŦ ǇǊƻƧŜŎǘπǊŜƭŀǘŜŘ ǘǊŀŦŦƛŎ ŀǘ ŀ ǎǘǳŘȅ ƛƴǘŜǊǎŜŎǘƛƻƴ ǿƻǳƭŘ ǊŜǎǳƭǘ ƛƴ 
a deficiency, the following will be utilized: 

¶ A project-related deficiency is considered direct and significant when a study intersection 
operates at an acceptable LOS for existing conditions (without the project) and the addition of 50 
or more AM or PM peak hour project trips causes the intersection to operate at an unacceptable 
LOS for existing plus project (E+P) traffic conditions. 

¶ A project-related deficiency is considered direct and significant when a study intersection 
operates at an unacceptable LOS for existing conditions (without the project) and the addition of 
50 or more AM or PM peak hour project trips causes the intersection delay to increase by 2 
seconds or more. 

¶ A cumulative deficiency is considered significant when a study intersection is forecast to operate 
at an unacceptable LOS with the addition of cumulative/background traffic and 50 or more AM or 
PM peak hour project trips. 
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2.7 PROJECT FAIR SHARE CALCULATION METHODOLOGY 

Improvements found to be included in the NPRBBD (which are inclusive of TUMF and DIF), will 
be identified as such.   For improvements that do not appear to be in either of the pre-existing 
ŦŜŜ ǇǊƻƎǊŀƳǎΣ ŀ ŦŀƛǊ ǎƘŀǊŜ ŦƛƴŀƴŎƛŀƭ ŎƻƴǘǊƛōǳǘƛƻƴ ōŀǎŜŘ ƻƴ ǘƘŜ tǊƻƧŜŎǘΩǎ ǇǊƻǇƻǊǘƛƻƴŀƭ ǎƘŀǊŜ Ƴŀȅ 
be imposed in order to address ǘƘŜ tǊƻƧŜŎǘΩǎ ǎƘŀǊŜ ƻŦ ŘŜficiencies in lieu of construction.  It should 
be noted that fair share calculations are for informational purposes only and the City Engineer 
will determine the appropriate improvements to be implemented by a project (to be identified 
in the conditions of approval). 

If the intersection is currently operating at acceptable LOS under Existing traffic conditions, the 
tǊƻƧŜŎǘΩǎ fair share cost of improvements would be determined based on the following equation, 
which is the ratio of Project traffic to new traffic, where new traffic is total future traffic less 
existing baseline traffic: 

Project Fair Share % = Project Traffic / (Horizon Year (2045) Total Traffic ς Existing Traffic) 
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3 AREA CONDITIONS 

This section provides a summary of the existing circulation network, the City of Perris General 
Plan Circulation Network, and a review of existing peak hour intersection operations, traffic signal 
warrant, and freeway off-ramp peak hour queuing analyses. 

3.1 EXISTING CIRCULATION NETWORK 

Pursuant to the scoping agreement with City of Perris staff (Appendix 1.1), the study area includes 
a total of 18 existing and future intersections as shown previously on Exhibit 1-5.  Exhibit 3-1 
illustrates the study area intersections located near the proposed Project and identifies the 
number of through traffic lanes for existing roadways and intersection traffic controls. 

3.2 GENERAL PLAN CIRCULATION ELEMENTS 

As noted previously, the Project site is located within PVCC SP in the City of Perris.  Exhibit 3-2 
shows the City of Perris General Plan Circulation Element, and Exhibit 3-3 illustrates the City of 
Perris General Plan roadway cross-sections.  Exhibit 3-4 illustrates the PVCC SP Circulation Plan 
and Exhibit 3-5 shows the corresponding PVCC SP roadway cross-sections.   

3.3 TRUCK ROUTES 

The City of Perris designated truck route map that was recently adopted on January 11, 2022 is 
shown on Exhibit 3-6.  Morgan Street, Indian Avenue, and Placentia Avenue are identified as a 
designated truck routes.  The PVCC SP truck route plan is shown on Exhibit 3-7.  The truck routes 
identified within the study area on Exhibit 3-7 are consistent with those identified on Exhibit 3-
6.  These designated truck route maps, in conjunction with direction from City staff, have been 
utilized to route truck traffic to and from the Project and future cumulative development projects 
throughout the study area. Specifically, Project truck traffic has been routed to and from the 
south via Nevada Avenue/I-215 E. Frontage Road to the I-215 Freeway at Placentia Avenue (to 
open Summary 2022). 

3.4 TRANSIT SERVICE 

Mass transit routes within the PVCC SP are shown on Exhibit 3-8.  Exhibit 3-8 also shows existing 
routes along Indian Avenue and Ramona Expressway.  The study area is currently served by the 
Riverside Transit Authority (RTA), a public transit agency serving the Riverside County region.  
RTA currently serves the study area via Route 41 and Route 19 (Alternative), which would serve 
the proposed Project. Both RTA Route 19 (Alternative) and RTA Route 41 run along Ramona 
Expressway, Webster Avenue, Morgan Street, and Indian Avenue in close proximity to the 
Project. The Project is to accommodate a bus stop along its frontage on Ramona Expressway that 
will serve the Project.  Transit service is reviewed and updated by RTA periodically to address 
ridership, budget, and community demand needs.  Changes in land use can affect these periodic 
adjustments which may lead to either enhanced or reduced service where appropriate. 
Specifically, as development increases in the surrounding area, it is likely that existing bus service 
would be maintained or increased to meet demands.  
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EXHIBIT 3-1: EXISTING NUMBER OF THROUGH LANES AND INTERSECTION CONTROLS 
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EXHIBIT 3-2: CITY OF PERRIS GENERAL PLAN CIRCULATION ELEMENT 
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EXHIBIT 3-3: CITY OF PERRIS GENERAL PLAN ROADWAY CROSS-SECTIONS 
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EXHIBIT 3-4: PERRIS VALLEY COMMERCE CENTER SPECIFIC PLAN CIRCULATION PLAN 
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EXHIBIT 3-5: PERRIS VALLEY COMMERCE CENTER SPECIFIC PLAN CROSS-SECTIONS 
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EXHIBIT 3-6: CITY OF PERRIS TRUCK ROUTES 
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EXHIBIT 3-7: PERRIS VALLEY COMMERCE CENTER SPECIFIC PLAN TRUCK ROUTE PLAN 

 

  






















































































































