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TABLE 10-3:  CONSTRUCTION NOISE LEVEL COMPLIANCE WITHOUT A TEMPORARY NOISE BARRIER 

Receiver 
Location1 

Construction Noise Levels (dBA Lmax) 

Highest Construction 
Noise Levels2 

Threshold3 
Threshold 

Exceeded?4 

R1 76.7 80 No 

R2 -5 -5 -5 

R3 -5 -5 -5 

R4 68.0 80 No 
1 Noise receiver locations are shown on Exhibit 10-A. 
2 Highest construction noise level calculations based on distance from the construction noise source activity to 
nearby receiver locations as shown on Table 10-2.  
3 Construction noise level thresholds are limited to the noise sensitive receiver locations (Section 3.4). 
4 Do the estimated Project construction noise levels exceed the construction noise level threshold? 
5 Project construction noise analysis without a temporary noise barrier assumes that the existing non-conforming 
noise sensitive receivers R2 and R3 have been demolished and redeveloped consistent with underlying industrial 
land use designation of the PVCC SP and City of Perris Zoning Map. 

10.3.3 CONSTRUCTION NOISE LEVELS WITH A TEMPORARY NOISE BARRIER 

As shown on Table 10-4, the construction noise levels with the temporary 8-foot-high noise 
barrier as shown on Exhibit 10-A are expected to range from 60.2 to 77.9 dBA Lmax, and the 
highest construction levels are expected to range from 67.2 to 77.9 dBA Lmax at the nearest 
receiver locations.  Appendix 10.2 includes the mitigated CadnaA construction noise model 
inputs. 

TABLE 10-4:  CONSTRUCTION NOISE LEVEL SUMMARY WITH A TEMPORARY NOISE BARRIER 

Receiver 
Location1 

Construction Noise Levels (dBA Lmax) 

Site  
Preparation 

Grading 
Building 

Construction 
Paving Arch. Coating 

Highest 
Levels2 

R1 73.7 76.7 73.7 71.7 69.7 76.7 

R2 74.3 77.3 74.3 72.3 70.3 77.3 

R3 74.9 77.9 74.9 72.9 70.9 77.9 

R4 64.2 67.2 64.2 62.2 60.2 67.2 
1 Noise receiver locations are shown on Exhibit 10-A. 
2 Construction noise level calculations with a temporary noise barrier based on distance from the project site boundaries 
(construction activity area) to nearby receiver locations.  CadnaA construction noise model inputs are included in Appendix 10.2.  

10.3.4 CONSTRUCTION NOISE LEVEL COMPLIANCE WITH A TEMPORARY NOISE BARRIER 

To evaluate whether the Project with a temporary noise barrier will generate potentially 
significant short-term noise levels at nearest noise sensitive receiver locations, a construction-
related daytime noise level threshold of 80 dBA Lmax is used as a reasonable threshold to assess 
the daytime construction noise level impacts.  The mitigated construction noise analysis with the 
temporary 8-foot-high noise barrier as shown on Exhibit 10-A shows that the nearest receiver 
locations will satisfy the daytime 80 dBA Lmax significance threshold during Project construction 
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activities as shown on Table 10-5.  Therefore, the noise impacts due to Project construction noise 
is considered less than significant at all receiver locations. 

TABLE 10-5: CONSTRUCTION NOISE LEVEL COMPLIANCE WITH A TEMPORARY NOISE BARRIER 

Receiver 
Location1 

Construction Noise Levels (dBA Lmax) 

Highest Construction 
Noise Levels2 

Threshold3 
Threshold 

Exceeded?4 

R1 76.7 80 No 

R2 77.3 80 No 

R3 77.9 80 No 

R4 67.2 80 No 
1 Noise receiver locations are shown on Exhibit 10-A. 
2 Highest construction noise level calculations based on distance from the construction noise source activity to 
nearby receiver locations as shown on Table 10-4.  
3 Construction noise level thresholds are limited to the noise sensitive receiver locations (Section 3.4). 
4 Do the estimated Project construction noise levels exceed the construction noise level threshold? 

10.5 CONSTRUCTION VIBRATION ANALYSIS 

Construction activity can result in varying degrees of ground vibration, depending on the 
equipment and methods used, distance to the affected structures and soil type.  It is expected 
that ground-borne vibration from Project construction activities would cause only intermittent, 
localized intrusion.  Ground vibration levels associated with various types of construction 
equipment are summarized on Table 10-6.  Based on the representative vibration levels 
presented for various construction equipment types, it is possible to estimate the potential 
Project construction vibration levels using the following vibration assessment methods defined 
by the FTA.  To describe the human response (annoyance) associated with vibration impacts the 
FTA provides the following equation: LVdB(D) = LVdB(25 ft) – 30log(D/25) 

TABLE 10-6:  VIBRATION SOURCE LEVELS FOR CONSTRUCTION EQUIPMENT 

Equipment 
PPV (in/sec) 

at 25 feet 

Small bulldozer 0.003 

Jackhammer 0.035 

Loaded Trucks 0.076 

Large bulldozer 0.089 

Source: Federal Transit Administration, Transit Noise and Vibration Impact Assessment Manual 

10Using the vibration source level of construction equipment provided on Table 10-6 and the 
construction vibration assessment methodology published by the FTA, it is possible to estimate 
the Project vibration building damage impacts.  Table 10-7 presents the expected Project related 
vibration levels at the nearby building structure locations.  At distances ranging from 47 to 735 
feet from the Project construction boundary to the receiver building locations, construction 
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vibration velocity levels are estimated to range from 0.001 to 0.035 PPV (in/sec).  Based on 
maximum acceptable vibration threshold identified in the PVCC SP EIR (Page 4.9-27) of 0.5 PPV 
(in/sec), the typical Project construction vibration levels will satisfy the building damage 
thresholds at all receiver building locations.  Therefore, the Project-related vibration impacts are 
considered less than significant during the construction activities at the Project site. 

In addition, the typical construction vibration levels are unlikely to be sustained during the entire 
construction period but will occur rather only during the times that heavy construction 
equipment is operating adjacent to the Project site boundaries.   

TABLE 10-7:  CONSTRUCTION EQUIPMENT VIBRATION LEVELS 

Receiver1 

Distance 
to 

Const. 
Activity 
(Feet)2 

Typical Construction Vibration Levels  
PPV (in/sec)3 Thresholds 

PPV  
(in/sec)4 

Thresholds  
Exceeded?5 Small 

bulldozer 
Jackhammer 

Loaded 
Trucks 

Large 
bulldozer 

Highest 
Vibration 

Level 

R1 256' 0.000 0.001 0.002 0.003 0.003 0.5 No 

R2 78' 0.001 0.006 0.014 0.016 0.016 0.5 No 

R3 47' 0.001 0.014 0.029 0.035 0.035 0.5 No 

R4 735' 0.000 0.000 0.000 0.001 0.001 0.5 No 
1 Receiver locations are shown on Exhibit 10-A. 
2 Distance from Project construction boundary to the receiver building structure. 

3 Based on the Vibration Source Levels of Construction Equipment (Table 10-4). 
4 PVCC SP EIR, Page 4.9-27. 

5 Does the peak vibration exceed the acceptable vibration thresholds? 
"PPV" = Peak Particle Velocity 
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12 CERTIFICATION 

The contents of this noise study report represent an accurate depiction of the noise environment 
and impacts associated with the proposed Harley Knox Commerce Center Project.  The 
information contained in this noise study report is based on the best available data at the time 
of preparation. If you have any questions, please contact me directly at (949) 584-3148. 

 

Bill Lawson, P.E., INCE 
Principal 
URBAN CROSSROADS, INC. 
1133 Camelback #8329 
Newport Beach, CA  92658 
(949) 581-3148 
blawson@urbanxroads.com 

EDUCATION 

Master of Science in Civil and Environmental Engineering 
California Polytechnic State University, San Luis Obispo • December, 1993 

Bachelor of Science in City and Regional Planning 
California Polytechnic State University, San Luis Obispo • June, 1992 

PROFESSIONAL REGISTRATIONS 

PE – Registered Professional Traffic Engineer – TR 2537 • January, 2009 
AICP – American Institute of Certified Planners – 013011 • June, 1997–January 1, 2012 
PTP – Professional Transportation Planner • May, 2007 – May, 2013 
INCE – Institute of Noise Control Engineering • March, 2004 

PROFESSIONAL AFFILIATIONS 

ASA – Acoustical Society of America  
ITE – Institute of Transportation Engineers 

PROFESSIONAL CERTIFICATIONS 

Certified Acoustical Consultant – County of San Diego • March, 2018 
Certified Acoustical Consultant – County of Orange • February, 2011 
FHWA-NHI-142051 Highway Traffic Noise Certificate of Training • February, 2013 
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Name M. ID Result. PWL Lw / Li Operating Time K0 Height Coordinates
Day Evening Night Type Value norm. Day Special Night X Y Z

(dBA) (dBA) (dBA) dB(A) (min) (min) (min) (dB) (ft) (ft) (ft) (ft)
POINTSOURCE  TRASH02 88.5 88.5 88.5 Lw 88.5 150.00 0.00 90.00 0.0 5.00 a 6266833.58 2256396.51 5.00

Line Source(s)
Name M. ID Result. PWL Result. PWL' Lw / Li Operating Time Moving Pt. Src Height

Day Evening Night Day Evening Night Type Value norm. Day Special Night Number Speed
(dBA) (dBA) (dBA) (dBA) (dBA) (dBA) dB(A) (min) (min) (min) Day Evening Night (mph) (ft)

LINESOURCE  DWY 92.1 76.9 83.4 69.7 54.4 61.0 PWL-Pt 91.4 67.0 2.0 9.0 6.2 8

Name Height Coordinates
Begin End x y z Ground
(ft) (ft) (ft) (ft) (ft) (ft)

LINESOURCE 8.00 a  6266862.24 2256881.82 8.00 0.00
6266865.42 2256306.07 8.00 0.00

Area Source(s)
Name M. ID Result. PWL Result. PWL'' Lw / Li Operating Time Height

Day Evening Night Day Evening Night Type Value norm. Day Special Night (ft)
(dBA) (dBA) (dBA) (dBA) (dBA) (dBA) dB(A) (min) (min) (min)

AREASOURCE  DOCK01 103.4 103.4 103.4 69.8 69.8 69.8 Lw 103.4 8

Name Height Coordinates
Begin End x y z Ground
(ft) (ft) (ft) (ft) (ft) (ft)

AREASOURCE 8.00 a  6266951.40 2256801.57 8.00 0.00
6266954.59 2256383.77 8.00 0.00
6266895.36 2256384.41 8.00 0.00
6266892.81 2256801.57 8.00 0.00

Barrier(s)
Name M. ID Absorption Z-Ext. Cantilever Height Coordinates

left right horz. vert. Begin End x y z Ground
(ft) (ft) (ft) (ft) (ft) (ft) (ft) (ft) (ft)

BARRIEREXISTING  0 12.00 a  6266951.40 2256801.57 12.00 0.00
6266881.59 2256801.79 12.00 0.00

BARRIEREXISTING  0 12.00 a  6266844.02 2256383.35 12.00 0.00
6266821.09 2256383.99 12.00 0.00
6266818.60 2256802.43 12.00 0.00
6266845.29 2256802.43 12.00 0.00

BARRIEREXISTING  0 12.00 a  6266884.78 2256384.62 12.00 0.00
6266954.59 2256383.77 12.00 0.00

Building(s)
Name M. ID RB Residents Absorption Height Coordinates

Begin x y z Ground
(ft) (ft) (ft) (ft) (ft)

BUILDING  BUILDING00001 x 0 45.00 a 6266953.31 2256847.43 45.00 0.00
6267252.02 2256846.79 45.00 0.00
6267250.75 2256816.22 45.00 0.00
6267256.48 2256816.22 45.00 0.00
6267257.12 2256371.03 45.00 0.00
6267252.66 2256369.76 45.00 0.00
6267255.20 2256339.19 45.00 0.00
6266956.50 2256339.82 45.00 0.00

Urban Crossroads, Inc.
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14087 - Harley Knox Commerce Center
CadnaA Noise Prediction Model:  14087_05_Construction_No Wall.cna
Date: 28.06.21
Analyst: B. Lawson

Calculation Configuration
Configuration

Parameter Value
General
Country (user defined)
Max. Error (dB) 0.00
Max. Search Radius (#(Unit,LEN)) 2000.01
Min. Dist Src to Rcvr 0.00
Partition
Raster Factor 0.50
Max. Length of Section (#(Unit,LEN)) 999.99
Min. Length of Section (#(Unit,LEN)) 1.01
Min. Length of Section (%) 0.00
Proj. Line Sources On
Proj. Area Sources On
Ref. Time
Reference Time Day (min) 960.00
Reference Time Night (min) 480.00
Daytime Penalty (dB) 0.00
Recr. Time Penalty (dB) 5.00
Night-time Penalty (dB) 10.00
DTM
Standard Height (m) 0.00
Model of Terrain Triangulation
Reflection
max. Order of Reflection 2
Search Radius Src 100.00
Search Radius Rcvr 100.00
Max. Distance Source - Rcvr 1000.00 1000.00
Min. Distance Rvcr - Reflector 1.00 1.00
Min. Distance Source - Reflector 0.10
Industrial (ISO 9613)
Lateral Diffraction some Obj
Obst. within Area Src do not shield On
Screening Incl. Ground Att. over Barrier
 Dz with limit (20/25)
Barrier Coefficients C1,2,3 3.0 20.0 0.0
Temperature (#(Unit,TEMP)) 10
rel. Humidity (%) 70
Ground Absorption G 0.50
Wind Speed for Dir. (#(Unit,SPEED)) 3.0
Roads (RLS-90)
Strictly acc. to RLS-90
Railways (FTA/FRA)
Aircraft (???)
Strictly acc. to AzB

Receiver Noise Levels
Name M. ID Level Lr Limit. Value Land Use Height Coordinates

Day Night CNEL Day Night CNEL Type Auto Noise Type X Y Z
(dBA) (dBA) (dBA) (dBA) (dBA) (dBA) (ft) (ft) (ft) (ft)

RECEIVERS  R1 76.7 76.7 83.4 80.0 60.0 0.0 5.00 a 6267019.46 2257008.01 5.00
RECEIVERS  R2 82.4 82.4 89.1 80.0 60.0 0.0 5.00 a 6267224.08 2256247.52 5.00
RECEIVERS  R3 83.8 83.8 90.5 80.0 60.0 0.0 5.00 a 6266807.98 2256428.38 5.00
RECEIVERS  R4 68.0 68.0 74.7 80.0 60.0 0.0 5.00 a 6266153.90 2256151.11 5.00

Area Source(s)
Name M. ID Result. PWL Result. PWL'' Lw / Li Operating Time Height

Day Evening Night Day Evening Night Type Value norm. Day Special Night (ft)
(dBA) (dBA) (dBA) (dBA) (dBA) (dBA) dB(A) (min) (min) (min)

LIMITS  LIMITS00001 129.9 129.9 129.9 85.0 85.0 85.0 Lw" 85 8

Name Height Coordinates
Begin End x y z Ground
(ft) (ft) (ft) (ft) (ft) (ft)

LIMITS 8.00 a  6266823.26 2256876.59 8.00 0.00
6267318.26 2256872.37 8.00 0.00
6267311.95 2256306.31 8.00 0.00
6268137.12 2256299.34 8.00 0.00
6268136.68 2256259.34 8.00 0.00
6266816.48 2256270.50 8.00 0.00

Urban Crossroads, Inc.
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Barrier(s)
Name M. ID Absorption Z-Ext. Cantilever Height Coordinates

left right horz. vert. Begin End x y z Ground
(ft) (ft) (ft) (ft) (ft) (ft) (ft) (ft) (ft)

Urban Crossroads, Inc.
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14087 - Harley Knox Commerce Center
CadnaA Noise Prediction Model:  14087_05_Construction_With Wall.cna
Date: 28.06.21
Analyst: B. Lawson

Calculation Configuration
Configuration

Parameter Value
General
Country (user defined)
Max. Error (dB) 0.00
Max. Search Radius (#(Unit,LEN)) 2000.01
Min. Dist Src to Rcvr 0.00
Partition
Raster Factor 0.50
Max. Length of Section (#(Unit,LEN)) 999.99
Min. Length of Section (#(Unit,LEN)) 1.01
Min. Length of Section (%) 0.00
Proj. Line Sources On
Proj. Area Sources On
Ref. Time
Reference Time Day (min) 960.00
Reference Time Night (min) 480.00
Daytime Penalty (dB) 0.00
Recr. Time Penalty (dB) 5.00
Night-time Penalty (dB) 10.00
DTM
Standard Height (m) 0.00
Model of Terrain Triangulation
Reflection
max. Order of Reflection 2
Search Radius Src 100.00
Search Radius Rcvr 100.00
Max. Distance Source - Rcvr 1000.00 1000.00
Min. Distance Rvcr - Reflector 1.00 1.00
Min. Distance Source - Reflector 0.10
Industrial (ISO 9613)
Lateral Diffraction some Obj
Obst. within Area Src do not shield On
Screening Incl. Ground Att. over Barrier
 Dz with limit (20/25)
Barrier Coefficients C1,2,3 3.0 20.0 0.0
Temperature (#(Unit,TEMP)) 10
rel. Humidity (%) 70
Ground Absorption G 0.50
Wind Speed for Dir. (#(Unit,SPEED)) 3.0
Roads (RLS-90)
Strictly acc. to RLS-90
Railways (FTA/FRA)
Aircraft (???)
Strictly acc. to AzB

Receiver Noise Levels
Name M. ID Level Lr Limit. Value Land Use Height Coordinates

Day Night CNEL Day Night CNEL Type Auto Noise Type X Y Z
(dBA) (dBA) (dBA) (dBA) (dBA) (dBA) (ft) (ft) (ft) (ft)

RECEIVERS  R1 76.7 76.7 83.4 80.0 60.0 0.0 5.00 a 6267019.46 2257008.01 5.00
RECEIVERS  R2 77.3 77.3 84.0 80.0 60.0 0.0 5.00 a 6267224.08 2256247.52 5.00
RECEIVERS  R3 77.9 77.9 84.6 80.0 60.0 0.0 5.00 a 6266807.98 2256428.38 5.00
RECEIVERS  R4 67.2 67.2 73.9 80.0 60.0 0.0 5.00 a 6266153.90 2256151.11 5.00

Area Source(s)
Name M. ID Result. PWL Result. PWL'' Lw / Li Operating Time Height

Day Evening Night Day Evening Night Type Value norm. Day Special Night (ft)
(dBA) (dBA) (dBA) (dBA) (dBA) (dBA) dB(A) (min) (min) (min)

LIMITS  LIMITS00001 129.9 129.9 129.9 85.0 85.0 85.0 Lw" 85 8

Name Height Coordinates
Begin End x y z Ground
(ft) (ft) (ft) (ft) (ft) (ft)

LIMITS 8.00 a  6266823.26 2256876.59 8.00 0.00
6267318.26 2256872.37 8.00 0.00
6267311.95 2256306.31 8.00 0.00
6268137.12 2256299.34 8.00 0.00
6268136.68 2256259.34 8.00 0.00
6266816.48 2256270.50 8.00 0.00

Urban Crossroads, Inc.
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Barrier(s)
Name M. ID Absorption Z-Ext. Cantilever Height Coordinates

left right horz. vert. Begin End x y z Ground
(ft) (ft) (ft) (ft) (ft) (ft) (ft) (ft) (ft)

BARRIERTEMP  0 8.00 a  6266818.72 2256470.39 8.00 0.00
6266817.60 2256369.87 8.00 0.00

BARRIERTEMP  0 8.00 a  6267149.40 2256267.44 8.00 0.00
6267300.30 2256265.75 8.00 0.00

Urban Crossroads, Inc.
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