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FIGURE 3:  HOURLY NOISE LEVELS AT LONG-TERM MONITORING SITE LT-1 
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FIGURE 4:  HOURLY NOISE LEVELS AT LONG-TERM MONITORING SITE LT-2 
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FIGURE 5:  LOCATIONS OF MODELED TRAFFIC NOISE RECEPTORS 
 

 
 



 

 
 
 

 
 

 
 

 APPENDIX A-1 
 
 ACOUSTICAL TERMINOLOGY 
 
 
 
AMBIENT NOISE LEVEL:  The  composite  of  noise  from  all  sources  near  and  far.    In  this 

context,  the  ambient  noise  level  constitutes  the  normal  or 
existing level of environmental noise at a given location. 

 
CNEL:  Community  Noise  Equivalent  Level.    The  average  equivalent 

sound  level  during  a  24‐hour  day,  obtained  after  addition  of 
approximately five decibels to sound levels in the evening from 
7:00 p.m. to 10:00 p.m. and ten decibels to sound levels in the 
night before 7:00 a.m. and after 10:00 p.m. 

 
DECIBEL, dB:  A unit for describing the amplitude of sound, equal to 20 times 

the logarithm to the base 10 of the ratio of the pressure of the 
sound  measured  to  the  reference  pressure,  which  is  20 
micropascals (20 micronewtons per square meter). 

 
DNL/Ldn:  Day/Night Average Sound Level.  The average equivalent sound 

level during a 24‐hour day, obtained after addition of ten decibels 
to sound levels in the night after 10:00 p.m. and before 7:00 a.m. 

 
Leq:  Equivalent  Sound  Level.    The  sound  level  containing  the  same 

total energy as a time varying signal over a given sample period.  
Leq is typically computed over 1, 8 and 24‐hour sample periods.  

 
NOTE:    The  CNEL  and  DNL  represent  daily  levels  of  noise  exposure 

averaged  on  an  annual  basis,  while  Leq  represents  the  average 
noise exposure for a shorter time period, typically one hour. 

 
Lmax:      The maximum noise level recorded during a noise event. 
 
Ln:      The sound level exceeded "n" percent of the time during a sample 

interval  (L90,  L50,  L10,  etc.).    For  example,  L10  equals  the  level 
exceeded 10 percent of the time. 

 
 
 
 
 



 

A-2 
 
 ACOUSTICAL TERMINOLOGY 
 
 
 
NOISE EXPOSURE  
CONTOURS:    Lines  drawn  about  a  noise  source  indicating  constant  levels  of 

noise exposure.  CNEL and DNL contours are frequently utilized to 
describe community exposure to noise. 

 
NOISE LEVEL  
REDUCTION (NLR):  The noise reduction between indoor and outdoor environments 

or  between  two  rooms  that  is  the  numerical  difference,  in 
decibels, of the average sound pressure  levels  in those areas or 
rooms.  A measurement of Anoise level reduction” combines the 
effect of the transmission loss performance of the structure plus 
the effect of acoustic absorption present in the receiving room. 

 
SEL or SENEL:    Sound Exposure Level or Single Event Noise Exposure Level.  The 

level of noise accumulated during a single noise event, such as an 
aircraft  overflight, with  reference  to  a  duration  of  one  second.  
More  specifically,  it  is  the  time‐integrated  A‐weighted  squared 
sound pressure  for  a  stated  time  interval  or  event,  based  on  a 
reference pressure of 20 micropascals and a reference duration of 
one second. 

 
SOUND LEVEL:    The sound pressure level in decibels as measured on a sound level 

meter using the A‐weighting filter network.  The A‐weighting filter 
de‐emphasizes the very low and very high frequency components 
of the sound in a manner similar to the response of the human ear 
and gives good correlation with subjective reactions to noise. 

 
SOUND TRANSMISSION 
CLASS (STC):    The  single‐number  rating  of  sound  transmission  loss  for  a 

construction element (window, door, etc.) over a frequency range 
where speech intelligibility largely occurs. 

 
 
 
 
 
 
 
 
 



 



 

 
APPENDIX C 

 
TRAFFIC NOISE MODELING CALCULATIONS 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



WJV Acoustics, Inc
FHWA-RD-77-108
Calculation Sheets

March 24, 2022

Project #: 21-40 Contour Levels (dB)  60 65 70 75
Description: Existing
Ldn/Cnel: CNEL
Site Type: Soft

Segment Roadway Name Segment Description ADT %Day %Evening %Night %Med %Heavy Speed Distance Offset

1 S. H Street Panama Ln to Berkshire Rd   R-1 8958 77 14 9 2 1 50 70
2 S. H Street Berkshire Rd to Hosking Ave   R-2 9020 77 14 9 2 1 50 185
3 Hosking Ave Stine Rd to Akers Rd   R-3 9458 77 14 9 2 1 50 80
4 Hosking Ave Akers Rd to Wible Rd   R-4 11286 77 14 9 2 1 50 85
5 Hosking Ave Wible Rd to Hughes Ln   R-5 15267 77 14 9 2 1 50 90
6 Hosking Ave Hughes Ln to SR 99 On Ramp   R-6 15627 77 14 9 2 1 50 140
7 Hosking Ave S. H St to Monitor St   R-7 14857 77 14 9 2 1 50 90
8 Hosking Ave Monitor St to Union Ave   R-8 7713 77 14 9 2 1 50 90
9 S. H Street Hosking Ave to McKee Rd   R-9 6251 77 14 9 2 1 50 180
10 S. H Street McKee Rd to Tafty Hwy   R-10 6263 77 14 9 2 1 50 190



WJV Acoustics, Inc
FHWA-RD-77-108
Calculation Sheets

March 24, 2022

Project #: 21-40 Contour Levels (dB)  60 65 70 75
Description: Existing + project
Ldn/Cnel: CNEL
Site Type: Soft

Segment Roadway Name Segment Description ADT %Day %Evening %Night %Med %Heavy Speed Distance Offset

1 S. H Street Panama Ln to Berkshire Rd   R-1 10937 77 14 9 2 1 50 70
2 S. H Street Berkshire Rd to Hosking Ave   R-2 11868 77 14 9 2 1 50 185
3 Hosking Ave Stine Rd to Akers Rd   R-3 10819 77 14 9 2 1 50 80
4 Hosking Ave Akers Rd to Wible Rd   R-4 13162 77 14 9 2 1 50 85
5 Hosking Ave Wible Rd to Hughes Ln   R-5 18006 77 14 9 2 1 50 90
6 Hosking Ave Hughes Ln to SR 99 On Ramp   R-6 18018 77 14 9 2 1 50 140
7 Hosking Ave S. H St to Monitor St   R-7 20073 77 14 9 2 1 50 90
8 Hosking Ave Monitor St to Union Ave   R-8 8571 77 14 9 2 1 50 90
9 S. H Street Hosking Ave to McKee Rd   R-9 7441 77 14 9 2 1 50 180
10 S. H Street McKee Rd to Tafty Hwy   R-10 7029 77 14 9 2 1 50 190



WJV Acoustics, Inc
FHWA-RD-77-108
Calculation Sheets

March 24, 2022

Project #: 21-40 Contour Levels (dB)  60 65 70 75
Description: 2041
Ldn/Cnel: CNEL
Site Type: Soft

Segment Roadway Name Segment Description ADT %Day %Evening %Night %Med %Heavy Speed Distance Offset

1 S. H Street Panama Ln to Berkshire Rd   R-1 16061 77 14 9 2 1 50 70
2 S. H Street Berkshire Rd to Hosking Ave   R-2 17837 77 14 9 2 1 50 185
3 Hosking Ave Stine Rd to Akers Rd   R-3 18959 77 14 9 2 1 50 80
4 Hosking Ave Akers Rd to Wible Rd   R-4 23051 77 14 9 2 1 50 85
5 Hosking Ave Wible Rd to Hughes Ln   R-5 31241 77 14 9 2 1 50 90
6 Hosking Ave Hughes Ln to SR 99 On Ramp   R-6 31678 77 14 9 2 1 50 140
7 Hosking Ave S. H St to Monitor St   R-7 28497 77 14 9 2 1 50 90
8 Hosking Ave Monitor St to Union Ave   R-8 20737 77 14 9 2 1 50 90
9 S. H Street Hosking Ave to McKee Rd   R-9 11129 77 14 9 2 1 50 180
10 S. H Street McKee Rd to Tafty Hwy   R-10 7204 77 14 9 2 1 50 190



WJV Acoustics, Inc
FHWA-RD-77-108
Calculation Sheets

March 24, 2022

Project #: 21-40 Contour Levels (dB)  60 65 70 75
Description: 2041 + project
Ldn/Cnel: CNEL
Site Type: Soft

Segment Roadway Name Segment Description ADT %Day %Evening %Night %Med %Heavy Speed Distance Offset

1 S. H Street Panama Ln to Berkshire Rd   R-1 18040 77 14 9 2 1 50 70
2 S. H Street Berkshire Rd to Hosking Ave   R-2 20685 77 14 9 2 1 50 185
3 Hosking Ave Stine Rd to Akers Rd   R-3 20320 77 14 9 2 1 50 80
4 Hosking Ave Akers Rd to Wible Rd   R-4 24927 77 14 9 2 1 50 85
5 Hosking Ave Wible Rd to Hughes Ln   R-5 33620 77 14 9 2 1 50 90
6 Hosking Ave Hughes Ln to SR 99 On Ramp   R-6 34069 77 14 9 2 1 50 140
7 Hosking Ave S. H St to Monitor St   R-7 33713 77 14 9 2 1 50 90
8 Hosking Ave Monitor St to Union Ave   R-8 21595 77 14 9 2 1 50 90
9 S. H Street Hosking Ave to McKee Rd   R-9 12319 77 14 9 2 1 50 180

10 S. H Street McKee Rd to Tafty Hwy   R-10 7970 77 14 9 2 1 50 190



 

 
APPENDIX D 

 
CAR WASH EQUIPMENT NOISE LEVEL DATA 



 

 

  

 

 

 

 

 

 

 

 

Sound Level Measurements for BayWatch Triple                    

Wall (16mm) Polycarbonate Doors 

 

Car Wash w/ Free Standing Dryer (30hp) 

Feet From Door Door Open Door Closed 

5’ 95 db 81 db 

10’ 92 db 79 db 

15’ 90 db 78 db 

20’ 85 db 76 db 

30’ 83 db 72 db 

 

Car Wash w/ On-Board Dryer (30hp) 

Feet From Door Door Open Door Closed 

5’ 94 db 81 db 

10’ 92 db 78 db 

15’ 85 db 74 db 

20’ 83 db 71 db 

30’ 81 db 68 db 
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Introduction 

ABD Engineering & Design, Inc., (ABD) was retained by Tommy Car Wash to complete a noise 

study of the new facility at 4665 32nd Ave, Hudsonville, MI 49426. Both long term and short 

term sound level measurements were collected at the site to capture noise levels generated by the 

Car Wash.  Long term measurements were initiated on June 17, 2020 at 7:00 AM and were 

concluded on June 18, 2020 at 11:00 AM.  Short term measurements were conducted on the 

morning of June 17.  The following report details relevant acoustical concepts, and the results of 

our acoustical measurements. 

Acoustical Terminology and Concepts 
When dealing with sound, there is the physical quantity which is expressed as sound level and 

the perceived level which is expressed as loudness. Sound level is measured in units called 

decibels (abbreviated dB). Decibels are power ratios and are logarithmic quantities. Audible 

sound occurs over a wide frequency range, from approximately 20 Hertz (Hz) to 20,000 Hz. 

Human hearing does not respond equally to sounds at different frequencies (or pitch). Lower 

frequency sounds that are equally as “loud” have a much higher decibel level than high 

frequency sounds. To accommodate this variation in frequency sensitivity of human hearing, a 

frequency weighting can be applied to sound level measurements. When the weighting is 

applied, the resulting sound level measurements are said to be “A-weighted” and the decibel 

level is abbreviated dBA. 

 

While the decibel or A-weighted decibel are the basic units used for noise measurement, other 

indices are also used. One common index, the equivalent sound level, abbreviated as Leq, is 

commonly used to indicate the average sound level over a period of time. Leq represents the 

steady level of sound which would contain the same amount of sound energy as does the actual 

time varying sound level. Although it is an average, it is strongly influenced by the loudest 

events occurring during the time period because these loudest events contain most of the sound 

energy. 

 

Listed in Table 1 are some commonly encountered noises, their A-weighted level, and associated 

subjective evaluations: 

 
June 30, 2020 
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Table 1: Noise Source Comparison 

Subjective Evaluation A-weighted 
Decibels 

 Examples 

 140 dBA 

 

Near Jet Engine 

Deafening 130 dBA Threshold of Pain 

 120 dBA Threshold of Feeling – Hard Rock Band 

Very Loud 

100 dBA Loud Auto Horn (at 10 ft) 

90 dBA OSHA 8 Hour Noise Exposure Limit 

Loud 

80 dBA Shouting at 1m (3 ft) 

70 dBA Busy Office 

Moderate 

60 dBA Conversational Speech at 1m (3 ft) 

50 dBA Average Office 

Faint 

40 dBA Soft Radio Music in Apartment 

30 dBA Average Residence without Stereo 
Playing 

Very Faint 

20 dBA Average Whisper 

10 dBA Human Breathing 

Threshold of Hearing 0 dBA Threshold of Audibility 

Adapted from Concepts in Architectural Acoustics by M. David Egan (1972) and Architectural Acoustics: 

Principles and Design by M. Mehta, J. Johnson, and J. Rocafort (1999) 

 

Instrumentation 

One (1) Larson-Davis Laboratories Model 831 sound level meter was used for all short term 

measurements reported here. The Model 831 sound level meter was equipped with a Larson-

Davis Laboratories model 377B20 microphone and Larson-Davis Laboratories Model PRM831 

preamplifier.  This meter conforms to the ANSI Standard Specifications for Sound Level Meters 

S1.4-1983 (R2006), Type 1 (Precision), and the IEC Standard 61672-1 Ed. 1.0 (2002-05), 

Sound-Level Meters, Class 1.  The instrument was calibrated and is traceable to The National 
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Institute of Standards.  Evidence of traceability is on file at the Larson Davis Corporate 

Headquarters.  The meter calibration was field verified before and after the measurement session. 

Four Soft-dB, Piccolo Model sound level meters were used for A-weighted measurements for the 

24-hour noise study.  These meters conform to ANSI Standard Specifications for Sound Level 

Meters S1.4-1983 (R2006), Type 2, and the IEC Standard 61672-1 Ed. 1.0 (2002-05), Sound 

Level Meters Class 2.  The instruments were calibrated and are traceable to the National Institute 

of Standards.  Evidence of traceability is on file at the Soft-dB Corporate Headquarters.  The 

meters were field verified before and after the measurement session. 

Atmospheric Conditions  

ABD completes noise measurements within atmospheric limits specified in ANSI S12.9 

Quantities and Procedures for Description and Measurement of Environmental Sound and 

S12.18 Outdoor Measurement of Sound Pressure Level for environmental noise measurements. 

Data measured during higher wind speeds risk reliability contamination due to wind noise on the 

microphone, and repeatability limitations due to the directionality of the receiver relative to the 

noise source. 

The environmental conditions, as measured at the Gerald R. Ford International Airport, in Grand 

Rapids MI on June 17-18, 2020 were within the range of the specified limits and are summarized 

in Table 2.  

Table 2: Environmental conditions during testing over June 17 & 18, 2020 

Time  
Average 

Temperature (F) 

Average 

Relative 

Humidity 

Nominal Wind 

Direction 

Average Wind 

Speed (MPH) 
Precipitation (in.) 

June 17-

18, 2020 
72o 58 % E 3.8 mph 0.0 in 

Environmental data provided by www.wunderground.com, from the Gerald R. Ford International Airport 

Weather Station 

Noise Measurements 

Noise measurements were completed at a variety of interior and exterior positions, as shown in 

Figure 1.  The measurement locations indicated by the red squares are where the long-term 

measurements were taken.  The locations indicated by the blue circles (and the blue gradations) 

are the suggested measurement locations by Tommy Car Wash and represent the short-term 

measurements taken while on site.  

NOISE STUDY
JUNE 2020

http://www.wunderground.com/


ABD Engineering & Design ◼ Architectural Acoustics ◼ AV Design ◼ Noise and Vibration 
321 SW 4th Avenue, Suite 700, Portland, OR 97204 

124 Fulton Street East, Second Floor, Grand Rapids, MI 49503  
Phone (866) 272-9778 ◼  www.abdengineering.com 

 
Figure 1: Site Plan with Measurement Locations 

Short-Term Measurements 

A description of each measurement location is provided for clarity. The short-term 

measurements (1-10) were taken with the Larson Davis Model 831 hand-held meter. 

1) Tunnel Entry: This position is the vehicular entry location to the car-wash structure.  

Measurements were also taken at the vehicle entry to the building and at 20’, 40’ and 60’ 

from the entrance towards the north of the building.  All measurements were in-line with 

the vehicle path as it moves through the car-wash process.   

2) Tunnel Exit: This position is the vehicular exit location to the car-wash structure.  

Measurements were also taken at the vehicle’s exit location at distances of 20’, 40’, 60’, 

and 80’ from the exit towards the south of the building.  All measurements were in-line 

with the vehicle path as it exits the car-wash process. 

3) Vacuum: This position is intended to capture the operational noise of a single vacuum 

unit for which Vacuum #12 was selected.  It was observed that on this unit with both hose 

nozzles stowed, there was a significant whistling noise being generated by the air-flow 
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leakage at the storage pocket.  Since typical use would involve using at least one of the 

hoses, one hose was removed from its pocket and placed on the ground during 

measurements.  

Measurements were also taken relative to this vacuum station at distances of 20’, 40’, 

60’, and 80’ to the west of the vacuum bay.  These measurements of vacuum operational 

noise at these distances to the west were completed with all vacuum units within this bay 

operating simultaneously. This was in order to capture the loudest operating condition. 

4) Pay Lane Entry: This location is the vehicle entry point to the property, for users who 

proceed through the car wash process.   

5) Flight Deck: This location was to capture the noise within the enclosed office area where 

employees interact with customers through the drive-through window. 

6) Loading Zone: This is the position where vehicles are transitioned onto the conveyer 

system for shuttling the car through the car-wash mechanism. 

7) Detergent Pod: This position is located behind the bank of car-wash detergent chemical 

storage and delivery tanks. 

8) Dry Backroom: This position is located within a separate closed room behind the blower 

bay of the car-wash facility.  Chemical pumping equipment was observed within this 

room. 

9) Blower Room: This space is the area where the air-blowers are used to dry the vehicles 

after being washed and rinsed, it is near the vehicular exit of the car-wash structure. 

10) Mat Washer: This position is the location of two separate, self-service car mat-washer 

machines.  Three measurements were taken at this position with one (1) of the mat 

washers on and operating, but no floor mat was being conveyed into the machine.  The 

specific measurement locations are as follows: 3 ft. in front of door with the door closed, 

6’ in front of the door with the door closed, and 3’ in front of the door with the door open.  

It should be noted that noise measurements on the interior of the car wash were collected at these 

various locations, and during multiple operating conditions for the car wash.  This was done to 

provide a general understanding of the noise generated within the car wash, as requested by 

Tommy Car Wash.  It should be understood that the noise measurements that were collected are 

strictly informational.  To understand regulations for OSHA’s allowable noise exposure, please 

refer to the OSHA standard.  For compliance to this standard, noise dosimetry testing should be 

performed on individual employees that spend significant amounts of time in high noise areas 

that are identified in the following results.  Listed in Table 3 are the results of these short-term 

measurements.  Reported here are the loudest measured levels at each measurement location over 

the various operating conditions evaluated. 
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Table 3: Short-term Measurement Results 

Short-term 
Measurement 

Locations 

Measured            
Sound Pressure Level      

dB(A)1 

(1) Tunnel Entry 86 

(2) Tunnel Exit 95 

(3) Vacuum 90 

(4) Pay Lane Entry 67 

(5) Flight Deck 66 

(6) Loading Zone 91 

(7) Detergent Pod 93 

(8) Dry Backroom 92 

(9) Blower Room 104 

(10) Mat Washer 86 

Utilizing the short-term measurement results, we have projected how noise generated by Tommy 

Car Wash will propagate over the property; these results are shown in Figure 2.  Please note that 

our measurements at distances away from the vacuum include the noise levels with all vacuums 

in operation (worst case scenario). This “all-vacuums on” condition was projected onto the entire 

property for the sound map.  It should be noted that noise contribution from the vacuums 

dominated the noise levels at the entrance, so the results shown at the entrance on the sound map 

exceed the short term measurements taken in these locations with no vacuum in operation. 

 
1 Reported values are for the loudest operating condition captured during the measurement session. 
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Figure 2: Sound Map of Tommy's Car Wash Property 

Long-Term Measurements 

The long-term measurements (A-D) were taken with the Soft-dB Piccolo meters and located at 

the perimeter of the property as shown in Figure 1.  Locations A, B, and D were approximately 

9’ above the ground. Location C was 5’ above the ground. 

All meters were set to run with a 1-second sampling interval and using exponential (slow) 

detector integration methods.  The time-history results of these long-term measurements over the 

time interval are shown in Figure 3. 
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Figure 3: Time-History Results of Long-Term Measurements 
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Measurement Location A and D, on the street side of the property, show no clear transition 

between the car wash operational noise and the nighttime noise collected at this position.  

Consistent with observations made at site, the noise at these locations is dominated by general 

traffic noise.  Also note that at both Location A and D, there are a significant number of short-

term peaks in these time histories.  Again, based on observations made on site, these peaks are 

likely due to motorcycles passing by, and trucks traversing pot-holes producing a series of  

“bangs & clanks” as the vehicle navigated the uneven road surface. 

Noise data at Location B and C clearly show a distinction between the day-time (operational 

hours) and night-time noise levels.  Location B in particular, has the loudest consistent noise 

levels due to the dryers at the exit.. 

 

If you have any questions, please call. 

Sincerely, 

ABD ENGINEERING & DESIGN, INC. 

Per: 

 

 

 

Peter C. Laux, PhD 

Chief Scientist and Senior Consultant 

 

 

 

Quincey Smail 

Acoustical Consultant 

 

 

cc: Marci Boks – ABD Engineering & Design 
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