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Figure 4C-1. Warrant 2, Four-Hour Vehicular Volume 
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*Note: 115 vph applies as the lower threshold volume for a minor-street 
approach with two or more lanes and 80 vph applies as the lower 

threshold volume for a minor-street approach with one lane. 



2033 WP CONDITIONS 4-HOUR VOLUME WARRANT 
RURAL CONDITIONS

(COMMUNITY LESS THAN 10,000 POPULATION OR ABOVE 70 km/h (40 mph) ON MAJOR STREET)

Major Street: 3rd Minor Street: Sequoia

Total of Both Approaches (VPH): 215 Higher Volume Approach (VPH): 62
Total of Both Approaches (VPH): 233 Higher Volume Approach (VPH): 79
Total of Both Approaches (VPH): 308 Higher Volume Approach (VPH): 128
Total of Both Approaches (VPH): 298 Higher Volume Approach (VPH): 114
Number of Approach Lanes: 1 Number of Approach Lanes: 1

SIGNAL WARRANT NOT SATISFIED

  Source: MUTCD 2014 California Supplement Including Revision 3 (March 9, 2018)

2033 WP Conditions
4-Hour Volume Warrant

Sequoia/3rd Ave
Prepared by TJW Engineering, Inc.
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Figure 4C-1. Warrant 2, Four-Hour Vehicular Volume 
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*Note: 115 vph applies as the lower threshold volume for a minor-street 
approach with two or more lanes and 80 vph applies as the lower 

threshold volume for a minor-street approach with one lane. 



2033 WP CONDITIONS 4-HOUR VOLUME WARRANT 
RURAL CONDITIONS

(COMMUNITY LESS THAN 10,000 POPULATION OR ABOVE 70 km/h (40 mph) ON MAJOR STREET)

Major Street: 2nd Minor Street: Sequoia

Total of Both Approaches (VPH): 112 Higher Volume Approach (VPH): 51
Total of Both Approaches (VPH): 132 Higher Volume Approach (VPH): 52
Total of Both Approaches (VPH): 212 Higher Volume Approach (VPH): 120
Total of Both Approaches (VPH): 170 Higher Volume Approach (VPH): 114
Number of Approach Lanes: 1 Number of Approach Lanes: 1

SIGNAL WARRANT NOT SATISFIED

  Source: MUTCD 2014 California Supplement Including Revision 3 (March 9, 2018)

2033 WP Conditions
4-Hour Volume Warrant

Sequoia/2nd Ave
Prepared by TJW Engineering, Inc.
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Figure 4C-1. Warrant 2, Four-Hour Vehicular Volume 
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*Note: 115 vph applies as the lower threshold volume for a minor-street 
approach with two or more lanes and 80 vph applies as the lower 

threshold volume for a minor-street approach with one lane. 
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