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MOBILIZATION/DEMOBILIZATION 
1. MOBILIZATION SHALL CONSIST OF PREPARATORY WORK AND OPERATIONS, INCLUDING, BUT NOT LIMITED TO, 

THOSE NECESSARY FOR THE MOVEMENT OF PERSONNEL, EQUIPMENT, SUPPLIES, AND INCIDENTALS TO THE 
PROJECT SITE; THE ESTABLISHMENT OF TEMPORARY FACILITIES NECESSARY FOR WORK ON THE PROJECT; AND ALL 
OTHER WORK AND OPERATIONS THAT MUST BE PERFORMED OR COSTS INCURRED BEFORE WORK BEGINS ON THE 
PROJECT CONTRACT ITEMS. 

2. THE CONTRACTOR SHALL SUPPLY ALL VEHICLES WITH A M INIMUM OF ONE FIRE EXTINGUISHER AND ONE SHOVEL. 
APPROPRIATE PRECAUTIONS SHALL BE TAKEN BY THE CONTRACTOR TO MINIMIZE FIRE AT THE PROJECT SITE AT ALL 
TIMES. 

3. BEFORE BEGINNING ANY WORK, THE CONTRACTOR (INCLUDING BUT NOT LIMITED TO ANY SUBCONTRACTORS AND 
PROJECT FOREMEN) SHALL BE REQUIRED TO SCHEDULE AND ATTEND A ONE-DAY MEETING AT THE PROJECT SITE 
WITH THE CITY, THE CITY'S REPRESENTATIVE, AND OTHERS AS NECESSARY TO REVIEW AND DISCUSS THE OVERALL 
IMPLEMENTATION OF THE PROJECT INCLUDING: DESIGN OBJECTIVES, ENVIRONMENTAL PERMIT LIMITATIONS, 
ENDANGERED SPECIES ISSUES, EMERGENCY CONTACT INFORMATION AND PROTOCOL, CONTRACT MANAGEMENT 
AND CHAIN OF COMMAND, MEDIA PROTOCOL, PROJECT CONSTRUCTION DOCUMENTS, IMPLEMENTATION 
SCHEDULE (INCLUDING KEY MILESTONES), AND ANY ADDENDA. 

4. DEMOBILIZATION TASKS SHALL CONSIST OF WORK AND OPERATIONS AT THE CONCLUSION OF CONSTRUCTION, 
INCLUDING, BUT NOT LIM ITED TO NECESSARY ACTIVITIES FOR THE REMOVAL OF PERSONNEL, EQUIPMENT, 
SUPPLIES, AND INCIDENTALS FROM THE PROJECT SITE; REMOVAL OF TEMPORARY FACILITIES AND MATERIALS; AND 
ALL OTHER WORK AND OPERATIONS THAT MUST BE PERFORMED OR COSTS INCURRED TO CONCLUDE WORK ON 
THE PROJECT CONTRACT ITEMS 

5. UPON APPROVAL OF THE COMPLETED CONSTRUCTION, DEMOBILIZATION SHALL ALSO INCLUDE COMPLETE 
REMOVAL, DISPOSAL, AND IF APPROPRIATE, RECYCLING OF ALL UNUSED MATERIALS ACCORDING TO STATE AND 
LOCAL REGULATIONS. 

STAGING AND ACCESS 
1. 

2. 

3. 

STAGING AREAS AND ACCESS AND HAUL ROUTES SHALL BE AS SHOWN ON THESE DRAWINGS AND FIELD DIRECTED 
BY THE CITY'S REPRESENTATIVE. 

CONSTRUCTION STAGING SHALL BE AT APPROVED AREAS IN THE AUGUSTIN BERNAL COMMUNITY PARK STAGING 
AREA AND PARKING LOT AT THE DOWNHILL END OF THE TRAIL, AND IN A CITY-APPROVED AREA AT THE UPHILL END 
OF THE TRAIL. AT ALL TIMES PROTECT THE EXISTING FACILITIES; ANY DAMAGE TO THE EXISTING FACILITIES, 
INCLUDING BUT NOT LIMITED TO A.C. PAVING, CAUSED BY THE CONTRACTOR'S STAGING OR OTHER OPERATIONS 
SHALL BE REPAIRED TO ITS FOUND CONDITION BY THE CONTRACTOR NO COST TO THE CITY. 

SMALL AMOUNTS OF CONSTRUCTION MATERIALS COULD ALSO BE STAGED ALONG THE TRAIL ALIGNMENT DURING 
ACTIVE WORK PERIODS. ACCESS FOR TRAIL CONSTRUCTION SHALL BE FROM EXISTING DISTURBED AREAS, FIRE 
ROADS AND TRAILS, AND SHALL RESULT IN NO NEW DISTURBANCE OUTSIDE OF THE TRAIL CORRIDOR. 

4. VEHICLE ACCESS AND HAUL ROUTES SHALL BE AS DIRECTED BY THE CITY'S REPRESENTATIVE, AND GENERALLY AT 
THE LOCATIONS INDICATED ON THE DRAWINGS. 

5. THE LIMITS OF THE STAGING AREA SHALL BE FIELD MARKED FOR APPROVAL BEFORE STAGING EQUIPMENT AND 
MATERIALS ARE BROUGHT ON SITE. STAGING AREAS SHALL BE ENCLOSED USING TEMPORARY CHAIN LINK 
CONSTRUCTION FENCING, UNLESS OTHERWISE APPROVED BY THE CITY'S REPRESENTATIVE . 

6. THE CONTRACTOR SHALL CONFINE ALL STORAGE OF MATERIALS, PREPARATORY WORK, EQUIPMENT, AND VEHICLE 
PARKING TO THE STAGING AREAS. 

7. 

8. 

9. 

ALL LUBRICATION, REFUELING OR MAINTENANCE OF CONSTRUCTION EQUIPMENT SHALL ONLY BE CONDUCTED 
WITH IN APPROVED STAGING AREAS. 

THE CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVING CONSTRUCTION DEBRIS AND TRASH ON A DAILY BASIS. 
AT NO TIME SHALL CONSTRUCTION DEBRIS OR TRASH BE ALLOWED TO REMAIN IN ENVIRONMENTALLY SENSITIVE 
AREAS DURING THE TRAIL CONSTRUCTION. 

AFTER CONSTRUCTION COMPLETION, ANY MATERIALS NOT USED OR REUSED IN THE PROJECT SHALL BE HAULED 
OFF-SITE BY THE CONTRACTOR AND REUSED OR DISPOSED OF IN A LANDFILL OR RECYCLED AT A RECYCLING 
FACILITY. 

DEMOLITION 
1. 

2. 

3. 

BEFORE THE START OF DEMOLITION OPERATIONS, THE CONTRACTOR SHALL STAKE OR OTHERWISE FIELD 
IDENTIFY/MARK ITEMS TO BE DEMOLISHED AND TRAIL AREAS TO BE DECOMMISSIONED FOR APPROVAL BY THE 
CITY'S REPRESENTATIVE. 

AT NO TIME SHALL ANY EXISTING UTILITIES OR OTHER INFRASTRUCTURE BE REMOVED, DEMOLISHED, OR 
OTHERWISE DAMAGED DURING CONSTRUCTION. 

REMOVE EXISTING ROCK AND ANY LOGS OR WOOD EDGING WHERE IT OCCURS ALONG THE EXISTING TRAIL EDGES 
AND REDISTRIBUTE WITHIN THE TRAIL DECOMMISSIONING AREAS TO MIM IC A RANDOM AND NATURAL LAYOUT, 
TYP. 

4. THE REFILLING OF HOLES RESULTING FROM THE DEMOLITION OPERATIONS SHALL BE THE CONTRACTOR'S 
RESPONSIBILITY. 

DECOMMISSIONING EXISTING TRAILS 
1. 

2. 

3. 

EXISTING TRAILS TO BE ABANDONED SHALL BE DECOMMISSIONED AS PRESCRIBED HEREIN. 

BEFORE THE START OF DECOMMISSION ING OPERATIONS, THE CONTRACTOR SHALL STAKE OR OTHERWISE FIELD 
IDENTIFY/MARK THE TRAIL AREAS TO BE DECOMMISSIONED FOR APPROVAL BY THE CITY'S REPRESENTATIVE. 

AT NO TIME SHALL ANY EXISTING UTILITIES OR OTHER INFRASTRUCTURE BE REMOVED, DEMOLISHED, OR 
OTHERWISE DAMAGED DURING THE DECOMMISSIONING OPERATIONS. 

4. THE ABANDONED TRAILS SHALL BE ROUGHENED AND RECONTOURED TO MATCH EXISTING CONTOURS AND 
PRODUCE A NATURALLY UNDULATING SURFACE SU ITABLE FOR SEEDING. THE ABANDONED TRAILS SHALL BE 
THOROUGHLY CROSS-RIPPED TO A MINIMUM DEPTH OF 12 INCHES TO ELIMINATE A COMPACTED CONDITION. 
MATERIALS RESULTING FROM RECONTOURING SHALL BE SCATTERED AND SPREAD OVER THE ABANDONED TRAIL 
AREAS. 

5. A RAIL FENCE SHALL BE INSTALLED AS DETAILED ON THE DRAWINGS AND LOCATED PARALLEL AND OFFSET 2-FEET 
FROM THE TRANSITIONAL EDGE OF THE NEW TRAIL AND THE EXISTING TRAIL TO BE ABANDONED; EXTEND FENCE 
ENDS A MINIMUM OF 5-FEET BEYOND THE WIDTH OF THE EXISTING TRAIL TO BE ABANDONED; FIELD LOCATE IN 

SITE PRESERVATION 
1. BEFORE BEGINNING ANY WORK, THE CONTRACTOR SHALL REVIEW THE SITE AND EXAM INE THE PLANS TO FULLY 

UNDERSTAND THE REQUIRED WORK. AT ALL TIMES, AVOID DAMAGE TO EXISTING TREES, VEGETATION AND OTHER 
ITEMS TO REMAIN IN PLACE, TO BE REUSED, OR TO REMAIN WITHIN THE PROPERTY; ANY DAMAGED ITEMS SHALL 
BE REPAIRED OR REPLACED BY THE CONTRACTOR AT NO ADDITIONAL COST TO THE CITY. 

2. VERIFY SITE CONDITIONS AND EXISTING GRADE CONDITIONS, LOCATIONS OF EXISTING INFRASTRUCTURE, AND ALL 
EXISTING VEGETATION. CONDUCT FIELD ADJUSTMENTS NECESSARY TO ACCOMMODATE OR TO MIN IMIZE IMPACTS 
ON THESE CONDITIONS. 

3. UNLESS SPECIFICALLY ALLOWED BY THESE DRAWINGS, AVOID IMPACTS TO ANY EXISTING SITE FEATURES, 
ENVIRONMENTALLY SENSITIVE AREAS OR NATIVE VEGETATION WITHIN OR ADJACENT TO THE PROJECT WORK. 
AVOID DAMAGE TO EXISTING CONDITIONS, INCLUDING BENCHMARKS, PAVEMENT, UTILITIES, VEGETATION TO 
REMAIN, AND OTHER FEATURES TO BE PRESERVED. EXISTING UTILITIES SHALL BE MAINTAINED IN SERVICE AND IN 
PLACE BY THE CONTRACTOR DURING CONSTRUCTION UNLESS OTHERWISE SHOWN . THE CONTRACTOR SHALL 
REINSTALL ALL MONUMENTS AND ANY PAVEMENT MARKINGS AFFECTED BY CONSTRUCTION. 

4. DO NOT IMPACT EXISTING VEGETATION TO REMAIN, AND AT NO TIME SHALL ANY TREES BE REMOVED. 

5. 

6. 

7. 

8. 

9. 

A CITY-APPROVED CERTIFIED ARBORIST SHALL MONITOR ALL SOIL DISTURBING ACTIVITIES OCCURRING DIRECTLY 
UNDER TREE CROWNS, INCLUDING DEMOLITION, EXCAVATION, AND INSTALLATION. THIS WILL REQUIRE THE CITY 
AND/OR CONTRACTOR TO NOTIFY THE PROJECT'S ARBORIST WELL IN ADVANCE OF SCHEDULED WORK ADJACENT TO 
PROTECTED TREES. A PRECONSTRUCTION CONFERENCE WITH THE CITY'S REPRESENTATIVE, THE CERTIFIED 
ARBORIST AND THE CONTRACTOR SHALL OCCUR BEFORE THE START OF ACTIVITIES. 

UNLESS OTHERWISE DIRECTED, TEMPORARY TREE PROTECTION FENCING SHALL BE INSTALLED AND CONDUCTED 
ACCORDING TO THE CITY MUNICIPAL CODE CHAPTER 17.16, TREE PRESERVATION. 

TEMPORARY TREE PROTECTION FENCING SHALL BE 4-FOOT-HIGH, ORANGE VISI BARRIER, WITH A MESH OPENING 
OF l INCH BY 3¾ INCHES, MADE OF HIGH-DENSITY POLYETHYLENE RESIN, WITH A TEMPERATURE SERVICE RANGE OF 
-40 TO 200 F, OR APPROVED EQUAL. 

TREE PROTECTION FENCING SHALL BE USED AROUND THE OUTERMOST LIMITS OF THE PROTECTED ZONES OF THE 
NATIVE TREES WITHIN OR ADJACENT TO THE CONSTRUCTION AREA THAT MAY BE DISTURBED DURING 
CONSTRUCTION ACTIVITIES. THE CONTRACTOR SHALL COORDINATE WITH THE CITY TO IDENTIFY TREES REQUIR ING 
PROTECTION. BEFORE THE START OF ANY CLEARING, GRADING, OR OTHER CONSTRUCTION ACTIVITIES, PROTECTIVE 
FENCING SHALL BE PLACED AROUND EACH APPLICABLE TREE. FENCING SHALL BE MAINTAINED IN PLACE FOR THE 
DURATION OF ALL CONSTRUCTION . THE FENCING SHALL BE INSTALLED 5 FEET OUTSIDE OF THE DRIPLINE OF EACH 
NATIVE TREE (OR EDGE OF CANOPY FOR CLUSTER OF TREES) AND SHALL BE STAKED EVERY 6 FEET. 

BEFORE INSTALLATION, THE CONTRACTOR SHALL FIELD MARK THE LOCATIONS OF THE TEMPORARY TREE 
PROTECTION FENCING FOR APPROVAL BY THE CITY'S REPRESENTATIVE . 

10. AT NO TIME SHALL CONSTRUCTION OPERATIONS, VEHICLE OR EQUIPMENT PARKING, PLACEMENT OF STRUCTURES, 
OR ANY OTHER ACTIVITY OCCUR WITHIN AREAS TO BE PRESERVED OR CONTAINED BY TEMPORARY TREE 
PROTECTION FENCING. 

11. ANY APPROVED IMPROVEMENTS, INCLUDING GRADING OR EXCAVATION, THAT ENCROACH INTO THE PROTECTED 
ZONE OF A NATIVE TREE SHALL BE COMPLETED UNDER THE DIRECT SUPERVISION OF THE CERTIFIED ARBORIST 
USING ONLY HAND-HELD TOOLS OR OTHER METHODS THAT AVOID DAMAGE TO TREE ROOTS. 

12. ANY TRAIL PORTION THAT ENCROACHES UNDER A TREE'S CROWN SHALL BE CONSTRUCTED TO MINIMIZE 
ENCROACHMENT TO THE MAXIMUM EXTENT FEASIBLE. CONSTRUCTION AND TRAIL MAINTENANCE CREWS SHALL 
ENSURE THAT THE NATURAL DUFF LAYER UNDER ALL TREES BE MAINTAINED. THIS WILL REDUCE SOIL COMPACTION, 
STABILIZE SOIL TEMPERATURES IN ROOT ZONES, CONSERVE SOIL MOISTURE, AND REDUCE EROSION. THE 
CONTRACTORS SHALL ENSURE THAT THE MULCH BE KEPT CLEAR OF THE TRUNK BASE TO AVOID CREATING 
CONDITIONS FAVORABLE TO THE ESTABLISHMENT AND GROWTH OF DECAY-CAUSING FUNGAL PATHOGENS. 
SHOULD IT BECOME NECESSARY TO ADD ORGANIC MULCH BENEATH RETAINED OAK TREES, PACKAGED OR 
COMMERCIAL OAK LEAF MULCH SHALL NOT BE USED, SINCE IT MAY CONTAIN OAK ROOT FUNGUS. ALSO, THE USE 
OF REDWOOD CHIPS SHALL BE AVOIDED AS CERTAIN INHIBITIVE CHEMICALS MAY BE PRESENT IN THE WOOD. 
OTHER WOOD CHIPS AND CRUSHED WALNUT SHELLS CAN BE USED, BUT THE BEST MULCH THAT PROVIDES A 
SOURCE OF NUTRIENTS FOR THE TREE IS ITS OWN LEAF LITTER. ANY ADDED ORGANIC MULCH ADDED BY THE 
CONTRACTOR SHALL BE APPLIED TO A MAXIMUM DEPTH OF 4 INCHES. 

13. UPON COMPLETION OF ALL SITE WORK, ALL TEMPORARY TREE PROTECTION FENCING SHALL BE REMOVED OFF SITE 
AND RECYCLED ACCORDING TO STATE AND LOCAL REGULATIONS. 

14. ANY EXISTING LANDSCAPING AFFECTED BY THE CONTRACTOR'S WORK SHALL BE REPLACED TO MATCH EXISTING 
CONDITIONS OR TO THE SATISFACTION OF THE CITY'S REPRESENTATIVE. 

15. IMPACTS TO ANY EXISTING SITE FEATURES OR NATIVE VEGETATION OUTSIDE OF THE TRAIL TREAD SHALL BE 
AVOIDED. VERTICAL AND HORIZONTAL CLEARANCE SHALL BE IMPLEMENTED TO FACILITATE THE SAFETY OF TRAIL 
USERS. 

16. OVERHANGING VEGETATION SHALL BE TRIMMED TO A HEIGHT OF 10 FEET AND SHRUBS AND LIMBS SHALL BE 
CLEARED 5 FEET HORIZONTALLY FROM EITHER SIDE OF THE TRAIL CENTERLINE. AFTER RECEIPT OF APPROVAL BY THE 
CITY'S REPRESENTATIVE, LIGHT PRUNING MAY BE REQUIRED AND ANY PRUNING SHALL BE COMPLETED UNDER THE 
DIRECTION OF A CERTIFIED ARBORIST AND USING INTERNATIONAL SOCIETY OF ARBORICULTURE (ISA) GU IDELINES. 
REMOVAL OF LIVE BRANCHES AND ASSOCIATED LEAF AREA CAN HAVE A NEGATIVE IMPACT ON TREE HEALTH. WHEN 
RELATIVELY LARGE AMOUNTS OF LEAF AREA ARE REMOVED, THE CAPACITY OF A TREE TO PRODUCE ENERGY FOR 
GROWTH AND PEST RESISTANCE IS DIMINISHED. PRUNING SHOULD BE LIMITED TO THAT AMOUNT NEEDED TO 
ACCOMPLISH THE PRUNING OBJECTIVE. IN SOME CASES, IT MAY BE BEST TO COMPLETE PRUNING OVER A 2- OR 
3-YEAR PERIOD RATHER THAN DO ALL THAT IS NEEDED IN 1 YEAR. 

TRAIL CONSTRUCTION 
1. THESE DRAWINGS SHOW THE GENERAL ALIGNMENT OF TRAILS; THE TRAILS ARE EXPECTED TO BE FIELD-FIT TO SITE 

SPECIFIC CONDITIONS DURING CONSTRUCTION. THE DETAILS INCLUDED ON THE DRAWINGS ARE INTENDED TO 
SERVE AS A "TOOL BOX" OF TYP ICAL TREATMENTS TO SUPPORT THE TRAIL IMPLEMENTATION AND MAINTAIN 
WATER QUALITY. 

2. MINOR EXCAVATIONS FOR TRAIL CONSTRUCTION SHALL GENERALLY BE 6-INCHES BELOW NATURAL GRADE. SINGLE 
TRACK TRAILS ARE EXPECTED TO BE CONSTRUCTED USING A BLADED MINI-EXCAVATOR OR HAND-BUILT TO 
IMPLEMENT A "FULL-BENCH " CONSTRUCTION TECHNIQUE, MINIMIZING FILL PLACEMENT; FINISHING WORK SHALL 
BE CONDUCTED BY HAND CREWS. REFER TO THE TRAIL-TYPICAL CROSS-SECTION DETAIL ON THE DRAWINGS. 

3. SPOILS SHALL BE SCATTERED ON SITE ACCORD ING TO THE CITY'S REPRESENTATIVE'S DIRECTION. DUFF MULCH 
SHALL BE SPREAD OVER SCATTERED SPOILS TO A 1-INCH MINIMUM DEPTH. DUFF MULCH SHALL BE NATIVE TO THE 
PROJECT SITE. IF DUFF MULCH IS NOT AVAILABLE, CERTIFIED WEED-FREE STRAW MULCH (OR OTHER MATERIAL 
SPECIFIED UNDER "SITE PRESERVATION", THIS PAGE) MAY BE USED UPON THE APPROVAL OF THE CITY 'S 
REPRESENTATIVE. 

4. THE TRAIL ALIGNMENT SHALL BE FIELD LOCATED TO AVOID EXISTING TREES; NO TREE FELLING IS EXPECTED. 

5. 

6. 

7. 

8. 

9. 

THE TRAIL AL IGNMENT SHALL BE FIELD LOCATED ON CONTOUR TO MINIMIZE CUT AND FILL, AND IMPACTS TO 
EXISTING VEGETATION. 

WHEREVER POSSIBLE, CROSS-SLOPES SHALL NOT EXCEED 3-PERCENT. 

COMPACT SOIL IN GRADING AREAS TO A MAXIMUM OF 90% COMPACTION RELATIVE DENSITY. 

CONFORM TO EXISTING ADJACENT GRADES, ESPECIALLY AT CONNECTIONS TO EXISTING TRAILS. 

IF NEEDED, EX ISTING FALLEN TREES THAT CROSS THE TRAIL ALIGNMENT SHALL BE CUT TO ALLOW FOR TRAIL 
ACCESS; CUT PORTIONS OF SAID TREES SHALL BE DISPOSED ON SITE ACCORDING TO CITY'S REPRESENTATIVE'S 
DIRECTION. 

10. TO FAC ILITATE NATURAL VEGETATION REGROWTH FROM NATIVE PLANTS AND SEED BANK IN RECONTOURED 
SURFACE SOILS, DUFF MULCH SHALL BE SPREAD OVER SCATTERED SPO ILS TO A 1-INCH MINIMUM DEPTH. DUFF 
MULCH SHALL BE NATIVE TO THE PROJECT SITE. 

FINE GRADING 
1. 

2. 

3. 

FINISH GRADING OPERATIONS SHALL PREPARE AREAS OUTSIDE OF THE TRAIL ALIGNMENT FOR REVEGETATION AS 
PRESCRIBED ON THESE DRAWINGS. BEFORE BEG INNING REVEGETATION OPERATIONS, FINISH GRADE ALL 
REVEGETATION AREAS, FILL AS NEEDED AND REMOVE SURPLUS SOIL AND FLOAT AREAS TO A SMOOTH, UNIFORM 
GRADE AND TO ELEVATIONS AS INDICATED ON THE DRAWINGS. 

FINISH GRADING OPERATIONS SHALL CONFORM TO AND BLEND W ITH EXISTING ADJACENT SITE CONDITIONS AND 
GRADES, AND TO CONNECTIONS TO EXISTING TRAILS. 

ELIMINATE UNEVEN AREAS RESULTING FROM TRAIL CONSTRUCTION OPERATIONS AND REMOVE ANY DEBRIS, 
ROOTS, BRANCHES, OR OTHER MATERIALS LARGER THAN 6-INCHES. 

4. SUBSOIL SHALL BE GRADED TO PROVIDE POSITIVE DRA INAGE. ALL GRADE CHANGES SHALL BE GRADUAL, WITH 
SLOPES BLENDING INTO LEVEL AREAS. 

5. 

6. 

7. 

8. 

9. 

SUBSOIL SHALL BE COMPACTED TO 85% MAXIMUM ATTAINABLE DENSITY WHERE TOPSOIL IS PLACED FOR 
REVEGETATION. 

REVEGETATION AREAS THAT ARE COMPACTED OR BECOME COMPACTED DURING CONSTRUCTION IN EXCESS OF 
85% RELATIVE COMPACTION , SHALL BE THOROUGHLY CROSS-RIPPED TO A MINIMUM DEPTH OF 12 INCHES TO 
ALLEVIATE THE OVER-COMPACTED CONDITION. TAKE CARE TO AVOID ANY EX ISTING SUBSURFACE UTILITY LINES. 

ENSURE THAT THE TOP 2-INCHES OF SOIL ARE FREE OF STONES, DEBRIS, BRANCHES, ROOTS, STUMPS, WIRE, OR 
OTHER DELETERIOUS MATTER 1-INCH IN DIAMETER AND LARGER. DISPOSE OF DEBRIS OFFSITE ACCORDING TO 
STATE AND LOCAL REGULATIONS. 

ALL REVEGETATION AREAS SHALL BE FINE GRADED TO WITHIN 1-1/2 INCHES OF ANY PAVED AREAS OR STRUCTURES. 

AT NO TIME SHALL THE FINISH GRADE SURFACES HAVE A GLAZED APPEARANCE. ALL FINISH GRADE SURFACES 
SHALL BE ROUGHENED CAT-TRACKS (I.E., THE IMPRINT ON EARTHEN MATERIAL RESULTING FROM TRACKED VEHICLE 
TREADS). FINISH GRADING SHALL INCLUDE PREPARING ALL SEEDING AREAS, LOCATED AT DISTURBED AREAS, BY 
COMPLETING ONE PASS OF A TRACKED VEHICLE DRIVEN PERPENDICULAR TO THE FINAL GRADE CONTOURS, 
CREATING RIDGES RUNNING PARALLEL TO THE FINAL SITE CONTOURS OF THE SLOPE AND ACTING AS MINI 
TERRACES. 

10. SITE CLEAN-UP SHALL OCCUR ON A DAILY BASIS AND AS EACH PHASE OF THE FINISH GRADING OPERATIONS 
CONCLUDES . ALL DEBRIS, EXCESS DIRT, AND EXTRANEOUS EQUIPMENT SHALL BE REMOVED OFFSITE ACCORDING 
TO STATE AND LOCAL REGULATIONS. 

SIGNAGE 
1. 

2. 

3. 

THE CITY WILL FABRICATE AND PROVIDE THE SIGNS SHOWN ON THE DRAWINGS. 

THE CONTRACTOR SHALL INSTALL SIGNS AT LOCATIONS SHOWN AND AS DETAILED ON THE DRAWINGS AND 
ACCORDING TO CITY STANDARDS, AND AS DIRECTED BY THE CITY'S REPRESENTATIVE. SIGNS TYPES SHALL BE AS 
PRESCRIBED ON THE DRAWINGS. 

THE CONTRACTOR SHALL INSTALL EACH SIGN IN ITS CORRECT PLACE, FASTENING IT, CONNECTING IT, OR 
INCORPORATING IT INTO OTHER PORTIONS OF THE WORK. 

4. FIELD VERIFY SITE CONDITIONS AND SIGN LOCATIONS BY TYPE BEFORE INSTALLATION. THE CONTRACTOR SHALL 
STAKE, OR OTHERWISE FIELD MARK, ALL SIGN LOCATIONS FOR APPROVAL BY THE CITY'S REPRESENTATIVE BEFORE 
ANY INSTALLATION. 

5. 

6. 

7. 

SIGNS SHALL BE INSTALLED VERTICAL AND LEVEL AND PARALLEL AND ADJACENT TO THE TRAIL. THE 
INFORMATIONAL SIDE OF THE SIGN SHALL FACE AS INDICATED ON THE DRAWINGS. 

FURNISH POSTS, AND FASTENERS AS REQUIRED FOR INSTALLATION. POSTS SHALL BE PRESSURE TREATED LUMBER. 
ALL FASTENERS SHALL BE STAINLESS STEEL AND TAMPER-PROOF. ANY EXPOSED BOLT/SCREW THREADS EXTENDING 
BEYOND A WASHER AND NUT SHALL BE STR IPPED AFTER INSTALLATION. 

SIGN FOOTINGS SHALL BE CLASS 2 AGGREGATE BASE TO THE DIMENSIONS DETAILED ON THE DRAWINGS AND SHALL 
BE COMPACTED TO FACILITATE SIGN STABILITY. COORDINATION WITH THE CITY'S REPRESENTATIVE. 
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SPECIAL TY TRAIL FEATURES 
1. THE CONTRACTOR SHALL INSTALL SPECIALTY TRAIL FEATURES AT LOCATIONS SHOWN AND AS DETAILED ON THE DRAWINGS, AND AS FIELD 

DIRECTED BY THE CITY'S REPRESENTATIVE. ADJUSTMENTS MAY BE NECESSARY DURING CONSTRUCTION TO FIELD FIT THE SPECIALTY TRAIL 
FEATURES TO EXISTING SITE SPECIFIC CONDITIONS. 

REVEGETATION 
1. REVEGETATION SHALL CONSIST OF CONDUCTING SOIL REHABILITATION , SEEDING, AND PLANT ESTABLISHMENT MAINTENANCE FOR THE TRAIL 

DECOMMISSIONING AND OTHER DISTURBED AREAS OUTSIDE OF THE TRAIL TREAD AND RESULTING FROM THE TRAIL CONSTRUCT IO N. 

REVEGETATION (CONTINUED) 
SEEDING (CONTINUED) 

EXECUTION 

2. SPECIALTY TRAIL FEATURES SHALL INCLUDE, BUT NOT BE LIMITED TO THESE TREATMENTS: ADVANCED BOULDER/ROCK GARDEN, JUMP, LOG RIDE, 
15. THE AREAS TO BE SEEDED SHALL HAVE A FIRM SEED BED WHICH HAS PREVIOUSLY BEEN REHABILITATED AS PRESCRIBED HEREIN. CONSTRUCTION 

STONE PITCH, ROCK DROP-OFF, ROLLER, AND TABLE TOP. 

MATERIALS 

3. LOGS SHALL BE THE TYPE AND DIMENSIONS PRESCRIBED ON THE DETAILS ON THE DRAWINGS. 

4. ROCK SHALL BE GRANITE ANGULAR BOULDERS OF THE DIMENSIONS PRESCRIBED ON THE DETAILS ON THE DRAWINGS. AT ALL TIMES ROCK SHALL 
BE BROWN IN COLOR; AT NO TIME SHALL GREY OR WHITE ROCK BE USED. 

5. STEEL SPIKES SHALL BE AS PRESCRIBED ON THE DETAILS ON THE DRAWINGS. 

6. STONE FOR THE STONE PITCH SHALL BE RIVER WASHED BOULDERS OF THE DIMENSIONS PRESCRIBED ON THE DETAILS ON THE DRAWINGS. AT ALL 
TIMES ROCK SHALL BE BROWN IN COLOR; AT NO TIME SHALL GREY OR WHITE ROCK BE USED. 

7. CONCRETE PARKING BUMPERS SHALL BE 4-FEET LONG X 5-INCHES TALL X 9-INCHES WIDE W ITH A MINIMUM OF 2 PR E-CAST HOLES FOR 
ANCHORING WITH #4 REBAR; CONCRETE SHALL BE A MINIMUM OF 4000 PSI; WALNUT BROWN COLOR. 

8. BOULDERS SHALL BE GRANITE ANGULAR BOULDERS OF THE DIMENSIONS PRESCRIBED ON THE DETAILS ON THE DRAWINGS. AT ALL TIMES ROCK 
SHALL BE BROWN IN COLOR; AT NO TIME SHALL GREY OR WHITE ROCK BE USED. 

9 . SLOPE ARMORING SHALL BE AS PRESCRIBED ON THE DETAIL ON THE DRAWINGS 

10. PEELER CORES SHALL BE PRESSURE TREATED LUMBER OR CEDAR AND SHALL BE OF THE DIMENSIONS PRESCRIBED ON THE DETAILS ON THE 
DRAWINGS. 

11. REBAR SHALL BE 114 BAR UNLESS OTHERWISE PRESCRIBED. 

12. BEFORE ORDERING, THE CONTRACTOR SHALL SUBMIT SAMPLES OF ALL MATERIALS TO BE USED FOR CONSTRUCTION OF THE SPECIALTY TRAIL 
FEATURES FOR APPROVAL BY THE CITY'S REPRESENTATIVE. 

EXECUTION 

13. THE FINAL LOCATION OF THE SPECIALTY TRAIL FEATURES SHALL BE LOCATED AS INDICATED ON THE DRAWINGS AND MARKED IN THE FIELD BY THE 
CONTRACTOR FOR APPROVAL BY THE CITY'S REPRESENTATIVE BEFORE INSTALLATION. 

14. THE SPECIALTY TRAIL FEATURES SHALL BE INSTALLED AS DETAILED ON THE DRAWINGS. 

15. DIMENSIONS UPON WHICH WORK IS CONTINGENT UPON SHALL BE VERIFIED BY THE CONTRACTOR AT THE JOB SITE TO ENSURE PROPER 
PLACEMENT AND FIT OF THE SPECIALTY TRAIL FEATURE SPECIFIED. 

SOIL REHABILITATION 

2. SOIL REHABILITATION SHALL BE CONDUCTED IN ALL REVEGETATION AREAS TO DECOMPACTTHE EXISTING TRAIL EXTENTS AND RECONDITION THE 
SOIL FOR REVEGETATION. AT NO TIME SHALL REVEGETATION AREAS BE COMPACTED IN EXCESS OF 80% MAXIMUM ATTAINABLE DENSITY. 

3. THE CONTRACTOR SHALL REHABILITATE COMPACTED SOIL CONDITIONS IN TRAIL DECOMMISSION ING AREAS AS DESCRIBED HEREIN. ALL AREAS TO 
RECEIVE SOIL LOOSENING AND RIPPING SHALL BE APPROVED BY THE CITY'S REPRESENTATIVE BEFORE THE START O F ANY SOIL LOOSENING AND 
RIPPING OPERATIONS. 

4. BEFORE THE START OF SOIL REHABILITATION, REMOVE ROCKS AND LOGS FROM THE EXISTING TRAIL EDGES AND REDISTRIBUTE THESE ON SITE IN 
A RANDOM AND NATURAL LAYOUT WITHIN THE REVEGETATION AREAS. 

5. AT NO TIME SHALL SOIL REHABILITATION OPERATIONS BE CONDUCTED WHEN SAID SOIL IS TOO WET, AS DETERMINED BY THE CITY'S 
REPRESENTATIVE. EXCESSIVE PASSES OF EQUIPMENT THAT SHALL COMPACT AREAS SHALL BE AVOIDED. W HERE EQUIPMENT ACCESS ROUTES ARE 
REQU IRED ACROSS AREAS OF SOIL REHABILITATION, THE SEQUENCE OF CONSTRUCTION ACTIVITY SHALL BE COORDI NATED TO ONLY ALLOW 
EQUIPMENT ACCESS BEFORE THE LOOSENING OF SOILS. 

6. SOIL REHABILITATION SHALL CONSIST OF THE FO LLOWING SEQUENCE OF OPERATIONS: 

• DUFF/MULCH: SALVAGE AND STOCKPILE EXISTING DUFF/MULCH AS AVAILABLE FROM THE SOIL REHABILITATION AREAS. 

• SOIL LOOSENI NG AND RIPPING: SOIL LOOSENING SHALL BE PERFORMED WITH HAND IMPLEMENTS (SUCH AS A PICK MATTOCK OR PULASKI) 
OR A MINI-EXCAVATOR EQUIPPED W ITH A BACKHOE BUCKET. SOIL SHALL BE LOOSENED BUT NOT TURNED OVER OR INVERTED. RESULT ING 
SOIL CLODS SHALL BE LESS THAN 5-INCHES IN ALL DIMENSIONS. SOIL LOOSENING SHALL BE CONDUCTED WITH HAND IMPLEMENTS BENEATH 
THE DRIP LINES OF TREES OR SHRUBS. SOIL LOOSENING SHALL BE UNEVEN IN DEPTH BY AT LEAST 1- TO 2-INCHES TO REDUCE THE CHANCE OF 
SOIL SLUMPING. WHEREVER SOIL LOOSENING TAKES PLACE, EXISTI NG PLANTS AND TREE ROOTS TO REMAIN SHALL BE AVOIDED. 

• WOOD CHIPS: PLACE WOOD CHIPS TO A 1-INCH DEPTH ON THE SURFACE OF LOOSENING AREAS AND INCORPORATE DURING SOIL LOOSENING 
AND RIPPING. WOOD CHIPS SHALL CONSIST OF MATERIAL CHIPPED FROM NON-DISEASED TREES GROWN IN THE CITY OF PLEASANTON. 
EIGHTY-PERCENT (80%} OF CHIPPED MATERIAL SHALL BE ABLE TO PASS THROUGH A 1.5-INC H SIEVE. WOOD CHIPS SHALL NOT CONTAIN 
LEAVES, SMALL TWIGS, CONES, OR IMPURITIES SUCH AS ROCKS, GARBAGE OR DEBRIS; MINERAL SOIL SHALL BE LESS THAN 2% OF THE 
VOLUME OF CHIPPED MATERIAL. WOOD CHIPS SHALL BE MANUFACTURED FROM CLEAN WOOD. 

• COMPOST: COMPOST SHALL BE ADDED AND INCORPORATED INTO PLANTING AND SEEDING AREAS TO A DEPTH OF 4 INCHES. BLEND AND 
INCORPORATE WITH HAND IMPLEMENTS (SUCH AS A PICK MATTOCK OR PULASKI) OR A MINI-EXCAVATOR EQUIPPED WITH A BACKHOE 
BUCKET. COMPOST SHALL USE ANY COMBINATION OF: 

DEBRIS AND EXTRANEOUS PILES OF SOIL SHALL BE REMOVED BEFORE SEED ING. 

16. SEED MIX APPLICATION RATES SHALL BE AS SHOWN ON THE DRAWINGS. 

17. SEEDING SHALL NOT OCCUR WHEN W IND SPEEDS EXCEED 5 M ILES PER HOUR. 

18. HAND-BROADCAST SEEDING METHODS SHALL BE USED TO APPLY SEED . FERTILIZER SHALL NOT BE APPLIED TO SEEDING AREAS. MYCHORRIZAL 
INOCULANT SHALL BE M IXED W ITH THE SEED AND APPLIED DURING THE SEEDING OPERATIONS. SEED SHALL BE UNIFORMLY BROADCAST W ITH 
HAND-HELD SEEDERS AND LIGHTLY RAKED TO INCORPORATE TO A DEPTH OF 0.25- TO 0.5-INCHES. SEED SHALL NOT BE LEFT UNCOVERED FOR 
MORE THAN 24 HOURS. ALL BROADCAST SEEDING AREAS SHALL BE HAND-RAKED TO COVER THE SEEDS. 

19. AREAS TO BE SEEDED NEAR AND WITHIN DRIPLINES OF EXISTING VEGETATION TO REMAIN, OR RECENTLY PLANTED SHRUBS OR TREES, SHALL BE 
SEEDED BY HAND AND THESE AREAS SHALL BE HAND-RAKED TO COVER THE SEEDS. 

20. IMMEDIATELY AFTER SEEDING, RICE STRAW MULCH SHALL BE SPREAD ON THE REVEGETATION AREAS TO ACHIEVE A MAXIMUM DEPTH OF 1/4 
INCH. MULCH SHALL BE DISTRIBUTED EVEN LY WITHOUT CLUMPING OR PILING. THE MULCH SHALL BE TUCKED INTO THE SOIL TO A DEPTH OF 
APPROXIMATELY 2-INCHES USING HAND TOOLS. 

21. FOLLOWING SEED APPLICATION, SALVAGED DU FF/MULCH SHALL BE EVENLY APPLIED TO THE SURFACE OF THE SEEDING AREAS TO A 2-INCH 
DEPTH. AFTER DUFF/MULCH APPLICATION IS COMPLETED IN AN AREA, TACKIFIER SHALL BE APPLIED AS INDICATED HEREIN IN THAT AREA ON 
THE SAME WORKING DAV. ONCE SALVAGED DUFF/MULCH WORK IS STARTED IN AN AREA, THE TACKIFIER APPLICATIONS SHALL BE COMPLETED 
ACCORDING TO MANUFACTURER'S SPECIFICATIONS IN THAT AREA ON THE SAME WORKING DAY. TACKIFIER SHALL BE APPLIED BY SPRAYING 
OVER THE SURFACE OF TH E MULCH. 

22. AT NO TIME SHALL STRAW MULCH BE LEFT UNTREATED FOR MORE THAN 24 HOURS. 

PLANT ESTABLISHMENT MAINTENANCE 

23. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PLANT ESTABLISHMENT MAINTENANCE OF THE REVEGETATION AREAS FOR A MINIMUM OF 90 
DAYS FOLLOWING COMPLETION OF THE SEEDING. 

24. PLANT ESTABLISHMENT MAINTENANCE SHALL BEGIN IMMEDIATELY AFTER COMPLETION OF THE SEEDING. THE CONTRACTOR SHALL BE 
RESPONSIBLE FOR MAINTAINING THE SEEDED AREAS TO PROMOTE HEALTH AND ESTABLISHMENT; ACTIONS SHALL INCLUDE SUPPLEMENTAL 
WATERING (IF NEEDED), NON-NATIVE INVASIVE PLANT CONTROL, DEBRIS REMOVAL. 

16. THE CONTRACTOR SHALL FURNISH AND INSTALL ANC HORS AND ATTACHMENTS REQUIRED FOR EACH SPECIALTY TRAIL FEATURE. TYPE A-GREEN MATERIAL CONSISTING OF CHIPPED, SHREDDED OR GROUND VEGETATION; OR CLEAN PROCESSED RECYCLED WOOD 
PRODUCTS. 

25 . THE INTENT OF THE REVEGETATION IS TO HAVE HEALTHY AND VIGOROUS, PERSISTENT PLANTS IN THE REVEGETATION AREAS THAT CAN SURVIVE 
WITHOUT SUPPLEMENTAL WATERING OR OTHER MAINTENANCE ACTIONS. 
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17. THE CONTRACTOR SHALL ADEQUATELY PROTECT ALL SPECIALTY TRAIL FEATURES FROM DAMAGE BY SUBSEQUENT CONSTRUCTION OPERATIONS. 
DAMAGED FEATURES SHALL BE REPLACED AND/OR REPAIRED BY CONTRACTOR AT NO COST TO THE CITY. 

18. THE CONTRACTOR SHALL INSTALL EACH SPECIALTY TRAIL FEATURE IN ITS CORRECT PLACE, SECURING IT, CONNECTING IT, OR INCORPORATING IT 
INTO OTHER PORTIONS OF THE WORK, AS EACH FEATURE MAY REQUIRE. 

19. ADVANCED BOULDER/ROCK GARDEN: BOULDERS LOCATIONS SHALL BE FIELD-LOCATED FOR APPROVAL BY THE CITY'S REPRESENTATIVE, AND THEN 
INSTALLED WITH A MINIMUM OF 1/3 THEIR DEPTH BELOW GRADE. 

20. INSTALL EACH SPECIALTY TRAIL FEATURE TO THE LINES AND GRADES DETAILED ON THE DRAWINGS. PROVIDE SMOOTH TRANSITIONS TO 
ABUTTING TRAIL SURFACES. 

21. LOG RIDE : LOGS SHALL BE SET PLUMB, LEVEL, AND TRUE TO LI NE AND SHALL PRESENT A NEAT AND FINISHED APPEARANCE. ROCK SHALL BE 
PLACED W ITH A MINIMUM OF 3 POINTS OF CONTACT. ROCK RAMPS SHALL BE INSTALLED STABLE, WITH NO SLOUGHING OR SLIPPING. STEEL 
SPIKES SHALL BE INSTALLED AT 45-DEGREE ANGLES, PENETRATE 1/3 OF THE LOG DIAMETER, AND BE COUNTER-SUNK 1/2-INCH INTO THE LOGS. 
FILL HOLES W ITH EPOXY AND SEAL WITH WOOD PLUGS. 

22. STONE PITCH: STONE SHALL BE PLACED AS DETAILED ON THE DRAWINGS, AND WITH EACH STONE INSTALLED VERTICALLY TO CREATE A 
RELATIVELY FLAT HORIZONTAL TRAIL SURFACE. 

23. DROP-OFF : CONCRETE PARKING BUMPERS SHALL BE FLUSH MOUNTED WITH THE TOP OF THE UPSLOPE SIDE OF TRAIL AND ANCHORED AS SHOWN 
ON THE DETAIL ON THE DRAWINGS. CENTER THE BUMPER ON THE TRAIL. BOULDERS LOCATIONS SHALL BE FIELD-LOCATED FOR APPROVAL BY THE 
CITY'S REPRESENTATIVE, AND THEN INSTALLED WITH A MINIMUM OF 1/3 THEIR DEPTH BELOW GRADE. SLOPE ARMORING SHALL BE FLUSH 
MOUNTED WITH TOP OF THE TRAIL AND ANCHORED AS SHOWN ON THE DETAIL ON THE DRAWINGS. 

24. ROLLER AND TABLE TOPS: REBAR FOR PEELER CORES SHALL BE INSTALLED PERPENDICULAR TO SUBGRADE. PEELER CORES SHALL BE INSTALLED 
LEVEL IN THE HORIZONTAL DIRECTION ACROSS THE TRAIL WIDTH. COMPACTED FILL MATERIAL SHALL BE NATIVE SOIL PLACED IN 6-INCH 
COMPACTED LIFTS. 

SITE OBSERVATION SCHEDULE 
1. THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING THE CITY'S REPRESENTATIVE IN ADVANCE TO SCHEDULE THE FOLLOWING 

SITE OBSERVATIONS: 

• PRE-CONSTRUCTION MEETING - 7 DAYS. 

• FIELD MARKING OF ALL SITE IMPROVEMENTS BEFORE INSTALLATION (A MINIMUM OF 2 SITE VISITS) - 2 DAYS. 

• PROGRESS INSTALLATION OF ALL SITE IMPROVEMENTS (A MINIMUM OF 4 SITE VISITS) - 2 DAYS. 

• COMPLETION OF ALL SITE IMPROVEMENTS (PUNCH LIST OBSERVATION) - 2 DAYS. 

• PROJECT FINALACCEPTANCE-2 DAYS 

TYPE B - CLASS A, EXCEPTIONAL QUALITY BIOSOLIDS COMPOSTS, CONFORMING TO THE REQUIREMENTS IN UNITED STATES 
ENVIRONMENTAL PROTECTION AGENCY (EPA) REGULATION 40 CFR, PART 503C. 

COMPOST SHALL NOT CONTAIN PAINT, PETROLEUM PRODUCTS, HERBICIDES, FU NGIC IDES OR OTHER CHEMICAL RESIDUES HARMFUL TO 
PLANT OR ANIMAL LIFE. OTHER DELETERIOUS MATERIAL, PLASTIC, GLASS, METAL OR ROCK SHALL NOT EXCEED 0.1 PERCENT BY WEIGHT 
OR VOLUME. COMPOST SHALL BE THERMOPHILICALLV PROCESSED FOR 15 DAYS. DURING THIS PROCESS, THE COMPOST SHALL BE 
MAINTAINED AT MIN IMUM INTERNAL TEMPERATURE OF 55 °C AND BE THOROUGHLY TURNED AT LEAST 5 TIMES. A 90 DAV CURING PER IOD 
SHALL FOLLOW THE THERMOPHI LIC PROCESS. COMPOST SHALL BE SCREENED THROUGH A SCREEN NO LARGER THAN 0.5- INCHES. 
COM POST SHALL MEASURE AT LEAST 6 ON THE MATURITY AND STABILITY SCALE WITH A SOL V ITA TEST KIT. A CERTIFICATE OF 
COMPLIANCE FOR COMPOST SHALL BE FURNISHED TO THE CITY IN CONFORMANCE WITH THE PROVISIONS OF CALTRANS SECTION 6 1.07, 
"CERTIFICATES OF COMPLIANCE". THE CERTIFICATE OF COMPLIANCE SHALL STATE THE SOLVITA MATURITY AND STABILITY SCALE TEST 
RESULT OF THE COMPOST. 

• FINISH GRADING: CONDUCT FINISH GRADING ACCORDING TO THE SPECIAL PROVISIONS ON THESE DRAWINGS. 

SEEDING 

7. THE CONTRACTOR SHALL FURNISH ALL MATERIALS, LABOR, TRANSPORTATION, SERVICES, AND EQUIPMENT NECESSARY TO EXECUTE THE 
REQU IRED SEEDING. 

MATERIALS 

8. ALL SEED MATERIALS SHALL BE FROM LOCAL GENETIC STOCK ORIGINATING FROM SIMILAR VEGETATION WITH SOILS AND CLIMATE AS THE 
PROJECT, FROM AN ELEVATION WITHIN 1,000 FEET OF THE PROJECT SITE ELEVATION AND GENERAL REGION, UNLESS OTHERWISE APPROVED BY 
THE CITY'S REPRESENTATIVE. SEED MATERIALS SOURCE PREFERENCE BY COUNTY OF ORIGIN SHALL BE: 

• ALAMEDA 

• CONTRA COSTA 

• SANTA CLARA 

• SAN MATEO 

9 . WEED SEED SHALL NOT EXCEED 0.25% OF THE PURE LIVE SEED SPECIFIED. 

10. ALL SEEDING MATERIALS SHALL BE SHALL BE MOLD-FREE, AIR-DRY, AND CERTIFIED WEED-FREE BY THE COUNTY AGRICULTURAL COMMISSIONER. 

11. PROCURE SEED MIXES AS FOLLOWS: THE SEED MIXES SHALL CONFORM TO THE PRESCRIBED REQUIREMENTS FOR PURE LIVE SEED RATE PER 
SPECIES. AT NO TIME SHALL THE MIXES CONTAIN SEEDS OF NON-NATIVE INVASIVE PLANTS. ALL SEED MUST BE TESTED WITHIN 1 YEAR BEFORE 
THE APPLICATION DATE. REVEGETATION SEED MIX SHALL Be "NATIVE EROSION CONTROL W/ CA NATIVE WILDFLOWER MIX FROM PACIFIC COAST 
SEED, OR APPROVED EQUAL, CONSISTING OF THE FOLLOWING SPECIES: 

Bu lk lbs per AC SCIENTIFIC NAME COMMON NAME 
0.3 Achillea millifolium Common Yarrow 
15.4 Bromus carinatus California Brome 
2.5 Claytonia perfoliata Miner's Let tuce 
10.0 Elymus glaucus Blue W ildrye 
8.2 Iris douglasiana Douglas Iris 

1.4 Mimulus aurantiacus Sticky Monkeyflower 
18.0 Nasella pu lchra Purple Needlegrass 
1.6 Sysrinch ium bellum Blue Eye 

6.3 Trifolium ci liolatum Native Clover 
2.6 Vulpia microstachys Smal l Fescue 

12. MYCORRHIZAL INOCULANTS SHALL CONSIST OF SPORES, MVCELIUM, AND MYCORRHIZAL ROOT FRAGMENTS IN A SOLID CARRIER SUITABLE FOR 
HANDLING BY DRY APPLICATION. THE CARRIER SHALL BE THE MATERIAL IN WH ICH THE INOCULUM WAS ORIGINALLY PRODUCED, AND MAY 
INCLUDE ORGANIC MATERIALS, VERMICULITE, PERLITE, CALCINED CLAY, OR OTHER APPROVED MATERIALS CONSISTENT WIT H PROPER 
APPLICATION AND GOOD PLANT GROWTH. 

13. STRAW MULCH SHALL BE MOLD-FREE, AIR-DRY UNCUT STRAW, CERTIFIED WEED FREE. 

14. TACKIFIER SHALL BE AN ORGANIC, PLANT-DERIVED SUBSTANCE CONTAINING CORN STARCH, PSYLLIUM OR GUAR GUM, OR A COMBINATION 
THEREOF SUCH AS FISCH-STICK, PT-TAC, RECLAMARE 2400, ECOLOGY M-BINDER, ECO-TAK, TRIPLE-TAC OR APPROVED EQUAL. THE TACKIFIER 
SHALL FORM A TRANSPARENT THREE-DIMENSIONAL FILM-LIKE CRUST PERMEABLE TO WATER AND AIR AND CONTAINING NO AGENTS TOXIC TO 
SEED GERMINATION. THE TACKIFIER SHALL BE PACKED IN CLEARLY MARKED BAGS STATING THE CONTENTS OF EACH PACKAGE. THE TACKIFIER 
SHALL REQUIRE NO CURING TIME, SHALL REMAIN SOFT AND REWETTABLE, AND SHALL NOT INHIBIT SEED GERMINATION. ALL INGREDIENTS SHALL 
BE BIODEGRADABLE. 

26. AT NO TIME SHALL ANY SEEDED AREAS SHOW SYMPTOMS OF DAMAGE OR VANDALISM. 
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SCATTER ROCKS OR LOGS OVER TRAIL TO BE 
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SUBGRADE 

ROUGHEN EXISTING TRAIL 
EXTENTS AND REGRADE TO 
CREATE AN UNDULATING SURFACE 

NOTES: 
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TOP OF EXISTING TRAIL 
TO BE DECOMM ISSIONED 

REVEGETATE DECOMMISSIONED 
TRAIL EXTENTS AS PRESCRIBED 
ON SHEETS SP-1 AND SP-2 

1. CONDUCT SOIL REHABILITATION ACCORDING TO THE SPECIAL PROVISIONS ON SHEET SP-2. 
2. REMOVE EXISTING CONSTRUCTED FEATURES.SUCH AS BERMS OR JUMPS ON THE TRAIL TO BE 

DECOMMISSIONED. REDISTRIBUTE ANY REMOVED ROCKS OR LOGS ALONG DECOMMISSIONED 
TRAIL IN NATURALISTIC PATTERNS. UTILIZE ADDITIONAL ROCKS/LOGS FROM NEARBY AREAS TO 
DISCOURAGE TRAIL USE FOLLOWING DECOMMISSIONING. 

3. BROADCAST SEED MIX OVER REHABILITATED SOIL IN DECOMMISSIONED TRAIL AREAS. REFER TO 
THE PLAN ON THIS SHEET AND SPECIAL PROVISIONS ON SHEETS SP-1 AND SP-2 FOR SEED MIXES, 
SPECIES, SEEDING RATES AND OTHER REVEGETATION REQUIREMENTS. 
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TRAIL DECOMMISSIONING NOTES 
1. ALL DECOMMISSIONED TRAILS SHALL BE SHALLOW RIPPED 

TO DECREASE COMPACTION AND SEEDED WITH THE SEED 
MIX ON THIS SHEET. SEE SHEET SP-2 FOR ADDITIONAL 
NOTES ON REVEGETATION. 

2. TRAILS GENERALLY VARY FROM 18-INCHES TO 3-FEET 
WIDE, WITH SOME LOCATIONS OF WIDER 
WIDTH/D ISTURBANCE. 

3. REMOVE EXISTING ROCK AND ANY LOGS OR WOOD 
EDGING WHERE IT OCCURS ALONG THE EXISTING TRAIL 
EDGES AND REDISTRIBUTE WITH IN THE TRAIL 
DECOMMISSIONING AREA TO MIMICA RANDOM AND 
NATURAL LAYOUT, TYP. 

4. THE REFILLING OF HOLES RESULTING FROM THE 
DECOMMISSIONING OPERATIONS WILL BE CONSIDERED A 
SUBSIDIARY OBLIGATION OF THE CONTRACTOR. 

5. INSTALL FENCE BARRIERS AT ALL INTERSECTIONS OF 
DECOMMISSIONED TRAILS WITH NEW TRAIL AND EXISTING 
TRAIL TO REMAIN PER DETAIL B, SHEETTl-4. 

6. BEFORE BEGINNING ANY WORK, THE CONTRACTOR SHALL 
REVIEW THE SITE AND EXAMINE THE PLANS TO FULLY 
UNDERSTAND THE REQU IRED WORK. AT ALL TIMES, AVOID 
DAMAGE TO EXISTING TREES, VEGETATION AND OTHER 
ITEMS TO REMAIN IN PLACE, TO BE REUSED, OR TO 
REMAIN THE PROPERTY; ANY DAMAGED ITEMS SHALL BE 
REPAIRED OR REPLACED BY THE CONTRACTOR AT NO 
ADD ITIONAL COST TO THE ASSOCIATION. 

7. BEFORE THE START OF DECOMMISSIONING OPERATIONS, 
THE CONTRACTOR SHALL STAKE OR OTHERWISE FIELD 
IDENTIFY/MARK TRAIL AREAS TO BE DECOMMISSIONED 
FOR APPROVAL. 

8. AT NO TIME SHALL ANY EXISTING UTILITIES OR OTHER 
INFRASTRUCTURE BE REMOVED, DEMOLISHED, OR 
OTHERWISE DAMAGED DURING CONSTRUCTION. 

DECOMMISSIONED 

TRAIL SEGMENT AREA (SF) 

1 2804 

2 825 

3 306 

4 4309 

5 857 

6 291 

TOTAL (SF) 9,392 

TOTAL (AC) 0.22 

SCALE: 1"=80'-0" 
@ 22" X 34" 

O' 40 ' 80' 160' 
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