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CORRELATION OF BORING & CPT N60 

21611 SOUTH PERRY STREET
CARSON, CA

APRIL 2021 PROJECT NO. W1301-06-01 FIG.5

0

5

10

15

20

25

30

35

40

45

50

0 10 20 30 40 50 60

D
ep

th
 (
ft
)

Blow Counts (N60)
CPT 3 B3

GEOCON 
W E S T, I N C. 

ENVIRONMENTAL GEOTECHNICAL MATERIALS 
3303 N. SAN FERNANDO BLVD. - SUITE 100 - BURBANK, CA 91504 
PHONE (818) 841-8388 - FAX (818) 841-1704 

- -

I I 



Geocon West, Inc.

Overall vertical settlements report

Project title : W1301-06-01
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Geocon West, Inc.

Overall vertical settlements report
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Client : Perry Street
File No. : W1301-06-01
Boring : 3

TECHNICAL ENGINEERING AND DESIGN GUIDES AS ADAPTED FROM THE US ARMY CORPS OF ENGINEERS, NO. 9
EVALUATION OF EARTHQUAKE-INDUCED SETTLEMENTS IN DRY SANDY SOILS

DESIGN EARTHQUAKE

DE EARTHQUAKE INFORMATION:
Earthquake Magnitude: 6.68

Peak Horiz. Acceleration (g): 0.549

 Fig 4.1  Fig 4.2  Fig 4.4

Depth of Thickness Depth of Soil Overburden Mean Effective Average Correction Relative Correction Maximum Volumetric Number of Corrected Estimated
Base of of Layer Mid-point of Unit Weight Pressure at Pressure at Cyclic Shear Field Factor Density Factor Corrected rd Shear Mod. [yeff]*[Geff] yeff Strain M7.5 Strain Cycles Vol. Strains Settlement

Strata  (ft) (ft) Layer (ft) (pcf) Mid-point (tsf) Mid-point (tsf) Stress [Tav] SPT [N] [Cer] [Dr]  (%) [Cn] [N1]60 Factor [Gmax]  (tsf) [Gmax] Shear Strain [yeff]*100% [E15}  (%) [Nc] [Ec] [S]  (inches)
1.0 1.0 0.5 120.0 0.03 0.02 0.011 10 1.25 76.6 1.7 19.1 1.0 169.475 6.25E-05 1.00E-04 0.010 1.06E-02 8.4928 8.17E-03 0.00
2.0 1.0 1.5 120.0 0.09 0.06 0.032 10 1.25 74.4 1.7 19.1 1.0 293.540 1.06E-04 2.30E-04 0.023 2.43E-02 8.4928 1.88E-02 0.00
3.0 1.0 2.5 120.0 0.15 0.10 0.053 10 1.25 72.5 1.7 19.1 1.0 378.958 1.34E-04 1.70E-04 0.017 1.79E-02 8.4928 1.39E-02 0.00
4.0 1.0 3.5 120.0 0.21 0.14 0.075 10 1.25 70.7 1.7 19.1 1.0 448.389 1.56E-04 1.70E-04 0.017 1.79E-02 8.4928 1.39E-02 0.00
5.0 1.0 4.5 120.0 0.27 0.18 0.096 10 1.25 69.0 1.7 19.1 1.0 508.425 1.74E-04 1.70E-04 0.017 1.79E-02 8.4928 1.39E-02 0.00
6.0 1.0 5.5 120.0 0.33 0.22 0.117 10 1.25 67.4 1.7 19.1 1.0 562.085 1.88E-04 1.50E-04 0.015 1.58E-02 8.4928 1.23E-02 0.00
7.0 1.0 6.5 120.0 0.39 0.26 0.139 10 1.25 65.9 1.6 18.4 1.0 603.301 2.03E-04 4.50E-04 0.045 4.97E-02 8.4928 3.85E-02 0.01
8.0 1.0 7.5 120.0 0.45 0.30 0.160 10 1.25 64.5 1.5 17.1 1.0 632.776 2.20E-04 4.50E-04 0.045 5.42E-02 8.4928 4.19E-02 0.01
9.0 1.0 8.5 120.0 0.51 0.34 0.181 10 1.25 63.3 1.4 16.1 1.0 659.735 2.34E-04 4.50E-04 0.045 5.84E-02 8.4928 4.52E-02 0.01
10.0 1.0 9.5 120.0 0.57 0.38 0.202 7 1.25 52.2 1.4 10.7 1.0 607.907 2.79E-04 4.50E-04 0.045 9.58E-02 8.4928 7.41E-02 0.00
11.0 1.0 10.5 120.0 0.63 0.42 0.222 7 1.25 52.2 1.3 10.1 1.0 628.529 2.93E-04 4.50E-04 0.045 1.02E-01 8.4928 7.87E-02 0.00
12.0 1.0 11.5 120.0 0.69 0.46 0.243 7 1.25 52.2 1.2 9.8 0.9 650.354 3.05E-04 1.00E-03 0.100 2.35E-01 8.4928 1.82E-01 0.00
13.0 1.0 12.5 120.0 0.75 0.50 0.263 7 1.25 52.2 1.2 9.6 0.9 673.332 3.14E-04 7.10E-04 0.071 1.71E-01 8.4928 1.33E-01 0.00
14.0 1.0 13.5 120.0 0.81 0.54 0.284 10 1.25 59.6 1.2 14.4 0.9 802.030 2.80E-04 3.70E-04 0.037 5.47E-02 8.4928 4.23E-02 0.00
15.0 1.0 14.5 120.0 0.87 0.58 0.304 10 1.25 59.6 1.2 14.2 0.9 825.875 2.87E-04 3.70E-04 0.037 5.59E-02 8.4928 4.33E-02 0.00
16.0 1.0 15.5 120.0 0.93 0.62 0.324 10 1.25 59.6 1.1 13.9 0.9 848.608 2.93E-04 3.70E-04 0.037 5.72E-02 8.4928 4.43E-02 0.00
17.0 1.0 16.5 120.0 0.99 0.66 0.344 3 1.25 31.4 1.1 4.5 0.9 603.195 4.31E-04 1.20E-03 0.120 7.10E-01 8.4928 5.49E-01 0.00
18.0 1.0 17.5 120.0 1.05 0.70 0.364 3 1.25 31.4 1.1 4.5 0.9 617.634 4.39E-04 1.20E-03 0.120 7.24E-01 8.4928 5.61E-01 0.00
19.0 1.0 18.5 120.0 1.11 0.74 0.383 3 1.25 31.4 1.1 4.4 0.9 631.508 4.47E-04 1.20E-03 0.120 7.39E-01 8.4928 5.72E-01 0.00
20.0 1.0 19.5 120.0 1.17 0.78 0.402 3 1.25 31.4 1.1 4.3 0.9 644.865 4.53E-04 1.20E-03 0.120 7.54E-01 8.4928 5.83E-01 0.00
21.0 1.0 20.5 120.0 1.23 0.82 0.421 3 1.25 31.4 1.1 4.3 0.9 657.749 4.60E-04 1.20E-03 0.120 7.68E-01 8.4928 5.94E-01 0.00
22.0 1.0 21.5 120.0 1.29 0.86 0.440 3 1.25 31.4 1.0 4.2 0.9 670.198 4.65E-04 1.20E-03 0.120 7.82E-01 8.4928 6.05E-01 0.00
23.0 1.0 22.5 120.0 1.35 0.90 0.458 3 1.25 31.4 1.0 4.1 0.9 682.246 4.70E-04 1.20E-03 0.120 7.96E-01 8.4928 6.16E-01 0.00
24.0 1.0 23.5 120.0 1.41 0.94 0.477 3 1.25 31.4 1.0 4.1 0.9 693.922 4.75E-04 1.20E-03 0.120 8.10E-01 8.4928 6.27E-01 0.00
25.0 1.0 24.5 120.0 1.47 0.98 0.495 3 1.25 31.4 1.0 4.0 0.9 705.252 4.80E-04 1.20E-03 0.120 8.23E-01 8.4928 6.37E-01 0.00
26.0 1.0 25.5 120.0 1.53 1.03 0.513 9 1.25 52.3 1.0 12.7 0.9 1055.741 3.28E-04 5.20E-04 0.052 8.97E-02 8.4928 6.95E-02 0.00
27.0 1.0 26.5 120.0 1.59 1.07 0.530 9 1.25 52.3 1.0 12.5 0.9 1071.522 3.31E-04 5.20E-04 0.052 9.12E-02 8.4928 7.06E-02 0.00
28.0 1.0 27.5 120.0 1.65 1.11 0.547 11 1.25 55.9 1.0 15.8 0.9 1179.921 3.07E-04 5.20E-04 0.052 6.89E-02 8.4928 5.33E-02 0.00
29.0 1.0 28.5 120.0 1.71 1.15 0.564 11 1.25 55.9 0.9 15.6 0.9 1196.177 3.09E-04 5.20E-04 0.052 6.99E-02 8.4928 5.41E-02 0.00
30.0 1.0 29.5 120.0 1.77 1.19 0.581 11 1.25 55.9 0.9 15.4 0.9 1212.035 3.11E-04 5.20E-04 0.052 7.10E-02 8.4928 5.49E-02 0.00
31.0 1.0 30.5 120.0 1.83 1.23 0.597 11 1.25 55.9 0.9 15.3 0.9 1227.516 3.12E-04 5.20E-04 0.052 7.20E-02 8.4928 5.57E-02 0.00
32.0 1.0 31.5 120.0 1.89 1.27 0.613 11 1.25 55.9 0.9 15.1 0.9 1242.641 3.14E-04 5.20E-04 0.052 7.30E-02 8.4928 5.65E-02 0.00
33.0 1.0 32.5 120.0 1.95 1.31 0.629 13 1.25 58.8 0.9 17.6 0.9 1329.436 2.98E-04 3.00E-04 0.030 3.49E-02 8.4928 2.70E-02 0.00
34.0 1.0 33.5 120.0 2.01 1.35 0.645 13 1.25 58.8 0.9 17.4 0.8 1344.735 2.99E-04 3.00E-04 0.030 3.54E-02 8.4928 2.74E-02 0.00
35.0 1.0 34.5 120.0 2.07 1.39 0.660 13 1.25 58.8 0.9 17.2 0.8 1359.713 3.00E-04 5.20E-04 0.052 6.22E-02 8.4928 4.81E-02 0.00
36.0 1.0 35.5 120.0 2.13 1.43 0.675 13 1.25 58.8 0.9 17.0 0.8 1374.387 3.01E-04 5.20E-04 0.052 6.30E-02 8.4928 4.88E-02 0.00
37.0 1.0 36.5 120.0 2.19 1.47 0.690 13 1.25 58.8 0.9 16.9 0.8 1388.771 3.02E-04 5.20E-04 0.052 6.38E-02 8.4928 4.94E-02 0.00
38.0 1.0 37.5 120.0 2.25 1.51 0.704 33 1.25 90.8 0.9 42.4 0.8 1913.714 2.22E-04 3.00E-04 0.030 1.22E-02 8.4928 9.43E-03 0.00
39.0 1.0 38.5 120.0 2.31 1.55 0.718 33 1.25 90.8 0.8 42.0 0.8 1932.598 2.22E-04 3.00E-04 0.030 1.23E-02 8.4928 9.54E-03 0.00
40.0 1.0 39.5 120.0 2.37 1.59 0.732 33 1.25 90.8 0.8 41.6 0.8 1951.139 2.23E-04 3.00E-04 0.030 1.25E-02 8.4928 9.65E-03 0.00
41.0 1.0 40.5 120.0 2.43 1.63 0.745 33 1.25 90.8 0.8 41.2 0.8 1969.350 2.23E-04 3.00E-04 0.030 1.26E-02 8.4928 9.77E-03 0.00
42.0 1.0 41.5 120.0 2.49 1.67 0.758 33 1.25 90.8 0.8 40.8 0.8 1987.246 2.23E-04 3.00E-04 0.030 1.28E-02 8.4928 9.88E-03 0.00
43.0 1.0 42.5 120.0 2.55 1.71 0.771 33 1.25 90.8 0.8 40.4 0.8 2004.839 2.23E-04 3.00E-04 0.030 1.29E-02 8.4928 9.99E-03 0.00
44.0 1.0 43.5 120.0 2.61 1.75 0.783 7 1.25 40.6 0.8 15.5 0.8 1473.568 3.07E-04 5.20E-04 0.052 7.06E-02 8.4928 5.47E-02 0.00
45.0 1.0 44.5 120.0 2.67 1.79 0.795 7 1.25 40.6 0.8 15.4 0.8 1487.981 3.07E-04 5.20E-04 0.052 7.11E-02 8.4928 5.50E-02 0.00
46.0 1.0 45.5 120.0 2.73 1.83 0.807 7 1.25 40.6 0.8 15.3 0.8 1502.208 3.06E-04 5.20E-04 0.052 7.15E-02 8.4928 5.53E-02 0.00
47.0 1.0 46.5 120.0 2.79 1.87 0.819 11 1.25 50.1 0.8 13.0 0.8 1436.934 3.23E-04 5.20E-04 0.052 8.72E-02 8.4928 6.75E-02 0.00
48.0 1.0 47.5 120.0 2.85 1.91 0.830 11 1.25 50.1 0.8 12.9 0.8 1448.200 3.23E-04 5.20E-04 0.052 8.81E-02 8.4928 6.82E-02 0.00
49.0 1.0 48.5 120.0 2.91 1.95 0.841 11 1.25 50.1 0.8 12.8 0.8 1459.300 3.23E-04 5.20E-04 0.052 8.90E-02 8.4928 6.89E-02 0.00
50.0 1.0 49.5 120.0 2.97 1.99 0.851 25 1.25 74.5 0.8 34.0 0.8 2042.085 2.32E-04 3.00E-04 0.030 1.59E-02 8.4928 1.23E-02 0.00

TOTAL SETTLEMENT = 0.05
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Client : Perry Street
File No. : W1301-06-01
Boring : 3

TECHNICAL ENGINEERING AND DESIGN GUIDES AS ADAPTED FROM THE US ARMY CORPS OF ENGINEERS, NO. 9
EVALUATION OF EARTHQUAKE-INDUCED SETTLEMENTS IN DRY SANDY SOILS

MAXIMUM CONSIDERED EARTHQUAKE

MCE EARTHQUAKE INFORMATION:
Earthquake Magnitude: 6.87
Peak Horiz. Acceleration (g): 0.823

 Fig 4.1  Fig 4.2  Fig 4.4

Depth of Thickness Depth of Soil Overburden Mean Effective Average Correction Relative Correction Maximum Volumetric Number of Corrected Estimated
Base of of Layer Mid-point of Unit Weight Pressure at Pressure at Cyclic Shear Field Factor Density Factor Corrected rd Shear Mod. [yeff]*[Geff] yeff Strain M7.5 Strain Cycles Vol. Strains Settlement

Strata  (ft) (ft) Layer (ft) (pcf) Mid-point (tsf) Mid-point (tsf) Stress [Tav] SPT [N] [Cer] [Dr]  (%) [Cn] [N1]60 Factor [Gmax]  (tsf) [Gmax] Shear Strain [yeff]*100% [E15}  (%) [Nc] [Ec] [S]  (inches)
1.0 1.0 0.5 120.0 0.03 0.02 0.016 10 1.25 76.6 1.7 19.1 1.0 169.475 9.38E-05 1.90E-04 0.019 2.00E-02 9.8538 1.66E-02 0.00
2.0 1.0 1.5 120.0 0.09 0.06 0.048 10 1.25 74.4 1.7 19.1 1.0 293.540 1.59E-04 2.30E-04 0.023 2.43E-02 9.8538 2.01E-02 0.00
3.0 1.0 2.5 120.0 0.15 0.10 0.080 10 1.25 72.5 1.7 19.1 1.0 378.958 2.02E-04 8.10E-04 0.081 8.55E-02 9.8538 7.07E-02 0.02
4.0 1.0 3.5 120.0 0.21 0.14 0.112 10 1.25 70.7 1.7 19.1 1.0 448.389 2.34E-04 8.10E-04 0.081 8.55E-02 9.8538 7.07E-02 0.02
5.0 1.0 4.5 120.0 0.27 0.18 0.144 10 1.25 69.0 1.7 19.1 1.0 508.425 2.60E-04 8.10E-04 0.081 8.55E-02 9.8538 7.07E-02 0.02
6.0 1.0 5.5 120.0 0.33 0.22 0.176 10 1.25 67.4 1.7 19.1 1.0 562.085 2.82E-04 4.50E-04 0.045 4.75E-02 9.8538 3.93E-02 0.01
7.0 1.0 6.5 120.0 0.39 0.26 0.208 10 1.25 65.9 1.6 18.4 1.0 603.301 3.05E-04 1.00E-03 0.100 1.10E-01 9.8538 9.14E-02 0.02
8.0 1.0 7.5 120.0 0.45 0.30 0.239 10 1.25 64.5 1.5 17.1 1.0 632.776 3.29E-04 1.00E-03 0.100 1.20E-01 9.8538 9.96E-02 0.02
9.0 1.0 8.5 120.0 0.51 0.34 0.271 10 1.25 63.3 1.4 16.1 1.0 659.735 3.51E-04 1.00E-03 0.100 1.30E-01 9.8538 1.07E-01 0.03
10.0 1.0 9.5 120.0 0.57 0.38 0.302 7 1.25 52.2 1.4 10.7 1.0 607.907 4.18E-04 2.70E-03 0.270 5.75E-01 9.8538 4.76E-01 0.00
11.0 1.0 10.5 120.0 0.63 0.42 0.333 7 1.25 52.2 1.3 10.1 1.0 628.529 4.39E-04 2.70E-03 0.270 6.10E-01 9.8538 5.05E-01 0.00
12.0 1.0 11.5 120.0 0.69 0.46 0.364 7 1.25 52.2 1.2 9.8 0.9 650.354 4.57E-04 2.70E-03 0.270 6.36E-01 9.8538 5.26E-01 0.00
13.0 1.0 12.5 120.0 0.75 0.50 0.395 7 1.25 52.2 1.2 9.6 0.9 673.332 4.71E-04 1.20E-03 0.120 2.90E-01 9.8538 2.40E-01 0.00
14.0 1.0 13.5 120.0 0.81 0.54 0.426 10 1.25 59.6 1.2 14.4 0.9 802.030 4.19E-04 1.20E-03 0.120 1.77E-01 9.8538 1.47E-01 0.00
15.0 1.0 14.5 120.0 0.87 0.58 0.456 10 1.25 59.6 1.2 14.2 0.9 825.875 4.30E-04 1.20E-03 0.120 1.81E-01 9.8538 1.50E-01 0.00
16.0 1.0 15.5 120.0 0.93 0.62 0.486 10 1.25 59.6 1.1 13.9 0.9 848.608 4.39E-04 1.20E-03 0.120 1.86E-01 9.8538 1.54E-01 0.00
17.0 1.0 16.5 120.0 0.99 0.66 0.516 3 1.25 31.4 1.1 4.5 0.9 603.195 6.47E-04 4.10E-03 0.410 2.42E+00 9.8538 2.01E+00 0.00
18.0 1.0 17.5 120.0 1.05 0.70 0.545 3 1.25 31.4 1.1 4.5 0.9 617.634 6.59E-04 4.10E-03 0.410 2.47E+00 9.8538 2.05E+00 0.00
19.0 1.0 18.5 120.0 1.11 0.74 0.574 3 1.25 31.4 1.1 4.4 0.9 631.508 6.70E-04 4.10E-03 0.410 2.53E+00 9.8538 2.09E+00 0.00
20.0 1.0 19.5 120.0 1.17 0.78 0.603 3 1.25 31.4 1.1 4.3 0.9 644.865 6.80E-04 4.10E-03 0.410 2.57E+00 9.8538 2.13E+00 0.00
21.0 1.0 20.5 120.0 1.23 0.82 0.631 3 1.25 31.4 1.1 4.3 0.9 657.749 6.89E-04 4.10E-03 0.410 2.62E+00 9.8538 2.17E+00 0.00
22.0 1.0 21.5 120.0 1.29 0.86 0.660 3 1.25 31.4 1.0 4.2 0.9 670.198 6.98E-04 4.10E-03 0.410 2.67E+00 9.8538 2.21E+00 0.00
23.0 1.0 22.5 120.0 1.35 0.90 0.687 3 1.25 31.4 1.0 4.1 0.9 682.246 7.05E-04 1.00E-02 1.000 6.63E+00 9.8538 5.49E+00 0.00
24.0 1.0 23.5 120.0 1.41 0.94 0.715 3 1.25 31.4 1.0 4.1 0.9 693.922 7.13E-04 1.00E-02 1.000 6.75E+00 9.8538 5.59E+00 0.00
25.0 1.0 24.5 120.0 1.47 0.98 0.742 3 1.25 31.4 1.0 4.0 0.9 705.252 7.19E-04 1.00E-02 1.000 6.86E+00 9.8538 5.68E+00 0.00
26.0 1.0 25.5 120.0 1.53 1.03 0.769 9 1.25 52.3 1.0 12.7 0.9 1055.741 4.92E-04 8.10E-04 0.081 1.40E-01 9.8538 1.16E-01 0.00
27.0 1.0 26.5 120.0 1.59 1.07 0.795 9 1.25 52.3 1.0 12.5 0.9 1071.522 4.96E-04 8.10E-04 0.081 1.42E-01 9.8538 1.18E-01 0.00
28.0 1.0 27.5 120.0 1.65 1.11 0.821 11 1.25 55.9 1.0 15.8 0.9 1179.921 4.60E-04 8.10E-04 0.081 1.07E-01 9.8538 8.88E-02 0.00
29.0 1.0 28.5 120.0 1.71 1.15 0.846 11 1.25 55.9 0.9 15.6 0.9 1196.177 4.63E-04 8.10E-04 0.081 1.09E-01 9.8538 9.02E-02 0.00
30.0 1.0 29.5 120.0 1.77 1.19 0.871 11 1.25 55.9 0.9 15.4 0.9 1212.035 4.66E-04 8.10E-04 0.081 1.11E-01 9.8538 9.15E-02 0.00
31.0 1.0 30.5 120.0 1.83 1.23 0.896 11 1.25 55.9 0.9 15.3 0.9 1227.516 4.68E-04 8.10E-04 0.081 1.12E-01 9.8538 9.28E-02 0.00
32.0 1.0 31.5 120.0 1.89 1.27 0.920 11 1.25 55.9 0.9 15.1 0.9 1242.641 4.71E-04 8.10E-04 0.081 1.14E-01 9.8538 9.41E-02 0.00
33.0 1.0 32.5 120.0 1.95 1.31 0.943 13 1.25 58.8 0.9 17.6 0.9 1329.436 4.47E-04 8.10E-04 0.081 9.43E-02 9.8538 7.81E-02 0.00
34.0 1.0 33.5 120.0 2.01 1.35 0.967 13 1.25 58.8 0.9 17.4 0.8 1344.735 4.49E-04 8.10E-04 0.081 9.56E-02 9.8538 7.91E-02 0.00
35.0 1.0 34.5 120.0 2.07 1.39 0.990 13 1.25 58.8 0.9 17.2 0.8 1359.713 4.50E-04 8.10E-04 0.081 9.68E-02 9.8538 8.02E-02 0.00
36.0 1.0 35.5 120.0 2.13 1.43 1.012 13 1.25 58.8 0.9 17.0 0.8 1374.387 4.52E-04 8.10E-04 0.081 9.81E-02 9.8538 8.12E-02 0.00
37.0 1.0 36.5 120.0 2.19 1.47 1.034 13 1.25 58.8 0.9 16.9 0.8 1388.771 4.53E-04 8.10E-04 0.081 9.93E-02 9.8538 8.22E-02 0.00
38.0 1.0 37.5 120.0 2.25 1.51 1.055 33 1.25 90.8 0.9 42.4 0.8 1913.714 3.33E-04 5.20E-04 0.052 2.11E-02 9.8538 1.75E-02 0.00
39.0 1.0 38.5 120.0 2.31 1.55 1.076 33 1.25 90.8 0.8 42.0 0.8 1932.598 3.33E-04 5.20E-04 0.052 2.14E-02 9.8538 1.77E-02 0.00
40.0 1.0 39.5 120.0 2.37 1.59 1.097 33 1.25 90.8 0.8 41.6 0.8 1951.139 3.34E-04 5.20E-04 0.052 2.16E-02 9.8538 1.79E-02 0.00
41.0 1.0 40.5 120.0 2.43 1.63 1.117 33 1.25 90.8 0.8 41.2 0.8 1969.350 3.34E-04 5.20E-04 0.052 2.19E-02 9.8538 1.81E-02 0.00
42.0 1.0 41.5 120.0 2.49 1.67 1.136 33 1.25 90.8 0.8 40.8 0.8 1987.246 3.35E-04 5.20E-04 0.052 2.21E-02 9.8538 1.83E-02 0.00
43.0 1.0 42.5 120.0 2.55 1.71 1.155 33 1.25 90.8 0.8 40.4 0.8 2004.839 3.35E-04 5.20E-04 0.052 2.24E-02 9.8538 1.85E-02 0.00
44.0 1.0 43.5 120.0 2.61 1.75 1.174 7 1.25 40.6 0.8 15.5 0.8 1473.568 4.60E-04 8.10E-04 0.081 1.10E-01 9.8538 9.11E-02 0.00
45.0 1.0 44.5 120.0 2.67 1.79 1.192 7 1.25 40.6 0.8 15.4 0.8 1487.981 4.60E-04 8.10E-04 0.081 1.11E-01 9.8538 9.16E-02 0.00
46.0 1.0 45.5 120.0 2.73 1.83 1.210 7 1.25 40.6 0.8 15.3 0.8 1502.208 4.59E-04 8.10E-04 0.081 1.11E-01 9.8538 9.22E-02 0.00
47.0 1.0 46.5 120.0 2.79 1.87 1.227 11 1.25 50.1 0.8 13.0 0.8 1436.934 4.84E-04 8.10E-04 0.081 1.36E-01 9.8538 1.12E-01 0.00
48.0 1.0 47.5 120.0 2.85 1.91 1.244 11 1.25 50.1 0.8 12.9 0.8 1448.200 4.84E-04 8.10E-04 0.081 1.37E-01 9.8538 1.14E-01 0.00
49.0 1.0 48.5 120.0 2.91 1.95 1.260 11 1.25 50.1 0.8 12.8 0.8 1459.300 4.84E-04 8.10E-04 0.081 1.39E-01 9.8538 1.15E-01 0.00
50.0 1.0 49.5 120.0 2.97 1.99 1.276 25 1.25 74.5 0.8 34.0 0.8 2042.085 3.48E-04 5.20E-04 0.052 2.75E-02 9.8538 2.28E-02 0.00

TOTAL SETTLEMENT = 0.14
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 APPENDIX  A



 

Geocon Project No. W1301-06-01  April 23, 2021 

APPENDIX A 

FIELD INVESTIGATION 

The site was explored on February 9, 2021 by drilling five 8-inch diameter borings using a truck-mounted 

hollow-stem auger drilling machine and advancing five cone penetrometer tests (CPTs). The borings 

were excavated to depths between approximately 20½ and 51 feet beneath the existing ground surface. 

The CPTs were advanced to depths of approximately 60 feet below existing ground surface. 

Representative and relatively undisturbed samples were obtained by driving a 4 inch, O. D., California 

Modified Sampler into the “undisturbed” soil mass with blows from a 140 pound hammer falling  

30 inches. Bulk samples were also obtained. Standard Penetration Tests were performed in boring B3. 

 

The soil conditions encountered in the borings were visually examined, classified and logged in general 

accordance with the Unified Soil Classification System (USCS). Logs of the borings are presented on 

Figures A1 through A5. The CPT data is presented as Figures A6 through A10. The logs depict the soil 

and geologic conditions encountered and the depth at which samples were obtained. The logs also include 

our interpretation of the conditions between sampling intervals. Therefore, the logs contain both observed 

and interpreted data. We determined the lines designating the interface between soil materials on the logs 

using visual observations, penetration rates, excavation characteristics and other factors. The transition 

between materials may be abrupt or gradual. Where applicable, the boring logs were revised based on 

subsequent laboratory testing. The approximate locations of the borings and CPTs are depicted on the 

Site Plan (see Figure 2)  

 



ARTIFICIAL FILL
Silty Sand, poorly graded, dense, moist, light brown, fine-grained, some
medium-grained, some gravel.

ALLUVIUM
Clay, firm, moist, dark gray, high plasticity.

- some sand

- olive brown mottles

Clayey Sand, poorly graded, loose, saturated, brown, fine-grained.

Silty Sand, poorly graded, medium dense, saturated, brown, fine-grained.

Total depth of boring: 20.5 feet
Fill to 4.5 feet.
Groundwater encountered at 12.5 feet.
Backfilled with grout.

*Penetration resistance for 140-pound hammer falling 30 inches by
auto-hammer.
NOTE: The stratification lines presented herein represent the approximate
boundary between earth types; the transitions may be gradual.
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 W1301-06-01 BORING LOGS.GPJFigure A1,
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ARTIFICIAL FILL
Silty Sand, poorly graded, loose, moist, brown, fine-grained.

ALLUVIUM
Sandy Silt, firm, moist, dark gray.

Clay, soft, wet, gray, high plasticity.

- firm, dark gray

- soft

- firm

Total depth of boring: 20.5 feet
Fill to 3  feet.
No groundwater encountered.
Backfilled with grout.

*Penetration resistance for 140-pound hammer falling 30 inches by
auto-hammer.
NOTE: The stratification lines presented herein represent the approximate
boundary between earth types; the transitions may be gradual.
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ARTIFICIAL FILL
Sand, poorly graded, dense, moist, light brown, fine-grained, some
medium-grained.

- grayish brown, some fine gravel

ALLUVIUM
Silt, soft, moist, dark gray, high plasticity, some sand.

Clay, firm, moist, dark gray, high plasticity.

Clay, firm, moist, dark gray.

- soft, wet

- firm, light brown

Clay, firm, moist, olive brown, some sand, trace gravel, high plasticity.

- mottled calcium deposits, increase in sand
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- decrease in sand

- stiff

- firm, increase in sand

Silty Sand, poorly graded, dense, wet, olive brown, fine-grained.

- medium dense, trace shells

Sandy Clay, soft, wet, olive brown.

Clayey Sand, poorly graded, medium dense, saturated, olive brown with
oxidation mottles, fine-grained.

Silty Sand, poorly graded, medium dense, saturated, olive brown.

Total depth of boring: 51 feet
Fill to 9 feet.
Groundwater encountered at 17.6 feet.
Backfilled with grout.

*Penetration resistance for 140-pound hammer falling 30 inches by
auto-hammer.
NOTE: The stratification lines presented herein represent the approximate
boundary between earth types; the transitions may be gradual.
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ARTIFICIAL FILL
Silty Sand, poorly graded, dense, moist, brown, fine-grained, some
medium-grained, some gravel.

ALLUVIUM
Sandy Silt, soft, moist, dark gray.

Clay, soft, wet, dark gray, high plasticity.

Total depth of boring: 20.5 feet
Fill to 5  feet.
No groundwater encountered.
Backfilled with grout.

*Penetration resistance for 140-pound hammer falling 30 inches by
auto-hammer.
NOTE: The stratification lines presented herein represent the approximate
boundary between earth types; the transitions may be gradual.
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ARTIFICIAL FILL
Silty Sand, poorly graded, loose, moist, brown, fine-grained, some
medium-grained.

ALLUVIUM
Clay, soft, moist, dark gray, high plasticity.

- wet

- saturated

- firm, no recovery

Total depth of boring: 20.5 feet
Fill to 5  feet.
No groundwater encountered.
Backfilled with grout.

*Penetration resistance for 140-pound hammer falling 30 inches by
auto-hammer.
NOTE: The stratification lines presented herein represent the approx
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