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SITE VICINITY MAP
Proposed Residential Building
2288 Via Aprilia
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BRECISE GRADING Pl ANS FOR: OWNER /APPLICANT WORK TO BE DONE

TIMOTHY RANDALL & SVETLANA NOVAKOVIC THE IMPROVEMENTS CONSIST OF THE FOLLOWING WORK TO BE DONE ACCORDING TO

GENERAL NOITES
2288 VIA APRILIA THESE PLANS AND THE SPECIFICATIONS AND STANDARD DRAWINGS OF THE CITY OF

;;SS,?]/Z/;,"?OVAL OF THESE PLANS BY THE CITY ENGINEER DOES NOT AUTHORIZE ANY WORK TO BE PERFORMED UNTIL *A PERMIT/ *A NOTICE TO PROCEED HAS BEEN 8 8 \/ / A A /D R / / / A DEL MAR, CA 92014 SAN DIECO.
E E T: (909) 210—-4798 STANDARD SPECIFICATIONS:

2. THE APPROVAL OF THIS PLAN OR ISSUANCE OF A PERMIT BY THE CITY OF SAN DIEGO DOES NOT AUTHORIZE THE SUBDIVIDER AND OWNER TO VIOLATE ANY R E F E R E /\/ C E D R A \/\// N G S

FEDERAL, STATE OR CITY LAWS, ORDINANCES, REGULATIONS, OR POLICIES, INCLUDING, BUT NOT LIMITED TO, THE FEDERAL ENDANGERED SPECIES ACT OF 1973
DOCUMENT NO. DESCRIPTION
AND AMENDMENTS THERETO (16 USC SECTION 1531 ET.SEQ.). REFERENCE DRAWING DESCRIPTION DRAWING NUMBER PITS070112-01 STANDARD SPECIFICATIONS FOR PUBLIC WORKS
CONSTRUCTION (GREENBOOK), 2012 EDITION
3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR SURVEY MONUMENTS AND/OR VERTICAL CONTROL BENCHMARKS WHICH ARE DISTURBED OR DESTROYED BY ( )
CONSTRUCTION. A LAND SURVEYOR MUST FIELD LOCATE, REFERENCE, AND/OR PRESERVE ALL HISTORICAL OR CONTROLLING MONUMENTS PRIOR TO ANY S/ TE A DDRESS PITS070112—02 CITY OF SAN DIEGO STANDARD SPECIFICATIONS FOR
EARTHWORK. IF DESTROYED, A LAND SURVEYOR SHALL REPLACE SUCH MONUMENTS WITH APPROPRIATE MONUMENTS. A CORNER RECORD OR RECORD OF SURVEY, PUBLICWORKS CONSTRUCTION (WHITEBOOK)
AS APPROPRIATE, SHALL BE FILED AS REQUIRED BY THE PROFESSIONAL LAND SURVEYORS ACT, SECTION 8771 OF THE BUSINESS AND PROFESSIONS CODE OF THE 2288 VIA APRILIA DEL MAR CA 92014 2012 EDITION ’
STATE OF CALIFORNIA. IF ANY VERTICAL CONTROL IS TO BE DISTURBED OR DESTROYED, THE CITY OF SAN DIEGO FIELD SURVEY SECTION MUST BE NOTIFIED, IN '
WRITING, AT LEAST 3 DAYS PRIOR TO THE CONSTRUCTION. THE CONTRACTOR WILL BE RESPONSIBLE FOR THE COST OF REPLACING ANY VERTICAL CONTROL PITS070119—04 CALIFORNIA DEPARTMENT OF TRANSPORTATION
BENCHMARKS DESTROYED BY THE CONSTRUCTION. TOP O GR A P H Y S OU R CE MANUAL OF UNIFORM TRAFEIC CONTROL DEVICES
. ) I M I 2012 EDITION
4. IMPORTANT NOTICE: SECTION 4216 OF THE GOVERNMENT CODE REQUIRES A DIG ALERT IDENTIFICATION NUMBER BE ISSUED BEFORE A "PERMIT TO EXCAVATE o | L o choy A e e
WILL BE VALID. FOR YOUR DIG ALERT I.D. NUMBER, CALL UNDERGROUND SERVICE ALERT, TOLL FREE 1-800-422-4133, TWO DAYS BEFORE YOU DIG. — — . ” VURRIETA CA 92553 B PITS070112—06 CALIFORNIA DEPARTMENT OF TRANSPORTATION U.S
— :_ CUSTOMARY STANDARD SPECIFICATIONS, 2010 EDITION
5. CONTRACTOR SHALL IMPLEMENT AN EROSION AND SEDIMENT CONTROL PROGRAM DURING THE PROJECT GRADING AND/OR CONSTRUCTION ACTIVITIES. THE " I B HOUSE \% I I <_,:’ (951) 325-2200
PROGRAM SHALL MEET ALL APPLICABLE REQUIREMENTS OF THE STATE WATER RESOURCE CONTROL BOARD AND THE CITY OF SAN DIEGO MUNICIPAL CODE AND = N ;}f = B E /\/ C /_,/ M A R K STANDARD DRAWINGS:
STORM WATER STANDARDS MANUAL. ¥ \ I o
. . g A ” o DOCUMENT NO. DESCRIPTION
6. "PUBLIC IMPROVEMENT SUBJECT TO DESUETUDE OR DAMAGE.” IF REPAIR OR REPLACEMENT OF SUCH PUBLIC IMPROVEMENTS IS REQUIRED, THE OWNER SHALL F | H < BENCHMARK IS CITY OF SAN DIEGO AT THE SWBP OF DEL MAR SCENIC PITS070112-03 CITY OF SAN DIEGO STANDARD DRAWINGS FOR PUBLIC
OBTAIN THE REQUIRED PERMITS FOR WORK IN THE PUBLIC RIGHT-OF—WAY, SATISFACTORY TO THE PERMIT— ISSUING AUTHORITY. N ke I ” < gfgf; W7A3Y6gg0 CAMINITO DEL CANTO WORKS CONSTRUCTION, 2012 EDITION
Ll | I |~ N PITS070112-05 CALIFORNIA DEPARTMENT OF TRANSPORTATION U.S
7. ALL EXISTING AND/OR PROPOSED PUBLIC UTILITY SYSTEM AND SERVICE FACILITIES SHALL BE INSTALLED UNDERGROUND IN ACCORDANCE WITH SECTION 144.0240 :
OF THE MUNICIPAL CéDE. T I f‘ | TO TA L D / S TURBED A REA CUSTOMARY STANDARD PLANS, 2010 EDITION
| — I o
8. PRIOR TO ANY DISTURBANCE TO THE SITE, EXCLUDING UTILITY MARK—OUTS AND SURVEYING, THE CONTRACTOR SHALL MAKE ARRANGEMENTS FOR A | 0.09 ACRES
PRE—CONSTRUCTION MEETING WITH THE CITY OF SAN DIEGO FIELD ENGINEERING DIVISION (858) 627-3200. L E G E /\/ D
9. DEVIATIONS FROM THESE SIGNED PLANS WILL NOT BE ALLOWED UNLESS A CONSTRUCTION CHANGE IS APPROVED BY THE CITY ENGINEER OR THE CHANGE IS G R A D/ /\/ G Q U A /\/ T/ T/ E S
REQUIRED BY THE CITY INSPECTOR. KEY MAP
10. AS-BUILT DRAWINGS MUST BE SUBMITTED TO THE RESIDENT ENGINEER PRIOR TO ACCEPTANCE OF THIS PROJECT BY THE CITY OF SAN DIEGO. . GRADED ARFA 0.06 [ACRES]  MAX. CUT DEPTH 8.0 [FT] COUNDARY
11. AN AS—GRADED GEOTECHNICAL REPORT AND A SET OF THE REDLINE GRADING PLANS SHALL BE SUBMITTED AT AREA 3 ON THE THIRD FLOOR OF CUT QUANTITIES 100 [CYD] MAX CUT SLOPE RATIO (2:1MAX) 2:1 = - -7 = = = =7/ = = 7/ & ™

DEVELOPMENT SERVICES WITHIN 30 CALENDAR DAYS OF THE COMPLETION OF GRADING. AN ADDITIONAL SET SHALL BE PROVIDED TO THE RESIDENT ENGINEER OF FILL QUANTITIES 100 [CYD] MAX. FILL DEPTH 2.0 [FT] CENTERLINE

GRADING & GEOTECHNICAL SPECIFICATIONS o SNl wArALSOEROEMAOZT Ex CONTOUR

12. THE AREA WHICH IS DEFINED AS A NON GRADING AREA AND WHICH IS NOT TO BE DISTURBED SHALL BE STAKED PRIOR TO START OF THE WORK. THE PERMIT

APPLICANT AND ALL OF THEIR REPRESENTATIVES OR CONTRACTORS SHALL COMPLY WITH THE REQUIREMENTS FOR PROTECTION OF THIS AREA AS REQUIRED BY THIS PROJECT PROPOSES TO EXPORT O CUBIC YARDS OF MATERIAL FROM THIS
; 1. ALL GRADING SHALL BE DONE UNDER OBSERVATION AND TESTING BY A QUALIFIED CIVIL ENGINEER OR GEOTECHNICAL EX CURB
ANY APPLICABLE AGENCY. ISSUANCE OF THE CITY'S GRADING PERMIT SHALL NOT RELIEVE THE APPLICANT OR ANY OF THEIR REPRESENTATIVES OR CONTRACTORS ENGINEER AND, IF REQUIRED, BOTH A QUALIFIED CIVIL ENGINEER OR GEOTECHNICAL ENGINEER AND AN ENGINEERING SITE. ALL EXPORT MATERIAL SHALL BE DISCHARGED TO A LEGAL DISPOSAL SITE. THE
FROM COMPLYING WITH ANY STATE OR FEDERAL REQUIREMENTS BY AGENCIES INCLUDING BUT NOT LIMITED TO CALIFORNIA REGIONAL WATER QUALITY CONTROL CEOLOGCIST.  ALL CRADING MUST BE PERFORMED IN ACCORDANCE WITH APPLICABLE CITY ORDINANCE AND THE APPROVAL OF THIS PROJECT DOES NOT ALLOW PROCESSING AND SALE OF THE MATERIAL. R/W
BOARD, CALIFORNIA DEPARTMENT OF FISH AND GAME. COMPLIANCE MAY INCLUDE OBTAINING PERMITS, OTHER AUTHORIZATIONS, OR COMPLIANCE WITH MANDATES RECOMMENDATIONS AND SPECIFICATIONS SET FORTH IN THE SOILS REPORT OR GEOLOGICAL /GEOTECHNICAL INVESTIGATION ALL SUCH ACTIVITIES REQUIRE A SEPARATE CONDITIONAL USE PERMIT.
BY ANY APPLICABLE STATE OR FEDERAL AGENCY. ENTITLED
( ) SH_T FENCE —0 = 0 0 0 . . 0 0 = 0 0 0
13. CONTRACTOR SHALL REMOVE AND REPLACE ALL UTILITY BOXES SERVING AS HANDHOLES THAT ARE NOT IN "AS—NEW" CONDITION IN PROPOSED SIDEWALK. REPORT TITLE, PROJECT NAME, PROJECT LOCATION, PREPARED BY (COMPANY NAME),
DAMAGED BOXES, OR THOSE THAT ARE NOT IN COMPLIANCE WITH CURRENT CODE SHALL BE REMOVED AND REPLACED WITH NEW BOXES, INCLUDING WATER, DATED (THEIR COMPANY PROJECT NO.) ASSESSOHS PAHCEL NUMBEH SWALE FLOWLINE —o-mimcm e e e e e e e e e e e
SEWER, TRAFFIC SIGNALS, STREET LIGHTS, DRY UTILITIES-SDG&E, COX, ETC. ALL NEW METAL LIDS SHALL BE SLIP RESISTANT (FRICTION FACTOR >/= 0.50) AND 301—081—15—00
INSTALLED FLUSH WITH PROPOSED SIDEWALK GRADE. IF A SLIP RESISTANT METAL LID IS NOT COMMERCIALLY AVAILABLE FOR THAT USE, NEW BOXES AND LIDS 2. ALL FILL MATERIAL SHALL BE COMPACTED TO A MINIMUM OF 90% OF THE MAXIMUM DRY DENSITY AS DETERMINED BY THE Iatad EX POWER POLE @
SHALL BE INSTALLED. MOST RECENT VERSION OF A.S.TM. D-1557 OR AN APPROVED ALTERNATIVE STANDARD. £ WATER METER

3. AT THE COMPLETION OF THE GRADING OPERATIONS FOR THE EARTHWORK SHOWN ON THIS PLAN, AN AS—GRADED SOILS EXISTING LE GAL DESCHIP TION

REPORT, OR IF REQUIRED, AN AS—GRADED GEOTECHNICAL REPORT WILL BE PREPARED IN ACCORDANCE WITH THE MOST £X TREE
GRADING NOTES RECENT EDITION OF THE CITY OF SAN DIEGO TECHNICAL GUIDELINES FOR GEOTECHNICAL REPORTS. THE FINAL "AS-GRADED” LOTS 26 AND 27 IN BLOCK T OF DEL MAR TERRACE, IN THE CITY OF SAN
GEOTECHNICAL REPORT WILL BE SUBMITTED TO THE FIELD ENGINEERING SECTION OF ENGINEERING AND CAPITAL PROJECTS ?AEE%%OE%JS’ 73’535 SFf/‘LNE DDIliIGOT'HgTéfoIE_/ ch OCFALTI/S gRé\’(’)fl‘ijr‘gcgEf%ggE;OO"gAgAN I
DEPARTMENT AND A SECOND COPY TO THE GEOLOGY SECTION OF THE DEVELOPMENT SERVICES DEPARTMENT WITHIN 30 DAYS OF . 1927, 0050,
1. GRADING AS SHOWN ON THESE PLANS SHALL BE IN CONFORMANCE WITH CURRENT STANDARD SPECIFICATIONS AND CHAPTER 14, ARTICLE 2, THE COMPLETION OF GRADING. WHERE GEOLOGIC INSPECTION IS INDICATED IN THE PERMIT OR PROJECT PLANS, REPORTS OR DIEGO, FEBRUARY 5, 1913. DISTURBED AREA STABILIZED CONSTRUCTION. ENTRANCE %QQD
DIVISION 1, OF THE SAN  DIEGO MUNICIPAL CODE. SPECIFICATIONS, THE FINAL REPORT MUST ALSO BE REVIEWED AND SIGNED BY A CALIFORNIA CERTIFIED ENGINEERING GEOLOGIST.
2. PLANT AND IRRIGATE ALL CUT AND FILL SLOPES AS REQUIRED BY ARTICLE 2, DIVISION 4, SECTION 142.0411 OF THE SAN DIEGO LAND 4 IF THE GEOTECHNICAL CONSULTANT OF RECORD IS CHANGED FOR THE PROJECT. THE WORK SHALL BE STOPPED UNTIL THE
DEVELOPMENT CODE AND  ACCORDING TO SECTION IV OR THE LAND DEVELOPMENT MANUAL LANDSCAPE STANDARDS. REPLACEMENT HAS AGREED IN WRITING TO ACCEPT THE RESPONSIBILITY WITHIN THE AREA OF THEIR TECHNICAL COMPETENCE SHEET INDEX CONCRETE
3. GRADED, DISTURBED, OR ERODED AREAS THAT WILL NOT BE PERMANENTLY PAVED, COVERED BY STRUCTURE, OR PLANTED FOR A PERIOD OVER 90 e o e e e A e o S chance oo o e e CITY ENGINEER
DAYS SHALL BE TEMPORARILY RE~VEGETATED WITH A NON~IRRIGATED HYDROSEED MIX, GROUND COVER, OR EQUIVALENT MATERIAL. SEE SHEET ___ FOR SECOMMENCEWENT OF GRADING TILE SHEET. W v v e e e ee e . 1/2
MIX AND SPECIFICATIONS. ' PRECISE GRADING PLAN . . . v v v ... . 2/2

5. THESE GRADING PLANS HAVE BEEN REVIEWED BY THE UNDERSIGNED AND FOUND TO BE IN CONFORMANCE WITH THE
RECOMMENDATIONS AND SPECIFICATIONS CONTAINED IN THE REFERENCED GEOTECHNICAL REPORT(S) PREPARED FOR THIS

GROUND WATER DISCHARGE NOTES - PRIVATE WATER AND WASTEWATER*

THE PRIVATE WATER/SEWER SYSTEM IS DESIGNED IN ACCORDANCE WITH THE CALIFORNIA

ENGINEER'S NAME R.CE OR GE DATE PLUMBING CODE AND IS SHOWN ON THESE PLANS AS "INFORMATION ONLY". A SEPARATE
1. ALL GROUND WATER EXTRACTION AND SIMILAR WASTE DISCHARGES TO SURFACE WATERS NOT TRIBUTARY TO THE SAN DIEGO PLUMBING PERMIT IS REQUIRED FOR CONSTRUCTION AND INSPECTION OF THE SYSTEM.
BAY ARE PROHIBITED UNTIL IT CAN BE DEMONSTRATED THAT THE OWNER HAS APPLIED AND OBTAINED AUTHORIZATION FROM THE (SIGNATURE) é
STATE OF CALIFORNIA VIA AN OFFICIAL "ENROLLMENT LETTER” FROM THE REGIONAL WATER QUALITY CONTROL BOARD IN GEOLOGIST'S NAME CEG DATE
ACCORDANCE WITH THE TERMS, PROVISIONS AND CONDITIONS OF STATE ORDER NO R9—2008—0002 NPDES CAG919002. THAF F IC CON TR OI_ NOTE ¥
COMPANY NAME*
2. THE ESTIMATED MAXIMUM DISCHARGE RATES MUST NOT EXCEED THE LIMITS SET IN THE OFFICIAL "ENROLLMENT LETTER” FROM ADDRESS (DELETE IF GREATER THAN 5000 ADT)
THE REGIONAL BOARD UNLESS PRIOR NOTIFICATION AND SUBSEQUENT AUTHORIZATION HAS BEEN OBTAINED, AND DISCHARGE TELEPHONE NUMBER THE CONTRACTOR SHALL SUBMIT A TRAFFIC CONTROL PLAN (11°X17") FOR APPROVAL PRIOR TO
OPERATIONS MODIFIED TO ACCOMMODATE THE INCREASED RATES. STARTING WORK. THE PLAN SHOULD BE SUBMITTED TO THE TRAFFIC CONTROL PERMIT COUNTER, VICINITY MAP
*F THE SOILS ENGINEER (R.C.E. OR G.E.) AND CERTIFIED ENGINEERING GEOLOGIST (C.E.G.) SIGNING THIS STATEMENT 380 FLOOR. BOOTH 22 BUILDING. SAFETY & CONSTRUCTION DIVISION. DEVELOPMENT SERVICES
3. ALL GROUND WATER EXTRACTIONS AND SIMILAR WASTE DISCHARGES TO SURFACE WATERS TRIBUTARY TO THE SAN DIEGO BAY ARE NOT FROM THE SAME COMPANY, BOTH COMPANY NAMES AND PHONE NUMBERS MUST BE PROVIDED. CENTER. 1222 FIRST AVENUE. SAN DIECO (619-446-5150). CONTR ACTOR SHALL OBTAN A NO SCALE
ARE PROHIBITED UNTIL IT CAN BE DEMONSTRATED THAT THE OWNER HAS APPLIED AND OBTAINED AUTHORIZATION FROM THE ToATEIC CONTROL PERIT A MIMUM OF THO ) NG DAYS PRIOR O STARTING. WoRK
STATE OF CALIFORNIA VIA AN OFFICIAL "ENROLLMENT LETTER” FROM THE REGIONAL WATER QUALITY CONTROL BOARD IN 6. FOR SOIL FILE SEE CITY RECORD S — XXXXXX AND A MINIUM OF FIVE (3) DAYS IE WOPK WILL AFFECT A BUS STOP OR AN EXISTING. TRAFFIC ENGINEERING PERMIT NO:
ACCORDANCE WITH THE TERMS, PROVISIONS AND CONDITIONS OF STATE ORDER NO R9—2007-0034 NPDES NO. CAG919001. A W/LL( R)E URE A RORS OF ALY CLOSURE
’ ‘ DISCRETIONARY PERMIT NO:
POST—CONSTRUCTION PERMANENT BMP DECLARATION OF RESPONSIBLE CHARGE STORM WATER PROTECTION NOTES ——
OPERATION & MAINTENANCE PROCEDURE DETAILS
¥* | HEREBY DECLARE THAT | AM THE ENGINEER OF WORK FOR THIS PROJECT, THAT | HAVE EXERCISED RESPONSIBLE CHARGE RETAINING WALL PROJECT NO:
STORM WATER MANAGEMENT AND DISCHARGE CONTROL MAINTENANCE AGREEMENT APPROVAL NO.: OVER THE DESIGN OF THE PROJECT AS DEFINED IN SECTION 6703 OF THE BUSINESS AND PROFESSIONS CODE, AND THAT THE 1. THIS PROJECT IS SUBJECT TO MUNICIPAL STORM WATER PERMIT ORDER CONSTRUCTION  SITE
oW FESPONSIBLE PARTY DESICNEE.  PROPERTY OWNER DESIGN IS CONSISTENT WITH CURRENT STANDARDS. No.zooQD—%joCQP—Dwo; AND RISK LEVEL/TYPE: CHECK ONE BELOW STOPM WATER PRIORITY: CANING DATE.  SEPTEMBER 1. 2018
| UNDERSTAND THAT THE CHECK OF PROJECT DRAWINGS AND SPECIFICATIONS BY THE CITY OF SAN DIEGO IS CONFINED TO A ORIGINAL PREP DATE: NOVEMBER 24, 2017
INSPECTION | MAINTENANCE MANTENANCE METHOD UANTITY SHEET REVIEW ONLY AND DOES NOT RELIEVE ME, AS ENGINEER OF WORK, OF MY RESPONSIBILITES FOR PROJECT DESIGN. 0 COP RISK LEVEL 1 R A PRIVATE CONTRACT
BMP DESCRIPTION Q O] CGP RISK LEVEL 2 O  CGP LUP TYPE 2
FREQUENCY FREQUENCY NUMBER(S) O CGP RISK LEVEL 3 O  CGP LUP TYPE 3 PRECISE GRADING PLANS FOR
SITE_DESIGN LOVE ENGINEERING
ROOF RUNOFF CONTROLS | BI~MONTHLY | BI~ANNUALLY REMOVE DEBRIS, REPAIR AS NECESSARY ~ 2 CHECK ONE
EFFICIENT IRRIGATION BI-MONTHLY | BI~ANNUALLY MONITOR FOR LEAKS & REPLACE MULCH ?97;’)5 fﬁﬁ%ﬁﬁggg’%& fg}oﬁé)o()o 166 2 2 8 8 V/ A A P R / L / A
VEGETATED SWALE BI-MONTHLY | BI-ANNUALLY REMOVE DEBRIS, REPLANT AS NECESSARY No. C 50993 O THIS PROJECT WILL EXCEED THE MAXIMUM DISTURBED AREA LIMIT, LOT 26 & 27 DEL MAR TERRACE
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SECTION B-B

CROSS SECTION/SCALE 1°=10’

EROSION AND SEDIMENT CONTROL NOJES

TEMPORARY EROSION/SEDIMENT CONTROL, PRIOR TO COMPLETION OF FINAL IMPROVEMENTS, SHALL BE PERFORMED BY THE
CONTRACTOR OR QUALIFIED PERSON AS INDICATED BELOW:

1. ALL REQUIREMENTS OF THE CITY OF SAN DIEGO “LAND DEVELOPMENT MANUAL, STORM WATER STANDARDS” MUST BE
INCORPORATED INTO THE DESIGN AND CONSTRUCTION OF THE PROPOSED GRADING/IMPROVEMENTS CONSISTENT WITH THE
APPROVED STORM WATER POLLUTION PREVENTION PLAN (SWPPP) AND/OR WATER POLLUTION CONTROL PLAN (WPCP) FOR
CONSTRUCTION LEVEL BMP’S AND FOR PERMANENT POST CONSTRUCTION TREATMENT CONTROL PERMANENT BMP'S, THE
WATER QUALITY TECHNICAL REPORT (WQTR) IF APPLICABLE.

2. FOR STORM DRAIN INLETS, PROVIDE A GRAVEL BAG SILT BASIN IMMEDIATELY UPSTREAM OF INLET AS INDICATED ON
DETAILS.

J. FOR INLETS LOCATED AT SUMPS ADJACENT TO TOP OF SLOPES, THE CONTRACTOR SHALL ENSURE THAT WATER
DRAINING TO THE SUMP IS DIRECTED INTO THE INLET AND THAT A MINIMUM OF 1.00° FREEBOARD EXISTS AND IS
MAINTAINED ABOVE THE TOP OF THE INLET. IF FREEBOARD IS NOT PROVIDED BY GRADING SHOWN ON THESE PLANS, THE
CONTRACTOR SHALL PROVIDE IT VIA TEMPORARY MEASURES, I.E. GRAVEL BAGS OR DIKES.

4. THE CONTRACTOR OR QUALIFIED PERSON SHALL BE RESPONSIBLE FOR CLEANUP OF SILT AND MUD ON ADJACENT
STREET(S) AND STORM DRAIN SYSTEM DUE TO CONSTRUCTION ACTIVITY.

5. THE CONTRACTOR OR QUALIFIED PERSON SHALL CHECK AND MAINTAIN ALL LINED AND UNLINED DITCHES AFTER EACH
RAINFALL.

6. THE CONTRACTOR SHALL REMOVE SILT AND DEBRIS AFTER EACH MAJOR RAINFALL.

7. EQUIPMENT AND WORKERS FOR EMERGENCY WORK SHALL BE MADE AVAILABLE AT ALL TIMES DURING THE RAINY
SEASON. ALL NECESSARY MATERIALS SHALL BE STOCKPILED ON SITE AT CONVENIENT LOCATIONS TO FACILITATE RAPID
CONSTRUCTION OF TEMPORARY DEVICES WHEN RAIN IS IMMINENT.

8. THE CONTRACTOR SHALL RESTORE ALL EROSION/SEDIMENT CONTROL DEVICES TO WORKING ORDER TO THE SATISFACTION
OF THE CITY ENGINEER OR RESIDENT ENGINEER AFTER EACH RUN-OFF PRODUCING RAINFALL.

9. THE CONTRACTOR SHALL INSTALL ADDITIONAL EROSION/SEDIMENT CONTROL MEASURES AS MAY BE REQUIRED BY THE
RESIDENT ENGINEER DUE TO UNCOMPLETED GRADING OPERATIONS OR UNFORESEEN CIRCUMSTANCES, WHICH MAY ARISE.

10. THE CONTRACTOR SHALL BE RESPONSIBLE AND SHALL TAKE NECESSARY PRECAUTIONS TO PREVENT PUBLIC TRESPASS
ONTO AREAS WHERE IMPOUNDED WATERS CREATE A HAZARDOUS CONDITION.

11. ALL EROSION/SEDIMENT CONTROL MEASURES PROVIDED PER THE APPROVED GRADING PLAN SHALL BE INCORPORATED
HEREON. ALL EROSION/SEDIMENT CONTROL FOR INTERIM CONDITIONS SHALL BE DONE TO THE SATISFACTION OF THE
RESIDENT ENGINEER.

12. GRADED AREAS AROUND THE PROJECT PERIMETER MUST DRAIN AWAY FROM THE FACE OF THE SLOPE AT THE
CONCLUSION OF EACH WORKING DAY.

13. ALL REMOVABLE PROTECTIVE DEVICES SHOWN SHALL BE IN PLACE AT THE END OF EACH WORKING DAY WHEN RAIN IS
IMMINENT.

14. THE CONTRACTOR SHALL ONLY GRADE, INCLUDING CLEARING AND GRUBBING FOR THE AREAS FOR WHICH THE
CONTRACTOR OR QUALIFIED PERSON CAN PROVIDE EROSION/SEDIMENT CONTROL MEASURES.

15. THE CONTRACTOR SHALL ARRANGE FOR WEEKLY MEETINGS DURING OCTOBER 1ST TO APRIL 30TH FOR PROJECT TEAM
(GENERAL CONTRACTOR, QUALIFIED PERSON, EROSION CONTROL SUBCONTRACTOR IF ANY, ENGINEER OF WORK,

OWNER /DEVELOPER AND THE RESIDENT ENGINEER) TO EVALUATE THE ADEQUACY OF THE EROSION/SEDIMENT CONTROL
MEASURES AND OTHER RELATED CONSTRUCTION ACTIVITIES.

Development Services Department, City of San Diego

2/1/2012 1:08 PM
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PRIVATE NOTE e e e
| D e — CONSTRUCTION NOTES
ALL ONSITE, PRIVATE IMPROVEMENTS SHOWN ON THIS DRAWING ARE FOR INFOMRATION ONLY. _ -—t ———— — — — e e —
THE CITY ENGINEER’S APPROVAL OF THIS DRAWING, IN NO WAY CONSTITUTES AN APPROVAL 40 SWALE—FL 40 INSTALL STABILIZED CONSTRUCTION ENTRY PER CASQA

OF SAID PRIVATE IMPROVEMENTS. A SEPARATE PERMIT FOR SUCH IMPROVEMENTS MAY BE REQUIRED.

CURE RAMP NOTE

THE REQUIRED DETECTABLE WARNING (TRUNCATED DOMES) ON CURB RAMPS ARE TO COMPLY

WITH THE CITY STANDARDS (SDG-130) AND SPECIFICATIONS. A 12" X 12" (MIN.) SAMPLE OF

THE DETECTABLE WARNING, THE PRODUCTS’ TEST REPORT AND A COPY OF THE MANUFACTURER'S
INSTALLATION INSTRUCTION MUST BE SUBMITTED TO THE DESIGNATED CITY RESIDENT ENGINEER
FOR REVIEW PRIOR TO INSTALLATION. FAILURE TO COMPLY WITH THE STANDARDS, SPECIFICATIONS
AND SAMPLE SUMBMITTAL REVIEW PROCESS WILL RESULT IN THE REMOVAL OR REPLACEMENT OF
THE DETECTABLE WARNING AND/OR CURB RAMP(S) AT CONTRACTOR AND/OR OWNER'S EXPENSE.

EXISTING & PROPOSED GRADE NOTE

PROPOSED GRADES ARE THE SAME AS EXISTING GRADES EXCEPT FOR DRAINAGE SWALES PER PLAN ABOVE
AND PROPOSED CONTOURS SHOWN AT ENTRY DRIVEWAY

FINISHED FLOOR NOTE

ALL FINISHED FLOOR ELEVATIONS ARE BASED ON TOPOGRAPHY PROVIDED BY
HESS DEVELOPMENT AND CITY OF SAN DIEGO BENCHMARK
ELEV 73.606 MS

LOVE ENGINEERING
31915 RANCHO CALIFORNIA RD, STE 200—166
(951) 440-8149/(951) 3036701 (FAX)
TOM@LOVECIVIL.COM

SECTION C-C

CROSS SECTION/SCALE 1"=10

MINIMUM POST—CONSTRUCTION MAINTENANCE PLAN

AT THE COMPLETION OF THE WORK SHOWN, THE FOLLOWING PLAN SHALL BE FOLLOWED TO ENSURE WATER QUALITY CONTROL IS
MAINTAINED FOR THE LIFE OF THE PROJECT:

1. STABILIZATION: ALL PLANTED SLOPES AND OTHER VEGETATED AREAS SHALL BE INSPECTED PRIOR TO OCTOBER 1 OF EACH YEAR
AND AFTER MAJOR RAINFALL EVENTS (MORE THAN % INCH) AND REPAIRED AND REPLANTED AS NEEDED UNTIL A NOTICE OF
TERMINATION (NOT) IS FILED.

2. STRUCTURAL PRACTICES: DESILTING BASINS, DIVERSION DITCHES, DOWNDRAINS, INLETS, OUTLET PROTECTION MEASURES, AND OTHER
PERMANENT WATER QUALITY AND SEDIMENT AND EROSION CONTROLS SHALL BE INSPECTED PRIOR TO OCTOBER 1ST OF EACH YEAR
AND AFTER MAJOR RAINFALL EVENTS (MORE THAN J% INCH). REPAIRS AND REPLACEMENTS SHALL BE MADE AS NEEDED AND
RECORDED IN THE MAINTENANCE LOG IN PERPETUITY.

3. OPERATION AND MAINTENANCE, FUNDING: POST-CONSTRUCTION MANAGEMENT MEASURES ARE THE RESPONSIBILITY OF THE
DEVELOPER UNTIL THE TRANSFER OF RESPECTIVE SITES TO HOME BUILDERS, INDIVIDUAL OWNERS, HOMEOWNERS ASSOCIATIONS,
SCHOOL DISTRICTS, OR LOCAL AGENCIES AND/OR GOVERNMENTS. AT THAT TIME, THE NEW OWNERS SHALL ASSUME RESPONSIBILITY
FOR THEIR RESPECTIVE PORTIONS OF THE DEVELOPMENT.

No. C 50993

Exp. 09-30-21

DRAWING DATE: SEPTEMBER 17. 2018

THOMAS LOVE R.C.E. NO. 50993

BDR—GRD_other.dwg

EXP. 09-30-21 DATE ORIGINAL PREP DATE: NOVEMBER 24, 2017

STORMWATER BMP HANDBOOK, TC-1

INSTALL SILT FENCE PER CASQA STORMWATER
BMP HANDBOOK, SE-1
INSTALL 187x18” NDS OR EQUIVALENT GRATE

INSTALL 1/3 HP SUMP PUMP

INSTALL 4" (SDR 35) PVC PIPE

INSTALL 6" (SDR 35) PVC PIPE

INSTALL 4°x4"x4” PVC TEE

INSTALL 90° PVC BEND

INSTALL NDS OR EQUIVALENT POP—-UP EMITTER
INSTALL 6"x6"x4” PVC PEE

PRIVATE CONTRACT

QEPRRDEOW ©

PRECISE GRADING PLANS FOR:
LOT 26 & 2/, DEL MAR TERRACE
CITY OF SAN DIEGO, CALIFORNIA 0. N
DEVELOPMENT SERVICES DEPARTMENT
SHEET 3 OF 11 SHEETS PROJECT NO.
FOR CITY ENGINEER DATE V.M.
DESCRIPTION ]|_BY APPROVED DATE | FILMED
ORIGINAL
NAD83 COORDINATES
AS_BUILTS LAMBERT COORDINATES
CONTRACTOR DATE STARTED
INSPECTOR DATE COMPLETED —D
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EARTH PRESSURES BASED ON GROUNDWATER
BELOW BOTTOM OF SHORING ELEMENTS
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CANTILEVER SHORING

'CT =250 pcf for Sheet Piles

& =500pcf for Isolated Soldier Plles

Figure By | Project No.
GEOBODEN INC. RECOMMENDED EARTH PRESSURES FOR SR | e
II‘IIlI | TEMPORARY SHORING SYSTEM Map No.
XX Figure No.

Geotechnical Consultants

2288 Via Aprilia
Del Mar Terrace, California
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BORING LOGS




GEOTECH BH COLUMNS - GINT STD US LAB.GDT - 3/27/20 08:18 - C:\PASSPORT\GBI\2288 VIA APRILIA-DEL MAR-TIM\LOGS.GPJ

GEOBODEN, INC.

BORING NUMBER B-1

PAGE 1 OF 1
CLIENT _Tim Randell PROJECT NAME Proposed Residential Building
PROJECT NUMBER _GB 101-1 PROJECT LOCATION 2288 Via Aprilia, Del Mar Terrace
DATE STARTED 3/7/20 COMPLETED _3/7/20 GROUND ELEVATION HOLE SIZE 3 inches
DRILLING CONTRACTOR _GeoBoden Inc. GROUND WATER LEVELS:
DRILLING METHOD _Hand Auger Boring AT TIME OF DRILLING ---
LOGGED BY S.R. CHECKED BY AT END OF DRILLING ---
NOTES AFTER DRILLING ---
W ATTERBERG E
R P = e LIMITS
e So |> o (O = (g < . E
E_|To FWoEgl 223 |colEe| 2k o |[E_|E~
&E &9 MATERIAL DESCRIPTION ws 8&5 93<>( §ﬂ %35'-',3 %,: e Gﬁ 85
o | a5 £l @Q T1=7|oz|a2|22 |20
& =2 o | ©°2 |8 |& [28|95|35|22|u
%) 4 a a o o | Z
SILTY SAND (SM): brown, moist [FILL]
i " BEDROCK: yellowish brown, hard, silty sandstone e
2.5 R-1 113 | 8
5.0

of drilling. Boring was backfilled with cuttings.

Bottom of boring at 5.5 feet below ground surface (bgs) due to
refusal in bedrock. Ground water was not encountered at the time

Bottom of borehole at 5.5 feet.




APPENDIX B
LABORATORY TESTING




APPENDIX B
LABORATORY TESTING

PROPOSED RESIDENTIAL BUILDING
2288 VIA APRILIA
DEL MAR TERRACE, CALIFORNIA

Laboratory tests were performed on selected samples to assess the engineering properties and

physical characteristics of soils at the site. The following tests were performed:

e moisture content and dry density

e direct shear

e corrosion potential
Test results are summarized on laboratory data sheets or presented in tabular form in this
appendix.

Moisture Density Tests

The field moisture contents, as a percentage of the dry weight of the soils, were determined by
weighing samples before and after oven drying. The dry density, in pounds per cubic foot, was
also determined fir all relatively undisturbed ring samples collected. These analyses were
performed in accordance with ASTM D 2937. The results of these determinations are shown on
the boring logs in Appendix A.

Direct Shear

Direct shear tests were performed on undisturbed sample of bedrock. A different normal stress
was applied vertically to each soil sample ring which was then sheared in a horizontal direction.
The resulting shear strength for the corresponding normal stress was measured at a maximum
constant rate of strain of 0.005 inches per minute. The direct shear results are shown

graphically on a laboratory data sheet included in this appendix.

Corrosion Potential

The near surface soil was tested to determine the corrosivity of the site soil to steel and
concrete. The soil samples were tested for soluble sulfate (Caltrans 417), soluble chloride
(Caltrans 422), and pH and minimum resistivity (Caltrans 643). The results of corrosion tests
are summarized in Table B-1.



TABLE B-1 (Corrosion Test Results)

Boring | Depth Chloride Sulfate Content pH Resistivity
No. (ft) Content (Calif. 417) (Calif. 643) (Calif. 643)
(Calif. 422) % by Weight Ohm*cm
B-1 0-5 34 0.0135 7.3 1,670

GB 101-1




DIRECT SHEAR - GINT STD US LAB.GDT - 3/27/20 08:18 - C:\PASSPORT\GBI\2288 VIA APRILIA-DEL MAR-TIM\LOGS.GPJ

GEOBODEN, INC.

CLIENT _Tim Randell
PROJECT NUMBER _GB 101-1

DIRECT SHEAR TEST

PROJECT NAME Proposed Residential Building

PROJECT LOCATION 2288 Via Aprilia, Del Mar Terrace

SHEAR STRENGTH, psf
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Specimen Identification

Classification

MC%

B-1

2.0

BEDROCK: SILTY SANDSTONE

113

297.0
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CE ASCE 7 Hazards Report

AMERICAN SOCIETY OF CIVIL ENGINEERS

Address: Standard: ASCE/SEI7-16  Elevation: 43.62 ft (NAVD 88)
No Address at This Risk Category: i Latitude: 32.9345
Location Soil Class: ~ C-VeryDense  Longitude: -117.2532

Soil and Soft Rock

https://asce7hazardtool.online/ Page 1 of 3

Fri Mar 27 2020



ASCE

AMERICAN SOCIETY OF CIVIL ENGINEERS

Seismic

Site Soil Class:

C - Very Dense Soil and Soft Rock

Results:
SS . 1.228 SDl . 0.434
S; 0.434 T. : 8
Fa: 1.2 PGA : 0.555
F. : 15 PGA v : 0.665
SMS 1.473 FPGA . 1.2
SMl 0.651 Ie . 1.25
Sbs 0.982 C,: 1.146
Seismic Design Category D
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14 1Y > 1 e
. 08
12 % 0 8 X
L I ] . .
1.0 L] 0.6 L]
L ] e [ ]
0g ¢ 05 |
0.6 e 04 L ]
0.3
04
02
02 01
0! 0! i
0 2 3 4 7 8 g 0 2 3 4 7 8 g
Sa(9) vs T(s) Sa(9) vs T(s)
T MCERr Vertical Response Spectrum 0.9  eme Design Vertical Response Spectrum
12 0.2
L ]
1.0 % 07
1 0.6 .
0.8 . ]
-.‘. 05 -
06 . (]
- s 0.4 -
04 Soe, = e,
I..'..... 0.3 . .
0.2 phadl LT TP 0.2 """'lo.-c-u-
ot I l , | | 01 | 280000000000
0 02 0 14 16 18 20 0 02 0 14 16 18 20

4 06 08 10
Sa(9) vs T(s)

Data Accessed:
Date Source:

https://asce7hazardtool.online/

4 06 08 10
Sa(9) vs T(s)

Fri Mar 27 2020

USGS Seismic Design Maps based on ASCE/SEI 7-16 and ASCE/SEI 7-16
Table 1.5-2. Additional data for site-specific ground motion procedures in
accordance with ASCE/SEI 7-16 Ch. 21 are available from USGS.

Page 2 of 3 Fri Mar 27 2020


https://asce7hazardtool.online/

CE

AMERICAN SOCIETY OF CIVIL ENGINEERS

The ASCE 7 Hazard Tool is provided for your convenience, for informational purposes only, and is provided “as is” and without warranties of
any kind. The location data included herein has been obtained from information developed, produced, and maintained by third party providers;
or has been extrapolated from maps incorporated in the ASCE 7 standard. While ASCE has made every effort to use data obtained from
reliable sources or methodologies, ASCE does not make any representations or warranties as to the accuracy, completeness, reliability,
currency, or quality of any data provided herein. Any third-party links provided by this Tool should not be construed as an endorsement,
affiliation, relationship, or sponsorship of such third-party content by or from ASCE.

ASCE does not intend, nor should anyone interpret, the results provided by this Tool to replace the sound judgment of a competent
professional, having knowledge and experience in the appropriate field(s) of practice, nor to substitute for the standard of care required of such
professionals in interpreting and applying the contents of this Tool or the ASCE 7 standard.

In using this Tool, you expressly assume all risks associated with your use. Under no circumstances shall ASCE or its officers, directors,
employees, members, affiliates, or agents be liable to you or any other person for any direct, indirect, special, incidental, or consequential
damages arising from or related to your use of, or reliance on, the Tool or any information obtained therein. To the fullest extent permitted by
law, you agree to release and hold harmless ASCE from any and all liability of any nature arising out of or resulting from any use of data
provided by the ASCE 7 Hazard Tool.

https://asce7hazardtool.online/ Page 3 of 3 Fri Mar 27 2020
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