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Appendix A

Air Quality and Greenhouse Gas Emissions Data















































































































































































































































































































Appendix B

Cultural Resources Records Search

































Appendix C

Energy Data


















Appendix D

Preliminary Geotechnical Investigation Report
and Paleontological Records Search
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Appendix E

Phase I Environmental Site Assessment
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Appendix F

Phase II Environmental Site Assessment




















































































Appendix G

Preliminary Water Quality Management Plan
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PLUMP ERGINEERING InE Fullerton Transportation Center Hotel
BMP Calculations
By: NA Date: 04/15/19

DMA-1 (A = 0.571 acres)
From TECHNICAL GUIDANCE DOCUMNET (Appendix I11.1, 111.3)

Simple Method Runoff Coefficient for Flow-based BMP Sizing:

1) From Equation 111.3 : Q = (C x i design x A)
2) imp=1.0

3) C =(0.75x1.0 + 0.15) =0.9

4) A=0.571ac

5) i design= 0.225

6) Q=0.9 x 0.225 x 0.571 ac =0.116 CFS

Simple Method Runoff Coefficient for Volume-Based BMP Sizing:

1) From Equation 111.1 : V = (C x d x A x 43560 sf/ac x 1/12 in/ft)
2) d=0.90 per rainfall map

3)C=0.9

4) A =0.571ac

5)V =0.9x0.90 x 0.571 x 43560 x 1/12 = 1679 CF

NOTE:

THE MINIMUM TREATMENT CAPACITY FLOW RATE PER OC TECHNICAL GUIDE
DOCUMENT IS 0.116 CFS. THE DESIGN PROVIDED MODULAR WETLAND(MWS-L-4-
13) THAT HAS TREATMENT CAPACITY FLOW RATE OF 0.144 CFS, THEREFORE THE
DESIGN MEETS THE REQUIREMENTS.



DMA-2 (A = 0.414 acres)
From TECHNICAL GUIDANCE DOCUMNET (Appendix I11.1, 111.3)
Simple Method Runoff Coefficient for Flow-based BMP Sizing:

1) From Equation 111.3 : Q = (C x i design x A)
2) imp=1.0

3)C =(0.75x1.0 + 0.15) =0.9

4) A =0.414ac

5) i design= 0.225

6) Q =0.9 x 0.225 x 0.414 ac = 0.084 CFS
NOTE:

THE MINIMUM TREATMENT CAPACITY FLOW RATE PER OC TECHNICAL GUIDE
DOCUMENT IS 0.116 CFS. THE DESIGN PROVIDED MODULAR WETLAND(MWS-L-4-8)
THAT HAS TREATMENT CAPACITY FLOW RATE OF 0.115 CFS, THEREFORE THE
DESIGN MEETS THE REQUIREMENTS.

Simple Method Runoff Coefficient for Volume-Based BMP Sizing:

1) From Equation Ill.1 : V = (C x d x A x 43560 sf/ac x 1/12 in/ft)
2) d=0.90 per rainfall map

3)C=0.9

4) A =0.414ac

5)V=0.9x0.90 x 0.414 x 43560 x 1/12 = 1217 CF

DMA-3 (A = 0.353 acres)
From TECHNICAL GUIDANCE DOCUMNET (Appendix I11.1, 111.3)
Simple Method Runoff Coefficient for Flow-based BMP Sizing:




1) From Equation II1.3 : Q = (C x i design x A)
2) imp=0.8055

3) C = (0.75x0.8055 + 0.15) =0.755

4) A =0.353ac

5) i design=0.225

6) Q = 0.755 x 0.225 x 0.353 ac = 0.0489 CFS

Simple Method Runoff Coefficient for Volume-Based BMP Sizing:

1) From Equation l11.1 : V = (C x d x A x 43560 sf/ac x 1/12 in/ft)
2) d=0.90 per rainfall map

3)C=09

4) A =0.353ac

5)V=0.9x0.90 x 0.353 x 43560 x 1/12 = 1038 CF

NOTE:

THE MINIMUM TREATMENT CAPACITY FLOW RATE PER OC TECHNICAL GUIDE
DOCUMENT IS 0.116 CFS. THE DESIGN PROVIDED MODULAR WETLAND(MWS-L-4-6)
THAT HAS TREATMENT CAPACITY FLOW RATE OF 0.073 CFS, THEREFORE THE
DESIGN MEETS THE REQUIREMENTS.

DMA-4 (A = 0.692 acres)
From TECHNICAL GUIDANCE DOCUMNET (Appendix I11.1, 111.3)

Simple Method Runoff Coefficient for Flow-based BMP Sizing:

1) From Equation II1.3 : Q = (C x i design x A)
2) imp=0.903

3) C =(0.75x0.903 + 0.15) =0.83

4) A =0.692ac

5) i design=0.225



6) Q=0.83 x 0.225 x 0.692 ac = 0.13 CFS

Simple Method Runoff Coefficient for Volume-Based BMP Sizing:

1) From Equation Ill.1 : V = (C x d x A x 43560 sf/ac x 1/12 in/ft)
2) d=0.90 per rainfall map

3)C=0.9

4) A =0.692ac

5)V =0.9x0.90 x 0.692 x 43560 x 1/12 = 2035 CF

NOTE:

THE MINIMUM TREATMENT CAPACITY FLOW RATE PER OC TECHNICAL GUIDE
DOCUMENT IS 0.116 CFS. THE DESIGN PROVIDED MODULAR WETLAND(MWS-L-4-
13) THAT HAS TREATMENT CAPACITY FLOW RATE OF 0.144 CFS, THEREFORE THE
DESIGN MEETS THE REQUIREMENTS.



TECHNICAL GUIDANCE DOCUMENT

Table 2.7: Infiltration BMP Feasibility Worksheet

(Worksheet |) for guidance on groundwater-related
infiltration feasibility criteria.

Infeasibility Criteria Yes No
Would Infiltration BMPs pose significant risk for
groundwater related concerns? Refer to Appendix VIl Yes

Provide basis: The site is located within a plume protection boundary (North Basin Groundwater
Protection Project). Infiltration is prohibited within a plume protection boundary.

Summarize findings of studies provide reference to studies, calculations, maps, data sources,

etc. Provide narrative discussion of study/data source applicability.

Would Infiltration BMPs pose significant risk of
increasing risk of geotechnical hazards that cannot be
mitigated to an acceptable level? (Yes if the answer to
any of the following questions is yes, as established by a
geotechnical expert):

e The BMP can only be located less than 50 feet away
from slopes steeper than 15 percent

e The BMP can only be located less than eight feet from
building foundations or an alternative setback.

e A study prepared by a geotechnical professional or an
available watershed study substantiates that
stormwater infiltration would potentially result in
significantly increased risks of geotechnical hazards
that cannot be mitigated to an acceptable level.

Provide basis:

Summarize findings of studies provide reference to studies, calculations, maps, data sources,

etc. Provide narrative discussion of study/data source applicability.

Would infiltration of the DCV from drainage area violate

3 downstream water rights?

Provide basis:

Summarize findings of studies provide reference to studies, calculations, maps, data sources,

etc. Provide narrative discussion of study/data source applicability.

2-34
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TECHNICAL GUIDANCE DOCUMENT APPENDICES

Worksheet I: Summary of Groundwater-related Feasibility Criteria

Is project large or small? (as defined by Table VIIL2)

1|8 Small
circle one

2 | What is the tributary area to the BMP? A acres

) BIO-7 Proprietary vegetated

3 | What type of BMP is proposed? biotreatment system (Modular Wetland)

4 | What is the infiltrating surface area of the proposed BMP? Agvp sq-ft
What land use activities are present in the tributary area (list all)

5

6 | What land use-based risk category is applicable? L M H
If M or H, what pretreatment and source isolation BMPs have been considered and are proposed
(describe all):

7
What minimum separation to mounded seasonally high

8 | groundwater applies to the proposed BMP? 51t 10 ft
See Section VIIL2 (circle one)
Provide rationale for selection of applicable minimum separation to seasonally high mounded
groundwater:

9

10 What is separation from the infiltrating surface to seasonally SHGWT #
high groundwater?

11 What is separation from the infiltrating surface to mounded Mounded f
seasonally high groundwater? SHGWT
Describe assumptions and methods used for mounding analysis:

12

13 | Is the site within a plume protection boundary (See Figure @ N N/A

VIII-13

December 2

0,2013
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BIO-7 Proprietary vegetated biotreatment system (Modular Wetland)


TECHNICAL GUIDANCE DOCUMENT APPENDICES

Worksheet I: Summary of Groundwater-related Feasibility Criteria

VIIL2)?

Is the site within a selenium source area or other natural

14 plume area (See Figure VIII.2)? Y N NIA

15 | Is the site within 250 feet of a contaminated site? Y N N/A

If site-specific study has been prepared, provide citation and briefly summarize relevant findings:

16

Is the site within 100 feet of a water supply well, spring, septic

17 system?

Y N N/A

18 Is infiltration feasible on the site relative to groundwater-
related criteria?

Provide rationale for feasibility determination:

The project site is located within the North Basin Groundwater Protection
project. Infiltration is not allowed within plumes protection boundaries. Refer
to Appendix C, figure XVI-2f for site location and plume boundaries.

Note: if a single criterion or group of criteria would render infiltration infeasible, it is not
necessary to evaluate every question in this worksheet.

VIII-14 December 20, 2013
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The project site is located within the North Basin Groundwater Protection project. Infiltration is not allowed within plumes protection boundaries. Refer to Appendix C, figure XVI-2f for site location and plume boundaries. 
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Bio® Clean

A Forterra Company

Modular Wetlands” System Linear

A Stormwater Biofiltration Solution




OVERVIEW

The Bio Clean Modular Wetlands® System Linear represents a pioneering breakthrough in stormwater
technology as the only biofiltration system to utilize patented horizontal flow, allowing for a smaller
footprint, higher treatment capacity, and a wide range of versatility. While most biofilters use little
or no pretreatment, the Modular Wetlands® incorporates an advanced pretreatment chamber that
includes separation and pre-filter cartridges. In this chamber, sediment and hydrocarbons are removed
from runoff before entering the biofiltration chamber, reducing maintenance costs and improving
performance.

Horizontal flow also gives the system the unique ability to adapt to the environment
through a variety of configurations, bypass orientations, and diversion applications.

The Urban Impact
For hundreds of years, natural wetlands surrounding our shores have
played an integral role as nature's stormwater treatment system.
But as cities grow and develop, our environment's natural
filtration systems are blanketed with impervious roads,
rooftops, and parking lots.

Bio Clean understands this loss and has spent
years re-establishing nature’s presence in urban
areas, and rejuvenating waterways with the
Modular Wetlands® System Linear.

a N
PERFORMANCE

The Modular Wetlands® continues to outperform other treatment methods with superior pollutant
removal for TSS, heavy metals, nutrients, hydrocarbons, and bacteria. Since 2007 the Modular
Wetlands® has been field tested on numerous sites across the country and is proven to effectively
remove pollutants through a combination of physical, chemical, and biological filtration processes.
In fact, the Modular Wetlands® harnesses some of the same biological processes found in natural
wetlands in order to collect, transform, and remove even the most harmful pollutants.

REMOVAL REMOVAL REMOVAL REMOVAL

OF OF TOTAL OF OF TOTAL
DISSOLVED ZINC DISSOLVED PHOSPHORUS
ZINC COPPER

REMOVAL REMOVAL REMOVAL REMOVAL REMOVAL
OF OF TOTAL OF MOTOR OF ORTHO OF TSS
NITROGEN COPPER OIL PHOSPHORUS

APPROVALS

The Modular Wetlands® System Linear has successfully met years of challenging technical reviews and
testing from some of the most prestigious and demanding agencies in the nation and perhaps the world.
Here is a list of some of the most high-profile approvals, certifications, and verifications from around the
country.

State of Washington
TAPE Washington State Department of Ecology TAPE Approved
The MWS Linear is approved for General Use Level Designation (GULD) for Basic,
GU |_D Enhanced, and Phosphorus treatment at 1 gpm/ft? loading rate. The highest performing

Basic

EnharcetyMetals BMP on the market for all main pollutant categories.

Phosphorus

California Water Resources Control Board, Full Capture Certification
The Modular Wetlands® System is the first biofiltration system to receive certification as
a full capture trash treatment control device.

Virginia Department of Environmental Quality, Assignment
‘ The Virginia Department of Environmental Quality assigned the MWS Linear the
_aal ‘ highest phosphorus removal rating for manufactured treatment devices to meet the new
Virginia Stormwater Management Program (VSMP) regulation technical criteria.

Maryland Department of the Environment, Approved ESD
Granted Environmental Site Design (ESD) status for new construction, redevelopment,
and retrofitting when designed in accordance with the design manual.
> MASTEP Evaluation
." The University of Massachusetts at Amherst - Water Resources Research Center issued

a technical evaluation report noting removal rates up to 84% TSS, 70% total phosphorus,
68.5% total zinc, and more.

Rhode Island Department of Environmental Management, Approved BMP
Approved as an authorized BMP and noted to achieve the following minimum removal
efficiencies: 85% TSS, 60% pathogens, 30% total phosphorus, and 30% total nitrogen.

ADVANTAGES

HORIZONTAL FLOW BIOFILTRATION FLOW CONTROL

GREATER FILTER SURFACE AREA NO DEPRESSED PLANTER AREA

PRETREATMENT CHAMBER AUTO DRAINDOWN MEANS NO

MOSQUITO VECTOR
PATENTED PERIMETER VOID AREA



Individual Media Filters

OPERATION

The Modular Wetlands® System Linear is the most efficient and versatile biofiltration system on the
market, and it is the only system with horizontal flow which:

« Improves performance
» Reduces footprint
«  Minimizes maintenance

Figure 1 & Figure 2 illustrate the invaluable benefits of horizontal flow and the multiple treatment stages.
2x to 3x more surface area than traditional downward flow bioretention systems.

Figure 2,
Top View

@ PRETREATMENT @ BIOFILTRATION

HORIZONTAL FLOW
* Less clogging than downward flow biofilters
*  Water flow is subsurface
* Improves biological filtration

SEPARATION
* Trash, sediment, and debris are separated before
entering the pre-filter cartridges
» Designed for easy maintenance access
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PATENTED PERIMETER VOID AREA
* Vertically extends void area between the walls and
the WetlandMEDIA™ on all four sides
* Maximizes surface area of the media for higher
treatment capacity

PRE-FILTER CARTRIDGES
*  Qver 25 sq. ft. of surface area per cartridge
o Utilizes BioMediaGREEN™ filter material
* Removes over 80% of TSS and 90% of hydrocarbons
* Prevents pollutants that cause clogging from migrating

to the biofiltration chamber
WETLANDMEDIA

* Contains no organics and removes phosphorus
* Greater surface area and 48% void space

*  Maximum evapotranspiration

* Highion exchange capacity and lightweight

Curb Inlet

LIS

Pre-filter Cartridge

e b

S @ DISCHARGE

FLOW CONTROL
*  Oirifice plate controls flow of water
through WetlandMEDIA™ to a level lower
than the media's capacity
* Extends the life of the media and

improves performance
Y i = DRAINDOWN FILTER
' = ! * The draindown is an optional feature that
P -

¥ completely drains the pretreatment
chamber

Vertical Underdrain

\

Manifold
*  Water that drains from the pretreatment
Cartridge Housing WetlandMEDIA™ Flow Control chamber between storm events will be
N Riser @ treated
BioMediaGREEN Draindown Line Outlet Pipe



CONFIGURATIONS

The Modular Wetlands® System Linear is the preferred biofiltration system of civil engineers across the
country due to its versatile design. This highly versatile system has available “pipe-in" options on most
models, along with built-in curb or grated inlets for simple integration into your storm drain design.

ORIENTATIONS

CURB TYPE

The Curb Type configuration accepts sheet flow through a curb opening
and is commonly used along roadways and parking lots. It can be used in
sump or flow-by conditions. Length of curb opening varies based on model
and size.

SIDE-BY-SIDE

The Side-By-Side
orientation places the
pretreatment and
discharge chamber
adjacent to one
another with the
biofiltration chamber running
parallel on either side. This
minimizes the system length, providing a highly
compact footprint. It has been proven useful in
situations such as streets with directly adjacent
sidewalks, as half of the system can be placed
under that sidewalk. This orientation also offers
internal bypass options as discussed below.

END-TO-END

The End-To-End orientation
places the pretreatment and
discharge chambers

on opposite ends of the
biofiltration chamber,
therefore minimizing the width
of the system to 5 ft. (outside
dimension). This orientation is perfect
for linear projects and street retrofits
where existing utilities and sidewalks limit the
amount of space available for installation. One
limitation of this orientation is that bypass must
be external.

GRATE TYPE

The Grate Type configuration offers the same features and benefits as the
Curb Type but with a grated/drop inlet above the systems pretreatment
chamber. It has the added benefit of allowing pedestrian access over the
inlet. ADA-compliant grates are available to assure easy and safe access.
The Grate Type can also be used in scenarios where runoff needs to be
intercepted on both sides of landscape islands.

BYPASS

VAULT TYPE

The system'’s patented horizontal flow biofilter is able to accept inflow pipes
directly into the pretreatment chamber, meaning the Modular Wetlands®
can be used in end-of-the-line installations. This greatly improves feasibility
over typical decentralized designs that are required with other biofiltration/
bioretention systems. Another benefit of the “pipe-in" design is the ability
to install the system downstream of underground detention systems to
meet water quality volume requirements.

DOWNSPOUT TYPE

The Downspout Type is a variation of the Vault Type and is designed to
accept a vertical downspout pipe from rooftop and podium areas. Some
models have the option of utilizing an internal bypass, simplifying the overall
design. The system can be installed as a raised planter, and the exterior can
be stuccoed or covered with other finishes to match the look of adjacent
buildings.

INTERNAL BYPASS WEIR

(SIDE-BY-SIDE ONLY)

The Side-By-Side orientation places the
pretreatment and discharge chambers adjacent
to one another allowing for integration of internal
bypass. The wall between these chambers can act
as a bypass weir when flows exceed the system’s
treatment capacity, thus allowing bypass from the
pretreatment chamber directly to the discharge
chamber.

EXTERNAL DIVERSION WEIR STRUCTURE
This traditional offline diversion method can be
used with the Modular Wetlands® in scenarios
where runoff is being piped to the system. These
simple and effective structures are generally
configured with two outflow pipes. The first is a
smaller pipe on the upstream side of the diversion
weir - to divert low flows over to the Modular
Wetlands® for treatment. The second is the main
pipe that receives water once the system has
exceeded treatment capacity and water flows over
the weir.

FLOW-BY-DESIGN

This method is one in which the system is placed
just upstream of a standard curb or grate inlet to
intercept the first flush. Higher flows simply pass
by the Modular Wetlands® and into the standard
inlet downstream.

DVERT LOW FLOW DIVERSION

This simple yet innovative diversion trough can be
installed in existing or new curb and grate inlets
to divert the first flush to the Modular Wetlands®
via pipe. It works similar to a rain gutter and is
installed just below the opening into the inlet. It
captures the low flows and channels them over

DVERT Trough

to a connecting pipe exiting out the wall of the
inlet and leading to the MWS Linear. The DVERT
is perfect for retrofit and green street applications
that allow the Modular Wetlands® to be installed
anywhere space is available.




SPECIFICATIONS VOLUME-BASED DESIGNS

FLOW-BASED DESIGNS HORIZONTAL FLOW BIOFILTRATION ADVANTAGE

The Modular Wetlands® System Linear can be used in stand-alone applications to meet treatment flow
requirements. Since the Modular Wetlands® is the only biofiltration system that can accept inflow pipes
several feet below the surface, it can be used not only in decentralized design applications but also as a large
central end-of-the-line application for maximum feasibility.

WETLANDMEDIA TREATMENT FLOW

MODEL # DIMENSIONS SURFACE AREA RATE
(sq. ft.) (cfs)
MWS-L-4-4 4'x 4 23 0.052
MWS5-L-4-6 4'x6 32 0.073 Modular Wetlands® with
Box Culvert Prestorage
MWS-1-4-8 4'x 8 50 0115
The Modular Wetlands® System Linear offers a unique advantage in the world of biofiltration due to its exclusive
MWS-1-4-13 4 %13 63 0144 horlzonta! flow design: Volume-Based De.5|gn. Np other biofilter has the ability to be placed downstream
of detention ponds, extended dry detention basins, underground storage systems and permeable paver
o reservoirs. The systems horizontal flow configuration and built-in orifice control allows it to be installed with
MWS-1-4-15 4'x15 76 0.175 just 6" of fall between inlet and outlet pipe for a simple connection to projects with shallow downstream tie-
in points. In the example above, the Modular Wetlands® is installed downstream of underground box culvert
MWS-L-4-17 4'x17' 90 0.206 storage. Designed for the water quality volume, the Modular Wetlands® will treat and discharge the required
volume within local draindown time requirements.
MWS-1-4-19 4" x 19’ 103 0.237
Modular Wetlands” with
MWS-L-4-21 4 % 27 117 0.268 Arch Plastic Chambers
MWS-L-6-8 7'x 9 64 0.147
MWS-L-8-8 8 x 8 100 0.230
DESIGN SUPPORT
MWS-1-8-12 8 x12 151 0.346 Bio Clean engineers are trained to provide you with superior support for all volume sizing configurations
throughout the country. Our vast knowledge of state and local regulations allow us to quickly and efficiently
MWS-1-8-16 8 x 16’ 201 0.462 size a system to maximize feasibility. Volume control and hydromodification regulations are expanding the
need to decrease the cost and size of your biofiltration system. Bio Clean will help you realize these cost
MWS-1-8-20 9"y 27 259 0.577 savings with the Modular Wetlands®, the only biofilter than can be used downstream of storage BMPs.
MWS-L-8-24 9" x 25 302 0.693
ADVANTAGES
MWS-1-10-20 10" x 20 302 0.693

LOWER COST THAN FLOW-BASED DESIGN BUILT-IN ORIFICE CONTROL STRUCTURE

MEETS LID REQUIREMENTS WORKS WITH DEEP INSTALLATIONS




APPLICATIONS

The Modular Wetlands® System Linear has been successfully used on numerous new construction and retrofit
projects. The system’s superior versatility makes it beneficial for a wide range of stormwater and waste water
applications - treating rooftops, streetscapes, parking lots, and industrial sites.

INDUSTRIAL

Many states enforce strict regulations for discharges
from industrial sites. The Modular Wetlands® has
helped various sites meet difficult EPA-mandated
effluent limits for dissolved metals and other
pollutants.

STREETS

Street applications can be challenging due to limited
space. The Modular Wetlands® is very adaptable,
and it offers the smallest footprint to work around
the constraints of existing utilities on retrofit projects.

COMMERCIAL
Compared to bioretention systems, the Modular

Wetlands® can treat far more area in less space,
meeting treatment and volume control requirements.

RESIDENTIAL

Low to high density developments can benefit from
the versatile design of the Modular Wetlands®. The
system can be used in both decentralized LID design
and cost-effective end-of-the-line configurations.

PARKING LOTS

Parking lots are designed to maximize space and the
Modular Wetlands'® 4 ft. standard planter width
allows for easy integration into parking lot islands
and other landscape medians.

e W el )
MIXED USE
The Modular Wetlands® can be installed as a raised

planter to treat runoff from rooftops or patios,
making it perfect for sustainable “live-work” spaces.

More applications include:
* Agriculture +Reuse * Low Impact Development =« Waste Water

PLANT SELECTION

Abundant plants, trees, and grasses bring value and an aesthetic benefit
to any urban setting, but those in the Modular Wetlands® System Linear
do even more - they increase pollutant removal. What's not seen, but
very important, is that below grade, the stormwater runoff/flow is being

subjected to nature's secret weapon: a dynamic physical, chemical, and

biological process working to break down and remove non-point source pollutants. The flow rate is controlled in
the Modular Wetlands®, giving the plants more contact time so that pollutants are more successfully decomposed,
volatilized, and incorporated into the biomass of the Modular Wetlands'® micro/macro flora and fauna.

A wide range of plants are suitable for use in the Modular Wetlands®, but selections vary by location and climate.
View suitable plants by visiting biocleanenvironmental.com/plants.

INSTALLATION

MAINTENANCE

The Modular Wetlands® is simple, easy to install,
and has a space-efficient design that offers lower
excavation and installation costs compared to
traditional tree-box type systems. The structure of
the system resembles precast catch basin or utility
vaults and is installed in a similar fashion.

The system is delivered fully assembled for quick
installation. Generally, the structure can be unloaded
and set in place in 15 minutes. Our experienced
team of field technicians is available to supervise
installations and provide technical support.

Reduce your maintenance costs, man hours, and
materials with the Modular Wetlands®. Unlike other
biofiltration systems that provide no pretreatment,
the Modular Wetlands® is a self-contained
treatment train which incorporates simple and
effective pretreatment.

Maintenance requirements for the biofilter itself are
almost completely eliminated, as the pretreatment
chamber removes and isolates trash, sediments, and
hydrocarbons. What's left is the simple maintenance
of an easily accessible pretreatment chamber that
can be cleaned by hand or with a standard vac
truck. Only periodic replacement of low-cost media
in the pre-filter cartridges is required for long-term
operation, and there is absolutely no need to replace
expensive biofiltration media.
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SITE SPECIFIC DATA

PROJECT NUMBER

PROJECT NAME

PROJECT LOCATION

STRUCTURE ID

TREATMENT REQUIRED

VOLUME BASED (CF) FLOW BASED

(CFS)

TREATMENT HGL AVAILABLE (FT)
PEAK BYPASS REQUIRED (CFS) — IF APPLICABLE
PIPE DATA LE. MATERIAL DIAMETER
INLET PIPE 1
INLET PIPE 2
OUTLET PIPE
PRETREATMENT | BIOFILTRATION DISCHARGE
RIM ELEVATION
SURFACE LOAD PARKWAY OPEN PIANTER PARKWAY
FRAME & COVER| 30" x 36" N/A N/A
WETLANDMEDIA VOLUME (CY) 1.68
WETLANDMEDIA DELIVERY METHOD 16D
ORIFICE SIZE (DIA. INCHES) 91.22"
MAXIMUM PICK WEIGHT (LBS) 12700

NOTES:

INSTALLATION NOTES

1.

6.

CONTRACTOR TO PROVIDE ALL [ABOR, EQUIPMENT, MATERIALS AND
INCIDENTALS REQUIRED TO OFFLOAD AND INSTALL THE SYSTEM AND
APPURTENANCES IN ACCORDANCE WITH THIS DRAWING AND THE
MANUFACTURERS SPECIFICATIONS, UNLESS OTHERWISE STATED IN
MANUFACTURERS CONTRACT.

UNIT MUST BE INSTALLED ON LEVEL BASE. MANUFACTURER
RECOMMENDS A MINIMUM 6" LEVEL ROCK BASE UNLESS SPECIFIED BY
THE PROJECT ENGINEER. CONTRACTOR IS RESPONSIBLE TO VERIFY
PROJECT ENGINEERS RECOMMENDED BASE SPECIFICATIONS.

ALL PIPES MUST BE FLUSH WITH INSIDE SURFACE OF CONCRETE.
(PIPES CANNOT INTRUDE BEYOND FLUSH). INVERT OF OUTFLOW PIPE
MUST BE FLUSH WITH DISCHARGE CHAMBER FLOOR. ALL GAPS
AROUND PIPES SHALL BE SEALED WATER TIGHT WITH A NON—-SHRINK
GROUT PER MANUFACTURERS STANDARD CONNECTION DETAIL AND SHALL
MEET OR EXCEED REGIONAL PIPE CONNECTION STANDARDS.
CONTRACTOR TO SUPPLY AND INSTALL ALL EXTERNAL CONNECTING
PIPES.

CONTRACTOR RESPONSIBLE FOR INSTALLATION OF ALL RISERS,
MANHOLES, AND HATCHES. CONTRACTOR 10 GROUT ALL MANHOLES AND
HATCHES TO MATCH FINISHED SURFACE UNLESS SPECIFIED OTHERWISE.
DRIP OR SPRAY IRRIGATION REQUIRED ON ALL UNITS WITH VEGETATION.

GENERAL NOTES

1.

2. ALL DIMENSIONS, ELEVATIONS, SPECIFICATIONS AND CAPACITIES ARE SUBJECT TO
CHANGE.  FOR PROJECT SPECIFIC DRAWINGS DETAILING EXACT DIMENSIONS, WEIGHTS

MANUFACTURER TO PROVIDE ALL MATERIALS UNLESS OTHERWISE NOTED.

AND ACCESSORIES PLEASE CONTACT MANUFACTURER.
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PERIMETER c/lL SEE NOTES
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EL EVA TIO N I/IEW PRETREATMENT/DISCHARGE
TREATMENT FLOW (CFS) 0.073
OPERATING HEAD (FT) 34
PRETREATMENT LOADING RATE (GPM/SF) 16D
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PROPRIETARY AND CONFIDENTIAL: -] =4d-H-
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e g 270360 o 375: g&ég&i%%ﬁgég’%%g?%y%ﬁ";ﬁ% AD U kel é STORMWATER BIOFILTRATION SYSTEM
PATENTS OF, OTHER PATENRS PENDING || PERMISSON OF MODULAR WETLANDS SYSTEMS IS PROHIITED, e Mo e com 1 (8551 SMOD.WET STANDARD DETAIL
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SITE SPECIFIC DATA

PROJECT NUMBER

PROJECT NAME

PROJECT LOCATION

STRUCTURE ID

TREATMENT REQUIRED

VOLUME BASED (CF)

FLOW BASED (CFS)

TREATMENT HGL AVAILABLE (FT)
PEAK BYPASS REQUIRED (CFS) — IF APPLICABLE
PIPE DATA LE. MATERIAL DIAMETER
INLET PIPE 1
INLET PIPE 2
OUTLET PIPE
PRETREATMENT | BIOFILTRATION DISCHARGE
RIM ELEVATION
SURFACE LOAD PARKWAY OPEN PIANTER PARKWAY
FRAME & COVER| 36" x 36" N/A N/A
WETLANDMEDIA VOLUME (CY) 2.37
WETLANDMEDIA DELIVERY METHOD 16D
ORIFICE SIZE (DIA. INCHES) 91.22"
MAXIMUM PICK WEIGHT (LBS) 16500

NOTES:

INSTALLATION NOTES

1.

6.

CONTRACTOR TO PROVIDE ALL [ABOR, EQUIPMENT, MATERIALS AND
INCIDENTALS REQUIRED TO OFFLOAD AND INSTALL THE SYSTEM AND
APPURTENANCES IN ACCORDANCE WITH THIS DRAWING AND THE
MANUFACTURERS SPECIFICATIONS, UNLESS OTHERWISE STATED IN
MANUFACTURERS CONTRACT.

UNIT MUST BE INSTALLED ON LEVEL BASE. MANUFACTURER
RECOMMENDS A MINIMUM 6" LEVEL ROCK BASE UNLESS SPECIFIED BY
THE PROJECT ENGINEER. CONTRACTOR IS RESPONSIBLE TO VERIFY
PROJECT ENGINEERS RECOMMENDED BASE SPECIFICATIONS.

ALL PIPES MUST BE FLUSH WITH INSIDE SURFACE OF CONCRETE.
(PIPES CANNOT INTRUDE BEYOND FLUSH). INVERT OF OUTFLOW PIPE
MUST BE FLUSH WITH DISCHARGE CHAMBER FLOOR. ALL GAPS
AROUND PIPES SHALL BE SEALED WATER TIGHT WITH A NON—-SHRINK
GROUT PER MANUFACTURERS STANDARD CONNECTION DETAIL AND SHALL
MEET OR EXCEED REGIONAL PIPE CONNECTION STANDARDS.
CONTRACTOR TO SUPPLY AND INSTALL ALL EXTERNAL CONNECTING
PIPES.

CONTRACTOR RESPONSIBLE FOR INSTALLATION OF ALL RISERS,
MANHOLES, AND HATCHES. CONTRACTOR 10 GROUT ALL MANHOLES AND
HATCHES TO MATCH FINISHED SURFACE UNLESS SPECIFIED OTHERWISE.
DRIP OR SPRAY IRRIGATION REQUIRED ON ALL UNITS WITH VEGETATION.

GENERAL NOTES

1.

2. ALL DIMENSIONS, ELEVATIONS, SPECIFICATIONS AND CAPACITIES ARE SUBJECT TO
CHANGE.  FOR PROJECT SPECIFIC DRAWINGS DETAILING EXACT DIMENSIONS, WEIGHTS

MANUFACTURER TO PROVIDE ALL MATERIALS UNLESS OTHERWISE NOTED.

AND ACCESSORIES PLEASE CONTACT MANUFACTURER.
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. / U rc/om
En G
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' 5
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RIGHT END VIEW
EL EVA TIO N I/IEW PRETREATMENT/DISCHARGE
TREATMENT FLOW (CFS) 0.115
OPERATING HEAD (FT) 34
PRETREATMENT LOADING RATE (GPM/SF) 1BD
WETLAND MEDIA LOADING RATE (GPM/SF) 1.0
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SITE SPECIFIC DATA

PROJECT NAME

PROJECT LOCATION

STRUCTURE ID

TREATMENT REQUIRED

VOLUME BASED (CF)

FLOW BASED (CFS)

TREATMENT HGL AVAILABLE (FT)

PEAK BYPASS REQUIRED (CFS) — IF APPLICABLE
PIPE DATA LE. MATERIAL DIAMETER
INLET PIPE 1
INLET PIPE 2
OUTLET PIPE
PRETREATMENT | BIOFILTRATION DISCHARGE
RIM ELEVATION
SURFACE LOAD PARKWAY OPEN PIANTER PARKWAY
FfRAME & COVER 830" N/A 824"
WETLANDMEDIA VOLUME (CY) 3.05
WETLANDMEDIA DELIVERY METHOD 16D
ORIFICE SIZE (DIA. INCHES) 91.71"
MAXIMUM PICK WEIGHT (LBS) 27000

NOTES:

INSTALLATION NOTES

1. CONTRACTOR TO PROVIDE ALL [ABOR, EQUIPMENT, MATERIALS AND
INCIDENTALS REQUIRED TO OFFLOAD AND INSTALL THE SYSTEM AND
APPURTENANCES IN ACCORDANCE WITH THIS DRAWING AND THE
MANUFACTURERS SPECIFICATIONS, UNLESS OTHERWISE STATED IN

MANUFACTURERS CONTRACT.
2. UNIT MUST BE INSTALLED ON LEVEL BASE. MANUFACTURER

RECOMMENDS A MINIMUM 6" LEVEL ROCK BASE UNLESS SPECIFIED BY
THE PROJECT ENGINEER. CONTRACTOR IS RESPONSIBLE TO VERIFY

PROJECT ENGINEERS RECOMMENDED BASE SPECIFICATIONS.

3. ALL PIPES MUST BE FLUSH WITH INSIDE SURFACE OF CONCRETE.
(PIPES CANNOT INTRUDE BEYOND FLUSH).
MUST BE FLUSH WITH DISCHARGE CHAMBER FLOOR. ALL GAPS
AROUND PIPES SHALL BE SEALED WATER TIGHT WITH A NON—-SHRINK
GROUT PER MANUFACTURERS STANDARD CONNECTION DETAIL AND SHALL

INVERT OF OUTFLOW PIPE

MEET OR EXCEED REGIONAL PIPE CONNECTION STANDARDS.

4. CONTRACTOR TO SUPPLY AND INSTALL ALL EXTERNAL CONNECTING

PIPES.

5. CONTRACTOR RESPONSIBLE FOR INSTALLATION OF ALL RISERS,

MANHOLES, AND HATCHES. CONTRACTOR 10 GROUT ALL MANHOLES AND
HATCHES TO MATCH FINISHED SURFACE UNLESS SPECIFIED OTHERWISE.
6. DRIP OR SPRAY IRRIGATION REQUIRED ON ALL UNITS WITH VEGETATION.

GENERAL NOTES

1. MANUFACTURER TO PROVIDE ALL MATERIALS UNLESS OTHERWISE NOTED.
2. ALL DIMENSIONS, ELEVATIONS, SPECIFICATIONS AND CAPACITIES ARE SUBJECT TO

CHANGE.  FOR PROJECT SPECIFIC DRAWINGS DETAILING EXACT DIMENSIONS, WEIGHTS

AND ACCESSORIES PLEASE CONTACT MANUFACTURER.
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TREATMENT FLOW (CFS) 0.144
OPERATING HEAD (FT) 34
PRETREATMENT LOADING RATE (GPM/SF) 16D
WETLAND MEDIA LOADING RATE (GPM/SF) 1.0

THE PRODUCT DESCRIBED MAY BE
PROTECTED BY ONE OR MORE OF
THE FOLLOWING US PATENTS:
7,425,262; 7,470,362, 7,674,378;
8,303,616; RELATED FOREIGN
PATENTS OR OTHER PATENTS PENDING

PROPRIETARY AND CONFIDENTIAL:

THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE

PROPERTY OF MODULAR WETLANDS SYSTEMS. ANY
REPRODUCTION IN PART OR AS A WHOLE WITHOUT THE WRITTEN
PERMISSION OF MODULAR WETLANDS SYSTEMS IS PROHIBITED.

M O D UL AR

www.ModularWetlands.com

855) SMOD-WET

MWS-L-4-13-V
STORMWATER BIOFILTRATION SYSTEM
STANDARD DETAIL



Appendix H

Noise Data



Construction Generated Noise

Construction Phase
Ground Clearing/Demolition
Excavation (Site Preparation)
Foundation Construction
Building Construction
Paving

Building Type Domestic Housing Distance (ft)
Construction Noise at 50 Feet (dBA Leq) 50
Construction Phase All Applicable Equipment in Use'
Ground Clearing/Demolition 83
Excavation 88
Foundation Construction 81
Building Construction 81
Finishing and Site Cleanup 88
North - Residential Uses
|Maximum Construction Noise (dBA Leq) 20
Construction Phase All Applicable Equipment in Use'
Ground Clearing/Demolition 91
Excavation (Site Preparation) 96
Foundation Construction 89
Building Construction 89
Paving 96
Average Construction Noise (dBA Leq) 220
Construction Phase All Applicable Equipment in Use'
Ground Clearing/Demolition 70
Excavation (Site Preparation) 75
Foundation Construction 68
Building Construction 68
Paving 75
rNorthwest ~Office Uses
Maximum Construction Noise (dBA Leq) 105
Construction Phase All Applicable Equipment in Use'
Ground Clearing/Demolition 77
Excavation (Site Preparation) 82
Foundation Construction 75
Building Construction 75
Paving 82
Average Construction Noise (dBA Leq) 370
Construction Phase All Applicable Equipment in Use'
Ground Clearing/Demolition 66
Excavation (Site Preparation) 71
Foundation Construction 64
Building Construction 64
Paving 71
Southwest - Residential Uses
[Maximum Construction Noise (dBA Leq) 270
Construction Phase All Applicable Equipment in Use'
Ground Clearing/Demolition 68
Excavation (Site Preparation) 73
Foundation Construction 66
Building Construction 66
Paving 73
Average Construction Noise (dBA Leq) 475
Construction Phase All Applicable Equipment in Use'
Ground Clearing/Demolition 63
Excavation (Site Preparation) 68
Foundation Construction 61
Building Construction 61
Paving 68
Fast - Commercial/lndustrial Uses
Maximum Construction Noise (dBA Leq) 10
Construction Phase All Applicable Equipment in Use'
Ground Clearing/Demolition 97
Excavation (Site Preparation) 102
Foundation Construction 95
Building Construction 95
Paving 102
Average Construction Noise (dBA Leq) 85

Public Works.

Source: Bolt, Beranek and Newman, "Noise from Construction Equipment and
Operations, Building Equipment, and Home Appliances," prepared for the USEPA,
December 31, 1971. Based on analysis for Office Building, Hotel, Hospital, School, and




Construction Generated Vibration

North - Residential Uses

Equipment
Vibratory roller
Large bulldozer
Small bulldozer
Jackhammer
Loaded trucks

Northwest - Office Uses

Equipment
Vibratory roller
Large bulldozer
Small bulldozer
Jackhammer
Loaded trucks

Southwest - Residential Uses

Equipment
Vibratory roller
Large bulldozer
Small bulldozer
Jackhammer
Loaded trucks

Equipment
Vibratory roller
Large bulldozer
Small bulldozer
Jackhammer
Loaded trucks

Assessment (2006).

East - Commercial/Industrial Uses

Based on distance to nearest structure

" Determined based on use of jackhammers or pneumatic hammers that may be used for pavement demolition at a distance of 25 feet
Notes: RMS velocity calculated from vibration level (VdB) using the reference of one microinch/second.
Source: Based on methodology from the United States Department of Transportation Federal Transit Administration, Transit Noise and Vibration Impact

Approximate RMS a
66

inch/second
0.21
0.089
0.003
0.035
0.076
Criteria

Approximate RMS a
Velocity at 25 ft,
inch/second
0.21
0.089
0.003
0.035
0.076
Criteria

Approximate RMS a
Velocity at 25 ft,
inch/second
0.21
0.089
0.003
0.035
0.076
Criteria

Approximate RMS a
Velocity at 25 ft,
inch/second
0.21
0.089
0.003
0.035
0.076
Criteria

Closest Distance (feet):

Approximate RMS
73.000

inch/second
0.293
0.124
0.004
0.049
0.106
0.250
Closest Distance (feet):

Approximate RMS
Velocity Level,
inch/second
0.024
0.010
0.000
0.004
0.009
0.250
Closest Distance (feet):

Approximate RMS
Velocity Level,
inch/second

0.006

0.003

0.000

0.001

0.002

0.250
Closest Distance (feet):

Approximate RMS
Velocity Level,
inch/second
2.348
0.995
0.034
0.391
0.850
0.250

20

1700
105

270




ParkWest Traffic Noise

Noise Level (CNEL or Ldn) at Distance from Roadway

o 24-hour Traffic Volume Distance to CNEL from Roadway Centerline Centerline
()
® Future| Future Existing Future No Project Future With Project Change|Change
a Without With| 50.0 60 65 70 50.0 60 65 70 50.0 60 65 70 From| due to
Roadway Segment o | Existing Project| Project| Feet | CNEL | CNEL | CNEL | Feet | CNEL | CNEL | CNEL | Feet CNEL CNEL | CNEL Existing| Project
Commonwealth Avenue W/O Harbor Boulevar¢ 30 [14,700 (16,300 |16,609 71.0 269 125 58 7.4 288 134 62 71.5 292 135 63 0.5 0.1
W/O Pomona Avenue | 30 [14,700 [16,200 |16,406 71.0 269 125 58 71.4 287 133 62 71.4 289 134 62 0.5 0.1
W/O Lemon Street 30 |14,200 [15,700 [16,009 70.8 263 122 57 71.2 281 130 61 71.3 285 132 61 0.5 0.1
E/O Lemon Street 30 |16,300 17,900 [18,312 71.4 288 134 62 71.8 307 142 66 71.9 311 145 67 0.5 0.1
Santa Fe Avenue W/O Harbor Boulevar¢ 25 1,800 1,700 1,803 60.8 56 26 12 60.5 54 25 12 60.8 56 26 12 0.0 0.3
W/O Pomona Avenue | 25 [2,200 2,300 3,124 61.6 64 30 14 61.8 66 31 14 63.2 81 38 18 1.5 1.3
W/O Lemon Street 25 [1,000 1,000 1,618 58.2 38 18 8 58.2 38 18 8 60.3 52 24 11 2.1 2.1
E/O Lemon Street 25 |600 600 600 56.0 27 13 6 56.0 27 13 6 56.0 27 13 6 0.0 0.0
Harbor Boulevard N/O Commonwealth A| 35 22,200 |23,900 [24,106 72.8 358 166 77 731 376 174 81 73.2 378 175 81 0.4 0.0
N/O Santa Fe Avenue| 35 |24,800 |26,600 [26,909 73.3 385 179 83 73.6 404 187 87 73.7 407 189 88 0.4 0.1
S/O Santa Fe Avenue | 35 [25,600 |27,400 (27,812 734 393 183 85 73.7 412 191 89 73.8 416 193 90 0.4 0.1
Pomona Avenue N/O Commonwealth A[ 25 |2,500 2,600 2,703 62.2 70 33 15 62.4 72 33 16 62.5 74 34 16 0.3 0.2
N/O Santa Fe Avenue| 25 [2,200 2,300 2,918 61.6 64 30 14 61.8 66 31 14 62.9 78 36 17 1.2 1.0
Lemon Street N/O Commonwealth A| 40 |16,600 |18,000 [18,206 725 343 159 74 72.9 362 168 78 72.9 365 169 79 0.4 0.0
N/O Santa Fe Avenue| 40 |20,000 |21,600 [21,909 734 388 180 84 73.7 409 190 88 73.7 412 191 89 0.4 0.1
S/O Santa Fe Avenue | 40 (20,200 21,900 (22,209 73.4 391 181 84 73.7 412 191 89 73.8 416 193 90 0.4 0.1
Assumptions:
Simplified to 2 lanes 6.1 meters= 20.0
future 6.1 meters= 20.0

Noise path decay parameter for hard site

Calculations using methods of Federal Highway Administration Highway Traffic Noise Prediction Model ,
December, 1978. Baseline California vehicle noise levels from Caltrans, TAN 95-03, 1995
Source of standard assumptions:
24-hour distribution of traffic volumes:
70% day (7-7), 15% evening (7-10), 15% night (10-7)
Analysis of L.A. County 24-hour traffic counts for selected arterial streets
conducted by Pat Mann for Inglewood Noise Element, 1974

Truck Mix

ARB standard fleet mix for air quality analysis
Heavy trucks for noise model includes heavy diesel tractor-trailers only
Medium trucks for noise model includes buses and bobtail trucks
Autos includes cars, vans, pickups and light trucks




Appendix I

Parking Study, Local Transportation Analysis, and Vehicle Miles
Traveled Analysis
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Appendix ]

AB 52 and SB 18 Letters
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