














































































































































































































































































































Infiltration Basin TC-11 

Maintenance 
Regular maintenance is critical to the successful operation of infiltration basins. Recommended 
operation and maintenance guidelines include: 

• Inspections and maintenance to ensure that water infiltrates into the subsurface completely 
(recommended infiltration rate of 72 hours or less) and that vegetation is carefully managed 
to prevent creating mosquito and other vector habitats. 

• Observe drain time for the design storm after completion or modification of the facility to 
confirm that the desired drain time has been obtained. 

Schedule semiannual inspections for beginning and end of the vvet season to identify 
potential problems such as erosion of the basin side slopes and invert, standing water, trash 
and debris, and sediment accumulation. 

Remove accumulated trash and debris in the basin at the start and end of the wet season. 

Inspect for standing water at the end of the wet season. 

Trim vegetation at the beginning and end of the wet season to prevent establishment of 
woody vegetation and for aesthetic and vector reasons. 

Remove accumulated sediment and regrade when the accumulated sediment volume 
exceeds 10% of the basin. 

• If erosion is occurring ,vithin the basin, revegetate immediately and stabilize with an erosion 
control mulch or mat until vegetation cover is established. 

To avoid reversing soil development, scarification or other disturbance should only be 
performed ,.vhen there are actual signs of clogging, rather than on a mu.tine basis. Always 
remove deposited sediments before scarification, and use a hand-guided rotary tiller, if 
possible, or a disc harrow pulled by a very light tractor. 

Cost 
Infiltration basins are relatively cost-effective practices because little infrastructure is needed 
when constructing them. One study estimated the total construction cost at about $2 per ft 
(adjusted for inflation) of storage for a 0.25-acre basin {S\1VRPC, 1991). As with other B:MPs, 
these published cost estimates may deviate greatly from what might be incurred at a specific 
site. For instance, Caltrans spent about $18/ft3 for the two infiltration basins constructed in 
southern California, each of which had a water quality volume of about 0.34 ac.-ft. Much of the 
higher cost can be attributed to changes in the storm drain system necessary to route the runoff 
to the basin locations. 

Infilt ration basins typically consume about 2 to 3% of the site draining to them, which is 
relatively small. Additional space may be required for buffer, landscaping, access road, and 
fencing. Maintenance costs are estimated at 5 to 10% of construction costs. 

One cost concern associated 1Nith infiltration practices is the maintenance burden and longevity. 
If improperly maintained, infiltration basins have a hjgh failure rate. Thus, it may be necessary 
to replace the basin with a different technology after a relatively short period of time. 
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