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DATE: | LOCATION:

TYPE: | PrOJECT:
CATALOG #:
Pavilion
FEATURES =
h]
« |IDA Dark Sky Compliant, No Up-light configuration g
=
« Elegant form factor blended with Performance Optics g
« Integral NEMA 3R Enclosure g
« Dual receptacle power panel .
« PA System capability D
o]
+ Bluetooth enabled RGBW accent 8
0
=5
c
E
@ £
LISTED NU configurations in 3000K
‘and warmer CCTs only
RELATED PRODUCTS @
.CONTROL TECHNOLOGY & Pavilion Round & Pavilion Round g
- Impact Rated z
@ - A\ ~ N -
€3 Bluetooth DMX 5.&FE§E!'.‘.E> Bphoros) g
§ iV s
5
o
@
w
SPECIFICATIONS -
CONSTRUCTION OPTICS ELECTRICAL Qc?
HOUSING: « LEDs mount to a metal printed circuit board « Universal voltage, 120 through 277V with £}
« Castings are low copper aluminum alloy die-cast assembly (MCPCB) a +10% tolerance. Driver is Underwriters %
« Gaskets are molded silicone to prevent harmful « Optical lenses are clear injection molded Laboratories listed g
ingress to the lamp and driver compartments PMMA acrylic « High voltage configurations, 208-277, 347/480. =
. PG5 rated + U0 configurations have an optically clear flat Driver is Underwriters Laboratories listed g
tempered glass lens, all other configurations « "Thermal Shield”, secondary side, thermistor g
SHAFT: have either an optically clear or high provides protection for the sustainable life of
« Aluminum shaft(s) is 188" thick extruded transmission diffused acrylic lens LED module and electronic components
aluminum 6061 alloy Dri ter th 09 fact
. rivers are greater than a 0.9 power factor,
« Concrete shaft(s) conforms to current IN:L’;\nl:ﬁ;lggﬁ configurations will have four less than 20% harmonic distortion, and
specifications for “Portland Cement.” ASTM 3/8" % 10" x 2” zinc plated L-hook anchor be suitable for operation in -40°C to 40°C
C150, Type | or Il. Aggregates shall meet current ts shall ) P I ith an incl ambient environments
requirements of “Specifications for Concrete bolts shall to be installed with an incl \{ded N .
Aggregates” ASTM C33. Water shall be clean template. Nuts and washers are provided to « Luminaire is capable of operating at 100%
and free fro;n deleterious amounts of silt. oil level and secure the mounting plate to the brightness in a 40°C environment. Both
acids, alkalies or organic materials. Wire Tor anchor bolts driver and optical array have integral thermal
reinforcement shall conform to ASTM A185. « Aluminum shaft configurations will have a protection that will dim the.".“"‘\”'la”e upon
Steel for lugs and plates shall conform to ASTM mounting plate shall be able to be rotated detection of temperatures in excess of 85°C
A36, or A283 grade D 20°in either direction during installation for
« Concrete shaft(s) is medium sand-blasted with aiming adjustment
anti-graffiti sealer and material color shall be « Concrete shaft configurations will have four
integral to the concrete mix steel mounting tabs for installation on four 1/2"
« Concrete shaft(s) is cured to allow for x 10"+ 2" zinc electroplated L-hook anchor
completion of the hydration process, and result bolt:.&ach anhchor bo([; s ?U%pl'ed wg];wo d
in a 28 day compressive strength of not less nuts, two washers, and a rigid pressed boart - )
than 4,50())/ psi ) ¢ template (Specifications continued on page 3)
« Concrete shaft(s) is cast from fiberglass molds + Concrete shaft configurations are palletized KEY DATA
used to insure uniform parts. Mold parting lines with adequate hold-downs to prevent load .
movement in transit Lumen Range 673-2162
maybe slightly visible in finished parts =
« Fixtures must be grounded in accordance Wattage Range 14-22
with national, state and/or local electrical Efficacy Range (LPW) 43-107
codes. Failure to do so may result in serious N
personal injury Reported Life (Hours) L70/60,000
Page 1/21Rev. 11/08/21 © 2021Kim Lighting, a division of Hubbell Lighting, Inc. Specifications subject to change without notice. ('m) @ HUBBELL
PA7S 701 Millennium Bivd - Greenville, SC 29607 / Tel 864.678.1000 / Website www.kimlighting.com SS\zz | Lighting
DATE: ‘ LOCATION:
gggmﬁg TYPE: | PrOJECT:
CATALOG #:
™
ARCHITECTURAL AREA LIGHTING KICK
FEATURES ]
« Integral Motion Sensor @
- Staggered twin mounting E
+ ANSI C136.31-2010 4G Rated 2
o]
« IES Type Il, Il and IV distributions g
+ 3000K , 4000K, 5000K CCT g
« Integral thermal protection %
wn
(m) us 3000K anchiiner CCTs only S cetion Kick Medium QUD
=
RELATED PRODUCTS m
CONTROL TECHNOLOGY &
S 8Ka 8KM4 8KB6 e}
5.'5&5?;!!15) E
i o
o
=
SPECIFICATIONS z
@
CONSTRUCTION LED/OPTICS (CONTINUED) INSTALLATION (CONTINUED) |

Housing shroud is made of fabricated 5052-
H32 aluminum alloy with a rear mounting
interface that is made of fabricated 304
stainless steel

Housing mounting interface is a stamped
silicone gasket

Luminaire housing is free of any visible heat
fins, hardware or fasteners

Bracketry and hardware is made of stainless
steel

Base is made of cast aluminum #356 alloy
and heat treated to a T-6 condition

Shaft is extruded aluminum 6061 alloy and
heat treated to a T-6 condition

Anchor bolts are hot dip galvanized

steel. Eight galvanized hex nuts and flat
washers,and a bolt circle template are
provided. Anchor bolt for poles are 3/4” x
24" x 3"

Luminaire finish consist of a five stage
pretreatment regimen with a polymer primer
sealer, oven dry off, and top coated with a
thermoset super TGIC polyester powder
coat finish

Luminaire finish meets the AAMA 605.2
performance specification which includes
passing a 3000 hour salt spray test for
corrosion resistance

LED/OPTICS

Page 1/6 Rev. 10/06/21
KS

LEDs are mounted to a metal printed circuit
board assembly (MCPCB) with a uniform
conformal coating over the panel surface and
electrical features

Optical lenses is made of clear injection
molded PMMA acrylic

Each MCPCB and optic are sealed to an
extruded 6063-T6 aluminum alloy heat
spreader and sealed with a continuous one
piece injection molded silicone rubber gasket.
P66

Patent Pending design of optical array is
independently shielding each LED optic across
the length of the aperture

Optical surfaces are painted white unless the
optional fixture finish (FO) or matte black finish
(MO) is selected

Optional matte black finish optics (MO) are
required to meet UO classification with zero
percent uplight

Optional fixture finish optical surfaces (FO) do
not exceed BUG ratings of the standard white
finish and will be greater than or equal to the

delivered lumens of the optional matte black

optical surface finish (MO)

INSTALLATION

Integral pole mount luminaires require
assembly of fixture(s) to the pole, mounting
hardware, anchor bolts and anchor bolt
template is included. See page 6 for additional
considerations specific to the integral pole

Tenon mount luminaires require assembly

of fixture(s) to the tenon adapter, mounting
hardware is included. Tenon adapter secures
to the tenon with eight 5/16-18 stainless steel
set screws

Side mount luminaires are supplied with
hardware compatible with AAL mountings.

Twin mounted staggered height fixtures are
configured separately

Service access to the optical array and driver
assembly is via a tool-less internal latch and
have an audible click.

Optical array has to hang freely in an open
service position for inspection of internal wire
connections. Once in service position, the
optical array is able to be removed for service
by lifting the assembly up off the rear hinge
and disconnecting the wiring plugs.

Driver assembly is mounted to a prewired
internal tray with quick disconnects for
removal

ELECTRICAL

.

.

.

Drivers are in direct contact with the aluminum
housing across the entire surface area of the
widest face for maximum thermal transfer

Luminaires have integral surge protection that
is U.L. recognized and have a surge current
rating of 10,000 Amps using the industry
standard 8/20uSec wave and surge rating of
372J. Surge protection device is wired in series

Drivers are U.L recognized

Standard Input Black (+)
White (-)
Green (GND)

Gray Dimming Lead (-)

Fixture Purple Dimming Lead (+) m
Housing

+— 1 mA Max

continued on page 3

© 2021 Architectural Area Lighting, a division of Hubbell Lighting, Inc. Specifications subject to change without notice.
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KEY DATA
LUMEN RANGE 7744-18,763
WATTAGE RANGE 87-173
EFFICACY RANGE (LPW) 7919
WEIGHT 20 Ibs 9.07 kg
EPA 14

=

Architecture + Planning
888.456.5849
ktgy.com

THE LATIGO GROUP, LLC

310.991.8000
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WALL SCONCE
CYLINDER & SQUILINDER®

Exceptional adaptability and performance in classic and modern
silhouettes that mount seamlessly and invisibly to the wall.

N
SHIRAZ (K) Borne / Bollard

Configurable

Corps “~

158 mm . Hauteursde 0,841,2m
ORDERING INFORMATION 1 . Profil aluminium avec structure
@‘ JAB-2019 INDICATED BY SHADI[‘!@ SN azk 95 mm interne fonctionnelle
ano . Avec ou sans rails techniques externes
SHAPE TYPE | RATING |  BODY BAFFLE LUMEN CCT  LOWER | UPPER DRIVER LOWER UPPER  Porte de visite
FINISH FINISH PACKAGE OPTIC | OPTIC LENS LENS —18mm_, Body
Heights from 0.8 to 1.2 m Exclusive
2 Shiraz Nano 95 mm aluminum profile with functional
internal struciure
CW2 Cylinder [DF Downlight 2 ‘[’ﬁa] WH White IWH White DOWNLIGHT [DF) 22 2200K* 15 15 100 DFOnly* DOWNLIGHT(DF) |3 ClearGiass |9 Difiusion Lens* - Wit or w uternal technical grooves
i log oca  |*IRequired . o
W2 Squilnder|UD Up/ Downlight BK Black  [BK Black STATICWHITE e |28 [ewn® reora |, Len Kbt
. . BICI2A 80+CR| Deliered Lumens-T06 fysocg 40 40° g e
AB Architectural |AB Architectural ' | . [RPT 120V, 1% Warm Dim) LEAVE BLANK FOR Platine 4\
Bronze Bronze  |BOC19A 80+CRI Deliered Lumens-1092 27 2700K 160 60 EW/TRAC |4 SoftFocus | DOWNLIGHT (DF) . Platine de fixation en aluminium ‘
AG SatinSilver |AG Satin Silver  (BOC23A 80+ CRI, Delivered Lumens - 1337 30 300K or 120-277, 1% Lens . Bagues isolantes au droit des 4 \ Luminaire Karéo™ Marseile, Lycée Simone Veil (FR)
AU Cashmere  |AU Cashmere  |FOC10A 90+ CRY Delivered Lumens- 504 (35 3500K UJU'-‘I!\H-H‘EQ 5 Frosted Glacs oblongs d'ancrage pour éviter ) “ . Luminaire LED, éclairage par 16 LEDS EA:::T gcilgg;gs ;f{’{jin";'a u ;ﬁ_.i.:,,,:
Gold Gold 90C15A 90+ CRI, Delivered Lumens - 937 140 4000K Logarithmic {rs totllt cc.m;act avec les tiges en acier . Dissipateur thermique et driver LED intégrés Architecte?f\rt:hm—td:: Corinne Vezzoni &
. jalvanist i
BB BurntBronze (BB BurntBronze |90c20A 9k CRL Dilivered Lumens- 1140 REMOTE (120V) e B:sgplm . LED luminaire, 16 LEDs li Associés
inish* inish* . Ly . : . . "
* g;ﬂ;ﬂrsy? ¢ Ei::::uTFmrsy? bassg 97*CH.DdWMmm5-5£3 52 HHHF&Z%L?MW Focus Lens . Made of die-cast aluminum - Integrated LED driver and heat sink ©Xaver Boymond
FIC1GA 97+ CRI, Defivered Lumnens - 835 " T“h"Qm?’:w"k 2 Frosted Linéar . Insulating rings on the 4 anchoring
¥IC18A 57+ CRI, Defvered Lumens - 1023 %u“mw Spread Leng* oblongs to avoid any contact with
5 galvanized steel bolts Indice d fon 7 Protectior IP66/1K 05 = Finition
DOWNLIGHT (DF) 25 25° |00 OF Only" UP/DOWNLIGHT (uD) lls:tlllnm . ¢"|a':fe /?:Egemon o 1{Il possible) . Thermolaquage par poudre
[ WARM DIM 4o 400 l;p isturel h INTEGRAL :Iuissan:e rft P/‘"{""@' — 2;25":’ Polyester, coloris RAL ou finitions
: = 2 ux sortal Sutfi 000°K) 5Im .
o Mﬂ 60 60° CAZ 120-277V T° de couleur / Color 2200, 2700, 3000, 4000 °K spéciales. .
| Incandescent Profie 1-10V Analag RC/CRI 570 . 'A'ncdlsatnon (20 microns)
Logarithmic Durée de vie / Lifespan (LBOB10) > 108 000 Finish )
9OW134 90+ ORI, Delivered Lumens - 888 WD 22004 - 0 ; Driver Pilotage DALI, 0-10 V - Polyester powder coating,
Halogen Prfle 800K CE2 EVVFE!EH"‘;“;[ (sur demande / upon request) RAL colors or special finish
orwar . Natural anodization (20 microns)
*SEE PAGE 3 FOR DETAILED WARM DIM N ‘
Reverse Phase
PROFILE COMPARISON.
. UP/DOWNLIGHT [uD) 22 2200K* 15 15° |15 15° DOWNLIGHT [DF) & sYM VSM
STATICWHITE o L L i UP/ DOWNLIGHT (uD)
80C12A 80+ CRI, 12005 L e REMOTE (12011
el 158 e PO g 40160 60° 23 Lutron, HirLume
! 27 2700K o X
90C10A 90+ CRI, 1000 Source Lumens 60 60 %Wie
(Delivere - 1,361 30 300K REMOTE (120-277V) °l2m D
97C09A 97+ CRI, 900 Source Lumens |35 3500K LH1 Lutron, Hi-Lume 3711 e
(Delivered - 1,220) W0 K 1% Ecosystem
IANG  Philps anium e 08m
19%0-10V, LOG Pa7w [
*ALL DELIVERED LUMEN QUTPUTS
AND T24 COMPLIANCE REFLECT EAZ eidol ED. S0L0dme
3000K PAIRED WITH 40° OPTIC AND 0.1%0- 10V, LOG
SOFT FOCUS LENS. REFERENCE
PAGE 3 FOR ADDITIONAL T24 ED1 eldoLED, SOLOdrive
‘CUMPLIANT CONFIGURATIONS. 01%DALLLOG
SPECIFICATION NOTES
| e Wall Sconce (ex.) CW2-DF2-WHBK-90C20A2-30-RP1-40
(WH) (BK) 1AB) (AG) (AUl B8B) e  Wall Sconce (ex.) SW2-UD2-WHBK-80C12A2-33-RMT-49
White Black  AnhitecturalBronze SatinSiver  CashmereGold BumtBronze ¢  Up / Downlight (UD] fixtures require two remate drivers \Technilum° ot e de Tehnlun® -Does ren S b e
PowderCoat ~ PowderCoat ~ PowderCoat  PowderCoat  PowderCoat  PowderCoat e  Remote driver(s) shi ps as ex.) PS-RMT-80C12A-11.23 mebilsr rbaln d éclarage xcusive property o Technilum® - non-binding con ° -
l l ':IFEH@ luciferlighting.com ©2021 Lucifer® Lighting Company [PH] +1-210-227-7329 pg. 1
As part of its policy of continuous research and product development, the company [FAX] +1-210-227-4967
LIGHTING COMPANY reserves the right to change or withdraw specifications without prior notice.
[DATE OF REV: 05042021]
DATE: | LOCATION:
architeciural
] N HIGH BEAM [OUTDOOR] B BROWNLEE
K5 CATALOG #:
ARCHITECTURAL AREA/SITE
DIMENSIONS
SIDE MOUNTED LUMINAIRE 50" . 285
Mounts to the side of 5"/127mm square pole. : ‘ (OPTIONAL 7-PIN RECEPTACLE
SHOWN IN DASHED LINE)
MODEL K51-..-SMK p 8.19" !
OVERALL HEIGHT 157" /399mm 157" ] T 157" =X ii_{ e
OVERALL LENGTH 38.6”/980mm 103" 68’ ! |
OVERALL WIDTH 5" /127mm l i 1=
WEIGHT 20 Ibs. L J 7
EPA 14 8
(WALL MOUNT SHOWN IN DASHED LINE)
INTEGRAL POLE LUMINAIRE
Weight and EPA for fixtures only
Al —m— C T | ( o |
“IESH S | g4 =
= O O = —_ [ [
MODEL K51-..-PS5XX-188 K52-..-PS5XX-188 K53-..-PS5XX-188 K54-..-PS5XX-188 L I G I I I I N G S Y M B O L S L I G I N D
OVERALL LENGTH  43.5" /1106 MM 15.5" / 390MM 49" /1238MM 82"/ 2083MM
OVERALL WIDTH 15.5" / 390MM 82" /2083MM 82"/ 2083MM 82"/ 2083MM
WEIGHT 20 LBS. 40 LBS. 60 LBS. 80 LBS.
- Tas0 L OUTDOOR WALL SCONCE
U An outdoor rated architectural solution for the specification market,
;E;:%Ue?:?;‘/;"Il.goh:lr:rtllﬁllira{rieter by 47102mm tall tenon I featuring a fully luminous cylinder with performance driven lumen
_ , , , packages. Perfect for exterior breezeways, store fronts, and pool decks, as P O L E L I G H T F I XT U R E
ﬂ ML well as healthcare applications requiring sealed lighting solutions which
- B can be easily wiped down. Four lengths available - all in a consistent 4"
! \D \D/ ! \V \! \g/ diameter. Refer to Model #'s 2690 and 2890 for indoor versions of this
- product with additional options. DOU BLE POLE LIGHT FIXTU RE
MODEL K51-..-TA23 K52-..-TA23 K53-..-TA23 K54-..-TA23
OVERALL HEIGHT 19” / 483MM 19” / 483MM 19" / 483MM 19” / 483MM FINISHES
OVERALL LENGTH  43.5"/1106MM 5"/ 127MM 43.5"/ 1106MM 82"/ 2083MM -
OVERALL WIDTH 5"/ 127MM 82"/ 2083MM 82" /2083MM 82"/ 2083MM ' T R E L L | S L I G H T F I XT U R E
WEIGHT 25LBS. 40 LBS. 55 LBS. 70 LBS. BL BZ GM MB NT i
EPA* 18 3.2 35 35 el
O LIGHT BOLLARD
© 2021 Architectural Al Lighti divisit f Hubbell Lighti Inc. Si ificati bject to chi ithout noti 7T AN ® P: Tof3 / N
e B8 Rev10/06721 17760 Rowiand St Rowland Heights, CA 1748 /Tel 626.968.5666./ Webstie wankainet - (it iy e [\
&= PATH LIGHT
AN
p p |
THOUSAND OAKS, CA #2021-0082 MARCH 23, 2023 0 20 40 80 FIRST LEVEL
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