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                             TABLE Existing -01 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/08/2024 
ROADWAY SEGMENT: Gilman Street West of Second Street 
NOTES: Gilman Gateway Project - Existing  
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 17550    SPEED (MPH): 35     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 25      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  65.07 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         75.7        155.8        332.3     
 
______________________________________________________________________ 
 



 
                             TABLE Existing -02 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/08/2024 
ROADWAY SEGMENT: Gilman Street East of Second Street 
NOTES: Gilman Gateway Project - Existing  
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 14360    SPEED (MPH): 35     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 25      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  64.19 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         67.3        136.9        290.9     
 
______________________________________________________________________ 
 



 
                             TABLE Existing -03 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/08/2024 
ROADWAY SEGMENT: Second Street North of Gilman Street 
NOTES: Gilman Gateway Project - Existing  
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 1970    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 15      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  52.83 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0          0.0     
 
______________________________________________________________________ 
 



 
                             TABLE Existing -04 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/08/2024 
ROADWAY SEGMENT: Second Street South of Gilman Street 
NOTES: Gilman Gateway Project - Existing  
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 1320    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 15      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  51.09 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0          0.0     
 
______________________________________________________________________ 
 



 
                             TABLE Existing -05 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/08/2024 
ROADWAY SEGMENT: Sixth Street North of Gilman Street 
NOTES: Gilman Gateway Project - Existing  
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 2880    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 20      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  54.10 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0         61.7     
 
______________________________________________________________________ 
 



 
                             TABLE Existing -06 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/08/2024 
ROADWAY SEGMENT: Sixth Street South of Gilman Street 
NOTES: Gilman Gateway Project - Existing  
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 5560    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 20      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  56.95 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0         92.7     
 
______________________________________________________________________ 
 



 
                             TABLE Existing -07 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/08/2024 
ROADWAY SEGMENT: Cedar Street East of Sixth Street 
NOTES: Gilman Gateway Project - Existing  
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 4690    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 20      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  56.21 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0         83.2     
 
______________________________________________________________________ 
 



 
                             TABLE Existing -08 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/08/2024 
ROADWAY SEGMENT: Cedar Street West of Sixth Street 
NOTES: Gilman Gateway Project - Existing  
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 3190    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 20      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  54.54 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0         65.6     
 
______________________________________________________________________ 
 



 
                             TABLE Existing -09 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/08/2024 
ROADWAY SEGMENT: Eastoshore North of Cedar Street 
NOTES: Gilman Gateway Project - Existing  
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 3570    SPEED (MPH): 35     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 20      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  58.50 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0         56.9        116.4     
 
______________________________________________________________________ 
 



 
                             TABLE Near-Term-01 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/08/2024 
ROADWAY SEGMENT: Gilman Street West of Second Street 
NOTES: Gilman Gateway Project - Near-Term 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 16910    SPEED (MPH): 35     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 25      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  64.90 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         74.0        152.1        324.2     
 
______________________________________________________________________ 
 



 
                             TABLE Near-Term-02 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/08/2024 
ROADWAY SEGMENT: Gilman Street East of Second Street 
NOTES: Gilman Gateway Project - Near-Term 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 14650    SPEED (MPH): 35     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 25      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  64.28 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         68.1        138.6        294.8     
 
______________________________________________________________________ 
 



 
                             TABLE Near-Term-03 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/08/2024 
ROADWAY SEGMENT: Second Street North of Gilman Street 
NOTES: Gilman Gateway Project - Near-Term 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 2900    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 15      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  54.51 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0         60.6     
 
______________________________________________________________________ 
 



 
                             TABLE Near-Term-04 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/08/2024 
ROADWAY SEGMENT: Second Street South of Gilman Street 
NOTES: Gilman Gateway Project - Near-Term 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 1320    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 15      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  51.09 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0          0.0     
 
______________________________________________________________________ 
 



 
                             TABLE Near-Term-05 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/08/2024 
ROADWAY SEGMENT: Sixth Street North of Gilman Street 
NOTES: Gilman Gateway Project - Near-Term 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 2880    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 20      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  54.10 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0         61.7     
 
______________________________________________________________________ 
 



 
                             TABLE Near-Term-06 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/08/2024 
ROADWAY SEGMENT: Sixth Street South of Gilman Street 
NOTES: Gilman Gateway Project - Near-Term 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 5560    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 20      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  56.95 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0         92.7     
 
______________________________________________________________________ 
 



 
                             TABLE Near-Term-07 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/08/2024 
ROADWAY SEGMENT: Cedar Street East of Sixth Street 
NOTES: Gilman Gateway Project - Near-Term 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 5150    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 20      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  56.62 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0         88.3     
 
______________________________________________________________________ 
 



 
                             TABLE Near-Term-08 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/08/2024 
ROADWAY SEGMENT: Cedar Street West of Sixth Street 
NOTES: Gilman Gateway Project - Near-Term 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 3340    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 20      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  54.74 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0         67.5     
 
______________________________________________________________________ 
 



 
                             TABLE Near-Term-09 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/08/2024 
ROADWAY SEGMENT: Eastoshore North of Cedar Street 
NOTES: Gilman Gateway Project - Near-Term 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 4370    SPEED (MPH): 35     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 20      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  59.37 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0         64.1        132.7     
 
______________________________________________________________________ 
 



 
                             TABLE Near-Term Plus Project-01 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/08/2024 
ROADWAY SEGMENT: Gilman Street West of Second Street 
NOTES: Gilman Gateway Project - Near-Term Plus Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 18900    SPEED (MPH): 35     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 25      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  65.39 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         79.1        163.5        349.0     
 
______________________________________________________________________ 
 



 
                             TABLE Near-Term Plus Project-02 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/08/2024 
ROADWAY SEGMENT: Gilman Street East of Second Street 
NOTES: Gilman Gateway Project - Near-Term Plus Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 15650    SPEED (MPH): 35     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 25      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  64.57 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         70.7        144.7        308.0     
 
______________________________________________________________________ 
 



 
                             TABLE Near-Term Plus Project-03 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/08/2024 
ROADWAY SEGMENT: Second Street North of Gilman Street 
NOTES: Gilman Gateway Project - Near-Term Plus Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 2900    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 15      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  54.51 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0         60.6     
 
______________________________________________________________________ 
 



 
                             TABLE Near-Term Plus Project-04 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/08/2024 
ROADWAY SEGMENT: Second Street South of Gilman Street 
NOTES: Gilman Gateway Project - Near-Term Plus Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 2310    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 15      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  53.52 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0         52.6     
 
______________________________________________________________________ 
 



 
                             TABLE Near-Term Plus Project-05 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/08/2024 
ROADWAY SEGMENT: Sixth Street North of Gilman Street 
NOTES: Gilman Gateway Project - Near-Term Plus Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 2880    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 20      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  54.10 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0         61.7     
 
______________________________________________________________________ 
 



 
                             TABLE Near-Term Plus Project-06 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/08/2024 
ROADWAY SEGMENT: Sixth Street South of Gilman Street 
NOTES: Gilman Gateway Project - Near-Term Plus Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 5690    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 20      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  57.05 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0         94.1     
 
______________________________________________________________________ 
 



 
                             TABLE Near-Term Plus Project-07 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/08/2024 
ROADWAY SEGMENT: Cedar Street East of Sixth Street 
NOTES: Gilman Gateway Project - Near-Term Plus Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 6110    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 20      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  57.36 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0         98.4     
 
______________________________________________________________________ 
 



 
                             TABLE Near-Term Plus Project-08 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/08/2024 
ROADWAY SEGMENT: Cedar Street West of Sixth Street 
NOTES: Gilman Gateway Project - Near-Term Plus Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 4790    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 20      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  56.31 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0         84.3     
 
______________________________________________________________________ 
 



 
                             TABLE Near-Term Plus Project-09 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/08/2024 
ROADWAY SEGMENT: Eastoshore North of Cedar Street 
NOTES: Gilman Gateway Project - Near-Term Plus Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 4790    SPEED (MPH): 35     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 20      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  59.77 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0         67.8        140.9     
 
______________________________________________________________________ 
 
 




