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NOTICE OF PREPARATION/INITIAL STUDY FOR A FOCUSED ENVIRONMENTAL 

IMPACT REPORT 

Notice is hereby given that the City of Hanford will be the Lead Agency and will prepare a 
focused Environmental Impact Report (EIR) for the proposed Lunaria Residential 
Development Project (TTM 938; Project).  An Initial Study has been prepared along with this 
Notice of Preparation (NOP), which scopes out environmental topics for further review.  The 
focused EIR will address the potential physical environmental effects of the proposed 
projects that have not been scoped out, as outlined in the California Environmental Quality 
Act (CEQA).  The City is requesting comments on the scope and content of this focused EIR.   

A scoping session will be held on February 14, 2023 at 5:30 p.m. in the Council Chambers of 
the Civic Auditorium, 400 N. Douty Street, Hanford, CA 93230.   The scoping session, which 
is part of the focused EIR process, is the time when the City solicits input from the public and 
agencies on specific topics they believe should be addressed in the environmental analysis.  
The scoping process is designed to enable the City to determine the scope and content of the 
focused EIR, identify the range of actions, and identify potentially significant environmental 
effects, alternatives, and mitigation measures to be analyzed in the focused EIR.  

Project Location 

The Project site is adjacent to 10 ½ Avenue to the west and between Hanford Armona Road 
and Houston Avenue in the City of Hanford, Kings County, CA. The Project is on Assessor 
Parcel Numbers (APN) 011-440-015 and 011-440-014, within Section 1, Township 19S, 
Range 21E, Mount Diablo Base and Meridian (MDB&M).  

Project Description 

The Applicant proposes the construction of 457 single-family residences, internal roads, a 
drainage retention basin, and a 5.82-acre park on an approximately 95-acre site (Project). 
Access to the proposed subdivision will be from 10 1/2 Avenue. The development will build 
10 ½ Avenue with a minimum 34-foot road right of way (ROW). 

In order for the Project to be constructed, approval of the following actions is required: 

• Tentative Tract Map 938 
 

Construction will take approximately 24 months, with a total buildout of the homes by Q4 
2025. There will be six phases, with the following lots constructed per phase: 

• Phase 1 – 106 lots 
• Phase 2 – 65 lots 
• Phase 3 – 78 lots 
• Phase 4 – 67 lots 
• Phase 5 – 67 lots 
• Phase 6 – 69 lots 
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As mandated by the California Environmental Quality Act (CEQA), the public review period 
for this document was 30 days (CEQA Section 15073[b]). The public review period began on 
February 2 and ends on March 4, 2023. For further information, please contact Gabrielle de 
Silva Myers, 317 N. Douty Street, Hanford, CA 93230. (559) 585-2500 

Mailing Address and Phone Number of Contact Person 

Mel Mercado  
Forward Planning and Land Development Manager  
D.R. Horton, America’s Builder – South 
419 W Murray Avenue 
Visalia, CA 93291 
 

Findings 

As Lead Agency, the City of Hanford finds that the Project will have a significant effect on the 
environment. The Environmental Checklist (CEQA Guidelines Appendix G) or Initial Study 
(IS) (see Section 3 - Environmental Checklist) has identified one or more potentially 
significant effects on the environment.  Pursuant to CEQA Guidelines Section 115064 (a)(1), 
an Environmental Impact Report (EIR) must be prepared if there is substantial evidence in 
light of the whole record that the proposed Project under review may have a significant effect 
on the environment and should be further analyzed to determine mitigation measures or 
project alternatives that might avoid or reduce project impacts to less-than-significant levels.  
The City of Hanford has determined that preparation of a focused Environmental Impact 
Report for the Project is necessary.   
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 INTRODUCTION 

1.1 - Overview 

D.R. Horton (the Applicant) proposes to develop 457 residential units on approximately 95 
acres as well as a park and appurtenant infrastructure consistent with the City of Hanford 
General Plan Designation R-L-5, Low Density Residential.  

1.2 - California Environmental Quality Act 

The City of Hanford is the Lead Agency for this Project pursuant to the CEQA Guidelines 
(Public Resources Code Section 15000 et seq.). The Environmental Checklist (CEQA 
Guidelines Appendix G) or Initial Study (IS) (see Section 3 – Initial Study) provides an 
analysis that examines the potential environmental effects of the construction and operation 
of the Project. Section 15063 of the CEQA Guidelines requires the Lead Agency to prepare an 
IS to determine whether a discretionary project will have a significant effect on the 
environment. A Mitigated Negative Declaration (MND) is appropriate when an IS has been 
prepared, and a determination can be made that no significant environmental effects will 
occur because revisions to the Project have been made or mitigation measures will be 
implemented that reduce all potentially significant impacts to less-than-significant levels. 
Section 15064 (a)(1) states that an Environmental Impact Report (EIR) must be prepared if 
there is substantial evidence in light of the whole record that the proposed Project under 
review may have a significant effect on the environment and should be further analyzed to 
determine mitigation measures or project alternatives that might avoid or reduce project 
impacts to less-than-significant levels.  A Negative Declaration (ND) may be prepared instead 
if the Lead Agency finds that there is no substantial evidence in light of the whole record that 
the project may have a significant effect on the environment.  An ND is a written statement 
describing the reasons why the proposed Project, not otherwise exempt from CEQA, would 
not have a significant effect on the environment and, therefore, why it would not require the 
preparation of an EIR (CEQA Guidelines Section 15371).  According to CEQA Guidelines 
Section 15070, an ND or MND shall be prepared for a project subject to CEQA when either: 

• The IS shows there is no substantial evidence in light of the whole record before the 
agency that the proposed Project may have a significant effect on the environment; or 

• The IS identified potentially significant effects, but: 
o Revisions in the project plans or proposals made by or agreed to by the Applicant 

before the proposed MND and IS are released for public review would avoid the 
effects or mitigate the effects to a point where clearly no significant effects would 
occur is prepared, and 

o There is no substantial evidence in light of the whole record before the agency 
that the proposed Project as revised may have a significant effect on the 
environment.   
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Based on the IS, the Lead Agency has determined that the environmental review for the 
proposed application can potentially result in a significant impact and requires that a 
focused EIR be prepared.   

1.3 - Impact Terminology 

The following terminology is used to describe the level of significance of impacts.  

• A finding of “no impact” is appropriate if the analysis concludes that the Project would 
not affect a topic area in any way. 

• An impact is considered “less than significant” if the analysis concludes that it would 
cause no substantial adverse change to the environment and requires no mitigation. 

• An impact is considered “less than significant with mitigation incorporated” if the 
analysis concludes that it would cause no substantial adverse change to the 
environment with the inclusion of environmental commitments that have been 
agreed to by the Applicant.  

• An impact is considered “potentially significant” if the analysis concludes that it could 
have a substantial adverse effect on the environment. 

1.4 - Document Organization and Contents 

The content and format of this IS/MND is designed to meet the requirements of CEQA. The 
report contains the following sections: 

• Section 1 – Introduction: This section provides an overview of CEQA 
requirements, intended uses of the IS/MND, document organization, and a list of 
regulations that have been incorporated by reference. 

• Section 2 – Project Description: This section describes the Project and provides 
data on the site’s location.  

• Section 3 – Environmental Checklist: This section contains the evaluation of 21 
different environmental resource factors contained in Appendix G of the CEQA 
Guidelines. Each environmental resource factor is analyzed to determine whether 
the proposed Project would have an impact. One of four findings is made: no 
impact, less-than-significant impact, less than significant with mitigation, or 
significant and unavoidable. If the evaluation results in a finding of significant and 
unavoidable for any of the 21 environmental resource factors, then an 
Environmental Impact Report will be required. 

• Section 4 – List of Preparers: This section identifies the individuals who prepared 
the IS. 

• Section 5 – Bibliography: This section contains a full list of references that were 
used in the preparation of this IS. 
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1.5 - Incorporated by Reference  

The following documents and/or regulations are incorporated into this IS/MND by 
reference: 

• City of Hanford 2035 General Plan (2017) 
• City of Hanford 2016-2024 Adopted Housing Element   
• City of Hanford Urban Water Management Plan 
• City of Hanford Water Information (2021) 
• City of Hanford Recycling & Green Waste 
• Cal Recycle (2022) 
• Hanford Emergency Management Plan   
• Kings County Airport Land Use Compatibility Plan   
• Hanford Municipal Code  
• California Building Code Title 24 
• Kings County Safety Element
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 PROJECT DESCRIPTION 

2.1 - Introduction 

D.R. Horton (the Applicant) proposes to develop 457 residential units on approximately 95 
acres as well as a park and appurtenant infrastructure consistent with the City of Hanford 
General Plan Designation R-L-5, Low Density Residential.  

2.2 - Project Location 

The Project area is primarily located in the southern portion of Hanford’s city limit, located 
between Hanford Armona Road and Houston Avenue, adjacent to the west of 10 ½  Avenue, 
and approximately one mile south of SR 198 (see Figure 2-1).  

The Project is on Assessor Parcel Numbers (APN) 011-440-015 and 011-440-014, within 
Section 1, Township 19S, Range 21E, Mount Diablo Base and Meridian (MDB&M). 

2.3 - Surrounding Land Uses 

Surrounding land uses consist of undeveloped and residential development to the north, a 
mix of commercial and undeveloped agricultural land to the east, agricultural land to the 
south, and residential land to the west. 

2.4 - Proposed Project 

2.4.1 - PROJECT DESCRIPTION 

The Applicant proposes the construction of 457 single-family residences, internal roads, a 
drainage retention basin, and a 5.82-acre park on an approximately 95-acre site (Project). 
Access to the proposed subdivision will be from 10 ½ Avenue. Since 10 ½ Avenue is not 
already fully built out, as a part of the project, the development will be required to build 10 ½  
Avenue with a minimum 34-foot road right of way (ROW). This will include two travel lanes 
and a sidewalk, curb, and gutter. There is an existing residence on the property that will be 
demolished. 

In order for the Project to be constructed, approval of the following actions is required: 

• Tentative Tract Map 938 

Construction will take approximately 24 months, with total buildout of the homes by Q4 
2025. There will be six phases, with the following lots constructed per phase: 

• Phase 1 – 106 lots 
• Phase 2 – 65 lots 
• Phase 3 – 78 lots 
• Phase 4 – 67 lots 
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• Phase 5 – 67 lots 
• Phase 6 – 69 lots 

It is anticipated that the following pieces of equipment will be used during construction 
activities: 

• Roller 
• Large bulldozer 
• Loaded trucks 
• Excavator 
• Generator 
• Service truck 
• Air compressor 

As mandated by the California Environmental Quality Act (CEQA), the public review period 
for this document was 30 days (CEQA Section 15073[b]). The public review period began on 
February 2 and ended on March 4, 2023. For further information, please Gabrielle de Silva 
Myers, 317 N. Douty Street, Hanford, CA 93230, (559) 585-2500. 

 

 

. 
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 INITIAL STUDY 

3.1 - Environmental Checklist 

1. Project Title: 

Tentative Tract Map 938: Lunaria Residential Development Project  

2. Lead Agency Name and Address: 

City of Hanford 
317 N. Douty Street 
Hanford, CA 93230 

3. Contact Person and Phone Number: 

Gabrielle de Siva Myers – (559) 585-2578 

4. Project Location: 

The Project site is adjacent to 10 1/2 Avenue to the west and between Hanford Armona 
Road and Houston Avenue in the City of Hanford, Kings County, CA. The Project is on 
Assessor Parcel Numbers (APN) 011-440-015 and 011-440-014, within Section 1, 
Township 19S, Range 21E, Mount Diablo Base and Meridian (MDB&M).  

5. Project Sponsor's Name and Address: 

Mel Mercado 
D.R. Horton 
419 West Murray Avenue 
Visalia, CA 93291 

6. General Plan Designation: 

Existing: City of Hanford – Low Density Residential  

7. Zoning: 

Existing: City of Hanford – Residential Low Density (R-L-5, 5,000 square feet) 

8. Description of Project: 

The Applicant proposes the construction of 457 single-family residences, internal roads, 
a drainage retention basin, and a 5.82-acre park on an approximately 95-acre site 
(Project). Access to the proposed subdivision will be from 10 ½ Avenue. 10 ½ Avenue is 
not already fully built out; as a part of the project, the development will be required to 
build 10 ½ Avenue with a minimum 34-foot road right of way (ROW). This will include 
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two travel lanes and a sidewalk, curb, and gutter. There is an existing residence on the 
property that will be demolished. 

In order for the Project to be constructed, approval of the following actions is required: 

• Tentative Tract Map (TTM) 938 

Construction will take approximately 24 months, with total buildout of the homes by Q4 
2025. There will be six phases, with the following lots constructed per phase: 

• Phase 1 – 106 lots 
• Phase 2 – 65 lots 
• Phase 3 – 78 lots 
• Phase 4 – 67 lots 
• Phase 5 – 67 lots 
• Phase 6 – 69 lots 

It is anticipated that the following pieces of equipment will be used during construction 
activities: 

• Roller 
• Large bulldozer 
• Loaded trucks 
• Excavator 
• Generator 
• Service truck 
• Air compressor 

 
9. Surrounding Land Uses and Setting: 

Surrounding land uses consist of undeveloped and residential development to the north, 
a mix of commercial and undeveloped agricultural land to the east, agricultural land to 
the south, and residential land to the west. 

10. Other Public Agencies Whose Approval is Required: 

• San Joaquin Valley Air Pollution Control District 

 
11. Have California Native American tribes traditionally and culturally affiliated with the 

Project area requested consultation pursuant to Public Resources Code Section 
21080.3.1?  If so, is there a plan for consultation that includes, for example, the 
determination of significance of impacts to tribal cultural resources, procedures 
regarding confidentiality, etc.? 
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The State requires lead agencies to consider the potential effects of proposed projects 
and consult with California Native American tribes during the local planning process for 
the purpose of protecting Traditional Tribal Cultural Resources through the California 
Environmental Quality Act (CEQA) Guidelines. Pursuant to PRC Section 21080.3.1, the 
Lead Agency shall begin consultation with the California Native American tribe that is 
traditionally and culturally affiliated with the geographical area of the proposed Project. 
Such significant cultural resources are either sites, features, places, cultural landscapes, 
sacred places, and objects with cultural value to a tribe which is either on or eligible for 
inclusion in the California Historic Register or local historic register, or the Lead Agency, 
at its discretion, and support by substantial evidence, choose to treat the resources as a 
Tribal Cultural Resources (PRC Section 21074(a)(1-2)). According to the most recent 
census data, California is home to 109 currently recognized Indian tribes. Tribes in 
California currently have nearly 100 separate reservations or rancherias. Kings County 
has a number of tribal groups in the area. 

Conducting consultation early in the CEQA process allows tribal governments, lead 
agencies, and project proponents to discuss the level of environmental review, identify 
and address potential adverse impacts to tribal cultural resources, and reduce the 
potential for delay and conflict in the environmental review process. (See PRC Section 
21083.3.2.) Information may also be available from the California Native American 
Heritage Commission’s Sacred Lands File per PRC Section 5097.96 and the California 
Historical Resources Information System administered by the California Office of Historic 
Preservation. Please also note that PRC Section 21082.3(c) contains provisions specific 
to confidentiality. 

1 tribe has requested to be notified pursuant to Assembly Bill 52 (AB 52).  A certified 
letter was mailed to the above-mentioned tribes on March 1, 2022.  The 30-day comment 
period ended on April 1, 2022.   

NOTE: Conducting consultation early in the CEQA process allows tribal governments, 
lead agencies, and Project proponents to discuss the level of environmental review, 
identify and address potential adverse impacts to tribal cultural resources, and reduce 
the potential for delay and conflict in the environmental review process. (See Public 
Resources Code Section 21083.3.2.) Information may also be available from the 
California Native American Heritage Commission’s Sacred Lands File per Public 
Resources Code Section 5097.96 and the California Historical Resources Information 
System administered by the California Office of Historic Preservation. Please also note 
that Public Resources Code Section 21082.3(c) contains provisions specific to 
confidentiality.  
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Figure 3-1 
Regional Map 
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Figure 3-2 

Project Site Area  
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Figure 3-3 
Tract Map 
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3.2 - Environmental Factors Potentially Affected 

The environmental factors checked below would be potentially affected by this Project, 
involving at least one impact that is a "Potentially Significant Impact" as indicated by the 
checklist on the following pages. 

 Aesthetics  Agriculture and Forestry 
Resources 

 Air Quality 

 Biological Resources  Cultural Resources  Energy 

 Geology and Soils   Greenhouse Gas 
Emissions  

 Hazards and Hazardous 
Materials  

 Hydrology and Water 
Quality  

 Land Use and Planning   Mineral Resources  

 Noise   Population and Housing   Public Services  

 Recreation   Transportation  Tribal Cultural 
Resources 

 Utilities and Service 
Systems 

 Wildfire  Mandatory Findings of 
Significance 
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3.3 - Determination 

On the basis of this initial evaluation: 

 I find that the proposed Project COULD NOT have a significant effect on the 
environment, and a NEGATIVE DECLARATION will be prepared. 

 I find that although the proposed Project could have a significant effect on the 
environment, there will not be a significant effect in this case because revisions in the 
project have been made by or agreed to by the project proponent. A MITIGATED 
NEGATIVE DECLARATION will be prepared. 

 I find that the proposed Project MAY have a significant effect on the environment, and 
an ENVIRONMENTAL IMPACT REPORT is required. 

 I find that the proposed Project MAY have a “potentially significant impact” or 
“potentially significant unless mitigated” impact on the environment, but at least one 
effect (a) has been adequately analyzed in an earlier document pursuant to applicable 
legal standards, and (b) has been addressed by mitigation measures based on the 
earlier analysis as described on attached sheets. An ENVIRONMENT IMPACT REPORT 
is required, but it must analyze only the effects that remain to be addressed. 

 I find that although the proposed Project could have a significant effect on the 
environment, because all potentially significant effects (a) have been analyzed 
adequately in an earlier EIR or NEGATIVE DECLARATION pursuant to applicable 
standards, and (b) have been avoided or mitigated pursuant to that earlier EIR or 
NEGATIVE DECLARATION, including revisions or mitigation measures that are 
imposed upon the proposed Project, nothing further is required. 

 

  

Signature  Date 

Gabrielle Myers   

Printed Name  For 
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3.4 - Evaluation of Environmental Impacts 

1. A brief explanation is required for all answers except "No Impact" answers that are 
adequately supported by the information sources a Lead Agency cites in the parentheses 
following each question. A "No Impact" answer is adequately supported if the referenced 
information sources show that the impact simply does not apply to projects like the one 
involved (e.g., the project falls outside a fault rupture zone). A "No Impact" answer should 
be explained where it is based on project-specific factors as well as general standards 
(e.g., the project will not expose sensitive receptors to pollutants, based on a project-
specific screening analysis). 

2. All answers must take account of the whole action involved, including off-site as well as 
on-site, cumulative as well as project-level, indirect as well as direct, and construction as 
well as operational impacts. 

3. Once the Lead Agency has determined that a particular physical impact may occur, then 
the checklist answers must indicate whether the impact is potentially significant, less 
than significant with mitigation, or less than significant. "Potentially Significant Impact" 
is appropriate if there is substantial evidence that an effect may be significant. If there 
are one or more "Potentially Significant Impact" entries when the determination is made, 
an EIR is required. 

4. "Negative Declaration: Less Than Significant With Mitigation Incorporated" applies 
where the incorporation of mitigation measures has reduced an effect from "Potentially 
Significant Impact" to a "Less-Than-Significant Impact." The Lead Agency must describe 
the mitigation measures and briefly explain how they reduce the effect to a less-than-
significant level (mitigation measures from "Earlier Analyses," as described in (5) below, 
may be cross-referenced). 

5. Earlier analyses may be used where, pursuant to the tiering, program EIR, or other CEQA 
process, an effect has been adequately analyzed in an earlier EIR or negative declaration. 
Section 15063(c)(3)(D). In this case, a brief discussion should identify the following: 

a. Earlier Analysis Used. Identify and state where they are available for review. 

b. Impacts Adequately Addressed. Identify which effects from the above checklist were 
within the scope of and adequately analyzed in an earlier document pursuant to 
applicable legal standards, and state whether such effects were addressed by 
mitigation measures based on the earlier analysis. 

c. Mitigation Measures. For effects that are "Less than Significant with Mitigation 
Measures Incorporated,” describe the mitigation measures which were incorporated 
or refined from the earlier document and the extent to which they address site-
specific conditions for the project. 
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6. Lead agencies are encouraged to incorporate into the checklist references to information 
sources for potential impacts (e.g., general plans, zoning ordinances). Reference to a 
previously prepared or outside document should, where appropriate, include a reference 
to the page or pages where the statement is substantiated. 

7. Supporting Information Sources: A source list should be attached, and other sources used 
or individuals contacted should be cited in the discussion. 

8. This is only a suggested form, and lead agencies are free to use different formats; 
however, lead agencies should normally address the questions from this checklist that 
are relevant to a project's environmental effects in whatever format is selected. 

9. The explanation of each issue should identify: 

a. The significance criteria or threshold, if any, used to evaluate each question. 

b. The mitigation measure identified, if any, to reduce the impact to less than 
significance.  
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Discussion 

Impact #3.4.1a – Would the Project have a substantial adverse effect on a scenic vista? 

A scenic vista is an area identified or known for high scenic quality. Scenic vistas may be 
designated by a federal, State, or local agency and may also include an area that is designated, 
signed, and accessible to the public for the express purposes of viewing and sightseeing. The 
City of Hanford does not designate any scenic vistas within its jurisdiction. There are very 
few scenic vistas within the Central Valley. The Coastal Range Mountains and the Sierra 
Nevada can be considered scenic vistas. The proposed Project is located approximately 40 
miles from the Coastal Range and approximately 45 miles from the Sierra Nevada. Since 
there are no scenic vistas in the immediate proximity of the proposed Project site, there 
would be no impacts related to a scenic vista.  Therefore, no impacts are anticipated, and no 
further analysis in the EIR is warranted 

.  

  
 

Potentially 
Significant 

Impact 

Less than 
Significant 

with 
Mitigation 

Incorporated 

 
 

Less-than-
Significant 

Impact 

 
 
 

No 
Impact 

       

3.4.1 - AESTHETICS 

 

 

Except as provided in Public Resources Code Section 21099, would the Project: 
 
a. Have a substantial adverse effect on a scenic 

vista? 
    

      
b. Substantially damage scenic resources, 

including, but not limited to, trees, rock 
outcroppings, and historic buildings within a 
state scenic highway? 

    

      
c. In non-urbanized areas, substantially 

degrade the existing visual character or 
quality of public views of the site and its 
surroundings? (Public views are those that 
are experienced from publicly accessible 
vantage point.) If the Project is in an 
urbanized area, would the Project conflict 
with applicable zoning and other regulations 
governing scenic quality? 

    

      
d. Create a new source of substantial light or 

glare that would adversely affect day or 
nighttime views in the area? 
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Impact #3.4.1b - Would the Project substantially damage scenic resources, including, but not 
limited to, trees, rock outcroppings, and historic buildings within a state scenic highway? 

The proposed Project is not in the vicinity of a scenic highway as identified by the City of 
Hanford or Caltrans. The closest eligible scenic highway is a portion of State Route (SR) 198 
that runs from SR 99 east through Visalia (California Department of Transportation, 2022). 
This portion of SR 198 is more than 14 miles east of the Project site and will not be visible or 
impacted by the Project. The site is flat with little topography and no trees or rock 
outcroppings. There would be no impacts related to these types of scenic resources.   

Downtown Hanford is identified as the City’s historic center (City of Hanford, 2017). Three 
buildings are listed on the National Registry of Historic Places and the State Register of 
Historic Places.  The Kings County Courthouse is approximately five miles to the northwest, 
and the Carnegie Library and the Taoist Temple are approximately four miles to the 
northwest. Therefore, the Project would not have an impact on any of these historic 
buildings. There will be no impact, and no further analysis in the EIR is warranted.   

Impact #3.4.1c - Would the Project in non-urbanized areas substantially degrade the existing 
visual character or quality of public views of the site and its surroundings? (Public views are 
those that are experienced from publicly accessible vantage point.) If the Project is in an 
urbanized area, would the Project conflict with applicable zoning and other regulations 
governing scenic quality? 

The area surrounding the Project site consists of urban development and undeveloped 
agricultural land.  

Several sections of the Hanford Municipal Code regulate physical development by controlling 
the appearance of new development and the placement of new development with 
consideration for surrounding uses. The Project development will comply with the General 
Plan, as the Project area is currently zoned R-L-5 Low Density Residential. 

There are no scenic vistas within the surrounding area and existing urban areas near the 
Project site; therefore, the proposed Project will not substantially degrade the existing 
characteristics of the area. Therefore, impacts from the Project are considered to be less than 
significant, and no further analysis in the EIR is warranted.   

Impact #3.4.1d - Except as provided in Public Resources Code Section 21099, would the 
Project create a new source of substantial light or glare that would adversely affect day or 
nighttime views in the area? 

The Project would create a new source of light and glare, which may affect day and nighttime 
views of the area.  Construction of the proposed Project would generally occur during daytime 
hours, typically from 7:00 a.m. to 8:00 p.m, per General Plan section 9.10.060 A.10. Lighting 
needed during construction would be directed downward and shielded to focus illumination 
on the desired work areas and prevent light spillage onto adjacent properties. Because lighting 
used to illuminate work areas would be shielded, focused downward, and turned off by 
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8:00 p.m., the potential for lighting to affect any residents adversely is minimal. Security 
lighting would also be shielded and focused downward to minimize light spill onto 
neighboring properties.  Increased truck traffic and the transport of construction materials to 
the Project site would temporarily increase glare conditions during construction. However, 
this increase in glare would be minimal and of short duration. Construction activity would 
focus on specific areas on the sites, and any sources of glare would not be stationary for a 
prolonged period. Therefore, the proposed Project’s construction would not create a new 
source of substantial glare that would affect daytime views in the area. 

Operational impacts would be limited to residential lighting, including homes and 
streetlights. The Project exterior streetlights and residential lighting will be designed to 
minimize reflective glare and light scatter. The Project will comply with the applicable 
provisions of the Hanford Municipal Code Development Standards, such as Section 17.50.140 
– Outdoor Lighting Standards (City of Hanford, 2022). Additionally, the California Building 
Code Title 24 contains standards for outdoor lighting that are intended to reduce light 
pollution and glare by regulating light power and brightness, shielding, and sensor controls. 
These requirements would substantially reduce potential nuisances from light or glare.  
Therefore, impacts resulting from the Project are considered to be less than significant, and 
no further analysis in the EIR is warranted.   

.   
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Discussion 

Impact #3.4.2a – Would the Project convert Prime Farmland, Unique Farmland, or Farmland 
of Statewide Importance (Farmland), as shown on the maps prepared pursuant to the 
Farmland Mapping and Monitoring Program of the California Resources Agency, to non-
agricultural use? 
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3.4.2 - AGRICULTURE AND FORESTRY RESOURCES 

In determining whether impacts to agricultural resources are significant environmental effects, lead agencies 
may refer to the California Agricultural Land Evaluation and Site Assessment Model (1997) prepared by the 
California Department of Conservation as an optional model to use in assessing impacts on agriculture and 
farmland. In determining whether impacts to forest resources, including timberland, are significant 
environmental effects, lead agencies may refer to information compiled by the California Department of 
Forestry and Fire Protection regarding the state’s inventory of forest land, including the Forest and Range 
Assessment Project and the Forest Legacy Assessment Project; and forest carbon measurement methodology 
provided in Forest Protocols adopted by the California Air Resources Board. Would the Project: 
      
a. Convert Prime Farmland, Unique Farmland, 

or Farmland of Statewide Importance 
(Farmland), as shown on the maps prepared 
pursuant to the Farmland Mapping and 
Monitoring Program of the California 
Resources Agency, to non-agricultural use?  

    

      
b. Conflict with existing zoning for agricultural 

use or a Williamson Act contract?  
    

      
c. Conflict with existing zoning for, or cause 

rezoning of, forest land (as defined in Public 
Resources Code Section 12220[g]), 
timberland (as defined by Public Resources 
Code Section 4526), or timberland zoned 
Timberland Production (as defined by 
Government Code Section 51104[g])? 

    

      
d. Result in the loss of forest land or conversion 

of forest land to non-forest use? 
    

      
e. Involve other changes in the existing 

environment which, due to their location or 
nature, could result in conversion of 
Farmland, to non-agricultural use or 
conversion of forest land to non-forest use? 
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CEQA uses the California Department of Conservation Division of Land Resource Protection’s 
Farmland Mapping and Monitoring Program (FMMP) categories of “Prime Farmland,” 
“Farmland of Statewide Importance,” and “Unique Farmland” to define “agricultural land” 
for the purposes of assessing environmental impacts (PRC Section 21060.1[a]). According to 
the California Department of Conservation Important Farmland Finder, the Project site is 
designated as approximately 88 acres of Prime Farmland, 6 acres of Farmland of Statewide 
Importance, and 0.20 acres of Unique Farmland (California Department of Conservation, 
2022).  

The City General Plan noted that over the 2014 to 2035 planning period, approximately 877 
acres of Prime Farmland, 1,724 acres of Farmland of Statewide Importance, and 105 acres of 
Unique Farmland would be converted to non-agricultural use. Future development would 
have to adhere to the Hanford Municipal Code Chapter 16.40.110 (Right to Farm) and 
proposed goals and policies of the General Plan Update related to agriculture. However, the 
loss of this farmland due to the General Plan Update would be a significant and unavoidable 
impact, as there is no feasible mitigation to reduce impacts to a less-than-significant level 
(City of Hanford, 2016). 

The City has not established a threshold of significance for the conversion of farmland to 
non-agricultural use. The loss of 88 acres of Prime Farmland represents approximately 10 
percent loss, a 0.35 percent loss of Farmland of Statewide Importance, and 0.2 percent 
reduction in Unique Farmland within the City. 

The most recent data available indicates that there is approximately 107,913 acres of Prime 
Farmland, 320,053 acres of Farmland of Statewide Importance and 20,531 acres of Unique 
Farmland available within the County of Kings (County of Kings, 2020).  Based on the 
farmland designations within the Project site, the Project would result in the conversion of 
approximately 0.082% of Prime Farmland, 0.001% of Farmland of Statewide Importance, 
and 0.001% of Unique Farmland to residential use. The Project represents a very small loss 
of available farmland on a county-wide basis. 

Therefore, in consideration of the Project’s small conversion of agricultural land to a non-
agricultural use and the current land use designation of residential development, impacts 
resulting from this conversion would be less than significant, and no further analysis in the 
EIR is warranted. 

Impact #3.4.2b – Would the Project conflict with existing zoning for agricultural use or a 
Williamson Act contract? 

The Project site is not subject to a Williamson Act Land Use contract. The Project area is 
zoned and designated for Low Density Residential by the City of Hanford Zoning Ordinance 
and is anticipated to have a non-agricultural land use. Therefore, there is no impact, and no 
further analysis in the EIR is warranted.  

Impact #3.4.2c – Would the Project conflict with existing zoning for, or cause rezoning of, 
forest land (as defined in Public Resources Code Section 12220(g)), timberland (as defined 
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by Public Resources Code Section 4526), or timberland zoned Timberland Production (as 
defined by Government Code Section 51104(g))? 

The Project site is not considered forest land or timberland. Therefore, the proposed Project 
will not conflict with any forest land or Timberland Production or result in any loss of forest 
land. Therefore, the Project will have no impact, and no further analysis in the EIR is 
warranted.  

Impact #3.4.2d – Would the Project result in the loss of forest land or conversion of forest 
land to non-forest use? 

See Impacts #3.4.2a-c. There will be no impact on forest land, and no further analysis in the 
EIR is warranted.  

Impact #3.4.2e – Would the Project involve other changes in the existing environment which, 
due to their location or nature, could result in conversion of Farmland, to non-agricultural 
use or conversion of forest land to non-forest use? 

As noted above, the City has not established a threshold of significance for the conversion of 
farmland to non-agricultural use. Within City limits, the loss of 88 acres of Prime Farmland 
represents approximately 10 percent reduction in available farmland, a 0.35 percent loss of 
Statewide Importance, and 0.2 percent reduction in Unique Farmland. Additionally, when 
comparing the Project’s conversion of Farmland to non-agricultural use within the County is 
considered a less than significant impact.   As such, no further analysis in the EIR is 
warranted. 
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The impact analyses in this section are based on an Air Quality & Greenhouse Gas Impact 
Assessment (VRPA Technologies, Inc., 2022) prepared for the Project, which is included in 
Appendix A. 

Discussion 

Impact #3.4.3a – Would the Project conflict with or obstruct implementation of the 
applicable air quality plan? 

The proposed Project lies within the San Joaquin Valley Air Basin (SJVAB) and is under the 
San Joaquin Valley Air Pollution Control District (SJVAPCD) jurisdiction. Kings County is 
located in a non-attainment area for the 8-hour ozone standard, PM2.5 standard, and PM10. 
The SJVAB is designated non-attainment of State PM10. To meet Federal Clean Air Act (CAA) 
requirements, the SJVAPCD has multiple Air Quality Attainment Plan (AQAP) documents, 
including: 

• 2016 Ozone Plan. 
• 2007 PM10 Maintenance Plan and Request for Redesignation. 
• 2016 PM2.5 Plan. 

As discussed below, emissions of ROG, NOx, PM10, and PM2.5 associated with the construction 
and operation of the Project would not exceed the District’s significance thresholds. As 

 

 
 

Potentially 
Significant 

Impact 

Less than 
Significant 

with 
Mitigation 

Incorporated 

 
Less-than- 
Significant 

Impact 

 
 
 

No 
Impact 

      

3.4.3 - AIR QUALITY 

Where available, the significance criteria established by the applicable air quality management district or air 
pollution control district may be relied upon to make the following determinations. Would the Project: 
      
a. Conflict with or obstruct implementation of 

the applicable air quality plan? 
    

      
b. Result in a cumulatively considerable net 

increase of any criteria pollutant for which 
the Project region is non-attainment under 
an applicable federal or State ambient air 
quality standard? 
 

    

c. Expose sensitive receptors to substantial 

pollutant concentrations?     

d. Result in other emissions (such as those 
leading to odors) adversely affecting a 
substantial number of people? 
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shown in impact (b) below, the Project would not result in CO hotspots that would violate 
CO standards. Therefore, the Project would not contribute to air quality violations. 

Compliance with Applicable Control Measures 

The AQP contains a number of control measures, which are enforceable requirements 
through the adoption of rules and regulations. The rules and regulations that apply to this 
Project are provided below. 

SJVAPCD Rule 9510 – Indirect Source Review (ISR) is a control measure in the 2006 PM10 
Plan that requires NOx and PM10 emission reductions from development projects in the San 
Joaquin Valley. The NOx emission reductions help reduce the secondary formation of PM10 
in the atmosphere (primarily ammonium nitrate and ammonium sulfate) and reduce the 
formation of ozone. Reductions in directly emitted PM10 reduce particles such as dust, soot, 
and aerosols. Rule 9510 is also a control measure in the 2016 Plan for the 2008 8‐hour ozone 
standard. Developers of projects subject to Rule 9510 must reduce emissions occurring 
during construction and operational phases through on‐site measures or pay off‐site 
mitigation fees. The Project is required to comply with Rule 9510. 

Rule 8011 – General Requirements for Fugitive Dust Emission Sources. Fugitive dust 
regulations are applicable to outdoor fugitive dust sources. Operations, including 
construction operations, must control fugitive dust emissions in accordance with SJVAPCD 
Regulation VIII. According to Rule 8011, the SJVAPCD requires the implementation of control 
measures for fugitive dust emission sources. For projects in which construction-related 
activities would disturb equal to or greater than one acre of surface area, the SJVAPCD 
recommends that demonstration of receipt of an SJVAPCD approved Dust Control Plan or 
Construction Notification Form before issuance of the first grading permit be made a 
condition of approval of TTM 938, and a note outlining the requirement be placed on all plans 
and specs. The Project is required to comply by preparing a Dust Control Plan or 
Construction Notification Form before issuance of the first grading permit. 

Regulation VIII – Fugitive PM10 Prohibitions. Rules 8011‐8081 are designed to reduce PM10 
emissions (predominantly dust/dirt) generated by human activity, including construction 
and demolition activities, road construction, bulk materials storage, paved and unpaved 
roads, carryout and track out, etc. All development projects that involve soil disturbance are 
subject to at least one provision of the Regulation VIII series of rules. The Project is required 
to prepare a Dust Control Plan to comply with Regulation VIII. 

Other control measures that apply to the Project are Rule 4641 - Cutback, Slow Cure, and 
Emulsified Asphalt, Paving and Maintenance Operation, which requires reductions in VOC 
emissions during paving, and Rule 4601 - Architectural Coatings, which limits the VOC 
content of all types of paints and coatings sold in the San Joaquin Valley. These measures 
apply at the point of sale of the asphalt and the coatings, so project compliance is ensured. 

The Project would comply with all applicable SJVAPCD rules and regulations and applicable 
control measures of the AQP. The Project complies with this criterion and would not conflict 
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with or obstruct the implementation of the applicable Air Quality Attainment Plan. As 
discussed under III. AIR QUALITY (b) and (c), the Project’s emissions are less than significant 
for all criteria pollutants and would not result in inconsistency with the applicable air quality 
plan and will comply with applicable control measures of the air quality plan. Therefore, the 
Project is consistent with the applicable air quality plan. 

The Project is consistent with the currently adopted General Plan for the City of Hanford and 
is therefore consistent with the population growth and VMT applied in the plan. Therefore, 
the Project is consistent with the growth assumptions used in the applicable AQPs. As a 
result, the Project will not conflict with or obstruct the implementation of any air quality 
plans. Therefore, no mitigation is needed. The impacts of the Project would be less than 
significant, and no further analysis in the EIR is warranted. 

Impact #3.4.3b – Would the Project result in a cumulatively considerable net increase of any 
criteria pollutant for which the Project region is non-attainment under an applicable federal 
or State ambient air quality standard? 

The SJVAPCD also prepared the Guide for Assessing and Mitigation Air Quality Impacts 
(GAMAQI), dated March 19, 2015. The GAMAQI is an advisory document that provides lead 
agencies, consultants, and project applicants with analysis guidance and uniform procedures 
for addressing air quality impacts in environmental documents. Local jurisdictions are not 
required to utilize the methodology outlined therein. This document describes the criteria 
that SJVAPCD uses when reviewing and commenting on the adequacy of environmental 
documents. It recommends thresholds for determining whether or not projects would have 
significant adverse environmental impacts, identifies methodologies for predicting project 
emissions and impacts, and identifies measures that can be used to avoid or reduce air 
quality impacts.  

The SJVAPCD has established thresholds of significance for determining environmental 
significance, which are provided in Table 3.4.3-1 below. Project-specific emissions that 
exceed the thresholds of significance for criteria pollutants would be expected to result in a 
cumulatively considerable net increase of any criteria pollutant for which the County is in 
non-attainment under applicable federal or State ambient air quality standards. It should be 
noted that a project is not characterized as cumulatively insignificant when project 
emissions fall below thresholds of significance. 

Table 3.4.3-1 
SJVAPCD Pollutant Thresholds of Significance 

Criteria Pollutant Significance Level 
Construction (tons/year) Operational (tons/year) 

CO 100 tons/yr 100 
NOx 10 10 
ROG 10 10 
SOx 27 27 

PM10 15 15 
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PM2.5 15 15 

Short-Term Impacts  

The annual emissions from the Project’s construction phase will be less than the applicable 
SJVAPCD emission thresholds for criteria pollutants, as shown in Table 3.4.3-2 below. 
Therefore, construction emissions associated with the Project are considered less than 
significant.  

Table 3.4.3-2 
Project Construction Emissions 

Pollutant CO NOx ROG SOx PM10 PM2.5 CO2e 
Construction Emissions 5.65 6.66 7.20 0.01 1.70 0.61 1011.80 
SJVAPCD Level of Significance 100 10 10 27 15 15 None 
Does the Project Exceed Standard? No No No No No No No 

 

Long-Term Impacts  

Emissions from long-term operations generally represent a project’s most substantial air 
quality impact. Long-term emissions from the Project are generated primarily by mobile 
source (vehicle) emissions from the Project site and area sources such as lawn maintenance 
equipment. Table 3.4.3-3 below summarizes the Project’s operational impacts by criteria 
pollutants.  

Table 3.4.3-3 
Project Operational Emissions (tons/year) 

Pollutant CO NOx ROG SOx PM10 PM2.5 CO2e 
Project Operational Emissions 23.72 4.86 6.18 0.05 4.57 1.30 5999.30 
SJVAPCD Level of Significance 100 10 10 27 15 15 None 
Does the Project Exceed Standard? No No No No No No No 

 

Results from Table 3.4.3-3 indicate that the annual operational emissions from the Project 
will be less than the SJVAPCD emission thresholds for criteria pollutants. Therefore, 
operational emissions associated with the Project are considered less than significant. 
Results of the analysis show that emissions generated from the construction and operation 
of the Project will be less than the applicable SJVAPCD emission thresholds for criteria 
pollutants. Therefore, the Project will have a less-than-significant impact.  No further 
analysis in the EIR is warranted. 

Impact #3.4.3c – Would the Project expose sensitive receptors to substantial pollutant 
concentrations? 

Sensitive receptors refer to those segments of the population most susceptible to poor air quality 
(i.e., children, the elderly, and those with pre-existing serious health problems affected by air 
quality). Land uses with the greatest potential to attract these sensitive receptors include 
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schools, parks, playgrounds, daycare centers, nursing homes, hospitals, and residential 
communities.  

Short Term Construction 

Short-term impacts are mainly related to the construction phase of a project and are 
recognized to be short in duration. Construction air quality impacts are generally 
attributable to dust and exhaust pollutants generated by equipment and vehicles. Fugitive 
dust is emitted both during construction activity and as a result of wind erosion over exposed 
earth surfaces. Clearing and earth-moving activities comprise major sources of construction 
dust emissions, but traffic and general disturbances of soil surfaces also generate significant 
dust emissions. Further, dust generation is dependent on soil type and soil moisture. Exhaust 
pollutants are the non-useable gaseous waste products produced during the combustion 
process. Engine exhaust contains CO, HC, and NOx pollutants that are harmful to the 
environment. As noted in Table 3.4.3-2, the Project’s impacts from construction emissions 
will be less than the SJVAPCD emission thresholds for criteria pollutants and are considered 
less than significant.  

Long term Operations 

Emissions from long-term operations generally represent a project’s most substantial air 
quality impact. Long-term emissions from the Project are generated primarily by mobile 
source (vehicle) emissions from the Project site and area sources such as lawn maintenance 
equipment. As noted in Table 3.4.3-3, the Project’s operational impacts annual operational 
emissions will be less than the SJVAPCD emission thresholds for criteria pollutants. 
Therefore, operational emissions associated with the Project are considered less than 
significant.  

Toxic Air Contaminant (TAC)/Hazardous Air Pollutants (HAP) Impacts 

Existing air quality concerns within Hanford and the entire SJVAB are related to increases in 
regional criteria air pollutants (e.g., ozone and particulate matter), exposure to toxic air 
contaminants, odors, and increases in greenhouse gas emissions contributing to climate change. 
The primary source of ozone (smog) pollution is motor vehicles. Particulate matter is caused by 
dust, primarily dust generated from construction and grading activities, and smoke which is 
emitted from fireplaces, wood-burning stoves, and agricultural burning. 

From a health risk perspective, the Project is a Type B project in that it may potentially place 
sensitive receptors in the vicinity of existing sources. The Project is located one mile from SR 198 
and more than 4,000 feet from SR 41. The SJVAPCD recommends that new sensitive land uses 
shouldn’t be sited within 500 feet of a freeway/urban roads with 100,000 vehicles/day or rural 
roads with 50,000 vehicles/day. Therefore, impacts related to exposure to criteria pollutants are 
considered less than significant.    

Based on the analysis presented, impacts are anticipated to be less than significant with 
implementation of the Project. However, further analysis is warranted in the EIR. 
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Impact #3.4.3d – Would the Project result in other emissions (such as those leading to odors) 
adversely affecting a substantial number of people? 

Odor impacts on residential areas and other sensitive receptors, such as hospitals, day‐care 
centers, schools, etc., warrant the closest scrutiny, but consideration should also be given to 
other land uses where people may congregate, such as recreational facilities, worksites, and 
commercial areas. 

The proposed Project is a residential community located near other residential 
neighborhoods and agricultural land uses. The Project will not generate odorous emissions 
given the nature or characteristics of the Project. The intensity of an odor source’s operations 
and its proximity to sensitive receptors influence the potential significance of odor 
emissions. 

Two situations create a potential for odor impact. The first occurs when a new odor source 
is located near an existing sensitive receptor. The second occurs when a new sensitive 
receptor locates near an existing source of odor. According to the CBIA v. BAAQMD ruling 
(Alameda Superior Court Case No. RGI0548693), impacts of existing sources of odors on the 
Project are not subject to CEQA review (California Building Industry Association v. Bay Area 
Air Quality Management District, 2015). Therefore, the analysis to determine if the Project 
would locate new sensitive receptors near an existing source of odor is provided for 
information only. The SJVAPCD has determined the common land use types that are known 
to produce odors in the SJVAB. 

The Project will not generate odorous emissions, given the nature or characteristics of 
residential developments. The intensity of an odor source’s operations and its proximity to 
sensitive receptors influence odor emissions’ potential significance. The SJVAPCD has 
identified some common types of facilities that have been known to produce odors in the 
SJVAB. The types of facilities that are known to produce odors are shown in Table 3.4.3-5, 
along with a reasonable distance from the source within which the degree of odors could 
possibly be significant. None of the facilities shown in Table 3.4.3-5 are located within the 
vicinity of the Project. Therefore, no mitigation is needed. 

Table 3.4.3-3 shows that operational emissions will be less than the SJVAPCD level of 
significance thresholds. The Project is not within SJVACPD potential odor sources shown in 
Table 3.4.3-5. Long-term potential odors in the area would be limited to vehicular and lawn 
equipment emissions once the Project site is operational. Therefore, the Project will have a 
less-than-significant impact, and no further analysis in the EIR is warranted. 
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Table 3.4.3-4 
Screening Levels for Potential Odor Sources 

Type of Facility Distance 
Wastewater Treatment Facility 2 miles 

Sanitary Landfill 1 mile 
Transfer Station 1 mile 

Composting Facility 1 mile 
Petroleum Refinery 2 miles 
Asphalt Batch Plant 1 mile 

Chemical Manufacturing 1 mile 
Fiberglass Manufacturing 1 mile 

Painting/Coating Operations (e.g., auto body shops) 1 mile 
Food Processing Facility 1 mile 

Feed Lot/Dairy 1 mile 
Rendering Plant 1 mile 
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3.4.4 - BIOLOGICAL RESOURCES 

Would the Project: 

 

      
a. Have a substantial adverse effect, either 

directly or through habitat modifications, on 
any species identified as a candidate, sensitive, 
or special-status species in local or regional 
plans, policies, or regulations or by the 
California Department of Fish and Wildlife or 
U.S. Fish and Wildlife Service? 

    

      
b. Have a substantial adverse effect on any 

riparian habitat or other sensitive natural 
community identified in local or regional 
plans, policies, regulations, or by the California 
Department of Fish and Wildlife or U.S. Fish 
and Wildlife Service? 

    

      
c. Have a substantial adverse effect on state or 

federally protected wetlands (including, but 
not limited to, marsh, vernal pool, coastal, etc.) 
through direct removal, filling, hydrological 
interruption, or other means? 

    

      
d. Interfere substantially with the movement of 

any native resident or migratory fish or 
wildlife species, or with established native 
resident or migratory wildlife corridors, or 
impede the use of native wildlife nursery 
sites? 

    

      
e. Conflict with any local policies or ordinances 

protecting biological resources, such as a tree 
preservation policy or ordinance? 

    

      
f. Conflict with the provisions of an adopted 

habitat conservation plan, natural community 
conservation plan, or other approved local, 
regional, or state habitat conservation plan? 

    

 

The impact analyses in this section is based on a Biological Resources Evaluation prepared 
for the Project (QK, 2022a), included in Appendix B. 
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Discussion 

Impact #3.4.4a – Would the Project have a substantial adverse effect, either directly or 
through habitat modifications, on any species identified as a candidate, sensitive, or special-
status species in local or regional plans, policies, or regulations or by the California 
Department of Fish and Wildlife or U.S. Fish and Wildlife Service? 

Project activities have the potential to affect biological resources. A reconnaissance survey 
of the Project and a 250-foot buffer (Biological Survey Area, or BSA), where feasible, was 
conducted on March 18, 2022.  

QK conducted a review of the literature and agency databases to obtain information on the 
occurrences of natural communities and special-status species known from the vicinity of 
the Project site. The California Natural Diversity Database (CDFW 2022a), California Native 
Plant Society (CNPS) Database (CNPS 2022), and U.S. Fish and Wildlife Service (USFWS) 
Threatened and Endangered Species List (USFWS 2022a) were reviewed in March 2022 to 
assess whether occurrences of sensitive natural communities, federally-listed species, State-
listed species, other species of special concern, or USFWS Critical Habitat Units that have 
been documented within the Remnoy, Guernsey, Waukena, Burris Park, Hanford, Lemoore, 
Riverdale, Laton, and Stratford U.S. Geological Survey (USGS) 7.5-minute quadrangles that 
encompass the Project site. To satisfy other standard search criteria, CNDDB records within 
a 10-mile radius of the Project site were queried separately from the broader database 
search.  

No natural plant communities occur within the BSA. The majority of the Project site was 
actively used for agricultural purposes. The Project site was actively being disked at the time 
of the survey. Patches of ruderal vegetation were observed along the edges of the Project site 
that included fiddleneck (Amsinckia menziesii), ripgut brome (Bromus diandrus), and wild 
oat (Avenua fatua).  

Only two special-status wildlife species, San Joaquin kit fox and Swainson’s hawk, have the 
potential to occur within the BSA from time to time as transients.  

Swainson’s Hawk 

The Swainson’s hawk (Buteo swainsoni) has the potential to occur within the BSA. The 
nearest Swainson’s hawk CNDDB occurrence is approximately three miles northeast of the 
BSA, where nesting observations have been recorded since 2012. There is suitable nesting 
habitat within the BSA in the nearby residential properties to the west and east that could 
be used by a Swainson’s hawk. The site provides a small area of foraging opportunities when 
the crops are harvested.  

Impacts to nesting Swainson’s hawks could occur during construction due to noise, 
vibration, and the presence of construction workers if the species is nesting near the Project.    



Initial Study 

 

 

Notice of Preparation/Initial Study  October 2022 

City of Hanford  Page 3-26 

San Joaquin Kit Fox 

There is no evidence that the San Joaquin kit fox is present within the BSA. Surrounding land 
use and habitat conditions make it unlikely that the San Joaquin kit fox would be present 
other than as a transient forager.  Direct impacts resulting in injury, death, or entrapment in 
trenches or pipes could occur if a fox travels into the construction area. Construction 
activities could result in crushing or destroying a den with a kit fox inside. Noise, vibration, 
and the presence of construction workers may alter normal behaviors, which could affect 
reproductive success. 

Nesting Birds 

The BSA contains suitable habitat for a wide variety of nesting bird species. No active or 
inactive bird nests were observed during the site survey. There is potential for birds to nest 
within the BSA in existing structures and trees and trees and utility poles in the surrounding 
urban areas. If there are active nests present during Project activities, nests could be 
destroyed, and Project activities could interfere with normal breeding behaviors, which 
could discourage breeding or lead to nest abandonment or failure.  

Although it is unlikely that either of these species would be present on the Project site, to 
protect biological resources, avoidance and minimization measures will be included as a 
condition of approval of TTM 938 and added to all engineered plans and specs that would 
outlines necessary steps to be taken prior to the start of construction.  This includes a pre-
activity survey for San Joaquin kit fox, American badger, Swainson’s hawk nesting birds, and 
other special-status species be conducted within 14 days of the start of construction 
activities by a qualified biologist knowledgeable in the identification of these species. If no 
evidence of these special-status species is detected, no further action is required.  If evidence 
of special-status species is observed, the qualified biologist would determine the appropriate 
actions to be taken, including monitoring during construction or additional protocol level 
surveys, to reduce impacts to the species. Measures also include actions to be taken such as 
limiting on-site speeds to 20 miles per hour, covering trenches, capping pipes, removing 
trash on a daily basis, prohibiting pets on site, etc., and these measures will be placed on all 
plans and specs. 

With the implementation of these avoidance and minimization measures, impacts are 
considered to be less than significant, and no further analysis in the EIR is warranted.   

Impact #3.4.4b – Would the Project have a substantial adverse effect on any riparian habitat 
or other sensitive natural community identified in local or regional plans, policies, 
regulations, or by the California Department of Fish and Wildlife or U.S. Fish and Wildlife 
Service? 

Sensitive natural communities are designated by various resource agencies, including the 
CDFW, USFWS, Bureau of Land Management, U.S. Forest Service, or are designated by local 
agencies through policies, ordinances, and regulations.  
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There is no riparian habitat or sensitive natural communities within the Project boundaries, 
and no protected species were observed during the survey. Therefore, the Project’s impacts 
would be less than significant, and no further analysis in the EIR is warranted. 

Impact #3.4.4c – Would the Project have a substantial adverse effect on State or federally 
protected wetlands (including, but not limited to, marsh, vernal pool, coastal, etc.) through 
direct removal, filling, hydrological interruption, or other means? 

The United States Army Corps of Engineers (USACE) has regulatory authority over the Clean 
Water Act (CWA), as provided for by the EPA. The USACE has established specific criteria for 
the determination of wetlands based upon the presence of wetland hydrology, hydric soils, 
and hydrophilic vegetation. There are no federally protected wetlands or vernal pools that 
occur within the Project.  

Wetlands, streams, reservoirs, sloughs, and ponds typically meet the criteria for federal 
jurisdiction under Section 404 of the CWA and State jurisdiction under the Porter-Cologne 
Water Quality Control Act. Streams and ponds typically meet the criteria for State 
jurisdiction under Section 1602 of the California Fish and Game Code.  

A review of the National Hydrography Dataset (NHD) and National Wetlands Inventory 
(NWI) identifies a historic water feature that runs within the Project site. The feature is 
classified by the NHD as a canal ditch. The NWI identifies it as a perennial-flow, semi-
permanently flooded streambed with an unconsolidated bottom that is anthropogenic in 
origin. The drainage is shown on the NHD and NWI as northwest to south, traversing and 
crossing through the western half of the Project site. However, this feature was not present 
during the survey (QK, 2022a). There are no other identified water features, federal waters, 
or wetlands located on or near the Project. Therefore, the Project’s impacts would be less 
than significant, and no further analysis in the EIR is warranted. 

Impact #3.4.4d – Would the Project interfere substantially with the movement of any native 
resident or migratory fish or wildlife species, or with established native resident or 
migratory wildlife corridors, or impede the use of native wildlife nursery sites? 

Wildlife movement corridors also referred to as dispersal corridors or landscape linkages, 
are generally defined as linear features along which animals can travel from one habitat or 
resource area to another. Wildlife movement corridors can be large tracts of land connecting 
regionally important habitats that support wildlife in general, such as stop-over habitat that 
supports migrating birds or large contiguous natural habitats that support animals with 
large home ranges (e.g., coyotes, mule deer). They can also be small-scale movement 
corridors, such as riparian zones, that provide connectivity and cover to support the 
movement at a local scale.  

There are no known wildlife movement corridors or habitat linkages that intersect the BSA. 
The Project is situated within an area developed for urban and agricultural use and does not 
provide a linkage between suitable natural habitats for most wildlife species. Due to the 
disturbed condition of the Project, there is no substantial movement of wildlife onto or off of 
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the Project site. Therefore, the Project’s impacts would be less than significant, and no 
further analysis in the EIR is warranted. 

Impact #3.4.4e – Would the Project conflict with any local policies or ordinances protecting 
biological resources, such as a tree preservation policy or ordinance? 

The City of Hanford General Plan contains policies aimed at the preservation of biological 
resources and promotes coordination with federal and State resource agencies. The General 
Plan outlines a work plan with implementation measures to uphold these policies, including 
biological resource review for proposed projects and development of mitigation measures 
for these projects. The City of Hanford Valley Oak Ordinance establishes policies for care, 
trimming, and removal of Valley Oaks.  

However, there are no Valley Oaks on the Project site. The Project is consistent with the 
General Plan, the Valley Oak Tree Ordinance, and any other local ordinances or policies 
related to biological resources. The Project would have no impact, and no further analysis in 
the EIR is warranted.   

Impact #3.4.4f – Would the Project conflict with the provisions of an adopted habitat 
conservation plan, natural community conservation plan, or other approved local, regional, 
or State habitat conservation plan? 

The Project is located within an area covered by the PG&E San Joaquin Valley Operation and 
Maintenance Habitat Conservation Plan (HCP). That HCP only applies to maintenance and 
operations of PG&E facilities and does not apply to this Project. There are no other pertinent 
HCP or NCCP within the Project area. The Project would have no impact, and no further 
analysis in the EIR is warranted. 
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3.4.5 - CULTURAL RESOURCES 

Would the Project: 

 

      
a. Cause a substantial adverse change in the 

significance of a historical resource pursuant 
to CEQA Guidelines Section 15064.5? 

    

      
b. Cause a substantial adverse change in the 

significance of an archaeological resource 
pursuant to CEQA Guidelines Section 15064.5? 

    

      
c. Disturb any human remains, including those 

interred outside of formal cemeteries? 
    

 

The discussion below is based on the Cultural Resources Technical Memo completed for the 
Project, attached as Appendix C (QK, 2022b). 

Discussion 

Impact #3.4.5a – Would the Project cause a substantial adverse change in the significance of 
a historical resource pursuant to CEQA Guidelines Section 15064.5? 

The City maintains a Local Register of Historic Structures within its General Plan, which 
features approximately 340 buildings, including residential, commercial, civic, and religious 
structures. These are categorized into exceptional, focus, and background structures. 
Exceptional structures or sites are those having preeminent historical, cultural, 
architectural, archaeological, or aesthetic significance, considered candidates for nomination 
to the National Register of Historic Places. Currently, four of these buildings have national 
and State historic designations: the Bank of Italy Building on East Main Street; the U.S. Post 
Office on West Acequia Avenue; Hyde House on South Court Street; and the Pioneer statue 
in Mooney Grove Park. None of these are located near the Project, and therefore, there would 
be no impact. 

A cultural resources records search (RS #22-164) was conducted at the Southern San 
Joaquin Valley Information Center, CSU Bakersfield, to determine whether the proposed 
Project would impact cultural resources. The records search covered an area within one-half 
mile of the Project and included a review of the National Register of Historic Places, 
California Points of Historical Interest, California Registry of Historic Resources, California 
Historical Landmarks, California State Historic Resources Inventory, and a review of cultural 
resource reports on file. 
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The records search indicated that, although it was included in a brief cultural resource 
assessment of the general area, the subject property had never been surveyed for cultural 
resources.  Four cultural resource studies have been conducted within one-half mile of the 
Project (QK, 2022b). 

One historic cultural resource, the People’s Ditch (P-16-000246), passes through the 
property.  This is an active irrigation ditch that was originally constructed in the 1870s.  
However, this drainage is no longer observable on the property due to previous agricultural 
activities and, therefore, will not be impacted by the Project (QK, 2022a).   

One cultural resource, the historic route of the AT&SF Railroad (P-16-000120), is located 
within one-half mile of the Project but will not be impacted. 

A Sacred Lands File request was also submitted to the Native American Heritage 
Commission. A response dated June 20, 2022, indicates negative results. 

Based on the results of cultural records search findings and the lack of historical or 
archaeological resources previously identified within a half-mile radius of the proposed 
Project, the potential to encounter subsurface cultural, historical, or archaeological 
resources is minimal.  

Although there is no obvious evidence of historical or archaeological resources on the Project 
site, there is the potential during construction for the discovery of cultural resources. 
Grading, trenching, and other ground-disturbing actions can damage or destroy these 
previously unidentified and potentially significant cultural resources within the Project area, 
including historical resources.  

In the unlikely event construction of the Project inadvertently uncovers previously unknown 
cultural resources, avoidance and minimization measures will be added to all engineered 
plans and specs that would outlines necessary steps to be taken prior to the start of 
construction.  These measures require all work in the immediate vicinity of the discovery of 
cultural resources find would halt until a qualified archaeologist can evaluate the find and 
make recommendations. In addition, prior to any ground disturbance, if the City of Hanford 
receives a request from a Native American tribal group, a surface inspection of the site will 
be conducted by a tribal monitor, and the tribe will have the opportunity to provide a Native 
American Monitor during ground-disturbing activities, dependent upon the availability and 
interest of the tribe.  

With the implementation of these measures, impacts are considered to be less than 
significant, and no further analysis in the EIR is warranted.   

Impact #3.4.5b – Would the Project cause a substantial adverse change in the significance of 
an archaeological resource pursuant to CEQA Guidelines Section 15064.5? 

See Impact #3.4.5a above.  
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Based on the results of cultural records search findings and the lack of historical or 
archaeological resources previously identified within a half-mile radius of the proposed 
Project, the potential to encounter subsurface cultural resources is minimal. However, there 
is still a possibility that historical or archaeological materials may be exposed during 
construction. Grading, trenching, and other ground-disturbing actions can damage or 
destroy these previously unidentified and potentially significant cultural resources within 
the Project area, including historical or archaeological resources. As noted above, avoidance 
and minimization measures will be included as conditions of approval of TTM 938, and 
added to all engineered plans and specs that would outline the required steps to be taken to 
reduce potential impacts to cultural resources.  No further analysis in the EIR is warranted.   

Impact #3.4.5c – Would the Project disturb any human remains, including those interred 
outside of formal cemeteries? 

There are no known cemeteries or burials on or near the Project. Although unlikely, 
subsurface construction activities, such as trenching and grading, associated with the 
proposed Project could potentially disturb previously undiscovered human burial sites. 
Accordingly, this is a potentially significant impact. However, considered unlikely, 
subsurface construction activities could cause a potentially significant impact to previously 
undiscovered human burial sites. The cultural resources and Sacred Lands File records 
searches did not indicate the presence of human remains, burials, or cemeteries within or in 
the vicinity of the Project site. No human remains have been discovered at the Project site, 
and no burials or cemeteries are known to occur within the area of the site. However, 
construction would involve earth-disturbing activities, and it is still possible that human 
remains may be discovered, possibly in association with archaeological sites.  

Avoidance and minimization measures will be added to all engineered plans and specs that 
would outlines necessary steps to be taken in the unlikely event construction of the Project 
inadvertently uncovers previously unknown human remains. This measure will be in 
accordance with Section 7050.5 of the Health and Safety Code, Section 5097.98 of the Public 
Resources Code (Chapter 1492, Statutes of 1982, Senate Bill 297), Senate Bill 447 (Chapter 
44, Statutes of 1987and  \Section 7050.5(c), in the event of the discovery of human remains, 
at the direction of the county coroner. With the implementation of this condition of approval, 
impacts would be less than significant, and no further analysis in the EIR is warranted. 
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3.4.6 - ENERGY 

Would the Project: 
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for renewable energy or energy efficiency? 
    

      

The impact analyses in this section are based on available data and the Air Quality & 
Greenhouse Gas Impact Assessment (VRPA Technologies, Inc., 2022) prepared for the 
Project, which is included in Appendix A. 

Discussion 

Impact #3.4.6a – Would the Project result in potentially significant environmental impact 
due to wasteful, inefficient, or unnecessary consumption of energy resources during Project 
construction or operation? 

CEQA Guidelines require consideration of the potentially significant energy implications of a 
project. CEQA requires mitigation measures to reduce “wasteful, inefficient, and 
unnecessary” energy usage (Public Resources Code Section 21100, subdivision [b][3]). The 
means to conserve energy include decreasing overall energy consumption, decreasing 
reliance on natural gas and oil, and increasing reliance on renewable energy sources.  

Construction 

ON-ROAD VEHICLES (CONSTRUCTION) 

Due to the nature of the Project, construction of the Project would be limited to the Project 
site and would only generate on-site (off-road) construction trips and would not contribute 
to on-road vehicle trips during Project construction (from construction workers and 
vendors). 

OFF-ROAD VEHICLES (CONSTRUCTION) 

Off-road construction vehicles would use diesel fuel during the proposed Project's 
construction phase. Based on the total amount of CO2 emissions expected to be generated by 
the proposed Project (as provided by the CalEEMod output) and a CO2 to diesel fuel 
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conversion factor (provided by the U.S. Environmental Protection Agency), the proposed 
Project would use a total of approximately 100,054 gallons of diesel fuel for off-road 
construction vehicles for the entirety of the Project’s construction (United States 
Environmental Protection Agency, 2022). A non-exhaustive list of constructive off-road 
vehicles expected to be used during the proposed Project's construction phase includes 
cranes, forklifts, generator sets, tractors, excavators, and dozers. 

Short-term energy use during the construction phase would be in the form of fuel 
consumption (e.g., gasoline and diesel fuel) to operate heavy equipment, light-duty vehicles, 
and machinery. Energy demand during the construction phase would be the result of 
transportation of materials, construction equipment, and construction worker vehicle trips. 
Compliance with local and regional regulations during construction would minimize fuel 
consumption. Energy-saving strategies will be implemented where possible to further 
reduce the Project’s energy consumption during the construction phase. Strategies being 
implemented include those recommended by the CARB that may reduce the Project’s energy 
consumption, including diesel anti-idling measures, light-duty vehicle technology, 
alternative fuels such as biodiesel blends and ethanol, and heavy-duty vehicle design 
measures to reduce energy consumption. 

Operations 

CalEEMod uses the California Commercial End-Use Survey (CEUS) database to develop 
energy intensity values for non-residential buildings. The energy use from residential land 
uses is calculated based on the Residential Appliance Saturation Survey (RASS). Similar to 
CEUS, this is a comprehensive energy use assessment that includes the end-use for various 
climate zones in California. As shown in Table 3.4.6-1, the Project would use approximately 
1.06486e+007 (10,548,600) of natural gas per year and approximately 3,532,460 kWh of 
electricity per year. 

Table 3.4.6-1 
Project Operational Natural Gas and Electricity Usage 

Emissions(a) Natural Gas 
(kBTU/year) 

Electricity 
(kWh/year) 

Single-Family Housing  10,548,600 3,532,460 
Source: (VRPA Technologies, Inc., 2022) 

Long-term operation of the proposed includes electricity and natural gas service to power 
internal and exterior building lighting and heating and cooling systems.  

ELECTRICITY AND NATURAL GAS 

Electricity and natural gas used by the proposed Project would be used primarily to power 
residential homes. Total annual electricity (kWh) and natural gas (kBTU) usage associated 
with the operation of the proposed Project are shown in Table 3.4.6-1. 
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The Project would be required to comply with California’s Title 24 energy efficiency 
requirements and other applicable City development standards. That would include the 
installation of solar panels on each home’s rooftop, which would provide energy from a 
renewable power source to offset energy generated by fossil fuel-run. The Project will be 
required to comply with all applicable standards and building codes included in the 2019 
California Green Building Standards Code regarding the use of energy-efficient appliances 
and lighting, low-flow toilets and faucets, drip irrigation, etc. Therefore, the Project will have 
a less-than-significant impact, and no further analysis in the EIR is warranted.  

Impact #3.4.6b – Would the Project Conflict with or obstruct a State or local plan for 
renewable energy or energy efficiency? 

See Impact #3.4.6a above.  

The construction and the operation of the Project would comply with State and local plans 
and regulations. The proposed Project would be in compliance with all applicable federal, 
State, and local regulations regulating energy usage. The Project will comply with Title 24 
Energy Efficiency Standards and CalGreen Code requirements for solar-ready roofs, electric 
vehicle charging, and water conservation. Energy would also be indirectly conserved 
through water-efficient landscaping requirements consistent with the City Landscaping 
Ordinance.  

Stringent solid waste recycling requirements applicable to Project construction and 
operation would reduce energy consumed in solid waste disposal. In summary, the Project 
will implement all mandatory federal, State, and local conservation measures, project design 
features, and voluntary energy conservation measures to reduce energy demands further. 
Therefore, the Project will not conflict with or obstruct a State or local plan for renewable 
energy or energy efficiency. Project-related impacts are less than significant, and no further 
analysis in the EIR is warranted.  
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 iv. Landslides?     
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Discussion 

Impact #3.4.7a(i) – Would the Project directly or indirectly cause potential substantial 
adverse effects, including the risk of loss, injury, or death involving rupture of a known 
earthquake fault, as delineated on the most recent Alquist-Priolo Earthquake Fault Zoning 
Map issued by the State Geologist for the area or based on other substantial evidence of a 
known fault?  

The Alquist-Priolo Earthquake Fault Zoning Act (formerly the Alquist-Priolo Special Studies 
Zone Act) requires the delineation of zones along active faults in California. Within these 
zones, cities, and counties must regulate certain development, including withholding permits 
until geologic investigations demonstrate that development sites are not threatened by 
future surface displacement. The purpose of the Alquist-Priolo Act is to regulate 
development on or near active fault traces to reduce the hazard of fault rupture; however, 
surface fault rupture is not necessarily restricted to the area within the Alquist-Priolo Zone. 
The Alquist-Priolo Act prohibits the location of most structures for human occupancy across 
active fault traces. 

There are no designated Alquist-Priolo zones in the City of Hanford according to the General 
Plan (City of Hanford, 2017). No portion of the proposed Project is located within an 
earthquake fault zone, as defined by the Alquist-Priolo Earthquake Fault Zoning Act. 
Therefore, the proposed Project's development would not expose people or structures to 
potential substantial adverse effects, including risk of loss, injury, or death involving rupture 
of a known earthquake fault. 

All new structures are required to conform to current seismic protection standards in the 
California Building Code. By adhering to the 2019 California Building Code and City 
development standards, the Project will have a less-than-significant impact of endangering 
people and structures associated with earthquakes.  No further analysis in the EIR is 
warranted. 

Impact #3.4.7a(ii) – Would the Project expose people or structures to potential substantial 
adverse effects, including the risk of loss, injury, or death involving strong seismic 
groundshaking? 

See discussion of Impact #3.4.7a(i) above.  

The greatest potential for seismic activity in the City is posed by the San Andreas Fault, which 
is located approximately 45 miles southwest of the proposed Project. The White Wolf Fault, 
located near Arvin and Bakersfield to the southwest of Kern County, has the potential to 
cause seismic hazards for the County to a much lesser degree than the San Andreas Fault. 
Kings County does not have any major fault system within its boundaries.  

The Uniform Building Code has four seismic zones in the US, ranging from I to IV; the higher 
the number, the higher the earthquake danger. All of California lies within Zone III or IV, and 
Kings County is within Zone III, which equates to the potential to experience 0.3 
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meters/second squared ground acceleration, which would result in very strong to severe 
perceived shaking and a moderate to heavy potential. 

Secondary hazards from earthquakes include ground shaking/rupture. Since there are no 
known faults within the immediate area, ground shaking/rupture from surface faulting, 
seiches, and landslides would not be hazards in the area. While such seismic shaking would 
be less severe from an earthquake that originates at a greater distance from the Project site, 
the side effects could potentially be damaging to residential buildings and supporting 
infrastructure. The Project is required to design residential buildings and associated 
infrastructure to withstand substantial ground shaking in accordance with all applicable 
State law and applicable codes included in the California Building Code (CBC) Title 24 for 
earthquake construction standards and building standards code including those relating to 
soil characteristics (California Building Standards Commission, 2019). The Project will 
adhere to all applicable local and State regulations to reduce any potentially significant 
impacts to structures resulting from strong seismic ground shaking at the Project site. 
Therefore, Project impacts would be less than significant, and no further analysis un the EIR 
is warranted. 

Impact #3.4.7a(iii) – Would the Project expose people or structures to potential substantial 
adverse effects, including the risk of loss, injury, or death involving seismic-related ground 
failure, including liquefaction? 

See discussion of Impacts #3.4.7a(i) and a(ii) above. 

Liquefaction occurs when saturated, loose materials are weakened and transformed from a 
solid to a near-liquid state as a result of increased pore water pressure. For liquefaction to 
occur, surface and near-surface soil must be saturated and relatively loose. Liquefaction 
occurs more often in areas under young alluvium where the groundwater table is above 50 
feet below the ground surface. In the City, the range is generally between 120 feet to 160 feet 
below ground surface; therefore, the potential for liquefaction at the proposed Project site is 
unlikely.  

According to the Kings County Safety Element, the risk of liquefaction within the County is 
considered minimal. The Project would not directly or indirectly cause potential substantial 
adverse effects, including the risk of loss, injury, or death involving seismic-related ground 
failure, including liquefaction. The proposed Project would comply with all applicable 
mitigation measures to avoid any potential impacts to structures resulting from liquefaction 
at the proposed Project site. Because the Project site is within an area of low seismic activity, 
and the soils associated with the Project are not suitable for liquefaction, impacts will be less 
than significant, and no further analysis in the EIR is warranted. 
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Impact #3.4.7a(iv) – Would the Project expose people or structures to potential substantial 
adverse effects, including the risk of loss, injury, or death involving landslides? 

See discussion of Impacts #3.4.7a(i) through a(iii) above. 

Landslides include rockfalls, deep slope failure, and shallow slope failure. Factors such as the 
geological conditions, drainage, slope, vegetation, and others directly affect the potential for 
landslides. 

The entire City of Hanford is located within an area of low landslide incidence, but there is 
still a possibility that landslides could occur within the City as a result of erosion, slope 
weakening through saturation, or stresses by earthquakes that make slopes fail. 
Geotechnical and soil studies that identify potential hazards, including landslides, would be 
required prior to grading activities as part of the plan check and development review process 
for the physical development of the area. Such technical studies would provide structural 
design, as needed, pursuant to the California Building Code requirements to reduce hazards 
to people and structures as a result of landslides. 

Additionally, Kings County is listed to have “Low” to “Moderate” risk landslide areas located 
in the remote uninhabited sections of southwest Kings County. The Project site is within the 
Landslide Incidence Low (less than 1.5 percent of the area involved), and the development 
will have a less-than-significant impact (Kings County, 2009).  As impacts are anticipated to 
be less than significant, no further analysis in the EIR is warranted.   

Impact #3.4.7b – Would the Project result in substantial soil erosion or the loss of topsoil? 

See discussion of Impacts #3.4.7a(i) through a(iv) above. 

The Project site is underlain by four soil types, Nord complex, Nord fine sandy loam, 
Kimberlina fine sandy loam, saline-alkali, and Wasco sandy loam (QK, 2022a). Construction 
activities associated with the proposed Project will disturb surface vegetation and soils 
during construction and expose these disturbed areas to erosion by wind and water. To 
reduce the potential for soil erosion and loss of topsoil during construction, the Project 
would comply with the National Pollutant Discharge Elimination System (NPDES) General 
Construction Permit from the State of California Central Valley Regional Water Quality 
Control Board (RWQCB) during construction. Under the NPDES, the preparation and 
implementation of a Stormwater Pollution Prevention Plan (SWPPP) are required for 
construction activities that would disturb an area of one acre or more. An SWPPP must 
identify potential sources of erosion or sedimentation and identify and implement best 
management practices (BMPs) that ensure reduced erosion. If an SWPPP was not required, 
the Project would implement the standard BMPs. Typical BMPs intended to control erosion 
include sandbags, silt fencing, street sweeping, etc. Compliance with local grading and 
erosion control ordinances would also help minimize adverse effects associated with erosion 
and sedimentation. Any stockpiled soils would be watered and/or covered to prevent loss 
due to wind erosion as part of the SWPPP during construction.  
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The Project will comply with all the City's grading requirements outlined in Title 24 and 
Appendix J of the California Building Code. The Project is not expected to result in substantial 
soil erosion or the loss of topsoil. 

Once constructed, the Project will have both impermeable surfaces as well as permeable 
surfaces. Impermeable surfaces would include existing roadways, driveways, and structures. 
Permeable surfaces would include open areas of the site and any landscaped areas. Overall, 
the development of the Project would not result in conditions where substantial surface soils 
would be exposed to wind and water erosion. Therefore, within implementation of the 
mitigation measures, the project is expected to result in a less-than-significant impact, and 
no further analysis in the EIR is warranted.   

Impact #3.4.7c – Would the Project be located on a geologic unit or soil that is unstable, or 
that would become unstable as a result of the Project, and potentially result in on- or off-site 
landslide, lateral spreading, subsidence, liquefaction, or collapse? 

See discussion in Impact #3.4.7a(iii) and 3.4.7a(iv) above. 

There are no slopes on or near the property, and the Project would not expose the people or 
structures to significant risks from landslides.  

The proposed Project will comply with all City and State regulations pertaining to 
construction, including the Hanford Municipal Code. In addition, the California Geologic 
Society, in implementing the CA Seismic Hazards Mapping Program, has not identified any 
seismically induced landslide hazard zones in Hanford (City of Hanford, 2017). Therefore, 
complying with the existing regulatory framework would be adequate to reduce any 
potential impacts to less-than-significant levels.  No further analysis in the EIR is warranted.   

Impact #3.4.7d – Would the Project be located on expansive soil, as defined in Table 18-1-B 
of the Uniform Building Code (1994), creating substantial direct or indirect risks to life or 
property? 

See Impact #3.4.7a(iii), 3.4.7a(iv) and Impact #3.4.7c above.  

Expansive soils are fine-grained soils that can undergo a significant increase in volume with 
an increase in water content, as well as a significant decrease in volume with a decrease in 
water content. The City and surrounding area’s soils contain percentages of clay that 
generally range between 7-27 percent. When a soil has 35 percent or more clay content, it is 
considered clayey soil. Since the soils types in the City generally do not contain 35 percent 
clay content, the potential for expansive soils within the City of Hanford and its surrounding 
is low (City of Hanford, 2017). The soils found within the Project site are sandy and loamy 
and not considered to have a high clay content. 

Additionally, the Project would comply with all applicable California Code of Regulations and 
the most recent California Building Standards Code, which provides criteria for the 
appropriate design of buildings. The proposed Project would not be located on any identified 
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expansive soils, as defined in the California Building Code. No further analysis in the EIR is 
warranted. 

Impact #3.4.7e – Would the Project have soils incapable of adequately supporting the use of 
septic tanks or alternative wastewater disposal systems in areas where sewers are not 
available for the disposal of wastewater? 

The proposed Project would not include septic tanks or alternative wastewater disposal 
systems. The dwelling units will be required to connect to the existing City sewer system. 
Therefore, there would be no impact related to the use of septic systems, and no further 
analysis in the EIR is warranted. 

Impact #3.4.7f – Would the Project directly or indirectly destroy a unique paleontological 
resource or site or unique geologic feature? 

The Project site does not have any known paleontological resources or unique geologic 
features. There is no evidence that cultural resources of any type (including historical, 
archaeological, paleontological, or unique geologic features) exist on the Project site. 
Nevertheless, there is some possibility that a buried site may exist in the area and be 
obscured by vegetation, fill, or other historical activities, leaving no surface evidence. 

However, the City’s 2035 General Plan Goal 06 requires the protection of paleontological 
resources. Avoidance and minimization measures will be added to all engineered plans and 
specs that would outlines necessary steps to be taken in the unlikely event construction of 
the Project inadvertently uncovers previously unknown paleontological resources. These 
measures require all work in the immediate vicinity of the discovery of paleontological 
resources find would halt until a qualified professional can evaluate the find and make 
recommendations. With the implementation of these measures, impacts are considered to 
be less than significant, and no further analysis in the EIR is warranted.   
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3.4.8 - GREENHOUSE GAS EMISSIONS 

Would the Project: 

 

      
a. Generate greenhouse gas emissions, either 

directly or indirectly, that may have a 
significant impact on the environment? 

    

      
b. Conflict with any applicable plan, policy, or 

regulation adopted for the purpose of 
reducing the emissions of greenhouse gases? 

    

 

The impact analyses in this section are based on an Air Quality & Greenhouse Impact 
Assessment (VRPA Technologies, Inc., 2022), which is attached as Appendix A. 

Discussion 

There have been legislative and regulatory activities that directly and indirectly affect 
climate change and GHGs in California. The primary climate change legislation in California 
is AB 32, the California Global Warming Solutions Act of 2006. AB 32 focuses on reducing 
greenhouse gases (GHG) emissions in California. GHGs, as defined under AB 32, include 
carbon dioxide, methane, nitrous oxide, hydrofluorocarbons, perfluorocarbons, sulfur 
hexafluoride, and nitrogen trifluoride. AB 32 requires that GHGs emitted in California be 
reduced to 1990 levels by the year 2020. The California Air Resources Board is the State 
agency charged with monitoring and regulating sources of emissions of GHGs that cause 
global warming in order to reduce emissions of GHGs. SB 32 was signed by the Governor in 
2016, which would require the State Board to ensure that statewide greenhouse gas 
emissions are reduced to 40 percent below the 1990 level by 2030. 

Impact #3.4.8a – Would the Project generate greenhouse gas emissions, either directly or 
indirectly, that may have a significant impact on the environment? 

The SJVAPCD acknowledges the current absence of numerical thresholds and recommends 
a tiered approach to establish the significance of the GHG impacts on the environment. 

i. If a project complies with an approved GHG emission reduction plan or GHG mitigation 
program which avoids or substantially reduces GHG emissions within the geographic 
area in which the project is located, then the project would be determined to have a less-
than-significant individual and cumulative impact for GHG emissions. 

ii. If a project does not comply with an approved GHG emission reduction plan or mitigation 
program, it would be required to implement best performance standards (BPS). 
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iii. If a project is not implementing BPS, it should demonstrate that its GHG emissions would 
be reduced or mitigated by at least 29 percent compared to Business as Usual (BAU). 

The South Coast Air Quality Management District (SCAQMD) guidance identifies a threshold 
of 10,000 MTCO2eq./year for GHG for construction emissions amortized over a 30-year 
project lifetime, plus annual operation emissions.  Although the Project is under SJVAPCD 
jurisdiction, the SCAQMD GHG threshold provides some perspective on the GHG emissions 
generated by the Project. Table 3.4.8-1 shows the yearly GHG emissions generated by the 
Project as determined by the CalEEMod model, which is approximately 38 percent less than 
the threshold identified by the SCAQMD (VRPA Technologies, Inc., 2022).  

Table 3.4.8-1 
Project Operational Greenhouse Gas Emissions 

Summary Report CO2e 
Project operation Emissions Per Year 6,206.03 MT/yr 

 

The proposed Project would emit greenhouse gases such as carbon dioxide (CO2), methane, 
and nitrous oxide from the exhaust of construction equipment and the exhaust of vehicles 
for residents and construction equipment and delivery trips during construction. The 
increased rate of greenhouse gas emissions would not be considered cumulatively 
significant per the California Global Warming Solutions Act of 2006. As stated in the 
SJVAPCD’s GAMAQI, projects whose emissions have been reduced or mitigated, consistent 
with AB 32 – California Global Warming Solutions Act of 2006, should be considered to have 
a less-than-significant impact on global climate change. Although project-related activities of 
the proposed Project could result in temporary emissions of GHGs, the proposed Project as 
a whole is not expected to generate greenhouse gas emissions, either directly or indirectly, 
that may have a significant impact on the environment. 

Implementation of the Project will not result in Project-specific or site-specific significant 
adverse impacts from greenhouse gas emissions. Therefore, no mitigation is required, 
impacts are less than significant, and no further analysis in the EIR is warranted. 

Impact #3.4.8b – Would the Project conflict with any applicable plan, policy, or regulation 
adopted for the purpose of reducing the emissions of greenhouse gases? 

On December 11, 2008, CARB adopted its initial Scoping Plan, which functions as a roadmap 
of CARB’s plans to achieve GHG reductions in California required by AB 32 through 
subsequently enacted regulations. CARB’s 2017 Climate Change Scoping Plan builds on the 
efforts and plans encompassed in the initial Scoping Plan.  

Senate Bill (SB) 375 aligns regional transportation planning efforts, regional GHG reduction 
targets, and land use and housing allocation. CARB has provided each affected region with 
reduction targets for GHGs emitted by passenger cars and light trucks in the region 2020 and 
2035.  
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There is no proposed long-term use of large pieces of stationary source equipment or use of 
diesel-powered vehicles that generate GHG emissions. Once site preparation has been 
completed, there will be minimal use of any large construction equipment. Because the 
proposed Project will be consistent with the applicable General Plan land use designation of 
High Density Residential, it can be concluded that the proposed Project would not conflict 
with the approved General Plan.  Therefore, the Project is consistent with the growth 
assumptions used in the applicable AQPs.  As a result, the Project will not conflict with or 
obstruct implementation of any air quality plans.  Therefore, no mitigation is needed. 

CARB’s 2017 Climate Change Scoping Plan builds on the efforts and plans encompassed in 
the initial Scoping Plan. The current plan has identified new policies and actions to 
accomplish the State’s 2030 GHG limit. Below is a list of applicable strategies in the Scoping 
Plan and the Project’s consistency with those strategies. 

• California Light-Duty Vehicle GHG Standards – Implement adopted standards and 
planned second phase of the program. Align zero-emission vehicles, alternative and 
renewable fuel, and vehicle technology programs for long-term climate change goals. 

• The Project is consistent with this reduction measure. This measure cannot be 
implemented by a particular project or Lead Agency since it is a statewide measure. 
When this measure is implemented, standards would be applicable to light-duty 
vehicles that would access the residential development. The Project would not 
conflict with or obstruct this reduction measure. 

• Energy Efficiency – Pursuit of a comparable investment in energy efficiency from all 
retail providers of electricity in California. Maximize energy efficiency building and 
appliance standards. 

• The Project is consistent with this reduction measure. Though this measure applies 
to the State to increase its energy standards, the Project would comply with this 
measure through existing regulations. The Project would not conflict with or obstruct 
this reduction measure. 

• Low Carbon Fuel – Development and adoption of the low carbon fuel standard. 

• The Project is consistent with this reduction measure. This measure cannot be 
implemented by a particular project or Lead Agency since it is a statewide measure. 
When this measure is implemented, standards would be applicable to the fuel used 
by vehicles that would access the residential development. The Project would not 
conflict with or obstruct this reduction measure. 

The SJVAPCD does not have thresholds or guidance regarding the significance of 
construction-related emissions. Overall, the impacts during the construction phase would be 
short-term and temporary. Since are no current significance thresholds and because 
construction-related impacts are considered temporary, they are generally considered less 
than significant. In addition, the construction of the proposed Project would still have to 
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comply with the SJVAPCD’s regulations and requirements, as discussed in the air quality 
section. The Project will not generate significant long-term emissions over the life of the 
Project. Based on the assessment above, the Project will not conflict with an applicable plan, 
policy, or regulation adopted to reduce the emissions of greenhouse gases. Therefore, any 
impacts would be less than significant, and no further analysis in the EIR is warranted.  
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3.4.9 - HAZARDS AND HAZARDOUS MATERIALS 

Would the Project: 
      
a. Create a significant hazard to the public or the 

environment through the routine transport, 
use, or disposal of hazardous materials? 

    

      
b. Create a significant hazard to the public or the 

environment through reasonably foreseeable 
upset and accident conditions involving the 
release of hazardous materials into the 
environment? 

    

      
c. Emit hazardous emissions or involve 

handling hazardous or acutely hazardous 
materials, substances, or waste within one-
quarter mile of an existing or proposed 
school? 

    

      
d. Be located on a site that is included on a list of 

hazardous materials sites compiled pursuant 
to Government Code Section 65962.5 and, as 
a result, would it create a significant hazard 
to the public or the environment? 

    

      
e. For a Project located within an airport land 

use plan or, where such a plan has not been 
adopted, within two miles of a public airport 
or public use airport, would the Project result 
in a safety hazard or excessive noise for 
people residing or working in the Project 
area? 

    

      
f. Impair implementation of, or physically 

interfere with, an adopted emergency 
response plan or emergency evacuation plan? 

    

      
g. Expose people or structures, either directly 

or indirectly, to a significant risk of loss, 
injury, or death involving wildland fires? 

    

 

Discussion 

Impact #3.4.9a – Would the Project create a significant hazard to the public or the 
environment through the routine transport, use, or disposal of hazardous materials? 
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A material is considered hazardous if it appears on a list of hazardous materials prepared by 
a federal, State, or local agency or if it has characteristics defined as hazardous by such an 
agency. The California Code of Regulation (CCR) defines a hazardous material as a substance 
that, because of physical or chemical properties, quantity, concentration, or other 
characteristics, may either (1) cause an increase in mortality or an increase in serious, 
irreversible, or incapacitating illness, or (2) pose a substantial present or potential hazard 
to human health or environment when improperly treated, stored, transported, or disposed 
of, or otherwise managed (CCR, Title 22, Division 4.5, Chapter 10, Article 2, Section 
66260.10). Hazardous materials have been and are commonly used in commercial, 
agricultural, and industrial applications and, to a limited extent, in residential areas. 
Hazardous wastes are defined in the same manner. 

Project Construction 

Project construction-related activities may involve the use and transport of hazardous 
materials. These materials may include fuels, oils, mechanical fluids, and other chemicals 
used during construction-related activities. These materials could expose human health or 
the environment to undue risks associated with their use, and no significant impacts will 
occur during construction activities. 

Transportation, storage, use, and disposal of hazardous materials during construction 
activities will be required to comply with applicable federal, State, and local statutes and 
regulations. U.S. Department of Transportation and Caltrans regulate the transportation of 
hazardous materials. Additionally, the City’s routes that have been designated for hazardous 
materials transport would be used. Any hazardous waste or debris that is generated during 
the construction of the proposed Project would be collected and transported away from the 
site and disposed of at an approved off-site landfill or other such facilities. In addition, 
sanitary waste generated during construction would be managed through portable toilets 
located at reasonably accessible on-site locations.  

Hazardous materials such as paint, bleach, water treatment chemicals, gasoline, oil, etc., may 
be used during construction. These materials are stored in appropriate storage locations and 
containers in the manner specified by the manufacturer and disposed of in accordance with 
local, federal, and State regulations. Residential construction generally uses fewer hazardous 
chemicals or chemicals in relatively small quantities and concentrations compared to 
commercial or industrial uses. No significant hazard to the public or the environment 
through the routine transport, use, or disposal of hazardous waste during construction or 
operation of the new residential development would occur.  

Project Operation 

Once constructed, the use of such materials as paint, bleach, etc., is considered common for 
residential developments. It would be unlikely for such materials to be stored or used in such 
quantities that would be considered a significant hazard. The Project will not generate or use 
hazardous materials outside health department requirements. Operation activities will 
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comply with the California Building Code, local building codes, and applicable safety 
measures.  

Based on the analysis above, Project construction and operation are not anticipated to result 
in significant impacts due to the transportation, use, or disposal of hazardous materials. 
Therefore, impacts would be less than significant, and no further analysis in the EIR is 
warranted. 

Impact #3.4.9b – Would the Project create a significant hazard to the public or the 
environment through reasonably foreseeable upset and accident conditions involving the 
release of hazardous materials into the environment? 

Hazardous materials handling on the Project site over the long-term construction of the 
Project may result in soil and groundwater contamination from accidental spills. 
Construction of the Project would require preparing and implementing an SWPPP, as noted 
in Impact #3.4.7b. An SWPPP is a State requirement under the National Pollution Discharge 
Elimination System (NPDES) general permit for construction sites over one acre. The SWPPP 
identifies potential sources of pollution from the Project that may affect the stormwater 
discharge quality and requires that best management practices (BMPs) be implemented to 
prevent contamination at the source. Implementing BMPs during construction would 
contain accidental spills of hazardous materials, and soil and groundwater contamination 
would be minimized or prevented. Due to the size of the Project, each construction phase 
would be required to prepare and implement an SWPPP.  

Valley Fever or coccidioidomycosis is prevalent in the Central San Joaquin Valley of 
California. This disease, which affects both humans and animals, is caused by the inhalation 
of arthroconidia (spores) of the fungus Coccidioides immitis (CI). CI spores are found in the 
top few inches of soil, and the fungus's existence in most soil areas is temporary. The 
proposed Project can generate fugitive dust and suspend Valley Fever spores with the dust 
that could then reach nearby sensitive receptors. It is possible that on-site workers could be 
exposed to valley fever as fugitive dust is generated during construction. Implementation of 
dust control measures throughout the construction period would reduce fugitive dust 
emissions. Therefore, the exposure to Valley Fever would be minimized by implementing 
these dust control measures as required by the Air District. Dust from the construction of the 
proposed Project would not add significantly to the existing exposure level of people to this 
fungus, including construction workers, and impacts would be reduced to less-than-
significant levels. 

All Project plans would comply with State and local codes and regulations. Construction and 
operational activities will also be required to comply with the California fire code to reduce 
the risk of potential fire hazards. The City’s Fire Department will be responsible for enforcing 
provisions of the fire code.   

A review of the State of California Department of Toxic Substances Control (DTSC) 
Envirostor database available via the DTSC’s internet website indicated that no sites, 
including State response sites, voluntary cleanup sites, school cleanup sites, or military or 
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school evaluation sites are listed for the subject site or adjacent properties. Additionally, no 
Federal Superfund – National Priorities List (NPL) sites were determined to be located 
within a one-mile radius of the subject site (Department of Toxic Substances Control, 2022). 

Review of State of California Department of Conservation, Geological Energy Management 
Division (CalGEM, formerly DOGGR) Online Mapping System indicated that no plugged and 
abandoned or producing oil wells are located on or adjacent to the subject site (CalGEM, 
2022). 

As noted in Impact #3.4.9a above, if there is a use of hazardous materials during the Project's 
construction phase, the safe handling and storage of hazardous materials consistent with 
applicable local and State regulations will be required. 

The proposed Project is not anticipated to create a significant hazard to the public or the 
environment; as mentioned previously in Impact #3.4.9a above, the residential Project 
would not routinely transport, use, dispose of, or discharge hazardous materials into the 
environment, and impacts would be less than significant.  No further analysis in the EIR is 
warranted.   

Impact #3.4.9c – Would the Project emit hazardous emissions or involve handling hazardous 
or acutely hazardous materials, substances, or waste within one-quarter mile of an existing 
or proposed school? 

The nearest schools to the site are the Kings Community School, approximately 700 feet 
northwest, and Lincoln Elementary School, approximately 2,500 feet north of the Project 
site. Construction activities for residential development could temporarily use hazardous 
materials and or substances, such as lubricant and diesel fuel, during construction. Exhaust 
from construction and related activities are expected to be of short duration, minimal, and 
not significant (VRPA Technologies, Inc., 2022). All future construction-related activities 
resulting from the proposed Project would be subject to local, State, and federal laws related 
to hazardous materials and substances emissions. However, construction of the Project 
would require the use of minimal hazardous materials and require implementation of BMPs 
when handling any hazardous materials, substances, or waste. As noted in Impact #3.4.9a, 
emissions from construction and related activities are expected to be minimal and not 
significant. Once constructed, residential development is not expected to result in hazardous 
emissions; therefore, the Project would have a less-than-significant impact, and no further 
analysis in the EIR is warranted.  

Impact #3.4.9d – Would the Project be located on a site that is included on a list of hazardous 
materials sites compiled pursuant to Government Code Section 65962.5, and, as a result, 
would it create a significant hazard to the public or the environment? 

As noted in Impact #3.4.9b, there are no known existing hazardous material conditions on 
the Project property. The property is not included on a list of hazardous materials sites 
compiled pursuant to Government Code Section 65962.5 and the Department of Toxic 
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Substances Control (DTSC). The Project itself will not generate or use hazardous materials 
outside health department requirements.  

Therefore, because the Project is not located on a site that is included on a list of hazardous 
materials sites compiled pursuant to Government Code Section 65962.5, it can be seen there 
is a less-than-significant impact of hazards to the public or environment.  Therefore, a less-
than-significant impact is seen, and no further analysis in the EIR is warranted.    

Impact #3.4.9e – Would the Project for a Project located within an airport land use plan or, 
where such a plan has not been adopted, within two miles of a public airport or public use 
airport, would the Project result in a safety hazard or excessive noise for people residing or 
working in the Project area? 

The Project site is located approximately one mile southwest of the Hanford Municipal 
Airport, which is included in the adopted Kings County Airport Land Use Compatibility Plan 
(ALUCP). The eastern portion of the Project site is within the Airport Land Use Compatibility 
Overlay District (City of Hanford, 2017b). According to the County General Plan, residential 
developments are not permitted within the Aviation Land Use Compatibility Overlay Zone if 
the noise contour is 70 Community Noise Equivalent Level (CNEL) or higher. The Project is 
not within the Airport’s Noise Contour zones, and the highest noise level from the airport is 
65 CNEL (City of Hanford, 2010). Therefore, there would not be excessive noise or create a 
safety hazard for the people residing or working in the Project area.  

The construction and operation of the Project would not result in the generation of noise 
levels beyond those that exist in the surrounding area. The construction and operation of the 
Project would not result in the generation of noise levels beyond those that exist in the 
surrounding area. Therefore, impacts would be less than significant, and no further analysis 
in the EIR is warranted. 

Impact #3.4.9f – Would the Project impair implementation of, or physically interfere with, 
an adopted emergency response plan or emergency evacuation plan? 

The 2015 Kings County Emergency Operations Plan (EOP) establishes emergency 
procedures and policies and identifies responsible parties for emergency response in the 
County, including the incorporated City of Hanford (Kings County, 2015). The EOP includes 
policies that would prevent new development from interfering with the emergency response 
of evacuation plans.  

Development of the proposed Project has the potential to strain the emergency response and 
recovery capabilities of federal, State, and local government. Compliance with the General 
Plan policies to ensure adequate emergency response and maintain current plans reduces 
the impact of the development. The proposed Project is consistent with the policy of the 
General Plan. Additionally, the proposed Project would not inhibit the ability of local 
roadways to continue to accommodate emergency response and evacuation activities. The 
proposed Project would not interfere with the City’s adopted emergency response plan, and 
there would be no impact.   
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The Project site and surrounding area are relatively flat, with little to no topography that 
might obscure visibility to motorists. Additionally, roadway improvements have been 
proposed to maintain traffic safety with the anticipated increase in vehicle trips. Therefore, 
impacts would be less than significant, and no further analysis in the EIR is warranted.  

Impact #3.4.9g – Would the Project expose people or structures, either directly or indirectly, 
to a significant risk of loss, injury, or death involving wildland fires? 

The majority of the City is located within a zone considered by Cal Fire to have low to no 
potential for wildland fires. Additionally, the proposed Project site is not located within 
proximity of a wildland area (City of Hanford, 2017). 

The Hanford City Fire Department Station #2, located approximately 0.25 miles away, would 
provide fire protection services to the proposed Project. Kings County Fire Station #4 is 
approximately 2.5 miles east.  Given that the Project is not surrounded by wildland areas and 
is in proximity to existing fire services, the Project would not expose people or structures to 
a significant risk of loss, injury, or death involving wildland fires. There would be no impact 
related to wildfires, and further analysis in the EIR is not warranted. 
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3.4.10 - HYDROLOGY AND WATER QUALITY 

Would the Project: 
      
a. Violate any water quality standards or 

waste discharge requirements or otherwise 
substantially degrade surface or ground 
water quality? 

    

      
b. Substantially decrease groundwater 

supplies or interfere substantially with 
groundwater recharge such that the Project 
may impede sustainable groundwater 
management of the basin?  

    

      
c. Substantially alter the existing drainage 

pattern of the site or area, including through 
the alteration of the course of a stream or 
river or through the addition of impervious 
surfaces, in a manner which would? 

    

      
 i. Result in substantial erosion or 

siltation on- or off-site; 
    

      
 ii. Substantially increase the rate or 

amount of surface runoff in a manner 
that would result in flooding on- or off-
site; 

    

      
 iii. Create or contribute runoff water that 

would exceed the capacity of existing 
or planned stormwater drainage 
systems or provide substantial 
additional sources of polluted runoff; 
or 

    

      
 iv. Impede or redirect flood flows?     
      
d. In flood hazard, tsunami, or seiche zones, 
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inundation? 
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a water quality control plan or sustainable 
groundwater management plan? 
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Discussion 

Impact #3.4.10a – Would the Project violate any water quality standards or waste discharge 
requirements or otherwise substantially degrade surface or groundwater quality? 

See Impact #3.4.7b. 

During construction, potential impacts on water quality arising from erosion and 
sedimentation are expected to be temporary conditions during the construction of new 
development. The proposed development must draft and comply with an approved SWPPP 
that specifies BMPs to prevent construction pollutants from contacting stormwater to keep 
all erosion products from moving off-site and into receiving waters during construction. In 
addition, prior to the commencement of construction activities, the Project proponent would 
be required to adhere to the requirements of the City Grading Code. The intention is to 
eliminate or reduce non-stormwater discharge to storm sewer systems and other waters of 
the United States.  

Furthermore, as shown in Figure 3-3, TTM 938 includes an approximately four-acre 
stormwater retention that has been designed to control stormwater runoff and erosion, both 
during and after construction. Project-specific drainage improvements would reduce the 
proposed Project's potential to violate water quality standards during construction to a less-
than-significant impact, and no further analysis in the EIR is warranted. 

Impact #3.4.10b – Would the Project substantially decrease groundwater supplies or 
interfere substantially with groundwater recharge such that the Project may impede 
sustainable groundwater management of the basin?  

The Project site is located within the Tulare Lake Subbasin, which is identified as being 
critically over-drafted and subject to Sustainable Groundwater Management Act (SGMA) 
requirements. The proposed Project site is located within the South Fork Kings Groundwater 
Sustainability Agency (GSA), Basin ID No. 5-022.12, “exclusive local agency" per Water Code 
§10723(c). In compliance with the Sustainable Groundwater Management Act (SGMA), a 
Groundwater Sustainability Plan (GSP) was submitted by the GSA to the Department of 
Water Resources (DWR), but it is not yet certified.   

The City currently utilizes local groundwater as its sole source of municipal water supply. 
The City's municipal water system extracts its water supply from underground aquifers via 
14 active groundwater wells within the city limits. In corporation with the Peoples Ditch 
Company and the Kings County Water District, excess Kings River water and stormwater 
flows are conveyed to 125 acres of drainage and slough basins located throughout the City 
to help replenish groundwater. The basins account for approximately 586 acre-feet of 
available water retention. The City plans to add approximately 317 acre-feet of additional 
basins located along major drainage channels for groundwater recharge and flood 
protection.   
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The current and future efforts of the City and Kings County Water District, coupled with the 
requirement to comply with the Sustainable Groundwater Management Act through the 
Groundwater Sustainability Plan process, ensure that future development as an 
implementation of the General Plan would not substantially deplete groundwater supplies 
or interfere substantially with groundwater recharge such that there be a net deficit in 
aquifer volume or a lowering of the local groundwater table level.  

Construction 

The City currently uses groundwater pumped from the Tulare Lake Basin to meet its water 
demand. Like any activity in Hanford, groundwater would be used for construction. Water 
would be used for dust control during grading and construction and for minor activities such 
as washing construction equipment and vehicles. Water demands generated by the Project 
during the construction phase would be temporary and not substantial. It is anticipated that 
groundwater supplies would be adequate to meet construction water demands generated by 
the Project without depleting the underlying aquifer or lowering the local groundwater table. 
Therefore, Project construction would not deplete groundwater supplies, and impacts would 
be less than significant. 

Project construction would not substantially prevent or inhibit incidental groundwater 
recharge on-site during precipitation events. As the Project is constructed, portions of the 
site would remain pervious and would allow infiltration that presently occurs during 
precipitation events to continue to occur. Therefore, Project construction would not 
substantially deplete area groundwater supplies or interfere substantially with groundwater 
recharge, and impacts would be less than significant. 

Operation 

The proposed Project consists of 457 dwelling units, and the average household size in 
Hanford is 3.0 (U.S. Census Bureau, 2022); therefore, the Project will house approximately 
1,371 people. According to the City’s 2015 Urban Water Management Plan (UWMP), the 
actual water used in 2015 was 219 gallons per capita per day (gpcd) (City of Hanford, 2015); 
therefore, the proposed Project would result in estimated water demand of 63,304.14 
gallons per day (1,371 people x 219 gallons/day = 300,249  gallons/day) or 336.3 acre-feet 
per year. 

The Project will follow requirements as applicable in the City of Hanford and Kings County 
Groundwater Sustainability Plan (Greater Kaweah Groundwater Sustainability Agency, 
2020). Given that the water needed for the Project’s construction and operations are 
nominal, the Project’s construction and operations would not substantially deplete 
groundwater supplies or conflict with any future adopted groundwater management plan.   

Since the Project is consistent with the General Plan designation, the Project’s water usage 
has been accounted for in the EIR for the most current General Plan Update. This Project’s 
groundwater usage would not change the baseline condition of groundwater water supplies 
in the basin beyond the baseline condition already analyzed in the current General Plan EIR.  
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Therefore, the Project’s construction and operations would not substantially deplete 
groundwater supplies or interfere significantly with groundwater recharge such that there 
would be a net deficit in aquifer volume or a lowering of the local groundwater table level. 
Impacts would be less than significant, and no further analysis in the EIR is warranted. 

Impact #3.4.10c(i) – Would the Project substantially alter the existing drainage pattern of 
the site or area, including through the alteration of the course of a stream or river or through 
the addition of impervious surfaces, in a manner that would result in substantial erosion or 
siltation on- or off-site? 

The Project site is relatively flat, and grading would be minimal. The topography of the site 
would not appreciably change because of grading activities. The site does not contain any 
blue-line water features, including streams or rivers. The Project has a proposed stormwater 
retention basin that will collect and maintain stormwater runoff on the site, allowing for 
percolation of the captured water back into the underlying aquifer.  

However, the Project would develop areas of impervious surfaces that would reduce the rate 
of percolation at the site, but areas of open space would allow for the percolation of 
stormwater to recharge the aquifer. Water would also be directed into the City’s existing 
stormwater sewer system. The Project would comply with applicable City development 
standards and codes. Therefore, the Project would have a less-than-significant impact on 
drainage patterns or cause substantial erosion or siltation on or off the site. 

As discussed in Impact #3.4.10a above, potential impacts on water quality from erosion and 
sedimentation are expected to be localized and temporary during construction. 
Construction-related erosion and sedimentation impacts due to soil disturbance would be 
less than significant after implementing the SWPPP and BMPs required by the NPDES. No 
drainages or other water bodies are present on the Project site, and therefore, the proposed 
Project would not change the course of any such drainages.  

The existing drainage pattern of the site and area would be affected by Project development 
because of the increase in impervious surfaces at the site. The Project design includes natural 
features such as landscaping and vegetation that would allow for the percolation of 
stormwater. However, there will be an addition in impervious surfaces that could increase 
the potential for stormwater runoff and soil erosion. The Project would connect to existing 
City stormwater sewer infrastructure. The Project will comply with all applicable local 
building codes and regulations to minimize impacts during construction and post-
construction, and impacts related to erosion or siltation on- or off-site are less than 
significant.  No further analysis in the EIR is warranted. 

Impact #3.4.10c(ii) – Would the Project substantially alter the existing drainage pattern of 
the site or area, including through the alteration of the course of a stream or river or through 
the addition of impervious surfaces, in a manner that would substantially increase the rate 
or amount of surface runoff in a manner which would result in flooding on- or off-site? 

See also Impact #3.4.10c(i) above. 
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The Project site is flat, and no drainages or other water bodies are present. Therefore, the 
development of the site would not change the course of any such drainages that may 
potentially result in on- or off-site flooding. Water would be used during the temporary 
construction phase of the Project (e.g., for dust suppression). However, any water used for 
dust control would be mechanically and precisely applied and generally infiltrate or 
evaporate before running off. 

With the construction of the Project, runoff patterns and concentrations could be altered by 
grading activities associated with the Project. Improper design of the access road or building 
pads could alter drainage patterns that would cause flooding on- or off-site. The potential for 
the construction of the proposed Project to alter existing drainage patterns would be 
minimized through compliance with the preparation of an SWPPP and compliance with City 
development standards and codes. With the implementation of such measures, the Project 
would not substantially increase the amount of runoff to result in flooding on- or off-site. 
Impacts would be reduced to less-than-significant levels.  

Additionally, with the approval of grading plans and site development requirements by the 
City Building Division that incorporates BMPs and design standards, the new development 
operations would not substantially increase the rate or amount of surface runoff in a manner 
that would result in flooding on- or off-site. Impacts would be less than significant, and no 
further analysis in the EIR is warranted.   

Impact #3.4.10c(iii) – Would the Project substantially alter the existing drainage pattern of 
the site or area, including through the alteration of the course of a stream or river or through 
the addition of impervious surfaces, in a manner that would create or contribute runoff 
water which would exceed the capacity of existing or planned stormwater drainage systems 
or provide substantial additional sources of polluted runoff? 

Please see Impact #3.4.10c(i)-(ii) above.  

Water would be used during the temporary construction phase of the proposed Project (e.g., 
for dust suppression). However, any water used for dust control would be mechanically and 
precisely applied and would generally infiltrate or evaporate prior to running off. 

The Project would comply with all applicable State and City codes and regulations. The 
Project will construct a stormwater retention basin on-site to capture stormwater, and 
engineering calculations will support the storm drainage plan to ensure that the Project does 
not create or contribute runoff water that would exceed the capacity of existing or planned 
stormwater drainage systems or provide substantial additional sources of polluted runoff. 
Therefore, the Project would not create or contribute runoff water that would exceed the 
capacity of existing or planned stormwater drainage systems or provide substantial 
additional sources of polluted runoff. Impacts would be less than significant, and no further 
analysis in the EIR is warranted. 

Impact #3.4.10c(iv) – Would the Project substantially alter the existing drainage pattern of 
the site or area, including through the alteration of the course of a stream or river or through 
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the addition of impervious surfaces, in a manner which would impede or redirect flood 
flows? 

Please see response #3.4.10a through c(iii) above.  

The Project would comply with all applicable State and City codes and regulations. The 
Project will construct a stormwater retention basin on-site to capture stormwater. 
Engineering calculations will support the storm drainage plan to ensure that the Project does 
not create or contribute runoff water that would exceed the capacity of existing or planned 
stormwater drainage systems or provide substantial additional sources of polluted runoff. 
Therefore, the Project would not create or contribute runoff water that would exceed the 
capacity of existing or planned stormwater drainage systems or provide substantial 
additional sources of polluted runoff.  

The Project site is within an area of minimal flood hazard. There are no development 
restrictions associated since these are areas determined to be outside the 0.2 percent annual 
chance floodplain. Impacts would be less than significant, and no further analysis in the EIR 
is warranted. 

Impact #3.4.10d – Would the Project in flood hazard, tsunami, or seiche zones, risk release 
of pollutants due to Project inundation? 

The Project site is not located near the ocean or a steep topographic feature (i.e., mountain, 
hill, bluff, etc.), nor is it located by the ocean or lake large enough to be inundated by tsunami 
or seiches. The Project area is flat and does not contain slopes steep enough to cause a 
mudflow, avalanche, or significant ground-related risks. The Project site is not located within 
the 100-year floodplain, and there do not appear to be any significant levees that could 
potentially affect people or structures if they were to fail.  

There is no potential for the inundation of the Project site by seiche. Therefore, the Project 
would not contribute to inundation by seiche, tsunami, or mudflow. There would be no 
impact from the Project, and no further analysis in the EIR is warranted. 

Impact #3.4.10e – Would the Project conflict with or obstruct implementation of a water 
quality control plan or sustainable groundwater management plan? 

See response #3.4.10b above.   

The water demand from this Project would not result in a significant impact due to depleted 
groundwater resources or interference with groundwater recharge. Per the City’s 2015 
UWMP, the City’s existing system has a total supply capacity of 32 million gallons per day 
with an average daily demand of 30.2 million gallons (City of Hanford, 2015). Therefore, 
impacts would be less than significant, and no further analysis in the EIR is warranted. 

 

  



Initial Study 

 

 

Notice of Preparation/Initial Study  October 2022 

City of Hanford  Page 3-57 

 

Discussion 

Impact #3.4.11a – Would the Project physically divide an established community? 

The Project is surrounded by undeveloped property and residential developments. 
Furthermore, where the Project abuts an existing subdivision’s stub street or un-subdivided 
land, a stub street intended for connection is proposed to increase connectivity between 
communities.  

The Project would increase an established community within the area and promote orderly 
land use development by providing the ability to develop the 95 acres, which is a supported 
goal under the General Plan, and, therefore, would have no impact. The Project proposes 
connecting to existing roadways, providing future connectivity access, and not dividing an 
established or future community. Future development would not be built in a pre-existing 
community area and would not create any physical barrier between an established 
community. Therefore, the Project would not result in an impact, and no further analysis in 
the EIR is warranted.    

Impact #3.4.11b – Would the Project cause a significant environmental impact due to a 
conflict with any land use plan, policy, or regulation adopted for the purpose of avoiding or 
mitigating an environmental effect? 
  
The Project is consistent with the General Plan and has a Low Density Residential land use 
designation. The Project proposes a gross density of 4.81 per acre, within the allowable 
density between two and 10 units per acre.  

The subdivision TTM 938 is also consistent with the R-L-5 Low Density Residential zoning 
for the site. All parcels meet the required lot size, frontage, width, and depth of the R-L-5 Low 
Density Residential zone district. The proposed residential use is allowed within this land 
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use designation, and the Project does not exceed the maximum density; therefore, the Project 
is consistent with applicable land use plans and policies.  No further analysis in the EIR is 
warranted.   
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Discussion 

Impact #3.4.12a – Would the Project result in the loss of availability of a known mineral 
resource that would be of value to the region and the residents of the State? 

The California Department of Conservation, Geological Survey classifies lands into Aggregate 
and Mineral Resource Zones (MRZs) based on guidelines adopted by the California State 
Mining and Geology Board, as mandated by the Surface Mining and Reclamation Act of 1974. 
These MRZs identify whether known or inferred significant mineral resources are present in 
areas. Lead agencies are required to incorporate identified MRZs resource areas delineated 
by the State into their General Plans. Neither the Project site nor the surrounding area is 
designated as a Mineral Resources Zone in the City of Hanford General Plan or Zoning 
Ordinance, nor is it currently being utilized for mineral extraction. The Project site is also not 
within a California Geologic Energy Management (CalGEM) identified oilfield or gas field.  

The Project design does not include mineral extraction. The Project would not result in the 
loss of availability of a known mineral resource that would be of value to the region and the 
residents of the State and would therefore have no impact.  No further analysis in the EIR is 
warranted.  

Impact #3.4.12b – Would the Project result in the loss of availability of a locally important 
mineral resource recovery site delineated on a local general plan, specific plan, or other land 
use plan? 

See Impact #3.4.12a above.   

No portion of the City or nearby vicinity is designated for mineral resources or zoned for 
mineral resources (City of Hanford, 2017). Therefore, the Project would not result in the loss 
of availability of a locally important mineral resources recovery site delineated on a local 
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general plan, specific plan, or any other land use, and there would be no impact.  No further 
analysis in the EIR is warranted.   
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Discussion 

Impact #3.4.13a – Would the Project result in generation of a substantial temporary or 
permanent increase in ambient noise levels in the vicinity of the Project in excess of 
standards established in the local general plan or noise ordinance, or applicable standards 
of other agencies? 

Land uses deemed sensitive receptors include schools, hospitals, rest homes, and long-term 
care and mental care facilities, which are considered to be more sensitive to ambient noise 
levels than others. The nearest sensitive land uses include widely spaced residential homes 
to the south and west.  

Stationary noise sources can also influence the population, and unlike mobile, 
transportation-related noise sources, these sources generally have a more permanent and 
consistent impact on people. These stationary noise sources involve various industrial uses, 
commercial operations, agricultural production, school playgrounds, high school football 
games, HVAC units, generators, lawn maintenance equipment, and swimming pool pumps. 

During the Project's construction phase, noise-generating activities will be present; 
however, it will be temporary, and any machinery used as a part of the construction of the 
Project will be muffled. Construction activities would be temporary in nature and are 
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anticipated to occur during normal daytime working hours. Construction is anticipated to 
take approximately 24 months to complete.   

The operation of the facility would not generate noise levels significantly higher than the 
existing levels in the Project area. This generated noise is not anticipated to exceed 
thresholds consistent with the City’s General Plan Noise Element or Municipal Code. Short-
term noise-related impacts would be temporary and require compliance with applicable 
regulations and policies of the General Plan to ensure further that construction-related 
impacts would be handled to the greatest extent feasible. 

There are no specific construction noise thresholds established by the City other than the 
noise-generating construction activities that are only allowed to occur between the hours of 
7:00 a.m. and 8:00 p.m. However, the proposed Project's construction would be temporary 
and would occur between 7:00 a.m. to 8:00 p.m., five days a week for approximately 24 
months (City of Hanford, 2022). No demolition or pile-driving will occur during the 
construction phase of the Project. 

Once constructed, the Project would not significantly increase traffic on local roadways. 
Residential activities could also increase ambient noise levels in the immediate Project 
vicinity. Activities that could be expected to generate noise include cars entering and exiting 
the development and mechanical systems related to heating, ventilation, and air 
conditioning systems located on residential buildings. However, this noise would be similar 
to those generated by the nearby existing residential development and would not be of a 
level that exceeds thresholds. Therefore, these increases in ambient noise are considered 
less than significant and consistent with applicable standards.  No further analysis in the EIR 
is warranted.   

Impact #3.4.13b – Would the Project result in generation of excessive groundborne vibration 
or groundborne noise levels? 

The proposed Project is expected to create temporary groundborne vibration as a result of 
the construction activities (during site preparation and grading). According to the U.S. 
Department of Transportation, Federal Railroad Administration, vibration is sound radiated 
through the ground. The rumbling sound caused by the vibration is called groundborne 
noise. The ground motion caused by vibration is measured as particle velocity in inches per 
second and is referenced as vibration decibels (VdB). The background vibration velocity 
level in residential areas is usually around 50 VdB. A list of typical vibration-generating 
equipment is shown in Table 3.4.13-1. However, the Project does not propose to use this 
specific equipment. The table is meant to illustrate typical vibration levels for various pieces 
of equipment.  

The vibration velocity level threshold of perception for humans is approximately 65 VdB. A 
vibration velocity level of 75 VdB is the approximate dividing line between barely 
perceptible and distinctly perceptible levels for many people. 
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Table 3.4.13-1 
Different Levels of Groundborne Vibration 

Vibration Velocity Level Equipment Type 
94 VdB Vibratory roller 
87 VdB Large bulldozer 
87 VdB Caisson drilling 
86 VdB Loaded trucks 
79 VdB Jackhammer 
58 VdB Small bulldozer 

Source:  (Federal Transit Administration, 2006) Note: 25 feet from the corresponding equipment. 
 

The Federal Transit Administration (FTA) has published standard vibration velocities for 
construction equipment operations (Federal Highway Administration (FHWA), U.S. 
Department of Transportation, 2017).  In general, the FTA architectural damage criterion for 
continuous vibrations (i.e., 0.2 inch/second) appears to be conservative even for sustained 
pile driving.  Building damage can be cosmetic or structural.  Ordinary buildings that are not 
particularly fragile would not experience any cosmetic damage (e.g., plaster cracks) at 
distances beyond 30 feet.  This distance can vary substantially depending on the soil 
composition and underground geological layer between vibration source and receiver.  In 
addition, not all buildings respond similarly to vibration generated by construction 
equipment.  The typical vibration produced by construction equipment is illustrated in Table 
3.4.13-2. 
 

Table 3.4.13-2 
Typical Vibration Levels for Construction Equipment 

Equipment 
Reference peak particle 

velocity at 25 feet 
(inches/second)1 

Approximate peak particle 
velocity at 100 feet 
(inches/second)2 

Large Bulldozer 0.089 0.011 
Loaded Trucks 0.076 0.010 
Small Bulldozer 0.003 0.000 
Auger/drill Rigs 0.089 0.011 

Jackhammer 0.035 0.004 
Vibratory Hammer 0.070 0.009 

Vibratory 
Compactor/roller 0.210 0.026 

Notes: 
1 – Federal Transit Administration, Transit Noise and Vibration Impact Assessment Guidelines, May 2006. Table 12-2. 
2 – Calculated using the following formula: PPV equip = PPVref x (25/D)1.5  
where: PPV (equip) = the peak particle velocity in/sec of the equipment adjusted for the distance PPV (ref) = the 
reference vibration level in/sec from Table 12-2 of the FTA Transit Noise and Vibration Impact Assessment Guidelines 
D = the distance from the equipment to the receiver 
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With regard to the proposed Project, groundborne vibration would be generated during site 
clearing and grading activities on-site facilitated by the implementation of the proposed 
Project. As indicated in Table 3.4.13-2, based on the FTA data, vibration velocities from 
typical heavy construction equipment that would be used during Project construction range 
from 0.076 to 0.210 inch-per-second peak particle velocity (PPV) at 25 feet from the source 
of activity. As demonstrated in Table 3.4.13-2, vibration levels at 100 feet would range from 
0.010 to 0.026 PPV. Therefore, the anticipated vibration levels would not exceed the 0.2 inch-
per-second PPV significance threshold during construction operations at the nearest 
receptors, approximately 100 feet to the east and south. 

Typical outdoor sources of perceptible groundborne vibration are construction equipment 
and traffic on rough roads. For example, if a roadway is smooth, the groundborne vibration 
from traffic is barely perceptible.  

Typically, groundborne vibration generated by construction activity attenuates rapidly with 
distance from the source of the vibration. Therefore, vibration issues are generally confined 
to distances of less than 500 feet (U.S. Department of Transportation, 2005). Potential 
sources of temporary vibration during construction of the proposed Project would be 
minimal and would include transportation of equipment to the site. 

Construction activity would include various site preparation, grading, fabrication, and site 
cleanup work. Construction would not involve the use of equipment that would cause high 
groundborne vibration levels, such as pile-driving or blasting. Once constructed, the 
proposed Project would not have any components that would generate high vibration levels. 
Thus, the construction and operation of the proposed Project would not result in any 
vibration, and impacts would be less than significant, and no further analysis in the EIR is 
warranted. 

Impact #3.4.13c – Would the Project result in for a Project located within the vicinity of a 
private airstrip or an airport land use plan or, where such a plan has not been adopted, 
within two miles of a public airport or public use airport, would the Project expose people 
residing or working in the Project area to excessive noise levels? 

The Project site is approximately one mile west of the Hanford Municipal Airport. The site is 
partially located within any Compatibility Zone boundary identified for the Airport in the 
Kings County ALUCP (Kings County, 1994). The noise levels associated with the airport 
operations do not contribute significantly to the overall noise environment at the Project site 
as the Project is not within the noise contour impact map (City of Hanford, 2010). Therefore, 
the Project would not expose people residing or working in the Project area to excessive 
noise levels, and there would be no impact.  No further analysis in the EIR is warranted.   
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Discussion 

Impact #3.4.14a – Would the Project induce substantial population unplanned growth in an 
area, either directly (for example, by proposing new homes and businesses) or indirectly 
(for example, through extension of roads or other infrastructure)? 

According to the 2019 U.S. Department of Finance population estimates, the population in 
Hanford is 57,990 people (United States Census Bureau, 2020). The City is expected to 
increase its population by 32,010 residents in the next 20 years. The City’s General Plan goals 
include encouraging residential developments to meet the future population growth needs. 
The Project proposed 457 new housing units, and the average number of persons per 
household is 3.0. Therefore, the Project will house approximately 1,371 people and would 
be within the range of projected growth within the City. Regional Housing Needs Allocation 
(RHNA) from the California Department of Housing and Community Development specifies 
the number of units, by affordability level, that needs to be accommodated. 

Table 3.4.14-1 
Regional Housing Needs 2014-2024 (Hanford) 

Housing Type Federal Standards 
Extremely Low 549 
Very Low 548 
Low 821 
Low Moderate 865 
Above Moderate 2,049 
Total 4,832 

Source: (City of Hanford, 2022) 
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The Project directly induces population growth in an area by proposing new residential 
development. However, the population of the City is expected to grow by more than 50 
percent over the next 20 years, furthering the need for additional dwelling units. The RHNA 
states that the City of Hanford will need to provide an additional 15,695 dwelling units by 
2035. The proposed Project will provide an estimated additional 457 single-family units. The 
Project is also consistent with the density allowed in the General Plan planned for population 
growth. The Project will help the City of Hanford work toward attaining a sufficient housing 
supply for its residents. Therefore, impacts will be less than significant, and no further 
analysis in the EIR is warranted.   

Impact #3.4.14b – Would the Project displace substantial numbers of existing people or 
housing, necessitating the construction of replacement housing elsewhere? 

See Impact#3.4.14a above. 

The Project site is undeveloped and does not necessitate the demolition of any existing 
houses. Construction of the Project is anticipated to last 24 months and would likely be 
completed by construction workers residing in the City or the surrounding area; they would 
not require new housing. Therefore, the Project will not displace existing people or housing, 
necessitating housing replacement elsewhere. The Project would have no impact, and no 
further analysis in the EIR is warranted.  
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3.4.15 - PUBLIC SERVICES 

Would the Project: 

 

      
a. Result in substantial adverse physical 

impacts associated with the provision of new 
or physically altered governmental facilities, 
need for new or physically altered 
governmental facilities, the construction of 
which could cause significant environmental 
impacts, in order to maintain acceptable 
service ratios, response times, or to other 
performance objectives for any of the public 
services: 

    

      
 i. Fire protection?     

      
 ii. Police protection?     

      
 iii. Schools?     

      
 iv. Parks?     

      

 v. Other public facilities?     

 

Discussion 

Impact #3.4.15a(i) – Would the Project result in substantial adverse physical impacts 
associated with the provision of new or physically altered governmental facilities, need for 
new or physically altered governmental facilities, the construction of which could cause 
significant environmental impacts, in order to maintain acceptable service ratios, response 
times, or to other performance objectives for any of the public services - Fire Protection? 

The City of Hanford Fire Department Station #2 is located approximately 0.25 miles south of 
the Project site.  

Prior to the recordation of the proposed TTM 938, the developer will be required to pay 
development impact fees. A portion of those funds will be specifically earmarked for the use 
of the Fire Department to maintain an adequate level of service within its service boundary. 
The entire Project, whether submitted in phases or not, will be subject to review by the City 
of Hanford Engineering, Public Works, and Fire Department in order to determine whether 
the Project’s infrastructure design is in compliance with City policies for development. The 
Project’s water system will be reviewed to verify that the system can supply the required fire 
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flow for fire protection purposes. The establishment of gallons-per-minute requirements for 
fire flow shall be based on the review of the City of Hanford Fire Department.  

Development of the Project will increase the need for fire protection services and expand the 
service area and response times of the local City Fire Department. As previously mentioned, 
the Project will be required to adhere to any conditions/policies pertaining to the 
construction of infrastructure needed for the Hanford Fire Department to provide an 
adequate level of fire protection service.  

According to the General Plan and the standard review procedures for development projects 
within the City of Hanford, the Project’s plans and permits will be reviewed for input from 
the Fire Department. The Project’s proposed construction would be located adjacent to 
existing residential areas, which the City Fire Department already serves. The developer will 
be required to pay development impact fees to offset growth in population in the area that 
would impact fire protection. Impacts would be less than significant, and no further analysis 
in the EIR is warranted. 

Impact #3.4.15a(ii) – Would the Project result in substantial adverse physical impacts 
associated with the provision of new or physically altered governmental facilities, need for 
new or physically altered governmental facilities, the construction of which could cause 
significant environmental impacts, in order to maintain acceptable service ratios, response 
times, or to other performance objectives for any of the public services – Police Protection? 

The Hanford Police Department (VPD) provides police protection in the City of Hanford and 
collaborates with other law enforcement agencies and the District Attorney’s office on crime 
prevention. The City has approximately 143 sworn officers that are working out of two 
districts. The Project site is located approximately 1.4 miles south of the City of Hanford 
Police Station. The Project proposes development in an area adjacent to residential 
development and undeveloped agricultural land. The Project proposes additional residential 
development in a previously undeveloped location, which will increase the need for police 
services. However, the Project will pay appropriate development fees based on the adopted 
fee calculations and is responsible for constructing any infrastructure needed to serve the 
Project. Impacts would be less than significant, and no further analysis in the EIR is 
warranted.  

Impact #3.4.15a(iii) – Would the Project result in substantial adverse physical impacts 
associated with the provision of new or physically altered governmental facilities, need for 
new or physically altered governmental facilities, the construction of which could cause 
significant environmental impacts, in order to maintain acceptable service ratios, response 
times, or to other performance objectives for any of the public services – Schools? 

There are six elementary school districts and one high school district within the City of 
Hanford. The Martin Luther King Jr. Elementary School is approximately 0.5 miles southwest 
of the Project site; Roosevelt Elementary School is approximately 1 mile northwest, and 
Hanford West High School is approximately 1.7 miles northwest.  
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The increased population generated by the proposed Project would increase the number of 
students attending local schools and could significantly impact these facilities by requiring 
new facilities. The proposed Project would require the payment of developer fees for each 
new residential construction to offset the District’s student classroom capacity. The 
developer will pay appropriate impact fees at the time of building permits. According to 
Government Code Section 65996, the development fees authorized by SB 50 are deemed “full 
and complete school facilities mitigation.” School districts would utilize the General Plan and 
codes to establish new school sites and make decisions on school amenities and facility size. 
The development will be subject to school impact fees to mitigate any increased impacts on 
school facilities.  The Project will result in a less-than-significant impact, and no further 
analysis in the EIR is warranted.   

Impact #3.4.15a(iv) – Would the Project result in substantial adverse physical impacts 
associated with the provision of new or physically altered governmental facilities, need for 
new or physically altered governmental facilities, the construction of which could cause 
significant environmental impacts, in order to maintain acceptable service ratios, response 
times, or to other performance objectives for any of the public services – Parks? 

The Project is within the boundaries of the Hanford Parks and Recreation District. The 
proposed Project includes uses that would increase the use of park and recreation facilities 
in the area. The City presently owns and maintains 24 parks.  

A parks facilities development impact fee is established on the issuance of all residential 
building permits for development in the Hanford city area to pay for parks and recreational 
facilities improvements. Each developer will pay this development fee prior to issuance of a 
building permit or dedicate parkland as a part of their proposed project. The Project is 
proposing a centralized 5.8-acre public park to offset park impacts. The final determination 
will be made by the City of Hanford.  With the proposed 5.8-acre public park being proposed 
to offset park impacts, the Project will result in a less-than-significant impact, and no further 
analysis in the EIR is warranted.    

Impact #3.4.15a(v) – Would the Project result in substantial adverse physical impacts 
associated with the provision of new or physically altered governmental facilities, need for 
new or physically altered governmental facilities, the construction of which could cause 
significant environmental impacts, in order to maintain acceptable service ratios, response 
times, or to other performance objectives for any of the public services – Other Public 
Facilities? 

The City provides a wide range of public services to the public besides those services 
previously mentioned above. The City also provides animal control services, refuse pick-up, 
library facilities, and drainage management.  These services are generally funded through 
the general fund, usage fees, fines, penalties, or impact fee collection.   

In the City of Hanford, all jurisdictions collect planning and building fees and impact fees for 
new development, as necessary.  Since the demand for other public facilities is driven by 
population, the proposed Project would be required to pay fees to offset the demand for that 
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service. Therefore, the Project would have a less-than-significant impact, and no further 
analysis in the EIR is warranted.   
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3.4.16 - RECREATION 

Would the Project: 

 

      
a. Increase the use of existing neighborhood 

and regional parks or other recreational 
facilities such that substantial physical 
deterioration of the facility would occur or be 
accelerated? 

    

      
b. Include recreational facilities or require the 

construction or expansion of recreational 
facilities that might have an adverse physical 
effect on the environment? 

    

 

Discussion 

Impact #3.4.16a – Would the Project increase the use of existing neighborhood and regional 
parks or other recreational facilities such that substantial physical deterioration of the 
facility would occur or be accelerated? 

See Impact #3.4.15a(ii) above.  

The City’s inventory of parks and recreation facilities ranges from a rose garden to softball 
and baseball fields to community centers. Park facilities are classified into nine categories: 
private recreational space, mine-park or pocket park, neighborhood parks, community 
parks, special use parks, dual-purpose stormwater basin park, indoor recreational facilities, 
school parks, and regional parks. Recreational facilities span from picnic shelters to sports 
fields. Hanford maintains 229.17 acres of park and grounds, including inspection of 
Landscape Assessment Districts and right of way and median landscaped acreage. 
Additionally, several elementary schools within Hanford provide public open space during 
non-school hours. The Project proposes to include the construction of a 5.8-acre park for use 
by the residents of the subdivision.  

With the addition of the new 5.8-acre park, the Project would not require the construction 
of additional recreational facilities due to the existing ratio of at least 5.06 acres per 1,000 
residents, where the City of Hanford 2035 General Plan, Goal 9 states that parks be provided 
at a combined ratio of 3.5 acres per 1,000 residents. Several City parks are nearby the Project, 
including Centennial and Home Garden Community Park. The Project is not expected to 
require the construction or expansion of additional City recreational facilities. However, the 
City of Hanford requires that the Project developer pay park impact fees for parkland, 
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community centers, recreational facilities, park amenities, vehicle equipment, and impact fee 
studies to offset any potential impacts from new development. 

Although the proposed Project would increase the use of park and recreation facilities in the 
area, it will not result in the physical deterioration of existing parks or recreational facilities. 
There would be a less-than-significant impact with the payment of the impact fees and the 
construction of the 5.8-acre subdivision park.  No further analysis in the EIR is warranted.   

Impact #3.4.16b – Would the Project include recreational facilities or require the 
construction or expansion of recreational facilities that might have an adverse physical effect 
on the environment? 

See Impact #3.4.16a. 

The Project proposes to construct and dedicate a 5.8-acre park to be utilized by the 
immediate community and public. The Project does not propose the construction or 
expansion of any recreational facilities. There will be no impact, and no further analysis in 
the EIR is warranted.  
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Impact #3.4.17a – Would the Project conflict with a program plan, ordinance or policy 

addressing the circulation system, including transit, roadway, bicycle and pedestrian 

facilities? 

The subject Project site is located along Avenue 10 1/2 between Hanford Armona Road and 
Houston Avenue.  The Project could potentially significantly impact the local circulation 
system and level of service at nearby intersections.  A Traffic Impact Analysis will be 
prepared, and impacts to the circulation system will be analyzed within the EIR.      

Impact #3.4.17b – Would the Project conflict or be inconsistent with CEQA Guidelines 
Section 15064.3, Subdivision (b)? 

CEQA Guidelines Section 15064.3 subdivision (b) was adopted in December 2018 by the 
California Natural Resources Agency.  These revisions to the CEQA Guidelines criteria for 
determining the significance of transportation impacts shift the focus from driver delay to a 
reduction of vehicular greenhouse gas emissions through the creation of multimodal vehicle 
trips.  Vehicle miles traveled (VMT) is a measure of the total number of miles driven for 
various purposes and is sometimes expressed as an average per trip or per person.   

In the case of this Project, the anticipated VMT impacts could potentially exceed established 
significance thresholds.  As such, an in-depth VMT analysis is required and will be further 
analyzed in the EIR.   
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3.4.17 - TRANSPORTATION AND TRAFFIC 

Would the Project: 

 

      
a. Conflict with a program plan, ordinance or 

policy addressing the circulation system, 
including transit, roadway, bicycle and 
pedestrian facilities? 

    

      
b. Conflict or be inconsistent with CEQA 

Guidelines Section 15064.3, Subdivision 
(b)? 
 

    

c. Substantially increase hazards due to a 
geometric design feature (e.g., sharp curves 
or dangerous intersections) or incompatible 
uses (e.g., farm equipment)? 

    

      
d. Result in inadequate emergency access?     
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Impact #3.4.17c – Would the Project substantially increase hazards due to a geometric 
design feature (e.g., sharp curves or dangerous intersections) or incompatible uses (e.g., 
farm equipment)? 

The Project will be designed to meet current standards and safety regulations. All 
intersections will be constructed to comply with the City and Caltrans regulations and design 
and safety standards of Chapter 33 of the California Building Code (CBC) and the guidelines 
of Title 24 to create safe and accessible roadways.  

Vehicles exiting the subdivision will be provided with a clear view of the roadway without 
obstructions. Landscaping associated with the entry driveways could impede such views if 
improperly installed. Specific circulation patterns and roadway designs will incorporate all 
applicable safety measures to ensure that hazardous design features or inadequate 
emergency access to the site or other areas surrounding the Project area would not occur.  

Therefore, the Project will have a less-than-significant impact with the incorporated design 
features and all applicable rules and regulations.  No further analysis in the EIR is warranted.   

Impact #3.4.17d – Would the Project result in inadequate emergency access? 

See the discussion in Impact #3.4.9f  

State and City fire codes establish standards by which emergency access may be determined. 
The proposed Project would have to provide adequate unobstructed space for fire trucks to 
turn around. The proposed Project site would have adequate internal circulation capacity, 
including entrance and exit routes to provide adequate unobstructed space for fire trucks 
and other emergency vehicles to gain access and to turn around. The proposed Project would 
not inhibit the ability of local roadways to continue to accommodate emergency response 
and evacuation activities. Therefore, the Project would result in a less-than-significant 
impact associated with emergency access.  No further analysis in the EIR is warranted.   
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3.4.18 - TRIBAL CULTURAL RESOURCES 

Would the Project: 
      
a. Would the Project cause a substantial adverse 

change in the significance of a tribal cultural 
resource, defined in Public Resources Code 
Section 21074 as either a site, feature, place, 
cultural landscape that is geographically 
defined in terms of the size and scope of the 
landscape, sacred place, or object with 
cultural value to a California Native American 
tribe, and that is: 

    

      
 i. Listed or eligible for listing in the 

California Register of Historical 
Resources, or in a local register of 
historical resources as defined in 
Public Resources Code Section 
5020.1(k), or 

    

      
 ii. A resource determined by the Lead 

Agency, in its discretion and 
supported by substantial evidence, 
to be significant pursuant to criteria 
set forth in subdivision (c) of Public 
Resources Code Section 5024.1. In 
applying the criteria set forth in 
subdivision (c) of Public Resource 
Code Section 5024.1, the Lead 
Agency shall consider the 
significance of the resource to a 
California Native American tribe. 

    

 

Discussion 

Impact #3.4.18a(i) – Would the Project cause a substantial adverse change in the 
significance of a tribal cultural resource, defined in Public Resources Code Section 21074 as 
either a site, feature, place, cultural landscape that is geographically defined in terms of the 
size and scope of the landscape, sacred place, or object with cultural value to a California 
Native American tribe, and that is listed or eligible for listing in the California Register of 
Historical Resources, or in a local register of historical resources as defined in Public 
Resources Code Section 5020.1(k)? 

See also Section 3.4.5 - Cultural Resources. 
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Native American Tribal Consultation was completed for the Project in compliance with 
Assembly Bill 52 (AB 52), CEQA, and the Public Resources Code.  

A Sacred Land Files search was requested from the Native American Heritage Commission 
(NAHC) to identify previously recorded sacred sites or cultural resources of special 
importance to tribes and provide contact information for local Native American 
representatives who may have information about the Project area. A response was received 
on June 20, 2022, indicating negative results that did not indicate the presence of any cultural 
places within the Project site and within a half-mile buffer around the Project site. The City 
of Hanford, as Lead Agency, sent consultation request letters pursuant AB 52 to the tribal 
groups on the NAHC list.  

The Lead Agency has not received information from a local tribal group indicating that the 
Project would impact tribal cultural resources.  

Although there is no obvious evidence of historical or archaeological resources on the Project 
site, there is the potential during construction for the discovery of cultural resources. 
Grading, trenching, and other ground-disturbing actions can damage or destroy these 
previously unidentified and potentially significant cultural resources within the Project area, 
including historical resources.  

The General Plan EIR determined that new development could affect known and previously 
unknown archaeological resources. The EIR also included policies that specifically address 
sensitive archaeological resources and their protection, which includes: 

• Policy O45—Consult with appropriate Native American associations about potential 
archaeological sites in the beginning stages of the development review process.  

• Policy O46—Require archaeological studies by a certified archeologist in areas of 
archeological potential significance prior to approval of development projects.  

• Policy O47—Consult with the California Archaeological Inventory Southern San 
Joaquin Valley at California State University, Bakersfield about potential cultural sites 
on projects that could have an impact on cultural resources.  

• Policy O48—Halt construction at a development site if cultural resources are 
encountered. 

An inventory was conducted for the General Plan Update and this site was not listed as 
having a potential cultural resource.  Consultation was conducted with the Santa Rosa Tachi 
Yokut Tribe for this project, a response was not received. Compliance with General Plan 
Policy O48, set forth above is required as a condition of approval of TTM 938 and these 
measures will be added to all engineered plans and specs that would outline the necessary 
steps to be taken.  The condition of approval will require the project proponent to adhere to 
the policies set forth in the Hanford General Plan pertaining to preservation of Cultural 
Resources, including Policy O48.  
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Due to the prior meeting with the Tachi Yokut Tribe on January 10, 2017, the lead agency is 
requiring as a Condition of Approval that a Burial Treatment Plan be entered into by the 
applicant/developer prior to any earth disturbing activities. This condition was requested 
by the Tachi Yokut Tribe for all projects requiring an initial study 

These measures will be added to all engineered plans and specs that outline the necessary 
steps to be taken prior to the start of construction in the unlikely event construction of the 
Project inadvertently uncovers previously unknown tribal cultural resources.  These 
measures require all work in the immediate vicinity of the discovery of cultural resources 
find would halt until a qualified archaeologist can evaluate the find and make 
recommendations. In addition, prior to any ground disturbance, if the City of Hanford 
receives a request from a Native American tribal group, a surface inspection of the site will 
be conducted by a tribal monitor, and the tribe will have the opportunity to provide a Native 
American Monitor during ground-disturbing activities, dependent upon the availability and 
interest of the tribe.  

With the implementation of these measures, impacts are considered to be less than 
significant, and no further analysis in the EIR is warranted. 

Impact #3.4.18a(ii) – Would the Project cause a substantial adverse change in the 
significance of a tribal cultural resource, defined in Public Resources Code Section 21074 as 
either a site, feature, place, cultural landscape that is geographically defined in terms of the 
size and scope of the landscape, sacred place, or object with cultural value to a California 
Native American tribe, and that is a resource determined by the Lead Agency, in its discretion 
and supported by substantial evidence, to be significant pursuant to criteria set forth in 
subdivision (c) of Public Resources Code Section 5024.1. In applying the criteria set forth in 
subdivision (c) of Public Resource Code Section 5024.1, the Lead Agency shall consider the 
significance of the resource to a California Native American tribe? 

See discussion in Section 3.4.5 - Cultural Resources and Impact #3.14.18(i) above.  

With the implementation of these measures, the Project would not cause a substantial 
adverse change in the significance of a tribal cultural resource that is a resource determined 
by the Lead Agency, in its discretion and supported by substantial evidence, to be significant 
pursuant to criteria set forth in subdivision (c) of Public Resources Code Section 5024.1.  The 
Project would result in a less-than-significant impact, and no further analysis in the EIR is 
warranted.   
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3.4.19 - UTILITIES AND SERVICE SYSTEMS             

Would the Project: 

 

      
a. Require or result in the relocation or 

construction of new or expanded water, 
wastewater treatment or stormwater 
drainage, electric power, natural gas, or 
telecommunications facilities, the 
construction or relocation of which would 
cause significant environmental effects? 

    

      
b. Have sufficient water supplies available to 

serve the Project and reasonably foreseeable 
future development during normal, dry, and 
multiple dry years? 

    

      
c. Result in a determination by the wastewater 

treatment provider that serves or may serve 
the Project that it has adequate capacity to 
serve the Project’s projected demand in 
addition to the provider’s existing 
commitments? 

    

      
d. Generate solid waste in excess of State or 

local standards, or in excess of the capacity of 
local infrastructure, or otherwise impair the 
attainment of solid waste reduction goals? 

    

      
e. Comply with federal, state, and local 

management and reduction statutes and 
regulations related to solid waste?  

    

 

Discussion 

Impact #3.4.19a – Would the Project require or result in the relocation or construction of 
new or expanded water, wastewater treatment or stormwater drainage, electric power, 
natural gas, or telecommunications facilities, the construction or relocation of which would 
cause significant environmental effects? 

The proposed Project would be developed on land that has already been designated for 
residential development in the General Plan. The City has indicated that the infrastructure 
necessary to serve the Project is available and sufficient.  
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The proposed Project is located within the planned service area for the City services. The 
Project proposes to construct new wet and dry utility infrastructure to connect to the 
existing City and private service provider infrastructure. Services that will be installed 
during the construction of the Project include water, wastewater, storm drain drainage 
connections, natural gas, electric power, and telecommunications facilities. The proper 
sizing and placement of the utilities will be designed per the City and other utility 
development design standards.  

See Section 3.4.10 - Hydrology and Water Quality for a discussion of wastewater disposal. 
The Project will not require the construction of new water or wastewater treatment 
facilities. The City’s Wastewater Treatment Facility is currently up to date with all 
wastewater treatment requirements set forth by the Central Valley Regional Water Quality 
Control Board. The City’s WWTF would continue to comply with the requirements set forth 
by the Central Valley Regional Water Quality Control Board, as required by law. Therefore, 
the proposed Project would have a less-than-significant impact.  

The proposed Project would be subject to the payment of any applicable connection charges 
and/or fees and extension of services in a manner that is compliant with the City’s 
development standards, specifications, and policies. All applicable local, State, and federal 
requirements and best management practices will be incorporated into the construction and 
operation of the Project. Therefore, impacts would be considered less than significant, and 
no further analysis in the EIR is warranted. 

Impact #3.4.19b – Would the Project have sufficient water supplies available to serve the 
Project and reasonably foreseeable future development during normal, dry, and multiple dry 
years? 

As noted in Impact #3.4.10b, the water demand for the proposed Project would result in 
300,249 gallons per day (1,371 people x 219 gallons/day = 300,249 gallons/day) or 336.3 
acre-feet per year). Water usage for construction is minimal to that required for occupancy 
of constructed land uses. Even on a short-term basis, such usage does not require the water 
volumes required for human occupancy of residences and other structures, waste disposal, 
and year-round landscaping. Water usage for construction dust control, trench and roadway 
soils compaction, landscaping, and related activities and usage is sporadic rather than long-
term. Its quantification for analysis is difficult, but it clearly does not approximate or 
approach long-term water demand. 

Future population growth in the area would create an increase in water usage. Water supply 
demand was addressed under the Urban Water Management Plan, which concluded that the 
Tulare Lake Groundwater Subbasin would continue to supply water to meet the City’s 
projected water demands through the year 2035.   

It is important to note that the water usage was considered and analyzed in the certified 
General Plan EIR.  Such water usage is approximately the same as that required for Project 
implementation. The Project will obtain its water from the City of Hanford’s municipal water 
system. The site is within the City of Hanford Water Management Plan service area (City of 



Initial Study 

 

 

Notice of Preparation/Initial Study  October 2022 

City of Hanford  Page 3-80 

Hanford, 2020). The City’s groundwater has historically been capable of reliably meeting the 
City’s water demands.  It is projected that with the expected population growth when the 
Project is completed, the supply of water will meet the demand (City of Hanford, 2020). 
Based on these estimates, the Project’s construction and operations would not substantially 
deplete groundwater supplies or interfere substantially with groundwater recharge such 
that there would be a net deficit in aquifer volume or a lowering of the local groundwater 
table level. Impacts would be less than significant, and no further analysis in the EIR is 
warranted. 

Impact #3.4.19c – Would the Project result in a determination by the wastewater treatment 
provider that serves or may serve the Project that it has adequate capacity to serve the 
Project’s projected demand in addition to the provider’s existing commitments? 

Under the General Plan Update, it was determined that planned improvements and 
expansion development through various goals and policies would assist in providing 
wastewater services to the study area as development continues (City of Hanford, 2017). 
The current capacity of the WWTF is designed to accommodate 8.0 mgd, which is expected 
to provide adequate services to population growth for the foreseeable future, as planned in 
the General Plan. 

Hanford's existing wastewater system includes a treatment facility south of Houston Avenue 
and east of 11th Avenue and 21 sanitary sewer lift stations at various locations throughout 
the City. The City has plans for pump replacements or upgrades at each of its locations within 
the next several years. The City’s wastewater treatment facility provides for treatment, 
disposal, and reuse of effluent, which meets all of the State’s discharge requirements for 
Hanford. The City’s plant treats nearly 1.75 billion gallons of sewage each year. The facility 
is a major part of the City’s effort to keep the environment clean and to provide a water 
resource for agricultural irrigation and reuse.  

The proposed Project will be reviewed by the Department of Public Works, and any 
applicable fees will be determined. The payment of the fees would help reduce the impacts 
of the Project related to wastewater treatment. It is anticipated that an increase of 457 
homes would result in a less-than-significant impact, and no further analysis in the EIR is 
warranted.   

Impact #3.4.19d – Would the Project Generate solid waste in excess of State or local 
standards, or in excess of the capacity of local infrastructure, or otherwise impair the 
attainment of solid waste reduction goals? 

The 1989 California Integrated Waste Management Act (AB 939) requires California 
counties to attain specific waste diversion goals.  In addition, the California Solid Waste 
Reuse and Recycling Access Act of 1991, as amended, requires expanded or new 
development projects to incorporate storage areas for recycling bins into the proposed 
project design. Reusing and recycling construction debris would reduce operating expenses 
and save valuable landfill space.  
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When developed, the City of Hanford would provide for solid waste collection and disposal 
for the proposed Project site. The City has achieved a 50 percent diversion rate from the 
landfill and has incorporated a green waste program and recycling at the Materials Recycling 
Facility. Project development is subject to payment of Refuse and Recycling Impact Fee and 
compliance with all statutes and regulations related to solid waste. Therefore, impacts would 
be less than significant. 

Kings Waste Recycling Authority (KWRA) will remove solid waste produced from 
construction and operation. The KWRA is a key element that helps the City of Hanford meet 
the State's recycling goals. Refuse from both municipal and commercial haulers is sorted at 
the KWRA facility to recover recyclable materials, including wood/green waste processed 
for compost, ferrous/metallic items, plastic and glass, newspaper, scrap paper, junk mail, 
magazines, paperboard, and cardboard. The KWRA does not operate an active landfill. Waste 
is hauled by transfer trucks from the Material Recover Facility (MRF) to the State permitted 
320-acre Chemical Waste Management Landfill site in Kettleman Hills, approximately 45 
miles west of the MRF. A combined MRF and Transfer Station (TS) was constructed near the 
old landfill southeast of Hanford. The MRF and TS facility includes a small but complete 
Household Hazardous Waste collection station. KWRA operates the MFR and TS as an 
enterprise function, with all revenue coming from solid waste disposal fees and the sale of 
recovered recyclable materials and compost. Responsibilities of the KWRA include the siting, 
permitting, financing, construction, and operation of landfills, and an MRF and TS. Additional 
responsibilities include all activities and waste diversion goals required by the State and the 
closure, post-closure monitoring, and liabilities of all identified former landfills in Kings 
County.  

Construction 

Non-hazardous construction refuse and solid waste would be collected and recycled or 
disposed of at the KWRA facility (City of Hanford, 2017). Any hazardous waste generated 
during construction would be disposed of at an approved location.  

The Kettleman Hills Landfill has a maximum permit capacity of 18.4 million cubic yards 
(mcy) and a remaining capacity of 17.4 mcy and is expected to remain operational until at 
least 2030 (Cal Recyle, 2022). 

The solid waste generated by construction activities is not expected to exceed the capacity 
of the landfill. Additionally, the construction period for the Project is expected to be up to 24 
months, and the landfill that would serve the Project will be in operation during the 
construction period. 

Operation 

The Project would produce waste that would be collected and disposed of at the local landfill 
by a licensed waste hauler. Workers would generate small amounts of typical household 
refuse during maintenance visits. Some refuse will be sent for recycling as a part of the City’s 
recycling efforts. 
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In compliance with federal, State, and local statutes and regulations related to solid waste, 
the Project would dispose of all waste generated on-site at an approved solid waste facility. 
The Project does not conflict with federal, State, or local regulations related to solid waste. 
The proposed Project would be served by a landfill with the sufficient permitted capacity to 
accommodate the Project’s solid waste disposal needs in compliance with federal, State, and 
local statutes and regulations related to solid waste. Therefore, the Project would have a less-
than-significant impact, and no further analysis in the EIR is warranted. 

Impact #3.4.19e – Would the Project comply with federal, state, and local statutes and 
regulations related to solid waste? 

See Impact #3.4.19d.   

The Project would result in a less-than-significant impact, and no further analysis in the EIR 
is warranted.   
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3.4.20 - WILDFIRE 

Would the Project: 

 

      
a. Substantially impair an adopted emergency 

response plan or emergency evacuation 
plan? 

    

      
b. Due to slope, prevailing winds, and other 

factors, exacerbate wildfire risks, and 
thereby expose Project occupants to, 
pollutant concentrations from a wildfire or 
the uncontrolled spread of a wildfire? 

    

      
c. Require the installation or maintenance of 

associated infrastructure (such as roads, fuel 
breaks, emergency water sources, power 
lines or other utilities) that may exacerbate 
fire risk or that may result in temporary or 
ongoing impacts to the environment? 

    

      
d. Expose people or structures to significant 

risks, including downslope or downstream 
flooding or landslides, as a result of runoff, 
post-fire slope instability, or drainage 
changes? 

    

      

Discussion 

Impact #3.4.20a – Would the Project substantially impair an adopted emergency response 
plan or emergency evacuation plan? 

See Impact #3.4.9f regarding emergency response.  

Access to the site for emergency vehicles to the site would be maintained throughout the 
construction period. The Project would not interfere with any local or regional emergency 
response or evacuation plans and would not result in a substantial alteration to the adjacent 
and area circulation system. Impacts related to fire hazards and emergency response plans 
would be less than significant.  No further analysis in the EIR is warranted.   

Impact #3.4.20b – Would the Project due to slope, prevailing winds, and other factors, 
exacerbate wildfire risks, and thereby expose Project occupants to, pollutant concentrations 
from a wildfire or the uncontrolled spread of a wildfire? 
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The risk of wildfire is related to a variety of parameters, including fuel loading (vegetation), 
fire weather (winds, temperatures, humidity levels, and fuel moisture contents), and 
topography (degree of slope). Fuels such as grass are highly flammable because they have a 
high surface area to mass ratio and require less heat to reach the ignition point. Steep slopes 
contribute to fire hazards by intensifying the effects of wind and making fire suppression 
difficult.  

The Project site and surrounding area are relatively flat and without steep slopes. The site is 
located in a predominately urban area with some ongoing agricultural activities, which is not 
considered at significant risk of wildlife. Therefore, impacts would be less than significant, 
and no further analysis in the EIR is warranted.  

Impact #3.4.20c – Would the Project require the installation or maintenance of associated 
infrastructure (such as roads, fuel breaks, emergency water sources, power lines or other 
utilities) that may exacerbate fire risk or that may result in temporary or ongoing impacts to 
the environment? 

See discussion in Impact #3.4.20a-b.  

The Project proposes to construct 457 single-family residences and includes the 
development of infrastructure (water, sewer, electrical power lines, and storm drainage) 
required to support the proposed residential uses. The Project would require installing or 
maintaining additional electrical distribution lines and natural gas lines to connect the 
residences to the existing utility grid. However, the Project would be constructed in 
accordance with all local, State, and federal regulations regarding power lines and other 
related infrastructure, as well as fire suppression requirements. The design of all proposed 
utilities will be subject to the review and approval of the City. The Project will also be subject 
to payment of development fees to offset impacts on City services. It will ensure the viability 
of the utility infrastructure's ability for fire protection and suppression activities. Therefore, 
impacts for the Project would be considered less than significant, and no further analysis in 
the EIR is warranted.  

Impact #3.4.20d – Would the Project expose people or structures to significant risks, 
including downslope or downstream flooding or landslides, as a result of runoff, post-fire 
slope instability, or drainage changes? 

The Project site is not located in or near an SRA or an LRA Fire Hazard Severity Zone. Thus, 
the proposed Project would not expose people or structures to significant risks, including 
downslope or downstream flooding or landslides, as a result of runoff, post-fire slope 
instability, or drainage changes. The Project site is within the Federal Emergency 
Management Agency (FEMA) Area of Minimal Flood Hazard. Therefore, the proposed Project 
would have no impact, and no further analysis in the EIR is warranted. 
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Discussion 

Impact #3.4.21a – Does the Project have the potential to degrade the quality of the 
environment, substantially reduce the habitat of a fish or wildlife species, cause a fish or 
wildlife population to drop below self-sustaining levels, threaten to eliminate a plant or 
animal community, substantially reduce the number or restrict the range of a rare or 
endangered plant or animal, or eliminate important examples of the major periods of 
California history or prehistory? 

As evaluated in this IS, the Project would not substantially degrade the quality of the 
environment; substantially reduce the habitat of a fish or wildlife species; cause a fish or 
wildlife population to drop below self-sustaining levels; threaten to eliminate a plant or 
animal community; reduce the number or restrict the range of an endangered, rare, or 
threatened species; or eliminate important examples of the major periods of California 
history or prehistory including paleontological resources. Avoidance and minimization 
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measures have been recommended to be added to all engineered plans and specs. By 
implementing these measures related to cultural, paleontological, and biological resources. 
The incremental effects of the proposed Project would not contribute to a cumulative 
adverse impact on these resources. Therefore, the Project would have a less-than-significant 
impact. No further analysis in the EIR is warranted.   

Impact #3.4.21b - Does the Project have impacts that are individually limited, but 
cumulatively considerable? (“Cumulatively considerable” means that the incremental effects 
of a Project are significant when viewed in connection with the effects of past Projects, the 
effects of other current Projects, and the effects of probable future Projects.)? 

The Project has the potential to contribute a cumulatively significant impact on the City’s 
circulation system and impacts related to VMT, as identified in this Initial Study.  Such 
impacts could occur as a result of full buildout of the Project.  Therefore, the preparation of 
a focused EIR is warranted to evaluate the Project’s contribution to transportation impacts 
related to the City’s circulation system and VMT.  The EIR will evaluate the proposed 
Project’s contribution to cumulative impacts in this area. 

Impact #3.4.21c - Does the Project have environmental effects that would cause substantial 
adverse effects on human beings, either directly or indirectly? 

The ways in which people can be subject to substantial adverse effects from projects include 
potential exposure to significant levels of local air pollutants; potential exposure to seismic 
and flooding hazards; potential exposure to hazardous materials; potential exposure to 
contamination from hazardous materials; and potential exposure to excessive noise levels. 
The risks from these potential hazards would be avoided or reduced to less-than-significant 
levels through compliance with existing laws, regulations, or avoidance and minimization 
measures placed on all engineered plans and specs. All direct and indirect impacts 
attributable to the Project were identified and determined to be less than significant, except 
for the Project’s contribution to transportation impacts related to the City’s circulation 
system and VMT.   

The EIR will evaluate the proposed Project’s contribution to impacts in this area, and 
preparation of a focused EIR is warranted for this Project.   

.    
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1.0 Introduction 
 

1.1 Description of the Region/Project 
 

The Project Applicant is proposing to develop a 443-unit single-family residential tract via 
tentative subdivision map (Project) on two APN’s 011-440-015 and 011-440-014 with total land 
area of 95 acres in the City of Hanford, CA. The Project is site is located in the southern portion 
of Hanford’s city limit located between Hanford Armona Road and Houston Avenue adjacent to 
west of 10 ½ Avenue and approximately 1 mile south of SR198. 
 
 

This Air Quality & Greenhouse Gas Impact Assessment has been prepared for the purpose of 
identifying potential project-specific or site-specific air quality impacts that may result from the 
Project.  Figures 1 and 2 show the location of the Project long with major roadways and highways. 
 
The City of Hanford is located in Kings County one of the most polluted air basins in the country 
– the San Joaquin Valley Air Basin (SJVAB).  The surrounding topography includes foothills and 
mountains to the east and west.  These mountain ranges direct air circulation and dispersion 
patterns. Temperature inversions can trap air within the Valley, thereby preventing the vertical 
dispersal of air pollutants.  In addition to topographic conditions, the local climate can also 
contribute to air quality problems.  Climate in Hanford is characterized by hot, dry summers and 
cool winters with the notable presence of Tule fog. 
 

1.2 Regulatory 
 
Air quality within the Project area is addressed through the efforts of various federal, state, 
regional, and local government agencies.  These agencies work jointly, as well as individually, to 
improve air quality through legislation, regulations, planning, policymaking, education, and a 
variety of programs.  The agencies primarily responsible for improving the air quality within the 
City of Hanford and Kings County are discussed below along with their individual responsibilities. 
   
1.2.1 Federal Agencies 
 
 U.S. Environmental Protection Agency (EPA) 
 

The Federal Clean Air Bill first adopted in 1967 and periodically amended since then, 
established federal ambient air quality standards.  A 1987 amendment to the Bill set a 
deadline for the attainment of these standards.  That deadline has since passed.  The other 
Clean Air Act (CAA) Bill Amendments, passed in 1990, share responsibility with the State in 
reducing emissions from mobile sources.  The U.S. Environmental Protection Agency (EPA) is 
responsible for enforcing the 1990 amendments.   
 
The CAA and the national ambient air quality standards identify levels of air quality for six 
“criteria” pollutants, which are considered the maximum levels of ambient air pollutants 
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considered safe, with an adequate margin of safety, to protect public health and welfare.  The 
six criteria pollutants include ozone, carbon monoxide (CO), nitrogen dioxide, sulfur dioxide, 
particulate matter, and lead.  
 
CAA Section 176(c) (42 U.S.C. 7506(c)) and EPA transportation conformity regulations (40 CFR 
93 Subpart A) require that each new RTP and Transportation Improvement Program (TIP) be 
demonstrated to conform to the State Implementation Plan (SIP) before the RTP and TIP are 
approved by the Metropolitan planning organization (MPO) or accepted by the U.S. 
Department of Transportation (DOT). The conformity analysis is a federal requirement 
designed to demonstrate compliance with the National Ambient Air Quality Standards 
(NAAQS).  However, because the State Implementation Plan (SIP) for particulate matter 10 
microns or less in diameter (PM10), particulate matter 2.5 microns or less in diameter 
(PM2.5), and Ozone address attainment of both the State and federal standards, for these 
pollutants, demonstrating conformity to the federal standards is also an indication of 
progress toward attainment of the State standards. Compliance with the State air quality 
standards is provided on the pages following this federal conformity discussion.  
 
The EPA approved San Joaquin Valley reclassification of the ozone (8-hour) designation to 
extreme nonattainment in the Federal Register on May 5, 2010, even though the San Joaquin 
Valley was initially classified as serious nonattainment for the 1997 8-hour ozone standard.   
In accordance with the CAA, EPA uses the design value at the time of standard promulgation 
to assign nonattainment areas to one of several classes that reflect the severity of the 
nonattainment problem; classifications range from marginal nonattainment to extreme 
nonattainment.  In the Federal Register on October 26, 2015, the EPA revised the primary and 
secondary standard to 0.070 parts per million (ppm) to provide increased public health 
protection against health effects associated with long- and short-term exposures.  The 
previous ozone standard was set in 2010 at 0.075 ppm. 
 
Kings County is located in a nonattainment area for the 8-hour ozone standard, PM2.5 
standard, and PM10 standard. 
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1.2.2 Federal Regulations 
 
 National Environmental Policy Act (NEPA) 
 

NEPA provides general information on the effects of federally funded projects.  The Act was 
implemented by regulations included in the Code of Federal Regulations (40CFR6).  The code 
requires careful consideration concerning environmental impacts of federal actions or plans, 
including projects that receive federal funds.  The regulations address impacts on land uses 
and conflicts with state, regional, or local plans and policies, among others.  They also require 
that projects requiring NEPA review seek to avoid or minimize adverse effects of proposed 
actions and to restore and enhance environmental quality as much as possible.     
 

 State Implementation Plan (SIP)/ Air Quality Management Plans (AQMPs)  
 

To ensure compliance with the NAAQS, EPA requires states to adopt SIP aimed at improving 
air quality in areas of nonattainment or a Maintenance Plan aimed at maintaining air quality 
in areas that have attained a given standard. New and previously submitted plans, programs, 
district rules, state regulations, and federal controls are included in the SIPs. Amendments 
made in 1990 to the federal CAA established deadlines for attainment based on an area’s 
current air pollution levels. States must enact additional regulatory programs for 
nonattainment’s areas in order to adhere with the CAA Section 172. In California, the SIPs 
must adhere to both the NAAQS and the California Ambient Air Quality Standards (CAAQS). 
 
To ensure that State and federal air quality regulations are being met, Air Quality 
Management Plans (AQMPs) are required.  AQMPs present scientific information and use 
analytical tools to identify a pathway towards attainment of NAAQS and CAAQS. The San 
Joaquin Valley Air Pollution Control District (SJVAPCD) develops the AQMPs for the region 
where the Kings County Association of Governments (KCAG) operates.  The regional air 
districts begin the SIP process by submitting their AQMPs to the California Air Resources 
Board (CARB). CARB is responsible for revising the SIP and submitting it to EPA for approval.  
EPA then acts on the SIP in the Federal Register.  The items included in the California SIP are 
listed in the Code of Federal Regulations Title 40, Chapter 1, Part 52, Subpart 7, Section 
52.220. 

 
 Transportation Control Measures 
 

One particular aspect of the SIP development process is the assessment of available 
transportation control measures (TCMs) as a part of making progress towards clean air goals. 
TCMs are defined in Section 108(f)(1) of the CAA and are strategies designed to reduce vehicle 
miles traveled, vehicle idling, and associated air pollution.  These goals are generally achieved 
by developing attractive and convenient alternatives to single-occupant vehicle use.  
Examples of TCMs include ridesharing programs, transportation infrastructure improvements 
such as adding bicycle and carpool lanes, and expansion of public transit. 
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 Energy Policy Act of 1992 (EPAct) 
 
The Energy Policy Act of 1992 (EPAct) was passed to reduce the country’s dependence on 
foreign petroleum and improve air quality. EPAct includes several parts intended to build an 
inventory of alternative fuel vehicles (AFVs) in large, centrally fueled fleets in metropolitan 
areas.  EPAct requires certain federal, state, and local government and private fleets to 
purchase a percentage of light duty AFVs capable of running on alternative fuels each year.  
In addition, financial incentives are included in EPAct. Federal tax deductions will be allowed 
for businesses and individuals to cover the incremental cost of alternative fueled vehicles 
(AFVs). States are also required by the act to consider a variety of incentive programs to help 
promote AFVs. 

 
1.2.3 State Agencies 
 
 California Air Resources Board (CARB) 
 

CARB is the agency responsible for coordination and oversight of State and local air pollution 
control programs in California and for implementing its own air quality legislation called the 
California Clean Air Act (CCAA), adopted in 1988.  CARB was created in 1967 from the merging 
of the California Motor Vehicle Pollution Control Board and the Bureau of Air Sanitation and 
its Laboratory. 
 
CARB has primary responsibility in California to develop and implement air pollution control 
plans designed to achieve and maintain the NAAQS established by the EPA.  Whereas CARB 
has primary responsibility and produces a major part of the SIP for pollution sources that are 
statewide in scope, it relies on the local air districts to provide additional strategies for 
sources under their jurisdiction. CARB combines its data with all local district data and 
submits the completed SIP to the EPA.  The SIP consists of the emissions standards for 
vehicular sources and consumer products set by CARB, and attainment plans adopted by the 
Air Pollution Control Districts (APCDs) and Air Quality Management District’s (AQMDs) and 
approved by CARB. 
 
States may establish their own standards, provided the State standards are at least as 
stringent as the NAAQS. California has established California Ambient Air Quality Standards 
(CAAQS) pursuant to California Health and Safety Code (CH&SC) [§39606(b)] and its 
predecessor statutes.  
 
The CH&SC [§39608] requires CARB to “identify” and “classify” each air basin in the State on 
a pollutant-by-pollutant basis.  Subsequently, CARB designated areas in California as 
nonattainment based on violations of the CAAQSs.  Designations and classifications specific 
to the SJVAB can be found in the next section of this document.  Areas in the State were also 
classified based on severity of air pollution problems.  For each nonattainment class, the 
CCAA specifies air quality management strategies that must be adopted.  For all 
nonattainment categories, attainment plans are required to demonstrate a five percent-per-
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year reduction in nonattainment air pollutants or their precursors, averaged every 
consecutive three-year period, unless an approved alternative measure of progress is 
developed.  In addition, air districts in violation of CAAQS are required to prepare an Air 
Quality Attainment Plan (AQAP) that lays out a program to attain and maintain the CCAA 
mandates. 
 
CARB, in consultation with MPOs, has provided each affected region with reduction targets 
for GHGs emitted by passenger cars and light trucks in the region for the years 2020 and 2035.  
For the Kings County Association of Governments (KCAG) region, CARB set targets at five (5) 
percent per capita decrease in 2020 and a ten (10) percent per capita decrease in 2035 from 
a base year of 2005. KCAG’s 2018 Regional Transportation Plan/Sustainable Communities 
Strategy (RTP/SCS), which was adopted in August 2018, projects that the Kings County region 
would achieve the prescribed emissions targets.   
 
Other CARB duties include monitoring air quality.  CARB has established and maintains, in 
conjunction with local APCDs and AQMDs, a network of sampling stations (called the State 
and Local Air Monitoring [SLAMS] network), which monitor the present pollutant levels in the 
ambient air. 
 
Kings County is in the CARB-designated, SJVAB.  A map of the SJVAB is provided in Figure 3.  
In addition to Kings County, the SJVAB includes Fresno, Kern, Madera, Merced, San Joaquin, 
Stanislaus, and Tulare Counties. Federal and State standards for criteria pollutants are 
provided in Table 1. 
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Table 1 
Ambient Air Quality Standards 

 
 

Concentration 3 Method 4 Primary 3,5 Secondary 3,6 Method 7

1 Hour 0.09 ppm (180 µg/m3) --

8 Hour 0.070 ppm (137 µg/m3) 0.070 ppm (137 µg/m3)

24 Hour 50 µg/m3 150 µg/m3

Annual 
Arithmetic Mean

20 µg/m3 --

24 Hour -- -- 35 µg/m3 Same as
Primary Standard

Annual 
Arithmetic Mean

12 µg/m3 Gravimetric or 
Beta Attenuation

12.0 µg/m3 15 µg/m3

1 Hour 20 ppm (23 mg/m3) 35 ppm (40 mg/m3) --

8 Hour 9.0 ppm (10 mg/m3) 9 ppm (10 mg/m3) --

8 Hour
(Lake Tahoe)

6 ppm (7 mg/m3) -- --

1 Hour 0.18 ppm (339 µg/m3) 100 ppb (188 µg/m3) --

Annual 
Arithmetic Mean

0.030 ppm (57 µg/m3) 0.053 ppm (100 µg/m3)
Same as

Primary Standard

1 Hour 0.25 ppm (655 µg/m3) 75 ppb (196 µg/m3) --

3 Hour -- --
0.5 ppm

(1300 µg/m3)

24 Hour 0.04 ppm (105 µg/m3)
0.14 ppm

(for cetain areas) 11 --

Annual 
Arithmetic Mean

--
0.030 ppm

(for cetain areas) 11 --

30 Day Average 1.5 µg/m3 -- --

Calendar 
Quarter

--
1.5 µg/m3

(for certain areas)11

Rolling 3-Month
Average

-- 0.15 µg/m3

Visibility Reducing 
Particles 14 8 Hour See footnote 14

Beta Attenuation 
and Transmittance 
through Filter Tape

Sulfates 24 Hour 25 µg/m3 Ion Chromatography

Hydrogen Sulfide 1 Hour 0.03 ppm (42 µg/m3)
Ultraviolet 

Fluorescence

Vinyl Chloride 12 24 Hour 0.01 ppm (26 µg/m3)
Gas 

Chromatography

Nitrogen Dioxide 
(NO2) 10

Sulfur Dioxide 
(SO2) 11

Ultraviolet 
Fluorescence

Ultraviolet 
Fluorescence;

Spectrophotometry 
(Pararosaniline 

Method)

Gravimetric or
Beta Attenuation

Same as
Primary Standard

Inertial Separation 
and Gravimetric 

Analysis

Gas Phase 
Chemiluminescence

Gas Phase 
Chemiluminescence

No

National

Standards

Lead 12,13
High Volume

Sampler and Atomic
Absorption

Same as
Primary Standard

Atomic Absorption

Pollutant
Averaging 

Time

California Standards 1 National Standards 2

Ozone (O3) 8
Ultraviolet 

Photometry
Same as

Primary Standard
Ultraviolet 

Photometry

Fine Particulate 
Matter (PM2.5) 9

Inertial Separation 
and Gravimetric 

Analysis

Carbon Monoxide 
(CO)

Non-Dispersive 
Infrared Photometry 

(NDIR)

Non-Dispersive 
Infrared Photometry 

(NDIR)

See footnotes on next page …

Respirable 
Particulate Matter 

(PM10) 9
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Footnotes:

1.  California standards for ozone, carbon monoxide (except 8-hour Lake Tahoe), sulfur dioxide (1 and 24 hour), nitrogen dioxide, and particulate matter 
(PM10, PM2.5, and visibility reducing particles), are values that are not to be exceeded. All others are not to be equaled or exceeded. California 
ambient air quality standards are listed in the Table of Standards in Section 70200 of Title 17 of the California Code of Regulations.
2.  National standards (other than ozone, particulate matter, and those based on annual arithmetic mean) are not to be exceeded more than once a 
year. The ozone standard is attained when the fourth highest 8-hour concentration measured at each site in a year, averaged over three years, is equal 
to or less than the standard. For PM10, the 24 hour standard is attained when the expected number of days per calendar year with a 24-hour average 
concentration above 150 μg/m3 is equal to or less than one. For PM2.5, the 24 hour standard is attained when 98 percent of the daily concentrations, 
averaged over three years, are equal to or less than the standard. Contact the U.S. EPA for further clarification and current national policies.
3.  Concentration expressed first in units in which it was promulgated. Equivalent units given in parentheses are based upon a reference temperature of 
25°C and a reference pressure of 760 torr. Most measurements of air quality are to be corrected to a reference temperature of 25°C and a reference 
pressure of 760 torr; ppm in this table refers to ppm by volume, or micromoles of pollutant per mole of gas.
4.  Any equivalent measurement method which can be shown to the satisfaction of the ARB to give equivalent results at or near the level of the air 
quality standard may be used.
5.  National Primary Standards: The levels of air quality necessary, with an adequate margin of safety to protect the public health.
6.  National Secondary Standards: The levels of air quality necessary to protect the public welfare from any known or anticipated adverse effects of a 
pollutant.
7.  Reference method as described by the U.S. EPA. An “equivalent method” of measurement may be used but must have a “consistent relationship to 
the reference method” and must be approved by the U.S. EPA.
8. On October 1, 2015, the national 8-hour ozone primary and secondary standards were lowered from 0.075 to 0.070 ppm.
9.  On December 14, 2012, the national annual PM2.5 primary standard was lowered from 15 μg/m3 to 12.0 μg/m3. The existing national 24-hour PM2.5 
standards (primary and secondary) were retained at 35 μg/m3, as was the annual secondary standard of 15 μg/m3. The existing 24-hour PM10 
standards (primary and secondary) of 150 μg/m3 also were retained. The form of the annual primary and secondary standards is the annual mean, 
averaged over 3 years.
10.  To attain the 1-hour national standard, the 3-year average of the annual 98th percentile of the 1-hour daily maximum concentrations at each site 
must not exceed 100 ppb. Note that the national 1-hour standard is in units of parts per billion (ppb). California standards are in units of parts per 
million (ppm). To directly compare the national 1-hour standard to the California standards the units can be converted from ppb to ppm. In this case, 
the national standard of 100 ppb is identical to 0.100 ppm.
11.  On June 2, 2010, a new 1-hour SO2 standard was established and the existing 24-hour and annual primary standards were revoked. To attain the 1-
hour national standard, the 3-year average of the annual 99th percentile of the 1-hour daily maximum concentrations at each site must not exceed 75 
ppb. The 1971 SO2 national standards (24-hour and annual) remain in effect until one year after an area is designated for the 2010 standard, except 
that in areas designated nonattainment for the 1971 standards, the 1971 standards remain in effect until implementation plans to attain or maintain 
the 2010 standards are approved.
 
Note that the 1-hour national standard is in units of parts per billion (ppb). California standards are in units of parts per million (ppm). To directly 
compare the 1-hour national standard to the California standard the units can be converted to ppm. In this case, the national standard of 75 ppb is 
identical to 0.075 ppm.
12.  The ARB has identified lead and vinyl chloride as 'toxic air contaminants' with no threshold level of exposure for adverse health effects determined. 
These actions allow for the implementation of control measures at levels below the ambient concentrations specified for these pollutants.
13. The national standard for lead was revised on October 15, 2008 to a rolling 3-month average. The 1978 lead standard (1.5 μg/m3 as a quarterly 
average) remains in effect until one year after an area is designated for the 2008 standard, except that in areas designated nonattainment for the 1978 
standard, the 1978 standard remains in effect until implementation plans to attain or maintain the 2008 standard are approved.
14.  In 1989, the ARB converted both the general statewide 10-mile visibility standard and the Lake Tahoe 30-mile visibility standard to instrumental 
equivalents, which are "extinction of 0.23 per kilometer" and "extinction of 0.07 per kilometer" for the statewide and Lake Tahoe Air Basin standards, 
respectively.
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1.2.4 State Regulations 
 
 CARB Mobile-Source Regulation 
 

The State of California is responsible for controlling emissions from the operation of motor 
vehicles in the State.  Rather than mandating the use of specific technology or the reliance 
on a specific fuel, CARB’s motor vehicle standards specify the allowable grams of pollutant 
per mile driven.  In other words, the regulations focus on the reductions needed rather than 
on the manner in which they are achieved. 

 
 California Clean Air Act 
 

The CCAA was first signed into law in 1988. The CCAA provides a comprehensive framework 
for air quality planning and regulation, and spells out, in statute, the state’s air quality goals, 
planning and regulatory strategies, and performance.  The CCAA establishes more stringent 
ambient air quality standards than those included in the Federal CAA.  CARB is the agency 
responsible for administering the CCAA.  CARB established ambient air quality standards 
pursuant to the CH&SC [§39606(b)], which are similar to the federal standards.   The SJVAPCD 
is one of 35 AQMDs that have prepared air quality management plans to accomplish a five 
percent (5%) annual reduction in emissions documenting progress toward the State ambient 
air quality standards. 

 
 Tanner Air Toxics Act 
 

California regulates Toxic Air Contaminants (TACs) primarily through the Tanner Air Toxics Act 
(AB 1807) and the Air Toxics Hot Spots Information and Assessment Act of 1987 (AB 2588).  
The Tanner Act sets forth a formal procedure for CARB to designate substances as TACs. This 
includes research, public participation, and scientific peer review before CARB can designate 
a substance as a TAC.  To date, CARB has identified more than 21 TACs and has adopted EPA's 
list of Hazardous Air Pollutants (HAPs) as TACs.  Once a TAC is identified, CARB then adopts 
an Airborne Toxics Control Measure (ATCM) for sources that emit that particular TAC.  If there 
is a safe threshold for a substance at which there is no toxic effect, the control measure must 
reduce exposure below that threshold.  If there is no safe threshold, the measure must 
incorporate Best Available Control Technology (BACT) to minimize emissions. 

 
AB 2588 requires that existing facilities that emit toxic substances above a specified level 
prepare a toxic-emission inventory, prepare a risk assessment if emissions are significant, 
notify the public of significant risk levels, and prepare and implement risk reduction 
measures.  CARB has adopted diesel exhaust control measures and more stringent emission 
standards for various on-road mobile sources of emissions, including transit buses and off-
road diesel equipment (e.g., tractors, generators).   

 
These rules and standards provide for:  
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 More stringent emission standards for some new urban bus engines, beginning with 2002 
model year engines.   

 Zero-emission bus demonstration and purchase requirements applicable to transit 
agencies 

 Reporting requirements under which transit agencies must demonstrate compliance with 
the urban transit bus fleet rule.   
 

 AB 1493 (Pavley) 
 

AB 1493 (Pavley) enacted on July 22, 2002, required CARB to develop and adopt regulations 
that reduce greenhouse gases emitted by passenger vehicles and light duty trucks.  
Regulations adopted by CARB would apply to 2009 and later model year vehicles.   CARB 
estimated that the regulation would reduce climate change emissions from light duty 
passenger vehicles by an estimated 18 percent in 2020 and by 27 percent in 2030 [Association 
of Environmental Professionals (AEP) 2007)].  In 2005, the CARB requested a waiver from U.S. 
EPA to enforce the regulation, as required under the CAA.  Despite the fact that no waiver 
had ever been denied over a 40-year period, the then Administrator of the EPA sent Governor 
Schwarzenegger a letter in December 2007, indicating he had denied the waiver.   On March 
6, 2008, the waiver denial was formally issued in the Federal Register.  Governor 
Schwarzenegger and several other states immediately filed suit against the federal 
government to reverse that decision.   On January 21, 2009, CARB requested that EPA 
reconsider denial of the waiver.  EPA scheduled a re-hearing on March 5, 2009.  On June 30, 
2009, EPA granted a waiver of CAA preemption to California for its greenhouse gas emission 
standards for motor vehicles beginning with the 2009 model year. 

 
 Assembly Bill 32 (California Global Warming Solutions Act of 2006) 
 

California passed the California Global Warming Solutions Act of 2006 (AB 32; California 
Health and Safety Code Division 25.5, Sections 38500 - 38599).  AB 32 establishes regulatory, 
reporting, and market mechanisms to achieve quantifiable reductions in GHG emissions and 
establishes a cap on statewide GHG emissions.  AB 32 required that statewide GHG emissions 
be reduced to 1990 levels by 2020.  December 31, 2020 is the deadline for achieving the 2020 
GHG emissions cap.  To effectively implement the cap, AB 32 directs CARB to develop and 
implement regulations to reduce statewide GHG emissions from stationary sources.  AB 32 
specifies that regulations adopted in response to AB 1493 should be used to address GHG 
emissions from vehicles.  However, AB 32 also includes language stating that if the AB 1493 
regulations cannot be implemented, then CARB should develop new regulations to control 
vehicle GHG emissions under the authorization of AB 32. 

 
AB 32 requires CARB to adopt a quantified cap on GHG emissions representing 1990 
emissions levels and disclose how it arrived at the cap; institute a schedule to meet the 
emissions cap; and develop tracking, reporting, and enforcement mechanisms to ensure that 
the state reduces GHG emissions enough to meet the cap.  AB 32 also includes guidance on 
instituting emissions reductions in an economically efficient manner, along with conditions 
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to ensure that businesses and consumers are not unfairly affected by the reductions.  Using 
these criteria to reduce statewide GHG emissions to 1990 levels by 2020 would represent an 
approximate 25 to 30 percent reduction in current emissions levels.  However, CARB has 
discretionary authority to seek greater reductions in more significant and growing GHG 
sectors, such as transportation, as compared to other sectors that are not anticipated to 
significantly increase emissions.   
 
CARB’s 2017 Climate Change Scoping Plan builds on the efforts and plans encompassed in the 
initial Scoping Plan adopted in December of 2008.  The current plan has identified new 
policies and actions to accomplish the State’s 2030 GHG limit. 

 
 Senate Bill 375 
 

SB 375, signed in September 2008 (Chapter 728, Statutes of 2008), aligns regional 
transportation planning efforts, regional GHG reduction targets, and land use and housing 
allocation.  SB 375 requires Metropolitan Planning Organizations (MPOs) to adopt a 
sustainable communities strategy (SCS) or alternative planning strategy (APS) that will 
prescribe land use allocation in that MPO's regional transportation plan.  CARB, in 
consultation with MPOs, has provided each affected region with reduction targets for GHGs 
emitted by passenger cars and light trucks in the region for the years 2020 and 2035.  For the 
Kings County Association of Government (KCAG), CARB set targets at five (5) percent per 
capita decrease in 2020 and a ten (10) percent per capita decrease in 2035 from a base year 
of 2005.  KCAG 2018 Regional Transportation Plan/Sustainable Communities Strategy 
(RTP/SCS), which was adopted in August 2018, projects that the Kings County region would 
achieve the prescribed emissions targets.  
 

This law also extends the minimum time period for the regional housing needs allocation 
cycle from five years to eight years for local governments located within an MPO that meets 
certain requirements.  City or county land use policies (including general plans) are not 
required to be consistent with the regional transportation plan (and associated SCS or APS).  
However, new provisions of CEQA incentivize (through streamlining and other provisions) 
qualified projects that are consistent with an approved SCS or APS, categorized as "transit 
priority projects."  

 

 Executive Order B-30-15 
 

Executive Order B-30-15, which was signed by Governor Brown in 2016, establishes a 
California greenhouse gas reduction target of 40 percent below 1990 levels by 2030 to ensure 
California meets its target of reducing greenhouse gas emissions to 80 percent below 1990 
levels by 2050.  Executive Order B-30-15 requires MPO’s to implement measures that will 
achieve reductions of greenhouse gas emissions to meet the 2030 and 2050 greenhouse gas 
emissions reductions targets. 
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 California Global Warming Solutions Act of 2006: emissions limit, or SB 32  
 

SB 32 is a California Senate bill expanding upon AB 32 to reduce greenhouse gas (GHG) 
emissions. The lead author is Senator Fran Pavley and the principal co-author is Assembly 
member Eduardo Garcia. SB 32 was signed into law on September 8, 2016, by Governor 
Brown.  SB 32 sets into law the mandated reduction target in GHG emissions as written into 
Executive Order B-30-15.  SB 32 requires that there be a reduction in GHG emissions to 40% 
below the 1990 levels by 2030. Greenhouse gas emissions include carbon dioxide, methane, 
nitrous oxide, sulfur hexafluoride, hydrofluorocarbons, and perfluorocarbons.   The California 
Air Resources Board (CARB) is responsible for ensuring that California meets this goal.  The 
provisions of SB 32 were added to Section 38566 of the Health and Safety Code subsequent 
to the bill’s approval.  The bill went into effect January 1, 2017.  SB 32 builds onto Assembly 
Bill (AB) 32 written by Senator Fran Pavley and Assembly Speaker Fabian Nunez passed into 
law on September 27, 2006.  AB 32 required California to reduce greenhouse gas emissions 
to 1990 levels by 2020 and SB 32 continues that timeline to reach the targets set in Executive 
Order B-30-15.  SB 32 provides another intermediate target between the 2020 and 2050 
targets set in Executive Order S-3-05. 

 

1.2.5 Regional Agencies 
 

 San Joaquin Valley Air Pollution Control District 
 

The SJVAPCD is the agency responsible for monitoring and regulating air pollutant emissions 
from stationary, area, and indirect sources within Kings County and throughout the SJVAB.  
The District also has responsibility for monitoring air quality and setting and enforcing limits 
for source emissions.  CARB is the agency with the legal responsibility for regulating mobile 
source emissions.  The District is precluded from such activities under State law. 
 

The District was formed in mid-1991 and prepared and adopted the San Joaquin Valley Air 
Quality Attainment Plan (AQAP), dated January 30, 1992, in response to the requirements of 
the State CCAA.  The CCAA requires each non-attainment district to reduce pertinent air 
contaminants by at least five percent (5%) per year until new, more stringent, 1988 State air 
quality standards are met.  
 

Activities of the SJVAPCD include the preparation of plans for the attainment of ambient air 
quality standards, adoption and enforcement of rules and regulations concerning sources of 
air pollution, issuance of permits for stationary sources of air pollution, inspection of 
stationary sources of air pollution and response to citizen complaints, monitoring of ambient 
air quality and meteorological conditions, and implementation of programs and regulations 
required by the FCAA and CCAA.  
 

The SJVAPCD has prepared the following State Implementation Plans to address ozone, PM-
10 and PM2.5 that currently apply to non-attainment areas: 
 

 The 2016 Ozone Plan (2008 standard) was adopted by SJVAPCD on June 16, 2016 and 
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subsequently adopted by ARB on July 21, 2016.   
 

 The 2013 1-Hour Ozone Plan (revoked 1997 standard) was adopted by the SJVAPCD on 
September 19, 2013. EPA withdrew its approval of the plan due to litigation.  The District 
plans to submit a “redesignation substitute” to EPA to maintain its attainment status for 
this revoked ozone standard. 
 

 The 2007 PM-10 Maintenance Plan (as revised in 2015) was approved by EPA on July 8, 
2016 (effective September 30, 2016).   
 

 The 2012 PM2.5 Plan (as revised in 2015) was approved by EPA on August 16, 2016 
(effective September 30, 2016). 

 

The SJVAPCD Plans identified above represent SJVAPCD’s plan to achieve both state and 
federal air quality standards.  The regulations and incentives contained in these documents 
must be legally enforceable and permanent.  These plans break emissions reductions and 
compliance into different emissions source categories. 
 

The SJVAPCD also prepared the Guide for Assessing and Mitigation Air Quality Impacts 
(GAMAQI), dated March 19, 2015.  The GAMAQI is an advisory document that provides Lead 
Agencies, consultants, and project applicants with analysis guidance and uniform procedures 
for addressing air quality impacts in environmental documents.  Local jurisdictions are not 
required to utilize the methodology outlined therein.  This document describes the criteria 
that SJVAPCD uses when reviewing and commenting on the adequacy of environmental 
documents.  It recommends thresholds for determining whether or not projects would have 
significant adverse environmental impacts, identifies methodologies for predicting project 
emissions and impacts, and identifies measures that can be used to avoid or reduce air quality 
impacts. 
 

1.2.6 Regional Regulations 
 
The SJVAPCD has adopted numerous rules and regulations to implement its air quality plans. 
Following, are significant rules that will apply to the Project. 

 

 Regulation VIII – Fugitive PM10 Prohibitions  
 

Regulation VIII is comprised of District Rules 8011 through 8081, which are designed to 
reduce PM10 emissions (predominantly dust/dirt) generated by human activity, including 
construction and demolition activities, road construction, bulk materials storage, paved and 
unpaved roads, carryout and track out, landfill operations, etc.  The proposed Project will be 
required to comply with this regulation.  Regulation VIII control measures are provided below: 
 

1. All disturbed areas, including storage piles, which are not being actively utilized for 
construction purposes, shall be effectively stabilized of dust emissions using water, 
chemical stabilizer/suppressant, covered with a tarp or other suitable cover or vegetative 
ground cover. 
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2. All on-site unpaved roads and off-site unpaved access roads shall be effectively stabilized 
of dust emissions using water or chemical stabilizer/suppressant. 

3. All land clearing, grubbing, scraping, excavation, land leveling, grading, cut & fill, and 
demolition activities shall be effectively controlled of fugitive dust emissions utilizing 
application of water or by presoaking. 

4. When materials are transported off-site, all material shall be covered, or effectively 
wetted to limit visible dust emissions, and at least six inches of freeboard space from the 
top of the container shall be maintained. 

5. All operations shall limit or expeditiously remove the accumulation of mud or dirt from 
adjacent public streets at the end of each workday.  The use of dry rotary brushes is 
expressly prohibited except where preceded or accompanied by sufficient wetting to limit 
the visible dust emissions.  Use of blower devices is expressly forbidden. 

6. Following the addition of materials to, or the removal of materials from, the surface of 
outdoor storage piles, said piles shall be effectively stabilized of fugitive dust emissions 
utilizing sufficient water or chemical stabilizer/suppressant. 

7. Within urban areas, track out shall be immediately removed when it extends 50 or more 
feet from the site and at the end of each workday. 

 

 Rule 8021 – Construction, Demolition, Excavation, and Other Earthmoving Activities  
 

District Rule 8021 requires owners or operators of construction projects to submit a Dust 
Control Plan to the District if at any time the project involves non-residential developments 
of five or more acres of disturbed surface area or moving, depositing, or relocating of more 
than 2,500 cubic yards per day of bulk materials on at least three days of the project. The 
proposed Project will meet these criteria and will be required to submit a Dust Control Plan 
to the District in order to comply with this rule.   
 

 Rule 4641 – Cutback, Slow Cure, and Emulsified Asphalt, Paving and Maintenance 
Operations  
 

If asphalt paving will be used, then paving operations of the proposed Project will be subject 
to Rule 4641.  This rule applies to the manufacture and use of cutback asphalt, slow cure 
asphalt and emulsified asphalt for paving and maintenance operations. 
 

 Rule 9510 – Indirect Source Review (ISR)  
 

The purpose of this rule is to fulfill the District’s emission reduction commitments in the PM10 
and Ozone Attainment Plans, achieve emission reductions from construction activities, and 
to provide a mechanism for reducing emissions from the construction of and use of 
development projects through off-site measures.  The rule is expected to reduce nitrogen 
oxides and particulates throughout the San Joaquin Valley by more than 10 tons per day.         
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1.2.7 Local Plans 
 

 City of Hanford General Plan 
 

California State Law requires every city and county to adopt a comprehensive General Plan 
to guide its future development. The General Plan essentially serves as a “constitution for 
development”— the document that serves as the foundation for all land use decisions.  The 
City of Hanford 2035 General Plan Update (2018) includes various elements, including air 
quality and greenhouse gases, that address local concerns and provides goals and policies to 
achieve its development goals.  
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2.0 Environmental Setting 
 
This section describes existing air quality within the San Joaquin Valley Air Basin and in Kings 
County, including the identification of air pollutant standards, meteorological and topological 
conditions affecting air quality, and current air quality conditions.  Air quality is described in 
relation to ambient air quality standards for criteria pollutants such as, ozone, carbon monoxide, 
and particulate matter.  Air quality can be directly affected by the type and density of land use 
change and population growth in urban and rural areas. 
 
2.1 Geographical Location 
 
The SJVAB is comprised of eight counties: Fresno, Kern, Kings, Madera, Merced, San Joaquin, 
Stanislaus, and Tulare.  Encompassing 24,840 square miles, the San Joaquin Valley is the second 
largest air basin in California.  Cumulatively, counties within the Air Basin represent 
approximately 16 percent of the State's geographic area.  The Air Basin is bordered by the Sierra 
Nevada Mountains on the east (8,000 to 14,492 feet in elevation), the Coastal Range on the west 
(4,500 feet in elevation), and the Tehachapi Mountains on the south (9,000 feet elevation).  The 
San Joaquin Valley is open to the north extending to the Sacramento Valley Air Basin. 
 
2.2 Topographic Conditions 
 
Kings County is located within the San Joaquin Valley Air Basin [as determined by the California 
Air Resources Board (CARB)].  Air basins are geographic areas sharing a common "air shed."  A 
description of the Air Basin in the County, as designated by CARB, is provided in the paragraph 
below.  Air pollution is directly related to the region's topographic features, which impact air 
movement within the Basin.   
 
Wind patterns within the SJVAB result from marine air that generally flows into the Basin from 
the San Joaquin River Delta.  The Coastal Range hinders wind access into the Valley from the 
west, the Tehachapi’s prevent southerly passage of airflow, and the high Sierra Nevada Mountain 
Range provides a significant barrier to the east.  These topographic features result in weak airflow 
that becomes restricted vertically by high barometric pressure over the Valley.  As a result, the 
SJVAB is highly susceptible to pollutant accumulation over time.  Most of the surrounding 
mountains are above the normal height of summer inversion layers (1,500-3,000 feet). 
 
2.3 Climate Conditions 
 
Hanford is located in one of the most polluted air basins in the country.  Temperature inversions 
can trap air within the Valley, thereby preventing the vertical dispersal of air pollutants.  In 
addition to topographic conditions, the local climate can also contribute to air quality problems.  
Climate in Hanford is characterized by warm, dry summers and cool winters with significant Tule 
fog.   
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Ozone, classified as a “regional” pollutant, often afflicts areas downwind of the original source of 
precursor emissions.  Ozone can be easily transported by winds from a source area.  Peak ozone 
levels tend to be higher in the southern portion of the Valley, as the prevailing summer winds 
sweep precursors downwind of northern source areas before concentrations peak.  The separate 
designations reflect the fact that ozone precursor transport depends on daily meteorological 
conditions. 
 
Other primary pollutants, carbon monoxide (CO), for example, may form high concentrations 
when wind speed is low.  During the winter, Hanford experiences cold temperatures and calm 
conditions that increase the likelihood of a climate conducive to high CO concentrations.   
 
Precipitation and fog tend to reduce or limit some pollutant concentrations. Ozone needs 
sunlight for its formation, and clouds and fog block the required radiation. CO is slightly water-
soluble, so precipitation and fog tends to “reduce” CO concentrations in the atmosphere. PM10 
is somewhat “washed” from the atmosphere with precipitation. Precipitation in the San Joaquin 
Valley is strongly influenced by the position of the semi-permanent subtropical high-pressure belt 
located off the Pacific coast. In the winter, this high- pressure system moves southward, allowing 
Pacific storms to move through the San Joaquin Valley. These storms bring in moist, maritime air 
that produces considerable precipitation on the western, upslope side of the Coast Ranges.  
Significant precipitation also occurs on the western side of the Sierra Nevada. On the valley floor, 
however, there is some down slope flow from the Coast Ranges and the resultant evaporation of 
moisture from associated warming results in a minimum of precipitation.  Nevertheless, the 
majority of the precipitation falling in the San Joaquin Valley is produced by those storms during 
the winter.  Precipitation during the summer months is in the form of convective rain showers 
and is rare. It is usually associated with an influx of moisture into the San Joaquin Valley through 
the San Francisco area during an anomalous flow pattern in the lower layers of the atmosphere. 
Although the hourly rates of precipitation from these storms may be high, their rarity keeps 
monthly totals low. 
 
Precipitation on the San Joaquin Valley floor and in the Sierra Nevada decreases from north to 
south. Stockton in the north receives about 20 inches of precipitation per year, Fresno in the 
center, receives about 10 inches per year, and Bakersfield at the southern end of the valley 
receives less than 6 inches per year.  This is primarily because the Pacific storm track often passes 
through the northern part of the state while the southern part of the state remains protected by 
the Pacific High. Precipitation in the San Joaquin Valley Air Basin (SJVAB) is confined primarily to 
the winter months with some also occurring in late summer and fall. Average annual rainfall for 
the entire San Joaquin Valley is approximately 5 to 16 inches.  Snowstorms, hailstorms, and ice 
storms occur infrequently in the San Joaquin Valley and severe occurrences of any of these are 
very rare. 
 
The winds and unstable air conditions experienced during the passage of storms result in periods 
of low pollutant concentrations and excellent visibility. Between winter storms, high pressure 
and light winds allow cold moist air to pool on the San Joaquin Valley floor.  This creates strong 
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low-level temperature inversions and very stable air conditions.  This situation leads to the San 
Joaquin Valley’s famous Tule Fogs.  The formation of natural fog is caused by local cooling of the 
atmosphere until it is saturated (dew point temperature). This type of fog, known as radiation 
fog, is more likely to occur inland. Cooling may also be accomplished by heat radiation losses or 
by horizontal movement of a mass of air over a colder surface. This second type of fog, known as 
advection fog, generally occurs along the coast. 
 
Conditions favorable to fog formation are also conditions favorable to high concentrations of CO 
and PM10. Ozone levels are low during these periods because of the lack of sunlight to drive the 
photochemical reaction.  Maximum CO concentrations tend to occur on clear, cold nights when 
a strong surface inversion is present and large numbers of fireplaces are in use.  A secondary peak 
in CO concentrations occurs during morning commute hours when a large number of motorists 
are on the road and the surface inversion has not yet broken. 
 
The water droplets in fog, however, can act as a sink for CO and nitrogen oxides (NOx), lowering 
pollutant concentrations. At the same time, fog could help in the formation of secondary 
particulates such as ammonium sulfate. These secondary particulates are believed to be a 
significant contributor of winter season violations of the PM10 and PM2.5 standards. 
 
2.4 Anthropogenic (Man-made) Sources 
 
In addition to climatic conditions (wind, lack of rain, etc.), air pollution can be caused by 
anthropogenic or man-made sources.  Air pollution in the SJVAB can be directly attributed to 
human activities, which cause air pollutant emissions.  Human causes of air pollution in the Valley 
consist of population growth, urbanization (gas-fired appliances, residential wood heaters, etc.), 
mobile sources (i.e., cars, trucks, airplanes, trains, etc.), oil production, agriculture, and other 
socioeconomic activities.  The most significant factors, which are accelerating the decline of air 
quality in the SJVAB, are the Valley's rapid population growth and its associated increases in 
traffic, urbanization, and industrial activity.   
 
Carbon monoxide emissions overwhelmingly come from mobile sources in the San Joaquin 
Valley; on-road vehicles contributed 34 percent, while other mobile vehicles, such as trains, 
planes, and off-road vehicles, contribute another 20 percent in 2012 according to emission 
projections from the CARB.  Motor vehicles account for significant portions of regional gaseous 
and particulate emissions.  Local large employers such as industrial plants can also generate 
substantial regional gaseous and particulate emissions.  In addition, construction and agricultural 
activities can generate significant temporary gaseous and particulate emissions (dust, ash, 
smoke, etc.).   
 
Ozone is the result of a photochemical reaction between Oxides of nitrogen (NOx) and Reactive 
Organic Gases (ROG).  Mobile sources contribute 84 percent of all NOx emitted from 
anthropogenic sources based on data provided in Appendix B of the Air District’s 2016 Ozone 
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Plan.  In addition, mobile sources contribute 26 percent of all the ROG emitted from sources 
within the San Joaquin Valley.  
 
The principal factors that affect air quality in and around Hanford are: 
 
1. The sink effect, climatic subsidence and temperature inversions and low wind speeds 
2. Automobile and truck travel 
3. Increases in mobile and stationary pollutants generated by local urban growth 
 
Automobiles, trucks, buses and other vehicles using hydrocarbon (HC) fuels release exhaust 
products into the air.  Each vehicle by itself does not release large quantities; however, when 
considered as a group, the cumulative effect is significant. 
 
Other sources may not seem to fit into any one of the major categories or they may seem to fit 
in a number of them.  These could include agricultural uses, dirt roads, animal shelters; animal 
feed lots, chemical plants and industrial waste disposal, which may be a source of dust, odors, or 
other pollutants.  For Kings County, this category includes several agriculturally related activities, 
such as plowing, harvesting, dusting with herbicides and pesticides and other related activities.  
Finally, industrial contaminants and their potential to produce various effects depend on the size 
and type of industry, pollution controls, local topography, and meteorological conditions.  Major 
sources of industrial emissions in Kings County consist of agricultural production and processing 
operations. 
 
The primary contributors of PM10 emissions in the San Joaquin Valley are farming activities (22%) 
and road dust, both paved and unpaved (35%) in 2020 according to emission projections from 
the CARB.  Fugitive windblown dust from “open” fields contributed 14 percent of the PM10.   
 
The four major sources of air pollutant emissions in the SJVAB include industrial plants, motor 
vehicles, construction activities, and agricultural activities.  Industrial plants account for 
significant portions of regional gaseous and particulate emissions.  Motor vehicles, including 
those from large employers, generate substantial regional gaseous and particulate emissions. 
Finally, construction and agricultural activities can generate significant temporary gaseous and 
particulate emissions (dust, ash, smoke, etc.).  In addition to these primary sources of air 
pollution, urban areas upwind from Kings County including areas north and west of the San 
Joaquin Valley, can cause or generate emissions that are transported into Kings County.  All four 
of the major pollutant sources affect ambient air quality throughout the Air Basin.  
 
2.4.1 Motor Vehicles 
 
Automobiles, trucks, buses and other vehicles using hydrocarbon fuels release exhaust products 
into the air.  Each vehicle by itself does not release large quantities; however, when considered 
as a group, the cumulative effect is significant. 
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2.4.2 Agricultural and Other Miscellaneous Activities   
 
Other sources may not seem to fit into any one of the major categories or they may seem to fit 
in a number of them.  These could include agricultural uses, dirt roads, animal shelters, animal 
feed lots, chemical plants and industrial waste disposal, which may be a source of dust, odors, or 
other pollutants.  For Hanford, this category includes several agriculturally related activities, such 
as plowing, harvesting, dusting with herbicides and pesticides and other related activities. 
 
2.4.3 Industrial Plants 
 
Industrial contaminants and their potential to produce various effects depend on the size and 
type of industry, pollution controls, local topography, and meteorological conditions. Major 
sources of industrial emissions in Kings County consist of agricultural production and processing 
operations. 
 
2.5 San Joaquin Valley Air Basin Monitoring 
 
SJVAPCD and the CARB maintain numerous air quality monitoring sites throughout each County 
in the Air Basin to measure ozone, PM2.5, and PM10.  It is important to note that the federal 
ozone 1-hour standard was revoked by the EPA and is no longer applicable for federal standards.  
The closest monitoring station to the Project is located at Hanford-S Irwin Monitoring station.  
The station monitors particulates, ozone, carbon monoxide, and nitrogen dioxide.  Monitoring 
data for the past three years is summarized in Table 2. 
 
Table 3 identifies the Kings County’s attainment status.  As indicated, the SJVAB is nonattainment 
for Ozone (1 hour and 8 hour) and PM.  In accordance with the FCAA, EPA uses the design value 
at the time of standard promulgation to assign nonattainment areas to one of several classes 
that reflect the severity of the nonattainment problem; classifications range from marginal 
nonattainment to extreme nonattainment.  The FCAA contains provisions for changing the 
classifications using factors such as clean air progress rates and requests from States to move 
areas to a higher classification. 
 
On April 16, 2004 EPA issued a final rule classifying the SJVAB as extreme nonattainment for 
Ozone, effective May 17, 2004 (69 FR 20550).  The (federal) 1-hour ozone standard was revoked 
on June 6, 2005.  However, many of the requirements in the 1-hour attainment plan (SIP) 
continue to apply to the SJVAB.  The current ozone plan is the (federal) 8-hour ozone plan 
adopted in 2007.  The SJVAB was reclassified from a "serious" nonattainment area for the 8-hour 
ozone standard to “extreme” effective June 4, 2010. 
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Table 2 
Maximum Pollutant Levels at 

Hanford-S Irwin Monitoring Station 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Time 2018 2019 2020
Pollutant Averaging Maximums Maximums Maximums National State
Ozone (O3) 1 hour 0.108 ppm 0.093 ppm 0.103 ppm 0.099 ppm 0.101 ppm

Ozone (O3)(70 ppm) 8 hour 0.082 ppm 0.076 ppm 0.088 ppm 0.070 ppm 0.070 ppm

Nitrogen Dioxide (NO2) 1 hour 56.3 ppm 62.9 ppm 51.9 ppm 48 ppm 60 ppm

Nitrogen Dioxide (NO2) Annual Average 9 ppm 8 ppm 9 ppm 8 ppm 8 ppm

Particulates (PM10) 24 hour 174.2 µg/m3 211.7 µg/m3 180.4 µg/m3 48 µg/m3 48 µg/m3

Particulates (PM10)
Federal Annual 

Arithmetic Mean
47.3 µg/m3 44.8 µg/m3 51.5 µg/m3 48 µg/m3 48 µg/m3

Particulates (PM2.5) 24 hour 107.8 µg/m3 48.2 µg/m3 147 µg/m3 35 µg/m3 100.4 µg/m3

Particulates (PM2.5)
Federal Annual 

Arithmetic Mean
17.7 µg/m3 12.1 µg/m3 19.8 µg/m3 65 µg/m3 16 µg/m3

Standards

   * Means there was insufficient data available to determine the value.

Source: California Air Resources Board (ADAM) Air Pollution Summaries
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Table 3 
Kings County Attainment Status 

 
 
 

 
 

Pollutant Federal Standards State Standards
Ozone - 1 Hour Revoked in 2005 Nonattainment

Ozone - 8 Hour Nonattainment/Extreme a No State Standard

PM10 Attainment Nonattainment

PM2.5 Nonattainment Nonattainment

Carbon Monoxide Unclassified/Attainment Unclassified

Nitrogen Dioxide Unclassified/Attainment Attainment

Sulfur Dioxide Unclassified/Attainment Attainment

Lead (Particulate) Unclassified/Attainment Attainment

Hydrogen Sulfide No Federal Standard Unclassified

Sulfates No Federal Standard Attainment

Visibility Reducing Particles No Federal Standard Unclassified

Source: CARB Website, 2022

Designation/Classification

a. Though the Valley was initially classified as serious nonattainment for the 1997 8-hour ozone standard, 
EPA approved Valley reclassification to extreme nonattainment in the Federal Register on May 5, 2010 
(effective June 4, 2010).
Notes:
 National Designation Categories
Non-Attainment Area: Any area that does not meet (or that contributes to ambient air quality in a nearby 
area that does not meet) the national primary or secondary ambient air quality standard for the 
pollutant.

Unclassified/Attainment Area: Any area that cannot be classified on the basis of available information as 
meeting or not meeting the national primary or secondary ambient air quality standard for the pollutant 
or meets the national primary or secondary ambient air quality standard for the pollutant.

 State Designation Categories
Unclassified: A pollutant is designated unclassified if the data are incomplete and do not support a 
designation of attainment or non-attainment.

Attainment: A pollutant is designated attainment if the State standard for that pollutant was not violated 
at any site in the area during a three-year period.

Non-attainment: A pollutant is designated non-attainment if there was at least one violation of a State 
standard for that pollutant in the area. 

Non-Attainment/Transitional:  A subcategory of the non-attainment designation. An area is designated 
non-attainment/transitional to signify that the area is close to attaining the standard for the pollutant.
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2.6 Air Quality Standards 
 
The FCAA, first adopted in 1963, and periodically amended since then, established National 
Ambient Air Quality Standards (NAAQS).  A set of 1977 amendments determined a deadline for 
the attainment of these standards.  That deadline has since passed.  Other CAA amendments, 
passed in 1990, share responsibility with the State in reducing emissions from mobile sources. 
 
In 1988, the State of California passed the CCAA (State 1988 Statutes, Chapter 568), which set 
forth a program for achieving more stringent California Ambient Air Quality Standards.  The CARB 
implements State ambient air quality standards, as required in the CCAA, and cooperates with 
the federal government in implementing pertinent sections of the FCAA Amendments (FCAAA).  
Further, CARB regulates vehicular emissions throughout the State.  The SJVAPCD regulates 
stationary sources, as well as some mobile sources.  Attainment of the more stringent State PM10 
Air Quality Standards is not currently required. 
 
The EPA uses six "criteria pollutants" as indicators of air quality and has established for each of 
them a maximum concentration above which adverse effects on human health may occur. These 
threshold concentrations are called the NAAQS. 
 
The SJVAPCD operates regional air quality monitoring networks that provide information on 
average concentrations of pollutants for which State or federal agencies have established 
ambient air quality standards.  Descriptions of nine pollutants of importance in Kings County 
follow. 
 
2.6.1 Ozone (1-hour and 8-hour) 
 
The most severe air quality problem in the Air Basin is the high level of ozone. Ozone occurs in 
two layers of the atmosphere.  The layer surrounding the earth’s surface is the troposphere.  
Here, ground level, or “bad” ozone, is an air pollutant that damages human health, vegetation, 
and many common materials.  It is a key ingredient of urban smog.  The troposphere extends to 
a level about 10 miles up, where it meets the second layer, the stratosphere.  The stratospheric, 
or “good” ozone layer, extends upward from about 10 to 30 miles and protects life on earth from 
the sun’s harmful ultraviolet rays. 

 
“Bad” ozone is what is known as a photochemical pollutant.  It needs reactive organic gases 
(ROG), NOx, and sunlight.  ROG and NOx are emitted from various sources throughout Kings 
County.  In order to reduce ozone concentrations, it is necessary to control the emissions of these 
ozone precursors.  

 
Significant ozone formation generally requires an adequate amount of precursors in the 
atmosphere and several hours in a stable atmosphere with strong sunlight. High ozone 
concentrations can form over large regions when emissions from motor vehicles and stationary 
sources are carried hundreds of miles from their origins.   
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Ozone is a regional air pollutant.  It is generated over a large area and is transported and spread 
by wind.  Ozone, the primary constituent of smog, is the most complex, difficult to control, and 
pervasive of the criteria pollutants.  Unlike other pollutants, ozone is not emitted directly into 
the air by specific sources.  Ozone is created by sunlight acting on other air pollutants (called 
precursors), specifically NOx and ROG.  Sources of precursor gases to the photochemical reaction 
that form ozone number in the thousands.  Common sources include consumer products, 
gasoline vapors, chemical solvents, and combustion products of various fuels.  Originating from 
gas stations, motor vehicles, large industrial facilities, and small businesses such as bakeries and 
dry cleaners, the ozone-forming chemical reactions often take place in another location, 
catalyzed by sunlight and heat.  High ozone concentrations can form over large regions when 
emissions from motor vehicles and stationary sources are carried hundreds of miles from their 
origins.  Approximately 50 million people lived in counties with air quality levels above the EPA’s 
health-based national air quality standard in 1994.  The highest levels of ozone were recorded in 
Los Angeles, closely followed by the San Joaquin Valley.  High levels also persist in other heavily 
populated areas, including the Texas Gulf Coast and much of the Northeast. 

 
While the ozone in the upper atmosphere absorbs harmful ultraviolet light, ground-level ozone 
is damaging to the tissues of plants, animals, and humans, as well as to a wide variety of 
inanimate materials such as plastics, metals, fabrics, rubber, and paints.  Societal costs from 
ozone damage include increased medical costs, the loss of human and animal life, accelerated 
replacement of industrial equipment, and reduced crop yields.   
 
 Health Effects    
 

While ozone in the upper atmosphere protects the earth from harmful ultraviolet radiation, 
high concentrations of ground-level ozone can adversely affect the human respiratory 
system.  Many respiratory ailments, as well as cardiovascular disease, are aggravated by 
exposure to high ozone levels.  Ozone also damages natural ecosystems, such as: forests and 
foothill communities; agricultural crops; and some man-made materials, such as rubber, 
paint, and plastic.  High levels of ozone may negatively affect immune systems, making people 
more susceptible to respiratory illnesses, including bronchitis and pneumonia.  Ozone 
accelerates aging and exacerbates pre-existing asthma and bronchitis and, in cases with high 
concentrations, can lead to the development of asthma in active children.  Active people, 
both children and adults, appear to be more at risk from ozone exposure than those with a 
low level of activity.  Additionally, the elderly and those with respiratory disease are also 
considered sensitive populations for ozone. 
 
People who work or play outdoors are at a greater risk for harmful health effects from ozone.  
Children and adolescents are also at greater risk because they are more likely than adults to 
spend time engaged in vigorous activities.  Research indicates that children under 12 years of 
age spend nearly twice as much time outdoors daily than adults.  Teenagers spend at least 
twice as much time as adults in active sports and outdoor activities.  In addition, children 
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inhale more air per pound of body weight than adults, and they breathe more rapidly than 
adults.  Children are less likely than adults to notice their own symptoms and avoid harmful 
exposures. 
 
Ozone is a powerful oxidant—it can be compared to household bleach, which can kill living 
cells (such as germs or human skin cells) upon contact.  Ozone can damage the respiratory 
tract, causing inflammation and irritation, and it can induce symptoms such as coughing, 
chest tightness, shortness of breath, and worsening of asthmatic symptoms.  Ozone in 
sufficient doses increases the permeability of lung cells, rendering them more susceptible to 
toxins and microorganisms.  Exposure to levels of ozone above the current ambient air quality 
standard leads to lung inflammation and lung tissue damage and a reduction in the amount 
of air inhaled into the lungs. 
 
The CARB found ozone standards in Kings County nonattainment of Federal and State 
standards. 

 
2.6.2 Suspended PM (PM10 and PM2.5) 
 
Particulate matter pollution consists of very small liquid and solid particles that remain 
suspended in the air for long periods.  Some particles are large or concentrated enough to be 
seen as soot or smoke.  Others are so small they can be detected only with an electron 
microscope.  Particulate matter is a mixture of materials that can include smoke, soot, dust, salt, 
acids, and metals.  Particulate matter is emitted from stationary and mobile sources, including 
diesel trucks and other motor vehicles; power plants; industrial processes; wood-burning stoves 
and fireplaces; wildfires; dust from roads, construction, landfills, and agriculture; and fugitive 
windblown dust.  PM10 refers to particles less than or equal to 10 microns in aerodynamic 
diameter.  PM2.5 refers to particles less than or equal to 2.5 microns in aerodynamic diameter 
and are a subset of PM10.  Particulates of concern are those that are 10 microns or less in 
diameter.  These are small enough to be inhaled, pass through the respiratory system and lodge 
in the lungs, possibly leading to adverse health effects.  

 
In the western United States, there are sources of PM10 in both urban and rural areas.  Because 
particles originate from a variety of sources, their chemical and physical compositions vary 
widely. The composition of PM10 and PM2.5 can also vary greatly with time, location, the sources 
of the material and meteorological conditions.  Dust, sand, salt spray, metallic and mineral 
particles, pollen, smoke, mist, and acid fumes are the main components of PM10 and PM2.5.  In 
addition to those listed previously, secondary particles can also be formed as precipitates from 
chemical and photochemical reactions of gaseous sulfur dioxide (SO2) and NOx in the 
atmosphere to create sulfates (SO4) and nitrates (NO3).  Secondary particles are of greatest 
concern during the winter months where low inversion layers tend to trap the precursors of 
secondary particulates.  
 
The District’s 2008 PM2.5 Plan built upon the aggressive emission reduction strategy adopted in 
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the 2007 Ozone Plan and strives to bring the valley into attainment status for the 1997 NAAQS 
for PM2.5.  The District’s 2012 PM2.5 Plan provides multiple control strategies to reduce 
emissions of PM2.5 and other pollutants that form PM2.5.  The plan’s comprehensive control 
strategy includes regulatory actions, incentive programs, technology advancement, policy and 
legislative positions, public outreach, participation and communication, and additional 
strategies.    
 
 Health Effects 
 

PM10 and PM2.5 particles are small enough—about one-seventh the thickness of a human 
hair, or smaller—to be inhaled and lodged in the deepest parts of the lung where they evade 
the respiratory system’s natural defenses.  Health problems begin as the body reacts to these 
foreign particles.  Acute and chronic health effects associated with high particulate levels 
include the aggravation of chronic respiratory diseases, heart and lung disease, and coughing, 
bronchitis, and respiratory illnesses in children.  Recent mortality studies have shown a 
statistically significant direct association between mortality and daily concentrations of 
particulate matter in the air.  Non-health-related effects include reduced visibility and soiling 
of buildings.  PM10 can increase the number and severity of asthma attacks, cause or 
aggravate bronchitis and other lung diseases, and reduce the body’s ability to fight infections.  
PM10 and PM2.5 can aggravate respiratory disease and cause lung damage, cancer, and 
premature death. 
 
Although particulate matter can cause health problems for everyone, certain people are 
especially vulnerable to adverse health effects of PM10.  These “sensitive populations” 
include children, the elderly, exercising adults, and those suffering from chronic lung disease 
such as asthma or bronchitis.  Of greatest concern are recent studies that link PM10 exposure 
to the premature death of people who already have heart and lung disease, especially the 
elderly.  Acidic PM10 can also damage manmade materials and is a major cause of reduced 
visibility in many parts of the United States.   
 
The CARB found PM10 standards in Kings County in attainment of Federal standards and 
nonattainment for State standards.  The CARB found PM2.5 standards in Kings County 
nonattainment of Federal and State standards.       

 
2.6.3 Carbon Monoxide (CO) 
 
Carbon monoxide (CO) is emitted by mobile and stationary sources as a result of incomplete 
combustion of hydrocarbons or other carbon-based fuels.  CO is an odorless, colorless, poisonous 
gas that is highly reactive.  CO is a byproduct of motor vehicle exhaust, contributes more than 
two thirds of all CO emissions nationwide.  In cities, automobile exhaust can cause as much as 95 
percent of all CO emissions.  These emissions can result in high concentrations of CO, particularly 
in local areas with heavy traffic congestion.  Other sources of CO emissions include industrial 
processes and fuel combustion in sources such as boilers and incinerators.  Despite an overall 
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 The Project is consistent with this reduction measure. This measure cannot be 

implemented by a particular project or lead agency since it is a statewide measure.  When 
this measure is implemented, standards would be applicable to light-duty vehicles that 
would access the Project. The Project would not conflict or obstruct this reduction 
measure. 

   
 Energy Efficiency – Pursuit of comparable investment in energy efficiency from all retail 

providers of electricity in California. Maximize energy efficiency building and appliance 
standards.  
  
 The Project is consistent with this reduction measure.  Though this measure applies to 

the State to increase its energy standards, the Project would comply with this measure 
through existing regulation.  The Project would not conflict or obstruct this reduction 
measure. 

 
 Low Carbon Fuel – Development and adoption of the low carbon fuel standard.  

  
 The Project is consistent with this reduction measure.  This measure cannot be 

implemented by a particular project or lead agency since it is a statewide measure. When 
this measure is implemented, standards would be applicable to the fuel used by vehicles 
that would access the Project. The Project would not conflict or obstruct this reduction 
measure. 

 
Based on the assessment above, the Project will not conflict with an applicable plan, policy or 
regulation adopted for the purpose of reducing the emissions of greenhouse gases.  Therefore, 
any impacts would be less than significant. 
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Levels of Service Methodology 
The description and procedures for calculating capacity and level of service (LOS) are found in the 
Transportation Research Board, Highway Capacity Manual (HCM). The HCM 6th Edition represents the 
research on capacity and quality of service for transportation facilities.  

Quality of service requires quantitative measures to characterize operational conditions within a traffic 
stream. Level of service is a quality measure describing operational conditions within a traffic stream, 
generally in terms of such service measures as speed and travel time, freedom to maneuver, traffic 
interruptions, comfort and convenience. 

Six levels of service are defined for each type of facility that has analysis procedures available. Letters 
designate each level of service (LOS), from A to F, with LOS A representing the best operating conditions 
and LOS F the worst. Each LOS represents a range of operating conditions and the driver’s perception of 
these conditions. Safety is not included in the measures that establish an LOS.  

Intersection Levels of Service 
One of the more important elements limiting and often interrupting the flow of traffic on a highway is 
the intersection. Flow on an interrupted facility is usually dominated by points of fixed operation such as 
traffic signals, stop signs and yield signs.  

Signalized Intersections – Performance Measures  
For signalized intersections, the performance measures include automobile volume-to-capacity ratio, 
automobile delay, queue storage length, ratio of pedestrian delay, pedestrian circulation area, 
pedestrian perception score, bicycle delay and bicycle perception score. LOS is also considered a 
performance measure. For the automobile mode, the average control delay per vehicle per approach is 
determined for the peak hour. A weighted average of control delay per vehicle is then determined for 
the intersection. An LOS designation is given to the weighted average control delay to better describe 
the level of operation. A description of LOS for signalized intersections is found in Table A-1. 
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Table A-1: Signalized Intersection Levels of Service Description (Automobile Mode) 

Level 
of 

Service 
Description 

Average 
Control 
Delay 

(Seconds 
per Vehicle) 

A 

Operations with a control delay of 10 seconds/vehicle or less and a volume-to-capacity 
ratio no greater than 1.0. This level is typically assigned when the volume-to-capacity 
ratio is really low and either progression is exceptionally favorable or the cycle length is 
very short. If it’s due to favorable progression, most vehicles arrive during the green 
indication and travel through the intersection without stopping.  

≤10 

B 

Operations with control delay between 10.1 to 20.0 seconds/vehicle and a volume-to-
capacity ratio no greater than 1.0. This level is typically assigned when the volume-to-
capacity ratio is low and either progression is highly favorable or the cycle length is 
short. More vehicles stop than with LOS A.  

>10.0 to 
20.0 

C 

Operations with average control delays between 20.1 to 35.0 seconds/vehicle and a 
volume-to-capacity ratio no greater than 1.0. This level is typically assigned when the 
volume-to-capacity ratio no greater than 1.0, the progression is favorable or the cycle 
length is moderate. Individual cycle failures (i.e., one or more queued vehicles are not 
able to depart as a result of insufficient capacity during the cycle) may begin to appear 
at this level. The number of vehicles stopping is significant, although many vehicles still 
pass through the intersection without stopping.  

>20 to 35 

D 

Operations with control delay between 35.1 to 55.0 seconds/vehicle and a volume-to- 
capacity ratio no greater than 1.0. This level is typically assigned when the volume-to- 
capacity ratio is high and either progression is ineffective or the cycle length is long. 
Many vehicles stop and individual cycle failures are noticeable.  

>35 to 55 

E 

Operations with control delay between 55.1 to 80.0 seconds/vehicle and a volume-to- 
capacity ratio no greater than 1.0. This level is typically assigned when the volume-to- 
capacity ratio is high, progression is unfavorable and the cycle length is long. Individual 
cycle failures are frequent.  

>55 to 80 

F 

Operations with unacceptable control delay exceeding 80.0 seconds/vehicle and a 
volume-to-capacity ratio greater than 1.0. This level is typically assigned when the 
volume-to-capacity ratio is very high, progression is very poor and the cycle length is 
long. Most cycles fail to clear the queue.  

>80 

Note: Source: Highway Capacity Manual 6th Edition 

Unsignalized Intersections  
The HCM 6th Edition procedures use control delay as a measure of effectiveness to determine level of 
service. Delay is a measure of driver discomfort, frustration, fuel consumption and increased travel time. 
The delay experienced by a motorist is made up of a number of factors that relate to control, traffic and 
incidents. Total delay is the difference between the travel time actually experienced and the reference 
travel time that would result during base conditions, i.e., in the absence of traffic control, geometric 
delay, any incidents and any other vehicles. Control delay is the increased time of travel for a vehicle 
approaching and passing through an unsignalized intersection, compared with a free-flow vehicle if it 
were not required to slow or stop at the intersection.  
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All-Way Stop Controlled Intersections  
All-way stop controlled intersections are a form of traffic controls in which all approaches to an 
intersection are required to stop. Similar to signalized intersections, at all-way stop controlled 
intersections the average control delay per vehicle per approach is determined for the peak hour. A 
weighted average of control delay per vehicle is then determined for the intersection as a whole. In 
other words, the delay measured for all-way stop controlled intersections is a measure of the average 
delay for all vehicles passing through the intersection during the peak hour. An LOS designation is given 
to the weighted average control delay to better describe the level of operation.  

Two-Way Stop Controlled Intersections  
Two-way stop controlled (TWSC) intersections in which stop signs are used to assign the right-of-way, 
are the most prevalent type of intersection in the United States. At TWSC intersections the stop-
controlled approaches are referred to as the minor street approaches and can be either public streets or 
private driveways. The approaches that are not controlled by stop signs are referred to as the major 
street approaches.  

The capacity of movements subject to delay are determined using the "critical gap" method of capacity 
analysis. Expected average control delay based on movement volume and movement capacity is 
calculated. An LOS for a TWSC intersection is determined by the computed or measured control delay 
for each minor movement. LOS is not defined for the intersection as a whole for three main reasons: (a) 
major-street through vehicles are assumed to experience zero delay; (b) the disproportionate number of 
major-street through vehicles at the typical TWSC intersection skews the weighted average of all 
movements, resulting in a very low overall average delay from all vehicles; and (c) the resulting low 
delay can mask important LOS deficiencies for minor movements. Table A-2 provides a description of 
LOS at unsignalized intersections. 

Table A-2: Unsignalized Intersection Levels of Service Description (Automobile Mode) 

Control Delay (Seconds per Vehicle) LOS by Volume-to-Capacity Ratio 
v/c ≤ 1.0 v/c > 1.0 

≤10 A F 
>10 to 15 B F 
>15 to 25 C F 
>25 to 35 D F 
>35 to 50 E F 

>50 F F 
Note: Source: HCM 6th Edition, Exhibit 20-2. 
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Roundabout Controlled Intersections  
Roundabouts are intersections with a generally circular shape, characterized by yield on entry and 
circulation around a central island. Roundabouts have been used successfully throughout the world and 
are being used increasingly in the United States, especially since 1990. The procedure used to calculate 
LOS incorporates a combination of lane-based regression models and gap acceptance models for both 
single-lane and multi-lane roundabouts. As a result, the capacity models focus on one entry of a 
roundabout at a time. Table A-3 provides a description of LOS at roundabout intersections. 

Table A-3: Roundabout Intersection Level of Service Description (Automobile Mode) 

Control Delay (Seconds per Vehicle) LOS by Volume-to-Capacity Ratio 
v/c ≤ 1.0 v/c > 1.0 

≤10 A F 
>10 to 15 B F 
>15 to 25 C F 
>25 to 35 D F 
>35 to 50 E F 

>50 F F 
Note: Source: HCM 6th Edition, Exhibit 22-8. 
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Segment Levels of Service 
Segments are portions of roads without any interruption of flow. These are typically studied as urban 
streets, basic freeways, multilane highways or two-lane highways. Each of these categories has further 
classification and the level of service analysis can differ between them. 

Basic Freeway and Multilane Highway Segments 
For segments of multilane highways and basic freeways outside the influence of merging, diverging and 
weaving maneuvers, LOS is defined by density. Density describes a motorist's proximity to other vehicles 
and is related to a motorist's freedom to maneuver within the traffic stream. Chapter 12 of the Highway 
Capacity Manual categorizes each LOS as follows: 

LOS A describes free-flow operations. FFS prevails on the freeway or multilane highway, and vehicles are 
almost completely unimpeded in their ability to maneuver within the traffic stream. The effects of 
incidents or point breakdowns are easily absorbed. 

LOS B represents reasonably free-flow operations, and FFS on the freeway or multilane highway is 
maintained. The ability to maneuver within the traffic stream is only slightly restricted, and the general 
level of physical and psychological comfort provided to drivers is still high. The effects of minor incidents 
are still easily absorbed. 

LOS C provides for flow with speeds near the FFS of the freeway or multilane highway. Freedom to 
maneuver within the traffic stream is noticeably restricted, and lane changes require more care and 
vigilance on the part of the driver. Minor incidents may still be absorbed, but the local deterioration in 
service quality will be significant. Queues may be expected to form behind any significant blockages. 

LOS D is the level at which speeds begin to decline with increasing flows, with density increasing more 
quickly. Freedom to maneuver within the traffic stream is seriously limited, and drivers experience 
reduced physical and psychological comfort levels. Even minor incidents can be expected to create 
queuing, because the traffic stream has little space to absorb disruptions. 

LOS E describes operation at or near capacity. Operations on the freeway or multilane highway at this 
level are highly volatile because there are virtually no usable gaps within the traffic stream, leaving little 
room to maneuver within the traffic stream. Any disruption to the traffic stream, such as vehicles 
entering from a ramp or an access point or a vehicle changing lanes, can establish a disruption wave that 
propagates throughout the upstream traffic stream. Toward the upper boundary of LOS E, the traffic 
stream has no ability to dissipate even the most minor disruption, and any incident can be expected to 
produce a serious breakdown and substantial queuing. The physical and psychological comfort afforded 
to drivers is poor.  

LOS F describes unstable flow. Such conditions exist within queues forming behind bottlenecks. 
Breakdowns occur for a number of reasons:  
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• Traffic incidents can temporarily reduce the capacity of a short segment so that the number of 
vehicles arriving at a point is greater than the number of vehicles that can move through it. 

• Points of recurring congestion, such as merge or weaving segments and lane drops, experience very 
high demand in which the number of vehicles arriving is greater than the number of vehicles that 
can be discharged.  

• In analyses using forecast volumes, the projected flow rate can exceed the estimated capacity of a 
given location. 

Basic Freeway 
Basic Freeway segments generally have four to eight lanes and posted speed limits between 50 and 75 
mi/hr. The performance measures include capacity, free flow speed, demand and volume-to-capacity 
ratio, space mean speed, average density and LOS. The LOS is dependent on the number of lanes, base 
free-flow speed, lane width, right side lateral clearance, total ramp density, hourly demand volume, 
peak hour factor and total truck percentage. Table A-4 provides a description of LOS for Basic Freeway 
Segments. 

Multilane Highway 
Multilane Highway segments generally have four to six lanes and posted speed limits between 40 and 55 
mi/hr. The performance measures include capacity, free flow speed, demand and volume-to-capacity 
ratio, space mean speed, average density and LOS. The LOS is dependent on the number of lanes, base 
free-flow speed, lane width, right side lateral clearance, left side lateral clearance, access point density, 
terrain type, median type, hourly demand volume, peak hour factor and total truck percentage. Table A-
4 provides a description of LOS for Multilane Highway Segments. 

Table A-4: Basic Freeway and Multilane Highway Segment Level of Service Description 
Level of Service Density (Passenger Cars per Mile per Lane) 

A ≤11 
B >11 to 18 
C >18 to 26 
D >26 to 35 
E >35 to 45 
F >45 or Demand Exceeds Capacity 

Note: Source: HCM 6th Edition, Exhibit 12-15. 
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Two-Lane Highway Segments 
Two-Lane Highways generally have one lane per direction and only allow passing maneuvers to take 
place in the opposing lane of traffic. If allowed, passing maneuvers are limited by the availability of gaps 
in the opposing traffic stream and by the availability of sufficient sight distance for a driver to discern 
the approach of an opposing vehicle safely. A principal measure of LOS is percent time spent following 
and follower density. This is the average percent of time that vehicles must travel in platoons behind 
slower vehicles due to the inability to pass. Chapter 15 of the Highway Capacity Manual categorizes each 
LOS as follows: 

At LOS A, motorists experience high operating speeds on Class I highways and little difficulty in passing. 
Platoons of three or more vehicles are rare. On Class II highways, speed is controlled primarily by 
roadway conditions, but a small amount of platooning would be expected. On Class III highways, 
motorists can maintain operating speeds at or near the facility's FFS. 

At LOS B, passing demand and passing capacity are balanced. On both Class I and Class II highways, the 
degree of platooning becomes noticeable. Some speed reductions are present on Class I highways. On 
Class III highways, maintenance of FFS operation becomes difficult, but the speed reduction is still 
relatively small. 

At LOS C, most vehicles travel in platoons. Speeds are noticeably curtailed on all three classes of 
highways. 

At LOS D, platooning increases significantly. Passing demand is high on both Class I and Class II facilities, 
but passing capacity approaches zero. A high percentage of vehicles travels in platoons, and PTSF is 
noticeable. On Class III highways, the fall-off from FFS is significant. 

At LOS E, demand is approaching capacity. Passing on Class I and II highways is virtually impossible, and 
PTSF is more than 80%. Speeds are seriously curtailed. On Class III highways, speed is less than two-
thirds of the FFS. The lower limit of LOSE represents capacity.  

LOS F exists whenever demand flow in one or both directions exceeds the segment's capacity. Operating 
conditions are unstable and heavy congestion exists on all classes of two-lane highways. 
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Two-Lane Highway 
The performance measures include average travel speed, segment travel time, percent followers, 
volume to capacity ratio, follower density and LOS. The LOS is dependent on Highway Class (I, II, or III), 
lane width, shoulder width, access point density, terrain type, free flow speed, passing lane length, 
demand flow rate, opposing demand flow rate peak hour factor and total truck percentage. Tables A-5 
and A-6 provide a description of LOS for Two-Lane Highway Segments. 

Table A-5: Two-Lane Highway Segment Level of Service Description 

LOS Class I Highways Class II Highways Class III Highways 
ATS (Mile per Hour) PTSF (%) PTSF (%) PFFS (%) 

A >55 ≤35 ≤40 >91.7 
B >50 to 55 >35 to 50 >40 to 55 >83.3 to 91.7 
C >45 to 50 >50 to 65 >55 to 70 >75.0 to 83.3 
D >40 to 45 >65 to 80 >70 to 85 >66.7 to 75.0 
E ≤40 >80 >85 ≤66.7 
F Demand exceeds capacity 

Note: ATS = Average Travel Speed 
PTSF = Percent Time Spent Following 
PFFS = Percent of Free Flow Speed 
Source: HCM 6th Edition, Exhibit 15-3. 

Table A-6: Two-Lane Highway Segment Level of Service Description 

LOS 
Follower Density (Followers per Mile per Lane) 

High Speed Highways 
Posted Speed Limit ≥ 50 miles per hour 

High Speed Highways 
Posted Speed Limit < 50 miles per hour 

A ≤2.0 ≤2.0 
B >2.0 to 4.0 >2.5 to 5.0 
C >4.0 to 8.0 >5.0 to 10.0 
D >8.0 to 12.0 >10.0 to 15.0 
E >12.0 >15.0 

Note: Source: NCHRP 'Improved Analysis of Two-Lane Highway Capacity and Operational Performance, Table 3-23. 
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Urban Streets (Automobile Mode) 
The term “urban streets” refers to urban arterials and collectors, including those in downtown areas. 
Arterial streets are roads that primarily serve longer through trips. However, providing access to 
abutting commercial and residential land uses is also an important function of arterials. Collector streets 
provide both land access and traffic circulation within residential, commercial and industrial areas. Their 
access function is more important than that of arterials and unlike arterials their operation is not always 
dominated by traffic signals. Downtown streets are signalized facilities that often resemble arterials.  

They not only move through traffic but also provide access to local businesses for passenger cars, transit 
buses and trucks. Pedestrian conflicts and lane obstructions created by stopping or standing taxicabs, 
buses, trucks and parking vehicles that cause turbulence in the traffic flow are typical of downtown 
streets.  

Flow Characteristics  
The speed of vehicles on urban streets is influenced by three main factors, street environment, 
interaction among vehicles and traffic control.  

The street environment includes the geometric characteristics of the facility, the character of roadside 
activity and adjacent land uses. Thus, the environment reflects the number and width of lanes, type of 
median, driveway/access point density, spacing between signalized intersections, existence of parking, 
level of pedestrian and bicyclist activity and speed limit.  

The interaction among vehicles is determined by traffic density, the proportion of trucks and buses and 
turning movements. This interaction affects the operation of vehicles at intersections and, to a lesser 
extent, between signals.  

Traffic controls (including signals and signs) force a portion of all vehicles to slow or stop. The delays and 
speed changes caused by traffic control devices reduce vehicle speeds; however, such controls are 
needed to establish right-of-way. 
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Urban Street Segments LOS 
The average travel speed for through vehicles along an urban street is the determinant of the operating 
level of service (LOS). The travel speed along a segment, section or entire length of an urban street is 
dependent on the running speed between signalized intersections and the amount of control delay 
incurred at signalized intersections. Table A-7 provides a description of LOS for Urban Street Segments. 

LOS A describes primarily free-flow operation. Vehicles are completely unimpeded in their ability to 
maneuver within the traffic stream. Control delay at signalized intersections is minimal. Travel speeds 
exceed 80 percent of the base free flow speed (FFS).  

LOS B describes reasonably unimpeded operation. The ability to maneuver within the traffic stream is 
only slightly restricted and control delay at the boundary intersections is not significant. The travel 
speed is between 67 and 80 percent of the base FFS.  

LOS C describes stable operations. The ability to maneuver and change lanes in midblock location may 
be more restricted than at LOS B. Longer queues at the boundary intersections may contribute to lower 
travel speeds. The travel speed is between 50 and 67 percent of the base FFS.  

LOS D indicates a less stable condition in which small increases in flow may cause substantial increases 
in delay and decreases in travel speed. This operation may be due to adverse signal progression, high 
volumes or inappropriate signal timing at the boundary intersections. The travel speed is between 40 
and 50 percent of the base FFS.  

LOS E is characterized as an unstable operation and has significant delay. Such operations may be due to 
some combination of adverse progression, high volume and inappropriate signal timing at the boundary 
intersections. The travel speed is between 30 and 40 percent of the base FFS.  

LOS F is characterized by street flow at extremely low speed. Congestion is likely occurring at the 
boundary intersections, as indicated by high delay and extensive queuing. The travel speed is 30 percent 
or less of the base FFS.  

Table A-7: Urban Street Levels of Service (Automobile Mode) 

LOS Travel Speed Threshold by Base Free-Flow Speed (miles/hour) Volume-to-
Capacity Ratio 55 50 45 40 35 30 25 

A >44 >40 >36 >32 >28 >24 >20 

≤ 1.0 

B >37 >34 >30 >27 >23 >20 >17 
C >28 >25 >23 >20 >18 >15 >13 
D >22 >20 >18 >16 >14 >12 >10 
E >17 >15 >14 >12 >11 >9 >8 
F ≤17 ≤15 ≤14 ≤12 ≤11 ≤9 ≤8 
F Any > 1.0 

Note: a = The Critical volume-to-capacity ratio is based on consideration of the through movement-to-capacity ratio at each boundary 
intersection in the subject direction of travel. The critical volume-to-capacity ratio is the largest ratio of those considered.  
Source: Highway Capacity Manual 6th Edition, Exhibit 16-3. 
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HCM 6th Signalized Intersection Summary Existing AM Peak
3: 10 1/2 Avenue & Hanford Armona Road 04/26/2022

Baseline Synchro 10 Report
JLB Traffic Engineering, Inc. Page 5

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (veh/h) 55 226 17 12 202 22 39 31 11 11 12 34
Future Volume (veh/h) 55 226 17 12 202 22 39 31 11 11 12 34
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Work Zone On Approach No No No No
Adj Sat Flow, veh/h/ln 1826 1826 1826 1826 1826 1826 1826 1826 1826 1826 1826 1826
Adj Flow Rate, veh/h 76 314 24 17 281 31 54 43 15 15 17 47
Peak Hour Factor 0.72 0.72 0.72 0.72 0.72 0.72 0.72 0.72 0.72 0.72 0.72 0.72
Percent Heavy Veh, % 5 5 5 5 5 5 5 5 5 5 5 5
Cap, veh/h 128 523 40 38 420 46 101 259 220 34 189 160
Arrive On Green 0.07 0.31 0.31 0.02 0.26 0.26 0.06 0.14 0.14 0.02 0.10 0.10
Sat Flow, veh/h 1739 1675 128 1739 1615 178 1739 1826 1547 1739 1826 1547
Grp Volume(v), veh/h 76 0 338 17 0 312 54 43 15 15 17 47
Grp Sat Flow(s),veh/h/ln 1739 0 1803 1739 0 1793 1739 1826 1547 1739 1826 1547
Q Serve(g_s), s 1.5 0.0 5.7 0.3 0.0 5.6 1.1 0.7 0.3 0.3 0.3 1.0
Cycle Q Clear(g_c), s 1.5 0.0 5.7 0.3 0.0 5.6 1.1 0.7 0.3 0.3 0.3 1.0
Prop In Lane 1.00 0.07 1.00 0.10 1.00 1.00 1.00 1.00
Lane Grp Cap(c), veh/h 128 0 563 38 0 467 101 259 220 34 189 160
V/C Ratio(X) 0.59 0.00 0.60 0.45 0.00 0.67 0.54 0.17 0.07 0.45 0.09 0.29
Avail Cap(c_a), veh/h 376 0 1464 241 0 1317 280 1392 1179 241 1366 1158
HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 1.00 0.00 1.00 1.00 0.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Uniform Delay (d), s/veh 16.2 0.0 10.5 17.4 0.0 11.9 16.5 13.6 13.4 17.5 14.6 15.0
Incr Delay (d2), s/veh 4.3 0.0 1.0 8.2 0.0 1.7 4.4 0.3 0.1 9.0 0.2 1.0
Initial Q Delay(d3),s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(50%),veh/ln 0.6 0.0 1.6 0.2 0.0 1.7 0.5 0.3 0.1 0.2 0.1 0.3
Unsig. Movement Delay, s/veh
LnGrp Delay(d),s/veh 20.5 0.0 11.5 25.6 0.0 13.6 20.9 13.9 13.5 26.5 14.8 16.0
LnGrp LOS C A B C A B C B B C B B
Approach Vol, veh/h 414 329 112 79
Approach Delay, s/veh 13.2 14.2 17.2 17.7
Approach LOS B B B B

Timer - Assigned Phs 1 2 3 4 5 6 7 8
Phs Duration (G+Y+Rc), s 4.9 10.0 5.0 16.2 6.3 8.6 6.9 14.3
Change Period (Y+Rc), s * 4.2 4.9 * 4.2 4.9 * 4.2 * 4.9 * 4.2 4.9
Max Green Setting (Gmax), s * 5 27.5 * 5 29.3 * 5.8 * 27 * 7.8 26.5
Max Q Clear Time (g_c+I1), s 2.3 2.7 2.3 7.7 3.1 3.0 3.5 7.6
Green Ext Time (p_c), s 0.0 0.2 0.0 1.8 0.0 0.2 0.0 1.6

Intersection Summary
HCM 6th Ctrl Delay 14.4
HCM 6th LOS B

Notes
* HCM 6th computational engine requires equal clearance times for the phases crossing the barrier.



HCM 6th TWSC Existing AM Peak
4: Jordan Way & Hanford Armona Road 04/26/2022

Baseline Synchro 10 Report
JLB Traffic Engineering, Inc. Page 6

Intersection
Int Delay, s/veh 1.6

Movement EBT EBR WBL WBT NBL NBR
Lane Configurations
Traffic Vol, veh/h 200 21 14 178 34 21
Future Vol, veh/h 200 21 14 178 34 21
Conflicting Peds, #/hr 0 0 0 0 0 1
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - - 75 - 0 -
Veh in Median Storage, # 0 - - 0 0 -
Grade, % 0 - - 0 0 -
Peak Hour Factor 74 74 74 74 74 74
Heavy Vehicles, % 6 6 6 6 6 6
Mvmt Flow 270 28 19 241 46 28
 

Major/Minor Major1 Major2 Minor1
Conflicting Flow All 0 0 298 0 563 285
          Stage 1 - - - - 284 -
          Stage 2 - - - - 279 -
Critical Hdwy - - 4.16 - 6.46 6.26
Critical Hdwy Stg 1 - - - - 5.46 -
Critical Hdwy Stg 2 - - - - 5.46 -
Follow-up Hdwy - - 2.254 - 3.554 3.354
Pot Cap-1 Maneuver - - 1241 - 481 745
          Stage 1 - - - - 755 -
          Stage 2 - - - - 759 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver - - 1241 - 474 744
Mov Cap-2 Maneuver - - - - 559 -
          Stage 1 - - - - 755 -
          Stage 2 - - - - 748 -
 

Approach EB WB NB
HCM Control Delay, s 0 0.6 11.6
HCM LOS B
 

Minor Lane/Major Mvmt NBLn1 EBT EBR WBL WBT
Capacity (veh/h) 618 - - 1241 -
HCM Lane V/C Ratio 0.12 - - 0.015 -
HCM Control Delay (s) 11.6 - - 7.9 -
HCM Lane LOS B - - A -
HCM 95th %tile Q(veh) 0.4 - - 0 -



HCM 6th Signalized Intersection Summary Existing AM Peak
5: 10th Avenue & Hanford Armona Road 04/26/2022

Baseline Synchro 10 Report
JLB Traffic Engineering, Inc. Page 8

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (veh/h) 166 4 50 3 4 12 54 167 1 6 154 144
Future Volume (veh/h) 166 4 50 3 4 12 54 167 1 6 154 144
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Work Zone On Approach No No No No
Adj Sat Flow, veh/h/ln 1796 1796 1796 1796 1796 1796 1796 1796 1796 1796 1796 1796
Adj Flow Rate, veh/h 205 5 62 4 5 15 67 206 1 7 190 178
Peak Hour Factor 0.81 0.81 0.81 0.81 0.81 0.81 0.81 0.81 0.81 0.81 0.81 0.81
Percent Heavy Veh, % 7 7 7 7 7 7 7 7 7 7 7 7
Cap, veh/h 256 404 342 9 32 96 114 457 388 16 355 301
Arrive On Green 0.15 0.22 0.22 0.01 0.08 0.08 0.07 0.25 0.25 0.01 0.20 0.20
Sat Flow, veh/h 1711 1796 1522 1711 396 1187 1711 1796 1522 1711 1796 1522
Grp Volume(v), veh/h 205 5 62 4 0 20 67 206 1 7 190 178
Grp Sat Flow(s),veh/h/ln 1711 1796 1522 1711 0 1583 1711 1796 1522 1711 1796 1522
Q Serve(g_s), s 4.4 0.1 1.3 0.1 0.0 0.5 1.5 3.7 0.0 0.2 3.6 4.1
Cycle Q Clear(g_c), s 4.4 0.1 1.3 0.1 0.0 0.5 1.5 3.7 0.0 0.2 3.6 4.1
Prop In Lane 1.00 1.00 1.00 0.75 1.00 1.00 1.00 1.00
Lane Grp Cap(c), veh/h 256 404 342 9 0 128 114 457 388 16 355 301
V/C Ratio(X) 0.80 0.01 0.18 0.43 0.00 0.16 0.59 0.45 0.00 0.44 0.54 0.59
Avail Cap(c_a), veh/h 303 1741 1476 223 0 1443 223 1348 1142 223 1367 1158
HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 1.00 1.00 1.00 1.00 0.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Uniform Delay (d), s/veh 15.8 11.6 12.0 19.0 0.0 16.4 17.4 12.0 10.7 18.9 13.8 14.0
Incr Delay (d2), s/veh 12.3 0.0 0.3 28.4 0.0 0.6 4.8 0.7 0.0 17.6 1.3 1.9
Initial Q Delay(d3),s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(50%),veh/ln 2.2 0.0 0.3 0.1 0.0 0.1 0.6 1.1 0.0 0.1 1.2 1.2
Unsig. Movement Delay, s/veh
LnGrp Delay(d),s/veh 28.1 11.6 12.3 47.4 0.0 17.0 22.2 12.7 10.7 36.5 15.1 15.8
LnGrp LOS C B B D A B C B B D B B
Approach Vol, veh/h 272 24 274 375
Approach Delay, s/veh 24.2 22.0 15.0 15.8
Approach LOS C C B B

Timer - Assigned Phs 1 2 3 4 5 6 7 8
Phs Duration (G+Y+Rc), s 4.6 15.5 4.4 13.9 6.8 13.3 9.9 8.4
Change Period (Y+Rc), s * 4.2 5.7 * 4.2 * 5.3 * 4.2 * 5.7 * 4.2 5.3
Max Green Setting (Gmax), s * 5 28.8 * 5 * 37 * 5 * 29 * 6.8 35.0
Max Q Clear Time (g_c+I1), s 2.2 5.7 2.1 3.3 3.5 6.1 6.4 2.5
Green Ext Time (p_c), s 0.0 0.9 0.0 0.2 0.0 1.5 0.0 0.1

Intersection Summary
HCM 6th Ctrl Delay 18.2
HCM 6th LOS B

Notes
* HCM 6th computational engine requires equal clearance times for the phases crossing the barrier.



HCM Signalized Intersection Capacity Analysis Existing AM Peak
7: 11th Avenue & Houston Avenue 04/26/2022

Baseline Synchro 10 Report
JLB Traffic Engineering, Inc. Page 10

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 32 66 24 24 57 35 17 73 21 40 59 21
Future Volume (vph) 32 66 24 24 57 35 17 73 21 40 59 21
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.2 6.0 6.0 4.2 5.7 5.7 4.2 5.7 5.7 4.2 5.3 5.3
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 0.95 1.00 1.00 1.00 1.00
Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85
Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00
Satd. Flow (prot) 1597 1681 1429 1597 1681 1429 1597 3195 1429 1597 1681 1429
Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00
Satd. Flow (perm) 1597 1681 1429 1597 1681 1429 1597 3195 1429 1597 1681 1429
Peak-hour factor, PHF 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96
Adj. Flow (vph) 33 69 25 25 59 36 18 76 22 42 61 22
RTOR Reduction (vph) 0 0 21 0 0 31 0 0 13 0 0 12
Lane Group Flow (vph) 33 69 4 25 59 5 18 76 9 42 61 10
Heavy Vehicles (%) 13% 13% 13% 13% 13% 13% 13% 13% 13% 13% 13% 13%
Turn Type Prot NA Perm Prot NA Perm Prot NA Perm Prot NA Perm
Protected Phases 7 4 3 8 5 2 1 6
Permitted Phases 4 8 2 6
Actuated Green, G (s) 3.0 9.9 9.9 1.0 8.2 8.2 1.0 22.3 22.3 3.0 24.7 24.7
Effective Green, g (s) 3.0 9.9 9.9 1.0 8.2 8.2 1.0 22.3 22.3 3.0 24.7 24.7
Actuated g/C Ratio 0.05 0.18 0.18 0.02 0.15 0.15 0.02 0.40 0.40 0.05 0.44 0.44
Clearance Time (s) 4.2 6.0 6.0 4.2 5.7 5.7 4.2 5.7 5.7 4.2 5.3 5.3
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 85 295 251 28 244 208 28 1265 566 85 737 626
v/s Ratio Prot c0.02 c0.04 0.02 0.04 0.01 0.02 c0.03 c0.04
v/s Ratio Perm 0.00 0.00 0.01 0.01
v/c Ratio 0.39 0.23 0.02 0.89 0.24 0.03 0.64 0.06 0.02 0.49 0.08 0.02
Uniform Delay, d1 25.8 19.9 19.2 27.6 21.3 20.6 27.5 10.5 10.3 25.9 9.2 8.9
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 2.9 0.4 0.0 123.8 0.5 0.0 40.9 0.0 0.0 4.5 0.0 0.0
Delay (s) 28.7 20.3 19.2 151.4 21.8 20.7 68.4 10.5 10.3 30.4 9.3 8.9
Level of Service C C B F C C E B B C A A
Approach Delay (s) 22.3 48.5 19.5 16.3
Approach LOS C D B B

Intersection Summary
HCM 2000 Control Delay 26.5 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.19
Actuated Cycle Length (s) 56.3 Sum of lost time (s) 20.1
Intersection Capacity Utilization 30.9% ICU Level of Service A
Analysis Period (min) 15
c    Critical Lane Group



HCM 6th TWSC Existing AM Peak
8: Houston Avenue & 10 1/2 Avenue 04/26/2022

Baseline Synchro 10 Report
JLB Traffic Engineering, Inc. Page 12

Intersection
Int Delay, s/veh 1

Movement EBL EBT WBT WBR SBL SBR
Lane Configurations
Traffic Vol, veh/h 9 94 80 22 8 7
Future Vol, veh/h 9 94 80 22 8 7
Conflicting Peds, #/hr 0 0 0 0 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - - - - 0 -
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 89 89 89 89 89 89
Heavy Vehicles, % 19 19 19 19 19 19
Mvmt Flow 10 106 90 25 9 8
 

Major/Minor Major1 Major2 Minor2
Conflicting Flow All 115 0 - 0 229 103
          Stage 1 - - - - 103 -
          Stage 2 - - - - 126 -
Critical Hdwy 4.29 - - - 6.59 6.39
Critical Hdwy Stg 1 - - - - 5.59 -
Critical Hdwy Stg 2 - - - - 5.59 -
Follow-up Hdwy 2.371 - - - 3.671 3.471
Pot Cap-1 Maneuver 1375 - - - 723 907
          Stage 1 - - - - 880 -
          Stage 2 - - - - 859 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 1375 - - - 717 907
Mov Cap-2 Maneuver - - - - 717 -
          Stage 1 - - - - 873 -
          Stage 2 - - - - 859 -
 

Approach EB WB SB
HCM Control Delay, s 0.7 0 9.6
HCM LOS A
 

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1
Capacity (veh/h) 1375 - - - 795
HCM Lane V/C Ratio 0.007 - - - 0.021
HCM Control Delay (s) 7.6 0 - - 9.6
HCM Lane LOS A A - - A
HCM 95th %tile Q(veh) 0 - - - 0.1



HCM 6th AWSC Existing AM Peak
9: 10th Avenue & Houston Avenue 04/26/2022

Baseline Synchro 10 Report
JLB Traffic Engineering, Inc. Page 13

Intersection
Intersection Delay, s/veh 8.8
Intersection LOS A

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Vol, veh/h 29 63 18 12 56 13 13 58 5 13 61 39
Future Vol, veh/h 29 63 18 12 56 13 13 58 5 13 61 39
Peak Hour Factor 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91
Heavy Vehicles, % 26 26 26 26 26 26 26 26 26 26 26 26
Mvmt Flow 32 69 20 13 62 14 14 64 5 14 67 43
Number of Lanes 0 1 0 0 1 0 0 1 0 0 1 0

Approach EB WB NB SB
Opposing Approach WB EB SB NB
Opposing Lanes 1 1 1 1
Conflicting Approach Left SB NB EB WB
Conflicting Lanes Left 1 1 1 1
Conflicting Approach Right NB SB WB EB
Conflicting Lanes Right 1 1 1 1
HCM Control Delay 8.9 8.7 8.7 8.8
HCM LOS A A A A
        

Lane NBLn1 EBLn1 WBLn1 SBLn1
Vol Left, % 17% 26% 15% 12%
Vol Thru, % 76% 57% 69% 54%
Vol Right, % 7% 16% 16% 35%
Sign Control Stop Stop Stop Stop
Traffic Vol by Lane 76 110 81 113
LT Vol 13 29 12 13
Through Vol 58 63 56 61
RT Vol 5 18 13 39
Lane Flow Rate 84 121 89 124
Geometry Grp 1 1 1 1
Degree of Util (X) 0.116 0.165 0.122 0.165
Departure Headway (Hd) 5.021 4.927 4.947 4.795
Convergence, Y/N Yes Yes Yes Yes
Cap 714 729 725 749
Service Time 3.049 2.955 2.976 2.821
HCM Lane V/C Ratio 0.118 0.166 0.123 0.166
HCM Control Delay 8.7 8.9 8.7 8.8
HCM Lane LOS A A A A
HCM 95th-tile Q 0.4 0.6 0.4 0.6
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (veh/h) 44 286 15 6 285 27 27 16 5 23 18 56
Future Volume (veh/h) 44 286 15 6 285 27 27 16 5 23 18 56
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Work Zone On Approach No No No No
Adj Sat Flow, veh/h/ln 1856 1856 1856 1856 1856 1856 1856 1856 1856 1856 1856 1856
Adj Flow Rate, veh/h 48 311 16 7 310 29 29 17 5 25 20 61
Peak Hour Factor 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92
Percent Heavy Veh, % 3 3 3 3 3 3 3 3 3 3 3 3
Cap, veh/h 94 571 29 17 472 44 62 198 168 55 190 161
Arrive On Green 0.05 0.33 0.33 0.01 0.28 0.28 0.04 0.11 0.11 0.03 0.10 0.10
Sat Flow, veh/h 1767 1749 90 1767 1670 156 1767 1856 1572 1767 1856 1572
Grp Volume(v), veh/h 48 0 327 7 0 339 29 17 5 25 20 61
Grp Sat Flow(s),veh/h/ln 1767 0 1839 1767 0 1827 1767 1856 1572 1767 1856 1572
Q Serve(g_s), s 0.9 0.0 5.0 0.1 0.0 5.7 0.6 0.3 0.1 0.5 0.3 1.3
Cycle Q Clear(g_c), s 0.9 0.0 5.0 0.1 0.0 5.7 0.6 0.3 0.1 0.5 0.3 1.3
Prop In Lane 1.00 0.05 1.00 0.09 1.00 1.00 1.00 1.00
Lane Grp Cap(c), veh/h 94 0 600 17 0 516 62 198 168 55 190 161
V/C Ratio(X) 0.51 0.00 0.54 0.42 0.00 0.66 0.47 0.09 0.03 0.46 0.11 0.38
Avail Cap(c_a), veh/h 348 0 1549 256 0 1443 297 1455 1233 286 1461 1238
HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 1.00 0.00 1.00 1.00 0.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Uniform Delay (d), s/veh 15.9 0.0 9.5 17.0 0.0 10.9 16.4 13.9 13.8 16.5 14.1 14.5
Incr Delay (d2), s/veh 4.2 0.0 0.8 16.0 0.0 1.4 5.4 0.2 0.1 5.9 0.2 1.5
Initial Q Delay(d3),s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(50%),veh/ln 0.4 0.0 1.4 0.1 0.0 1.7 0.3 0.1 0.0 0.2 0.1 0.4
Unsig. Movement Delay, s/veh
LnGrp Delay(d),s/veh 20.1 0.0 10.3 33.1 0.0 12.4 21.7 14.1 13.9 22.3 14.3 16.0
LnGrp LOS C A B C A B C B B C B B
Approach Vol, veh/h 375 346 51 106
Approach Delay, s/veh 11.6 12.8 18.4 17.2
Approach LOS B B B B

Timer - Assigned Phs 1 2 3 4 5 6 7 8
Phs Duration (G+Y+Rc), s 5.3 8.6 4.5 16.2 5.4 8.4 6.0 14.7
Change Period (Y+Rc), s * 4.2 4.9 * 4.2 4.9 * 4.2 * 4.9 * 4.2 4.9
Max Green Setting (Gmax), s * 5.6 27.1 * 5 29.1 * 5.8 * 27 * 6.8 27.3
Max Q Clear Time (g_c+I1), s 2.5 2.3 2.1 7.0 2.6 3.3 2.9 7.7
Green Ext Time (p_c), s 0.0 0.0 0.0 1.8 0.0 0.2 0.0 1.8

Intersection Summary
HCM 6th Ctrl Delay 13.1
HCM 6th LOS B

Notes
* HCM 6th computational engine requires equal clearance times for the phases crossing the barrier.
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Intersection
Int Delay, s/veh 1.4

Movement EBT EBR WBL WBT NBL NBR
Lane Configurations
Traffic Vol, veh/h 250 36 27 273 39 16
Future Vol, veh/h 250 36 27 273 39 16
Conflicting Peds, #/hr 0 2 2 0 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - - 75 - 0 -
Veh in Median Storage, # 0 - - 0 0 -
Grade, % 0 - - 0 0 -
Peak Hour Factor 90 90 90 90 90 90
Heavy Vehicles, % 3 3 3 3 3 3
Mvmt Flow 278 40 30 303 43 18
 

Major/Minor Major1 Major2 Minor1
Conflicting Flow All 0 0 320 0 663 300
          Stage 1 - - - - 300 -
          Stage 2 - - - - 363 -
Critical Hdwy - - 4.13 - 6.43 6.23
Critical Hdwy Stg 1 - - - - 5.43 -
Critical Hdwy Stg 2 - - - - 5.43 -
Follow-up Hdwy - - 2.227 - 3.527 3.327
Pot Cap-1 Maneuver - - 1234 - 425 737
          Stage 1 - - - - 749 -
          Stage 2 - - - - 702 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver - - 1232 - 414 736
Mov Cap-2 Maneuver - - - - 514 -
          Stage 1 - - - - 748 -
          Stage 2 - - - - 685 -
 

Approach EB WB NB
HCM Control Delay, s 0 0.7 12.2
HCM LOS B
 

Minor Lane/Major Mvmt NBLn1 EBT EBR WBL WBT
Capacity (veh/h) 563 - - 1232 -
HCM Lane V/C Ratio 0.109 - - 0.024 -
HCM Control Delay (s) 12.2 - - 8 -
HCM Lane LOS B - - A -
HCM 95th %tile Q(veh) 0.4 - - 0.1 -
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (veh/h) 149 15 96 4 8 8 112 203 5 16 154 176
Future Volume (veh/h) 149 15 96 4 8 8 112 203 5 16 154 176
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 0.99 1.00 0.99
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Work Zone On Approach No No No No
Adj Sat Flow, veh/h/ln 1856 1856 1856 1856 1856 1856 1856 1856 1856 1856 1856 1856
Adj Flow Rate, veh/h 157 16 101 4 8 8 118 214 5 17 162 185
Peak Hour Factor 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95
Percent Heavy Veh, % 3 3 3 3 3 3 3 3 3 3 3 3
Cap, veh/h 201 412 348 10 97 97 160 510 430 38 382 322
Arrive On Green 0.11 0.22 0.22 0.01 0.11 0.11 0.09 0.27 0.27 0.02 0.21 0.21
Sat Flow, veh/h 1767 1856 1565 1767 849 849 1767 1856 1564 1767 1856 1561
Grp Volume(v), veh/h 157 16 101 4 0 16 118 214 5 17 162 185
Grp Sat Flow(s),veh/h/ln 1767 1856 1565 1767 0 1698 1767 1856 1564 1767 1856 1561
Q Serve(g_s), s 3.5 0.3 2.2 0.1 0.0 0.3 2.7 3.9 0.1 0.4 3.1 4.4
Cycle Q Clear(g_c), s 3.5 0.3 2.2 0.1 0.0 0.3 2.7 3.9 0.1 0.4 3.1 4.4
Prop In Lane 1.00 1.00 1.00 0.50 1.00 1.00 1.00 1.00
Lane Grp Cap(c), veh/h 201 412 348 10 0 194 160 510 430 38 382 322
V/C Ratio(X) 0.78 0.04 0.29 0.42 0.00 0.08 0.74 0.42 0.01 0.45 0.42 0.58
Avail Cap(c_a), veh/h 295 1693 1429 217 0 1458 251 1311 1105 217 1293 1088
HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 1.00 1.00 1.00 1.00 0.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Uniform Delay (d), s/veh 17.6 12.4 13.2 20.2 0.0 16.1 18.1 12.1 10.7 19.7 14.1 14.6
Incr Delay (d2), s/veh 8.0 0.0 0.5 26.3 0.0 0.2 6.5 0.5 0.0 8.1 0.7 1.6
Initial Q Delay(d3),s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(50%),veh/ln 1.6 0.1 0.6 0.1 0.0 0.1 1.1 1.1 0.0 0.2 1.0 1.3
Unsig. Movement Delay, s/veh
LnGrp Delay(d),s/veh 25.5 12.5 13.6 46.5 0.0 16.3 24.6 12.7 10.8 27.8 14.8 16.2
LnGrp LOS C B B D A B C B B C B B
Approach Vol, veh/h 274 20 337 364
Approach Delay, s/veh 20.4 22.4 16.8 16.1
Approach LOS C C B B

Timer - Assigned Phs 1 2 3 4 5 6 7 8
Phs Duration (G+Y+Rc), s 5.1 16.9 4.4 14.4 7.9 14.1 8.8 9.9
Change Period (Y+Rc), s * 4.2 5.7 * 4.2 * 5.3 * 4.2 * 5.7 * 4.2 5.3
Max Green Setting (Gmax), s * 5 28.8 * 5 * 37 * 5.8 * 28 * 6.8 35.0
Max Q Clear Time (g_c+I1), s 2.4 5.9 2.1 4.2 4.7 6.4 5.5 2.3
Green Ext Time (p_c), s 0.0 1.0 0.0 0.4 0.0 1.4 0.0 0.0

Intersection Summary
HCM 6th Ctrl Delay 17.7
HCM 6th LOS B

Notes
* HCM 6th computational engine requires equal clearance times for the phases crossing the barrier.
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Movement EBU EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT
Lane Configurations
Traffic Volume (vph) 1 21 93 18 18 96 74 33 159 24 48 78
Future Volume (vph) 1 21 93 18 18 96 74 33 159 24 48 78
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.2 6.0 6.0 4.2 5.7 5.7 4.2 5.7 5.7 4.2 5.3
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 0.95 1.00 1.00 1.00
Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00
Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00
Satd. Flow (prot) 1719 1810 1538 1719 1810 1538 1719 3438 1538 1719 1810
Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00
Satd. Flow (perm) 1719 1810 1538 1719 1810 1538 1719 3438 1538 1719 1810
Peak-hour factor, PHF 0.84 0.84 0.84 0.84 0.84 0.84 0.84 0.84 0.84 0.84 0.84 0.84
Adj. Flow (vph) 1 25 111 21 21 114 88 39 189 29 57 93
RTOR Reduction (vph) 0 0 0 17 0 0 71 0 0 19 0 0
Lane Group Flow (vph) 0 26 111 4 21 114 17 39 189 10 57 93
Heavy Vehicles (%) 5% 5% 5% 5% 5% 5% 5% 5% 5% 5% 5% 5%
Turn Type Prot Prot NA Perm Prot NA Perm Prot NA Perm Prot NA
Protected Phases 7 7 4 3 8 5 2 1 6
Permitted Phases 4 8 2
Actuated Green, G (s) 0.9 10.2 10.2 0.9 10.5 10.5 3.1 18.8 18.8 5.4 21.5
Effective Green, g (s) 0.9 10.2 10.2 0.9 10.5 10.5 3.1 18.8 18.8 5.4 21.5
Actuated g/C Ratio 0.02 0.18 0.18 0.02 0.19 0.19 0.06 0.34 0.34 0.10 0.39
Clearance Time (s) 4.2 6.0 6.0 4.2 5.7 5.7 4.2 5.7 5.7 4.2 5.3
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 27 333 283 27 343 291 96 1166 521 167 702
v/s Ratio Prot c0.02 0.06 0.01 c0.06 0.02 c0.05 c0.03 0.05
v/s Ratio Perm 0.00 0.01 0.01
v/c Ratio 0.96 0.33 0.01 0.78 0.33 0.06 0.41 0.16 0.02 0.34 0.13
Uniform Delay, d1 27.2 19.6 18.5 27.2 19.4 18.4 25.3 12.8 12.2 23.3 10.9
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 156.3 0.6 0.0 81.9 0.6 0.1 2.8 0.1 0.0 1.2 0.1
Delay (s) 183.5 20.2 18.5 109.0 20.0 18.5 28.1 12.9 12.2 24.6 11.0
Level of Service F C B F B B C B B C B
Approach Delay (s) 46.9 27.8 15.1 15.4
Approach LOS D C B B

Intersection Summary
HCM 2000 Control Delay 24.8 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.26
Actuated Cycle Length (s) 55.4 Sum of lost time (s) 20.1
Intersection Capacity Utilization 30.6% ICU Level of Service A
Analysis Period (min) 15
c    Critical Lane Group
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Movement SBR
Lane Configurations
Traffic Volume (vph) 20
Future Volume (vph) 20
Ideal Flow (vphpl) 1900
Total Lost time (s) 5.3
Lane Util. Factor 1.00
Frt 0.85
Flt Protected 1.00
Satd. Flow (prot) 1538
Flt Permitted 1.00
Satd. Flow (perm) 1538
Peak-hour factor, PHF 0.84
Adj. Flow (vph) 24
RTOR Reduction (vph) 15
Lane Group Flow (vph) 9
Heavy Vehicles (%) 5%
Turn Type Perm
Protected Phases
Permitted Phases 6
Actuated Green, G (s) 21.5
Effective Green, g (s) 21.5
Actuated g/C Ratio 0.39
Clearance Time (s) 5.3
Vehicle Extension (s) 3.0
Lane Grp Cap (vph) 596
v/s Ratio Prot
v/s Ratio Perm 0.01
v/c Ratio 0.02
Uniform Delay, d1 10.4
Progression Factor 1.00
Incremental Delay, d2 0.0
Delay (s) 10.4
Level of Service B
Approach Delay (s)
Approach LOS

Intersection Summary
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Intersection
Int Delay, s/veh 1.1

Movement EBL EBT WBT WBR SBL SBR
Lane Configurations
Traffic Vol, veh/h 8 107 134 21 17 10
Future Vol, veh/h 8 107 134 21 17 10
Conflicting Peds, #/hr 0 0 0 0 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - - - - 0 -
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 93 93 93 93 93 93
Heavy Vehicles, % 3 3 3 3 3 3
Mvmt Flow 9 115 144 23 18 11
 

Major/Minor Major1 Major2 Minor2
Conflicting Flow All 167 0 - 0 289 156
          Stage 1 - - - - 156 -
          Stage 2 - - - - 133 -
Critical Hdwy 4.13 - - - 6.43 6.23
Critical Hdwy Stg 1 - - - - 5.43 -
Critical Hdwy Stg 2 - - - - 5.43 -
Follow-up Hdwy 2.227 - - - 3.527 3.327
Pot Cap-1 Maneuver 1405 - - - 699 887
          Stage 1 - - - - 870 -
          Stage 2 - - - - 891 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 1405 - - - 694 887
Mov Cap-2 Maneuver - - - - 694 -
          Stage 1 - - - - 864 -
          Stage 2 - - - - 891 -
 

Approach EB WB SB
HCM Control Delay, s 0.5 0 10
HCM LOS B
 

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1
Capacity (veh/h) 1405 - - - 755
HCM Lane V/C Ratio 0.006 - - - 0.038
HCM Control Delay (s) 7.6 0 - - 10
HCM Lane LOS A A - - B
HCM 95th %tile Q(veh) 0 - - - 0.1
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Intersection
Intersection Delay, s/veh 8.8
Intersection LOS A

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Vol, veh/h 29 72 15 8 85 48 23 101 8 41 70 35
Future Vol, veh/h 29 72 15 8 85 48 23 101 8 41 70 35
Peak Hour Factor 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98
Heavy Vehicles, % 5 5 5 5 5 5 5 5 5 5 5 5
Mvmt Flow 30 73 15 8 87 49 23 103 8 42 71 36
Number of Lanes 0 1 0 0 1 0 0 1 0 0 1 0

Approach EB WB NB SB
Opposing Approach WB EB SB NB
Opposing Lanes 1 1 1 1
Conflicting Approach Left SB NB EB WB
Conflicting Lanes Left 1 1 1 1
Conflicting Approach Right NB SB WB EB
Conflicting Lanes Right 1 1 1 1
HCM Control Delay 8.8 8.7 8.9 8.9
HCM LOS A A A A
        

Lane NBLn1 EBLn1 WBLn1 SBLn1
Vol Left, % 17% 25% 6% 28%
Vol Thru, % 77% 62% 60% 48%
Vol Right, % 6% 13% 34% 24%
Sign Control Stop Stop Stop Stop
Traffic Vol by Lane 132 116 141 146
LT Vol 23 29 8 41
Through Vol 101 72 85 70
RT Vol 8 15 48 35
Lane Flow Rate 135 118 144 149
Geometry Grp 1 1 1 1
Degree of Util (X) 0.179 0.158 0.184 0.194
Departure Headway (Hd) 4.787 4.808 4.616 4.686
Convergence, Y/N Yes Yes Yes Yes
Cap 748 743 774 764
Service Time 2.83 2.854 2.661 2.728
HCM Lane V/C Ratio 0.18 0.159 0.186 0.195
HCM Control Delay 8.9 8.8 8.7 8.9
HCM Lane LOS A A A A
HCM 95th-tile Q 0.6 0.6 0.7 0.7
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Intersection: 1: Douty St & 3rd Street

Movement EB EB EB NB NB NB SB
Directions Served L T TR T T R LT
Maximum Queue (ft) 102 97 92 81 114 54 87
Average Queue (ft) 49 53 44 36 31 17 43
95th Queue (ft) 81 81 71 59 65 43 69
Link Distance (ft) 320 320 320 356 356 787
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 90
Storage Blk Time (%) 0
Queuing Penalty (veh) 0

Intersection: 2: 10th Avenue & 4th Street/SR-198 WB Off Ramp

Movement WB NB NB NB SB SB SB
Directions Served LTR L T T T T R
Maximum Queue (ft) 133 52 114 113 185 206 90
Average Queue (ft) 43 27 52 47 97 36 39
95th Queue (ft) 84 52 101 102 161 121 64
Link Distance (ft) 775 759 759 758 758
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 295 105
Storage Blk Time (%) 0 0
Queuing Penalty (veh) 0 0

Intersection: 3: 10 1/2 Avenue & Hanford Armona Road

Movement EB EB WB WB NB NB NB SB SB SB
Directions Served L TR L TR L T R L T R
Maximum Queue (ft) 50 142 25 101 53 53 31 31 91 53
Average Queue (ft) 26 48 6 38 28 11 7 8 12 22
95th Queue (ft) 48 105 22 82 55 38 26 28 47 49
Link Distance (ft) 1346 1547 396 386
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 150 95 150 95 150 100
Storage Blk Time (%) 0 0 0
Queuing Penalty (veh) 0 0 0
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Intersection: 4: Jordan Way & Hanford Armona Road

Movement WB NB
Directions Served L LR
Maximum Queue (ft) 47 79
Average Queue (ft) 7 35
95th Queue (ft) 28 61
Link Distance (ft) 1339
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 75
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 5: 10th Avenue & Hanford Armona Road

Movement EB EB EB WB WB NB NB SB SB SB
Directions Served L T R L TR L T L T R
Maximum Queue (ft) 143 93 40 26 48 68 132 31 118 54
Average Queue (ft) 70 4 13 4 12 27 37 6 49 31
95th Queue (ft) 127 32 31 18 37 58 86 24 97 58
Link Distance (ft) 936 372 448 399
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 105 55 155 155 110 265
Storage Blk Time (%) 3 0 0 1 0
Queuing Penalty (veh) 1 0 0 0 0

Intersection: 6: 10 1/2 Avenue & Orchard Avenue

Movement
Directions Served
Maximum Queue (ft)
Average Queue (ft)
95th Queue (ft)
Link Distance (ft)
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)
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Intersection: 7: 11th Avenue & Houston Avenue

Movement EB EB EB WB WB WB NB NB NB NB SB SB
Directions Served UL T R L T R L T T R L T
Maximum Queue (ft) 57 64 50 65 110 57 69 68 70 56 57 46
Average Queue (ft) 19 20 9 18 28 13 9 21 11 6 21 9
95th Queue (ft) 49 45 32 49 66 38 34 50 45 25 49 29
Link Distance (ft) 680 436 276 276 1524
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 165 150 175 175 175 100 250
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 7: 11th Avenue & Houston Avenue

Movement SB
Directions Served R
Maximum Queue (ft) 62
Average Queue (ft) 8
95th Queue (ft) 34
Link Distance (ft) 1524
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 8: Houston Avenue & 10 1/2 Avenue

Movement SB
Directions Served LR
Maximum Queue (ft) 51
Average Queue (ft) 12
95th Queue (ft) 36
Link Distance (ft) 2057
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)
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Intersection: 9: 10th Avenue & Houston Avenue

Movement EB WB NB SB
Directions Served LTR LTR LTR LTR
Maximum Queue (ft) 78 76 75 77
Average Queue (ft) 41 37 44 33
95th Queue (ft) 75 65 69 67
Link Distance (ft) 2557 1661 1092 4776
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 10: 3rd Street & SR-198 EB Off Ramp

Movement EB SE
Directions Served T L
Maximum Queue (ft) 30 53
Average Queue (ft) 1 26
95th Queue (ft) 10 52
Link Distance (ft) 361 209
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Network Summary
Network wide Queuing Penalty: 3
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Intersection: 1: Douty St & 3rd Street

Movement EB EB EB NB NB NB SB SB
Directions Served L T TR T T R LT T
Maximum Queue (ft) 97 96 112 72 79 31 154 56
Average Queue (ft) 53 60 62 37 34 13 69 8
95th Queue (ft) 86 89 97 59 72 37 118 35
Link Distance (ft) 320 320 320 356 356 787 787
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 90
Storage Blk Time (%) 0
Queuing Penalty (veh) 0

Intersection: 2: 10th Avenue & 4th Street/SR-198 WB Off Ramp

Movement WB NB NB NB SB SB SB
Directions Served LTR L T T T T R
Maximum Queue (ft) 162 95 136 139 188 161 79
Average Queue (ft) 65 52 68 56 104 29 41
95th Queue (ft) 126 85 124 121 170 99 67
Link Distance (ft) 775 759 759 758 758
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 295 105
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 3: 10 1/2 Avenue & Hanford Armona Road

Movement EB EB WB WB NB NB NB SB SB SB
Directions Served L TR L TR L T R L T R
Maximum Queue (ft) 69 109 45 213 55 52 31 74 52 53
Average Queue (ft) 26 38 6 57 19 8 6 17 10 29
95th Queue (ft) 56 85 25 133 49 32 25 53 36 57
Link Distance (ft) 1346 1547 396 386
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 150 95 150 95 150 100
Storage Blk Time (%) 3
Queuing Penalty (veh) 0



Queuing and Blocking Report Existing PM Peak
Baseline 05/05/2022

Baseline SimTraffic Report
JLB Traffic Engineering, Inc. Page 2

Intersection: 4: Jordan Way & Hanford Armona Road

Movement WB NB
Directions Served L LR
Maximum Queue (ft) 46 68
Average Queue (ft) 4 29
95th Queue (ft) 23 55
Link Distance (ft) 1339
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 75
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 5: 10th Avenue & Hanford Armona Road

Movement EB EB EB WB WB NB NB SB SB SB
Directions Served L T R L TR L T L T R
Maximum Queue (ft) 140 44 60 25 52 117 125 53 96 102
Average Queue (ft) 68 4 19 4 11 54 49 13 45 48
95th Queue (ft) 112 20 44 19 36 92 107 42 85 76
Link Distance (ft) 936 372 448 399
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 105 55 155 155 110 265
Storage Blk Time (%) 3 0 0 0 0
Queuing Penalty (veh) 4 0 0 0 0

Intersection: 6: 10 1/2 Avenue & Orchard Avenue

Movement
Directions Served
Maximum Queue (ft)
Average Queue (ft)
95th Queue (ft)
Link Distance (ft)
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)



Queuing and Blocking Report Existing PM Peak
Baseline 05/05/2022

Baseline SimTraffic Report
JLB Traffic Engineering, Inc. Page 3

Intersection: 7: 11th Avenue & Houston Avenue

Movement EB EB EB WB WB WB NB NB NB NB SB SB
Directions Served UL T R L T R L T T R L T
Maximum Queue (ft) 63 67 20 47 113 45 75 65 68 32 70 66
Average Queue (ft) 14 30 6 12 37 16 17 28 13 7 23 22
95th Queue (ft) 38 60 18 33 78 37 50 58 41 20 52 58
Link Distance (ft) 680 436 276 276 1524
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 165 150 175 175 175 100 250
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 7: 11th Avenue & Houston Avenue

Movement SB
Directions Served R
Maximum Queue (ft) 35
Average Queue (ft) 4
95th Queue (ft) 18
Link Distance (ft) 1524
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 8: Houston Avenue & 10 1/2 Avenue

Movement SB
Directions Served LR
Maximum Queue (ft) 51
Average Queue (ft) 18
95th Queue (ft) 41
Link Distance (ft) 2057
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)



Queuing and Blocking Report Existing PM Peak
Baseline 05/05/2022

Baseline SimTraffic Report
JLB Traffic Engineering, Inc. Page 4

Intersection: 9: 10th Avenue & Houston Avenue

Movement EB WB NB SB
Directions Served LTR LTR LTR LTR
Maximum Queue (ft) 75 78 72 77
Average Queue (ft) 32 36 34 39
95th Queue (ft) 55 60 52 66
Link Distance (ft) 2557 1661 1092 4776
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 10: 3rd Street & SR-198 EB Off Ramp

Movement SE
Directions Served L
Maximum Queue (ft) 123
Average Queue (ft) 48
95th Queue (ft) 98
Link Distance (ft) 209
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Network Summary
Network wide Queuing Penalty: 4



HCS7 Two-Lane Highway Report
Project Information
Analyst C. Ayala-Magana Date 7/20/2022
Agency JLB Traffic Engineering, Inc. Analysis Year 2022
Jurisdiction City of Hanford Time Period Analyzed Existing AM Peak
Project Description 01 Hanford-Armona Road 

Between 11th Avenue and 
10 1/2 Avenue

Unit United States Customary

Segment 1
Vehicle Inputs
Segment Type Passing Constrained Length, ft 2583
Lane Width, ft 12 Shoulder Width, ft 6
Speed Limit, mi/h 40 Access Point Density, pts/mi 34.8

Demand and Capacity
Directional Demand Flow Rate, veh/h 414 Opposing Demand Flow Rate, veh/h -
Peak Hour Factor 0.72 Total Trucks, % 4.03
Segment Capacity, veh/h 1700 Demand/Capacity (D/C) 0.24

Intermediate Results
Segment Vertical Class 1 Free-Flow Speed, mi/h 36.8
Speed Slope Coefficient 2.52195 Speed Power Coefficient 0.41674
PF Slope Coefficient -1.44139 PF Power Coefficient 0.67822
In Passing Lane Effective Length? No Total Segment Density, veh/mi/ln 6.4
%Improved % Followers 0.0 % Improved Avg Speed 0.0

Subsegment Data
# Segment Type Length, ft Radius, ft Superelevation, % Average Speed, mi/h
1 Tangent 2583 - - 35.2

Vehicle Results
Average Speed, mi/h 35.2 Percent Followers, % 54.7
Segment Travel Time, minutes 0.83 Follower Density, followers/mi/ln 6.4
Vehicle LOS C

Facility Results
T Follower Density, followers/mi/ln LOS
1 6.4 C

Copyright © 2022 University of Florida. All Rights Reserved. HCS™ Two-Lane Version 7.9 Generated: 07/20/2022 14:27:15
01 Hanford Armona Rd Between 11th Ave and 10.5 Ave Existing AM Peak.xuf



HCS7 Two-Lane Highway Report
Project Information
Analyst C. Ayala-Magana Date 7/20/2022
Agency JLB Traffic Engineering, Inc. Analysis Year 2022
Jurisdiction City of Hanford Time Period Analyzed Existing AM Peak
Project Description 02 Hanford-Armona Road 

Between 10 1/2 Avenue 
and Jordan Way

Unit United States Customary

Segment 1
Vehicle Inputs
Segment Type Passing Constrained Length, ft 1556
Lane Width, ft 12 Shoulder Width, ft 6
Speed Limit, mi/h 40 Access Point Density, pts/mi 67.9

Demand and Capacity
Directional Demand Flow Rate, veh/h 335 Opposing Demand Flow Rate, veh/h -
Peak Hour Factor 0.74 Total Trucks, % 3.39
Segment Capacity, veh/h 1700 Demand/Capacity (D/C) 0.20

Intermediate Results
Segment Vertical Class 1 Free-Flow Speed, mi/h 35.5
Speed Slope Coefficient 2.43653 Speed Power Coefficient 0.41674
PF Slope Coefficient -1.48329 PF Power Coefficient 0.66113
In Passing Lane Effective Length? No Total Segment Density, veh/mi/ln 5.0
%Improved % Followers 0.0 % Improved Avg Speed 0.0

Subsegment Data
# Segment Type Length, ft Radius, ft Superelevation, % Average Speed, mi/h
1 Tangent 1556 - - 34.2

Vehicle Results
Average Speed, mi/h 34.2 Percent Followers, % 51.3
Segment Travel Time, minutes 0.52 Follower Density, followers/mi/ln 5.0
Vehicle LOS C

Facility Results
T Follower Density, followers/mi/ln LOS
1 5.0 C

Copyright © 2022 University of Florida. All Rights Reserved. HCS™ Two-Lane Version 7.9 Generated: 07/20/2022 15:29:06
02 Hanford Armona Rd Between 10.5 Ave and Jordan Way Existing AM Peak.xuf



HCS7 Two-Lane Highway Report
Project Information
Analyst C. Ayala-Magana Date 7/20/2022
Agency JLB Traffic Engineering, Inc. Analysis Year 2022
Jurisdiction City of Hanford Time Period Analyzed Existing AM Peak
Project Description 03 Hanford-Armona Road 

Between Jordan Way and 
10th Avenue

Unit United States Customary

Segment 1
Vehicle Inputs
Segment Type Passing Constrained Length, ft 901
Lane Width, ft 12 Shoulder Width, ft 6
Speed Limit, mi/h 40 Access Point Density, pts/mi 23.4

Demand and Capacity
Directional Demand Flow Rate, veh/h 293 Opposing Demand Flow Rate, veh/h -
Peak Hour Factor 0.75 Total Trucks, % 6.25
Segment Capacity, veh/h 1700 Demand/Capacity (D/C) 0.17

Intermediate Results
Segment Vertical Class 1 Free-Flow Speed, mi/h 39.5
Speed Slope Coefficient 2.65189 Speed Power Coefficient 0.41674
PF Slope Coefficient -1.50451 PF Power Coefficient 0.67582
In Passing Lane Effective Length? No Total Segment Density, veh/mi/ln 3.7
%Improved % Followers 0.0 % Improved Avg Speed 0.0

Subsegment Data
# Segment Type Length, ft Radius, ft Superelevation, % Average Speed, mi/h
1 Tangent 901 - - 38.2

Vehicle Results
Average Speed, mi/h 38.2 Percent Followers, % 48.1
Segment Travel Time, minutes 0.27 Follower Density, followers/mi/ln 3.7
Vehicle LOS B

Facility Results
T Follower Density, followers/mi/ln LOS
1 3.7 B

Copyright © 2022 University of Florida. All Rights Reserved. HCS™ Two-Lane Version 7.9 Generated: 07/20/2022 16:04:39
03 Hanford Armona Rd Between Jordan Way and 10th Ave Existing AM Peak.xuf



HCS7 Two-Lane Highway Report
Project Information
Analyst C. Ayala-Magana Date 7/20/2022
Agency JLB Traffic Engineering, Inc. Analysis Year 2022
Jurisdiction City of Hanford Time Period Analyzed Existing AM Peak
Project Description 04 10.5 Avenue Between 

Hanford Armona Road 
and Orchard Avenue

Unit United States Customary

Segment 1
Vehicle Inputs
Segment Type Passing Constrained Length, ft 2735
Lane Width, ft 12 Shoulder Width, ft 2
Speed Limit, mi/h 40 Access Point Density, pts/mi 50.2

Demand and Capacity
Directional Demand Flow Rate, veh/h 92 Opposing Demand Flow Rate, veh/h -
Peak Hour Factor 0.60 Total Trucks, % 9.87
Segment Capacity, veh/h 1700 Demand/Capacity (D/C) 0.05

Intermediate Results
Segment Vertical Class 1 Free-Flow Speed, mi/h 32.5
Speed Slope Coefficient 2.29128 Speed Power Coefficient 0.41674
PF Slope Coefficient -1.42068 PF Power Coefficient 0.65951
In Passing Lane Effective Length? No Total Segment Density, veh/mi/ln 0.7
%Improved % Followers 0.0 % Improved Avg Speed 0.0

Subsegment Data
# Segment Type Length, ft Radius, ft Superelevation, % Average Speed, mi/h
1 Tangent 2735 - - 32.5

Vehicle Results
Average Speed, mi/h 32.5 Percent Followers, % 25.6
Segment Travel Time, minutes 0.96 Follower Density, followers/mi/ln 0.7
Vehicle LOS A

Facility Results
T Follower Density, followers/mi/ln LOS
1 0.7 A

Copyright © 2022 University of Florida. All Rights Reserved. HCS™ Two-Lane Version 7.9 Generated: 07/20/2022 15:39:46
04 10.5 Ave Between Hanford Armona Rd and Orchard Ave Existing AM Peak.xuf



HCS7 Two-Lane Highway Report
Project Information
Analyst C. Ayala-Magana Date 7/20/2022
Agency JLB Traffic Engineering, Inc. Analysis Year 2022
Jurisdiction City of Hanford Time Period Analyzed Existing AM Peak
Project Description 05 10.5 Avenue Between 

Orchard Avenue and 
Houston Avenue 

Unit United States Customary

Segment 1
Vehicle Inputs
Segment Type Passing Constrained Length, ft 2594
Lane Width, ft 12 Shoulder Width, ft 2
Speed Limit, mi/h 40 Access Point Density, pts/mi 52.9

Demand and Capacity
Directional Demand Flow Rate, veh/h 95 Opposing Demand Flow Rate, veh/h -
Peak Hour Factor 0.42 Total Trucks, % 13.33
Segment Capacity, veh/h 1700 Demand/Capacity (D/C) 0.06

Intermediate Results
Segment Vertical Class 1 Free-Flow Speed, mi/h 32.4
Speed Slope Coefficient 2.28310 Speed Power Coefficient 0.41674
PF Slope Coefficient -1.42395 PF Power Coefficient 0.65839
In Passing Lane Effective Length? No Total Segment Density, veh/mi/ln 0.8
%Improved % Followers 0.0 % Improved Avg Speed 0.0

Subsegment Data
# Segment Type Length, ft Radius, ft Superelevation, % Average Speed, mi/h
1 Tangent 2594 - - 32.4

Vehicle Results
Average Speed, mi/h 32.4 Percent Followers, % 26.1
Segment Travel Time, minutes 0.91 Follower Density, followers/mi/ln 0.8
Vehicle LOS A

Facility Results
T Follower Density, followers/mi/ln LOS
1 0.8 A

Copyright © 2022 University of Florida. All Rights Reserved. HCS™ Two-Lane Version 7.9 Generated: 07/20/2022 15:44:45
05 10.5 Ave Between Orchard Ave and Houston Ave Existing AM Peak.xuf



HCS7 Two-Lane Highway Report
Project Information
Analyst C. Ayala-Magana Date 7/20/2022
Agency JLB Traffic Engineering, Inc. Analysis Year 2022
Jurisdiction City of Hanford Time Period Analyzed Existing AM Peak
Project Description 06 Houston Avenue 

Between 11th Avenue and 
10 1/2 Avenue

Unit United States Customary

Segment 1
Vehicle Inputs
Segment Type Passing Constrained Length, ft 2567
Lane Width, ft 12 Shoulder Width, ft 2
Speed Limit, mi/h 50 Access Point Density, pts/mi 20.6

Demand and Capacity
Directional Demand Flow Rate, veh/h 211 Opposing Demand Flow Rate, veh/h -
Peak Hour Factor 0.68 Total Trucks, % 21.40
Segment Capacity, veh/h 1700 Demand/Capacity (D/C) 0.12

Intermediate Results
Segment Vertical Class 1 Free-Flow Speed, mi/h 48.3
Speed Slope Coefficient 3.14891 Speed Power Coefficient 0.41674
PF Slope Coefficient -1.42118 PF Power Coefficient 0.72418
In Passing Lane Effective Length? No Total Segment Density, veh/mi/ln 1.7
%Improved % Followers 0.0 % Improved Avg Speed 0.0

Subsegment Data
# Segment Type Length, ft Radius, ft Superelevation, % Average Speed, mi/h
1 Tangent 2567 - - 47.1

Vehicle Results
Average Speed, mi/h 47.1 Percent Followers, % 36.9
Segment Travel Time, minutes 0.62 Follower Density, followers/mi/ln 1.7
Vehicle LOS A

Facility Results
T Follower Density, followers/mi/ln LOS
1 1.7 A

Copyright © 2022 University of Florida. All Rights Reserved. HCS™ Two-Lane Version 7.9 Generated: 07/20/2022 16:34:10
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HCS7 Two-Lane Highway Report
Project Information
Analyst C. Ayala-Magana Date 7/20/2022
Agency JLB Traffic Engineering, Inc. Analysis Year 2022
Jurisdiction City of Hanford Time Period Analyzed Existing AM Peak
Project Description 07 Houston Avenue 

Between 10 1/2 Avenue 
and 10th Avenue

Unit United States Customary

Segment 1
Vehicle Inputs
Segment Type Passing Constrained Length, ft 2570
Lane Width, ft 12 Shoulder Width, ft 2
Speed Limit, mi/h 55 Access Point Density, pts/mi 45.2

Demand and Capacity
Directional Demand Flow Rate, veh/h 188 Opposing Demand Flow Rate, veh/h -
Peak Hour Factor 0.88 Total Trucks, % 17.65
Segment Capacity, veh/h 1700 Demand/Capacity (D/C) 0.11

Intermediate Results
Segment Vertical Class 1 Free-Flow Speed, mi/h 49.3
Speed Slope Coefficient 3.20179 Speed Power Coefficient 0.41674
PF Slope Coefficient -1.41674 PF Power Coefficient 0.72668
In Passing Lane Effective Length? No Total Segment Density, veh/mi/ln 1.3
%Improved % Followers 0.0 % Improved Avg Speed 0.0

Subsegment Data
# Segment Type Length, ft Radius, ft Superelevation, % Average Speed, mi/h
1 Tangent 2570 - - 48.2

Vehicle Results
Average Speed, mi/h 48.2 Percent Followers, % 34.3
Segment Travel Time, minutes 0.61 Follower Density, followers/mi/ln 1.3
Vehicle LOS A

Facility Results
T Follower Density, followers/mi/ln LOS
1 1.3 A

Copyright © 2022 University of Florida. All Rights Reserved. HCS™ Two-Lane Version 7.9 Generated: 07/20/2022 15:56:31
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HCS7 Two-Lane Highway Report
Project Information
Analyst C. Ayala-Magana Date 7/20/2022
Agency JLB Traffic Engineering, Inc. Analysis Year 2022
Jurisdiction City of Hanford Time Period Analyzed Existing PM Peak
Project Description 01 Hanford-Armona Road 

Between 11th Avenue and 
10 1/2 Avenue

Unit United States Customary

Segment 1
Vehicle Inputs
Segment Type Passing Constrained Length, ft 2583
Lane Width, ft 12 Shoulder Width, ft 6
Speed Limit, mi/h 40 Access Point Density, pts/mi 34.8

Demand and Capacity
Directional Demand Flow Rate, veh/h 517 Opposing Demand Flow Rate, veh/h -
Peak Hour Factor 0.83 Total Trucks, % 3.00
Segment Capacity, veh/h 1700 Demand/Capacity (D/C) 0.30

Intermediate Results
Segment Vertical Class 1 Free-Flow Speed, mi/h 36.8
Speed Slope Coefficient 2.52381 Speed Power Coefficient 0.41674
PF Slope Coefficient -1.44159 PF Power Coefficient 0.67823
In Passing Lane Effective Length? No Total Segment Density, veh/mi/ln 8.9
%Improved % Followers 0.0 % Improved Avg Speed 0.0

Subsegment Data
# Segment Type Length, ft Radius, ft Superelevation, % Average Speed, mi/h
1 Tangent 2583 - - 35.0

Vehicle Results
Average Speed, mi/h 35.0 Percent Followers, % 60.2
Segment Travel Time, minutes 0.84 Follower Density, followers/mi/ln 8.9
Vehicle LOS C

Facility Results
T Follower Density, followers/mi/ln LOS
1 8.9 C

Copyright © 2022 University of Florida. All Rights Reserved. HCS™ Two-Lane Version 7.9 Generated: 07/20/2022 16:02:21
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HCS7 Two-Lane Highway Report
Project Information
Analyst C. Ayala-Magana Date 7/20/2022
Agency JLB Traffic Engineering, Inc. Analysis Year 2022
Jurisdiction City of Hanford Time Period Analyzed Existing PM Peak
Project Description 02 Hanford-Armona Road 

Between 10 1/2 Avenue 
and Jordan Way

Unit United States Customary

Segment 1
Vehicle Inputs
Segment Type Passing Constrained Length, ft 1556
Lane Width, ft 12 Shoulder Width, ft 6
Speed Limit, mi/h 40 Access Point Density, pts/mi 67.9

Demand and Capacity
Directional Demand Flow Rate, veh/h 374 Opposing Demand Flow Rate, veh/h -
Peak Hour Factor 0.85 Total Trucks, % 3.00
Segment Capacity, veh/h 1700 Demand/Capacity (D/C) 0.22

Intermediate Results
Segment Vertical Class 1 Free-Flow Speed, mi/h 35.5
Speed Slope Coefficient 2.43724 Speed Power Coefficient 0.41674
PF Slope Coefficient -1.48339 PF Power Coefficient 0.66114
In Passing Lane Effective Length? No Total Segment Density, veh/mi/ln 5.9
%Improved % Followers 0.0 % Improved Avg Speed 0.0

Subsegment Data
# Segment Type Length, ft Radius, ft Superelevation, % Average Speed, mi/h
1 Tangent 1556 - - 34.1

Vehicle Results
Average Speed, mi/h 34.1 Percent Followers, % 53.9
Segment Travel Time, minutes 0.52 Follower Density, followers/mi/ln 5.9
Vehicle LOS C

Facility Results
T Follower Density, followers/mi/ln LOS
1 5.9 C

Copyright © 2022 University of Florida. All Rights Reserved. HCS™ Two-Lane Version 7.9 Generated: 07/20/2022 15:32:34
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HCS7 Two-Lane Highway Report
Project Information
Analyst C. Ayala-Magana Date 7/20/2022
Agency JLB Traffic Engineering, Inc. Analysis Year 2022
Jurisdiction City of Hanford Time Period Analyzed Existing PM Peak
Project Description 03 Hanford-Armona Road 

Between Jordan Way and 
10th Avenue

Unit United States Customary

Segment 1
Vehicle Inputs
Segment Type Passing Constrained Length, ft 901
Lane Width, ft 12 Shoulder Width, ft 6
Speed Limit, mi/h 40 Access Point Density, pts/mi 17.6

Demand and Capacity
Directional Demand Flow Rate, veh/h 305 Opposing Demand Flow Rate, veh/h -
Peak Hour Factor 0.97 Total Trucks, % 3.00
Segment Capacity, veh/h 1700 Demand/Capacity (D/C) 0.18

Intermediate Results
Segment Vertical Class 1 Free-Flow Speed, mi/h 41.1
Speed Slope Coefficient 2.73635 Speed Power Coefficient 0.41674
PF Slope Coefficient -1.50445 PF Power Coefficient 0.68170
In Passing Lane Effective Length? No Total Segment Density, veh/mi/ln 3.8
%Improved % Followers 0.0 % Improved Avg Speed 0.0

Subsegment Data
# Segment Type Length, ft Radius, ft Superelevation, % Average Speed, mi/h
1 Tangent 901 - - 39.7

Vehicle Results
Average Speed, mi/h 39.7 Percent Followers, % 48.8
Segment Travel Time, minutes 0.26 Follower Density, followers/mi/ln 3.8
Vehicle LOS B

Facility Results
T Follower Density, followers/mi/ln LOS
1 3.8 B

Copyright © 2022 University of Florida. All Rights Reserved. HCS™ Two-Lane Version 7.9 Generated: 07/20/2022 15:37:20
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HCS7 Two-Lane Highway Report
Project Information
Analyst C. Ayala-Magana Date 7/20/2022
Agency JLB Traffic Engineering, Inc. Analysis Year 2022
Jurisdiction City of Hanford Time Period Analyzed Existing PM Peak
Project Description 04 10.5 Avenue Between 

Hanford Armona Road 
and Orchard Avenue

Unit United States Customary

Segment 1
Vehicle Inputs
Segment Type Passing Constrained Length, ft 2735
Lane Width, ft 12 Shoulder Width, ft 2
Speed Limit, mi/h 40 Access Point Density, pts/mi 50.2

Demand and Capacity
Directional Demand Flow Rate, veh/h 67 Opposing Demand Flow Rate, veh/h -
Peak Hour Factor 0.75 Total Trucks, % 3.00
Segment Capacity, veh/h 1700 Demand/Capacity (D/C) 0.04

Intermediate Results
Segment Vertical Class 1 Free-Flow Speed, mi/h 32.7
Speed Slope Coefficient 2.30368 Speed Power Coefficient 0.41674
PF Slope Coefficient -1.42275 PF Power Coefficient 0.65971
In Passing Lane Effective Length? No Total Segment Density, veh/mi/ln 0.4
%Improved % Followers 0.0 % Improved Avg Speed 0.0

Subsegment Data
# Segment Type Length, ft Radius, ft Superelevation, % Average Speed, mi/h
1 Tangent 2735 - - 32.7

Vehicle Results
Average Speed, mi/h 32.7 Percent Followers, % 21.2
Segment Travel Time, minutes 0.95 Follower Density, followers/mi/ln 0.4
Vehicle LOS A

Facility Results
T Follower Density, followers/mi/ln LOS
1 0.4 A

Copyright © 2022 University of Florida. All Rights Reserved. HCS™ Two-Lane Version 7.9 Generated: 07/20/2022 15:42:25
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HCS7 Two-Lane Highway Report
Project Information
Analyst C. Ayala-Magana Date 7/20/2022
Agency JLB Traffic Engineering, Inc. Analysis Year 2022
Jurisdiction City of Hanford Time Period Analyzed Existing PM Peak
Project Description 05 10.5 Avenue Between 

Orchard Avenue and 
Houston Avenue 

Unit United States Customary

Segment 1
Vehicle Inputs
Segment Type Passing Constrained Length, ft 2594
Lane Width, ft 12 Shoulder Width, ft 2
Speed Limit, mi/h 40 Access Point Density, pts/mi 52.9

Demand and Capacity
Directional Demand Flow Rate, veh/h 80 Opposing Demand Flow Rate, veh/h -
Peak Hour Factor 0.56 Total Trucks, % 3.70
Segment Capacity, veh/h 1700 Demand/Capacity (D/C) 0.05

Intermediate Results
Segment Vertical Class 1 Free-Flow Speed, mi/h 32.7
Speed Slope Coefficient 2.30048 Speed Power Coefficient 0.41674
PF Slope Coefficient -1.42689 PF Power Coefficient 0.65868
In Passing Lane Effective Length? No Total Segment Density, veh/mi/ln 0.6
%Improved % Followers 0.0 % Improved Avg Speed 0.0

Subsegment Data
# Segment Type Length, ft Radius, ft Superelevation, % Average Speed, mi/h
1 Tangent 2594 - - 32.7

Vehicle Results
Average Speed, mi/h 32.7 Percent Followers, % 23.7
Segment Travel Time, minutes 0.90 Follower Density, followers/mi/ln 0.6
Vehicle LOS A

Facility Results
T Follower Density, followers/mi/ln LOS
1 0.6 A
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HCS7 Two-Lane Highway Report
Project Information
Analyst C. Ayala-Magana Date 7/20/2022
Agency JLB Traffic Engineering, Inc. Analysis Year 2022
Jurisdiction City of Hanford Time Period Analyzed Existing PM Peak
Project Description 06 Houston Avenue 

Between 11th Avenue and 
10 1/2 Avenue

Unit United States Customary

Segment 1
Vehicle Inputs
Segment Type Passing Constrained Length, ft 2567
Lane Width, ft 12 Shoulder Width, ft 2
Speed Limit, mi/h 50 Access Point Density, pts/mi 20.6

Demand and Capacity
Directional Demand Flow Rate, veh/h 200 Opposing Demand Flow Rate, veh/h -
Peak Hour Factor 0.89 Total Trucks, % 3.75
Segment Capacity, veh/h 1700 Demand/Capacity (D/C) 0.12

Intermediate Results
Segment Vertical Class 1 Free-Flow Speed, mi/h 48.9
Speed Slope Coefficient 3.18076 Speed Power Coefficient 0.41674
PF Slope Coefficient -1.42061 PF Power Coefficient 0.72351
In Passing Lane Effective Length? No Total Segment Density, veh/mi/ln 1.5
%Improved % Followers 0.0 % Improved Avg Speed 0.0

Subsegment Data
# Segment Type Length, ft Radius, ft Superelevation, % Average Speed, mi/h
1 Tangent 2567 - - 47.7

Vehicle Results
Average Speed, mi/h 47.7 Percent Followers, % 35.8
Segment Travel Time, minutes 0.61 Follower Density, followers/mi/ln 1.5
Vehicle LOS A

Facility Results
T Follower Density, followers/mi/ln LOS
1 1.5 A
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HCS7 Two-Lane Highway Report
Project Information
Analyst C. Ayala-Magana Date 7/20/2022
Agency JLB Traffic Engineering, Inc. Analysis Year 2022
Jurisdiction City of Hanford Time Period Analyzed Existing PM Peak
Project Description 07 Houston Avenue 

Between 10 1/2 Avenue 
and 10th Avenue

Unit United States Customary

Segment 1
Vehicle Inputs
Segment Type Passing Constrained Length, ft 2570
Lane Width, ft 12 Shoulder Width, ft 2
Speed Limit, mi/h 55 Access Point Density, pts/mi 45.2

Demand and Capacity
Directional Demand Flow Rate, veh/h 228 Opposing Demand Flow Rate, veh/h -
Peak Hour Factor 0.90 Total Trucks, % 3.00
Segment Capacity, veh/h 1700 Demand/Capacity (D/C) 0.13

Intermediate Results
Segment Vertical Class 1 Free-Flow Speed, mi/h 49.8
Speed Slope Coefficient 3.22823 Speed Power Coefficient 0.41674
PF Slope Coefficient -1.41606 PF Power Coefficient 0.72608
In Passing Lane Effective Length? No Total Segment Density, veh/mi/ln 1.8
%Improved % Followers 0.0 % Improved Avg Speed 0.0

Subsegment Data
# Segment Type Length, ft Radius, ft Superelevation, % Average Speed, mi/h
1 Tangent 2570 - - 48.4

Vehicle Results
Average Speed, mi/h 48.4 Percent Followers, % 38.4
Segment Travel Time, minutes 0.60 Follower Density, followers/mi/ln 1.8
Vehicle LOS A

Facility Results
T Follower Density, followers/mi/ln LOS
1 1.8 A
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HCM 6th Signalized Intersection Summary Existing Plus Project AM Peak
3: 10 1/2 Avenue & Hanford Armona Road 04/26/2022

Baseline Synchro 10 Report
JLB Traffic Engineering, Inc. Page 5

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (veh/h) 55 232 47 18 218 27 124 62 24 12 21 34
Future Volume (veh/h) 55 232 47 18 218 27 124 62 24 12 21 34
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Work Zone On Approach No No No No
Adj Sat Flow, veh/h/ln 1826 1826 1826 1826 1826 1826 1826 1826 1826 1826 1826 1826
Adj Flow Rate, veh/h 76 322 65 25 303 38 172 86 33 17 29 47
Peak Hour Factor 0.72 0.72 0.72 0.72 0.72 0.72 0.72 0.72 0.72 0.72 0.72 0.72
Percent Heavy Veh, % 5 5 5 5 5 5 5 5 5 5 5 5
Cap, veh/h 121 450 91 52 423 53 219 389 329 37 198 168
Arrive On Green 0.07 0.31 0.31 0.03 0.27 0.27 0.13 0.21 0.21 0.02 0.11 0.11
Sat Flow, veh/h 1739 1474 298 1739 1590 199 1739 1826 1547 1739 1826 1547
Grp Volume(v), veh/h 76 0 387 25 0 341 172 86 33 17 29 47
Grp Sat Flow(s),veh/h/ln 1739 0 1772 1739 0 1790 1739 1826 1547 1739 1826 1547
Q Serve(g_s), s 1.8 0.0 8.2 0.6 0.0 7.3 4.1 1.6 0.7 0.4 0.6 1.2
Cycle Q Clear(g_c), s 1.8 0.0 8.2 0.6 0.0 7.3 4.1 1.6 0.7 0.4 0.6 1.2
Prop In Lane 1.00 0.17 1.00 0.11 1.00 1.00 1.00 1.00
Lane Grp Cap(c), veh/h 121 0 541 52 0 476 219 389 329 37 198 168
V/C Ratio(X) 0.63 0.00 0.71 0.48 0.00 0.72 0.79 0.22 0.10 0.46 0.15 0.28
Avail Cap(c_a), veh/h 206 0 1143 206 0 1155 321 1273 1079 206 1165 988
HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 1.00 0.00 1.00 1.00 0.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Uniform Delay (d), s/veh 19.1 0.0 13.1 20.2 0.0 14.1 17.9 13.8 13.4 20.5 17.1 17.3
Incr Delay (d2), s/veh 5.2 0.0 1.8 6.6 0.0 2.0 7.7 0.3 0.1 8.5 0.3 0.9
Initial Q Delay(d3),s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(50%),veh/ln 0.8 0.0 2.6 0.3 0.0 2.5 1.8 0.6 0.2 0.2 0.2 0.4
Unsig. Movement Delay, s/veh
LnGrp Delay(d),s/veh 24.3 0.0 14.8 26.8 0.0 16.1 25.6 14.0 13.5 28.9 17.4 18.2
LnGrp LOS C A B C A B C B B C B B
Approach Vol, veh/h 463 366 291 93
Approach Delay, s/veh 16.4 16.9 20.8 19.9
Approach LOS B B C B

Timer - Assigned Phs 1 2 3 4 5 6 7 8
Phs Duration (G+Y+Rc), s 5.1 13.9 5.5 17.8 9.5 9.5 7.2 16.1
Change Period (Y+Rc), s * 4.2 4.9 * 4.2 4.9 * 4.2 * 4.9 * 4.2 4.9
Max Green Setting (Gmax), s * 5 29.5 * 5 27.3 * 7.8 * 27 * 5 27.3
Max Q Clear Time (g_c+I1), s 2.4 3.6 2.6 10.2 6.1 3.2 3.8 9.3
Green Ext Time (p_c), s 0.0 0.5 0.0 2.0 0.1 0.2 0.0 1.8

Intersection Summary
HCM 6th Ctrl Delay 17.9
HCM 6th LOS B

Notes
* HCM 6th computational engine requires equal clearance times for the phases crossing the barrier.



HCM 6th TWSC Existing Plus Project AM Peak
4: Jordan Way & Hanford Armona Road 04/26/2022

Baseline Synchro 10 Report
JLB Traffic Engineering, Inc. Page 6

Intersection
Int Delay, s/veh 2.6

Movement EBT EBR WBL WBT NBL NBR
Lane Configurations
Traffic Vol, veh/h 212 28 24 184 55 44
Future Vol, veh/h 212 28 24 184 55 44
Conflicting Peds, #/hr 0 0 0 0 0 1
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - - 75 - 0 -
Veh in Median Storage, # 0 - - 0 0 -
Grade, % 0 - - 0 0 -
Peak Hour Factor 74 74 74 74 74 74
Heavy Vehicles, % 6 6 6 6 6 6
Mvmt Flow 286 38 32 249 74 59
 

Major/Minor Major1 Major2 Minor1
Conflicting Flow All 0 0 324 0 618 306
          Stage 1 - - - - 305 -
          Stage 2 - - - - 313 -
Critical Hdwy - - 4.16 - 6.46 6.26
Critical Hdwy Stg 1 - - - - 5.46 -
Critical Hdwy Stg 2 - - - - 5.46 -
Follow-up Hdwy - - 2.254 - 3.554 3.354
Pot Cap-1 Maneuver - - 1214 - 446 725
          Stage 1 - - - - 739 -
          Stage 2 - - - - 732 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver - - 1214 - 434 724
Mov Cap-2 Maneuver - - - - 529 -
          Stage 1 - - - - 739 -
          Stage 2 - - - - 713 -
 

Approach EB WB NB
HCM Control Delay, s 0 0.9 12.7
HCM LOS B
 

Minor Lane/Major Mvmt NBLn1 EBT EBR WBL WBT
Capacity (veh/h) 601 - - 1214 -
HCM Lane V/C Ratio 0.223 - - 0.027 -
HCM Control Delay (s) 12.7 - - 8 -
HCM Lane LOS B - - A -
HCM 95th %tile Q(veh) 0.8 - - 0.1 -



HCM 6th Signalized Intersection Summary Existing Plus Project AM Peak
5: 10th Avenue & Hanford Armona Road 04/26/2022

Baseline Synchro 10 Report
JLB Traffic Engineering, Inc. Page 8

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (veh/h) 197 5 53 3 6 12 55 167 1 6 154 157
Future Volume (veh/h) 197 5 53 3 6 12 55 167 1 6 154 157
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Work Zone On Approach No No No No
Adj Sat Flow, veh/h/ln 1796 1796 1796 1796 1796 1796 1796 1796 1796 1796 1796 1796
Adj Flow Rate, veh/h 243 6 65 4 7 15 68 206 1 7 190 194
Peak Hour Factor 0.81 0.81 0.81 0.81 0.81 0.81 0.81 0.81 0.81 0.81 0.81 0.81
Percent Heavy Veh, % 7 7 7 7 7 7 7 7 7 7 7 7
Cap, veh/h 288 440 373 9 42 90 113 468 397 16 367 311
Arrive On Green 0.17 0.24 0.24 0.01 0.08 0.08 0.07 0.26 0.26 0.01 0.20 0.20
Sat Flow, veh/h 1711 1796 1522 1711 509 1091 1711 1796 1522 1711 1796 1522
Grp Volume(v), veh/h 243 6 65 4 0 22 68 206 1 7 190 194
Grp Sat Flow(s),veh/h/ln 1711 1796 1522 1711 0 1600 1711 1796 1522 1711 1796 1522
Q Serve(g_s), s 5.6 0.1 1.4 0.1 0.0 0.5 1.6 3.9 0.0 0.2 3.8 4.7
Cycle Q Clear(g_c), s 5.6 0.1 1.4 0.1 0.0 0.5 1.6 3.9 0.0 0.2 3.8 4.7
Prop In Lane 1.00 1.00 1.00 0.68 1.00 1.00 1.00 1.00
Lane Grp Cap(c), veh/h 288 440 373 9 0 131 113 468 397 16 367 311
V/C Ratio(X) 0.84 0.01 0.17 0.43 0.00 0.17 0.60 0.44 0.00 0.44 0.52 0.62
Avail Cap(c_a), veh/h 288 1652 1400 211 0 1385 211 1279 1084 211 1297 1099
HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 1.00 1.00 1.00 1.00 0.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Uniform Delay (d), s/veh 16.3 11.6 12.0 20.0 0.0 17.3 18.4 12.5 11.1 19.9 14.3 14.7
Incr Delay (d2), s/veh 20.0 0.0 0.2 28.5 0.0 0.6 5.1 0.7 0.0 17.7 1.1 2.1
Initial Q Delay(d3),s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(50%),veh/ln 3.3 0.0 0.4 0.1 0.0 0.2 0.6 1.1 0.0 0.1 1.3 1.4
Unsig. Movement Delay, s/veh
LnGrp Delay(d),s/veh 36.3 11.6 12.3 48.5 0.0 17.9 23.4 13.1 11.1 37.6 15.5 16.7
LnGrp LOS D B B D A B C B B D B B
Approach Vol, veh/h 314 26 275 391
Approach Delay, s/veh 30.9 22.6 15.7 16.5
Approach LOS C C B B

Timer - Assigned Phs 1 2 3 4 5 6 7 8
Phs Duration (G+Y+Rc), s 4.6 16.2 4.4 15.2 6.9 14.0 11.0 8.6
Change Period (Y+Rc), s * 4.2 5.7 * 4.2 * 5.3 * 4.2 * 5.7 * 4.2 5.3
Max Green Setting (Gmax), s * 5 28.8 * 5 * 37 * 5 * 29 * 6.8 35.0
Max Q Clear Time (g_c+I1), s 2.2 5.9 2.1 3.4 3.6 6.7 7.6 2.5
Green Ext Time (p_c), s 0.0 0.9 0.0 0.2 0.0 1.6 0.0 0.1

Intersection Summary
HCM 6th Ctrl Delay 20.9
HCM 6th LOS C

Notes
* HCM 6th computational engine requires equal clearance times for the phases crossing the barrier.



HCM 6th TWSC Existing Plus Project AM Peak
6: 10 1/2 Avenue & Orchard Avenue 04/26/2022

Baseline Synchro 10 Report
JLB Traffic Engineering, Inc. Page 9

Intersection
Int Delay, s/veh 4.3

Movement WBL WBR NBT NBR SBL SBT
Lane Configurations
Traffic Vol, veh/h 32 53 71 8 18 39
Future Vol, veh/h 32 53 71 8 18 39
Conflicting Peds, #/hr 0 0 0 0 0 0
Sign Control Stop Stop Free Free Free Free
RT Channelized - None - None - None
Storage Length 0 - - - - -
Veh in Median Storage, # 0 - 0 - - 0
Grade, % 0 - 0 - - 0
Peak Hour Factor 88 88 88 88 88 88
Heavy Vehicles, % 5 5 5 5 5 5
Mvmt Flow 36 60 81 9 20 44
 

Major/Minor Minor1 Major1 Major2
Conflicting Flow All 170 86 0 0 90 0
          Stage 1 86 - - - - -
          Stage 2 84 - - - - -
Critical Hdwy 6.45 6.25 - - 4.15 -
Critical Hdwy Stg 1 5.45 - - - - -
Critical Hdwy Stg 2 5.45 - - - - -
Follow-up Hdwy 3.545 3.345 - - 2.245 -
Pot Cap-1 Maneuver 813 964 - - 1486 -
          Stage 1 930 - - - - -
          Stage 2 932 - - - - -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 802 964 - - 1486 -
Mov Cap-2 Maneuver 802 - - - - -
          Stage 1 930 - - - - -
          Stage 2 919 - - - - -
 

Approach WB NB SB
HCM Control Delay, s 9.5 0 2.4
HCM LOS A
 

Minor Lane/Major Mvmt NBT NBRWBLn1 SBL SBT
Capacity (veh/h) - - 896 1486 -
HCM Lane V/C Ratio - - 0.108 0.014 -
HCM Control Delay (s) - - 9.5 7.5 0
HCM Lane LOS - - A A A
HCM 95th %tile Q(veh) - - 0.4 0 -



HCM Signalized Intersection Capacity Analysis Existing Plus Project AM Peak
7: 11th Avenue & Houston Avenue 04/26/2022

Baseline Synchro 10 Report
JLB Traffic Engineering, Inc. Page 10

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 32 76 24 30 85 39 17 73 23 41 59 21
Future Volume (vph) 32 76 24 30 85 39 17 73 23 41 59 21
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.2 6.0 6.0 4.2 5.7 5.7 4.2 5.7 5.7 4.2 5.3 5.3
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 0.95 1.00 1.00 1.00 1.00
Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85
Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00
Satd. Flow (prot) 1597 1681 1429 1597 1681 1429 1597 3195 1429 1597 1681 1429
Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00
Satd. Flow (perm) 1597 1681 1429 1597 1681 1429 1597 3195 1429 1597 1681 1429
Peak-hour factor, PHF 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96
Adj. Flow (vph) 33 79 25 31 89 41 18 76 24 43 61 22
RTOR Reduction (vph) 0 0 22 0 0 35 0 0 15 0 0 12
Lane Group Flow (vph) 33 79 3 31 89 6 18 76 9 43 61 10
Heavy Vehicles (%) 13% 13% 13% 13% 13% 13% 13% 13% 13% 13% 13% 13%
Turn Type Prot NA Perm Prot NA Perm Prot NA Perm Prot NA Perm
Protected Phases 7 4 3 8 5 2 1 6
Permitted Phases 4 8 2 6
Actuated Green, G (s) 3.0 7.5 7.5 3.0 7.8 7.8 1.0 21.6 21.6 3.0 24.0 24.0
Effective Green, g (s) 3.0 7.5 7.5 3.0 7.8 7.8 1.0 21.6 21.6 3.0 24.0 24.0
Actuated g/C Ratio 0.05 0.14 0.14 0.05 0.14 0.14 0.02 0.39 0.39 0.05 0.43 0.43
Clearance Time (s) 4.2 6.0 6.0 4.2 5.7 5.7 4.2 5.7 5.7 4.2 5.3 5.3
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 86 228 194 86 237 201 28 1250 559 86 730 621
v/s Ratio Prot c0.02 0.05 0.02 c0.05 0.01 0.02 c0.03 c0.04
v/s Ratio Perm 0.00 0.00 0.01 0.01
v/c Ratio 0.38 0.35 0.02 0.36 0.38 0.03 0.64 0.06 0.02 0.50 0.08 0.02
Uniform Delay, d1 25.2 21.6 20.7 25.2 21.5 20.4 26.9 10.5 10.3 25.4 9.1 8.9
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 2.8 0.9 0.0 2.6 1.0 0.1 40.9 0.0 0.0 4.5 0.0 0.0
Delay (s) 28.0 22.5 20.7 27.7 22.5 20.5 67.9 10.5 10.3 29.9 9.2 8.9
Level of Service C C C C C C E B B C A A
Approach Delay (s) 23.5 23.0 19.2 16.2
Approach LOS C C B B

Intersection Summary
HCM 2000 Control Delay 20.7 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.21
Actuated Cycle Length (s) 55.2 Sum of lost time (s) 20.1
Intersection Capacity Utilization 30.9% ICU Level of Service A
Analysis Period (min) 15
c    Critical Lane Group



HCM 6th TWSC Existing Plus Project AM Peak
8: Houston Avenue & 10 1/2 Avenue 04/26/2022

Baseline Synchro 10 Report
JLB Traffic Engineering, Inc. Page 12

Intersection
Int Delay, s/veh 3

Movement EBL EBT WBT WBR SBL SBR
Lane Configurations
Traffic Vol, veh/h 22 94 80 26 26 45
Future Vol, veh/h 22 94 80 26 26 45
Conflicting Peds, #/hr 0 0 0 0 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - - - - 0 -
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 89 89 89 89 89 89
Heavy Vehicles, % 19 19 19 19 19 19
Mvmt Flow 25 106 90 29 29 51
 

Major/Minor Major1 Major2 Minor2
Conflicting Flow All 119 0 - 0 261 105
          Stage 1 - - - - 105 -
          Stage 2 - - - - 156 -
Critical Hdwy 4.29 - - - 6.59 6.39
Critical Hdwy Stg 1 - - - - 5.59 -
Critical Hdwy Stg 2 - - - - 5.59 -
Follow-up Hdwy 2.371 - - - 3.671 3.471
Pot Cap-1 Maneuver 1370 - - - 693 905
          Stage 1 - - - - 879 -
          Stage 2 - - - - 833 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 1370 - - - 680 905
Mov Cap-2 Maneuver - - - - 680 -
          Stage 1 - - - - 862 -
          Stage 2 - - - - 833 -
 

Approach EB WB SB
HCM Control Delay, s 1.5 0 10
HCM LOS B
 

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1
Capacity (veh/h) 1370 - - - 807
HCM Lane V/C Ratio 0.018 - - - 0.099
HCM Control Delay (s) 7.7 0 - - 10
HCM Lane LOS A A - - B
HCM 95th %tile Q(veh) 0.1 - - - 0.3



HCM 6th AWSC Existing Plus Project AM Peak
9: 10th Avenue & Houston Avenue 04/26/2022

Baseline Synchro 10 Report
JLB Traffic Engineering, Inc. Page 13

Intersection
Intersection Delay, s/veh 8.9
Intersection LOS A

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Vol, veh/h 30 66 31 12 56 13 14 59 5 13 63 41
Future Vol, veh/h 30 66 31 12 56 13 14 59 5 13 63 41
Peak Hour Factor 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91
Heavy Vehicles, % 26 26 26 26 26 26 26 26 26 26 26 26
Mvmt Flow 33 73 34 13 62 14 15 65 5 14 69 45
Number of Lanes 0 1 0 0 1 0 0 1 0 0 1 0

Approach EB WB NB SB
Opposing Approach WB EB SB NB
Opposing Lanes 1 1 1 1
Conflicting Approach Left SB NB EB WB
Conflicting Lanes Left 1 1 1 1
Conflicting Approach Right NB SB WB EB
Conflicting Lanes Right 1 1 1 1
HCM Control Delay 9.1 8.7 8.8 8.9
HCM LOS A A A A
        

Lane NBLn1 EBLn1 WBLn1 SBLn1
Vol Left, % 18% 24% 15% 11%
Vol Thru, % 76% 52% 69% 54%
Vol Right, % 6% 24% 16% 35%
Sign Control Stop Stop Stop Stop
Traffic Vol by Lane 78 127 81 117
LT Vol 14 30 12 13
Through Vol 59 66 56 63
RT Vol 5 31 13 41
Lane Flow Rate 86 140 89 129
Geometry Grp 1 1 1 1
Degree of Util (X) 0.121 0.19 0.123 0.173
Departure Headway (Hd) 5.078 4.895 4.991 4.842
Convergence, Y/N Yes Yes Yes Yes
Cap 705 733 717 741
Service Time 3.111 2.927 3.026 2.873
HCM Lane V/C Ratio 0.122 0.191 0.124 0.174
HCM Control Delay 8.8 9.1 8.7 8.9
HCM Lane LOS A A A A
HCM 95th-tile Q 0.4 0.7 0.4 0.6




