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19

C-22

36" SS TRUNKLINE

PLAN AND PROFILE

STA 60+50 TO STA 65+00
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APPROXIMATE

EXISTING GRADE

1. CONSTRUCT 72" DIAMETER POLYURETHANE-LINED MANHOLE.

SEE DETAIL 6-A ON SHEET GC-02

2. CONSTRUCT 60" DIAMETER POLYURETHANE-LINED MANHOLE.

SEE DETAIL 6-A ON SHEET GC-02

3. CONSTRUCT I.P.S 36" DR26 HDPE PIPE. SEE TRENCH DETAIL

SHEET GC-01

4. REMOVE AND REPLACE ASPHALT PAVING PER DETAIL 6-H ON

SHEET GC-02

5. REMOVE AND RESET TRAFFIC SIGNS

6. REPLACE PAVEMENT MARKINGS IN KIND.

7. REPLACE SOLID WHITE LINE (50 MIL POLYUREA)

8. REPLACE BICYCLE LANE MARKING IN KIND

9. REMOVE EXISTING SEWER PIPE AND RE-GRADE DITCH

(INSTALL PIPE PLUG PER DETAIL 2/TYP ON SHEET GC-02)

10. CONSTRUCT 48" DIAMETER POLYURETHANE LINE MANHOLE.

SEE DETAIL 6-A ON SHEET GC-02

11. CONSTRUCT CMP CULVERT AND HEADWALLS, SEE DETAIL

 ON SHEET C-31

12. REMOVE AND RESET EXISTING FENCE

13. REMOVE EXISTING MANHOLE (INSTALL PLUG PER DETAIL)

14. REPLACE DOUBLE YELLOW LINE 50 MILL POLYUREA AND

          RAISED PAVEMENT MARKER AT THE SAME LOCATION

15. CONSTRUCT GATED MANHOLE, SEE SHEET C-33

16. REMOVE EXISTING TREE

17. CONSTRUCT 72" FLAT TOP CONCRETE GATED MANHOLE.

SEE SHEET GC-03

18. CONSTRUCT D.I.P.S 18" DR 26 HDPE SANITARY SEWER PIPE.

SEE TRENCH DETAIL GC-02

19. CONSTRUCT D.I.P.S 24" DR 26 HDPE SANITARY SEWER PIPE.

SEE TRENCH DETAIL SHEET GC-02

20. CONSTRUCT 72" DIAMETER STORM MANHOLE PER DETAIL 7-H

ON SHEET GC-02

21. CONSTRUCT 24"x38" HERCP. SEE TRENCH SECTION DETAIL 7-C

 ON SHEET GC-02

22. CONSTRUCT 12" AWWA C-900 PVC STORM DRAIN FORCEMAIN.

 SEE TRENCH SECTION 5-J ON SHEET GC-02

23. REMOVE EXISTING STORM DRAIN

24.  REMOVE EXISTING 12" PVC STORM DRAIN FORCE MAIN.

GENERAL NOTES:

CONSTRUCTION NOTES:

1. IT IS THE CONTRACTOR RESPONSIBILITY TO VERIFY ALL

LOCATIONS OF EXISTING UTILITIES AND PROTECT IN PLACE

ALL EXISTING UTILITIES NOT DESIGNATED FOR RELOCATION.
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CONFORMED

20

C-23

36" SS TRUNKLINE

PLAN AND PROFILE

STA 65+00 TO STA 70+00

S
E

E
 
D

W
G

M
A

T
C

H
L
I
N

E
 
-
 
S

T
A

 
6
5
+

0
0

M

A

T

C

H

L

I

N

E

 

-

 

S

T

A

7

0

+

0

0

S

E

E

 

D

W

G

APPROXIMATE

EXISTING GRADE

1. CONSTRUCT 72" DIAMETER POLYURETHANE-LINED MANHOLE.

SEE DETAIL 6-A ON SHEET GC-02

2. CONSTRUCT 60" DIAMETER POLYURETHANE-LINED MANHOLE.

SEE DETAIL 6-A ON SHEET GC-02

3. CONSTRUCT I.P.S 36" DR26 HDPE PIPE. SEE TRENCH DETAIL

SHEET GC-01

4. REMOVE AND REPLACE ASPHALT PAVING PER DETAIL 6-H ON

SHEET GC-02

5. REMOVE AND RESET TRAFFIC SIGNS

6. REPLACE PAVEMENT MARKINGS IN KIND.

7. REPLACE SOLID WHITE LINE (50 MIL POLYUREA)

8. REPLACE BICYCLE LANE MARKING IN KIND

9. REMOVE EXISTING SEWER PIPE AND RE-GRADE DITCH

(INSTALL PIPE PLUG PER DETAIL 2/TYP ON SHEET GC-02)

10. CONSTRUCT 48" DIAMETER POLYURETHANE LINE MANHOLE.

SEE DETAIL 6-A ON SHEET GC-02

11. CONSTRUCT CMP CULVERT AND HEADWALLS, SEE DETAIL

 ON SHEET C-31

12. REMOVE AND RESET EXISTING FENCE

13. REMOVE EXISTING MANHOLE (INSTALL PLUG PER DETAIL)

14. REPLACE DOUBLE YELLOW LINE 50 MILL POLYUREA AND

          RAISED PAVEMENT MARKER AT THE SAME LOCATION

15. CONSTRUCT GATED MANHOLE, SEE SHEET C-33

16. REMOVE EXISTING TREE

17. CONSTRUCT 72" FLAT TOP CONCRETE GATED MANHOLE.

SEE SHEET GC-03

18. CONSTRUCT D.I.P.S 18" DR 26 HDPE SANITARY SEWER PIPE.

SEE TRENCH DETAIL GC-02

19. CONSTRUCT D.I.P.S 24" DR 26 HDPE SANITARY SEWER PIPE.

SEE TRENCH DETAIL SHEET GC-02

20. CONSTRUCT 72" DIAMETER STORM MANHOLE PER DETAIL 7-H

ON SHEET GC-02

21. CONSTRUCT 24"x38" HERCP. SEE TRENCH SECTION DETAIL 7-C

 ON SHEET GC-02

22. CONSTRUCT 12" AWWA C-900 PVC STORM DRAIN FORCEMAIN.

 SEE TRENCH SECTION 5-J ON SHEET GC-02

23. REMOVE EXISTING STORM DRAIN

24.  REMOVE EXISTING 12" PVC STORM DRAIN FORCE MAIN.

GENERAL NOTES:

CONSTRUCTION NOTES:

1. IT IS THE CONTRACTOR RESPONSIBILITY TO VERIFY ALL

LOCATIONS OF EXISTING UTILITIES AND PROTECT IN PLACE

ALL EXISTING UTILITIES NOT DESIGNATED FOR RELOCATION.
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CONFORMED

21

C-24

36" SS TRUNKLINE

PLAN AND PROFILE

STA 70+00 TO STA 75+00
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1. CONSTRUCT 72" DIAMETER POLYURETHANE-LINED MANHOLE.

SEE DETAIL 6-A ON SHEET GC-02

2. CONSTRUCT 60" DIAMETER POLYURETHANE-LINED MANHOLE.

SEE DETAIL 6-A ON SHEET GC-02

3. CONSTRUCT I.P.S 36" DR26 HDPE PIPE. SEE TRENCH DETAIL

SHEET GC-01

4. REMOVE AND REPLACE ASPHALT PAVING PER DETAIL 6-H ON

SHEET GC-02

5. REMOVE AND RESET TRAFFIC SIGNS

6. REPLACE PAVEMENT MARKINGS IN KIND.

7. REPLACE SOLID WHITE LINE (50 MIL POLYUREA)

8. REPLACE BICYCLE LANE MARKING IN KIND

9. REMOVE EXISTING SEWER PIPE AND RE-GRADE DITCH

(INSTALL PIPE PLUG PER DETAIL 2/TYP ON SHEET GC-02)

10. CONSTRUCT 48" DIAMETER POLYURETHANE LINE MANHOLE.

SEE DETAIL 6-A ON SHEET GC-02

11. CONSTRUCT CMP CULVERT AND HEADWALLS, SEE DETAIL

 ON SHEET C-31

12. REMOVE AND RESET EXISTING FENCE

13. REMOVE EXISTING MANHOLE (INSTALL PLUG PER DETAIL)

14. REPLACE DOUBLE YELLOW LINE 50 MILL POLYUREA AND

          RAISED PAVEMENT MARKER AT THE SAME LOCATION

15. CONSTRUCT GATED MANHOLE, SEE SHEET C-33

16. REMOVE EXISTING TREE

17. CONSTRUCT 72" FLAT TOP CONCRETE GATED MANHOLE.

SEE SHEET GC-03

18. CONSTRUCT D.I.P.S 18" DR 26 HDPE SANITARY SEWER PIPE.

SEE TRENCH DETAIL GC-02

19. CONSTRUCT D.I.P.S 24" DR 26 HDPE SANITARY SEWER PIPE.

SEE TRENCH DETAIL SHEET GC-02

20. CONSTRUCT 72" DIAMETER STORM MANHOLE PER DETAIL 7-H

ON SHEET GC-02

21. CONSTRUCT 24"x38" HERCP. SEE TRENCH SECTION DETAIL 7-C

 ON SHEET GC-02

22. CONSTRUCT 12" AWWA C-900 PVC STORM DRAIN FORCEMAIN.

 SEE TRENCH SECTION 5-J ON SHEET GC-02

23. REMOVE EXISTING STORM DRAIN

24.  REMOVE EXISTING 12" PVC STORM DRAIN FORCE MAIN.

GENERAL NOTES:

CONSTRUCTION NOTES:

1. IT IS THE CONTRACTOR RESPONSIBILITY TO VERIFY ALL

LOCATIONS OF EXISTING UTILITIES AND PROTECT IN PLACE

ALL EXISTING UTILITIES NOT DESIGNATED FOR RELOCATION.
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C-25

36" SS TRUNKLINE / SITE GRADING

PLAN AND PROFILE

STA 75+00 TO STA 80+00
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(E) 18" McPIKE IRRIGATION LINE

1. CONSTRUCT 72" DIAMETER POLYURETHANE-LINED MANHOLE.

SEE DETAIL 6-A ON SHEET GC-02

2. CONSTRUCT 60" DIAMETER POLYURETHANE-LINED MANHOLE.

SEE DETAIL 6-A ON SHEET GC-02

3. CONSTRUCT I.P.S 36" DR26 HDPE PIPE. SEE TRENCH DETAIL

SHEET GC-01

4. REMOVE AND REPLACE ASPHALT PAVING PER DETAIL 6-H ON

SHEET GC-02

5. REMOVE AND RESET TRAFFIC SIGNS

6. REPLACE PAVEMENT MARKINGS IN KIND.

7. REPLACE SOLID WHITE LINE (50 MIL POLYUREA)

8. REPLACE BICYCLE LANE MARKING IN KIND

9. REMOVE EXISTING SEWER PIPE AND RE-GRADE DITCH

(INSTALL PIPE PLUG PER DETAIL 2/TYP ON SHEET GC-02)

10. CONSTRUCT 48" DIAMETER POLYURETHANE LINE MANHOLE.

SEE DETAIL 6-A ON SHEET GC-02

11. CONSTRUCT CMP CULVERT AND HEADWALLS, SEE DETAIL

 ON SHEET C-31

12. REMOVE AND RESET EXISTING FENCE

13. REMOVE EXISTING MANHOLE (INSTALL PLUG PER DETAIL)

14. REPLACE DOUBLE YELLOW LINE 50 MILL POLYUREA AND

          RAISED PAVEMENT MARKER AT THE SAME LOCATION

15. CONSTRUCT GATED MANHOLE, SEE SHEET C-33

16. REMOVE EXISTING TREE

17. CONSTRUCT 72" FLAT TOP CONCRETE GATED MANHOLE.

SEE SHEET GC-03

18. CONSTRUCT D.I.P.S 18" DR 26 HDPE SANITARY SEWER PIPE.

SEE TRENCH DETAIL GC-02

19. CONSTRUCT D.I.P.S 24" DR 26 HDPE SANITARY SEWER PIPE.

SEE TRENCH DETAIL SHEET GC-02

20. CONSTRUCT 72" DIAMETER STORM MANHOLE PER DETAIL 7-H

ON SHEET GC-02

21. CONSTRUCT 24"x38" HERCP. SEE TRENCH SECTION DETAIL 7-C

 ON SHEET GC-02

22. CONSTRUCT 12" AWWA C-900 PVC STORM DRAIN FORCEMAIN.

 SEE TRENCH SECTION 5-J ON SHEET GC-02

23. REMOVE EXISTING STORM DRAIN

24.  REMOVE EXISTING 12" PVC STORM DRAIN FORCE MAIN.

GENERAL NOTES:

CONSTRUCTION NOTES:

1. IT IS THE CONTRACTOR RESPONSIBILITY TO VERIFY ALL

LOCATIONS OF EXISTING UTILITIES AND PROTECT IN PLACE

ALL EXISTING UTILITIES NOT DESIGNATED FOR RELOCATION.
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36" SS TRUNKLINE / SITE GRADING

PLAN AND PROFILE

STA 80+00 TO STA 85+00
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1. CONSTRUCT 72" DIAMETER POLYURETHANE-LINED MANHOLE.

SEE DETAIL 6-A ON SHEET GC-02

2. CONSTRUCT 60" DIAMETER POLYURETHANE-LINED MANHOLE.

SEE DETAIL 6-A ON SHEET GC-02

3. CONSTRUCT I.P.S 36" DR26 HDPE PIPE. SEE TRENCH DETAIL

SHEET GC-01

4. REMOVE AND REPLACE ASPHALT PAVING PER DETAIL 6-H ON

SHEET GC-02

5. REMOVE AND RESET TRAFFIC SIGNS

6. REPLACE PAVEMENT MARKINGS IN KIND.

7. REPLACE SOLID WHITE LINE (50 MIL POLYUREA)

8. REPLACE BICYCLE LANE MARKING IN KIND

9. REMOVE EXISTING SEWER PIPE AND RE-GRADE DITCH

(INSTALL PIPE PLUG PER DETAIL 2/TYP ON SHEET GC-02)

10. CONSTRUCT 48" DIAMETER POLYURETHANE LINE MANHOLE.

SEE DETAIL 6-A ON SHEET GC-02

11. CONSTRUCT CMP CULVERT AND HEADWALLS, SEE DETAIL

 ON SHEET C-31

12. REMOVE AND RESET EXISTING FENCE

13. REMOVE EXISTING MANHOLE (INSTALL PLUG PER DETAIL)

14. REPLACE DOUBLE YELLOW LINE 50 MILL POLYUREA AND

          RAISED PAVEMENT MARKER AT THE SAME LOCATION

15. CONSTRUCT GATED MANHOLE, SEE SHEET C-33

16. REMOVE EXISTING TREE

17. CONSTRUCT 72" FLAT TOP CONCRETE GATED MANHOLE.

SEE SHEET GC-03

18. CONSTRUCT D.I.P.S 18" DR 26 HDPE SANITARY SEWER PIPE.

SEE TRENCH DETAIL GC-02

19. CONSTRUCT D.I.P.S 24" DR 26 HDPE SANITARY SEWER PIPE.

SEE TRENCH DETAIL SHEET GC-02

20. CONSTRUCT 72" DIAMETER STORM MANHOLE PER DETAIL 7-H

ON SHEET GC-02

21. CONSTRUCT 24"x38" HERCP. SEE TRENCH SECTION DETAIL 7-C

 ON SHEET GC-02

22. CONSTRUCT 12" AWWA C-900 PVC STORM DRAIN FORCEMAIN.

 SEE TRENCH SECTION 5-J ON SHEET GC-02

23. REMOVE EXISTING STORM DRAIN

24.  REMOVE EXISTING 12" PVC STORM DRAIN FORCE MAIN.

GENERAL NOTES:

CONSTRUCTION NOTES:

1. IT IS THE CONTRACTOR RESPONSIBILITY TO VERIFY ALL

LOCATIONS OF EXISTING UTILITIES AND PROTECT IN PLACE

ALL EXISTING UTILITIES NOT DESIGNATED FOR RELOCATION.
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C-27

36" SS TRUNKLINE / SITE GRADING

PLAN AND PROFILE

STA 85+00 TO STA 90+00
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C-31

1. CONSTRUCT 72" DIAMETER POLYURETHANE-LINED MANHOLE.

SEE DETAIL 6-A ON SHEET GC-02

2. CONSTRUCT 60" DIAMETER POLYURETHANE-LINED MANHOLE.

SEE DETAIL 6-A ON SHEET GC-02

3. CONSTRUCT I.P.S 36" DR26 HDPE PIPE. SEE TRENCH DETAIL

SHEET GC-01

4. REMOVE AND REPLACE ASPHALT PAVING PER DETAIL 6-H ON

SHEET GC-02

5. REMOVE AND RESET TRAFFIC SIGNS

6. REPLACE PAVEMENT MARKINGS IN KIND.

7. REPLACE SOLID WHITE LINE (50 MIL POLYUREA)

8. REPLACE BICYCLE LANE MARKING IN KIND

9. REMOVE EXISTING SEWER PIPE AND RE-GRADE DITCH

(INSTALL PIPE PLUG PER DETAIL 2/TYP ON SHEET GC-02)

10. CONSTRUCT 48" DIAMETER POLYURETHANE LINE MANHOLE.

SEE DETAIL 6-A ON SHEET GC-02

11. CONSTRUCT CMP CULVERT AND HEADWALLS, SEE DETAIL

 ON SHEET C-31

12. REMOVE AND RESET EXISTING FENCE

13. REMOVE EXISTING MANHOLE (INSTALL PLUG PER DETAIL)

14. REPLACE DOUBLE YELLOW LINE 50 MILL POLYUREA AND

          RAISED PAVEMENT MARKER AT THE SAME LOCATION

15. CONSTRUCT GATED MANHOLE, SEE SHEET C-33

16. REMOVE EXISTING TREE

17. CONSTRUCT 72" FLAT TOP CONCRETE GATED MANHOLE.

SEE SHEET GC-03

18. CONSTRUCT D.I.P.S 18" DR 26 HDPE SANITARY SEWER PIPE.

SEE TRENCH DETAIL GC-02

19. CONSTRUCT D.I.P.S 24" DR 26 HDPE SANITARY SEWER PIPE.

SEE TRENCH DETAIL SHEET GC-02

20. CONSTRUCT 72" DIAMETER STORM MANHOLE PER DETAIL 7-H

ON SHEET GC-02

21. CONSTRUCT 24"x38" HERCP. SEE TRENCH SECTION DETAIL 7-C

 ON SHEET GC-02

22. CONSTRUCT 12" AWWA C-900 PVC STORM DRAIN FORCEMAIN.

 SEE TRENCH SECTION 5-J ON SHEET GC-02

23. REMOVE EXISTING STORM DRAIN

24.  REMOVE EXISTING 12" PVC STORM DRAIN FORCE MAIN.

GENERAL NOTES:

CONSTRUCTION NOTES:

1. IT IS THE CONTRACTOR RESPONSIBILITY TO VERIFY ALL

LOCATIONS OF EXISTING UTILITIES AND PROTECT IN PLACE

ALL EXISTING UTILITIES NOT DESIGNATED FOR RELOCATION.
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C-28

36" SS TRUNKLINE / SITE GRADING

PLAN AND PROFILE

STA 90+00 TO STA 95+00
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1. CONSTRUCT 72" DIAMETER POLYURETHANE-LINED MANHOLE.

SEE DETAIL 6-A ON SHEET GC-02

2. CONSTRUCT 60" DIAMETER POLYURETHANE-LINED MANHOLE.

SEE DETAIL 6-A ON SHEET GC-02

3. CONSTRUCT I.P.S 36" DR26 HDPE PIPE. SEE TRENCH DETAIL

SHEET GC-01

4. REMOVE AND REPLACE ASPHALT PAVING PER DETAIL 6-H ON

SHEET GC-02

5. REMOVE AND RESET TRAFFIC SIGNS

6. REPLACE PAVEMENT MARKINGS IN KIND.

7. REPLACE SOLID WHITE LINE (50 MIL POLYUREA)

8. REPLACE BICYCLE LANE MARKING IN KIND

9. REMOVE EXISTING SEWER PIPE AND RE-GRADE DITCH

(INSTALL PIPE PLUG PER DETAIL 2/TYP ON SHEET GC-02)

10. CONSTRUCT 48" DIAMETER POLYURETHANE LINE MANHOLE.

SEE DETAIL 6-A ON SHEET GC-02

11. CONSTRUCT CMP CULVERT AND HEADWALLS, SEE DETAIL

 ON SHEET C-31

12. REMOVE AND RESET EXISTING FENCE

13. REMOVE EXISTING MANHOLE (INSTALL PLUG PER DETAIL)

14. REPLACE DOUBLE YELLOW LINE 50 MILL POLYUREA AND

          RAISED PAVEMENT MARKER AT THE SAME LOCATION

15. CONSTRUCT GATED MANHOLE, SEE SHEET C-33

16. REMOVE EXISTING TREE

17. CONSTRUCT 72" FLAT TOP CONCRETE GATED MANHOLE.

SEE SHEET GC-03

18. CONSTRUCT D.I.P.S 18" DR 26 HDPE SANITARY SEWER PIPE.

SEE TRENCH DETAIL GC-02

19. CONSTRUCT D.I.P.S 24" DR 26 HDPE SANITARY SEWER PIPE.

SEE TRENCH DETAIL SHEET GC-02

20. CONSTRUCT 72" DIAMETER STORM MANHOLE PER DETAIL 7-H

ON SHEET GC-02

21. CONSTRUCT 24"x38" HERCP. SEE TRENCH SECTION DETAIL 7-C

 ON SHEET GC-02

22. CONSTRUCT 12" AWWA C-900 PVC STORM DRAIN FORCEMAIN.

 SEE TRENCH SECTION 5-J ON SHEET GC-02

23. REMOVE EXISTING STORM DRAIN

24.  REMOVE EXISTING 12" PVC STORM DRAIN FORCE MAIN.

GENERAL NOTES:

CONSTRUCTION NOTES:

1. IT IS THE CONTRACTOR RESPONSIBILITY TO VERIFY ALL

LOCATIONS OF EXISTING UTILITIES AND PROTECT IN PLACE

ALL EXISTING UTILITIES NOT DESIGNATED FOR RELOCATION.
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C-29

36" SS TRUNKLINE / SITE GRADING

PLAN AND PROFILE

STA 95+00 TO STA 98+50
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3:1

3:1

3:1

1. CONSTRUCT 72" DIAMETER POLYURETHANE-LINED MANHOLE.

SEE DETAIL 6-A ON SHEET GC-02

2. CONSTRUCT 60" DIAMETER POLYURETHANE-LINED MANHOLE.

SEE DETAIL 6-A ON SHEET GC-02

3. CONSTRUCT I.P.S 36" DR26 HDPE PIPE. SEE TRENCH DETAIL

SHEET GC-01

4. REMOVE AND REPLACE ASPHALT PAVING PER DETAIL 6-H ON

SHEET GC-02

5. REMOVE AND RESET TRAFFIC SIGNS

6. REPLACE PAVEMENT MARKINGS IN KIND.

7. REPLACE SOLID WHITE LINE (50 MIL POLYUREA)

8. REPLACE BICYCLE LANE MARKING IN KIND

9. REMOVE EXISTING SEWER PIPE AND RE-GRADE DITCH

(INSTALL PIPE PLUG PER DETAIL 2/TYP ON SHEET GC-02)

10. CONSTRUCT 48" DIAMETER POLYURETHANE LINE MANHOLE.

SEE DETAIL 6-A ON SHEET GC-02

11. CONSTRUCT CMP CULVERT AND HEADWALLS, SEE DETAIL

 ON SHEET C-31

12. REMOVE AND RESET EXISTING FENCE

13. REMOVE EXISTING MANHOLE (INSTALL PLUG PER DETAIL)

14. REPLACE DOUBLE YELLOW LINE 50 MILL POLYUREA AND

          RAISED PAVEMENT MARKER AT THE SAME LOCATION

15. CONSTRUCT GATED MANHOLE, SEE SHEET C-33

16. REMOVE EXISTING TREE

17. CONSTRUCT 72" FLAT TOP CONCRETE GATED MANHOLE.

SEE SHEET GC-03

18. CONSTRUCT D.I.P.S 18" DR 26 HDPE SANITARY SEWER PIPE.

SEE TRENCH DETAIL GC-02

19. CONSTRUCT D.I.P.S 24" DR 26 HDPE SANITARY SEWER PIPE.

SEE TRENCH DETAIL SHEET GC-02

20. CONSTRUCT 72" DIAMETER STORM MANHOLE PER DETAIL 7-H

ON SHEET GC-02

21. CONSTRUCT 24"x38" HERCP. SEE TRENCH SECTION DETAIL 7-C

 ON SHEET GC-02

22. CONSTRUCT 12" AWWA C-900 PVC STORM DRAIN FORCEMAIN.

 SEE TRENCH SECTION 5-J ON SHEET GC-02

23. REMOVE EXISTING STORM DRAIN

24.  REMOVE EXISTING 12" PVC STORM DRAIN FORCE MAIN.

GENERAL NOTES:

CONSTRUCTION NOTES:

1. IT IS THE CONTRACTOR RESPONSIBILITY TO VERIFY ALL

LOCATIONS OF EXISTING UTILITIES AND PROTECT IN PLACE

ALL EXISTING UTILITIES NOT DESIGNATED FOR RELOCATION.
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C-30

SCALE

36" SS TRUNKLINE / SITE GRADING

PLAN AND PROFILE

STA 98-50 TO STA 101+00
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18" SS

INV 62.71

HEADWORKS

1. CONSTRUCT 72" DIAMETER POLYURETHANE-LINED MANHOLE.

SEE DETAIL 6-A ON SHEET GC-02

2. CONSTRUCT 60" DIAMETER POLYURETHANE-LINED MANHOLE.

SEE DETAIL 6-A ON SHEET GC-02

3. CONSTRUCT I.P.S 36" DR26 HDPE PIPE. SEE TRENCH DETAIL

SHEET GC-01

4. REMOVE AND REPLACE ASPHALT PAVING PER DETAIL 6-H ON

SHEET GC-02

5. REMOVE AND RESET TRAFFIC SIGNS

6. REPLACE PAVEMENT MARKINGS IN KIND.

7. REPLACE SOLID WHITE LINE (50 MIL POLYUREA)

8. REPLACE BICYCLE LANE MARKING IN KIND

9. REMOVE EXISTING SEWER PIPE AND RE-GRADE DITCH

(INSTALL PIPE PLUG PER DETAIL 2/TYP ON SHEET GC-02)

10. CONSTRUCT 48" DIAMETER POLYURETHANE LINE MANHOLE.

SEE DETAIL 6-A ON SHEET GC-02

11. CONSTRUCT CMP CULVERT AND HEADWALLS, SEE DETAIL

 ON SHEET C-31

12. REMOVE AND RESET EXISTING FENCE

13. REMOVE EXISTING MANHOLE (INSTALL PLUG PER DETAIL)

14. REPLACE DOUBLE YELLOW LINE 50 MILL POLYUREA AND

          RAISED PAVEMENT MARKER AT THE SAME LOCATION

15. CONSTRUCT GATED MANHOLE, SEE SHEET C-33

16. REMOVE EXISTING TREE

17. CONSTRUCT 72" FLAT TOP CONCRETE GATED MANHOLE.

SEE SHEET GC-03

18. CONSTRUCT D.I.P.S 18" DR 26 HDPE SANITARY SEWER PIPE.

SEE TRENCH DETAIL GC-02

19. CONSTRUCT D.I.P.S 24" DR 26 HDPE SANITARY SEWER PIPE.

SEE TRENCH DETAIL SHEET GC-02

20. CONSTRUCT 72" DIAMETER STORM MANHOLE PER DETAIL 7-H

ON SHEET GC-02

21. CONSTRUCT 24"x38" HERCP. SEE TRENCH SECTION DETAIL 7-C

 ON SHEET GC-02

22. CONSTRUCT 12" AWWA C-900 PVC STORM DRAIN FORCEMAIN.

 SEE TRENCH SECTION 5-J ON SHEET GC-02

23. REMOVE EXISTING STORM DRAIN

24.  REMOVE EXISTING 12" PVC STORM DRAIN FORCE MAIN.

GENERAL NOTES:

CONSTRUCTION NOTES:

1. IT IS THE CONTRACTOR RESPONSIBILITY TO VERIFY ALL

LOCATIONS OF EXISTING UTILITIES AND PROTECT IN PLACE

ALL EXISTING UTILITIES NOT DESIGNATED FOR RELOCATION.

#

Know what's below.
before you dig.Call

R

NOT USED

NOT USED

REMOVE EXISTING MH.

CUT PIPE TO SUIT NEW MH

I
N

V
 
O

U
T

 
6
2
.
7
1
,
 
1
8
"
 
(
E

)

PHASE 1
DRAWING



TOP OF HEADWALL

EL 67.17

SEE DETAIL E

INV TO MATCH DITH

BOTTOM (TYP)

APPROX EXISTING

GRADE

18" CULVERT

DOUBLE WALL CMP

SMOOTH INTERIOR

36" SS TRUNKLINE

6
"
 
M

I
N

SLURRY BACKFILL

COMPACTED BACKFILL

(TYP)

CJ (TY)

TOP OF HEADWALL

EL 66.81

18" CO CAP

18" TEE

45° BEND VERT

45° BEND VERT

45° BEND VERT

8" (TYP)

8" (TYP)

8
"
 
(
T

Y
P

)

2'-0" (TYP)

6
"
 
C

L
R

 
(
T

Y
P

)

FOR REINF SEE DETAIL E

ON SHEET C-31 (SIM)

FOR REINF SEE DETAIL E

ON SHEET C-31

6'

3:1 SLOPE3:1 SLOPE

CENTER

OVER PIPE

COMPACTED FILL

36" SS TRUNKLINE

APPROX EXIST

GRADE3

PIPE OD +

2' MIN

C
E

M
E

N
T

 
S

L
U

R
R

Y

P
I
P

E
 
B

A
S

E
 
B

A
D

D
I
N

G

C
E

M
E

N
T

 
S

L
U

R
R

Y
 
B

A
C

K
F

I
L
L

P
E

R
 
S

P
E

C
I
F

I
C

A
T

I
O

N

1
2
"
 
M

I
N

SLURRY BACKFILL SEE

DETAIL 1 ON SHEET

GC-01 FOR ADDITIONAL

DETAILS NOT SHOWN

EXIST GRADE

18" CULVERT

INV TO MATCH DITCH BOTTOM

18.58' (NORTH WALL), 16.72' (SOUTH WALL)

#4 BARS HORZ

@12" CC MAX

#4 @12" CC, H1E

(3) #4 BAR

#4 HORZ @2'-6"

TOP OF WALL

(SEE SECTION D FOR EL)

4:1 SLOPE

21.25'

3'
95% COMPACTED FILL

APPROX EXIST

GRADE

SLURRY BACKFILL SEE

DETAIL 1 ON SHEET

GC-01 FOR ADDITIONAL

DETAILS NOT SHOWN

3:1 SLOPE

2%

3'

36" SS TRUNKLINE

APPROX EXIST GRADE

SLURRY BACKFILL SEE

DETAIL 1 ON SHEET

GC-01 FOR ADDITIONAL

DETAILS NOT SHOWN

Project No. Scale

Revision Drawing No.Sheet

TitleClient/ProjectClient/Project LogoPermit/Seal

Revision

Consultant

Copyright Reserved

By Appd YYYY.MM.DD Dsgn. Chkd. YYYY.MM.DDDwn.

The Contractor shall verify and be responsible for all dimensions. DO NOT scale the
drawing - any errors or omissions shall be reported to Stantec without delay.
The Copyrights to all designs and drawings are the property of Stantec. Reproduction
or use for any purpose other than that authorized by Stantec is forbidden. of

File Name: X31401-PLAN AND PROF

ORIGINAL SHEET - ANSI D

v:
\1

84
0\

ac
tiv

e\
18

40
31

40
1\

dr
aw

in
g\

x3
14

01
-p

la
n 

an
d 

pr
of

20
23

.0
4.

06
 9

:3
1:

22
 A

M

A

B

C

1 2 3 4 5

CITY OF NEWMAN

NEWMAN INFLUENT TRUNK SEWER

NEWMAN, CALIFORNIA

184031401

WARNING

30

1"0 1/2"

IF THIS BAR DOES NOT MEASURE 1"

THEN DRAWING IS NOT TO SCALE

2022.10.03

Issued By Appd YYYY.MM.DD
The Contractor shall verify and be responsible for all

dimensions. DO NOT scale the drawing - any errors or

omissions shall be reported to Stantec without delay. The

Copyrights to all designs and drawings are the property of

Stantec. Reproduction or use for any purpose other than

that authorized by Stantec is forbidden.

CONFORMED

28

C-31

SECTIONS AND DETAILS
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PHASE 1
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C-32

36" SS TRUNKLINE

PLAN AND PROFILE

DETAIL

1. CONSTRUCT 72" DIAMETER POLYURETHANE-LINED MANHOLE.

SEE DETAIL 6-A ON SHEET GC-02

2. CONSTRUCT 60" DIAMETER POLYURETHANE-LINED MANHOLE.

SEE DETAIL 6-A ON SHEET GC-02

3. CONSTRUCT I.P.S 36" DR26 HDPE PIPE. SEE TRENCH DETAIL

SHEET GC-01

4. REMOVE AND REPLACE ASPHALT PAVING PER DETAIL 6-H ON

SHEET GC-02

5. REMOVE AND RESET TRAFFIC SIGNS

6. REPLACE PAVEMENT MARKINGS IN KIND.

7. REPLACE SOLID WHITE LINE (50 MIL POLYUREA)

8. REPLACE BICYCLE LANE MARKING IN KIND

9. REMOVE EXISTING SEWER PIPE AND RE-GRADE DITCH

(INSTALL PIPE PLUG PER DETAIL 2/TYP ON SHEET GC-02)

10. CONSTRUCT 48" DIAMETER POLYURETHANE LINE MANHOLE.

SEE DETAIL 6-A ON SHEET GC-02

11. CONSTRUCT CMP CULVERT AND HEADWALLS, SEE DETAIL

 ON SHEET C-31

12. REMOVE AND RESET EXISTING FENCE

13. REMOVE EXISTING MANHOLE (INSTALL PLUG PER DETAIL)

14. REPLACE DOUBLE YELLOW LINE 50 MILL POLYUREA AND

          RAISED PAVEMENT MARKER AT THE SAME LOCATION

15. CONSTRUCT GATED MANHOLE, SEE SHEET C-33

16. REMOVE EXISTING TREE

17. CONSTRUCT 72" FLAT TOP CONCRETE GATED MANHOLE.

SEE SHEET GC-03

18. CONSTRUCT D.I.P.S 18" DR 26 HDPE SANITARY SEWER PIPE.

SEE TRENCH DETAIL GC-02

19. CONSTRUCT D.I.P.S 24" DR 26 HDPE SANITARY SEWER PIPE.

SEE TRENCH DETAIL SHEET GC-02

20. CONSTRUCT 72" DIAMETER STORM MANHOLE PER DETAIL 7-H

ON SHEET GC-02

21. CONSTRUCT 24"x38" HERCP. SEE TRENCH SECTION DETAIL 7-C

 ON SHEET GC-02

22. CONSTRUCT 12" AWWA C-900 PVC STORM DRAIN FORCEMAIN.

 SEE TRENCH SECTION 5-J ON SHEET GC-02

23. REMOVE EXISTING STORM DRAIN

24.  REMOVE EXISTING 12" PVC STORM DRAIN FORCE MAIN.

GENERAL NOTES:

CONSTRUCTION NOTES:

1. IT IS THE CONTRACTOR RESPONSIBILITY TO VERIFY ALL

LOCATIONS OF EXISTING UTILITIES AND PROTECT IN PLACE

ALL EXISTING UTILITIES NOT DESIGNATED FOR RELOCATION.
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C-33

36" SS TRUNKLINE

PLAN AND PROFILE

DETAIL

1. CONSTRUCT 72" DIAMETER POLYURETHANE-LINED MANHOLE.

SEE DETAIL 6-A ON SHEET GC-02

2. CONSTRUCT 60" DIAMETER POLYURETHANE-LINED MANHOLE.

SEE DETAIL 6-A ON SHEET GC-02

3. CONSTRUCT I.P.S 36" DR26 HDPE PIPE. SEE TRENCH DETAIL

SHEET GC-01

4. REMOVE AND REPLACE ASPHALT PAVING PER DETAIL 6-H ON

SHEET GC-02

5. REMOVE AND RESET TRAFFIC SIGNS

6. REPLACE PAVEMENT MARKINGS IN KIND.

7. REPLACE SOLID WHITE LINE (50 MIL POLYUREA)

8. REPLACE BICYCLE LANE MARKING IN KIND

9. REMOVE EXISTING SEWER PIPE AND RE-GRADE DITCH

(INSTALL PIPE PLUG PER DETAIL 2/TYP ON SHEET GC-02)

10. CONSTRUCT 48" DIAMETER POLYURETHANE LINE MANHOLE.

SEE DETAIL 6-A ON SHEET GC-02

11. CONSTRUCT CMP CULVERT AND HEADWALLS, SEE DETAIL

 ON SHEET C-31

12. REMOVE AND RESET EXISTING FENCE

13. REMOVE EXISTING MANHOLE (INSTALL PLUG PER DETAIL)

14. REPLACE DOUBLE YELLOW LINE 50 MILL POLYUREA AND

          RAISED PAVEMENT MARKER AT THE SAME LOCATION

15. CONSTRUCT GATED MANHOLE, SEE SHEET C-33

16. REMOVE EXISTING TREE

17. CONSTRUCT 72" FLAT TOP CONCRETE GATED MANHOLE.

SEE SHEET GC-03

18. CONSTRUCT D.I.P.S 18" DR 26 HDPE SANITARY SEWER PIPE.

SEE TRENCH DETAIL GC-02

19. CONSTRUCT D.I.P.S 24" DR 26 HDPE SANITARY SEWER PIPE.

SEE TRENCH DETAIL SHEET GC-02

20. CONSTRUCT 72" DIAMETER STORM MANHOLE PER DETAIL 7-H

ON SHEET GC-02

21. CONSTRUCT 24"x38" HERCP. SEE TRENCH SECTION DETAIL 7-C

 ON SHEET GC-02

22. CONSTRUCT 12" AWWA C-900 PVC STORM DRAIN FORCEMAIN.

 SEE TRENCH SECTION 5-J ON SHEET GC-02

23. REMOVE EXISTING STORM DRAIN

24.  REMOVE EXISTING 12" PVC STORM DRAIN FORCE MAIN.

GENERAL NOTES:

CONSTRUCTION NOTES:

1. IT IS THE CONTRACTOR RESPONSIBILITY TO VERIFY ALL

LOCATIONS OF EXISTING UTILITIES AND PROTECT IN PLACE

ALL EXISTING UTILITIES NOT DESIGNATED FOR RELOCATION.

#

Know what's below.
before you dig.Call

R

NOT USED

NOT USED

N

20

20

20

20

(E) 42" SD

TO BE REMOVED

24"x38" HERCP 24"x38" HERCP

(E) 42" SD

VERIFY ELEVATION

24"x38" HERCP

EXIST 42" RCP TO

REMAIN

24"x38" HERCP

APPROX EXIST GRADE

5
.
3
4
"

5
.
8
5
"

12"x45° ELL

WITH THRUST BLOCK

SEE DETAIL ON SHEET

GC-03

RELOCATED 12" SDFM

REMOVE 12" SDFM

AS REQUIRED

12" SDFM INV 72.50

EXIST 42" RCP

REMOVE EXIST 42" RCP

STORM DRAIN PER

23

22

24

21

REMOVE SECTION OF EXIST

42" RCP AS REQUIRED TO

INSTALL NEW MH

23

EXIST 42" RCP TO REMAIN

PHASE 2
DRAWING
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Off-road Equipment - Per City Consultant Email 122922

Trips and VMT - No building construction
Offloading spoils to WWTRF
Hauling Trips to match vendor default

Demolition - 

Construction Phase - Per City Consultant Email 122922

Off-road Equipment - 

Off-road Equipment - Per City Consultant EMail 122922

Off-road Equipment - Per City Consultant Email 122922

Off-road Equipment - Per City Consultant Email 122922

N2O Intensity 
(lb/MWhr)

0.004

1.3 User Entered Comments & Non-Default Data

Project Characteristics - 

Land Use - 5165-2878=2287
2287x30=68610

Utility Company Pacific Gas and Electric Company

CO2 Intensity 
(lb/MWhr)

203.98 CH4 Intensity 
(lb/MWhr)

0.033

Precipitation Freq (Days) 45

Climate Zone 3 Operational Year 2025

1.2 Other Project Characteristics

Urbanization Urban Wind Speed (m/s) 2.7

0

Other Non-Asphalt Surfaces 68.60 1000sqft 1.57 68,600.00 0

Other Asphalt Surfaces 28.80 1000sqft 0.66 28,800.00

Newman Sewer Trunk Construction Emissions
San Joaquin Valley Air Basin, Annual

1.0 Project Characteristics

1.1 Land Usage

Land Uses Size Metric Lot Acreage Floor Surface Area Population

CalEEMod Version: CalEEMod.2020.4.0 Page 1 of 1
Date: 1/4/2023 3:00 PM

Newman Sewer Trunk Construction Emissions - San Joaquin Valley Air Basin, Annual

EMFAC Off-Model Adjustment Factors for Gasoline Light Duty Vehicle to Account for the SAFE Vehicle Rule Not Applied



CalEEMod Version: CalEEMod.2020.4.0 Page 1 of 1
Date: 1/4/2023 3:00 PM

Newman Sewer Trunk Construction Emissions - San Joaquin Valley Air Basin, Annual

EMFAC Off-Model Adjustment Factors for Gasoline Light Duty Vehicle to Account for the SAFE Vehicle Rule Not Applied

tblTripsAndVMT WorkerTripNumber 41.00 0.00

2.0 Emissions Summary

tblTripsAndVMT VendorTripNumber 16.00 0.00

tblTripsAndVMT VendorTripNumber 0.00 16.00

tblTripsAndVMT HaulingTripLength 20.00 7.30

tblTripsAndVMT HaulingTripLength 20.00 1.00

tblOffRoadEquipment OffRoadEquipmentUnitAmount 3.00 1.00

tblOffRoadEquipment OffRoadEquipmentUnitAmount 2.00 1.00

tblGrading MaterialImported 0.00 2,600.00

tblOffRoadEquipment OffRoadEquipmentUnitAmount 2.00 1.00

tblGrading MaterialExported 0.00 4,000.00

tblGrading MaterialExported 0.00 600.00

tblConstructionPhase NumDays 3.00 70.00

tblConstructionPhase NumDays 6.00 70.00

tblConstEquipMitigation Tier No Change Tier 4 Final

tblConstructionPhase NumDays 220.00 1.00

tblConstEquipMitigation Tier No Change Tier 4 Final

tblConstEquipMitigation Tier No Change Tier 4 Final

tblConstEquipMitigation Tier No Change Tier 4 Final

tblConstEquipMitigation Tier No Change Tier 4 Final

tblConstEquipMitigation NumberOfEquipmentMitigated 0.00 1.00

tblConstEquipMitigation NumberOfEquipmentMitigated 0.00 5.00

tblConstEquipMitigation NumberOfEquipmentMitigated 0.00 2.00

tblConstEquipMitigation NumberOfEquipmentMitigated 0.00 1.00

Table Name Column Name Default Value New Value

tblConstEquipMitigation NumberOfEquipmentMitigated 0.00 8.00

Grading - per City Consultant EMail 122922

Construction Off-road Equipment Mitigation - Add clean engines and dust control per SJVAPCD Rule 9510 and Reg VIII
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Newman Sewer Trunk Construction Emissions - San Joaquin Valley Air Basin, Annual

EMFAC Off-Model Adjustment Factors for Gasoline Light Duty Vehicle to Account for the SAFE Vehicle Rule Not Applied

Highest 0.5332 0.4202

3 7-1-2024 9-30-2024 0.5332 0.4162

2 4-1-2024 6-30-2024 0.2971 0.2387

1 1-1-2024 3-31-2024 0.5219 0.4202

0.00 0.00 0.00

Quarter Start Date End Date Maximum Unmitigated ROG + NOX (tons/quarter) Maximum Mitigated ROG + NOX (tons/quarter)

N20 CO2e

Percent Reduction 18.85 20.52 -1.16 0.00 52.47 24.00 48.62 53.31 24.13 45.66 0.00 0.00 0.00

PM2.5 
Total

Bio- CO2 NBio-CO2 Total CO2 CH4Fugitive 
PM10

Exhaust 
PM10

PM10 Total Fugitive 
PM2.5

Exhaust 
PM2.5

ROG NOx CO SO2

212.7286 212.7286 0.0583 2.2000e-003 214.8409

0.0583 2.2000e-003 214.8409

Maximum 0.1219 0.9946 1.0226 2.4300e-003 0.1513 0.0378 0.1891 0.0606 0.0350 0.0957 0.0000

0.0350 0.0957 0.0000 212.7286 212.72862.4300e-003 0.1513 0.0378 0.1891 0.06062024 0.1219 0.9946 1.0226

N2O CO2e

Year tons/yr MT/yr

PM2.5 Total Bio- CO2 NBio- CO2 Total CO2 CH4

Mitigated Construction
ROG NOx CO SO2 Fugitive 

PM10
Exhaust 
PM10

PM10 Total Fugitive 
PM2.5

Exhaust 
PM2.5

212.7289 212.7289 0.0583 2.2000e-003 214.8412

0.0583 2.2000e-003 214.8412

Maximum 0.1502 1.2514 1.0109 2.4300e-003 0.3182 0.0498 0.3680 0.1299 0.0462 0.1760 0.0000

0.0462 0.1760 0.0000 212.7289 212.72892.4300e-003 0.3182 0.0498 0.3680 0.12992024 0.1502 1.2514 1.0109

N2O CO2e

Year tons/yr MT/yr

PM2.5 Total Bio- CO2 NBio- CO2 Total CO2 CH4

2.1 Overall Construction
Unmitigated Construction

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 Total Fugitive 
PM2.5

Exhaust 
PM2.5
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Appendix C 1 EMC Planning Group 
Newman Influent Trunk Sewer Improvements – Phase II March 2023 

Appendix C Special-Status Plant Species with Potential to Occur in the Project Vicinity 

Species Status 
(Federal/State/

CNPS) 

Suitable Habitat Description Potential to Occur on Project Site 

Alkali milk-vetch 
(Astragalus tener var. tener) 

--/--/1B.2 Alkaline sites in playas, valley and foothill grassland (on adobe clay), 
and vernal pools; elevation 1-60m. Blooming Period: March - June. 

Unlikely. Suitable vernal pool or alkaline 
habitat not found at the project site. 

Alkali-sink goldfields 
(Lasthenia chrysantha) 

--/--/1B.1 Vernal pools. Alkaline; elevation 0-200m. Unlikely. Suitable vernal pool or alkaline 
habitat not found at the project site. 

Big tarplant 
(Blepharizonia plumosa) 

--/--/1B.1 Valley and foothill grassland. Dry hills and plains in annual grassland. 
Clay to clay-loam soils, usually on slopes and often in burned areas; 
elevation 15-445m. Blooming Period: July - October. 

Unlikely. Suitable clay soil habitat not found 
at the project site. 

California alkali grass 
(Puccinellia simplex) 

--/--/1B.2 Meadows and seeps, chenopod scrub, valley and foothill grasslands, 
vernal pools. Alkaline, vernally mesic. Sinks, flats,and lake margins; 
elevation 1-915m. Blooming Period: March - May. 

Unlikely. Suitable vernal pool or alkaline 
habitat not found at the project site. 

Coulter's goldfields 
(Lasthenia glabrata ssp. coulteri) 

--/--/1B.1 Coastal salt marshes, playas, vernal pools. Usually found on alkaline 
soils in playas, sinks, and grasslands; elevation 1-1375m. Blooming 
Period: February – June. 

Unlikely. Suitable vernal pool or alkaline 
habitat not found at the project site. 

Delta button-celery 
(Eryngium racemosum) 

--/SE/1B.1 Riparian scrub; prefers seasonally inundated floodplain on clay soils; 
elevation 3-75m. Blooming Period: June - August. 

Unlikely. Suitable riparian scrub habitat not 
found at the project site. 

Diamond-petaled California poppy 
(Eschscholzia rhombipetala) 

--/--/1B.1 Valley and foothill grassland. Alkaline, clay slopes and flats; elevation 
0-97m. Blooming Period: March - April. 

Unlikely. Suitable vernal pool or alkaline 
habitat not found at the project site. 

Heartscale 
(Atriplex cordulata var. cordulata) 

--/--/1B.2 Chenopod scrub, valley and foothill grassland, and meadows. 
Prefers alkaline flats and scalds in the Central Valley, on sandy soils; 
elevation 1-150m. Blooming Period: April - October. 

Unlikely. Suitable alkaline habitat not found 
at the project site. 

Hispid's salty bird's-beak 
(Chloropyron molle ssp. hispidum) 

--/--/1B.1 Meadows, playas, valley and foothill grassland. In damp alkaline 
soils, especially in alkaline meadows and alkali sinks with Distichlis 
sp.; elevation 10-155m. Blooming Period: June - September. 

Unlikely. Suitable meadow or alkaline 
habitat not found at the project site. 

Hospital Canyon larkspur 
(Delphinium californicum ssp. interius) 

--/--/1B.2 Cismontane woodland and chaparral, in wet, boggy meadows, 
openings in chaparral, and in canyons; elevation 225-1060m. 
Blooming Period: April - June. 

Unlikely. Suitable meadow habitat not found 
at the project site. 

Lemmon's jewel-flower 
(Caulanthus lemmonii) 

--/--/1B.2 Pinyon-juniper woodland, valley and foothill grassland; elevation 80-
1220m. Blooming Period: March - May. 

Unlikely. Suitable woodland or undisturbed 
grassland habitat not found at the project 
site. 



Appendix C 2 EMC Planning Group 
Newman Influent Trunk Sewer Improvements – Phase II March 2023 

Species Status 
(Federal/State/

CNPS) 

Suitable Habitat Description Potential to Occur on Project Site 

Lesser saltscale 
(Atriplex minuscula) 

--/--/1B.1 Chenopod scrub, playas, and valley and foothill grassland. In alkali 
sinks in sandy, alkaline soils; elevation 20-100m. Blooming Period: 
May - October. 

Unlikely. Suitable alkaline habitat not found 
at the project site. 

Lime Ridge navarretia 
(Navarretia gowenii) 

--/--/1B.2 Chaparral, on calcium carbonate-rich soil with high clay content; 
elevation 180-305m. Blooming Period: May - June. 

Unlikely. Suitable clay soil habitat not found 
at the project site. 

Northern slender pondweed 
(Stuckenia filiformis ssp. alpina) 

--/--/2B.2 Marshes and swamps. Shallow, clear water of lakes and drainage 
channels; elevation 5-2325m. Blooming Period: May – July. 

Unlikely. Suitable wetland habitat not found 
at the project site. 

Prostrate vernal pool navarretia 
(Navarretia prostrata) 

--/--/1B.1 Coastal scrub, valley and foothill grassland, and vernal pools. 
Alkaline soils in grassland, or in vernal pools; elevation 15-700m. 
Blooming Period: April - July. 

Unlikely. Suitable vernal pool or alkaline 
habitat not found at the project site. 

San Joaquin spearscale 
(Extriplex joaquinana) 

--/--/1B.2 Alkaline sites in chenopod scrub, meadows and seeps, playas, and 
valley and foothill grassland; elevation 1-320m. Blooming Period: 
April - October. 

Unlikely. Suitable vernal pool or alkaline 
habitat not found at the project site. 

Sanford's arrowhead 
(Sagittaria sanfordii) 

--/--/1B.2 Marshes and swamps. Found in standing or slow-moving freshwater 
ponds, marshes, and ditches; elevation 0-610m. Blooming Period: 
May - October. 

Unlikely. Suitable wetland habitat not found 
at the project site. 

Shining navarretia 
(Navarretia nigelliformis ssp. radians) 

--/--/1B.2 Cismontane woodland, valley and foothill grassland, and vernal 
pools; elevation 200-1000m. Blooming Period: May - July. 

Unlikely. Suitable vernal pool habitat not 
found at the project site. 

Spiny-sepaled button-celery 
(Eryngium spinosepalum) 

--/--/1B.2 Vernal pools within valley and foothill grassland. Some sites on clay 
soils of granitic origin; elevation 100-420m. Blooming Period: April - 
May. 

Unlikely. Suitable vernal pool habitat not 
found at the project site. 

Vernal pool smallscale 
(Atriplex persistens) 

--/--/1B.2 Vernal pools on alkaline soils; elevation 10-115m. Blooming Period: 
July - October. 

Unlikely. Suitable vernal pool or alkaline 
habitat not found at the project site. 

Wright's trichocoronis 
(Trichocoronis wrightii var. wrightii) 

--/--/2B.1 Marshes and swamps, riparian forest, meadows and seeps, vernal 
pools. Mud flats of vernal lakes, drying river beds, alkali meadows; 
elevation 5-435m. Blooming Period: May – September. 

 Unlikely. Suitable wetland habitat not found 
at the project site. 

SOURCE: CDFW 2022, CNPS 2022 
NOTE: Status Codes: 
Federal (USFWS) 
FE: Listed as Endangered under the Federal Endangered Species Act. 
FT: Listed as Threatened under the Federal Endangered Species Act. 
FC: A Candidate for listing as Threatened or Endangered under the Federal Endangered Species Act. 
FSC: Species of Special Concern. 
FD: Delisted under the Federal Endangered Species Act. 



Appendix C 3 EMC Planning Group 
Newman Influent Trunk Sewer Improvements – Phase II March 2023 

State (CDFW) 
SE: Listed as Endangered under the California Endangered Species Act. 
ST: Listed as Threatened under the California Endangered Species Act. 
SR: Listed as Rare under the California Endangered Species Act. 
SC: A Candidate for listing as Threatened or Endangered under the California Endangered Species Act. 
SSC: Species of Special Concern. 
SFP: Fully Protected species under the California Fish and Game Code. 
SD: Delisted under the California Endangered Species Act. 
 
CNPS Rare Plant Ranks and Threat Code Extensions 
1B: Plants that are considered Rare, Threatened, or Endangered in California and elsewhere. 
2B: Plants that are considered Rare, Threatened, or Endangered in California, but more common elsewhere. 
.1: Seriously endangered in California (over 80% of occurrences threatened/high degree and immediacy of threat). 
.2: Fairly endangered in California (20-80% occurrences threatened). 
.3: Not very endangered in California (<20% of occurrences threatened or no current threats known). 
 

 





Appendix C  1  EMC Planning Group 
Newman Influent Trunk Sewer Improvements – Phase II March 2023 

Appendix C Special-Status Wildlife Species with Potential to Occur in the Project Vicinity 

Species Status 
(Federal/State) 

Suitable Habitat Description Potential to Occur on Project Site 

American badger 
(Taxidea taxus) 

--/SSC Most abundant in drier, open stages of most shrub, forest, and 
herbaceous habitats. Need sufficient food and open, uncultivated ground 
with friable soils to dig burrows. Prey on burrowing rodents. 

Unlikely. Suitable undisturbed habitat not 
found at the project site. 

Bald eagle 
(Haliaeetus leucocephalus) 

FD/SE Ocean shore, lake margins, and rivers for both nesting and wintering. 
Most nests within one mile of water. Nests in large, old-growth, or 
dominant live tree with open branches. 

Unlikely. Suitable open water habitat not 
found at the project site. 

Blunt-nosed leopard lizard 
(Gambelia sila) 

FE/SE Resident of sparsely vegetated alkali and desert scrub habitats, in areas 
of low topographic relief. Seeks cover in mammal burrows, under shrubs 
or structures such as fence posts. 

Unlikely. Suitable alkaline habitat not found 
at the project site. 

Burrowing owl 
(Athene cunicularia) 

--/SSC Open, dry, annual or perennial grasslands, desert, or scrubland, with 
available small mammal burrows. 

Low potential to occur on project site due 
to presence of marginally suitable habitat. 
CNDDB occurrences recorded within the 
project site vicinity. 

California condor 
(Gymnogyps californianus) 

FE/SE Require vast expanses of open savannah, grasslands, and foothill 
chaparral in mountain ranges of moderate altitude. Deep canyons 
containing clefts in the rocky walls provide nesting sites. Forages up to 
100 miles from roost/nest. 

Unlikely. Suitable open grassland habitat 
not found at the project site. 

California horned lark 
(Eremophila alpestris actia) 

--/SSC Coastal regions, chiefly from Sonoma County to San Diego County, also 
within the main part of the San Joaquin Valley and east to the foothills. 
Prefers short-grass prairie, mountain meadows, open coastal plains, 
fallow grain fields, alkali flats. 

Unlikely. Suitable native grassland habitat 
not found at the project site. 

California linderiella  
(Linderiella occidentalis) 

FSC/-- Seasonal pools in unplowed grasslands with old alluvial soils underlain 
by hardpan or in sandstone depressions. Water in the pools typically has 
very low alkalinity, conductivity, and total dissolved solids. 

Unlikely. Suitable vernal pool habitat not 
found at the project site. 

California red-legged frog 
(Rana draytonii) 

FT/SSC Rivers, creeks, and stock ponds with pools and overhanging vegetation. 
Requires dense, shrubby or emergent riparian vegetation, and prefers 
short riffles and pools with slow-moving, well-oxygenated water. Needs 
upland habitat to aestivate (remain dormant during dry months) in small 
mammal burrows, cracks in the soil, or moist leaf litter. 

Unlikely. Suitable wetland habitat not found 
at the project site. 
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Species Status 
(Federal/State) 

Suitable Habitat Description Potential to Occur on Project Site 

California tiger salamander 
(Ambystoma californiense) 

FT/ST Grasslands and oak woodlands near seasonal pools and stock ponds in 
central and coastal California. Needs upland habitat to aestivate (remain 
dormant during dry months) in small mammal burrows, cracks in the soil, 
or moist leaf litter. Requires seasonal water sources that persist into late 
March for breeding habitat. 

Unlikely. Suitable wetland habitat not found 
at the project site. 

Conservancy fairy shrimp 
(Branchinecta conservatio) 

FE/-- Endemic to the grasslands of the northern two-thirds of the central 
valley; found in large, turbid pools. Also occurs in swales formed by old, 
braided alluvium filled by winter/spring rains. 

Unlikely. Suitable vernal pool habitat not 
found at the project site. 

Fresno kangaroo rat 
(Dipodomys nitratoides exilis) 

FE/SE Alkali sink-open grassland habitats in western Fresno County. Bare 
alkaline clay-based soils subject to seasonal inundation, with more 
friable soil mounds around shrubs and grasses. 

Unlikely. Suitable alkaline habitat not found 
at the project site. 

Foothill yellow-legged frog 
(Rana boylii) 

--/SSC Partly shaded, shallow streams and riffles with rocky substrate in a 
variety of habitats. Requires at least some cobble-sized substrate for 
egg-laying and 15 weeks of available water to attain metamorphosis. 

Unlikely. Suitable wetland habitat not found 
at the project site. 

Giant garter snake 
(Thamnophis gigas) 

FT/ ST Prefers freshwater marsh and low gradient streams. Adapted to 
drainage canals and irrigation ditches. The most aquatic garter snake in 
California. 

Unlikely. Suitable wetland habitat not found 
at the project site. 

Golden eagle 
(Aquila chrysaetos) 

--/SFP Rolling foothill mountain areas, sage-juniper flats, and desert. Cliff-
walled canyons provide nesting habitat in most parts of range. Also uses 
large trees in open areas. 

Unlikely. Suitable habitat not found at the 
project site. 

Hoary bat 
(Lasiurus cinereus) 

--/SSC Prefers open habitats or habitat mosaics, with access to trees for cover 
and open areas or habitat edges for feeding. Roosts in dense foliage of 
medium to large trees. Feeds primarily on moths. Requires water. 

Low potential to occur on project site due 
to presence of marginally suitable habitat. 
CNDDB occurrences recorded within the 
project site vicinity. 

Least Bell's vireo 
(Vireo bellii pusillus) 

FE/SE Summer resident of southern and central California in riparian habitats 
below 2,000 feet in elevation. Often nests in large shrubs, along margins 
of bushes or on twigs projecting into pathways. 

Unlikely. Suitable riparian habitat not found 
at the project site. 

Loggerhead shrike 
(Lanius ludovicianus) 

--/SSC (Nesting) Broken woodlands, savannah, pinyon-juniper, Joshua tree and 
riparian woodlands, desert oases, scrub and washes. Prefers open 
country for hunting, with perches for scanning and fairly dense shrubs 
and brush for nesting. 

Low potential to occur on project site due 
to presence of marginally suitable habitat. 
CNDDB occurrences recorded within the 
project site vicinity. 

Long-horn fairy shrimp 
(Branchinecta longiantenna) 

FE/-- Endemic to the eastern margin of the Central Coast mountains in 
seasonally astatic grassland vernal pools. Inhabits small, clear-water 
depressions in sandstone and clear to turbid clay/grass-bottomed pools 
in shallow swales. 

Unlikely. Suitable vernal pool habitat not 
found at the project site. 
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Species Status 
(Federal/State) 

Suitable Habitat Description Potential to Occur on Project Site 

Monarch butterfly 
(Danaus plexippus) 

FC/-- Winter roost sites. Wind protected tree groves (Eucalyptus, Monterey 
pine, cypress) with nectar and water sources nearby. 

Unlikely. Potentially suitable habitat 
(eucalyptus) found at the project site but 
no known overwintering sites in area. Most 
winter roost site are along the coast.  

Northern California legless lizard 
(Anniella pulchra) 

--/SSC Sandy or loose loamy soils under sparse vegetation, moist soils. 
Anniella pulchra is traditionally split into two subspecies: A. pulchra 
pulchra (silvery legless lizard) and A. pulchra nigra (black legless lizard), 
but these subspecies are typically no longer recognized.  

Unlikely. Suitable undisturbed sandy soil 
habitat not found at the project site. 

Northern harrier 
(Circus cyaneus) 

--/SSC Found near coastal salt and freshwater marshes. Nests and forages in 
grasslands. Nests on ground in shrubby vegetation, usually at marsh 
edge; nest built of a large mound of sticks in wet areas. 

Unlikely. Suitable undisturbed habitat not 
found at the project site. 

Pallid bat 
(Antrozous pallidus) 

--/SSC Deserts, grasslands, scrublands, woodlands, and forests. Most common 
in open, dry habitats with rocky areas for roosting. Roosts must protect 
bats from high temperatures. 

Low potential to occur on project site due 
to presence of marginally suitable habitat. 
CNDDB occurrences recorded within the 
project site vicinity. 

Prairie falcon 
(Falco mexicanus) 

--/SSC Nesting Habitats. Open terrain, either level or hilly breeding sites located 
on cliffs. Forages far distances, including to marshlands and ocean 
shores. 

Unlikely. Suitable undisturbed habitat not 
found at the project site. 

Sacramento splittail 
(Pogonichthys macrolepidotus) 

--/SSC Endemic to the lakes and rivers of the Central Valley, but now confined 
to the Delta, Suisun Bay, and associated marshes. Slow moving river 
sections, dead end sloughs, requires flooded vegetation for spawning 
and foraging for young. 

Unlikely. Suitable riverine habitat not found 
at the project site. 

San Joaquin coachwhip 
(Masticophis flagellum ruddocki) 

--/SSC Open, dry habitats with little or no tree cover. Found in valley grassland 
and saltbush scrub in the San Joaquin Valley. Requires mammal 
burrows for refuge and oviposition sites.  

Unlikely. Suitable undisturbed habitat not 
found at the project site. 

San Joaquin kit fox 
(Vulpes macrotis mutica) 

FE/ST Annual grasslands or grassy open stages with scattered shrubby 
vegetation. Needs loose-textured sandy soils for burrowing, and suitable 
prey base. 

Low potential to occur on project site due 
to presence of marginally suitable habitat. 
CNDDB occurrences recorded within the 
project site vicinity. 

Steelhead 
(Oncorhynchus mykiss irideus) 

FT/-- Coastal stream with clean spawning gravel. Requires cool water and 
pools. Needs migratory access between natal stream and ocean. 

Unlikely. Suitable riverine habitat not found 
at the project site. 

Swainson's hawk 
(Buteo swainsoni) 

--/ST Breeds in grasslands with scattered trees, juniper-sage flats, riparian 
areas, savannahs, and agricultural or ranch lands with groves or lines of 
trees. Requires adjacent suitable foraging areas, such as grasslands or 
agricultural fields supporting rodent populations. 

Low potential to occur on project site due 
to presence of marginally suitable habitat. 
CNDDB occurrences recorded within the 
project site vicinity. 
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Species Status 
(Federal/State) 

Suitable Habitat Description Potential to Occur on Project Site 

Tricolored blackbird 
 (Agelaius tricolor) 

--/SE Areas adjacent to open water with protected nesting substrate, which 
typically consists of dense, emergent freshwater marsh vegetation. 

Unlikely. Suitable marsh habitat not found 
at the project site. 

Valley elderberry longhorn beetle 
(Desmocerus californicus dimorphus) 

FT/-- Elderberry shrubs, usually in Central Valley riparian habitats. Unlikely. Suitable riparian habitat not found 
at the project site. 

Vernal pool fairy shrimp 
(Branchinecta lynchi) 

FT/-- Endemic to the grasslands of the Central Valley, Central Coast Mtns., 
and South Coast Mtns. in astatic rain-filled pools. Inhabits small, clear-
water sandstone depression pools and grass swale, earth slump, or 
basalt-flow depression pools. 

Unlikely. Suitable vernal pool habitat not 
found at the project site. 

Vernal pool tadpole shrimp 
(Lepidurus packardi) 

FE/-- Inhabits vernal pools and swales in the Sacramento Valley containing 
clear to highly turbid water. Pools commonly found in swales of 
unplowed grasslands.  

Unlikely. Suitable vernal pool habitat not 
found at the project site. 

Western pond turtle 
(Emys marmorata) 

--/SSC Ponds, marshes, rivers, streams, and irrigation ditches with aquatic 
vegetation. Needs basking sites (such as rocks or partially submerged 
logs) and suitable upland habitat for egg-laying (sandy banks or grassy 
open fields). 

Unlikely. Suitable pond or marsh habitat 
not found at the project site. 

Western red bat 
(Lasiurus blossevillii) 

--/SSC Roosts primarily in trees, 2-40 feet above the ground, from sea level up 
through mixed conifer forests. Prefers habitat edges and mosaics with 
trees that are protected from above and open below with open areas for 
foraging. 

Low potential to occur on project site due 
to presence of marginally suitable habitat. 
CNDDB occurrences recorded within the 
project site vicinity. 

Western spadefoot 
(Spea hammondii) 

--/SSC Occurs primarily in grassland habitats, but can be found in valley-foothill 
hardwood woodlands, breeds in winter and spring (January - May) in 
quiet streams and temporary pools. 

Unlikely. Suitable undisturbed grassland 
habitat not found at the project site. 

 
SOURCE: CDFW 2022 
NOTE: Status Codes: 
Federal (USFWS) 
FE: Listed as Endangered under the Federal Endangered Species Act. 
FT: Listed as Threatened under the Federal Endangered Species Act. 
FC: A Candidate for listing as Threatened or Endangered under the Federal Endangered Species Act. 
FSC: Species of Special Concern. 
FD: Delisted under the Federal Endangered Species Act. 
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State (CDFW) 
SE: Listed as Endangered under the California Endangered Species Act. 
ST: Listed as Threatened under the California Endangered Species Act. 
SR: Listed as Rare under the California Endangered Species Act. 
SC: A Candidate for listing as Threatened or Endangered under the California Endangered Species Act. 
SSC: Species of Special Concern. 
SFP: Fully Protected species under the California Fish and Game Code. 
SD: Delisted under the California Endangered Species Act. 
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