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Mr, Tracy LaTray
SyWest Development
150 Pelican Way
San Rafael, California 94901

File No.: 305544-001

PROJECT: GOLETA BUSINESS CENTER BUILDING
(FORMERLY NAMED SYWEST DEVELOPMENT COMMERCIAL BUILDING)
907 SOUTH KELLOGG AVENUE, GOLETA, CALIFORNIA

SUBJECT: Revised Geotechnical Engineering Report Update

REF; 1) Environmental Review Peer Review Memorandum for the SyWest Industrial
Building,907 South Kellogg Avenue,Geleta,California, by Rincon Consultants, Inc.,
dated January 23, 2023, Project No. 22-13188

2) Geotechnical Engineering Report Update, Goleta Business Center Building,
Formerly Named SyWest Development Commercial Building, 907 South Kellogg
Avenue, Goleta, California, by Earth Systems Pacific, dated August 24, 2022, Doc.
No. 2208-054.SER

Dear Mr. LaTray:

In accordance with your request, this revised geotechnical engineering report update has been

prepared for use in the development of plans and specifications for the Goleta Business Center

Building project. The project is located at 907 South Kellogg Avenue in the City of Goleta,

California. This project was formally named SyWest Development Commercial Building.

The purpose of the revision to Reference 2 is to address the recommendations for report

revisions presented by Rincon Consultants, Inc. in their environmental peer review letter to the

City of Goleta (Reference 1),

Reference 2 was originally written to comply with the considerations of the 2019 Edition of the

California Building Code (CBC); however, the requirements of the 2022 CBC will now govern the

project. This report update is intended to generally comply with the 2022 CBC and to replace

Reference 2; however, all the field and laboratory test data from Reference 2 has been included

within this report.
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Preliminary geotechnical recommendations for site preparation, grading, utility trenches,

foundations, retaining walls, slabs-on-grade and exterior flatwork, pavement sections, drainage

and maintenance, and construction observation and testing are presented herein. An electronic

copy of this report is being furnished for your use

We appreciate the opportunity to have provided services for this project and look forward to

working with you again in the future. If there are any questions concerning this report, please

do not hesitate to contact the undersigned.

Sincerely,

Earth Systems Pacific

Doc. No.: 2301-039 SER/ln

Doug Donham, GE
Associate Engineer

No 2585
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Goleta Business Center Building
907 South Kellogg Avenue, Goleta, California

January 27, 2023

1.0 INTRODUCTION

The Goleta Business Center Building along with its associated surface and subsurface

improvements are planned within a property located at 907 South Kellogg Avenue in the City of

Goleta, California. The general area where this project is planned within this property is referred

to herein as "the site," and the site is shown on the Exploration Location Map presented in

Appendix A.

We understand the following about the project. This approximately 71,600 square-foot

commercial building will be one-story, will utilize Portland cement concrete (PCC) tilt-up walls

and slab-on-grade, and the roof will be of wood and steel frame construction. Masonry or PCC

retaining walls less than 6 feet in height may also be constructed. No other structures are

planned. For the purposes of this report, maximum line loads of 3 kips/foot (3,000 Ibs./foot), and

maximum point loads of 30 kips (30,000 tbsJ were assumed.

We have assumed surface improvements will consist of hot mix asphalt (HMA) and/or PCC

pavement placed over aggregate base (AB) for vehicle use, and PCC flatwork for pedestrian use.

Subsurface improvements are assumed to be the underground conduits associated with the

municipal utilities that will provide services for the site. Low Impact Development (LID) drainage

disposal improvements are planned at the site; however, the location(s) and type(s) are

unknown. No on-site effluent disposal systems are planned. Accordingly, LID drainage disposal

improvements and effluent disposal systems are not within our scope of work and are not

included within this report.

We understand the site is approximately 4 to 6 feet below final grades; therefore, import soils

will be needed to develop the building and surface improvement areas, to improve access, and

to improve drainage.

2.0 SCOPE OF SERVICES

The scope of work for the revised geotechnical engineering report update included a general site

reconnaissance, review of Reference 2, geotechnical analysis of data, and preparation of this
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report. The report and subsequent preliminary geotechnical recommendations were based, in

part, on information provided by the client.

This report and preliminary geotechnical recommendations are intended to comply with the

considerations of Sections 1803.1 through 1803.6, J104.3 and J104.4 (CBSC, 2022), and common

geotechnical engineering practice in this area under similar conditions at this time. The test

procedures were accomplished in general conformance with the standards noted, as modified

by common geotechnical engineering practice in. this area under similar conditions at this time.

Preliminary geotechnical recommendations for site preparation, grading, utility trenches,

foundations, retaining walls, slabs-on-grade and exterior flatwork, pavement sections, drainage

and maintenance, and construction observation and testing are presented to guide the

development of project plans and specifications. It is our intent that this report be used

exclusively by the client to form the geotechnical basis of the design of the project and in the

preparation of plans and specifications. Application beyond this intent is strictly at the user's

risk. If future property owners wish to use this report, such use will be allowed to the extent the

report is applicable, only if the user agrees to be bound by the same contractual conditions as

the original client, or contractual conditions that may be applicable at the time of the report use.

This report does not address issues in the domain of contractors such as, but not limited to, site

safety, loss of volume due to stripping of the site, shrinkage of soils during compaction,

dewatering, shoring, temporary slope angles, construction means and methods, etc. Analyses of

the soil for asbestos (either man-made or naturally occurring), radioisotopes, mold or other

microbial content, hydrocarbons, lead, and/or other chemical properties (except for geotechnical

corrosivity) are beyond the scope of this report. Ancillary features such as temporary access

roads, fencing and site walls, flag and light poles, signage, LID drainage disposal improvements,

effluent disposal systems; and nonstructural fills are not within our scope and are also not

addressed in this report.
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As there may be unresolved geotechnical issues with respect to this project, the geotechnical

engineer should be retained to provide consultation as the design progresses, and to review

project plans as they near completion to assist in verifyingthat pertinent geotechnical issues have

been addressed and to aid in conformance with the intent of this report. In the event that there

are any changes in the nature, design, or location of improvements, or if any assumptions used

in the preparation of this report prove to be incorrect, the conclusions and recommendations

contained in this report shall not be considered valid unless the changes are reviewed and the

conclusions of this report are modified or verified by the geotechnical engineer in writing. The

criteria presented in this report are considered preliminary until such time as any peer review or

review by any jurisdiction has been completed, conditions are observed by the geotechnical

engineer in the field during construction, and the recommendations have been verified as

appropriate or are modified by the geotechnical engineer in writing.

3.0 SITE SETTING

The site is located at 907 South Kellogg Avenue which is in the southeastern sector of the City of

Goleta, California. A driveway off South Kellogg Avenue will provide access to the site. The

approximate central site coordinates and elevation from the Google Earth website (Google, 2022)

are latitude 34.4263 degrees north, longitude 119.8270 degrees west, and 8 feet above mean

sea level.

The site is just east of the Santa Barbara Airport in a commercial/industrial area and is in the

northern half of an existing but closed two screen "Drive-In" movie theater complex. The site

currently supports a masonry movie projector building, and surface and subsurface

improvements. The site is mostly devoid of vegetation except in the general areas next to the

movie screen and the southeast boundary along the entrance driveway which are landscaped.

San Jose Creek is aligned near the southeast side of the entrance driveway. Topographically, the

site ranges from relatively flat along the perimeter and the various driveway aisles but is gently

sloping where the vehicles park on graded berms to view the elevated movie screen. Surface

drainage is by sheet flow.
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4.0 FIELD INVESTIGATION AND LABORATORY ANALYSIS

On June 21 and 22, 2017, five exploratory borings were drilled at the site to depths of

approximately 26.5 feet and 51.5 feet below the existing ground surface (bgs). The borings were

drilled with a Mobile Drill Model B-53 drill rig, equipped with 6-inch outside diameter hollow

stem auger and an automatic trip hammer for sampling. The approximate locations of the

exploratory borings are shown on the Exploration Location Map presented in Appendix A.

Soils encountered in the exploratory borings were categorized and logged in genera! accordance

with the Unified Soil Classification System and ASTM D 2488-O9a. Copies of the boring logs and

a Boring Log Legend are presented in Appendix A. in reviewing the boring logs and legend, the

reader should recognize that the legend is intended as a guideline only, and there are a number

of conditions that may influence the soil characteristics as observed during drilling. These

include, but are not limited to, the presence of cobbles or boulders, cementation, variations in

soil moisture, presence of groundwater, and other factors. Consequently, the logger must

exercise judgment in interpreting the subsurface characteristics, possibly resulting in descriptions

that vary somewhat from the legend.

As the borings were drilled, soil samples were obtained using a ring-lined barrel sampler (ASTM

D355O-01/O7 with shoe similar to 02937-10). Standard penetration tests f$PT) were also

performed in the borings (ASTM D1586-11) at selected depths. Bulk soil samples were obtained

from the auger cuttings.

Ring samples were tested for bulk density (ASTM D2937-1O, as modified for ring liners). One bulk

sample was tested for maximum density and optimum moisture content (ASTM DIS57-12}. A

direct shear test (ASTM D3O8O/D3O8OM-11) was conducted on the same bulk sample after it was

remolded to approximately 90 percent of maximum dry density. Particle size tests (ASTM D422-

63/07 and DI140-14) were conducted on three SPT bulk samples. Two one-dimensional

consolidation tests (ASTM D2435/D2435M-11) were performed on ring samples. Two bulk

samples were also sent to CERCD Analytical, Inc. of Concord, California for use in preparing a

corrosion evaluation report. The evaluation and associated test results are for use by the
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architect/engineer in determining appropriate corrosion mitigation measures. The laboratory

test results and the corrosion evaluation report prepared by CERCO Analytical, Inc. are presented

in Appendices 8 and C, respectively.

On June 28, 2017, four cone penetrometer test (CRT) soundings were also performed at the site.

The CPT soundings were advanced to a depth of approximately 60 feet bgs. The approximate

locations of the CPT soundings are also shown on the Exploration Location Map presented in

Appendix A. The CPT soundings were conducted in general accordance with ASTM D5778-12 and

D3441-16 using an electric cone penetrometer. Copies of the graphical CPT data can also be

found in Appendix A.

5.0 GENERAL SUBSURFACE PROFILE

The general subsurface profile observed within the borings and encountered in the CPT

soundings consisted of fill soils overlying alluvial soils that were further underlain with estuary

deposit soils. All these soils exist as layered sands, or layered sands and clays, The sands were

in a moist to wet condition with a loose consistency; the clays were moist to wet and very soft to

medium stiff. Variable amounts of shells were observed within the estuary deposit soil layers.

Subsurface water was encountered at depths ranging from approximately 3 to 7.5 feet below the

existing ground surface within all the borings. Please refer to the boring logs and graphical CPT

data for a more complete description of the subsurface conditions.

Based on the subsurface soil profile described above and the sampler blow counts, the Site Class

per Chapter 20 Table 203-1 (ASCE, 2017) is "E - a Soft Clay Soil Profile,"

6.0 FAULTS

Faults are classified by the State of California based on the likelihood of generating ground

motions and surface rupture. The classification system applies to known faults that have been

compiled by numerous researchers through various methods of investigation. The State

evaluates faults with documented ground rupture during the last 11,700 years and considers

them for inclusion in Earthquake Fault Zones requiring investigation (Alquist-Priolo or A-P Zones)
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which encompass traces of Holocene-active faults, as defined by the State's Alquist-Priolo

Earthquake Fault Zoning Act {1972). The State's guidance is intended to prohibit developments

and structures for human occupancy across the trace of active faults (CGS, 2018). Other active

faults capable of generating strong ground motion are present in the region but are not included

in A-P Zones because they do not meet the criteria of "sufficiently active and well-defined,"

The site is within a seismicaNy active region and the project will experience seismic shaking during

its design life. There are several faults considered capable of earthquakes located near the site,

but there are no known Holocene-Active faults on the site. The closest Holocene-Active fault

included in an A P Zone is the north branch of the Red Mountain fault located approximately 10

miles east of the site; the south branch of the Red Mountain fault Is located offshore

approximately 3.4 miles south of the site, but this branch is not included in an A-P Zone (CGS,

2002 and USGS, 2013), There are several possible Holocene and late Quaternary faults within the

region. The Mission Ridge fault system is the closest mapped fault to the site, with the

westernmost fault of this system, the More Ranch fault, located approximately 690 feet south of

the site (Minor et. al., 2007). Other regional faults include the Red Mountain, Pitas Point, Oak

Ridge, Santa Ynez (west), Los Alamos, and San Andreas faults. Several of the regional faults

considered capable of generating strong shaking at the site are discussed below.

Mission Ridge Fault System

The Mission Ridge fault system, which includes the More Ranch, Mission Ridge, Arroyo Parida,

Santa Ana faults make up an approximately 45 mile long, essentially continuous fault system

extending from Goieta to Ojai along the southern flank of the Santa Yne; Mountains. The

seismogenic plane is modeled by the USGS 0.3 miles north of the site (2013). The Mission Ridge

fault system has likely ruptured during the Holocene epoch but lacks sufficient exposure to be

included in an A-P Zone (Gurrola and Keller, 2003). The Mission Ridge fault system is reported to

be capable of a magnitude 6.97 earthquake (USGS, 2014).
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Red Mountain Fault

The late Quaternary to Holocene north branch Red Mountain fault, modeled approximately 3.4

miles south of the site, is a north dipping reverse fault with an onshore length of approximately

10 miles. The on-shore portion in the closest fault to the site included in an A-P Zone. The south

branch Red Mountain fault is located off-shore approximately 3 4 miles south of the site The Red

Mountain fault is estimated to be capable of a magnitude 7.41earthquake (USGS, 2014).

Pitas Point rnult

The Pitas Point fault is a north dipping reverse fault with a length of approximately 12 miles. It

has likely ruptured during the Holocene epoch but lacks the exposure to be included in and A-P

Zone. The fault is modeled approximately 6.4 miles south of the site and is considered capable of

earthquakes up to magnitude 7.21 (USGS, 2014).

Oak Ridge Fault

The Oak Ridge fault is a segmented fault with on-shore and off-shore segments. The off-shore

segment is located approximately 8.2 miles south of the site and is estimated to be capable of a

magnitude 6.91 earthquake (USGS, 2014).

Santa Ynez Fault

The Santa Ynez has a length of at least 80 miles and is divided into east and west subsections. It

is a south dipping reverse fault that forms part of the northern boundary of the Santa Ynez

Mountains. The Santa Ynez (West) fault is approximately 8.2 miles north of the site and is

considered capable of earthquakes up to magnitude 7.11 (USGS, 2014).

Los Alamos Fault

The Los Alamos fault is included in an A-P Zone at Zaca Creek and it is located approximately 9.3

miles northwest of the site. It is a northwest trending fault that is approximately 17 miles long.

The southern end of the fault merges with the northern end of the West Baseline fault and is

estimated to be capable of a magnitude 6.96 earthquake (USGS, 2014).
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San Andreas Fault
The San Andreas Fault is considered the most active fault in the region; it lies about 43 miles

northeast of the site. The 18S7 Fort Tejon earthquake of approximate magnitude 7.9 was one of

several large earthquakes identified in the paleoseismic record to have occurred on this fault.

The San Andreas fault is modeled as segments with some segments capable of earthquakes up

to magnitude 7.5 (Cao, et. al., 2003). Simultaneous rupture of more than one segment may cause

an earthquake of magnitude 8.0 or more.

7.0 GROUND MOTION ANALYSES

In accordance with the CBC (CBSC, 2022) and ASCE (2017, 2018, 2021), an assessment was made

to determine the need for employing "Site-Specific Ground Motion Procedures" to calculate the

ground motion parameters for the project. Based on our site evaluation, the subsurface

characteristics are those of Seismic Site Class "E" (Soft Clay Soil Profile) as defined by Table 20.3-

1 (ASCE, 2017), Site Classification, based on SPT blow counts and information from the CPT

soundings.

In accordance with Chapter 20 (ASCE, 2017), the Seismic Site Class is "E, a Soft Clay Soil Profile,"

as stipulated in Section 20.3.2 and Table 20.3-1. The mapped ground motion values were

obtained from the Structural Engineers Association of California website (SEAOC, 2022) using the

ASCE 7-16 (2017) for Site Class E. The value Ss is 2.348 which greater than 1.0, and the S] value is

0.824 which is greater than 0.2; therefore, per Section 11.4.8 (ASCE, 2017), and Supplement 3

(ASCE, 2021), the project requires site-specific ground motion analyses. We performed a site-

specific ground motion hazard analysis to develop the seismic design parameters in accordance

with Sections 11.4.8, 21.2, Supplement 1, and Supplement 3 (ASCE 2017, 2018, 2021).

A risk-targeted maximum considered earthquake (MCEr) modeling procedure was performed in

accordance with ASCE 7-16 (ASCE, 2017) including a Probabilistic Seismic Hazard Analysis (PSHA)

and a Deterministic Seismic Hazard Analysis (DSHA). These analyses are based on knowledge of

the regional tectonic setting, geology, and seismicity. A PSHA using ground motion data from the

USGS Unified Hazard Tool (USGS, 2022) and a DSHA using the Third California Earthquake Rupture
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Forecast (UCERF3) fault model (USGS, 2013) and NGA-West2 ground motion prediction

equations (PEER, 2015) were used as described in Section 21.2.1.1 (Method 1) (ASCE, 2017) to

estimate the peak ground motion corresponding to the uniform hazards earthquake and MCER

which has a 2% probability of being exceeded in 50 years.

Our DSHA analysis compared two earthquake scenarios and compared the calculated site-specific

ground response anticipated to be generated. We considered an earthquake on the Mission

Ridge-Arroyo Parida-Santa Ana fault with a potential magnitude of 6.97 at a distance of 0.3 miles,

and an earthquake on the Red Mountain fault with a potential magnitude of 7.41 at a distance

of 3.4 miles. The fault parameters that we considered in our analysis are shown on Table DI-

Fault Parameters presented in Appendix D, and were modified in accordance with the USGS on¬

line Earthquake Scenario Map (USGS, 2014). The Site Specific Spectral Response Values listed in

Table D-4 are based on the Red Mountain fault located 3.4 miles south of the site dipping north.

We specified a 56-degree dip and hanging-wall conditions consistent with UCERF3 Fault Models

3.1 and 3,2 for the attenuation relationships. The primary seismic risks at the site are from

earthquakes generated by the local Mission Ridge-Arroyo Parida-Santa Ana, Red Mountain, Oak

Ridge, Santa Ynen (West), Los Alamos, Pitas Point and San Andreas faults. Although these listed

faults are thought to potentially generate the most severe seismic shaking at the site any regional

fault could produce seismic shaking.

The CBC (C8SC, 2022) seismic design criteria are based on a Design Earthquake that produces

ground motion 2/3 of the lesser of an earthquake with 2 percent probability of occurrence in

50 years, or maximum 84[h percentile of the mean deterministic MCE. The deterministic spectra

calculated with NGA-West2 ground motion prediction equations are shown on Table O-3 -
Deterministic Spectral Response Values presented in Appendix D.

Seismic Design Category

Section 1613.2.5 (CBSC, 2022) states that structures classified as Risk Category I, II, or III that are

located where the mapped spectral response acceleration parameter at l-second period. Si, is

greater than or equal to 0.75 shall be assigned to Seismic Design Category E... Other structures
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shall be assigned to Design Category D, The mapped Sifor the site is 0.824 which is greater than

0.75; therefore, the site should be assigned to the seismic design category E.

Seismic Design Parameters

This site may be subject to strong ground shaking due to potential fault movements along

regional faults including the Red Mountain and Mission Ridge-Arroyo Parida-Santa Ana fault,

whose proximity and magnitude potential was considered during our site-specific analysis.

Engineered design and earthquake-resistant construction increase safety and allow development

of seismically active areas. The minimum seismic design should comply with the CBC (CBSC,

2022) and ASCE 7-16 (ASCE, 2017). The resulting seismic coefficients considering Seismic Site

Class E are summarised below. The results of our site-specific ground motion analysis are shown

on Table D-4 - Site Specific Spectral Response Values presented in Appendix D.

SITE SPECIFIC SEISMIC PARAMETERS (2019 CBC/ASCE 7-16) {Method 1)

Seismic Design Category E
Seismic Site Class E

Mapped and Code Based Ground Motion

Short Period Spectral Response, 5s 2.348 g
1second mapped Spectral Response, Si 0.824 g

Design Earthquake Ground Motion

Short Period Spectral Response, Sds 1.323 g
1second Spectral Response, Sdi 1,961 g
Peak Ground Acceleration (PGAM) 0913 g

MCE Spectra! Response Acceleration
Short Period Spectral Response, Sms 1.985 g
1Second Period Spectral Response, Smi 2.941 g

Site Amplification Factors
Short Period Site Coefficient, Fa 1.00
1Second Period Site Coefficient, Fv 4.00
Vertical Site Coefficient, Cv 1.50
Risk Coefficient (Short Period), Crs 0.876
Risk Coefficient (1 Second Period), Cm 0.875

305544-001 10 2301-039.SER



Goieta Business Center Building January 27, 2023
907 South Kellogg Avenue, Goieta, California

Acceleration values provided are estimates only. Vertical accelerations are typically 1/3 to 2/3
of the horizontal accelerations but can equal or exceed the horizontal accelerations depending

upon the fault type, local site effects and amplification.

Alternatively, two exceptions are stipulated in ASCE 7-16 Supplement 3 (ASCE, 2021) that permits

the use of conservative design values. The general procedure values may be applicable

depending on project parameters and design methods. The structural engineer shall verify that

the exception applies before using the general procedure seismic design values. General

procedure seismic design values are listed on Table D-5 presented in Appendix D. We have

assumed that the fundamental period of the building will be 0.5 seconds or less. A site response

analysis is required if the structure's fundamental period is greater than 0.5 seconds in

accordance with Sections 20.2 and 20.3 (ASCE, 2017).

8.0 CONCLUSIONS

In our opinion, the site is suitable from a geotechnical standpoint for the project as described in

the "Introduction" section of this report, provided the recommendations contained herein are

implemented into the design and construction and that the potential risk of damage due to

liquefaction is understood. The client has indicated that smaller isolated structures such as site

walls, fencing, signage, etc., and surface improvements such as vehicle pavement and pedestrian

flatwork should be considered sacrificial with respect to effects of liquefaction as the cost of

protecting these items in a similar fashion to the building's foundation system generally

outweighs the benefits of protection.

The upper site soils were judged to be generally nonexpansive; therefore, no special measures

with respect to expansive soils are considered necessary Assuming the site is designed and

prepared in accordance with the "Preliminary Geotechnical Recommendations" section of this

report, the planned structures may be supported by shallow foundation systems.

The primary geotechnical engineering concerns at this site are the potential for strong ground

shaking, the potential for static settlement, the excavation characteristics of the soils, the
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suitability of the soils for use as fill and backfill, the stability of the soils during grading, the

erodible nature of the soils, the corrosive nature of the soils, the potential for surface ground

rupture, the potential for liquefaction and seismically induced settlement of dry sand, and the

type of shallow foundation systems.

Strong Ground Shaking

The site is in a region of high seismic activity with the potential for large seismic events that could

generate strong ground shaking. The CBC [CBSC, 2022) requires that seismic loads are considered

in structural design, A seismic analysis was undertaken to provide seismic acceleration design

parameters; the results are presented in the "Ground Motion Analyses" section of this report for

use by others in the structural design process.

Static Settlement Potential
Static settlement (total and differential) can occur when foundations and surface improvements

span soil materials having variable moisture and density characteristics. Such a situation could

stress and possibly damage foundations and surface improvements often resulting in severe

cracks and displacement. To reduce this settlement potential, it is necessary for all foundations

and surface improvements to bear on material that is as uniform as practicable A program of

overexcavation, scarification, moisture conditioning, and compaction of the upper soils in the

building and the surface improvement areas is recommended to provide more uniform soil

moisture and density and appropriate support.

Soli Excavation Characteristics

The soils are anticipated to be excavatable with conventional earthmoving equipment; however,

the stability of excavations and the presence of shallow groundwater at the site are a concern.

Based on our preliminary testing, the soils are considered to be "Type C" soils per the Cal/OSHA
classification system (Cal/OSHA, 2019), and layers of flowing sands may be encountered near or

below any groundwater surface. This classification should be verified by the contractor's

"Competent Person" at the time of construction. Excavation sloping or shoring and dewatering

will be needed to safely work in and to restrict the size of the excavations.

305544-001 12 2301-039.SER



Goieta Business Center Building January 27, 2023
907 South Kellogg Avenue, Goieta, California

Dewatering can cause the settlement of surrounding ground and improvements; therefore, the

groundwater should be lowered no more than is necessary and for no longer than is necessary

during construction. A program of monitoring the surrounding areas, the structures and

improvements, and the discharge should be implemented where dewatering is utilized.

Soil Suitability for Use as Fill and Backfill

We anticipate that the majority, if not all, of the soils excavated at the site will be acceptable

from a geotechnical viewpoint for reuse as compacted fill and backfill, However, special

requirements for utility trench bedding and shading per the specifications of City of Goieta, the

conduit manufacturer, and the utility companies should be anticipated.

Soil Stability During Grading

The site soils may be susceptible to temporary high soil moisture conditions especially during or

soon after the rainy season. Attempting to compact the soils In an overly moist condition may

promote unstable conditions in the form of pumping, yielding, shearing, and/or rutting.

Therefore, the construction schedule should allow adequate time during grading for aerating and

drying the soils to near optimum moisture content prior to compaction. Once the appropriate

moisture content is achieved, the soils should then be compacted as recommended, if unstable

conditions occur, the geotechnical engineer should be consulted to provide recommendations

for correction of the conditions.

Soil Erosion

The surface soils are highly erodible. Stabilization of surface soils, particularly those disturbed

during construction, by vegetation or other means during and following construction is essential

to reduce erosion damage. Care should be taken to establish and maintain proper drainage

around the structures.

Soil Corrosivity

Based on the testing and evaluation performed by CERCO Analytical, Inc., the two soil samples

tested were classified as "moderately corrosive and corrosive" to certain construction materials
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that will be in contact with these soils. The architect/engineer should refer to the CERCO

Analytical, Inc. report presented in Appendix C for use in determining appropriate mitigation

measures for the soil's corrosivity.

Surface Ground Rupture

Surface ground rupture generally occurs at sites that are traversed by, or Ele very near to, an

active fault. The site is not located in any State Earthquake Fault Zones (Bryant and Hart, 2007)

and there are no mapped faults crossing or trending towards the site. The closest mapped fault

to the site is the inferred trace of the More Ranch fault located approximately 690 feet south of

the site; therefore, the potential for surface fault rupture to occur at the site is considered low.

Liquefaction and Seismically Induced Settlement of Dry Sand

Liquefaction is the loss of soil strength caused by a significant seismic event. It occurs primarily

in loose, fine to medium-grained sands, and in very soft to medium stiff silts that are saturated

by groundwater. During a major earthquake, the saturated sands and silts tend to compress and

the water filled void spaces between the soil particles decrease in volume. This causes the pore

water pressure to build up within the soils. Then if the water does drain away rapidly, the soils

may lose their strength and transition into a liquefied state.

Seismically induced settlement of dry sand is also caused by a significant seismic event and may

occur in lower density sand and silt soils that are not saturated by groundwater. During a major

earthquake, the air filled void spaces between the unsaturated soil particles tend to compress

which translates to a decrease in volume or settlement.

In order to estimate the potential for liquefaction and seismically induced settlement of dry sand

and their relative effects on the site, we reviewed the boring data and utilized methods suggested

by the Guidelines for Evaluating and Mitigating Seismic Hazards in California, Special Publication

117a (CDMG, 2008). Considering the soil types and densities, and the shallow groundwater

conditions encountered at the site, there ts a potential for both liquefaction and seismically

induced settlement dry sand to occur.
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To further understand the effects of liquefaction and seismically induced settlement of dry sand,

we performed analyses of the CPT data using the PGAr^ of 0.913 g (from the "Ground Motion

Analysis" section of this report), and mean earthquake magnitude from all sources of 6 72 (USGS,

2022), and an assumed groundwater depth of approximately S feet below the existing ground

surface. Based on the analyses, total and differential dynamic settlement due to liquefaction

may approach approximately 4 inches and 2 inches, respectively. As part of the liquefaction

evaluation, seismically induced settlement of dry sand was also analyzed. Based on that part of

the analyses, total and differential seismically induced settlement of dry sand may approach 2

inches and 1 inch, respectively, in summary, total and differential settlement attributed to

dynamic settlement in conjunction with seismically induced settlement of dry sand could reach

6 inches and 3 inches, respectively.

Based on further review of the liquefaction analyses, it is our opinion there is a potential for

lateral spreading; loss of soil bearing strength is not anticipated for the following reasons. The

assessment for loss of soil bearing strength was developed by assuming the existing grades at the

site will be raised by approximately 4 to 6 feet and that the existing soils and the planned import

soils will be prepared and graded as recommended later in this report. This grading should create

at least 10 feet of nomliquefiable soils overlying the potentially liquefiable soils that appear to

liquefy in relatively thin discontinuous layers.

Since the potential for liquefaction exists at the site, lateral spreading was also addressed due to

nearby San Jose Creek which is approximately 150 feet southeast of the building. San Jose Creek

flows parallel to and is on the southeast side of the entrance driveway. Lateral spreading

movement may occur when a soil mass slides laterally on liquefied soils moving downslope or

towards a free face. The topographic conditions at the site are relatively flat; however, there is

a free face along San Jose Creek. Accordingly, the magnitude of lateral spreading was estimated

utilizing the methods presented in the Prediction of Liquefaction Induced Lateral Spreading with

Free Face Conditions (ASCE, 2002). Based on our analyses and considering the discontinuous
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nature of the potentially liquefiable soils, the site could rnove laterally approximately 6 inches

towards San Jose Creek.

Considering the estimated magnitudes of the liquefaction induced dynamic settlement,

seismically induced settlement of dry sand and lateral spreading listed above, recommendations

are presented in the both the "Grading" and "Foundations" sections of this report to accomplish

the following:

* Significantly reduce and possibly eliminate both the total and differential seismically

settlement of dry sand.

• Reduce the magnitude of liquefaction induced differential dynamic settlement to a more

tolerable level; however, those mitigation measures will have little or no effect on

reducing the magnitude of rhe total dynamic settlement of 4 inches,

• Reduce the potential effects of liquefaction and seismically induced settlement of dry

sand to an acceptable level of risk per the California Code of Regulations Title 14, Section

3721(a). The level of risk Is that the building would essentially remain intact to the extent

that the occupants could get out safely, preserving life and limb; however, repairs to the

building and other isolated structures and/or their respective foundation systems may be

needed. Repairs to surface and subsurface improvements should also be anticipated.

Provided the mitigation measures are implemented, we estimate that the magnitude of the total

and differential settlement attributed to liquefaction induced dynamic settlement in conjunction

with seismically induced settlement of dry sand will be on the order of approximately 4 inches

and 1-inch, respectively. The building and utility connections will need to be designed to

accommodate this level of seismic settlement and the 6 inches of lateral movement towards San

Jose Creek.

If it is desired to further reduce the potential repercussions of liquefaction and seismically

induced settlement of dry sand on the planned structures and improvements at the site,
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additional options should be considered. Ground rnedification techniques such as vibro¬

replacement stone columns is a mitigation measure which can densify the subsurface soils over

a broad area, thereby substantially reducing the potential effects of liquefaction and seismically

induced settlement of dry sand across the treated area to the structures and improvements

within that treated area.

There are certainly other options available. Additional geotechnical analysis beyond the scope

of this report and value engineering by the design team would be needed to determine the most

cost-effective approach to further reduce the potential repercussions of liquefaction at the site.

Type of Shallow Foundation Systems

The building and other isolated structures can be supported by shallow foundation systems based

on the assumption that the site is designed, prepared, and graded in accordance with the

"Preliminary Geotechnical Recommendations" section of this report. However, considering the

anticipated potential total and differential settlement due to liquefaction of approximately 4

inches and 1-lnch, respectively, and the lateral movement of approximately 5 inches, the shallow

foundations systems should consist of either of the following.

The building should be supported by a rigid mat foundation underlain by a series of geogrids

covered with AB. The isolated structures (walls, fencing, signage, etc.) considered sacrificial with

respect to effects of liquefaction can be supported by conventional continuous and spread

footings interconnected by grade beams. Recommendations for both these shallow foundation

systems are presented in the "Foundations" section of this report.

9.0 PRELIMINARY GEOTECHNICAL RECOMMENDATIONS

The fallowing recommendations are applicable to the project as described in the "Introduction"

section of this report. If additional stories, basements, retaining wall taller than 6 feet, stacked

retaining walls, or other such features are incorporated into site development, the geotechnical

engineer should be contacted for individual assessment.
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Definitions

Unless otherwise noted, the following definitions are used in these recommendations. Where

specific terms are not defined, common definitions used in the construction industry are

intended.

• Building Area; The building area is defined as the area within and extending a minimum

of 5 feet beyond the perimeter of the foundations. The building area also includes the

foundation areas (plus 5 feet to each side) of any ancillary structure that will be rigidly

attached to the main structure and is expected to perform in the same manner as the

main structure. Such structures could include covered walkways, covered work areas,

patio covers, arbors, etc.

• Surface Improvement Area: The area within and extending a minimum of 1-foot beyond

the perimeter of the surface improvement.

• Scarified: Ripping the exposed soil surface in two orthogonal directions to a minimum

depth of 12 inches.

• Moisture Conditioning: Adjusting the soil moisture to optimum moisture content or

slightly above, prior to the application of compaction effort.

* Compacted or Recompacted: Soils placed in level lifts not exceeding 8 inches in loose

thickness, and compacted to a minimum of 90 percent of maximum dry density. A

minimum of 95 percent will be required in the upper 1-foot of subgrade below vehicle

pavement and in all AB The standard tests used to define maximum dry density and field

density should be ASTM D1557-12 (2021) and ASTM D6938-17, respectively, or by other

methods acceptable to the geotechnical engineer and the governing jurisdiction.

• Nonexpansive Material: Nonexpansive material is defined as being a coarse-grained soil

(ASTM D2487-17) and having an expansion index of 10 or less (ASTM 04829-21).
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Site Preparation

1, The existing ground surface in the building and surface improvement areas should be

prepared for construction by removing existing structures, improvements, vegetation,

tree stumps, large roots, debris, and other deleterious material. Any existing fill soils

should be completely removed and replaced as compacted fill. Any existing utilities that

will not remain in service should be removed or properly abandoned. The appropriate

method of utility abandonment will depend upon the type and depth of the utility.

Recommendations for abandonment can be made as necessary,

2. Voids created by the removal of materials or utilities, and extending below the

recommended overexcavation depth should be immediately called to the attention of the

geotechnical engineer. No fill should be placed unless the geotechnical engineer has

observed the underlying soil.

Grading

1. Following site preparation, the soil within the building and improvement areas should be

removed to a level plane to a minimum depth of 2 feet bgs. During construction, locally

deeper removals may be recommended based on field conditions. The resulting soil

surface should then be scarified, moisture conditioned, and compacted prior to placing

any fill soil.

2. Following site preparation, the soils in fill areas beyond the building and surface

improvement areas should be removed to a minimum depth of 2 feet bgs, During

construction, locally deeper removals may be recommended based on field conditions.

The resulting soil surface should then be scarified, moisture conditioned, and compacted

prior to placing any fill soil.

3. Voids created by dislodging cobbles and/or debris during scarification should be backfilled

and compacted, and the dislodged materials should be removed from the area of work.
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4. On-site material and approved import materials may be used as general fill and up to 4

feet below the deepest mat foundation element within the building area of the building.

All imported soil should be nonexpansive. Proposed imported soils should be evaluated

by the geotechnical engineer before being used, and on an intermittent basis during

placement on the site.

5. All materials used as fill should be cleaned of any debris and rocks larger than 6 inches in

diameter. No rocks larger than 3 inches in diameter should be used within the upper 3

feet of finish grade, When fill material includes rocks, the rocks should be placed in a

sufficient soil matrix to ensure that voids caused by nesting of the rocks will not occur and

that the fill can be properly compacted.

6. Under the mat foundation for the building, Tensar TX 160 triaxial geogrid or an approved

equivalent should be placed on a level plane 4 feet below the bottom of the deepest

foundation element within the building area. The geogrid should also extend vertically

up the 4-foot sides of the excavation. Two feet of moisture conditioned and compacted

Class 2 AB (Caltrans, 2018) should then be placed to a level plane on top of the first

geogrid within the building area. Another or second layer of Tensar TX 160 triaxial geogrid

or an approved equivalent should be placed on the top of the first layer of AB within the

building area; however, it does not need to extend up the sides of the excavation.

Another 2 feet of moisture conditioned and compacted AB should then be placed to a

level plane on the geogrid within the building area. The bottom layer of geogrid that was

extended up the sides of the excavation should then be folded down on top of the second

layer of compacted AB such that it creates a minimum 5-foot overlap on top of the

compacted AB surface. Previously excavated soil or Class 2 AB may then be placed as

moisture conditioned and compacted fill back up to pad grade. The geogrid should be

placed and overlapped as recommended by the manufacturer.

7. Fill slopes should be keyed and benched into competent soil as generally shown on the

Typical Bench and Keyway Detail presented in Appendix E. The geotechnical engineer
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should approve all keyways and benches. The keyway should be a minimum of 10 feet

wide.

8. Slopes under normal conditions should be constructed at 2 to 1(horizontal to vertical) or

flatter inclinations. Slopes subject to inundation should be constructed at 3 to 1or flatter

inclinations.

9. The on-site soils are estimated to shrink by approximately 15 to 20 percent when

prepared and graded as recommended above.

Utility Trenches

1. Unless otherwise recommended, utility trenches adjacent to foundations should not be

excavated within the zone of foundation influence, as shown on Typical Detail A

presented in Appendix F.

2. Utilities that will pass beneath a foundation should be placed with properly compacted

utility trench backfill, and the foundation should be designed to span the trench,

3, Utility infrastructure and connections to the buildings should be flexible enough to handle

the combination of total and differential dynamic settlement of 4 inches and 1-inch,

respectively, and the 6 inches of lateral movement towards San Jose Creek.

4. A select noncorrosive, granular, easily compacted material should be used as bedding

and shading immediately around utilities. Generally, the soil found at the site may be

used for trench backfill above the select material.

5. Utility trench backfill should be moisture conditioned and compacted; however, the

Engineering Design Standards (SBC, 2011) requires a minimum compaction of 95 percent

of maximum dry density in trench backfill in existing or future public roadway areas. A

minimum of 95 percent of maximum dry density should also be obtained where trench

backfill comprises the upper 1-foot of subgrade beneath PCC pavement, and in all AB. A

minimum of 85 percent of maximum dry density will generally be sufficient where trench
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backfill is located in landscaped or other unimproved areas, where settlement of trench

backfill would not be detrimental.

6. Jetting of trench backfill should generally not be allowed as a means of backfill

densification. However, to aid in encasing utility conduits, particularly corrugated

conduits and multiple closely spaced conduits in a single trench, jetting or flooding may

be useful Jetting or flooding should only be attempted with extreme caution, and any

jetting or flooding operation should be subject to review by the geotechnical engineer.

7. Long-term settlement of properly compacted imported sand should be assumed to be

about 0.25 to 0.5 percent of the depth of the backfill. Where trenches are backfilled with

site soils, the anticipated settlement would be about twice that of imported sand.

Improvements that are constructed over or near trenches should be designed to

accommodate the potential for settlement.

B. The Corrosion Evaluation Report prepared by CERCO Analytical, Inc. and presented in

Appendix C should be used by the architect/engineer in specifying appropriate corrosion

protection measures for the utility improvements.

9, The recommendations of this section are minimums only, and may be superseded by the

architect/engineer based upon the soil corrosivity, or the requirements of the pipe

manufacturer, the utility companies, or the governing jurisdiction.

Foundations

Mat Foundation

1. The building should be supported by a rigid mat foundation that is further underlain by a

system of geogrids covered with compacted Class 2 AB (Caltrans, 2018). The mat

foundation should consist of a structural, moment, and shear resisting slab; or an

integrated system of structural slabs and moment and shear resisting grade beams. Due

to the specialized design required for the mat foundation system, embedment depth,
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reinforcement, and moisture intrusion prevention measures are left to the discretion of

the architect/engineer.

2. The mat foundation should be designed using a maximum allowable bearing capacity of

2,000 psf dead plus live loads. The mat foundation can also be designed using modulus

of subgrade reaction (Kjo) of 10 pci. Maximum total and differential settlement under

static conditions are expected to be on the order of i-inch and 1/2-inch across the

foundation footprint, respectively. Foundations should also be designed to

accommodate the total and differential dynamic settlement of 4 inches and 1-inch,

respectively, and the 6 inches of lateral movement towards San Jose Creek.

Conventional Foundations

3. Conventional continuous and spread footings bearing on compacted soil may be used to

support the isolated structures. All spread footings should be interconnected by grade

beams on at least two sides. Footings and grade beams should have a minimum depth of

12 inches below lowest adjacent grade; however, footing and grade beam dimensions

should also conform to the applicable requirements of Section 1809 (CBSC, 2022). All

spread footings should be a minimum of 2 feet square.

4. Footing and grade beam reinforcement should be in accordance with the requirements

of the architect/engineer; minimum continuous footing and grade beam reinforcement

should consist of two No. 4 rebars, one near the top and one near the bottom of the

footing.

5. Conventional foundations should be designed using a maximum allowable bearing

capacity of 2,000 psf dead plus live loads. Using these criterion, total and differential

settlement is expected to be on the order of 3/4-inch and1/4-inch in 40 feet, respectively.

Foundations, General

6. lateral loads may be resisted by soil friction and by passive resistance of the soil or AB

acting on foundations. Lateral capacity is based on the assumption that backfill adjacent
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to foundations is properly compacted. A passive equivalent fluid pressure of 400 pcf and

a coefficient of friction of 0.40 for the soil or 0.45 for the AB may be used in design. No

factors of safety, load factors, and/or otherfactors have been applied to any of the values.

7. The allowable bearing capacity and/or modulus of subgrade reaction may be increased

by one-third when transient loads such as wind or seismicity are included if the structural

engineer determines they are allowed per Sections 1605.3.1 and 1605.3.2 (CBSC, 2022).

The foundations should be designed using the seismic information presented in the

"Seismic Design Parameters" listed in the "Ground Motion Analyses" section of this

report.

8. Foundation excavations should be observed by the geotechnical engineer prior to rebar

and PCC placement. Footing excavations should be thoroughly moistened prior to PCC

placement and no desiccation cracks should be present.

9. The Corrosion Evaluation Report prepared by CERCO Analytical Inc. and presented in

Appendix C should be used by the architect/engineer in specifying appropriate corrosion

protection measures for all foundation elements.

Retaining Walls

1. Retaining walls connected to the building should be supported by the mat foundation;

however, isolated retaining walls or walls not connected to the building may be supported

by a conventional foundation system underlain compacted fill. Conventional foundations

for retaining walls should have a minimum depth of 12 inches below lowest adjacent

grade not including the keyway. It is assumed that retaining walls will not exceed 6 feet

in height.

2. As we have assumed that retaining wall heights will not exceed a height of 6 feet, seismic

design per Section 1803.5,12.1 (CBSC, 2022) is not required. If retaining walls will retain

more than 6 feet of soil, seismic design will be required by the geotechnical engineer.
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3. Retaining wall design should be based on the following parameters:

Active equivalent fluid pressure

(native soil, imported sand or gravel backfill) 35 pcf

At-rest equivalent fluid pressure

(native soil, imported sand or gravel backfill) . ,„..55 pcf

Passive equivalent fluid pressure (compacted fill) 400 pcf

4, Mo surcharges are taken into consideration in the above values. The maximum toe

pressure is an allowable value to which a factor of safety has been applied. No factors of

safety, load factors, and/or other factors have been applied to any of the remaining

values.

5. The above pressures are applicable to a horizontal retained surface behind the wail. Walls

having a retained surface that slopes upward from the wall should be designed for an

additional equivalent fluid pressure of 1 pcf for the active case and 1.5 pcf for the at-rest

case for every degree of slope inclination

6. The active and at-rest values presented above are for drained conditions. Consequently,

retaining walls should be drained with rigid perforated pipe encased in a free draining

gravel blanket. The pipe should be placed with the perforations downward and should

discharge in a nonerosive manner away from foundations and other improvements. The

gravel blanket should have a width of approximately 1-foot and should extend upward to

approximately 1-foot from the top of the wall. The upper foot should be backfilled with

on-site soil except in areas where a slab or pavement will abut the top of the wall. In such

cases, the gravel backfill should extend up to the material that supports the slab or

pavement. To reduce infiltration of the soil Into the gravel, a permeable synthetic fabric

conforming to the Standard Specifications (Caltrans, 2018) Section 96-1.02B - Class "C,"

should be placed between the two. Manufactured geocomposite wall drains conforming

to the Standard Specifications (Caltrans, 2018) Section 96-1.02C are acceptable
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alternatives to the use of gravel provided that they are installed in accordance with the

recommendations of the manufacturer Where drainage can be properly controlled,

weep holes on maximum 4-foot centers may be used in lieu of perforated pipe. A filter

fabric as described above should be placed between the weep holes and the drain gravel

7, Retaining walls where moisture transmission through the wall would be undesirable

should be thoroughly waterproofed in accordance with the specifications of the

architect/engineer.

8. The architect/engineer should bear in mind that retaining walls by their nature are flexible

structures, and that surface treatments on walls often crack. Where walls are to be

plastered or otherwise have a finish applied, the flexibility should be considered in

determining the suitability of the surfacing material, spacing of horizontal and vertical

control joints, etc. The flexibility should also be considered where a retaining wall will

abut or be connected to a rigid structure, and where the geometry of the wall is such that

its flexibility will vary along its length.

Slabs-onGrade and Exterior Flatwork
Design Considerations

1, Conventional interior light-duty PCC slabs on grade and exterior flatwork should have a

minimum thickness of 4 full inches; the thickness of heavy-duty slabs and exterior

fiatwork should be specified by the architect/engineer. Slabs-on-grade should be

doweled to footings and grade beams with dowels.

2. Reinforcement size, placement, and dowels should be as directed by the

architect/engineer. Light-duty exterior pedestrian flatwork should be reinforced, at a

minimum, with No. 3 rebar at 18 inches on-center each way. Heavy-duty slabs and

flatwork should have minimum rebar sizing and spacing that meets the criteria of

American Concrete Institute ( ACI ) 318 (ACI, 2014). A modulus of subgrade reaction (Kjo)

of 100 psi/inch may be used in the design of heavy-duty slabs-on-grade founded on
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compacted native soil. The modulus of subgrade reaction ( Kao} may be increased to 150

psi/inch if the slab is underlain with a minimum of 6 inches of compacted Class 2

aggregate base (AB) (Caltrans, 2018), and to 200 psi/inch if the slab is underlain with a

minimum of 12 inches of compacted Class 2 AB.

Moisture Vapor Transmission Considerations

3. Due to the current use of impermeable floor coverings, water-soluble flooring adhesives,

and the speed at which buildings are now constructed, moisture vapor transmission

through slabs is a much more common problem than in past years. Where moisture vapor

transmitted from the underlying soil would be undesirable, the slabs should be protected

from subsurface moisture vapor. A number of options for vapor protection are discussed

below; however, the means of vapor protection, including the type and thickness of the

vapor retarder, if specified, are left to the discretion of the architect/engineer.

4. Where specified, vapor retarders should conform to ASTM Standard El745-17. This

standard specifies properties for three performance classes, Class "A", "B" and "C". The

appropriate class should be selected based on the potential for damage to the vapor

retarder during its installation and placement of slab reinforcement and concrete.

5. Several recent studies, including those of ACI Committee 302 (ACI, 2015), have concluded

that excess water above the vapor retarder increases the potential for moisture damage

to floor coverings and could increase the potential for mold growth or other microbial

contamination. The studies also concluded that it is preferable to eliminate the typical

sand layer beneath the slab and place the slab PCC in direct contact with a Class "A" vapor

retarder, particularly during wet weather construction. However, placing the PCC directly

on the vapor retarder requires special attention to using the proper vapor retarder, a very

low water-cement ratio in the PCC mix, and special finishing and curing techniques.

6. Another option for vapor protection would be the use of vapor-inhibiting admixtures in

the slab PCC mix and/or application of a sealer to the surface of the slab. This would also
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require special PCC mixes and placement procedures, depending upon the

recommendations of the admixture or sealer manufacturer.

7, A third option that may be a reasonable compromise between effectiveness and cost

considerations is the use of a subslab vapor retarder protected by a sand layer. If a Class

"A" vapor retarder is specified, the retarder can be placed directly on the compacted soil

material. The retarder should be covered with a minimum 2 inches of clean sand. If a

less durable vapor retarder is specified (Class "B" or "C"), a minimum of 4 inches of clean

sand should be provided, and the retarder should be placed in the center of the clean

sand layer. Clean sand is defined as a well or poorly graded sand (ASTM 02487-17) of

which less than 3 percent passes the No. 200 sieve.

Construction Considerations

8. If sand is used between the vapor retarder and the slab, it should be moistened only as

necessary to promote concrete curing; saturation of the sand should be avoided, as the

excess moisture would be on top of the vapor retarder, potentially resulting in vapor

transmission through the slab for months or years.

9. Regardless of the underslab vapor retarder selected, proper installation of the retarder is

critical for optimum performance. Where utilized, the vapor retarder should be placed a

minimum of 1-inch above the flow line of the drainage path surrounding the structures,

or 1-inch above the area drain grates if area drains are used to collect runoff around the

structures. All seams must be properly lapped, and all seams and utility penetrations

properly sealed in accordance with the vapor retarder manufacturer's recommendations

and ASTM E1643-18. At the terminating edges of the vapor retarder, the vapor retarder

should be effectively sealed with accessories specifically designed to seal the material to

new or existing concrete; details for edge sealing of the vapor retarder should be provided

by the architect/engineer.
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10. in conventional construction, it is common to use 4 to 6 inches of sand beneath exterior

light-duty PCC slabs-on-grade and exterior flatwork. Another measure that can be taken

to reduce the risk of movement of flatwork is to provide thickened edges or grade beams

around the perimeters of the flatwork. The thickened edges or grade beams could be up

to 6 to 12 inches deep with the deeper edges or grade beams providing better protection.

At a minimum, the thickened edge or grade beam should be reinforced by two No, 4

rebar, one near the top and one near the bottom,

11, It is recognized that the measures discussed above for protecting exterior flatwork are

expensive; possibly more expensive than simply replacing the flatwork that has heaved

and/or cracked, Accordingly, the above measures for protecting exterior flatwork should

be implemented unless the client's preference is to replace exterior flatwork that is

damaged over time. Therefore, the degree to which the exterior flatwork is protected

from expansive soil damage is left to the discretion of the client.

12. Fiatwork should be constructed with frequent joints to allow articulation as flatwork

moves in response to seasonal moisture and/or temperature variations causing minor

expansion and contraction of the soil, or variable bearing conditions. The soil in the

subgrade should be moistened to at least optimum moisture content and no desiccation

cracks should be present prior to casting the flatwork.

13. Where maintaining the elevation of the flatwork is desired, the flatwork should be

doweled to the perimeter foundation as specified by the architect/engineer. In other

areas, the flatwork may be doweled to the foundation or the flatwork may be allowed to

"float free," at the discretion of the architect/engineer. Flatwork that is intended to float

free should be separated from foundations by a felt joint or other means.

14. To reduce shrinkage cracks in PCC, the PCC aggregates should be of appropriate size and

proportion, the water/cement ratio should be fow, the PCC should be properly placed and

finished, contraction joints should be installed, and the PCC should be properly cured. PCC
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materials, placement, and curing specifications should be at the direction of the

architect/engineer. The Guide for Concrete Floor and Slab Construction (ACI, 2015) is

suggested as a resource for the architect/engineer in preparing such specifications.

Pavement Sections

The following preliminary pavement sections are based on an assumed R-value of 25 and should

be used for cost estimating purposes only. Accordingly, the soil exposed at the access

road/driveway subgrade should be tested during construction for R value to verify that these

preliminary pavement sections are appropriate; otherwise, revised pavement sections should be

prepared. Pavement design sections are provided for assumed Traffic Indices (Tl) of 4.5, 5.0, 5.5,

6.0, 6.5, and 7.0. Determination of the appropriate Ti for specific areas is left to others. The

pavement sections were calculated in accordance with the Highway Design Manual (Caltrans,

2020). The calculated A6 and HMA thickness are for compacted material. Normal Caltrans

construction tolerances should apply.

Preliminary Pavement Sections

R-value Tl HMA (inches) Class 2 AB (inches]

45 250 6.0

IS

5.0 2.75 7.0
55 3.00 8.0
6,0 3.25 9.0
65 3.75 10.0
7.0 4.00 10.5

1. The upper 12 inches of subgrade and all AB should be compacted to a minimum of 95

percent of maximum dry density.

2. Subgrade and AB should be firm and unyielding when proof-rolled by heavy rubber-tired

equipment prior to paving.

3. WhereHMA will lie within 5 feet of landscape or drainage improvements, the HMA should

be separated from these improvements by deepened curbs or other means that will
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reduce the potential for moisture fluctuations in the soils beneath the HMA and improve

the stability of the curbs.

4. Finished HMA surfaces should slope toward drainage facilities such that rapid runoff will

occur and no ponding is allowed on or adjacent to the HMA.

Drainage and Maintenance

1. Per Section 1804.4 (CBSC, 2022), unpaved ground surfaces should be finish graded to

direct surface runoff away from foundations and other improvements at a minimum 5

percent grade for a minimum distance of 10 feet. The site should be similarly sloped to

drain away from foundation, slopes, and other improvements during construction. Where

this is not practicable due to property lines, other improvements, etc., swales with

improved surfaces, area drains, or other drainage facilities, should be used to collect and

discharge runoff.

2. To reduce the potential for planter drainage from gaining access to subslab areas, any

raised planter boxes adjacent to foundations should be installed with drains and sealed

sides and bottoms. Drains should also be provided for areas adjacent to the foundations

that would not otherwise freely drain.

3. The building roof should be fitted with roof gutters. Runoff from flatwork, roof gutters,

downspouts, planter drains, area drains, etc. should discharge in a nonerosive manner

away from foundations and other improvements in accordance with the requirements of

the governing agencies.

4. The on-site soils are highly erodible; stabilization of soils disturbed during construction by

vegetation or other means during and fallowing construction, is essential to reduce

erosion damage. Care should be taken to establish and maintain vegetation. The

landscaping should be planned and installed to maintain the surface drainage

recommended above. Surface drainage should also be maintained during construction.
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5, To reduce migration of surface drainage into the subgrade, maintenance of pavement

areas is critical. Any cracks that develop in the pavement should be promptly sealed.

6. The owner or site maintenance personnel should periodically observe the areas within

and around the site for indications of rodent activity and soil instability. The owner or site

maintenance personnel should also implement an aggressive program for controlling the

rodent activity in the general area.

Construction Observation and Testing

1. It must be recognized that the recommendations contained in this report are based on a

review of Reference 2 and relies on the continuity of the subsurface conditions

encountered. It is assumed that the geotechnical engineer will be retained to provide

consultation during the design phase, to review final plans once they are available, to

interpret this report during construction, and to provide construction monitoring in the

form of testing and observation.

2. At a minimum, the geotechnical engineer should be retained to provide:

* Review of final grading, utility, and foundation plans

• Professional observation during grading, foundation excavations, and trench

backfill

• Oversight of compaction testing during grading

* Oversight of special inspection during grading

3. Special inspection of grading and backfill should be provided as per Section 1705.6 and

Table 1705.6 (CBSC, 2022). The special inspector should be under the direction of the

geotechnical engineer, it is our opinion that none of the grading construction is of a

nature that should warrant continuous special inspection; periodic special inspection

should suffice. Subject to approval by the Building Official, the exception to continuous

special inspection is described in Section 1704.2 (CBSC, 2022) and should be specified by
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the architect/engineer and periodic special inspection of the following items should be

provided by the special inspector.

• Stripping and clearing of vegetation

• Overexcavation to the recommended depths

• Scarification, moisture conditioning, and compaction of the soil

• Geogrid placement and AB placement and compaction

• Fili quality, placement, and compaction

• Utility trench backfill

• Retaining wall drains and backfill

• Foundation excavations

• Subgrade and AB compaction and proofroiling

4. A program of quality control should be developed prior to beginning grading. The

contractor or project manager should determine any additional inspection items required

by the architect/engineer or the governing jurisdiction.

5, Locations and frequency of compaction tests should be as per the recommendation of

the geotechnical engineer at the time of construction. The recommended test location

and frequency may be subject to modification by the geotechnical engineer, based upon

soil and moisture conditions encountered, siae and type of equipment used by the

contractor, the general trend of the results of compaction tests, or other factors.

6. A preconstruction conference among the owner, the geotechnical engineer, the City of

Goleta, the special inspector, the architect/engineer, and contractors is recommended to

discuss planned construction procedures and quality control requirements,

7, The geotechnical engineer should be notified at least 48 hours prior to beginning

construction operations. If Earth Systems Pacific is not retained to provide construction
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observation and testing services, it shall not be responsible for the interpretation of the

information by others or any consequences arising therefrom.

10.0 CLOSURE

Our intent was toperform the investigation in a manner consistent with the level of care and skill

ordinarily exercised by members of the profession currently practicing in the locality of this

project under similar conditions. No representation, warranty, or guarantee is either expressed

or implied. This report is intended for the exclusive use by the client as discussed In the "Scope

of Services" section of this report. Application beyond the stated intent is strictly at the user’s

risk.

This report is valid for conditions as they exist at this time for the type of project described herein.

The conclusions and recommendations contained in this report could be rendered invalid, either

in whole or in part, due to changes in building codes, regulations, standards of geotechnical or

construction practice, changes in physical conditions, or the broadening of knowledge.

if changes with respect to development type or location become necessary, if items not

addressed in this report are incorporated into plans, or if any of the assumptions used in the

preparation of this report are not correct, this firm shall be notified for modifications to this

report. Any items not specifically addressed in this report shall comply with the CBC (CBSC, 2022)

and the requirements of the governing jurisdiction.

The preliminary recommendations of this report are based upon the geotechnical conditions

encountered at the site and may be augmented by additional requirements of the

architect/engineer, or by additional recommendations provided by this firm based on conditions

exposed at the time of construction.

This document, the data, conclusions, and recommendations contained herein are the property

of Earth Systems Pacific. This report shall be used in its entirety, with no individual sections

reproduced or used out of context. Copies may be made only by Earth Systems Pacific, the client,
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and the client's authorized agents for use exclusively on the subject project. Any other use is

subject to federal copyright laws and the written approval of Earth Systems Pacific.

Thank you for this opportunity to have been of service. If you have any questions, please feel

free to contact this office at your convenience.

End of Text.
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wnaSlNi SAMPLE TYP®
DR*
iM-NSiTY (peO

UILs*1 EiLUWS PER
0
IN.
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1
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•
f
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n

n

»■

JD

n

33

n

w

«

SR POOflLY GRADED SAND Urswr moot, trace
clay
(FJ)

S<H5

10 0I1&

15.0-16 5

«0-1(5

25fr»5

*

M

•

•

100 7

»3$

NoF

25 2

25.2

btum

1
4

5

0
1

a

3
2

1

3
2

2

3
2

3

SM S LTV SAND brawn loow, very morn
(Alunum)

I
wet T

5P

CL

A

SP

POORlY GRADED SANO dark Nua^ray, root*. wet
mis'bedded win uw dscu'Hr'jflus ynm (V m* arm
Uar . trace 1c *ixre Fr-e shells
(EyLary Det»Ma>
Ihn tanu of clay- 1FiNr*

? SANDY Lt Ahi CtAY dar^ Murray »ft. wot ?m# fre
»b»t» ’'tea hk

POORLY GRADED SAND da'k bfae^ay taw wet.
ruerbedded with [h n daDonttruoiii h'mh o' uh a"d
cMy. trace to mwtv fine meH

End Cl Bering @ J6.5'
Subsurface Water Enmnie^d8 $ V

LEGENO M Ring Sanww Q Crab Sample Shoby Tube Sample # SPT
Ndb th* Aug iV fc/tMurf*i# anlltm xfvptfkabon ar feudanraJAane ercsuew*^ g applet *. <M hjcmwi *‘4 tom* <9* mi

**t affw M MW teaSon* «*1



LOGGED BY: R Wagner
DRILL RIG Mobile B-63
AUGER TYPE 5" Hollo* Stem

Boring No. 5
PAGE 1 OF 2

JOB NO SL-1809O-SA
DATE 06/22/2017

LEGEND MR ng Sample Q Gras Samoe O Sfwlby TubeSampto SPT

!/>
SYWEST DEVELOPMENT SAMPLE DATA

2 COMMERCIAL BUILDING
fi 3 § 907 South Kellogg Avenue h

8

UJ
58 > Golete, California iiz

t h
i©n^ ©@©©®OiWO©M s

SP POORLY GRADED SAMD. txown. Ipom, moist, trace
1 day

tri)

»

1
some day

SM SILTY SANO brown. tomo. very motet
» (Alluvium) 5 0-6 5 No f atum 4

1

r

•

wot
5

CL SANDY LEAN CLAY' dirk bkj«V*y. ®|l. wel, trace tew 0

11

12

sneis trace nit
(Estuary OeposM) 1O0-B5 NoFstum 2

3

u

14
2

IS
SP POORLY GRADED SANO dat 0 ve^ray tooae, wet,

150-165 M 99 2 227 2
2

nt«r twodec w*h tnr d tecntnuous e'-ses of sit and
ctey, trace to oome Ina ihe Js

IT

*•

2
1* III 20 0216 • NoRt lu'n 9

4
n

»

n

M
1

H 25 0 26 5 • 2
4

14

*



Earth Systems Pacific

LOGGED BY R Wagner
DRILL RIG Mobile B S3
AUGER TYPE 6’Hollow Stern

Boring No. 5
PAGE 2 QF 2

JOS NO SL-1S09D-SA
DATE 06/22/2017

SYWEST DEVELOPMENT SAMPLE DATA

h o
rA
4

COMMERCIAL BUILDING
SOT South Kellogg Avenue

Goleta. California P DRY
DENSITY (pen h3 ©m

SP * POOLV CAAOCO SANO 4» 4CHM
w

it
>

<

s
<

30 0-315 • Na RWu'rl
1

3
3

»

/
1

*
1

n
rr«* UI

35 0-36 5 • 3
**

>P

*

2
H

41

CL SANDY L FAN CLAY dart nwiunU>if M 40 041 5 • 2
3

O

*1

A* 2

1 4

1T

SP POORLY GRADED SAND 3*^ kK w wot
<rwt>«ddec Mldew^nuoj* mtmic' r a and
oty , tract io torr? trie iNr -»

45 0^6 5 • NoH turn 1
4

M *

41

IB 50 0-51 5 • 3
3

2
II

kJ Endor Horng © 51 5'
SjUt^aw V/slor E"Wur ln'orl © 5 S'

*1

*

LEGEND Q C'lfiSi^rc O Shce? T j&c Ssmp* £ Spi
WJTE rfcie < v wih* flu-"Ton*t ef kmc«w*4inm-^nfl a acrtR * beater *b**»g
fiiWIVlB «n*ter« «wy SR# s* e£w wtr-a vw mm
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APPENDIX B

Laboratory Test Results



SyWest Development Commercial Building SL-1809OSA

BULK DENSITY TEST RESULTS MTM D (modify for ring Tn«n|

BORING
NO.

DEPTH
w

MOtSTUKE
CONTENT, %

WET
DENSITY,pd

July 29, 2Q17

ORY
DENSITY, pcf

1 11.0 -11.5 23.7 126.1 1019
1 16.0-16.5 22.5 123.7 1009

2 6 0 6-5 26 4 120.5 95 3
2 160 - J6.5 33.6 114.7 85.9
3 6.0 6.5 19.6 124.4 104.0
3 11.0 11.5 21.5 121.9 100.4
3 16.0 •16.5 17.9 127 8 108.4

4 6.0-65 25.2 126.1 100.7
4 ItO - 11-5 2S.2 117.1 93.5
5 16.0-161 22.7 121.7 99 2



SyWest Development Commercial Building

MOISTURE-DENSITY COMPACTION TEST
PROCEDURE USED: A

PREPARATION METHOD; Moist
RAMMER TVPEMethomeSi
SPECIFIC GRAVITY, 2.65 (assuTred)

SIEVE OATA:
Sieve Sue X Reta.ned (Cumuiitire)

3/4" 0
3/8" 0

1

5L-1809O-SA

A5TM o15S7U (McdlRnf)
-il I — :

Juy 29. M17
Raring »2 g LO - 4 0'

Silty 5encJ(5M)

MAXIMUM DRY DENSITY: 123.1pef
OPTIMUM MOISTURE: 11C%

MOISTURE CONTENT, percent
Compacnan Curve Zctu Air Voids Curve



est Development Commercial Building SL-13O9O-SA

DIRECT SHEAR MTM ?040/CUOjCMHImodKIe far ronwltt«ltd. twlr)1n«l condittom)

JutyM, »17

1.0 4 0
5*Xy^n^SM|
Compacted to 40* RC, saturated

INITIAL DRY DENSITY. 1U C pct
INITUL MOISTURE CONTENT U Q %

PEAK SHEAR ANGLE |0|; 36'
COMfSlCNfCj: JS6psf

SHEAR vi. NORMAL STRESS

BOKMAL STRESS, pl



est Development Commercial Building SL-1809OSA

DIRECT SHEAR conti^d ASIM 0 KW/DKMOM-U (modified far wnscldtHd, undramed CdrMMnn*)

Borine «1 1Q*C

Siltv
Competed to 90% AC, latur ated

SAMFLE NO.; 1 1

JuN 29, ML?

SPECIFIC GRAVITY: 2*5 (assumed)

3 AVERAGE

INFTIA1

WATER CONTENT, % 110 11.0 110 no
DRY DENSITY. pef 111.0 LUO 1110 111.0
SATURATION. % 594 59 4 $94 59 4
VOID RATIO 0490 0490 0*90 0 490
DIAMETER, Inches 2 4t0 2.4)0 2.410
HEIGHT. Incites TOO 1.00 1.00

ATTEST

WATER CONTENT. % 18 2 LW 169
AY DENSITY, pct LILS 1131 1189

SATURATION, % 100.0 1000 1000
VOID RATIO 0483 04*2 0.191
HEIGHT, Inches 100 098 093

444 Ptt
---t.?>r

-I.Kpr

H(JUI7ONTAL DEFORMATION, m<hc5



SyWest Development Commercial Building SL-18O90-SA

PARTICLE SIZE ANALYSIS
toting *3^20 0 215'
Lean clay (qj

UTM 0 422 63/07; O 1140-17

luiyM, 2017

Sieve life
(2.36 mm1

«1« (1.18-mm)
*30 (WO-nm}
«50 (JflO-Mm;
«100
*200 [75pm|

% Retained
0
2

*
5
9
14

% Passing
100
9«
M
94
91
86

f r * STANDMO smVP UWWNG [N rWCWII U 1 ITWDARD IIEYBNMIW5



SyWest Development Commercial Building SLia090-SA

PARTICLE SIZE ANALYSIS astm d 42143AP, o iho-u
Boring #5 f® 25 0 - 26.5' July 29. 2017
Silty Sand (SM)

Sieve iiie
#H (2 36 mm)

MUIlU-mml
«30(600 ym)
«50 (300-(im)
«100 (150-ym)
•200 {75 ym)

% Retained
0
0
2
5

21
S3

% Pasting
100
100
M
»5
70

•7

IJ 5 STAMM«D*7F¥ROWNINUrM L 1 1T4WDAM* NILSt NUMMRS



SyWest Development Commercial Building SL- 18090-SA

PARTICLE SIZE ANALYSIS
00^ 40.0-41 5'
Sandy Lean day (Q>

ASfM D 422 U/07; 0 11*0-IT

July 19, 10IT

Sieve site
•8 (l.afrynm)

•iqilS-mm)
[6TOum|

•50(300 pm)
*100 {ISO-u^)
*200 (7S pm)

% Retained
o
o
1
3

12
35

% Passing
100
100
99
97
98
W



SyWest Development Commercial Building

CONSOLIDATION TEST

Boring «@6.0-65'
sity sand (SM)
Ring Sample

SL-1809Q-5A

ASTM D24JS/D2<iSM H
— —

W»,Hl?

DRY DENSITY: 93.6 pcf
MOISTURE CONTENT: 26 4*

SPECIFIC GRAVITY: 2,55 (spumed)
INITIAL VOTE! RATIO;0.677

VOID RATIO vs. NORMAL PRESSURE DIAGRAM

VERTICAL EFFECTIVE STRESS, ksf



SyWetf Development Commercial Building

CONSOLIDATION TEST

Bofinij #3 @ 6,0 - 6.5'
Sandy Lean Gay (CL|
Ring. SaiT^li*

SI-18090-5A

t MTM D14K/DMHM4I
JuiyM, 101?

drydEnsjTY: IW O pel
MOFSIURE CONTENT; 19,tK

SPECIFIC GRAVITY; 2.70 (tHumedI
INITIAL VOID RATIO 0.621

VOID RATIO vs, NORMAL PRESSURE DIAGRAM

R

V
o
r
D

[

o

vertical effective stress, mt



APPENDIX C

Corrosion Evaluation Report
Prepared cy CERCO Analytical, Inc.



Caitorrna State Cernhed i abontory So 2151 ®CERCOiWwl analytical
14 July, 2017 1 100 Willow Pass Court. Suite A

Concord,CA 94520-1006
Job No 1707017
Cust No. 1 265 1 925*»2J7n Fix. 925 441 277S

www.certMnalytkatxom

Mr. Doug Dunham
Earth Systems Pacific
2049 Preisker Lane, Suhe E
Santa Maha, CA 93454

Subject; Project No.: SL-1809O-SA
Project Name: Sywcst Development Commercial Bldg.

Corrosivity Analysis C*ITran* Tesl Methods

Dear Mr Dunham:

Pursuant to your request, CERCO Analytical has analyzed the soil sample submitted chi July 6, 2017,
Based on the analytical results, a brief corrosivity evaluation is enclosed for your consideration.

Based upon the resistivity measurements, sample 001 is classified as "moderately corrosive” and sample
002 is classified as "corrosive**. All buried iron, steel, cast iron, ductile iron, galvanized steel and dielectric
coated steel or iron should be properly protected against corrosion depending upon the critical nature of the
structure. All buried metallic pressure piping such ns ductile iron firewater pipelines should be protected
against ccnwion.

The chloride km concentrations range from 30 to 46 mg/kg. Because the chloride ion curiteturat ions art
less than 300 mg/kg. they arc determined to be insufficient to attack steel embedded in a concrete mortar
coating.

The sulfate ion concentrations range from 68 to 190 mg/kg and arc determined to be insufficient to damage
reinforced concrete structures and cement mortar-coated steel nt these locations.

The pH of the soils range from 7.97 to 8.13 which docs not present corrosion problems for buried iron,
steel, mortar-coated steel and reinforced concrete structures.

This corrosivity evaluation is based on genera) corrosion engineering standards and is non-specific in
nature. Ear specific long-term corrosion control design rccommendalkins or consultntion, please call JDH
Corroiion Consultants. Inc. at (925) 927-66)0

We appreciate the opportunity of working with you on this project. If you have any questions, or if you
require further information, please do not hesitate to contact us.

Vejv truly yours.

<Darby I
President

JDH/jdl
Enclosure
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APPENDIX D

Table D-l- Fault Parameters

Table 0-2- Historical Earthquakes in Vicinity of Project Site

Table 0'3-Deterministic Spectral Response Values

Table D-4- Site Specific Spectral Response Values

Table D-5 -Generaf Procedure Seismic Design Values



Go'rU Busings Centiw 544 001

Title O-l
Fault Parameters

Upper uw **g A*g irate Mean
$44 $M »0 Rare LWrflh FaJt Mwa* Return it

FaUt SectionName 0*sian« Depth Depan An^e T04 Mai .nterwl Rale
(km) l«m| Ml «*»» (dejt nmi {yearsl (mm?r)

M *J»" R.-Hge^royo Parda-Sarta Ana FM3 1. 1 03 OS 0 7« 70 176 9C 69 6 64 04
Red MountainFM3-1. 3 2 14 55 DO 14.1 5« 2 90 101 6 7.4 I
Nerth CiwirvEl FM3 2 5.9 94 u 4$ 26 10 90 51 8 t? 1
PitasPoint (Upper) fM32 64 103 14 100 41 1$ 90 35 B 68 1
Oak Ridoe {Offshore), wen ecrenston FM3 2 12 134 0.D »1 67 195 na 18 8' 6.1
Santa Vnel CWeU) FMll. 3 2 62 13 2 oo S3 70 182 0 ft 6.9 2
San LusRange (So Mvpnl f V3 2 33 ISO co 120 45 37 «0 115 8 7.1 02
lOsAimot eaterpen (MJ 1.12 9.3 ISO oo 120 30 "* "1 12 r IS
Santa ¥ner RHe WH 3 2 9S 153 04 120 70 fl* M 73 8' 74
Uras Powt [Lower. Wes:L RM3.1 107 172 1.5 KB 13 3 90 IS 8 7.2 25
Cnannei Wands Western Deep flan? f M3 I. 3 2 104 17* 40 135 21 20* 90 62 ft* IS
Santa Vnet (Cap) fM3 t.12 120 19 3 OU 13 3 70 172 0 68 B u 2
Oak Kdge (Otlthwe) FM3.2 H? 237 oo 79 32 1® 90 38 6 69 3
Venture-Pitas Punt FM3.1. 3 2 16XI 754 14 ISO 353 6C 59 9 b.9 1
Pitas Runt (lowersMontalvo, FMJl 17-9 28 8 04 12 7 16 359 90 30 6 7.1 25
B<PMwlWe«)RMB 1.3-2 204 324 oo 110 50 2 ft* 18 ft' «S
los Alamos 2011 CFMFM3.1, 3 2 110 33 8 oo 120 30 n* 27 6' 6.9
uons Head 3011 CRMFhlll. 3 2 220 35 4 00 12 0 75 19 90 65 a (.7 002
Santa Cruelstand fMl1, 3 2 264 *25 oo 133 90 188 30 4» ft 1A 1
East Huan 2011 CFM 7M3 1. 3 2 260 43 3 00 ISO 90 ft* M 74 B 74
floeMtn ’M3 1,14 281 45 2 co 163 e 5 fl* 42 ft 7.3
San luHRange 2011 CFM, FM34 244 454 co 120 52 fl* nj 7» 6* 34
Santa Rosa Island FMU. J 2 290 467 00 8 3F 90 1 30 SI B 44 I
OrenaFMM,12 10 0 443 oo 139 33 na fl* 41 ft1 IS
SIsarrMll. 3 1 30.7 49 S 00 174 2$ >68 20 B' 74>
Channel Islams Ihrutt FM3 1. 37 31.4 505 SO 12 3 IC 354 90 59 a 7.1 IS
Mt Pine(Cereal) FM3.1. 3 1 its 50.7 co SI 76 16? 23 a* IJ
South Cuyama FMftJ,3 2 31* 52I 00 119 33 210 A* B 74
Santa Cmt Utairufl<ieU2 FM3 2 36! 58 1 00 ild 90 » rm 137 a 7J
Santa Crut C»1*U RdOe«1. FM3 1 35.1 58.1 oo 110 90 M na 114 B 74
0a« R dgr (Onshore) FM3.1. 3 2 369 594 10 194 65 159 90 50 B 74 4
Casmalia 2011 CTM 374 519 00 120 75 « M 44 r 6.9
San Cayetano FM3 1. 3 2 381 61 3 00 ISO 42 3 90 42 H 74 6
Morales (West) FM3.1,3.1 383 61 7 oo u 32 49 n* 28 ft' M
MMbu Coati (menuon),* j. fmj 1 38 b 62 2 oo 78 74 4 30 is ft' IS
Makbu Coast (Filenoon). ah 2 FM3.2 38.6 62 J 00 166 74 4 30 3S «■ 6-9
Morale* (Eau) FM3 1,12 391 62 9 co U 32 14 A* 18 ft 66
B»Pine(fan1FM3 1, 34 40.3 649 013 143 n 338 ft* 23 8 66
San Andreas[Bag Send) >M3 1. 34 429 6910 00 13.1 90 1M IK 50 4 M 89 35
San Andreas (Cammjrev IMi 1, 3 1 43.7 »3 0.0 15.-1 90 224 I® 59 A 6ft 89 35

USGSOiXlli 1165 fC6l1*»* cmUe Cour*winot M4161 I11U7 LMitXie

Mean Magnitude for 'rnealauSi kawe v*d 1wfr1® jvu<»rirtIM* 3» arAfMta tcgmeretdmMei (*e<Mee sr pobWixaY & rach ww*»wan
IKtbW l!U»e U(ven OH HUr 1 Apo^nOi.CnO* 200» 1437) Mean HU*auAeh aaerata nan*.i 4 katuamwreM rra trilleduip

CATHh Sittwspath if minon



Ga'eta tudneii Center Build:ng J0«a4-0Gl

Me M*J6 H 159*2? W

Title D 1
Hirnxkil Earthquake; In VtelnHy*Prelect Me, M >= 5.C

Day rtor

Epkentrr Dlltdnce

/rom
Me fmJj

Magnitudet attitude Unfiturfe

5/31 1954 34 45 119 70 7.4 «0
3/25 1306 34 40 119 70 75 S.5
V1 1321 34 55 11985 8.6 6.3

6/29 1925 34.30 119 80 8.9 68
8/13 1923 34.31 119 71 104 Si
12/21 1812 34.20 11980 15.7 7.1
7/1 1941 34 18 11967 19.2 S9

6/29 1926 34.50 11950 193 $-5
1930 34 50 119 50 19.3 541

7/5 1969 34 16 119.68 20 2 5.0
2/18 1926 34.30 119 30 20 6 55
1/17 '1315 34 60 120 20 24 4 5.7
7/31 1902 34.70 120 30 32 9 5«
5/19 1393 34 10 11940 312 SJ
8/6 1971 33 95 119.47 38 7 LI
4/5 2018 33 84 119.73 41.1 SJ
7/2« 1902 34 80 120 40 41.5 5J
*n 188S 35.00 119.50 43.7 M
9/5 1883 34 90 119 30 44 3 SJ
2/16 1919 34.90 119.20 48 3 LT
yai 1973 33 99 119 05 536 59

10/23 1916 34 85 119 00 55 3 5-5
4/16 2005 3503 11918 MJ 5J
9/24 1827 34 00 119.00 55 6 6,0

1/12 1954 34 99 119.06 584 5.7
7/21 1957 35-00 119 07 58.4 6.3
9/21 1941 14.87 11893 595 5.1
8/7 1952 35 05 119.10 59.6 $.0
7/21 1952 34 98 119-02 59.7 7.5
5/23 1954 14 98 119.00 60.5 50
11/4 '1927 34 60 12090 62 2 7 1
7/23 1952 34 96 11892 «3 3 5-1
1/19 1994 14.38 118.71 63.7 M
1/18 1954 34.38 118 70 64.3 u
1/17 1994 14.33 118.70 64.6 5.1
5/23 1993 15-15 11910 64 8 5.2

Rom full earthquake catalog in USGS OFR 2OO8-1437h as updated with current
events [trough 2021 Far events *>th an mt en4k aIfemate »utions are given in
the OFR Ordered By Closest Event Mawmun 40 Closest Events Showr



Gocta Business Center Building
34 4263 119.327 Lat/long

Table D-3 - Deterministic Spectral Response Values
Deterministic NGA Response Spectra for Largest Median Earthquake Ground Motion

Awrigc idUGA AtintHmtan - tlva - ken- a -| 2014^ Snore Stewart •Seynan - Atkinion [2013j, Campbelk
ChKiu ViWti (2014), and Idriss [2013)

3OS544001

Period ItKands]

from AlTentvat.cnMean
AS4I4 essA’i CB14 cm 114 Average

VaiMrF Mu
Median Meoan Medri 'Median Median Mean Penentie Hatated

Period PSa PSa ®Sa PSa PSa Period PSa 75* CHieim
Input Variables I™) IC) It) (I) (1) II) [■«) (0 it) PSa

Weight: 023 0 75 0» 025 0.00
M 0.00 0.4$ 045 047 0.62 0.00 0.497 0.771 0.849

711 0 01 145 046 0.47 062 0 01 0500 0777 O.6S5
.ft itlA* 002 044 0.43 O.4B 0.62 0.02 0.491 1768 MS
3-10 003 0W 0.40 047 062 003 0424 0 740 0 814

0 05 0 39 04] 0 49 062 0 0J 0-483 0 770 0.M8
ocu 0075 045 Bid 053 0.62 0 075 0525 a«2 0.948

110 051 061 OS? 0 66 a.io 0593 974 1-071
183 OIS 066 0 74 0.58 0?B 015 1663 1100 1,210

Ew 0 20 0.76 OIS 062 0.94 020 0.791 1231 1.357
1 0 25 0 88 93 021 110 025 0.896 1.395 1.599

0.30 1.04 0.97 081 122 0.» 1011 1547 1.836
0 0 40 128 097 096 138 0.40 1149 1 Mft 2-174
tv OSO 129 095 104 151 0.50 1199 1,962 Z3SI

17 00 0 75 115 Off 1 18 154 0.75 1165 1964 2.478
^iiiw 100 104 0 77 14$ 1 46 LOO 1 IO4 1974 1566
0.00 1.10 088 on 106 1.16 1M 0 954 14U9 2-397
7» 100 064 063 on 0-96 2-00 0 797 1563 2-110
14 10 3 00 043 04! 0 58 0.5$ 3.00 0 493 0991 1387
dip 4.00 0 28 028 0.33 032 4.00 0.304 0610 0-884
$6 5.00 0 22 020 0 20 020 5.00 0 205 0413 0-620

7M 012 Old 008 008 7.50 ow 0186 0-279
10 00 0.07 005 0.05 004 10.00 0052 0101 0.151

EARTHSYSTEMS PACIFIC 8/72/2022
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Table 0 4 - Site Specific Spectral Response Values
P’-otoPbilkik and Octetmtoiistlc Response Spectra for MCE compared to Code Spectra

for S% Viscous Damping Ratio

Nawal Period
r

(urtonds)

StjMeir.
Probab 7K
n50 'rear

MCE
Spectrum

Mai aowm
Probab fli n
SO vaar MCI*

Spectrum

Mi« RsrifM
Mt*

RerteftWe
Cifterm MCE

Spectrum

OrtcnTi
L&wer Unt

MCE
Specrrum

Odorm MCt
vetrum

Se«Mk
MCI, i^u^id

Hetpqru
tMM|

5penfc
MCE

Spectrum
Compjraioi

arer<
MCE

SpecVvm

S<f Specifa"

Spet&win
|5a]

3019 CSC

Spectrum

HI

riser JIJ. El

tn
24 75 year

IAKI IE J 1 1|

1 11 HI HI
MMinra

VWItJU

w
MwHMSi

UKI JU31

1603
Mm IE|,1A^|

USCf I1XJ]

m C8> HI
x/i*in

!*sa 21 2 ai
inrim

IASCE 2112} IMCI 21.11
O.K
405
0.10
0.15
0 20
0 30
0.40
0,50

DJS
1,00

MO
7.M
LOO
*00
SDO
B.oa

10 00

0 w
CS«3

LUI
1 3*
1*1
UM?
Lin
J 102
19»
1.111
1480
IMS
OMI
Q*W
OM
014%
0100

0720
MSI
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APPENDIX E

Typical Bench and Keyway Detail



AMO

)fr*L<
»1)717

Bench back drains, as recommended by
Geotechnical Engineer/ Geologist during
construction

Compacted Fill

Maximum Slope; 2 1 unless otherwise
recommended by Geotechnical
Engineer/ Geologist

Depth to be determined in field by
Geotechnical Engineer/ Geologist

Natural Slope

Other

Firm Soil/
Bedrock/
Other

10' min
Typical

Back dram as recommended by
Geotechnical Engineer

Toe of Slope

Loose or Soft
Soil

Firm Soil/
Bedrock/

SCHEMATIC ONLY
NOT TO SCALE

Earth Systems Pacific
2049pM* Una $u>ta Sanla Mats CA
wWw com
16051 92&■2991

TYPICAL BENCH AND KEYWAY DETAIL
COLETA BUSINESS CENTER BUILDING

907 South KestaflQ Avenue
Gdeta. Cal fomig

Augm M, JU77

No



APPENDIX F

Typical Detail A: Pipe Placed Parallel to Foundations



TYPICAL DETAIL A:
PIPE PLACED PARALLEL TO FOUNDATIONS

Compacted backfill
5— 2* min,

Pipe

Foundation
Zone of foundation influence

All trench excavation to be
above 1:1 plane as shown

No excavation allowed
below 1:1 plane as shown

Compacted sand bedding and shading
per project specifications

SCHEMATIC ONLY
NOT TO SCALE

Earth Systems 2UO ?e»^cr Lan*, SuKe E
S*6ia M*da, Ga*fw*iia 93464
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