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III.  Revisions, Clarifications, and 

Corrections to the Draft EIR 

 

This section of the Final EIR provides changes to the Draft EIR that have been made 

to revise, clarify, or correct the environmental impact analysis for 6000 Hollywood (the 

Project).  Such changes are a result of public and agency comments received in response 

to the Draft EIR and/or additional information that has become available since publication of 

the Draft EIR.  The changes described in this section do not result in the Project creating any 

new or increased significant environmental impacts. 

This section is divided into two parts:  Section III.A, Corrections and Additions to Draft 

EIR Sections and Appendices and Section III.B, Effect of Corrections and Revisions. 

A.  Corrections and Additions to Draft EIR Sections 
and Appendices 

Additional changes have been made to the Draft EIR as a result of public and agency 

comments received in response to the Draft EIR and/or new information that has become 

available since publication of the Draft EIR.  Deletions are shown in strikethrough text and 

additions are shown in underlined text.  Such changes are presented by EIR section. 

I.  Executive Summary 

Section I, Executive Summary, pages I-12 through I-21, revise the project design 

features (PDFs) and mitigation measures to reflect the specific revisions below.  These 

revised PDFs and mitigation measures are consistent with those found in Section IV, 

Mitigation Monitoring Program, of this Final EIR 

Section I, Executive Summary, page I-22, revise the fifth sentence of the second 

paragraph as follows: 

The excavation depth would be reduced from 40 48 feet below ground surface 

to 6 10 feet below ground surface, and the associated soil export would be 

reduced from 210,000 252,000 cubic yards to 46,000 76,700 cubic yards. 
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Section I, Executive Summary, page I-23, revise the sixth and seventh sentences of 

the first paragraph as follows: 

Alternative 3 would require grading and excavation for the subterranean 

parking, which would extend to a maximum depth of 30 40 feet below ground 

surface (compared to the Project’s proposed excavation depth of 40 48 feet 

below ground surface).  It is estimated that approximately 160,000 210,000 

cubic yards of soil export would be hauled from the Project Site under Alterative 

3 (compared to the estimated 210,000 252,000 cubic yards of export for the 

Project). 

Section I, Executive Summary, page I-24, revise the fourth full sentence as follows: 

With the elimination of one level of subterranean parking under this alternative, 

the excavation depth would be reduced from 40 48 feet below ground surface 

to 30 40 feet below ground surface and the amount of soil export would 

decrease from 210,000 252,000 cubic yards to 160,000 210,000 cubic yards. 

II.  Project Description 

Section II, Project Description, page II-25, revise subsection i. Anticipated 

Construction Schedule as follows: 

Construction of the Project would commence with demolition of the 

existing structures and surface parking areas.  This phase would be followed 

by grading and excavation for the subterranean parking, which would extend 

to a depth of 40 48 feet below ground surface.  The building foundations would 

then be laid, followed by building construction, paving/concrete installation,  

and landscape installation.  Project construction is anticipated to commence  

in 2026 and be completed in 2029.  It is estimated that approximately  

210,000 252,000 cubic yards of export would be hauled from the Project Site. 

IV.A.  Air Quality 

Section IV.A, Air Quality, page IV.A-46, revise the discussion under header c. Project 

Design Features as follows: 

No project design features are proposed specific to air quality.The 

following project design feature is proposed with respect to air quality: 
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Project Design Feature AIR-PDF-1:  During construction, all offroad 
diesel-powered equipment greater than 50 horsepower 
will meet the United States Environmental Protection 
Agency (USEPA) Tier 4 Final standards. 

However, In addition, the Project includes Project Design Feature 

GHG-PDF-1 in Section IV.E, Greenhouse Gas Emissions, of this Draft EIR, 

which prohibits the use of natural gas during Project operations, excluding 

restaurant cooking equipment and is consistent with the requirements of 

Ordinance No. 187,714. 

Section IV.A, Air Quality, page IV.A-59, revise the third sentence of first paragraph as 

follows: 

This phase would be followed by grading and excavation for the subterranean 

parking, which would extend to a depth of 40 48 feet below ground surface. 

Section IV.A, Air Quality, page IV.A-59, revise last sentence of first paragraph as 

follows: 

It is estimated that approximately 210,000 252,000 cubic yards of soil would be 

hauled from the Project Site during excavation. 

IV.B.  Cultural Resources 

Section IV.B, Cultural Resources, page IV.B-23, revise the first full sentence as 

follows: 

As discussed in Section II, Project Description, of this Draft EIR, the 

Project would require grading and excavation for the subterranean parking, 

which would extend to a depth of approximately 40 48 feet below ground 

surface. 

Section IV.B, Cultural Resources, pages IV.B-23 and -24, revise Mitigation Measure 

CUL-MM-1 as follows: 

Mitigation Measure CUL-MM-1: Prior to any ground-disturbing 
activities on the Project Site associated with the proposed 
Project, the Project applicant Applicant shall retain a 
Qualified Archaeologist.  A Qualified Archaeologist is 
defined as one who meets the Society for California 
Archaeology’s qualifications for a principal investigator.  
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Ground-disturbing activities include activities such as 
excavating, digging, trenching, plowing, drilling, tunneling, 
quarrying, grading, leveling, removing peat, clearing, 
driving posts, auguring, backfilling, blasting, stripping 
topsoil, or a similar activity.  An Archaeological Monitor 
shall monitor ground-disturbing activities to identify, 
record, and evaluate the significance of any 
archaeological finds during Project construction.  
Archaeological monitoring shall occur within soils that 
have moderate to high potential to contain archaeological 
resources, as determined by a Qualified Archaeologist.  If 
the Qualified Archaeologist determines the potential for 
archaeological resources is sufficiently low, the frequency 
of monitoring may be reduced. 

The Archaeological Monitor shall notify the Project 
personnel conducting ground-disturbing activities to 
inform them of archaeological monitoring requirements 
and the procedures to follow in the event of a discovery, 
including a prohibition on collecting or moving 
archaeological materials in accordance with California 
Penal Code Section 622.5.  If an archaeological  
resource is discovered, work in the immediate vicinity of 
the find shall temporarily stop until the Qualified 
Archaeologist evaluates the significance in accordance 
with CEQA Guidelines Section 15064.5(a) and Public 
Resources Code (PRC) 21083.2(g).  Pursuant to PRC 
Section 21083.2, preservation in place or leaving in an 
undisturbed state shall be the preferred manner of 
treatment.  If preservation in place is not feasible, 
alternative forms of treatment shall be identified by the 
Qualified Archaeologist, which may include architectural 
documentation or archaeological data recovery (i.e., 
controlled excavation, laboratory analysis, and reporting) 
to obtain an adequate sample of scientifically 
consequential information.  Upon completion of the 
significance assessment and fieldwork component of 
treatment measures, ground-disturbing activities may 
resume in the location of the discovery. 

After archaeological monitoring is completed, the Qualified 
Archaeologist shall prepare a technical report describing 
all work performed.  If archaeological materials are 
identified and collected for laboratory analysis, the results 
of the analysis shall be included in the technical report, 
and any recovered archaeological materials shall be 
curated at a public, nonprofit research institution that shall 
ensure their long-term preservation and allow access to 
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interested scholars.  If there are no institutions who will 
accept the materials, they shall be donated to an 
educational institution or historical society.  The format 
and content of the report shall follow the California Office 
of Historic Preservation’s Archaeological Resource 
Management Reports (ARMR): Recommended Contents 
and Format and archaeological resources identified shall 
be documented on corresponding California Department 
of Parks and Recreation 523-Series Forms.  The timing 
and content of the final report shall consider the quantity 
of archaeological materials, level of analysis required, and 
documentation needed to establish the significance of any 
identified resources.  The draft report shall be submitted 
to the City for review.  The final draft of the report shall be 
submitted to the SCCIC South Central Coastal Information 
Center. 

IV.D.  Geology and Soils 

Section IV.D, Geology and Soils, page IV.D-9, revise the last full sentence as follows: 

The Project would include excavations to a maximum depth of 40 48 feet, which 

could potentially disturb undiscovered paleontological resources. 

Section IV.D, Geology and Soils, page IV.D-10, revise Mitigation Measure GEO-MM-1 

as follows: 

Mitigation Measure GEO-MM-1: The Project Applicant shall retain a 
Qualified Paleontologist, who meets or exceeds the 
Society of Vertebrate Paleontology (SVP) (2010) 
definition, to carry out all regulatory compliance measures 
and protocols related to paleontological resources.  The 
Qualified Paleontologist shall obtain a curatorial 
arrangement with a qualified repository (e.g., Natural 
History Museum of Los Angeles [NHMLA]) prior to 
construction in the event of significant paleontological 
resource discoveries during construction. 

IV.E.  Greenhouse Gas Emissions 

Section IV.E, Greenhouse Gas Emissions, page IV.E-78, revise the sixth sentence of 

first paragraph as follows: 
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The estimated quantity of excavation expected for upgrading the foundation is 

approximately 210,000 252,000 cubic yards of export material (e.g., concrete 

and asphalt surfaces), and soil would be hauled from the Project Site during 

the demolition and excavation phase. 

IV.F.  Hazards and Hazardous Materials 

Section IV.F, Hazards and Hazardous Materials, pages IV.F-26, revise the last 

sentence of the fourth paragraph as follows: 

Notwithstanding, as concluded in the Phase II ESA and confirmed by Citadel 

EHS, the reported contaminants in soil and soil vapor would be removed during 

excavation to 40 48 feet below ground surface. 

Section IV.F, Hazards and Hazardous Materials, pages IV.F-38 and IV.F-39, revise 

Mitigation Measure HAZ-MM-1 as follows: 

Mitigation Measure HAZ-MM-1: The Applicant shall retain a qualified 
environmental consultant to prepare a Soil Management 
Plan (SMP), which shall be submitted to the City of Los 
Angeles Department of Building and Safety for review and 
approval prior to the commencement of soil disturbance 
activities.  The SMP shall be implemented during soil 
disturbance activities on the Project Site to ensure that 
contaminated soils are properly identified, excavated, 
managed, transported, and disposed of off‐site.  Elements 
of the SMP shall include the following: 

• A qualified environmental consultant shall be present 
on the Project Site at the start of soil disturbance 
activities (e.g., clearing, grubbing of trees/shrubs, 
pavement/asphalt removal, building foundation and 
other below ground structure removal, excavation, 
grading, etc.) in the known or suspected locations of 
contaminated soils and shall be on-call at other times 
as necessary, to monitor compliance with the SMP and 
to actively monitor the soils and excavations for 
evidence of contamination. 

• Soil monitoring during soil disturbance, including visual 
observation (soil staining), representative sampling via 
a photo ionization detector, and/or volatile organic 
compound (VOC) monitoring. 

• The SMP shall require the timely testing and sampling 
of soils so that VOC‐contaminated soils can be 
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separated from inert soils for proper disposal.  The 
SMP shall specify the testing parameters and sampling 
frequency. Routine testing shall include be conducted 
for VOCs and metals.  The qualified environmental 
consultant shall have the authority to request additional 
testing based on visual observation, the presence of 
odors, or other factors. 

• During excavation, if soil is stockpiled prior to disposal, 
it shall be managed in accordance with the Project’s 
Storm Water Pollution Prevention Plan (SWPPP), prior 
to transportation for treatment and/or disposal. 

• To ensure appropriate containment of excavated soil 
or demolition debris/materials that exceed state or 
federal hazardous waste criteria, such materials shall 
be placed in containers and closures that are properly 
secured and lined, as appropriate, or wrapped and 
enclosed by tarps and transported by licensed 
hazardous waste haulers and disposed of at a licensed 
hazardous waste management facility approved for the 
specific disposed hazardous materials. 

• During excavation, soils identified as VOC‐
contaminated shall be sprayed with water or another 
approved vapor suppressant or covered with sheeting 
and securely anchored during periods of inactivity of 
greater than an hour to prevent contaminated soils 
from becoming airborne. 

• Dust suppression shall be used for any active or 
inactive stockpile known or suspected to contain 
contaminants, including metals, above State or 
Federal hazardous waste limits.  Active and inactive 
excavations and stockpiles of soil shall be kept visibly 
moist by water spray, treated with a vapor 
suppressant, or covered with a continuous heavy‐duty 
plastic sheeting (4 mm millimeters or greater) or other 
covering. The covering shall be overlapped at the 
seams and securely anchored. 

• The qualified environmental consultant shall perform 
weekly inspections of all waste (drums and bulk) to 
document that waste is being managed in accordance 
with the SMP.  Inspection records shall be maintained 
on-site and shall be made available upon request. 
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IV.H.  Noise 

Section IV.H, Noise, page IV.H-42, revise the last sentence of the first partial 

paragraph and the first sentence of the first full paragraph as follows: 

Revised Table IV.H-16 on page IV.H-43 III-9 of the Final EIR presents the 

estimated noise levels at the off-site receptor locations from mechanical 

equipment during operation of the Project. 

As indicated in Revised Table IV.H-16, the estimated noise levels from 

the mechanical equipment would range from 34.4 dBA (Leq) at the uses 

represented by receptor location R3 to 45.7 dBA (Leq) at the uses represented 

by receptor location R1, which would be well below the existing ambient noise 

levels. 

Section IV.H, Noise, page IV.H-43, replace Table IV.H-16 with Revised Table IV.H-16 

on page III-9 as follows: 
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Revised Table IV.H-16 
Estimated Noise Levels from Mechanical Equipment 

Receptor 
Location 

Existing 
Ambient 

Noise 
Levels, 

dBA (Leq) 

Estimated Noise 
Levels from 
Mechanical 
Equipment,  
dBA (Leq) 

Ambient + 
Project 
Noise 

Levels,  
dBA (Leq) 

Significance 
Criteria, 

dBA (Leq)a 

Exceedance 
over 

Significance 
Criteria 

Significant 
Impact? 

R1 54.1 45.7 54.7 59.1 0.0 No 

R2 49.3 43.0 50.2 54.3 0.0 No 

R3 63.6 34.4 63.6 68.6 0.0 No 

R4 65.8 37.7 65.8 70.8 0.0 No 

R5 65.9 39.9 65.9 70.9 0.0 No 

R6 63.6 39.7 
39.6 

63.6 68.6 0.0 No 

R7 57.3 41.1 
41.2 

57.4 62.3 0.0 No 

R8 64.4 38.1 
38.0 

64.4 69.4 0.0 No 

R9 61.9 36.7 
36.5 

61.9 66.9 0.0 No 

R10 64.4 40.0 
39.9 

64.4 66.9 0.0 No 

  

a Significance thresholds are equivalent to the measured daytime or nighttime ambient noise levels, 
whichever is lower (see Table IV.H-6 on page IV.H-22) plus 5 dBA, per the City of Los Angeles Noise 
Regulations.  If the estimated noise levels exceed those significance thresholds, a potentially significant 
noise impact is identified. 

Source: AES, 2024 2025.  See Operation Noise Calculations provided in Revised Appendix H of this  
Draft in the Final EIR. 

 

Section IV.H, Noise, pages IV.H-43 and IV.H-44, revise the first two sentences of the 

last paragraph beginning on page IV.H-43 as follows: 

Revised Table IV.H-18 on page IV.H-44 III-10 of the Final EIR presents 

the estimated noise levels at the off-site sensitive receptors resulting from the 

use of outdoor spaces.  As presented in Revised Table IV.H-18, the estimated 

noise levels associated with use of the various common outdoor areas would 

range from 38.8 38.9 dBA (Leq) at the uses represented by receptor location 

R9 to 57.1 dBA at the uses represented by receptor location R10. 

Section IV.H, Noise, pages IV.H-44, replace Table IV.H-18 with Revised Table 

IV.H-18 on page III-10 as follows: 
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Revised Table IV.H-18 
Estimated Noise Levels from Outdoor Spaces 

Receptor 
Location 

Existing 
Ambient 

Noise Levels 
(dBA (Leq)) 

Estimated 
Noise Levels 

from 
Outdoor 
Spaces  

(dBA (Leq)) 

Ambient + 
Project 

Noise Levels  
(dBA (Leq)) 

Significance 
Thresholda 

Exceedance 
Over 

Significance 
Threshold 

Significant 
Impact? 

R1 54.1 56.8 58.7 59.1 0.0 No 

R2 49.3 48.3 
48.6 

51.8 
52.0 

54.3 0.0 No 

R3 63.6 41.2 
41.3 

63.6 68.6 0.0 No 

R4 65.8 40.4 

39.9 

65.8 70.8 0.0 No 

R5 65.9 46.7 66.0 70.9 0.0 No 

R6 63.6 50.4 
50.3 

63.8 68.6 0.0 No 

R7 57.3 45.9 
46.4 

57.6 62.3 0.0 No 

R8 64.4 42.3 
42.6 

64.4 69.4 0.0 No 

R9 61.9 38.8 
38.9 

61.9 66.9 0.0 No 

R10 64.4 57.1 65.1 69.4 0.0 No 

  

a Significance thresholds are equivalent to the measured daytime or nighttime ambient noise levels, 
whichever is lower (see Table IV.H-6 on page IV.H-22) plus 5 dBA, per the City of Los Angeles Noise 
Regulations.  If the estimated noise levels exceed those significance thresholds, a potentially significant 
noise impact is identified. 

Source: AES, 2024 2025.  See Operation Noise Calculations provided in Revised Appendix H of this  
Draft in the Final EIR. 

 

Section IV.H, Noise, pages IV.H-48 and -51, revise the first two sentences of the last 

paragraph beginning on page IV.H-48 as follows: 

Revised Table IV.H-22 on page IV.H-50 III-12 of the Final EIR presents 

the estimated composite noise levels in terms of CNEL at the off-site sensitive 

receptor locations from the Project-related noise sources.  As indicated in 

Revised Table IV.H-22, the Project would result in an increase in composite 

noise levels ranging from 0.1 dBA at the uses represented by receptor  

locations R3, R4, R5, R8, and R9 to 2.5 dBA at the uses represented by 

receptor location R1. 
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Section IV.H, Noise, page IV.H-50, replace Table IV.H-22 with Revised Table IV.H-22 

on page III-12 as follows: 
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Revised Table IV.H-22 
Composite Noise Impacts 

Receptor 
Location 

Existing 
Ambient 

Noise 
Levels 
(CNEL 
(dBA)) 

Calculated Project-Related Noise Sources 
(CNEL (dBA)) 

Project 
Composite 

Noise Levels 

 (CNEL (dBA)) 

Ambient Plus 
Project 

Composite 
Noise Levels 

 (CNEL (dBA)) 

Increase in 
Noise Levels 

due to Project 
(CNEL (dBA)) 

Signifi-
cance 

Thresholda( 
CNEL (dBA)) 

Signifi-
cant 

Impact? Traffic Mechanical 

 Loading 
Dock and 

Trash 
Compactors 

Outdoor 
Spaces 

R1 62.6 30.4 52.4 43.4 60.9 61.5 65.1 2.5 67.6 No 

R2 57.7 38.0 49.7 26.7 52.4 
52.7 

54.4 
54.5 

59.4 1.7 62.7 No 

R3 68.6 51.0 41.1 23.5 45.3 
45.4 

52.4 68.7 0.1 73.6 No 

R4 71.2 50.6 44.4 22.2 44.5 
44.0 

52.3 
52.2 

71.3 0.1 74.2 No 

R5 71.0 50.6 44.4 20.0 50.0 53.8 71.1 0.1 74.0 No 

R6 69.9 48.3 46.4 
46.3 

24.3 54.5 
54.4 

55.9 70.1 0.2 72.9 No 

R7 62.4 40.6 47.8 
47.9 

26.8 50.0 
50.5 

52.3 
52.9 

62.8 0.4 67.4 No 

R8 69.5 53.7 43.8 39.2 44.2 
44.3 

54.7 69.6 0.1 74.5 No 

R9 66.7 42.4 43.4 
43.2 

34.0 42.9 
43.0 

47.9 
47.8 

66.8 0.1 71.7 No 

R10 69.5 53.7 46.7 
46.6 

32.3 61.2 62.0 70.2 0.7 72.5 No 

  

a Significance thresholds are equivalent to the existing ambient noise levels plus 3 dBA if the estimated noise levels (ambient plus Project) fall within the “normally 
unacceptable” or “clearly unacceptable” land use categories or ambient noise levels plus 5 dBA if the estimated noise levels fall within the “normally acceptable” or 
“conditionally acceptable” land use categories, per the City of Los Angeles Noise Element and the L.A. CEQA Thresholds Guide.  If the estimated noise levels 
exceed those significance thresholds, a potentially significant noise impact is identified. 

Source:  AES, 2024 2025.  See Operations Noise Calculations provided in Revised Appendix H of this Draft in the Final EIR. 
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Section IV.H, Noise, page IV.H-52, revise the final bullet point of Mitigation Measure 

NOI-MM-1 to add two commas as follows: 

• During construction of the off-site utility improvements 
along Hollywood Boulevard and Carton Way, the 
Project shall provide a temporary moveable noise 
barrier between the construction equipment and 
receptor locations R1, R2, R3, R7, and R8, where 
feasible.  The temporary noise barrier shall be 
designed with  minimum 10 feet high and provide 
minimum 10-dBA noise reduction at the ground levels 
of receptor locations R1, R2, and R7, and 4-dBA noise 
reductions at the ground level of receptor locations R3 
and R8. 

Section IV.H, Noise, page IV.H-59, revise the third sentence of the first full paragraph 

as follows: 

Revised Table IV.H-27 on page IV.H-60 III-15 of the Final EIR provides the 

estimated ground vibration velocity levels (in terms of inch per second PPV) at 

the nearest off-site structures, including historic structures, to the Project Site. 

Section IV.H, Noise, page IV.H-59, revise the first sentence of the third full paragraph 

as follows: 

As indicated in Revised Table IV.H-27, the estimated vibration levels 

from the construction equipment would be well below the 0.3-PPV building 

damage significance criterion for the residential and commercial buildings to 

the north, south, and east of the Project Site. 

Section IV.H, Noise, page IV.H-59, insert the following paragraph after the third full 

paragraph: 

In addition to the above ground off-site building structures, the Metro B 

Line subway tunnel is located approximately 16 linear feet from the Project 

property line and approximately 72 feet below Hollywood Boulevard.  The 

Project includes three subterranean parking levels approximately 36 feet below 

the grade level.  The Project’s excavation activities for the construction of the 

proposed subterranean garage and the building mat foundation would occur 

minimum 34 feet from existing Metro B Line subway tunnel structure.  As 

indicated in Revised Table IV.H-27, the Metro B Line subway tunnel would be 

exposed to vibration levels up to 0.056 inch per second (PPV) during the site 
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excavation when the construction activities are within 34 feet of the Metro B 

Line subway tunnel structure. The estimated ground vibration level would be 

well below the significance threshold of 0.5 inch per second (PPV), applicable 

to the Metro tunnel structure.  Therefore, the on-site vibration impacts to the 

Metro B Line subway tunnel structure would be less than significant. 

Section IV.H, Noise, page IV.H-60, replace Table IV.H-27 with Revised Table IV.H-27 

on page III-15 as follows: 
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Revised Table IV.H-27 
Construction Vibration Impacts—Building Damage 

Nearest Off-Site Buildingsa 

Approximate 
Distance Between 

the Off-Site 
Buildings and the 

Construction 
Equipment (feet) 

Estimated Vibration Velocity Levels at the Outside of and 
Adjacent to the Nearest Off-Site Structures from the 

Project Construction Equipment  
(inch/second (PPV))b 

Significance 
Criteria 
(PPV) 

Significant 
Impact? 

Large 
Bulldozer 

Caisson 
Drilling 

Loaded 
Trucks 

Jack-
hammer 

Small 
Bulldozer 

FTA Reference Vibration 
Levels at 25 feet 

25 0.089 0.089 0.076 0.035 0.003 — — 

Commercial buildings to the 
North 

90 0.013 0.013 0.011 0.005 <0.001 0.3c No 

Residential buildings to the 
South 

10 0.244 0.244 0.208 0.096 0.008 0.3c No 

Hotel building to the East 150 0.006 0.006 0.005 0.002 <0.001 0.3c No 

Commercial buildings to the 
West 

5 0.523 0.523 0.446 0.206 0.018 0.3c Yes 

Metro B Line Subway Tunnel 34 0.056 0.056 0.048 0.022 0.002 0.5d No 

  

a Represents off-site building structures located nearest to the Project Site to the north, south, east, and west. 
b Vibration level calculated based on FTA reference vibration level at a 25-foot distance. 
c FTA criterion for engineered concrete and masonry buildings. 
d FTA criterion for reinforced-concrete, steel or timber structures. 

Source: FTA, 2018; AES, 2023 2025.  See Construction Noise & Vibration Calculations provided in Revised Appendix H of this Draft in the  
Final EIR. 
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IV.I.2  Public Services—Police Protection 

Section IV.I.2, Public Services—Police Protection, page IV.I.2-12, revise Project 

Design Feature POL-PDF-6 as follows: 

Project Design Feature POL-PDF-6: The Applicant will consult with 
Los Angeles Police Department (LAPD) regarding the 
incorporation of feasible crime prevention features.  Upon 
completion of construction of the Project and prior to the 
issuance of a certificate of occupancy, the Applicant will 
submit a diagram of the Project Site to the LAPD’s 
Hollywood Area Division Commanding Officer that 
includes access routes and any additional information that 
might facilitate police response. 

IV.J.  Transportation 

Section IV.J, Transportation, pages IV.J-26 through IV.J-28, revise Project Design 

Feature TR-PDF-1 as follows: 

Project Design Feature TR-PDF-1: A detailed Construction Traffic 
Management Plan, including street closure information, a 
detour plan, haul routes, and a staging plan, will be 
prepared and submitted to the City for review and 
approval.  The Construction Traffic Management Plan 
would formalize how construction would be carried out and 
include a Worksite Traffic Control Plan, which will facilitate 
traffic and pedestrian movement and minimize the 
potential conflicts between construction activities, street 
traffic, bicyclists, and pedestrians.  The Construction 
Traffic Management Plan will be based on the nature and 
timing of the specific construction activities and other 
projects in the vicinity of the Project Site and will include, 
but not be limited to, the following elements: 

• Advance bilingual notification of adjacent property 
owners and occupants of upcoming construction 
activities, including durations and daily hours of 
operation. 

• Scheduling workdays to begin and end prior to the 
morning and afternoon peak hours, respectively, to the 
extent feasible so as to avoid worker trips during those 
peak hours. 
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• Scheduling of construction-related deliveries, haul 
trips, etc., so as to occur outside the commuter peak 
hours, to reduce the effect on traffic flow on 
surrounding streets.  Hauling shall be from 9:00 A.M. to 
3:00 P.M. weekdays, and 8:00 A.M. to 4:00 P.M. on 
Saturdays.  No hauling shall be performed on Sundays 
and holidays. 

• Spacing of trucks to discourage a convoy effect. 

• Containment of construction activity within the Project 
Site boundaries as approved by the Los Angeles 
Department of Transportation (LADOT). 

• Coordinate with Metro Bus Operations Control Special 
Events Coordinator and Metro’s Stops and Zones 
Department not later than 30 days before the start of 
Project construction. 

• Planning and scheduling of construction activities so 
as to minimize the duration of sidewalk and lane 
closures on Hollywood Boulevard. 

• Provision of worker parking on-site or in designated off-
site private parking areas and prohibition of 
construction-related vehicle parking on surrounding 
public streets, other than the streets adjacent to the 
Project Site. 

• Provision of replacement parking for neighboring 
residents to make up for on-street parking temporarily 
lost during Project construction on Carlton Way. 

• Temporary traffic controls during all construction 
activities adjacent to public ROWs rights-of-way to 
improve traffic flow on public roadways (e.g., flag men) 
and to maintain access for land uses in the vicinity of 
the Project Site. 

• Safety precautions for pedestrians and bicyclists 
through such measures as alternate routing and 
protection barriers as approved by LADOT, including 
along identified LAUSD Los Angeles Unified School 
District pedestrian routes to nearby schools. 

• Maintenance of a log, available on the job site, 
documenting the dates of hauling and the number of 
trips (i.e., trucks) per day. 

• Identification of a construction manager and provision 
of a telephone number for any inquiries or complaints 
from residents regarding construction activities. The 
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telephone number shall be posted at the site readily 
visible to any interested party during site preparation, 
grading, and construction. 

IV.K.  Tribal Cultural Resources 

Section IV.K, Tribal Cultural Resources, page IV.K-18, revise the first sentence of the 

last paragraph as follows: 

Additionally, while the Project would include excavation for the 

below-grade parking structure to an approximate depth of 40 48 feet below 

ground surface, the naturally deposited sediments from the alluvium and fan 

deposits have been mechanically altered by previous development of the land, 

and are now designated as fill, extending at least 11 feet below ground surface. 

V.  Alternatives 

Section V, Alternatives, page V-4, replace Table V-1 with Revised Table V-1 on 

page III-19 as follows: 
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Revised Table V-1 
Summary Comparison of Development Proposed under Alternatives to the Projecta 

 Project 
Alternative 1: 

No Project 

Alternative 2: 
No Below-Grade 

Parking 

Alternative 3: 
Reduced 

Development 
Alternative 4: 

All Residential Use 

Residential 342,643 sf 
(350 du) 

— 342,643 sf 
(350 du) 

205,853 sf 
(201 du) 

498,914 sf 
(500 du) 

Office 136,000 sf   136,000 sf  136,000 sf — 

Commercial (Retail/Restaurant) 22,042 sf — 22,042 sf 22,042 sf 1,000 sf 

Support 500 sf — 500 sf 500 sf 500 sf 

Total Floor Area 501,185 sf — 501,185 sf 364,394 sf 500,414 sf 

Net Floor Area Upon Completion 469,352 sf — 469,352 sf 332,561 sf 468,581 sf 

       

Total FAR 3.08:1 — 3.08:1 2.25:1 3.08:1 

Total Parking 894 sp — 894 sp 732 sp 753 sp 

Heights up to 404 ft 
(up to 35 stories) 

— up to 434 ft 
(up to 38 stories) 

up to 316 ft 
(up to 27 stories) 

up to 404 ft 
(up to 35 stories) 

Excavation Depth  40 ft bgs 
48 ft bgs 

 6 ft bgs 
10 ft bgs 

30 ft bgs 
40 ft bgs 

30 ft bgs 
40 ft bgs 

Soil Export 210,000 cy 
252,000 cy 

— 46,000 cy 
76,700 cy 

160,000 cy 
210,000 cy 

160,000 cy 
210,000 cy 

  

bgs = below ground surface 

cy = cubic yards 

du = dwelling units 

sp = spaces 

Source: Eyestone Environmental, 2024 2025. 
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Section V, Alternatives, page V-24, revise the fifth sentence of the sole paragraph as 

follows: 

The excavation depth would be reduced from 40 48 feet below ground surface 

to 6 10 feet below ground surface, and the associated soil export would be 

reduced from 210,000 252,000 cubic yards to 46,000 76,700 cubic yards. 

Section V, Alternatives, page V-26, revise the first sentence of the last paragraph as 

follows: 

Under Alternative 2, overall construction activities would be reduced in 

comparison to the Project during the grading, excavation, and foundation 

phases as the subterranean parking proposed by the Project would be 

eliminated under this alternative, resulting in an associated reduction in the 

excavation depth from 40 48 feet to 6 10 feet and an associated reduction in 

soil export from 210,000 252,000 cubic yards to 46,000 76,700 cubic yards. 

Section V, Alternatives, page V-29, revise the second sentence of the second 

paragraph as follows: 

Specifically, the depth of excavation would be reduced from 40 48 feet below 

ground surface to 6 10 feet below ground surface and the associated soil export 

would be reduced from 210,000 252,000 cubic yards to 46,000 76,700 cubic 

yards. 

Section V, Alternatives, page V-31, revise the third sentence of the second paragraph 

as follows: 

Specifically, Alternative 2 would reduce the depth of excavation from 40 48 feet 

to 6 10 feet below ground surface and would result in an associated reduction 

in soil export from 210,000 252,000 cubic yards to 46,000 76,700 cubic yards. 

Section V, Alternatives, page V-32, revise the third sentence of the second paragraph 

as follows: 

Specifically, excavation under Alternative 2 would extend to a maximum depth 

of approximately 6 10 feet below ground surface and would involve 

approximately 46,000 76,700 cubic yards of exported soil (as compared to the 

Project’s excavation depth of 40 48 feet below ground surface and soil export 

of 210,000 252,000 cubic yards). 
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Section V, Alternatives, page V-40, revise the second sentence of the last paragraph 

as follows: 

This would result in shallower maximum excavation depths under Alternative 2 

(i.e., 6 10 feet below ground surface) than under the Project (i.e., 40 48 feet 

below ground surface). 

Section V, Alternatives, page V-47, revise the first two sentences of the second 

paragraph as follows: 

Alternative 3 would require grading and excavation for the subterranean 

parking, which would extend to a maximum depth of 30 40 feet below ground 

surface (compared to the Project’s proposed excavation depth of 40 48 feet 

below ground surface).  It is estimated that approximately 160,000 210,000 

cubic yards of soil export would be hauled from the Project Site under Alterative 

3 (compared to the estimated 210,000 252,000 cubic yards of export for the 

Project). 

Section V, Alternatives, page V-49, revise the first sentence of the last paragraph as 

follows: 

Under Alternative 3, overall construction activities would be reduced in 

comparison to the Project during the grading, excavation, and foundation 

phases due to the development of one less subterranean parking level, the 

associated reduction in the excavation depth from 40 48 feet to 30 40 feet 

below ground surface, and the associated reduction in soil export from 210,000 

252,000 cubic yards to 160,000 210,000 cubic yards and associated truck 

hauling trips. 

Section V, Alternatives, page V-52, revise the second sentence of the second full 

paragraph as follows: 

As such, the depth of excavation and total soil export under this alternative (i.e.,  

30 40 feet below ground surface and 160,000 210,000 cubic yards, 

respectively) would be less than under the Project (i.e., 40 48 feet below ground 

surface and 210,000 252,000 cubic yards, respectively). 

Section V, Alternatives, page V-54, revise the second sentence of the first full 

paragraph as follows: 
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As such, the depth of excavation and total soil export under this alternative (i.e.,  

30 40 feet below ground surface and 160,000 210,000 cubic yards, 

respectively) would be less than under the Project (i.e., 40 48 feet below ground 

surface and 210,000 252,000 cubic yards, respectively). 

Section V, Alternatives, page V-55, revise the second sentence of the second 

paragraph as follows: 

As previously described, Alternative 3 would eliminate one subterranean 

parking level such that excavation under Alternative 3 would be reduced from 

40 48 feet below ground surface to 30 40 feet below ground surface and soil 

export would be reduced from approximately 210,000 252,000 cubic yards to 

160,000 210,000 cubic yards, which would result in less of a potential to 

encounter contaminated soil, soil gas and/or contaminated groundwater that 

may be present. 

Section V, Alternatives, page V-63, revise the second sentence of the last paragraph 

as follows: 

This would result in shallower maximum excavation depths under Alternative 3 

(i.e., 30 40 feet below ground surface) than under the Project (i.e., 40 48 feet 

below ground surface). 

Section V, Alternatives, page V-69, revise the sixth sentence of the sole paragraph as 

follows: 

With the elimination of one level of subterranean parking under this alternative, 

the excavation depth would be reduced from 40 48 feet below ground surface 

to 30 40 feet below ground surface and the amount of soil export would 

decrease from 210,000 252,000 cubic yards to 160,000 210,000 cubic yards. 

Section V, Alternatives, page V-71, revise the first sentence of the last paragraph as 

follows: 

Under Alternative 4, overall construction activities would be reduced in 

comparison to the Project during the grading, excavation, and foundation 

phases due to the elimination of one below-grade parking level, the associated 

reduction in the excavation depth from 40 48 feet below ground surface to  

30 40 feet below ground surface, and the associated reduction in soil export 

from 210,000 252,000 cubic yards to 160,000 210,000 cubic yards and 

associated truck hauling trips. 
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Section V, Alternatives, page V-74, revise the first sentence of the last paragraph as 

follows: 

Alternative 4 would include excavation activities in the same areas of 

the Project Site as the Project; however, Alternative 4 would eliminate one level 

of subterranean parking, which would reduce the depth of excavation and total 

soil export under this alternative compared to the Project from 40 48 feet below 

ground surface to 30 40 feet below ground surface and 210,000 252,000 cubic 

yards to 160,000 210,000 cubic yards, respectively). 

Section V, Alternatives, page V-77, revise the first sentence of the second full 

paragraph as follows: 

Alternative 4 would include excavation activities in the same areas of 

the Project Site as the Project; however, this alternative would eliminate one 

subterranean parking level, which would result in a reduction in the depth of 

excavation and total soil export under this alternative (i.e., from 40 48 feet 

below ground surface to 30 40 feet below ground surface and 210,000 252,000 

cubic yards to 160,000 210,000 cubic yards, respectively). 

Section V, Alternatives, page V-78, revise the second sentence of the second full 

paragraph as follows: 

As previously described, Alternative 4 would eliminate one subterranean 

parking level such that excavation under Alternative 4 would be reduced from 

40 48 feet below ground surface to 30 40 feet below ground surface and soil 

export would be reduced from approximately 210,000 252,000 cubic yards to 

160,000 210,000 cubic yards, which would result in less of a potential to 

encounter contaminated soil, soil gas, and/or contaminated groundwater that 

may be present. 

Section V, Alternatives, page V-87, revise the second sentence of the last paragraph 

as follows: 

This would result in shallower maximum excavation depths under Alternative 4 

(i.e., 30 40 feet below ground surface) than under the Project (i.e., 40 48 feet 

below ground surface). 
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VI.  Other CEQA Considerations 

Section VI, Other CEQA Considerations, page VI-23, revise the fourth sentence in the 

first full paragraph as follows: 

The Project would include grading and excavation for the subterranean 

parking, which would extend to a maximum depth of 40 48 feet below ground 

surface, except for the construction of Building C within the Carlton Lot which 

would require excavation to a depth of 20 feet to 25 feet. 

Section VI, Other CEQA Considerations, page VI-25, revise the second sentence of 

the last paragraph as follows: 

Construction activities for the Project would include excavations approximately 

40 48 feet below ground surface for the proposed subterranean parking 

garage. 

Section VI, Other CEQA Considerations, page VI-35, revise the first full sentence on 

the page as follows:1 

The Project’s estimated solid waste disposal of 1,001 net tons per year 

represents approximately 0.008 0.001 percent of the remaining capacity 

(132.58 75.81 million tons) at the County’s Class III landfills that serve the City. 

B.  Effect of Corrections and Revisions 

CEQA Guidelines Section 15088.5 requires that an EIR which has been made 

available for public review, but not yet certified, be recirculated whenever significant new 

information has been added to the EIR.  The entire document need not be circulated if 

revisions are limited to specific portions of the document. 

The relevant portions of CEQA Guidelines Section 15088.5 read as follows: 

(a) A lead agency is required to recirculate an EIR when significant new 

information is added to the EIR after public notice is given of the 

availability of the draft EIR for public review under Section 15087 

but before certification. As used in this section, the term 

“information” can include changes in the project or environmental 

 

1  Note that for this revision, the original 0.008 in the text was incorrect and should have been 0,0008. 
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setting as well as additional data or other information. New 

information added to an EIR is not “significant” unless the EIR is 

changed in a way that deprives the public of a meaningful 

opportunity to comment upon a substantial adverse environmental 

effect of the project or a feasible way to mitigate or avoid such an 

effect (including a feasible project alternative) that the project’s 

proponents have declined to implement. “Significant new 

information” requiring recirculation include, for example, a 

disclosure showing that: 

(1) A new significant environmental impact would result from the 

project or from a new mitigation measure proposed to be 

implemented. 

(2) A substantial increase in the severity of an environmental 

impact would result unless mitigation measures are adopted 

that reduce the impact to a level of insignificance. 

(3) A feasible project alternative or mitigation measure 

considerably different from others previously analyzed would 

clearly lessen the environmental impacts of the project, but the 

project’s proponents decline to adopt it. 

(4) The draft EIR was so fundamentally and basically inadequate 

and conclusory in nature that meaningful public review and 

comment were precluded. (Mountain Lion Coalition v. Fish and 

Game Com. (1989) 214 Cal.App.3d 1043) 

(b) Recirculation is not required where the new information added to 
the EIR merely clarifies or amplifies or makes insignificant 
modifications in an adequate EIR. 

The information contained in this section of the Final EIR clarifies, amplifies, or refines 

information in the Draft EIR but does not make any changes that would meet the definition 

of “significant new information” as defined above.  The information added to the Draft EIR 

does not change the Draft EIR in a way that deprives the public of a meaningful opportunity 

to comment upon a new or substantially increased significant environmental effect of the 

Project or disclose a feasible alternative or mitigation measure the Applicant has declined to 

adopt.  As provided by the discussion below, the revisions, clarifications, and corrections to 

the Draft EIR would not result in new significant impacts or substantially increase any impact 

already identified in the Draft EIR. 
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The primary revision to the Draft EIR is the increased excavation depth and export 

amounts in response to public comments.  However, as demonstrated in the revisions and 

corrections above, these changes do not result in a new or substantially more severe impact 

than those previously identified in the Draft EIR.  Specifically, as it relates to air quality, as 

shown in Appendix FEIR-4, the resulting changes to the air quality calculations are so 

minimal they would not affect the tables, no revisions to the pollutant concentrations 

disclosed in the Draft EIR are required. Additionally, as it relates to noise, as shown in the 

revisions and corrections above, the resulting noise level changes are marginal, and in some 

cases decrease, such that there is no new or substantially more severe impact than those 

previously identified in the Draft EIR.  The additional analysis of the B Line subway tunnel 

also demonstrates the on-site vibration impacts to the Metro B Line subway tunnel structure 

would be less than significant. 

There are three additional substantive revisions; however these would not result in 

new significant impacts or increase any impact identified in the Draft EIR.  First, as discussed 

in Response to Comment No. 5-17 in Section II, Responses to Comments, of this Final EIR, 

although not required because the Project would not result in significant health risk impacts, 

the Applicant has committed to the use of Tier 4 equipment during construction.  This is now 

included in the Project as a project design feature.  Second is the additional measure added 

to the Project’s Construction Traffic Management Plan which has been added in response to 

a request from Metro as part of their public comment letter. This is being added in direct 

response to public comment and would be beneficial to the Project.  Lastly is the revision to 

landfill capacity open to the City.  As shown in the revisions, the Project would still result in 

only a nominal percentage of the remaining daily disposal capacity at the County’s Class III 

landfills.  

The remaining corrections provided above are limited to typographical errors and 

minor revisions or modifications to bolster existing mitigation that do not constitute new 

information.  Overall, these additions and corrections would not result in new significant 

impacts or increase the impacts of the Project. 

Based on the above, the revisions, clarifications, and corrections to the Draft EIR and 

the modifications to the Project do not result in any new significant impacts or a substantial 

increase in an impact already identified in the Draft EIR or disclose a feasible alternative or 

mitigation measure the Applicant has declined to adopt.  The revisions to the Draft EIR clarify, 

amplify, or refine the information in the Draft EIR.  Thus, none of the conditions in CEQA 

Guidelines Section 15088.5 are met and recirculation of the Draft EIR is not required. 

 


