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Executive Summary 
The purpose of this Local Transportation Study (LTS) is to evaluate how the proposed Pheasant Hill 
Multi-Family project (the “Project”) will affect the surrounding local transportation network, as well as 
to determine if additional transportation improvements will be needed. 
 
The project site is located along the south side of Guajome Street just west of the existing Sprinter 
light rail line in the City of Vista. The Project is proposing to construct 183 multi-family dwelling units, 
including three four-story buildings with covered parking and one three-story building. Additional 
surface level parking would be provided throughout the site.  
 
Pedestrian access to the site will be provided via a new sidewalk located on both sides of the new 
driveway. As part of the Project features, the Project will construct additional sidewalks along 
Guajome Street, specifically at the following locations: 
 

• Construct sidewalk on the north side of Guajome Street/Lado De Loma Drive, between 201 
Guajome Street and Eddie Drive. 

• Southern side of Guajome Street, between the Project’s western property line and Mercantile 
Street, including a temporary asphalt sidewalk between the eastern rail road right-of-way and 
Mercantile Street. The construction of this portion of the sidewalk will require CPUC approval 
via the GO-88B Modification of an existing Rail Crossing process, which the applicant is 
working on submitting to the City and the CPUC. 
 
SANDAG is currently in the preliminary design stage of the Inland Rail Trail (IRT) along the 
railroad tracks in this area. The IRT will intersect with the Project’s proposed sidewalk. Based 
upon review of the preliminary design for the Inland Rail Trail, the sidewalk proposed by the 
Project will complement the Inland Rail Trail and would not conflict with SANDAG’s plan. 

 
Access to the Project will be provided via a new full-access side-street stop-controlled driveway along 
the south side of Guajome Street. Based on a queuing analysis conducted using VISSIM, a 
microsimulation software, and a site meeting conducted on November 11, 2021 with staff from City 
of Vista, California Public Utility Commission (CPUC), North County Transit District (NCTD), SANDAG, 
and the Project engineers, it was determined that the new driveway would be located approximately 
70 feet west of the existing Sprinter light rail line. Queuing discussion is provided in Section 6. 
 
 
For a conservative analysis and to allow flexibility for potential minor land use changes, this LTS 
assumes a total of 185 dwelling units. 
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Local Transportation Study Summary 
This section provides a discussion of the findings from the LTS prepared per the City of Vista 
Transportation Impact Analysis Guidelines (TIAG). Detailed analyses are available in Chapters 3, 4, 
and 5. 
 

Roadway Segment 

Table ES.1 displays the roadway segment level of service (LOS) results for each of the study 
scenarios analyzed. 
 

Table ES.1 -  Summary of Roadway Segment LOS Analyses Results 

Roadway Segment 
Level of Service 

E E+P NT NT+P HY HY+P 

Lado De Loma 
Drive 

Vista Village Drive to 
Guajome Street 

Under 
Capacity 

Under 
Capacity 

Under 
Capacity 

Under 
Capacity C D 

Guajome 
Street 

Lado De Loma Drive to 
Project Driveway 

Under 
Capacity 

Under 
Capacity 

Under 
Capacity 

Under 
Capacity A B 

Guajome 
Street 

Project Driveway to 
South Santa Fe Avenue 

Under 
Capacity 

Under 
Capacity 

Under 
Capacity 

Under 
Capacity A B 

Source: CR Associates (2022) 
Notes: 
E = Existing Conditions; E+P = Existing with Project Conditions. 
NT = Near-Term Year 2023 Base Conditions; NT+P = Near-Term Year 2023 Base with Project Conditions. 
HY = Horizon Year 2030 Base Conditions; HY+P = Horizon Year 2030 Base with Project Conditions. 
 
With the implementation of the Project, all study roadway segments are projected to operate under 
capacity or at acceptable LOS D or better under the various study scenarios. 
 
Intersection 

Table ES.2 displays the intersection LOS results for each of the study scenarios analyzed. 
 

Table ES.2 -  Summary of Intersection LOS Analyses Results 

ID Intersection Peak 
Hour 

Level of Service 

E E+P NT NT+P HY HY+P 

1 Vista Village Drive & Lado De Loma Drive 
AM C C C C C C 
PM C C C C D D 

2 Lado De Loma Drive & Guajome Street  
AM A A A A A A 
PM A A A A A A 

3 South Santa Fe Avenue & Guajome Street 
AM A A A A A A 
PM A A A A B B 

4 Project Driveway & Guajome Street 
AM N/A A N/A A N/A B 
PM N/A B N/A B N/A B 

Source: CR Associates (2022) 
Notes: 
E = Existing Conditions; E+P = Existing with Project Conditions. 
NT = Near-Term Year 2023 Base Conditions; NT+P = Near-Term Year 2023 Base with Project Conditions. 
HY = Horizon Year 2030 Base Conditions; HY+P = Horizon Year 2030 Base with Project Conditions. 
N/A = Not Applicable. 
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With the implementation of the Project, all study intersections are projected to operate at acceptable 
LOS D or better during both the AM and PM peak hours under the various study scenarios. 
 
Determination of the Need for Off-Site Improvements 
Intersection Improvements 

Based upon the LOS analyses results and the significance criteria presented in Section 2.6 of this 
report, the addition of Project traffic would not have any adverse effects on traffic operations at any 
of the study intersections under Existing with Project conditions. Therefore, no intersection 
improvements will be required. 
 
Roadway Segment Improvements 

Based upon the LOS analyses results and the significance criteria presented in Section 2.6 of this 
report, the addition of Project traffic would not have any adverse effects on traffic operations along 
study roadway segments under “with Project” conditions. 
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1.0 Introduction 
The purpose of this Local Transportation Study (LTS) is to evaluate how the proposed Pheasant Hill 
Multi-Family project (the “Project”) will affect the surrounding local transportation network, as well as 
to determine if additional transportation improvements will be needed. 
 

 Project Description 
The project site is located along the south side of Guajome Street just west of the existing Sprinter 
light rail line in the City of Vista. The Project will construct 183 multi-family dwelling units, including 
three four-story buildings with covered parking and one three-story building. Additional surface level 
parking would be provided throughout the site. The Project will construct sidewalks to City of Vista 
standard. Access to the Project will be provided via a full-access side-street stop-controlled driveway 
along the south side of Guajome Street approximately 70 feet west of the existing Sprinter light rail 
line. Figure 1.1 displays the Project’s regional location. Figure 1.2 displays the project site plan. 
 
For a conservative analysis and to allow flexibility for potential minor land use changes, this LTS 
assumes a total of 185 dwelling units. 
 

 Project Improvements 
The Project will include the improvements or construction of the following facilities as project 
features: 
 
Project Driveway 

 Project Driveway & Guajome Street – This driveway will be on the south side of Guajome Street 
approximately 70 feet west of the existing Sprinter light rail line. This driveway will operate as a 
side-street stop-controlled intersection with Guajome Street as the uncontrolled approach and 
the driveway as the stop-controlled approach. This driveway will include one inbound lane and 
one outbound lane.  

 
Off-Site Improvements 

Prior to the approval of the Project’s improvement plans, the Project shall, to the satisfaction of the 
City Engineer, coordinate with City’s staff, CPUC, and NCTD to obtain approval of a GO-88B for the 
following features: 

a. A westbound left-turn pocket into the Project 
b. A sidewalk located on the southern side of Guajome Street, between the western property 

line and Mercantile Street, including a temporary asphalt sidewalk between the eastern rail 
road right-of-way and Mercantile Street. 
 

Prior to the issuance of the occupancy permit for the Project, the Project shall take the following 
steps, each to the satisfaction of the City Engineer: 

 
1. Construct sidewalk on the north side of Guajome Street/Lado De Loma Drive, between 201 

Guajome Street and Eddie Drive. 
2. Construct sidewalk on the south side of Guajome Street, between the Project’s western 

property line and Mercantile Street, including a temporary asphalt sidewalk between the 
eastern rail road right-of-way and Mercantile Street. 

3. Construct street improvements and westbound left-turn pocket per the Project’s approved 
site plan. 
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Due to uncertainty regarding the final design of the Inland Rail Trail along Guajome Street by 
SANDAG, the Project is not assuming connection to the Inland Rail Trail from the sidewalks along 
Guajome Street. However, where feasible, the Project applicant will coordinate with SANDAG to 
ensure that the proposed sidewalk under step 2 does not conflict with SANDAG’s design for the 
Inland Rail Trail. 
 
Bicycle Facilities 

No changes to the bicycle network are proposed. 
 
Transit Facilities 

No changes to the transit network are proposed. 
 

 Project Trip Generation, Distribution, and Assignment 
Project Trip Generation 

Project trip generation estimates were derived utilizing the trip generation rates outlined in 
SANDAG’s (Not So) Brief Guide of Vehicular Traffic Generation Rates for The San Diego Region 
(2002). Although the Project’s current site plan proposes 183 multi-family dwelling units, for a 
conservative analysis and to allow flexibility for potential minor land use changes, this LTS assumed 
a total of 185 dwelling units instead. Table 1.1 displays the anticipated trip generation as studied in 
this LTS and Table 1.2 displays the anticipated trip generation for the current site plan. 
 
As shown in Table 1.1, the Project as studied in this LTS would generate a total of 1,110 daily trips, 
with 89 occurring in the AM peak Hour (18 inbound, 71 outbound) and 100 occurring in the PM peak 
hour (70 inbound, 30 outbound). Whereas the current site plan would generate a total of 1,098 daily 
trips, with 88 occurring in the AM peak Hour (18 inbound, 70 outbound) and 99 occurring in the PM 
peak hour (69 inbound, 30 outbound). Therefore, the trip generation as studied in the LTS provides a 
more conservative analysis from a trip generation perspective. 
 
Project Trip Distribution 

The trip distribution for the Project was developed based on the geographical location of the Project, 
as well as the characteristics of the proposed and surrounding land uses. Figure 1.3 displays the 
project trip distribution pattern for the Project. 
 
Project Trip Assignment 

Based on the project trip distribution pattern, daily and AM/PM peak hour project trips were 
assigned to the surrounding roadway network. Figure 1.4 displays the project trip assignment for the 
Project. 
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Table 1.1 - Project Trip Generation - LTS 

Land Use Units Trip Rate ADT 
AM Peak Hour PM Peak Hour 

% Trips Split In Out % Trips Split In Out 
Multi-Family Residential 
(More Than 20 DU/Acre) 185 DU 6/DU 1,110 8% 89 2:8 18 71 9% 100 7:3 70 30 

Source: (Not So) Brief Guide of Vehicular Traffic Generation Rates for the San Diego Region (2002) 
 

Table 1.2 - Project Trip Generation – Current Site Plan 

Land Use Units Trip Rate ADT 
AM Peak Hour PM Peak Hour 

% Trips Split In Out % Trips Split In Out 
Multi-Family Residential 
(More Than 20 DU/Acre) 183 DU 6/DU 1,098 8% 88 2:8 18 70 9% 99 7:3 69 30 

Source: (Not So) Brief Guide of Vehicular Traffic Generation Rates for the San Diego Region (2002) 
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 Project Study Area 
Based on the criteria outlined in the City of Vista Transportation Impact Analysis Guidelines (TIAG) 
(December 2020) and the project trip assignment, the following two (2) roadway segments and four 
(4) intersections were analyzed in this study: 
 
Roadway Segments 

 Lado De Loma Drive, between Vista Village Drive and Guajome Street 
 Guajome Street, between Lado De Loma Drive and South Santa Fe Avenue 

 
After implementation of the Project, the study roadway segments will be divided as follows: 

 Lado De Loma Drive, between Vista Village Drive and Guajome Street 
 Guajome Street, between Lado De Loma Drive and Project Driveway 
 Guajome Street, between Project Driveway and South Santa Fe Avenue 

 

Intersections 

1. Vista Village Drive & Lado De Loma Drive (Signalized) 
2. Lado De Loma Drive & Guajome Street (All-way stop-controlled) 
3. South Santa Fe Avenue & Guajome Street (Roundabout) 
4. Project Driveway & Guajome Street (Side-street stop-controlled)1 

 
1 Intersection provides project access and does not currently exist; therefore, it is only analyzed under “with Project” scenarios. 

 
Figure 1.5 displays the project study roadway segments and intersections. 
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 Report Organization 
Following this introductory chapter, the report is organized into the following chapters: 
 

2.0 Analysis Methodology – This chapter reviews the methods utilized to evaluate the 
Project’s effect on the local transportation network, as is required in the City of Vista TIAG 
for an LTS. 
 

3.0 Existing Conditions – This chapter provides a qualitative description of the transportation 
facilities and services located within the project study area including roadway, active 
transportation, and transit facilities. This chapter also evaluates the traffic operational 
conditions for the existing transportation network. LOS analyses and results are provided 
for both Existing and Existing with Project conditions. 

 
4.0 Near-Term Year 2023 Conditions – This chapter describes near-term developments 

anticipated to add traffic to the project study area by year 2023, the Project’s opening 
year. These projects are included in the Near-Term Year 2023 Base conditions. LOS 
analyses and results are provided for both Near-Term Year 2023 Base and Near-Term 
Year 2023 Base with Project conditions. Recommended improvements as a result of the 
Project are also identified, if necessary. 

 
5.0 Horizon Year 2030 Conditions – This chapter describes projected long-range future 

conditions of the transportation network within the study area. Recommended 
improvements as a result of the Project are also identified, if necessary.  

 
6.0 Site Access & Parking – This chapter addresses access to the project site and evaluates 

the amount of parking that will be provided on-site.  



 Pheasant Hill Multi-Family 
DRAFT Local Transportation Study 

 

 
 

Page 11 
 

2.0 Analysis Methodology 
This LTS was performed in accordance with the standards and requirements identified in the City of 
Vista TIAG. The project information form (PIF) is included in Appendix A. 
 

 Analysis Guidelines 
The City of Vista TIAG provides standards and thresholds to determine the effect a land development 
project will have on the local transportation network through an LTS. Although an LTS is not required 
to satisfy California Environmental Quality Act (CEQA) requirements, it is required for projects that 
generate more than 400 ADT. An LTS helps to provide the project applicant and the City of Vista an 
understanding of how the local transportation network will operate with the implementation of the 
Project. Additionally, the LTS identifies facilities that may require improvement(s) to address issues 
related to operations and safety for all transportation modes (vehicle, pedestrian, bicycle, and 
transit). 
 

 Level of Service (LOS) Definition 
LOS is a quantitative measure describing operational conditions within a traffic stream, and the 
motorist’s and/or passengers’ perception of operations. A LOS definition generally describes these 
conditions in terms of such factors as delay, speed, travel time, freedom to maneuver, interruptions 
in traffic flow, queuing, comfort, and convenience. Table 2.1 describes generalized definitions of the 
various LOS categories (A through F) as applied to roadway operations. 
 

Table 2.1 - LOS Definitions 

LOS 
Category Definition of Operation 

A 
This LOS represents a completely free-flow condition, where the operation of vehicles is virtually 
unaffected by the presence of other vehicles and only constrained by the geometric features of 
the highway and by driver preferences. 

B 
This LOS represents a relatively free-flow condition, although the presence of other vehicles 
becomes noticeable. Average travel speeds are the same as in LOS A, but drivers have slightly 
less freedom to maneuver. 

C At this LOS, the influence of traffic density on operations becomes marked. The ability to 
maneuver within the traffic stream is clearly affected by other vehicles. 

D At this LOS, the ability to maneuver is notably restricted due to traffic congestion, and only minor 
disruptions can be absorbed without extensive queues forming and the service deteriorating. 

E 
This LOS represents operations at or near capacity. LOS E is an unstable level, with vehicles 
operating with minimum spacing for maintaining uniform flow. At LOS E, disruptions cannot be 
dissipated readily thus causing deterioration down to LOS F. 

F 
At this LOS, forced or breakdown of traffic flow occurs, although operations appear to be at 
capacity, queues form behind these breakdowns. Operations within queues are highly unstable, 
with vehicles experiencing brief periods of movement followed by stoppages. 

Source: Highway Capacity Manual 6th Edition 
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 Roadway Segment LOS Standards and Thresholds 
Roadway segment LOS standards and thresholds provide the basis for analysis of arterial roadway 
segment performance. The analysis of roadway segment LOS is based on the functional 
classification of the roadway, the maximum capacity, roadway geometrics, and existing or forecast 
ADT volumes. The City of Vista General Plan establishes a goal of LOS D for all City streets except for 
within areas designated for mixed-use development, or areas designated to be more 
bicycle/pedestrian friendly. If the existing LOS is D or worse, preservation of the existing LOS must be 
maintained, or acceptable improvements must be identified. Table 2.2 presents the City of Vista 
roadway segment LOS standards and ADT thresholds which were utilized to analyze study roadway 
segments. 
 

Table 2.2 - Circulation Element Roadway Classifications – Capacity and LOS 

Street Classification 
LOS 

A B C D E 
6-Lane Prime Arterial < 36,000 < 42,000 < 48,000 < 54,000 < 60,000 
6-Lane Urban Major < 30,000 < 35,000 < 40,000 < 45,000 < 50,000 
4-Lane Major Arterial < 24,000 < 28,000 < 32,000 < 36,000 < 40,000 

4-Lane Collector < 15,000 < 17,500 < 20,000 < 22,500 < 25,000 
2-Lane Collector with TWLTL < 9,000 < 10,500 < 12,000 < 13,500 < 15,000 

2-Lane Collector < 5,280 < 6,160 < 7,040 < 7,920 < 8,800 
2-Lane Semi-Rural1 - - - - < 7,900 

Source: City of Vista TIAG (December 2020) 
Notes: 
TWLTL = Two Way Left-Turn Lane (or striped center median). 
1 Semi-Rural Streets: Capacities identified are the maximum recommended volumes to maintain this classification. If volumes exceed this 
capacity, either a classification modification should be considered or measures should be taken to reduce through traffic. 
 

 Peak Hour Intersection LOS Standards and Thresholds 
This section presents the methodologies used to perform peak hour intersection capacity analysis at 
the signalized and unsignalized intersections within the study area. The following assumptions were 
utilized in conducting all intersection LOS analyses: 

 Peak Hour Factor (PHF) – PHF was calculated from June 2021 and November 2021 peak 
hour intersection count data, included in Appendix B, and utilized for Existing and Near-Term 
analysis. A PHF of 0.95 or existing PHF (whichever is greater) was used for Horizon Year 
conditions. 

 
 Signal Timing – Used traffic signal timing/phasing plans provided by the City of Vista (July 

2021). Existing signal timings are provided in Appendix C. Signal timing was optimized under 
Horizon Year conditions. 

 
 Heavy Truck Percentage – A 2% truck percentage was assumed for all scenarios. 

 
 Lane Utilization Factor – No unusual lane utilization was observed in the field; therefore, 

HCM 6th Edition defaults were used for all scenarios 
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2.4.1 Signalized Intersections 
The analysis of signalized intersections utilized the operational analysis procedure as outlined in the 
Highway Capacity Manual (HCM) 6th Edition Chapter 19 signalized intersection analysis 
methodology. This method defines LOS in terms of delay, or more specifically, average stopped delay 
per vehicle. Delay is a measure of driver and/or passenger discomfort, frustration, fuel consumption 
and lost travel time. This technique uses 1,900 vehicles per hour per lane (VPHPL) as the maximum 
saturation volume of an intersection. This saturation volume is adjusted to account for lane width, 
on‐street parking, pedestrians, traffic composition (i.e., percentage trucks) and shared lane 
movements (i.e., through and right‐turn movements originating from the same lane). The LOS criteria 
used for the analysis of signalized intersections are described in Table 2.3, identifying the thresholds 
of control delays and the associated LOS. The computerized analysis of intersection operations was 
performed utilizing the Synchro Version 10 traffic analysis software by Trafficware Ltd. 
 

Table 2.3 - Signalized Intersection LOS Operation Analysis Method 

Average Stopped 
Delay Per Vehicle 

(Seconds) 
LOS Characteristics 

<10 
LOS A describes operations with very low delay. This occurs when progression is 
extremely favorable, and most vehicles do not stop at all. Short cycle lengths may also 
contribute to low delay. 

>10– 20 LOS B describes operations with generally good progression and/or short cycle lengths. 
More vehicles stop than for LOS A, causing higher levels of average delay. 

>20 – 35 

LOS C describes operations with higher delays, which may result from fair progression 
and/or longer cycle lengths. Individual cycle failures may begin to appear at this level. 
The number of vehicles stopping is significant at this level, although many still pass 
through the intersection without stopping. 

>35– 55 
LOS D describes operations with high vehicle delay, resulting from some combination of 
unfavorable progression, long cycle lengths, or high vehicle volumes. The influence of 
congestion becomes more noticeable, and individual cycle failures are noticeable. 

>55 – 80 LOS E is considered the limit of acceptable delay. Individual cycle failures are frequent 
occurrences. 

>80 

LOS F describes a condition of excessively high vehicle delay, considered unacceptable 
to most drivers. This condition often occurs when arrival flow rates exceed the LOS D 
capacity of the intersection. Poor progression and long cycle lengths may also be major 
contributing causes to such delay. 

Source: Highway Capacity Manual 6th Edition 
 

2.4.2 Unsignalized Intersections 
Unsignalized intersections were analyzed using the Highway Capacity 6th Edition side-street stop 
(Chapter 20), all-way stop (Chapter 21), and roundabout (Chapter 22) intersection analysis 
methodology. The computerized analysis of intersection operations was performed utilizing the 
Synchro Version 10 traffic analysis software by Trafficware Ltd.  
 
LOS was determined as follows: 

 Side-street stop intersections – Reported for the worst-case approach. 
 All-way stop controlled intersections – Reported for the average of all approaches. 
 Roundabout – Reported for the worst-case approach. 
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The LOS criteria used for the analysis of unsignalized intersections are described in Table 2.4. 
 

Table 2.4 - LOS Criteria for Stop-Controlled Unsignalized Intersections 

Average Stopped Delay Per Vehicle (Seconds) LOS Characteristics 

0 – 10 A 

> 10 – 15 B 

> 15 – 25 C 

> 25 – 35 D 
> 35 – 50 E 

> 50 F 
Source: Highway Capacity Manual 6th Edition 

 
 Determination of Project Study Area 

Per the City of Vista TIAG, the project study area should include the following facilities: 
 
Vehicle 

All signalized and unsignalized project driveways shall be analyzed as well as any other intersections 
at the discretion of the City Traffic Engineer. Freeway ramp intersections should also be analyzed if 
the project will add 20 or more peak hour (new trips) trips in either direction. 
 
Pedestrian 

An assessment of existing pedestrian facilities for the following extents: 

 Pedestrian facilities directly connected to project access points and adjacent to the project 
development, extending in each direction to the nearest intersection with a classified 
roadway or connection with a Class I bike path. 

 Pedestrian facilities connecting to transit stops within two blocks of the project. 
 
Bicycle 

Discussion of existing and planned bicycle infrastructure including any opportunities or deficiencies 
such as bike lanes, bike buffers, or other bike facilities. The extents are as follows: 

 All roadways adjacent to the project, extending in each direction to the nearest intersection 
with a classified roadway or with a Class I bike path. 

 Both directions of travel should be evaluated. 
 
Transit 

Identify, discuss, and evaluate existing and planned transit stops or routes located within ½ mile of 
each pedestrian access point. 
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 Improvement Thresholds 
Per the City of Vista TIAG, the Project will need to implement improvements to an intersection when 
one of the following occurs: 

 Under either the Existing with Project and Near-Term Year 2023 with Project scenarios, 
addition of the project traffic results in a service from LOS D or better to LOS E or F. Under 
this condition, the project is responsible for improvements necessary to restore the 
intersection to LOS D conditions or better. 

 
 Under either the Existing with Project and Near-Term Year 2023 with Project scenarios, an 

intersection is operating at LOS E or F under the no-project scenario and the project adds 
more than an additional two seconds of average vehicle delay. Under this condition, the 
project is responsible for improvements to restore the intersection LOS to pre-development 
conditions or better. 

 
 Under the longer-range cumulative conditions, if the addition of project traffic results in a 

service drop from LOS D or better to LOS E or F, or if an intersection is operating at LOS E or 
F and the project contributes to the average vehicle delay (regardless of time), the project is 
determined to have a cumulative impact. Under this condition, the project applicant is 
responsible for mitigating the intersection LOS to pre-development conditions or better. 
Identified cumulative transportation related impacts can be mitigated by participation in the 
City of Vista’s Impact Fees for Arterials Streets and Traffic Signals Program. 
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3.0 Existing Conditions 
This chapter provides a qualitative description of the existing transportation network facilities within 
the project study area. This includes vehicular, pedestrian, bicycle, and transit facilities. Additionally, 
this chapter provides an analysis of the existing vehicular traffic operations along study roadway 
segments and intersections. 
 

 Vehicular Facilities 
Descriptions of all study roadway facilities are provided in Table 3.1. Existing physical characteristics 
of roadway segments within the project study area were collected via field work, as well as street-
level (Google StreetView) and aerial (Nearmap) imagery. 
 

 Pedestrian Facilities 
Table 3.2 summarizes pedestrian facilities to the extents required per the City of Vista TIAG, 
presented previously in Section 2.5, including existing substandard or missing pedestrian facilities 
(e.g., missing sidewalks and curb ramps, narrow sidewalks, other major obstructions). 
 
As shown in Table 3.2, within the project study area there are some missing segments of sidewalk 
along Guajome Street and Lado De Loma Drive. Additionally, curb ramps were observed to be 
missing at all corners of the intersection of Lado De Loma Drive & Guajome Street. 
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Table 3.1 - Existing Transportation Network Characteristics 

Roadway Segment # of Lanes Median 
Type 

Posted 
Speed Limit Parking Sidewalk? Bike 

lanes? 
Transit 
Route 

Lado De 
Loma Drive 

Vista Village Drive 
to Guajome Street 1 EB / 1 WB Undivided 25 Parallel 

(Intermittently) 
Contiguous on the north side, between Vista 
Village Drive and Eddie Drive None None 

Guajome 
Street 

Lado De Loma 
Drive to South 
Santa Fe Avenue 

1 EB / 1 WB Undivided 25 
EB: Prohibited 
WB: Parallel 

(Intermittently) 

Contiguous on the north side between Project 
Driveway and South Santa Fe Avenue. 
Contiguous on the south side from Mercantile 
Street to South Santa Fe Avenue. 

None None 

Source: CR Associates (2022) 
 

Table 3.2 - Pedestrian Facilities and Conditions 

Roadway Segment 
North/East Side South/West Side 

Type Conditions Type Conditions 

Lado De 
Loma Drive 

Eddie Drive to 
Guajome Street None N/A None N/A 

Lado De 
Loma Drive 

South of Guajome 
Street None N/A None N/A 

Guajome 
Street 

Lado De Loma Drive to 
Project Driveway None N/A None N/A 

Guajome 
Street 

Project Driveway to 
South Santa Fe Avenue Contiguous Unobstructed, approximately 

12 feet wide 
Contiguous 

(Intermittently) 
Sidewalk only present east of 

Mercantile Street 

South Santa 
Fe Avenue 

Oceanview Drive to 
Guajome Street 

Non-contiguous Unobstructed, approximately 
12 feet wide 

Non-contiguous Unobstructed, approximately 
12 feet wide 

South Santa 
Fe Avenue 

Guajome Street to 
Terrace Drive 

Non-contiguous Unobstructed, approximately 
12 feet wide 

Non-contiguous Unobstructed, approximately 
12 feet wide 

Source: CR Associates (2022) 
Note: 
N/A = Not Applicable 
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 Bicycle Facilities 
Table 3.3 summarizes bicycle facilities to the extents required per the City of Vista TIAG, presented 
previously in Section 2.5, including existing bicycle facilities and substandard or missing facilities 
(e.g., bike lane gaps, obstructions). Planned bicycle facilities, per the City of Vista Bicycle Master Plan 
(January 2015), are also identified. 
 
As shown in Table 3.3, there are no existing or planned bicycle facilities along Guajome Street and 
bicycle facilities along South Santa Fe Avenue are built to their ultimate classification. It should be 
noted that the Inland Rail Trail, a 21-mile Class I separated bikeway project that will run from 
Oceanside to Escondido, proposes to be construct a segment of the bikeway parallel to South Santa 
Fe Avenue. The Inland Rail Trail will provide direct access to the Sprinter stations along its alignment. 
 

 Transit Facilities 
NCTD Bus Routes 305 and 334 (described below) operate within a ½ mile radius of the Project. 
Detailed NCTD Route information is provided in Appendix D. 

 NCTD Bus Route #305 – (Escondido to Vista via Mission Road & South Santa Fe Avenue) – 
Within the Project vicinity, this route operates primarily on South Santa Fe Avenue and 
connects to Vista Transit Center and Escondido Transit Center. On weekdays, this route 
operates with a frequency of approximately 30-minute headways between the hours of 4:19 
AM and 10:54 PM and followed by one additional service approximately 60 minutes later. 
During the weekend, this route operates with a frequency of approximately 30-minute 
headways between the hours of 5:15 AM and 9:54 PM and followed by one additional 
service approximately 60 minutes later. It should be noted that this route offers services 
during the holidays. 

 
 NCTD Bus Route #334 – (Vista Circulator) – Within the Project vicinity, this route operates 

primarily along South Santa Fe Avenue as part of a clockwise loop throughout the City of 
Vista. On weekdays, this route operates with a frequency of 30 to 60-minute headways 
between 4:36 AM to 8:02 PM. On Saturdays, this route operates with a frequency of 30 to 
60-minute headways between 5:36 AM to 6:33 PM. This route does not operate on Sundays 
or during the holidays. 

 
There are no transit stops located along project frontage. The closest transit stops (within ½ mile 
radius of the Project) include four (4) bus stops along South Santa Fe Avenue and two (2) Sprinter 
stations. Table 3.4 displays the transit amenities at these transit stops. 
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Table 3.3 - Bicycle Facilities and Conditions 

Roadway Segment 
Existing 

Ultimate Classification 
Facility Conditions 

Guajome Street Lado De Loma Drive to 
South Santa Fe Avenue None N/A No bicycle facility 

South Santa Fe 
Avenue 

Oceanview Drive to 
Guajome Street 

Class III 
Bike Route 

Unobstructed with paved sharrows 
and posted “bike route” signs 

Class III 
Bike Route  

South Santa Fe 
Avenue 

Guajome Street to 
Terrace Drive 

Class III 
Bike Route 

Unobstructed with paved sharrows 
and posted “bike route” signs 

Class III 
Bike Route 

Inland Rail Trail 

North Melrose Drive 
(Oceanside) to North 
Pacific Street 
(Escondido) 
 
Phase 1 through 3 are 
completed.  Phase 4 is 
currently planned for 
construction by 2025 
per the SANDAG 2021 
RTP 

Planned N/A Class I 
Multi-Use Path 

Source: City of Vista Bicycle Master Plan (January 2015); CR Associates (2022) 
Note: 
N/A = Not Applicable.
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Table 3.4 - Existing Transit Amenities 

Amenity 

Transit Stop 

South Santa Fe 
Avenue & 
Broadway 

Stop No. 25055 

South Santa Fe 
Avenue & 
Broadway 

Stop No. 25056 

South Santa Fe 
Avenue & 

Terrace Drive 
Stop No. 20693 

South Santa Fe 
Avenue & 

Terrace Drive 
Stop No. 20280 

Vista Center Station Civic Center Station 

NCTD Route 305, 334 305 305 305 Sprinter, 302, 303, 305, 
306, 318, 332, 334 Sprinter only 

Direction of Travel Northbound Southbound Northbound Southbound Northbound/Southbound Northbound/Southbound 
Bus Stop Sign X X X X X X 
ADA Accessible 
Pad X X X X X X 

Bench X X X X X X 
Shelter  X X X X X 
Trash Receptacle  X X X X X 
Lighting X X X X X X 
Bike Rack  X   X X 
System/Route 
Map  X X X X X 

Wayfinding       
Digital Message 
Signs     X X 

Source: CR Associates (2022) 
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 Existing Roadway Network and Traffic Volumes 
Figure 3.1 displays the study area roadway functional classifications and intersection geometrics 
under Existing conditions. It should be noted that the study segments of Guajome Street and Lado 
de Loma Drive are classified as 2-Lane Light Collectors in the Circulation Element. However, the two 
roads currently exist and operate as 2-Lane Semi Rural based on the typical cross section described 
in the City of Vista General Plan. Therefore, this classification will be used in the LOS analysis.  
  
City staff provided historical counts from December 2017 and April 2018. Additionally, traffic counts 
were conducted along the study roadway segments and intersections in June 2021 and November 
2021 by Counts Unlimited, Inc. To ensure that these counts reflect traffic conditions prior to the 
COVID-19 restrictions, a count validation was conducted. When compared to 2017 and 2018 counts, 
2021 counts were generally higher. Therefore, 2021 counts were used as-is, except where 2021 
counts were lower than 2017 or 2018 counts, for which the historical counts were used instead.  
 
Existing and historical traffic counts are provided in Appendix B. Daily traffic and AM/PM peak hour 
turning movement volumes for study roadway segments and intersections are displayed in Figure 
3.2. 
 

 Existing Traffic Conditions 
LOS analyses under Existing conditions were conducted using the methodologies described in 
Chapter 2.0. Roadway segment and intersection LOS analysis results are discussed below. 
 
3.6.1 Roadway Segment Analysis 
Table 3.5 displays the LOS analysis results for the study roadway segments under Existing 
conditions. As shown in the table, all of the study roadway segments currently operate under 
capacity under this scenario. 
 
3.6.2 Intersection Analysis 
Table 3.6 displays intersection LOS and average vehicle delay results for the study intersections 
under Existing conditions. LOS calculation worksheets are provided in Appendix E. As shown in the 
table, all of the study intersections currently operate at acceptable LOS C or better during both the 
AM and PM peak hours under this scenario. 
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Figure 3.2
Traffic Volumes - Existing Conditions
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Table 3.5 - Roadway Segment LOS Results – Existing Conditions 

Roadway Segment Functional 
Classification 

Roadway 
Capacity 

Daily 
Volume V/C LOS 

Lado De 
Loma Drive 

Vista Village Drive 
to Guajome Street 

2-Lane 
Semi-Rural1 

7,900 5,263 0.666 Under 
Capacity 

Guajome 
Street 

Lado De Loma 
Drive to South 
Santa Fe Avenue 

2-Lane 
Semi-Rural1 

7,900 4,131 0.523 Under 
Capacity 

Source: CR Associates (2022) 
Note: 
1 2-Lane Semi-Rural was deemed an appropriate functional classification based on the typical cross sections described in the City of Vista 
General Plan. 
 

Table 3.6 - Peak Hour Intersection LOS Results – Existing Conditions 

ID Intersection Peak 
Hour 

Traffic 
Control 

Delay 
(sec/veh) LOS 

1 Vista Village Drive & Lado De Loma Drive/Ford 
Dealership Driveway 

AM 
Signal 

22.9 C 

PM 25.7 C 

2 Lado De Loma Drive & Guajome Street 
AM 

AWSC 
7.6 A 

PM 8.2 A 

3 South Santa Fe Avenue & Guajome Street 
AM 

Roundabout 
5.3 A 

PM 8.0 A 
Source: CR Associates (2022) 

Notes: 
For roundabout intersections, the delay shown is the worst delay experienced by any of the approaches. 
AWSC = All-way stop-controlled intersection. For AWSC intersections, the delay shown is the average delay experienced at all of the 
approaches. 
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 Existing with Project Roadway Network and Traffic 
Volumes 

Functional classifications and intersection geometrics under Existing with Project conditions were 
assumed to be identical to Existing conditions, with the exception of the new project driveway 
discussed previously in Section 1.2. It should be noted that the Project will construct sidewalks to 
City of Vista standards. However, as analyzed under Existing conditions, due to the existing lack of 
sidewalks off-site Guajome Street and Lado de Loma Drive are assumed to maintain a functional 
classification of 2-Lane Semi-Rural under this scenario. 
 
Traffic volumes for Existing with Project conditions were derived by adding project trips (as previously 
shown in Figure 1.5) to the Existing conditions traffic volumes (as previously shown in Figure 3.2). 
Daily roadway and peak hour intersection volumes for this scenario are displayed in Figure 3.3. 
 

 Existing with Project Traffic Conditions 
LOS analyses under Existing with Project conditions were conducted using the methodologies 
described in Chapter 2. Roadway segment and intersection LOS analysis results are discussed 
separately below. 
 
3.8.1 Roadway Segment Analysis 
Table 3.7 displays the LOS analysis results for the study roadway segments under Existing with 
Project conditions. As shown in the table, all of the study roadway segments are projected to 
continue to operate under capacity under this scenario. 
 
3.8.2 Intersection Analysis 
Table 3.8 displays intersection LOS and average vehicle delay results for the study intersections 
under Existing with Project conditions. LOS calculation worksheets are provided in Appendix F. As 
shown in the table, all of the study intersections are projected to continue to operate at acceptable 
LOS C or better during both the AM and PM peak hours under this scenario. 
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Table 3.7 - Roadway Segment LOS Results – Existing with Project Conditions 

Roadway Segment Functional 
Classification 

Roadway 
Capacity 

E+P E 
ΔV/C Daily 

Volume V/C LOS Daily 
Volume V/C LOS 

Lado De 
Loma Drive 

Vista Village Drive to 
Guajome Street 

2-Lane 
Semi-Rural1 7,900 5,818 0.736 Under 

Capacity 5,263 0.666 Under 
Capacity 0.070 

Guajome 
Street 

Lado De Loma Drive to 
Project Driveway 

2-Lane 
Semi-Rural1 7,900 4,686 0.593 Under 

Capacity 4,131 0.523 Under 
Capacity 0.070 

Guajome 
Street 

Project Driveway to South 
Santa Fe Avenue 

2-Lane 
Semi-Rural1 7,900 4,686 0.593 Under 

Capacity 4,131 0.523 Under 
Capacity 0.070 

Source: CR Associates (2022) 
Notes: 
E = Existing Conditions; E+P = Existing with Project Conditions. 
1 2-Lane Semi-Rural was deemed an appropriate functional classification based on the typical cross sections described in the City of Vista General Plan. 
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Table 3.8 - Peak Hour Intersection LOS Results – Existing with Project Conditions 

ID Intersection Peak 
Hour 

Traffic 
Control 

E+P E 
Δ 

Delay Delay 
(sec/veh) LOS Delay 

(sec/veh) LOS 

1 Vista Village Drive & Lado De Loma Drive/Ford Dealership 
Driveway 

AM 
Signal 

24.8 C 22.9 C 1.9 
PM 30.6 C 25.7 C 4.9 

2 Lado De Loma Drive & Guajome Street 
AM 

AWSC 
7.9 A 7.6 A 0.3 

PM 8.4 A 8.2 A 0.2 

3 South Santa Fe Avenue & Guajome Street 
AM 

Roundabout 
5.3 A 5.3 A 0.0 

PM 8.3 A 8.0 A 0.3 

4 Project Driveway & Guajome Street 
AM 

SSSC 
9.8 A N/A N/A 9.8 

PM 10.2 B N/A N/A 10.2 
Source: CR Associates (2022) 

Notes: 
E = Existing Conditions; E+P = Existing with Project Conditions. 
For roundabout intersections, the delay shown is the worst delay experienced by any of the approaches. 
AWSC = All-way stop-controlled intersection. For AWSC intersections, the delay shown is the average delay experienced at all of the approaches.  
SSSC = Side-street stop-controlled intersection. For SSSC intersections, the delay shown is the worst delay experienced by any of the approaches. 
N/A = Not Applicable. 
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 Determination of the Need for Off-Site Improvements 
This section identifies the recommended off-site improvements under the Existing with Project 
conditions, consistent with the City of Vista TIAG. 
 
Intersection Improvements 

Based upon the LOS analysis results presented in this section and the significance criteria presented 
in Section 2.6 of this report, the addition of Project traffic would not have any adverse effects on 
traffic operations at any of the study intersections under Existing with Project conditions. Therefore, 
no intersection improvements will be required. 
 
Roadway Segment Improvements 

Based upon the LOS analyses results presented in this section and the significance criteria 
presented in Section 2.6 of this report, the addition of Project traffic would not have any adverse 
effects on traffic operations along study roadway segments under Existing with Project conditions.  
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4.0 Near-Term Year 2023 Conditions 
This section provides an analysis of Year 2023 traffic conditions, the Project’s Opening Year, both 
with and without the Project. The scenarios analyzed in this section include:  

 Near-Term Year 2023 Base 
 Near-Term Year 2023 Base with Project 

 
 Cumulative Projects Traffic 

Given the extents of the project study area, it is unlikely that the traffic generated by cumulative 
projects will travel along the study roadway segments and intersections. Therefore, no traffic 
volumes generated by cumulative projects were added to the existing traffic volumes (shown in 
Figure 3.2). 
 

 Near-Term Year 2023 Base Roadway Network and 
Traffic Volumes 

Study area roadway functional classifications and intersection geometrics under Near-Term Year 
2023 Base conditions were assumed to be identical to Existing conditions, as previously shown in 
Figure 3.1. 
 
In accordance with City of Vista TIAG, traffic volumes under the Near-Term Year 2023 Base 
conditions were developed utilizing an annual growth factor of 1%. Daily roadway and peak hour 
intersection traffic volumes were developed by using the formula below: 
 

Vfuture = Vcurrent (1+g)n 
 
where 
 
Vfuture  = future year projected traffic volume (veh./hr.) 
Vcurrent  = current year traffic volume counts, typically peak hour (veh./hr.) 
g  = average yearly growth factor, expressed as a decimal 
n  = number of years projected out in the future 
 
For the Near-Term Year 2023 Base scenario, the annual growth rate of 1% was utilized over the two 
(2) years between existing traffic volumes (Year 2021) and Near-Term Year 2023. Traffic volume 
growth calculation worksheets are provided in Appendix B. Manual adjustments were also made to 
ensure that traffic volumes along adjacent intersections are reasonably balanced. Daily roadway and 
peak hour intersection volumes for this scenario are displayed in Figure 4.1. 
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Figure 4.1
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 Near-Term Year 2023 Base Traffic Conditions 
LOS analyses under Near-Term Year 2023 Base conditions were conducted using the methodologies 
described in Chapter 2. Roadway segment and intersection LOS analysis results are discussed 
separately below. 
 
4.3.1 Roadway Segment Analysis 
Table 4.1 displays the LOS analysis results for the study roadway segments under Near-Term Year 
2023 Base conditions. As shown in the table, all of the study roadway segments are projected to 
operate under capacity under this scenario. 
 
4.3.2 Intersection Analysis 
Table 4.2 displays intersection LOS and average vehicle delay results for the study intersections 
under Near-Term Year 2023 Base conditions. LOS calculation worksheets are provided in Appendix 
G. As shown in the table, all of the study intersections are projected to operate at acceptable LOS C 
or better under this scenario. 
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Table 4.1 - Roadway Segment LOS Results – Near-Term Year 2023 Base Conditions 

Roadway Segment Functional 
Classification 

Roadway 
Capacity 

Daily 
Volume V/C LOS 

Lado De 
Loma 
Drive 

Vista Village Drive 
to Guajome Street 

2-Lane 
Semi-Rural1 

7,900 5,370 0.680 Under 
Capacity 

Guajome 
Street 

Lado De Loma 
Drive to South 
Santa Fe Avenue 

2-Lane 
Semi-Rural1 

7,900 4,220 0.534 Under 
Capacity 

Source: CR Associates (2022) 
Note: 
1 2-Lane Semi-Rural was deemed an appropriate functional classification based on the typical cross sections described in the City of Vista 
General Plan. 
 

Table 4.2 - Peak Hour Intersection LOS Results – Near-Term Year 2023 Base Conditions 

Intersection Peak Hour Traffic 
Control 

Delay 
(sec/veh) LOS 

1. Vista Village Drive & Lado De Loma 
Drive/Ford Dealership Driveway 

AM 
Signal 

23.8 C 

PM 26.4 C 

2. Lado De Loma Drive & Guajome Street 
AM 

AWSC 
7.6 A 

PM 8.3 A 

3. South Santa Fe Avenue & Guajome Street 
AM 

Roundabout 
5.3 A 

PM 8.1 A 
Source: CR Associates (2022) 

Notes: 
For roundabout intersections, the delay shown is the worst delay experienced by any of the approaches. 
AWSC = All-way stop-controlled intersection. For AWSC intersections, the delay shown is the average delay experienced at all of the 
approaches. 
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 Near-Term Year 2023 Base with Project Roadway 
Network and Traffic Volumes 

Study area roadway functional classifications and intersection geometrics under the Near-Term Year 
2023 Base with Project conditions were assumed to be identical to the Near-Term Year 2023 Base 
conditions, with the exception of the mew project driveway discussed previously in Section 1.2. 
 
Traffic volumes for the Near-Term Year 2023 Base with Project conditions were derived by adding 
project trips (as previously shown in Figure 1.4) to the Near-Term Year 2023 Base traffic volumes (as 
previously shown in Figure 4.1). Daily roadway and peak hour intersection volumes for this scenario 
are displayed in Figure 4.2. 
 

 Near-Term Year 2023 Base with Project Traffic 
Conditions 

LOS analyses under Near-Term Year 2023 Base with Project conditions were conducted using the 
methodologies described in Chapter 2. Roadway segment and intersection LOS analysis results are 
discussed separately below. 
 
4.5.1 Roadway Segment Analysis 
Table 4.3 displays the LOS analysis results for the study roadway segments under Near-Term Year 
2023 Base with Project conditions. As shown in the table, all of the study roadway segments are 
projected to continue to operate under capacity under this scenario. 
 
4.5.2 Intersection Analysis 
Table 4.4 displays intersection LOS and average vehicle delay results for the study intersections 
under Near-Term Year 2023 Base with Project conditions. LOS calculation worksheets are provided 
in Appendix H. As shown in the table, all of the study intersections are projected to continue to 
operate at acceptable LOS C or better during both the AM and PM peak hours under this scenario. 
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Table 4.3 - Roadway Segment LOS Results – Near-Term Year 2023 Base with Project Conditions 

Roadway Segment Functional 
Classification 

Roadway 
Capacity 

NT+P NT 
ΔV/C Daily 

Volume V/C LOS Daily 
Volume V/C LOS 

Lado De 
Loma Drive 

Vista Village Drive to 
Guajome Street 

2-Lane 
Semi-Rural1 7,900 5,925 0.750 Under 

Capacity 5,370 0.680 Under 
Capacity 0.070 

Guajome 
Street 

Lado De Loma Drive to 
Project Driveway 

2-Lane 
Semi-Rural1 7,900 4,775 0.604 Under 

Capacity 4,220 0.534 Under 
Capacity 0.070 

Guajome 
Street 

Project Driveway to South 
Santa Fe Avenue 

2-Lane 
Semi-Rural1 7,900 4,775 0.604 Under 

Capacity 4,220 0.534 Under 
Capacity 0.070 

Source: CR Associates (2022) 
Notes: 
NT = Near-Term Year 2023 Base Conditions; NT+P = Near-Term Year 2023 Base with Project Conditions. 
1 2-Lane Semi-Rural was deemed an appropriate functional classification based on the typical cross sections described in the City of Vista General Plan. 
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Table 4.4 - Peak Hour Intersection LOS Results – Near-Term Year 2023 Base with Project Conditions 

ID Intersection Peak 
Hour 

Traffic 
Control 

NT+P NT 
Δ 

Delay Delay 
(sec/veh) LOS Delay 

(sec/veh) LOS 

1 Vista Village Drive & Lado De Loma Drive/Ford Dealership 
Driveway 

AM 
Signal 

25.8 C 23.8 C 2.0 
PM 31.8 C 26.4 C 5.4 

2 Lado De Loma Drive & Guajome Street 
AM 

AWSC 
7.9 A 7.6 A 0.3 

PM 8.5 A 8.3 A 0.2 

3 South Santa Fe Avenue & Guajome Street 
AM 

Roundabout 
5.4 A 5.3 A 0.1 

PM 8.5 A 8.1 A 0.4 

4 Project Driveway & Guajome Street 
AM 

SSSC 
9.9 A N/A N/A 9.9 

PM 10.3 B N/A N/A 10.3 
Source: CR Associates (2022) 

Notes: 
NT = Near-Term Year 2023 Base Conditions; NT+P = Near-Term Year 2023 Base with Project Conditions. 
For roundabout intersections, the delay shown is the worst delay experienced by any of the approaches. 
AWSC = All-way stop-controlled intersection. For AWSC intersections, the delay shown is the average delay experienced at all of the approaches. 
SSSC = Side-street stop-controlled intersection. For SSSC intersections, the delay shown is the worst delay experienced by any of the approaches. 
N/A = Not Applicable. 
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 Determination of the Need for Off-Site Improvements 
This section identifies the recommended off-site improvements under the Near-Term Year 2023 with 
Project conditions, consistent with the City of Vista TIAG. 
 
Intersection Improvements 

Based upon the LOS analysis results presented in this section and the significance criteria presented 
in Section 2.6 of this report, the addition of Project traffic would not have an adverse effect on traffic 
operations at any of the study intersections under Near-Term Year 2023 Base with Project 
conditions. Therefore, no intersection improvements will be required. 
 
Roadway Segment Improvements 

Based upon the LOS analysis results presented in this section and the significance criteria presented 
in Section 2.6 of this report, the addition of Project traffic would not have an adverse effect on traffic 
operations along study roadway segments under Near-Term Year 2023 Base with Project conditions. 
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5.0 Horizon Year 2030 Conditions 
This section provides an analysis of Horizon Year 2030 traffic conditions both with and without the 
Project. The scenarios analyzed in this section include:  

 Horizon Year 2030 Base 
 Horizon Year 2030 Base with Project 

 
 Horizon Year 2030 Base Roadway Network and Traffic 

Volumes 
Based on review of the City of Vista General Plan Circulation Element, study area intersection 
geometrics under Horizon Year 2030 Base conditions were assumed to be identical to Existing 
conditions. However, per the City of Vista General Plan, the roadway segments of Lado De Loma 
Drive and Guajome Street are identified as 2-Lane Collectors and analyzed as such under this 
scenario. 
 
Per the City of Vista TIAG, traffic volumes should be obtained from the City of Vista General Plan 
PEIR. However, the PEIR does not include traffic volumes for the roadway segments and 
intersections studied in this LTS. Therefore, daily roadway traffic volumes were developed by using 
the same approach as previously presented in Section 4.2. Traffic volumes along South Santa Fe 
Avenue were obtained from the PEIR for Existing conditions (2007) and Horizon Year (2030). Traffic 
volumes were compared and an average annual growth rate of 2.17% was observed over the twenty-
three (23) year period. 
 
Since the PEIR does not include peak hour intersection traffic volumes for the study area 
intersections, the average annual growth rate of 2.17% was utilized over the nine (9) years between 
existing traffic volumes (Year 2021) and Horizon Year 2030. Horizon Year 2030 growth calculation 
worksheets are provided in Appendix B. Manual adjustments were also made to ensure that traffic 
volumes along adjacent intersections are reasonably balanced. Daily roadway and peak hour 
intersection volumes for this scenario are displayed in Figure 5.1. 
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 Horizon Year 2030 Base Traffic Conditions 
LOS analyses under Horizon Year 2030 Base conditions were conducted using the methodologies 
described in Chapter 2. Roadway segment and intersection LOS analysis results are discussed 
separately below. 
 
5.2.1 Roadway Segment Analysis 
Table 5.1 displays the LOS analysis results for the study roadway segments under Horizon Year 2030 
Base conditions. As shown in the table, all of the study roadway segments are projected to operate 
at acceptable LOS C or better under this scenario. 
 
5.2.2 Intersection Analysis 
Table 5.2 displays intersection LOS and average vehicle delay results for the study intersections 
under Horizon Year 2030 Base conditions. LOS calculation worksheets are provided in Appendix I. As 
shown in the table, all of the study intersections are projected to operate at acceptable LOS D or 
better during both the AM and PM peak hours under this scenario. 
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Table 5.1 - Roadway Segment LOS Results – Horizon Year 2030 Base Conditions 

Roadway Segment Functional 
Classification 

Roadway 
Capacity 

Daily 
Volume V/C LOS 

Lado De 
Loma 
Drive 

Vista Village Drive to 
Guajome Street 

2-Lane 
Collector 

8,800 6,500 0.739 C 

Guajome 
Street 

Lado De Loma Drive to 
South Santa Fe Avenue 

2-Lane 
Collector 

8,800 5,100 0.580 A 

Source: CR Associates (2022) 
Notes: 
HY = Horizon Year 2030 Base Conditions; HY+P = Horizon Year 2030 Base with Project Conditions. 
1 2-Lane Semi-Rural was deemed an appropriate functional classification based on the typical cross sections described in the City of Vista 
General Plan. 
 

Table 5.2 - Peak Hour Intersection LOS Results – Horizon Year 2030 Base Conditions 

Intersection Peak Hour Traffic 
Control 

Delay 
(sec/veh) LOS 

1. Vista Village Drive & Lado De Loma 
Drive/Ford Dealership Driveway 

AM 
Signal 

31.4 C 

PM 40.0 D 

2. Lado De Loma Drive & Guajome Street 
AM 

AWSC 
7.8 A 

PM 8.9 A 

3. South Santa Fe Avenue & Guajome Street 
AM 

Roundabout 
5.9 A 

PM 10.0 B 
Source: CR Associates (2022) 

Notes: 
For roundabout intersections, the delay shown is the worst delay experienced by any of the approaches. 
AWSC = All-way stop-controlled intersection. For AWSC intersections, the delay shown is the average delay experienced at all of the 
approaches. 
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 Horizon Year 2030 Base with Project Roadway Network 
and Traffic Volumes 

Functional classifications and intersection geometrics under the Horizon Year 2030 Base with 
Project conditions were assumed to be identical to the Horizon Year 2030 Base conditions, with the 
exception of the njew project driveway discussed previously in Section 1.2. 
 
Daily and peak hour intersection volumes for the Horizon Year 2030 Base with Project conditions 
were derived by adding project trips (as previously shown in Figure 1.4) to the Horizon Year 2030 
Base traffic volumes (as previously shown in Figure 5.1). Daily and peak hour intersection volumes 
for this scenario are displayed in Figure 5.2. 
 

 Horizon Year 2030 Base with Project Traffic Conditions 
LOS analyses under Horizon Year 2030 Base with Project conditions were conducted using the 
methodologies described in Chapter 2. Roadway segment and intersection LOS analysis results are 
discussed below. 
 
5.4.1 Roadway Segment Analysis 
Table 5.3 displays the LOS analysis results for the study roadway segments under Horizon Year 2030 
Base with Project conditions. As shown in the table, all of the study roadway segments are projected 
to operate at acceptable LOS D under this scenario. 
 
5.4.2 Intersection Analysis 
Table 5.4 displays intersection LOS and average vehicle delay results for the study intersections 
under Horizon Year 2030 Base with Project conditions.  LOS calculation worksheets are provided in 
Appendix J. As shown in the table, all of the study intersections are projected to operate at 
acceptable LOS D or better during both the AM and PM peak hours under this scenario. 
 

 Determination of the Need for Off-Site Improvements 
This section identifies the recommended transportation improvements under the Horizon Year 2030 
Base with Project conditions, consistent with the City of Vista TIAG. 
 
Intersection Improvements 

Based upon the LOS analysis results presented in this section and the significance criteria presented 
in Section 2.6 of this report, the addition of Project traffic would not have an adverse effect on traffic 
operations at any of the study intersections under Horizon Year 2030 Base with Project conditions. 
Therefore, no intersection improvements will be required. 
 
Roadway Segment Improvements 

Based upon the LOS analysis results presented in this section and the significance criteria presented 
in Section 2.6 of this report, the addition of Project traffic would not have an adverse effect on traffic 
operations along study roadway segments under Horizon Year 2030 Base with Project conditions. 
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Table 5.3 - Roadway Segment LOS Results – Horizon Year 2030 Base with Project Conditions 

Roadway Segment Functional 
Classification 

Roadway 
Capacity 

HY+P HY 
ΔV/C Daily 

Volume V/C LOS Daily 
Volume V/C LOS 

Lado De 
Loma Drive 

Vista Village Drive to 
Guajome Street 

2-Lane 
Collector 8,800 7,055 0.802 D 6,500 0.739 C 0.063 

Guajome 
Street 

Lado De Loma Drive to 
Project Driveway 

2-Lane 
Collector 8,800 5,655 0.643 B 5,100 0.580 A 0.063 

Guajome 
Street 

Project Driveway to South 
Santa Fe Avenue 

2-Lane 
Collector 8,800 5,655 0.643 B 5,100 0.580 A 0.063 

Source: CR Associates (2022) 
Notes: 
HY = Horizon Year 2030 Base Conditions; HY+P = Horizon Year 2030 Base with Project Conditions. 
1 2-Lane Semi-Rural was deemed an appropriate functional classification based on the typical cross sections described in the City of Vista General Plan. 
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Table 5.4 - Peak Hour Intersection LOS Results – Horizon Year 2030 Base with Project Conditions 

ID Intersection Peak 
Hour 

Traffic 
Control 

HY+P HY 
Δ 

Delay Delay 
(sec/veh) LOS Delay 

(sec/veh) LOS 

1 Vista Village Drive & Lado De Loma Drive/Ford Dealership 
Driveway 

AM 
Signal 

33.6 C 31.4 C 2.2 
PM 46.2 D 40.0 D 6.2 

2 Lado De Loma Drive & Guajome Street 
AM 

AWSC 
8.1 A 7.8 A 0.3 

PM 9.1 A 8.9 A 0.2 

3 South Santa Fe Avenue & Guajome Street 
AM 

Roundabout 
6.0 A 5.9 A 0.1 

PM 10.6 B 10.0 B 0.6 

4 Project Driveway & Guajome Street 
AM 

SSSC 
9.9 A N/A N/A 9.9 

PM 10.8 B N/A N/A 10.8 
Source: CR Associates (2022) 

Notes: 
HY = Horizon Year 2030 Base Conditions; HY+P = Horizon Year 2030 Base with Project Conditions. 
For roundabout intersections, the delay shown is the worst delay experienced by any of the approaches. 
AWSC = All-way stop-controlled intersection. For AWSC intersections, the delay shown is the average delay experienced at all of the approaches. 
SSSC = Side-street stop-controlled intersection. For SSSC intersections, the delay shown is the worst delay experienced by any of the approaches.  
N/A = Not Applicable. 
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6.0 Site Access and Parking 
This chapter addresses vehicular access to the project site and parking requirements. 
 

 Vehicular Access 
Access to the Project will be provided via a new full-access side-street stop-controlled driveway along 
the south side of Guajome Street. Based on a queuing analysis conducted using VISSIM, a 
microsimulation software, and a site meeting conducted on November 11, 2021 with staff from City 
of Vista, California Public Utility Commission (CPUC), North County Transit District (NCTD), SANDAG, 
and the Project engineers, it was determined that the new driveway would be located approximately 
70 feet west of the existing Sprinter light rail line. 
 
The queuing analysis showed that the maximum queue length is 50 feet or approximately 2 vehicles. 
Under a worst case scenario where one of the vehicles is a moving truck, the maximum queue length 
would be 55 feet. The 55 feet of storage length is based upon the length of the longest rentable 
moving truck (26 feet) + 4 feet buffer + 25 feet queuing length of a standard vehicle. In a worst-case 
scenario, this queue storage length would allow one moving truck and one standard vehicle to queue 
while waiting to access Project Driveway. Therefore, the 70 feet of storage that the Proposed Project 
will provide are deemed sufficient for vehicles to queue. Queue analysis results and 
recommendations are provided in Appendix K. 
 

 Pedestrian Access 
Pedestrian access to the site will be provided via a new sidewalk located on both sides of the new 
driveway. As part of the Project features, the Project will construct additional sidewalks along 
Guajome Street, specifically at the following locations: 
 

• Construct sidewalk on the north side of Guajome Street/Lado De Loma Drive, between 201 
Guajome Street and Eddie Drive. 

• Southern side of Guajome Street, between the Project’s western property line and Mercantile 
Street, including a temporary asphalt sidewalk between the eastern rail road right-of-way and 
Mercantile Street. 
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 Project Parking 
Table 6.1 summarizes the Project’s required parking. Since the Project is located within the 
Downtown Vista Specific Plan (DVSP), residential and guest parking requirements were obtained 
from DVSP Section 3.6.1. Other parking requirements were obtained from the Vista Development 
Code (VDC).  
 

Table 6.1 - Project Parking 

Type Requirement Unit Type Requirement 
Rate Amount Minimum Parking 

Required1 
Proposed 
Parking 

Residential 
DVSP 

Section 
3.6.1 

Studio 1 58 
Units 58 58 

1 Bedroom 1 90 
Units 90 90 

2 Bedroom 2 35 
Units 70 70 

Guest 
DVSP 

Section 
3.6.1 

Dwelling 
Unit 0.25 183 DU 47 47 

 Total 265 265 
Source: Tideline Partners (2022); CR Associates (2022) 

Notes: 
DU = Dwelling Unit. 
1 Based on the number of dwelling units per the August 2022 site plan (183 DU) and not the number of units analyzed (185 DU). 
 
As shown, the Project is required to provide a minimum of 265 standard parking spaces, including 
218 residential parking spaces and 47 guest parking spaces. Based on the current site plan, the 
Project proposes to provide a total of 265 standard residential and guest parking spaces.  
 
Additionally, the Project shall meet or exceed the minimum parking requirements for motorcycle, 
electric vehicle supply equipment (EVCS), accessible, and bicycle parking. Table 6.2 summarizes the 
Project’s additional parking requirements. As shown, the Project will also meet the additional parking 
requirements by providing 3 motorcycle, 54 bicycle, 27 EVCS, and 9 accessible parking spaces. 
 

Table 6.2 - Additional Project Parking 

Type Requirement Minimum Parking Required Proposed Parking 

Motorcycle VDC Section 18.54.0901 3 3 

EVCS CGB Section 4.106.4.2 
CBC 11B-228.3.2.1 27 27 

Accessible CDC 11B-208 
9 

(3 Van, 6 Standard) 
9 

(3 Van, 6 Standard) 

Bicycle Parking VDC Section 18.54.050 54 54 
Source: Tideline Partners (2022); CR Associates (2022) 

Notes: 
1 One parking space per hundred parking spaces may be reduced in size to accommodate motorcycles. 
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 PROJECT INFORMATION FORM (PIF) 

THE FOLLOWING IS TO BE COMPLETED BY THE PROJECT APPLICANT: 

PROJECT INFORMATION FORM 

1. PROJECT DESCRIPTION: 

2. PROJECT LOCATION: 

3. 
LAND USE: ____________________ 

SIZE/DENSITY: __

4. 
ZONING AND LAND USE CONSISTENT WITH ADOPTED GENERAL PLAN? ☐ Yes ☐ No

5. PROJECT LOCATED IN TRANSIT PRIORITY AREA1, SMART GROWTH 
AREA, OR LOW VMT AREA2? 

☐ Yes ☐ No

6. PROJECT TRIP GENERATION: _______ADT 

☐ < 200 ADT    ☐ > 400 ADT

☐ > 500 ADT    ☐ > 1,000 ADT

☐ > 2,400 ADT

ATTACHMENTS 
A. PROJECT LOCATION MAP ☐ Attached
B. PROJECT TRIP DISTRIBUTION ☐ Attached
C. PROJECT TRIP ASSIGNMENT ☐ Attached

1. Projects located in a TPA must be able to access the transit station within a ½ mile walking distance or 6 minute walk continuously without discontinuity 
of sidewalk or obstructions to the route. Qualifying transit stops means a site containing an existing rail transit station served by either a bus or rail transit 
service, or the intersection of two or more major bus routes with a frequency of service interval of 15 minutes or less during the morning and afternoon 
peak commute periods (OPR, 2017). A high-quality transit corridor may also be considered if a corridor with fixed route bus service has service intervals 
no longer than 15 minutes during peak commute hours (OPR, 2017). 

2. Based on the most recent SANDAG SB 743 Screening Map. Example shown in Appendix B. 

TO BE COMPLETED BY CITY STAFF AND RETURNED TO PROJECT APPLICANT 
PROJECT STUDY REQUIREMENTS 

1) 
Does the project require a CEQA VMT analysis? 

A. If yes, does the project require a SANDAG Model Run?

☐ Yes

☐ Yes

☐   
No  

☐   
No 

☐ Incomplete(1)

2a) Does the project require a Local Transportation Study?  ☐ Yes
☐   
No  

☐ Incomplete(1)

 OR 

2b) Does the project require a Local Transportation Assessment? 
☐ Yes

☐   
No  

☐ Incomplete(1)

(1) Incomplete application or additional information is needed to determine study requirements.

The Project proposes to construct 183 multi-family dwelling units, including three four-story 
buildings with covered parking and one three-story building. Additional surface parking 
would be provided throughout the site.

The project site is located along the south side of Guajome Street just west of the existing
Sprinter light rail line in the City of Vista.

Multi-Family Residential

__________________ 183 dwelling units (35 2BR, 90 1BR, and 58 studios)

X

X

X

X

X
X

1,098

Please note: For a conservative 
analysis, the LTS assumes a total of 
185 dwelling units.

(as proposed)

1,110 ADT (as studied in LTS)

The project is tiering off of the Specific 
Plan, which utilize LOS as a metric of 
determining transportation related impact. 
Thus the analysis was conducted using LOS 
instead of VMT
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City of Vista
Lado de Loma Drive
B/ Eddie Drive - Peters Drive
24 Hour Directional Volume Count

 
 
 

VST001
Site Code: 999-21313

 
 
 
 

Counts Unlimited, Inc.
PO Box 1178

Corona, CA 92787
Phone: (951) 268-6268

email: counts@countsunlimited.com

 
Start 29-Jun-21 Eastbound Hour Totals Westbound Hour Totals Combined Totals
Time Tue Morning Afternoon Morning Afternoon Morning Afternoon Morning Afternoon Morning Afternoon

12:00 4 54 3 41
12:15 6 46 2 35
12:30 3 29 1 26
12:45 4 40 17 169 2 34 8 136 25 305
01:00 2 30 2 28
01:15 0 32 0 43
01:30 0 47 1 44
01:45 2 52 4 161 1 33 4 148 8 309
02:00 2 53 2 45
02:15 1 47 1 33
02:30 1 52 0 36
02:45 2 57 6 209 1 32 4 146 10 355
03:00 1 55 0 26
03:15 0 58 2 37
03:30 1 51 2 33
03:45 2 54 4 218 2 40 6 136 10 354
04:00 0 59 1 35
04:15 1 62 0 37
04:30 0 51 3 39
04:45 2 57 3 229 10 35 14 146 17 375
05:00 4 64 6 32
05:15 4 68 8 26
05:30 10 63 13 33
05:45 11 52 29 247 11 34 38 125 67 372
06:00 19 53 28 42
06:15 11 39 12 36
06:30 14 46 17 38
06:45 20 47 64 185 24 27 81 143 145 328
07:00 20 51 21 24
07:15 21 40 27 25
07:30 23 30 32 30
07:45 25 48 89 169 44 27 124 106 213 275
08:00 17 23 38 15
08:15 37 29 32 20
08:30 21 33 27 22
08:45 23 21 98 106 31 9 128 66 226 172
09:00 24 13 27 7
09:15 38 20 23 8
09:30 24 10 26 11
09:45 29 11 115 54 25 8 101 34 216 88
10:00 31 16 30 4
10:15 30 7 34 10
10:30 55 13 37 5
10:45 31 9 147 45 27 4 128 23 275 68
11:00 41 7 39 2
11:15 47 9 43 3
11:30 38 2 33 4
11:45 33 5 159 23 34 1 149 10 308 33
Total  735 1815 735 1815 785 1219 785 1219 1520 3034

Combined
Total

 2550 2550 2004 2004 4554

AM Peak - 10:30 - - - 11:00 - - - - -
Vol. - 174 - - - 149 - - - - -

P.H.F.  0.791    0.847      
PM Peak - - 04:45 - - - 01:15 - - - -

Vol. - - 252 - - - 165 - - - -
P.H.F.   0.926    0.917     

 
Percentag

e
 28.8% 71.2%   39.2% 60.8%     

ADT/AADT ADT 4,554 AADT 4,554
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City of Vista
Lado de Loma Drive
B/ Eddie Drive - Peters Drive
24 Hour Directional Classification Count

 
 
 

VST001C
Site Code: 999-21313

 
 
 
 

Counts Unlimited, Inc.
PO Box 1178

Corona, CA 92878
Phone: (951) 268-6268

email: counts@countsunlimited.com

 
Eastbound

Start   Cars & 2 Axle   2 Axle 3 Axle 4 Axle <5 Axl 5 Axle >6 Axl <6 Axl 6 Axle >6 Axl  
Time Bikes Trailers Long Buses 6 Tire Single Single Double Double Double Multi Multi Multi Total

07/13/21 1 3 1 0 0 0 0 0 0 0 0 0 0 5
01:00 0 7 3 0 0 0 0 0 0 0 0 0 0 10
02:00 0 8 0 0 0 0 0 0 0 0 0 0 0 8
03:00 0 4 0 0 0 0 0 0 0 0 0 0 0 4
04:00 0 4 0 0 0 0 0 0 0 0 0 0 0 4
05:00 0 8 10 0 2 0 0 1 0 0 0 0 0 21
06:00 0 41 25 0 3 0 0 1 1 0 0 0 0 71
07:00 0 50 24 0 8 0 0 1 0 0 0 0 0 83
08:00 1 69 25 0 5 0 0 0 0 0 0 0 0 100
09:00 2 84 25 0 9 0 0 0 0 0 0 0 0 120
10:00 0 81 33 2 12 1 0 0 0 0 0 0 0 129
11:00 0 103 38 1 12 0 0 0 0 0 0 0 0 154

12 PM 1 114 42 1 9 0 0 1 0 0 0 0 0 168
13:00 2 115 45 0 6 1 0 1 0 0 0 0 0 170
14:00 1 149 50 0 9 1 0 1 0 0 0 0 0 211
15:00 3 121 54 1 17 4 0 2 0 0 0 0 0 202
16:00 2 183 55 0 7 1 0 0 0 0 0 0 0 248
17:00 5 181 70 1 15 0 0 1 0 0 0 0 0 273
18:00 1 144 47 0 4 0 0 0 0 0 0 0 0 196
19:00 1 97 26 0 4 0 0 0 0 0 0 0 0 128
20:00 3 83 26 0 6 0 0 0 0 0 0 0 0 118
21:00 1 58 14 0 3 0 0 0 0 0 0 0 0 76
22:00 0 43 7 0 1 0 0 0 0 0 0 0 0 51
23:00 0 18 1 0 0 0 0 0 0 0 0 0 0 19
Total 24 1768 621 6 132 8 0 9 1 0 0 0 0 2569

Percent 0.9% 68.8% 24.2% 0.2% 5.1% 0.3% 0.0% 0.4% 0.0% 0.0% 0.0% 0.0% 0.0%  
AM Peak 09:00 11:00 11:00 10:00 10:00 10:00  05:00 06:00     11:00

Vol. 2 103 38 2 12 1  1 1     154
PM Peak 17:00 16:00 17:00 12:00 15:00 15:00  15:00      17:00

Vol. 5 183 70 1 17 4  2      273
  

Grand
Total

24 1768 621 6 132 8 0 9 1 0 0 0 0 2569

Percent 0.9% 68.8% 24.2% 0.2% 5.1% 0.3% 0.0% 0.4% 0.0% 0.0% 0.0% 0.0% 0.0%  
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City of Vista
Lado de Loma Drive
B/ Eddie Drive - Peters Drive
24 Hour Directional Classification Count

 
 
 

VST001C
Site Code: 999-21313

 
 
 
 

Counts Unlimited, Inc.
PO Box 1178

Corona, CA 92878
Phone: (951) 268-6268

email: counts@countsunlimited.com

 
Westbound

Start   Cars & 2 Axle   2 Axle 3 Axle 4 Axle <5 Axl 5 Axle >6 Axl <6 Axl 6 Axle >6 Axl  
Time Bikes Trailers Long Buses 6 Tire Single Single Double Double Double Multi Multi Multi Total

07/13/21 0 2 1 0 1 0 0 0 0 0 0 0 0 4
01:00 0 3 2 0 0 0 0 0 0 0 0 0 0 5
02:00 1 3 0 0 0 0 0 0 0 0 0 0 0 4
03:00 0 5 6 0 0 0 0 0 0 0 0 0 0 11
04:00 0 7 2 0 1 0 0 0 0 0 0 0 0 10
05:00 1 19 7 0 6 0 0 0 0 0 0 0 0 33
06:00 0 40 24 0 18 0 0 1 0 0 0 0 0 83
07:00 1 67 32 0 35 0 0 0 0 0 0 0 0 135
08:00 2 76 47 0 21 0 0 0 0 0 0 0 0 146
09:00 2 85 21 0 16 1 0 2 0 0 0 0 0 127
10:00 2 60 25 0 16 0 0 1 0 0 0 0 0 104
11:00 0 86 34 0 15 1 0 0 0 0 0 0 0 136

12 PM 1 73 25 0 14 0 0 0 0 0 0 0 0 113
13:00 0 84 40 0 21 1 0 0 0 0 0 0 0 146
14:00 0 77 46 0 13 0 0 1 0 0 0 0 0 137
15:00 1 89 35 0 26 0 0 1 0 0 0 0 0 152
16:00 0 105 30 0 18 1 0 0 0 0 0 0 0 154
17:00 1 106 46 0 15 0 0 0 0 0 0 0 0 168
18:00 1 79 31 0 18 0 0 0 0 0 0 0 0 129
19:00 1 64 26 0 7 0 0 0 0 0 0 0 0 98
20:00 1 41 15 0 4 0 0 0 0 0 0 0 0 61
21:00 0 29 10 0 2 0 0 0 0 0 0 0 0 41
22:00 0 15 6 0 4 0 0 0 0 0 0 0 0 25
23:00 0 10 5 0 1 0 0 0 0 0 0 0 0 16
Total 15 1225 516 0 272 4 0 6 0 0 0 0 0 2038

Percent 0.7% 60.1% 25.3% 0.0% 13.3% 0.2% 0.0% 0.3% 0.0% 0.0% 0.0% 0.0% 0.0%  
AM Peak 08:00 11:00 08:00  07:00 09:00  09:00      08:00

Vol. 2 86 47  35 1  2      146
PM Peak 12:00 17:00 14:00  15:00 13:00  14:00      17:00

Vol. 1 106 46  26 1  1      168
  

Grand
Total

15 1225 516 0 272 4 0 6 0 0 0 0 0 2038

Percent 0.7% 60.1% 25.3% 0.0% 13.3% 0.2% 0.0% 0.3% 0.0% 0.0% 0.0% 0.0% 0.0%  
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City of Vista
Lado de Loma Drive
B/ Eddie Drive - Peters Drive
24 Hour Directional Classification Count

 
 
 

VST001C
Site Code: 999-21313

 
 
 
 

Counts Unlimited, Inc.
PO Box 1178

Corona, CA 92878
Phone: (951) 268-6268

email: counts@countsunlimited.com

 
Eastbound, Westbound

Start   Cars & 2 Axle   2 Axle 3 Axle 4 Axle <5 Axl 5 Axle >6 Axl <6 Axl 6 Axle >6 Axl  
Time Bikes Trailers Long Buses 6 Tire Single Single Double Double Double Multi Multi Multi Total

07/13/21 1 5 2 0 1 0 0 0 0 0 0 0 0 9
01:00 0 10 5 0 0 0 0 0 0 0 0 0 0 15
02:00 1 11 0 0 0 0 0 0 0 0 0 0 0 12
03:00 0 9 6 0 0 0 0 0 0 0 0 0 0 15
04:00 0 11 2 0 1 0 0 0 0 0 0 0 0 14
05:00 1 27 17 0 8 0 0 1 0 0 0 0 0 54
06:00 0 81 49 0 21 0 0 2 1 0 0 0 0 154
07:00 1 117 56 0 43 0 0 1 0 0 0 0 0 218
08:00 3 145 72 0 26 0 0 0 0 0 0 0 0 246
09:00 4 169 46 0 25 1 0 2 0 0 0 0 0 247
10:00 2 141 58 2 28 1 0 1 0 0 0 0 0 233
11:00 0 189 72 1 27 1 0 0 0 0 0 0 0 290

12 PM 2 187 67 1 23 0 0 1 0 0 0 0 0 281
13:00 2 199 85 0 27 2 0 1 0 0 0 0 0 316
14:00 1 226 96 0 22 1 0 2 0 0 0 0 0 348
15:00 4 210 89 1 43 4 0 3 0 0 0 0 0 354
16:00 2 288 85 0 25 2 0 0 0 0 0 0 0 402
17:00 6 287 116 1 30 0 0 1 0 0 0 0 0 441
18:00 2 223 78 0 22 0 0 0 0 0 0 0 0 325
19:00 2 161 52 0 11 0 0 0 0 0 0 0 0 226
20:00 4 124 41 0 10 0 0 0 0 0 0 0 0 179
21:00 1 87 24 0 5 0 0 0 0 0 0 0 0 117
22:00 0 58 13 0 5 0 0 0 0 0 0 0 0 76
23:00 0 28 6 0 1 0 0 0 0 0 0 0 0 35
Total 39 2993 1137 6 404 12 0 15 1 0 0 0 0 4607

Percent 0.8% 65.0% 24.7% 0.1% 8.8% 0.3% 0.0% 0.3% 0.0% 0.0% 0.0% 0.0% 0.0%  
AM Peak 09:00 11:00 08:00 10:00 07:00 09:00  06:00 06:00     11:00

Vol. 4 189 72 2 43 1  2 1     290
PM Peak 17:00 16:00 17:00 12:00 15:00 15:00  15:00      17:00

Vol. 6 288 116 1 43 4  3      441
  

Grand
Total

39 2993 1137 6 404 12 0 15 1 0 0 0 0 4607

Percent 0.8% 65.0% 24.7% 0.1% 8.8% 0.3% 0.0% 0.3% 0.0% 0.0% 0.0% 0.0% 0.0%  
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City of Vista
Lado de Loma Drive
B/ Eddie Drive - Peters Drive
24 Hour Directional Speed Survey

 
 
 

VST001S
Site Code: 999-21313

 
 
 
 

Counts Unlimited, Inc.
PO Box 1178

Corona, CA 92878
Phone: (951) 268-6268

email: counts@countsunlimited.com

 
Eastbound

Start 1 16 21 26 31 36 41 46 51 56 61 66 71 76  
Time 15 20 25 30 35 40 45 50 55 60 65 70 75 999 Total

07/13/21 0 0 0 3 1 1 0 0 0 0 0 0 0 0 5
01:00 0 3 2 3 1 1 0 0 0 0 0 0 0 0 10
02:00 0 0 1 2 1 1 0 3 0 0 0 0 0 0 8
03:00 0 0 0 2 2 0 0 0 0 0 0 0 0 0 4
04:00 0 0 1 1 2 0 0 0 0 0 0 0 0 0 4
05:00 1 2 5 10 2 1 0 0 0 0 0 0 0 0 21
06:00 0 4 19 21 19 6 2 0 0 0 0 0 0 0 71
07:00 6 2 14 24 32 5 0 0 0 0 0 0 0 0 83
08:00 0 2 7 31 43 11 4 2 0 0 0 0 0 0 100
09:00 6 5 13 51 32 10 3 0 0 0 0 0 0 0 120
10:00 3 6 29 50 35 5 0 1 0 0 0 0 0 0 129
11:00 2 8 24 49 56 14 2 0 0 0 0 0 0 0 155

12 PM 3 2 27 55 63 17 1 0 0 0 0 0 0 0 168
13:00 8 5 24 61 56 14 2 0 0 0 0 0 0 0 170
14:00 4 7 36 92 59 13 1 0 0 0 0 0 0 0 212
15:00 6 9 29 85 57 16 0 0 0 0 0 0 0 0 202
16:00 9 7 40 84 78 24 3 3 0 0 0 0 0 0 248
17:00 14 11 54 104 68 18 4 0 0 0 0 0 0 0 273
18:00 1 8 36 76 59 16 0 0 0 0 0 0 0 0 196
19:00 4 10 27 50 30 6 1 0 0 0 0 0 0 0 128
20:00 6 4 30 52 21 5 0 0 0 0 0 0 0 0 118
21:00 5 4 18 27 17 5 0 0 0 0 0 0 0 0 76
22:00 1 3 14 20 11 1 1 0 0 0 0 0 0 0 51
23:00 0 0 3 11 3 1 0 0 1 0 0 0 0 0 19
Total 79 102 453 964 748 191 24 9 1 0 0 0 0 0 2571

 
Daily 15th Percentile : 22 MPH

50th Percentile : 28 MPH
85th Percentile : 33 MPH
95th Percentile : 37 MPH

  
Statistics Mean Speed(Average) : 29 MPH

10  MPH Pace Speed : 26-35  MPH
Number in Pace : 1712
Percent in Pace : 66.6%

Number of Vehicles > 55  MPH : 0
Percent of Vehicles > 55  MPH : 0.0%
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City of Vista
Lado de Loma Drive
B/ Eddie Drive - Peters Drive
24 Hour Directional Speed Survey

 
 
 

VST001S
Site Code: 999-21313

 
 
 
 

Counts Unlimited, Inc.
PO Box 1178

Corona, CA 92878
Phone: (951) 268-6268

email: counts@countsunlimited.com

 
Westbound

Start 1 16 21 26 31 36 41 46 51 56 61 66 71 76  
Time 15 20 25 30 35 40 45 50 55 60 65 70 75 999 Total

07/13/21 0 0 1 0 2 1 0 0 0 0 0 0 0 0 4
01:00 0 0 1 3 0 0 0 1 0 0 0 0 0 0 5
02:00 0 0 2 1 0 1 0 0 0 0 0 0 0 0 4
03:00 0 0 0 4 1 0 3 2 1 0 0 0 0 0 11
04:00 0 0 1 3 4 2 0 0 0 0 0 0 0 0 10
05:00 0 1 2 5 10 10 4 1 0 0 0 0 0 0 33
06:00 2 4 14 16 26 14 4 2 1 0 0 0 0 0 83
07:00 3 7 12 36 44 25 7 1 0 0 0 0 0 0 135
08:00 2 0 7 44 59 24 9 2 0 0 0 0 0 0 147
09:00 4 3 19 36 43 19 3 1 0 0 0 0 0 0 128
10:00 4 5 7 26 33 27 2 0 0 0 0 0 0 0 104
11:00 4 0 17 34 53 24 4 0 0 0 0 0 0 0 136

12 PM 0 2 7 30 43 26 5 0 0 0 0 0 0 0 113
13:00 5 4 15 29 53 33 7 0 0 0 0 0 0 0 146
14:00 6 1 14 39 41 33 3 0 0 0 0 0 0 0 137
15:00 9 1 7 45 55 28 8 0 0 0 0 0 0 0 153
16:00 5 1 8 38 64 31 7 0 0 0 0 0 0 0 154
17:00 9 9 17 53 56 22 3 0 0 0 0 0 0 0 169
18:00 2 2 13 38 44 25 5 0 0 0 0 0 0 0 129
19:00 3 5 12 39 32 5 2 0 0 0 0 0 0 0 98
20:00 2 3 9 25 20 1 1 0 0 0 0 0 0 0 61
21:00 0 1 6 16 13 3 1 1 0 0 0 0 0 0 41
22:00 0 1 4 7 4 7 2 0 0 0 0 0 0 0 25
23:00 0 2 1 4 6 2 1 0 0 0 0 0 0 0 16
Total 60 52 196 571 706 363 81 11 2 0 0 0 0 0 2042

 
Daily 15th Percentile : 24 MPH

50th Percentile : 31 MPH
85th Percentile : 37 MPH
95th Percentile : 39 MPH

  
Statistics Mean Speed(Average) : 31 MPH

10  MPH Pace Speed : 26-35  MPH
Number in Pace : 1277
Percent in Pace : 62.5%

Number of Vehicles > 55  MPH : 0
Percent of Vehicles > 55  MPH : 0.0%
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City of Vista
Lado de Loma Drive
B/ Eddie Drive - Peters Drive
24 Hour Directional Speed Survey

 
 
 

VST001S
Site Code: 999-21313

 
 
 
 

Counts Unlimited, Inc.
PO Box 1178

Corona, CA 92878
Phone: (951) 268-6268

email: counts@countsunlimited.com

 
Eastbound, Westbound

Start 1 16 21 26 31 36 41 46 51 56 61 66 71 76  
Time 15 20 25 30 35 40 45 50 55 60 65 70 75 999 Total

07/13/21 0 0 1 3 3 2 0 0 0 0 0 0 0 0 9
01:00 0 3 3 6 1 1 0 1 0 0 0 0 0 0 15
02:00 0 0 3 3 1 2 0 3 0 0 0 0 0 0 12
03:00 0 0 0 6 3 0 3 2 1 0 0 0 0 0 15
04:00 0 0 2 4 6 2 0 0 0 0 0 0 0 0 14
05:00 1 3 7 15 12 11 4 1 0 0 0 0 0 0 54
06:00 2 8 33 37 45 20 6 2 1 0 0 0 0 0 154
07:00 9 9 26 60 76 30 7 1 0 0 0 0 0 0 218
08:00 2 2 14 75 102 35 13 4 0 0 0 0 0 0 247
09:00 10 8 32 87 75 29 6 1 0 0 0 0 0 0 248
10:00 7 11 36 76 68 32 2 1 0 0 0 0 0 0 233
11:00 6 8 41 83 109 38 6 0 0 0 0 0 0 0 291

12 PM 3 4 34 85 106 43 6 0 0 0 0 0 0 0 281
13:00 13 9 39 90 109 47 9 0 0 0 0 0 0 0 316
14:00 10 8 50 131 100 46 4 0 0 0 0 0 0 0 349
15:00 15 10 36 130 112 44 8 0 0 0 0 0 0 0 355
16:00 14 8 48 122 142 55 10 3 0 0 0 0 0 0 402
17:00 23 20 71 157 124 40 7 0 0 0 0 0 0 0 442
18:00 3 10 49 114 103 41 5 0 0 0 0 0 0 0 325
19:00 7 15 39 89 62 11 3 0 0 0 0 0 0 0 226
20:00 8 7 39 77 41 6 1 0 0 0 0 0 0 0 179
21:00 5 5 24 43 30 8 1 1 0 0 0 0 0 0 117
22:00 1 4 18 27 15 8 3 0 0 0 0 0 0 0 76
23:00 0 2 4 15 9 3 1 0 1 0 0 0 0 0 35
Total 139 154 649 1535 1454 554 105 20 3 0 0 0 0 0 4613

 
Daily 15th Percentile : 23 MPH

50th Percentile : 29 MPH
85th Percentile : 34 MPH
95th Percentile : 39 MPH

  
Statistics Mean Speed(Average) : 30 MPH

10  MPH Pace Speed : 26-35  MPH
Number in Pace : 2989
Percent in Pace : 64.8%

Number of Vehicles > 55  MPH : 0
Percent of Vehicles > 55  MPH : 0.0%



File Name : 01_VST_Vista_Lado AM
Site Code : 99921313
Start Date : 6/29/2021
Page No : 1

City of Vista
N/S: Vista Village Drive
E/W: Lado De Loma Drive
Weather: Clear

Groups Printed- Total Volume
Vista Village Drive

Southbound
Lado De Loma Drive

Westbound
Vista Village Drive

Northbound
North County Ford Driveway

Eastbound
Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total

07:00 AM 17 335 1 353 28 0 7 35 1 152 25 178 0 0 0 0 566
07:15 AM 22 379 0 401 39 0 11 50 2 177 31 210 0 0 0 0 661
07:30 AM 13 344 1 358 56 0 13 69 0 178 32 210 0 0 0 0 637
07:45 AM 13 393 1 407 34 0 12 46 2 248 22 272 0 0 2 2 727

Total 65 1451 3 1519 157 0 43 200 5 755 110 870 0 0 2 2 2591

08:00 AM 17 293 1 311 54 0 10 64 5 227 36 268 1 1 2 4 647
08:15 AM 23 318 0 341 37 1 19 57 5 216 34 255 0 0 2 2 655
08:30 AM 8 328 2 338 35 0 15 50 5 205 38 248 0 0 2 2 638
08:45 AM 16 269 4 289 48 0 14 62 10 236 53 299 0 0 2 2 652

Total 64 1208 7 1279 174 1 58 233 25 884 161 1070 1 1 8 10 2592

Grand Total 129 2659 10 2798 331 1 101 433 30 1639 271 1940 1 1 10 12 5183
Apprch % 4.6 95 0.4  76.4 0.2 23.3  1.5 84.5 14  8.3 8.3 83.3   

Total % 2.5 51.3 0.2 54 6.4 0 1.9 8.4 0.6 31.6 5.2 37.4 0 0 0.2 0.2

Vista Village Drive
Southbound

Lado De Loma Drive
Westbound

Vista Village Drive
Northbound

North County Ford Driveway
Eastbound

Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total

Peak Hour Analysis From 07:00 AM to 08:45 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:15 AM

07:15 AM 22 379 0 401 39 0 11 50 2 177 31 210 0 0 0 0 661
07:30 AM 13 344 1 358 56 0 13 69 0 178 32 210 0 0 0 0 637
07:45 AM 13 393 1 407 34 0 12 46 2 248 22 272 0 0 2 2 727

08:00 AM 17 293 1 311 54 0 10 64 5 227 36 268 1 1 2 4 647
Total Volume 65 1409 3 1477 183 0 46 229 9 830 121 960 1 1 4 6 2672
% App. Total 4.4 95.4 0.2  79.9 0 20.1  0.9 86.5 12.6  16.7 16.7 66.7   

PHF .739 .896 .750 .907 .817 .000 .885 .830 .450 .837 .840 .882 .250 .250 .500 .375 .919

Counts Unlimited, Inc.
PO Box 1178 

Corona, CA 92878
(951)268-6268



File Name : 01_VST_Vista_Lado AM
Site Code : 99921313
Start Date : 6/29/2021
Page No : 2

City of Vista
N/S: Vista Village Drive
E/W: Lado De Loma Drive
Weather: Clear

 Vista Village Drive 
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Peak Hour Begins at 07:15 AM
 
Total Volume

Peak Hour Data

North

Peak Hour Analysis From 07:00 AM to 08:45 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

07:00 AM 07:30 AM 08:00 AM 07:45 AM

+0 mins. 17 335 1 353 56 0 13 69 5 227 36 268 0 0 2 2
+15 mins. 22 379 0 401 34 0 12 46 5 216 34 255 1 1 2 4

+30 mins. 13 344 1 358 54 0 10 64 5 205 38 248 0 0 2 2
+45 mins. 13 393 1 407 37 1 19 57 10 236 53 299 0 0 2 2

Total Volume 65 1451 3 1519 181 1 54 236 25 884 161 1070 1 1 8 10
% App. Total 4.3 95.5 0.2  76.7 0.4 22.9  2.3 82.6 15  10 10 80  

PHF .739 .923 .750 .933 .808 .250 .711 .855 .625 .936 .759 .895 .250 .250 1.000 .625

Counts Unlimited, Inc.
PO Box 1178 

Corona, CA 92878
(951)268-6268



File Name : 01_VST_Vista_Lado PM
Site Code : 99921313
Start Date : 6/29/2021
Page No : 1

City of Vista
N/S: Vista Village Drive
E/W: Lado De Loma Drive
Weather: Clear

Groups Printed- Total Volume
Vista Village Drive

Southbound
Lado De Loma Drive

Westbound
Vista Village Drive

Northbound
North County Ford Driveway

Eastbound
Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total

03:00 PM 21 267 2 290 62 0 24 86 4 368 81 453 1 0 2 3 832
03:15 PM 18 241 0 259 57 0 24 81 1 356 83 440 0 0 3 3 783
03:30 PM 24 339 1 364 49 0 25 74 1 401 90 492 0 0 3 3 933
03:45 PM 18 254 0 272 53 0 25 78 5 386 75 466 0 0 4 4 820

Total 81 1101 3 1185 221 0 98 319 11 1511 329 1851 1 0 12 13 3368

04:00 PM 22 312 2 336 51 0 30 81 3 374 75 452 0 1 2 3 872
04:15 PM 29 251 0 280 30 0 22 52 4 421 69 494 1 2 5 8 834
04:30 PM 18 314 0 332 43 0 19 62 2 421 71 494 0 0 0 0 888
04:45 PM 23 279 1 303 44 2 21 67 6 417 70 493 0 1 1 2 865

Total 92 1156 3 1251 168 2 92 262 15 1633 285 1933 1 4 8 13 3459

Grand Total 173 2257 6 2436 389 2 190 581 26 3144 614 3784 2 4 20 26 6827
Apprch % 7.1 92.7 0.2  67 0.3 32.7  0.7 83.1 16.2  7.7 15.4 76.9   

Total % 2.5 33.1 0.1 35.7 5.7 0 2.8 8.5 0.4 46.1 9 55.4 0 0.1 0.3 0.4

Vista Village Drive
Southbound

Lado De Loma Drive
Westbound

Vista Village Drive
Northbound

North County Ford Driveway
Eastbound

Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 03:30 PM

03:30 PM 24 339 1 364 49 0 25 74 1 401 90 492 0 0 3 3 933

03:45 PM 18 254 0 272 53 0 25 78 5 386 75 466 0 0 4 4 820
04:00 PM 22 312 2 336 51 0 30 81 3 374 75 452 0 1 2 3 872
04:15 PM 29 251 0 280 30 0 22 52 4 421 69 494 1 2 5 8 834

Total Volume 93 1156 3 1252 183 0 102 285 13 1582 309 1904 1 3 14 18 3459
% App. Total 7.4 92.3 0.2  64.2 0 35.8  0.7 83.1 16.2  5.6 16.7 77.8   

PHF .802 .853 .375 .860 .863 .000 .850 .880 .650 .939 .858 .964 .250 .375 .700 .563 .927

Counts Unlimited, Inc.
PO Box 1178 

Corona, CA 92878
(951)268-6268



File Name : 01_VST_Vista_Lado PM
Site Code : 99921313
Start Date : 6/29/2021
Page No : 2

City of Vista
N/S: Vista Village Drive
E/W: Lado De Loma Drive
Weather: Clear
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Peak Hour Begins at 03:30 PM
 
Total Volume

Peak Hour Data

North

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

03:30 PM 03:00 PM 04:00 PM 03:30 PM

+0 mins. 24 339 1 364 62 0 24 86 3 374 75 452 0 0 3 3
+15 mins. 18 254 0 272 57 0 24 81 4 421 69 494 0 0 4 4
+30 mins. 22 312 2 336 49 0 25 74 2 421 71 494 0 1 2 3
+45 mins. 29 251 0 280 53 0 25 78 6 417 70 493 1 2 5 8

Total Volume 93 1156 3 1252 221 0 98 319 15 1633 285 1933 1 3 14 18
% App. Total 7.4 92.3 0.2  69.3 0 30.7  0.8 84.5 14.7  5.6 16.7 77.8  

PHF .802 .853 .375 .860 .891 .000 .980 .927 .625 .970 .950 .978 .250 .375 .700 .563

Counts Unlimited, Inc.
PO Box 1178 

Corona, CA 92878
(951)268-6268



File Name : 02_VST_Lado_Guajome AM
Site Code : 99921313
Start Date : 6/29/2021
Page No : 1

City of Vista
N/S: Lado De Loma Drive
E/W: Lado De Loma Drive/Guajome Street
Weather: Clear

Groups Printed- Total Volume
Guajome Street

Westbound
Lado De Loma Drive

Northbound
Lado De Loma Drive

Eastbound
Start Time Left Thru App. Total Left Right App. Total Thru Right App. Total Int. Total
07:00 AM 22 0 22 1 12 13 1 1 2 37
07:15 AM 22 0 22 1 17 18 3 0 3 43
07:30 AM 18 3 21 1 20 21 1 1 2 44
07:45 AM 22 2 24 1 20 21 4 3 7 52

Total 84 5 89 4 69 73 9 5 14 176

08:00 AM 19 1 20 2 31 33 1 1 2 55
08:15 AM 26 1 27 0 12 12 2 2 4 43
08:30 AM 16 2 18 0 19 19 2 1 3 40
08:45 AM 31 0 31 0 25 25 4 2 6 62

Total 92 4 96 2 87 89 9 6 15 200

Grand Total 176 9 185 6 156 162 18 11 29 376
Apprch % 95.1 4.9  3.7 96.3  62.1 37.9   

Total % 46.8 2.4 49.2 1.6 41.5 43.1 4.8 2.9 7.7

Guajome Street
Westbound

Lado De Loma Drive
Northbound

Lado De Loma Drive
Eastbound

Start Time Left Thru App. Total Left Right App. Total Thru Right App. Total Int. Total
Peak Hour Analysis From 07:00 AM to 08:45 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 08:00 AM

08:00 AM 19 1 20 2 31 33 1 1 2 55
08:15 AM 26 1 27 0 12 12 2 2 4 43
08:30 AM 16 2 18 0 19 19 2 1 3 40
08:45 AM 31 0 31 0 25 25 4 2 6 62

Total Volume 92 4 96 2 87 89 9 6 15 200
% App. Total 95.8 4.2  2.2 97.8  60 40   

PHF .742 .500 .774 .250 .702 .674 .563 .750 .625 .806

Counts Unlimited, Inc.
PO Box 1178 

Corona, CA 92878
(951)268-6268



File Name : 02_VST_Lado_Guajome AM
Site Code : 99921313
Start Date : 6/29/2021
Page No : 2

City of Vista
N/S: Lado De Loma Drive
E/W: Lado De Loma Drive/Guajome Street
Weather: Clear
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Peak Hour Begins at 08:00 AM
 
Total Volume

Peak Hour Data

North

Peak Hour Analysis From 07:00 AM to 08:45 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

08:00 AM 07:15 AM 07:45 AM
+0 mins. 19 1 20 1 17 18 4 3 7

+15 mins. 26 1 27 1 20 21 1 1 2
+30 mins. 16 2 18 1 20 21 2 2 4
+45 mins. 31 0 31 2 31 33 2 1 3

Total Volume 92 4 96 5 88 93 9 7 16
% App. Total 95.8 4.2  5.4 94.6  56.2 43.8  

PHF .742 .500 .774 .625 .710 .705 .563 .583 .571

Counts Unlimited, Inc.
PO Box 1178 

Corona, CA 92878
(951)268-6268



File Name : 02_VST_Lado_Guajome PM
Site Code : 99921313
Start Date : 6/29/2021
Page No : 1

City of Vista
N/S: Lado De Loma Drive
E/W: Lado De Loma Drive/Guajome Street
Weather: Clear

Groups Printed- Total Volume
Guajome Street

Westbound
Lado De Loma Drive

Northbound
Lado De Loma Drive

Eastbound
Start Time Left Thru App. Total Left Right App. Total Thru Right App. Total Int. Total
03:00 PM 33 3 36 3 24 27 5 0 5 68
03:15 PM 43 7 50 2 27 29 3 3 6 85
03:30 PM 38 3 41 1 33 34 5 3 8 83
03:45 PM 35 5 40 2 43 45 2 3 5 90

Total 149 18 167 8 127 135 15 9 24 326

04:00 PM 44 1 45 3 34 37 2 0 2 84
04:15 PM 37 2 39 1 39 40 4 5 9 88
04:30 PM 41 3 44 5 32 37 1 2 3 84
04:45 PM 37 4 41 2 42 44 4 4 8 93

Total 159 10 169 11 147 158 11 11 22 349

Grand Total 308 28 336 19 274 293 26 20 46 675
Apprch % 91.7 8.3  6.5 93.5  56.5 43.5   

Total % 45.6 4.1 49.8 2.8 40.6 43.4 3.9 3 6.8

Guajome Street
Westbound

Lado De Loma Drive
Northbound

Lado De Loma Drive
Eastbound

Start Time Left Thru App. Total Left Right App. Total Thru Right App. Total Int. Total
Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 04:00 PM

04:00 PM 44 1 45 3 34 37 2 0 2 84
04:15 PM 37 2 39 1 39 40 4 5 9 88
04:30 PM 41 3 44 5 32 37 1 2 3 84
04:45 PM 37 4 41 2 42 44 4 4 8 93

Total Volume 159 10 169 11 147 158 11 11 22 349
% App. Total 94.1 5.9  7 93  50 50   

PHF .903 .625 .939 .550 .875 .898 .688 .550 .611 .938

Counts Unlimited, Inc.
PO Box 1178 

Corona, CA 92878
(951)268-6268



File Name : 02_VST_Lado_Guajome PM
Site Code : 99921313
Start Date : 6/29/2021
Page No : 2

City of Vista
N/S: Lado De Loma Drive
E/W: Lado De Loma Drive/Guajome Street
Weather: Clear
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Peak Hour Begins at 04:00 PM
 
Total Volume

Peak Hour Data

North

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

03:15 PM 03:45 PM 03:00 PM
+0 mins. 43 7 50 2 43 45 5 0 5

+15 mins. 38 3 41 3 34 37 3 3 6
+30 mins. 35 5 40 1 39 40 5 3 8

+45 mins. 44 1 45 5 32 37 2 3 5
Total Volume 160 16 176 11 148 159 15 9 24
% App. Total 90.9 9.1  6.9 93.1  62.5 37.5  

PHF .909 .571 .880 .550 .860 .883 .750 .750 .750

Counts Unlimited, Inc.
PO Box 1178 

Corona, CA 92878
(951)268-6268



File Name : 03_VST_Rhoda_Guajome AM
Site Code : 99921313
Start Date : 6/29/2021
Page No : 1

City of Vista
N/S: Rhoda Lane
E/W: Guajome Street
Weather: Clear

Groups Printed- Total Volume
Rhoda Lane
Southbound

Guajome Street
Westbound

Guajome Street
Eastbound

Start Time Left Right App. Total Thru Right App. Total Left Thru App. Total Int. Total
07:00 AM 1 0 1 10 0 10 0 23 23 34
07:15 AM 1 0 1 17 0 17 0 24 24 42
07:30 AM 0 0 0 20 0 20 0 19 19 39
07:45 AM 0 1 1 22 0 22 0 24 24 47

Total 2 1 3 69 0 69 0 90 90 162

08:00 AM 1 0 1 23 0 23 1 22 23 47
08:15 AM 0 0 0 21 0 21 0 27 27 48
08:30 AM 0 1 1 18 0 18 0 17 17 36
08:45 AM 1 0 1 23 0 23 0 33 33 57

Total 2 1 3 85 0 85 1 99 100 188

Grand Total 4 2 6 154 0 154 1 189 190 350
Apprch % 66.7 33.3  100 0  0.5 99.5   

Total % 1.1 0.6 1.7 44 0 44 0.3 54 54.3

Rhoda Lane
Southbound

Guajome Street
Westbound

Guajome Street
Eastbound

Start Time Left Right App. Total Thru Right App. Total Left Thru App. Total Int. Total
Peak Hour Analysis From 07:00 AM to 08:45 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 08:00 AM

08:00 AM 1 0 1 23 0 23 1 22 23 47
08:15 AM 0 0 0 21 0 21 0 27 27 48
08:30 AM 0 1 1 18 0 18 0 17 17 36
08:45 AM 1 0 1 23 0 23 0 33 33 57

Total Volume 2 1 3 85 0 85 1 99 100 188
% App. Total 66.7 33.3  100 0  1 99   

PHF .500 .250 .750 .924 .000 .924 .250 .750 .758 .825

Counts Unlimited, Inc.
PO Box 1178 

Corona, CA 92878
(951)268-6268



File Name : 03_VST_Rhoda_Guajome AM
Site Code : 99921313
Start Date : 6/29/2021
Page No : 2

City of Vista
N/S: Rhoda Lane
E/W: Guajome Street
Weather: Clear
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Peak Hour Begins at 08:00 AM
 
Total Volume

Peak Hour Data

North

Peak Hour Analysis From 07:00 AM to 08:45 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

07:00 AM 07:30 AM 08:00 AM
+0 mins. 1 0 1 20 0 20 1 22 23

+15 mins. 1 0 1 22 0 22 0 27 27
+30 mins. 0 0 0 23 0 23 0 17 17
+45 mins. 0 1 1 21 0 21 0 33 33

Total Volume 2 1 3 86 0 86 1 99 100
% App. Total 66.7 33.3  100 0  1 99  

PHF .500 .250 .750 .935 .000 .935 .250 .750 .758

Counts Unlimited, Inc.
PO Box 1178 

Corona, CA 92878
(951)268-6268



File Name : 03_VST_Rhoda_Guajome PM
Site Code : 99921313
Start Date : 6/29/2021
Page No : 1

City of Vista
N/S: Rhoda Lane
E/W: Guajome Street
Weather: Clear

Groups Printed- Total Volume
Rhoda Lane
Southbound

Guajome Street
Westbound

Guajome Street
Eastbound

Start Time Left Right App. Total Thru Right App. Total Left Thru App. Total Int. Total
03:00 PM 1 0 1 24 1 25 0 38 38 64
03:15 PM 0 1 1 38 1 39 0 41 41 81
03:30 PM 0 0 0 34 0 34 0 51 51 85
03:45 PM 0 0 0 44 0 44 0 38 38 82

Total 1 1 2 140 2 142 0 168 168 312

04:00 PM 0 0 0 35 0 35 2 41 43 78
04:15 PM 1 0 1 33 0 33 0 52 52 86
04:30 PM 0 0 0 36 0 36 0 39 39 75
04:45 PM 0 0 0 36 0 36 0 53 53 89

Total 1 0 1 140 0 140 2 185 187 328

Grand Total 2 1 3 280 2 282 2 353 355 640
Apprch % 66.7 33.3  99.3 0.7  0.6 99.4   

Total % 0.3 0.2 0.5 43.8 0.3 44.1 0.3 55.2 55.5

Rhoda Lane
Southbound

Guajome Street
Westbound

Guajome Street
Eastbound

Start Time Left Right App. Total Thru Right App. Total Left Thru App. Total Int. Total
Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 03:30 PM

03:30 PM 0 0 0 34 0 34 0 51 51 85
03:45 PM 0 0 0 44 0 44 0 38 38 82
04:00 PM 0 0 0 35 0 35 2 41 43 78
04:15 PM 1 0 1 33 0 33 0 52 52 86

Total Volume 1 0 1 146 0 146 2 182 184 331
% App. Total 100 0  100 0  1.1 98.9   

PHF .250 .000 .250 .830 .000 .830 .250 .875 .885 .962

Counts Unlimited, Inc.
PO Box 1178 

Corona, CA 92878
(951)268-6268



File Name : 03_VST_Rhoda_Guajome PM
Site Code : 99921313
Start Date : 6/29/2021
Page No : 2

City of Vista
N/S: Rhoda Lane
E/W: Guajome Street
Weather: Clear
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Peak Hour Begins at 03:30 PM
 
Total Volume

Peak Hour Data

North

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

03:00 PM 03:15 PM 04:00 PM
+0 mins. 1 0 1 38 1 39 2 41 43

+15 mins. 0 1 1 34 0 34 0 52 52
+30 mins. 0 0 0 44 0 44 0 39 39
+45 mins. 0 0 0 35 0 35 0 53 53

Total Volume 1 1 2 151 1 152 2 185 187
% App. Total 50 50  99.3 0.7  1.1 98.9  

PHF .250 .250 .500 .858 .250 .864 .250 .873 .882

Counts Unlimited, Inc.
PO Box 1178 

Corona, CA 92878
(951)268-6268



File Name : 04_VST_Santa_Guajome AM
Site Code : 99921313
Start Date : 6/29/2021
Page No : 1

City of Vista
N/S: Santa Fe Avenue
E/W: Guajome Street
Weather: Clear

Groups Printed- Total Volume
Santa Fe Avenue

Southbound
Santa Fe Avenue

Northbound
Guajome Street

Eastbound
Start Time Thru Right U-Turns App. Total Left Thru U-Turns App. Total Left Right U-Turns App. Total Int. Total
07:00 AM 62 9 0 71 6 24 0 30 13 3 0 16 117
07:15 AM 48 19 0 67 4 29 0 33 10 5 3 18 118
07:30 AM 14 82 1 97 8 38 0 46 6 3 9 18 161
07:45 AM 0 76 2 78 13 45 0 58 16 0 3 19 155

Total 124 186 3 313 31 136 0 167 45 11 15 71 551

08:00 AM 0 91 1 92 11 42 0 53 19 0 5 24 169
08:15 AM 0 57 2 59 5 38 0 43 20 0 2 22 124
08:30 AM 0 53 5 58 8 44 0 52 10 0 7 17 127
08:45 AM 0 63 1 64 11 58 0 69 20 0 0 20 153

Total 0 264 9 273 35 182 0 217 69 0 14 83 573

Grand Total 124 450 12 586 66 318 0 384 114 11 29 154 1124
Apprch % 21.2 76.8 2  17.2 82.8 0  74 7.1 18.8   

Total % 11 40 1.1 52.1 5.9 28.3 0 34.2 10.1 1 2.6 13.7

Santa Fe Avenue
Southbound

Santa Fe Avenue
Northbound

Guajome Street
Eastbound

Start Time Thru Right U-Turns App. Total Left Thru U-Turns App. Total Left Right U-Turns App. Total Int. Total
Peak Hour Analysis From 07:00 AM to 08:45 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:30 AM

07:30 AM 14 82 1 97 8 38 0 46 6 3 9 18 161
07:45 AM 0 76 2 78 13 45 0 58 16 0 3 19 155
08:00 AM 0 91 1 92 11 42 0 53 19 0 5 24 169

08:15 AM 0 57 2 59 5 38 0 43 20 0 2 22 124
Total Volume 14 306 6 326 37 163 0 200 61 3 19 83 609
% App. Total 4.3 93.9 1.8  18.5 81.5 0  73.5 3.6 22.9   

PHF .250 .841 .750 .840 .712 .906 .000 .862 .763 .250 .528 .865 .901

Counts Unlimited, Inc.
PO Box 1178 

Corona, CA 92878
(951)268-6268



File Name : 04_VST_Santa_Guajome AM
Site Code : 99921313
Start Date : 6/29/2021
Page No : 2

City of Vista
N/S: Santa Fe Avenue
E/W: Guajome Street
Weather: Clear
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Peak Hour Begins at 07:30 AM
 
Total Volume

Peak Hour Data

North

Peak Hour Analysis From 07:00 AM to 08:45 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

07:15 AM 08:00 AM 07:30 AM

+0 mins. 48 19 0 67 11 42 0 53 6 3 9 18
+15 mins. 14 82 1 97 5 38 0 43 16 0 3 19
+30 mins. 0 76 2 78 8 44 0 52 19 0 5 24

+45 mins. 0 91 1 92 11 58 0 69 20 0 2 22
Total Volume 62 268 4 334 35 182 0 217 61 3 19 83
% App. Total 18.6 80.2 1.2  16.1 83.9 0  73.5 3.6 22.9  

PHF .323 .736 .500 .861 .795 .784 .000 .786 .763 .250 .528 .865

Counts Unlimited, Inc.
PO Box 1178 

Corona, CA 92878
(951)268-6268



File Name : 04_VST_Santa_Guajome PM
Site Code : 99921313
Start Date : 6/29/2021
Page No : 1

City of Vista
N/S: Santa Fe Avenue
E/W: Guajome Street
Weather: Clear

Groups Printed- Total Volume
Santa Fe Avenue

Southbound
Santa Fe Avenue

Northbound
Guajome Street

Eastbound
Start Time Thru Right U-Turns App. Total Left Thru U-Turns App. Total Left Right U-Turns App. Total Int. Total
04:00 PM 79 19 0 98 3 108 5 116 27 22 0 49 263
04:15 PM 86 22 0 108 3 90 4 97 27 29 0 56 261
04:30 PM 81 10 0 91 17 108 2 127 34 29 0 63 281
04:45 PM 81 19 0 100 15 96 3 114 30 20 0 50 264

Total 327 70 0 397 38 402 14 454 118 100 0 218 1069

05:00 PM 89 23 0 112 13 113 0 126 21 25 0 46 284
05:15 PM 95 15 1 111 7 106 5 118 37 26 0 63 292
05:30 PM 99 21 1 121 10 110 2 122 30 20 0 50 293
05:45 PM 109 15 0 124 14 117 1 132 41 28 0 69 325

Total 392 74 2 468 44 446 8 498 129 99 0 228 1194

Grand Total 719 144 2 865 82 848 22 952 247 199 0 446 2263
Apprch % 83.1 16.6 0.2  8.6 89.1 2.3  55.4 44.6 0   

Total % 31.8 6.4 0.1 38.2 3.6 37.5 1 42.1 10.9 8.8 0 19.7

Santa Fe Avenue
Southbound

Santa Fe Avenue
Northbound

Guajome Street
Eastbound

Start Time Thru Right U-Turns App. Total Left Thru U-Turns App. Total Left Right U-Turns App. Total Int. Total
Peak Hour Analysis From 04:00 PM to 05:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 05:00 PM

05:00 PM 89 23 0 112 13 113 0 126 21 25 0 46 284
05:15 PM 95 15 1 111 7 106 5 118 37 26 0 63 292
05:30 PM 99 21 1 121 10 110 2 122 30 20 0 50 293
05:45 PM 109 15 0 124 14 117 1 132 41 28 0 69 325

Total Volume 392 74 2 468 44 446 8 498 129 99 0 228 1194
% App. Total 83.8 15.8 0.4  8.8 89.6 1.6  56.6 43.4 0   

PHF .899 .804 .500 .944 .786 .953 .400 .943 .787 .884 .000 .826 .918

Counts Unlimited, Inc.
PO Box 1178 

Corona, CA 92878
(951)268-6268



File Name : 04_VST_Santa_Guajome PM
Site Code : 99921313
Start Date : 6/29/2021
Page No : 2

City of Vista
N/S: Santa Fe Avenue
E/W: Guajome Street
Weather: Clear

 Santa Fe Avenue 

 G
u

a
jo

m
e

 S
tr

e
e

t 

 Santa Fe Avenue 

Right
74 

Thru
392 

U-Turns
2 

InOut Total
575 468 1043 

Left
44 

Thru
446 

U-Turns
8 

Out TotalIn
491 498 989 

L
e

ft
1

2
9

 
R

ig
h

t
9

9
 

U
-T

u
rn

s0
 

T
o

ta
l

O
u

t
In

1
1

8
 

2
2

8
 

3
4

6
 

Peak Hour Begins at 05:00 PM
 
Total Volume

Peak Hour Data

North

Peak Hour Analysis From 04:00 PM to 05:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

05:00 PM 05:00 PM 05:00 PM

+0 mins. 89 23 0 112 13 113 0 126 21 25 0 46
+15 mins. 95 15 1 111 7 106 5 118 37 26 0 63
+30 mins. 99 21 1 121 10 110 2 122 30 20 0 50
+45 mins. 109 15 0 124 14 117 1 132 41 28 0 69

Total Volume 392 74 2 468 44 446 8 498 129 99 0 228
% App. Total 83.8 15.8 0.4  8.8 89.6 1.6  56.6 43.4 0  

PHF .899 .804 .500 .944 .786 .953 .400 .943 .787 .884 .000 .826

Counts Unlimited, Inc.
PO Box 1178 

Corona, CA 92878
(951)268-6268



Day: City: Vista

Date: Project #: CA17_4294_117

NB SB EB WB

2,074 1,458 0 0

AM Period NB SB   EB   WB NB   SB   EB   WB
00:00 3   1       4   32   23       55  
00:15 4   0       4 32   23       55
00:30 1   1       2 35   30       65
00:45 1 9 0 2 1 11 30 129 35 111 65 240
01:00 1   1       2 32   14       46
01:15 0   1       1 37   33       70
01:30 0   1       1 33   17       50
01:45 0 1 2 5 2 6 36 138 17 81 53 219
02:00 0   1       1   36   20       56  
02:15 0   2       2   38   27       65  
02:30 0   0       0   33   32       65  
02:45 0 0 3 0 3 51 158 35 114 86 272
03:00 1   0       1   56   41       97  
03:15 0   1       1   54   42       96  
03:30 1   2       3   47   30       77  
03:45 0 2 0 3 0 5 46 203 31 144 77 347
04:00 1   1       2   47   31       78  
04:15 0   1       1   54   38       92  
04:30 1   2       3   54   34       88  
04:45 4 6 3 7 7 13 52 207 39 142 91 349
05:00 4   2       6   44   45       89  
05:15 4   4       8   38   25       63  
05:30 11   2       13   45   32       77  
05:45 8 27 3 11 11 38 46 173 33 135 79 308
06:00 16   10       26   18   26       44  
06:15 13   8       21   30   31       61  
06:30 14   11       25   27   28       55  
06:45 12 55 10 39 22 94 26 101 14 99 40 200
07:00 30   17       47   21   25       46  
07:15 18   19       37   15   20       35  
07:30 42   27       69   20   18       38  
07:45 49 139 27 90 76 229 10 66 7 70 17 136
08:00 31   28       59   13   10       23  
08:15 43   20       63   13   13       26  
08:30 28   12       40   11   9       20  
08:45 37 139 21 81 58 220 14 51 9 41 23 92
09:00 28   12       40   15   11       26  
09:15 21   15       36   15   10       25  
09:30 30   15       45   19   7       26  
09:45 38 117 17 59 55 176 6 55 5 33 11 88
10:00 40   15       55   9   5       14  
10:15 30   19       49   4   13       17  
10:30 31   22       53   6   2       8  
10:45 21 122 16 72 37 194 3 22 1 21 4 43
11:00 38   15       53   5   0       5  
11:15 36   16       52   4   4       8  
11:30 39   24       63   4   1       5  
11:45 26 139 33 88 59 227 2 15 2 7 4 22

TOTALS 756 460 1216 1318 998 2316

SPLIT % 62.2% 37.8% 34.4% 56.9% 43.1% 65.6%

NB SB EB WB

2,074 1,458 0 0

AM Peak Hour 07:30 11:45 07:30 14:45 16:15 16:15

AM Pk Volume 165 109 267 208 156 360

Pk Hr Factor 0.842 0.826 0.878 0.929 0.867 0.978

7 ‐ 9 Volume 278 171 0 0 449 380 277 0 0 657

7 ‐ 9 Peak Hour 07:30 07:30 07:30 16:00 16:15 16:15

7 ‐ 9 Pk Volume 165  102  0  0  267  207  156  0  0  360 

Pk Hr Factor 0.842 0.911 0.000 0.000 0.878 0.958 0.867 0.000 0.000 0.978

4 ‐ 6 Peak Hour

4 ‐ 6 Pk Volume

SPLIT %

TOTAL

Pk Hr Factor

PM Peak Hour

PM Pk Volume

Pk Hr Factor

4 ‐ 6 Volume

20:45

TOTAL

23:45

TOTALS

Total

3,532

DAILY TOTALS

21:00
21:15

20:30

DAILY TOTALS

22:15
22:30
22:45
23:00
23:15
23:30

Guajome St Bet. Santa Fe Ave (S) & Lado De Loma Dr

21:30
21:45
22:00

Total

3,532

19:30
19:45
20:00
20:15

18:00
18:15
18:30
18:45
19:00
19:15

16:45
17:00
17:15

Thursday

17:30
17:45

15:15
15:30
15:45
16:00
16:15
16:30

14:00
14:15
14:30

12/14/2017

14:45
15:00

DAILY TOTALS

PM Period

VOLUME
Prepared by NDS/ATD

13:15
13:30
13:45

12:00
12:15
12:30
12:45
13:00



Prepared by National Data & Surveying Services

ID: 18-04129-027 Day:
City: Vista Date:

AM 12 1466 101 2 AM

NOON 0 0 0 0 NOON

PM 10 1062 106 3 PM

AM NOON PM PM NOON AM

0 3 1 0 0.3 100 0 73

0.3 2 0 2

0 0 0 0 1.3 183 0 205

0 0 0 0 TEV 2997 0 3657 0 0 0 0

3 0 1 1 PHF 0.94 0.98

4 0 14 0 0 1 3 0
AM NOON PM PM NOON AM

PM 1 11 1843 321 PM

NOON 0 0 0 0 NOON

AM 0 8 990 131 AM

Peak Hour Turning Movement Count

1260

Total Vehicles (PM) Bikes (PM)

Vista Village Dr & Lado De Loma

Thursday
04/19/2018

CONTROL

W
ESTB

O
U

N
D

07:15 AM - 08:15 AM

Total Vehicles (Noon)

Pedestrians (Crosswalks)

Bikes (NOON)

235

C
O

U
N

T PER
IO

D
S

Bikes (AM)

PE
A

K
 H

O
U

R
S

Total Vehicles (AM)

NONE

05:00 PM - 06:00 PM

1065

1946

0

Signalized

La
do

 D
e 

Lo
m

a

EA
ST

B
O

U
N

D

Vista Village Dr

1675

0

Vista Village Dr

SOUTHBOUND

04:00 PM - 06:00 PM

NORTHBOUND

428

0

Lado D
e Lom

a

07:00 AM - 09:00 AM

NONE

22 0 23

NOONAM PM

0 

0 

1 

2 2 0 3 0 2 

0 0 0 0 0 

0 
3 

0 
2 

0 
0 
2 
1 
0 
0 

PM

AM
AM
NOON
PM

PM
NOON

AM
AM

NOON
PM

NOON

0
0
1

0
0
0

0 0 0

0 0 0

N/A
N/A
N/A

N/A
N/A
N/A

N
/A

N
/A

N
/A

N
/A

N
/A

N
/A

205
2
73

4
3
0

12 14
66

10
1

8 990
131

N/A
N/A
N/A

N/A
N/A
N/A

N
/A

N
/A

N
/A

N
/A

N
/A

N
/A

183
2
100

14
1
0

10 10
62

10
6

11 1843
321

0
0
0

0
0
0

0 0 0

0 3 1

N
O

O
N

PM AM N
O

O
N

AM PM

N
O

O
N

AM PMN
O

O
N

PM AM



 



NBL NBT NBR SBL SBT SBR EBL EBT EBR WBL WBT WBR Total NBL NBT NBR SBL SBT SBR EBL EBT EBR WBL WBT WBR Total
AM 9 830 121 65 1409 3 1 1 4 183 0 46 2672 8 990 131 103 1466 12 0 3 4 205 2 73 2997
PM 13 1582 309 93 1156 3 1 3 14 183 0 102 3459 12 1843 321 109 1062 10 0 1 14 183 2 100 3657
AM 2 0 87 0 0 0 0 9 6 92 4 0 200 - - - - - - - - - - - - -
PM 11 0 147 0 0 0 0 11 11 159 10 0 349 - - - - - - - - - - - - -
AM 37 163 0 0 297 29 49 0 34 0 0 0 609 - - - - - - - - - - - - -
PM 52 446 0 0 417 51 123 0 105 0 0 0 1194 - - - - - - - - - - - - -

Yes. Per City comment, use 
historical count.

No

No

Adjustment Needed?

Count Validation - Intersection Turning Movements
Peak 
Hour

IntersectionID
Existing (6/29/2021) Historical (4/19/2018)

1 Vista Village Drive & Lado De Loma Drive

2 Lado De Loma Drive & Guajome Street 

3 South Santa Fe Avenue & Guajome Street



Roadway Segment Count Date ADT Count Date ADT

Lado De Loma Drive Vista Village Drive to Guajome Street
6/29/2021 4554 2017 5263

Yes. Per City comment, 
use historical count.

Lado De Loma Drive South of Guajome Street 11/10/2021 630 - - No
Guajome Street Lado De Loma Drive to South Santa Fe Avenue 11/10/2021 4131 12/14/2017 3532 No

Existing (2021)
Adjustment Needed?

Historical
Count Validation - Roadway Segment ADT



Roadway Segment 2007 ADT 2030 ADT Growth Growth Per Year

South Santa Fe Avenue
Vista Village Drive to Civic 
Center Drive

19,762 32,900 49.9% 2.17%

Soure: City of Vista General Plan PEIR

Horizon Year Growth Calcs
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defined by roadway classification and ADT volumes. The LOS thresholds are summarized in Table 
4.11‐2. 

The city has adopted a standard of LOS D for its roadways. Any roadway segment operating at LOS E 
or F is considered deficient. Table 4.11‐3 summarizes roadway segment LOS for the existing 
conditions. Roadway segments that exceed LOS D are shown in boldface. 

Table 4.11‐2. City of Vista Roadway Classifications: Capacity and Level of Service 

Roadway Classification 

ADT3 Level of Service 

A  B  C  D  E 

6‐Lane Prime Arterial (divided)  <36,000 <42,000 <48,000 <54,000  <60,000

6‐Lane Urban Major  <30,000 <35,000 <40,000 <45,000  <50,000

4‐Lane Major Arterial (divided)  <24,000 <28,000 <32,000 <36,000  <40,000

4‐Lane Collector (undivided)  <15,000 <17,500 <20,000 <22,500  <25,000

2‐Lane Collector with TWLTL1  <9,000 <10,500 <12,000 <13,500  <15,000

2‐Lane Collector (divided)  <5,280 <6,160 <7,040 <7,920  <8,800

2‐Lane Semi‐Rural2     <7,900
1TWLTL: Two‐way left‐turn lane (striped center median) 
2Semi‐Rural Streets: capacities identified are the maximum recommended volumes to maintain this classification. If 
volumes exceed this capacity, either a classification modification should be considered or measures should be taken to 
reduce through traffic. 
3ADT: Average Daily Traffic 
Source: GP Update Circulation Element (City of Vista 2010) 
 

Table 4.11‐3. Existing Roadway Segment Level of Service 

Location  Segment  Classification/# Lanes  LOS E 
Capacity 

ADT1  V/C2  LOS3 

S. Melrose 
Drive 

Park Center Drive to 
Sycamore Avenue 

Primary Arterial/6‐Lane D4  60,000  24,741  0.412  A 

Sycamore Avenue to 
Shadowridge Drive 

Primary Arterial/6‐Lane D  60,000  23,681  0.395  A 

Shadowridge Drive to 
Sunset Drive 

Primary Arterial/6‐Lane D  60,000  27,342  0.456  A 

Sunset Drive to  
SR‐78 Eastbound (EB) 
Off‐Ramp 

Major Arterial/4‐Lane D  40,000  30,709  0.768  C 

N. Melrose 
Drive 

SR‐78 EB Off‐Ramp to 
Olive Avenue 

Major Arterial/4‐Lane D  40,000  35,945  0.899  D 

Olive Avenue to  
W. Bobier Drive 

Major Arterial/4‐Lane D  40,000  28,835  0.721  C 

Sycamore 
Avenue 

S. Melrose Drive to 
Business Park Drive 

Major Arterial/4‐Lane D  40,000  15,929  0.398  A 

Business Park Drive to  
La Mirada Drive 

Major Arterial/4‐Lane D  40,000  19,912  0.498  A 

La Mirada Drive to 
Shadowridge Drive 

Major Arterial/5‐Lane D  50,000  28,108  0.562  B 
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Location  Segment  Classification/# Lanes  LOS E 
Capacity 

ADT1  V/C2  LOS3 

Shadowridge Drive to  
SR‐78 EB Ramps 

Major Arterial/6‐Lane D  60,000  46,712  0.779  C 

Vista Village 
Drive 

W. Vista Way to  
Santa Fe Avenue 

Primary Arterial/6‐Lane D  60,000  37,649  0.627  B 

N. Santa Fe Avenue to  
Civic Center Drive 

Secondary Arterial/ 
4­Lane UD5 

25,000  23,671  0.947  E 

E. Vista Way  Civic Center Drive to 
Vale Terrace Drive 

Secondary Arterial/ 
4­Lane UD 

25,000  43,939  1.758  F 

Vale Terrace Drive to 
Bobier Drive 

Secondary Arterial/ 
4­Lane UD 

25,000  33,545  1.342  F 

North of Bobier Drive  Secondary Arterial/ 
4­Lane UD 

25,000  29,730  1.189  F 

W. Vista 
Way 

Emerald Drive to  
N. Melrose Drive 

Secondary Arterial/ 
4­Lane UD 

8,800  14,643  1.664  F 

N. Melrose Drive to  
Vista Village Drive 

Light Collector/ 
2‐Lane 

60,000  19,912  0.332  A 

Bobier Drive  N. Melrose Drive to  
N. Santa Fe Avenue 

Primary Arterial/ 
6‐Lane D 

25,000  20,416  0.817  D 

N. Santa Fe Avenue to  
E. Vista Way 

Secondary Arterial/ 
4‐Lane UD 

40,000  18,362  0.459  A 

N. Santa Fe 
Avenue 

Bobier Drive to  
Vista Village Drive 

Major Arterial/ 
4‐Lane D 

40,000  25,236  0.631  B 

S. Santa Fe 
Avenue 

Vista Village Drive to 
Civic Center Drive 

Major Arterial/ 
4‐Lane D 

25,000  19,762  0.790  C 

Sunset Drive  Crestview Road to SR‐
78 Westbound (WB) 
R

Secondary Arterial/ 
4‐Lane UD 

25,000  20,888  0.836  D 

Civic Center 
Drive 

SR­78 WB Ramps to  
S. Santa Fe Avenue 

Secondary Arterial/ 
4­Lane UD 

25,000  31,248  1.250  F 

S. Santa Fe Avenue to  
E. Vista Way 

Secondary Arterial/ 
4­Lane UD 

25,000  26,511  1.060  F 

Hacienda 
Drive 

Emerald Drive to  
S. Melrose Drive 

Secondary Arterial/ 
4‐Lane UD 

25,000  15,340  0.614  B 

S. Melrose Drive to  
Vista Village Drive 

Secondary Arterial/ 
4‐Lane UD 

25,000  18,029  0.721  B 

Emerald 
Drive 

Olive Avenue to  
West Drive 

Secondary Arterial/ 
4­Lane UD 

15,000  17,404  1.160  F 

West Drive to  
Hacienda Drive 

Collector/2­Lane 
w/TWLTL6 

25,000  27,372  1.095  F 

Business 
Park Drive 

Sycamore Avenue to  
Park Center Drive 

Secondary Arterial/ 
4‐Lane UD 

25,000  10,604  0.424  A 

Park Center Drive to 
Poinsettia Avenue 

Secondary Arterial/ 
4‐Lane UD 

25,000  9,967  0.399  A 

Poinsettia Avenue to 
Palomar Airport Road 

Secondary Arterial/ 
4‐Lane UD 

25,000  13,675  0.547  A 
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Location  Segment  Classification/# Lanes  LOS E 
Capacity 

ADT1  V/C2  LOS3 

La Mirada 
Drive 

Sycamore Avenue to 
Poinsettia Avenue 

Secondary Arterial/ 
4­Lane UD 

8,800  9,439  1.073  F 

Shadowridge 
Drive 

S. Melrose Drive to 
Sycamore Avenue 

Light Collector/ 
2‐Lane 

25,000  15,601  0.624  B 

Sunset Drive  S. Melrose Drive to  
Buena Vista Drive 

Secondary Arterial/ 
4‐Lane UD 

8,800  4,278  0.486  A 

Buena Vista Drive to 
Civic Center Drive 

Light Collector/ 
2‐Lane 

8,800  5,096  0.579  A 

Thibodo 
Road 

Mar Vista Drive to 
Chaparral Drive 

Light Collector/ 
2‐Lane 

8,800  6,127  0.696  B 

Chaparral Drive to 
Sycamore Avenue 

Light Collector/ 
2‐Lane 

15,000  8,435  0.562  C 

Olive Avenue  Emerald Drive to  
N. Melrose Drive 

Collector/ 
2‐Lane w/TWLTL 

15,000  9,320  0.621  C 

N. Melrose Drive to 
Plymouth Drive 

Collector/ 
2‐Lane w/TWLTL 

15,000  6,860  0.457  B 

Plymouth Drive to  
Vista Village Drive 

Collector/ 
2‐Lane w/TWLTL 

8,800  7,397  0.841  D 

Monte Vista 
Drive 

S. Santa Fe Avenue to 
Cypress Road 

Light Collector/ 
2­Lane 

8,800  8,428  0.958  E 

Cypress Road to  
York Drive 

Light Collector/ 
2‐Lane 

8,800  6,486  0.737  C 

1 ADT = Average Daily Traffic 
2V/C = Volume to Capacity Ratio (i.e. LOS E) 
3LOS = Level of Service 
4D = Divided 
5UD = Undivided 
6TWLTL = Two‐Way Left Turn Lane 
Civic Center Drive formerly Escondido Avenue.  
Source: RBF Consulting 2010 

 

As Table 4.11‐3 shows, 11 roadway segments are currently operating at LOS E or F and are 
considered deficient: 

 Vista Village Drive, between N. Santa Fe Avenue and Civic Center Drive (LOS E). 

 E. Vista Way, between Civic Center Drive and Vale Terrace Drive (LOS F). 

 E. Vista Way, between Vale Terrace Drive and Bobier Drive (LOS F). 

 E. Vista Way, north of Bobier Drive (LOS F). 

 W. Vista Way, between Emerald Drive and N. Melrose Drive (LOS F). 

 Civic Center Drive, between SR‐78 Westbound Ramps and S. Santa Fe Avenue (LOS F). 

 Civic Center Drive, between S. Santa Fe Avenue and E. Vista Way (LOS F). 

 Emerald Drive, between Olive Avenue and West Drive (LOS F). 
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Table 4.11-7. 2030 Daily Roadway Segment Levels of Service with GP Update (2030) 

Segment Location Classification # Lanes LOS E Capacity ADT1,3 LOS3 Change in  V/C Impact? S. Melrose Drive Park Center Drive to Sycamore Avenue Primary Arterial 6 D 60,000 45,30045,800 C -
0.3430.351 N 

Sycamore Avenue to Shadowridge Drive Primary Arterial 6 D 60,000 24,40025,300 A -
0.0120.027 N 

Shadowridge Drive to Sunset Drive Primary Arterial   60,000 33,60038,600 A -
0.1040.187 N 

Sunset Drive to SR-78 EB Off-Ramp  Urban Major  6 D 50,000 34,50039,200 B 
0.0780.016 N N. Melrose Drive  SR-78 EB Off-Ramp to Olive Avenue  Urban Major  6 D 50,000 37,700 C -0.145 N Olive Avenue to W. Bobier Drive  Urban Major  6 D 50,000 38,400 C -0.047 N Sycamore Avenue  S. Melrose Drive to Business Park Drive  Primary Arterial 6 D 60,000 46,20046,600 C -
0.3720.379 N 

Business Park Drive to La Mirada Drive  Primary Arterial 6D 60,000 39,00039,400 B -
0.1520.159 N 

La Mirada Drive to Shadowridge Drive  Primary Arterial  6D 60,000 39,50040,100 B -
0.0960.106 N 

Shadowridge Drive to SR-78 EB Ramps Primary Arterial 6 D 60,000 47,60050,100 C -
0.0140.056 N 

Vista Village Drive  W. Vista Way to N. Santa Fe Avenue  Urban Major  6 D 50,000 39,200 C -0.157 N N. Santa Fe Avenue to Civic Center Drive  Urban Major 6 D 50,000 24,100 A -0.465 N E. Vista Way  Civic Center Drive to Vale Terrace Drive  Urban Major 6 D 50,000 44,300 D -0.872 N Vale Terrace Drive to E. Bobier Drive  Urban Major 6 D 50,000 28,000 A -0.782 N North of E. Bobier Drive  Major Arterial 4 D 40,000 31,200 C -0.409 N W. Vista Way Emerald Drive to N. Melrose Drive  Collector  4 25,000 16,100 B -1.020 N N. Melrose Drive to Vista Village Drive  Primary Arterial  6 D 60,000 17,000 A -0.049 N Bobier Drive  N. Melrose Drive to N. Santa Fe Avenue Major Arterial 4 D 40,000 28,400 C -0.107 N 
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Segment Location Classification # Lanes LOS E Capacity ADT1,3 LOS3 Change in  V/C Impact? N. Santa Fe Avenue to E. Vista Way Major Arterial  4 D  40,000 21,600 A -0.081 N N. Santa Fe Avenue Bobier Drive to Vista Village Drive Major Arterial 4 D 40,000 25,600 B -0.009 N S. Santa Fe Avenue Vista Village Drive to Civic Center Drive  Major Arterial 4 D 2540,000 32,900 D -0.033 N Branding Iron Drive Sunset Avenue Melrose Avenue to Crestview Road Crestview Road to SR-78 WB Ramps  Major Arterial Major Arterial 4D 4 D 40,000 40,000 13,900 28,10032,006 C C N/A5 N N/A0.134 N 
Civic Center Drive4 SR-78 WB Ramps to S. Santa Fe Avenue Urban Major 6 D 50,000 47,200 E -0.306 Y 

S. Santa Fe Avenue to E. Vista Way  Major Arterial 4 D 40,000 36,100 E -0.158157 Y Hacienda Drive Emerald Drive to S. Melrose Drive Collector 4 UD 25,000 9,900 A -0.218 N S. Melrose Drive to Vista Village Drive Collector 4 UD 25,000 18,90019,200 C -
0.0350.047 N 

Emerald Drive  Olive Avenue to West Drive  Collector  4 UD 25,000 24,500 E -0.180 Y West Drive to Hacienda Drive  Major Arterial 4 D 40,000 30,600 C -0.330 N Business Park Drive Sycamore Avenue to Park Center Drive Collector 4 UD 25,000 20,500 D -0.396 N Park Center Drive to Poinsettia Avenue Collector 4 UD 25,000 18,000 C -0.321 N Poinsettia Avenue to Palomar Airport Road Collector 4 UD 25,000 21,900 D 
-0.329 N La Mirada Drive  Sycamore Avenue to Poinsettia Avenue  Collector  2 UD 15,000 12,50012,700 D 0.240-
0.226 N 

Shadowridge Drive S. Melrose Drive to Sycamore Avenue  Collector 4 UD 25,000 10,90012,800 A 
-0.188112 N Sunset Drive  S. Melrose Drive to Buena Vista Drive  Semi-Rural  2 7,100 1,9600 A -0.261218 N Buena Vista Drive to Civic Center Drive  Semi-Rural 2 7,100 2,600 A -0.494213 N Thibodo Road  Mar Vista Drive to Chaparral Drive  Collector  2 15,000 7,4200 A -4.104-.203 N Chaparral Drive to Sycamore Avenue Collector  2  15,000 9,000 A -0.038 N Olive Avenue  Emerald Drive to N. Melrose Drive  Collector  4  25,000 13,900 A -0.065 N N. Melrose Drive to Plymouth Drive  Collector  4 215,000 18,700 C -0.291 N Plymouth Drive to Vista Village Drive  Collector  2  15,000 10,900 C -0.114 N Monte Vista Drive  S. Santa Fe Avenue to Cypress Road  Collector  2 15,000 13,500 D -0.058 N Cypress Road to York Drive  Collector  2 15,000 6,300 A -0.317 N 



City of Vista Chapter 3. Modifications
 

 
Vista General Plan 2030 Update 
Final Program Environmental Impact Report 3-27 December 2011

ICF 00552.07
 

Segment Location Classification # Lanes LOS E Capacity ADT1,3 LOS3 Change in  V/C Impact? 1ADT: Average Daily Traffic 2TWLTL: Two-Way Left-Turn Lane 3Deficient operating conditions showed in boldface. 4Civic Center Drive formerly Escondido Avenue. 5The Branding Iron segments do not exist in the existing condition but are included as a planned roadway improvement in the GP Update. Source: RBF Consulting 2010.  
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Phase Timing and Options

Unit Information Phase Timing Phase Options
1 2 3 4 5 6 7 8
X X . . X X X X
. . . . . . . X
. X . . . X . .
X X . . X X X X
. X . . . X . .
. . . . . . . .

Unit Parameters . . . . . . . .
. . . . . . . .
. . . . . . . .
. . . . . . . .
. X . . . X . X
. . . . . . . .
. . . . . . . .
. . . . . . . .
. . . . . . . .
. . . . . . . .
. . . . . . . .
. . . . . . . .
. . . . . . . .
. . . . . . . .
. . . . . . . .
. . . . . . . .

Phase Configuration Global Phase Recalls Notes
1 2 3 4 5 6 7 8
. . . . . . . .
. . . . . . . .
. . . . . . . .

Backup Time

Disable
0
Disable
5
600

332 CABINET

Vista Village Dr @ Lado De Loma Dr

0.0 0.0 0.0 0.0

0 0 0 0

15 40 15 200

2.0
0.0

0

0

3.0 3.0

2012

5 15

4
Auto Flash Entry
Auto Flash Exit

Max Green 2 0 0 0 0 0 0 0 0

Steady Don't Walk 0 0 0
5

3.5 2.5 2.5

0

5 6 7 8

0

0 0
0.0 0.0 0.0

0
0.00.00.0

0 0
0

0.0 0.0 2.0

00
5

0

Min Green 2
0.0

0 0

0.0
0 0 Red Rest

Ped Recycle0 0

15

3.5

40

4.4
1.0
0.0

0 0
Extended Mode
Startup Flash
Auto Ped Clear
Red Revert

0

Phase 3

Min Green 2 0

Description
Walk
Ped Clear

Min Green

Passage 2 0.0 0.0

0

Passage

0

0.0

0
0.0 0.0 0.0

0.0
0 0

0
0.0

0

0

0.0
0.0 0.0

0.0

0.0

0.0

Soft Vehicle Recall
Dual Entry
Sim. Gap Disable

0
0 0

0.0

0 0 0 0
0 0 0

0 0 0 0
0.0

3.6

No Startup Call

1.0

Actuated Rest in Walk
Conditional Svc Enable
Add Initial Calculation
Ped Clear During Yellow
Ped Clear During Red Clr
Yellow Min Override

0

Red Clear

15

4.4
1.0

0

Max Green 1

Yellow Change 4.4 4.4 3.6
1.0 1.0 1.0
0.0 0.0 0.0

All Dark Flash Sns Disable

0 0

None

0
0
0 0

3

0

No Ped Startup Call

Max Green 2

0 0

0

0.0

0

0

Added Initial
Maximum Initial
Time B4 Reduction
Cars B4 Reduction
Time To Reduce
Reduce By
Minimum Gap
Advance Walk
Delayed Ped

6

4

2

Phase
1

7
8

Phase
Min
Max
Ped

YellowChange
Phase Not On
Phase Not On

YellowChange
Phase Not On

Startup

None
Phase Not On5

Phase
Enable

Non Lock Detector
Min Vehicle Recall
Max Vehicle Recall
Ped Recall

0
0

5

0 0 0 4 0 4
0 0 0 12 0

1 2 4

0

Controller Number
Software
Main Street
Side Street
IP Address

63
 Intelight MAXTIME 2.X
Vista Village Dr
Lado De Loma Dr
10.9.9.60

Startup All Red
Man. Control Seq.
MCE Enable
Start Yel. Override
Start Red Override
Free Sequence
All Red Flash Exit
Local CVM Fash
All Red Flash Sns

0
1
Enable
0
0
1
5
Disable
Disable

Description
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Sequences

Sequence 1 Sequence 2 Sequence 3 Sequence 4 Sequence 5 Sequence 6

Sequence 7 Sequence 8 Sequence 9 Sequence 10 Sequence 11 Sequence 12

Sequence 13 Sequence 14 Sequence 15 Sequence 16

Standard Overlaps

Ring Sequence

2 5,6,a,8,7,b2 5,6,a,8,7,b
3

1 1,2,a,4,3,b 1 2,1,a,4,3,b1 1,2,a,3,4,b1 2,1,a,4,3,b

1 1,2,a,b 1 2,1,a,3,4,b 1 1,2,a,4,3,b 1 2,1,a,4,3,b
Ring Sequence Ring Sequence Ring Sequence

3

Ring Sequence

5,6,a,7,8,b 2 5,6,a,7,8,b2 5,6,a,7,8,b 2

Ring SequenceRing Sequence

Ring Sequence
1 1,2,a,b
2 5,6,a,7,8,b

Ring Sequence
1 1,2,a,b
2 5,6,a,7,8,b

Overlaps

Enabled
Description

3
4

3

3
4

3
4

3

4

1 1,2,a,4,3,b
2 6,5,a,7,8,b

3
4

3
2 5,6,a,7,8,b

Ring Sequence

4

2 6,5,a,7,8,b 2 5,6,a,8,7,b

Ring SequenceRing Sequence
1 2,1,a,3,4,b
2 5,6,a,8,7,b

3
4

2 6,5,a,8,7,b

Ring Sequence
1 1,2,a,3,4,b

Trail Red
Walk
Ped Clear
Delay

Overlap

Negative Phs
Negative Ovlp
Negative Ped
Green Suppr
Trail Green
Trail Yellow

Modifier Phs

Type
Included Phs

3
4

3
4

3
4

2 6,5,a,8,7,b 2 6,5,a,8,7,b 2 6,5,a,8,7,b
1 1,2,a,4,3,b 1

4

4
3

2,1,a,4,3,b
Ring SequenceRing Sequence Ring Sequence

1 2,1,a,3,4,b

3
4 4

4
3
4

Call for Svc

1
Disabled

Off

0
0.0
0.0
0
0

0.0
.
.
.

Startup Call
Recall

6
Disabled Disabled Disabled Disabled Disabled

Off Off Off Off Off

2 3 4 5

0 0 0 0 0
0.0 0.0 0.0 0.0 0.0
0.0 0.0 0.0 0.0 0.0

. . . . .

0 0 0 0 0
0 0 0 0 0

0.0 0.0 0.0 0.0 0.0
. . . . .
. . . . .
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Backup Prevention / No Serve Phases

Sequence 1 Sequence 2 Sequence 3
Backup Protection Plan Backup Protection Plan Backup Protection Plan

Call Phs No Serve Call Phs No Serve Call Phs No Serve
1 2 3 4 5 6 7 8 1 2 3 4 5 6 7 8 1 2 3 4 5 6 7 8
. . . . . . . . . . . . . . . . . . . . . . . .
. . . . . . . . . . . . . . . . . . . . . . . .
. . . . . . . . . . . . . . . . . . . . . . . .
. . . . . . . . . . . . . . . . . . . . . . . .
. . . . . . . . . . . . . . . . . . . . . . . .
. . . . . . . . . . . . . . . . . . . . . . . .
. . . . . . . . . . . . . . . . . . . . . . . .
. . . . . . . . . . . . . . . . . . . . . . . .

Sequence 4 Sequence 5 Sequence 6
Backup Protection Plan Backup Protection Plan Backup Protection Plan

Call Phs No Serve Call Phs No Serve Call Phs No Serve
1 2 3 4 5 6 7 8 1 2 3 4 5 6 7 8 1 2 3 4 5 6 7 8
. . . . . . . . . . . . . . . . . . . . . . . .
. . . . . . . . . . . . . . . . . . . . . . . .
. . . . . . . . . . . . . . . . . . . . . . . .
. . . . . . . . . . . . . . . . . . . . . . . .
. . . . . . . . . . . . . . . . . . . . . . . .
. . . . . . . . . . . . . . . . . . . . . . . .
. . . . . . . . . . . . . . . . . . . . . . . .
. . . . . . . . . . . . . . . . . . . . . . . .

Sequence 7 Sequence 8 Sequence 9
Backup Protection Plan Backup Protection Plan Backup Protection Plan

Call Phs No Serve Call Phs No Serve Call Phs No Serve
1 2 3 4 5 6 7 8 1 2 3 4 5 6 7 8 1 2 3 4 5 6 7 8
. . . . . . . . . . . . . . . . . . . . . . . .
. . . . . . . . . . . . . . . . . . . . . . . .
. . . . . . . . . . . . . . . . . . . . . . . .
. . . . . . . . . . . . . . . . . . . . . . . .
. . . . . . . . . . . . . . . . . . . . . . . .
. . . . . . . . . . . . . . . . . . . . . . . .
. . . . . . . . . . . . . . . . . . . . . . . .
. . . . . . . . . . . . . . . . . . . . . . . .8 8 8

Thru Red No Thru Red No Thru Red No
8 8 8 8 8 8

6 6 6
7 7 7 7 7 7 7 7 7
6 6 6 6 6 6

4 4 4
5 5 5 5 5 5 5 5 5
4 4 4 4 4 4

3 3 3 3 3 3
2 2 2 2 2

Ph Call Ph Ph No Srv

Se
rv

e 
Ph

as
e

1 1 1

Se
rv

e 
Ph

as
e

1 1 1

Se
rv

e 
Ph

as
e

1 1 1
2 2 2 2
3 3 3

Backup phase Backup phase Backup phase
Ph Call Ph Ph No Srv Ph Call Ph Ph No Srv

8 8 8
Thru Red No Thru Red No Thru Red No

8 8 8 8 8 8

6 6 6
7 7 7 7 7 7 7 7 7
6 6 6 6 6 6

4 4 4
5 5 5 5 5 5 5 5 5
4 4 4 4 4 4

3 3 3 3 3 3
2 2 2 2 2

Ph Call Ph Ph No Srv

Se
rv

e 
Ph

as
e

1 1 1
Se

rv
e 

Ph
as

e
1 1 1

Se
rv

e 
Ph

as
e

1 1 1
2 2 2 2
3 3 3

Backup phase Backup phase Backup phase
Ph Call Ph Ph No Srv Ph Call Ph Ph No Srv

8 8 8
Thru Red No Thru Red No Thru Red No

8 8 8 8 8 8

6 6 6
7 7 7 7 7 7 7 7 7
6 6 6 6 6 6

4 4 4
5 5 5 5 5 5 5 5 5
4 4 4 4 4 4

3 3 3 3
2 2 2 2 2

No Srv

Se
rv

e 
Ph

as
e

1 1 1

Se
rv

e 
Ph

as
e

1 1 1

Se
rv

e 
Ph

as
e

1 1 1
2 2 2 2
3 3 3 3 3

Backup phase Backup phase Backup phase
Ph Call Ph Ph No Srv Ph Call Ph Ph No Srv Ph Call Ph Ph
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Detector Configuration
Vehicle Detectors Pedestrian Detectors

Global Vehicle Detector Parameters

Global Ped Detector Parameters

Vehicle Detection Options

. .. . . . . . . . .. . . . . . . . .Passage 2 . . . . . . . .
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X X
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X X X X . X
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X

. . . . .
. X . . . . . . . . . . . . . .
. .
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Queue

Extend
Red Lock Call

22
. . . . . . . . . . . .

.

X X X X X X

23 24

. . . . . . . . . .
. .

.

X

X

25 26 27 28
. . .

. . . .

.

.
X X

.

.

Yellow Lock Call
Occupancy
Volume

18 19 20 2111 12 13 14 15 16 1710
.

. . .

1 2 3 4 5
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1
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