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Mr. Alexander Yuen 

Engineer I 

City of Daly City 

333 - 90th Street 

Daly City, California 94015 153172-016 

 

Subject: Hydraulic Analysis for the Jefferson Union High School District Master Plan 

Project 

Dear Mr. Yuen: 

In completion of Phase 016 of the Agreement for Consulting Services dated 

October 8, 2018, between the City of Daly City (Daly City) and Brown and Caldwell (BC), 

BC is pleased to submit this letter report for your review and use. This report documents 

the hydraulic analysis performed to determine the water main sizes required to deliver 

domestic and fire flow demands to the proposed Jefferson Union High School District 

(JUHSD) Master Plan (MP) Project (Site) in Daly City. 

For this assignment, BC expanded the existing hydraulic model of Daly City’s potable 

water system by adding the proposed public water lines (10-inch diameter) within the 

Site. BC evaluated potential connection points to Daly City’s water system. This report 

describes the model development, summarizes hydraulic analysis results, and presents 

BC’s recommendations for the diameters and connection points of the distribution 

pipelines.  

BC’s scope does not include the following activities and thus they are not part of this 

analysis: 

• Surge analysis 

• Water quality analysis 

• Sizing of the proposed automatic fire-suppression sprinklers system 

Hydraulic Model Development 

BC modeled the proposed project using InfoWater Pro 3.0 by Innovyze, Inc. InfoWater 

Pro is a commercially available, fully Geographic Information System (GIS) integrated, 

water distribution modeling and management software application that calculates and 

tracks various hydraulic constituents, such as flow, velocity, and pressure of water 

through the water system.  

The updated model includes the existing Daly City pipe network (last updated in August 

2021), including distribution mains 8- to 16-inches in diameter; note that the model also 

shows mains with diameters less or equal to 6-inches when those mains are the only 

local water mains or provide locations for service connections and the proposed pipe 

network and facilities for the project site. Figure 1 illustrates the existing and proposed 

water systems for the Site. 
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Based on the updated developer plans given to BC by Daly City on April 28, 2021, we understand 

that the JUHSD MP project will be built-out in three phases over 8 to 15 years. The project consists of 

up to 1,240 apartment units in five residential buildings and a mixed-used building at 699 

Serramonte Boulevard within the existing JUHSD School campus. Located off Serramonte Boulevard 

between St. Francis Boulevard and Callan Boulevard in Pressure Zone 6, the proposed project will 

construct new domestic water, fire water, and irrigation water lines within the project site. 

The basic construction type for the proposed building is either I-A or a mixed of I-A and III-A. The 

project consists of multiple new buildings described in Table 1 and shown on Figure 1: 

 

Table 1. JUHSD MP Project – New Facilities 

Building Type Approx. Area, ft2 New Lateral, Diameter and Length 

Phase 1  

Parcel B Mixed Used Apartment Building 364,253 
4 to 8-in, 50-ft 

10-in, 250-ft 

Phase 2  

Parcel C1/C2 Mixed Used Apartment Building 151,400 
4 to 8-in, 50-ft 

10-in, 570-ft 

Parcel D 
(Hi-Rise Option) 

Apartment Building 436,452 4 to 8-in, 50-ft 

Phase 3   

Parcel E 
(Hi-Rise Option) 

Apartment Building 535,426 
4 to 8-in, 50-ft 

10-in, 480-ft 

Parcel F 
(Hi-Rise Option) 

Apartment Building 551,650 4 to 8-in, 50-ft 

ft = foot/feet 

ft2 = square foot/feet 

 

As determined during the project kick-off meeting on June 14, 2021, the proposed project will 

connect at multiple locations to the Daly City water system:  

1. Phase 1:  

a. Existing 10-inch-diameter ductile iron pipe (DIP) near the intersection of Entry Drive and 

North Drive.  

b. Parcel B Connection: New 10-inch-diameter public water main on North Drive.  

2. Phase 2:  

a. Existing 10 inch-diameter DIP near Campus Drive.  

b. Parcel C1/C2 Connection: New 10-inch-diameter public water main on East Drive.  

c. Parcel D Connection: New 10-inch-diameter public water main on East Drive.  

3. Phase 3:  

a. Existing 10-inch-diameter DIP on Campus Drive.  

b. Existing 10-inch-diameter DIP on North Drive. 

c. Parcel E Connection: New 10-inch-diameter public water main on East Drive.  

d. Parcel F Connection: New 10-inch-diameter public water main on West Drive.  
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The hydraulic model consists of the following elements and assumptions: 

1. The proposed project will require new hydrants per Daly City Design Standards (Section 6.02.C) 

and 2019 California Fire Code (CFC). 

2. New 10-inch-diameter public water main through the Site connecting the existing 10-inch-

diameter water main in Campus Drive to the existing 10-inch-diameter water main near the 

intersection of Entry Drive and North Drive. 

3. New lateral pipes servicing the proposed buildings will connect to the new 10-inch-diameter 

public water main within the Site. 

4. The existing 6-inch-diameter asbestos cement pipe (ACP) in Serramonte Boulevard will be 

upsized to a 10-inch-diameter pipe to comply with current Daly City fire hydrant requirements. 

5. To construct Phase 3-Parcel F of the project, a portion of the existing 10-inch-diameter pipe in 

Campus Drive will be abandoned and removed. 

6. BC modeled new services to the proposed buildings using one fire demand node and one 

domestic demand node per building; however, Daly City may require separate 

connections/meters for fire, domestic, and irrigation demand. The findings of this water study 

still apply when proposed building require multiple connections. 

Required Fire Flow and Hydrant 

For these analyses, North County Fire Authority (NCFA) agreed to the following five required fire flow 

and duration after the initial project review in July 2021. The local fire authority may increase fire 

flow demand at its discretion to address concerns regarding wild land or other issues:  

1. To estimate the fire flow requirements, BC used a mixed building construction type of I-A/III-A for 

Parcel B and C, and I-A building construction type for Parcels D, E, and F. 

2. Per Daly City Municipal Code, the proposed building will have approved National Fire Protection 

Association (NFPA) 13 automatic sprinklers. The highest ceiling elevations will be approximately 

85 ft above pad elevations for Parcel B and C, and 150 ft for Parcels D, E, and F. 

3. Table 2 shows the required and reduced fireflow and duration per CFC Appendix B 

(Table B105.1(2)) for the proposed buildings. When the building has an automatic fire protection 

sprinkler system (Section 903.3.1 CFC), the local fire authority can reduce minimum fire-flow by 

up to 75 percent but not less than 1,000 gallons per minute (gpm). However, NCFA does not 

permit reduction of fire flow by more than 50 percent and not less than 1,500 gpm. 

4. Per CFC Appendix C (Table C102.1), the proposed buildings require up to 29 hydrants based on 

the full fire-flow before sprinkler related reduction. Due to the proximity of the proposed 

buildings, some of the existing and new hydrants shown in Figure 1 may serve multiple buildings, 

thus reducing the total number of the required hydrants. Existing fire hydrants connected to an 

8-inch-diameter or larger water main on public street can be considered as available to meet the 

CFC hydrant requirements. NCFA shall dictate all new hydrant locations. 

5. Required hydrant spacing per Daly City Design Standards (Section 6.02.C): 300 ft between 

hydrants. NCFA shall dictate final hydrant spacing. 

Demand Allocations 

BC allocated the new domestic water and fire demands to several model nodes using the unit 

demand factors by land use as developed in the Water Demands Summary Technical Memorandum 

(BC, July 13, 2012) and CFC. Table 2 and 2A present the water demands and the sprinkler system 

demands used for this analysis, respectively. 

September 20, 2021 
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Table 2. Average Day and Fire Flow Demands for the Proposed Project 

JUHSD MP Project 

No. of 

Units 

Approx. 

Areaa 

ft2 

Building 

Typeb, 

per CBC 

Approx. 

Building 

Height, ft. Land Use  

Unit Water 

Demandsc,d 

Ave. Day 

Demandse, 

gpm 

Required 

Fireflowf, 

gpm 

Reduced 

Fireflowg, 

gpm 

Flow 

Durationh, 

Hrs. 

Min. No. 

of 

Hydrantsi 

Ave. Spacing 

between 

Hydrantsj, ft. 

Phase 1 - Parcel B 

Apartment 201 231,150 III-A 85 
Multiple-Family 

Residential 
60 gpcd 39.2 6,000 3,000 - - - 

Retail/Restaurant - 24,427 I-A - Restaurant 
0.135 
gpsfpd 

6.9 4,000 2,000 - - - 

Standard parking 120 43,183 I-A - Parking - - - - - - - 

Puzzle lift parking 182 65,493 I-A - Parking - - - - - - - 

Subtotal - 364,253 Mixed - - - 46.1 5,269 2,635 2 6 300 

Phase 2 - Parcels C1/C2/D 

Apartment - C1 100 115,000 III-A 85 
Multiple-Family 

Residential 
60 gpcd 19.5 5,000 2,500 -  -   - 

Headstart - C2 - 1,400 I-A 12 Preschool 0.135 gpsfpd 0.4 2,000 1,500 -   - -  

Standard parking - C1/C2 50 17,500 I-A -  Parking -   - -  -   - -  - 

Puzzle lift parking - C1/C2 50 17,500 I-A  - Parking -   - -  -   - -  - 

Apartment - D 
(hi-rise option) 

269 309,350 I-A 150 
Multiple-Family 

Residential 
60 gpcd 52.5 6,000 3,000 -   - -  

Standard parking - D 202 63,551 I-A -  Parking -   - 3,750 1,875 -   - -  

Puzzle lift parking - D 202 63,551 I-A -  Parking -   - -   - -   - -  

Subtotal - C1/C2 - 151,400 Mixed  -   - -  19.9 4,279 2,139 2 5 300 

Subtotal - D - 436,452 I-A -   - -  52.5 6,000 3,000 3 6 300 

Phase 3 - Parcels E/F 

Apartment - E 
(hi-rise option) 

330 379,500 I-A 150 
Multiple-Family 

Residential 
60 gpcd 64.4 6,000 3,000 -  -   - 

Standard parking - E 248 77,963 I-A -  Parking -   - -   - -   - -  

Puzzle lift parking - E 248 77,963 I-A  - Parking -   - -   - -   - -  

Apartment - F 
(hi-rise option) 

340 391,000 I-A 150 
Multiple-Family 

Residential 
60 gpcd 66.3 6,000 3,000 -  -  -  

Standard parking - F 255 80,325 I-A  - Parking -   - -   - -   - -  
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Table 2. Average Day and Fire Flow Demands for the Proposed Project 

JUHSD MP Project 

No. of 

Units 

Approx. 

Areaa 

ft2 

Building 

Typeb, 

per CBC 

Approx. 

Building 

Height, ft. Land Use  

Unit Water 

Demandsc,d 

Ave. Day 

Demandse, 

gpm 

Required 

Fireflowf, 

gpm 

Reduced 

Fireflowg, 

gpm 

Flow 

Durationh, 

Hrs. 

Min. No. 

of 

Hydrantsi 

Ave. Spacing 

between 

Hydrantsj, ft. 

Puzzle lift parking - F 255 80,325 I-A  - Parking -   - -   - -   - -  

Subtotal - E - 535,426 I-A  - -  -  64.4 6,000 3,000 3 6 300 

Subtotal - F - 551,650 I-A -   - -  66.3 6,000 3,000 3 6 300 

Total Residential 1,240 1,426,000 -  -  -  -  241.8 -  -  -  29  - 

Total Other 
(Retail/Restaurant/Preschool) 

  25,827 -  -  -  -  7.3 -   - -   - -  

Total Parking 1,811 587,354  - -   - -   - -   - -   - -  

a. Approximate total building areas of all floor levels within the exterior walls from developer.  

b. For mixed construction building, calculations per State Fire Marshal code interpretation “Fire Flow Requirements with Mixed Construction” 11-015.  

c. Unit Water Demands and occupants per Unit from Near- and Long-Term Water Resources Planning (BC, 2012). Residential: 3.12 people per unit and 60 gpcd. Restaurant/Preschool: 

0.135 gpsfpd. Commercial: 0.045 gpsfpd   

d. gpcd = gallons per capita per day, gpsfpd = gallons per ft2 per day, gps = gpm per sprinkler, gpd/rm = gallons per day per room.  

e. gpm = gallons per minute. Residential/Hotel demand is averaged over 16 hours and all non-residential demand is averaged over 8-hours per day.  

f. Required fire flow per the 2019 CFC, Appendix B. (Table B105.1(1) and B105.1(2)).  

g. Reduced fire flow with an approved automatic sprinkler system Per CFC Table B105.1(1). NCFA does not permit reduction of fire flow by more than 50 percent and the reduced fire flow 

shall not be less than 1,500 gpm.  

h. Required fire flow duration are to be based on the reduced fire flow required per CFC Tables.  

i. Required minimum number of hydrants are to be based on the full fire flow per the 2019 CFC, Appendix B and C. (Table C102.1).  

j. Required hydrant spacing per 1990 Daly City Design Standards (Section 6.02.C). Actual final spacing of hydrants as required by NCFA. 
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Table 2A. Sprinkler Demands for the Proposed Project 

JUHSD MP Project 

Sprinkler 

Type 

NFPA 13 

Occupancy 

Sprinkler Area, 

ft2 

Density, 

gpm/ft2 

Sprinklers 

Demandsa, gpm 
Hose Stream 

Demands, gpm 
Total Sprinklers 

System Demands, gpm 

Phase 1 - Parcel B 

Apartment NFPA 13 Light Hazard 1,500 0.10 150 100 250 

Retail/Restaurant NFPA 13 Ordinary 2 1,500 0.20 300 250 550 

Standard parking NFPA 13 Ordinary 2 1,500 0.20 300 250 550 

Puzzle lift parking NFPA 13 Extra Hazard Group 1 2,500 0.30 750 500 1,250 

Phase 2 - Parcels C1/C2/D 

Apartment - C1 NFPA 13 Light Hazard 1,500 0.10 150 100 250 

Headstart - C2 NFPA 13 Light Hazard 1,500 0.10 150 100 250 

Standard parking - C1/C2 NFPA 13 Ordinary 2 1,500 0.20 300 250 550 

Puzzle lift parking - C1/C2 NFPA 13 Extra Hazard Group 1 2,500 0.30 750 500 1,250 

Apartment – D (Hi-Rise Option) NFPA 13 Light Hazard 1,500 0.10 150 100 250 

Standard parking - D NFPA 13 Ordinary 2 1,500 0.20 300 250 550 

Puzzle lift parking - D NFPA 13 Extra Hazard Group 1 2,500 0.30 750 500 1,250 

Phase 3 - Parcels E/F 

Apartment – E (hi-rise option) NFPA 13 Light Hazard 1,500 0.10 150 100 250 

Standard parking - E NFPA 13 Ordinary 2 1,500 0.20 300 250 550 

Puzzle lift parking - E NFPA 13 Extra Hazard Group 1 2,500 0.30 750 500 1,250 

Apartment – F (hi-rise option) NFPA 13 Light Hazard 1,500 0.10 150 100 250 

Standard parking - F NFPA 13 Ordinary 2 1,500 0.20 300 250 550 

Puzzle lift parking - F NFPA 13 Extra Hazard Group 1 2,500 0.30 750 500 1,250 

a. Sprinkler demand based on Density/area curves of 2019 NFPA 13, Figure 19.3.3.1.1 (page165) in accordance with the density/area method of 19.3.3.2. 
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Hydraulic Analysis  

BC used Daly City’s Water Master Plan (BC, August 1991) hydraulic design criteria for this analysis; 

they reflect the fire flow requirements under the current CFC with provisions for automatic fire 

sprinklers. Table 3 summarizes the distribution system pressure criteria, and Table 4 summarizes 

the velocity and headloss criteria. 

 

Table 3. Pressure Criteria 

Condition 

Pressure, 

psig 

System-wide Demand 

Multipliera 

Minimum pressure at peak-hourb 40 3.0 

Minimum residual pressure under Fire Flow + Max Day Demand—hydrant pressure per California 
Waterworks Standard (CCR Title 22, 2008)c 

20 1.5 + fire flow 

Minimum residual pressure under Fire Sprinkler demand + Max Day Demand—sprinkler 
pressure at highest sprinkler (pressure measured at pad elevation on utility side of water meter)d 

55 1.5 

a. Demand multipliers based on the 1991 Master Plan. 

b. The latest edition of the California Water Works Standards (Section 64602) requires a peak-hour pressure of 40 pounds per square 

inch gage (psig).  

c. Fire flow demand at the model junction varies, with a minimum residual pressure of at least 20 pounds per square inch gage (psig). 

d. Fire sprinkler demand for each building is estimated based on 2019 NFPA 13, Figure 19.3.3.1.1.  

 

Table 4. Velocity and Head Loss Criteria 

Parameter Condition Distribution Pipeline Criteriaa 

Maximum distribution velocity Maximum day 5 fps 

Maximum distribution headloss 
Pipeline diameter < 16 inches 10 ft/1,000 ft 

Pipeline diameter ≥ 16 inches 3 ft/1,000 ft 

a. fps = feet per second. 

 

BC analyzed the hydraulic network model under four scenarios: maximum day demand, peak hour 

demand, fire sprinkler demand plus maximum day demand, and structure fire flow plus maximum 

day demand. Table 5 lists the node’s demands information, including junction’s identifications, 

pressure zone, elevations, and average day demands (ADD). 

 

Table 5. Model Nodes and Domestic Demands 

Junction IDa Description 

Pressure 

Zone 

Elevationb, 

(ft) 

Additional ADD, 

(gpm) 

6-J14 Phase 1 - Parcel B 6 481 46.1 

6-J16 Phase 2 - Parcel D 6 483 52.5 

6-J18 Phase 3 - Parcel E 6 484 64.4 

6-J20 Phase 2 - Parcel C 6 484 19.9 

6-J22 Phase 3 - Parcel F 6 486 66.3 

a.  See Figure 1 for the location of the demand node. 

b. See table 2A for fire sprinkler system demand based upon new building area. 
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Scenario 1. Maximum day demand is the theoretical largest demand that occurs during any single 

day of the year. The day of maximum demand is usually associated with hot weather during the late 

summer or early fall. The maximum day demand factor for Daly City is 1.5. BC applied this global 

multiplier to all demand nodes in the model to simulate maximum day demand conditions. 

Scenario 2. Peak hour is the largest demand that occurs on any one single hour during the day of 

maximum demand and is larger than maximum day demand. BC multiplied average-day demands 

globally by 3.0 for peak-hour conditions. 

Scenario 3. Based on the density/area method from the 2019 NFPA 13, BC estimated the fire 

sprinkler demand required for the proposed buildings (see Table 2A). In accordance with Daly City 

procedure, BC also assumed a minimum residual pressure of 55 psig will be required at pad 

elevation of the proposed building. The project fire protection engineer will address the actual 

required pressure and number of sprinkler head for the fire protection system. 

Scenario 4. BC analyzed available fire flow by running the structure fire flow simulation under the 

maximum day demand scenario in the steady state mode. 

Scenario 5. BC analyzed the Daly City water model using the ADD for the field test day simulation.  

Findings, Conclusions and Recommendations 

After analyzing the model output for five different model scenarios, BC found that the existing Daly 

City public water system with the proposed water system expansion shown in Figure 1 would deliver 

satisfactory pressure and flow to the project. Table 6 summarizes the hydraulic analysis results for 

Scenario 1-5.  

 

Table 6. Hydraulic Analysis Scenario 1-5 Results 

Analysis 

Scenarioa,b  

Model Assumptions Analysis Results 

Tank Level 

System 

Demands 

Fire Flow/ 

Sprinkler 

Demands 

Min. 

Pressure 

Max. 

Pressure 

Available 

Sprinkler/Fire 

Flow 

Max. 

Velocity 

Max. 

Headloss 

1 

(Phase 1-3) 
Full -1 ft Max day - - 80 psig - <5 fps 

<10 
ft/1,000 ft 

2 

(Phase 1-3) 
Full -10 ft Peak hour - >40 psig - - - - 

3 

(Phase 1-3) 
Full -1 ft Max day 1,250 gpm >55 psig - 

>2,300 gpm @ 
55 psig 

- - 

4 

(Phase 1-3) 
Full -5 ft Max day 2,139-3,000 gpm >20 psig - 

>5,000 gpm @ 
20 psig 

- - 

5 

(Ex. Condition) 
Vary Ave day - - - - - - 

a. For Scenario 4 detail results, see Table 7. 

b. For Scenario 5 detail results, see Table 8. 
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Finding 1. Under maximum day demand conditions, BC found that the modeled system met both the 

maximum velocity and headloss criteria. The Uniform Plumbing Code (Section 608.2) limits internal 

pressures in any structure to 80 psig; therefore, structures with pad elevation lower than 

approximately 470 ft in Pressure Zone 6 will require individual pressure-regulating devices:  

• All Junctions for the proposed buildings appear to have pad elevation higher than 470 ft, thus 

new construction will not require individual pressure-regulating devices. The designer of the 

building plumbing system will address building internal pressure control. 

Finding 2. Under peak-hour demand conditions, BC found that all junctions within the proposed 

project meet the peak-hour minimum required residual pressure of 40 psig.  

Finding 3. Under maximum day conditions with sprinkler flow demands, the modeled system 

delivered the estimated sprinkler flow to the proposed buildings and met the minimum required 

residual pressure of 55 psig at pad elevation of the proposed building on the utility side of the water 

meter. The estimated available sprinkler flow at 55 psig is over 2,300 gpm at the proposed 

buildings. 

Finding 4. Under maximum day conditions with structure fire flow demands, the modeled system 

delivered the required fire hydrant flows and met the minimum required residual pressure of 20 psig 

for the proposed buildings. Table 7 lists the available fire flow simulation results:  

• Daly City’s water system would deliver the total maximum fire demand for the proposed project 

(3,000 gpm for 180 minutes equals 540,000 gallons) from Reservoir 6 and 6B, Reservoir 5 and 

5B Pump Stations, and pressure reducing stations from adjacent pressure zones.  

• Since the Pressure Zone 6 draws water from several sources, BC assumes based on past master 

planning that these various water sources will have enough available capacity to supply the 

required fire flow. Note that Reservoirs 6 and 6B hold approximately 1.5 million gallons each 

and hence has enough storage to supply the required fire flow.  

 

Table 7. Residual Pressure During Fire Flow Demand Simulation 

Junction 

ID Description 

Static 

Pressure, 

(psig) 

Fire-Flow 

Demand 

(gpm) 

Residual 

Pressure, 

(psig) 

Available Flow 

at Hydranta 

(gpm) 

Available Flow 

Pressure, (psig) Notes 

6-J14 Phase 1 - Parcel B 81 2,635 56 5,000 20 
Provide 6 new 

hydrants. 

6-J16 Phase 2 - Parcel D 80 3,000 53 5,200 20 
Provide 6 new 

hydrants. 

6-J18 Phase 3 - Parcel E 80 3,000 53 5,200 20 
Provide 6 new 

hydrants. 

6-J20 Phase 2 - Parcel C 80 2,139 62 5,200 20 
Provide 5 new 

hydrants. 

6-J22 Phase 3 - Parcel F 79 3,000 51 5,100 20 
Provide 6 new 

hydrants. 

a. New project hydrants will be required per CFC and Daly City Design Standards (Section 6.02.C). 
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Finding 5. As described in the American Water Works Association (AWWA) Manual M-32 Computer 

Modeling of Water Distribution Systems, fire flow testing is a widely used method for estimating the 

available fire flow from specific fire hydrants within water distribution systems and for validating 

water models. Fire flow tests consist of measuring flow from a hydrant (flow hydrant) while 

measuring the pressure at an adjacent hydrant (residual or pressure hydrant). The flow hydrant 

causes a pressure drop (AWWA recommends a drop of 10 psig, or more to create sufficient “stress” 

on the water system to reveal its characteristics) measured at the residual hydrant. Normally, Daly 

City/agency staff use a supervisory control and data acquisition (SCADA) system to record flow rates 

from pumps/pressure reducing valves (PRVs) and reservoir levels at test time to determine water 

demand and operating parameters. The modeler then simulates the test in the model by setting the 

pump/PRV operation and reservoir levels to match the field data and imposes a flow hydrant in the 

model. Finally, the modeler compares the pressure drop at the residual hydrant in the model results 

to the field data. Tables 8, 8A, and 8B list the fire hydrant test data versus the model simulation 

results for this project. 

 

Table 8. Summary of Fire Hydrant Test and Model Results 

 

BPS Status Reservoir Level Pressure Hydranta Flow Hydrantb 

Reservoir 5 

BPS Reservoir 6 

Static 

(psig) 

Residual 

(psig) 

Flow 

(gpm) 

Field measurementsc Off 12.8 80 76 959 

Model results Off 12.8 78 73 959 

Deviation - - -2 -3 - 

a. Pressure Hydrant location: Hydrant 21 on Map C-10. 

b. Flow Test Hydrant location: Hydrant 22 on Map C-10. 

c. Fire flow test was conducted by Daly City Staff on 6:15, 7/18/2021. 

 

Table 8A. Summary of Fire Hydrant Test and Model Results 

 

BPS Status Reservoir Level Pressure Hydranta Flow Hydrantb 

Reservoir 5 

BPS Reservoir 6 

Static 

(psig) 

Residual 

(psig) 

Flow 

(gpm) 

Field measurementsc Off 12.7 82 80 959 

Model results Off 12.7 84 80 959 

Deviation - - 2 0 - 

a. Pressure Hydrant location: Hydrant 18 on Map C-10. 

b. Flow Test Hydrant location: Hydrant 17 on Map C-10. 

c. Fire flow test was conducted by Daly City Staff on 6:30, 7/18/2021 
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Table 8B. Summary of Fire Hydrant Test and Model Results 

 

BPS Status Reservoir Level Pressure Hydranta Flow Hydrantb 

Reservoir 5 

BPS Reservoir 6 

Static 

(psig) 

Residual 

(psig) 

Flow 

(gpm) 

Field measurementsc Off 12.6 82 79 989 

Model results Off 12.6 84 79 989 

Deviation - - 2 0 - 

a. Pressure Hydrant location: Hydrant 18 on Map C-10. 

b. Flow Test Hydrant location: Hydrant “New”. 

c. Fire flow test was conducted by Daly City Staff on 6:45, 7/18/2021 

 

As part of model validation procedure, BC inserted SCADA system reservoir level and Booster Pump 

Station (BPS) data (Reservoir 5 BPS is off), recorded during hydrant testing into the Daly City water 

model and analyzed the model assuming the ADD for the test day. We compared the field-measured 

static pressure and residual pressure to the static pressure and residual pressure predicted by the 

model.  

Fire Hydrant Flow Test Findings 

Daly City staff conducted the first hydrant test (Table 8) at the south end of the proposed project 

along Campus Drive. The water system at this test location is well looped with watermain diameters 

ranging from 10- to 12-inch diameter. The system has enough hydraulic capacity and the model 

predicts that pressure at the hydrant would drop 5 psig. The model static pressure result agreed with 

field measurements to within -2 psig, while the model residual result deviated from the field 

measurement by -3 psig.  

Daly City staff conducted the second hydrant test (Table 8A) at the north end of the proposed project 

along Serramonte Blvd. The water system at this test location is well looped with watermain 

diameters ranging from 6- to 12-inch diameter. The system has enough hydraulic capacity and the 

model predicts that pressure at the hydrant would drop 4 psig. The model static pressure result 

agreed with field measurements to within 2 psig, while the model residual result matches the field 

measurement.  

Daly City staff conducted the third and final hydrant test (Table 8B) near the newly constructed 

Serramonte Del Rey Faculty and Staff Housing building. The water system at this test location is well 

looped with watermain diameters ranging from 10- to 12-inch diameter. The system has enough 

hydraulic capacity and the model predicts that pressure at the hydrant would drop 5 psig. The model 

static pressure result agreed with field measurements to within 2 psig, while the model residual 

result matches the field measurement.  

Within the water industry standards for a distribution system, typically a model is sufficiently 

validated when the static and residual pressure predicted by the model at the specific locations are 

within +/-5 psig of the field measured static and residual pressures.  

Summary 

For the proposed JUHSD MP Project, the model conforms to the fire hydrant flow requirements while 

the existing Daly City public water system with the proposed public water system expansion shown in 
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Figure 1 would meet the velocity and headloss criteria. Improvements as described in this letter and 

summarized below would produce a water system that meets all Daly City criteria.  

The proposed water system is shown in Table 9 and the project will connect at multiple locations to 

the Daly City water system:  

• Phase 1:  

− Existing 10-inch-diameter DIP near the intersection of Entry Drive and North Drive.  

− Parcel B Connection: New 10-inch-diameter public water main on North Drive.  

• Phase 2:  

− Existing 10-inch-diameter DIP near Campus Drive.  

− Parcel C1/C2 Connection: New 10-inch-diameter public water main on East Drive.  

− Parcel D Connection: New 10-inch-diameter public water main on East Drive.  

• Phase 3:  

− Existing 10-inch-diameter DIP on Campus Drive.  

− Existing 10-inch-diameter DIP on North Drive. 

− Parcel E Connection: New 10-inch-diameter public water main on East Drive.  

− Parcel F Connection: New 10-inch-diameter public water main on West Drive.  

 

Table 9. Summary of Proposed Water System 

Proposed Water System Estimated Quantity 

4-in Pipe 250 ft 

8-in Pipe 250 ft 

10-in Pipe 1,300 ft 

Hydrants Up to 29 

 
The proposed project will require up to 29 new fire hydrants per the CFC and Daly City Design 
Standards (Section 6.02.C). Due to the proximity of the proposed buildings, some of the existing and 
new hydrants shown in Figure 1 may serve multiple buildings, thus reducing the total number of the 
required hydrants. The project fire protection engineer will address the actual number, spacing, and 
location of the fire hydrant system.  

BC appreciates the opportunity to assist Daly City with this project. Please call us with any questions. 

 

Very truly yours, 

Brown and Caldwell 

 

 

 

 

 

 

Kevin Kai, P.E., Project Manager 
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Enclosure 

cc/enc: William Faisst, Brown and Caldwell 
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