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TIER 1
WATER AVAILABILITY ANALYSIS FOR
WINROD VINEYARDS
3465 STATE HIGHWAY 128, NAPA COUNTY, CA
APN 017-110-038

As required by Napa County Planning, Building & Environmental Services (PBES), this study
outlines the availability of groundwater for the proposed vineyard development located at
3465 State Highway 128, Napa County, CA.

PROJECT DESCRIPTION

The proposed project involves a Track | Vineyard Development and Erosion Control Plan
that includes the planting of three (3) separate vineyard blocks (Vineyard Block 1, Block 2,
and Block 3) located on the above referenced subject parcel that is located within the
Agricultural Watershed (AW) zoning district. The 104.79+ acre subject parcel is currently
developed with a residence, garage, well, access roads, and 4.6+ acres of vineyard
(Vineyard Blocks A, B, C, and D). The project will be constructed under three (3) phases
and includes a disturbed area of approximately 16.5+ acres.

Permit records for the existing vineyard could not be found; it is our understanding that the
existing vineyard was planted incrementally between 1997 and 2009. The Track | Vineyard
Development and Erosion Control Plan proposes to develop 8.4+ acres of new vineyard,
continue to operate the existing 4.6+ acres of vineyard that was installed without an
approved Erosion Control Plan and ultimately remove and replant the existing vineyards
and restore the necessary stream setbacks. The total proposed vineyard area is 13+ acres.
Refer to the attached Track | Vineyard Development and Erosion Control Plan (the Plan)
prepared by Bartelt Engineering for the existing and proposed vineyard development.

EXHIBITS

The associated USGS “Topographic Site Location Information” and the Site Map of the Well
on the Lands of Winrod Family Trust prepared by Terra Firma Surveys, Inc. dated December
12, 2022, shows the project site and approximate property lines and the approximate
distance to Blossom Creek. Information regarding the proposed project is shown on the Plan
including the location of the existing well. The approximate location of neighboring springs
and wells is shown on the “Neighboring Well & Surface Water Location Map”. All maps
and drawings mentioned above were prepared by Bartelt Engineering unless noted
otherwise.
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SITE FEATURES

The subject parcel is located approximately four (4) miles west of the City of Calistoga, CA
and borders the Sonoma County line to the west. The westerly portion of the subject parcel
consists predominately of wooded areas and ground slopes greater than 50%. The easterly
portion consists of vineyards, a small orchard, and residential improvements. The subject
parcel was heavily impacted by the 2017 Tubbs fire and has been undergoing
redevelopment of the residential structures. Several drainage courses are located
throughoutthe subject parcel that drain to Blossom Creek which is located to the east of the
subject parcel and is a tributary to the Napa River.

WATER USE CRITERIA

Parcel Zoning Agricultural Watershed (AW)
Project Parcel Locations All Other Areas
Parcel Size:
APN 017-110-039 104.79+ acres
Water Use Criteria Parcel Specific
Well and Spring Interference No

Groundwater/Surface Water Interaction None Anticipated’

Screening Tier Tier 1

As summarized in Table 1, the subject parcel is located within the Agricultural Watershed
(AW) Zoning District in “All Other Areas.” Per the PBES Water Availability Analysis (WAA)-
Guidance Document dated May 12, 2015, the water use criteria for parcels located in “All
Other Areas” that are not designated as a groundwater deficient area shall complete a Tier
1 Analysis. The water use criteria for the proposed project is considered parcel specific and
must be considered in relation to the average annual recharge available to the project
parcel.

SOURCE WATER INFORMATION

The subject parcel contains one (1) well that supplies all water demands for the subject
parcel. Water is pumped from the well to a storage tank(s) and then pumped to the residence
and the existing vineyard irrigation system.

Well Description

Per the Well Completion Report, the existing well (the project well) was constructed in 1996
by Fish Brothers Drilling, Inc. The well is reported to be constructed of five (5) inch diameter

' Blossom Creek is located approximately 1,455 feet from the existing project well. Due to the distance
between the project well and Blossom Creek and the topography, i.e., the hill bisecting the land between the
project well and Blossom Creek it is anticipated that the project well will have minimal to no interaction with
Blossom Creek. Refer to the enclosed Tier 3 WAA prepared by O’Connor Environmental, Inc. for additional
information.

2 Winrod Vineyards
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PVC F480 casing to a completed depth of 200 feet with a 20-foot bentonite annular seal.
Refer to the attached Well Completion Report for additional information.

Yield Test

A yield test was performed at the time of drilling with an estimated yield of 50+ gallons per
minute (gpm). Based on conversations with the property owner and the well pump installer,
it is our understanding that the existing well pump has an optimum efficiency pumping rate
at 18 gpm and a performance range from 6 gpm to 28 gpm.

Neighboring Water Source(s)

Based on review of neighboring property records found online from the Napa County PBES
Department and the California State Water Resources Control Board (SWRCB) Electronic
Water Rights Information Mapping System (eWRIMS), there does not appear to be any
neighboring? groundwater wells located within 500 feet of the project well nor any surface
water! sources located within 1,500 feet of the project well. Refer to the attached
“Neighboring Well & Surface Water Location Map” prepared by Bartelt Engineering for the
location of the existing project well and neighboring parcels.

Water Quality

Water quality results were not available for the existing well prior to completion of this
WAA.

GROUNDWATER SUBAREA

According to the Napa County Watershed Information & Conservation Council (WICC), the
subject parcel is partially located within the Western Mountains Subarea and the Napa
Valley Floor-Calistoga Subarea of the Napa River Watershed. The Napa County
Groundwater Monitoring Program tested wells in this area in 2014 and 2015. The observed
groundwater depth in these wells ranged from 44 feet to 240 feet from ground surface.
Ground elevations range from 390 feet to 1,660 feet, mean sea level. The groundwater
quality available in this subarea is reported to be generally of good quality. Elevated levels
of iron and manganese occur, along with lower than average pH indicating more acidity
than groundwater in the Napa Valley Floor.

WATERSHED INFORMATION

The subject parcel is located within the Blossom Creek sub-basin that is part of the Napa
River Watershed. The subject parcel is not located within a municipal watershed. The
Blossom Creek sub-basin includes 1,686+ acres that drain to Blossom Creek which is a
tributary to the Napa River.

GEOLOGICAL FEATURES

The attached “Geological Site Location Map” prepared by Bartelt Engineering shows the
subject parcel boundary and the geological features present on the subject parcel per the

2 APN 017-110-050 is the only neighboring parcel with a well and is located approximately 1,500 feet from
the existing project well.

Winrod Vineyards
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United States Geological Service (USGS) Online Geodatabase. Below is a summary of the
geological features located on the subject parcel:

e Tertiary Pyroclastic and Volcanic Mudflow Deposits, Unit 1 (Sonoma Volcanic
Field), 95.6% of the subject parcel.

e Quarterly Alluvium and Marine Deposits, 3.3% of the subject parcel.

e Tertiary Volcanic Flow Rocks, Unit 3 (Sonoma Volcanic Field), 1.1% of the subject
parcel.

Per the Napa County Baseline Data Report (2005), Sonoma Volcanics consist of dacite,
rhyolite and andesite rock types. These rocks are exposed over much of Napa Valley and
are the second most commonly exposed rocks in Napa County. In terms of groundwater
resources, tuffaceous units within the Sonoma Volcanics host significant volumes of
groundwater under both confined and unconfined conditions. Furthermore, surficial
deposits consist of the formation of stream channel deposits, alluvium, terrace deposits,
alluvial fan deposits, landslide deposits, basing deposits, bay mud, and artificial fill. In terms
of groundwater resources, surficial deposits are reported to be typical pathways for
groundwater recharge and, depending on the properties and depths of the surficial deposits,
may hold groundwater to varying capacity. Within the Napa Valley floor, the majority of
the groundwater is hosted within these deposits.

ALL OTHER AREAS ESTIMATED GROUNDWATER RECHARGE3

The allowable water allotment for the subject parcel is determined by estimating
groundwater recharge. Groundwater recharge can be estimated by understanding the soil
properties and geological materials present and their ability to percolate groundwater to the
saturated zone of the aquifer. Water flowing into the ground consists primarily of recharge
from precipitation, surface water seepage, and artificial recharge. Water flowing out of the
ground primarily involves extraction from wells, spring discharge, and evapotranspiration.
In Napa County, precipitation has been primarily established as the primary source of
groundwater (Kunkel and Upson, 1960). Since the subject parcel is located in the Western
Mountains Subarea and the Napa Valley Floor-Calistoga Subarea of the Napa River
Watershed, with watercourses located in the proximity of the project area, direct infiltration
from rainfall is likely to be the most significant factor for groundwater recharge. Without
having site recorded data showing the change in groundwater, this analysis models
groundwater recharge as a percent of rainfall. The amount of rainfall that is estimated to
recharge groundwater is impacted by several factors. Some of these factors include
precipitation, soil properties, and underlain geological materials.

Precipitation

Precipitation, or rainfall, data used in this analysis is from Napa County GIS Resources
utilizing the PRISM Climate Group at Oregon State University that provides spatial climate
dataset which spans over a period of time and provides insight into normal rainfall years as
well as periods that deviate into dry and wet years. The selected 800 meter or 4-kilometer

3 Refer to attached Table Il for Groundwater Recharge Comparison.

4 Winrod Vineyards
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(km) resolution grid cells provide average rainfall data for 10-year normal datasets from
2012-2021. The average annual rainfall for the subject parcel is 33.69 inches.

Hydrologic Soil Groups

Per the United States Department of Agriculture (USDA), hydrologic soil groups (HSG) are
based on estimated potential for runoff. Soils are assigned four (4) groups (A, B, C, or D)
depending on the ability of water to infiltrate the soil. Group A soils have a high infiltration
rate (low runoff potential), and group D soils have very slow infiltration rates (high runoff
potential). The infiltration rate is also affected by site slopes; higher slopes limit the time
water is available for infiltration.

A custom soils report was generated using the Natural Resources Conservation Service
(NRCS) Web Soil Survey for the subject parcel. The Survey shows that five (5) different soil
types and land slopes are present with the following characteristics:

e Aiken Loam (Map Unit 101), 15% to 30% slopes, HSG C, 13% of the subject parcel.
e Bale Clay Loam (Map Unit 105), 2% to 5% slopes, HSG C, <0.1% of the subject

parcel.

e Forward Silt Loam (Map Unit 139), 5% to 39% slopes, HSG C, 19.1% of the subject
parcel.

e Forward Silt Loam (Map Unit 140), 12% to 57% slopes, HSG C, 56.9% of the subject
parcel.

¢ Kidd Loam (Map Unit 156), 30% to 70% slopes, HSG D, 8.7% of the subject parcel.

e Forward Silt Loam (Map Unit FoG), 12% to 57% slopes, HSG C, 2.3% of the subject
parcel.

The majority of the subject parcel (91.3% of the subject parcel) includes a HSG “C” rating
with “slow” infiltrative properties and an estimated infiltrative rate of 0.10 inches per hour.
Refer to the Custom Soil Resource Report for Napa County, California and Sonoma County,
California Winrod Vineyards that was submitted with the Erosion Control Plan (ECP)
Application for more information regarding soil properties.

Recharge Area

The recharge area on the subject parcel is limited to the areas with ground slopes less than
or equal to 30% where precipitation is more likely to infiltrate through the soil and reach
the groundwater aquifer. Precipitation on ground slopes greater than 30% are more likely
to runoff and not contribute to groundwater recharge. The 104.79+ acre subject parcel
includes 40.5 acres of ground slopes less than or equal to 30%. This area (40.5 acres) will
be used as the area for estimating groundwater recharge. Refer to the Water Availability
Analysis Exhibit that is part of the Erosion Control Plan for site slope locations.

Geological Comparison for Estimating Recharge Rate

Groundwater recharge can be estimated by understanding the soil properties and geological
materials present and their ability to percolate groundwater to the saturated zone of the
aquifer. Sonoma Volcanics are the primary water-bearing geological formation. Based on
review of several groundwater publications, a percent of precipitation is assumed to be

Winrod Vineyards
Water Availability Analysis 5
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available for groundwater recharge. Below is a summary of these references and comparison
to the geological materials and HSGs present on the subject parcel:

e The “Santa Rosa Plan Watershed Groundwater Management Plan 2014” prepared
by the Santa Rosa Plan Basin Advisor Panel includes a specified yield of 0 to 15
percent for Sonoma Volcanics. Specified yield refers to the amount of water
contained in the saturated zone that flows by gravity and is available to wells
(Johnson 1967).

e The “Napa-Sonoma Valley Groundwater Basin, Sonoma Valley Subbasin” from the
California Groundwater Bulletin 118 describes Sonoma Volcanics as having specific
yields varying from 0 to 15 percent (DWR 1982).

Based on the methodology utilized in these studies, groundwater recharge for the subject
parcel, which predominantly includes Sonoma Volcanics, could be 15% of the annual
precipitation. The volume of rainwater that is estimated to be available for groundwater
recharge is calculated below:

Annual recharge (acre-ft/yr) = Recharge area (acres) x Precipitation (ft) x Recharge rate
= 40.5 acres x (33.69 in x 1 ft/12 in) x 15%
= 17.1 acre-ft/yr

The annual groundwater recharge for the subject parcel is estimated to be 17.1 acre-feet per
year.

Sub-Watershed Comparison for Estimating Recharge Rate

Another method used to estimate groundwater recharge is comparing the recharge rate as a
percentage of precipitation to the results from the “Updated Hydrogeologic
Conceptualization and Characterization of Conditions” by Luhdhorff &Scalmanini (L&S) in
2013.

The Napa River Watershed Water Balance (L&S, 2013) was conducted at several subareas
throughout Napa Valley. The subject parcel is partially located in the Napa River watershed
Calistoga subarea. Data for this subarea was collected from 1940 to 1994 on a monthly
time-step basis at stream gauging stations. The Napa River Watershed Water Balance
included precipitation, Napa River stream flow, soil infiltration (included precipitation
minus runoff), and evapotranspiration (ET) for various types of land use. The estimated
groundwater recharge is represented by the difference between infiltration and ET.

Table 8-7 Percentage Breakdown of Hydrologic Soil Groups (L&S 2013) shows a weighted
average for the HSG present in each gauged watershed. The subject parcel has similar HSG
properties to those found in the Calistoga sub-watershed with group C being the most
common. The results from the water balance analysis, shown in 7able 8-9 Summary of
Water Balance Model Results (L&S 2013), concluded that 19% of precipitation is available
for groundwater recharge in the Calistoga sub-watershed.

The volume of rainwater that is estimated to be available for groundwater recharge under
the sub-watershed comparison is calculated below:

6 Winrod Vineyards
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Annual recharge (acre-feet) = Recharge area (acres) x Precipitation (ft) x Recharge rate
= 40.5 acres x (33.69 in x 1 ft/12 in) x 19%
= 21.6 acre-feet

Estimated Water Use

The total water demand for the existing and proposed uses for the project is calculated
below based on the Guidelines for Estimating Residential and Non-residential Water Use
from the WAA Guidance Document (2015):

Estimated Water Usage

Description (acre-feet/year)
Residential
Primary Residence 0.75
Vineyard (4.6+ acres, 3,213 vines)4
Irrigation (Vineyard Blocks A, B, C, & D) 0.99
Orchard (Olive trees, 0.25+ acres) 1.00
Total Existing Water Demand = 2.74
Description Estimated Water Usage
(acre-feet/year)
Residential
Primary Residence 0.75
Vineyard (13.0+ acres, 20,225 vines) 4
Irrigation (Vineyard Blocks 1, 2, & 3) 6.21
Heat Protection 3.25
Orchard 0.00

Total Proposed Water Demand = 10.21

As shown in the above tables, the water demand is estimated to increase from 2.74 to 10.21
acre-feet per year as part of the proposed improvements. Refer to the attached Table | and
Table Il for existing and proposed water demand calculations.

Estimated Water Use Dry Years

During dry years, water conservation efforts could include, but not be limited to, a reduction
in irrigation volumes, night-time irrigation, vineyard irrigation on rotating schedule to
minimize the amount of water pumped from the well in a single day, and temporarily dry
farming the vineyard. The estimated water demand during dry years for the proposed uses
for the project is calculated below based on a 25% reduction in irrigation volumes.

4 Vineyard irrigation is based on irrigation schedule and number of emitters per vine provided by the Owner.

Winrod Vineyards
Water Availability Analysis 7
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Estimated Water Usage

Description (acre-feet/year)
Residential

Primary Residence 0.75
Vineyard (13.0+ acres, 20,225 vines)

Irrigation 25% reduction (Vineyard Blocks 1, 2, & 3) 4.66

Heat Protection 3.25
Orchard 0.00

Total Dry Year Water Demand = 8.66
SUMMARY

The groundwater demand generated as a result of the proposed vineyard development is
estimated to increase from 2.74 acre-feet per year to 10.21 acre-feet per year and can be
reduced during the dry years to 8.66 acre-feet per year. Vineyard irrigation water will be
sourced from the existing onsite well. The existing onsite well yield rate is expected to be
capable of meeting the proposed water demand.

The available water for the proposed project is the estimated groundwater recharge for the
subject parcel that is located in “All Other Areas” of Napa County. Groundwater recharge
is estimated based on geological and Napa River sub-watershed comparisons based on the
project location. The available water for the subject parcel is estimated to be between 17.1
acre-feet per year and 21.6 acre-feet per year based on 10-year average rainfall data.

CONCLUSION

This analysis demonstrates that the groundwater demand for the proposed project can
feasibly be sourced by the existing project well. Furthermore, the estimated groundwater
recharge exceeds the proposed water demand for the proposed project and satisfies the Tier
1 Water Use Criterion of the Napa County Water Availability Analysis.

8 Winrod Vineyards
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USGS — Topographic Site Location Information

Site Map of the Well on the Lands of Winrod Family Trust
Neighboring Well & Surface Water Location Map
Geological Site Location Map

Table | — Existing Water Demand

Table Il — Proposed Water Demand

Table Il — Water Availability

Well Completion Report

Email from Imboden Pump

Existing Irrigation Schedule and Emitter Count for Winrod Vineyards
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xisting Water Demand

Table |
Vineyard Area: Vineyard Blocks A, B, C, & D 4.6 acres
Number of Vines': 3,213 vines
Orchard (olive tree) Area: 0.25 acres

EXISTING WATER DEMAND

Water Demand

Description Water Usage Rate’ (acre-feet/year)
Residential
Primary Residence 0.75 acre-feet/acre-year 0.75
Secondary Residence or
Farm Labor Dwelling 0.2-0.3 acre-feet/acre-year ]
Agricultural
Vineyards
Irrigation Only 0.22 acre-feet/acre-year® 0.99
Heat Protection 0.25 acre-feet/acre-year 0
Frost Protection 0.25 acre-feet/acre-year 0
Irrigated Pastures 4.0 acre-feet/acre-year -
Orchards (olive trees) 4.0 acre-feet/acre-year 1.00
Livestock 0.01 acre-feet/acre-year -
Winery
Process Water 2.15 acre-feet/100,000 gallon of wine -
Domestic & Landscaping 0.50 acre-feet/100,000 gallon of wine -
Employees 15 gallons/per shift -
Tasting Room Visitation 3 gallons per visitor -
Events and Marketing, with 15 gallons per visitor -
on-site catering
Industrial
Food Processing 31 acre-feet/employee-year -
Printing/Publishing 0.60 acre-feet/employee-year -
Commercial -
Office Space 0.01 acre-feet/employee-year -
Warehouse 0.05 acre-feet/employee-year -
Estimated Water Demand (acre-feet/year): 2.74
Estimated Water Demand (gallons/year): 891,539

1) Existing vine and row spacing varies from 6 feet by 8 feet to 8 feet by 10 feet

2) Water usage rates referenced from Appendlix B: Estimated Water Use of Specified Land Use
from Napa County WAA-Guidance Document (2015) unless noted otherwise

3) Vineyard irrigation values are based on irrigation schedule and number of emitters per vine provided
by the property Owner for the existing vineyard (irrigation values range from 66 to 132 gallons/vine
per year with an average of 100 gallons/vine/year)

Winrod Vineyards - Track | ECP
Water Availability Analysis Existing Water Demand
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Winrod Vineyards
Proposed Water Demand

Table Il

Vineyard Area: Vineyard Blocks 1, 2, & 3

Number of Vines':
Orchard (olive tree) Area:

BARTELT

13 acres

20,225 vines

0 acres

PROPOSED WATER DEMAND

Water Demand
Description Water Usage Rate’ (acre-feet/year)
Residential
Primary Residence 0.75 acre-feet/acre-year 0.75
Secondary Residence or
Farm Labor Dwelling 0.2-0.3 acre-feet/acre-year )
Agricultural
Vineyards
Irrigation Only 0.48 acre-feet/acre-year’ 6.21
Heat Protection 0.25 acre-feet/acre-year 3.25
Frost Protection 0.25 acre-feet/acre-year 0
Irrigated Pastures 4.0 acre-feet/acre-year -
Orchards (olive trees) 4.0 acre-feet/acre-year 0
Livestock 0.01 acre-feet/acre-year -
Winery
Process Water 2.15 acre-feet/100,000 gallon of wine -
Domestic & Landscaping 0.50 acre-feet/100,000 gallon of wine -
Employees 15 gallons/per shift -
Tasting Room Visitation 3 gallons per visitor -
Events and Marketing, with 15 gallons per visitor -
on-site catering
Industrial
Food Processing 31 acre-feet/employee-year -
Printing/Publishing 0.60 acre-feet/employee-year -
Commercial -
Office Space 0.01 acre-feet/employee-year -
Warehouse 0.05 acre-feet/employee-year -
Estimated Water Demand (acre-feet/year): 10.21
Estimated Water Demand (gallons/year): 3,325,904
1) Proposed vine and row spacing is 4 feet by 7 feet
2) Water usage rates referenced from Appendix B: Estimated Water Use of Specified Land Use
from Napa County WAA-Guidance Document (2015) unless noted otherwise
3) Vineyard irrigation values are based on the proposed irrigation schedule and number of emitters per
vine provided by the property Owner for the proposed vineyard (irrigation values range from 66 to 132
gallons/vine per year with an average of 100 gallons/vine per year)

Winrod Vineyards - Track | ECP

Water Availability Analysis Proposed Water Demand
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Water Availability

Table 1l
Total Parcel Area: 104.79 acres
Parcel Area w/ Slopes < 30%: 40.5 acres
Sonoma Volcanics Recharge Rate: 15%
Sub-Watershed Recharge Rate: 19%
GROUNDWATER RECHARGE COMPARISON

Recharge Estimated

Scenario Rainfall' Area’  Recharge Rate Recharge
(inches) (feet) (acres) (%) (acre-ft/year)

30-Year Average
Geological Comparison 33.69 2.8 40.5 15% 17.1
Sub-Watershed Comparison 33.69 2.8 40.5 19% 21.6

1) Refer to website:
https://www.countyofnapa.org/3391/GIS-Resources-from-the-PBES-Department
2) Recharge area is equal to parcel area with ground slopes less than 30%.

Winrod Vineyards - Track | ECP
Water Availability Anlalysis Water Availability


https://www.countyofnapa.org/3391/GIS-Resources-from-the-PBES-Department

-QUADRUPLICATE STATE OF CALIFORNIA o Dd R USE ONLY — égN OT FILL IN
For Local Requirements WELL COMPLETION REPORT [ e NS N [ TR T
Page f PRI | Refer to Instruction Pamphlet STATE WELL NO./STATION NO.
Owner’s Well No. 3422 No. 442577 | ] | e IDFJ Lol IJl:l
Date Work Began___3=26=96  FEnded _3=29-96 . LIIIUDE LONGITLIDE
Local Permit Agency _ NBD& i e T T
Permit No. 41519 Permit Date —_J=4=96 APN/TRS/OTHER
GEOLOGIC LOG WELL OWNER
ORIENTATION (2.) _X verTicAL ___ HOmIZONTAL —_ ANGLE ___ (speciFy) | Name Barbara Davies
g DEPTH TO FIRST WATER (Ft) BELOW SURFACE | Mailing Address 3495 Hwy. 128
SURFACE DESCRIPTION Calist CK 94515
v Sl S CcITY STATE 2IP
Ft. 1o FL Describe | grain size, coloo, etc. . WELL LOCATION
O ' 20 . Topsmil/Brown Volcanic Rock Address 3455 Hwy. 128
20 . 40 ' Grey Volcanic Rock city _Calistoga, CA
40 . 160 ' Grey & Brown Volcanic Rock County Napa
160 . 18D .. Red Volcanic Rock APN Book 91T page 110 parcel 033
or
180 . 200 . Grey Volcamic Rock Township Range Seotion
: : Latitude | 1 NORTH  Longitude ! ! WEST
i ' DEG. MIN. SEC. DEG. MIN.  SEC.
; i LOCATION SKETCH ——————— ACTIVITY (£)—
- : NORTH X new welL
i ; MODIFICATION/REPAIR
: : —— Deepen
! . —— Other (Specify)
: : —— DESTROY (Describe
! X Procedures and Materials
: : Under “GEOLOGIC LOG")
: : neer, = | PLANNED USE(S) -
. | STV @ 2 z
i 2 a.n 5/\ ES w| _ MONITORING
] ) o | IJ,? 3
: : WATER SUPPLY
: : — : { @%‘ —~" Domestic
; : /'?0%,, Yep) — Public
| ' '(’/V]'Al [7/3
-I : ”ﬁy m —— lrrigation
! } 405 —— Industrial
/ i R
— “TEST WELL"
L : —__ CATHODIC PROTEC-
i ' SOUTH TION
: : Hlustrate or Describe Distance of Well from Landmarks —— OTHER (Specify)
i i such as Roads, Buildings, Fences, Rivers, etc.
' PLEASE BE ACCURATE & COMPLETE.
i ; DRILLING
! : METHOD Rotpmy Mud FLUID
| ! WATER LEVEL & YIELD OF COMPLETED WELL
p y DEPTH OF STATIC ™
; ’ WATER LEVEL ___ ) & DATE Measurep _3=21=96
: L ESTIMATED YIELD PM) & TEST TYPE .1!‘ lin
TOTAL DEPTH OF BORING __200_ (Ffﬁﬂ TEST LENGTH 2 TOTAL DRAWDOWN 'Y (Ft)
TOTAL DEPTH OF COMPLETED WELL __ """~ _ (Feet) * May not be representative of a well’s long-term yield.
DEPTH - CASING(S) DEPTH ANNULAR MATERIAL
FROM SURFACE HOLE | TYPE (£) FROM SURFACE TYPE
DIA. [_1=].==| matEmaL, |INTERNAL| GAUGE SLOT SIZE o [
w0l = DIAMETER| OR WALL IF ANY FILTER PACK
OO S Bl 5;2,] i fp WMACE (nches) | THICKNESS | (inches) Fl. to Ft "("EN) T(mj”)E (Fﬂ"‘) (TYPE/SIZE)
0 1285 1 /86X F48PVC 5 | 200 0 ' 20 X
25 .80 |8 3/4|X W " " 20 . 200 X | 3/8 vea
80 ;100 _[7 T/8]X " . .
1 1
100; 200 bl X w w w micro :
T T
ATTACHMENTS (Z2) CERTIFICATION STATEMENT ]
iy I, the undersigned, certify that this report is complete and accurate to the best of my knowledge and belief.
o A FISCH BROS. DRILLING INC.
. —— Well Construction Diagram NAME
Sidlex e (PERSON, FIRM, OR CORPORATION) (TYPED OR PRINTED)
—— Geopl
: : 5001 GRAVENSTEIN HWY NO. SEBASTOPOL CA. 95472
—— Soil/Water Chemical Analyses
ADDRESS CiTy STATE 7P
— Other
sioneg Steve Unterseher by ¢c.1. hughes 3-28-96 399226
alfacH AUDITONAL INFORMETION I (L EXISIS. O WELL DRILLER/AUTHORZED REPRESENTATIVE DATE_SIGNED C57 LICENSE_NUMBER
DWR 188 REV. 7-80 IF ADDITIONAL SPACE IS NEEDED, USE NEXT CONSECUTIVELY NUMBERED FORM




From: mkwinrod@aol.com

To: Richard Paxton
Subject: Fwd: Imboden Pump 18gs15
Date: Tuesday, January 31, 2023 2:48:24 PM

From: Cinthya Garcia <cinthya@imbodenpump.com>
To: mkwinrod@aol.com <mkwinrod@aol.com> Sent:

Tue, Jan 31, 2023 2:40 pm
Subject: Imboden Pump 18gs15

Brand

Mfg. Number

Model Number
Series

Product Type
Application
Horsepower Required
Stages

Minimum Well Size
Rotation

Discharge Connection
Best Efficiency Flow
Flow Range
Discharge Head
Pump Casing
Impeller

Check Valve Poppet

Check Valve Seal

Goulds

18GS15

18GS

GS

Submersible well pump
Water systems

1-1/2 HP

11

4"

Counterclockwise
1-1/4" NPT

18 gpm

6-28 gpm

AISI 303 stainless steel
AlSI 304 stainless steel
Noryl

AISI 304 stainless steel

BUNA, FDA compliant


mailto:mkwinrod@aol.com
mailto:RichP@Barteltengineering.com

Check Valve Retaining Ring AISI 302 stainless steel

Bearing Proprietary engineered polymer
Motor Adapter AISI 303 stainless steel

Cable Guard AlSI 304 stainless steel

Suction Screen AISI 304 stainless steel

Motor Not included

Length 16.1"

Let me know if this is ok or if you need more information please.

-Cinthya
Imboden Pump
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April 2021

Notes:

Block 1 = Block A
Block 2 = Blocks B & C
Block 3 = Block D

Sun Mon Tue Wed Thu Fri Sat
) 2 3

4 5 6 7 8 9 10
Block 1 Block 2 Block 3
6 am—I12 pm 6 am—I12 pm 6 am—I12 pm

11 12 13 14 5 16 17
Block 1 Block 2 Block 3
6 am—I12 pm 6 am—I12 pm 6 am—I12 pm

18 19 20 21 22 25 24
Block 1 Block 2 Block 3
6 am—I12 pm 6 am—I12 pm 6 am—I12 pm

25 26 27 28 29 30
Block 1 Block 2 Block 3
6 am—I2 pm 6 am—I12 pm 6 am—12 pm




May 2021

Notes:

Block 1 = Block A
Block 2 = Blocks B & C
Block 3 = Block D

Sun Mon Tue Wed Thu Fri Sat
1

2 g 4 5 6 7 8
Block 1 Block 2 Block 3
6 am—I12 pm 6 am—I12 pm 6 am—I12 pm

9 10 11 72 13 14 15
Block 1 Block 2 Block 3
6 am—I12 pm 6 am—I12 pm 6 am—I2 pm

16 17 18 19 20 21 22
Block 1 Block 2 Block 3
6 am—I12 pm 6 am—I12 pm 6 am—I12 pm

23 24 25 26 27 28 29
Block 1 Block 2 Block 3
6 am—I12 pm 6 am—I12 pm 6 am—I12 pm

30 31
Block 1
6 am—I2 pm




June 2021

Notes:

Block 1 = Block A
Block 2 = Blocks B & C
Block 3 = Block D

Sun Mon Tue Wed Thu Fri Sat
1 2 3 4 5
Block 2 Block 3
6 am—I12 pm 6 am—12 pm
6 7 8 9 10 11 12
Block 1 Block 2 Block 3
6 am—I12 pm 6 am—I12 pm 6 am—I12 pm
13 14 5 16 17 18 19
Block 1 Block 2 Block 3
6 am—I2 pm 6 am—12 pm 6 am—I12 pm
20 21 22 23 24 25 26
Block 1 Block 2 Block 3
6 am—I12 pm 6 am—I12 pm 6 am—12 pm
27 28 29 30
Block 1 Block 2 Block 3
6 am—I12 pm 6 am—I12 pm 6 am—I2 pm




July 2021

Notes:

Block 1 = Block A
Block 2 = Blocks B & C
Block 3 = Block D

Sun Mon Tue Wed Thu Fri Sat
)} 2 3

4 5 6 7 8 9 10
Block 1 Block 2 Block 3
6 am—I12 pm 6 am—12 pm 6 am—I12 pm

11 12 13 14 15 16 17
Block 1 Block 2 Block 3
6 am—12 pm 6 am—I12 pm 6 am—12 pm

18 19 20 21 22 23 24
Block 1 Block 2 Block 3
6 am—I12 pm 6 am—I12 pm 6 am—I2 pm

25 26 27 28 29 30 31
Block 1 Block 2 Block 3
6 am—I12 pm 6 am—I12 pm 6 am—I2 pm




Notes:

Block 1 = Block A
u us Block 2 = Blocks B & C
Block 3 = Block D

Sun Mon Tue Wed Thu Fri Sat

1 2 3 4 5 6 7
Block 1 Block 2 Block 3
6 am—12 pm 6 am—I2 pm 6 am—I2 pm

8 L 10 11 12 13 14
Block 1 Block 2 Block 3
6 am—I12 pm 6 am—I2 pm 6 am—I2 pm

15 16 7 18 19 20 21
Block 1 Block 2 Block 3
6 am—I2 pm 6 am—I12 pm 6 am—I12 pm

22 23 24 25 26 24 28
Block 1 Block 2 Block 3
6 am—I12 pm 6 am—I2 pm 6 am—I[2 pm

29 30 31
Block 1 Block 2
6 am—I12 pm 6 am—I12 pm




September 202 135

Block 3 = Block D

Sun Mon Tue Wed Thu Fri Sat

1 2 ¥ 4
Block 3
6 am—I12 pm

3 6 7 8 9 10 11

12 13 14 15 16 17 18

19 20 21 22 23 24 25

26 27 28 29 30
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Preface

Soil surveys contain information that affects land use planning in survey areas.
They highlight soil limitations that affect various land uses and provide information
about the properties of the soils in the survey areas. Soil surveys are designed for
many different users, including farmers, ranchers, foresters, agronomists, urban
planners, community officials, engineers, developers, builders, and home buyers.
Also, conservationists, teachers, students, and specialists in recreation, waste
disposal, and pollution control can use the surveys to help them understand,
protect, or enhance the environment.

Various land use regulations of Federal, State, and local governments may impose
special restrictions on land use or land treatment. Soil surveys identify soil
properties that are used in making various land use or land treatment decisions.
The information is intended to help the land users identify and reduce the effects of
soil limitations on various land uses. The landowner or user is responsible for
identifying and complying with existing laws and regulations.

Although soil survey information can be used for general farm, local, and wider area
planning, onsite investigation is needed to supplement this information in some
cases. Examples include soil quality assessments (http://www.nrcs.usda.gov/wps/
portal/nrcs/main/soils/health/) and certain conservation and engineering
applications. For more detailed information, contact your local USDA Service Center
(https://offices.sc.egov.usda.gov/locator/app?agency=nrcs) or your NRCS State Soil
Scientist (http://www.nrcs.usda.gov/wps/portal/nrcs/detail/soils/contactus/?
cid=nrcs142p2_053951).

Great differences in soil properties can occur within short distances. Some soils are
seasonally wet or subject to flooding. Some are too unstable to be used as a
foundation for buildings or roads. Clayey or wet soils are poorly suited to use as
septic tank absorption fields. A high water table makes a soil poorly suited to
basements or underground installations.

The National Cooperative Soil Survey is a joint effort of the United States
Department of Agriculture and other Federal agencies, State agencies including the
Agricultural Experiment Stations, and local agencies. The Natural Resources
Conservation Service (NRCS) has leadership for the Federal part of the National
Cooperative Soil Survey.

Information about soils is updated periodically. Updated information is available
through the NRCS Web Soil Survey, the site for official soil survey information.

The U.S. Department of Agriculture (USDA) prohibits discrimination in all its
programs and activities on the basis of race, color, national origin, age, disability,
and where applicable, sex, marital status, familial status, parental status, religion,
sexual orientation, genetic information, political beliefs, reprisal, or because all or a
part of an individual's income is derived from any public assistance program. (Not
all prohibited bases apply to all programs.) Persons with disabilities who require


http://www.nrcs.usda.gov/wps/portal/nrcs/main/soils/health/
http://www.nrcs.usda.gov/wps/portal/nrcs/main/soils/health/
https://offices.sc.egov.usda.gov/locator/app?agency=nrcs
http://www.nrcs.usda.gov/wps/portal/nrcs/detail/soils/contactus/?cid=nrcs142p2_053951
http://www.nrcs.usda.gov/wps/portal/nrcs/detail/soils/contactus/?cid=nrcs142p2_053951

alternative means for communication of program information (Braille, large print,
audiotape, etc.) should contact USDA's TARGET Center at (202) 720-2600 (voice
and TDD). To file a complaint of discrimination, write to USDA, Director, Office of
Civil Rights, 1400 Independence Avenue, S.W., Washington, D.C. 20250-9410 or
call (800) 795-3272 (voice) or (202) 720-6382 (TDD). USDA is an equal opportunity
provider and employer.



Contents

Preface...... ..o oo a e aa e e 2
How Soil Surveys Are Made...............ccooooiiiiiiiiee e 5
SOOI IMAP.....eeeeeeeeieeee e e aaaa s 8
Lo 1| 1Y =T o TSSO PUPPPPTN 9
=Y 0 =Y o o PP PPPRRRR 10
Map UNit LEGENG...... .o e e e e e e e e e e e e e e e e e e eeeeaanranes 1"
Map Unit DESCIIPIONS.......cciiiiiiieieire e 1"
Napa County, California............c.eeeeieieeiiiiiicieeec e 13
101—Aiken loam, 15 to 30 percent SIOPES........coevvvvvieieiiiiiiiieiiieei e, 13
103—Bale loam, 0 to 2 percent SlOPesS.......cccceevieiieiieeiiiieeeeeeeen 14
105—Bale clay loam, 2 to 5 percent SIOPEeS.........coovvviviiiiiiiiiiiicieece e, 15

107—Boomer loam, volcanic bedrock, 2 to 35 percent slopes, MLRA 15.. 16
109—Boomer gravelly loam, volcanic bedrock, 14 to 60 percent

SIOPES, MLRA 15, 17
139—Forward silt loam, 5 to 39 percent slopes, MLRA 15..........ccccceeennnnn. 18
140—Forward silt loam, 12 to 57 percent slopes, MLRA 15..........ccccceennnn.n. 20

Soil Information for Al USes.............cccuiiiiiiiiiie e 22
Soil Properties and QUalItIES..........cccooiiiiiieiiiiiie e 22
Soil Physical Properties. ... 22
Available Water Capacity..........c.eeeeiiiieeiiiiiiciiieeee e 22
Available Water StOrage...........oeiiieiiiiiiiciiiieeeeeee e 26
Saturated Hydraulic Conductivity (Ksat), Standard Classes...........ccc.c....... 31
Saturated Hydraulic Conductivity (Ksat), Standard Classes...........ccc........ 37
SUMACE TEXIUME.....eeiiiiiiiiiie et e e st e e e et eae e 41

Water FEAUIES........oo i 46
Depth to Water Table.......ccoooiiiiiiii e 46

SOOIl REPOIMS. ...t a e e e e e e e 52
Soil Physical Properties............ueeeiiiieiiiiiiicciiieeeee et 52
Physical Soil Properti€s............ccooiiiiiiiiiiiiiieiee e 52
Engineering Properties....... ... 60
Water FEAUIES.......coi i 67
Hydrologic Soil Group and Surface RUnoff...............ccooociiiiiiienis 67

Water FEaAtUreS.......oooieee e 68
REFEIENCES.......oo oot e e e e e e s ennaee s 73
GIOSSAIY.....cooiiiii ittt e e e e e e e e et e e e e e e e e e s e e e rr e aaaaaeaeas 75



How Soil Surveys Are Made

Soil surveys are made to provide information about the soils and miscellaneous
areas in a specific area. They include a description of the soils and miscellaneous
areas and their location on the landscape and tables that show soil properties and
limitations affecting various uses. Soil scientists observed the steepness, length,
and shape of the slopes; the general pattern of drainage; the kinds of crops and
native plants; and the kinds of bedrock. They observed and described many soil
profiles. A soil profile is the sequence of natural layers, or horizons, in a soil. The
profile extends from the surface down into the unconsolidated material in which the
soil formed or from the surface down to bedrock. The unconsolidated material is
devoid of roots and other living organisms and has not been changed by other
biological activity.

Currently, soils are mapped according to the boundaries of major land resource
areas (MLRAs). MLRAs are geographically associated land resource units that

share common characteristics related to physiography, geology, climate, water

resources, soils, biological resources, and land uses (USDA, 2006). Soil survey
areas typically consist of parts of one or more MLRA.

The soils and miscellaneous areas in a survey area occur in an orderly pattern that
is related to the geology, landforms, relief, climate, and natural vegetation of the
area. Each kind of soil and miscellaneous area is associated with a particular kind
of landform or with a segment of the landform. By observing the soils and
miscellaneous areas in the survey area and relating their position to specific
segments of the landform, a soil scientist develops a concept, or model, of how they
were formed. Thus, during mapping, this model enables the soil scientist to predict
with a considerable degree of accuracy the kind of soil or miscellaneous area at a
specific location on the landscape.

Commonly, individual soils on the landscape merge into one another as their
characteristics gradually change. To construct an accurate soil map, however, soil
scientists must determine the boundaries between the soils. They can observe only
a limited number of soil profiles. Nevertheless, these observations, supplemented
by an understanding of the soil-vegetation-landscape relationship, are sufficient to
verify predictions of the kinds of soil in an area and to determine the boundaries.

Soil scientists recorded the characteristics of the soil profiles that they studied. They
noted soil color, texture, size and shape of soil aggregates, kind and amount of rock
fragments, distribution of plant roots, reaction, and other features that enable them
to identify soils. After describing the soils in the survey area and determining their
properties, the soil scientists assigned the soils to taxonomic classes (units).
Taxonomic classes are concepts. Each taxonomic class has a set of soll
characteristics with precisely defined limits. The classes are used as a basis for
comparison to classify soils systematically. Soil taxonomy, the system of taxonomic
classification used in the United States, is based mainly on the kind and character
of soil properties and the arrangement of horizons within the profile. After the soil
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scientists classified and named the soils in the survey area, they compared the
individual soils with similar soils in the same taxonomic class in other areas so that
they could confirm data and assemble additional data based on experience and
research.

The objective of soil mapping is not to delineate pure map unit components; the
objective is to separate the landscape into landforms or landform segments that
have similar use and management requirements. Each map unit is defined by a
unique combination of soil components and/or miscellaneous areas in predictable
proportions. Some components may be highly contrasting to the other components
of the map unit. The presence of minor components in a map unit in no way
diminishes the usefulness or accuracy of the data. The delineation of such
landforms and landform segments on the map provides sufficient information for the
development of resource plans. If intensive use of small areas is planned, onsite
investigation is needed to define and locate the soils and miscellaneous areas.

Soil scientists make many field observations in the process of producing a soil map.
The frequency of observation is dependent upon several factors, including scale of
mapping, intensity of mapping, design of map units, complexity of the landscape,
and experience of the soil scientist. Observations are made to test and refine the
soil-landscape model and predictions and to verify the classification of the soils at
specific locations. Once the soil-landscape model is refined, a significantly smaller
number of measurements of individual soil properties are made and recorded.
These measurements may include field measurements, such as those for color,
depth to bedrock, and texture, and laboratory measurements, such as those for
content of sand, silt, clay, salt, and other components. Properties of each soll
typically vary from one point to another across the landscape.

Observations for map unit components are aggregated to develop ranges of
characteristics for the components. The aggregated values are presented. Direct
measurements do not exist for every property presented for every map unit
component. Values for some properties are estimated from combinations of other
properties.

While a soil survey is in progress, samples of some of the soils in the area generally
are collected for laboratory analyses and for engineering tests. Soil scientists
interpret the data from these analyses and tests as well as the field-observed
characteristics and the soil properties to determine the expected behavior of the
soils under different uses. Interpretations for all of the soils are field tested through
observation of the soils in different uses and under different levels of management.
Some interpretations are modified to fit local conditions, and some new
interpretations are developed to meet local needs. Data are assembled from other
sources, such as research information, production records, and field experience of
specialists. For example, data on crop yields under defined levels of management
are assembled from farm records and from field or plot experiments on the same
kinds of soil.

Predictions about soil behavior are based not only on soil properties but also on
such variables as climate and biological activity. Soil conditions are predictable over
long periods of time, but they are not predictable from year to year. For example,
soil scientists can predict with a fairly high degree of accuracy that a given soil will
have a high water table within certain depths in most years, but they cannot predict
that a high water table will always be at a specific level in the soil on a specific date.

After soil scientists located and identified the significant natural bodies of soil in the
survey area, they drew the boundaries of these bodies on aerial photographs and
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identified each as a specific map unit. Aerial photographs show trees, buildings,
fields, roads, and rivers, all of which help in locating boundaries accurately.



Soil Map

The soil map section includes the soil map for the defined area of interest, a list of
soil map units on the map and extent of each map unit, and cartographic symbols
displayed on the map. Also presented are various metadata about data used to
produce the map, and a description of each soil map unit.
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Soil Map
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Area of Interest (AOIl) = Spoil Area
Area of Interest (AOI) 8 Stony Spot
Soils i) Very Stony Spot
Soil Map Unit Polygons -
bl Wet Spot
— Soil Map Unit Lines !
a Other
o Soil Map Unit Points
P Special Line Features
Special Point Features
o) Blowout Water Features
Streams and Canals
Borrow Pit
Transportation

-1 Clay Spot Rails
o Closed Depression — Interstate Highways
;H; Gravel Pit US Routes
S Gravelly Spot Major Roads
@ Landfil Local Roads
n Lava Flow Background
o Marsh or swamp - Aerial Photography
L= Mine or Quarry
@ Miscellaneous Water
@ Perennial Water
LY Rock Outcrop
+ Saline Spot
:: Sandy Spot

Severely Eroded Spot

s} Sinkhole
Iy Slide or Slip
Sodic Spot

MAP INFORMATION

The soil surveys that comprise your AOI were mapped at
1:24,000.

Warning: Soil Map may not be valid at this scale.

Enlargement of maps beyond the scale of mapping can cause
misunderstanding of the detail of mapping and accuracy of soil
line placement. The maps do not show the small areas of
contrasting soils that could have been shown at a more detailed
scale.

Please rely on the bar scale on each map sheet for map
measurements.

Source of Map: Natural Resources Conservation Service
Web Soil Survey URL:
Coordinate System: Web Mercator (EPSG:3857)

Maps from the Web Soil Survey are based on the Web Mercator
projection, which preserves direction and shape but distorts
distance and area. A projection that preserves area, such as the
Albers equal-area conic projection, should be used if more
accurate calculations of distance or area are required.

This product is generated from the USDA-NRCS certified data as
of the version date(s) listed below.

Soil Survey Area: Napa County, California
Survey Area Data: Version 14, Sep 9, 2021

Soil map units are labeled (as space allows) for map scales
1:50,000 or larger.

Date(s) aerial images were photographed: Jul 2, 2019—Jul 5,
2019

The orthophoto or other base map on which the soil lines were
compiled and digitized probably differs from the background
imagery displayed on these maps. As a result, some minor
shifting of map unit boundaries may be evident.

10
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Map Unit Legend

Map Unit Symbol Map Unit Name Acres in AOI Percent of AOI

101 Aiken loam, 15 to 30 percent 171 37.6%
slopes

103 Bale loam, 0 to 2 percent 0.5 1.0%
slopes

105 Bale clay loam, 2 to 5 percent 8.5 18.8%
slopes

107 Boomer loam, volcanic bedrock, 0.0 0.0%
2 to 35 percent slopes, MLRA
15

109 Boomer gravelly loam, volcanic 5.5 12.1%
bedrock, 14 to 60 percent
slopes, MLRA 15

139 Forward silt loam, 5 to 39 3.8 8.3%
percent slopes, MLRA 15

140 Forward silt loam, 12 to 57 101 22.2%
percent slopes, MLRA 15

Totals for Area of Interest 45.5 100.0%

Map Unit Descriptions

The map units delineated on the detailed soil maps in a soil survey represent the
soils or miscellaneous areas in the survey area. The map unit descriptions, along
with the maps, can be used to determine the composition and properties of a unit.

A map unit delineation on a soil map represents an area dominated by one or more
maijor kinds of soil or miscellaneous areas. A map unit is identified and named
according to the taxonomic classification of the dominant soils. Within a taxonomic
class there are precisely defined limits for the properties of the soils. On the
landscape, however, the soils are natural phenomena, and they have the
characteristic variability of all natural phenomena. Thus, the range of some
observed properties may extend beyond the limits defined for a taxonomic class.
Areas of soils of a single taxonomic class rarely, if ever, can be mapped without
including areas of other taxonomic classes. Consequently, every map unit is made
up of the soils or miscellaneous areas for which it is named and some minor
components that belong to taxonomic classes other than those of the major soils.

Most minor soils have properties similar to those of the dominant soil or soils in the
map unit, and thus they do not affect use and management. These are called
noncontrasting, or similar, components. They may or may not be mentioned in a
particular map unit description. Other minor components, however, have properties
and behavioral characteristics divergent enough to affect use or to require different
management. These are called contrasting, or dissimilar, components. They
generally are in small areas and could not be mapped separately because of the
scale used. Some small areas of strongly contrasting soils or miscellaneous areas
are identified by a special symbol on the maps. If included in the database for a

11
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given area, the contrasting minor components are identified in the map unit
descriptions along with some characteristics of each. A few areas of minor
components may not have been observed, and consequently they are not
mentioned in the descriptions, especially where the pattern was so complex that it
was impractical to make enough observations to identify all the soils and
miscellaneous areas on the landscape.

The presence of minor components in a map unit in no way diminishes the
usefulness or accuracy of the data. The objective of mapping is not to delineate
pure taxonomic classes but rather to separate the landscape into landforms or
landform segments that have similar use and management requirements. The
delineation of such segments on the map provides sufficient information for the
development of resource plans. If intensive use of small areas is planned, however,
onsite investigation is needed to define and locate the soils and miscellaneous
areas.

An identifying symbol precedes the map unit name in the map unit descriptions.
Each description includes general facts about the unit and gives important soil
properties and qualities.

Soils that have profiles that are almost alike make up a soil series. Except for
differences in texture of the surface layer, all the soils of a series have major
horizons that are similar in composition, thickness, and arrangement.

Soils of one series can differ in texture of the surface layer, slope, stoniness,
salinity, degree of erosion, and other characteristics that affect their use. On the
basis of such differences, a soil series is divided into soil phases. Most of the areas
shown on the detailed soil maps are phases of soil series. The name of a soil phase
commonly indicates a feature that affects use or management. For example, Alpha
silt loam, 0 to 2 percent slopes, is a phase of the Alpha series.

Some map units are made up of two or more major soils or miscellaneous areas.
These map units are complexes, associations, or undifferentiated groups.

A complex consists of two or more soils or miscellaneous areas in such an intricate
pattern or in such small areas that they cannot be shown separately on the maps.
The pattern and proportion of the soils or miscellaneous areas are somewhat similar
in all areas. Alpha-Beta complex, 0 to 6 percent slopes, is an example.

An association is made up of two or more geographically associated soils or
miscellaneous areas that are shown as one unit on the maps. Because of present
or anticipated uses of the map units in the survey area, it was not considered
practical or necessary to map the soils or miscellaneous areas separately. The
pattern and relative proportion of the soils or miscellaneous areas are somewhat
similar. Alpha-Beta association, 0 to 2 percent slopes, is an example.

An undifferentiated group is made up of two or more soils or miscellaneous areas
that could be mapped individually but are mapped as one unit because similar
interpretations can be made for use and management. The pattern and proportion
of the soils or miscellaneous areas in a mapped area are not uniform. An area can
be made up of only one of the major soils or miscellaneous areas, or it can be made
up of all of them. Alpha and Beta soils, 0 to 2 percent slopes, is an example.

Some surveys include miscellaneous areas. Such areas have little or no soil
material and support little or no vegetation. Rock outcrop is an example.

12



Custom Soil Resource Report

Napa County, California

101—Aiken loam, 15 to 30 percent slopes

Map Unit Setting
National map unit symbol: hdk1
Elevation: 300 to 3,000 feet
Mean annual precipitation: 30 to 50 inches
Mean annual air temperature: 54 to 55 degrees F
Frost-free period: 200 to 250 days
Farmland classification: Not prime farmland

Map Unit Composition
Aiken and similar soils: 85 percent
Estimates are based on observations, descriptions, and transects of the mapunit.

Description of Aiken

Setting
Landform: Hillsides
Landform position (two-dimensional): Footslope
Landform position (three-dimensional): Side slope
Down-slope shape: Convex
Across-slope shape: Convex
Parent material: Residuum weathered from volcanic rock

Typical profile
H1 - 0 to 8 inches: loam
H2 - 8 to 14 inches: clay loam
H3 - 14 to 44 inches: clay
H4 - 44 to 54 inches: unweathered bedrock

Properties and qualities
Slope: 15 to 30 percent
Depth to restrictive feature: 40 to 60 inches to lithic bedrock
Drainage class: Well drained
Runoff class: High
Capacity of the most limiting layer to transmit water (Ksat): Very low to moderately
low (0.00 to 0.06 in/hr)
Depth to water table: More than 80 inches
Frequency of flooding: None
Frequency of ponding: None
Maximum salinity: Nonsaline to very slightly saline (0.0 to 2.0 mmhos/cm)
Available water supply, 0 to 60 inches: Moderate (about 7.6 inches)

Interpretive groups
Land capability classification (irrigated): 4e
Land capability classification (nonirrigated): 4e
Hydrologic Soil Group: C
Hydric soil rating: No
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103—Bale loam, 0 to 2 percent slopes

Map Unit Setting
National map unit symbol: hdk3
Elevation: 20 to 400 feet
Mean annual precipitation: 25 to 35 inches
Mean annual air temperature: 57 to 61 degrees F
Frost-free period: 220 to 270 days
Farmland classification: Prime farmland if irrigated

Map Unit Composition
Bale and similar soils: 85 percent
Minor components: 3 percent
Estimates are based on observations, descriptions, and transects of the mapunit.

Description of Bale

Setting
Landform: Alluvial fans, flood plains
Landform position (two-dimensional): Footslope, toeslope
Landform position (three-dimensional): Base slope, talf
Down-slope shape: Linear
Across-slope shape: Linear
Parent material: Alluvium derived from rhyolite and/or alluvium derived from
igneous rock

Typical profile
H1 -0 to 24 inches: loam
H2 - 24 to 60 inches: stratified gravelly sandy loam to loam

Properties and qualities
Slope: 0 to 2 percent
Depth to restrictive feature: More than 80 inches
Drainage class: Somewhat poorly drained
Runoff class: Low
Capacity of the most limiting layer to transmit water (Ksat): Moderately high to high
(0.57 to 1.98 in/hr)
Depth to water table: About 48 to 72 inches
Frequency of flooding: Rare
Frequency of ponding: None
Maximum salinity: Nonsaline to very slightly saline (0.0 to 2.0 mmhos/cm)
Available water supply, O to 60 inches: Moderate (about 7.2 inches)

Interpretive groups
Land capability classification (irrigated): 2w
Land capability classification (nonirrigated): 3w
Hydrologic Soil Group: B
Ecological site: R014XG918CA - Loamy Fan
Hydric soil rating: No
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Minor Components

Clear lake
Percent of map unit: 3 percent
Landform: Alluvial fans
Hydric soil rating: Yes

105—Bale clay loam, 2 to 5 percent slopes

Map Unit Setting
National map unit symbol: hdk5
Elevation: 20 to 400 feet
Mean annual precipitation: 25 to 35 inches
Mean annual air temperature: 57 to 61 degrees F
Frost-free period: 220 to 270 days
Farmland classification: Prime farmland if irrigated

Map Unit Composition
Bale and similar soils: 85 percent
Estimates are based on observations, descriptions, and transects of the mapunit.

Description of Bale

Setting
Landform: Flood plains, terraces
Landform position (two-dimensional): Toeslope, footslope
Landform position (three-dimensional): Tread, talf
Down-slope shape: Linear
Across-slope shape: Linear
Parent material: Alluvium derived from rhyolite and/or alluvium derived from
igneous rock

Typical profile
H1 - 0 to 24 inches: clay loam
H2 - 24 to 60 inches: stratified gravelly sandy loam to loam

Properties and qualities
Slope: 2 to 5 percent
Depth to restrictive feature: More than 80 inches
Drainage class: Somewhat poorly drained
Runoff class: Low
Capacity of the most limiting layer to transmit water (Ksat): Moderately high to high
(0.57 to 1.98 in/hr)
Depth to water table: About 48 to 72 inches
Frequency of flooding: Rare
Frequency of ponding: None
Maximum salinity: Nonsaline to very slightly saline (0.0 to 2.0 mmhos/cm)
Available water supply, O to 60 inches: Moderate (about 7.2 inches)
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Interpretive groups
Land capability classification (irrigated): 2w
Land capability classification (nonirrigated): 3w
Hydrologic Soil Group: B
Ecological site: R014XG907CA - Loamy Bottom
Hydric soil rating: No

107—Boomer loam, volcanic bedrock, 2 to 35 percent slopes, MLRA 15

Map Unit Setting
National map unit symbol: 2w8d7
Elevation: 530 to 1,840 feet
Mean annual precipitation: 34 to 45 inches
Mean annual air temperature: 57 to 61 degrees F
Frost-free period: 283 to 324 days
Farmland classification: Farmland of statewide importance

Map Unit Composition
Boomer and similar soils: 85 percent
Minor components: 15 percent
Estimates are based on observations, descriptions, and transects of the mapunit.

Description of Boomer

Setting
Landform: Hillslopes, plateaus
Landform position (two-dimensional): Backslope, summit
Landform position (three-dimensional): Side slope, interfluve
Down-slope shape: Convex, linear
Across-slope shape: Convex, linear
Parent material: Residuum weathered from volcanic rock

Typical profile
Oi - 0 to 2 inches: slightly decomposed plant material
A - 2to 6inches: loam
BAt - 6 to 13 inches: loam
Bt1 - 13 to 24 inches: clay loam
Bt2 - 24 to 36 inches: clay loam
Bt3 - 36 to 46 inches: clay loam
Cr - 46 to 58 inches: cemented bedrock

Properties and qualities
Slope: 2 to 35 percent
Depth to restrictive feature: 40 to 60 inches to paralithic bedrock
Drainage class: Well drained
Runoff class: Medium
Capacity of the most limiting layer to transmit water (Ksat): Moderately low (0.01 to
0.14 in/hr)
Depth to water table: More than 80 inches
Frequency of flooding: None
Frequency of ponding: None
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Maximum salinity: Nonsaline (0.2 to 0.5 mmhos/cm)
Sodium adsorption ratio, maximum: 0.2
Available water supply, O to 60 inches: Moderate (about 7.8 inches)

Interpretive groups
Land capability classification (irrigated): 3e
Land capability classification (nonirrigated): 3e
Hydrologic Soil Group: C
Ecological site: FO05XZ010CA - Very Deep Gravelly Mesic Hills 40-60"ppt
Hydric soil rating: No

Minor Components

Forward
Percent of map unit: 5 percent
Hydric soil rating: No

Aiken
Percent of map unit: 5 percent
Hydric soil rating: No

Kidd
Percent of map unit: 5 percent
Hydric soil rating: No

109—Boomer gravelly loam, volcanic bedrock, 14 to 60 percent slopes,
MLRA 15

Map Unit Setting
National map unit symbol: 2w8d3
Elevation: 370 to 2,300 feet
Mean annual precipitation: 34 to 52 inches
Mean annual air temperature: 57 to 61 degrees F
Frost-free period: 262 to 330 days
Farmland classification: Not prime farmland

Map Unit Composition
Boomer and similar soils: 85 percent
Minor components: 15 percent
Estimates are based on observations, descriptions, and transects of the mapunit.

Description of Boomer

Setting
Landform: Hillslopes
Landform position (two-dimensional): Backslope
Landform position (three-dimensional): Side slope
Down-slope shape: Convex
Across-slope shape: Convex
Parent material: Colluvium derived from volcanic rock
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Typical profile
Oi - 0 to 2 inches: slightly decomposed plant material
A - 2to 6 inches: gravelly loam
BAt - 6 to 13 inches: gravelly loam
Bt1 - 13 to 24 inches: gravelly clay loam
Bt2 - 24 to 36 inches: gravelly clay loam
Bt3 - 36 to 46 inches: gravelly clay loam
Cr- 46 to 58 inches: cemented bedrock

Properties and qualities
Slope: 14 to 60 percent
Depth to restrictive feature: 40 to 60 inches to paralithic bedrock
Drainage class: Well drained
Runoff class: High
Capacity of the most limiting layer to transmit water (Ksat): Moderately low (0.01 to
0.14 in/hr)
Depth to water table: More than 80 inches
Frequency of flooding: None
Frequency of ponding: None
Maximum salinity: Nonsaline (0.2 to 0.5 mmhos/cm)
Sodium adsorption ratio, maximum: 0.2
Available water supply, 0 to 60 inches: Moderate (about 6.6 inches)

Interpretive groups
Land capability classification (irrigated): 6e
Land capability classification (nonirrigated): 6e
Hydrologic Soil Group: C
Ecological site: FO05XZ010CA - Very Deep Gravelly Mesic Hills 40-60"ppt
Hydric soil rating: No

Minor Components
Kidd
Percent of map unit: 5 percent

Aiken
Percent of map unit: 5 percent

Forward
Percent of map unit: 5 percent

139—Forward silt loam, 5 to 39 percent slopes, MLRA 15

Map Unit Setting
National map unit symbol: 2xc9x
Elevation: 110 to 2,080 feet
Mean annual precipitation: 27 to 45 inches
Mean annual air temperature: 57 to 61 degrees F
Frost-free period: 281 to 344 days
Farmland classification: Not prime farmland
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Map Unit Composition
Forward and similar soils: 85 percent
Minor components: 15 percent
Estimates are based on observations, descriptions, and transects of the mapunit.

Description of Forward

Setting
Landform: Hillslopes
Landform position (two-dimensional): Backslope
Landform position (three-dimensional): Side slope
Down-slope shape: Convex
Across-slope shape: Convex
Parent material: Rhyolitic residuum weathered from volcanic rock

Typical profile
Oi - 0 to 2 inches: slightly decomposed plant material
A - 2to 6 inches: silt loam
BA - 6 to 12 inches: silt loam
Bw1 - 12 to 19 inches: silt loam
Bw2 - 19 to 28 inches: silt loam
Bw3 - 28 to 37 inches: gravelly silt loam
Cr - 37 to 51 inches: bedrock

Properties and qualities

Slope: 5 to 39 percent

Depth to restrictive feature: 20 to 40 inches to paralithic bedrock

Drainage class: Well drained

Runoff class: High

Capacity of the most limiting layer to transmit water (Ksat): Moderately low to high
(0.14 to 2.00 in/hr)

Depth to water table: More than 80 inches

Frequency of flooding: None

Frequency of ponding: None

Maximum salinity: Nonsaline (0.2 to 0.5 mmhos/cm)

Sodium adsorption ratio, maximum: 4.0

Available water supply, 0 to 60 inches: Moderate (about 6.3 inches)

Interpretive groups
Land capability classification (irrigated): 4e
Land capability classification (nonirrigated): 4e
Hydrologic Soil Group: C
Ecological site: RO15XY009CA - Hills 20-40"ppt
Hydric soil rating: No

Minor Components

Aiken
Percent of map unit: 5 percent

Kidd
Percent of map unit: 5 percent

Boomer
Percent of map unit: 3 percent
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Sobrante
Percent of map unit: 2 percent

140—Forward silt loam, 12 to 57 percent slopes, MLRA 15

Map Unit Setting
National map unit symbol: 2xc9y
Elevation: 310 to 2,370 feet
Mean annual precipitation: 33 to 56 inches
Mean annual air temperature: 57 to 61 degrees F
Frost-free period: 260 to 338 days
Farmland classification: Not prime farmland

Map Unit Composition
Forward and similar soils: 85 percent
Minor components: 15 percent
Estimates are based on observations, descriptions, and transects of the mapunit.

Description of Forward

Setting
Landform: Hillslopes
Landform position (two-dimensional): Backslope
Landform position (three-dimensional): Side slope
Down-slope shape: Convex
Across-slope shape: Convex
Parent material: Rhyolitic residuum weathered from volcanic rock

Typical profile
Oi - 0 to 2 inches: slightly decomposed plant material
A - 2to 6 inches: silt loam
BA - 6 to 12 inches: silt loam
Bw1 - 12 to 19 inches: silt loam
Bw2 - 19 to 28 inches: silt loam
Bw3 - 28 to 37 inches: gravelly silt loam
Cr - 37 to 51 inches: bedrock

Properties and qualities
Slope: 12 to 57 percent
Depth to restrictive feature: 20 to 40 inches to paralithic bedrock
Drainage class: Well drained
Runoff class: High
Capacity of the most limiting layer to transmit water (Ksat): Moderately low to high
(0.14 to 2.00 in/hr)
Depth to water table: More than 80 inches
Frequency of flooding: None
Frequency of ponding: None
Maximum salinity: Nonsaline (0.2 to 0.5 mmhos/cm)
Sodium adsorption ratio, maximum: 4.0
Available water supply, 0 to 60 inches: Moderate (about 6.3 inches)
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Interpretive groups
Land capability classification (irrigated): 7e
Land capability classification (nonirrigated): 7e
Hydrologic Soil Group: C
Ecological site: RO15XY009CA - Hills 20-40"ppt
Hydric soil rating: No

Minor Components

Boomer
Percent of map unit: 5 percent

Aiken
Percent of map unit: 5 percent

Kidd
Percent of map unit: 3 percent

Sobrante
Percent of map unit: 2 percent
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Soil Information for All Uses

Soil Properties and Qualities

The Soil Properties and Qualities section includes various soil properties and
qualities displayed as thematic maps with a summary table for the soil map units in
the selected area of interest. A single value or rating for each map unit is generated
by aggregating the interpretive ratings of individual map unit components. This
aggregation process is defined for each property or quality.

Soil Physical Properties

Soil Physical Properties are measured or inferred from direct observations in the
field or laboratory. Examples of soil physical properties include percent clay, organic
matter, saturated hydraulic conductivity, available water capacity, and bulk density.

Available Water Capacity

Available water capacity (AWC) refers to the quantity of water that the soil is
capable of storing for use by plants. The capacity for water storage is given in
centimeters of water per centimeter of soil for each soil layer. The capacity varies,
depending on soil properties that affect retention of water. The most important
properties are the content of organic matter, soil texture, bulk density, and soil
structure, with corrections for salinity and rock fragments. Available water capacity
is an important factor in the choice of plants or crops to be grown and in the design
and management of irrigation systems. It is not an estimate of the quantity of water
actually available to plants at any given time.

Available water supply (AWS) is computed as AWC times the thickness of the soil.
For example, if AWC is 0.15 cm/cm, the available water supply for 25 centimeters of
soil would be 0.15 x 25, or 3.75 centimeters of water.

For each soil layer, AWC is recorded as three separate values in the database. A
low value and a high value indicate the range of this attribute for the soil
component. A "representative” value indicates the expected value of this attribute
for the component. For this soil property, only the representative value is used.

22



00LL 22y
M.TE LE oCCT m - . MTE LE oCCT

™
N

X 11") sheet.
800

Custom Soil Resource Report
Map—Available Water Capacity

400

:4,550 if printed on A portrait (8.5"

200

S
&
I
IS
8
=
S
]
=
|
2
B
8
Q
€
8
s
2
=
8
=
i
o
(=%
g
=

Map Scale: 1

0

S@ﬁﬂ MapEnayanctdibelvalliidkalRthlisyscalle’

A

M.0 8E olCT L M.0 8€E oCCT
0012y




Custom Soil Resource Report

MAP LEGEND
Area of Interest (AOIl) Background
Area of Interest (AOI) - Aerial Photography

Soils
Soil Rating Polygons

] <=012

|:| >0.12 and <=0.14
- >0.14 and <= 0.17
|:| Not rated or not available

Soil Rating Lines
s <=0.12

o >0.12 and <= 0.14
wmge >0.14and <= 0.17
L Not rated or not available

Soil Rating Points
[ | <=0.12
| >0.12 and <= 0.14
‘'l >0.14and<=0.17
O Not rated or not available

Water Features
Streams and Canals

Transportation
Rails

—_

— Interstate Highways
US Routes
Major Roads

Local Roads

MAP INFORMATION

The soil surveys that comprise your AOI were mapped at
1:24,000.

Warning: Soil Map may not be valid at this scale.

Enlargement of maps beyond the scale of mapping can cause
misunderstanding of the detail of mapping and accuracy of soil
line placement. The maps do not show the small areas of
contrasting soils that could have been shown at a more detailed
scale.

Please rely on the bar scale on each map sheet for map
measurements.

Source of Map: Natural Resources Conservation Service
Web Soil Survey URL:
Coordinate System: Web Mercator (EPSG:3857)

Maps from the Web Soil Survey are based on the Web Mercator
projection, which preserves direction and shape but distorts
distance and area. A projection that preserves area, such as the
Albers equal-area conic projection, should be used if more
accurate calculations of distance or area are required.

This product is generated from the USDA-NRCS certified data as
of the version date(s) listed below.

Soil Survey Area: Napa County, California
Survey Area Data: Version 14, Sep 9, 2021

Soil map units are labeled (as space allows) for map scales
1:50,000 or larger.

Date(s) aerial images were photographed: Jul 2, 2019—Jul 5,
2019

The orthophoto or other base map on which the soil lines were
compiled and digitized probably differs from the background
imagery displayed on these maps. As a result, some minor
shifting of map unit boundaries may be evident.
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Table—Available Water Capacity

Map unit symbol Map unit name Rating (centimeters per Acres in AOI Percent of AOI

centimeter)

101

Aiken loam, 15 to 30 0.14 17.1
percent slopes

103

Bale loam, 0 to 2 percent |0.12 0.5
slopes

105

Bale clay loam, 2 to 5 0.12 8.5
percent slopes

107

Boomer loam, volcanic 0.17 0.0
bedrock, 2 to 35
percent slopes, MLRA
15

109

Boomer gravelly loam, 0.14 5.5
volcanic bedrock, 14 to
60 percent slopes,
MLRA 15

139

Forward silt loam, 5 to 39 | 0.17 3.8
percent slopes, MLRA
15

140

Forward silt loam, 12to | 0.17 10.1
57 percent slopes,
MLRA 15

Totals for Area of Interest 45.5

Rating Options—Available Water Capacity

Units of Measure: centimeters per centimeter
Aggregation Method: Dominant Component

Aggregation is the process by which a set of component attribute values is reduced
to a single value that represents the map unit as a whole.

A map unit is typically composed of one or more "components”. A component is
either some type of soil or some nonsoil entity, e.g., rock outcrop. For the attribute
being aggregated, the first step of the aggregation process is to derive one attribute
value for each of a map unit's components. From this set of component attributes,
the next step of the aggregation process derives a single value that represents the
map unit as a whole. Once a single value for each map unit is derived, a thematic
map for soil map units can be rendered. Aggregation must be done because, on
any soil map, map units are delineated but components are not.

For each of a map unit's components, a corresponding percent composition is
recorded. A percent composition of 60 indicates that the corresponding component
typically makes up approximately 60% of the map unit. Percent composition is a
critical factor in some, but not all, aggregation methods.

The aggregation method "Dominant Component” returns the attribute value
associated with the component with the highest percent composition in the map
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unit. If more than one component shares the highest percent composition, the
corresponding "tie-break" rule determines which value should be returned. The "tie-
break" rule indicates whether the lower or higher attribute value should be returned
in the case of a percent composition tie. The result returned by this aggregation
method may or may not represent the dominant condition throughout the map unit.

Component Percent Cutoff: None Specified

Components whose percent composition is below the cutoff value will not be
considered. If no cutoff value is specified, all components in the database will be
considered. The data for some contrasting soils of minor extent may not be in the
database, and therefore are not considered.

Tie-break Rule: Higher

The tie-break rule indicates which value should be selected from a set of multiple
candidate values, or which value should be selected in the event of a percent
composition tie.

Interpret Nulls as Zero: No

This option indicates if a null value for a component should be converted to zero
before aggregation occurs. This will be done only if a map unit has at least one
component where this value is not null.

Layer Options (Horizon Aggregation Method): Depth Range (Weighted Average)

For an attribute of a soil horizon, a depth qualification must be specified. In most
cases it is probably most appropriate to specify a fixed depth range, either in
centimeters or inches. The Bottom Depth must be greater than the Top Depth, and
the Top Depth can be greater than zero. The choice of "inches" or "centimeters"
only applies to the depth of soil to be evaluated. It has no influence on the units of
measure the data are presented in.

When "Surface Layer" is specified as the depth qualifier, only the surface layer or
horizon is considered when deriving a value for a component, but keep in mind that
the thickness of the surface layer varies from component to component.

When "All Layers" is specified as the depth qualifier, all layers recorded for a
component are considered when deriving the value for that component.

Whenever more than one layer or horizon is considered when deriving a value for a
component, and the attribute being aggregated is a numeric attribute, a weighted
average value is returned, where the weighting factor is the layer or horizon
thickness.

Top Depth: 0
Bottom Depth: 4680

Units of Measure: Inches

Available Water Storage

Available water storage (AWS) is the total volume of water (in centimeters) that
should be available to plants when the soil, inclusive of rock fragments, is at field
capacity. It is commonly estimated as the amount of water held between field
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capacity and the wilting point, with corrections for salinity, rock fragments, and
rooting depth. AWS is reported as a single value (in centimeters) of water for the
specified depth of the soil. AWS is calculated as the available water capacity times
the thickness of each soil horizon to a specified depth.

For each soil layer, available water capacity, used in the computation of AWS, is
recorded as three separate values in the database. A low value and a high value
indicate the range of this attribute for the soil component. A "representative" value
indicates the expected value of this attribute for the component. For the derivation
of AWS, only the representative value for available water capacity is used.

The available water storage for each map unit component is computed as described
above and then aggregated to a single value for the map unit by the process
described below.

A map unit typically consists of one or more "components." A component is either
some type of soil or some nonsoil entity, e.g., rock outcrop. For the attribute being
aggregated (e.g., available water storage), the first step of the aggregation process
is to derive one attribute value for each of a map unit's components. From this set of
component attributes, the next step of the process is to derive a single value that
represents the map unit as a whole. Once a single value for each map unit is
derived, a thematic map for the map units can be generated. Aggregation is needed
because map units rather than components are delineated on the soil maps.

The composition of each component in a map unit is recorded as a percentage. A
composition of 60 indicates that the component typically makes up approximately
60 percent of the map unit.

For the available water storage, when a weighted average of all component values
is computed, percent composition is the weighting factor.
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Map—Available Water Storage
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Area of Interest (AOIl)

Soils

Soil Rating Polygons

D000

Transportation
Area of Interest (AOI) -+ Rails
— Interstate Highways
US Routes
<=15.98
Major Roads
> 15.98 and <= 16.64
Local Roads
> 16.64 and <= 18.25
Background

> 18.25and <=19.24 - Aerial Photography

>19.24 and <= 19.80

Not rated or not available

Soil Rating Lines

g

L

L

<=15.98

>15.98 and <= 16.64
>16.64 and <= 18.25
>18.25 and <= 19.24
>19.24 and <= 19.80

Not rated or not available

Soil Rating Points

B OO0
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<=15.98

> 15.98 and <= 16.64
>16.64 and <= 18.25
>18.25 and <= 19.24
> 19.24 and <= 19.80

Not rated or not available

Water Features

Streams and Canals

MAP INFORMATION

The soil surveys that comprise your AOI were mapped at
1:24,000.

Warning: Soil Map may not be valid at this scale.

Enlargement of maps beyond the scale of mapping can cause
misunderstanding of the detail of mapping and accuracy of soil
line placement. The maps do not show the small areas of
contrasting soils that could have been shown at a more detailed
scale.

Please rely on the bar scale on each map sheet for map
measurements.

Source of Map: Natural Resources Conservation Service
Web Soil Survey URL:
Coordinate System: Web Mercator (EPSG:3857)

Maps from the Web Soil Survey are based on the Web Mercator
projection, which preserves direction and shape but distorts
distance and area. A projection that preserves area, such as the
Albers equal-area conic projection, should be used if more
accurate calculations of distance or area are required.

This product is generated from the USDA-NRCS certified data as
of the version date(s) listed below.

Soil Survey Area: Napa County, California
Survey Area Data: Version 14, Sep 9, 2021

Soil map units are labeled (as space allows) for map scales
1:50,000 or larger.

Date(s) aerial images were photographed: Jul 2, 2019—Jul 5,
2019

The orthophoto or other base map on which the soil lines were
compiled and digitized probably differs from the background
imagery displayed on these maps. As a result, some minor
shifting of map unit boundaries may be evident.
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Table—Available Water Storage

Map unit symbol Map unit name Rating (centimeters) Acres in AOI Percent of AOI
101 Aiken loam, 15 to 30 19.24 171 37.6%
percent slopes
103 Bale loam, 0 to 2 percent |18.25 0.5 1.0%
slopes
105 Bale clay loam, 2 to 5 18.25 8.5 18.8%

percent slopes

107 Boomer loam, volcanic 19.80 0.0 0.0%
bedrock, 2 to 35
percent slopes, MLRA
15

109 Boomer gravelly loam, 16.64 5.5 12.1%
volcanic bedrock, 14 to
60 percent slopes,
MLRA 15

139 Forward silt loam, 5 to 39 | 15.98 3.8 8.3%
percent slopes, MLRA
15

140 Forward silt loam, 12to | 15.98 101 22.2%
57 percent slopes,
MLRA 15

Totals for Area of Interest 45.5 100.0%

Rating Options—Available Water Storage

Units of Measure: centimeters
Aggregation Method: Weighted Average

Aggregation is the process by which a set of component attribute values is reduced
to a single value that represents the map unit as a whole.

A map unit is typically composed of one or more "components”. A component is
either some type of soil or some nonsoil entity, e.g., rock outcrop. For the attribute
being aggregated, the first step of the aggregation process is to derive one attribute
value for each of a map unit's components. From this set of component attributes,
the next step of the aggregation process derives a single value that represents the
map unit as a whole. Once a single value for each map unit is derived, a thematic
map for soil map units can be rendered. Aggregation must be done because, on
any soil map, map units are delineated but components are not.

For each of a map unit's components, a corresponding percent composition is
recorded. A percent composition of 60 indicates that the corresponding component
typically makes up approximately 60% of the map unit. Percent composition is a
critical factor in some, but not all, aggregation methods.

The aggregation method "Weighted Average" computes a weighted average value
for all components in the map unit. Percent composition is the weighting factor. The
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result returned by this aggregation method represents a weighted average value of
the corresponding attribute throughout the map unit.

Component Percent Cutoff: None Specified

Components whose percent composition is below the cutoff value will not be
considered. If no cutoff value is specified, all components in the database will be
considered. The data for some contrasting soils of minor extent may not be in the
database, and therefore are not considered.

Tie-break Rule: Higher

The tie-break rule indicates which value should be selected from a set of multiple
candidate values, or which value should be selected in the event of a percent
composition tie.

Interpret Nulls as Zero: No

This option indicates if a null value for a component should be converted to zero
before aggregation occurs. This will be done only if a map unit has at least one
component where this value is not null.

Layer Options (Horizon Aggregation Method): Depth Range (Weighted Sum)

For an attribute of a soil horizon, a depth qualification must be specified. In most
cases it is probably most appropriate to specify a fixed depth range, either in
centimeters or inches. The Bottom Depth must be greater than the Top Depth, and
the Top Depth can be greater than zero. The choice of "inches" or "centimeters"
only applies to the depth of soil to be evaluated. It has no influence on the units of
measure the data are presented in.

When "Surface Layer" is specified as the depth qualifier, only the surface layer or
horizon is considered when deriving a value for a component, but keep in mind that
the thickness of the surface layer varies from component to component.

When "All Layers" is specified as the depth qualifier, all layers recorded for a
component are considered when deriving the value for that component.

Whenever more than one layer or horizon is considered when deriving a value for a
component, and the attribute being aggregated is a numeric attribute, a weighted
average value is returned, where the weighting factor is the layer or horizon
thickness.

Top Depth: 0
Bottom Depth: 4680

Units of Measure: Inches

Saturated Hydraulic Conductivity (Ksat), Standard
Classes

Saturated hydraulic conductivity (Ksat) refers to the ease with which pores in a
saturated soil transmit water. The estimates are expressed in terms of micrometers
per second. They are based on soil characteristics observed in the field, particularly
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structure, porosity, and texture. Saturated hydraulic conductivity is considered in the
design of soil drainage systems and septic tank absorption fields.

For each soil layer, this attribute is actually recorded as three separate values in the
database. A low value and a high value indicate the range of this attribute for the
soil component. A "representative" value indicates the expected value of this
attribute for the component. For this soil property, only the representative value is
used.

The numeric Ksat values have been grouped according to standard Ksat class
limits. The classes are:

Very low: 0.00 to 0.01
Low: 0.01 to 0.1
Moderately low: 0.1 to 1.0
Moderately high: 1 to 10
High: 10 to 100

Very high: 100 to 705
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Map—Saturated Hydraulic Conductivity (Ksat), Standard Classes
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MAP LEGEND

Area of Interest (AOIl) O Not rated or not available
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Streams and Canals
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- Rails
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Moderately Low (0.1 - 1) US Routes
Moderately High (1 - 10) Major Roads
High (10 - 100) Local Roads
Very High (100 - 705) Background

Not rated or not available - Aerial Photography
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Soil Rating Points
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Very Low (0.0 - 0.01)
Low (0.01-0.1)
Moderately Low (0.1 - 1)
Moderately High (1 - 10)
High (10 - 100)

Very High (100 - 705)

MAP INFORMATION

The soil surveys that comprise your AOI were mapped at
1:24,000.

Warning: Soil Map may not be valid at this scale.

Enlargement of maps beyond the scale of mapping can cause
misunderstanding of the detail of mapping and accuracy of soil
line placement. The maps do not show the small areas of
contrasting soils that could have been shown at a more detailed
scale.

Please rely on the bar scale on each map sheet for map
measurements.

Source of Map: Natural Resources Conservation Service
Web Soil Survey URL:
Coordinate System: Web Mercator (EPSG:3857)

Maps from the Web Soil Survey are based on the Web Mercator
projection, which preserves direction and shape but distorts
distance and area. A projection that preserves area, such as the
Albers equal-area conic projection, should be used if more
accurate calculations of distance or area are required.

This product is generated from the USDA-NRCS certified data as
of the version date(s) listed below.

Soil Survey Area: Napa County, California
Survey Area Data: Version 14, Sep 9, 2021

Soil map units are labeled (as space allows) for map scales
1:50,000 or larger.

Date(s) aerial images were photographed: Jul 2, 2019—Jul 5,
2019

The orthophoto or other base map on which the soil lines were
compiled and digitized probably differs from the background
imagery displayed on these maps. As a result, some minor
shifting of map unit boundaries may be evident.
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Table—Saturated Hydraulic Conductivity (Ksat), Standard

Classes
Map unit symbol Map unit name Rating (micrometers Acres in AOI Percent of AOI
per second)

101 Aiken loam, 15 to 30 3.1653 17.1 37.6%
percent slopes

103 Bale loam, 0 to 2 percent | 9.0000 0.5 1.0%
slopes

105 Bale clay loam, 2 to 5 9.0000 8.5 18.8%
percent slopes

107 Boomer loam, volcanic 6.4868 0.0 0.0%
bedrock, 2 to 35
percent slopes, MLRA
15

109 Boomer gravelly loam, 6.4868 5.5 12.1%
volcanic bedrock, 14 to
60 percent slopes,
MLRA 15

139 Forward silt loam, 5 to 39 | 10.2539 3.8 8.3%
percent slopes, MLRA
15

140 Forward silt loam, 12to | 10.2539 101 22.2%
57 percent slopes,
MLRA 15

Totals for Area of Interest 45.5 100.0%

Rating Options—Saturated Hydraulic Conductivity (Ksat),
Standard Classes

Units of Measure: micrometers per second
Aggregation Method: Dominant Component

Aggregation is the process by which a set of component attribute values is reduced
to a single value that represents the map unit as a whole.

A map unit is typically composed of one or more "components”. A component is
either some type of soil or some nonsoil entity, e.g., rock outcrop. For the attribute
being aggregated, the first step of the aggregation process is to derive one attribute
value for each of a map unit's components. From this set of component attributes,
the next step of the aggregation process derives a single value that represents the
map unit as a whole. Once a single value for each map unit is derived, a thematic
map for soil map units can be rendered. Aggregation must be done because, on
any soil map, map units are delineated but components are not.

For each of a map unit's components, a corresponding percent composition is
recorded. A percent composition of 60 indicates that the corresponding component
typically makes up approximately 60% of the map unit. Percent composition is a
critical factor in some, but not all, aggregation methods.
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The aggregation method "Dominant Component" returns the attribute value
associated with the component with the highest percent composition in the map
unit. If more than one component shares the highest percent composition, the
corresponding "tie-break" rule determines which value should be returned. The "tie-
break" rule indicates whether the lower or higher attribute value should be returned
in the case of a percent composition tie. The result returned by this aggregation
method may or may not represent the dominant condition throughout the map unit.

Component Percent Cutoff: None Specified

Components whose percent composition is below the cutoff value will not be
considered. If no cutoff value is specified, all components in the database will be
considered. The data for some contrasting soils of minor extent may not be in the
database, and therefore are not considered.

Tie-break Rule: Fastest

The tie-break rule indicates which value should be selected from a set of multiple
candidate values, or which value should be selected in the event of a percent
composition tie.

Interpret Nulls as Zero: No

This option indicates if a null value for a component should be converted to zero
before aggregation occurs. This will be done only if a map unit has at least one
component where this value is not null.

Layer Options (Horizon Aggregation Method): Depth Range (Weighted Average)

For an attribute of a soil horizon, a depth qualification must be specified. In most
cases it is probably most appropriate to specify a fixed depth range, either in
centimeters or inches. The Bottom Depth must be greater than the Top Depth, and
the Top Depth can be greater than zero. The choice of "inches" or "centimeters"
only applies to the depth of soil to be evaluated. It has no influence on the units of
measure the data are presented in.

When "Surface Layer" is specified as the depth qualifier, only the surface layer or
horizon is considered when deriving a value for a component, but keep in mind that
the thickness of the surface layer varies from component to component.

When "All Layers" is specified as the depth qualifier, all layers recorded for a
component are considered when deriving the value for that component.

Whenever more than one layer or horizon is considered when deriving a value for a
component, and the attribute being aggregated is a numeric attribute, a weighted
average value is returned, where the weighting factor is the layer or horizon
thickness.

Top Depth: 0
Bottom Depth: 4680

Units of Measure: Inches
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Saturated Hydraulic Conductivity (Ksat), Standard
Classes

Saturated hydraulic conductivity (Ksat) refers to the ease with which pores in a
saturated soil transmit water. The estimates are expressed in terms of micrometers
per second. They are based on soil characteristics observed in the field, particularly
structure, porosity, and texture. Saturated hydraulic conductivity is considered in the
design of soil drainage systems and septic tank absorption fields.

For each soil layer, this attribute is actually recorded as three separate values in the
database. A low value and a high value indicate the range of this attribute for the
soil component. A "representative" value indicates the expected value of this
attribute for the component. For this soil property, only the representative value is
used.

The numeric Ksat values have been grouped according to standard Ksat class
limits. The classes are:

Very low: 0.00 to 0.01
Low: 0.01 to 0.1
Moderately low: 0.1 to 1.0
Moderately high: 1 to 10
High: 10 to 100

Very high: 100 to 705
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Map—Saturated Hydraulic Conductivity (Ksat), Standard Classes
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MAP LEGEND

Area of Interest (AOIl) O Not rated or not available
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Soil Rating Polygons
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Transportation
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- Rails
Low (0.01-0.1) — Interstate Highways
Moderately Low (0.1 - 1) US Routes
Moderately High (1 - 10) Major Roads
High (10 - 100) Local Roads
Very High (100 - 705) Background

Not rated or not available - Aerial Photography

Soil Rating Lines
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Very Low (0.0 - 0.01)
Low (0.01-0.1)
Moderately Low (0.1 - 1)
Moderately High (1 - 10)
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Very High (100 - 705)

Not rated or not available

Soil Rating Points
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Very Low (0.0 - 0.01)
Low (0.01-0.1)
Moderately Low (0.1 - 1)
Moderately High (1 - 10)
High (10 - 100)

Very High (100 - 705)

MAP INFORMATION

The soil surveys that comprise your AOI were mapped at
1:24,000.

Warning: Soil Map may not be valid at this scale.

Enlargement of maps beyond the scale of mapping can cause
misunderstanding of the detail of mapping and accuracy of soil
line placement. The maps do not show the small areas of
contrasting soils that could have been shown at a more detailed
scale.

Please rely on the bar scale on each map sheet for map
measurements.

Source of Map: Natural Resources Conservation Service
Web Soil Survey URL:
Coordinate System: Web Mercator (EPSG:3857)

Maps from the Web Soil Survey are based on the Web Mercator
projection, which preserves direction and shape but distorts
distance and area. A projection that preserves area, such as the
Albers equal-area conic projection, should be used if more
accurate calculations of distance or area are required.

This product is generated from the USDA-NRCS certified data as
of the version date(s) listed below.

Soil Survey Area: Napa County, California
Survey Area Data: Version 14, Sep 9, 2021

Soil map units are labeled (as space allows) for map scales
1:50,000 or larger.

Date(s) aerial images were photographed: Jul 2, 2019—Jul 5,
2019

The orthophoto or other base map on which the soil lines were
compiled and digitized probably differs from the background
imagery displayed on these maps. As a result, some minor
shifting of map unit boundaries may be evident.
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Table—Saturated Hydraulic Conductivity (Ksat), Standard

Classes
Map unit symbol Map unit name Rating (micrometers Acres in AOI Percent of AOI
per second)

101 Aiken loam, 15 to 30 3.1653 17.1 37.6%
percent slopes

103 Bale loam, 0 to 2 percent | 9.0000 0.5 1.0%
slopes

105 Bale clay loam, 2 to 5 9.0000 8.5 18.8%
percent slopes

107 Boomer loam, volcanic 6.4868 0.0 0.0%
bedrock, 2 to 35
percent slopes, MLRA
15

109 Boomer gravelly loam, 6.4868 5.5 12.1%
volcanic bedrock, 14 to
60 percent slopes,
MLRA 15

139 Forward silt loam, 5 to 39 | 10.2539 3.8 8.3%
percent slopes, MLRA
15

140 Forward silt loam, 12to | 10.2539 101 22.2%
57 percent slopes,
MLRA 15

Totals for Area of Interest 45.5 100.0%

Rating Options—Saturated Hydraulic Conductivity (Ksat),
Standard Classes

Units of Measure: micrometers per second
Aggregation Method: Dominant Component

Aggregation is the process by which a set of component attribute values is reduced
to a single value that represents the map unit as a whole.

A map unit is typically composed of one or more "components”. A component is
either some type of soil or some nonsoil entity, e.g., rock outcrop. For the attribute
being aggregated, the first step of the aggregation process is to derive one attribute
value for each of a map unit's components. From this set of component attributes,
the next step of the aggregation process derives a single value that represents the
map unit as a whole. Once a single value for each map unit is derived, a thematic
map for soil map units can be rendered. Aggregation must be done because, on
any soil map, map units are delineated but components are not.

For each of a map unit's components, a corresponding percent composition is
recorded. A percent composition of 60 indicates that the corresponding component
typically makes up approximately 60% of the map unit. Percent composition is a
critical factor in some, but not all, aggregation methods.
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The aggregation method "Dominant Component" returns the attribute value
associated with the component with the highest percent composition in the map
unit. If more than one component shares the highest percent composition, the
corresponding "tie-break" rule determines which value should be returned. The "tie-
break" rule indicates whether the lower or higher attribute value should be returned
in the case of a percent composition tie. The result returned by this aggregation
method may or may not represent the dominant condition throughout the map unit.

Component Percent Cutoff: None Specified

Components whose percent composition is below the cutoff value will not be
considered. If no cutoff value is specified, all components in the database will be
considered. The data for some contrasting soils of minor extent may not be in the
database, and therefore are not considered.

Tie-break Rule: Fastest

The tie-break rule indicates which value should be selected from a set of multiple
candidate values, or which value should be selected in the event of a percent
composition tie.

Interpret Nulls as Zero: No

This option indicates if a null value for a component should be converted to zero
before aggregation occurs. This will be done only if a map unit has at least one
component where this value is not null.

Layer Options (Horizon Aggregation Method): Depth Range (Weighted Average)

For an attribute of a soil horizon, a depth qualification must be specified. In most
cases it is probably most appropriate to specify a fixed depth range, either in
centimeters or inches. The Bottom Depth must be greater than the Top Depth, and
the Top Depth can be greater than zero. The choice of "inches" or "centimeters"
only applies to the depth of soil to be evaluated. It has no influence on the units of
measure the data are presented in.

When "Surface Layer" is specified as the depth qualifier, only the surface layer or
horizon is considered when deriving a value for a component, but keep in mind that
the thickness of the surface layer varies from component to component.

When "All Layers" is specified as the depth qualifier, all layers recorded for a
component are considered when deriving the value for that component.

Whenever more than one layer or horizon is considered when deriving a value for a
component, and the attribute being aggregated is a numeric attribute, a weighted
average value is returned, where the weighting factor is the layer or horizon
thickness.

Top Depth: 0
Bottom Depth: 4680

Units of Measure: Inches

Surface Texture

This displays the representative texture class and modifier of the surface horizon.
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Texture is given in the standard terms used by the U.S. Department of Agriculture.
These terms are defined according to percentages of sand, silt, and clay in the
fraction of the soil that is less than 2 millimeters in diameter. "Loam," for example, is
soil that is 7 to 27 percent clay, 28 to 50 percent silt, and less than 52 percent sand.
If the content of particles coarser than sand is 15 percent or more, an appropriate
modifier is added, for example, "gravelly."
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Map—Surface Texture

38° 35'55"N - . 5 38° 35'55"N

S@ﬁﬂ MapEnayanctdibelvalliidkalRthlisyscalle’

g X
§

38° 35'25"N
532000 532100 532200
Map Scale: 1:4,550 if printed on A portrait (8.5" x 11") sheet.
0 50 100 200

Feet
0 200 400 800 1200

Map projection: Web Mercator Comer coordinates: WGS84 Edge tics: UTM Zone 10N WGS84
43




Custom Soil Resource Report

Area of Interest (AOIl) US Routes
Area of Interest (AOI) Major Roads
Soils Local Roads
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MAP INFORMATION

The soil surveys that comprise your AOI were mapped at
1:24,000.

Warning: Soil Map may not be valid at this scale.

Enlargement of maps beyond the scale of mapping can cause
misunderstanding of the detail of mapping and accuracy of soil
line placement. The maps do not show the small areas of
contrasting soils that could have been shown at a more detailed
scale.

Please rely on the bar scale on each map sheet for map
measurements.

Source of Map: Natural Resources Conservation Service
Web Soil Survey URL:
Coordinate System: Web Mercator (EPSG:3857)

Maps from the Web Soil Survey are based on the Web Mercator
projection, which preserves direction and shape but distorts
distance and area. A projection that preserves area, such as the
Albers equal-area conic projection, should be used if more
accurate calculations of distance or area are required.

This product is generated from the USDA-NRCS certified data as
of the version date(s) listed below.

Soil Survey Area: Napa County, California
Survey Area Data: Version 14, Sep 9, 2021

Soil map units are labeled (as space allows) for map scales
1:50,000 or larger.

Date(s) aerial images were photographed: Jul 2, 2019—Jul 5,
2019

The orthophoto or other base map on which the soil lines were
compiled and digitized probably differs from the background
imagery displayed on these maps. As a result, some minor
shifting of map unit boundaries may be evident.
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Table—Surface Texture

Map unit symbol Map unit name Rating Acres in AOI Percent of AOI

101 Aiken loam, 15 to 30 Loam 171
percent slopes

103 Bale loam, 0 to 2 percent |Loam 0.5
slopes

105 Bale clay loam, 2 to 5 Clay loam 8.5
percent slopes

107 Boomer loam, volcanic Slightly decomposed 0.0
bedrock, 2 to 35 plant material
percent slopes, MLRA
15

109 Boomer gravelly loam, Slightly decomposed 5.5
volcanic bedrock, 14 to | plant material
60 percent slopes,
MLRA 15

139 Forward silt loam, 5 to 39 | Slightly decomposed 3.8
percent slopes, MLRA plant material
15

140 Forward silt loam, 12 to | Slightly decomposed 101
57 percent slopes, plant material
MLRA 15

Totals for Area of Interest 45.5

Rating Options—Surface Texture

Aggregation Method: Dominant Condition

Aggregation is the process by which a set of component attribute values is reduced
to a single value that represents the map unit as a whole.

A map unit is typically composed of one or more "components”. A component is
either some type of soil or some nonsoil entity, e.g., rock outcrop. For the attribute
being aggregated, the first step of the aggregation process is to derive one attribute
value for each of a map unit's components. From this set of component attributes,
the next step of the aggregation process derives a single value that represents the
map unit as a whole. Once a single value for each map unit is derived, a thematic
map for soil map units can be rendered. Aggregation must be done because, on
any soil map, map units are delineated but components are not.

For each of a map unit's components, a corresponding percent composition is
recorded. A percent composition of 60 indicates that the corresponding component
typically makes up approximately 60% of the map unit. Percent composition is a
critical factor in some, but not all, aggregation methods.

The aggregation method "Dominant Condition" first groups like attribute values for
the components in a map unit. For each group, percent composition is set to the
sum of the percent composition of all components participating in that group. These
groups now represent "conditions" rather than components. The attribute value
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associated with the group with the highest cumulative percent composition is
returned. If more than one group shares the highest cumulative percent
composition, the corresponding "tie-break" rule determines which value should be
returned. The "tie-break" rule indicates whether the lower or higher group value
should be returned in the case of a percent composition tie. The result returned by
this aggregation method represents the dominant condition throughout the map unit
only when no tie has occurred.

Component Percent Cutoff: None Specified

Components whose percent composition is below the cutoff value will not be
considered. If no cutoff value is specified, all components in the database will be
considered. The data for some contrasting soils of minor extent may not be in the
database, and therefore are not considered.

Tie-break Rule: Lower

The tie-break rule indicates which value should be selected from a set of multiple
candidate values, or which value should be selected in the event of a percent
composition tie.

Layer Options (Horizon Aggregation Method): Surface Layer (Not applicable)

For an attribute of a soil horizon, a depth qualification must be specified. In most
cases it is probably most appropriate to specify a fixed depth range, either in
centimeters or inches. The Bottom Depth must be greater than the Top Depth, and
the Top Depth can be greater than zero. The choice of "inches" or "centimeters"
only applies to the depth of soil to be evaluated. It has no influence on the units of
measure the data are presented in.

When "Surface Layer" is specified as the depth qualifier, only the surface layer or
horizon is considered when deriving a value for a component, but keep in mind that
the thickness of the surface layer varies from component to component.

When "All Layers" is specified as the depth qualifier, all layers recorded for a
component are considered when deriving the value for that component.

Whenever more than one layer or horizon is considered when deriving a value for a
component, and the attribute being aggregated is a numeric attribute, a weighted
average value is returned, where the weighting factor is the layer or horizon
thickness.

Water Features

Water Features include ponding frequency, flooding frequency, and depth to water
table.

Depth to Water Table

"Water table" refers to a saturated zone in the soil. It occurs during specified
months. Estimates of the upper limit are based mainly on observations of the water
table at selected sites and on evidence of a saturated zone, namely grayish colors
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(redoximorphic features) in the soil. A saturated zone that lasts for less than a
month is not considered a water table.

This attribute is actually recorded as three separate values in the database. A low
value and a high value indicate the range of this attribute for the soil component. A
"representative" value indicates the expected value of this attribute for the
component. For this soil property, only the representative value is used.
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Map—Depth to Water Table
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MAP LEGEND
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4 Rails
— Interstate Highways
US Routes
Major Roads
Local Roads
Background

- Aerial Photography

MAP INFORMATION

The soil surveys that comprise your AOI were mapped at
1:24,000.

Warning: Soil Map may not be valid at this scale.

Enlargement of maps beyond the scale of mapping can cause
misunderstanding of the detail of mapping and accuracy of soil
line placement. The maps do not show the small areas of
contrasting soils that could have been shown at a more detailed
scale.

Please rely on the bar scale on each map sheet for map
measurements.

Source of Map: Natural Resources Conservation Service
Web Soil Survey URL:
Coordinate System: Web Mercator (EPSG:3857)

Maps from the Web Soil Survey are based on the Web Mercator
projection, which preserves direction and shape but distorts
distance and area. A projection that preserves area, such as the
Albers equal-area conic projection, should be used if more
accurate calculations of distance or area are required.

This product is generated from the USDA-NRCS certified data as
of the version date(s) listed below.

Soil Survey Area: Napa County, California
Survey Area Data: Version 14, Sep 9, 2021

Soil map units are labeled (as space allows) for map scales
1:50,000 or larger.

Date(s) aerial images were photographed: Jul 2, 2019—Jul 5,
2019

The orthophoto or other base map on which the soil lines were
compiled and digitized probably differs from the background
imagery displayed on these maps. As a result, some minor
shifting of map unit boundaries may be evident.
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Table—Depth to Water Table

Map unit symbol Map unit name Rating (centimeters) Acres in AOI Percent of AOI
101 Aiken loam, 15 to 30 >200 171 37.6%
percent slopes
103 Bale loam, 0 to 2 percent | 153 0.5 1.0%
slopes
105 Bale clay loam, 2 to 5 153 8.5 18.8%

percent slopes

107 Boomer loam, volcanic >200 0.0 0.0%
bedrock, 2 to 35
percent slopes, MLRA
15

109 Boomer gravelly loam, >200 5.5 12.1%
volcanic bedrock, 14 to
60 percent slopes,
MLRA 15

139 Forward silt loam, 5 to 39 | >200 3.8 8.3%
percent slopes, MLRA
15

140 Forward silt loam, 12to |>200 101 22.2%
57 percent slopes,
MLRA 15

Totals for Area of Interest 45.5 100.0%

50




Custom Soil Resource Report

Rating Options—Depth to Water Table

Units of Measure: centimeters

Aggregation Method: Dominant Component
Component Percent Cutoff: None Specified
Tie-break Rule: Lower

Interpret Nulls as Zero: No

Beginning Month: January

Ending Month: December
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Soil Reports

The Soil Reports section includes various formatted tabular and narrative reports
(tables) containing data for each selected soil map unit and each component of
each unit. No aggregation of data has occurred as is done in reports in the Soil
Properties and Qualities and Suitabilities and Limitations sections.

The reports contain soil interpretive information as well as basic soil properties and
qualities. A description of each report (table) is included.

Soil Physical Properties

This folder contains a collection of tabular reports that present soil physical
properties. The reports (tables) include all selected map units and components for
each map unit. Soil physical properties are measured or inferred from direct
observations in the field or laboratory. Examples of soil physical properties include
percent clay, organic matter, saturated hydraulic conductivity, available water
capacity, and bulk density.

Physical Soil Properties

This table shows estimates of some physical characteristics and features that affect
soil behavior. These estimates are given for the layers of each soil in the survey
area. The estimates are based on field observations and on test data for these and
similar soils.

Depth to the upper and lower boundaries of each layer is indicated.

Particle size is the effective diameter of a soil particle as measured by
sedimentation, sieving, or micrometric methods. Particle sizes are expressed as
classes with specific effective diameter class limits. The broad classes are sand,
silt, and clay, ranging from the larger to the smaller.

Sand as a soil separate consists of mineral soil particles that are 0.05 millimeter to 2
millimeters in diameter. In this table, the estimated sand content of each soil layer is
given as a percentage, by weight, of the soil material that is less than 2 millimeters
in diameter.

Silt as a soil separate consists of mineral soil particles that are 0.002 to 0.05
millimeter in diameter. In this table, the estimated silt content of each soil layer is
given as a percentage, by weight, of the soil material that is less than 2 millimeters
in diameter.

Clay as a soil separate consists of mineral soil particles that are less than 0.002
millimeter in diameter. In this table, the estimated clay content of each soil layer is
given as a percentage, by weight, of the soil material that is less than 2 millimeters
in diameter.

The content of sand, silt, and clay affects the physical behavior of a soil. Particle
size is important for engineering and agronomic interpretations, for determination of
soil hydrologic qualities, and for soil classification.
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The amount and kind of clay affect the fertility and physical condition of the soil and
the ability of the soil to adsorb cations and to retain moisture. They influence shrink-
swell potential, saturated hydraulic conductivity (Ksat), plasticity, the ease of soil
dispersion, and other soil properties. The amount and kind of clay in a soil also
affect tillage and earthmoving operations.

Moist bulk density is the weight of soil (ovendry) per unit volume. Volume is
measured when the soil is at field moisture capacity, that is, the moisture content at
1/3- or 1/10-bar (33kPa or 10kPa) moisture tension. Weight is determined after the
soil is dried at 105 degrees C. In the table, the estimated moist bulk density of each
soil horizon is expressed in grams per cubic centimeter of soil material that is less
than 2 millimeters in diameter. Bulk density data are used to compute linear
extensibility, shrink-swell potential, available water capacity, total pore space, and
other soil properties. The moist bulk density of a soil indicates the pore space
available for water and roots. Depending on soil texture, a bulk density of more than
1.4 can restrict water storage and root penetration. Moist bulk density is influenced
by texture, kind of clay, content of organic matter, and soil structure.

Saturated hydraulic conductivity (Ksat) refers to the ease with which pores in a
saturated soil transmit water. The estimates in the table are expressed in terms of
micrometers per second. They are based on soil characteristics observed in the
field, particularly structure, porosity, and texture. Saturated hydraulic conductivity
(Ksat) is considered in the design of soil drainage systems and septic tank
absorption fields.

Available water capacity refers to the quantity of water that the soil is capable of
storing for use by plants. The capacity for water storage is given in inches of water
per inch of soil for each soil layer. The capacity varies, depending on soil properties
that affect retention of water. The most important properties are the content of
organic matter, soil texture, bulk density, and soil structure. Available water capacity
is an important factor in the choice of plants or crops to be grown and in the design
and management of irrigation systems. Available water capacity is not an estimate
of the quantity of water actually available to plants at any given time.

Linear extensibility refers to the change in length of an unconfined clod as moisture
content is decreased from a moist to a dry state. It is an expression of the volume
change between the water content of the clod at 1/3- or 1/10-bar tension (33kPa or
10kPa tension) and oven dryness. The volume change is reported in the table as
percent change for the whole soil. The amount and type of clay minerals in the soil
influence volume change.

Linear extensibility is used to determine the shrink-swell potential of soils. The
shrink-swell potential is low if the soil has a linear extensibility of less than 3
percent; moderate if 3 to 6 percent; high if 6 to 9 percent; and very high if more than
9 percent. If the linear extensibility is more than 3, shrinking and swelling can cause
damage to buildings, roads, and other structures and to plant roots. Special design
commonly is needed.

Organic matter is the plant and animal residue in the soil at various stages of
decomposition. In this table, the estimated content of organic matter is expressed
as a percentage, by weight, of the soil material that is less than 2 millimeters in
diameter. The content of organic matter in a soil can be maintained by returning
crop residue to the soil.

Organic matter has a positive effect on available water capacity, water infiltration,
soil organism activity, and tilth. It is a source of nitrogen and other nutrients for
crops and soil organisms.
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Erosion factors are shown in the table as the K factor (Kw and Kf) and the T factor.
Erosion factor K indicates the susceptibility of a soil to sheet and rill erosion by
water. Factor K is one of six factors used in the Universal Soil Loss Equation
(USLE) and the Revised Universal Soil Loss Equation (RUSLE) to predict the
average annual rate of soil loss by sheet and rill erosion in tons per acre per year.
The estimates are based primarily on percentage of silt, sand, and organic matter
and on soil structure and Ksat. Values of K range from 0.02 to 0.69. Other factors
being equal, the higher the value, the more susceptible the soil is to sheet and rill
erosion by water.

Erosion factor Kw indicates the erodibility of the whole soil. The estimates are
modified by the presence of rock fragments.

Erosion factor Kf indicates the erodibility of the fine-earth fraction, or the material
less than 2 millimeters in size.

Erosion factor T is an estimate of the maximum average annual rate of soil erosion
by wind and/or water that can occur without affecting crop productivity over a
sustained period. The rate is in tons per acre per year.

Wind erodibility groups are made up of soils that have similar properties affecting
their susceptibility to wind erosion in cultivated areas. The soils assigned to group 1
are the most susceptible to wind erosion, and those assigned to group 8 are the
least susceptible. The groups are described in the "National Soil Survey Handbook."

Wind erodibility index is a numerical value indicating the susceptibility of soil to wind
erosion, or the tons per acre per year that can be expected to be lost to wind
erosion. There is a close correlation between wind erosion and the texture of the
surface layer, the size and durability of surface clods, rock fragments, organic
matter, and a calcareous reaction. Soil moisture and frozen soil layers also
influence wind erosion.

Reference:
United States Department of Agriculture, Natural Resources Conservation Service.
National soil survey handbook, title 430-VI. (http://soils.usda.gov)
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Three values are provided to identify the expected Low (L), Representative Value (R), and High (H).
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Physical Soil Properties—Napa County, California

Map symbol | Depth Sand Silt Clay Moist Saturated Available Linear Organic Erosion Wind Wind
and soil name bulk hydraulic water extensibility matter factors erodibility erodibility
density conductivity capacity group index
Kw | Kf | T
In Pct Pct Pct g/cc micro m/sec In/In Pct Pct
101—Aiken
loam, 15 to
30 percent
slopes
Aiken 0-8 -39- -37- 20-24- 27 |1.40-1.45- | 4.00-9.00-14.00 |0.13-0.15-0.1 |0.0- 1.5-2.9 2.0-5.0- |24 |.24 |3 48
1.50 7 8.0
8-14 -34- -32- 27-34- 40 |1.40-1.45- |1.40-2.70-4.00 |0.15-0.16-0.1 |3.0-4.5-5.9 0.5-0.8- |.28 |.28
1.50 7 1.0
14-44 |-26- -29- 40-45- 50 |1.35-1.40- | 1.40-2.70-4.00 |0.17-0.18-0.1 |3.0-4.5-5.9 0.5-0.8- |.24 |.24
1.45 9 1.0
44-54 | — — — — 0.00-0.21-0.42 |-0.00-0.00 — —
103—Bale
loam, 0 to 2
percent
slopes
Bale 0-24 -41- -37- 16-22- 27 |1.40-1.45- |4.00-9.00-14.00 |0.13-0.15-0.1 | 0.0- 1.5-2.9 1.0-2.0- |24 |.24 |5 48
1.50 6 3.0
24-60 |-67- -20- 10-13- 16 |1.40-1.45- |4.00-9.00-14.00 |0.08-0.10-0.1 | 0.0- 1.5-2.9 0.5-0.8- |.17 |.24
1.50 1 1.0
Clear lake — — — — — — — — _
105—Bale clay
loam, 2to 5
percent
slopes
Bale 0-24 -35- -34- 27-31- 35 |1.30-1.38- |4.00-9.00-14.00 |0.14-0.15-0.1 | 3.0- 4.5-5.9 1.0-20- |.20 |.20 |5 48
1.45 6 3.0
24-60 |-67- -15- 10-18- 26 |1.40-1.45- |4.00-9.00-14.00 |0.08-0.10-0.1|0.0- 1.5-2.9 0.5-0.8- |.15 |.20
1.50 1 1.0
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Physical Soil Properties—Napa County, California

Map symbol | Depth Sand Silt Clay Moist Saturated Available Linear Organic Erosion Wind Wind
and soil name bulk hydraulic water extensibility matter factors erodibility erodibility
density conductivity capacity group index
Kw | Kf
In Pct Pct Pct g/cc micro m/sec In/In Pct Pct
107—Boomer
loam,
volcanic
bedrock, 2 to
35 percent
slopes, MLRA
15
Boomer 0-2 -35- -50- 0-15-25 |0.25-0.27-|42.00-92.00-14 |0.00-0.00-0.0 | — 50.0-60.0- 4 48
0.29 1.00 0 70.0
2-6 23-42- 52 |28-38-50 |15-20- 27 |1.18-1.27- 4.23-6.00-14.11 |0.17-0.20-0.2 |0.9- 1.7- 2.9 3.0-58- [.24 |.24
1.35 2 6.0
6-13 20-36- 48 |22-38- 53 |24-26- 30 |1.37-1.38-|1.41-4.23-14.11 |0.15-0.18-0.1 | 2.3- 3.0- 3.7 2.0-23- |.32 |.32
1.40 9 3.0
13-24 |20-34- 45 |22-38-53 |27-28-35 |1.31-1.41- |1.41-4.23-4.23 |0.15-0.18-0.1 |2.3- 3.0- 4.1 0.6-0.9- |.32 |.32
1.51 9 1.0
24-36 |20-34- 45 |20-36- 52 |27-30- 35 |1.49-1.52- |1.14-4.00-4.23 |0.13-0.17-0.1 |2.3- 3.2- 3.9 0.3-0.4- |.32 |.32
1.56 9 0.5
36-46 |20-35-45 |22-38-53 |27-27-35 |[1.51-1.52- |1.14-4.23-4.23 |0.13-0.17-0.1|2.3-2.7- 3.9 0.2-0.2- |.37 |.37
1.53 9 0.3
46-58 |— — — — 0.10-0.30-1.00 |— — —
Aiken — — — — — — — — —
Forward — — — — — — — — —
Kidd — — — — = — — — —
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Physical Soil Properties—Napa County, California

Map symbol | Depth Sand Silt Clay Moist Saturated Available Linear Organic Erosion Wind Wind
and soil name bulk hydraulic water extensibility matter factors erodibility erodibility
density conductivity capacity group index
Kw | Kf
In Pct Pct Pct g/cc micro m/sec In/In Pct Pct
109—Boomer
gravelly loam,
volcanic
bedrock, 14
to 60 percent
slopes, MLRA
15
Boomer 0-2 -35- -50- 0-15-25 |0.25-0.27-|42.00-92.00-14 |0.00-0.00-0.0 | — 50.0-60.0- 4 38
0.29 1.00 0 70.0
2-6 23-42- 52 |28-38-50 |15-20- 27 |1.18-1.27- |4.23-6.00-14.11 |0.15-0.16-0.1 |0.9- 1.4- 2.5 3.0-5.8- [.15 |.24
1.35 8 6.0
6-13 20-36- 48 |22-38- 53 |24-26- 30 |1.37-1.38-|1.41-4.23-14.11 |0.14-0.15-0.1 | 2.1- 2.6- 3.2 2.0-23- |.20 |.32
1.40 6 3.0
13-24 |20-34- 45 |22-38-53 |27-28-35 |1.31-1.41- |1.41-4.23-4.23 |0.14-0.15-0.1 |2.2-2.5- 3.4 0.6-0.9- |.24 |.32
1.51 6 1.0
24-36 |20-34- 45 |20-36- 52 |27-30- 35 |1.49-1.52- |1.14-4.00-4.23 |0.12-0.15-0.1 |2.2-2.7- 3.3 0.3-0.4- |.20 |.32
1.56 6 0.5
36-46 |20-35-45 |22-38-53 |27-27-35 [1.51-1.52- |1.14-4.23-4.23 |0.10-0.14-0.1 |1.7-2.2- 3.3 0.2-0.2- |.24 |.37
1.53 6 0.3
46-58 |— — — — 0.10-0.30-1.00 |— — —
Aiken — — — — — — — — —
Forward — — — — — — — _ —
Kidd — — — — — — — — —
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Physical Soil Properties—Napa County, California

Map symbol | Depth Sand Silt Clay Moist Saturated Available Linear Organic Erosion Wind Wind
and soil name bulk hydraulic water extensibility matter factors erodibility erodibility
density conductivity capacity group index
Kw | Kf | T
In Pct Pct Pct g/cc micro m/sec In/In Pct Pct
139—Forward
silt loam, 5 to
39 percent
slopes, MLRA
15
Forward 0-2 -35- -50- 0-15-25 |0.18-0.22- | 42.00-92.00-14 |0.00-0.00-0.0 | — 55.0-70.0- 3 5 56
0.25 1.00 0 80.0
2-6 20-32- 40 |50-55-69 |10-13-18 |1.13-1.18- 4.23-9.00-14.11 |0.19-0.22-0.2 |0.7- 1.1- 1.7 4.0-56- |.28 |.28
1.23 4 6.0
6-12 20-33-45 |38-54-70 |10-13- 18 |1.37-1.40- |4.23-9.00-14.11 |0.14-0.20-0.2 |0.7-1.1-1.7 1.0-1.7- |.37 |.37
1.44 2 2.5
12-19 |20-32- 45 |40-56- 70 |10-12- 18 |1.47-1.50- |4.23-9.00-14.11 |0.12-0.19-0.2 |0.4- 0.6- 1.2 0.7-0.9- |.43 |.43
1.54 2 1.2
19-28 |20-32-45 |35-56- 70 |10-12- 27 |1.37-1.46- |4.23-9.00-14.11 |0.11-0.17-0.2 |0.3- 0.5- 1.8 0.3-0.5- |.43 |.43
1.55 1 0.8
28-37 |20-34-55 |27-52-70 |10-14-25 |1.44-1.50- |4.23-9.00-14.11 |0.09-0.15-0.1 |0.3-0.5- 1.5 0.2-04- |.24 |43
1.57 8 0.7
37-51 |— — — — 1.00-2.00-100.0 | — — —
0
Aiken — — — — — — — — —
Kidd — — — — — — — — —
Boomer — — = — — — — — —
Sobrante — — — — — — — — —
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Physical Soil Properties—Napa County, California

Map symbol | Depth Sand Silt Clay Moist Saturated Available Linear Organic Erosion Wind Wind
and soil name bulk hydraulic water extensibility matter factors erodibility erodibility
density conductivity capacity group index
Kw | Kf | T
In Pct Pct Pct g/cc micro m/sec In/In Pct Pct
140—Forward
silt loam, 12
to 57 percent
slopes, MLRA
15
Forward 0-2 -35- -50- 0-15-25 |0.18-0.22- | 42.00-92.00-14 |0.00-0.00-0.0 | — 55.0-70.0- 3 5 56
0.25 1.00 0 80.0
2-6 20-32- 40 |50-55-69 |10-13-18 |1.13-1.18- 4.23-9.00-14.11 |0.19-0.22-0.2 |0.7- 1.1- 1.7 4.0-56- |.28 |.28
1.23 4 6.0
6-12 20-33-45 |38-54-70 |10-13- 18 |1.37-1.40- |4.23-9.00-14.11 |0.14-0.20-0.2 |0.7-1.1-1.7 1.0-1.7- |.37 |.37
1.44 2 2.5
12-19 |20-32- 45 |40-56- 70 |10-12- 18 |1.47-1.50- |4.23-9.00-14.11 |0.12-0.19-0.2 |0.4- 0.6- 1.2 0.7-0.9- |.43 |.43
1.54 2 1.2
19-28 |20-32-45 |35-56- 70 |10-12- 27 |1.37-1.46- |4.23-9.00-14.11 |0.11-0.17-0.2 |0.3- 0.5- 1.8 0.3-0.5- |.43 |.43
1.55 1 0.8
28-37 |20-34-55 |27-52-70 |10-14-25 |1.44-1.50- |4.23-9.00-14.11 |0.09-0.15-0.1 |0.3-0.5- 1.5 0.2-04- |.24 |43
1.57 8 0.7
37-51 |— — — — 1.00-2.00-100.0 | — — —
0
Aiken — — — — — — — — —
Boomer — — — — — — — _ —
Kidd — — — — — — — — —
Sobrante — — — — — — — — —
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Engineering Properties

This table gives the engineering classifications and the range of engineering
properties for the layers of each soil in the survey area.

Hydrologic soil group is a group of soils having similar runoff potential under similar
storm and cover conditions. The criteria for determining Hydrologic soil group is
found in the National Engineering Handbook, Chapter 7 issued May 2007 (http://
directives.sc.egov.usda.gov/OpenNonWebContent.aspx?content=17757 .wba).
Listing HSGs by soil map unit component and not by soil series is a new concept for
the engineers. Past engineering references contained lists of HSGs by soil series.
Soil series are continually being defined and redefined, and the list of soil series
names changes so frequently as to make the task of maintaining a single national
list virtually impossible. Therefore, the criteria is now used to calculate the HSG
using the component soil properties and no such national series lists will be
maintained. All such references are obsolete and their use should be discontinued.
Soil properties that influence runoff potential are those that influence the minimum
rate of infiltration for a bare soil after prolonged wetting and when not frozen. These
properties are depth to a seasonal high water table, saturated hydraulic conductivity
after prolonged wetting, and depth to a layer with a very slow water transmission
rate. Changes in soil properties caused by land management or climate changes
also cause the hydrologic soil group to change. The influence of ground cover is
treated independently. There are four hydrologic soil groups, A, B, C, and D, and
three dual groups, A/D, B/D, and C/D. In the dual groups, the first letter is for
drained areas and the second letter is for undrained areas.

The four hydrologic soil groups are described in the following paragraphs:

Group A. Soils having a high infiltration rate (low runoff potential) when thoroughly
wet. These consist mainly of deep, well drained to excessively drained sands or
gravelly sands. These soils have a high rate of water transmission.

Group B. Soils having a moderate infiltration rate when thoroughly wet. These
consist chiefly of moderately deep or deep, moderately well drained or well drained
soils that have moderately fine texture to moderately coarse texture. These soils
have a moderate rate of water transmission.

Group C. Soils having a slow infiltration rate when thoroughly wet. These consist
chiefly of soils having a layer that impedes the downward movement of water or
soils of moderately fine texture or fine texture. These soils have a slow rate of water
transmission.

Group D. Soils having a very slow infiltration rate (high runoff potential) when
thoroughly wet. These consist chiefly of clays that have a high shrink-swell

potential, soils that have a high water table, soils that have a claypan or clay layer at
or near the surface, and soils that are shallow over nearly impervious material.
These soils have a very slow rate of water transmission.

Depth to the upper and lower boundaries of each layer is indicated.

Texture is given in the standard terms used by the U.S. Department of Agriculture.
These terms are defined according to percentages of sand, silt, and clay in the
fraction of the soil that is less than 2 millimeters in diameter. "Loam," for example, is
soil that is 7 to 27 percent clay, 28 to 50 percent silt, and less than 52 percent sand.
If the content of particles coarser than sand is 15 percent or more, an appropriate
modifier is added, for example, "gravelly."
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Classification of the soils is determined according to the Unified soil classification
system (ASTM, 2005) and the system adopted by the American Association of
State Highway and Transportation Officials (AASHTO, 2004).

The Unified system classifies soils according to properties that affect their use as
construction material. Soils are classified according to particle-size distribution of
the fraction less than 3 inches in diameter and according to plasticity index, liquid
limit, and organic matter content. Sandy and gravelly soils are identified as GW, GP,
GM, GC, SW, SP, SM, and SC; silty and clayey soils as ML, CL, OL, MH, CH, and
OH; and highly organic soils as PT. Soils exhibiting engineering properties of two
groups can have a dual classification, for example, CL-ML.

The AASHTO system classifies soils according to those properties that affect
roadway construction and maintenance. In this system, the fraction of a mineral soil
that is less than 3 inches in diameter is classified in one of seven groups from A-1
through A-7 on the basis of particle-size distribution, liquid limit, and plasticity index.
Soils in group A-1 are coarse grained and low in content of fines (silt and clay). At
the other extreme, soils in group A-7 are fine grained. Highly organic soils are
classified in group A-8 on the basis of visual inspection.

If laboratory data are available, the A-1, A-2, and A-7 groups are further classified
as A-1-a, A-1-b, A-2-4, A-2-5, A-2-6, A-2-7, A-7-5, or A-7-6. As an additional
refinement, the suitability of a soil as subgrade material can be indicated by a group
index number. Group index numbers range from 0 for the best subgrade material to
20 or higher for the poorest.

Percentage of rock fragments larger than 10 inches in diameter and 3 to 10 inches
in diameter are indicated as a percentage of the total soil on a dry-weight basis. The
percentages are estimates determined mainly by converting volume percentage in
the field to weight percentage. Three values are provided to identify the expected
Low (L), Representative Value (R), and High (H).

Percentage (of soil particles) passing designated sieves is the percentage of the soil
fraction less than 3 inches in diameter based on an ovendry weight. The sieves,
numbers 4, 10, 40, and 200 (USA Standard Series), have openings of 4.76, 2.00,
0.420, and 0.074 millimeters, respectively. Estimates are based on laboratory tests
of soils sampled in the survey area and in nearby areas and on estimates made in
the field. Three values are provided to identify the expected Low (L), Representative
Value (R), and High (H).

Liquid limit and plasticity index (Atterberg limits) indicate the plasticity
characteristics of a soil. The estimates are based on test data from the survey area
or from nearby areas and on field examination. Three values are provided to identify
the expected Low (L), Representative Value (R), and High (H).

References:

American Association of State Highway and Transportation Officials (AASHTO).
2004. Standard specifications for transportation materials and methods of sampling
and testing. 24th edition.

American Society for Testing and Materials (ASTM). 2005. Standard classification of
soils for engineering purposes. ASTM Standard D2487-00.
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%1

Absence of an entry indicates that the data were not estimated. The asterisk ™' denotes the representative texture; other
possible textures follow the dash. The criteria for determining the hydrologic soil group for individual soil components is
found in the National Engineering Handbook, Chapter 7 issued May 2007 (http://directives.sc.egov.usda.gov/
OpenNonWebContent.aspx?content=17757.wba). Three values are provided to identify the expected Low (L),
Representative Value (R), and High (H).

Engineering Properties—Napa County, California

Map unit symbol and | Pct. of | Hydrolo | Depth USDA texture Classification Pct Fragments | Percentage passing sieve number— | Liquid |Plasticit
soil name map gic limit | y index
unit group Unified | AASHTO >10 3-10 4 10 40 200
inches | inches
In L-R-H | L-R-H L-R-H | L-R-H | L-R-H | L-R-H L-R-H | L-R-H
101—Aiken loam, 15
to 30 percent slopes
Aiken 85|C 0-8 Loam CL-ML, A-4 0-0-0 |[0-3-5 |95-98-1 |80-90-1 |70-75- |60-65- |[25-30 5-8 -10
ML 00 00 80 70 -35
8-14 Clay loam CL, ML A-6, A-7 0-0-0 |[15-20- |95-98-1 |95-98-1 |80-85- |65-68- |[30-40 10-15-2
25 00 00 90 70 -50 0
14-44 Clay MH A-7 0-0-0 |[15-20- |95-98-1 |95-98-1 |85-90- |70-78- |50-55 15-20-2
25 00 00 95 85 -60 5
44-54 Unweathered — — 0-0-0 |— — — — — — —
bedrock
103—Bale loam, 0 to 2
percent slopes
Bale 85|B 0-24 Loam ML, SM A-4 0-0-0 |[0-0-0 |85-93-1 |80-90-1 |60-78- |45-60- |[20-30 NP-5
00 00 95 75 -40 -10
24-60 Stratified gravelly SM A-4 0-0-0 |[0-0-0 |80-85- |70-75- |60-65- |35-43- |[15-18 NP-3 -5
sandy loam to 90 80 70 50 -20
loam
105—Bale clay loam, 2
to 5 percent slopes
Bale 85|B 0-24 Clay loam CL A-6, A-7 0-0-0 |[0-0-0 |80-90-1 |80-90-1 |70-85-1 |70-75- |[30-40 10-18-2
00 00 00 80 -50 5
24-60 Stratified gravelly SM A-4 0-0-0 |[0-0-0 |80-85- |70-75- |60-65- |35-43- |15-18 NP-3 -5
sandy loam to 90 80 70 50 -20
loam
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Engineering Properties—Napa County, California

Map unit symbol and | Pct. of | Hydrolo | Depth USDA texture Classification Pct Fragments | Percentage passing sieve number— | Liquid | Plasticit
soil name map gic limit | y index
unit group Unified | AASHTO >10 3-10 4 10 40 200
inches | inches
In L-R-H | L-R-H L-R-H | L-R-H | L-R-H | L-R-H L-R-H | L-R-H
107—Boomer loam,
volcanic bedrock, 2
to 35 percent slopes,
MLRA 15
Boomer 85|C 0-2 Slightly decomposed | PT A-8 0-0-0 |0-0-0 |[— — — — — —
plant material
2-6 Loam ML A-7-6 0-0-0 |[0-0-0 |87-97- |74-94- |59-80- |43-60- |32-42 9-14-18
98 96 88 67 -49
6-13 Loam, clay loam CL A-6 0-0-0 |[0-0-0 |88-98- |76-96- |64-84- |50-66- |[38-40 16-17-2
98 96 88 70 -46 1
13-24 Clay loam CL A-6 0-0-0 |[0-0-0 |88-100- |76-100- |66-88- |53-71- |37-39 19-20-2
100 100 95 78 -46 5
24-36 Clay loam CL A-6 0-0-0 |[0-0-0 |89-100- |77-100- |66-88- |52-71- |37-40 19-21-2
100 100 93 76 -45 5
36-46 Clay loam CL A-6 0-0-0 |[0-0-0 |89-100- |77-100- |68-88- |54-70- |[37-37 19-19-2
100 100 96 78 -45 5
46-58 Cemented bedrock |— — — — — — — — — —
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Engineering Properties—Napa County, California

Map unit symbol and | Pct. of | Hydrolo | Depth USDA texture Classification Pct Fragments | Percentage passing sieve number— | Liquid | Plasticit
soil name map gic limit | y index
unit group Unified | AASHTO >10 3-10 4 10 40 200
inches | inches
In L-R-H | L-R-H L-R-H | L-R-H | L-R-H | L-R-H L-R-H | L-R-H
109—Boomer gravelly
loam, volcanic
bedrock, 14 to 60
percent slopes,
MLRA 15
Boomer 85|C 0-2 Slightly decomposed | PT A-8 0-0-0 |0-0-0 |[— — — — — —
plant material
2-6 Gravelly loam SM A-7-6 0-0-0 |[0-0-0 |100-100 |66-66- |52-56- |38-41- |32-42 9-14-18
-100 73 67 51 -49
6-13 Gravelly loam, CL A-6 0-0-0 |[0-0-0 |[100-100 |68-75- |57-65- |45-51- |[38-40 16-17-2
gravelly clay loam -100 75 68 54 -45 1
13-24 Gravelly clay loam CL A-6 0-0-0 |[0-0-0 |100-100 |68-75- |59-66- |47-53- |37-39 19-20-2
-100 75 71 58 -46 5
24-36 Gravelly clay loam CL A-6 0-0-0 |[0-0-0 |100-100 |70-76- |59-67- |47-54- |37-40 19-21-2
-100 76 71 58 -45 5
36-46 Gravelly clay loam SC A-6 0-0-0 |[0-0-0 |76-85- |52-70- |45-61- |36-49- |[36-37 18-19-2
89 76 73 59 -44 5
46-58 Cemented bedrock |— — — — — — — — — —
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Engineering Properties—Napa County, California

Map unit symbol and | Pct. of | Hydrolo | Depth USDA texture Classification Pct Fragments | Percentage passing sieve number— | Liquid | Plasticit
soil name map gic limit | y index
unit group Unified | AASHTO >10 3-10 4 10 40 200
inches | inches
In L-R-H | L-R-H | L-R-H | L-R-H | L-R-H | L-R-H | L-R-H | L-R-H
139—Forward silt
loam, 5 to 39
percent slopes,
MLRA 15
Forward 85|C 0-2 Slightly decomposed |PT A-8 0-0-0 |[0-0-0 |— — — — — —
plant material
2-6 Silt loam ML A-4 0-0-0 |[0-0-0 |87-91- |73-81- |58-67- |49-57- |29-36 6-9 -1
98 96 84 73 -41
6-12 Gravelly loam, loam, |CL A-4 0-0-0 |[0-0-0 |85-92- |69-83- |54-68- |46-58- |[23-27 6-8 -12
silt loam 98 96 84 72 -33
12-19 Silt loam, loam, CL A-4 0-0-0 |[0-0-0 |80-94- |58-87- |47-72- |40-62- |22-24 6-8 -12
gravelly loam 98 97 85 74 -30
19-28 Silt loam, loam, CL A-4 0-0-0 |[0-0-0 |77-90- |52-80- |[42-66- |36-56- |21-23 6-8-18
gravelly loam 96 92 89 79 -37
28-37 Gravelly silt loam, SC A-4 0-0-0 |0-0-0 |[77-86- |53-71- |41-57- |34-49- |21-25 6-9 -17
loam, gravelly 92 84 78 67 -35
loam, gravelly
sandy clay loam
37-51 Bedrock — — — — — — — — — —
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Engineering Properties—Napa County, California

Map unit symbol and | Pct. of | Hydrolo | Depth USDA texture Classification Pct Fragments | Percentage passing sieve number— | Liquid | Plasticit
soil name map gic limit | y index
unit group Unified | AASHTO >10 3-10 4 10 40 200
inches | inches
In L-R-H | L-R-H L-R-H | L-R-H | L-R-H | L-R-H L-R-H | L-R-H
140—Forward silt
loam, 12 to 57
percent slopes,
MLRA 15
Forward 85|C 0-2 Slightly decomposed |PT A-8 0-0-0 |[0-0-0 |— — — — — —
plant material
2-6 Silt loam ML A-4 0-0-0 |[0-0-0 |87-91- |73-81- |58-67- |49-57- |29-36 6-9 -1
98 96 84 73 -41
6-12 Gravelly loam, loam, |CL A-4 0-0-0 |[0-0-0 |85-92- |69-83- |54-68- |46-58- |[23-27 6-8 -12
silt loam 98 96 84 72 -33
12-19 Silt loam, loam, CL A-4 0-0-0 |[0-0-0 |80-94- |58-87- |47-72- |40-62- |22-24 6-8 -12
gravelly loam 98 97 85 74 -30
19-28 Gravelly loam, loam, |CL A-4 0-0-0 |[0-0-0 |77-90- |52-80- |[42-66- |36-56- |21-23 6-8-18
silt loam 96 92 89 79 -37
28-37 Gravelly sandy clay |SC A-4 0-0-0 |0-0-0 |[77-86- |53-71- |41-57- |34-49- |21-25 6-9 -17
loam, gravelly 92 84 78 67 -35
loam, loam,
gravelly silt loam
37-51 Bedrock — — — — — — — — — —
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Water Features

This folder contains tabular reports that present soil hydrology information. The
reports (tables) include all selected map units and components for each map unit.
Water Features include ponding frequency, flooding frequency, and depth to water
table.

Hydrologic Soil Group and Surface Runoff

This table gives estimates of various soil water features. The estimates are used in
land use planning that involves engineering considerations.

Hydrologic soil groups are based on estimates of runoff potential. Soils are
assigned to one of four groups according to the rate of water infiltration when the
soils are not protected by vegetation, are thoroughly wet, and receive precipitation
from long-duration storms.

The four hydrologic soil groups are:

Group A. Soils having a high infiltration rate (low runoff potential) when thoroughly
wet. These consist mainly of deep, well drained to excessively drained sands or
gravelly sands. These soils have a high rate of water transmission.

Group B. Soils having a moderate infiltration rate when thoroughly wet. These
consist chiefly of moderately deep or deep, moderately well drained or well drained
soils that have moderately fine texture to moderately coarse texture. These soils
have a moderate rate of water transmission.

Group C. Soils having a slow infiltration rate when thoroughly wet. These consist
chiefly of soils having a layer that impedes the downward movement of water or
soils of moderately fine texture or fine texture. These soils have a slow rate of water
transmission.

Group D. Soils having a very slow infiltration rate (high runoff potential) when
thoroughly wet. These consist chiefly of clays that have a high shrink-swell

potential, soils that have a high water table, soils that have a claypan or clay layer at
or near the surface, and soils that are shallow over nearly impervious material.
These soils have a very slow rate of water transmission.

If a soil is assigned to a dual hydrologic group (A/D, B/D, or C/D), the first letter is
for drained areas and the second is for undrained areas.

Surface runoff refers to the loss of water from an area by flow over the land surface.
Surface runoff classes are based on slope, climate, and vegetative cover. The
concept indicates relative runoff for very specific conditions. It is assumed that the
surface of the soil is bare and that the retention of surface water resulting from
irregularities in the ground surface is minimal. The classes are negligible, very low,
low, medium, high, and very high.

Report—Hydrologic Soil Group and Surface Runoff

Absence of an entry indicates that the data were not estimated. The dash indicates
no documented presence.
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Hydrologic Soil Group and Surface Runoff-Napa County, California

Map symbol and soil name

Pct. of map unit

Surface Runoff

Hydrologic Soil Group

101—Aiken loam, 15 to 30 percent slopes

Aiken 85 High
103—Bale loam, 0 to 2 percent slopes
Bale 85 Low
Clear lake 3 —
105—Bale clay loam, 2 to 5 percent slopes
Bale 85 Low
107—Boomer loam, volcanic bedrock, 2 to 35 percent
slopes, MLRA 15
Boomer 85 Medium
Aiken 5 =
Forward 5 —
Kidd 5 =
109—Boomer gravelly loam, volcanic bedrock, 14 to 60
percent slopes, MLRA 15
Boomer 85 High
Aiken 5 =
Forward 5 —
Kidd 5 —
13$—Forward silt loam, 5 to 39 percent slopes, MLRA
5
Forward 85 High
Aiken 5 =
Kidd 5 —
Boomer 3 _
Sobrante 2 —
140—Forward silt loam, 12 to 57 percent slopes, MLRA
15
Forward 85 High
Aiken 5 —
Boomer 5 —
Kidd 3 —
Sobrante 2 —

Water Features

This table gives estimates of various soil water features. The estimates are used in
land use planning that involves engineering considerations.

Hydrologic soil groups are based on estimates of runoff potential. Soils are
assigned to one of four groups according to the rate of water infiltration when the
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soils are not protected by vegetation, are thoroughly wet, and receive precipitation
from long-duration storms.

The four hydrologic soil groups are:

Group A. Soils having a high infiltration rate (low runoff potential) when thoroughly
wet. These consist mainly of deep, well drained to excessively drained sands or
gravelly sands. These soils have a high rate of water transmission.

Group B. Soils having a moderate infiltration rate when thoroughly wet. These
consist chiefly of moderately deep or deep, moderately well drained or well drained
soils that have moderately fine texture to moderately coarse texture. These soils
have a moderate rate of water transmission.

Group C. Soils having a slow infiltration rate when thoroughly wet. These consist
chiefly of soils having a layer that impedes the downward movement of water or
soils of moderately fine texture or fine texture. These soils have a slow rate of water
transmission.

Group D. Soils having a very slow infiltration rate (high runoff potential) when
thoroughly wet. These consist chiefly of clays that have a high shrink-swell

potential, soils that have a high water table, soils that have a claypan or clay layer at
or near the surface, and soils that are shallow over nearly impervious material.
These soils have a very slow rate of water transmission.

If a soil is assigned to a dual hydrologic group (A/D, B/D, or C/D), the first letter is
for drained areas and the second is for undrained areas.

Surface runoff refers to the loss of water from an area by flow over the land surface.
Surface runoff classes are based on slope, climate, and vegetative cover. The
concept indicates relative runoff for very specific conditions. It is assumed that the
surface of the soil is bare and that the retention of surface water resulting from
irregularities in the ground surface is minimal. The classes are negligible, very low,
low, medium, high, and very high.

The months in the table indicate the portion of the year in which a water table,
ponding, and/or flooding is most likely to be a concern.

Water table refers to a saturated zone in the soil. The water features table indicates,
by month, depth to the top ( upper limit ) and base ( lower limit ) of the saturated
zone in most years. Estimates of the upper and lower limits are based mainly on
observations of the water table at selected sites and on evidence of a saturated
zone, namely grayish colors or mottles (redoximorphic features) in the soil. A
saturated zone that lasts for less than a month is not considered a water table. The
kind of water table, apparent or perched, is given if a seasonal high water table
exists in the soil. A water table is perched if free water is restricted from moving
downward in the soil by a restrictive feature, in most cases a hardpan; there is a dry
layer of soil underneath a wet layer. A water table is apparent if free water is present
in all horizons from its upper boundary to below 2 meters or to the depth of
observation. The water table kind listed is for the first major component in the map
unit.

Ponding is standing water in a closed depression. Unless a drainage system is
installed, the water is removed only by percolation, transpiration, or evaporation.
The table indicates surface water depth and the duration and frequency of ponding.
Duration is expressed as very brief if less than 2 days, brief if 2 to 7 days, long if 7
to 30 days, and very long if more than 30 days. Frequency is expressed as none,
rare, occasional, and frequent. None means that ponding is not probable; rare that it
is unlikely but possible under unusual weather conditions (the chance of ponding is

69



Custom Soil Resource Report

nearly O percent to 5 percent in any year); occasional that it occurs, on the average,
once or less in 2 years (the chance of ponding is 5 to 50 percent in any year); and
frequent that it occurs, on the average, more than once in 2 years (the chance of
ponding is more than 50 percent in any year).

Flooding is the temporary inundation of an area caused by overflowing streams, by
runoff from adjacent slopes, or by tides. Water standing for short periods after
rainfall or snowmelt is not considered flooding, and water standing in swamps and
marshes is considered ponding rather than flooding.

Duration and frequency are estimated. Duration is expressed as extremely brief if
0.1 hour to 4 hours, very brief if 4 hours to 2 days, brief if 2 to 7 days, long if 7 to 30
days, and very long if more than 30 days. Frequency is expressed as none, very
rare, rare, occasional, frequent, and very frequent. None means that flooding is not
probable; very rare that it is very unlikely but possible under extremely unusual
weather conditions (the chance of flooding is less than 1 percent in any year); rare
that it is unlikely but possible under unusual weather conditions (the chance of
flooding is 1 to 5 percent in any year); occasional that it occurs infrequently under
normal weather conditions (the chance of flooding is 5 to 50 percent in any year);
frequent that it is likely to occur often under normal weather conditions (the chance
of flooding is more than 50 percent in any year but is less than 50 percent in all
months in any year); and very frequent that it is likely to occur very often under
normal weather conditions (the chance of flooding is more than 50 percent in all
months of any year).

The information is based on evidence in the soil profile, namely thin strata of gravel,
sand, silt, or clay deposited by floodwater; irregular decrease in organic matter
content with increasing depth; and little or no horizon development.

Also considered are local information about the extent and levels of flooding and the
relation of each soil on the landscape to historic floods. Information on the extent of
flooding based on soil data is less specific than that provided by detailed
engineering surveys that delineate flood-prone areas at specific flood frequency
levels.
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Map unit symbol and soil | Hydrologic Surface Most likely Water table Ponding Flooding
name group runoff months
Upper limit | Lower limit Kind Surface Duration | Frequency | Duration | Frequency
depth
Ft Ft Ft
101—Aiken loam, 15 to 30 percent slopes
Aiken C High Jan-Dec — — — — — None — None
103—Bale loam, 0 to 2 percent slopes
Bale B Low Jan-Mar 4.0-6.0 6.0 Apparent — — None Brief (2to 7 |Rare
days)
Apr-Oct — — — — — None Brief (2to 7 |Rare
days)
Nov-Dec 4.0-6.0 6.0 Apparent — — None Brief (2to 7 |Rare
days)
Clear lake Jan-Dec — — — — — None —
105—Bale clay loam, 2 to 5 percent slopes
Bale B Low Jan-Mar 4.0-6.0 6.0 Apparent — — None Brief (2to 7 |Rare
days)
Apr-Oct — — — — — None Brief (2to 7 |Rare
days)
Nov-Dec 4.0-6.0 6.0 Apparent — — None Brief (2to 7 |Rare
days)
107—Boomer loam, volcanic bedrock, 2 to 35 percent slopes, MLRA 15
Boomer C Medium Jan-Dec — — — — — None — None
Aiken — — — — — — —
Forward — — — — — — —
Kidd = — — — — — —
109—Boomer gravelly loam, volcanic bedrock, 14 to 60 percent slopes, MLRA 15
Boomer C High Jan-Dec — — — — — None — None
Aiken — — — — — — —
Forward — — — — — — —
Kidd — — — — — — —
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Map unit symbol and soil | Hydrologic Surface Most likely Water table Ponding Flooding
name group runoff months
Upper limit | Lower limit Kind Surface Duration | Frequency | Duration | Frequency
depth
Ft Ft Ft

139—Forward silt loam, 5 to 39 percent slopes, MLRA 15

Forward C High Jan-Dec — — — — None — None
Aiken — — — — — —

Kidd — — — — — —

Boomer = — — — — —

Sobrante — — — — — —
140—Forward silt loam, 12 to 57 percent slopes, MLRA 15

Forward C High Jan-Dec — — — — None — None
Aiken — — — — — —

Boomer — — — — — —

Kidd = — — — — —

Sobrante — — — — — —
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Glossary

Many of the terms relating to landforms, geology, and geomorphology are defined in
more detail in the following National Soil Survey Handbook link: “National Soil
Survey Handbook.”

ABC soil

A soil having an A, a B, and a C horizon.

Ablation till

Loose, relatively permeable earthy material deposited during the downwasting
of nearly static glacial ice, either contained within or accumulated on the surface
of the glacier.

AC soil

A soil having only an A and a C horizon. Commonly, such soil formed in recent
alluvium or on steep, rocky slopes.

Aeration, soil

The exchange of air in soil with air from the atmosphere. The air in a well
aerated soil is similar to that in the atmosphere; the air in a poorly aerated soil is
considerably higher in carbon dioxide and lower in oxygen.

Aggregate, soil

Many fine particles held in a single mass or cluster. Natural soil aggregates,
such as granules, blocks, or prisms, are called peds. Clods are aggregates
produced by tillage or logging.

Alkali (sodic) soil

A soil having so high a degree of alkalinity (pH 8.5 or higher) or so high a
percentage of exchangeable sodium (15 percent or more of the total
exchangeable bases), or both, that plant growth is restricted.

Alluvial cone

A semiconical type of alluvial fan having very steep slopes. It is higher,
narrower, and steeper than a fan and is composed of coarser and thicker layers
of material deposited by a combination of alluvial episodes and (to a much
lesser degree) landslides (debris flow). The coarsest materials tend to be
concentrated at the apex of the cone.
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Alluvial fan

A low, outspread mass of loose materials and/or rock material, commonly with
gentle slopes. It is shaped like an open fan or a segment of a cone. The
material was deposited by a stream at the place where it issues from a narrow
mountain valley or upland valley or where a tributary stream is near or at its
junction with the main stream. The fan is steepest near its apex, which points
upstream, and slopes gently and convexly outward (downstream) with a gradual
decrease in gradient.

Alluvium
Unconsolidated material, such as gravel, sand, silt, clay, and various mixtures of
these, deposited on land by running water.

Alpha,alpha-dipyridyl
A compound that when dissolved in ammonium acetate is used to detect the
presence of reduced iron (Fe Il) in the soil. A positive reaction implies reducing
conditions and the likely presence of redoximorphic features.

Animal unit month (AUM)
The amount of forage required by one mature cow of approximately 1,000
pounds weight, with or without a calf, for 1 month.

Aquic conditions
Current soil wetness characterized by saturation, reduction, and redoximorphic
features.

Argillic horizon

A subsoil horizon characterized by an accumulation of illuvial clay.

Arroyo

The flat-floored channel of an ephemeral stream, commonly with very steep to
vertical banks cut in unconsolidated material. It is usually dry but can be
transformed into a temporary watercourse or short-lived torrent after heavy rain
within the watershed.

Aspect

The direction toward which a slope faces. Also called slope aspect.

Association, soil

A group of soils or miscellaneous areas geographically associated in a
characteristic repeating pattern and defined and delineated as a single map
unit.

Available water capacity (available moisture capacity)

The capacity of soils to hold water available for use by most plants. It is
commonly defined as the difference between the amount of soil water at field
moisture capacity and the amount at wilting point. It is commonly expressed as
inches of water per inch of soil. The capacity, in inches, in a 60-inch profile or to
a limiting layer is expressed as:
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Very low: 0 to 3
Low:3to 6

Moderate: 6 to 9

High: 9 to 12

Very high: More than 12

Backslope

The position that forms the steepest and generally linear, middle portion of a
hillslope. In profile, backslopes are commonly bounded by a convex shoulder
above and a concave footslope below.

Backswamp

A flood-plain landform. Extensive, marshy or swampy, depressed areas of flood
plains between natural levees and valley sides or terraces.

Badland

A landscape that is intricately dissected and characterized by a very fine
drainage network with high drainage densities and short, steep slopes and
narrow interfluves. Badlands develop on surfaces that have little or no
vegetative cover overlying unconsolidated or poorly cemented materials (clays,
silts, or sandstones) with, in some cases, soluble minerals, such as gypsum or
halite.

Bajada

A broad, gently inclined alluvial piedmont slope extending from the base of a
mountain range out into a basin and formed by the lateral coalescence of a
series of alluvial fans. Typically, it has a broadly undulating transverse profile,
parallel to the mountain front, resulting from the convexities of component fans.
The term is generally restricted to constructional slopes of intermontane basins.

Basal area

The area of a cross section of a tree, generally referring to the section at breast
height and measured outside the bark. It is a measure of stand density,
commonly expressed in square feet.

Base saturation

The degree to which material having cation-exchange properties is saturated
with exchangeable bases (sum of Ca, Mg, Na, and K), expressed as a
percentage of the total cation-exchange capacity.

Base slope (geomorphology)

A geomorphic component of hills consisting of the concave to linear
(perpendicular to the contour) slope that, regardless of the lateral shape, forms
an apron or wedge at the bottom of a hillside dominated by colluvium and
slope-wash sediments (for example, slope alluvium).

Bedding plane

A planar or nearly planar bedding surface that visibly separates each
successive layer of stratified sediment or rock (of the same or different lithology)
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from the preceding or following layer; a plane of deposition. It commonly marks
a change in the circumstances of deposition and may show a parting, a color
difference, a change in particle size, or various combinations of these. The term
is commonly applied to any bedding surface, even one that is conspicuously
bent or deformed by folding.

Bedding system

A drainage system made by plowing, grading, or otherwise shaping the surface
of a flat field. It consists of a series of low ridges separated by shallow, parallel
dead furrows.

Bedrock
The solid rock that underlies the soil and other unconsolidated material or that
is exposed at the surface.

Bedrock-controlled topography
A landscape where the configuration and relief of the landforms are determined
or strongly influenced by the underlying bedrock.

Bench terrace

A raised, level or nearly level strip of earth constructed on or nearly on a
contour, supported by a barrier of rocks or similar material, and designed to
make the soil suitable for tillage and to prevent accelerated erosion.

Bisequum
Two sequences of soil horizons, each of which consists of an illuvial horizon
and the overlying eluvial horizons.

Blowout (map symbol)

A saucer-, cup-, or trough-shaped depression formed by wind erosion on a
preexisting dune or other sand deposit, especially in an area of shifting sand or
loose soil or where protective vegetation is disturbed or destroyed. The
adjoining accumulation of sand derived from the depression, where
recognizable, is commonly included. Blowouts are commonly small.

Borrow pit (map symbol)
An open excavation from which soil and underlying material have been
removed, usually for construction purposes.

Bottom land

An informal term loosely applied to various portions of a flood plain.

Boulders

Rock fragments larger than 2 feet (60 centimeters) in diameter.

Breaks

A landscape or tract of steep, rough or broken land dissected by ravines and
gullies and marking a sudden change in topography.
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Breast height

An average height of 4.5 feet above the ground surface; the point on a tree
where diameter measurements are ordinarily taken.

Brush management

Use of mechanical, chemical, or biological methods to make conditions
favorable for reseeding or to reduce or eliminate competition from woody
vegetation and thus allow understory grasses and forbs to recover. Brush
management increases forage production and thus reduces the hazard of
erosion. It can improve the habitat for some species of wildlife.

Butte

An isolated, generally flat-topped hill or mountain with relatively steep slopes
and talus or precipitous cliffs and characterized by summit width that is less
than the height of bounding escarpments; commonly topped by a caprock of
resistant material and representing an erosion remnant carved from flat-lying
rocks.

Cable yarding

A method of moving felled trees to a nearby central area for transport to a
processing facility. Most cable yarding systems involve use of a drum, a pole,
and wire cables in an arrangement similar to that of a rod and reel used for
fishing. To reduce friction and soil disturbance, felled trees generally are reeled
in while one end is lifted or the entire log is suspended.

Calcareous soil

A soil containing enough calcium carbonate (commonly combined with
magnesium carbonate) to effervesce visibly when treated with cold, dilute
hydrochloric acid.

Caliche

A general term for a prominent zone of secondary carbonate accumulation in
surficial materials in warm, subhumid to arid areas. Caliche is formed by both
geologic and pedologic processes. Finely crystalline calcium carbonate forms a
nearly continuous surface-coating and void-filling medium in geologic (parent)
materials. Cementation ranges from weak in nonindurated forms to very strong
in indurated forms. Other minerals (e.g., carbonates, silicate, and sulfate) may
occur as accessory cements. Most petrocalcic horizons and some calcic
horizons are caliche.

California bearing ratio (CBR)

The load-supporting capacity of a soil as compared to that of standard crushed
limestone, expressed as a ratio. First standardized in California. A soil having a
CBR of 16 supports 16 percent of the load that would be supported by standard
crushed limestone, per unit area, with the same degree of distortion.

Canopy

The leafy crown of trees or shrubs. (See Crown.)
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Canyon
A long, deep, narrow valley with high, precipitous walls in an area of high local
relief.

Capillary water
Water held as a film around soil particles and in tiny spaces between particles.
Surface tension is the adhesive force that holds capillary water in the soil.

Catena
A sequence, or “chain,” of soils on a landscape that formed in similar kinds of
parent material and under similar climatic conditions but that have different
characteristics as a result of differences in relief and drainage.

Cation
An ion carrying a positive charge of electricity. The common soil cations are
calcium, potassium, magnesium, sodium, and hydrogen.

Cation-exchange capacity

The total amount of exchangeable cations that can be held by the soil,

expressed in terms of milliequivalents per 100 grams of soil at neutrality (pH

7.0) or at some other stated pH value. The term, as applied to soils, is

synonymous with base-exchange capacity but is more precise in meaning.
Catsteps

See Terracettes.

Cement rock

Shaly limestone used in the manufacture of cement.

Channery soil material

Soil material that has, by volume, 15 to 35 percent thin, flat fragments of

sandstone, shale, slate, limestone, or schist as much as 6 inches (15

centimeters) along the longest axis. A single piece is called a channer.
Chemical treatment

Control of unwanted vegetation through the use of chemicals.

Chiseling
Tillage with an implement having one or more soil-penetrating points that
shatter or loosen hard, compacted layers to a depth below normal plow depth.
Cirque

A steep-walled, semicircular or crescent-shaped, half-bowl-like recess or
hollow, commonly situated at the head of a glaciated mountain valley or high on
the side of a mountain. It was produced by the erosive activity of a mountain
glacier. It commonly contains a small round lake (tarn).
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Clay

As a soil separate, the mineral soil particles less than 0.002 millimeter in
diameter. As a soil textural class, soil material that is 40 percent or more clay,
less than 45 percent sand, and less than 40 percent silt.

Clay depletions

See Redoximorphic features.

Clay film
A thin coating of oriented clay on the surface of a soil aggregate or lining pores
or root channels. Synonyms: clay coating, clay skin.

Clay spot (map symbol)
A spot where the surface texture is silty clay or clay in areas where the surface
layer of the soils in the surrounding map unit is sandy loam, loam, silt loam, or
coarser.

Claypan

A dense, compact subsoil layer that contains much more clay than the overlying
materials, from which it is separated by a sharply defined boundary. The layer
restricts the downward movement of water through the soil. A claypan is
commonly hard when dry and plastic and sticky when wet.
Climax plant community
The stabilized plant community on a particular site. The plant cover reproduces
itself and does not change so long as the environment remains the same.
Coarse textured soil

Sand or loamy sand.

Cobble (or cobblestone)
A rounded or partly rounded fragment of rock 3 to 10 inches (7.6 to 25
centimeters) in diameter.

Cobbly soil material

Material that has 15 to 35 percent, by volume, rounded or partially rounded rock
fragments 3 to 10 inches (7.6 to 25 centimeters) in diameter. Very cobbly soil
material has 35 to 60 percent of these rock fragments, and extremely cobbly
soil material has more than 60 percent.

COLE (coefficient of linear extensibility)

See Linear extensibility.

Colluvium

Unconsolidated, unsorted earth material being transported or deposited on side
slopes and/or at the base of slopes by mass movement (e.g., direct
gravitational action) and by local, unconcentrated runoff.
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Complex slope

Irregular or variable slope. Planning or establishing terraces, diversions, and
other water-control structures on a complex slope is difficult.

Complex, soil

A map unit of two or more kinds of soil or miscellaneous areas in such an
intricate pattern or so small in area that it is not practical to map them
separately at the selected scale of mapping. The pattern and proportion of the
soils or miscellaneous areas are somewhat similar in all areas.

Concretions

See Redoximorphic features.

Conglomerate

A coarse grained, clastic sedimentary rock composed of rounded or subangular
rock fragments more than 2 millimeters in diameter. It commonly has a matrix of
sand and finer textured material. Conglomerate is the consolidated equivalent
of gravel.

Conservation cropping system

Growing crops in combination with needed cultural and management practices.
In a good conservation cropping system, the soil-improving crops and practices
more than offset the effects of the soil-depleting crops and practices. Cropping
systems are needed on all tilled soils. Soil-improving practices in a conservation
cropping system include the use of rotations that contain grasses and legumes
and the return of crop residue to the soil. Other practices include the use of
green manure crops of grasses and legumes, proper tillage, adequate
fertilization, and weed and pest control.

Conservation tillage
A tillage system that does not invert the soil and that leaves a protective amount
of crop residue on the surface throughout the year.

Consistence, soil

Refers to the degree of cohesion and adhesion of soil material and its
resistance to deformation when ruptured. Consistence includes resistance of
soil material to rupture and to penetration; plasticity, toughness, and stickiness
of puddled soil material; and the manner in which the soil material behaves
when subject to compression. Terms describing consistence are defined in the
“Soil Survey Manual.”

Contour stripcropping
Growing crops in strips that follow the contour. Strips of grass or close-growing
crops are alternated with strips of clean-tilled crops or summer fallow.

Control section

The part of the soil on which classification is based. The thickness varies
among different kinds of soil, but for many it is that part of the soil profile
between depths of 10 inches and 40 or 80 inches.
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Coprogenous earth (sedimentary peat)
A type of limnic layer composed predominantly of fecal material derived from
aquatic animals.

Corrosion (geomorphology)

A process of erosion whereby rocks and soil are removed or worn away by
natural chemical processes, especially by the solvent action of running water,
but also by other reactions, such as hydrolysis, hydration, carbonation, and
oxidation.

Corrosion (soil survey interpretations)
Soil-induced electrochemical or chemical action that dissolves or weakens
concrete or uncoated steel.

Cover crop

A close-growing crop grown primarily to improve and protect the soil between
periods of regular crop production, or a crop grown between trees and vines in
orchards and vineyards.

Crop residue management
Returning crop residue to the soil, which helps to maintain soil structure,
organic matter content, and fertility and helps to control erosion.

Cropping system
Growing crops according to a planned system of rotation and management
practices.

Cross-slope farming
Deliberately conducting farming operations on sloping farmland in such a way
that tillage is across the general slope.

Crown

The upper part of a tree or shrub, including the living branches and their foliage.

Cryoturbate

A mass of soil or other unconsolidated earthy material moved or disturbed by
frost action. It is typically coarser than the underlying material.

Cuesta

An asymmetric ridge capped by resistant rock layers of slight or moderate dip
(commonly less than 15 percent slopes); a type of homocline produced by
differential erosion of interbedded resistant and weak rocks. A cuesta has a
long, gentle slope on one side (dip slope) that roughly parallels the inclined
beds; on the other side, it has a relatively short and steep or clifflike slope
(scarp) that cuts through the tilted rocks.
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Culmination of the mean annual increment (CMAI)

The average annual increase per acre in the volume of a stand. Computed by

dividing the total volume of the stand by its age. As the stand increases in age,

the mean annual increment continues to increase until mortality begins to

reduce the rate of increase. The point where the stand reaches its maximum

annual rate of growth is called the culmination of the mean annual increment.
Cutbanks cave

The walls of excavations tend to cave in or slough.

Decreasers
The most heavily grazed climax range plants. Because they are the most
palatable, they are the first to be destroyed by overgrazing.

Deferred grazing

Postponing grazing or resting grazing land for a prescribed period.

Delta

A body of alluvium having a surface that is fan shaped and nearly flat;
deposited at or near the mouth of a river or stream where it enters a body of
relatively quiet water, generally a sea or lake.

Dense layer

A very firm, massive layer that has a bulk density of more than 1.8 grams per
cubic centimeter. Such a layer affects the ease of digging and can affect filling
and compacting.

Depression, closed (map symbol)
A shallow, saucer-shaped area that is slightly lower on the landscape than the
surrounding area and that does not have a natural outlet for surface drainage.
Depth, soil

Generally, the thickness of the soil over bedrock. Very deep soils are more than
60 inches deep over bedrock; deep soils, 40 to 60 inches; moderately deep, 20
to 40 inches; shallow, 10 to 20 inches; and very shallow, less than 10 inches.

Desert pavement

A natural, residual concentration or layer of wind-polished, closely packed
gravel, boulders, and other rock fragments mantling a desert surface. It forms
where wind action and sheetwash have removed all smaller particles or where
rock fragments have migrated upward through sediments to the surface. It
typically protects the finer grained underlying material from further erosion.

Diatomaceous earth

A geologic deposit of fine, grayish siliceous material composed chiefly or
entirely of the remains of diatoms.
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Dip slope

A slope of the land surface, roughly determined by and approximately
conforming to the dip of the underlying bedrock.

Diversion (or diversion terrace)

A ridge of earth, generally a terrace, built to protect downslope areas by
diverting runoff from its natural course.

Divided-slope farming

A form of field stripcropping in which crops are grown in a systematic
arrangement of two strips, or bands, across the slope to reduce the hazard of
water erosion. One strip is in a close-growing crop that provides protection from
erosion, and the other strip is in a crop that provides less protection from
erosion. This practice is used where slopes are not long enough to permit a full
stripcropping pattern to be used.

Drainage class (natural)

Refers to the frequency and duration of wet periods under conditions similar to
those under which the soil formed. Alterations of the water regime by human
activities, either through drainage or irrigation, are not a consideration unless
they have significantly changed the morphology of the soil. Seven classes of
natural soil drainage are recognized—excessively drained, somewhat
excessively drained, well drained, moderately well drained, somewhat poorly
drained, poorly drained, and very poorly drained. These classes are defined in
the “Soil Survey Manual.”

Drainage, surface

Runoff, or surface flow of water, from an area.

Drainageway

A general term for a course or channel along which water moves in draining an
area. A term restricted to relatively small, linear depressions that at some time
move concentrated water and either do not have a defined channel or have only
a small defined channel.

Draw

A small stream valley that generally is shallower and more open than a ravine
or gulch and that has a broader bottom. The present stream channel may
appear inadequate to have cut the drainageway that it occupies.

Drift

A general term applied to all mineral material (clay, silt, sand, gravel, and
boulders) transported by a glacier and deposited directly by or from the ice or
transported by running water emanating from a glacier. Drift includes
unstratified material (till) that forms moraines and stratified deposits that form
outwash plains, eskers, kames, varves, and glaciofluvial sediments. The term is
generally applied to Pleistocene glacial deposits in areas that no longer contain
glaciers.
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Drumlin

A low, smooth, elongated oval hill, mound, or ridge of compact till that has a
core of bedrock or drift. It commonly has a blunt nose facing the direction from
which the ice approached and a gentler slope tapering in the other direction.
The longer axis is parallel to the general direction of glacier flow. Drumlins are
products of streamline (laminar) flow of glaciers, which molded the subglacial
floor through a combination of erosion and deposition.

Duff

A generally firm organic layer on the surface of mineral soils. It consists of fallen
plant material that is in the process of decomposition and includes everything
from the litter on the surface to underlying pure humus.

Dune

A low mound, ridge, bank, or hill of loose, windblown granular material

(generally sand), either barren and capable of movement from place to place or

covered and stabilized with vegetation but retaining its characteristic shape.
Earthy fill

See Mine spoil.

Ecological site

An area where climate, soil, and relief are sufficiently uniform to produce a
distinct natural plant community. An ecological site is the product of all the
environmental factors responsible for its development. It is typified by an
association of species that differ from those on other ecological sites in kind
and/or proportion of species or in total production.

Eluviation
The movement of material in true solution or colloidal suspension from one
place to another within the soil. Soil horizons that have lost material through
eluviation are eluvial; those that have received material are illuvial.
Endosaturation
A type of saturation of the soil in which all horizons between the upper
boundary of saturation and a depth of 2 meters are saturated.
Eolian deposit
Sand-, silt-, or clay-sized clastic material transported and deposited primarily by
wind, commonly in the form of a dune or a sheet of sand or loess.
Ephemeral stream

A stream, or reach of a stream, that flows only in direct response to
precipitation. It receives no long-continued supply from melting snow or other
source, and its channel is above the water table at all times.
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Episaturation

A type of saturation indicating a perched water table in a soil in which saturated
layers are underlain by one or more unsaturated layers within 2 meters of the
surface.

Erosion
The wearing away of the land surface by water, wind, ice, or other geologic
agents and by such processes as gravitational creep.

Erosion (accelerated)

Erosion much more rapid than geologic erosion, mainly as a result of human or
animal activities or of a catastrophe in nature, such as a fire, that exposes the
surface.

Erosion (geologic)

Erosion caused by geologic processes acting over long geologic periods and
resulting in the wearing away of mountains and the building up of such
landscape features as flood plains and coastal plains. Synonym: natural
erosion.

Erosion pavement

A surficial lag concentration or layer of gravel and other rock fragments that
remains on the soil surface after sheet or rill erosion or wind has removed the
finer soil particles and that tends to protect the underlying soil from further
erosion.

Erosion surface

A land surface shaped by the action of erosion, especially by running water.

Escarpment

A relatively continuous and steep slope or cliff breaking the general continuity of
more gently sloping land surfaces and resulting from erosion or faulting. Most
commonly applied to cliffs produced by differential erosion. Synonym: scarp.

Escarpment, bedrock (map symbol)

A relatively continuous and steep slope or cliff, produced by erosion or faulting,
that breaks the general continuity of more gently sloping land surfaces.
Exposed material is hard or soft bedrock.

Escarpment, nonbedrock (map symbol)

A relatively continuous and steep slope or cliff, generally produced by erosion
but in some places produced by faulting, that breaks the continuity of more
gently sloping land surfaces. Exposed earthy material is nonsoil or very shallow
soil.

Esker

A long, narrow, sinuous, steep-sided ridge of stratified sand and gravel
deposited as the bed of a stream flowing in an ice tunnel within or below the ice
(subglacial) or between ice walls on top of the ice of a wasting glacier and left
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behind as high ground when the ice melted. Eskers range in length from less
than a kilometer to more than 160 kilometers and in height from 3 to 30 meters.
Extrusive rock
Igneous rock derived from deep-seated molten matter (magma) deposited and
cooled on the earth’s surface.
Fallow

Cropland left idle in order to restore productivity through accumulation of
moisture. Summer fallow is common in regions of limited rainfall where cereal
grain is grown. The soil is tilled for at least one growing season for weed control
and decomposition of plant residue.

Fan remnant

A general term for landforms that are the remaining parts of older fan
landforms, such as alluvial fans, that have been either dissected or partially
buried.

Fertility, soil

The quality that enables a soil to provide plant nutrients, in adequate amounts
and in proper balance, for the growth of specified plants when light, moisture,
temperature, tilth, and other growth factors are favorable.

Fibric soil material (peat)

The least decomposed of all organic soil material. Peat contains a large amount
of well preserved fiber that is readily identifiable according to botanical origin.
Peat has the lowest bulk density and the highest water content at saturation of
all organic soil material.

Field moisture capacity

The moisture content of a soil, expressed as a percentage of the ovendry
weight, after the gravitational, or free, water has drained away; the field
moisture content 2 or 3 days after a soaking rain; also called normal field
capacity, normal moisture capacity, or capillary capacity.

Fill slope
A sloping surface consisting of excavated soil material from a road cut. It
commonly is on the downhill side of the road.

Fine textured soil

Sandy clay, silty clay, or clay.

Firebreak

An area cleared of flammable material to stop or help control creeping or
running fires. It also serves as a line from which to work and to facilitate the
movement of firefighters and equipment. Designated roads also serve as
firebreaks.
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First bottom
An obsolete, informal term loosely applied to the lowest flood-plain steps that
are subject to regular flooding.

Flaggy soil material
Material that has, by volume, 15 to 35 percent flagstones. Very flaggy soil
material has 35 to 60 percent flagstones, and extremely flaggy soil material has
more than 60 percent flagstones.

Flagstone
A thin fragment of sandstone, limestone, slate, shale, or (rarely) schist 6 to 15
inches (15 to 38 centimeters) long.

Flood plain
The nearly level plain that borders a stream and is subject to flooding unless
protected artificially.

Flood-plain landforms

A variety of constructional and erosional features produced by stream channel
migration and flooding. Examples include backswamps, flood-plain splays,
meanders, meander belts, meander scrolls, oxbow lakes, and natural levees.
Flood-plain splay
A fan-shaped deposit or other outspread deposit formed where an overloaded
stream breaks through a levee (natural or artificial) and deposits its material
(commonly coarse grained) on the flood plain.
Flood-plain step

An essentially flat, terrace-like alluvial surface within a valley that is frequently
covered by floodwater from the present stream; any approximately horizontal
surface still actively modified by fluvial scour and/or deposition. May occur
individually or as a series of steps.

Fluvial

Of or pertaining to rivers or streams; produced by stream or river action.

Foothills

A region of steeply sloping hills that fringes a mountain range or high-plateau
escarpment. The hills have relief of as much as 1,000 feet (300 meters).

Footslope

The concave surface at the base of a hillslope. A footslope is a transition zone
between upslope sites of erosion and transport (shoulders and backslopes) and
downslope sites of deposition (toeslopes).

Forb

Any herbaceous plant not a grass or a sedge.
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Forest cover

All trees and other woody plants (underbrush) covering the ground in a forest.

Forest type

A stand of trees similar in composition and development because of given
physical and biological factors by which it may be differentiated from other
stands.

Fragipan

A loamy, brittle subsurface horizon low in porosity and content of organic matter
and low or moderate in clay but high in silt or very fine sand. A fragipan appears
cemented and restricts roots. When dry, it is hard or very hard and has a higher
bulk density than the horizon or horizons above. When moist, it tends to rupture
suddenly under pressure rather than to deform slowly.

Genesis, soil

The mode of origin of the soil. Refers especially to the processes or soil-forming
factors responsible for the formation of the solum, or true soil, from the
unconsolidated parent material.

Gilgai
Commonly, a succession of microbasins and microknolls in nearly level areas or
of microvalleys and microridges parallel with the slope. Typically, the microrelief
of clayey soils that shrink and swell considerably with changes in moisture
content.

Glaciofluvial deposits

Material moved by glaciers and subsequently sorted and deposited by streams

flowing from the melting ice. The deposits are stratified and occur in the form of

outwash plains, valley trains, deltas, kames, eskers, and kame terraces.
Glaciolacustrine deposits

Material ranging from fine clay to sand derived from glaciers and deposited in
glacial lakes mainly by glacial meltwater. Many deposits are bedded or
laminated.

Gleyed soil
Soil that formed under poor drainage, resulting in the reduction of iron and other
elements in the profile and in gray colors.

Graded stripcropping

Growing crops in strips that grade toward a protected waterway.

Grassed waterway

A natural or constructed waterway, typically broad and shallow, seeded to grass
as protection against erosion. Conducts surface water away from cropland.
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Gravel
Rounded or angular fragments of rock as much as 3 inches (2 millimeters to 7.6
centimeters) in diameter. An individual piece is a pebble.

Gravel pit (map symbol)
An open excavation from which soil and underlying material have been
removed and used, without crushing, as a source of sand or gravel.

Gravelly soil material

Material that has 15 to 35 percent, by volume, rounded or angular rock
fragments, not prominently flattened, as much as 3 inches (7.6 centimeters) in
diameter.

Gravelly spot (map symbol)
A spot where the surface layer has more than 35 percent, by volume, rock
fragments that are mostly less than 3 inches in diameter in an area that has
less than 15 percent rock fragments.

Green manure crop (agronomy)
A soil-improving crop grown to be plowed under in an early stage of maturity or
soon after maturity.

Ground water

Water filling all the unblocked pores of the material below the water table.

Gully (map symbol)

A small, steep-sided channel caused by erosion and cut in unconsolidated
materials by concentrated but intermittent flow of water. The distinction between
a gully and arill is one of depth. A gully generally is an obstacle to farm
machinery and is too deep to be obliterated by ordinary tillage whereas a rill is
of lesser depth and can be smoothed over by ordinary tillage.

Hard bedrock
Bedrock that cannot be excavated except by blasting or by the use of special
equipment that is not commonly used in construction.

Hard to reclaim
Reclamation is difficult after the removal of soil for construction and other uses.
Revegetation and erosion control are extremely difficult.

Hardpan

A hardened or cemented soil horizon, or layer. The soil material is sandy, loamy,
or clayey and is cemented by iron oxide, silica, calcium carbonate, or other
substance.

91



Custom Soil Resource Report

Head slope (geomorphology)

A geomorphic component of hills consisting of a laterally concave area of a
hillside, especially at the head of a drainageway. The overland waterflow is
converging.

Hemic soil material (mucky peat)

Organic soil material intermediate in degree of decomposition between the less
decomposed fibric material and the more decomposed sapric material.

High-residue crops

Such crops as small grain and corn used for grain. If properly managed, residue
from these crops can be used to control erosion until the next crop in the
rotation is established. These crops return large amounts of organic matter to

the soil.

Hill
A generic term for an elevated area of the land surface, rising as much as 1,000
feet above surrounding lowlands, commonly of limited summit area and having
a well defined outline. Slopes are generally more than 15 percent. The
distinction between a hill and a mountain is arbitrary and may depend on local
usage.

Hillslope
A generic term for the steeper part of a hill between its summit and the drainage
line, valley flat, or depression floor at the base of a hill.

Horizon, soil

A layer of soil, approximately parallel to the surface, having distinct
characteristics produced by soil-forming processes. In the identification of soil
horizons, an uppercase letter represents the major horizons. Numbers or
lowercase letters that follow represent subdivisions of the major horizons. An
explanation of the subdivisions is given in the “Soil Survey Manual.” The major
horizons of mineral soil are as follows:
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O horizon: An organic layer of fresh and decaying plant residue.

L horizon: A layer of organic and mineral limnic materials, including
coprogenous earth (sedimentary peat), diatomaceous earth, and marl.

A horizon: The mineral horizon at or near the surface in which an accumulation
of humified organic matter is mixed with the mineral material. Also, a plowed
surface horizon, most of which was originally part of a B horizon.

E horizon: The mineral horizon in which the main feature is loss of silicate clay,
iron, aluminum, or some combination of these.

B horizon: The mineral horizon below an A horizon. The B horizon is in part a
layer of transition from the overlying A to the underlying C horizon. The B
horizon also has distinctive characteristics, such as (1) accumulation of clay,
sesquioxides, humus, or a combination of these; (2) prismatic or blocky
structure; (3) redder or browner colors than those in the A horizon; or (4) a
combination of these.

C horizon: The mineral horizon or layer, excluding indurated bedrock, that is
little affected by soil-forming processes and does not have the properties typical
of the overlying soil material. The material of a C horizon may be either like or
unlike that in which the solum formed. If the material is known to differ from that
in the solum, an Arabic numeral, commonly a 2, precedes the letter C.

Cr horizon: Soft, consolidated bedrock beneath the soil.

R layer: Consolidated bedrock beneath the soil. The bedrock commonly
underlies a C horizon, but it can be directly below an A or a B horizon.

M layer: A root-limiting subsoil layer consisting of nearly continuous, horizontally
oriented, human-manufactured materials.

W layer: A layer of water within or beneath the soil.

Humus

The well decomposed, more or less stable part of the organic matter in mineral
soils.

Hydrologic soil groups

Refers to soils grouped according to their runoff potential. The soil properties
that influence this potential are those that affect the minimum rate of water
infiltration on a bare soil during periods after prolonged wetting when the soil is
not frozen. These properties include depth to a seasonal high water table, the
infiltration rate, and depth to a layer that significantly restricts the downward
movement of water. The slope and the kind of plant cover are not considered
but are separate factors in predicting runoff.

Igneous rock

Rock that was formed by cooling and solidification of magma and that has not
been changed appreciably by weathering since its formation. Major varieties
include plutonic and volcanic rock (e.g., andesite, basalt, and granite).

Illuviation

The movement of soil material from one horizon to another in the soil profile.
Generally, material is removed from an upper horizon and deposited in a lower
horizon.
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Impervious soil

A soil through which water, air, or roots penetrate slowly or not at all. No soil is
absolutely impervious to air and water all the time.

Increasers

Species in the climax vegetation that increase in amount as the more desirable
plants are reduced by close grazing. Increasers commonly are the shorter
plants and the less palatable to livestock.

Infiltration

The downward entry of water into the immediate surface of soil or other
material, as contrasted with percolation, which is movement of water through
soil layers or material.

Infiltration capacity

The maximum rate at which water can infiltrate into a soil under a given set of
conditions.

Infiltration rate

The rate at which water penetrates the surface of the soil at any given instant,
usually expressed in inches per hour. The rate can be limited by the infiltration
capacity of the soil or the rate at which water is applied at the surface.

Intake rate

The average rate of water entering the soil under irrigation. Most soils have a
fast initial rate; the rate decreases with application time. Therefore, intake rate
for design purposes is not a constant but is a variable depending on the net
irrigation application. The rate of water intake, in inches per hour, is expressed
as follows:

Very low: Less than 0.2
Low:0.2t00.4

Moderately low: 0.4 to 0.75
Moderate: 0.75 to 1.25
Moderately high: 1.25 to 1.75
High: 1.75t0 2.5

Very high: More than 2.5

Interfluve

A landform composed of the relatively undissected upland or ridge between two
adjacent valleys containing streams flowing in the same general direction. An
elevated area between two drainageways that sheds water to those
drainageways.

Interfluve (geomorphology)

A geomorphic component of hills consisting of the uppermost, comparatively
level or gently sloping area of a hill; shoulders of backwearing hillslopes can
narrow the upland or can merge, resulting in a strongly convex shape.
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Intermittent stream

A stream, or reach of a stream, that does not flow year-round but that is
commonly dry for 3 or more months out of 12 and whose channel is generally
below the local water table. It flows only during wet periods or when it receives
ground-water discharge or long, continued contributions from melting snow or
other surface and shallow subsurface sources.

Invaders

On range, plants that encroach into an area and grow after the climax
vegetation has been reduced by grazing. Generally, plants invade following
disturbance of the surface.

Iron depletions

See Redoximorphic features.

Irrigation

Application of water to soils to assist in production of crops. Methods of
irrigation are:

Basin: Water is applied rapidly to nearly level plains surrounded by levees or
dikes.

Border: Water is applied at the upper end of a strip in which the lateral flow of
water is controlled by small earth ridges called border dikes, or borders.
Controlled flooding: Water is released at intervals from closely spaced field
ditches and distributed uniformly over the field.

Corrugation: Water is applied to small, closely spaced furrows or ditches in
fields of close-growing crops or in orchards so that it flows in only one direction.
Drip (or trickle): Water is applied slowly and under low pressure to the surface
of the soil or into the soil through such applicators as emitters, porous tubing, or
perforated pipe.

Furrow: Water is applied in small ditches made by cultivation implements.
Furrows are used for tree and row crops.

Sprinkler: Water is sprayed over the soil surface through pipes or nozzles from
a pressure system.

Subirrigation: Water is applied in open ditches or tile lines until the water table is
raised enough to wet the soil.

Wild flooding: Water, released at high points, is allowed to flow onto an area
without controlled distribution.

Kame

A low mound, knob, hummock, or short irregular ridge composed of stratified
sand and gravel deposited by a subglacial stream as a fan or delta at the
margin of a melting glacier; by a supraglacial stream in a low place or hole on
the surface of the glacier; or as a ponded deposit on the surface or at the
margin of stagnant ice.
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Karst (topography)
A kind of topography that formed in limestone, gypsum, or other soluble rocks
by dissolution and that is characterized by closed depressions, sinkholes,
caves, and underground drainage.

Knoll

A small, low, rounded hill rising above adjacent landforms.

Ksat

See Saturated hydraulic conductivity.

Lacustrine deposit
Material deposited in lake water and exposed when the water level is lowered
or the elevation of the land is raised.

Lake plain
A nearly level surface marking the floor of an extinct lake filled by well sorted,
generally fine textured, stratified deposits, commonly containing varves.

Lake terrace
A narrow shelf, partly cut and partly built, produced along a lakeshore in front of
a scarp line of low cliffs and later exposed when the water level falls.

Landfill (map symbol)
An area of accumulated waste products of human habitation, either above or
below natural ground level.

Landslide

A general, encompassing term for most types of mass movement landforms
and processes involving the downslope transport and outward deposition of soll
and rock materials caused by gravitational forces; the movement may or may
not involve saturated materials. The speed and distance of movement, as well
as the amount of soil and rock material, vary greatly.

Large stones
Rock fragments 3 inches (7.6 centimeters) or more across. Large stones
adversely affect the specified use of the soil.

Lava flow (map symbol)
A solidified, commonly lobate body of rock formed through lateral, surface
outpouring of molten lava from a vent or fissure.

Leaching

The removal of soluble material from soil or other material by percolating water.
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Levee (map symbol)
An embankment that confines or controls water, especially one built along the
banks of a river to prevent overflow onto lowlands.

Linear extensibility

Refers to the change in length of an unconfined clod as moisture content is
decreased from a moist to a dry state. Linear extensibility is used to determine
the shrink-swell potential of soils. It is an expression of the volume change

between the water content of the clod at 1/3- or 1/1()-bar tension (33kPa or
10kPa tension) and oven dryness. Volume change is influenced by the amount

and type of clay minerals in the soil. The volume change is the percent change
for the whole soil. If it is expressed as a fraction, the resulting value is COLE,
coefficient of linear extensibility.
Liquid limit
The moisture content at which the soil passes from a plastic to a liquid state.
Loam
Soil material that is 7 to 27 percent clay particles, 28 to 50 percent silt particles,
and less than 52 percent sand particles.
Loess
Material transported and deposited by wind and consisting dominantly of silt-
sized particles.
Low strength

The soil is not strong enough to support loads.

Low-residue crops

Such crops as corn used for silage, peas, beans, and potatoes. Residue from
these crops is not adequate to control erosion until the next crop in the rotation
is established. These crops return little organic matter to the soil.

Marl

An earthy, unconsolidated deposit consisting chiefly of calcium carbonate mixed
with clay in approximately equal proportions; formed primarily under freshwater
lacustrine conditions but also formed in more saline environments.

Marsh or swamp (map symbol)

A water-saturated, very poorly drained area that is intermittently or permanently
covered by water. Sedges, cattails, and rushes are the dominant vegetation in
marshes, and trees or shrubs are the dominant vegetation in swamps. Not used
in map units where the named soils are poorly drained or very poorly drained.

Mass movement

A generic term for the dislodgment and downslope transport of soil and rock
material as a unit under direct gravitational stress.
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Masses

See Redoximorphic features.

Meander belt

The zone within which migration of a meandering channel occurs; the flood-
plain area included between two imaginary lines drawn tangential to the outer
bends of active channel loops.

Meander scar

A crescent-shaped, concave or linear mark on the face of a bluff or valley wall,
produced by the lateral erosion of a meandering stream that impinged upon and
undercut the bluff.

Meander scroll

One of a series of long, parallel, close-fitting, crescent-shaped ridges and
troughs formed along the inner bank of a stream meander as the channel
migrated laterally down-valley and toward the outer bank.

Mechanical treatment
Use of mechanical equipment for seeding, brush management, and other
management practices.

Medium textured soil

Very fine sandy loam, loam, silt loam, or silt.

Mesa

A broad, nearly flat topped and commonly isolated landmass bounded by steep
slopes or precipitous cliffs and capped by layers of resistant, nearly horizontal
rocky material. The summit width is characteristically greater than the height of
the bounding escarpments.

Metamorphic rock

Rock of any origin altered in mineralogical composition, chemical composition,
or structure by heat, pressure, and movement at depth in the earth’s crust.
Nearly all such rocks are crystalline.

Mine or quarry (map symbol)
An open excavation from which soil and underlying material have been
removed and in which bedrock is exposed. Also denotes surface openings to
underground mines.

Mine spoil
An accumulation of displaced earthy material, rock, or other waste material
removed during mining or excavation. Also called earthy fill.

Mineral soil

Soil that is mainly mineral material and low in organic material. Its bulk density
is more than that of organic soil.
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Minimum tillage

Only the tillage essential to crop production and prevention of soil damage.

Miscellaneous area

A kind of map unit that has little or no natural soil and supports little or no
vegetation.

Miscellaneous water (map symbol)

Small, constructed bodies of water that are used for industrial, sanitary, or
mining applications and that contain water most of the year.

Moderately coarse textured soil

Coarse sandy loam, sandy loam, or fine sandy loam.

Moderately fine textured soil

Clay loam, sandy clay loam, or silty clay loam.

Mollic epipedon

A thick, dark, humus-rich surface horizon (or horizons) that has high base
saturation and pedogenic soil structure. It may include the upper part of the
subsail.

Moraine

In terms of glacial geology, a mound, ridge, or other topographically distinct
accumulation of unsorted, unstratified drift, predominantly till, deposited
primarily by the direct action of glacial ice in a variety of landforms. Also, a
general term for a landform composed mainly of till (except for kame moraines,
which are composed mainly of stratified outwash) that has been deposited by a
glacier. Some types of moraines are disintegration, end, ground, kame, lateral,
recessional, and terminal.

Morphology, soil

The physical makeup of the soil, including the texture, structure, porosity,
consistence, color, and other physical, mineral, and biological properties of the
various horizons, and the thickness and arrangement of those horizons in the
soil profile.

Mottling, soil

Irregular spots of different colors that vary in number and size. Descriptive
terms are as follows: abundance—few, common, and many; size—fine,
medium, and coarse; and contrast—faint, distinct, and prominent. The size
measurements are of the diameter along the greatest dimension. Fine indicates
less than 5 millimeters (about 0.2 inch); medium, from 5 to 15 millimeters (about
0.2 to 0.6 inch); and coarse, more than 15 millimeters (about 0.6 inch).

Mountain

A generic term for an elevated area of the land surface, rising more than 1,000
feet (300 meters) above surrounding lowlands, commonly of restricted summit
area (relative to a plateau) and generally having steep sides. A mountain can
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occur as a single, isolated mass or in a group forming a chain or range.
Mountains are formed primarily by tectonic activity and/or volcanic action but
can also be formed by differential erosion.

Muck
Dark, finely divided, well decomposed organic soil material. (See Sapric soil
material.)

Mucky peat

See Hemic soil material.

Mudstone

A blocky or massive, fine grained sedimentary rock in which the proportions of
clay and silt are approximately equal. Also, a general term for such material as
clay, silt, claystone, siltstone, shale, and argillite and that should be used only
when the amounts of clay and silt are not known or cannot be precisely
identified.

Munsell notation

A designation of color by degrees of three simple variables—hue, value, and
chroma. For example, a notation of 10YR 6/4 is a color with hue of 10YR, value
of 6, and chroma of 4.

Natric horizon
A special kind of argillic horizon that contains enough exchangeable sodium to
have an adverse effect on the physical condition of the subsoil.

Neutral soil

A soil having a pH value of 6.6 to 7.3. (See Reaction, soil.)

Nodules

See Redoximorphic features.

Nose slope (geomorphology)

A geomorphic component of hills consisting of the projecting end (laterally
convex area) of a hillside. The overland waterflow is predominantly divergent.
Nose slopes consist dominantly of colluvium and slope-wash sediments (for
example, slope alluvium).

Nutrient, plant

Any element taken in by a plant essential to its growth. Plant nutrients are
mainly nitrogen, phosphorus, potassium, calcium, magnesium, sulfur, iron,
manganese, copper, boron, and zinc obtained from the soil and carbon,
hydrogen, and oxygen obtained from the air and water.

Organic matter

Plant and animal residue in the soil in various stages of decomposition. The
content of organic matter in the surface layer is described as follows:

100



Custom Soil Resource Report

Very low: Less than 0.5 percent
Low: 0.5 to 1.0 percent
Moderately low: 1.0 to 2.0 percent
Moderate: 2.0 to 4.0 percent
High: 4.0 to 8.0 percent

Very high: More than 8.0 percent

Outwash

Stratified and sorted sediments (chiefly sand and gravel) removed or “washed
out” from a glacier by meltwater streams and deposited in front of or beyond the
end moraine or the margin of a glacier. The coarser material is deposited nearer
to the ice.
Outwash plain
An extensive lowland area of coarse textured glaciofluvial material. An outwash
plain is commonly smooth; where pitted, it generally is low in relief.
Paleoterrace

An erosional remnant of a terrace that retains the surface form and alluvial
deposits of its origin but was not emplaced by, and commonly does not grade
to, a present-day stream or drainage network.

Pan

A compact, dense layer in a soil that impedes the movement of water and the
growth of roots. For example, hardpan, fragipan, claypan, plowpan, and traffic
pan.

Parent material

The unconsolidated organic and mineral material in which soil forms.

Peat
Unconsolidated material, largely undecomposed organic matter, that has
accumulated under excess moisture. (See Fibric soil material.)

Ped

An individual natural soil aggregate, such as a granule, a prism, or a block.

Pedisediment

A layer of sediment, eroded from the shoulder and backslope of an erosional
slope, that lies on and is being (or was) transported across a gently sloping
erosional surface at the foot of a receding hill or mountain slope.

Pedon

The smallest volume that can be called “a soil.” A pedon is three dimensional
and large enough to permit study of all horizons. Its area ranges from about 10
to 100 square feet (1 square meter to 10 square meters), depending on the
variability of the soil.
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Percolation

The movement of water through the soil.

Perennial water (map symbol)
Small, natural or constructed lakes, ponds, or pits that contain water most of the
year.

Permafrost
Ground, soil, or rock that remains at or below 0 degrees C for at least 2 years. It
is defined on the basis of temperature and is not necessarily frozen.

pH value

A numerical designation of acidity and alkalinity in soil. (See Reaction, soil.)

Phase, soil
A subdivision of a soil series based on features that affect its use and
management, such as slope, stoniness, and flooding.

Piping
Formation of subsurface tunnels or pipelike cavities by water moving through
the soil.

Pitting
Pits caused by melting around ice. They form on the soil after plant cover is
removed.

Plastic limit

The moisture content at which a soil changes from semisolid to plastic.

Plasticity index

The numerical difference between the liquid limit and the plastic limit; the range
of moisture content within which the soil remains plastic.

Plateau (geomorphology)

A comparatively flat area of great extent and elevation; specifically, an extensive
land region that is considerably elevated (more than 100 meters) above the
adjacent lower lying terrain, is commonly limited on at least one side by an
abrupt descent, and has a flat or nearly level surface. A comparatively large
part of a plateau surface is near summit level.

Playa

The generally dry and nearly level lake plain that occupies the lowest parts of
closed depressions, such as those on intermontane basin floors. Temporary
flooding occurs primarily in response to precipitation and runoff. Playa deposits
are fine grained and may or may not have a high water table and saline
conditions.
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Plinthite

The sesquioxide-rich, humus-poor, highly weathered mixture of clay with quartz
and other diluents. It commonly appears as red mottles, usually in platy,
polygonal, or reticulate patterns. Plinthite changes irreversibly to an ironstone
hardpan or to irregular aggregates on repeated wetting and drying, especially if
it is exposed also to heat from the sun. In a moist soil, plinthite can be cut with a
spade. It is a form of laterite.

Plowpan

A compacted layer formed in the soil directly below the plowed layer.

Ponding
Standing water on soils in closed depressions. Unless the soils are artificially
drained, the water can be removed only by percolation or evapotranspiration.
Poorly graded

Refers to a coarse grained soil or soil material consisting mainly of particles of
nearly the same size. Because there is little difference in size of the particles,
density can be increased only slightly by compaction.

Pore linings

See Redoximorphic features.

Potential native plant community

See Climax plant community.

Potential rooting depth (effective rooting depth)

Depth to which roots could penetrate if the content of moisture in the soil were
adequate. The soil has no properties restricting the penetration of roots to this
depth.

Prescribed burning

Deliberately burning an area for specific management purposes, under the
appropriate conditions of weather and soil moisture and at the proper time of
day.

Productivity, soil
The capability of a soil for producing a specified plant or sequence of plants
under specific management.

Profile, soil
A vertical section of the soil extending through all its horizons and into the
parent material.

Proper grazing use

Grazing at an intensity that maintains enough cover to protect the soil and
maintain or improve the quantity and quality of the desirable vegetation. This
practice increases the vigor and reproduction capacity of the key plants and
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promotes the accumulation of litter and mulch necessary to conserve soil and
water.

Rangeland

Land on which the potential natural vegetation is predominantly grasses,
grasslike plants, forbs, or shrubs suitable for grazing or browsing. It includes
natural grasslands, savannas, many wetlands, some deserts, tundras, and
areas that support certain forb and shrub communities.

Reaction, soil

A measure of acidity or alkalinity of a soil, expressed as pH values. A soil that
tests to pH 7.0 is described as precisely neutral in reaction because it is neither
acid nor alkaline. The degrees of acidity or alkalinity, expressed as pH values,
are:

Ultra acid: Less than 3.5
Extremely acid: 3.5 to 4.4
Very strongly acid: 4.5 t0 5.0
Strongly acid: 5.1 to 5.5
Moderately acid: 5.6 to0 6.0
Slightly acid: 6.1 to 6.5
Neutral: 6.6 to 7.3

Slightly alkaline: 7.4 to 7.8
Moderately alkaline: 7.9 to 8.4
Strongly alkaline: 8.5 t0 9.0
Very strongly alkaline: 9.1 and higher

Red beds

Sedimentary strata that are mainly red and are made up largely of sandstone
and shale.

Redoximorphic concentrations

See Redoximorphic features.

Redoximorphic depletions

See Redoximorphic features.

Redoximorphic features

Redoximorphic features are associated with wetness and result from alternating
periods of reduction and oxidation of iron and manganese compounds in the
soil. Reduction occurs during saturation with water, and oxidation occurs when
the soil is not saturated. Characteristic color patterns are created by these
processes. The reduced iron and manganese ions may be removed from a soil
if vertical or lateral fluxes of water occur, in which case there is no iron or
manganese precipitation in that soil. Wherever the iron and manganese are
oxidized and precipitated, they form either soft masses or hard concretions or
nodules. Movement of iron and manganese as a result of redoximorphic
processes in a soil may result in redoximorphic features that are defined as
follows:
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1. Redoximorphic concentrations.—These are zones of apparent
accumulation of iron-manganese oxides, including:

A. Nodules and concretions, which are cemented bodies that can be
removed from the soil intact. Concretions are distinguished from
nodules on the basis of internal organization. A concretion typically
has concentric layers that are visible to the naked eye. Nodules do not
have visible organized internal structure; and

B. Masses, which are noncemented concentrations of substances within
the soil matrix; and

C. Pore linings, i.e., zones of accumulation along pores that may be
either coatings on pore surfaces or impregnations from the matrix
adjacent to the pores.

2. Redoximorphic depletions.—These are zones of low chroma (chromas less
than those in the matrix) where either iron-manganese oxides alone or both
iron-manganese oxides and clay have been stripped out, including:

A. Iron depletions, i.e., zones that contain low amounts of iron and
manganese oxides but have a clay content similar to that of the
adjacent matrix; and

B. Clay depletions, i.e., zones that contain low amounts of iron,
manganese, and clay (often referred to as silt coatings or skeletans).

3. Reduced matrix.—This is a soil matrix that has low chroma in situ but
undergoes a change in hue or chroma within 30 minutes after the soil
material has been exposed to air.

Reduced matrix

See Redoximorphic features.

Regolith

All unconsolidated earth materials above the solid bedrock. It includes material
weathered in place from all kinds of bedrock and alluvial, glacial, eolian,
lacustrine, and pyroclastic deposits.

Relief
The relative difference in elevation between the upland summits and the
lowlands or valleys of a given region.

Residuum (residual soil material)
Unconsolidated, weathered or partly weathered mineral material that
accumulated as bedrock disintegrated in place.

Rill

A very small, steep-sided channel resulting from erosion and cut in
unconsolidated materials by concentrated but intermittent flow of water. A rill
generally is not an obstacle to wheeled vehicles and is shallow enough to be
smoothed over by ordinary tillage.
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Riser
The vertical or steep side slope (e.g., escarpment) of terraces, flood-plain steps,
or other stepped landforms; commonly a recurring part of a series of natural,
steplike landforms, such as successive stream terraces.

Road cut
A sloping surface produced by mechanical means during road construction. It is
commonly on the uphill side of the road.

Rock fragments
Rock or mineral fragments having a diameter of 2 millimeters or more; for
example, pebbles, cobbles, stones, and boulders.

Rock outcrop (map symbol)

An exposure of bedrock at the surface of the earth. Not used where the named
soils of the surrounding map unit are shallow over bedrock or where “Rock
outcrop” is a named component of the map unit.

Root zone

The part of the soil that can be penetrated by plant roots.

Runoff

The precipitation discharged into stream channels from an area. The water that
flows off the surface of the land without sinking into the soil is called surface
runoff. Water that enters the soil before reaching surface streams is called
ground-water runoff or seepage flow from ground water.

Saline soil
A soil containing soluble salts in an amount that impairs growth of plants. A
saline soil does not contain excess exchangeable sodium.

Saline spot (map symbol)

An area where the surface layer has an electrical conductivity of 8 mmhos/cm
more than the surface layer of the named soils in the surrounding map unit. The
surface layer of the surrounding soils has an electrical conductivity of 2
mmbhos/cm or less.

Sand

As a soil separate, individual rock or mineral fragments from 0.05 millimeter to
2.0 millimeters in diameter. Most sand grains consist of quartz. As a soil textural
class, a soil that is 85 percent or more sand and not more than 10 percent clay.

Sandstone

Sedimentary rock containing dominantly sand-sized particles.
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Sandy spot (map symbol)

A spot where the surface layer is loamy fine sand or coarser in areas where the
surface layer of the named soils in the surrounding map unit is very fine sandy
loam or finer.

Sapric soil material (muck)

The most highly decomposed of all organic soil material. Muck has the least
amount of plant fiber, the highest bulk density, and the lowest water content at
saturation of all organic soil material.

Saturated hydraulic conductivity (Ksat)

The ease with which pores of a saturated soil transmit water. Formally, the
proportionality coefficient that expresses the relationship of the rate of water
movement to hydraulic gradient in Darcy’s Law, a law that describes the rate of
water movement through porous media. Commonly abbreviated as “Ksat.”
Terms describing saturated hydraulic conductivity are:

Very high: 100 or more micrometers per second (14.17 or more inches per
hour)

High: 10 to 100 micrometers per second (1.417 to 14.17 inches per hour)
Moderately high: 1 to 10 micrometers per second (0.1417 inch to 1.417 inches
per hour)

Moderately low: 0.1 to 1 micrometer per second (0.01417 to 0.1417 inch per
hour)

Low: 0.01 to 0.1 micrometer per second (0.001417 to 0.01417 inch per hour)

Very low: Less than 0.01 micrometer per second (less than 0.001417 inch per
hour).

To convert inches per hour to micrometers per second, multiply inches per hour
by 7.0572. To convert micrometers per second to inches per hour, multiply
micrometers per second by 0.1417.

Saturation

Wetness characterized by zero or positive pressure of the soil water. Under
conditions of saturation, the water will flow from the soil matrix into an unlined
auger hole.

Scarification

The act of abrading, scratching, loosening, crushing, or modifying the surface to
increase water absorption or to provide a more tillable soil.

Sedimentary rock

A consolidated deposit of clastic particles, chemical precipitates, or organic
remains accumulated at or near the surface of the earth under normal low
temperature and pressure conditions. Sedimentary rocks include consolidated
equivalents of alluvium, colluvium, drift, and eolian, lacustrine, and marine
deposits. Examples are sandstone, siltstone, mudstone, claystone, shale,
conglomerate, limestone, dolomite, and coal.
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Sequum
A sequence consisting of an illuvial horizon and the overlying eluvial horizon.
(See Eluviation.)

Series, soil

A group of soils that have profiles that are almost alike, except for differences in
texture of the surface layer. All the soils of a series have horizons that are
similar in composition, thickness, and arrangement.

Severely eroded spot (map symbol)

An area where, on the average, 75 percent or more of the original surface layer
has been lost because of accelerated erosion. Not used in map units in which
“severely eroded,” “very severely eroded,” or “gullied” is part of the map unit
name.

Shale
Sedimentary rock that formed by the hardening of a deposit of clay, silty clay, or
silty clay loam and that has a tendency to split into thin layers.

Sheet erosion
The removal of a fairly uniform layer of soil material from the land surface by the
action of rainfall and surface runoff.

Short, steep slope (map symbol)
A narrow area of soil having slopes that are at least two slope classes steeper
than the slope class of the surrounding map unit.

Shoulder
The convex, erosional surface near the top of a hillslope. A shoulder is a
transition from summit to backslope.

Shrink-swell

The shrinking of soil when dry and the swelling when wet. Shrinking and
swelling can damage roads, dams, building foundations, and other structures. It
can also damage plant roots.

Shrub-coppice dune

A small, streamlined dune that forms around brush and clump vegetation.

Side slope (geomorphology)

A geomorphic component of hills consisting of a laterally planar area of a
hillside. The overland waterflow is predominantly parallel. Side slopes are
dominantly colluvium and slope-wash sediments.

Silica

A combination of silicon and oxygen. The mineral form is called quartz.
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Silica-sesquioxide ratio

The ratio of the number of molecules of silica to the number of molecules of
alumina and iron oxide. The more highly weathered soils or their clay fractions
in warm-temperate, humid regions, and especially those in the tropics, generally
have a low ratio.

Silt

As a soil separate, individual mineral particles that range in diameter from the
upper limit of clay (0.002 millimeter) to the lower limit of very fine sand (0.05
millimeter). As a soil textural class, soil that is 80 percent or more silt and less
than 12 percent clay.

Siltstone

An indurated silt having the texture and composition of shale but lacking its fine
lamination or fissility; a massive mudstone in which silt predominates over clay.

Similar soils

Soils that share limits of diagnostic criteria, behave and perform in a similar
manner, and have similar conservation needs or management requirements for
the major land uses in the survey area.

Sinkhole (map symbol)

A closed, circular or elliptical depression, commonly funnel shaped,
characterized by subsurface drainage and formed either by dissolution of the
surface of underlying bedrock (e.g., limestone, gypsum, or salt) or by collapse
of underlying caves within bedrock. Complexes of sinkholes in carbonate-rock
terrain are the main components of karst topography.

Site index

A designation of the quality of a forest site based on the height of the dominant
stand at an arbitrarily chosen age. For example, if the average height attained
by dominant and codominant trees in a fully stocked stand at the age of 50
years is 75 feet, the site index is 75.

Slickensides (pedogenic)

Grooved, striated, and/or glossy (shiny) slip faces on structural peds, such as
wedges; produced by shrink-swell processes, most commonly in soils that have
a high content of expansive clays.

Slide or slip (map symbol)

A prominent landform scar or ridge caused by fairly recent mass movement or
descent of earthy material resulting from failure of earth or rock under shear
stress along one or several surfaces.

Slope

The inclination of the land surface from the horizontal. Percentage of slope is
the vertical distance divided by horizontal distance, then multiplied by 100.
Thus, a slope of 20 percent is a drop of 20 feet in 100 feet of horizontal
distance.
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Slope alluvium

Sediment gradually transported down the slopes of mountains or hills primarily
by nonchannel alluvial processes (i.e., slope-wash processes) and
characterized by particle sorting. Lateral particle sorting is evident on long
slopes. In a profile sequence, sediments may be distinguished by differences in
size and/or specific gravity of rock fragments and may be separated by stone
lines. Burnished peds and sorting of rounded or subrounded pebbles or cobbles
distinguish these materials from unsorted colluvial deposits.

Slow refill

The slow filling of ponds, resulting from restricted water transmission in the soil.

Slow water movement

Restricted downward movement of water through the soil. See Saturated
hydraulic conductivity.

Sodic (alkali) soil

A soil having so high a degree of alkalinity (pH 8.5 or higher) or so high a
percentage of exchangeable sodium (15 percent or more of the total
exchangeable bases), or both, that plant growth is restricted.

Sodic spot (map symbol)

An area where the surface layer has a sodium adsorption ratio that is at least
10 more than that of the surface layer of the named soils in the surrounding
map unit. The surface layer of the surrounding soils has a sodium adsorption
ratio of 5 or less.

Sodicity
The degree to which a soil is affected by exchangeable sodium. Sodicity is
expressed as a sodium adsorption ratio (SAR) of a saturation extract, or the

ratio of Na* to Ca** + Mg**. The degrees of sodicity and their respective ratios
are:

Slight: Less than 13:1
Moderate: 13-30:1
Strong: More than 30:1

Sodium adsorption ratio (SAR)

A measure of the amount of sodium (Na) relative to calcium (Ca) and
magnesium (Mg) in the water extract from saturated soil paste. It is the ratio of
the Na concentration divided by the square root of one-half of the Ca + Mg
concentration.

Soft bedrock

Bedrock that can be excavated with trenching machines, backhoes, small
rippers, and other equipment commonly used in construction.
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Soil

A natural, three-dimensional body at the earth’s surface. It is capable of
supporting plants and has properties resulting from the integrated effect of
climate and living matter acting on earthy parent material, as conditioned by
relief and by the passage of time.

Soil separates

Mineral particles less than 2 millimeters in equivalent diameter and ranging
between specified size limits. The names and sizes, in millimeters, of separates
recognized in the United States are as follows:

Very coarse sand: 2.0 to 1.0
Coarse sand: 1.0t0 0.5
Medium sand: 0.5 to 0.25
Fine sand: 0.25 t0 0.10
Very fine sand: 0.10 to 0.05
Silt: 0.05 to 0.002

Clay: Less than 0.002

Solum

The upper part of a soil profile, above the C horizon, in which the processes of
soil formation are active. The solum in soil consists of the A, E, and B horizons.
Generally, the characteristics of the material in these horizons are unlike those
of the material below the solum. The living roots and plant and animal activities
are largely confined to the solum.

Spoil area (map symbol)
A pile of earthy materials, either smoothed or uneven, resulting from human
activity.

Stone line

In a vertical cross section, a line formed by scattered fragments or a discrete
layer of angular and subangular rock fragments (commonly a gravel- or cobble-
sized lag concentration) that formerly was draped across a topographic surface
and was later buried by additional sediments. A stone line generally caps
material that was subject to weathering, soil formation, and erosion before
burial. Many stone lines seem to be buried erosion pavements, originally
formed by sheet and rill erosion across the land surface.

Stones
Rock fragments 10 to 24 inches (25 to 60 centimeters) in diameter if rounded or
15 to 24 inches (38 to 60 centimeters) in length if flat.

Stony

Refers to a soil containing stones in numbers that interfere with or prevent
tillage.
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Stony spot (map symbol)
A spot where 0.01 to 0.1 percent of the soil surface is covered by rock
fragments that are more than 10 inches in diameter in areas where the
surrounding soil has no surface stones.

Strath terrace
A type of stream terrace; formed as an erosional surface cut on bedrock and
thinly mantled with stream deposits (alluvium).

Stream terrace

One of a series of platforms in a stream valley, flanking and more or less
parallel to the stream channel, originally formed near the level of the stream;
represents the remnants of an abandoned flood plain, stream bed, or valley
floor produced during a former state of fluvial erosion or deposition.

Stripcropping
Growing crops in a systematic arrangement of strips or bands that provide
vegetative barriers to wind erosion and water erosion.

Structure, soil

The arrangement of primary soil particles into compound particles or
aggregates. The principal forms of soil structure are:

Platy: Flat and laminated

Prismatic: Vertically elongated and having flat tops

Columnar: Vertically elongated and having rounded tops

Angular blocky: Having faces that intersect at sharp angles (planes)
Subangular blocky: Having subrounded and planar faces (no sharp angles)
Granular: Small structural units with curved or very irregular faces

Structureless soil horizons are defined as follows:

Single grained: Entirely noncoherent (each grain by itself), as in loose sand
Massive: Occurring as a coherent mass

Stubble muich

Stubble or other crop residue left on the soil or partly worked into the soil. It
protects the soil from wind erosion and water erosion after harvest, during
preparation of a seedbed for the next crop, and during the early growing period
of the new crop.

Subsoil

Technically, the B horizon; roughly, the part of the solum below plow depth.

Subsoiling

Tilling a soil below normal plow depth, ordinarily to shatter a hardpan or
claypan.
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Substratum

The part of the soil below the solum.

Subsurface layer

Any surface soil horizon (A, E, AB, or EB) below the surface layer.

Summer fallow

The tillage of uncropped land during the summer to control weeds and allow
storage of moisture in the soil for the growth of a later crop. A practice common
in semiarid regions, where annual precipitation is not enough to produce a crop
every year. Summer fallow is frequently practiced before planting winter grain.

Summit

The topographically highest position of a hillslope. It has a nearly level (planar
or only slightly convex) surface.

Surface layer

The soil ordinarily moved in tillage, or its equivalent in uncultivated soil, ranging
in depth from 4 to 10 inches (10 to 25 centimeters). Frequently designated as
the “plow layer,” or the “Ap horizon.”

Surface soil

The A, E, AB, and EB horizons, considered collectively. It includes all
subdivisions of these horizons.

Talus

Rock fragments of any size or shape (commonly coarse and angular) derived
from and lying at the base of a cliff or very steep rock slope. The accumulated
mass of such loose broken rock formed chiefly by falling, rolling, or sliding.

Taxadjuncts

Soils that cannot be classified in a series recognized in the classification
system. Such soils are named for a series they strongly resemble and are
designated as taxadjuncts to that series because they differ in ways too small to
be of consequence in interpreting their use and behavior. Soils are recognized
as taxadjuncts only when one or more of their characteristics are slightly
outside the range defined for the family of the series for which the soils are
named.

Terminal moraine

An end moraine that marks the farthest advance of a glacier. It typically has the
form of a massive arcuate or concentric ridge, or complex of ridges, and is
underlain by till and other types of drift.

Terrace (conservation)

An embankment, or ridge, constructed across sloping soils on the contour or at
a slight angle to the contour. The terrace intercepts surface runoff so that water
soaks into the soil or flows slowly to a prepared outlet. A terrace in a field
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generally is built so that the field can be farmed. A terrace intended mainly for
drainage has a deep channel that is maintained in permanent sod.

Terrace (geomorphology)

A steplike surface, bordering a valley floor or shoreline, that represents the
former position of a flood plain, lake, or seashore. The term is usually applied
both to the relatively flat summit surface (tread) that was cut or built by stream
or wave action and to the steeper descending slope (scarp or riser) that has
graded to a lower base level of erosion.

Terracettes

Small, irregular steplike forms on steep hillslopes, especially in pasture, formed
by creep or erosion of surficial materials that may be induced or enhanced by
trampling of livestock, such as sheep or cattle.

Texture, soil

The relative proportions of sand, silt, and clay particles in a mass of soil. The
basic textural classes, in order of increasing proportion of fine particles, are
sand, loamy sand, sandy loam, loam, silt loam, silt, sandy clay loam, clay loam,
silty clay loam, sandy clay, silty clay, and clay. The sand, loamy sand, and
sandy loam classes may be further divided by specifying “coarse,” “fine,” or
“very fine.”

Thin layer

Otherwise suitable soil material that is too thin for the specified use.

Till

Dominantly unsorted and nonstratified drift, generally unconsolidated and
deposited directly by a glacier without subsequent reworking by meltwater, and
consisting of a heterogeneous mixture of clay, silt, sand, gravel, stones, and
boulders; rock fragments of various lithologies are embedded within a finer
matrix that can range from clay to sandy loam.

Till plain
An extensive area of level to gently undulating soils underlain predominantly by
till and bounded at the distal end by subordinate recessional or end moraines.
Tilth, soil
The physical condition of the soil as related to tillage, seedbed preparation,
seedling emergence, and root penetration.
Toeslope

The gently inclined surface at the base of a hillslope. Toeslopes in profile are
commonly gentle and linear and are constructional surfaces forming the lower
part of a hillslope continuum that grades to valley or closed-depression floors.
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Topsoil
The upper part of the soil, which is the most favorable material for plant growth.
It is ordinarily rich in organic matter and is used to topdress roadbanks, lawns,
and land affected by mining.

Trace elements
Chemical elements, for example, zinc, cobalt, manganese, copper, and iron, in
soils in extremely small amounts. They are essential to plant growth.

Tread

The flat to gently sloping, topmost, laterally extensive slope of terraces, flood-
plain steps, or other stepped landforms; commonly a recurring part of a series
of natural steplike landforms, such as successive stream terraces.

Tuff
A generic term for any consolidated or cemented deposit that is 50 percent or
more volcanic ash.

Upland

An informal, general term for the higher ground of a region, in contrast with a
low-lying adjacent area, such as a valley or plain, or for land at a higher
elevation than the flood plain or low stream terrace; land above the footslope
zone of the hillslope continuum.

Valley fill
The unconsolidated sediment deposited by any agent (water, wind, ice, or mass
wasting) so as to fill or partly fill a valley.

Variegation
Refers to patterns of contrasting colors assumed to be inherited from the parent
material rather than to be the result of poor drainage.

Varve

A sedimentary layer or a lamina or sequence of laminae deposited in a body of
still water within a year. Specifically, a thin pair of graded glaciolacustrine layers
seasonally deposited, usually by meltwater streams, in a glacial lake or other
body of still water in front of a glacier.

Very stony spot (map symbol)

A spot where 0.1 to 3.0 percent of the soil surface is covered by rock fragments
that are more than 10 inches in diameter in areas where the surface of the
surrounding soil is covered by less than 0.01 percent stones.

Water bars

Smooth, shallow ditches or depressional areas that are excavated at an angle
across a sloping road. They are used to reduce the downward velocity of water
and divert it off and away from the road surface. Water bars can easily be
driven over if constructed properly.
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Weathering

All physical disintegration, chemical decomposition, and biologically induced
changes in rocks or other deposits at or near the earth’s surface by atmospheric
or biologic agents or by circulating surface waters but involving essentially no
transport of the altered material.

Well graded

Refers to soil material consisting of coarse grained particles that are well
distributed over a wide range in size or diameter. Such soil normally can be
easily increased in density and bearing properties by compaction. Contrasts
with poorly graded soil.
Wet spot (map symbol)
A somewhat poorly drained to very poorly drained area that is at least two
drainage classes wetter than the named soils in the surrounding map unit.
Wilting point (or permanent wilting point)

The moisture content of soil, on an ovendry basis, at which a plant (specifically
a sunflower) wilts so much that it does not recover when placed in a humid,
dark chamber.

Windthrow

The uprooting and tipping over of trees by the wind.
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