
























Noise Monitoring Locations  
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9ǉǳƛǇƳŜƴǘ 5ŜǎŎǊƛǇǘƛƻƴ [ƳŀȄ [ƳŀȄ [Ŝǉ
parking lot activity 70 5 2 120 1 6 56.4 42.6 18170.47476
parking lot activity 70 5 2 150 1 6 54.5 39.7 9303.28308
parking lot activity 70 5 2 170 1 6 53.4 38.1 6390.918053

Notes: [Ŝǉ пр
[1] Percentage of time activity occurs each hour
[2] Soft ground terrain between project site and receptor.
[3] Shielding due to terrain or structures
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                             TABLE Near Term No Project-01 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 07/22/2025 
ROADWAY SEGMENT: Willow Ave - International Ave to Behymer Ave 
NOTES: Vista Ranch Project - Near Term No Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 18100    SPEED (MPH): 50     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 36      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  68.39 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
     70.8        136.2        285.1        610.3     
 
______________________________________________________________________ 
 
  



                             TABLE Near Term No Project-02 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 07/22/2025 
ROADWAY SEGMENT: Willow Ave - Behymer Ave to Shepherd Ave 
NOTES: Vista Ranch Project - Near Term No Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 27100    SPEED (MPH): 50     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 36      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  70.14 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
     87.5        175.6        371.9        798.1     
 
______________________________________________________________________ 
 
  



                             TABLE Near Term No Project-03 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 07/22/2025 
ROADWAY SEGMENT: Minnewawa Ave - International Ave to Behymer Ave 
NOTES: Vista Ranch Project - Near Term No Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 8100    SPEED (MPH): 50     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  67.12 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         77.3        166.1        357.6     
 
______________________________________________________________________ 
 
  



                             TABLE Near Term No Project-04 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 07/22/2025 
ROADWAY SEGMENT: Minnewawa Ave - Behymer Ave to Shepherd Ave 
NOTES: Vista Ranch Project - Near Term No Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 8700    SPEED (MPH): 50     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  67.43 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         81.0        174.2        375.1     
 
______________________________________________________________________ 
 
  



                             TABLE Near Term No Project-05 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 07/22/2025 
ROADWAY SEGMENT: Clovis Ave - Shepherd Ave to Nees Ave 
NOTES: Vista Ranch Project - Near Term No Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 12400    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  66.31 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         88.9        186.0        398.0     
 
______________________________________________________________________ 
 
  



                             TABLE Near Term No Project-06 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 07/22/2025 
ROADWAY SEGMENT: Clovis Ave - Nees Ave to Alluvial Ave 
NOTES: Vista Ranch Project - Near Term No Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 14800    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  67.08 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         99.3        208.9        447.7     
 
______________________________________________________________________ 
 
  



                             TABLE Near Term No Project-07 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 07/22/2025 
ROADWAY SEGMENT: Clovis Ave - Alluvial Ave to Herndon Ave 
NOTES: Vista Ranch Project - Near Term No Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 23100    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  69.02 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
     64.8        131.8        280.2        601.9     
 
______________________________________________________________________ 
 
  



                             TABLE Near Term No Project-08 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 07/22/2025 
ROADWAY SEGMENT: Sunnyside Ave - Shepherd Ave to Nees Ave 
NOTES: Vista Ranch Project - Near Term No Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 5800    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  64.52 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         52.0        111.5        239.9     
 
______________________________________________________________________ 
 
  



                             TABLE Near Term No Project-09 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 07/22/2025 
ROADWAY SEGMENT: Sunnyside Ave - Nees Ave to Alluvial Ave 
NOTES: Vista Ranch Project - Near Term No Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 9200    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  65.45 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         72.5        152.3        326.3     
 
______________________________________________________________________ 
 
  



                             TABLE Near Term No Project-10 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 07/22/2025 
ROADWAY SEGMENT: Sunnyside Ave - Alluvial Ave to Herndon Ave 
NOTES: Vista Ranch Project - Near Term No Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 13300    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  67.05 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         91.6        194.2        416.9     
 
______________________________________________________________________ 
 
  



                             TABLE Near Term No Project-11 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 07/22/2025 
ROADWAY SEGMENT: Fowler Ave - Shepherd Ave to Teague Ave 
NOTES: Vista Ranch Project - Near Term No Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 6700    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  64.07 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         59.6        123.8        264.3     
 
______________________________________________________________________ 
 
  



                             TABLE Near Term No Project-12 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 07/22/2025 
ROADWAY SEGMENT: Fowler Ave - Teague Ave to Nees Ave 
NOTES: Vista Ranch Project - Near Term No Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 6800    SPEED (MPH): 50     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  66.36 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         68.8        147.8        318.3     
 
______________________________________________________________________ 
 
  



                             TABLE Near Term No Project-13 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 07/22/2025 
ROADWAY SEGMENT: Fowler Ave - Nees Ave to Alluvial Ave 
NOTES: Vista Ranch Project - Near Term No Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 12200    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  66.67 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         86.6        183.5        393.7     
 
______________________________________________________________________ 
 
  



                             TABLE Near Term No Project-14 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 07/22/2025 
ROADWAY SEGMENT: Fowler Ave - Alluvial Ave to SR 168 WB Ramps 
NOTES: Vista Ranch Project - Near Term No Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 16600    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  67.58 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0        106.7        225.3        483.2     
 
______________________________________________________________________ 
 
  



                             TABLE Near Term No Project-15 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 07/22/2025 
ROADWAY SEGMENT: Temperance Ave - Shepherd Ave to Nees Ave 
NOTES: Vista Ranch Project - Near Term No Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 11500    SPEED (MPH): 50     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  67.14 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0        100.1        210.7        451.5     
 
______________________________________________________________________ 
 
  



                             TABLE Near Term No Project-16 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 07/22/2025 
ROADWAY SEGMENT: Temperance Ave - Nees Ave to Alluvial Ave 
NOTES: Vista Ranch Project - Near Term No Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 14500    SPEED (MPH): 50     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  68.14 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
     57.8        115.9        245.4        526.6     
 
______________________________________________________________________ 
 
  



                             TABLE Near Term No Project-17 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 07/22/2025 
ROADWAY SEGMENT: Temperance Ave - Alluvial Ave to SR 168 WB Ramps 
NOTES: Vista Ranch Project - Near Term No Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 17500    SPEED (MPH): 50     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  68.96 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
     64.3        130.7        277.9        596.8     
 
______________________________________________________________________ 
 
  



                             TABLE Near Term No Project-18 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 07/22/2025 
ROADWAY SEGMENT: Locan Ave - Shepherd Ave to Nees Ave 
NOTES: Vista Ranch Project - Near Term No Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 4300    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  63.22 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0         91.4        196.6     
 
______________________________________________________________________ 
 
  



                             TABLE Near Term No Project-19 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 07/22/2025 
ROADWAY SEGMENT: De Wolf Ave - Shepherd Ave to Owens Mountain Pkwy 
NOTES: Vista Ranch Project - Near Term No Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 7400    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 12      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  63.72 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         51.4        108.4        232.3     
 
______________________________________________________________________ 
 
  



                             TABLE Near Term No Project-20 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 07/22/2025 
ROADWAY SEGMENT: Behymer Ave - Willow Ave to Minnewawa Ave 
NOTES: Vista Ranch Project - Near Term No Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 5100    SPEED (MPH): 50     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  65.11 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         56.9        122.1        262.7     
 
______________________________________________________________________ 
 
  



                             TABLE Near Term No Project-21 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 07/22/2025 
ROADWAY SEGMENT: Behymer Ave - Minnewawa Ave to Fowler Ave 
NOTES: Vista Ranch Project - Near Term No Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 9700    SPEED (MPH): 50     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  67.90 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         87.1        187.3        403.3     
 
______________________________________________________________________ 
 
  



                             TABLE Near Term No Project-22 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 07/22/2025 
ROADWAY SEGMENT: Shepherd Ave - Willow Ave to Minnewawa Ave 
NOTES: Vista Ranch Project - Near Term No Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 15400    SPEED (MPH): 50     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  68.41 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
     59.8        120.4        255.4        548.1     
 
______________________________________________________________________ 
 
  



                             TABLE Near Term No Project-23 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 07/22/2025 
ROADWAY SEGMENT: Shepherd Ave - Minnewawa Ave to Clovis Ave 
NOTES: Vista Ranch Project - Near Term No Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 10700    SPEED (MPH): 50     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  66.82 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         95.7        200.9        430.3     
 
______________________________________________________________________ 
 
  



                             TABLE Near Term No Project-24 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 07/22/2025 
ROADWAY SEGMENT: Shepherd Ave - Clovis Ave to Sunnyside Ave 
NOTES: Vista Ranch Project - Near Term No Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 10300    SPEED (MPH): 50     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  66.66 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         93.4        195.9        419.6     
 
______________________________________________________________________ 
 
  



                             TABLE Near Term No Project-25 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 07/22/2025 
ROADWAY SEGMENT: Shepherd Ave - Sunnyside Ave to Fowler Ave 
NOTES: Vista Ranch Project - Near Term No Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 8100    SPEED (MPH): 50     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  67.12 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         77.3        166.1        357.6     
 
______________________________________________________________________ 
 
  



                             TABLE Near Term No Project-26 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 07/22/2025 
ROADWAY SEGMENT: Shepherd Ave - Fowler Ave to Temperance Ave 
NOTES: Vista Ranch Project - Near Term No Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 11300    SPEED (MPH): 50     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  67.06 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         99.0        208.3        446.2     
 
______________________________________________________________________ 
 
  



                             TABLE Near Term No Project-27 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 07/22/2025 
ROADWAY SEGMENT: Shepherd Ave - Temperance Ave to Locan Ave 
NOTES: Vista Ranch Project - Near Term No Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 5500    SPEED (MPH): 50     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  63.93 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         64.1        130.2        276.8     
 
______________________________________________________________________ 
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