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Detail drawings available in Cad Rev. 2000 format at www.stormtech.com

Special applications will be considered on a project by project basis. Please contact our application department should you have a unique 
application for our team to evaluate. 
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7.0 Structural Cross Sections and Specifications

MC-7200 Stormwater Chamber Specifications
1.	� Chambers shall be StormTech MC-7200 or 

approved equal.
2.	� Chambers shall be made from virgin, impact-
modified polypropylene copolymers.

3.	� Chamber rows shall provide continuous, 
unobstructed internal space with no internal 
panels that would impede flow.

4.	� The structural design of the chambers, 
the structural backfill and the installation 
requirements shall ensure that the load factors 
specified in the AASHTO LRFD Bridge Design 
Specifications, Section 12.12 are met for: 1) long-
duration dead loads and 2) short-duration live 
loads, based on the AASHTO Design Truck with 
consideration for impact and multiple vehicle 
presences.

5.	� Chambers shall meet the requirements of ASTM 
F 2418, “Standard Specification for Polypropylene 
(PP) Corrugated Wall Stormwater Collection 
Chambers.”

6.	� Chambers shall conform to the requirements of 
ASTM F 2787, “Standard Practice for Structural 
Design of Thermoplastic Corrugated Wall 
Stormwater Collection Chambers.”

Figure 16B - MC-7200 Structural Cross Section Detail (Not to Scale) 

7.	� Only chambers that are approved by the engineer 
will be allowed. The contractor shall submit (3 
sets) of the following to the engineer for approval 
before delivering chambers to the project site:

	 •	� A structural evaluation by a registered 
structural engineer that demonstrates that 
the load factors specified in the AASHTO LRFD 
Bridge Design Specifications, Section 12.12 are 
met. The 50-year creep modulus data specified 
in ASTM F 2418 must be used as part of the 
AASHTO structural evaluation to verify long-
term performance.

	 •	� Structural cross section detail on which the 
structural cross section is based.

8.	� The installation of chambers shall be in 
accordance with the manufacturer’s latest 
Construction Guide.

EXCAVATION WALL 
(CAN BE SLOPED OR VERTICAL) 

SUBGRADE SOILS j 
{SEE NOTE3) 

PAVEMENT LAYER (DESIGNED 
BY SITE DESIGN ENGINEER) 

,.~ 
,----~---, __j_ (600 ;:•)MIN* {~~) 

12" (300 mm) MIN 

60" 
(1524mm) 

""THIS CROSS SECTION DETAIL REPRESEN 
MINIMUM REQUIREMENTS FOR INSTALLATI­
PLEASE SEE THE LAYOUT SHEET{S) FOR 
PROJECT SPECIFIC REQUIREMENTS. 

l ~--------r DEPTH OF STONE TO BE DETERMINED 
BY SITE DESIGN ENGINEER 9" {230 mm) MIN 

12" (300 mm) MIN 
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8.0 General Notes

1.	� StormTech requires installing contractors to use 
and understand the latest StormTech MC-3500 and 
MC-7200 Construction Guides prior to beginning 
system installation.

2.	� StormTech offers installation consultations to 
installing contractors. Contact our Technical Service 
Department or local StormTech representative 
at least 30 days prior to system installation to 
arrange a pre-installation consultation. Our 
representatives can then answer questions or 
address comments on the StormTech chamber 
system and inform the installing contractor of 
the minimum installation requirements before 
beginning the system’s construction. Call 860-529-
8188 to speak to a Technical Service Representative 
or visit www.stormtech.com to receive a copy of our 
Construction Guide.

3.	� StormTech requirements for systems with 
pavement design (asphalt, concrete pavers, etc.): 
Minimum cover is 18” (450mm) for the MC-3500 
and 24”(600mm) for the MC-7200 not including 
pavement; MC-3500 maximum cover is 8.0’ (1.98 m) 
and MC-7200 maximum cover is 7.0’ (2.43 m) both 
including pavement. For designs with cover depths 
deeper than these maximums, please contact 
Stormtech. For installations that do not include 
pavement, where rutting from vehicles may occur, 
minimum required cover is increased to 30” (762 
mm).

4.	� The contractor must report any discrepancies with 
the bearing capacity of the subgrade materials to 
the design engineer.

5.	� AASHTO M288 Class 2 non-woven geotextile 
(ADS601 or equal) (filter fabric) must be used as 
indicated in the project plans.

6.	� Stone placement between chamber rows and 
around perimeter must follow instructions as 
indicated in the most current version of StormTech 
MC-3500 / MC-7200 Construction Guides.

7.	 �Backfilling over the chambers must follow require- 
ments as indicated in the most current version of 
StormTech MC-3500 / MC-7200 Construction Guides.

8.	� The contractor must refer to StormTech MC-3500 
/ MC-7200 Construction Guides for a Table of 
Acceptable Vehicle Loads at various depths of cover. 
This information is also available at the StormTech 
website: www.stormtech.com. The contractor is 
responsible for preventing vehicles that exceed 
StormTech requirements from traveling across or 
parking over the stormwater system. Temporary 
fencing, warning tape and appropriately located 
signs are commonly used to prevent unauthorized 
vehicles from entering sensitive construction areas.

9. �The contractor must apply erosion and sediment 
control measures to protect the stormwater system 
during all phases of site construction per local codes 
and design engineer’s specifications.

10. �STORMTECH PRODUCT WARRANTY IS LIMITED. 
Contact StormTech for warranty information.
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9.0 Inspection and Maintenance

Flamp (Flared End Ramp)

A typical JetVac truck (This is not a StormTech 
product.)

Examples of culvert cleaning nozzles appropriate 
for Isolator Row Plus maintenance. (These are not 
StormTech products).

9.1 Isolator Row Plus Inspection
Regular inspection and maintenance are essential to 
assure a properly functioning stormwater system. 
Inspection is easily accomplished through the 
manhole or optional inspection ports of an Isolator 
Row Plus. Please follow local and OSHA rules for a 
confined space entry.
Inspection ports can allow inspection to be 
accomplished completely from the surface without 
the need for a con- fined space entry. Inspection 
ports provide visual access to the system with the 
use of a flashlight. A stadia rod may be inserted to 
determine the depth of sediment. If upon visual 
inspection it is found that sediment has accumulated 
to an average depth exceeding 3” (76 mm), cleanout 
is required.
A StormTech Isolator Row Plus should initially be 
inspected immediately after completion of the 
site’s construction. While every effort should 
be made to prevent sediment from entering the 
system during construction, it is during this time 
that excess amounts of sediments are most likely 
to enter any stormwater system. Inspection and 
maintenance, if necessary, should be performed 
prior to passing responsibility over to the site’s 
owner. Once in normal service, a StormTech Isolator 
Row Plus should be inspected bi-annually until 
an understanding of the sites characteristics is 
developed. The site’s maintenance manager can 
then revise the inspection schedule based on 
experience or local requirements.
9.2 Isolator Row Plus Maintenance
JetVac maintenance is recommended if sediment 
has been collected to an average depth of 3” (76 
mm) inside the Isolator Row Plus. More frequent 
maintenance may be required to maintain minimum 
flow rates through the Isolator Row Plus. The 
JetVac process utilizes a high pressure water nozzle 
to propel itself down the Isolator Row Plus while 
scouring and suspending sediments. As the nozzle is 
retrieved, a wave of suspended sediments is flushed 
back into the manhole for vacuuming. Most sewer 
and pipe maintenance companies have vacuum/ 
JetVac combi- nation vehicles. Fixed nozzles designed 
for culverts or large diameter pipe cleaning are 
preferable. Rear facing jets with an effective spread 
of at least 45” (1143 mm) are best. StormTech 
recommends a maximum nozzle pressure of 2000 
psi be utilized during cleaning. The JetVac process 
shall only be performed on StormTech Rows that 
have ADS Plus fabric over the foundation stone. 
A Flamp (flared end ramp) is attached to the inlet 
pipe on the inside of the chamber end cap to 
provide a smooth transition from pipe invert to 
fabric bottom.  It is configured to improve chamber 
function performance over time by distributing 
sediment and debris that would otherwise collect at 
the inlet.  It also serves to improve the fluid and solid 
flow back into the inlet pipe during maintenance 
and cleaning, and to guide cleaning and inspection 
equipment back into the inlet pipe when complete.
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StormTech provides state-of-the-art products and services that meet 
or exceed industry performance standards and expectations. We offer 
designers, regulators, owners and contractors the highest quality products 
and services for stormwater management that Saves Valuable Land and 
Protects Water Resources.

A Family of Products and Services for the Stormwater Industry:

adspipe.com
800-821-6710

MC-3500 and MC-7200 Chambers and End Caps
SC-160LP, SC-310 and SC-740 Chambers & End Caps

DC-780 Chambers and End Caps
Fabricated End Caps

Fabricated Manifold Fittings
� Patented Isolator Row PLUS for Maintenance and 

Water Quality
Chamber Separation Spacers

In-House System Layout Assistance
On-Site Educational Seminars

Worldwide Technical Sales Group
Centralized Product Applications Department

Research and Development Team
�Technical Literature, O&M Manuals and Detailed CAD 

drawings all downloadable via our Website
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Required Materials and Equipment List

Note: MC-7200 chamber pallets are 100” x 84” (2.5 m x 2.1 m) and weigh about 1435 lbs. (651 kg). Unloading chambers requires 72” (1.8 m) (min.) forks 
and/or tie downs (straps, chains, etc).

Important Notes:

Requirements for System Installation

1

 

StormTech® Installation Guide 
MC-7200 Chamber

2

Manifold, Scour Fabric and Chamber Assembly

Manifold Insertion StormTech Isolator Row Plus Detail

®

Initial Anchoring of Chambers – Embedment Stone

Backfill of Chambers – Embedment Stone

Uneven Backfill Even Backfill Perimeter Not Backfilled Perimeter Fully Backfilled

3

12" (300 mm)
MAX.
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Uneven Backfill Even Backfill Perimeter Not Backfilled Perimeter Fully Backfilled

3

12" (300 mm)
MAX.

12" (300 mm) MIN INSERTION 

MANIFOLD STUB 

MANIFOLD TRUNK 

12"(300 mm) 
MIN SEPARATION 

STORMTECH 
END CAP 

NOTE: MANIFOLD STUB MUST BE LAID HORIZONTAL FOR 
A PROPER FIT IN END CAP OPENING. 

COVER PIPE CONNECTION TO ENO CN' WITH ADS 
GEOSYNTHETICS 601T NON-WOVEN GEOTEXTILE 

STORMTECH HIGHLY RECOMMENDS 
FLEXSTORM INSERTS IN ANY UPSTREAM 

STRUCTURES WITH OPEN GRATES 

ELEVATED BYPASS MANIFOLD 

SUMP DEPTH TBO BY 
SITE DESIGN ENGINEER 

(24" (600 mm] MIN RECOMMENDED) 

CATCH BASIN 
OR MANHOLE 

24· (600 mm) HOPE ACCESS PJPE REQUIRED 
USE FACTORY PARTIAL CUT END CAP PART#: 
MC7200IEPP24B OR MC72001EPP24BW 

MC-7200 END CAP 

ONE LAYER OF ADSPLUS175 WOVEN GEOTEXTILE BElWEEN 
FOUNDATION STONE ANO CHAMBERS 
10.3' (3.1 m) MIN WIDE CONTINUOUS FABRIC WITHOUT SEAMS 
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Material 
Location

Fill Depth 
over 

Chambers  
in. (mm)

Maximum Allowable  
Wheel Loads

Maximum Allowable  
Track Loads6

Maximum Allowable  
Roller Loads

Max Axle Load 
for Trucks 

lbs (kN)

Max Wheel Load 
for Loaders 

lbs (kN) 

Track 
Width 

in. (mm)

Max Ground 
Pressure
psf (kPa)

Max Drum Weight 
or Dynamic Force 

lbs (kN) 

  

      Stone

Material 
Location

Placement Methods/ 
Restrictions

Wheel Load 
Restrictions

Track Load 
Restrictions Roller Load Restrictions

See Table 2 for Maximum Construction Loads
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     Stone

     Stone

Table 2

Table 3
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Material Location Description AASHTO M43  
Designation1

Compaction/Density  
Requirement

D  Final Fill: 

C  Initial Fill:

  

B  Embedment Stone:

A  Foundation Stone: 

Table 1 Figure 1

Please Note:

Figure 2

5

NOTE:
INSPECTION PORTS MAY BE CONNECTED THROUGH ANY CHAMBER CORRUGATION VALLEY.

STORMTECH
CHAMBER

CONCRETE COLLAR

PAVEMENT

12" (300 mm) MIN WIDTH

CONCRETE SLAB
6" (150 mm) MIN

THICKNESS

4" PVC INSPECTION PORT DETAIL
(MC SERIES CHAMBER)

NTS

8" NYLOPLAST INSPECTION PORT
BODY (PART# 2708AG4IPKIT) OR
TRAFFIC RATED BOX W/SOLID
LOCKING COVER

CONCRETE COLLAR NOT REQUIRED
FOR UNPAVED APPLICATIONS

4" (100 mm)
SDR 35 PIPE

4" (100 mm) INSERTA TEE
TO BE CENTERED ON
CORRUGATION VALLEY

Backfill of Chambers – Embedment Stone and Cover Stone

Final Backfill of Chambers – Fill Material Inserta Tee Detail

with a minimum 12” (300 mm) of cover stone on top of chambers can 

Table 2. 

4

CONVEYANCE 
PIPE MATERIAL 

MAY VARY (PVC, 
HDPE, ETC.)

INSERTA TEE 
CONNECTION

PLACE ADS PLUS WOVEN 
GEOTEXTILE (CENTERED ON 

INSERTA-TEE INLET) OVER BEDDING 
STONE FOR SCOUR PROTECTION AT 

SIDE INLET CONNECTIONS, 
GEOTEXTILE MUST EXTEND 6” 

(150 mm) PAST CHAMBER FOOT

72

888.892.2694

NOTE: 
PART NUMBERS WILL VARY BASED ON 
INLET PIPE MATERIALS. CONTACT 
STORMTECH FOR MORE INFORMATION. 

SECTION A-A 

CHAMBER I 
MC- 00 I 

DO NOT INSTALL 
INSERTA-TEE AT 
CHAMBER JOINTS 

INSERTA TEE TO BE 
INSTALLED, CENTERED 

OVER CORRUGATION 

MAX DIAMETER OF I HEIGHT FROM BASE OF 
INSERTA TEE CHAMBER(X) 

12" (250 mm) I 8" (200 mm) 

INSERTA TEE FITTINGS AVAILABLE FOR SOR 26, SOR 35, SCH 40 IPS 
GASKETED & SOLVENT WELD, N-12, HP STORM, C-900 OR DUCTILE IRON 
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PERIMETER STONE 
(SEE NOTE 4) 

EXCAVATION WALL 
(CAN BE SLOPED OR VERTICAL) 

ADS GEOSYNTHETICS 601 T NON-WOVEN GEOTEXTILE ALL AROUND 
CLEAN, CRUSHED, ANGULAR STONE IN A & B LAYERS 

I, 

12" (300 mm) MIN - ~ 
MC-7200 

END CAP 
SUBGRADE SOILS 

(SEE NOTE 3) 

9" 
(230mm)MIN 

PAVEMENT LAYER (DESIGNED 
BY SITE DESIGN ENGINEER) 

100" (2540 mm) --

7.0' 
24" 

(600 mm) MIN' <t~) 
12" (300 mm) MIN 

60" 
(1524 mm) 

•"THIS CROSS SECTION DETAIL REPRESEN 
MINIMUM REQUIREMENTS FOR INSTALLAn 
PLEASE SEE THE LAYOUT SHEET(S) FOR 
PROJECT SPECIFIC REQUIREMENTS. 

DEPTH OF STONE TO BE DETERMINED 
BY SITE DESIGN ENGINEER 9" (230 mm) MIN 

12" (300 mm) MIN 



® ®

Material 
Location

Fill Depth 
over 

Chambers  
in. (mm)

Maximum Allowable  
Wheel Loads

Maximum Allowable  
Track Loads6

Maximum Allowable  
Roller Loads

Max Axle Load 
for Trucks 

lbs (kN)

Max Wheel Load 
for Loaders 

lbs (kN) 

Track 
Width 

in. (mm)

Max Ground 
Pressure
psf (kPa)

Max Drum Weight 
or Dynamic Force 

lbs (kN) 

  

      Stone

Material 
Location

Placement Methods/ 
Restrictions

Wheel Load 
Restrictions

Track Load 
Restrictions Roller Load Restrictions

See Table 2 for Maximum Construction Loads

 

-

     Stone

     Stone

Table 2

Table 3

6

Material Location Description AASHTO M43  
Designation1

Compaction/Density  
Requirement

D  Final Fill: 

C  Initial Fill:

  

B  Embedment Stone:

A  Foundation Stone: 

Table 1 Figure 1

Please Note:

Figure 2

5

NOTE:
INSPECTION PORTS MAY BE CONNECTED THROUGH ANY CHAMBER CORRUGATION VALLEY.

STORMTECH
CHAMBER

CONCRETE COLLAR

PAVEMENT

12" (300 mm) MIN WIDTH

CONCRETE SLAB
6" (150 mm) MIN

THICKNESS

4" PVC INSPECTION PORT DETAIL
(MC SERIES CHAMBER)

NTS

8" NYLOPLAST INSPECTION PORT
BODY (PART# 2708AG4IPKIT) OR
TRAFFIC RATED BOX W/SOLID
LOCKING COVER

CONCRETE COLLAR NOT REQUIRED
FOR UNPAVED APPLICATIONS

4" (100 mm)
SDR 35 PIPE

4" (100 mm) INSERTA TEE
TO BE CENTERED ON
CORRUGATION VALLEY

Backfill of Chambers – Embedment Stone and Cover Stone

Final Backfill of Chambers – Fill Material Inserta Tee Detail

with a minimum 12” (300 mm) of cover stone on top of chambers can 

Table 2. 

4

CONVEYANCE 
PIPE MATERIAL 

MAY VARY (PVC, 
HDPE, ETC.)

INSERTA TEE 
CONNECTION

PLACE ADS PLUS WOVEN 
GEOTEXTILE (CENTERED ON 

INSERTA-TEE INLET) OVER BEDDING 
STONE FOR SCOUR PROTECTION AT 

SIDE INLET CONNECTIONS, 
GEOTEXTILE MUST EXTEND 6” 

(150 mm) PAST CHAMBER FOOT

72

888.892.2694

11/J;l;S StormTech /'\" 

0 

0 

0 

0 

0 

0 

t t 


	Appendix I_Prelim Hydrology and Hydraulics Study.pdf



