
 

 

 

DATE:  August 1, 2024 
TO:   Sam Kelly, EPD Solutions, Inc. 
FROM:  Haseeb Qureshi, Urban Crossroads, Inc. 
JOB NO:  15382-09 RTC 
 

MURRIETA ROAD WAREHOUSE, AIR QUALITY, HEALTH RISK, 
ENERGY AND GREENHOUSE GAS ASSESSMENT RESPONSE TO 
COMMENTS 

Urban Crossroads, Inc. is pleased to provide the following Air Quality, Health Risk, 
Energy and Greenhouse Gas Assessment Response to Comments for Murrieta 
Road Warehouse development, which is located east of Geary Street, south of 
Ethanac Road, and west of Murrieta Road in the City of Menifee. A copy of the 
Golden State Environmental Justice comments is provided in Attachment A. 

GOLDEN STATE ENVIRONMENTAL JUSTICE LETTER  

COMMENT #1  

Unsubstantiated Changes to Architectural Coating Emission Factors 

Review of the CalEEMod output files demonstrates that the “15382 Murrieta Road 
Warehouse Construction” model includes changes to the default construction 
architectural coating emission factors (see excerpt below) (Appendix B, pp. 153).  

As previously mentioned, the CalEEMod User’s Guide requires any changes to 
model defaults be justified.10 As stated in the “User Changes to Default Data” table, 
the justification provided for these changes is: 

“SCAQMD Rule 1113” (Appendix B, pp. 153). 

The DEIR incorporates the Plan, Program or Policy (“PPP”) AQ-2, which states: 

“PPP AQ-2: Rule 1113. The Project is required to comply with the provisions of 
South Coast Air Quality Management District Rule (SCAQMD) Rule 1113. Only 
“Low-Volatile Organic Compounds” paints (no more than 50 gram/liter of VOC) 
and/or High Pressure Low Volume (HPLV) applications shall be used” (p. 13). 
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The model’s reductions to the architectural coating emission factors are unsubstantiated for two 
reasons. 

First, we cannot verify the accuracy of the revised architectural coating emission factors based on 
the South Coast Air Quality Management District (“SCAQMD”) Rule 1113 alone. The SCAQMD Rule 
1113 Table of Standards provides the required volatile organic compound (“VOC”) limits (grams 
of VOC liter of coating) for 57 different coating categories.11 The VOC limits for each coating varies 
from a minimum value of 50 g/L to a maximum value of 730 g/L. As such, we cannot verify that 
SCAQMD Rule 1113 substantiates reductions to the default coating values without more 
information regarding what category of coating will be used. As the DEIR fails to explicitly require 
the use of a specific type of coating which would adhere to a specific VOC limit, we are unable to 
verify the model’s revised coating emission factors. 

Second, as previously discussed, the output files for CalEEMod 2022.1 do not present the numeric 
changes to any model defaults. Upon further review of the output files, Table 5.5 contains the 
only mention of architectural coatings (see excerpt below) (Appendix B, pp. 160): 

Table 5.5 only provides the square footage of area to be coated. Since the output files fail to 
demonstrate the architectural coating emission factors that the model relies on, we cannot verify 
that the values included in the model are accurate. As previously stated, the DEIR should have 
provided access to the model’s “.JSON” output files, which allow third parties to review the model’s 
revised input parameters. CalEEMod uses the architectural coating emission factors to calculate 
the Project’s reactive VOC emissions. By including unsubstantiated reductions to the default 
architectural coating emission factors, the model may underestimate the Project’s construction-
related VOC emissions and should not be relied upon to determine Project significance. 

RESPONSE #1 

While the limits outlined in Rule 1113 do vary, the architectural coatings that would commonly 
be used as part of construction for this type of project would fall into the building envelope 
coatings, flat/nonflat coatings, floor coatings, concrete surface retarder, roof coatings, and 
"default" coating categories, all of which have a limit of 50 g/L. As such, the analysis assumed a 
VOC content of 50 g/L for interior and exterior architectural coatings for Project construction. 

COMMENT #2 

Underestimated Saturday and Sunday Operational Vehicle Trip Rates 

According to the DEIR, the proposed Project is expected to generate 1,135 daily operational 
vehicle trips (see excerpt below) (p. 5.12-8, Table 5.12-3). 
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The Project’s models should accurately reflect the above-mentioned operational daily vehicle trip 
rates. Review of the CalEEMod output files demonstrates that the “15382 Murrietta Road 
Warehouse Ops” model only includes a total of approximately 91 Saturday14 and 30 Sunday15 
vehicle trips (see excerpt below) (Appendix B, pp. 196, 197, 235; Appendix F, pp. 183, 145). 

 

The Saturday and Sunday trips are underestimated by a total of approximately 1,044 trips16 and 
1,105 trips,17 respectively. As such, the trip rates input into the model are underestimated and 
inconsistent with the information provided by the DEIR. 

CalEEMod uses the operational vehicle trip rates to calculate the emissions associated with the 
operational on-road vehicles.18 By including underestimated Saturday and Sunday operational 
vehicle trips, the model underestimates the Project’s mobile-source operational emissions and 
should not be relied upon to determine Project significance. 

RESPONSE #2 

For the Saturday/Sunday trip rates, these were calculated based on the ratio of weekday to 
weekend truck trips in the ITE Trip Generation Manual, 11th Edition. As such, this is based on 
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actual data for similar facilities, and consistent with the data published in the traffic study. This 
is to account for reduced operation at the facility that would occur on weekends vs. weekdays. 

 

If you have any questions or comments, I can be reached at hqureshi@urbanxroads.com.

mailto:hqureshi@urbanxroads.com
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ATTACHMENT A: GOLDEN STATE ENVIRONMENTAL JUSTICE 
COMMENTS 
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