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ENGINEERED SOLUTIONS	 Trash captures leads to cleaner waterways

The CDS® Screen – The Only 
Non-Blocking Screening Technology

Traditional approaches to trash control typically involve “direct 
screening” that can easily become clogged, as trash is pinned to the 
screen as water passes through. Clogged screens can lead to �ooding 
as water backs up. 

The design of the CDS screen is fundamentally di�erent. Flow is 
introduced to the screen face which is louvered so that it is smooth 
in the downstream direction. The e�ect created is called “Continuous 
De�ective Separation.” The power of the incoming �ow is harnessed 
to continually shear debris o� the screen and to direct trash and 
sediment toward the center of the separation cylinder. This unique 
design makes CDS the only hydrodynamic separation system to utilize 
non-blocking screening technology.

Key Features

•	 CDS Screen captures neutrally buoyant materials missed by  
other separator systems.

•	 Screen is hydraulically designed to be self-cleaning.

•	 Runo� entering the separation cylinder must pass through the screen prior 
to discharge, eliminating potential for scouring previously captured trash at 
high �ow rates.

CDS provides a One-of-a-Kind 
Screening Technology. 

Learn More:  
www.ContechES.com/cds

Continuous De�ective Separation Indirect 
Screening – water velocities within the swirl 
chamber continually shear debris o� the 
screen to keep it clean.

Direct Screening – particles that are larger 
than the aperture size of the screen can 
cause clogging, resulting in �ooding if not 
maintained frequently.
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Proven Performance - CDS® Trash and 
Pollutant Removal Studies

	 CDS captures trash, even at high flows

STUDY RESULTS

Baseline Trash Generation Report1 – Los Angeles 
Department of Public Works

CDS units captured 100% of trash and debris 5 mm and larger and 
provided significant sediment and oil removal.

Gross Pollutant Removal From Waterways2 – 
CSIRO, Australia

During 12 months of monitoring, practically all gross pollutants 
transported by the stormwater were trapped by the CDS device (i.e. 
100% removal rate).

BMP Retrofit Pilot Program3 – CalTrans
The CDS units were highly successful at removing gross pollutants, 
capturing an average of 88 percent, with bypass of this material 
occurring mainly when the flow capacity of the units was exceeded.

Laguna Beach Storm Drain Pollution Control 
Project4 – City of Laguna Beach

6 CDS systems were installed, and over 18 months of monitoring the 
systems removed 12,000 lbs. of trash, sludge and debris.

Manasquan Savings Bank Site5 – TARP Tier II 
Protocol Study

Significant reductions for suspended solids loads were observed 
between influent and effluent sampling locations: SSC (<2000μm) 98%, 
TSS-SM (<2000μm) 95%, TSS-EPA (<2000μm) 95%, SSC (<500μm) 97%, 
and SSC (<50μm) 65%. During the 11-month monitoring period the 
mass of materials captured and retained by the High Efficiency CDS unit 
was approximately 1300 kg (2860 lbs.).

CDS® pretreats a bioswaleCDS® provides trash control

References: 

1.	 County of Los Angeles Department of Public Works Watershed Management Division. Trash Baseline Monitoring Results, Los Angeles River 
and Ballona Creek Watersheds, 2004. 

2.	 Allison, R.A. et al. from Roads to Rivers, Gross Pollutant Removal from Urban Waterways. Victoria, Australia: Cooperative Research Center 
for Catchment Hydrology, 1998. 

3.	 BMP Retrofit Pilot Program Final Report. Sacramento: Caltrans Division of Environmental Analysis, 2004. 

4.	 Holoman, Will. Laguna Beach Water Quality Department. Laguna Beach Storm Drain Pollution Control Project CBI Grant #86, 2008.

5.	 NJCAT Technology Verification, High Efficiency Continuous Deflective Separator (CDS), Contech Construction Products Inc, January 2010.



The Economics of  
Trash Capture

Catch basin inserts, trash racks, and trash nets are often used to capture trash in stormwater from within 
existing catch basins. While these systems are relatively inexpensive, they have two major drawbacks – 
they can only treat small drainage areas and they require frequent maintenance. End of pipe solutions 
such as the CDS can significantly lower lifecycle costs. Replacing several catch basin inserts with a single 
CDS system allows for easy maintenance and substantial savings in annual maintenance costs.

Reduced maintenance costs results in CDS  
			   being the most economical choice.

ENGINEERED SOLUTIONS	 CDS captures trash, even at high flows

CDS #1

CDS #2

LEGEND

   Catch Basin Inserts
   CDS Units

CASE STUDY
City of Oakland Trash Capture Project

Several Small Systems vs. Two Large Systems

Treat 42.5 cfs with two CDS units

•	 $200K (total installed cost)

•	 $2,400/yr. (maintenance cost)

•	 15 year cost = $236K

OR

Treat 42.5 cfs with 117 Catch Basin Inserts

•	 $100K (total installed cost)

•	 $41,067/yr. (maintenance cost)

•	 15 year cost = $ 716K

• 
• 
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Few companies offer the wide range of high-
quality stormwater resources you can find with 
us — state-of-the-art products, decades of 
expertise, and all the maintenance support you 
need to operate your system cost-effectively.  

Get social with us:

800-338-1122 | www.ContechES.com

NOTHING IN THIS CATALOG SHOULD BE CONSTRUED AS A WARRANTY. APPLICATIONS 
SUGGESTED HEREIN ARE DESCRIBED ONLY TO HELP READERS MAKE THEIR OWN EVALUATIONS 
AND DECISIONS, AND ARE NEITHER GUARANTEES NOR WARRANTIES OF SUITABILITY FOR ANY 
APPLICATION. CONTECH MAKES NO WARRANTY WHATSOEVER, EXPRESS OR IMPLIED, RELATED 
TO THE APPLICATIONS, MATERIALS, COATINGS, OR PRODUCTS DISCUSSED HEREIN. ALL IMPLIED 
WARRANTIES OF MERCHANTABILITY AND ALL IMPLIED WARRANTIES OF FITNESS FOR ANY 
PARTICULAR PURPOSE ARE DISCLAIMED BY CONTECH. SEE CONTECH’S CONDITIONS OF SALE 
(AVAILABLE AT WWW.CONTECHES.COM/COS) FOR MORE INFORMATION.
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ENGINEERED SOLUTIONS

A partner 
	 you can rely on

THE CONTECH WAY

Contech provides innovative, cost-effective site solutions to 
engineers, contractors, and developers on projects across 
North America. Our portfolio includes bridges, drainage,  
erosion control, retaining wall, sanitary sewer and 
stormwater management products. 

TAKE THE NEXT STEP

For more information: www.ContechES.com
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