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EXECUTIVE SUMMARY 
 
The proposed Brew Yard Project (Project) is located within the City of Irwindale. The 

proposed Project is part of the Brew Yard Specific Plan (Specific Plan). The proposed 

Project consists of areas which will be used for industrial, business park, warehouse, 

commercial and/or distribution building space. The proposed Project will be located 

within the service area of Azusa Light & Water’s (ALW) water system.  The proposed 

Project will result in an additional water demand to ALW during an average/normal year 

of up to 321 acre-feet per year (AFY) by Fiscal Year (FY) 2034-35 and thereafter.  

ALW’s estimated water demands with the Project are approximately 20,109 AFY by FY 

2044-45. ALW currently meets water demands through groundwater production from 

the Main San Gabriel Basin, surface water diverted from the San Gabriel River, 

imported water purchased from San Gabriel Valley Municipal Water District, and 

imported water purchased from Metropolitan Water District of Southern California 

(through Upper San Gabriel Valley Municipal Water District). ALW owns water rights to 

the Main San Gabriel Bain(including Main Basin groundwater and San Gabriel River 

surface water rights) and the management of the Main San Gabriel Basin, including 

delivery of untreated imported water for groundwater replenishment, allows ALW (and 

all other producers within the Main San Gabriel Basin) to use groundwater to meet 

water demands without limitations on the quantity of groundwater pumping from the 

Main San Gabriel Basin.  Reliability of the Main San Gabriel Basin groundwater supplies 

has been demonstrated during droughts with no resulting limitation of groundwater 

production.  Based on the demonstrated reliability of ALW’s water supply sources, 

sufficient water supplies can be reasonably concluded to be fully reliable and available 

to meet ALW’s existing demands and future demands through FY 2044-45, with the 

Project, including during single and multiple dry years (i.e. five-consecutive dry years).  
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2.2 INTRODUCTION 
 

 
The proposed Brew Yard Project (Project) is part of the proposed “Brew Yard Specific 

Plan” (Specific Plan), located at 15801 1st  Street in the City of Irwindale near the 

intersection of the 210 Freeway and Irwindale Avenue. The proposed Project is located 

on approximately 150 acres within the proposed Specific Plan site. The proposed 

Project consists of areas adjacent to  the existing brewery operations (Irwindale Brew 

Yard, or IBY) which will be used for industrial, business park, warehouse, and/or 

distribution building space.  

 

Following annexation of the proposed Project site by ALW, the proposed Project will be 

located within ALW’s service area as shown in Figure 1. The Project site is located 

within the following Assessor Parcel Numbers (APN): 

 

• 8533-009-025 

• 8533-009-026 

• 8533-009-027 

• 8533-009-028 

• 8533-009-029 

 
The existing brewery operations are located on a portion of APN 8533-099-025, 

however, the existing brewery operations are not part of the proposed Project. A portion 

of the proposed Project will be located on a small eastern portion of APN 8533-099-025 

that is not being used by the existing brewery operations. 

 
2.2 Purpose and Scope of Assessment 

 

The purpose of this WSA is to evaluate and confirm ALW’s ability to provide all public 

utility water service to the proposed Project. The reliability of future water supplies 

available to ALW is based on their longstanding water rights and access to local 

groundwater and surface water.  Also, it is based on the Main San Gabriel Basin 
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Watermaster’s, San Gabriel Valley Municipal Water District’s (SGVMWD), Metropolitan 

Water District of Southern California’s (MWD), and Upper San Gabriel Valley Municipal 

Water District’s (USGVMWD) water management goals, supplemental imported water 

distribution programs, and the use of recycled water within the Main San Gabriel Basin.  

This WSA evaluates all of ALW’s available water supply sources and projected water 

demands within its service area, including the Project area. 

 

 

1.2 Water Supply Planning Provisions 
 

Population growth in the State of California has resulted in additional water demand on 

water systems.  The State legislature has enacted laws to ensure the increased 

demands are adequately addressed and a firm source of water supply is available prior 

to approval of certain new developments.  The regulations include California Water 

Code Division 6, Part 2.10, Sections 10910-10915 (Water Supply Planning to Support 

Existing and Planned Future Use) (California Water Code) which is briefly described 

below.  The provisions of the California Water Code seek to promote more collaborative 

planning between local water suppliers, cities and counties and require detailed 

information regarding water availability to be provided to city and county land use 

planners prior to approval of certain specified large land use development projects. 

 
This WSA was prepared pursuant to the requirements of the California Water Code for 

the approach, required information, and criteria to confirm ALW has sufficient water 

supplies to meet the projected water demands of the Project, in addition to existing and 

other planned future uses.  The Urban Water Management Plan (UWMP) is a 

foundational document for compliance with the California Water Code.  The provisions 

of the California Water Code repeatedly identify the UWMP as a planning document that 

can be used by a water supplier to meet requirements included in the California Water 

Code. California Environmental Quality Act (CEQA) guidelines section 15083.5 contains 

similar provisions regarding consultation with water agencies for certain projects. ALW’s 

2020 UWMP (June 2021), MWD’s 2020 UWMP (June 2021),  SGVMWD’s 2020 UWMP 

(June 2021), and USGVMWD’s 2020 UWMP (June 2021), prepared pursuant to 

California Water Code Division 6, Part 2.55, Section 10608 (Sustainable Water Use and 
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Demand Reduction) and California Water Code Division 6, Part 2.6, Sections 10608-

10656 (Urban Water Management Planning) and the Water Conservation Act of 2009 

(also known as SB X7-7), describe future water demands and future availability of the 

water supply sources used by ALW and other retail water agencies operating within the 

Main San Gabriel Basin.  These UWMP documents were used to prepare this WSA.   
 

This WSA includes specific Project water demand estimates and describes available 

sources of water supply.    
 

1.2.1  California Water Code (Sections 10910-10915) 
 
Existing law requires every urban water supplier to identify, as part of its UWMP, the 

existing and planned sources of water available to the supplier.  Existing law prohibits 

an urban water supplier that fails to prepare or submit its UWMP to the California 

Department of Water Resources (DWR) from receiving financial or drought assistance 

from the State until the plan is submitted. 

 

The California Water Code requires an urban water supplier to include in its UWMP a 

description of all water supply projects and programs that may be undertaken to meet 

total projected water use over the next 20 years.  The California Water Code requires a 

city or county that determines a project is subject to the CEQA to identify any public 

water system that may supply water for proposed developments and to request those 

public water systems to prepare a specific WSA1. If the water demands for the proposed 

developments have been accounted for in a recently adopted UWMP, the water supplier 

may incorporate information contained in that plan to satisfy certain requirements of a 

WSA.  The California Water Code requires the assessment to include, along with other 

information, an identification of existing water supply entitlements, water rights, or water 

service contracts relevant to the identified water supply for the proposed project and the 

quantities of water received in prior years pursuant to those entitlements, rights, and 

contracts. 

 

 
1 https://leginfo.legislature.ca.gov/faces/codes_displaySection.xhtml?lawCode=WAT&sectionNum=10912 
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The California Water Code also requires the public water system, or the city or county, 

as applicable, to submit its plans for acquiring additional water supplies if that entity 

concludes that water supplies are, or will be, insufficient. 
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2.0 ALW’S WATER SUPPLY RELIABILITY 
 

2.1 Historical Water Supply Production 
 

ALW is a retail water supplier located in Los Angeles County that serves the City of 

Azusa, portions of the Cities of Covina, Glendora, Irwindale, and West Covina, and 

unincorporated areas of Los Angeles County. ALW encompasses an area of 

approximately 14.2 square miles in the San Gabriel Valley. ALW primarily serves 

residential customers, with some commercial and industrial use. The location of ALW’s 

service area is provided in Figure 1. 

 

ALW’s water supply sources include groundwater pumped from the Main San Gabriel 

Basin (Main Basin), surface water diverted from the San Gabriel River, untreated 

imported water purchased from SGVMWD, and treated imported water purchased from 

MWD (through USGVMWD).  ALW owns adjudicated water rights (including Main Basin 

groundwater and San Gabriel River surface water rights) to the Main Basin. ALW owns 

and operates 11 active groundwater wells located within the Main Basin, with a total 

capacity of approximately 23,750 gallons per minute (gpm). ALW owns and operates 

the Canyon Filtration Plant (with a 10,100 AFY capacity) to treat San Gabriel River 

surface water. ALW can purchase untreated water from SGVMWD (delivered through 

SGVMWD’s Devil Canyon-Azusa Pipeline) for treatment at ALW’s Canyon Filtration 

Plant.  ALW can also purchase treated imported water from MWD through USGVMWD 

(through the 3,300 gpm capacity USG-8 connection).  

 

Table 1 provides ALW’s historical water supply production. Annual water supplies over 

the past 20 years, from FY 2002-03 to FY 2021-22, have ranged from 16,572 AFY to 

28,347 AFY, with an average production of approximately 20,921 AFY.  A discussion 

regarding ALW’s water supplies is provided below. 
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Table 1. ALW’s Historical Water Supply Production (AFY) 
 

Fiscal Year Groundwater 
(Main Basin) 

Surface Water 
(San Gabriel 

River) 

Imported Water 

Total SGVMWD 
(Devil Canyon – 
Azusa Pipeline) 

USGVMWD 
(USG-8) 

            
2002-03 18,676 848 - 2,100 21,624 
2003-04 23,852 2,321 - 1,975 28,148 
2004-05 20,073 4,226 - 1,110 25,409 
2005-06 21,943 3,521 - 663 26,127 
2006-07 21,513 5,627 - 1,207 28,347 
2007-08 16,037 3,594 - 336 19,967 
2008-09 16,695 5,453 - 179 22,327 
2009-10 14,804 6,036 - 0 20,841 
2010-11 12,797 6,546 - 0 19,343 
2011-12 10,430 9,706 - 0 20,136 
2012-13 14,049 7,008 - 0 21,056 
2013-14 16,186 4,631 - 0 20,817 
2014-15 11,906 6,470 - 0 18,376 
2015-16 12,653 3,919 - 0 16,572 
2016-17 12,217 5,678 - 0 17,895 
2017-18 13,318 5,807 - 0 19,125 
2018-19 13,003 4,726 1 0 17,731 
2019-20 11,502 6,295 165 0 17,962 
2020-21 11,923 6,703 0 0 18,625 
2021-22 17,944 37 0 9 17,990 

            
Min 10,430 37 0 0 16,572 
Max 23,852 9,706 165 2,100 28,347 

Average 15,576 4,958 42 379 20,921 
            

  

Main Basin and San Gabriel River production from FY 2002-03 through FY 2021-22 from Main Basin Watermaster Annual Reports.  

Imported water purchases from SGVMWD, USGVMWD, and MWD 
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2.2 Water Supply Source – Main San Gabriel Basin 

 

The Main San Gabriel Basin is a sub-basin of the San Gabriel Valley Basin pursuant to 

DWR Bulletin 118, Basin Number 4-013. The Main Basin is located within the San 

Gabriel Valley, which is located in southeastern Los Angeles County and is bounded on 

the north by the San Gabriel Mountains on the west by the San Rafael and Merced 

Hills, on the south by the Puente Hills and the San Jose Hills, and on the east by a low 

divide between the San Gabriel River system and the Upper Santa Ana River system. 

The total fresh water storage capacity of the Main Basin is estimated to be 

approximately 8.7 million acre-feet (AF).  Of that storage, about 1,000,000 AF is 

historically considered to have been actively managed for local public water supply.  

The Court adjudication of the Main Basin in 1973 provided groundwater management 

that allows operation of basin storage to meet water demands and provide a 

mechanism to fund the purchase and replenishment of untreated imported water to 

supplement recharge of local water.   

 

The management of basin storage, and the use of supplemental imported water for 

recharge, expand and increase the reliability of the available Main Basin groundwater 

supply. A description of the elements of the adjudication that allow efficient 

management of the Main Basin is included in the Main San Gabriel Basin Judgment2.  

Although there is no limit on the quantity of groundwater that may be extracted by 

Parties to the Main San Gabriel Basin adjudication, including ALW, groundwater 

production that exceeds a pumper’s proportional share (pumper’s share) of the 

Operating Safe Yield (see Appendix B), requires the pumper to bear the cost of 

imported Replacement Water to recharge the Main Basin. ALW’s currently has a 

pumper’s share of 6.91287 percent of the Operating Safe Yield (through 1.84988 

percent from the City of Azusa and 5.06299 percent from Azusa Valley Water Company 

which is owned by the City of Azusa). 

 

 

 

 
2 https://www.watermaster.org/about-us (Amended Judgment) 
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2.2.1 Main Basin Production  
 

ALW pumps Main Basin groundwater from 11 active groundwater wells located within 

the Main Basin, with a total capacity of approximately 23,750 gpm. ALW also diverts 

local surface water from the San Gabriel River for treatment at its Canyon Filtration 

Plant (with a capacity of 10,100 AFY, or about 9 MGD). Table 1 shows ALW’s historical 

groundwater and surface production. The reliability of the Main Basin to meet all 

demands is discussed below in Section 2.2.2.    

 

 

2.2.2  Main San Gabriel Basin Reliability 
 
ALW’s primary water supply is from the Main Basin.  The 1973 Court adjudication 

required the efficient management of groundwater supplies. Historical water supplies 

used within the Main Basin to meet its demands are shown in Table 2 and include 

groundwater extractions, surface water diversions, and direct delivery of treated 

imported water (from USGVMWD and Three Valleys Municipal Water District 

(TVMWD)) within the Main Basin.  Table 3 provides rolling ten-year averages of the total 

water demand. Although historical total water demands in the Main Basin had generally 

increased as population increased, the rolling ten-year averages for the past ten years 

show a decrease in average total water demand. 
 



 

10 
 

Table 2. Historical Water Demand in the Main San Gabriel Basin (AFY) 
 

Fiscal Year 
Recorded Production [1] Direct Deliveries                 

(Treated Imported Water) [2] Total Water   
Demand [3] 

Groundwater Surface 
Water 

Sub-
Total USGVMWD TVMWD Sub-

Total  
                 

2002-03 232,790 4,700 237,491 20,687 20,295 40,982 278,472  

2003-04 245,513 7,337 252,850 27,675 23,084 50,758 303,608  

2004-05 234,337 12,930 247,266 12,895 17,587 30,482 277,748  

2005-06 246,473 13,466 259,940 10,981 12,144 23,125 283,065  

2006-07 270,075 14,255 284,330 14,290 11,614 25,904 310,234  

2007-08 250,223 7,944 258,167 16,958 13,216 30,174 288,341  

2008-09 236,976 13,731 250,707 8,533 13,150 21,683 272,390  

2009-10 223,322 14,524 237,846 6,557 9,773 16,329 254,176  

2010-11 214,211 13,446 227,657 3,429 6,886 10,316 237,973  

2011-12 219,534 17,494 237,029 3,975 6,587 10,561 247,590  

2012-13 230,630 12,284 242,914 3,529 10,815 14,344 257,258  

2013-14 233,893 6,659 240,552 3,490 18,725 22,216 262,768  

2014-15  196,409 11,931 208,339 9,069 13,447 22,517 230,856  

2015-16 173,855 8,972 182,826 2,624 10,116 12,740 195,567  

2016-17 184,450 12,794 197,243 3,197 11,934 15,131 212,374  

2017-18 197,461 12,039 209,500 4,204 16,562 20,766 230,266  

2018-19 183,117 7,040 190,156 5,420 19,534 24,954 215,110  

2019-20 183,253 9,331 192,584 6,026 20,310 26,335 218,919  

2020-21 196,601 11,221 207,822 5,146 19,267 24,413 232,235  

2021-22 177,746 8,402 186,148 9,435 24,588 34,023 220,171  

                 
10-Year 
Average 191,865 9,821 201,686 5,401 17,165 22,566 224,252  

         

                 
         

Notes:         

[1] "Recorded Production" consists of groundwater extractions and surface water diversions which is accounted for as if it were a 
groundwater extraction, but does not include untreated imported water purchased for replacement/ recharge purposes. 

 

[2] "Direct Deliveries (Imported Water)" does not include untreated imported water purchased for replacement/recharge purposes and 
includes treated imported water from USG-5. 

 

[3] Does not include recycled water deliveries  
         

TVMWD = Three Valleys Municipal Water District     
USGVMWD = Upper San Gabriel Valley Municipal Water District     
         

Source:    Main San Gabriel Basin Watermaster Annual Reports  
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Table 3. 10-Year Rolling Average of Total Main San Gabriel Basin Water Demands (AF) 
 

Fiscal Year 10-Year Rolling 
Average 

Annual Change of 
 10-Year Average 

 
       

2012-13 273,238 -0.8%  

2013-14 269,154 -1.5%  

2014-15 264,465 -1.7%  

2015-16 255,715 -3.3%  

2016-17 245,929 -3.8%  

2017-18 240,122 -2.4%  

2018-19 234,394 -2.4%  

2019-20 230,868 -1.5%  

2020-21 230,294 -0.2%  

2021-22 227,552 -1.2%  

       

 
Source:    Main San Gabriel Basin Watermaster Annual Reports.  10-Year Rolling Average based on Table 2. 
 
 
 

Future total water demands in the Main Basin can be projected based on population 

growth.  Population projections within the Main Basin were based on population data 

provided in USGVMWD’s 2020 UWMP, SGVMWD’s 2020 UWMP and TVMWD’s 2020 

UWMP.  Based on the population data, the total population within the combined service 

areas for all Main Basin water producers was estimated (see Table 6).  The total 

population served by Main Basin water producers is projected to increase from 

approximately 1,216,931 people, in 2020, to approximately 1,309,992 people, in 2045.  

This represents an increase of approximately 93,100 people over twenty-five years, 

which is an average annual growth rate of approximately 0.3 percent.   
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Table 4. Projected Population Served by Main San Gabriel Basin Producers 
 

Fiscal Year Population      
         

2019-20 1,216,931      
2024-25 1,235,034      
2029-30 1,253,752      
2034-35 1,274,134      
2039-40 1,292,099      
2044-45 1,309,992      

         
  

     
Source:  

     
Population projections from USGVMWD’s 2020 UWMP, SGVMWD’s 2020 UWMP, and TVMWD’s 2020 UWMP.  All of 
USGMWD's projected population, and portions of SGVWD's and TVMWD's projected populations, are considered within the Main 
Bain. 

 
 
 
Total water demands on the Main Basin (excluding major industrial uses and exports to 

the Central Basin) can be compared with population information to obtain a per capita 

water use rate.  Over the past five years, between FY 2017-18 and FY 2021-22 (see 

Table 5), the average annual production in the Main Basin was approximately 223,340 

AFY; the average total export to the Central Basin was approximately 38,356 AFY; and 

the average total major industrial demand was approximately 5,765 AFY. Based on the 

net average demand over the recent five years on the Main Basin of approximately 

179,219 (or 223,340 – 38,356 – 5,767) AFY and a 2020 population in the Main Basin of 

approximately 1,216,931 people, the average annual per capita water use rate was 

approximately 0.15 AFY (179,219 AFY / 1,216,931 people) per person.  For the 

purposes of this WSA, it is assumed the per capita water use rate of 0.15 AFY (about 

132 gallons per capita per day) will continue over the next twenty years (through FY 

2044-45). Based on the estimated per capita water use and projected population 

growth, total water (local plus treated imported) served by producers in the Main Basin 

will increase from approximately 220,171 AFY, in FY 2021-22, to approximately 237,045 

AFY, in FY 2044-45, as shown in Table 5, with an annual growth rate of approximately 

0.3 percent.   
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Table 5. Projected Main San Gabriel Basin Water Demands (AFY) 
 

Year Population 
[1] 

Main San Gabriel Basin Demands (AFY) 
Less 

Treated 
Imported 

[5] 

Net Local  
[5] 

Demand 
from 

Population 
[2] 

Central 
Basin 

Exports 
[3] 

Industrial 
Demands 

[4] 
Total 

                
2017-18 -- 185,404  38,828 6,034 230,266 20,766 209,500 
2018-19 -- 172,050  36,917 6,143 215,110 24,954 190,156 
2019-20 -- 175,334  37,330 6,255 218,919 26,335 192,584 
2020-21 -- 186,555  40,213 5,467 232,235 24,413 207,822 
2021-22 -- 176,751  38,495 4,926 220,171 34,023 186,148 

          
5-Year 

Average 
 179,219 38,356 5,765 223,340 26,098 197,242 

          
2024-25 1,235,034 181,885  38,356 5,765 226,006 26,098 199,908 
2029-30 1,253,752 184,641  38,356 5,765 228,763 26,098 202,664 
2034-35 1,274,134 187,643  38,356 5,765 231,765 26,098 205,666 
2039-40 1,292,099 190,289  38,356 5,765 234,410 26,098 208,312 
2044-45 1,309,992 192,924  38,356 5,765 237,045 26,098 210,947 

                
 

Notes:      
 

 
[1] See Table 4     

 
 

[2] Projected demands based on an average annual water use rate of approximately 0.15 AFY per capita which is about 135 
gallons per capita per day 

[3] Projected exports are based on average exports between fiscal years 2017-18 and 2021-22. 

[4] Based on average industrial demands between fiscal years 2017-18 and 2021-22; assumed to remain constant0 

[5] See Table 2 

 
 

Producers in the Main Basin obtain water supplies from groundwater extractions, 

surface water diversions, and direct deliveries of treated imported water.   As discussed 

in Appendix B, producers within the Main Basin have a share of the Operating Safe 

Yield of the Main Basin and can produce that amount of water without paying a 

Replacement Water Assessment.  A few producers, including ALW, are defined as 

“integrated producers” and have both groundwater and surface water rights 

(approximately 10,500 AFY) in addition to their share of the Operating Safe Yield and 

can produce those rights free of a Replacement Water Assessment. ALW’s surface 

water rights total 3,785 AF (through 363 AF from the City of Azusa  and 3,422 AF from 

Azusa Valley Water Company). Producers that extract a groundwater and/or surface 
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water amount greater than their allocated share are charged a Replacement Water 

Assessment, which is used to purchase untreated imported water for 

replacement/recharge into the Main Basin. Untreated imported water for 

replacement/recharge purposes is purchased from one of three municipal water districts 

overlying or partially overlying the Main Basin that provide imported water for 

groundwater replacement/recharge or for direct use (see Appendix B).  The three 

municipal water districts are USGVMWD, SGVMWD and TVMWD.  ALW is located 

within SGVMWD’s and USGVMWD’s service areas.  The management of the Main 

Basin and the large volume of groundwater in storage allow groundwater producers, 

including ALW, to produce groundwater even when Replacement Water is not available.  

Any requirement to purchase untreated imported water for replacement/recharge 

purposes can be met when such water is available in the future.  An additional 

discussion regarding the reliability of imported water supplies is provided in Section 2.3. 

Also discussed in Appendix B is the cyclic storage provision allowing producers, like 

ALW, to store supplemental water within the Main Basin for the purpose of supplying a 

future Replacement Water requirement. For example, ALW and other producers have 

added/deducted from cyclic storage accounts and as a result, have a total balance of 

approximately 64,399 AF in cyclic storage accounts as of June 2023 illustrating the 

effectiveness of this water resource program in meeting the Replacement Water 

requirements of water producers.   

 

The Replacement Water requirement in the Main Basin is determined by the Operating 

Safe Yield, production rights and Main Basin production.  The Operating Safe Yield in 

the Main Basin has averaged 150,000 AFY over the past five (5) years (FY 2017-18 

through FY 2021-22) plus the surface water rights are fixed at about 10,500 acre-feet 

for a total of about 160,500 acre-feet of water rights.  As shown in Table 6, over the past 

five (5) years (FY 2017-18 through FY 2021-22), the average water production from the 

Main Basin has been approximately 197,242, and the average Replacement Water 

requirements and Cyclic Storage deductions (total Basin over production) has been 

approximately 35,543 AFY.  

 

Based on the projected water demands (see Table 5) and the recent historical average 

water production of 197,242 AFY (during FY 2017-18 through FY 2021-2 as shown in 
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Table 6) in the Main Basin, the Replacement Water requirement can be projected for 

future years, assuming other sources of water supply remain at historical levels.  Other 

sources of water supply historically used in the San Gabriel Valley include direct 

delivery of approximately 25,225 AFY of treated MWD imported water (discussed 

below).  The projected FY 2024-25 total local water demands less direct delivery 

(199,908 AFY), as shown on Table 5, can be compared with the recent historical 

average local water production (197,242 AFY), as shown on Table 6, to determine the 

incremental additional Replacement Water requirement (2,666 AFY = 199,908 – 

197,242).  The total projected Replacement Water requirement is estimated to be the 

sum of the recent historical average Replacement Water requirement (including 

deductions from Producer Cyclic Storage) (35,543 AFY) and the incremental additional 

Replacement Water requirement (2,666 AFY by FY 2024-25). 

 
Table 6. Operation of Main San Gabriel Basin (AFY) 

Fiscal Year 
Total 

Production 
[1] 

Direct 
Deliveries      

[1]  

Replacement Water 
Requirements and 

Cyclic Storage 
Deductions [2] 

         
2017-18 209,500 20,766 40,368  

2018-19 190,156 24,954 37,233  

2019-20 192,584 26,335 35,966  

2020-21 207,822 24,413 35,685  

2021-22 186,148 34,023 28,461  

        
5-Year 

Average 197,242 26,098 35,543  

         
     
Notes:     
[1] See Table 2  
[2] Includes Replacement Water Requirements and deductions from Producer Cyclic Storage.  From Main 
San Gabriel Basin Annual Report for FY 2021-22 Appendix I 

 
 

For the purpose of this WSA, the adopted 2022-23 Operating Safe Yield of 150,000 

AFY (which was influenced by the decreasing water levels in the Main Basin due to the 

recent dry hydrologic cycle) was assumed to remain the same through 2045 and was 

used to determine potential future Replacement Water requirements.  The estimated 



 

16 
 

Replacement Water requirement (including deductions from producer cyclic storage 

accounts) in FY 2024-25 is estimated to be about 38,209 AFY (35,543 + 2,666).   

 
In addition to untreated supplemental replacement/recharge deliveries, treated imported 

water is available to Main Basin water producers as a direct delivery (see Table 2).  

Over the past five years, total direct deliveries of treated imported water have ranged 

from approximately 20,800 AFY to 34,000 AFY, with an average of approximately 

26,100 as shown in Table 6.  Demands for direct delivery water in the Main Basin 

previously increased (approximately 50,800 AF in 2003-04) due to groundwater 

contamination.   However, these demands have declined with the completion of large-

scale groundwater treatment facilities in 2005 and 2006.  

 
Based on the average total direct delivery of treated imported water of approximately 

26,100 AFY and the projected Replacement Water requirement of 38,209 AFY, the total 

current imported water demand is approximately 63,309 (26,100 + 38,209) AFY based 

on an Operating Safe Yield of 150,000 AFY.  Table 7 projects the total future imported 

water requirement, which includes replacement/cyclic and direct delivery (also includes 

Water Resource Development Assessment deliveries which are discussed in Section 

2.2.3) for producers in the Main Basin. Table 7 also provides the projected deliveries of 

advanced treated wastewater from the “Pure Water Southern California” program 

(discussed in Section 2.2.4) which offset up to 65,000 AFY of imported water deliveries 

to the Main Basin.  As a result, Table 7 shows that total imported water requirement 

would be reduced significantly by FY 2034-35. Because other sources of water supply, 

including groundwater imported from the Raymond Basin and groundwater recharge of 

local rainfall runoff, have been assumed to remain at historical levels, the increasing 

Main Basin water demands listed in Table 7 could potentially be met by the Pure Water 

Southern California program as well as untreated imported water for groundwater 

recharge. The reliability of imported water supplies is discussed further in Section 2.3. 
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Table 7. Projected Total Main San Gabriel Basin Imported Water Demands (AFY) 
 

Fiscal Year 2024-25 2029-30 2034-35 2039-40 2044-45 

OSY of 150,000 AFY           

Untreated Imported Water       
Replacement Water Requirement 

        and Cyclic Storage Deduction [1] 38,209 40,965 43,967 46,613 49,248 

RDA and/or Basin Augmentation [2] 35,000 35,000 35,000 35,000 35,000 
Sub Total 73,209 75,965 78,967 81,613 84,248 
        
Treated Imported Water [3] 26,098 26,098 26,098 26,098 26,098 
        
Total Imported Water Requirement 99,307 102,064 105,065 107,711 110,346 
        
Potential Deduction from Pure Water Project [4] 0 0 (65,000) (65,000) (65,000) 
            

      

Notes:      

[1] The total projected Replacement Water requirement is estimated to be the sum of the recent historical average Replacement Water 
requirement (including deductions from Producer Cyclic Storage) and the projected incremental additional Replacement Water 
requirement. 

[2] RDA and/or basin augmentation is anticipated to continue 

[3] Based on Table 6  
[4] See Section 2.1.4      

 
 

 

2.2.3  Supplemental Water Augmentation Program 
 

The Water Resource Development Assessment, or RDA, was developed by the Main 

San Gabriel Basin Watermaster to help manage the Main Basin water supplies under 

the perceived “worst case” hydrologic conditions, which was assumed to be two 

consecutive 5-year droughts, using the same hydrologic conditions as the recent FY 

2011-12 through 2015-16 severe drought.  Based upon ten (10) consecutive years of 

drought, the RDA Program is intended to purchase imported replenishment water (when 

available), for stormwater augmentation, to maintain the Baldwin Park Key Well (Key 

Well) elevation above 180 feet mean sea level by the end of the tenth year.  This Key 

Well elevation essentially ensures continued Main Basin water supply to the Main San 

Gabriel Basin Producers under a worst case, 10-year sustained drought.  The RDA 

Program has a current assessment of $175/AF on all FY 2022-23 and FY 2023-24 

I I I I I 

- - - --

- - - --
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production. The Main San Gabriel Watermaster will use the RDA funds to purchase 

untreated imported water to replenish the Main Basin for the “general benefit” of all 

Producers within the Main Basin. The RDA untreated imported water will supplement 

local stormwater replenishment, enhance overall Main Basin conditions, and have “no 

right of recovery” using a water right, by any Main Basin Producer.  Over the past 

several years, RDA deliveries have ranged from about 31,400 AFY to 41,300 AFY. It is 

anticipated the projected continued annual RDA deliveries will average about 35,000 

AFY, as shown in Table 7. 

 

2.2.4  Pure Water Southern California 
 

MWD is currently developing the Pure Water Southern California program to provide up 

to 150 million gallons per day (MGD) (approximately 168,000 AFY) of advanced treated 

wastewater from Los Angeles County Sanitation District’s (LACSD’s) Joint Water 

Pollution Control Plant in Carson, California (Carson Plant)3. The Pure Water Southern 

California program would deliver purified water from the Carson Plant through up to 60 

miles of transmission pipelines to groundwater basins within MWD’s service area, 

including the Main Basin (Santa Fe Spreading Grounds and the San Gabriel Canyon 

Spreading Grounds). Pursuant to an August 2022 presentation provided by MWD, the 

Pure Water Southern California program could potentially deliver up to 65,000 AFY to 

the Main Basin beginning in 2032 (see Table 7).  These deliveries would help restore 

water levels in the Main Basin and reduce the need for imported water.  

 
3 https://www.mwdh2o.com/building-local-supplies/pure-water-southern-california/  
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2.3  Imported Water Supplies 
 

As discussed in Section 2.2.2, the Main San Gabriel Basin Watermaster purchases 

untreated imported water from SGVMWD (from the California State Water Project 

(SWP)) and untreated imported water supplies from MWD through USGVMWD and 

TVMWD.  Further discussions of imported water supplies are provided in Sections 2.3.1 

through 2.3.3. 

 

2.3.1 SWP Water Reliability 
 

MWD contracts with the State of California, through the SWP, for the delivery of 

northern California water through the California Aqueduct. The SWP is a water storage 

and delivery system maintained and operated by DWR. The SWP is a statewide water 

conveyance system that diverts and stores water in Northern and Central California and 

conveys water (including through the Sacramento-San Joaquin Delta region) to 29 

water agencies throughout the State.  The SWP has delivered water since the 1960s 

through a network of aqueducts, pumping stations and reservoirs. In order for the SWP 

to increase deliveries to the maximum amount of contractual commitments to water, the 

SWP must expand its water conveyance facilities to divert greater flows from north of 

the Bay-Delta area into the California Aqueduct. MWD currently has a contractual ‘Table 

A’ amount of 1,911,500 AFY of SWP water (‘Table A’ represents the proportion of 

available SWP water allocated and delivered to each SWP contractor). The delivery 

reliability of SWP water is discussed below. 

 

 
The San Francisco Bay-Sacramento River Delta area (Bay-Delta) is a part of the SWP 

water delivery system.  The reliability of the Bay-Delta to deliver water may be impacted 

by potential risks associated with endangered species, earthquakes, levee failure, and 

climate change. In order to mitigate these potential risks, State and federal resources 

and environmental protection agencies and a broad range of stakeholders are involved 

in a multiyear planning process to develop programs to greatly improve the capacity and 

reliability of the SWP and the environmental conditions of the Bay-Delta, including 
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projects related to DWR’s SWP conveyance capacity, water quality, and operation of 

the SWP.   

 

The State of California enacted comprehensive legislation, including the Sacramento-

San Joaquin Delta Reform Act of 2009 (California Water Code Division 35) which 

provided for an independent state agency, the Delta Stewardship Council. Pursuant to 

that act, the Delta Stewardship Council developed a comprehensive management plan 

that provides more reliable water supply for California and protects and enhances the 

Delta ecosystem (through development and implementation of a Delta Plan).  The Delta 

Stewardship Council adopted a final Delta Plan in May 2013, which is the 

comprehensive long-term management plan for the Delta to improve statewide water 

supply reliability and to protect the Delta.  Subsequently its 14 regulatory policies were 

approved by the Office of Administrative Law and became effective with legally-

enforceable regulations on September 1, 2013. The Delta Plan was subject to legal 

challenges but has been upheld in the courts. The Delta Stewardship Council also 

adopted a Programmatic Environmental impact Report (PEIR) on the Delta Plan in May 

2013.  The PEIR evaluates the potential impact of the Delta Plan and identifies 

mitigation measures.  The Delta Plan was amended in February 2016, September 2016, 

April 2018, July 2019, and March 2020. The Delta Plan contains a set of 14 regulatory 

policies as well as 95 recommendations, which are non-regulatory but identify actions 

essential to increasing water supply reliability while protecting, restoring, and enhancing 

the Delta ecosystem. In May 2020, the Delta Stewardship Council authorized the 

Ecosystem Amendment for environmental review under CEQA.  As a result, a draft 

Program Environmental Impact Report (PEIR) was prepared and made available for 

public comment in September 2021. A June 2022 Final PEIR was prepared in response 

to comments received on the Draft PEIR. In June 2022, the Delta Stewardship Council 

certified the Final PEIR and adopted the Ecosystem Amendment. The Delta 

Stewardship Council also authorized staff to initiate rulemaking for new and revised 

Delta Plan policies and mitigation measures included in the Ecosystem Amendment and 

PEIR. The Delta Stewardship Council is also currently considering an amendment to 

Chapter 7 (Delta Levees Investment Strategy, or DLIS). The DLIS is a multiyear project 

to update the Delta Plan’s 2013 interim priorities for flood risk reduction and to guide the 

prioritization of Delta investments that reduce flood risk and better integrate Delta 
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levees with other Delta actions and statewide flood control.  The Delta Stewardship 

Council approved the DLIS priorities in 2018, however the amendment was rescinded in 

order to evaluate new levee geometry and hydraulic data. In August 2021, the Delta 

Stewardship Council directed staff to reinitiate the rulemaking process for DLIS. In 

August 2022, the Delta Stewardship Council approved an addendum to the 

Environmental Impact Report for the Delta Plan Amendment and began rulemaking with 

updated priorities. 

 

DWR’s “State Water Project Delivery Capability Report 2021” (2021 Report), dated 

September 2022, indicates that there is a 70 percent likelihood (72 percent in the 2019 

Final State Water Project Delivery Capability Report) that more than 2,000 thousand 

acre-feet per year (taf/year) of Table A water will be delivered under current conditions.  

The 2021 Report incorporated future impacts on water deliveries as a result of climate 

change and potential limited pumping of the SWP to protect salmon, smelt, and other 

species in the Sacramento-San Joaquin Delta and Central Valley areas, including 

operational restrictions of the biological opinions issued by the U.S. Fish and Wildlife 

Service (USFWS) in December 2008 and the National Marine Fisheries Service (NMFS) 

in June 2009 governing the SWP and Central Valley Project (a Federal water storage 

and conveyance facility) operations. In August 2016, the United States Bureau of 

Reclamation (USBR) and DWR requested reinitiating consultation with the USFWS and 

the NMFS on long-term operations of the Central Valley Project (CVP) and SWP due to 

new information and science on declining fish species populations. The USFWS and the 

NMFS released the “Biological Opinion for the Reinitiation of Consultation on the 

Coordinated Operations of the CVP and SWP”, dated October 2019, included proposed 

CVP and SWP operations plans. In February 2020, the USBR approved a Record of 

Decision regarding modifications to long-term operations of the CVP.  The USBR and 

DWR anticipate a new Biological Opinion for the CVP and SWP to be completed in 

2024. DWR will also be an applicant in the consultation and the California Department 

of Fish and Wildlife will facilitate the process of DWR updating their Incidental Take 

Permit for SWP operations. The 2021 Report also incorporated DWR operations as a 

result of the new Incidental Take Permit (ITP) issued by the California Department of 

Fish and Wildlife to DWR in March 2020.  The ITP covers fish species (including the 
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Delta smelt, Longfin smelt, winter-run Chinook salmon and spring-run Chinook salmon) 

which are subject to incidental take through long-term operation of the SWP.  

 

In April and May of 2019, Governor Gavin Newsom announced a new approach for 

Delta water conveyance through a single tunnel alternative (to improve delivery 

reliability) and released Executive Order 10-19 directing state agencies to assess new 

planning for the single tunnel project (Delta Conveyance Project). DWR subsequently 

withdrew all project approvals and permit applications for the previously proposed twin 

tunnels project under the California WaterFix and Bay Delta Conservation Plan (BDCP).  

DWR released a “Notice of Preparation of Environmental Impact Report for the Delta 

Conveyance Project” in January 2020 to start planning for the Delta Conveyance 

Project. DWR also released a scoping summary report in July 2020. In July 2022, DWR 

released a Draft Environmental Impact Report with a public review period from July 

2022 through October 2022 (extended through December 2022). DWR is in the process 

of reviewing and responding to substantive comments received on the Draft 

Environmental Impact Report. DWR plans to issue a Final Environmental Impact Report 

in late 2023. The proposed Delta Conveyance Project evaluates eight conveyance 

alternatives in addition to the proposed project consisting of the following new Delta 

facilities:  

 

• Two new 3,000 cfs intake facilities in the north Delta to divert water, for a total 

capacity of 6,000 cfs  

• One below ground tunnel to convey that water from the new intakes following the 

Eastern Alignment, ending at the existing Bethany Reservoir on the California 

Aqueduct  

• A new pumping plant that connects the tunnel directly to the Bethany Reservoir  

 

 

Following the USBR’s declaration of mandatory cutbacks to the Colorado River due to 

prolonged dry conditions in the Colorado River Watershed, MWD’s Board of Directors 

declared a Water Supply Alert on August 17, 2021, calling for consumers and 

businesses to voluntarily reduce their water use and help preserve the region’s storage 

reserves. In early 2021, the California Department of Water Resources reduced the 
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allocation of supplies delivered on the State Water Project from 10 percent to 5 percent 

which resulted in MWD receiving about a one-month supply. However, due to recent 

wet conditions, DWR recently increased the SWP allocation to 100 percent on April 20, 

2023. 

 

In April 2022, MWD executed an Emergency Water Conservation Program (EWCP) to 

adopt a framework to reduce non-essential water use and preserve available supply for 

the greatest public benefit in SWP-dependent areas, including USGVMWD.  As part of 

the EWCP, MWD sought SWP water offered by DWR for “human health and safety 

purposes” to reduce any potential water supply and demand gaps for its member 

agencies. MWD declared a Regional Drought Emergency in December 2022 and called 

upon water agencies to reduce imported water use. On March 14, 2023, after recent 

winter storms helped alleviate shortage conditions, MWD removed the emergency 

restrictions which limited outdoor watering to one day a week or required compliance 

with volumetric limits. Pursuant to Executive Order N-5-23 issued on March 24, 2023 by 

California Governor Newsom, the requirement for urban water supplies to implement 

Level 2 of their WSCPs was removed.  

 

MWD has been working on near and long term projects and programs to help alleviate 

the drought and impact on the SWP system. MWD is currently developing the Pure 

Water Southern California project to provide up to 150 MGD (approximately 168,000 

AFY) of advanced treated wastewater from LACSD’s Joint Water Pollution Control Plant 

in Carson, California (Carson Plant). The Pure Water Southern California project would 

deliver purified water from the Carson Plant through up to 60 miles of transmission 

pipelines to groundwater basins within MWD’s service area beginning in 2032.  These 

deliveries would help restore water levels in the Main Basin and reduce the need for 

imported water.  In September 2022, MWD announced it would be receiving $130 

million in State funding for water supply projects, including $80 million (received in July 

2023) for the Pure Water Southern California project.  In June 2023, MWD received $30 

million in grant funding from the State to implement a turf replacement program 

available to all of its member agencies. MWD will continue to explore additional 

engineering, infrastructure improvements, and storage programs to improve the 

resiliency and flexibility of its regional water-delivery system and achieve regional 
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reliability. MWD is also investing in drought-proof, climate change-resilient water 

supplies, including recycled water. 

 

 

2.3.2     Colorado River Water Reliability 
 

In addition to obtaining water from the SWP, MWD obtains water from the Colorado 

River. MWD owns and operates the Colorado River Aqueduct which conveys water 

from Lake Havasu on the Colorado River to water transmission pipelines and to Lake 

Matthews for storage.  MWD’s Colorado River water right includes a fourth and fifth 

priority under the 1931 Seven Party Agreement relating to California's share in the 

Colorado River water supply.  In 1964 a United States Supreme Court decree (Arizona 

v. California) limited California to 4.4 million AF per year from the Colorado River plus 

any available surplus water.  An amount of 550,000 AF was allotted to California under 

the fourth priority right and an amount of 662,000 AF was allotted to California under the 

fifth priority right.  MWD can receive water under the fifth priority right when the United 

States Secretary of the Interior determines that there is a surplus of water or if Arizona 

or Nevada does not use all of their allocated water.   

 

Under a 2007 agreement reached by the seven States of the Colorado River Basin, if 

Lake Mead’s level drops to 1,075 feet, an official shortage would be declared.  That 

declaration would trigger cuts in water deliveries to Arizona and Nevada.  During 2019, 

the seven States of the Colorado River Basin developed two drought contingency plans: 

the Upper Basin Drought Contingency Plan (Upper Basin DCP) and the Lower Basin 

Drought Contingency Plan (Lower Basin DCP).  The Upper Basin DCP is designed to: 

a) protect critical elevations at Lake Powell and help assure continued compliance with 

the 1922 Colorado River Compact, and b) authorize storage of conserved water in the 

Upper Basin that could help establish the foundation for a Demand Management 

Program that may be developed in the future.  The Lower Basin DCP is designed to: a) 

require Arizona, California and Nevada to contribute additional water to Lake Mead 

storage at predetermined elevations, and b) create additional flexibility to incentivize 

additional voluntary conservation of water to be stored in Lake Mead.   Under the Lower 
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Basin DCP, the state of California is required to make the following annual DCP 

contribution based on projected January 1st Lake Mead elevations: 

 

• Elevation above 1,040 feet and at or below 1,045 feet – 200,000 AF 

• Elevation above 1,035 feet and at or below 1,040 feet – 250,000 AF 

• Elevation above 1,030 feet and at or below 1,035 feet – 300,000 AF 

• Elevation at or below 1,030 feet – 350,000 AF 

 

On August 16, 2021, the USBR released the “Colorado River Basin August 2021 24-

Month Study” used to set annual operations for Lake Powell and Lake Mead. Based on 

the results of the Study, the USBR declared the first federal water shortage declaration 

for the Colorado River Basin In response to the continued drought conditions and the 

USBR declaration, MWD’s Board of Directors declared a Water Supply Alert on August 

17, 2021, calling for consumers and businesses to voluntarily reduce their water use 

and help preserve the region’s storage reserves. A Water Supply Alert is the third of 

four escalating conditions in MWD’s framework indicating the urgency of Southern 

California’s need to save water. The action calls for water agencies to reduce their 

water demand through public awareness campaigns and by adopting local measures 

including increased outdoor water use efficiency, prohibiting home car washing or filling 

of ornamental water features, and requiring that restaurants only serve water upon 

request. MWD’s declaration seeks to avoid the need for more severe actions, including 

moving to the fourth and final stage in MWD’s framework. In addition, while shortages in 

the Colorado River can potentially impact water supplies, MWD owns priority rights to 

the Colorado River and water supply will not be impacted in the immediate future.   

 

On April 11, 2013, the USBR released a draft Supplemental Environmental Impact 

Statement (SEIS) with three alternatives (one with no action) to modify guidelines for 

the operations of Glen Canyon Dam and Hoover Dam to address historic drought, 

historically low reservoirs, and low runoff conditions in the Colorado River Basin. 

However, the Department of the Interior temporarily withdrew the draft SEIS during May 

2023 so it could fully analyze the effects of the proposal under the National 

Environmental Quality Act. The USBR will publish an updated draft SEIS for public 

comment with an anticipated completion of the process later in 2023. The Department 
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of the Interior also announced in May 2023 that an agreement had been reached to 

reduce Colorado River water use (of at least 3 million acre-feet) over the next three 

years to prevent reservoirs from falling to critically low levels. In response, MWD 

indicated in May 2023 that the consensus alternative agreed to would produce needed 

short-term stability to the Colorado River system. In addition, MWD will continue to 

develop long-term, post-2026 solutions to the Colorado River. 

 

Historically, USGVMWD has purchased untreated Colorado River imported water 

supplies from MWD for groundwater replenishment of the Main Basin. However, in 

recent years, untreated Colorado River water has not been used for replenishment due 

to concerns with quagga mussels impacting distribution facilities and aquatic 

environments. MWD is currently working on a Quagga Mussel Control Plan in order to 

deliver untreated Colorado River water to the Main Basin.   

 

 

2.3.3     Metropolitan Water District of Southern California  
 

MWD provides approximately 95 percent of the total imported water supplies to the 

Main Basin for both replacement/recharge purposes and direct delivery. As discussed in 

Appendix B, imported water from MWD is provided through USGVMWD and TVMWD, 

which both deliver and sell water.  Untreated imported water can be spread and stored 

in the Main Basin for replacement/recharge.  Treated imported water can be delivered 

directly to retail water utilities in the Main Basin with available connections. 

 

MWD’s 2020 UWMP provides information regarding MWD’s water supply reliability and 

the ability to meet all projected water demands. MWD has indicated in its 2020 UWMP 

that, with the addition of all water supplies existing and planned, MWD would have the 

ability to meet all of its member agencies’ projected supplemental demand for the next 

twenty years, even during a repeat of the worst drought scenario.   

 

MWD’s 2020 UWMP concludes that MWD will have sufficient water available for 

anticipated water demands in its service area, including the San Gabriel Valley area, 

through the year 2045.  In addition, because the San Gabriel Valley primarily requires 
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Replacement Water from MWD and delivery of Replacement Water can be shifted from 

dry years (when water supplies may be limited) to wet years (of water surplus), the 

available information shows adequate Replacement Water will be available through the 

year 2045. 

 

Because of critically dry conditions in 2007 affecting MWD’s main water supply sources 

and Federal Court rulings protecting the Delta Smelt and other aquatic species in the 

Sacramento-San Joaquin River Delta, SWP water deliveries were reduced.  As a result, 

MWD adopted a Water Supply Allocation Plan (WSAP) in February 2008 to allocate 

available water supplies to its member agencies.  The WSAP establishes ten different 

shortage levels and a corresponding Allocation to each member agency. Although 

member agency water use is not restricted to the Allocation, additional charges would 

be assessed on water used above the total annual Allocation.  The WSAP provides a 

separate reduced Allocation to a member agency for its 1) Municipal and Industrial 

(M&I) retail demand and 2) replenishment demand.  The WSAP considers historical 

local water production, full service treated water deliveries, agricultural deliveries and 

water conservation efforts when calculating each member agency’s Allocation.   

 

In general, the WSAP process calculates total historical member agency demand.  That 

historical demand is then compared to member agency projected local supply for a 

specific Allocation year.  The balance required from MWD, less an Allocation reduction 

factor, is the member agency’s “Water Supply Allocation”.  When an MWD Member 

Agency (such as USGVMWD and TVMWD) reduces its local demand through 

conservation or other means, the portion of the Allocation which may be delivered as 

imported water increases.  The increased Allocation can be used for Full Service 

replenishment deliveries when an Allocation is in place. In response to a fourth 

consecutive year of below average rainfall and critically dry conditions, MWD declared a 

WSAP Allocation Level 3 for FY 2015-16, which represented a regional reduction of 15 

percent. MWD rescinded the WSAP for FY 2016-17 and has not reinstated the WSAP 

since that time. 

 
In addition, MWD prepared a 2020 Update of its Integrated Resources Plan to evaluate 

water supply availability considering the recent developments discussed elsewhere in 

---
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this WSA and provide a water resource strategy to meet future demands including 

anticipated groundwater replenishment demands.  

 

Tables 8, 9, and 10 show MWD’s projected total water supplies and demands through 

year 2045 for average, single dry, and multiple dry years, respectively.  MWD has 

sufficient water supplies to meet all of its member agencies projected supplemental 

demand for 2025 through 2045, even during multiple dry years. MWD’s greatest water 

demands, which occur during a multiple dry year, will decrease from approximately 

1,592,000, in 2025, to 1,564,000 AFY, in 2045.    
 
Table 8. MWD’s Projected “Average” Year Water Supplies and Demands (AFY) 
 

Forecast Year 2025 2030 2035 2040 2045 

           
Supplies (Current Programs) 3,899,000 3,893,000 3,890,000 3,888,000 3,885,000 

Demands 1,427,000 1,388,000 1,362,000 1,378,000 1,403,000 
Surplus 2,472,000 2,505,000 2,528,000 2,510,000 2,482,000 

Supplies (Proposed Programs) 13,000 13,000 13,000 13,000 13,000 
Potential Surplus 2,485,000 2,518,000 2,541,000 2,523,000 2,495,000 

            

      
Source: MWD'S 2020 UWMP, June 2021, Table 2-6     

 
 
 
Table 9. MWD’s Projected “Single Dry” Year Water Supplies and Demands (AFY) 
 

Forecast Year 2025 2030 2035 2040 2045 

           
Supplies (Current Programs) 2,772,000 2,761,000 2,760,000 2,760,000 2,757,000 

Demands 1,544,000 1,500,000 1,473,000 1,496,000 1,525,000 
Surplus 1,228,000 1,261,000 1,287,000 1,264,000 1,232,000 

Supplies (Proposed Programs) 0 0 0 0 0 
Potential Surplus 1,228,000 1,261,000 1,287,000 1,264,000 1,232,000 

            

      
Source: MWD'S 2020 UWMP, June 2021, Table 2-4     
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Table 10. MWD’s Projected “Multiple Dry” Year Water Supplies and Demands (AFY) 
 

Forecast Year 2025 2030 2035 2040 2045 

           
Supplies (Current Programs) 2,178,800 2,219,000 2,241,000 2,263,000 2,239,000 

Demands 1,592,000 1,570,000 1,537,000 1,539,000 1,564,000 
Surplus 586,800 649,000 704,000 724,000 675,000 

Supplies (Proposed Programs) 0 0 0 0 0 
Potential Surplus 586,800 649,000 704,000 724,000 675,000 

            

      
Source: MWD'S 2020 UWMP, June 2021, Table 2-5     

 
 

2.3.4     San Gabriel Valley Municipal Water District 
 

SGVMWD provides untreated imported SWP water supplies for replacement/recharge 

purposes to three (3) Main San Gabriel Basin producers (the Cities of Azusa, Alhambra, 

and Monterey Park).  SGVMWD holds a long-term contract with the DWR for SWP 

water.    SGVMWD currently has a contractual ‘Table A’ amount of 28,800 AFY of SWP 

water.  DWR determines the total amount of Table A water to be delivered on an annual 

basis).  According to Table 11, SGVMWD had a total average Replacement Water 

requirement of approximately 7,936 AFY, between FY 2002-03 to 2021-22, (which 

includes transfer of imported water that had been delivered into SGVMWD’s cyclic 

storage account for future replenishment demands and deductions from producer cyclic 

storage; and excludes fiscal years 2008-09 through 2011-12 due to drought, at which 

time SGVMWD delivered additional water to help the Main Basin).  Future increases in 

water demand for the Cities of Azusa, Alhambra, and Monterey Park will be met by 

increased groundwater pumping which will result in increased Replacement Water 

demands. The increased Replacement Water demands for the Cities of Azusa, 

Alhambra, and Monterey Park will be supplied to the Main San Gabriel Basin by 

SGVMWD.  Based on SGVMWD’s 2020 UWMP, the projected untreated imported water 

requirement from SGVMWD in 2045 is approximately 16,704 AF.  In addition, 

SGVMWD has an obligation to provide MWD with 5,000 AFY of SWP Table A water in 

exchange for MWD delivering treated imported water to the Sierra Madre Spreading 

Grounds to help the City of Sierra Madre’s wells.  
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Table 11. Historical Replacement Water Requirement by SGVMWD Producers (AFY) 
 

Fiscal Year Producer Cyclic 
Storage SGVMWD Total 

        
2002-03 5,949 673 6,621 
2003-04 8,870 501 9,371 
2004-05 9,905 0 9,905 
2005-06 3,434 574 4,008 
2006-07 3,670 0 3,670 
2007-08 5,403 789 6,192 
2008-09 19,527 1,887 21,413 
2009-10 11,300 14,656 25,956 
2010-11 0 24,636 24,636 
2011-12 7,500 16,269 23,769 
2012-13 2,049 2,734 4,783 
2013-14 6,915 803 7,717 
2014-15 962 9,607 10,569 
2015-16 2,334 4,423 6,757 
2016-17 2,247 4,650 6,897 
2017-18 0 9,971 9,971 
2018-19 0 10,188 10,188 
2019-20 0 11,069 11,069 
2020-21 2,971 8,811 11,782 
2021-22 0 7,476 7,476 

        
20 Year Average [1] 3,419 4,517 7,936 

    
Source:    Main San Gabriel Basin Watermaster Annual Reports.  
Notes:    
 [1] Excludes FY 2008-09 through 2011-12.  SGVMWD helped deliver additional water to help during the drought 

 
 

 

As discussed previously, DWR’s 2021 Report indicates that there is a 70 percent 

likelihood (72 percent in the 2019 Report) that more than 2,000 taf/year of Table A 

water will be delivered. Any requirement to purchase imported water for 

replacement/recharge purposes in the Main San Gabriel Basin can be met when such 

water is available.   Additional SWP ‘Article 21’ water (or water that SWP contractors 

may receive on a short-term basis, when available during wet months, in addition to 

their Table A water) may also be available during wet hydrologic periods on the SWP 

watershed. The large underground storage available in the Main San Gabriel Basin will 
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allow storage of surplus water, when available, to be used during years when SWP 

water is less available.  SGVMWD has historically used the cyclic storage provisions of 

the Main San Gabriel Basin Judgment (mentioned in Appendix B) to store supplemental 

water for future withdrawals, thereby reducing dependence on SWP water in any given 

year and increasing overall reliability.  This conjunctive use of SGVMWD’s SWP supply 

and Main San Gabriel Basin groundwater storage space provides a reliable 

Replacement Water supply. It is expected that such conjunctive use practices will also 

continue to ensure adequate Replacement Water supplies through 2045.  Furthermore, 

SGVMWD has the ability to use all SWP water available to it for replenishment. Given 

the periodic nature of water supplies in California, SGVMWD’s facilities and the Main 

San Gabriel Basin storage capacity will ensure that water budgets are balanced over 

the long term. SGVMWD has the ability to maximize replenishment of available water 

including surplus water during years when surplus water is available. 
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3.0 PROJECTED WATER DEMANDS 
 

3.1 ALW’s Projected Water Demands 
 

ALW will provide potable water supplies to the proposed Project. ALW’s 2020 UWMP 

was completed and adopted in June 2021 and includes water demand and supply 

projections for ALW’s service area over the next twenty years. Water demands 

projected in ALW’s 2020 UWMP were calculated based on average unit demand factors 

and were determined to be complaint with the urban per capita water use target 

developed per the Water Conservation Bill of 2009 (SB X7-7) and population projections 

within ALW’s service area.  Methodologies for calculating urban per capita water use 

were published by DWR in its February 2016 guidance document4.  The methodology 

applied to ALW included an urban per capita water use reduction of 20 percent by 2020 

(resulting in a water use target of less than 168 gallons per capita per day).   

 

 

3.1.1 The Brew Yard Project Water Demands 
 

The proposed Project includes the development of up to 3 million square feet (SF) of 

industrial, business park, warehouse, and/ distribution building space and up to 12,000 

SF of commercial space.  The Project Site Plan prepared by Kimley Horn (see Appendix 

A) indicates the Project will be located on a site of approximately 150 acres (on a 

Specific Plan site of approximately 225.73 acres).   

 

The water demand for the industrial warehouse and distribution buildings was estimated 

by multiplying the total size of the buildings (in SF) by a water demand factor derived 

from the June 2022 Supplement to the WSA (originally prepared in December 2021) for 

the proposed “Speedway Commerce Center II” project located in Fontana Water 

Company’s service area. The estimated water demand for the proposed Speedway 

Commerce Center II project (consisting of seven industrial warehouse and office 

 
4 California Department of Water Resources, Division of Statewide Integrated Water Management, Water 
Use and Efficiency Branch.  Methodologies for Calculating Baseline and Compliance Urban Per Capita 
Water Use.  February 2016. 
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buildings with a total building size of 1,275,240 SF) was based on a water demand 

factor of about 2,840 gallons per day per acre of building size for similarly sized 

industrial buildings within Fontana Water Company’s service area.  As a result, the 

estimated water demand for 3 million SF of industrial warehouse and distribution 

buildings is estimated at approximately 219 AFY (or 3,000,000 SF x (1 acre / 43,560 

SF) x 2,840 gpd per acre x (0.00112 AFY / 1 gpd)). 

 

The water demand for the commercial buildings was estimated by multiplying the total 

size of the buildings (in SF) by a water demand factor of 0.12 gallons per SF per day 

derived from the Los Angeles Department of Water and Power, "Water Supply 

Assessment for the Academy Square Project", 2015, and the Los Angeles Bureau of 

Engineering Permit Manuals, Sewer Generation Factors. As a result, the estimated 

water demand for 12,000 SF of commercial buildings is estimated at approximately 1.6 

AFY (or 12,000 SF x 0.12 gallons per SF per day x (365 days per year) x (1 AF per 

325,851.4 gallons)). 

 

The Project landscape irrigation demand was estimated using a water budget calculator 

from DWR.  The water budget calculator estimates the water use of a landscaped area 

based on the following components: 

 

• Reference Evapotranspiration (ETo) 

o Eto refers to the total amount of water lost through evaporation in the soil 

and transpiration of plants 

o The average Eto in the vicinity of the Project site is approximately 50.2 

inches per year5 

 

 

• Plant Factor (PF) 

o The PF is a factor (generally from 0 to 1) for each type of irrigated plant 

and is based on the water requirements for the plant 

o Plants with a lower PF (0 to 0.3) require less water than plants with a 

higher PF (0.7 to 1.0).  The PF for turf is approximately 0.76.  The PF for 
 

5 https://cimis.water.ca.org.gov/default.aspx 



 

34 
 

medium water use trees, shrubs and groundcover is approximately 0.5.   A 

PF of 0.6 has been estimated for the Project which is based on different 

landscaped areas consisting of turf, trees, shrubs and groundcover. 

 

• Irrigated Area (IA) 

o As discussed previously, the layout for the Project's landscaped areas is 

still under design, and the square footage for these areas has not yet been 

calculated. However, pursuant to the Los Angeles County Department of 

Regional Planning7, the minimum required amount of landscaping 

required for commercial projects is 10 percent of the entire project lot.  

Based on the Project site of approximately 150 acres (or 6,534,000 SF), 

the total landscaped area for the proposed Project has been estimated at 

approximately 653,400 SF. 

 

• Irrigation Efficiency (IE) 

o The IE is a factor (generally from 0 to 1) which represents irrigation 

efficiency. 

o Irrigation systems which are well designed and operated can have an 

efficiency range of 0.8 to 0.9. Irrigation systems which are poorly designed 

and operated may have efficiencies less than 0.58. An irrigation efficiency 

of 0.7 (representing rotor and standard drip irrigation) has been estimated 

for the Project. 

 

The estimated irrigation water demand at each potential site is then calculated based on 

the following formula: 

 

Irrigation Water Demand = (ETo) x (0.62) x ([PF x IA] / IE) 

 

 
6http://ucanr.edu/sites/UrbanHort/Water_Use_of_Turfgrass_and_Landscape_Plant_Materials/SLIDE__Si
mplified_Irrigation_Demand_Estimation/ 
7https://library.municode.com/ca/los_angeles_county/codes/code_of_ordinances?nodeId=TIT22PLZO_DI
V10COSTDI_CH22.308AVHECOSTDI_22.308.070ZOSPDEST  (for light manufacturing zones) 
8 “A Guide to Estimating Irrigation Water Needs of Landscape Plantings in California”, University of 
California Cooperative Extension California, DWR, August 2000 
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It should be noted 0.62 represents a factor used to convert units from “inches per year” 

to “gallons per square foot per year”.  The potential irrigation water demand is in units of 

“gallons per year”.  Based on the formula, the estimated irrigation water demand for the 

Project is approximately 17,443,122 gallons per year (or 50.2 inches x 0.62 x ([0.6 x 

653,400 SF] / 0.7)) or 53.5 AFY (or 17,443,122 gallons per year x (1 acre-foot / 325,851 

gallons)).  

 

The total estimated water demand for the Project, which includes water demands for the 

industrial warehouse and distribution buildings (219 AFY), commercial buildings (1.6 

AFY), and landscape irrigation water demands (53.5 AFY), is approximately 274.1 AFY. 

However, in order for ALW to provide 274.1 AFY to the Project site, ALW will need to 

produce water supplies which account for water losses within its water distribution 

system.  Pursuant to Water Loss Audits9 prepared by ALW (pursuant to the California 

Water Code), ALW’s water system losses have averaged approximately 14.6 percent 

from calendar year 2017 to calendar year 2021. Accounting for this average water loss, 

ALW would need to produce approximately 321 AFY of water in order to supply 274.1 

AFY to the Project site.  

 

ALW’s 2020 UWMP includes current and projected future water demands for its service 

area over the next 20 years.  It is anticipated that the Project will be completed in two 

separate phases.  Phase I (which includes construction of approximately 60 percent of 

the Project area is anticipated to be completed by 2028. The remaining Project areas 

(i.e. Phase II) are anticipated to be completed by 2035. The projected water demands of 

193 AFY by 2030 (or 60 percent of the total projected demand) and 321 AFY by 2035 

(or 100 percent of the total projected demand) for the proposed Project are incorporated 

as additional water demands to the existing and projected water demands presented in 

ALW’s adopted 2020 UWMP over a 20-year period and through FY 2044-45, as shown 

in Table 12.   

 

 
9 https://wuedata.water.ca.gov/awwa_plans  
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Table 12. ALW’s Projected Water Demand Estimates (AFY) 
 

Fiscal Year 2024-25 2029-30 2034-35 2039-40 2044-45 

            
Potable Water Demands 
(from ALW's 2020 UWMP) 18,552 18,853 19,160 19,472 19,788 

            
Additional Water Demands 
from Proposed Project 0 193 321 321 321 

            

Total ALW Projected 
Water Demands 
(with Proposed Project) 

18,552 19,046 19,481 19,793 20,109 
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4.0 COMPARISON OF FUTURE WATER DEMAND AND SUPPLY 
 

ALW’s water supply sources primarily include groundwater pumped from the Main San 

Gabriel Basin (Main Basin) and surface water diverted from the San Gabriel River. ALW 

owns adjudicated water rights (including Main Basin groundwater and San Gabriel River 

surface water rights) to the Main Basin. ALW owns and operates 11 active groundwater 

wells located within the Main Basin, with a total capacity of approximately 23,750 gpm 

(or about 34.2 MGD). ALW owns and operates the Canyon Filtration Plant (with a 

capacity of 10,100 AFY, or about 9 MGD) to treat San Gabriel River surface water. Over 

the past 20 years, ALW’s maximum annual production was approximately 28,347 AFY 

in FY 2006-07 (which is equal to only about 59 percent of ALW’s currently available 

groundwater well and surface water treatment capacity).  

 

As shown on Table 13, ALW’s projected water demands including the Project ranges 

from 18,552 AFY to 20,109 AFY from FY 2024-25 through FY 2044-45 during normal 

years.  The estimated projected average day water demand, including the Project, is 

calculated to range from about 16.6 MGD to about 18 MGD from FY 2024-25 through 

FY 2044-45.  Consequently, it is anticipated ALW will have sufficient groundwater 

capacity to meet its average day demands over the next 20 years.   

 

Tables 13 through 15 show ALW’s projected water demands, including the Project, and 

sources of water supply, under future normal, single dry, and multiple (five consecutive) 

dry year scenarios, from FY 2024-25 through FY 2044-45.  ALW has historically met its 

water demands with groundwater and surface water production. Even with ALW’s 

historically reliable water supply, ALW has included a Water Shortage Contingency Plan 

in its 2020 Urban Water Management Plan identifying actions to be taken to respond to 

severe or extended water shortages.  

 

ALW can increase production from the Main Basin in accordance with the Main San 

Gabriel Basin Judgment, even during periods of drought to meet its demands.  As 

described in Appendix B, groundwater pumping limitations have never been applied to 

groundwater producers with rights in the Main Basin.   
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Tables 13 through 15 show that the combined capacities from ALW’s primary sources of 

supply will provide sufficient water supply for ALW’s projected water demand, including 

the Project, under all conditions, over the next 20 years.  
 
 
Table 13. ALW Projected Water Supplies in Normal Years (AFY) 

 
Fiscal Year 2024-25 2029-30 2034-35 2039-40 2044-45 

ALW Projected Water Demands 
(without Proposed Project) [1] 18,552 18,853 19,160 19,472 19,788 

Project Water Demands [2] 0 193 321 321 321 

Total ALW Projected Water 
Demands 

(with Proposed Project) 
18,552 19,046 19,481 19,793 20,109 

Water 
Supplies 

[3] 

Main Basin 
Groundwater 13,594 14,088 14,523 14,835 15,151 

Surface Water 
(San Gabriel River) 4,958 4,958 4,958 4,958 4,958 

Total 18,552 19,046 19,481 19,793 20,109 

Difference 0 0 0 0 0 
       

Notes:       
[1] From Table 7-2 of ALW's 2020 UWMP 

[2] From Table 12 

[3] Pursuant to Table 6-9 from ALW's 2020 UWMP, ALW's total available water supplies are projected at 38,450 AFY 
(including 24,350 AFY from the Main Basin, 10,100 AFY from the San Gabriel River, and 4,000 AFY from imported water 
purchases).  The projected surface supplies presented in the above table are based on average San Gabriel River production 
over the past 20 years presented in Table 1.  The projected Main Basin groundwater supplies presented in the above table 
are based on the water quantities required to meet ALW's remaining water demands (including with the proposed Project).  

 
 
 
 

I I I I 
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Table 14. Comparison of ALW’s FY 2024-25 Water Supply and Demand in Normal, Single Dry, 
and Multiple Dry Years (AFY)  

 

Demand and Supply Normal 
Year 

Single 
Dry Year 

[3] 

Multiple Dry Years [3] 

Dry 
Year 1 

Dry 
Year 2 

Dry 
Year 3 

Dry 
Year 4 

Dry 
Year 5 

 

ALW Projected Water Demands 
(without Proposed Project) [1] 18,552 19,715 19,978 21,252 21,230 20,154 17,559  

Project Water Demands [2] 0 0 0 0 0 0 0  

Total ALW Projected Water 
Demands 

(with Proposed Project) 
18,552 19,715 19,978 21,252 21,230 20,154 17,559  

Water 
Supplies 

[4] 

Main Basin 
Groundwater 13,594 13,756 14,928 16,202 16,180 15,104 12,509  

Surface Water 
(San Gabriel River) 4,958 5,959 5,050 5,050 5,050 5,050 5,050  

Total 18,552 19,715 19,978 21,252 21,230 20,154 17,559  

Difference 0 0 0 0 0 0 0  

          
Notes:          
[1] From Tables 7-2, 7-3, and 7-4 of ALW's 2020 UWMP  
[2] From Table 12  
[3] Project demands during Single Dry Year and Multiple Dry Year projections are based on percentage of the Dry Year Demand compared 
to the Total Normal Year Demand multiplied by the Normal Demand (from Table 6-2 of ALW's 2020 UWMP) 

 

[4] Pursuant to Table 7-4, from ALW's 2020 UWMP, ALW's total available water supplies in 2025 are projected to be at least 23,447 AFY .  
The projected surface supplies presented in the above table are based on 59% availability (based on total treatment plant capacity) during 
single dry years and 50% availability during multiple dry year scenarios as indicated in Table 6-3 of ALW's 2020 UWMP.  The projected Main 
Basin groundwater supplies presented in the above table are based on the water quantities required to meet ALW's remaining water 
demands (including with the proposed Project).  
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Table 15. Comparison of ALW’s FY 2044-45 Water Supply and Demand in Normal, Single Dry, 
and Multiple Dry Years (AFY) 

 

Demand and Supply Normal 
Year 

Single 
Dry Year 

[3] 

Multiple Dry Years [3] 

Dry 
Year 1 

Dry 
Year 2 

Dry 
Year 3 

Dry 
Year 4 

Dry 
Year 5 

 

ALW Projected Water Demands 
(without Proposed Project) [1] 19,788 21,029 21,309 22,669 22,645 21,497 18,729  

Project Water Demands [2] 321 340 350 372 369 350 305  

Total ALW Projected Water 
Demands 

(with Proposed Project) [1] 
20,109 21,369 21,659 23,041 23,014 21,847 19,034  

Water 
Supplies 

[4] 

Main Basin 
Groundwater 15,151 15,410 16,609 17,991 17,964 16,797 13,984  

Surface Water 
(San Gabriel River) 4,958 5,959 5,050 5,050 5,050 5,050 5,050  

Total 20,109 21,369 21,659 23,041 23,014 21,847 19,034  

Difference 0 0 0 0 0 0 0  

          
Notes:          
[1] From Tables 7-2, 7-3, and 7-4 of ALW's 2020 UWMP  
[2] From Table 12  

[3] Project demands during Single Dry Year and Multiple Dry Year projections are based on percentage of the Dry Year Demand compared 
to the Total Normal Year Demand multiplied by the Normal Demand (from Table 6-2 of ALW's 2020 UWMP) 

 

[4] Pursuant to Table 7-4, from ALW's 2020 UWMP, ALW's total available water supplies in 2045 are projected to be at least 23,447 AFY .  
The projected surface supplies presented in the above table are based on 59% availability (based on total treatment plant capacity) during 
single dry years and 50% availability during multiple dry year scenarios as indicated in Table 6-3 of ALW's 2020 UWMP.  The projected 
Main Basin groundwater supplies presented in the above table are based on the water quantities required to meet ALW's remaining water 
demands (including with the proposed Project).  

 

 
 
 

In addition to ALW’s groundwater and surface water production from the Main Basin, 

ALW can purchase untreated water from SGVMWD (delivered through SGVMWD’s 

Devil Canyon-Azusa Pipeline) for treatment at the Canyon Filtration Plant.  ALW can 

also purchase treated imported water from MWD through USGVMWD (through its 3,300 

gpm capacity USG-8 connection). ALW also has the ability to obtain supplemental water 

supplies from its Main Basin cyclic storage account to fulfil Replacement Water 
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obligations.  Under the Main San Gabriel Basin Judgment, cyclic storage provisions 

allow producers, including ALW, to store supplemental water within the Main Basin for 

the purpose of supplying Replacement Water.   

 

As presented in Section 2 and Appendix B, active and effective groundwater 

management enables water producers in the Main Basin to historically meet water 

demands, including during single and multiple dry years. Based on the demonstrated 

reliability of water resources available to ALW, including ALW’s access to the Main 

Basin water supplies (including imported Replacement Water), ALW has sufficient and 

reliable water supplies to meet its future demands, with the proposed Project from FY 

2024-25 to 2044-45, including during single and multiple dry years (five-consecutive dry 

years). 
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Conceptual Site Plan 
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APPENDIX B 
 

Main San Gabriel Basin - 
Groundwater Basin Description  

 



Location of the Main San Gabriel Basin 
 

 
 

The San Gabriel Valley is located in southeastern Los Angeles County and is bounded 

on the north by the San Gabriel Mountains, on the west by the San Rafael and Merced 

Hills, on the south by the Puente Hills and the San Jose Hills, and on the east by a low 

divide between the San Gabriel River system and Upper Santa Ana River system.  The 

San Gabriel River, and its distributary, the Rio Hondo, drain an area of about 490 

square miles upstream of Whittier Narrows.  Whittier Narrows is a low gap between the 

Merced and Puente Hills, just northwest of the City of Whittier, through which the San 

Gabriel River and the Rio Hondo flow to the coastal plain of Los Angeles County. 

Whittier Narrows is a natural topographic divide and a subsurface restriction to the 

movement of ground water between the Main San Gabriel Basin and the Coastal Plain. 

Of the approximate 490 square miles of drainage area upstream of Whittier Narrows, 

about 167 square miles are valley lands and about 323 square miles are mountains and 

foothills. 

 
 

The Main San Gabriel Basin (Basin) includes essentially the entire valley floor of San 

Gabriel Valley with the exception of the Raymond Basin and Puente Basin.  The 

boundaries of the Basin are the Raymond Basin on the northwest, the base of the 

San Gabriel Mountains on the north, the groundwater divide between San Dimas and La 

Verne and the lower boundary of the Puente Basin on the east, and Whittier Narrows on 

the southwest. 

 
 

The Basin is a large groundwater basin replenished by stream runoff from the adjacent 

mountains and hills, by rainfall directly on the surface of the valley floor, subsurface 

inflow from Raymond Basin and Puente Basin, and by return flow from water applied for 

overlying uses.  Additionally, the Basin is replenished with imported water.  The Basin 

serves as a natural storage reservoir, transmission system and filtering medium for 

wells constructed therein. 

 
 

There are three municipal water districts overlying and partially overlying the Basin. 

The three districts are Upper San Gabriel Valley Municipal Water District (USGVMWD), 



San Gabriel Valley Municipal Water District (SGVMWD) and Three Valleys Municipal 
 

Water District (TVMWD).  
 
 
 
 
 

Sources of Water Supply to Producers 
 

 
 

Water producers within the Basin obtain their water supplies from a combination of 

groundwater production, diversion of surface runoff from the San Gabriel River system 

and/or purchase of imported water.  The following sections identify and describe the 

various water resources available to producers. 
 
 

The Main San Gabriel Basin Judgment1  (Judgment) was entered on January 4, 1973.  

The Judgment is administered by a nine-member Court-appointed board -- six 

members are nominated by water producers in the Basin and three are public members 

with two nominated by water producers in the Basin and three are public members 

with two nominated by USGVMWD and one by SGVMWD.  The board is called the 

Main San Gabriel Basin Watermaster (Watermaster).  The Watermaster files a report 

on Basin operations with the Court.  The Watermaster operates on a fiscal year basis, 

July 1 to June 30.  Selected provisions of the Basin Judgment are summarized below. 

 

The adjudication included the relevant watershed of the Basin because surface water 

diversions from tributary streams affect the safe yield of the Basin.   The rights 

adjudicated include:  (1) Prescriptive Pumping Rights (groundwater only); (2) Base 

Annual Diversion Rights for surface diversions by those parties who do not also own 

prescriptive pumping rights; (3) Integrated Production Rights for those producers who 

hold both Diversion Rights and Prescriptive Pumping Rights enabling the designation of 

any portion of the annual combined production as surface diversion or groundwater 

production;   (4)   Special   Category   Rights,   for   storage   of   water   in   Morris   and 
 
 
 

1Upper San Gabriel Valley Municipal Water District v. City of Alhambra, et al., Case No. 924128, Los 
Angeles County. 



Puddingstone  Reservoirs;  (5)  Non-Consumptive  Use  Rights  mainly  for  temporary 

storage of storm flows and for water spreading operations; and (6) Overlying 

Consumptive Use Rights. 

 
 

Each  producer  must  report  water  production  to  Watermaster  at  the  end  of  each 

calendar quarter.  All production is metered.  Watermaster tests meters at least once 

every two years. 

 
 
 
 

Groundwater 
 

 
 

The prescriptive pumping rights in the Basin were adjudicated on the basis of mutual 

prescription resulting in a specific quantity, in acre-feet, for each producer.  Such rights 

were then converted to a pumper’s share, expressed in percent of the aggregate of all 

prescriptive rights.  Each year the producer is allowed to extract, free of Replacement 

Water assessment, the proportional share (pumper’s share) of the Operating Safe Yield. 

Any producer can extract all the water required for beneficial use.  If the extraction is 

less than the producer’s pumper’s share, the unused portion of the right in a given fiscal 

year may be carried over for one fiscal year.  The first water produced in the succeeding 

fiscal year is deemed to be such carried over right.   The portion of such extraction, 

which exceeds the sum of the producer’s share of Operating Safe Yield, or any carry 

over rights or leased water rights, is assessed at a rate (Replacement Water 

assessment), which will purchase one acre-foot of Supplemental Water for each acre- 

foot of excess production. 

 
 

Operating Safe Yield is the annual quantity of groundwater, which can be produced 

from the Basin without obligation for replacement with supplemental water (imported 

water).  The quantity of adjudicated water rights of each producer is used to determine 

each producer’s share of the Operating Safe Yield each year. 

 
 

In May of each year Watermaster establishes the Operating Safe Yield for the ensuing 

fiscal year.   This is done on the basis of, among other things, groundwater storage 



conditions, seasonal rainfall and local water recharge, and water stored in local surface 

reservoirs.   In order to provide sufficient storage capacity in the Basin to capture as 

much of the local water as practicable, the Amended Judgment provides that 

supplemental water will be spread, insofar as practicable, to maintain that elevation 

above 200 feet. 

 
 

If Basin storage is low, as indicated by the Key Well elevation, Operating Safe Yield is 

usually lowered so that more Replacement Water can be purchased to increase Basin 

storage.  If Basin storage is relatively high, Operating Safe Yield is usually increased so 

that Replacement Water is reduced and Basin storage will be beneficially used. 

 
 

The total fresh water storage capacity of the Basin is estimated to be about 8.7 million 

acre-feet.  Of that, only the top 125 feet of storage, or about 1,000,000 acre-feet is 

considered to have been used in historic Basin operations.  The change in groundwater 

elevation at the Baldwin Park Key Well (Key Well) is representative of changes in 

groundwater storage in the Basin.  One foot of elevation change at the Key Well is 

roughly the equivalent of about 8,000 acre-feet of storage.  The historic high 

groundwater elevation was recorded at approximately 329 feet in April 1916, while the 

historic low was recorded in November 2018 at approximately 169 feet.  The Key Well 

hydrograph shown on Figure 1 (Annual Report) illustrates the cyclic nature of basin 

recharge and depletion.  The hydrograph also illustrates the dramatic recharge 

capability of the Basin during wet periods. 

 
 

Figure  1  graphically  shows  that since  the  adjudication,  water  was  withdrawn  from 

storage in the Main Basin between 1969 and 1977, and again between 1983 and 1991. 

Each time the Basin was rapidly recharged by above-average rainfall and recharge of 

storm water runoff. 

 
 

The  historic  production  from  the  Basin,  including  surface  diversions,  which  are 

described below, along with water levels at the Key Well and Operating Safe Yield are 

shown on Table A.  The historic low water level, prior to August 2022, was recorded 



 

TABLE A

ANNUAL OPERATING SAFE YIELD,
PRODUCTION RIGHTS, WATER PRODUCTION
AND REPLACEMENT WATER REQUIREMENTS

(ACRE-FEET)

MEASURED CARRY OVER
KEY WELL RIGHTS FROM LOST REPLACEMENT PRODUCER

FISCAL ELEVATION OPERATING PREVIOUS CARRY OVER PRODUCTION WATER WATER CYCLIC
YEAR (FEET) 1/ SAFE YIELD YEAR RIGHTS RIGHTS PRODUCTION REQUIREMENT STORAGE TOTAL

1973-74 238.4 226,800 -- -- 238,132.94 235,460.40 14,518.98 0.00 14,518.98
1974-75 234.8 210,000 17,191.52 203.36 237,913.46 225,221.86 8,421.93 0.00 8,421.93
1975-76 221.1 200,000 20,908.91 131.06 231,391.95 242,246.36 24,744.88 0.00 24,744.88
1976-77 211.4 150,000 13,759.41 861.12 174,193.45 210,340.40 48,650.71 0.00 48,650.71
1977-78 270.4 150,000 9,980.67 1,198.54 170,473.30 195,275.53 36,818.25 0.00 36,818.25
1978-79 266.6 170,000 8,950.43 78.11 189,439.67 214,919.54 34,404.83 0.00 34,404.83
1979-80 282.4 220,000 6,745.88 81.54 237,226.13 223,088.89 9,896.39 0.00 9,896.39
1980-81 252.4 230,000 21,960.87 202.89 262,445.19 230,832.31 5,477.08 0.00 5,477.08
1981-82 245.5 210,000 35,642.01 380.30 255,281.37 220,391.54 10,582.35 0.00 10,582.35
1982-83 292.7 200,000 43,261.87 304.02 253,049.93 209,949.43 3,293.23 0.00 3,293.23
1983-84 267.1 230,000 45,378.26 80.10 287,394.98 236,679.19 2,151.85 1,573.60 3,725.45
1984-85 245.8 210,000 51,594.26 344.48 272,050.11 242,439.63 12,475.69 0.00 12,475.69
1985-86 250.8 190,000 40,395.40 198.50 240,319.81 246,223.58 33,774.82 0.00 34,774.82
1986-87 236.5 200,000 25,403.49 106.93 235,923.93 253,633.02 41,828.86 0.00 41,828.86
1987-88 224.0 190,000 22,457.73 143.63 222,985.31 248,101.54 51,989.89 0.00 51,989.89
1988-89 219.8 180,000 21,710.19 61.61 214,810.57 253,694.47 59,384.99 0.00 59,384.99
1989-90 206.5 180,000 19,741.33 282.28 210,268.35 252,135.76 62,582.49 0.00 62,582.49
1990-91 200.3 170,000 17,837.99 387.33 199,467.55 232,091.44 41,232.39 13,112.70 54,345.09
1991-92 236.9 140,000 18,796.02 345.83 169,575.74 221,476.83 31,214.19 35,916.90 67,131.09
1992-93 267.8 180,000 13,478.79 189.05 204,009.40 236,677.04 15,858.66 50,031.39 65,890.05
1993-94 248.8 220,000 31,718.29 462.81 262,029.85 243,616.55 8,915.59 25,422.42 34,338.01
1994-95 269.0 200,000 50,290.41 1,065.79 260,802.71 243,479.39 30,194.77 0.00 30,194.77
1995-96 248.9 220,000 44,262.41 737.28 274,608.47 268,950.50 32,526.05 0.00 32,526.05
1996-97 241.3 210,000 35,484.68 863.84 256,011.19 279,481.35 55,236.24 0.00 55,236.24
1997-98 267.8 220,000 28,965.55 704.70 263,725.27 253,921.28 26,362.42 4,331.64 30,694.06
1998-99 244.8 230,000 34,016.10 124.28 277,282.73 265,151.97 30,499.32 2,859.66 33,358.98
1999-00 228.5 220,000 40,633.83 592.51 274,824.14 278,687.14 39,749.83 3,663.84 43,625.83
2000-01 220.1 220,000 33,774.80 570.83 267,126.29 270,919.13 38,317.35 2,825.02 41,142.37
2001-02 208.7 210,000 32,015.15 532.59 258,992.70 264,328.17 40,773.50 6,450.10 47,223.60
2002-03 204.1 190,000 32,833.12 159.50 240,450.90 237,490.86 38,519.29 5,948.75 44,468.04
2003-04 204.2 170,000 38,370.38 79.24 224,691.75 252,811.50 51,416.73 8,870.23 60,286.96
2004-05 248.4 170,000 24,549.23 53.76 219,049.64 247,187.00 41,043.83 18,736.93 59,780.76
2005-06 249.7 240,000 17,402.45 156.28 268,418.02 259,807.52 12,065.12 6,908.92 18,974.04
2006-07 220.5 240,000 27,862.73 90.80 278,386.20 284,328.04 20,048.99 7,309.89 27,356.53
2007-08 202.7 210,000 29,374.42 182.17 249,433.95 258,167.00 28,777.98 9,157.53 37,935.51
2008-09 195.6  180,000 33,902.42 778.21 224,028.56  250,102.62 26,473.24 30,239.02 56,712.26
2009-10 204.2 170,000 28,729.17 236.31 210,117.25 237,846.31 35,129.38 14,929.92 50,059.30
2010-11 233.5  170,000 20,695.69 167.70 201,220.31  227,657.15 33,084.38 15,382.66 48,467.04
2011-12 226.4 210,000 21,657.47 166.96 242,181.86 237,028.57 19,685.04 20,704.45 40,389.49
2012-13 202.8 200,000 44,143.15 268.13 254,314.47 242,913.84 5,972.15 23,673.25 29,645.40
2013-14 187.8 180,000 42,864.86 377.39 233,389.45 240,552.41 3,779.32 36,325.98 40,105.30
2014-15 177.5 150,000 36,753.33 419.84 197,280.18 208,339.16 12,319.13 33,508.84 45,827.97
2015-16 174.0 150,000 35,226.32 284.47 195,752.95 182,826.49 6,909.20 19,510.99 26,420.19
2016-17 179.4 150,000 39,299.44 285.56 199,994.06 197,243.28 7,526.21 24,009.59 31,535.80
2017-18 178.5  150,000 34,893.57 144.60 195,420.20  209,499.70  12,520.95 27,409.98 39,930.93
2018-19 196.9 150,000 28,810.62 298.63 189,434.81 190,156.12 10,747.45 24,101.15 34,848.60
2019-20 203.1  150,000 34,603.48 640.76 194,608.18  192,583.66  12,911.67 21,913.85 34,825.52
2020-21 191.3 150,000 36,743.32 176.41 197,339.52 207,821.52 10,776.45 23,887.81 34,664.26
2021-22 184.6 2/ 150,000 25,117.46 -- 185,600 3/ 180,000 4/ -- -- --

10-YEAR AVERAGE: -- 164,000 -- -- -- 210,896 -- -- --
15-YEAR AVERAGE -- 174,000 33,037.33  301.20  217,526.80  224,471.06 16,444.10  22,137.66  38,581.61
48-YEAR AVERAGE -- 190,975 29,682.37  344.72  231,609.77  236,745.35 25,866.33  10,806.60  36,698.14

   

1/  End of Fiscal Year, July to June
2/  As of April 29, 2022
3/  Estimated value including Carry-over Rights and Diversion Rights
4/  Estimated value
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in November 2018 at 169.4 feet.  Although Watermaster reduced the Operating Safe 

Yield for fiscal year 2016-17 to 150,000 acre-feet (currently 150,000 acre-feet for fiscal 

year 2022-23), it was estimated that approximately 7.3 million AF of groundwater 

remained in storage.  In addition, there was no limit on the quantity of water that 

could be pumped from the Basin. 

 
 

Under the Judgment there are three basic annual assessments levied on water 

production.  These assessments are:  (1) an Administration Assessment, levied on all 

water production to pay for the administration of the Judgment; (2) a Make-up Water 

Assessment, levied on all water production which does not bare a Replacement Water 

Assessment,  to  pay  the  cost  of  the  Make-up  Obligation  under  the  Long  Beach 

Judgment; and (3) a Replacement Water Assessment, levied on all water produced in 

excess of each producer’s share of the operating safe yield and other rights he may 

have.   Replacement water assessments are used to purchase supplemental water to 

replace the excess water produced.  In addition, since fiscal year 1989-90, a special 

administration  assessment  has  been  levied  to  assist  the  City  of  Alhambra  with 

provisions of the Cooperative Water Exchange Agreement. 

 
 

The ownership or use of any adjudicated water right may be transferred, assigned, 

licensed or leased by the owner to other parties to the Judgment after appropriate 

notice to and approval by Watermaster.  There are occasional sales of water rights. 

Leasing of water rights occurs frequently. 

 
 

Another  unique  feature  of  the  Judgment  is  a  provision  allowing  cyclic  storage  of 

imported  water  in  the  Basin.  The Watermaster may enter into cyclic storage 

agreements whereby supplemental water may be stored in the Basin for subsequent 

recovery by the storing entity as supplemental water.  Any party may submit an 

application to Watermaster for a cyclic storage agreement as noted in Section 26 of the 

Watermaster’s Rules and Regulations.  When reviewing such applications, the 

Watermaster will consider the operation of the Basin under the physical solution 

provisions of the Main Basin Judgment.  In general, Watermaster should consider 

available storage capacity in the Basin to mitigate the potential loss of local water due to 



cyclic storage of supplemental water. Also, Watermaster should consider the cumulative 

impact of all cyclic storage accounts in the Basin. 

 
 

Water stored under cyclic storage agreements can be utilized only for the purpose of 

supplying replacement water when requested by Watermaster.  Such stored water is 

assumed to float on top of the native water in the Basin.  Any loss of stored water either 

directly or indirectly is deemed first to be water from the cyclic storage accounts.  To 

date, there has been no such loss of cyclic stored water. 

 
 
 
 

San Gabriel River 
 

 
 

Some parties to the Judgment elected to be treated as integrated producers.  Integrated 

production rights are comprised of (1) a fixed diversion component based upon historic 

diversions for direct use; and (2) a prescriptive pumping right component based upon 

pumping during the period 1953 through 1967 that may vary annually with the Operating 

Safe Yield.  The gross quantity of the total integrated production right in any fiscal year 

may be exercised at the sole discretion of each integrated producer by either diversion 

of surface water or pumping groundwater or any combination thereof.  As is the case 

with prescriptive pumping rights, the prescriptive pumping component and the 

corresponding pumper’s share is affected by the annual determination of Operating 

Safe Yield. 

 
 

Just as with groundwater, there is no institutional limit on the quantity of San Gabriel 

River water that can be diverted for use.  Whenever an integrated producer exceeds its 

total water rights it will be levied a Replacement Water assessment, along with other 

applicable assessments, similar to groundwater pumpers. 



Groundwater Recharge 
 

 
 

The Main San Gabriel Basin has a fresh water storage capacity of about 8.7 million acre-

feet, of which the top 125 feet of storage, or about 1,000,000 acre-feet has been used for historic 

Basin operations.  Local runoff is stored in a series of reservoirs operated by the Los Angeles 

County Department of Public Works and diverted into spreading grounds to replenish the 

groundwater supply.   Figure 1 indicates that groundwater recharge occurs almost every year 

and is exhibited as increasing water levels.  High rainfall years can be identified on Figure 1 as 

increases in the groundwater level of 30 feet or more in one year. 

 
 

In addition to groundwater replenishment with local storm runoff, the Watermaster maintains 

records of each producer’s water rights and annual production.   Although there is no limit on 

the quantity of water that may be produced, production in excess of a water right is subject to a 

Replacement Water assessment.  Watermaster uses funds collected from producers’ 

overproduction to purchase imported water from municipal water districts.  USGVMWD and 

TVMWD obtain their water from MWD.  SGVMWD has its own contract for SWP water.  

Watermaster coordinates purchase and delivery of imported water to replenish the ground water 

basin, thus offsetting the producers’ overproduction and making the Basin whole.  

 

  



 

FIGURE 1   HYDROGRAPH OF BALDWIN PARK 
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