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Annual — — — — — — — — — — — — — — — — —

Total — — — — — — — — — — — — — — — — —

4.9.2. Mitigated

Criteria Pollutants (lb/day for daily, ton/yr for annual) and GHGs (lb/day for daily, MT/yr for annual)
Equipme
nt
Type

ROG NOx CO SO2 PM10E PM10D PM10T PM2.5E PM2.5D PM2.5T BCO2 NBCO2 CO2T CH4 N2O R CO2e

Daily,
Summer
(Max)

— — — — — — — — — — — — — — — — —

Total — — — — — — — — — — — — — — — — —

Daily,
Winter
(Max)

— — — — — — — — — — — — — — — — —

Total — — — — — — — — — — — — — — — — —

Annual — — — — — — — — — — — — — — — — —

Total — — — — — — — — — — — — — — — — —

4.10. Soil Carbon Accumulation By Vegetation Type

4.10.1. Soil Carbon Accumulation By Vegetation Type - Unmitigated

Criteria Pollutants (lb/day for daily, ton/yr for annual) and GHGs (lb/day for daily, MT/yr for annual)
Vegetatio
n

ROG NOx CO SO2 PM10E PM10D PM10T PM2.5E PM2.5D PM2.5T BCO2 NBCO2 CO2T CH4 N2O R CO2e

Daily,
Summer
(Max)

— — — — — — — — — — — — — — — — —

Total — — — — — — — — — — — — — — — — —
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—————————————————Daily,
Winter
(Max)

Total — — — — — — — — — — — — — — — — —

Annual — — — — — — — — — — — — — — — — —

Total — — — — — — — — — — — — — — — — —

4.10.2. Above and Belowground Carbon Accumulation by Land Use Type - Unmitigated

Criteria Pollutants (lb/day for daily, ton/yr for annual) and GHGs (lb/day for daily, MT/yr for annual)
Land Use ROG NOx CO SO2 PM10E PM10D PM10T PM2.5E PM2.5D PM2.5T BCO2 NBCO2 CO2T CH4 N2O R CO2e

Daily,
Summer
(Max)

— — — — — — — — — — — — — — — — —

Total — — — — — — — — — — — — — — — — —

Daily,
Winter
(Max)

— — — — — — — — — — — — — — — — —

Total — — — — — — — — — — — — — — — — —

Annual — — — — — — — — — — — — — — — — —

Total — — — — — — — — — — — — — — — — —

4.10.3. Avoided and Sequestered Emissions by Species - Unmitigated

Criteria Pollutants (lb/day for daily, ton/yr for annual) and GHGs (lb/day for daily, MT/yr for annual)
Species ROG NOx CO SO2 PM10E PM10D PM10T PM2.5E PM2.5D PM2.5T BCO2 NBCO2 CO2T CH4 N2O R CO2e

Daily,
Summer
(Max)

— — — — — — — — — — — — — — — — —

Avoided — — — — — — — — — — — — — — — — —

Subtotal — — — — — — — — — — — — — — — — —

------------------

------------------
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—————————————————Sequeste
red

Subtotal — — — — — — — — — — — — — — — — —

Removed — — — — — — — — — — — — — — — — —

Subtotal — — — — — — — — — — — — — — — — —

— — — — — — — — — — — — — — — — — —

Daily,
Winter
(Max)

— — — — — — — — — — — — — — — — —

Avoided — — — — — — — — — — — — — — — — —

Subtotal — — — — — — — — — — — — — — — — —

Sequeste
red

— — — — — — — — — — — — — — — — —

Subtotal — — — — — — — — — — — — — — — — —

Removed — — — — — — — — — — — — — — — — —

Subtotal — — — — — — — — — — — — — — — — —

— — — — — — — — — — — — — — — — — —

Annual — — — — — — — — — — — — — — — — —

Avoided — — — — — — — — — — — — — — — — —

Subtotal — — — — — — — — — — — — — — — — —

Sequeste
red

— — — — — — — — — — — — — — — — —

Subtotal — — — — — — — — — — — — — — — — —

Removed — — — — — — — — — — — — — — — — —

Subtotal — — — — — — — — — — — — — — — — —

— — — — — — — — — — — — — — — — — —

4.10.4. Soil Carbon Accumulation By Vegetation Type - Mitigated

Criteria Pollutants (lb/day for daily, ton/yr for annual) and GHGs (lb/day for daily, MT/yr for annual)
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Vegetatio ROG NOx CO SO2 PM10E PM10D PM10T PM2.5E PM2.5D PM2.5T BCO2 NBCO2 CO2T CH4 N2O R CO2e

Daily,
Summer
(Max)

— — — — — — — — — — — — — — — — —

Total — — — — — — — — — — — — — — — — —

Daily,
Winter
(Max)

— — — — — — — — — — — — — — — — —

Total — — — — — — — — — — — — — — — — —

Annual — — — — — — — — — — — — — — — — —

Total — — — — — — — — — — — — — — — — —

4.10.5. Above and Belowground Carbon Accumulation by Land Use Type - Mitigated

Criteria Pollutants (lb/day for daily, ton/yr for annual) and GHGs (lb/day for daily, MT/yr for annual)
Land Use ROG NOx CO SO2 PM10E PM10D PM10T PM2.5E PM2.5D PM2.5T BCO2 NBCO2 CO2T CH4 N2O R CO2e

Daily,
Summer
(Max)

— — — — — — — — — — — — — — — — —

Total — — — — — — — — — — — — — — — — —

Daily,
Winter
(Max)

— — — — — — — — — — — — — — — — —

Total — — — — — — — — — — — — — — — — —

Annual — — — — — — — — — — — — — — — — —

Total — — — — — — — — — — — — — — — — —

4.10.6. Avoided and Sequestered Emissions by Species - Mitigated

Criteria Pollutants (lb/day for daily, ton/yr for annual) and GHGs (lb/day for daily, MT/yr for annual)
Species ROG NOx CO SO2 PM10E PM10D PM10T PM2.5E PM2.5D PM2.5T BCO2 NBCO2 CO2T CH4 N2O R CO2e

------------------

------------------

------------------
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—————————————————Daily,
Summer
(Max)

Avoided — — — — — — — — — — — — — — — — —

Subtotal — — — — — — — — — — — — — — — — —

Sequeste
red

— — — — — — — — — — — — — — — — —

Subtotal — — — — — — — — — — — — — — — — —

Removed — — — — — — — — — — — — — — — — —

Subtotal — — — — — — — — — — — — — — — — —

— — — — — — — — — — — — — — — — — —

Daily,
Winter
(Max)

— — — — — — — — — — — — — — — — —

Avoided — — — — — — — — — — — — — — — — —

Subtotal — — — — — — — — — — — — — — — — —

Sequeste
red

— — — — — — — — — — — — — — — — —

Subtotal — — — — — — — — — — — — — — — — —

Removed — — — — — — — — — — — — — — — — —

Subtotal — — — — — — — — — — — — — — — — —

— — — — — — — — — — — — — — — — — —

Annual — — — — — — — — — — — — — — — — —

Avoided — — — — — — — — — — — — — — — — —

Subtotal — — — — — — — — — — — — — — — — —

Sequeste
red

— — — — — — — — — — — — — — — — —

Subtotal — — — — — — — — — — — — — — — — —

Removed — — — — — — — — — — — — — — — — —

Subtotal — — — — — — — — — — — — — — — — —
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— — — — — — — — — — — — — — — — — —

5. Activity Data

5.1. Construction Schedule

Phase Name Phase Type Start Date End Date Days Per Week Work Days per Phase Phase Description

Demolition Demolition 10/15/2024 11/12/2024 5.00 20.0 —

Site Preparation Site Preparation 11/13/2024 11/20/2024 5.00 5.00 —

Grading Grading 11/21/2024 12/2/2024 5.00 8.00 —

Paving Paving 12/3/2024 12/26/2024 5.00 18.0 —

5.2. Off-Road Equipment

5.2.1. Unmitigated

Phase Name Equipment Type Fuel Type Engine Tier Number per Day Hours Per Day Horsepower Load Factor

Demolition Concrete/Industrial
Saws

Diesel Average 1.00 8.00 33.0 0.73

Demolition Excavators Diesel Average 3.00 8.00 36.0 0.38

Demolition Rubber Tired Dozers Diesel Average 2.00 8.00 367 0.40

Site Preparation Rubber Tired Dozers Diesel Average 3.00 8.00 367 0.40

Site Preparation Tractors/Loaders/Backh
oes

Diesel Average 4.00 8.00 84.0 0.37

Grading Excavators Diesel Average 1.00 8.00 36.0 0.38

Grading Graders Diesel Average 1.00 8.00 148 0.41

Grading Rubber Tired Dozers Diesel Average 1.00 8.00 367 0.40

Grading Tractors/Loaders/Backh
oes

Diesel Average 3.00 8.00 84.0 0.37
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0.5610.06.002.00AverageDieselPaving Cement and Mortar
Mixers

Paving Pavers Diesel Average 1.00 8.00 81.0 0.42

Paving Paving Equipment Diesel Average 2.00 6.00 89.0 0.36

Paving Rollers Diesel Average 2.00 6.00 36.0 0.38

Paving Tractors/Loaders/Backh
oes

Diesel Average 1.00 8.00 84.0 0.37

5.2.2. Mitigated

Phase Name Equipment Type Fuel Type Engine Tier Number per Day Hours Per Day Horsepower Load Factor

Demolition Concrete/Industrial
Saws

Diesel Average 1.00 8.00 33.0 0.73

Demolition Excavators Diesel Average 3.00 8.00 36.0 0.38

Demolition Rubber Tired Dozers Diesel Average 2.00 8.00 367 0.40

Site Preparation Rubber Tired Dozers Diesel Average 3.00 8.00 367 0.40

Site Preparation Tractors/Loaders/Backh
oes

Diesel Average 4.00 8.00 84.0 0.37

Grading Excavators Diesel Average 1.00 8.00 36.0 0.38

Grading Graders Diesel Average 1.00 8.00 148 0.41

Grading Rubber Tired Dozers Diesel Average 1.00 8.00 367 0.40

Grading Tractors/Loaders/Backh
oes

Diesel Average 3.00 8.00 84.0 0.37

Paving Cement and Mortar
Mixers

Diesel Average 2.00 6.00 10.0 0.56

Paving Pavers Diesel Average 1.00 8.00 81.0 0.42

Paving Paving Equipment Diesel Average 2.00 6.00 89.0 0.36

Paving Rollers Diesel Average 2.00 6.00 36.0 0.38

Paving Tractors/Loaders/Backh
oes

Diesel Average 1.00 8.00 84.0 0.37
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5.3. Construction Vehicles

5.3.1. Unmitigated

Phase Name Trip Type One-Way Trips per Day Miles per Trip Vehicle Mix

Demolition — — — —

Demolition Worker 15.0 10.8 LDA,LDT1,LDT2

Demolition Vendor — 7.17 HHDT,MHDT

Demolition Hauling 13.5 20.0 HHDT

Demolition Onsite truck — — HHDT

Site Preparation — — — —

Site Preparation Worker 17.5 10.8 LDA,LDT1,LDT2

Site Preparation Vendor — 7.17 HHDT,MHDT

Site Preparation Hauling 0.00 20.0 HHDT

Site Preparation Onsite truck — — HHDT

Grading — — — —

Grading Worker 15.0 10.8 LDA,LDT1,LDT2

Grading Vendor — 7.17 HHDT,MHDT

Grading Hauling 0.00 20.0 HHDT

Grading Onsite truck — — HHDT

Paving — — — —

Paving Worker 20.0 10.8 LDA,LDT1,LDT2

Paving Vendor — 7.17 HHDT,MHDT

Paving Hauling 0.00 20.0 HHDT

Paving Onsite truck — — HHDT

5.3.2. Mitigated

Phase Name Trip Type One-Way Trips per Day Miles per Trip Vehicle Mix
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Demolition — — — —

Demolition Worker 15.0 10.8 LDA,LDT1,LDT2

Demolition Vendor — 7.17 HHDT,MHDT

Demolition Hauling 13.5 20.0 HHDT

Demolition Onsite truck — — HHDT

Site Preparation — — — —

Site Preparation Worker 17.5 10.8 LDA,LDT1,LDT2

Site Preparation Vendor — 7.17 HHDT,MHDT

Site Preparation Hauling 0.00 20.0 HHDT

Site Preparation Onsite truck — — HHDT

Grading — — — —

Grading Worker 15.0 10.8 LDA,LDT1,LDT2

Grading Vendor — 7.17 HHDT,MHDT

Grading Hauling 0.00 20.0 HHDT

Grading Onsite truck — — HHDT

Paving — — — —

Paving Worker 20.0 10.8 LDA,LDT1,LDT2

Paving Vendor — 7.17 HHDT,MHDT

Paving Hauling 0.00 20.0 HHDT

Paving Onsite truck — — HHDT

5.4. Vehicles

5.4.1. Construction Vehicle Control Strategies

Non-applicable. No control strategies activated by user.

5.5. Architectural Coatings



Gallo- Storage Pad Detailed Report, 5/16/2024

56 / 68

Parking Area Coated (sq ft)Phase Name Residential Interior Area Coated
(sq ft)

Residential Exterior Area Coated
(sq ft)

Non-Residential Interior Area
Coated (sq ft)

Non-Residential Exterior Area
Coated (sq ft)

5.6. Dust Mitigation

5.6.1. Construction Earthmoving Activities

Phase Name Material Imported (cy) Material Exported (cy) Acres Graded (acres) Material Demolished (Ton of
Debris)

Acres Paved (acres)

Demolition 0.00 0.00 0.00 1,077 —

Site Preparation — — 7.50 0.00 —

Grading — — 8.00 0.00 —

Paving 0.00 0.00 0.00 0.00 4.82

5.6.2. Construction Earthmoving Control Strategies

Non-applicable. No control strategies activated by user.

5.7. Construction Paving

Land Use Area Paved (acres) % Asphalt

Parking Lot 2.55 100%

Other Non-Asphalt Surfaces 0.48 0%

Other Asphalt Surfaces 1.79 100%

5.8. Construction Electricity Consumption and Emissions Factors

kWh per Year and Emission Factor (lb/MWh)
Year kWh per Year CO2 CH4 N2O

2024 0.00 478 0.03 < 0.005
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5.9. Operational Mobile Sources

5.9.1. Unmitigated

Land Use Type Trips/Weekday Trips/Saturday Trips/Sunday Trips/Year VMT/Weekday VMT/Saturday VMT/Sunday VMT/Year

Parking Lot 194 194 194 70,683 1,204 1,204 1,204 439,359

Other Non-Asphalt
Surfaces

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Other Asphalt
Surfaces

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

5.9.2. Mitigated

Land Use Type Trips/Weekday Trips/Saturday Trips/Sunday Trips/Year VMT/Weekday VMT/Saturday VMT/Sunday VMT/Year

Parking Lot 194 194 194 70,683 1,204 1,204 1,204 439,359

Other Non-Asphalt
Surfaces

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Other Asphalt
Surfaces

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

5.10. Operational Area Sources

5.10.1. Hearths

5.10.1.1. Unmitigated

5.10.1.2. Mitigated

5.10.2. Architectural Coatings

Residential Interior Area Coated (sq ft) Residential Exterior Area Coated (sq ft) Non-Residential Interior Area Coated
(sq ft)

Non-Residential Exterior Area Coated
(sq ft)

Parking Area Coated (sq ft)

0 0.00 0.00 0.00 12,600
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5.10.3. Landscape Equipment

Season Unit Value

Snow Days day/yr 0.00

Summer Days day/yr 180

5.10.4. Landscape Equipment - Mitigated

Season Unit Value

Snow Days day/yr 0.00

Summer Days day/yr 180

5.11. Operational Energy Consumption

5.11.1. Unmitigated

Electricity (kWh/yr) and CO2 and CH4 and N2O and Natural Gas (kBTU/yr)
Land Use Electricity (kWh/yr) CO2 CH4 N2O Natural Gas (kBTU/yr)

Parking Lot 97,236 478 0.0330 0.0040 0.00

Other Non-Asphalt Surfaces 0.00 478 0.0330 0.0040 0.00

Other Asphalt Surfaces 0.00 478 0.0330 0.0040 0.00

5.11.2. Mitigated

Electricity (kWh/yr) and CO2 and CH4 and N2O and Natural Gas (kBTU/yr)
Land Use Electricity (kWh/yr) CO2 CH4 N2O Natural Gas (kBTU/yr)

Parking Lot 97,236 478 0.0330 0.0040 0.00

Other Non-Asphalt Surfaces 0.00 478 0.0330 0.0040 0.00

Other Asphalt Surfaces 0.00 478 0.0330 0.0040 0.00
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5.12. Operational Water and Wastewater Consumption

5.12.1. Unmitigated

Land Use Indoor Water (gal/year) Outdoor Water (gal/year)

Parking Lot 0.00 0.00

Other Non-Asphalt Surfaces 0.00 0.00

Other Asphalt Surfaces 0.00 0.00

5.12.2. Mitigated

Land Use Indoor Water (gal/year) Outdoor Water (gal/year)

Parking Lot 0.00 0.00

Other Non-Asphalt Surfaces 0.00 0.00

Other Asphalt Surfaces 0.00 0.00

5.13. Operational Waste Generation

5.13.1. Unmitigated

Land Use Waste (ton/year) Cogeneration (kWh/year)

Parking Lot 0.00 —

Other Non-Asphalt Surfaces 0.00 —

Other Asphalt Surfaces 0.00 —

5.13.2. Mitigated

Land Use Waste (ton/year) Cogeneration (kWh/year)

Parking Lot 0.00 —

Other Non-Asphalt Surfaces 0.00 —
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Other Asphalt Surfaces 0.00 —

5.14. Operational Refrigeration and Air Conditioning Equipment

5.14.1. Unmitigated

Land Use Type Equipment Type Refrigerant GWP Quantity (kg) Operations Leak Rate Service Leak Rate Times Serviced

5.14.2. Mitigated

Land Use Type Equipment Type Refrigerant GWP Quantity (kg) Operations Leak Rate Service Leak Rate Times Serviced

5.15. Operational Off-Road Equipment

5.15.1. Unmitigated

Equipment Type Fuel Type Engine Tier Number per Day Hours Per Day Horsepower Load Factor

5.15.2. Mitigated

Equipment Type Fuel Type Engine Tier Number per Day Hours Per Day Horsepower Load Factor

5.16. Stationary Sources

5.16.1. Emergency Generators and Fire Pumps

Equipment Type Fuel Type Number per Day Hours per Day Hours per Year Horsepower Load Factor

5.16.2. Process Boilers

Equipment Type Fuel Type Number Boiler Rating (MMBtu/hr) Daily Heat Input (MMBtu/day) Annual Heat Input (MMBtu/yr)
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5.17. User Defined

Equipment Type Fuel Type

5.18. Vegetation

5.18.1. Land Use Change

5.18.1.1. Unmitigated

Vegetation Land Use Type Vegetation Soil Type Initial Acres Final Acres

5.18.1.2. Mitigated

Vegetation Land Use Type Vegetation Soil Type Initial Acres Final Acres

5.18.1. Biomass Cover Type

5.18.1.1. Unmitigated

Biomass Cover Type Initial Acres Final Acres

5.18.1.2. Mitigated

Biomass Cover Type Initial Acres Final Acres

5.18.2. Sequestration

5.18.2.1. Unmitigated

Tree Type Number Electricity Saved (kWh/year) Natural Gas Saved (btu/year)
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5.18.2.2. Mitigated

Tree Type Number Electricity Saved (kWh/year) Natural Gas Saved (btu/year)

6. Climate Risk Detailed Report

6.1. Climate Risk Summary

Cal-Adapt midcentury 2040–2059 average projections for four hazards are reported below for your project location. These are under Representation Concentration Pathway (RCP) 8.5 which assumes GHG
emissions will continue to rise strongly through 2050 and then plateau around 2100.

Climate Hazard Result for Project Location Unit

Temperature and Extreme Heat 21.3 annual days of extreme heat

Extreme Precipitation 1.85 annual days with precipitation above 20 mm

Sea Level Rise — meters of inundation depth

Wildfire 0.00 annual hectares burned

Temperature and Extreme Heat data are for grid cell in which your project are located. The projection is based on the 98th historical percentile of daily maximum/minimum temperatures from observed
historical data (32 climate model ensemble from Cal-Adapt, 2040–2059 average under RCP 8.5). Each grid cell is 6 kilometers (km) by 6 km, or 3.7 miles (mi) by 3.7 mi.
Extreme Precipitation data are for the grid cell in which your project are located. The threshold of 20 mm is equivalent to about ¾ an inch of rain, which would be light to moderate rainfall if received over a full
day or heavy rain if received over a period of 2 to 4 hours. Each grid cell is 6 kilometers (km) by 6 km, or 3.7 miles (mi) by 3.7 mi.
Sea Level Rise data are for the grid cell in which your project are located. The projections are from Radke et al. (2017), as reported in Cal-Adapt (Radke et al., 2017, CEC-500-2017-008), and consider
inundation location and depth for the San Francisco Bay, the Sacramento-San Joaquin River Delta and California coast resulting different increments of sea level rise coupled with extreme storm events.
Users may select from four scenarios to view the range in potential inundation depth for the grid cell. The four scenarios are: No rise, 0.5 meter, 1.0 meter, 1.41 meters
Wildfire data are for the grid cell in which your project are located. The projections are from UC Davis, as reported in Cal-Adapt (2040–2059 average under RCP 8.5), and consider historical data of climate,
vegetation, population density, and large (> 400 ha) fire history. Users may select from four model simulations to view the range in potential wildfire probabilities for the grid cell. The four simulations make
different assumptions about expected rainfall and temperature are: Warmer/drier (HadGEM2-ES), Cooler/wetter (CNRM-CM5), Average conditions (CanESM2), Range of different rainfall and temperature
possibilities (MIROC5). Each grid cell is 6 kilometers (km) by 6 km, or 3.7 miles (mi) by 3.7 mi.

6.2. Initial Climate Risk Scores

Climate Hazard Exposure Score Sensitivity Score Adaptive Capacity Score Vulnerability Score

Temperature and Extreme Heat 1 0 0 N/A

Extreme Precipitation N/A N/A N/A N/A

Sea Level Rise N/A N/A N/A N/A

Wildfire N/A N/A N/A N/A
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Flooding 0 0 0 N/A

Drought 0 0 0 N/A

Snowpack Reduction N/A N/A N/A N/A

Air Quality Degradation 0 0 0 N/A

The sensitivity score reflects the extent to which a project would be adversely affected by exposure to a climate hazard. Exposure is rated on a scale of 1 to 5, with a score of 5 representing the greatest
exposure.
The adaptive capacity of a project refers to its ability to manage and reduce vulnerabilities from projected climate hazards. Adaptive capacity is rated on a scale of 1 to 5, with a score of 5 representing the
greatest ability to adapt.
The overall vulnerability scores are calculated based on the potential impacts and adaptive capacity assessments for each hazard. Scores do not include implementation of climate risk reduction measures.

6.3. Adjusted Climate Risk Scores

Climate Hazard Exposure Score Sensitivity Score Adaptive Capacity Score Vulnerability Score

Temperature and Extreme Heat 1 1 1 2

Extreme Precipitation N/A N/A N/A N/A

Sea Level Rise N/A N/A N/A N/A

Wildfire N/A N/A N/A N/A

Flooding 1 1 1 2

Drought 1 1 1 2

Snowpack Reduction N/A N/A N/A N/A

Air Quality Degradation 1 1 1 2

The sensitivity score reflects the extent to which a project would be adversely affected by exposure to a climate hazard. Exposure is rated on a scale of 1 to 5, with a score of 5 representing the greatest
exposure.
The adaptive capacity of a project refers to its ability to manage and reduce vulnerabilities from projected climate hazards. Adaptive capacity is rated on a scale of 1 to 5, with a score of 5 representing the
greatest ability to adapt.
The overall vulnerability scores are calculated based on the potential impacts and adaptive capacity assessments for each hazard. Scores include implementation of climate risk reduction measures.

6.4. Climate Risk Reduction Measures

7. Health and Equity Details
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7.1. CalEnviroScreen 4.0 Scores

The maximum CalEnviroScreen score is 100. A high score (i.e., greater than 50) reflects a higher pollution burden compared to other census tracts in the state.

Indicator Result for Project Census Tract

Exposure Indicators —

AQ-Ozone 70.3

AQ-PM 60.0

AQ-DPM 70.2

Drinking Water 97.8

Lead Risk Housing 94.2

Pesticides 0.00

Toxic Releases 53.7

Traffic 25.5

Effect Indicators —

CleanUp Sites 88.1

Groundwater 4.42

Haz Waste Facilities/Generators 93.8

Impaired Water Bodies 72.2

Solid Waste 70.4

Sensitive Population —

Asthma 92.6

Cardio-vascular 77.0

Low Birth Weights 94.4

Socioeconomic Factor Indicators —

Education 89.7

Housing 90.5

Linguistic 74.1

Poverty 98.5
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Unemployment 98.9

7.2. Healthy Places Index Scores

The maximum Health Places Index score is 100. A high score (i.e., greater than 50) reflects healthier community conditions compared to other census tracts in the state.

Indicator Result for Project Census Tract

Economic —

Above Poverty 2.1429488

Employed 2.053124599

Median HI 4.863338894

Education —

Bachelor's or higher 1.860644168

High school enrollment 15.50109072

Preschool enrollment 18.42679328

Transportation —

Auto Access 5.325291929

Active commuting 72.38547414

Social —

2-parent households 44.89926857

Voting 0.359296805

Neighborhood —

Alcohol availability 9.790837931

Park access 81.35506224

Retail density 27.5888618

Supermarket access 6.788143205

Tree canopy 73.47619659

Housing —

Homeownership 19.67150006
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Housing habitability 21.05735917

Low-inc homeowner severe housing cost burden 38.43192609

Low-inc renter severe housing cost burden 39.0606955

Uncrowded housing 9.713845759

Health Outcomes —

Insured adults 20.81355062

Arthritis 24.0

Asthma ER Admissions 8.9

High Blood Pressure 32.4

Cancer (excluding skin) 85.3

Asthma 1.3

Coronary Heart Disease 12.2

Chronic Obstructive Pulmonary Disease 2.1

Diagnosed Diabetes 10.7

Life Expectancy at Birth 0.7

Cognitively Disabled 1.3

Physically Disabled 4.5

Heart Attack ER Admissions 5.2

Mental Health Not Good 0.7

Chronic Kidney Disease 10.6

Obesity 0.5

Pedestrian Injuries 94.0

Physical Health Not Good 1.3

Stroke 11.3

Health Risk Behaviors —

Binge Drinking 68.3

Current Smoker 0.4











Name
Applicability

Author or updater Last Update
Facility: Gallo Glass
ID#: Storage Pad
Project #:
Unit and Process#

Operating Hours hr/yr 8,760.00
Cancer Chronic Acute
Score Score Score

0< R<100          1.000 2.36E+00 3.49E-03 0.00E+00 2.36E+00
100≤R<250       0.250 5.89E-01 8.73E-04 0.00E+00 5.89E-01
250≤R<500       0.040 9.42E-02 1.40E-04 0.00E+00 9.42E-02
500≤R<1000     0.011 2.59E-02 3.84E-05 0.00E+00 2.59E-02
1000≤R<1500   0.003 7.07E-03 1.05E-05 0.00E+00 7.07E-03
1500≤R<2000   0.002 4.71E-03 6.99E-06 0.00E+00 4.71E-03
2000<R             0.001 2.36E-03 3.49E-06 0.00E+00 2.36E-03

0

Substance CAS#

Annual 
Emissions 

(lbs/yr)

Maximum 
Hourly 
(lbs/hr)

Average 
Hourly 
(lbs/hr)  Cancer  Chronic  Acute

Diesel engine exhaust, particulate matter (Diesel PM) 9901 1.02E+00 1.16E-04 2.36E+00 3.49E-03 0.00E+00
0.00E+00 0.00E+00 0.00E+00
0.00E+00 0.00E+00 0.00E+00
0.00E+00 0.00E+00 0.00E+00
0.00E+00 0.00E+00 0.00E+00
0.00E+00 0.00E+00 0.00E+00
0.00E+00 0.00E+00 0.00E+00
0.00E+00 0.00E+00 0.00E+00
0.00E+00 0.00E+00 0.00E+00
0.00E+00 0.00E+00 0.00E+00
0.00E+00 0.00E+00 0.00E+00
0.00E+00 0.00E+00 0.00E+00
0.00E+00 0.00E+00 0.00E+00
0.00E+00 0.00E+00 0.00E+00
0.00E+00 0.00E+00 0.00E+00
0.00E+00 0.00E+00 0.00E+00
0.00E+00 0.00E+00 0.00E+00
0.00E+00 0.00E+00 0.00E+00
0.00E+00 0.00E+00 0.00E+00
0.00E+00 0.00E+00 0.00E+00

Totals 2.36E+00 3.49E-03 0.00E+00

Receptor Proximity and Proximity Factors Max Score

Prioritization Calculator
Use to provide a Prioritization score based on the emission potency method.  Entries required 

in yellow areas, output in gray areas.
Matthew Cegielski November 2, 2020

Enter the unit's CAS# of the substances emitted and their 
amounts. 

Prioritzation score for each substance 
generated below. Totals on last row.

Receptor proximity is in meters. Priortization 
scores are calculated by multiplying the total 

scores summed below by the proximity factors. 
Record the Max score for your receptor 

distance. If the substance list for the unit is 
longer than the number of rows here or if there 

are multiple processes use additional 
worksheets and sum the totals of the Max 

Scores.





• The 1916 edition of the Riverbank USGS quadrangle references some of the street 
alignments within the NE¼ of Section 33 and the NW¼ of Section 34, as well as the 
former route of the Electric Railroad traversing east to west and Lateral No. 1 in the 
general vicinity. The 1953 edition references Santa Rita Avenue, Tenaya Drive, Santa 
Cruz A venue and Mono Drive. 

Prehistoric or historic resources within the immediate vicinity of the project area: None 
other than those features referenced above. Be advised that buried remains of prehistoric and 
historical resources have been found within the environs of the City of Modesto. 

Resources that are known to have value to local cultural groups: None has been formally 
reported to the Information Center. 

Previous investigations within the project area: None has been formally reported to the 
Information Center. 

Recommendations/Comments: 

Please be advised that a historical resource is defined as a building, structure, object, prehistoric 
or historic archaeological site, or district possessing physical evidence of human activities over 
45 years old. Since the project area has not been subject to previous investigations, there may be 
unidentified features involved in your project that are 45 years or older and considered as 
historical resources requiring further study and evaluation by a qualified professional of the 
appropriate discipline. 

If the current project does not include ground disturbance, further study for archaeological 
resources is not recommended at this time. If ground disturbance is considered a part of the 
current project, we recommend further review for the possibility of identifying prehistoric or 
historic-era archaeological resources. 

If the proposed project contains buildings or structures that meet the minimum age requirement 
( 45 years in age or older) it is recommended that the resource/s be assessed by a professional 
familiar with architecture and history of the county. Review of the available historic 
building/structure data has included only those sources listed above and should not be considered 
comprehensive. 

If at any time you might require the services of a qualified professional the Statewide Referral 
List for Historical Resources Consultants is posted for your use on the internet at 
http://chrisinfo.org 

If archaeological resources are encountered during project-related activities, work should be 
temporarily halted in the vicinity of the discovered materials and workers should avoid altering 
the materials and their context until a qualified professional archaeologist has evaluated the 
situation and provided appropriate recommendations. Project personnel should not collect 
cultural resources. 



If human remains are discovered, Californ ia Health and Safety Code Section 7050.5 requires you 
to protect the discovery and notify the county coroner, who will determine if the find is Native 
American. If the remains are recognized as Native American, the coroner shall then notify the 
Native American Heritage Commission (NAHC). Cali fornia Public Resources Code Section 
5097.98 authorizes the NAHC to appo int a Most Likely Descendant (MLD) who wil l make 
recommendations for the treatment of the discovery. 

Due to processing delays and other factors, not all of the historical resource reports and resource 
records that have been submitted to the State Office of Historic Preservation are available via 
this records search. Addit ional information may be available through the federal, state, and local 
agencies that produced or paid for hi storical resource management work in the search area. 
Additiona lly, Native American tribes have historical resource information not in the CHRIS 
Inventory, and you should contact the California Native American Heritage Commission for 
information on local/regional tribal contacts. 

The Cali fornia Office of Historic Preservation (OHP) contracts with the California Historical 
Resources In formation System's (CHRIS) regional In formation Centers (ICs) to maintain 
informat ion in the CHRIS inventory and make it available to local, state, and federal agencies, 
cultural resource professionals, Native American tribes, researchers, and the public. 
Recommendations made by IC coordinators or their staff regarding the interpretation and 
application of th is information are advisory on ly. Such recommendations do not necessarily 
represent the evaluation or opin ion of the State Historic Preservation Officer in carrying out the 
OHP' s regu latory authority under federal and state law. 

We thank you for contacting this office regarding historical resource preservation. Please let us 
know when we can be of further service. Thank you for sending the signed Access Agreement 
Short Form. 

Note: Billing wi ll be transmitted separately via email from the Financial Services office 
($150.00), payable within 60 days of receipt o f the invoice. 

If you wish to include payment by Credit Card, you must wait to receive the official invoice 
from Financial Services so that you can reference the CMP # (Invoice Number), and then 
contact the link below: 

https: //commerce .cash net.com/ANTHROPOLOGY 

Sincere ly, 

~cl¥~~ 
E. A. Greathouse, Coordinator 
Central Cali fo rnia Information Center 
Cal ifornia Historical Resources Information System 

* In vo ice Request sent to: ARBi lling@csustan.edu, CSU Stanislaus Financial Services 
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