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NEWPORT-MESA UNIFIED SCHOOL DISTRICT 

FOCUSED ACCESS/CIRCULATION ANALYSIS 

Prepared for:  Newport-Mesa Unified School District and PlaceWorks 

Prepared by:  Garland Associates – Traffic/Transportation Consultants 

Date:  February 12, 2024 

Introduction and Project Description 

Newport-Mesa Unified School District is planning to add Transitional Kindergarten (TK) 

classrooms to five of the existing elementary schools in the District. The new TK classrooms will 

occupy existing classrooms at each school and the displaced classrooms will be relocated to new 

modular buildings. The program also includes expansions/modifications of the TK/K play areas, 

new shade structures, and fencing. This expanded TK program will result in an increase in the 

number of students at each of the schools. 

The schools that are included in the expanded TK program are listed in Table 1. The table shows 

the number of current students at each school, the additional number of TK classrooms and 

students that are proposed, and the projected number of students at each school after the classrooms 

are added. 

TABLE 1 

SCHOOLS INCLUDED IN EXPANDED TK PROGRAM & NUMBER OF STUDENTS 

School 
Current # 

of Students 

Additional # of 

Classrooms - Students 

Projected # 

of Students 

Eastbluff Elementary School 

2627 Vista Del Oro, Newport Beach 
387 2 – 40 427 

California Elementary School 

3232 California Street, Costa Mesa 
362 2 – 40 402 

Killybrooke Elementary School 

3155 Killybrooke Street, Costa Mesa 
442 2 – 40 482 

Newport Heights Elementary School 

300 E. 15th Street, Newport Beach 
447 3 – 60 507 

Victoria Elementary School 

1025 Victoria Street, Costa Mesa 
296 1 – 20 316 

A qualitative analysis has been conducted to evaluate the access/circulation issues associated with 

the proposed expansion of the TK program at each school. The analysis addresses the traffic and 

pedestrian circulation and safety features at the schools to determine if there are any constraints 

that might render the plan unimplementable. 

Eastbluff Elementary School 

Eastbluff Elementary School is located on the south side of Vista Del Oro in Newport Beach. The 

school has a parking lot adjacent to Vista Del Oro and the parking lot has a student drop-off/pick-
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up zone adjacent to the school buildings on the south side of the parking lot. There are two 

driveways that provide access to the parking lot. The driveway at the west end of the lot is an 

entrance-only driveway located west of Vista Roma. The driveway near the east end of the lot is 

an exit-only driveway located west of Vista Trucha. The parking lot has a one-way circulation 

pattern from west to east with angled parking spaces. There is also a rectangular-shaped parking 

area at the east end of the lot east of the exit driveway. 

Vista Del Oro is a two lane local residential street. On-street parking is available along the south 

side of Vista Del Oro along the school frontage and on the north side of the street. This area can 

be used for student drop-offs/pick-ups as well as long-term parking. The on-street parking area 

west of the entrance driveway is designated as a bus loading/unloading zone from 8:00 AM to 3:30 

PM on school days. 

With regard to pedestrian access and circulation, sidewalks are provided on both sides of Vista 

Del Oro and there is a yellow school-area crosswalk on Vista Del Oro west of the school’s entry 

driveway. An on-site sidewalk is in place along the south edge of the parking lot that connects to 

the public sidewalk on the west side of the entry driveway. This provides a convenient and safe 

path of travel from the crosswalk and the bus parking area to the school grounds. 

The plan for Eastbluff Elementary School is to expand the parking lot and the passenger drop-

off/pick-up zone to the east into the area where the rectangular lot is located. The existing driveway 

will be eliminated and a new driveway will be constructed at the east end of the modified parking 

lot. The on-site sidewalk will also be extended along the south and east sides of this new parking 

area to connect with the public sidewalk on Vista Del Oro. 

The expanded TK program will result in a minor increase (10 percent) in school-generated traffic 

volumes during the peak arrival and departure times. The existing and proposed peak hour traffic 

volumes are shown in Table 2. To represent conservatively high estimates, the trip generation rates 

used for the calculations are double the average rates provided in the Institute of Transportation 

Engineers Trip Generation Manual. 

TABLE 2 

GENERATED TRAFFIC VOLUMES – EASTBLUFF ELEMENTARY SCHOOL 

Scenario 
AM Peak Hour PM Peak Hour 

Total In Out Total In Out 

Trip Generation Rates 

(trips per student) 
1.50 54% 46% 0.90 46% 54% 

Generated Traffic Volumes 

    Existing – 387 Students 

    Increase – 40 Students 

    Proposed – 427 Students 

 

581 

60 

641 

 

314 

32 

346 

 

267 

28 

295 

 

348 

36 

384 

 

160 

17 

177 

 

188 

19 

207 

 

Table 2 indicates that the existing school currently generates approximately 581 vehicle trips 

during the AM peak hour. This will increase to 641 trips per hour with the additional 40 TK 

students, which is an increase of 60 trips (32 inbound trips and 28 outbound trips).  
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There are several key findings regarding the impacts of the additional TK students at Eastbluff 

Elementary School relative to vehicle and pedestrian access, circulation, and safety, as outlined 

below. 

• The positioning of the new modular buildings, play area, shade structure, and fencing 

would not have an adverse effect on traffic or pedestrian access, circulation, or parking. 

• The expanded parking lot and drop-off/pick-up zone would be an improvement as 

compared to existing conditions and would readily accommodate the increased number of 

students at the school. 

• The relocated driveway and on-site sidewalk at the east end of the parking lot is an 

improvement as compared to existing conditions because it provides the opportunity for 

pedestrians approaching the school from the east and west to enter the school site and walk 

to the classroom buildings without having pedestrian/vehicular conflicts at the driveways. 

• The number of vehicular turning movements into and out of the school driveways from 

Vista Del Oro would increase by approximately 10 percent. This increase would not result 

in a significant impact. There are currently congested conditions and vehicle queuing as 

parents line up in both directions to enter the driveway, which is typical for elementary 

schools. The 10 percent increase in students and traffic volumes would not noticeably 

change this situation. 

• The emergency vehicle access route between Vista Del Oro and the rear of the school 

buildings, which currently runs through the parking lot and an on-site maintenance/ 

emergency access road on the east side of the school buildings, would not be modified by 

the project other than the relocation of the exit driveway. So emergency access to the 

playground areas, paved courts, and all of the school buildings would remain intact. 

In summary, the additional TK students at Eastbluff Elementary School would have no significant 

adverse impacts on vehicular or pedestrian access, circulation, and safety at the school.  

California Elementary School 

California Elementary School is located on the east side of California Street in Costa Mesa. The 

school has a parking lot that extends easterly from the location where California Street has a curved 

alignment. The parking lot has a student drop-off/pick-up zone adjacent to the school buildings on 

the north side of the parking lot. There are two driveways that provide access to the parking lot. 

The driveway at the southwest corner of the lot is an entrance-only driveway located in alignment 

with Utah Circle, which is on the west side of California Street. The driveway at the northwest 

corner of the lot is an exit-only driveway located 60 feet north of the entrance driveway. 

The parking lot has a one-way U-shaped counterclockwise circulation pattern with angled parking 

spaces. There is an opening on the south side of the parking lot that provides access to the adjacent 

parking lot at TeWinkle Middle School. The school also has a parking lot in the northeast area of 

the campus that is accessed via a circulation road that extends north from the main parking lot. 

The existing parking lot and access driveways will not be modified in conjunction with the 

program to increase the number of TK students at the school. 

California Street is a two lane local residential street that extends north from Gisler Avenue and 

then curves to the west to intersect with Michigan Avenue. On-street parking and bike lanes are 
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provided along both sides of California Street, although the east side of the street along the school 

frontage has restriction signs that say “24 Minute Parking – 7AM-6PM – School Days.” This area 

can be used for drop-offs/pick-ups and/or for short-term parking. The on-street parking area 

northwest of the exit driveway along the school frontage is designated as a bus loading/unloading 

zone and has a painted yellow curb. 

With regard to pedestrian access and circulation, sidewalks are provided on both sides of California 

Street and there are yellow school-area crosswalks at the intersections of California Street at Gisler 

Avenue and California Street at Michigan Avenue. The California/Gisler intersection has four-

way stop signs and the California/Michigan intersection has stop signs on the Michigan Avenue 

approaches. An on-site sidewalk is in place along the north edge of the parking lot that connects 

to the public sidewalk on the north side of the exit driveway. This provides a convenient and safe 

path of travel from the on-street bus parking area to the school grounds. 

The expanded TK program will result in a minor increase (11 percent) in school-generated traffic 

volumes during the peak arrival and departure times. The existing and proposed peak hour traffic 

volumes are shown in Table 3. 

TABLE 3 

GENERATED TRAFFIC VOLUMES – CALIFORNIA ELEMENTARY SCHOOL 

Scenario 
AM Peak Hour PM Peak Hour 

Total In Out Total In Out 

Trip Generation Rates 

(trips per student) 
1.50 54% 46% 0.90 46% 54% 

Generated Traffic Volumes 

    Existing – 362 Students 

    Increase – 40 Students 

    Proposed – 402 Students 

 

543 

60 

603 

 

293 

32 

325 

 

250 

28 

278 

 

326 

36 

362 

 

150 

17 

167 

 

176 

19 

195 

 

Table 3 indicates that the existing school currently generates approximately 543 vehicle trips 

during the AM peak hour. This will increase to 603 trips per hour with the additional 40 TK 

students, which is an increase of 60 trips (32 inbound trips and 28 outbound trips).  

There are several key findings regarding the impacts of the additional TK students at California 

Elementary School relative to vehicle and pedestrian access, circulation, and safety, as outlined 

below. 

• The positioning of the new modular buildings, play area, shade structure, and fencing 

would not have an adverse effect on traffic or pedestrian access, circulation, or parking. 

• The on-site sidewalk on the north side of the parking lot will continue to provide the 

opportunity for pedestrians approaching the school from the north to enter the school site 

and walk to the classroom buildings without having pedestrian/vehicular conflicts at the 

driveways. This includes the students walking between the bus loading/unloading area on 

California Street and the school. 

• The number of vehicular turning movements into and out of the school driveways from 

California Street would increase by approximately 11 percent. This increase would not 

result in a significant impact. There are currently congested conditions and vehicle queuing 
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as parents line up in both directions to enter the driveway, which is typical for elementary 

schools. There is a left-turn lane in the center of California Street that facilitates the left-

turning movements into the parking lot. The 11 percent increase in students and traffic 

volumes would not noticeably change the congestion and queuing situation. 

• The proximity of California Elementary School to the adjacent TeWinkle Middle School 

results in additional traffic volumes and congestion during the morning and afternoon drop 

off and pick up times, particularly since the two schools share the entrance driveway on 

California Street. The starting time in the morning is 8:00 AM for the elementary school 

and 8:05 AM for the middle school, which provides a minor offset in the peak arrival times. 

In the afternoon, the dismissal time is 2:20 PM for the elementary school and 2:40 PM for 

the middle school, which provides an effective offset in the peak departure times for the 

two schools. Thus, due to the staggered starting times of the two schools, the proposed 

project would not result in additional traffic congestion. 

• The emergency vehicle access route between California Street and the rear of the school 

buildings, which currently runs through the parking lot and an on-site maintenance/ 

emergency access road on the east side of the school buildings, would not be modified by 

the project. So emergency access to the playground areas, paved courts, and all of the 

school buildings would remain intact. 

In summary, the additional TK students at California Elementary School would have no significant 

adverse impacts on vehicular or pedestrian access, circulation, and safety at the school.  

Killybrooke Elementary School 

Killybrooke Elementary School is located on the west side of Killybrooke Lane in Costa Mesa. 

The school has a parking lot adjacent to Killybrooke Lane and the parking lot has a bus 

loading/unloading zone adjacent to the school buildings on the west side of the parking lot. The 

parking lot does not have a designated student drop-off/pick-up zone; however, some parents use 

the west side of the parking lot for drop-offs and pick-ups if buses are not present. The parking lot 

is primarily designated for staff parking. 

There are three driveways that provide access to the parking lot. The north driveway is an entrance-

only driveway that is designated as a bus-only driveway when buses are present. The middle 

driveway is for entering and exiting, while the south driveway is an exit-only driveway located 

midway between Stonefield Street and Belfast Avenue. The parking lot has a one-way southbound 

circulation pattern. The existing parking lot and access driveways will not be modified in 

conjunction with the program to increase the number of TK students at the school. 

Killybrooke Lane is a two lane local residential street that extends from Watson Avenue on the 

south to Garlingford Street on the north. On-street parking is provided along both sides of the street 

and these areas can be used for student drop-offs/pick-ups.  

With regard to pedestrian access and circulation, sidewalks are provided on both sides of 

Killybrooke Lane and there are yellow school-area crosswalks at the intersections of Killybrooke 

Lane at Stonefield Street, Killybrooke Lane at Belfast Avenue, and Killybrooke Lane at Watson 

Avenue. The Killybrooke/Stonefield intersection has a stop sign on the Stonefield Street approach 

to the intersection. The crosswalk across Killybrooke Street continues westerly to cross the 

circulation aisle of the school’s parking lot to provide a direct pedestrian connection between the 
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school grounds and the public sidewalks. The Killybrooke/Belfast intersection has three-way stop 

signs and the Killybrooke/Watson intersection has four-way stop signs. An on-site sidewalk is in 

place along the west edge of the parking lot. It does not have a connection to the public sidewalk 

other than the painted crosswalk across the parking lot’s circulation aisle. 

The expanded TK program will result in a minor increase (9 percent) in school-generated traffic 

volumes during the peak arrival and departure times. The existing and proposed peak hour traffic 

volumes are shown in Table 4. 

TABLE 4 

GENERATED TRAFFIC VOLUMES – KILLYBROOKE ELEMENTARY SCHOOL 

Scenario 
AM Peak Hour PM Peak Hour 

Total In Out Total In Out 

Trip Generation Rates 

(trips per student) 
1.50 54% 46% 0.90 46% 54% 

Generated Traffic Volumes 

    Existing – 442 Students 

    Increase – 40 Students 

    Proposed – 482 Students 

 

663 

60 

723 

 

358 

32 

390 

 

305 

28 

333 

 

398 

36 

434 

 

183 

17 

200 

 

215 

19 

234 

 

Table 4 indicates that the existing school currently generates approximately 663 vehicle trips 

during the AM peak hour. This will increase to 723 trips per hour with the additional 40 TK 

students, which is an increase of 60 trips (32 inbound trips and 28 outbound trips).  

There are several key findings regarding the impacts of the additional TK students at Killybrooke 

Elementary School relative to vehicle and pedestrian access, circulation, and safety, as outlined 

below. 

• The positioning of the new modular buildings, play area, shade structure, and fencing 

would not have an adverse effect on traffic or pedestrian access, circulation, or parking. 

• The on-site crosswalk across the parking lot circulation aisle and the adjacent school area 

crosswalk across Killybrooke Lane will continue to provide the opportunity for pedestrians 

approaching the school to enter and exit the school site along a clearly marked travel path 

while crossing vehicular travel routes. 

• The number of vehicular turning movements into and out of the school driveways from 

Killybrooke Lane and the number of vehicles stopped on Killybrooke Lane for student 

drop-offs and pick-ups would increase by approximately 9 percent. This increase would 

not result in a significant impact. There are currently congested conditions and vehicle 

queuing as parents line up in both directions to enter the driveway or stop on the street, 

which is typical for elementary schools. The 9 percent increase in students and traffic 

volumes would not noticeably change this situation. 

• The emergency vehicle access route between Killybrooke Lane and the rear of the school 

buildings, which currently runs through the parking lot and an on-site maintenance/ 

emergency access road on the south side of the school buildings, would not be modified 
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by the project. So emergency access to the playground areas, paved courts, and all of the 

school buildings would remain intact. 

In summary, the additional TK students at Killybrooke Elementary School would have no 

significant adverse impacts on vehicular or pedestrian access, circulation, and safety at the school.  

Newport Heights Elementary School 

Newport Heights Elementary School is located on the east side of the 15th Street/Santa Ana Avenue 

intersection in Newport Beach. The school has a parking lot that extends northeasterly from 15th 

Street adjacent to Santa Ana Avenue. The parking lot has a student drop-off/pick-up zone adjacent 

to the school buildings on the southeast side of the parking lot. There are two driveways that 

provide access to the parking lot. The driveway at the south end of the lot is an entrance-only 

driveway on 15th Street and the driveway at the north end of the lot is an exit-only driveway onto 

Santa Ana Avenue at its intersection with Palmer Street. 

The parking lot has a one-way counterclockwise circulation pattern with angled parking spaces 

along the two circulation aisles that run parallel to Santa Ana Avenue. The existing parking lot and 

access driveways will not be modified in conjunction with the program to increase the number of 

TK students at the school. 

15th Street is a two lane local residential street that runs along the southwest frontage of the school 

site. On-street parking is provided along both sides of 15th Street, although the side of the street 

along the school frontage has restriction signs that say “5 Minute Parking – 7:30 AM to 3:30 PM 

– School Days.” This area can be used for drop-offs/pick-ups and/or for short-term parking. 

Santa Ana Avenue is a two lane local residential street that runs along the northwest frontage of 

the school site. On-street parking is provided along both sides of Santa Ana Avenue, although the 

side of the street along the school frontage is designated as a bus loading/unloading zone with 

signs that say “No Parking – Bus Stop – 7AM-9PM, 1PM-4PM – School Days.” 

With regard to pedestrian access and circulation, sidewalks are provided on both sides of 15th Street 

and Santa Ana Avenue and there are yellow school-area crosswalks at the intersections of 15th 

Street at Santa Ana Avenue, 15th Street at Redlands Avenue, Santa Ana Avenue at Palmer Street 

(next to the exit driveway), and Santa Ana Avenue at 16th Street. The 15th Street/Santa Ana 

intersection has four-way stop signs and the 15th Street/Redlands intersection has three-way stop 

signs. The Santa Ana/Palmer intersection has stop signs on the Palmer Street approach and the 

Santa Ana/16th Street intersection has four-way stop signs. An on-site sidewalk is in place along 

the east edge of the parking lot that connects to the public sidewalks on the east side of the 15th 

Street entrance driveway and the north side of the Santa Ana Avenue exit driveway. This provides 

a convenient and safe path of travel from the public sidewalks to the school grounds. The on-site 

sidewalk that connects to the Santa Ana Avenue sidewalk aligns with the crosswalk across Santa 

Ana Avenue. 

The expanded TK program will result in a minor increase (13 percent) in school-generated traffic 

volumes during the peak arrival and departure times. The existing and proposed peak hour traffic 

volumes are shown in Table 5. 
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TABLE 5 

GENERATED TRAFFIC VOLUMES –  

NEWPORT HEIGHTS ELEMENTARY SCHOOL 

Scenario 
AM Peak Hour PM Peak Hour 

Total In Out Total In Out 

Trip Generation Rates 

(trips per student) 
1.50 54% 46% 0.90 46% 54% 

Generated Traffic Volumes 

    Existing – 447 Students 

    Increase – 60 Students 

    Proposed – 507 Students 

 

671 

90 

761 

 

362 

49 

411 

 

309 

41 

350 

 

402 

54 

456 

 

185 

25 

210 

 

217 

29 

246 

 

Table 5 indicates that the existing school currently generates approximately 671 vehicle trips 

during the AM peak hour. This will increase to 761 trips per hour with the additional 60 TK 

students, which is an increase of 90 trips (49 inbound trips and 41 outbound trips).  

There are several key findings regarding the impacts of the additional TK students at Newport 

Heights Elementary School relative to vehicle and pedestrian access, circulation, and safety, as 

outlined below. 

• The positioning of the new modular buildings, play area, shade structure, and fencing 

would not have an adverse effect on traffic or pedestrian access, circulation, or parking. 

• The on-site sidewalk on the east side of the parking lot will continue to provide the 

opportunity for pedestrians approaching the school from the north and east to enter the 

school site and walk to the classroom buildings without having pedestrian/vehicular 

conflicts at the driveways. This includes the students walking across Santa Ana Avenue at 

the crosswalk. 

• The number of vehicular turning movements into the school driveway on 15th Street and 

out of the driveway on Santa Ana Avenue would increase by approximately 13 percent. 

This increase would not result in a significant impact. There are currently congested 

conditions and vehicle queuing as parents line up in both directions to enter the driveway 

on 15th Street, which is typical for elementary schools. The 13 percent increase in students 

and traffic volumes would not noticeably change this situation. 

• There are two emergency vehicle access routes onto the school campus. One is at a 

driveway on 15th Street at its intersection with Redlands Avenue at the south corner of the 

school site and the other is at a driveway on Santa Ana Avenue north of Palmer Street near 

the north corner of the school site. These driveways lead to gated on-site maintenance/ 

emergency access roads that would not be modified by the project. So emergency access 

to the playground areas, paved courts, and all of the school buildings would remain intact. 

In summary, the additional TK students at Newport Heights Elementary School would have no 

significant adverse impacts on vehicular or pedestrian access, circulation, and safety at the school. 
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Victoria Elementary School 

Victoria Elementary School is located on the south side of Victoria Street in Costa Mesa. The 

school has a parking lot adjacent to Victoria Street and the parking lot has a bus loading/unloading 

zone adjacent to the school buildings on the south side of the parking lot. The parking lot is also 

used as a student drop-off/pick-up zone by parents. There are two driveways that provide access 

to the parking lot. The driveway at the west end of the lot is an entrance-only driveway located in 

alignment with American Avenue, which is on the north side of Victoria Street. The driveway at 

the east end of the lot is an exit-only driveway that has a left-turn and a right-turn lane. The parking 

lot has a one-way west to east circulation pattern. 

The school also has a parking lot southeast of the school buildings that is accessed via a circulation 

road that extends east from the main parking lot and then south on the east side of the school 

buildings. The existing parking lots and access driveways will not be modified in conjunction with 

the program to increase the number of TK students at the school. 

Victoria Street is a four lane arterial street that abuts the north side of the school site. On-street 

parking is prohibited on Victoria Street, although there is a bus loading/unloading zone on the 

south side of the street adjacent to the school in a pull-out area where the street is widened. The 

Orange County Transportation Authority (OCTA) also has a bus stop in this pull-out area and in 

another pull-out area on the north side of Victoria Street. 

With regard to pedestrian access and circulation, sidewalks are provided on both sides of Victoria 

Street and there are yellow school-area crosswalks at the intersection of Victoria Street at 

American Avenue, which is at the school’s entry driveway. This intersection has a traffic signal 

with pedestrian WALK signals and push buttons. An on-site sidewalk is in place along the south 

edge of the parking lot that connects to the public sidewalk on the west side of the entrance 

driveway. This provides a convenient and safe path of travel from the signalized pedestrian 

crosswalk to the school grounds and for students walking to and from the west on the Victoria 

Street sidewalk. 

The expanded TK program will result in a minor increase (7 percent) in school-generated traffic 

volumes during the peak arrival and departure times. The existing and proposed peak hour traffic 

volumes are shown in Table 6. 

TABLE 6 

GENERATED TRAFFIC VOLUMES – VICTORIA ELEMENTARY SCHOOL 

Scenario 
AM Peak Hour PM Peak Hour 

Total In Out Total In Out 

Trip Generation Rates 

(trips per student) 
1.50 54% 46% 0.90 46% 54% 

Generated Traffic Volumes 

    Existing – 296 Students 

    Increase – 20 Students 

    Proposed – 316 Students 

 

444 

30 

474 

 

240 

16 

256 

 

204 

14 

218 

 

266 

18 

284 

 

122 

8 

130 

 

144 

10 

154 

 



10 
 

Table 6 indicates that the existing school currently generates approximately 444 vehicle trips 

during the AM peak hour. This will increase to 474 trips per hour with the additional 20 TK 

students, which is an increase of 30 trips (16 inbound trips and 14 outbound trips).  

There are several key findings regarding the impacts of the additional TK students at Victoria 

Elementary School relative to vehicle and pedestrian access, circulation, and safety, as outlined 

below. 

• The positioning of the new modular buildings, play area, shade structure, and fencing 

would not have an adverse effect on traffic or pedestrian access, circulation, or parking. 

• The on-site sidewalk on the south side of the parking lot will continue to provide the 

opportunity for pedestrians approaching the school from the west to enter the school site 

and walk to the classroom buildings without having pedestrian/vehicular conflicts at the 

driveways. This includes the students using the signalized crosswalk across Victoria Street. 

• The number of vehicular turning movements into and out of the school driveways from 

Victoria Street would increase by approximately 7 percent. This increase would not result 

in a significant impact. There are currently congested conditions and vehicle queuing as 

parents line up in both directions to enter the driveway, which is typical for elementary 

schools. There is a left-turn lane in the center of Victoria Street with a left-turn arrow that 

facilitates the left-turning movements into the parking lot. The 7 percent increase in 

students and traffic volumes would not noticeably change the congestion and queuing 

situation. 

• It was observed that some parents elect to use American Avenue north of Victoria Street 

and the Victoria Street residential frontage street east of the school for student drop-off and 

pick-up activities. This practice would continue to occur, but would not be noticeably 

affected by the additional TK students. 

• The emergency vehicle access route between Victoria Street and the rear of the school 

buildings, which currently runs through the main parking lot, the circulation road on the 

east side of the school campus, and the auxiliary parking lot southeast of the school 

buildings, would not be modified by the project. So emergency access to the playground 

areas, paved courts, and all of the school buildings would remain intact. 

In summary, the additional TK students at Victoria Elementary School would have no significant 

adverse impacts on vehicular or pedestrian access, circulation, and safety at the school. 




