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The proposed project consists of the rehabilitation of the Aspan Well which is currently inactive and has experienced 
deterioration of the well casing. As part of the rehabilitation, ALW will install a new well casing liner to preserve the well's 
integrity and will remove the existing welded steel tank and booster pump station from the site. 

The current water quality issue for the Aspan Well is the presence of 1,1-DCE in excess of the maximum contaminant 
level (MCL), the concentration allowed in drinking water by the California State Water Resources Control Board – 
Division of Drinking Water, which requires the installation of a Liquid Phase Granular Activated Carbon (LGAC) treatment 
system. The proposed LGAC treatment system will be designed for a flow of approximately 1,800 gallons per minute 
(gpm) and will include two pairs of 12-foot diameter filtration vessels. In addition, Nitrate has been detected in the past in 
the Aspan Well, although Nitrate concentrations were recently shown to be below the MCL. If treatment for nitrates is 
needed, the IX treatment system will be installed downstream of the LGAC system and will feature three vessels working 
in parallel.
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continued

If applicable, describe any of the project’s areas of controversy known to the Lead Agency, including issues raised by
agencies and the public.

Provide a list of the responsible or trustee agencies for the project.
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Los Angeles County Flood Control District, Los Angeles County Sanitation District, RWQCB DDW, and Watermaster


