SAN DIEGO COUNTY WATER AUTHORITY

I. THE SHOWN LOCATION OF ALL EXISTING UNDERGROUND UTILITIES ARE APPROXIMATE.
THE CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATING ALL STRUCTURES, WHETHER
SHOWN HEREIN OR NOT, AND PROTECTING THEM FROM DAMAGE. THE EXPENSE OF
REPAIR OR REPLACEMENT OF SAID SUBSTRUCTURES SHALL BE BORNE BY THE
CONTRACTOR. HAND DIG FOUNDATIONS UNTIL CLEAR OF SUBSTRUCTURES, IF REQUIRED,
TO PROTECT UTILITIES.

2. IT SHALL BE THE CONTRACTOR’'S RESPONSIBILITY TO NOTIFY THE SAN DIEGO COUNTY
WATER AUTHORITY (WATER AUTHORITY) A MINIMUM OF TWO WORKING DAYS PRIOR TO
COMMENCEMENT OF ANY WORK NEAR WATER AUTHORITY FACILITIES.

NOTICE: ALL WATER AUTHORITY PIPELINES ARE ‘UNDERGROUND INSTALLATIONS.” FOR
LOCATION OF PIPELINES AND APPURTENANCES CONTACT THE WATER AUTHORITY,
TELEPHONE: (858) 522-6900.

3. THE CONTRACTOR SHALL COORDINATE WITH THE WATER AUTHORITY ALL WORK
WITHIN WATER AUTHORITY EASEMENTS OR IN CLOSE PHYSICAL PROXIMITY TO WATER
AUTHORITY FACILITIES. STAND-BY PERSONNEL MAY BE REQUIRED DURING ALL PHASES
OF WORK. STAND-BY REQUIREMENTS WILL BE AT THE DISCRETION OF THE WATER
AUTHORITY. WATER AUTHORITY STAND-BY PERSONNEL SHALL BE REQUIRED WHEN ANY
EXCAVATION IS DONE WITHIN THE WATER AUTHORITY'S RIGHT OF WAY.

4. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE TO EXISTING WATER
AUTHORITY FACILITIES AS A RESULT OF ITS OPERATIONS AND WORK, AND SHALL BE
LIABLE FOR THE COST OF ANY REPAIR WORK RESULTING FROM ITS ACTIVITIES.

5. DIGALERT: THE LAW REQUIRES YOU TO CONTACT UNDERGROUND SERVICE ALERT
TWO WORKING DAYS IN ADVANCE OF DIGGING OR EXCAVATING ON A PUBLIC RIGHT OF
WAY OR EASEMENT. TELEPHONE: 1-800-227-2600.

6. LOCATION AND ELEVATION OF AQUEDUCTS IS SUBJECT TO FIELD VERIFICATION AND
SHALL BE CONFIRMED BY THE DESIGN ENGINEER OR CONTRACTOR BY FIELD
MEASUREMENTS IN THE PRESENCE OF AN WATER AUTHORITY INSPECTOR PRIOR TO
COMMENCEMENT OF ANY WORK. ANY DISCREPANCIES SHALL BE BROUGHT TO THE
WATER AUTHORITY'S ATTENTION PRIOR TO PROCEEDING.

7. ALL GRADING SHALL BE DONE UNDER THE OBSERVATION OF A QUALIFIED SOILS
ENGINEER AND IN ACCORDANCE WITH THE RECOMMENDED SAN DIEGO COUNTY
STANDARDS AND SPECIFICATIONS.

8. ALL FILL MATERIAL SHALL BE COMPACTED TO 90% OR BETTER AND REPORTS
SUBMITTED TO THE WATER AUTHORITY PRIOR TO THE ACCEPTANCE OF WORK.

9. ALL FILL MATERIAL PLACED BETWEEN THE WATER AUTHORITY'S PIPELINES AND ANY
NEW UTILITY CROSSING SHALL BE SAND, 3/4-INCH GRAVEL OR CEMENT SLURRY.

10. AT THE COMPLETION OF THE GRADING OPERATIONS, AN AS-GRADED SOILS AND
GEOLOGICAL REPORT SHALL BE PREPARED AND SUBMITTED TO THE WATER AUTHORITY
WITHIN 15 DAYS OF THE COMPLETION OF GRADING.

IIl. THE CONTRACTOR AGREES TO ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR
JOB SITE CONDITIONS DURING THE COURSE OF CONSTRUCTION OF THIS PROJECT,
INCLUDING: SAFETY OF ALL PERSONS AND PROPERTY, AND THAT THIS REQUIREMENT
SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS, AND
THAT THE CONTRACTOR SHALL DEFEND, INDEMNIFY AND HOLD THE WATER AUTHORITY
HARMLESS FROM ANY AND ALL LIABILITY, REAL OR ALLEGED IN CONNECTION WITH THE
PERFORMANCE OF WORK ON THIS PROJECT.

12 THE CONTRACTOR SHALL NOT GRADE OR STORE ANY SOILS IN THE WATER
AUTHORITY RIGHT-OF-WAY. CONSTRUCTION EQUIPMENT CROSSING THE PIPELINES SHALL
NOT BE PERMITTED. THE CONTRACTOR WILL BE REQUIRED TO CONSTRUCT A
TEMPORARY BRIDGE OVER THE PIPELINE(S) FOR EQUIPMENT CROSSINGS.

13.  THE WATER AUTHORITY WILL NOT BE RESPONSIBLE FOR THE ENFORCEMENT OF
SAFETY MEASURES AND REGULATIONS. THE CONTRACTOR OR DESIGN ENGINEER SHALL
DESIGN, CONSTRUCT, AND MAINTAIN ALL SAFETY DEVICES, INCLUDING SHORING AND SHALL
BE SOLELY RESPONSIBLE FOR CONFORMING TO ALL LOCAL, STATE AND FEDERAL SAFETY
AND HEALTH STANDARDS, LAWS AND REGULATIONS DURING CONSTRUCTION OPERATIONS.

14. THE CONTRACTOR SHALL BE RESPONSIBLE THAT ANY MONUMENT OR BENCH MARK
WHICH IS DISTURBED OR DESTROYED SHALL BE RE-ESTABLISHED AND REPLACED BY A
REGISTERED CIVIL ENGINEER WHO IS ALLOWED TO PRACTICE SURVEYING OR A LICENSED
LAND SURVEYOR AND A CORNER RECORD, CERTIFICATE OF CORRECTION OR RECORD OF
SURVEY FILED AS REQUIRED BY THE LAND SURVEYOR'S ACT. THE CONTRACTOR SHALL
FURNISH TO THE WATER AUTHORITY PROOF OF RECORDING.

15. THE CONTRACTOR SHALL FURNISH TO THE WATER AUTHORITY AS-BUILT PLANS FOR
ALL IMPROVEMENTS WITHIN WATER AUTHORITY RIGHTS OF WAY.

6. THE CONTRACTOR SHALL REPAIR ALL DESTROYED OR DAMAGED SURFACE
IMPROVEMENTS WITHIN THE WATER AUTHORITY'S RIGHTS OF WAY WITH IMPROVEMENTS OF
EQUAL OR SUPERIOR QUALITY.

17.  THE WATER AUTHORITY SHALL RECEIVE THE CONSTRUCTION SCHEDULE TWO
WORKING DAYS IN ADVANCE OF START OF CONSTRUCTION., WORK DONE WITHOUT WATER
AUTHORITY INSPECTION SHALL BE SUBJECT TO REMOVAL. THE PHONE NUMBER TO
SCHEDULE INSPECTION WITHIN THE WATER AUTHORITY'S RIGHT OF WAY IS (858) 522-6900.

18. APPROVAL OF PLANS BY THE WATER AUTHORITY DOES NOT CONSTITUTE
RESPONSIBILITY FOR ACCURACY OF INFORMATION NOR LOCATION OF OTHER EXISTING
FACILITIES.

19. EXCAVATION WILL NOT BE ALLOWED UNDERNEATH WATER AUTHORITY PIPELINES
UNLESS A PIPE SUPPORT SYSTEM IS DESIGNED BY A REGISTERED CIVIL ENGINEER.
SUPPORT DESIGN MUST BE SUBMITTED AND APPROVED BY THE WATER AUTHORITY PRIOR
TO EXCAVATION.

20. ALL UTILITIES MUST CROSS WATER AUTHORITY EASEMENT AND PIPELINES AT A
PERPENDICULAR ANGLENO PARALLEL UTILITIES ARE ALLOWED IN WATER AUTHORITY
EASEMENT. SEWER OR RECLAIMED WATER LINE MATERIALS MUST MEET STATE OF
CALIFORNIA DEPARTMENT OF HEALTH STANDARDS COMPLETELY CROSSING EASEMENT.
ALL UTILITIES TO HAVE A MINIMUM 18-INCHES OF EXTERNAL CLEARANCE TO ANY
AUTHORITY PIPELINE. KEEP ALL VAULT STRUCTURES, PULLBOXES, VALVES, CONTROLLERS,
BACKFLOW PREVENTERS, MANHOLES, TRANSFORMERS, HEADWALLS, ETC.,, OUTSIDE OF
EASEMENT.

2. IF REQUIRED, THE CONTRACTOR SHALL RELOCATE CATHODIC PROTECTION TEST
STATIONS IN ACCORDANCE WITH THE SAN DIEGO COUNTY WATER AUTHORITY STANDARD
SPECIFICATIONS. THE CONTRACTOR SHALL CONTACT THE WATER AUTHORITY TWO
WEEKS PRIOR TO COMMENCEMENT OF WORK IN ORDER TO SCHEDULE THE RELOCATION
PROCEDURES AND INSPECTION.

22, ALL ENCROACHMENTS SHALL BE INSTALLED AND MAINTAINED IN A SAFE AND
SANITARY CONDITION AT THE SOLE COST, RISK AND RESPONSIBILITY OF THE PROPERTY
OWNER AND SUCCESSORS IN INTEREST WITHOUT EXCEPTION, INCLUDING BUT NOT LIMITED
TO ANY DAMAGES TO OR ARISING FROM THE ENCROACHMENTS CAUSED BY THE WATER
AUTHORITY'S MAINTENANCE OR CONSTRUCTION REQUIREMENTS.

23. IRRIGATION IS SHOWN DIAGRAMMATICALLY FOR VISUAL CLARITY. ALL VALVES,
FERTILIZER INJECTION SYSTEMS, THRUST BLOCKS, BACKFLOW PREVENTERS, FLOW
SENSORS AND ANY OTHER APPURTENANT IRRIGATION EQUIPMENT SHALL BE LOCATED
OUTSIDE THE SAN DIEGO COUNTY WATER AUTHORITY'S EASEMENT.

OLIVENHAIN MUNICIPAL WATER DISTRICT POTABLE WATER NOTES

I. POTABLE WATER WORKS SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE DETAILS
AND MATERIALS AS SPECIFIED IN THE MOST RECENT EDITION OF THE OLIVENHAIN
MUNICIPAL WATER DISTRICT (DISTRICT) STANDARD SPECIFICATIONS AND DRAWINGS FOR
THE CONSTRUCTION OF WATER MAINS AND FACILITIES, INCLUDING ALL AMENDMENTS

18. FIRE HYDRANTS, AS APPROVED BY THE APPROPRIATE FIRE DISTRICT AND MEETING THE
DISTRICT'S STANDARD SPECIFICATIONS, ARE TO BE INSTALLED AT LOCATIONS SPECIFIED
BY THE FIRE DISTRICT.

ADOPTED PRIOR TO THE DISTRICT APPROVAL DATE ON THESE PLANS. CONTRACTOR SHALL I9. ALL DESIGN CHANGES TO THE WATER SYSTEM SHALL BE APPROVED BY THE DISTRICT

HAVE A COPY OF THE STANDARD SPECIFICATIONS ON THE JOB SITE AT ALL TIMES.

2. THE SUBMISSION AND REVIEW OF ALL SUBMITTALS (SHOP DRAWINGS, SIX SETS) AS
REQUIRED BY THE STANDARD SPECIFICATIONS ARE TO BE ACCOMPLISHED PRIOR TO THE
PRE-CONSTRUCTION MEETING WITH THE DISTRICT'S INSPECTOR.

REPRESENTATIVE IN WRITING PRIOR TO CONSTRUCTION AND ACCEPTANCE OF THE
CHANGE.

20. THE WATER SYSTEM SHALL BE PRESSURE TESTED IN ACCORDANCE WITH THE
PROCEDURES IN THE OMWD STANDARD SPECIFICATIONS. THE CLASS OF PIPE SHALL BE
USED AS THE DESIGNATED WORKING PRESSURE FOR TESTING ALL PIPE, VALVES (CLOSED)

3. UNLESS OTHERWISE NOTED, CONNECTIONS TO EXISTING MAINS SHALL BE MADE DRY. THE AND APPURTENANCES.

TIME AND DURATION OF ANY SHUTDOWNS OF EXISTING MAINS SHALL BE SUBJECT TO
APPROVAL BY THE DISTRICT. DISTRICT SHALL BE NOTIFIED TWO WEEKS MINIMUM IN
ADVANCE OF ANY SHUTDOWN.

2. PIPELINES AND APPURTENANCES SHALL BE DISINFECTED IN ACCORDANCE WITH
SECTION 15041 OF THE OMWD STANDARD SPECIFICATIONS PRIOR TO TIE-IN OR
CONNECTION TO EXISTING SYSTEM FACILITIES. BACTERIOLOGIC QUALITY TEST RESULTS

4. CONTRACTOR SHALL COORDINATE WITH DISTRICT ALL ARRANGEMENTS FOR HIGH-LINING SHALL CONFORM TO THE CRITERIA SPECIFIED IN THAT SPECIFICATION.

TEMPORARY SERVICES PRIOR TO SHUTDOWNS. NO SHUTDOWNS WILL BE SCHEDULED ON A
MONDAY OR FRIDAY.

5. CONTRACTOR SHALL REVIEW ALL PROPOSED TRENCH WORK WITH CAL/OSHA. A COPY

22. CONTRACT RECORD DRAWINGS MUST BE SUBMITTED PRIOR TO FINAL ACCEPTANCE
OF WORK. THE PLANS MUST PROVIDE POST CONSTRUCTION VERIFICATION OF THE
LOCATION AND ELEVATION OF PIPES AND APPURTENANCES.

OF EXEMPTION LETTER OR TRENCHING PERMIT, IF REQUIRED, SHALL BE SUBMITTED TO THE

DISTRICT PRIOR TO CONSTRUCTION.

6. NO WORK MAY BEGIN OR PROCEED WITHOUT DIRECTION OF DISTRICT'S INSPECTOR.
CONTRACTOR SHALL NOTIFY THE DISTRICT INSPECTIONS DEPARTMENT 48 HOURS PRIOR
TO THE BEGINNING OF WORK TO ARRANGE FOR INSPECTION OF THE PROJECT.

7. THE CONTRACTOR MUST CALL DIG ALERT OF SOUTHERN CALIFORNIA® TO HAVE
UNDERGROUND SERVICE UTILITIES LOCATED PRIOR TO CONSTRUCTION. THIS CALL WILL BE

23. CONTRACTOR SHALL GUARANTEE ALL WORK FOR A PERIOD OF ONE () YEAR AFTER
THE DATE OF ACCEPTANCE FOR THE PROJECT. CONTRACTOR SHALL REPAIR OR
REPLACE ANY OR ALL SUCH WORK, TOGETHER WITH ANY OTHER WORK WHICH MAY BE
DISPLACED IN SO DOING THAT MAY PROVE DEFECTIVE IN WORKMANSHIP AND/OR
MATERIALS WITHIN THE ONE-YEAR PERIOD FROM THE DATE OF ACCEPTANCE WITHOUT
EXPENSE WHATSOEVER TO THE DISTRICT, ORDINARY WEAR AND TEAR, UNUSUAL ABUSE
OR NEGLECT EXCEPTED.
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MADE AT LEAST 48 HOURS IN ADVANCE PRIOR TO ANY WORK BEING PERFORMED IN 24. ALL IRRIGATION METERS SHALL BE SERVED WITH RECYCLED WATER UNLESS NO SCALE
PUBLIC RIGHT-OF-WAY. (DIG ALERT PHONE: 800-227-2600) PREVIOUSLY APPROVED IN WRITING BY THE DISTRICT.
8. ALL EXISTING FACILITIES WHICH MAY AFFECT PROJECT CONSTRUCTION, IE, LINE 25. ALL BURIED FITTINGS AND VALVES SHALL BE WAX TAPE WRAPPED IN ACCORDANCE
CROSSINGS, LINE PARALLELING, OR PROPOSED CONNECTIONS SHALL BE FIELD VERIFIED WITH OMWD STANDARD SPECIFICATIONS.
BEFORE ANY CONSTRUCTION BEGINS.
9. THE CONTRACTOR SHALL FURNISH AND INSTALL PER THE STANDARD SPECIFICATIONS €
THE APPROPRIATE BURIED UTILITY WARNING AND IDENTIFICATION TAPE ABOVE ALL PUBLIC
WATER LINES INCLUDING WATER LATERALS LOCATED IN PUBLIC RIGHT-OF-WAY. 28
¢ CRADED WIDTH
10. WHERE ELEVATIONS AND GRADES ARE NOT SHOWN ON THE WATER MAIN PROFILE, TOP g 7 &
OF PIPE PROFILE IS 48-INCHES BELOW CENTERLINE OF FINISH GRADE OF STREET. , -
28 PAVED WIDTH
Il. ALL DEFLECTIONS (HORIZONTAL AND VERTICAL) SHALL BE MADE BY USE OF JOINT , GRADED WIDTH , z
COUPLINGS WITH 4°MAXIMUM DEFLECTION PER COUPLING (2° PER JOINT). NO BENDING 8 l6 4 O
(CURVING) OF PIPE SHALL BE PERMITTED. PAVED WIDTH 9
z o
12. MANUAL AIR RELEASES SHALL BE INSTALLED AT ALL HIGH POINTS AND BLOW-OFFS AT Oy B ProPOSED FINISH GRADE
ALL LOW POINTS IN THE WATER MAIN PROFILE. PLACE MANUAL AIR RELEASES AND b€ FINISH GRADE Zf ~Son TYPY
BLOW-OFFS WITHIN METER BOX AND LOCATE BEHIND CLRB UNLESS OTHERWISE o (TYP) 3° Pep soRSD GOl 2
APPROVED BY DISTRICT'S REPRESENTATIVE. FIRE HYDRANTS MAY BE USED IN LIEU OF A M 2
MANUAL AIR RELEASE OR BLOW-OFF WHEN LOCATED AT OR NEAR HIGH OR LOW POINTS, EINISL GRADE Qg  PROPOSED FINISH GRADE = .
AS APPROVED BY THE DISTRICT'S REPRESENTATIVE. 50 AC. BERM avp.) B (- ——
TYE> O PERG-05 2 N
13. INSTALL A MINIMUM I-INCH WATER SERVICE TO EACH LOT. METER TO BE LOCATED ~| ’ /\\/ /
5-FEET FROM A SIDE LOT LINE. A 3/4-INCH HIGH LETTER "W" SHALL BE CHISELED IN TOP A —=
% | | 8" MIN. PORTLAND CEMENT CONCRETE
OF EXISTING CURB OR IMPRINTED IN NEW CURB AT ALL WATER SERVICE CROSSINGS. 2~ SASA & MIN PORTLAND CEMENT CONCRETE .
14. METER BOXES SHALL NOT BE PLACED WITHIN DRIVEWAYS OR SIDEWALKS WITHOUT THE PERPENDICULAR TO DIRECTION OF
DISTRICT'S PRIOR WRITTEN CONSENT. MIN. 4* AC. PAVEMENT OVER TRAVEL AND 54 REINFORCING BARS
5. ALL WATER SERVICES FOR IRRIGATION, MULTIPLE RESIDENTIAL COMPLEXES, BASE
COMMERCIAL OR INDUSTRIAL DEVELOPMENT SHALL HAVE APPROVED BACKFLOW
PREVENTION DEVICE ON CUSTOMER'S SIDE OF WATER METER. 'YPICAL SECTION - PVT. DRIVEWAY ['YPICAL SECTION - PVT. DRIVEWAY (PORTLANT CEMENT)
NO SCALE NO SCALE
I6. CONTRACTOR SHALL TIE OFF ALL VALVE LOCATIONS AND PROVIDE WRITTEN
DIMENSIONS TO INSPECTOR IMMEDIATELY UPON INSTALLATION OF VALVES.
17. LINE VALVES, WHERE REQUIRED AT STREET INTERSECTIONS SHALL BE LOCATED AT THE
TEE WHENEVER POSSIBLE.
8. FIRE HYDRANTS, AS APPROVED BY THE APPROPRIATE FIRE DISTRICT AND MEETING THE
DISTRICT'S STANDARD SPECIFICATIONS, ARE TO BE INSTALLED AT LOCATIONS SPECIFIED ?
BY THE FIRE DISTRICT. |
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2 DEPARTMENT OF PUBLIC WORKS SHEETS
WATER & SEWER NOTES FOR:
BY: DATE:
WILLIAM A. SNIPES HONARVAR RESIDENCE
ROE 50477 BXP. 063025 AND EQUESTRIAN PAD

ENGINEER OF WORK

TELEPHONE 9 697—9234 FAX (619) 460—2033

COUNTY APPROVED CHANGES

BENCH MARK

CALIFO

No. Description Approved by| Date

A o] 324

WILLIAM A. SNIPES R.C.E. 50477

EXPIRES 06-30-25

DESCRIPTION: ___CITY OF ENCINITAS CONTROL NETWORK,

RNIA COORDINATE INDEX 322-—-1713 )
VI [/

MONUMENT ENC—18

COUNTY

LOCATION: N: 1966169.552, E: 6269864.753

BY:

CCS83, ZONE VI, EPOCH: 19991.35

RECORD FROM: _R.O.S. 18416

ELEVATION: 307.765' DATUM:

NGVD88

APPROVED: FOR WILLIAM P. MORGAN ENGINEER OF [WOR
ENGINEER

WILLIAM A. SNIPES  R.C.E. 50477

PDS2019-LDGRMJ-30214

DATE

ENGINEER'S NAME - SNIPES-DYE ASSOCIATES

PHONE NO. (619) 697-9234



GRADING NOTES

I. GRADING AS SHOWN ON THESE PLANS SHALL BE IN CONFORMANCE WITH CURRENT STANDARD SPECIFICATIONS AND CHAPTER 14,
ARTICLE 2, DIVISION |, OF THE SAN DIEGO MUNICIPAL CODE.

2. PLANT AND IRRIGATE ALL CUT AND FILL SLOPES AS REQUIRED BY ARTICLE 2, DIVISION 4, SECTION 142.041I OF THE SAN DIEGO
LAND DEVELOPMENT CODE AND ACCORDING TO SECTION IV OR THE LAND DEVELOPMENT MANUAL LANDSCAPE STANDARDS.

3. GRADED, DISTURBED, OR ERODED AREAS THAT WILL NOT BE PERMANENTLY PAVED, COVERED BY STRUCTURE, OR PLANTED FOR A
PERIOD OVER 90 DAYS SHALL BE TEMPORARILY RE-VEGETATED WITH A NON-IRRIGATED HYDROSEED MIX, GROUND COVER, OR
EQUIVALENT MATERIAL. SEE BELOW FOR MIX AND SPECIFICATIONS.

HYDROSEED MIX

COMMON NAME LBS/ACRE
ACHILLEA MILLEFOLIULM WHITE YARROW) 1.O
CLARKIA UNGUICULATA (ELEGANT CLARKIA) 20
COLLINSIA HETEROPHYLLA (CHINESE HOUSES) 20
ESCHSCHOLZIA CALIFORNICA (CALIFORNIA POPPY) 1.O
GILIA CAPITATA (GLOBE GILIA) 20
GILIA TRICOLOR (BIRDS EYE) 1.O
LASTHENIA CALIFORNICA (DWARF GOLDFIELDS) 1.O
LAYIA PLATYGLOSSA (TIDY TIPS) 1.O
LUPINUS MICROCARPUS DENSIFLORUS (GOLDEN LUPINE) 1.O
LUPINUS SUCCULENTUS (ARROYO LUPINE) 1.O
MIMULUS AURANTIACUS PUNIECEUS (MISSION RED MONKEYFLOWER) 1.O
NEMOPHILA MACULATE (FIVE SPOT) 1.O
NEMOPHILA MENZIESII (BABY BLUE EYES) 20
PHACELIA CAMPANULARIA (CALIFORNIA BLUEBELLS) 20
SISYRHINCHIUM BELLUM (BLUE EYED GRASS) L.O

50 CM (19.7")

6.7 CM (6.6") 25CM (9.8")
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SPECIFICATIONS

UNITS

UNIT SIZE-50CM X 50CM X 2.5CMORTMXTMX2.5CM
(20" X 20" X 1" OR 40" X 40” X 17”)

AVAILABLE IN 9 STANDARD ROLL SIZES

UNIT WEIGHT - 538 GRAMS (19 0Z.)

OR 2.2 KG (4.8 POUNDS)
STRENGTH - 1121 KG/CM? (15,940 PSI)
COLOR - BLACK (STANDARD)
RESIN - 100% POST-CONSUMER

RECYCLED HDPE
FABRIC

WEIGHT - 1.4 TO 1.7 OZ/SY(47-58 GM/MZ)

TENSILE - 120 LB/FT2 (585 KG/M9 ,
FLOW - 275 GAL/MIN/SF (11,200 L/MIN/M?)
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L8.3 CM (3.3")

23CM(0.9")

GRAVELPAVEZ2

ADJACENT GRAVELPAVEZ2

SEE ENLARGEMENT BELOW

FILTER FABRIC ATTACHED TO
BOTTOM OF GRAVELPAVE?2

SEEDING RATE: 20.0 LBS PER ACRE

6 CM (2.4")

— GRAVELPAVEZ FILLED WITH 3/16" TO 3/8"

CELLULOSE FIBER 1400 LBS/ACRE

M-BINDER 120 LBS./ACRE

0-38-0 PLUS SULPHUR FERTILIZER 120 LBS/ACRE
38-0-O UREA FORMALDEHYDE FERTILIZER 50 LBS./ACRE

HYDROSEED MATERIALS:

RATE (LBS/ACRE)
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SECTION

ANGULAR GRAVEL, UNIFORM SIZE, WASHED

- COMPACTED SANDY GRAVEL ROAD BASE
- 95% MODIFIED PROCTOR DENSITY

- SEE FULL TECHNICAL SPECIFICATIONS FOR COMPOSITION

A AS PER LOADING
REQUIREMNETS

OMPACTED SUBGRADE

TOP OF GRAVEL

SOIL ACTIVATOR/ FERTILIZER/ INNOCULUM PENETRANT 400
(GRO-POWER PLUS WITH MYCORRHIZAE AND SOIL

PENETRANT

WOOD FIBER MULCH 1,400
(ECOFIBRE PREMIUM WOOD FIBER MULCH)

BINDER (ECOLOGY CONTROLS M-BINDER) 80

HYDROSEEDING PROCEDURES

44-2 FIBER MULCH SHALL BE APPLIED AT A MINIMUM RATE OF 1,400 POUNDS PER ACRE EXCEPT WHEN USED IN CONJUNCTION
WITH STRAW MULCH, WHEN IT SHALL BE APPLIED AT A MINIMUM RATE OF 400 POUNDS PER ACRE.

44-3 A WETTING AGENT CONSISTING OF 95 PERCENT ALKYL POLYETHYLENE GLYCOL ETHER SHALL BE APPLIED AS PER
MANUFACTURER'S RECOMMENDATIONS.
44-4 EQUIPMENT USED FOR THE APPLICATION OF SLURRY SHALL HAVE A BUILT-IN AGITATION SYSTEM TO SUSPEND AND

HOMOGENEOUSLY MIX THE SLURRY. THE SLURRY MIX SHALL BE DYE GREEN. THE EQUIPMENT MUST HAVE A PUMP CAPABLE
OF APPLYING SLURRY UNIFORMLY.

45 MAINTENANCE REQUIREMENTS

45 PERMANENTLY IRRIGATED SLOPES SHALL BE MAINTAINED FOR A PERIOD NO LESS THAN 90 DAYS.

45-2 NONPERMANENTLY IRRIGATED AREAS SHALL BE MAINTAINED FOR A PERIOD NOT LESS THAN 25 MONTHS.

45-3 ALL REVEGETATED AREAS SHALL BE MAINTAINED BY THE PERMITTEE UNTIL FINAL APPROVAL BY THE CITY MANAGER. THE

MAINTENANCE PERIOD BEGINS ON THE FIRST DAY FOLLOWING ACCEPTANCE AND MAY BE EXTENDED AT THE
DETERMINATION OF THE CITY MANAGER.

45-4 PRIOR TO FINAL APPROVAL, THE COUNTY MANAGER MAY REQUIRE CORRECTIVE ACTION INCLUDING BUT NOT LIMITED TO,
REPLANTING, THE PROVISION OR MODIFICATION OF IRRIGATION SYSTEMS, AND THE REPAIR OF ANY SOIL EROSION OR
SLOPE SLIPPAGE.

INTERIM BINDER NOTE:

GRADED, DISTURBED, OR ERODED AREAS TO BE TREATED WITH A NON-IRRIGATED HYDROSSED MIX SHALL RECEIVE AN INTERIM
BINDER/TACKIFIER AS NEEDED BETWEEN APRIL 2ND AND AUGUST 3IST FOR DUST-EROSION CONTROL WITH SUBSEQUENT
APPLICATION OF HYDROSEED MIX DURING THE RAINY SEASON BETWEEN OCTOBER IST AND APRIL IST.

GRAVELPAVE2 ATTACH WITH

J\El\ SNAP FIT FASTENERS
P \

' FILTER FABRIC - OVERLAPPING JOINTS
cOocOoOo0Oopo0oo o)
OOOO%OO%OO%OO%O%OO%OOO@%P FILL RING SECTION WITH

3/16" TO 3/8" ANGULAR GRAVEL, UNIFORM SIZE, WASHED

COMPACTED SANDY GRAVEL
BASE COURSE
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Place
anchor/washer
inside ring
walls and inside
one of the four
open spaces —
missing the
grid — do not
puncture
plastic grid.
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Use Remaining Anchors Along
Perimeter and High Traffic Areas

Gravelpave2 Pinning Instructions
60 anchors supplied per 108 sq ft (10 sq m)
Size and type of anchor may vary

1. Place one anchor (minimum) every six rings
2. Place anchor inside rings, in one of the four open spaces

(do not puncture grid).
3. Place remaining anchors around perimeter of site and in high
traffic areas

GRAVEL PAVING
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