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C4: Coast Redwood #112 
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C5: Ash Tree and volunteers along the north side #96 through 
#107 
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Appendix D: Tree Protection Guidelines

Plan Sheet Detail S-X (Type I) 
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TREE PROTECTION

Crown drip line or other limit of Tree Protection area. See
tree preservation plan for fence alignment.

4'
-0

"

Maintain existing
grade with the tree
protection fence
unless otherwise
indicated on the
plans.

2" x 6' steel posts
or approved equal.

Tree Protection
fence: High density
polyethylene fencing
with 3.5" x 1.5"
openings; Color-
orange. Steel posts
installed at 8' o.c.

5" thick
layer of mulch.

Notes:
1- See specifications for additional tree
protection requirements.

2- If there is no existing irrigation, see
specifications for watering requirements.

3- No pruning shall be performed except
by approved arborist.

4- No equipment shall operate inside the
protective fencing including during fence
installation and removal.

5- See site preparation plan for any
modifications with the Tree Protection
area.

SECTION VIEW

KEEP OUT
TREE

PROTECTION
AREA

8.5" x 11"
sign

laminated in
plastic spaced

every 50'
along the

fence.

URBAN TREE FOUNDATION © 2014
OPEN SOURCE FREE TO USE

Tree protection 
fence: Fencing shall 
be comprised of six-
foot high chain link 
mounted on eight-
foot tall, 1 7/8-inch 
diameter galvanized 
posts, driven 24 
inches into the 
ground.

Minimum 4” thick 
mulch layer

Crown diameter drip line distance equal to the outer most limit of foliage. Notes:

• All tree maintenance and care shall be 

performed by a qualified arborist with a 
C-61/D-49 California Contractors 
License.  Tree maintenance and care 
shall be specified in writing according to 
American National Standard for Tree 
Care Operations: Tree, Shrub and Other 
Woody Plant Management: Standard 
Practices parts 1 through 10 and adhere 
to ANSI Z133.1 safety standards and 
local regulations.  


• All maintenance is to be performed 
according to ISA Best Management 
Practices.

Notes:

The Tree Protection Zone 
(TPZ) may vary in radius 
from the trunk and may or 
may not be established at 
the drip line distance.  
See arborist’s report and 
plan sheet for 
specifications of TPZ 
radii.

6’
-0

”

Modified by Monarch Consulting 
Arborists LLC, 2019

~ 
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Plan sheet detail for trunk protection 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Excavation Trenches:   
 

1. When any roots are cut or torn during construction, it is critical that you sharply cut all the ends of any exposed roots 
immediately.  Failure to do so will leave crushed and torn roots.  This leads to decay and inhibits growth of new roots.   

2. Pile soil on the side of the trench opposite the tree.  If this is not possible, place the soil on a plastic tarp, plywood or a 
thick bed of mulch. 

3. Do not compact the backfill on the trench more than its original firmness.   
4. Water the backfill to allow the roots to begin healing. 

   

Trenching near a tree can kill as much as 40%-50% of the tree’s roots. 
 

If the tree you are working around is in a confined space and your equipment will be coming close, it is important for you to protect 
the trunk.  Wrap the tree trunk in old tires or place 2” x 4” studs around the tree and rope or band them together.  

          

 
          ROOT PRUNING DETAIL 
 
 
 
                 PLEASE KEEP THIS SHEET FOR REFERENCE 

2” x 4” or 2” x 2” 
Dimensional Lumber

Sturdy Strap (steel, 
nylon, or synthetic rope)

2” x 4” ’or 2” x 2” - 6 to 8 
Feet Tall Dimensional 
Lumber Spaced 3” Apart

Sturdy Strap (steel, 
nylon, or synthetic rope)

Bridge With 4” - 6” Deep 
Course Woody Debris or 
4” x 4” Dimensional 
Lumber and 3/4” 
Plywood or Steel Road 
Plate.

Note: See Local Ordinance 
Requirements and Arborist’s 
Report for Additional Protection 
Specifications and Guidelines.

Trunk Protection Vertical Timber 
Detail
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PLANTING PLAN BY
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SEE LIBRARY PLANS

PARKING AND BUILDING BY
TEALL MESSER ARCHITECT

SEE LIBRARY PLANS
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SEE LIBRARY PLANS
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SEE L2.0 MATERIALS PLAN
 FOR DISCOVERY PARK

IMPROVEMENTS

SEE L2.0 MATERIALS PLAN
 FOR DISCOVERY PARK

IMPROVEMENTS

(E) CHAINLINK
FENCE AND GATE
TO REMAIN

APPROXIMATE LIMIT OF WORK (L.O.W.)

LEGEND

(E) TREE TO BE PROTECTED

(E) TREE TO REMAIN

NOTE:
1. SEE C3.0 EROSION CONTROL PLAN FOR TREE

PROTECTION IN EXISTING RIPARIAN AREA.
2. TREE SURVEY PROVIDED BY IFLAND SURVEY, 10/09/18.
3. CONTRACTOR SHALL PROTECT ALL TREES WHICH ARE

LOCATED WITHIN 10' OF EQUIPMENT MOVEMENT.

1
L1.0

(E) FENCE TO BE REMOVED

ARBORIST NOTES:
1. ALL TREE MAINTENANCE AND CARE SHALL BE

PERFORMED BY A QUALIFIED ARBORIST WITH A
C-61/D-49 CALIFORNIA CONTRACTORS LICENSE. TREE
MAINTENANCE AND CARE SHALL BE SPECIFIED IN
WRITING ACCORDING TO AMERICAN NATIONAL
STANDARD FOR TREE CARE OPERATIONS: TREE, SHRUB
AND OTHER WOODY PLANT MANAGEMENT: STANDARD
PRACTICES PARTS 1 THROUGH 10 AND ADHERE TO ANSI
Z133.1 SAFETY STANDARDS AND LOCAL REGULATIONS.
ALL MAINTENANCE IS TO BE PERFORMED ACCORDING
TO ISA BEST MANAGEMENT PRACTICES.

2. TREE PRUNING - IF TREE PRUNING FOR OVERHEAD
CLEARANCE IS REQUIRED OR NECESSARY PRUNING
SPECIFICATIONS SHALL BE IN WRITING PRIOR TO ANY
CUTTING. CUTTING SHALL BE PERFORMED BY A
QUALIFIED TREE CARE PROFESSIONAL OR SUPERVISED
BY THE PROJECT ARBORIST. NO LIMBS GREATER THAN
FOUR INCHES (4”) IN DIAMETER SHALL BE REMOVED
WITHOUT APPROVAL.

3. ROOT MANAGEMENT - PRIOR TO REMOVING ROOTS
GREATER THAN TWO INCHES (2”) IN DIAMETER EACH
TREE SHALL BE EVALUATED BY THE PROJECT ARBORIST
TO HELP DETERMINE ITS LIKELIHOOD OF FAILURE
AFTER ROOT LOSS. IF ROOTS OVER TWO INCHES IN
DIAMETER ARE ENCOUNTERED THEY SHOULD BE
PRUNED BY HAND WITH LOPPERS, HANDSAW,
RECIPROCATING SAW, OR CHAIN SAW RATHER THAN
LEFT CRUSHED OR TORN. ROOTS SHOULD BE CUT
BEYOND SINKER ROOTS OR OUTSIDE ROOT BRANCH
JUNCTIONS AND BE SUPERVISED BY THE PROJECT
ARBORIST. WHEN COMPLETED, EXPOSED ROOTS
SHOULD BE KEPT MOIST WITH BURLAP OR BACKFILLED
WITHIN ONE HOUR. NO ROOTS SHALL BE CUT WITHIN SIX
TIMES THE TRUNK DIAMETER DISTANCE IN FEET ON ONE
SIDE WITHOUT ARBORIST APPROVAL.

4. TRUNK PROTECTION - PREVENTING MECHANICAL
DAMAGE TO THE MAIN STEMS FROM EQUIPMENT OR
HAND TOOLS CAN BE ACCOMPLISHED BY WRAPPING
THE MAIN STEM WITH STRAW WATTLE.

5. SITE OCCUPANCY - HAVE A QUALIFIED ARBORIST
PERFORM A LEVEL 2: BASIC TREE RISK ASSESSMENT AS
DESCRIBED IN BEST MANAGEMENT PRACTICES: TREE
RISK ASSESSMENT: INTERNATIONAL SOCIETY OF
ARBORICULTURE, 2017 TO HELP IDENTIFY ANY NEW
RISK FACTORS AFTER CONSTRUCTION UPON NEW SITE
OCCUPANCY.

DEMOLITION AND 
TREE PROTECTION PLAN

L1.0
1"= 20'

LANDSCAPE ARCHITECT
BASE LANDSCAPE ARCHITECTURE

PROJECT TEAM

PROJECT NAME & ADDRESS

FELTON LIBRARY
DISCOVERY PARK
GUSHEE STREET
FELTON, CA, 95018

REVISION

# Date Description

STAMP

SHEET TITLE

Scale:
Date:
Drawn by:
Checked by:
Project No.:
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BID SET
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Ren. 9/30/2020

LI
CE

NS
ED ARCHITECT

STATE OF CALIFORNIA
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CIVIL ENGINEER
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SAN FRANCISCO  /  PORTLAND
www.baselandscape.com

IRRIGATION DESIGN
RMA IRRIGATION

CLIENT
SANTA CRUZ COUNTY DEPARTMENT OF PARKS,
OPEN SPACE, AND CULTURAL SERVICES
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ZONE. SEE SPECS FOR
REQUIREMENTS
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TREES TO BE REMOVED: 0

04-19-20191 Planning Review Comments

1
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13.32.130 - Safeguarding trees during construction.  
For the purpose of safeguarding trees during construction, all of the following conditions shall 
apply to all such trees except for trees for which a tree removal permit has been issued or which 
are required to be removed pursuant to Chapter 13.28: 

A. Prior to the issuance of any approval or permit for the construction of any improvement on 
the building site, all trees on the site shall be inventoried by the owner or contractor as to 
size, species and location on the lot and the inventory shall be submitted on a topographical 
map to the director; and 

B. Damage to any tree during construction shall be immediately reported by a person causing 
the damage, the responsible contractor, or the owner to the director, and the contractor and/or 
owner shall treat the tree for damage in the manner specified by the city arborist; and 

C. No construction equipment, vehicles or materials shall be stored, parked or standing within 
the tree dripline; and” 

D. Drains shall be installed according to city specifications so as to avoid harm to trees due to 
excess watering; and 

E. Wires, signs and other similar items shall not be attached to trees; and 
F. Cutting and filling around the base of trees shall be done only after consultation with the city 

arborist and then only to the extent authorized by the city arborist; and 
G. No paint thinner, paint, plaster or other liquid or solid excess or waste construction materials 

or wastewater shall be dumped on the ground or into any grate between the dripline and the 
base of the tree or uphill from any tree where certain substances might reach the roots 
through a leaching process; and 

H. Fencing shall be installed outside the canopy of the tree to the dripline unless otherwise 
directed by the certified arborist to prevent injury to trees making them susceptible to disease 
causing organisms; and 

I. Wherever cuts or soil disturbances are made in the ground near the roots of trees, appropriate 
measures shall be taken to prevent exposed soil from drying out and causing damage to tree 
roots as prescribed in a certified arborist report. 

(Ords. 21362, 26595.) 

Pre-Construction Meeting with the Project Arborist

Prior to beginning work, all contractors involved with the project should attend a pre 
construction meeting with the project arborist to review the tree protection guidelines. Access 
routes, storage areas, and work procedures will be discussed. Tree protection locations should be 
marked before any fencing contractor arrives. 
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Tree Protection Zones and Fence Specifications 
 
Tree protection fence should be established prior to the arrival of construction equipment or 
materials on site. Fence should be comprised of six-foot high chain link fence mounted on eight-
foot tall, 1 7/8-inch diameter galvanized posts, driven 24 inches into the ground and spaced no 
more than 10 feet apart. Once established, the fence must remain undisturbed and be maintained 
throughout the construction process until final inspection. 

The fence should be maintained throughout the site during the construction period and should be 
inspected periodically for damage and proper functions. 

Fence should be repaired, as necessary, to provide a physical barrier from construction activities. 

A final inspection by the city arborist at the end of the project will be required prior to removing 
any tree protection fence and replacement tree shall be planted at this time. 

Monitoring 

Any trenching, construction or demolition that is expected to damage or encounter tree roots 
should be monitored by the project arborist or a qualified ISA Certified Arborist and should be 
documented. 

The site should be evaluated by the project arborist or a qualified ISA Certified Arborist after 
construction is complete, and any necessary remedial work that needs to be performed should be 
noted. 

Restrictions Within the Tree Protection Zone 

No storage of construction materials, debris, or excess soil will be allowed within the Tree 
Protection Zone. Spoils from the trenching shall not be placed within the tree protection zone 
either temporarily or permanently. Construction personnel and equipment shall be routed outside 
the tree protection zone of 39 feet from the trunk. 

Root Pruning 

Root pruning shall be supervised by the project arborist. When roots over two inches in diameter 
are encountered they should be pruned by hand with loppers, handsaw, reciprocating saw, or 
chain saw rather than left crushed or torn. Roots should be cut beyond sinker roots or outside 
root branch junctions and be supervised by the project arborist. When completed, exposed roots 
should be kept moist with burlap or backfilled within one hour. 
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Boring or Tunneling 

Boring machines should be set up outside the drip line or established Tree Protection Zone. 
Boring may also be performed by digging a trench on both sides of the tree until roots one inch 
in diameter are encountered and then hand dug or excavated with an Air Spade® or similar air or 
water excavation tool. Bore holes should be adjacent to the trunk and never go directly under the 
main stem to avoid oblique (heart) roots. Bore holes should be a minimum of three feet deep.  

Timing 

If the construction is to occur during the summer months supplemental watering and bark beetle 
treatments should be applied to help ensure survival during and after construction. 

Tree Pruning and Removal Operations 

All tree pruning or removals should be performed by a qualified arborist with a C-61/D-49 
California Contractors License. Tree pruning should be specified according to ANSI A-300A 
pruning standards and adhere to ANSI Z133.1 safety standards. Trees that need to be removed or 
pruned should be identified in the pre-construction walk through. 

Tree Protection Signs 

All sections of fencing should be clearly marked with signs stating that all areas within the 
fencing are Tree Protection Zones and that disturbance is prohibited. Text on the signs should be 
in both English and Spanish (Appendix E). 

Signage stating, “Warning-This fencing shall not be removed without permission from the City 
of San Jose Planning Office (408) 535-3555”. Shall be placed on all tree protection fencing and 
remain until final occupancy. 
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13.32.100 - Permit findings. 

A. Neither the director nor the planning commission on appeal shall issue a permit for the 
removal of any tree, other than an unsuitable tree, on any private parcel of land in the city 
unless the director or the commission on appeal makes at least one of the following findings: 

1. That the tree affected is of a size, type and condition, and is in such a location in such 
surroundings, that its removal would not significantly frustrate the purposes of this chapter 
as set forth in Section 13.32.010 

2. That the location of the tree with respect to a proposed improvement unreasonably restricts 
the economic development of the parcel in question; or 

3. That the condition of the tree with respect to disease, danger of falling, proximity to an 
existing or proposed structure, and/or interference with utility services, is such that 
preservation of the public health or safety requires its removal; or. 

In connection with an application to remove a dead tree, the director or the planning commission 
on appeal shall consider whether the subject tree was in any way injured, removed or caused to 
be injured or removed by the applicant, in addition to the findings required to be set forth 
pursuant to the provisions herein above. C. 

The planning director shall not issue a permit for the removal of an unsuitable tree on any private 
parcel of land in the city unless the director finds that the tree is an unsuitable tree as defined in 
Section 13.32.020.(Prior code § 8935; Ords. 21363, 26595, 29195.) 
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Appendix E: Tree Protection Signs 
E1: English 
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E2: Spanish 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Qualifications, Assumptions, and Limiting Conditions 
Any legal description provided to the consultant is assumed to be correct. Any titles or ownership 
of properties are assumed to be good and marketable. All property is appraised or evaluated as 
though free and clear, under responsible ownership and competent management. 

All property is presumed to be in conformance with applicable codes, ordinances, statutes, or 
other regulations. 

Care has been taken to obtain information from reliable sources. However, the consultant cannot 
be responsible for the accuracy of information provided by others. 

The consultant shall not be required to give testimony or attend meetings, hearings, conferences, 
mediations, arbitration, or trials by reason of this report unless subsequent contractual 
arrangements are made, including payment of an additional fee for such services. 

This report and any appraisal value expressed herein represent the opinion of the consultant, and 
the consultant’s fee is not contingent upon the reporting of a specified appraisal value, a 
stipulated result, or the occurrence of a subsequent event. 

Sketches, drawings, and photographs in this report are intended for use as visual aids, are not 
necessarily to scale, and should not be construed as engineering or architectural reports or 
surveys. The reproduction of information generated by architects, engineers, or other consultants 
on any sketches, drawings, or photographs is only for coordination and ease of reference. 
Inclusion of said information with any drawings or other documents does not constitute a 
representation as to the sufficiency or accuracy of said information. 

Unless otherwise expressed: a) this report covers only examined items and their condition at the 
time of inspection; and b) the inspection is limited to visual examination of accessible items 
without dissection, excavation, probing, or coring. There is no warranty or guarantee, expressed 
or implied, that structural problems or deficiencies of plants or property may not arise in the 
future. 
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Certification of Performance 
I Richard Gessner, Certify: 

That I have personally inspected the tree(s) and/or the property referred to in this report, and 
have stated my findings accurately. The extent of the evaluation and/or appraisal is stated in the 
attached report and Terms of Assignment; 

That I have no current or prospective interest in the vegetation or the property that is the subject 
of this report, and I have no personal interest or bias with respect to the parties involved; 

That the analysis, opinions and conclusions stated herein are my own; 

That my analysis, opinions, and conclusions were developed and this report has been prepared 
according to commonly accepted Arboricultural practices; 

That no one provided significant professional assistance to the consultant, except as indicated 
within the report. 

That my compensation is not contingent upon the reporting of a predetermined conclusion that 
favors the cause of the client or any other party, nor upon the results of the assessment, the 
attainment of stipulated results, or the occurrence of any other subsequent events; 

I further certify that I am a Registered Consulting Arborist® with the American Society of 
Consulting Arborists, and that I acknowledge, accept and adhere to the ASCA Standards of 
Professional Practice. I am an International Society of Arboriculture Board Certified Master 
Arborist®. I have been involved with the practice of Arboriculture and the care and study of trees 
since 1998. 

Richard J. Gessner 

ASCA Registered Consulting Arborist® #496 
ISA Board Certified Master Arborist® WE-4341B 

Copyright 

© Copyright 2023, Monarch Consulting Arborists LLC. Other than specific exception granted for copies made by 
the client for the express uses stated in this report, no parts of this publication may be reproduced, stored in a 
retrieval system, or transmitted in any form or by any means, electronic, mechanical, recording, or otherwise without 
the express, written permission of the author.
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