



































Summer Villas at Sheldon

9350 Sheldon Road Elk Grove, CA
Arborist Report & Tree Inventory Summary
July 15, 2022

GENERAL PROTECTION GUIDELINES
FOR TREES PLANNED FOR PRESERVATION

Great care must be exercised when work is conducted upon or around protected trees. The
purpose of these General Protection Measures is to provide guidelines to protect the health of
the affected protected trees. These guidelines apply to all encroachments into the critical root
zone of a protected tree, and may be incorporated into tree permits and/or other Conditions of
Approval as deemed appropriate by the applicable governing body.

A circle with a radius measurement from the trunk equal to one foot per inch DSH,
shall constitute the critical root zone area of each protected tree. The CRZ is a critical
portion of the root zone and defines the minimum protected area of each protected
tree

Pruning of any protected trees on site shall be supervised by an ISA Certified Arborist
prior to the start of construction work. All pruning shall be in accordance with the
American National Standards Institute (ANSI) A300 pruning standards, ANSI
Standard 2133.1-2000 regarding safety practices, and the International Society of
Arboriculture (ISA) “Tree Pruning Guidelines” and Best Management Practices.

Prior to initiating construction, temporary protective fencing shall be installed at least
one foot outside the critical root zone of the protected trees in order to avoid damage
to the tree canopies and root systems. Fencing shall be installed in accordance with
the approved fencing plan prior to the commencement of any grading operations or
such other time as determined by the review body. The developer shall contact the
Project Arborist and the City of Elk Grove for an inspection of the fencing prior to
commencing construction activities on site.

Signs shall be installed on the protective fence in four (4) equidistant locations around
each individual protected tree. The size of each sign must be a minimum of two (2)
feet by two (2) feet and must contain the following language:

WARNING: THIS FENCE SHALL NOT BE REMOVED OR RELOCATED
WITHOUT WRITTEN AUTHORIZATION FROM THE CITY OF ELK
GROVE

Once approval has been obtained from the City of Elk Grove protective fencing shall
remain in place throughout the entire construction period and shall not be removed,
relocated, taken down or otherwise modified in whole or in part without prior written
authorization from the Agency, or as deemed necessary by the Project Arborist to
facilitate approved activities within the critical root zone.
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Any removal of paving or structures (i.e. demolition) that occurs within the critical
root zone of a protected tree shall be done under the direct supervision of the Project
Arborist. To the maximum extent feasible, demolition work within the critical root
zone of the protected tree shall be performed by hand. If the Project Arborist
determines that it is not feasible to perform some portion(s) of this work by hand,
then the smallest/lightest weight equipment that will adequately perform the
demolition work shall be used.

No signs, ropes, cables (except those which may be installed by an ISA Certified
Arborist to provide limb support) or any other items shall be attached to the protected
trees. Small metallic numbering tags for the purpose of identification in preparing tree
reports and inventories shall be allowed.

No vehicles, construction equipment, mobile homes/office, supplies, materials or
facilities shall be driven, parked, stockpiled or located within the critical root zones of
protected trees.

Drainage patterns on the site shall not be modified so that water collects, stands or is
diverted across the dripline of any protected tree.

No trenching shall be allowed within the critical root zone of protected trees, except
as specifically approved by the City of Elk Grove as set forth in the project’s
Conditions of Approval and/or approved tree permit. If it is absolutely necessary to
install underground utilities within the critical root zone of a protected tree the utility
line within the critical root zone shall be “bored and jacked” or performed utilizing
hand tools to avoid root injury under the direct supervision of the Project Arborist.

Grading within the critical root zone of a protected tree shall be minimized. Cuts
within the protected zone shall be maintained at less than 20% of the critical root
zone area. Grade cuts shall be monitored by the Project Arborist. Any damaged roots
encountered shall be root pruned and properly treated as deemed necessary by the
Project Arborist.

Minor roots less than one (1) inch in diameter encountered during approved
excavation and/or grading activities may be cut, but damaged roots shall be traced
back and cleanly cut behind any split, cracked or damaged area as deemed necessary
by the Project Arborist.

Major roots greater than one (1) inch in diameter encountered during approved
excavation and/or grading activities may not be cut without approval of the Project
Arborist. Depending upon the type of improvement being proposed, bridging
techniques or a new site design may need to be employed to protect the roots and the
tree.
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Cut faces, which will be exposed for more than 2-3 days, shall be covered with dense
burlap fabric and watered to maintain soil moisture at least on a daily basis (or
possibly more frequently during summer months). If any native ground surface fabric
within the protected zone must be removed for any reason, it shall be replaced within
forty-eight (48) hours.

If fills exceed 1 foot in depth up to 20% of the critical root zone area, aeration
systems may serve to mitigate the presence of the fill materials as determined by the
Project Arborist.

When fill materials are deemed necessary on two or three sides of a tree it is critical
to provide for drainage away from the tree's critical root zone of the tree (particularly
when considering heavy winter rainfalls). Overland releases and subterranean drains
dug outside the tree protected zone area and tied directly to the main storm drain
system are two options.

In cases where a permit has been approved for construction of a retaining wall(s)
within the critical root zone of a protected tree the applicant will be required to
provide for immediate protection of exposed roots from moisture loss during the time
prior to completion of the wall. The retaining wall within the critical root zone of the
protected tree shall be constructed within seventy-two (72) hours after completion of
grading within the tree protection zone.

The construction of impervious surfaces within the dripline of a protected tree shall
be minimized. When necessary, a piped aeration system shall be installed under the
direct supervision of the Project Arborist.

Preservation devices such as aeration systems, tree wells, drains, special paving and
cabling systems must be installed in conformance with approved plans and certified
by the Project Arborist.

No sprinkler or irrigation system shall be installed in such a manner that sprays water
or requires trenching within the critical root zone of a protected tree. An above
ground drip irrigation system is recommended. An independent low-flow drip
irrigation system may be used for establishing drought-tolerant plants within the tree
protected zone of a protected tree. Irrigation shall be gradually reduced and
discontinued after a two (2) year period.

All portions of permanent fencing that will encroach into the tree protected zone of a
protected tree shall be constructed using posts set no closer than ten (10) feet on
center. Posts shall be spaced in such a manner as to maximize the separation between
the tree trunks and the posts in order to reduce impacts to the tree(s).
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Summer Villas at Sheldon

9350 Sheldon Road, Elk Grove

APN 127-0010-077

TREE INVENTORY SUMMARY
Ci
Tree #| COMMON NAME SPECIES DSH CRZ DLR CONDITION Prot:Zted NOTABLE CHARACTERISTICS -
Ly - ‘ e (inches) | (feety | (feet) MAINTENANCE RECOMMENDATIONS
STRUCTURE | VIGOR Tree
Multi-stemmed 6 and 8-inches. Not previously mapped, located 177 feet
54 Valley oak Quercus lobata 11 11 8 fair fair yes west of the northeastery property corner along Sheldon Rd. - None at this
time.
55 | Brazilian pepper |Schinus terebinthifolia 22 22 16 fair fair’ no Measured at 1 foot above grade forks above. - None at this time
i- 1 24-inch d at 1 foot ab de forks above.
56 | Brazilian pepper |Schinus terebinthifolia 32 32 20 fair fair no Mule stemn:led‘ % il i cannired o L fouk o it Soki-dnive
- None at this time.
57 | Brazilian pepper |Schinus terebinthifolia 18 18 15 fair fair no Measured at 1 foot above grade forks above. - None at this time.
58 | Brazilian pepper |Schinus terebinthifolia 16 16 14 fair fair no Measured at 1 foot above grade forks above. - None at this time.
i- d 18-inch d at 1 foot de fork: -
59 | Brazilian pepper |Schinus terebinthifolia 25 25 22 fair fair no Ny stemr'nefi 1 dunt 1 ednabss, ot o1 1 fipobalbove graiefoie bave
None at this time.
i- 12 16-inch 1 fi forks above.
60 | Brazilian pepper |Schinus terebinthifolia 22 22 15 fair fair no o stemn'led' . L-SND0, SPRBARION. S0 . o SEme A TREEm A,
- None at this time.
61 Valley oak Quercus lobata 21 21 30 poor to fair fair yes Pruned for utility line clearance. - None at this time.
62 Valley aak Ouress lubasia 2% 2% 30 — e ol Pruned fo.r ut1.11ty line clearance, tree is over 50 percent dead, evidence of
wood boring insects and wetwood. - Remove
63 Valley oak Quercus lobata 18 18 23 poor fair yes Severely pruned for utility line clearance. - None at this time.
64 Valley oak Quercus lobata 26 26 35 poor to fair fair yes Stem bends west, severly pruned for utility line clearance. - None at this time.
- : TV i
65 Valley oak P 34 34 36 pcor. to i fair you Callusing basal wound s.outhwest side, lftan's east, pruned for utility line
clearance on the north side. - None at this time.
66 | Brazilian pepper |Schinus terebinthifolia 14 14 12 fair fair no Measured at 1 foot above grade forks above. - None at this time.
67 | Brazilian pepper |Schinus terebinthifolia 13 13 14 fair fair no None at this time.
5 Callusing wound south side w/exposed wood fron 4 to 30 feet above grade,
7
68 Valley oak Quercus lobata 27 27 24 poor poor to fair yes e N o e
69 Valley oik Quercus lobiata 2% 2% 35 — fair yes UI.)pe.r trunk leans and bends southwest, crown 1-sided southwest. - None at
this time.
70 | Brazilian pepper |Schinus terebinthifolia 9 9 16 fair fair no Measured at 1 foot above grade forks above. - None at this time.
71 | Brazilian pepper |Schinus terebinthifolia 22 22 18 fair fair no Measured at 1 foot above grade forks above. - None at this time.
72 | Brazilian pepper |Schinus terebinthifolia 16 16 16 fair fair no Measured at 2 foot above grade forks above. - None at this time.
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Summer Villas at Sheldon
9350 Sheldon Road, Elk Grove
APN 127-0010-077
TREE INVENTORY SUMMARY

Ci
Tree #] COMMON NAME SPECIES DSH CRZ | DLR CONDITION Prot:Zted NOTABLE CHARACTERISTICS -
o ’ (inches) | (feet) | (Feet) MAINTENANCE RECOMMENDATIONS
STRUCTURE VIGOR Tree
73 | Brazilian pepper |Schinus terebinthifolia 16 16 14 fair fair no Measured at 3 feet above grade forks above. - None at this time.
74 | Brazilian pepper |Schinus terebinthifolia 37 37 28 fair fair no Multi-stemmed 9, 12, 14, and 20-inches. - None at this time.
- . ] Muli-stemmed 10, 12, and 16-inches, measured at 1 foot above grade forks
1 inthifoli 7
75 | Brazilian pepper |Schinus terebinthifolia 27 2 20 fair fair no oniie . Miomiiiat Btk s
76 | Fruitless mulberry Morus alba 16 16 20 poor poor no Excessive deadwood and sparse foliage. - None at this time.
¥ Black acacia Acacia melanoxylon TREE IS DEAD.
78 Date palm Phoenix dactyliera 24 24 16 fair fair no None at this time.
— h fire. -
79 Califorina black Huglanes kit 14 14 20 — — - Forks at 2 feet above grade, 60 percent dead, scorched by recent fire
walnut Remove.
80 Blue gum Eucalyptus globulus Tree not found.
Califorina black :
81 - 32;:1 ztn - Juglans hindsii 25 25 18 poor poor yes Measured at 2 feet above grade, tree is 70 percent dead. - Remove.
82 Bl gurn Bucaljpeas globulics 54 54 25 pooran e | pooe o Bl = Forks. at 6 afld 10 feet above gr_adf: with inherently weak attachments, several
past limb failures. - None at this time.
83 Blue gum Eucalyptus globulus 33 33 26 fair fair no Forks at 5 feet above grade. - None at this time.
Trees numbered 84 thru 90 in the Feburary 9, 2007 Arbcrist Ref ort wer e not found. They were all Almond trees.

[TOTAL INVENTORIED TREES = 27 trees (644 aggregate diameter inches) |
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