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FINAL ENVIRONMENTAL IMPACT REPORT 

INTRODUCTION  
This Final Environmental Impact Report (EIR) has been prepared in accordance with the California 
Environmental Quality Act (CEQA), as amended (Public Resources Code Sections 21000 et seq.), and the 
CEQA Guidelines (California Code of Regulations Sections 15000 et seq.). 

According to CEQA Guidelines Section 15132, the Final EIR shall consist of: 

(a) The draft EIR or a revision of the draft. 

(b) Comments and recommendations received on the draft EIR either verbatim or in summary. 

(c) A list of persons, organizations, and public agencies comments on the draft EIR. 

(d) The responses of the Lead Agency to significant environmental points raised in the review and 
consultation process. 

(e) Any other information added by the lead agency. 

This document has been prepared in accordance with CEQA and the CEQA Guidelines and represents 
the independent judgment of the Lead Agency. This document and the circulated Draft EIR comprise 
the Final EIR, in accordance with CEQA Guidelines Section 15132. 

According to CEQA, lead agencies are required to consult with public agencies having jurisdiction over a 
proposed project, and to provide the general public with an opportunity to comment on the Draft EIR. 
A Draft EIR was prepared for the proposed project to provide an assessment of the potential 
environmental consequences of adoption and implementation of the proposed project. A Notice of 
Preparation of an EIR was issued by the City of Mountain View (City) on December 1, 2024, for a 30-
day-review period. A Notice of Availability (NOA) was issued by the City on July 1, 2025, and the Draft 
EIR was made available for public review for a 45-day public review period through August 15, 2025.  

No comments were submitted to the City during the 45-day public review period, and no revisions to 
the Draft EIR are required.  

This EIR, which is comprised of the Draft and Final EIRs, will be presented at a City Council hearing and 
staff will advise the City Council on certification of the EIR. The City Council will consider staff 
recommendations on the EIR and the proposed project during a noticed public hearing and will take 
final action with regard to certification of the EIR. The City Council will consider certification of the EIR 
at a public hearing in Fall 2025. 
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REVISIONS TO THE DRAFT EIR 
The following revisions represented by underlined text that represents language that has been added 
to the EIR and text with strikethrough that has been deleted from the Draft EIR, do not constitute 
significant new information as defined in the CEQA Guidelines Section 15088.5; therefore, the Draft EIR 
does not need to be recirculated.  

The first sentence of the second paragraph in Mitigation Measure BIO-2 shown on pages 1-12 and 
4.2-9 of the Draft EIR is hereby amended as follows: 

In addition, a Tree Protection and Replacement Program (Program) shall be developed by a Certified 
Arborist prior to project approval issuance of building permits and implemented during project 
construction to provide for adequate protection and replacement of “heritage” trees, as defined by the 
City’s Municipal Code. The Program shall include, but is not limited to, the following provisions: 

The second sentence of the first paragraph in Mitigation Measure CUL-1.1 shown on pages 1-17 and 
4.3-11 of the Draft EIR is hereby amended as follows: 

Mitigation Measure CUL-1.1: The City shall have Historic American Building Survey Level II 
documentation completed for the Mountain View Police Services - Fire Administration building and its 
setting. To ensure public access, the City shall submit copies of the documentation to Mountain View 
Historical Association’s History Center in the Mountain View Library and the California Historical 
Resources Information System Northwest Information Center. This documentation shall include 
drawings, photographs, and a historical narrative: 

MITIGATION AND MONITORING REPORT 
This Mitigation Monitoring and Reporting Program (MMRP) has been prepared for the proposed 
Mountain View Public Safety Building project (proposed project). The purpose of the MMRP is to 
ensure the implementation of mitigation measures identified as part of the environmental review for 
the proposed project. The MMRP includes the following information:  

 The full text of the mitigation measures; 
 The party responsible for implementing the mitigation measures; 
 The timing for implementation of the mitigation measure; 
 The agency responsible for monitoring the implementation; and 
 The monitoring action and frequency. 

The mitigation measures in this MMRP shown in Table 1, Mountain View Public Safety Building Project 
Mitigation Monitoring and Reporting Program, shall be applied to all future development anywhere in 
the EIR Study Area. The City of Mountain View must adopt this MMRP, or an equally effective program, 
if it approves the proposed project with the mitigation measures that were adopted or made 
conditions of project approval.
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Table 1  Mountain View Public Safety Building Project Mitigation Monitoring and Reporting Program     

Mitigation Measures 

Party Responsible 
for 

Implementation 
Implementation 

Timing 

Agency 
Responsible for 

Monitoring 
Mitigation Measure AIR-1: The project contractor shall comply with the Bay Area Air District’s 
basic best management practices for reducing construction-related emissions of uncontrolled 
fugitive dust (coarse inhalable particulate matter [PM10] and fine inhalable particulate matter 
[PM2.5]): 
 All exposed surfaces (e.g., parking areas, staging areas, soil piles, graded areas, and 

unpaved access roads) shall be watered two times per day.   
 All haul trucks transporting soil, sand, or other loose material off-site shall be covered. 
 All visible mud or dirt trackout onto adjacent public roads shall be removed using wet 

power vacuum street sweepers at least once per day. The use of dry power sweeping is 
prohibited.  

 All vehicle speeds on unpaved roads shall be limited to 15 mph.   
 All roadways, driveways, and sidewalks to be paved shall be completed as soon as possible. 

Building pads shall be laid as soon as possible after grading unless seeding or soil binders 
are used. 

 Idling times shall be minimized either by shutting equipment off when not in use or 
reducing the maximum idling time to five minutes (as required by the California airborne 
toxics control measures Title 13, Section 2485, of the California Code of Regulations). Clear 
signage shall be provided for construction workers at all access points. 

 All construction equipment shall be maintained and properly tuned in accordance with 
manufacturer’s specifications. All equipment shall be checked by a certified mechanic and 
determined to be running in proper condition prior to operation.  

 All excavation, grading, and/or demolition activities shall be suspended when average wind 
speeds exceed 20 mph. 

 All trucks and equipment, including their tires, shall be washed off prior to leaving the site. 
 Unpaved roads providing access to sites located 100 feet or further from a paved road shall 

be treated with a 6- to 12-inch layer of compacted layer of wood chips, mulch, or gravel.   
 Publicly visible signs shall be posted with the telephone number and name of the person to 

contact at the City regarding dust complaints. This person shall respond and take corrective 
action within 48 hours. The Air District’s General Air Pollution Complaints number shall also 
be visible to ensure compliance with applicable regulations. 

Project contractor Prior to submittal of 
grading permit 

City of Mountain 
View Community 

Development 
Department 

Building Division 
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Table 1  Mountain View Public Safety Building Project Mitigation Monitoring and Reporting Program     

Mitigation Measures 

Party Responsible 
for 

Implementation 
Implementation 

Timing 

Agency 
Responsible for 

Monitoring 
 
These measures shall be noted on grading plans prepared by the applicant submitted to the City 
of Mountain View Building Division. The construction contractor shall implement these measures 
during ground disturbing activities. The City shall verify compliance that these measures have 
been implemented during normal construction site inspections. 
Mitigation Measure AIR-2: The City of Mountain View shall specify in the construction bid that 
the project construction contractor(s) and subcontractor(s) comply with the following 
requirements for all off-road equipment used over the entire duration of the construction 
activities at the site:   
 Use engines that meet either US EPA or California Air Resources Board (CARB) Tier 4 Final 

emission standards for engines that are greater than 25 horsepower. Ensure that all 
construction plans submitted to the City of Mountain View Building Division clearly show 
the selected emission reduction strategy for construction equipment over 25 horsepower. 

 If Tier 4 Final equipment is not available for use for the project for a specific piece of off-
road construction equipment, documentation shall be provided to the City of Mountain 
View demonstrating that such equipment is not available for the project. If Tier 4 Final 
equipment is not available, the construction contractor(s) and subcontractor(s) affected 
shall use Tier 4 Interim equipment instead. If Tier 4 Interim equipment is not available for 
use for the project for a specific piece of off-road construction equipment, documentation 
shall be provided to the City demonstrating that such equipment is not available for the 
project. If Tier 4 Interim equipment is not available, the construction contractor(s) and 
subcontractor(s) affected shall use Tier 3 equipment outfitted with a level 3 diesel 
particulate filter instead. 

 Prohibit the use of generators except for electric alternatives. The City shall ensure that all 
construction plans submitted to the City of Mountain View Building Division clearly show 
the requirement to use power storage equipment or electric generators in lieu of fossil fuel 
powered generators. 

 Maintain a list of all operating equipment in use on the project site for verification by the 
City or their designee. The construction equipment list shall state the makes, models, fuel 
type, and number of construction equipment on-site. All equipment shall be properly 
serviced and maintained in accordance with the manufacturer’s recommendations. 

City of Mountain 
View Public Works 

Department 

Prior to issuance of 
construction bid 

City of Mountain 
View Community 

Development 
Department 

Building Division 
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Table 1  Mountain View Public Safety Building Project Mitigation Monitoring and Reporting Program     

Mitigation Measures 

Party Responsible 
for 

Implementation 
Implementation 

Timing 

Agency 
Responsible for 

Monitoring 

Communicate with all sub-contractors in contracts and construction documents that all non-
essential idling of construction equipment is restricted to 5 minutes or less in compliance with 
California Air Resources Board Rule 2449 and is responsible for ensuring that this requirement is 
met. 
Mitigation Measure BIO-1: Nests of raptors and other birds shall be protected when in active 
use, as required by the federal Migratory Bird Treaty Act and the California Fish and Game Code. 
The construction contractor shall indicate the following on all construction plans, if construction 
activities and any required tree removal occur during the breeding season (February 1 and 
August 31). Preconstruction surveys shall: 
 Be conducted by a qualified biologist prior to tree removal or grading, demolition, or 

construction activities. Note that preconstruction surveys are not required for tree removal 
or construction, grading, or demolition activities outside the nesting period. 

 Be conducted no more than 14 days prior to the start of tree removal or construction. 
 Be repeated at 14-day intervals until construction has been initiated in the area after which 

surveys can be stopped. 
 Document locations of active nests containing viable eggs or young birds. 

 
Protective measures for active nests containing viable eggs or young birds shall be implemented 
under the direction of the qualified biologist until the nests no longer contain eggs or young 
birds. Protective measures shall include: 
 Establishment of clearly delineated exclusion zones (i.e., demarcated by identifiable 

fencing, such as orange construction fencing or equivalent) around each nest location as 
determined by the qualified biologist, taking into account the species of birds nesting, their 
tolerance for disturbance and proximity to existing development. In general, exclusion 
zones shall be a minimum of 300 feet for raptors and 75 feet for passerines and other birds.  

 Monitoring active nests within an exclusion zone on a weekly basis throughout the nesting 
season to identify signs of disturbance and confirm nesting status.  

 An increase in the radius of an exclusion zone by the qualified biologist if project activities 
are determined to be adversely affecting the nesting birds. Exclusion zones may be reduced 

Project contractor 
and qualified 

biologist 

Prior to submittal of 
construction permit 

applications 

City of Mountain 
View Community 

Development 
Department 

Building Division 
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Table 1  Mountain View Public Safety Building Project Mitigation Monitoring and Reporting Program     

Mitigation Measures 

Party Responsible 
for 

Implementation 
Implementation 

Timing 

Agency 
Responsible for 

Monitoring 
by the qualified biologist only in consultation with California Department of Fish and 
Wildlife.  

 
The protection measures shall remain in effect until the young have left the nest and are foraging 
independently or the nest is no longer active. 
Mitigation Measure BIO-2: The proposed project shall comply with the City of Mountain View’s 
Municipal Code requirements for the provision of the removal of heritage trees in Chapter 32, 
Trees, Shrubs and Plants, Article II, Protection of The Urban Forest. A tree removal permit shall 
be obtained for the removal of any “heritage” tree, and replacement plantings shall be provided 
as approved by the City. If permitted, any replacement trees be placed off-site or an appropriate 
in-lieu tree replacement fee may be paid to the City of Mountain View as compensation for 
“heritage” trees removed by the proposed project, where sufficient land area is not available on-
site for adequate replacement and when approved by the City. 
 
In addition, a Tree Protection and Replacement Program (Program) shall be developed by a 
Certified Arborist prior to issuance of building permits and implemented during project 
construction to provide for adequate protection and replacement of “heritage” trees, as defined 
by the City’s Municipal Code. The Program shall include, but is not limited to, the following 
provisions: 
 Adequate measures shall be defined to protect all trees to be preserved. These measures 

should include the establishment of a tree protection zone (TPZ) around each tree to be 
preserved, in which no disturbance is permitted. For design purposes, the TPZ shall be 
located at the dripline of the tree or 10 feet, whichever is greater. If necessary, the TPZ for 
construction-tolerant species (i.e., coast live oaks) may be reduced to 7 feet.  

 Temporary construction fencing shall be installed at the perimeter of TPZs prior to 
demolition, grubbing, or grading. Fences shall be 6-foot chain link or equivalent, as 
approved by the City of Mountain View. Fences shall remain until all construction is 
completed. Fences shall not be relocated or removed without permission from the 
consulting arborist.  

 No grading, excavation, or storage of materials shall be permitted within TPZs. Construction 
trailers, traffic, and storage areas shall remain outside fenced areas at all times. No excess 

Project contractor 
and Certified 

Arborist 

Prior to issuance of 
building permits 

City of Mountain 
View Community 

Development 
Department 

Building Division 
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Table 1  Mountain View Public Safety Building Project Mitigation Monitoring and Reporting Program     

Mitigation Measures 

Party Responsible 
for 

Implementation 
Implementation 

Timing 

Agency 
Responsible for 

Monitoring 
soil, chemicals, debris, equipment, or other materials shall be dumped or stored within the 
TPZ. 

 Underground services including utilities, sub-drains, water or sewer shall be routed around 
the TPZ. Where encroachment cannot be avoided, special construction techniques such as 
hand digging or tunneling under roots shall be employed where necessary to minimize root 
injury. Irrigation systems must be designed so that no trenching will occur within the TPZ.  

 Construction activities associated with structures and underground features to be removed 
within the TPZ shall use the smallest equipment and operate from outside the TPZ. The 
consulting arborist shall be on-site during all operations within the TPZ to monitor 
demolition activity. 

 All grading, improvement plans, and construction plans shall clearly indicate trees proposed 
to be removed, altered, or otherwise affected by development construction. The tree 
information on grading and development plans should indicate the number, size, species, 
assigned tree number, and location of the dripline of all trees that are to be 
retained/preserved. All plans shall also include tree preservation guidelines prepared by the 
consulting arborist.  

 The demolition contractor shall meet with the consulting arborist before beginning work to 
discuss work procedures and tree protection. Prior to beginning work, the contractor(s) 
working in the vicinity of trees to be preserved shall be required to meet with the 
consulting arborist at the site to review all work procedures, access routes, storage areas, 
and tree protection measures.  

 All contractors shall conduct operations in a manner that will prevent damage to trees to be 
preserved. Any grading, construction, demolition or other work that is expected to 
encounter tree roots shall be monitored by the consulting arborist. If injury should occur to 
any tree during construction, it should be evaluated as soon as possible by the consulting 
arborist so that appropriate treatments can be applied.  

 Any plan changes affecting trees shall be reviewed by the consulting arborist with regard to 
tree impacts. These include, but are not limited to, site improvement plans, utility and 
drainage plans, grading plans, landscape and irrigation plans, and demolition plans.  

 Trees to be preserved may require pruning to provide construction clearance. All pruning 
shall be completed by a State of California Licensed Tree Contractor (C61/D49). All pruning 



M O U N T A I N  V I E W  P U B L I C  S A F E T Y  B U I L D I N G  F I N A L  E I R  
C I T Y  O F  M O U N T A I N  V I E W  

Final EIR 

8  PlaceWorks 

Table 1  Mountain View Public Safety Building Project Mitigation Monitoring and Reporting Program     

Mitigation Measures 

Party Responsible 
for 

Implementation 
Implementation 

Timing 

Agency 
Responsible for 

Monitoring 
shall be done by Certified Arborist or Certified Tree Worker in accordance with the current 
Best Management Practices for Pruning published by the International Society of 
Arboriculture, and adhere to the current editions of the American National Standard for 
Tree Care Operations (Section Z133.1) and Pruning (Section A300).  

 Any root pruning required for construction purposes shall receive the prior approval of and 
be supervised by the consulting arborist.  

 Any demolition or excavation, such as grading, pad preparation, excavation, and trenching, 
within the dripline or other work that is expected to encounter tree roots should be 
approved and monitored by the consulting arborist. Any root pruning required for 
construction purposes shall receive prior approval of, and by supervised by, the consulting 
arborist. Roots shall be cut by manually digging a trench and cutting exposed roots with a 
sharp saw.  

 Tree(s) to be removed that have branches extending into the canopy of tree(s) to remain 
must be removed by a qualified arborist and not by construction contractors. The qualified 
arborist shall remove the tree in a manner that causes no damage to the tree(s) and 
understory to remain. Tree stumps shall be ground 12 inches below ground surface. 

 All tree work shall comply with the Migratory Bird Treaty Act as well as California Fish and 
Game Code Sections 3503 through 3513 to not disturb nesting birds. To the extent feasible, 
tree pruning, and removal shall be scheduled outside of the breeding season. Breeding bird 
surveys shall be conducted prior to tree work. Qualified biologists shall be involved in 
establishing work buffers for active nests. (See Mitigation Measure BIO-1.)  

 The vertical and horizontal locations of all the trees identified for preservation shall be 
established and plotted on all plans. These plans shall be forwards to the consulting arborist 
for review and comment.  

 Foundations, footings, and pavements on expansive soils near trees shall be designed to 
withstand differential displacement to protect the soil surrounding the tree roots.  

 Any liming within 50 feet of any tree shall be prohibited, as lime is toxic to tree roots. Any 
herbicides placed under paving materials shall be safe for use under trees and labeled for 
that use.  
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Table 1  Mountain View Public Safety Building Project Mitigation Monitoring and Reporting Program     

Mitigation Measures 

Party Responsible 
for 

Implementation 
Implementation 

Timing 

Agency 
Responsible for 

Monitoring 
 Brush from pruning and trees removal operations shall be chipped and spread beneath the 

trees within the TPZ. Mulch shall be between 2 inches and 4 inches in depth and kept at a 
minimum of 3 feet from the base of the trees.  

All recommendations for tree preservation made by the applicant’s consulting arborist shall be 
followed. 
Mitigation Measure CUL-1.1: The City shall have Historic American Building Survey Level II 
documentation completed for the Mountain View Police Services - Fire Administration building 
and its setting. To ensure public access, the City shall submit copies of the documentation to 
Mountain View History Center in the Mountain View Library and the California Historical 
Resources Information System Northwest Information Center. This documentation shall include 
drawings, photographs, and a historical narrative: 
 Drawings: Existing historic drawings of the historical resource shall be photographed with 

large-format negatives or photographically reproduced on Mylar. In the absence of existing 
drawings, full-measured drawings of the building’s plan and exterior elevations shall be 
prepared prior to demolition. 

 Photographs: Photo-documentation of the historical resource shall be prepared to Historic 
American Building Survey standards for archival photography, prior to demolition. Historic 
American Building Survey standards require large-format black-and-white photography, 
with the original negatives having a minimum size of four inches by five inches. Digital 
photography, roll film, film packs, and electronic manipulation of images are not 
acceptable. All film prints, a minimum of four inches by five inches, must be hand-
processed according to the manufacturer’s specifications and printed on fiber-base, single-
weight paper and dried to a full gloss finish. A minimum of 12 photographs shall be taken, 
detailing the site, building exterior, building interior, and character-defining features. 
Photographs must be identified and labeled using Historic American Building Survey 
standards. 

 Historical Overview: A professional meeting the Secretary of the Interior’s Professional 
Qualification Standards in Architectural History or History shall assemble historical 
background information relevant to the historical resource. 

 

City of Mountain 
View Public Works 

Department 

Prior to issuance of 
demolition permit 

City of Mountain 
View Community 

Development 
Department 

Building Division 



M O U N T A I N  V I E W  P U B L I C  S A F E T Y  B U I L D I N G  F I N A L  E I R  
C I T Y  O F  M O U N T A I N  V I E W  

Final EIR 

10  PlaceWorks 

Table 1  Mountain View Public Safety Building Project Mitigation Monitoring and Reporting Program     

Mitigation Measures 

Party Responsible 
for 

Implementation 
Implementation 

Timing 

Agency 
Responsible for 

Monitoring 
The City of Mountain View shall verify compliance with this mitigation measure prior to the 
initiation of any site or building demolition or construction activities. 
Mitigation Measure CUL-1.2: The City shall incorporate an exhibit or display of the Mountain 
View Police Services - Fire Administration building and a description of its historical significance 
into a publicly accessible portion of the proposed Public Safety Building. The display shall be 
developed with the assistance of one or more professionals experienced in creating such 
historical exhibits or displays. 

City of Mountain 
View Public Works 

Department 

Prior to issuance of 
occupancy permit 

City of Mountain 
View Community 

Development 
Department 

Building Division 
Mitigation Measure CUL-2: Project supervisors, contractors, and equipment operators shall 
participate in an Archaeological Resource Awareness Training, conducted by a Secretary of 
Interior-qualified archaeologist, to become familiar with the type of artifacts and features that 
could be encountered during project-related ground disturbing activities, as well as the 
procedures to follow if archaeological resources are unearthed during construction. If 
indigenous, prehistoric or historic-period cultural materials are unearthed during ground-
disturbing activities, all work within 100 feet of the find shall halt until a qualified archaeologist 
and Native American representative can assess the significance of the find. The City and a 
qualified archaeologist, defined as one meeting the U.S. Secretary of the Interior’s Professional 
Qualifications Standards for Archaeology, and a Native American representative shall be 
immediately informed of the discovery. Prehistoric and indigenous materials might include 
obsidian and chert-flaked stone tools (e.g., projectile points, knives, scrapers) or tool-making 
debris; culturally darkened soil [“midden”] containing heat-affected rocks and artifacts; stone 
milling equipment (e.g., mortars, pestles, handstones, or milling slabs); and battered-stone tools, 
such as hammerstones and pitted stones. Historic-period materials might include stone, 
concrete, or adobe footings and walls; filled wells or privies; and deposits of metal, glass, and/or 
ceramic refuse. If the find is determined to be potentially significant, the archaeologist, in 
consultation with the Native American representative, shall develop a treatment plan that could 
include site avoidance, capping, or data recovery. If avoidance is not feasible, project impacts 
shall be mitigated in accordance with the recommendations of the archeologist, in coordination 
with the City, Native American representative, and pursuant to CEQA Guidelines Section 15126.4 
(b)(3)(C), which requires implementation of a data recovery plan. Once the recovery plan has 
been reviewed and approved by the City, implemented, and any appropriate resource recovery 
completed, project construction activity within the area of the find may resume. 

Project contractor 
and qualified 
archaeologist 

Prior to issuance of 
first construction 
permit allowing 

ground-disturbing 
activities 

City of Mountain 
View Community 

Development 
Department 

Building Division 
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Table 1  Mountain View Public Safety Building Project Mitigation Monitoring and Reporting Program     

Mitigation Measures 

Party Responsible 
for 

Implementation 
Implementation 

Timing 

Agency 
Responsible for 

Monitoring 
Mitigation Measure CUL-3: In the event of the discovery of human remains during demolition, 
excavation, or construction, there shall be no further excavation or disturbance of the site within 
a 50-foot radius of the location of such discovery, or any nearby area reasonably suspected to 
overlie adjacent remains, and the area shall be secured to prevent further disturbance. The City 
and the Santa Clara County Coroner shall be notified and shall make a determination as to 
whether the remains are Native American. If the Coroner determines that the remains are not 
subject to their authority, the Coroner shall notify the Native American Heritage Commission 
within 24 hours, which shall attempt to identify descendants of the deceased Native American. If 
no satisfactory agreement can be reached as to the disposition of the remains pursuant to this 
State law, then the landowner, in consultation with a qualified archaeologist, shall formulate an 
appropriate treatment plan for the find, which might include, but not be limited to, respectful 
scientific recording and removal, being left in place, removal and reburial on-site, or elsewhere. 
Associated grave goods are to be treated in the same manner. A final report shall be submitted to 
the City’s Community Development Director prior to release of a Certificate of Occupancy. This 
report shall contain a description of the mitigation programs and its results, including a 
description of the monitoring and testing resources analysis methodology and conclusions, and a 
description of the disposition/curation of the resources. The report shall verify completion of the 
mitigation program to the satisfaction of the City’s Community Development Director. 

Project contractor 
and qualified 
archaeologist 

During construction City of Mountain 
View Community 

Development 
Department 

Building Division 

Mitigation Measure GEO-1: Prior to the issuance of building permits, the project sponsor shall 
retain the services of a certified engineering geologist and/or geotechnical engineer to prepare a 
site-specific geotechnical study based on the most recent draft of the conceptual site plans. The 
geotechnical study shall address, but is not limited to, the effects of seismically induced 
liquefaction, and include recommendations to ensure any potential hazards related to the risk of 
loss, injury, or death involving seismic-related ground failure, including liquefaction would not 
occur. The geotechnical study shall be approved by the City of Mountain View's Building 
Inspection Department prior to the issuance of building permits. 

Project contractor 
and certified 

engineer 

Prior to issuance of 
building permits 

City of Mountain 
View Community 

Development 
Department 

Building Division 

Mitigation Measure HAZ-1: Prior to issuance of demolition or grading permits, shallow soil 
samples and groundwater samples shall be taken in the near surface soil and tested for 
tetrachloroethylene to determine if contaminants from previous operations on the former 
Fremont Laundry or Evelyn Avenue parking lot sites are present at concentrations above 
established regulatory construction worker safety and commercial environmental screening 
levels. The results of the soil sampling and testing must be provided to the City of Mountain View 
Community Development Department. 

Project contractor 
and qualified 

hazardous materials 
consultant 

Prior to issuance of 
demolition or grading 

permits 

City of Mountain 
View Community 

Development 
Department 

Building Division 
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If contaminated soils or groundwater are found in concentrations above the appropriate 
regulatory environmental screening levels for the proposed project, the project sponsor shall 
obtain regulatory oversight from the Santa Clara County Department of Environmental Health, 
Department of Toxic Substances Control, or Regional Water Quality Control Board to mitigate the 
contamination found. A Site Management Plan (SMP), Removal Action Plan (RAP), or equivalent 
document must be prepared by a qualified hazardous materials consultant. The plan must 
establish remedial measures and/or soil management practices to ensure construction worker 
safety and the health of future workers and visitors to the project site during operation of the 
proposed project. Evidence of regulatory oversight and a regulatory approved plan shall be 
provided to the City of Mountain View Community Development Department. 
 
In the event that vapor encroachment is discovered, the proposed project shall develop a vapor 
management plan. The vapor management plan shall be prepared in consultation with applicable 
regulatory agencies, including the Department of Toxic Substances Control and the Regional 
Water Quality Control Board, and shall be reviewed and accepted by the City of Mountain View 
prior to the issuance of demolition and grading permits. 
Mitigation Measure NOI-1: The project sponsor shall incorporate the following practices into the 
construction contract specifications to be implemented by the construction contractor during the 
entire construction phase of the project. The project sponsor and contractors shall prepare a 
Construction Noise Control Plan that includes the following measures: 
 Limit construction to the hours of 8:00 a.m. to 6:00 p.m., Monday through Friday, and 

between 9:00 a.m. to 5:00 p.m. on weekends. 
 Construct temporary noise barriers, where feasible, to screen receptors to the west, south, 

and east from the construction area. Temporary noise barrier fences would provide a 5 dBA 
noise reduction if the noise barrier interrupts the line-of-sight between the noise source 
and receptor and if the barrier is constructed in a manner that eliminates any cracks or 
gaps. 

 At least 21 days prior to the start of construction activities, property owners within a 500-
foot radius of the project site shall be notified of the planned construction. The notification 
shall include a brief description of the project, a description of the construction phases to 
occur, the construction hours noted above, and the overall construction duration. The 

Project contractor Prior to issuance of 
construction permit 

City of Mountain 
View Community 

Development 
Department 

Building Division 
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notification shall include the telephone numbers of the City’s and contractor’s authorized 
representatives that are assigned to respond in the event of a noise or vibration complaint. 

 At least 10 days prior to the start of construction activities, a sign shall be posted at the 
entrance(s) to the job site, clearly visible to the public, that includes permitted construction 
days and hours, as well as the telephone numbers of the City’s and contractor’s authorized 
representatives that are assigned to respond in the event of a noise or vibration complaint. 
If the authorized contractor’s representative receives a complaint, they shall investigate, 
take appropriate corrective action, and report the action to the City.  

 Prior to the start of construction, the project sponsor shall retain a qualified acoustical 
consultant to conduct construction noise monitoring during the major phases of project 
construction at select locations in the surrounding neighborhood. The number and location 
of monitoring positions, and the construction phases during which monitoring shall occur, 
shall be determined by City staff in consultation with the acoustical consultant. All sound 
level meters used during monitoring shall satisfy the American National Standards Institute 
(ANSI) standard of Type 1 instrumentation. All measurements shall be at least 5 feet above 
the ground and away from reflective surfaces. The noise monitoring data and results shall 
be submitted in a memorandum to the City on a weekly basis during the construction 
phases requiring monitoring, along with comparison to the 80 dBA Leq (8-hr) construction 
noise limit. If exceedances of the construction noise limit are found, the applicant’s 
construction contractor shall modify construction techniques and equipment to reduce the 
construction noise below the 80 dBA Leq (8-hr) limit. 

 Signs shall be posted at the job site entrance(s), within the on-site construction zones, and 
along queueing lanes (if any) to reinforce the prohibition of unnecessary engine idling. The 
signs shall note that all other equipment shall be turned off if not in use for more than 5 
minutes. The construction manager shall be responsible for enforcing these noise reduction 
requirements. 

 Construction trucks and equipment shall utilize the best available noise control techniques 
including improved mufflers, use of intake silencers, ducts, engine enclosures, and 
acoustically attenuating shields or shrouds, wherever feasible. 

 The contractor shall use impact tools that are hydraulically or electrically powered wherever 
possible. Where the use of pneumatic tools is unavoidable, an exhaust muffler on the 
compressed air exhaust shall be used along with external noise jackets on the tools. 
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 Stationary noise sources (e.g., generators and air compressors) shall be located as far from 

sensitive receptors as possible, and they shall be muffled and enclosed within temporary 
sheds, insulation barriers, or other measures to reduce noise levels to the extent feasible. 

 Stockpiling of materials shall be located as far as feasible from nearby noise-sensitive 
receptors. 

 
During the entire active construction period, the use of noise-producing signals—including horns, 
whistles, alarms, and bells—shall be for safety warning purposes only. The construction manager 
shall require the use of smart back-up alarms on equipment. (These devices automatically adjust 
the alarm level based on the background noise level.) Alternately, equipment back-up alarms 
may be turned off and replaced with human spotters in compliance with all safety requirements 
and laws. 
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