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1. FERTILIZE WITH A LIQUID FERTILIZER ON ROOTS AND LEAVES AS PLANTS GET THERE NEW LEAVES IN SPRING. FERTILIZE WITH A LIQUID FERTILIZER ON ROOTS AND LEAVES AS PLANTS GET THERE NEW LEAVES IN SPRING. FERTILIZER CAN BE APPLIED EVERY TWO WEEKS THROUGH MAY AND JUNE. DO NOT FERTILIZE IN JULY, AUGUST, OR SEPTEMBER. ENCOURAGING TOO MUCH GROWTH AT THIS TIME MAY DAMAGE THE PLANT DURING THE WINTER. ANOTHER APPLICATION OF FERTILIZER SHOULD BCYPRESS TREEE APPLIED IN NOVEMBER TO ENCOURAGE HEALTHY ROOT DEVELOPMENT. 2. PRUNE IN JUNE OR JULY. HALF THE NEW GROWTH MAY BE REMOVED AT THIS TIME. SOME BRANCHES CAN BE PRUNE IN JUNE OR JULY. HALF THE NEW GROWTH MAY BE REMOVED AT THIS TIME. SOME BRANCHES CAN BE REMOVED TO THE STEM OR TO A HEALTHY BUD TO REDUCE SIZE. HEDGE SHEARS ARE NOT USUALLY SUGGESTED. REMOVE ANY DISEASED OR BROKEN BRANCHES AT ANY TIME OF THE YEAR. PROFESSIONAL ADVICE IS PROBABLY NEEDED. 3. WATER TREES AND SHRUBS DEEPLY AS NEEDED. SOME TREE AND SHRUBS REQUIRE MORE WATER THEN OTHERS BUT WATER TREES AND SHRUBS DEEPLY AS NEEDED. SOME TREE AND SHRUBS REQUIRE MORE WATER THEN OTHERS BUT ALL SHOULD BE BABIED THE FIRST YEAR AND WATERED DEEPLY DURING THE DRY SEASON. 4. PEST AND DISEASES SHOULD BE SPRAYED FOR AS NEEDED.PEST AND DISEASES SHOULD BE SPRAYED FOR AS NEEDED.
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