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Ventura County PWA - Watershed Protection| emil.medler@ventura.org 05/22/2025

COUNTY/STATE AGENCY OF FILING DOCUMENT NUMBER

rVentura

PROJECT TITLE

49 Wrangler Road 36-inch Corrugated Metal Pipe Repair

PROJECT APPLICANT NAME PROJECT APPLICANT EMAIL PHONE NUMBER

Ventura County PWA - Watershed Protection  |emily.medler@ventura.org  |(805) 654-5142

PROJECT APPLICANT ADDRESS CITY STATE ZIP CODE

800 S. Victoria Avenue Ventura CA 93009

PROJECT APPLICANT (Check appropriate box)
Local Public Agency [] School District [] other Special District [] state Agency [ Private Entity

CHECK APPLICABLE FEES:
[ Environmental impact Report (EIR) $4,123.50 $ 0.00
] Mitigated/Negative Declaration (MND)(ND) $2,968.75 $ 0.00
[ Certified Regulatory Program (CRP) document - payment due directly to COFW $1,401.75 $ 0.00

Exempt from fee

Notice of Exemption (attach)
[0 CDFW No Effect Determination (attach)
[0 Fee previously paid (attach previously issued cash receipt copy)

O water Right Application or Petition Fee (State Water Resources Control Board only) $850.00 $ 0.00
County documentary handling fee 50.00
[ other

PAYMENT METHOD:
[] Cash [J Credt [0 Check [] Other TOTAL RECEIVED  §$ 50.00

SIGNATURE

X Emily Medler
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Medler
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Emily Medler, Environmental Planner
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PUBLIC

MENFUEACOUNEY URA COUNTY,
NOTICE OF EXEMPTION WORKS
TO: COUNTY CLERK FROM: Director, PWA Watershed
COUNTY OF VENTURA Protection District
800 S. Victoria Avenue 800 South Victora Avenue / #1600
Ventura, CA 93009 Ventura, CA 93009-1600

OFFICE OF PLANNING AND
RESEARCH

P.O. Box 3044, Room 113 Sacramento,
CA 95812-3044

Project Title: 49 Wrangler Road 36-inch Corrugated Metal Pipe Repair

Project Location: Residential Property at 49 Wrangler Road, Simi Valley, CA 93065

Description of Nature, Purpose and Beneficiaries of the Project: Watershed Protection
(WP) is proposing to repair a 36-inch Corrugated Metal Pipe (CMP) to correct facility and
erosion damage within its 15-foot-wide right of way easement on private property. A sinkhole
and erosion damage observed following the 2023/2024 storm season resulted from corrosion
leading to structural failure of the CMP, which carries residential street runoff from Wrangler
Road to Bus Canyon Drain in Challenger Park in Simi Valley.

Approximately 145-feet of the 36-inch CMP from the existing manhole cover in the central
area of the property to the downstream concrete collar located 20-feet upstream of the
headwall will be repaired by filling damaged sections with a cement sand slurry mixture and
then lining it with a cured-in-place pipe (CIPP). The eroded areas would be cleared of all
debris and oversized rocks (greater and 3-inch diameter), backfilled with 70-cubic yards of
imported earthen fill material from Runkle Stockpile, and recompacted to 90% relative
density.

The 21-feet of CMP from the concrete collar to the headwall will be removed and replaced
with 36-inch Class | Reinforced Concrete Pipe (RCP). The existing concrete headwall will be
removed and replaced with grouted 1-ton rock riprap around the 36-inch Class | RCP. This
new trapezoidal headwall will be 6-feet high from its footing apparent at ground surface, 25-
feet in length at its top elevation, and approximately 4-feet wide, which is a minor increase of
about 88 square feet. All work areas are outside of the bed and bank of the Bus Canyon
Creek channel that traverses the park. Access to the work area will be from Wrangler Road
via the property owner’s driveway and Bridle Path Homeowner’s Association (BPHA) trail.
Biological surveys will be performed before and periodically during work to identify and avoid
sensitive biological resources, including nesting birds. No mature trees will be removed. A
Final Program Environmental Impact Report (EIR) on Environmental Protection Measures for
the Ongoing Routine Operations and Maintenance Program was prepared in May 2008 (State
Clearinghouse No. 2002091107). All applicable Best Management Practices described in the
EIR and subsequent regulatory permits will be used for the proposed project.

Name of Public Agency Approving Project: Ventura County Watershed Protection District

Name of Person or Agency Carrying Out Project: Jeff Palmer, Director, Watershed
Protection District

Exempt Status:

X Categorical Exemption: Class 1 Existing Facilities, Section 15301; Class 2 Replacement or

Reconstruction Section 15302
[] Statutory Exemption. State Code number:







Reasons why project is exempt: This project consists of repair work to an existing and
established drainage pipe facility “Existing facilities... to provide ... public utility services” (Sec.
15301[b]). The repairs would include the “reconstruction of an existing utility system and/or
facility involving negligible or no expansions of capacity (Sec. 15302[c]). The proposed actions
are necessary to maintain public safety and protect the developed property. Categorical
exceptions do not apply to the project (Section 15300.2).

Lead Agency Contact Person: Area Code/Telephone/Extension
Jeff Palmer, Director, Watershed Protection (805) 654-2040
District
Date Received for Filing ( \o %é pz Dnan
¥ Director
5/22/2025

Date







VCWPD FACILITY INVESTIGATION

ZONE 3

2-12. 49 Wrangler Road CMP Repair, Simi Valley

P Code: P408, P409, P410, P435,
P437

Reach#: drains to reach 47355
Project #: P6047347

Facility Type: Storm drain that leads to 47355 concrete lined channel

Area of Impact: Temporary impact area: 600 square feet (sqft) of concrete/riprap
headwall repair; approximately 16,600 sqft temporary impact. Approximately 88
square feet of new permanent headwall impact. All work outside of the state and
federal stream jurisdictions.
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View of exphdsed 36-inch CMP and erosion between
downstream concrete collar and headwall.

Annual Work Plan Addendum 4

Fiscal Year 2024-2025
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VCWPD FACILITY INVESTIGATION
ZONE 3

Work Description: In February 2023, VCPWA-WP received notice of a sinkhole on
a privately owned property located at 49 Wrangler Road in Simi Valley. Upon
investigation, the sinkhole was determined to have resulted from corrosion leading to
structural failure of a 36-inch corrugated metal pipe (CMP). During the investigation,
it was learned that VCPWA-WP owns a 15-ft wide easement on this portion of the
property for storm drainage purposes. The buried CMP traverses the property and
connects the residential storm drain along Wrangler Road to the nearby Bus Canyon
Drain (47355). After the 2023/2024 storm season, substantial erosion and damage to
the downstream headwall leading to Bus Canyon was observed.

Repair work consists of protecting-in-place approximately 145-feet of 36-inch CMP
from the existing manhole cover in the central area of the property to the
downstream concrete collar located 20-feet upstream of the headwall. The
undermined sections of the 36-inch CMP will be repaired by filling damaged invert
sections with 0.5-cubic yard of cement sand slurry mixture and then lining it with a
cured-in-place pipe (CIPP) lining. The eroded areas will be cleared of all debris and
oversized rocks (greater and 3-inch diameter), backfilled with 70-cubic yards of
imported earthen fill material from Runkle Stockpile, and recompacted to 90%
relative density.

Subsequently, approximately 21-feet of CMP from the downstream concrete collar to
the headwall will be removed and replaced with 36-inch Class | Reinforced Concrete
Pipe (RCP). The existing concrete headwall, measuring approximately 15 feet length
by 10-inches width by 5-feet height, will be removed and replaced with grouted rock
riprap around the 36-inch Class | RCP. The new headwall will be constructed 1-ton
grouted rock riprap. The new trapezoidal headwall will be 6-feet high from its footing
apparent at ground surface, 25-feet length at its top elevation, and will be
approximately 4-feet wide. The new footprint of the headwall structure surface area
will be about 100 square feet, which is an increase of about 88 square feet.

All work areas are in uplands outside of the bed and bank of the Bus Canyon Creek
channel that traverses the park. The drain headwall is located about 40 feet
upstream of the channel. No new impacts to jurisdictional areas will occur. Agency
notification is being provided due to the proximity of the concrete repair to the
channel.

Access to the work area will be from Wrangler Road via the property owner's
driveway and Bridle Path Homeowner's Association (BPHA) trail.

Approximate Quantities: Approximately 23-cubic yards of concreted rock rip rap,
and 70-cubic yards of earthen fill material.

Annual Work Plan Addendum 4 Fiscal Year 2024-2025 Page 2 of 4







VCWPD FACILITY INVESTIGATION

PUBLIC ZONE 3

ENTURA COUNTY.

WORKS

Disposal Site: Contractor shall be responsible for disposing the removed CMP pipe
and concrete headwall to the approved location by the City or County.

<

Equipment Used: Equipment used includes excavators, dozers, loaders, dump
trucks, and passenger trucks.

Water Diversion: Currently, water is not present in the work area. Water diversion is
required; will follow Water Diversion Guide and Best Management Practices.

BMPs Applied: 3, 4, 17, 21, 24, 25, 26, 28.

Duration/Timing: 20 working days. Work to begin approximately June 9, 2025, and
end July 7, 2025.

Species Impacted: The project reach may include suitable habitat for common plant
and wildlife species. The work area has been previously disturbed for installation of
the residential development and drainage facilities. Surveys for nesting birds and
other wildlife would occur prior to work with avoidance measures implemented as
necessary. Disturbed vegetation comprises non-native species, including mustards
(Brassica spp., Hirschfeldia incana), annual grasses, tree tobacco (Nicotiana
glauca), horehound (Marrubium vulgare), and pepper (Schinus molle). Native plant
species also affected include coyote brush (Baccharis pilularis), bush sunflower
(Encelia californica), purple nightshade (Solanum xanti),and laurel sumac (Malosma
laurina). Two coast live oak saplings (>3 inches dbh and =4 inches dbh) have been
substantially undermined by the erosion behind the headwall and will be removed by
the work necessary for the repair.

Mitigation: Mitigation is not required or proposed. The two oaks are small, outside

the jurisdictional areas, and substantially damaged by the erosion. The additional
concrete facility work is outside of regulatory jurisdiction.

Annual Work Plan Addendum 4 Fiscal Year 2024-2025 Page 3 of 4







VCWPD FACILITY INVESTIGATION

PUBLIC ZONE 3

Coordinates: East end (upstream) 34.240143, -118.771780; west end downstream

34.239867, -118.772256.

Annual Work Plan Addendum 4 Fiscal Year 2024-2025
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GENERAL NOTES

PROJECT

VENTURA COUNTY
PUBLIC WORKS AGENCY
WATERSHED PROTECTION
ZONE 3
49 WRANGLER ROAD 36-INCH CORRUGATED

METAL PIPE REPAIR 2025
IN THE CITY OF SIMI VALLEY

SHEET INDEX

SHEET NO. | DESCRIPTION
1 | COVER SHEET
2 | FROJECT MAP, GENERAL NOTES, ABBREVIATIONS, PHOTOS AND LOGATION MAP SHEET |
3 | CMP TO RCP PLAN, PROFILE AND DETAILS

- PHOTOS AND DETAIL SHEET

5 | LINING PLAN, PROFILE AND DETAILS

ELEVATIONS SHOWN ON THIS MAP ARE FROM AN EXISTING RECORD DRAWING NO. 790397.

STATIONS SHOWN ON DRAWINGS ARE ALONG CENTERLINE OF STRUCTURE.

LETTER AND NUMBER IN INDICATE THE DETAIL CALL-OUT AND SHEET ON WHICH

REFERENCE DETAIL IS SHOWN.

EXISTING IMPROVEMENTS WITHIN THE RIGHT OF WAY AND WORK AREAS SHALL REMAIN AND

SHALL BE PROTECTED UNLESS OTHERWISE NOTED. DAMAGED IMPROVEMENTS SHALL BE
REPLACED IN KIND TO A CONDITION EQUAL TO OR BETTER THAN THAT WHICH EXISTED
PRIOR TO CONSTRUCTION,

CONTRACTOR SHALL EXERCISE CARE IN EXCAVATION AND SHALL PROTECT ALL UTILITIES.

©f 1S AYMHDO

MIOHWAY S8 118

E LOS ANGELES AVE

INDEX OF STANDARD PLANS
USED BY REFERENCE

ROAD

MADERA ROAD
!

ROYAL AVE

FIRST STREET

i

CALTRANS STANDARD PLANS (2024) EDITION
NONE

SPPWC STANDARD PLANS (2021) EDITION
CONCRETE COLLAR FOR RCP SPPWC STD PLAN 380-4

RECORD DRAWINGS

Soen BOr? DRAWING NO, 790397
P UTILITY CONTACTS
Ll SOUTHERN CALIFORNIA EDISON SOUTHERN CALIFORNIA GAS CO, - SCOPE OF WORK:
&3 MORGAN STRUNK, SERVICE PLANNER DISTRIBUTION REMOVE EX 36N CMP FAILED STORM DRAIN PIPE.
10060 TELEGRAPH RD. WHUEY-WEN HARTMAN, PLANNING o ML i

;E VENTURA, CA 83004 ASSOCIATE INSTALL NEW 36N RGP STORM DRAIN PIPE.
i MORGAN,STRUNK@SCE COM 8400 OAKDALE AVE
i B05-494-7052 CHATSWORTH, CA 81311 INSTALL NEW 364N COUPLING.
K WHARTMAN@SOCALGAS.COM
H SOUTHERN CALIFORNIA EDISON 8187014517 INSTALL NEW STORM DRAIN PIPE. INSTALL GROUTED ROCK RIP
it AMY BIAMONTE, TRANSMISSION RIW AGENT RAP HEADWALL. BACKFILL AND COMPACT.
o 10060 TELEGRAPH RD. SOUTHERN CALIFORNIA GAS CO. - N ot
1 H VENTURA, CA 93004 TRANSMISSION BACKFILL AND COMPACT SOIL EROSION AREAS AROUND PIPE
;§ AMY.BIAMONTE@SCE.COM ROSALYN SQUIRES \ AND SLOPE.
i B05-654-7407 8400 OAKDALE AVE ' PROJECT ADDRESS:
: CHATSWORTH, CA 91311 | 49 WRANGLER ROAD REPAIR SPECIFIC AREAS WITH CEMENT SAND SLURRY AND LINE
;{ RSQUIRES@SOCALGAS.COM - EX 364N DIA CMP STORM DRAIN WITH CURED IN PLAGE PIPE (CIPP).
£4] 2818-701-4545 RAMEBLING ROAD
£l
& THIS DRAWING WAS CREATED FROM RECORD DRAWINGS AND GAD

: GENERAL-PLAN /7\ ‘ FOR THE PROFILE WAS RECEIVED FROM THE COUNTY OF VENTURA
i SCALE: NONE i
5 -
%g WDID: N/A APN: 629-0-083-125 e -
L

| i FRERAREDYEY, TY SEC . | 49 WRANGLER ROAD 36-INCH CORRUGATED

%5 [ [ PHOENIX CIVIL ENGINEERING, INC, I VENTURA COUN WP25-18 METAL PIPE REPAIR 2025 F e ;

4 [ 535 £ MAIN STREET T —— ] o
21 t + SAA AL, CA 93060 T PUBLIC WORKS AGENCY PRou. MO —— S—

. . = 805) 655-6800
H /N ESCRPTION OF REVDON [Thce | ONE | aep | app 0aTe PROJECT CONTACT: JON TURNER, P.E, PUAN DATE: - T WATERSHED PROTECTION 47347 wea523
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WRANGLER ROAD

PROJECT MAP  /7\

SCALE: NONE

GENERAL NOTES FOR CONSTRUCTION

ABBREVIATIONS

cMP CORRUGATED METAL PIPE
cone CONCRETE

DIA DIAMETER

DWG DRAWING

EX EXISTING

EXP EXPIRATION

IN INCH / INCHES

LF LINEAR FEET

NO. NUMBER

N.T.S NOT TO SCALE

RCP REINFORCED CONCRETE PIPE

2,

d

ALL WORK ON THIS PROJECT SHALL BE
PERFORMED IN ACCORDANCE WITH THE
LATEST EDITION OF THE "STANDARD
SPECIFICATIONS FOR PUBLIC WORKS
CONSTRUCTION {SSPWC)", OR GREENBOOK,
"STANDARD PLANS FOR PUBLIC WORKS
CONSTRUCTION (SPPWC)" AND THE
CONTRACT DOCUMENTS.

NOTIFY THE COUNTY'S REPRESENTATIVE
AND ALL OTHER INTERESTED PARTIES AT
LEAST FORTY-EIGHT (48) HOURS PRIOR TO
THE START OF WORK.

ALL REQUIRED PERMITS AND NECESSARY
CITY BUSINESS LICENSE(S) SHALL BE
OBTAINED BY THE CONTRACTOR PRIOR TO
BEGINNING CONSTRUCTION.

DURING ALL PHASES OF CONSTRUCTION,
INCLUDING SUSPENSION OF WORK, UNTIL
FINAL ACCEPTANCE OF THE PROJECT,
OBSERVE, FOLLOW AND IMPLEMENT ALL THE
REQUIREMENTS OF THE NPDES AND
CONSTRUCTION BEST MANAGEMENT
PRACTICES PROGRAM AND KEEP THE WORK
SITE CLEAN AND FREE FROM RUBBISH AND
DEBRIS, ALSO ABATE DUST NUISANCE BY
CLEANING, SWEEPING AND SPRINKLING WITH
WATER AND USING DUST FENCES OR OTHER
METHODS AS DIRECTED BY THE COUNTY'S
REPRESENTATIVE THROUGHOUT THE
CONSTRUCTION OPERATION.

KEEP A STRICT RECORD OF ALL CHANGES
AND SUBMIT THIS RECORD TO THE CITY
PUBLIC WORKS DEPARTMENT. ALSO
COORDINATE TRANSFERRING "AS-BUILT"
INFORMATION ON THE CONTRACT DRAWINGS
AND DELIVER THE CERTIFIED “AS- BUILT"
PLANS TO THE CITY BEFORE THE FINAL
ACCEPTANCE OF THE PROJECT SHALL BE
FILED,

EXERCISE DUE CARE TO AVOID INJURY TO
EXISTING IMPROVEMENTS OR FACILITIES,
UTILITY FACILITIES, ADJACENT PROPERTY,
AND TREES AND SHRUBBERY THAT ARE NOT
TO BE REMOVED, ALL DAMAGE CAUSED TO
PUBLIC STREETS, INCLUDING HAUL ROUTES,
ALLEYS, SIDEWALKS, CURBS OR STREET
FURNISHINGS, OR TO PRIVATE PROPERTY
SHALL BE REPAIRED AT THE SOLE EXPENSE
OF THE CONTRACTOR TO THE SATISFACTION
OF THE COUNTY'S REPRESENTATIVE,

DESIGNATE AND KEEP ON THE PROJECT AT
ALL TIMES WHILE WORK IS BEING
PERFORMED A COMPETENT
SUPERINTENDENT WHO SHALL NOT BE
REPLACED WITHOUT A WRITTEN NOTICE TO
THE COUNTY'S REPRESENTATIVE, THE
SUPERINTENDENT WILL BE THE
CONTRACTOR'S REPRESENTATIVE AT THE
SITE AND SHALL HAVE AUTHORITY TO ACT
ON BEHALF OF THE CONTRACTOR. ALL
COMMUNICATIONS GIVEN TO THE
SUPERINTENDENT SHALL BE AS BINDING AS
IF GIVEN TO THE CCNTRACTOR, DURING
PERIODS WHEN THE WORK IS SUSPENDED,
MAKE APPROPRIATE ARRANGEMENTS FOR
ANY EMERGENCY WORK WHICH MAY BE
REQUIRED,

WDID: NiA APN:

629-0-083-125

. ALL UNDERGROUND UTIUTIES OR

. CONTRACTOR SHALL LEAVE ALL AREAS

. ANTICIPATE ENCOUNTERING VARYING SOIL

THE CONTRACTOR SHALL BEAR THE RISK OF
INJURY, LOSS, OR DAMAGE TO ANY PART
THEREOF BY THE ACTION OF ELEMENTS OR
FROM ANY OTHER CAUSE, WHETHER ARISING
FROM THE EXECUTION OR FROM THE
NON-EXECUTION OF THE WORK, UNTIL THE
FINAL ACCEPTANCE BY THE CITY.

IN ACCORDANCE WITH GENERALLY
ACCEPTED CONSTRUCTION PRACTICES, THE
CONTRACTOR SHALL BE SOLELY AND
COMPLETELY RESPONSIBLE FOR
CONDITIONS OF THE JOBSITE, INCLUDING
SAFETY OF ALL PERSONS AND PROPERTY
DURING PERFORMANCE OF THE WORK,
FULLY COMPLY WITH ALL STATE, FEDERAL
AND OTHER LAWS, RULES, REGULATIONS,
AND ORDERS RELATING TO SAFETY OF
WORKERS AND ALL OTHERS, THIS MAY
INCLUDE THE ISSUANCE OF PERSONAL
PROTECTIVE EQUIPMENT.

STRUCTURES REPQRTED BY THE OWNER OR
THOSE SHOWN ON RECORDS EXAMINED ARE
INDICATED WITH THEIR APPROXIMATE
LOCATION AND EXTENT, THE CONTRACTOR,
BY ACCEPTING THESE PLANS OR
PROCEEDING WITH IMPROVEMENTS
PURSUANT THERETO, UNDERSTANDS THAT
THEY AGREE TO ASSUME THE LIABILITY, AND
AGREES TO HOLD THE CITY HARMLESS FOR
ANY LIABILITY FOR DAMAGE RESULTING
FROM THE EXISTENCE OF UNDERGROUND
UTILITIES OR STRUCTURES NOT REPORTED
TO THE CiTY, NOT INDICATED ON THE PUBLIC
RECORDS EXAMINED, OR LOCATED AT
VARIANCE WITH THAT REPORTED OR SHOWN
ON RECORDS EXAMINED, THE CONTRACTOR
IS REQUIRED TO TAKE DUE PRECAUTIONARY
MEASURES TO PROTECT THE UTILITIES OR
STRUCTURES FOUND AT THE SITE. IT SHALL
BE THE CONTRACTOR'S RESPONSIBILITY TO
NOTIFY THE OWNERS OF THE UTILITIES
CONCERNED BEFORE STARTING WORK,

TYPICAL DETAILS APPLY WHETHER OR NOT
THEY ARE SPECIFICALLY REFERENCED ON
INDIVIDUAL PLANS, DETAILS OR SECTIONS,

ALL EXCAVATIONS SHALL BE COMPLETELY
CLOSED AT THE END OF EACH WORKING DAY.
DO NOT LEAVE ANY EXCAVATION OPEN
DURING NON-WORKING HOURS.

FREE OF DEBRIS AND UNUSED
CONSTRUCTION MATERIAL.

CONTRACT SHALL KEEF AND MAINTAIN A
CURRENT SET OF DRAWINGS ON SITE.
CONTRACTOR TO KEEP ACCURATE
“AS-BUILT" RECORD COPY OF PLANS.
"AS-BUILT" PLANS TO BE RETURNED TO THE
CITY OR COUNTY'S REPRESENTATIVE AT
COMPLETION OF PROJECT.

CONDITIONS DURING EXCAVATION. NO
ADDITIONAL ALLOWANCE WILL BE MADE FOR
EXTRA WORK PERTAINING TO TRENCHING
CONDITIONS,

GP N

DESCEFTON, OF RDASOS

DATE

APP. APP. DATE

PREPARED BY:

PHOENIX CIVIL ENGINEERING, INC.

535 E MAIN STREET

SANTA PAULA, CA 93060

(805) 658-6800

PROJECT CONTACT: JON TURMER. F.E Pu oare: =

VENTURA COUNTY prind
PUBLIC WORKS AGENCY [Tmam |
WATERSHED PROTECTION 47347

SPEC N0 | 49 WRANGLER ROAD 36-INCH CORRUGATED

METAL PIPE REPAIR 2025
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CONSTRUCTION NOTES

] g / )K aa @
| ] EX 36-IN DIA CORRUGATED PIPE. PROTECT IN PLACE.
1030 - =z f 1031
R 2 (2) EX 361N DIA CORRUGATED PIPE TO BE REMOVED. REPLACE WITH 212 LF OF 364N DIA CLASS | RCP.
n w FIL 10323
I~ (3) EXCONCHEAOWALL TO BE REMOVED AND REPLACED WITH GROUTED RIP RAP AROUND THE
NEWLY INSTALLED 38N DIA CLASS IRCP, RIP RAP TO BE 250 LB MIN IN SZE. 50% OF THE
4 1076 MATERIAL SHALL BE 1TON. SEE )
1020 APPROX EXISTING (@) INSTALL 36-IN DIA FERNCO LARGE DIA COUPLING (CORRUGATED TO RCP) WITH A CONE oy
A
GROUND LINE COLLAR. SEE =i
EXISTING 364N DIA (5) ERODED AREA TO BE CLEARED OF ALL DEBRIS AND OVERSIZED ROCKS (34N DIA MAX) AND
CMP TO BE LINED BACKFILLED AS SHOWN, BACKFILL MATERIAL SHALL BE FREE FROM ROCKS LARGER THAN 34N
1010 DIA,SUBGRADE SHALL BE SCARIFIED TO A DEPTH OF 64N, MOISTURE CONDITIONED, AND
1010: RECOMPACTED TO 90% RELATIVE DENSITY. BACKFILL SHALL BE PERFORMED IN LIFTS NOT TO
EXCEED 124N IN THICKNESS (UNCOMPACTED). BACKFILL AROUND PIPE SHALL BE PLACED IN
EQUAL LIFTS ON EITHER SIDE OF THE PIPE AS IT IS BEING BACKFILLED. FOR TRENCH SEE—.
G) @ ——11,25° FITTING (6) CONNECTION POINT TO EX CORRUGATED METAL PIPE. LOCATION OF PROPOSED COUPLING.
s 1000 EXPOSED THE END OF THE EX PIPE SUFFICIENTLY TO INSTALL THE COUPLING AND RCP.
1000 « &la
< [A4H]
a o 2
z o|g
@ =|a
» iz
= ” :
990 o al® 990 .
2 Z%
w
—22.5" FITTING
980
184N __ 184N
970
0+00 0+20 0+40 0+60 0+80 1+00 1+20 1+40 1460 EX 364N DIA CORRUGATED ~ INSTALL 36N DIA FERNCO LARGE COUPLING
PIPE TO BE LINED / INSTALL 36N DIA CLASS | RCP
5 o PROFILE VIEW I
K3 E3 SCALE:NT.S | B
< <
bl lers  |&
3
|
R o -
|
‘L |
— CONCRETE COLLAR MODIFIED FROM
49 G}_ SPPWC STANDARD PLAN 380-4 NOT
1 6 REQUIRING AN ANGLE
L
H NOTES:
1. CONCRETE SHALL BE 560-C-3250.
£ = 2 TERMINATE CIPP LINER AT CONNECTION BETWEEN
i ; N CMP AND RCP. LINER SHALL BE TERMINATED AND
) > J @ \ END SEAL APPLIED 1-FT INSIDE RCP PIPE DOWN
) “S0.0 GRADIENT OF COLLAR.
1 % EX CORRUGATED PIPE TO RCP PIPE JOINT DETAIL /A
i ; 3 Lot SCALE: N.TSS, 5
[y 3 b=}
E EX RIP RAP OUTLET N z §
PROTECT IN PLACE \, a <
- LY
-- ‘L ‘ 'u-’ '6
ks
£
H PLAN VIEW
j! SCALE:N.TS.
b THE PLAN VIEW ABOVE IS FROM A RECORD DRAWING (VENTURA COUNTY DRAWING NO. 790387) |
k o i SUPPLIED BY THE VENTURA COUNTY WATERSHED DISTRICT. FOR REFERENCE ONLY. | woID: A APN: 6295020835125 GP__~
Iy
g2 —
sl A PHEPAREL WY S % | 49 WRANGLER ROAD 364NCH CORRUGATED
-‘ifl : ] PHOENIX CIVIL ENGINEERING, INC. e VENTURA COUNTY eahe METALPICEREPAI2035 "‘; :
- - - SN A A 93050 i i ae—— PUBLIC WORKS AGENCY oL CMP TO RCP PLAN, PROFILE AND  lowsmrs
LH 7N QESCAFION OF WIVEON RCE | CATL | APP APP. DATE BROJECT CONTACT: JON TURNER, P.E Pk AT - s e i WATERSHED PROTECTION _AT347 DETAILS L]
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- CLEAR SOIL AND DEBRIS
FROM EX CORRUGATED
PIPE PRIOR TO

| COUPLING INSTALLATION
¥ N

PHOTO 1
WOALE: NONE

EXPOSED 36-IN DIA CORRUGATED PIPE TO BE REMOVED AND REPLACED WITH 36-IN DIA RCP. (APPROX 20 LF)

n

REMOVE AND REPLACE THE FENCING AS
NEEDED. REPLACE WITH MATCHING NEW
FENCE IN THE AREAS WHERE IT IS REMOVED
FOR CONSTRUCTION.

EXPOSED 364N DIA CORRUGATED PIPE UPSTREAM APPROX 60 LF FROM EX L
TO BE BACKFILLED. HOLE TO BE CLEARED OF ALL DEBRIS AND OVERSIZED ROCKS
(ALL ROCKS TO BE SMALLER THAN 34N DIA} EX SOIL VOID AROUND CMP. BACKFILL
THE VIOID WITH SOIL PER THE CONSTRUCTION NOTES ABOVE.

PHOTO
SCALL NONE

EX SOIL VOID AROUND CMP. BACKFILL THE VOID WITH SOIL PER THE CONSTRUCTION
NOTES ABOVE. HOLE TO BE CLEARED OF ALL DEBRIS AND OVERSIZED ROCKS (3N

SCALE: NONE

CONSTRUCTION NOTES
(1) EX 364N DIA CORRUGATED PIPE. PROTECT IN PLACE.

® EX 36N DIA CORRUGATED PIPE TO BE REMOVED. REPLACE WITH 212 LF OF 36N DIA CLASS | RCP,

EX CONC HEADWALL TO BE REMOVED AND REPLACED WITH GROUTED RIP RAP AROUND THE
NEWLY INSTALLED 36-IN DIA CLASS 1 RCP. RIP RAP TO BE 250 LB MININ SIZE. 50% OF THE Fay
MATERIAL SHALL BE 1 TON. SEE

e/
@ INSTALL 364N DIA FERNCO LARGE DIA COUPLING (CORRUGATED TO RCP) WITH A CONC m
COLLAR. SEE "W

@ ERODED AREA TO BE CLEARED OF ALL DEBRIS AND OVERSIZED ROCKS (34N DIA MAX) AND
BACKFILLED AS SHOWN. BACKFILL MATERIAL SHALL BE FREE FROM ROCKS LARGER THAN 34N
DIA,SUBGRADE SHALL BE SCARIFIED TO A DEPTH OF 6-N, MOISTURE CONDITIONED, AND
RECOMPACTED TO 80% RELATIVE DENSITY, BACKFILL SHALL BE PERFORMED IN LIFTS NOT TO
EXCEED 12-N IN THICKNESS (UNCOMPACTED). BACKFILL AROUND PIPE SHALL BE PLACED IN
EQUAL LIFTS ON EITHER SIDE OF THE PIPE AS IT IS BEING BACKFILLED. FOR TRENCH SEE

(5) CONNEGTION POINT TO EX CORRUGATED METAL PIPE. LOCATION OF PROPOSED COURLING.
EXPOSED THE END OF THE EX PIPE SUFFIGIENTLY TO INSTALL THE COUPLING AND RCP.

[ EX GROUND
Seson e
Y Ti-4N CLASS | ROR STORM DRAIN MPE

SEE NOTE 1

NOTES: -
1. ROCKS SHALL BE 4-FT MAX TO 2-FT MIN.

RCP GROUTED RIP RAP HEADWALL DETAIL /7Y

BCALE: N.T.5. i

/» EX GROUND

PHOTD 6 /7
\_/

DIA MAX). REPAIR METAL FENCE.
r#ww: 25

124N LIFT

L
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EX 36-IN DIA CORRUGATED PIPE BACKFILL DETAIL /8
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WCALE N1 3. ./
APPROXIMATE DIMENSIONS FOR ROCK RIP RAP HEADWALL
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