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C. The fines set forth in subsection (B) of this section may be modified by a resolution of the City Council 

establishing an administrative citation schedule not to exceed one thousand dollars ($1,000) per violation and 

which may include increased fines for repeat violations and penalties. 

D. The City Manager or his designee may reduce the fines set forth in subsections (B) or (C) of this section in the 

event he or she finds that the violation is not likely to reoccur, the violator cooperated with Enforcement 

Officials in attempting to enforce the provisions of this chapter and resolve the issues giving rise to the 

violation, the actions of the violator giving rise to the violation were not malicious and were not taken in 

deliberate disregard of the provisions of this chapter, and the ends of justice would not be served by imposing 

the full fine. 

(Ord. No. 2012-01, § 1(11.10.080), 2-16-2012) 

Sec. 11.05.090. - Duty to cooperate. 

No person shall refuse to cooperate with, or obstruct, the Enforcement Officials identified in Section 11.05.080 when 

they are engaged in the process of enforcing the provisions of this chapter. This duty to cooperate may require a person 

to extinguish a sound source so that it can be determined whether sound emanating from the source violates the 

provisions of this chapter. 

(Ord. No. 2012-01, § 1(11.10.090), 2-16-2012) 



 

 

Appendix B 
 

Field Data and Photos 



Project: Engineer: B. Morrison Date: 05/01/2024
JN: 3180-2024-02

Measurement Address: City: Site No.:
3480 Crestmore Road Jurupa Valley, CA
Sound Level Meter: Calibration Record: Conditions:
Piccolo II Input, dB/ Time
Serial # P0222082204 1 94.0 12:04 PM Temp:

P0222082205 2 94.0 12:05 PM Windspeed:
3 / / Direction:

Calibrator: 4 / / Skies:
BSWA 5 / /
Serial # 500732

Notes: Measurement Type:

Start Time Stop Time Leq Lmax Lmin L2 L8 L25 L50

12:16 PM 12:26 PM 58.0 83.7 46.1 58.0 55.3 52.3 50.2

12:26 PM 12:36 PM 53.2 64.4 44.1 60 57.8 54.2 49.4

12:18 PM 12:28 PM 50.6 58.9 45.7 55.7 53.8 50.9 49.2

12:28 PM 12:38 PM 50.2 60.8 43.2 56.7 54 50.8 48.12

Noise measurements were taken at 10-minute intervals. Ambient noise sources during the measurement period 
consisted of roadway noise from adjacent streets, bird/nature sounds, dogs barking, and general residential 
activity.
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Comments: Noise Monitoring Location 1 (L-1) was taken near the southern boundary of the project site, 
approximately 125 feet east-southeast of the centerline of Crestmore Road. 
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Project: Engineer: B. Morrison Date: 05/01/2024
JN: 3180-2024-02

Measurement Address: City: Location No.:
Jurupa Valley, CA
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Appendix C 
 

Stationary Noise  
Calculation Worksheets 



NOISE BARRIER CALCULATIONS ‐ BASED UPON FHWA ‐ RD‐77‐108

PROJECT: 3480 Crestmore Road Residential Project JOB #: 3180‐2024‐02
SOURCE: HVAC DATE: 5/2/2024
LOCATION: Nearest adjacent receptors BY: B. Morrison

NOISE INPUT DATA

OBS DIST=  10.0
DT WALL= 5.0
DT W/OB= 5.0
HTH WALL= 6.0 ********
BARRIER = 0.0 (0=WALL,1=BERM)
OBS HTH= 5.0
NOISE HTH= 3.0 BARRIER+
OBS EL  = 0.0 TOPO SHIELDING = ‐9.30
NOISE EL = 0.0 NOISE HTH EL= 3.0
DROP‐OFF= 15.0   (20 = 6 dBA PER DOUBLING OF DISTANCE)

DIST (FT) Leq Lmax L2 L8 L25 L50

REF  LEVEL 0.1 75.0 75.0 75.0 75.0 75.0 75.0
PROJ  LEVEL 10 45.0 45.0 45.0 45.0 45.0 45.0
SHIELDING 10 ‐9.3 ‐9.3 ‐9.3 ‐9.3 ‐9.3 ‐9.3
ADJ  LEVEL 10 35.7 35.7 35.7 35.7 35.7 35.7

NOISE LEVEL REDUCTION DUE TO DISTANCE = ‐30

NOISE OUTPUT DATA (dBA)



 

 

Appendix D 
 

Construction Noise and Vibration  
Calculation Worksheets 

 
 



Report date: 5/15/2024
Case Description: 3480 Crestmore Road Residential Project

Description Land Use Daytime Evening Night
Site Preparation Residential 50.2 50.2 50.2

Spec Actual Receptor Estimated
Impact Lmax Lmax Distance Shielding

Description Device Usage(%) (dBA) (dBA) (feet) (dBA)
Tractor No 100 84 45 0

Equipment *Lmax Leq
Tractor 84.9 84.9

Total 84.9 84.9
*Calculated Lmax is the Loudest value.

Results
Calculated (dBA)

Equipment

---- Receptor #1 ----
Baselines (dBA)

Roadway Construction Noise Model (RCNM),Version 1.1



NOISE BARRIER CALCULATIONS ‐ BASED UPON FHWA ‐ RD‐77‐108

PROJECT: 3480 Crestmore Road JOB #: 3180‐2024‐02
SOURCE: Construction ‐ Site Preparation DATE: 5/15/2024
LOCATION: Nearest adjacent receptor BY: B. Morrison

NOISE INPUT DATA

OBS DIST=  45.0
DT WALL= 35.0
DT W/OB= 10.0
HTH WALL= 6.0 ********
BARRIER = 0.0 (0=WALL,1=BERM)
OBS HTH= 5.0
NOISE HTH= 5.0 BARRIER+
OBS EL  = 0.0 TOPO SHIELDING = ‐5.61
NOISE EL = 0.0 NOISE HTH EL= 5.0
DROP‐OFF= 15.0   (20 = 6 dBA PER DOUBLING OF DISTANCE)

DIST (FT) Leq Lmax L2 L8 L25 L50

REF  LEVEL 45 84.9 84.9 84.9 84.9 84.9 84.9
PROJ  LEVEL 45 84.9 84.9 84.9 84.9 84.9 84.9
SHIELDING 45 ‐5.6 ‐5.6 ‐5.6 ‐5.6 ‐5.6 ‐5.6
ADJ  LEVEL 45 79.3 79.3 79.3 79.3 79.3 79.3

NOISE LEVEL REDUCTION DUE TO DISTANCE = 0

NOISE OUTPUT DATA (dBA)



Report date: 5/15/2024
Case Description: 3480 Crestmore Road Residential Project

Description Land Use Daytime Evening Night
Grading Residential 50.2 50.2 50.2

Spec Actual Receptor Estimated
Impact Lmax Lmax Distance Shielding

Description Device Usage(%) (dBA) (dBA) (feet) (dBA)
Tractor No 100 84 45 0

Equipment *Lmax Leq
Tractor 84.9 84.9

Total 84.9 84.9
*Calculated Lmax is the Loudest value.

Results
Calculated (dBA)

Equipment

---- Receptor #1 ----
Baselines (dBA)

Roadway Construction Noise Model (RCNM),Version 1.1



NOISE BARRIER CALCULATIONS ‐ BASED UPON FHWA ‐ RD‐77‐108

PROJECT: 3480 Crestmore Road JOB #: 3180‐2024‐02
SOURCE: Construction ‐ Grading DATE: 5/15/2024
LOCATION: Nearest adjacent receptor BY: B. Morrison

NOISE INPUT DATA

OBS DIST=  45.0
DT WALL= 35.0
DT W/OB= 10.0
HTH WALL= 6.0 ********
BARRIER = 0.0 (0=WALL,1=BERM)
OBS HTH= 5.0
NOISE HTH= 5.0 BARRIER+
OBS EL  = 0.0 TOPO SHIELDING = ‐5.61
NOISE EL = 0.0 NOISE HTH EL= 5.0
DROP‐OFF= 15.0   (20 = 6 dBA PER DOUBLING OF DISTANCE)

DIST (FT) Leq Lmax L2 L8 L25 L50

REF  LEVEL 45 84.9 84.9 84.9 84.9 84.9 84.9
PROJ  LEVEL 45 84.9 84.9 84.9 84.9 84.9 84.9
SHIELDING 45 ‐5.6 ‐5.6 ‐5.6 ‐5.6 ‐5.6 ‐5.6
ADJ  LEVEL 45 79.3 79.3 79.3 79.3 79.3 79.3

NOISE LEVEL REDUCTION DUE TO DISTANCE = 0

NOISE OUTPUT DATA (dBA)



Report date: 5/15/2024
Case Description: 3480 Crestmore Road Residential Project

Description Land Use Daytime Evening Night
Building Construction Residential 50.2 50.2 50.2

Spec Actual Receptor Estimated
Impact Lmax Lmax Distance Shielding

Description Device Usage(%) (dBA) (dBA) (feet) (dBA)
Tractor No 100 84 45 0

Equipment *Lmax Leq
Tractor 84.9 84.9

Total 84.9 84.9
*Calculated Lmax is the Loudest value.

Results
Calculated (dBA)

Equipment

---- Receptor #1 ----
Baselines (dBA)

Roadway Construction Noise Model (RCNM),Version 1.1



NOISE BARRIER CALCULATIONS ‐ BASED UPON FHWA ‐ RD‐77‐108

PROJECT: 3480 Crestmore Road JOB #: 3180‐2024‐02
SOURCE: Construction ‐ Building Construction  DATE: 5/15/2024
LOCATION: Nearest adjacent receptor BY: B. Morrison

NOISE INPUT DATA

OBS DIST=  45.0
DT WALL= 35.0
DT W/OB= 10.0
HTH WALL= 6.0 ********
BARRIER = 0.0 (0=WALL,1=BERM)
OBS HTH= 5.0
NOISE HTH= 5.0 BARRIER+
OBS EL  = 0.0 TOPO SHIELDING = ‐5.61
NOISE EL = 0.0 NOISE HTH EL= 5.0
DROP‐OFF= 15.0   (20 = 6 dBA PER DOUBLING OF DISTANCE)

DIST (FT) Leq Lmax L2 L8 L25 L50

REF  LEVEL 45 84.9 84.9 84.9 84.9 84.9 84.9
PROJ  LEVEL 45 84.9 84.9 84.9 84.9 84.9 84.9
SHIELDING 45 ‐5.6 ‐5.6 ‐5.6 ‐5.6 ‐5.6 ‐5.6
ADJ  LEVEL 45 79.3 79.3 79.3 79.3 79.3 79.3

NOISE LEVEL REDUCTION DUE TO DISTANCE = 0

NOISE OUTPUT DATA (dBA)



Report date: 5/15/2024
Case Description: 3480 Crestmore Road Residential Project

Description Land Use Daytime Evening Night
Paving Residential 50.2 50.2 50.2

Spec Actual Receptor Estimated
Impact Lmax Lmax Distance Shielding

Description Device Usage(%) (dBA) (dBA) (feet) (dBA)
Roller No 100 80 45 0

Equipment *Lmax Leq
Roller 80.9 80.9

Total 80.9 80.9
*Calculated Lmax is the Loudest value.

Results
Calculated (dBA)

Equipment

---- Receptor #1 ----
Baselines (dBA)

Roadway Construction Noise Model (RCNM),Version 1.1



NOISE BARRIER CALCULATIONS ‐ BASED UPON FHWA ‐ RD‐77‐108

PROJECT: 3480 Crestmore Road JOB #: 3180‐2024‐02
SOURCE: Construction ‐ Paving DATE: 5/15/2024
LOCATION: Nearest adjacent receptor BY: B. Morrison

NOISE INPUT DATA

OBS DIST=  45.0
DT WALL= 35.0
DT W/OB= 10.0
HTH WALL= 6.0 ********
BARRIER = 0.0 (0=WALL,1=BERM)
OBS HTH= 5.0
NOISE HTH= 5.0 BARRIER+
OBS EL  = 0.0 TOPO SHIELDING = ‐5.61
NOISE EL = 0.0 NOISE HTH EL= 5.0
DROP‐OFF= 15.0   (20 = 6 dBA PER DOUBLING OF DISTANCE)

DIST (FT) Leq Lmax L2 L8 L25 L50

REF  LEVEL 45 80.9 80.9 80.9 80.9 80.9 80.9
PROJ  LEVEL 45 80.9 80.9 80.9 80.9 80.9 80.9
SHIELDING 45 ‐5.6 ‐5.6 ‐5.6 ‐5.6 ‐5.6 ‐5.6
ADJ  LEVEL 45 75.3 75.3 75.3 75.3 75.3 75.3

NOISE LEVEL REDUCTION DUE TO DISTANCE = 0

NOISE OUTPUT DATA (dBA)



Report date: 5/15/2024
Case Description: 3480 Crestmore Road Residential Project

Description Land Use Daytime Evening Night
Architectural Coating Residential 50.2 50.2 50.2

Spec Actual Receptor Estimated
Impact Lmax Lmax Distance Shielding

Description Device Usage(%) (dBA) (dBA) (feet) (dBA)
Compressor (air) No 100 77.7 45 0

Equipment *Lmax Leq
Compressor (air) 78.6 78.6

Total 78.6 78.6
*Calculated Lmax is the Loudest value.

Results
Calculated (dBA)

Equipment

---- Receptor #1 ----
Baselines (dBA)

Roadway Construction Noise Model (RCNM),Version 1.1



NOISE BARRIER CALCULATIONS ‐ BASED UPON FHWA ‐ RD‐77‐108

PROJECT: 3480 Crestmore Road JOB #: 3180‐2024‐02
SOURCE: Construction ‐ Architectural Coating DATE: 5/15/2024
LOCATION: Nearest adjacent receptor BY: B. Morrison

NOISE INPUT DATA

OBS DIST=  45.0
DT WALL= 35.0
DT W/OB= 10.0
HTH WALL= 6.0 ********
BARRIER = 0.0 (0=WALL,1=BERM)
OBS HTH= 5.0
NOISE HTH= 5.0 BARRIER+
OBS EL  = 0.0 TOPO SHIELDING = ‐5.61
NOISE EL = 0.0 NOISE HTH EL= 5.0
DROP‐OFF= 15.0   (20 = 6 dBA PER DOUBLING OF DISTANCE)

DIST (FT) Leq Lmax L2 L8 L25 L50

REF  LEVEL 45 78.6 78.6 78.6 78.6 78.6 78.6
PROJ  LEVEL 45 78.6 78.6 78.6 78.6 78.6 78.6
SHIELDING 45 ‐5.6 ‐5.6 ‐5.6 ‐5.6 ‐5.6 ‐5.6
ADJ  LEVEL 45 73.0 73.0 73.0 73.0 73.0 73.0

NOISE LEVEL REDUCTION DUE TO DISTANCE = 0

NOISE OUTPUT DATA (dBA)
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