























Soils Southwest, Inc.
897 Via Lata, Suite N
Colton, CA 92324

(909) 370-0474 Fax (909) 370-3156

LOG OF BORING P-1

Project: Weka, Inc. Job No.: 24019-BMP
Logged By: John F. | Boring Diam.: 8" HSA Date: May 10,2024
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SM HHE [ \surface weeds, gravels
: SAND - tan, silty, fine to medium, scattered
: pebbles
SP-SM {rféﬁ 5 — color change to yellowish tan, slightly
S silty, fine to medium, traces of clay,
slightly lumpy, pebbles, scattered rock
fragments, dry
- End of infiltration test boring @ 5.0 ft.
- no bedrock
- no groundwater
10 - 3" perforated socked PVC pipe installed
with gravel at bottom
15
20
25
30
Groundwater: n/a Site Location Plate #
Approx. Depth of Bedrock: n/a

Datum: n/a
Elevation: n/a

Proposed Truck Tractor Facility

Apple Vallevy,

Waalew Road
California




d (909) 370-0474

Soils Southwest, Inc.
897 Via Lata, Suite N
Colton, CA 92324

Fax (909) 370-3156

LOG OF BORING P-2

Project: Weka, Inc. Job No.: 24019-BMP
Logged By: John F. | Boring Diam.: 8" HSA Date: May 10,2024
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sp-sM |V RIS [\surface weeds
FF#&# SAND - light brown to gray brown, slightly
EFERE silty, fine to medium, scattered
IXERE pebbles, damp
AN
SC 207 - claye lumpy, damp to moist
/% s y, lumpy p
- End of infiltration test boring @ 5.0 ft.
- no bedrock
- no groundwater
- 3" perforated socked PVC pipe installed
with gravel at bottom
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Groundwater: n/a Site Location Plate #
Approx. Depth of Bedrock: n/a

Datum: n/a
Elevation: n/a

Proposed Truck Tractor Facility

Waalew Road
Apple Vallevy,

California




Soils Southwest, Inc.
897 Via Lata, Suite N
Colton, CA 92324

(909) 370-0474 Fax (909) 370-3156

LOG OF BORING P-3

Weka, Inc. Job No.: 24019-BMP
By: John F. | Boring Diam.: 8" HSA Date: May 10,2024
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SP-SM 1 _\surface weeds
SAND - yellow tan brown, slightly silty,
fine to medium, slightly lumpy,
occasional pebbles, dry to damp
5
- End of infiltration test boring @ 5.0 ft.
- no bedrock
- no groundwater
- 3" perforated socked PVC pipe installed
with gravel at bottom
10
15
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30
Groundwater: n/a Site Location Plate #
Approx. Depth of Bedrock: n/a
Datum: n/a Proposed Truck Tractor Facility
Elevation: n/a e
- Apple Valley, California




Soils Southwest, Inc.
897 Via Lata, Suite N
Colton, CA 92324

(909) 370-0474 Fax (909) 370-3156

LOG OF BORING B-1

Project: Weka, Inc.

Job No.:

John F.

| Boring Diam.: 8" HSA

Date: May 10,2024

Water Content

in%
Classification

Standard
Penetration
(Blows per Ft.)
Dry Density
in PCF
Percent
Compaction
Unified
System
Depth in
Feet

Description and Remarks

SP-SM L.'l'J. =le]

_\surface weeds

SAND - tan brown, slightly silty, fine to

medium, pebbles, dry

color change to grayish tan brown, fine to

medium, occasional pebbles

color change to tan, slightly clayey and
silty, lumpy, fine to medium, damp

with pebbles, occasional rock fragments,
dry
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color change to yellow, silty, lumpy,
fine to medium, pebbles, rock fragments,
scattered rock 1/2"-1" , dry

20

25

30

End of deep exploratory boring @ 15.0 ft.
- no bedrock
- no groundwater

Groundwater: n/a

Approx. Depth of Bedrock: n/a
Datum: n/a

Elevation: n/a

Proposed Truck Tractor Facility

Apple Vallev, California

Site Location Plate #

Waalew Road

24019-BMP




KEY TO SYMBOLS

Symbol Description

Strata symbols

Silty sand

Poorly graded sand
with silt

Clayey sand

Poorly graded clayey
silty sand

AN

Notes:

1. Exploratory borings were drilled on May 10,2024 using a
4-inch diameter continuous flight power auger.

2. No free water was encountered at the time of drilling or
when re-checked the following day.

3. Boring locations were taped from existing features and
elevations extrapolated from the final design schematic plan.

4. These logs are subject to the limitations, conclusions, and
recommendations in this report.

5. Results of tests conducted on samples recovered are reported
on the logs.




Conversion Table (Porchet Method)

Weka, Inc.

Waalew Road w/o Navajo Road, Apple Valley

Project No. 24019-BMP

Test NTest Hole Depth Time Initial Depth Final Depth Initial Water Height Final Water Height Change Height/Time Average Head Height/Time
no. (inches) Interval (inches) (inches) (inches) (inches)

D, s D, (in) D:(in) Ho=Dr-Dq He = Dy-D; A H/AD= Hg-H: Havg = (Ho+H:)/2
P-1 60 10 36 38.5 24 21.5 2.5 22.75
P-2 60 30 36 36 24 24 24
p-2 60 30 36 40 24 20 4 22

Observed Infiltration Rate (It) = AH60r/At (r+2Havg) Legend
A B C A H/AD = Observed Field Rate
AH60r At (r+2H,,)| A/B=inch/hr Ho = inches of water filled from bottom

P-1 600 495 1.21 Dg = initial height of water (inches) from bottom
P-2 0 1560 0.00 D= final heigh of water (inches) from bottom
P-3 960 1440 0.67

Columns A-B-C : Porchet Conversion Calculations
Column C: Observed Rate following Porchet Conversion
D, = depth of test hole bottom (inches)




Percolation Test Data Sheet

L/ O 777+

Project: WEXA 1lwse  Liancend R) . APPLE VAL |Project No. 24 O 19-1BM°

Test Hole No:

e-

Tested By: ¥

Date: §~10°2Y

Depth of Test Hole, Dy

£O

USCS Soil Classification

Test Hole Dimensions (inches) Length Width
|Diameter (if round)= |8.0 in. ]Sides (if rectangular)=
Sandy Soil Criteria Test *
At D, D; AD Greater Thah
Time Initial Final Change in or Equal to
Trial Interval |Depth to Depth to Water 6.0 inches???
No. |[StartTime | StopTime |(min) Water (in.) Water (in.) Level (in.) (Y/N)
1030 hogs N[ 2s 3G = | < Y
2j0 X3 Ms2 2] 25 36 48,5 4.3 "/

* [f two consective measurements show that six inches of water seeps away in less than

six hours {approximately 30 minute intervals) with a precision of at least 0.25."

25 minutes, the test shall be run for an additional hour with measurements taken every 10 minutes.
Otherwise, pre-soak (fiill ) overnight. Obtain at least twelve measurements per hole over at least

At D, Dy AD AT/AD
Time Initial Final Change in Percolation
Trial Interval Depth to Depth to - Water Rate
No. |[StartTime | Stop Time (min) Water (in.) Water (in.) Level (in.) (min./in.)
.23 1y3 10 | a¢ H2. 0| 6 /63
21l s SHIUSLIO | RG Ho.o | ¢ 2.50
3|/ S ) S0 | 36 8.5 | 2 Y. o0
A<z osSl 0] 76 [ 38.5 2.5 | Yoo
slicos|lz (S0 : . 8. N | oS Y. 0O
62t SIesl Ol <1 385 12-5 | 400
| 7JLIZS e eNIiD | x4 | 385 | 2- 5 4.00
8z 2 q e | 3¢ |32 S]12.%5 | Yoo
9
10
11
12
13
14
15
16
17
18

Comments

-—.



Percolation Test Data Sheet

e

wi—( ~ -
MG

Project: WEWa 1lwse  Luancend R0 . APPLE VALY . |Project No. 2Y O 9'-.6/\1/@

Test Hole No: (P-2) Tested By: R Date: &~ 0 2Y
Depth of Test Hole, Dy £O USCS Soil Classification
Test Hole Dimensions (inches) Length Width
|Diameter (if round)= ]8.0 in. ]Sides (if rectangular)=
Sandy Soil Criteria Test *
At D, D¢ AD Greater Than
Time Initial Final Changein or Equal to
Trial Interval |Depth to Depth to Water 6.0 inches???
No. |StartTime |Stop Time |(min) Water (in.) Water (in.) Level (in.) (Yy/N)
1jo: 54 10237 | 25 3G kA @] N
20 .7 |1]. 24 ] 25 26 26 A L)

* [f two consective measurements show that six inches of water seeps away in less than
25 minutes, the test shall be run for an additional hour with measurements taken every 10 minutes.
Otherwise, pre-soak (fiill } overnight. Obtain at [east twelve measurements per hole over at least

six hours (approximately 30 minute intervals) with a precision of at least 0.25."

et ill

At D, D; AD AT/AD
Time Initial Final Change in Percolation
Trial , Interval 'Depth to Depth to - Water Rate
No. |Start Time StopTime' {(min) Water (in.) Water (in.) Level (in.) (min./in.)
f) 2 [(lsY R0 | 36.2% 2N
sy iy [0 | 609 (O
32 iesd|: 7o) 3608 0-0¢
a2 <INE 24 30| S Gry] 3¢ 00
5[ 124 [l SIS0 | 5 bes| 325008
6 [1§Y 229 [ 31 3 ey 6 [0 S
i {287 [0 | 36.5]3 < 0. 8
8|28 |32 [0 J6aS136S [0, O
9 37 ’L{ \‘7; 10) "y C,(‘ ‘3 'f’(,’: . ‘“J— O
10[5.5Y 4. 24 |a0] 36 S| 365 | &)
11
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L5
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Comments




Percolation Test Data Sheet

U

Project: WEMa 1lme Laancerd R0 . APPLE VALY [Project No. 24 O §-8MP

Test Hole No:

73]

Tested By: RM

Date: 810" 2Y

Depth of Test Hole, D;

£

USCS Soil Classification

Test Hole Dimensions (inches) Length Width
Diameter (if round)= ]8.0 in. lSides (if rectangular)=
Sandy Soil Criteria Test * .
At D, D¢ AD Greater Than
Time Initial Final Change in or Equal to
Trial Interval |Depth to Depth to Water 6.0 inches???
No. |[StartTime | StopTime {(min) Water (in.) Water (in.) Level (in.) (Y/N)
g 40 |/[v 05| 25 3G Y= q i
i ypg0 1 5 | 26 ol ) N

* If two consective measurements show that six inches of water seeps away in less than
25 minutes, the test shall be run for an additional hour with measurements taken every 10 minutes.
Otherwise, pre-soak (fiill ) overnight. Obtain at least twelve measurements per hole over at least

six hours (approximately 30 minute intervals) with a precision of at least 0.25."

At D, D¢ AD AT/AD
Time _ Initial Final Change in Percolation

Trial » Interval Depth to Depth to Water Rate

No. {StartTime | Stop Time (min) Water (in.) Water (in.) Level (in.) (min./in.}
/30 [fzonlxo | %6 142 G 350
2lj2.c0 ]2 <00 | 7 6 41 <y 500
(25 [ Toc[3¢ | 5 ¢ |41 | = | oo
4 [0R | [B&E 52| K £ | 4] S 6. O
5 173, [Ro@y[:50] 26 | 4/ 6.00
612208 238 1Mw0] 16 [ UDS| 4.5] 66F
70238 27021050 3¢ | 40-5] 4 S 6.6F
8120ph [k [V 4 ¢ o0 4.0 7.50
9|¢¢¢ |4 eex | 0| 5 G NO. O | 4 ¢ 7. 50
w40 136 0] <6 [ 49001 4.0 7250
11 |

12
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14

15

16

17

18

Comments




MOJAVE RIVER WATERSHED Water Quality Management Plan (WQMP)

Form 4.3-3 Infiltration LID BMP - including underground BMPs (DA 1)

1 Remaining LID DCV not met by site design BMP (ft3): Vunmet = Form 4.2-1 Iltem 7 - Form 4.3-2 |tem19

DA DMA
BMP Type Use columns to the right to compute runoff volume retention DA DMA DA DMA BMP Type
from proposed infiltration BMP (select BMP from Table 5-4 in TGD for

WQMP) - Use additional forms for more BMPs BMP Type BMP Type (Use additional forms
for more BMPs)

2 Infiltration rate of underlying soils (in/hr) See Section 5.4.2 and ‘

Appendix C of the TGD for WQMP for minimum requirements for ‘ W Z i ; O ' @) O . 6 ?‘

assessment methods

a Infiltration safety factor See TGD Section 5.4.2 and Appendix D

4 Design percolation rate (in/hr) Paesign = Item 2 / Item 3

> Ponded water drawdown time (hr) Copy item 6 in Form 4.2-1

6 Maximum ponding depth (ft) BMP specific, see Table 5-4 of the TGD
for WQMP for BMP design details

8 Ponding Depth (ft) dsme = Minimum of (1/12*Item 4*Item 5) or Item 6

8 Infiltrating surface area, SAsmp (ft2) the lesser of the area needed for

infiltration of full DCV or minimum space requirements from Table 5.7 of
the TGD for WQMP ;

9

Amended soil depth, dmedia (ft) Only included in certain BMP types,
see Table 5-4 in the TGD for WQMP for reference to BMP design details

19 Amended soil porosity

11

Gravel depth, dmedia (ft) Only included in certain BMP types, see
Table 5-4 of the TGD for WQMP for BMP design details

2 Gravel porosity

i Duration of storm as basin is filling (hrs) Typical ~ 3hrs

M Above Ground Retention Volume (ft3) Vietention = Item 8 * [Item7 +
(item 9 * ltem 10) + (Item 11 * Item 12)+ (Item 13 * (ltem 4 / 12))]

&4 Underground Retention Volume (ft3) Volume determined using

manufacturer’s specifications and calculations

16

Total Retention Volume from. LID Infiltration BMPs: (Sum of Items 14 and 15 for all infiltration BMP included in plan)

% Retention% = Item 16 / Form 4.2-1 item 7

£ Fraction of DCV achieved with infiltration BMP:

18 . i . sas = ; I ;
Is full LID DCV retained onsite with combination of hydrologic source control and LID retention/infiltration BMPs? Yes 1 no[]

If yes, demonstrate conformance using Form 4.3-10; If no, then reduce Item 3, Factor of Safety to 2.0 and increase Item 8, Infiltrating Surface Area, such that
the portion of the site area used for retention and infiltration BMPs equals or exceeds the minimum effective area thresholds (Table 5-7 of the TGD for WQMP)
for the applicable category of development and repeat all above calculations.

4-19



GRAIN SIZE DISTRIBUTION

Project:  Wweka, Inc. Job # 24019-BMP
Location: Waalew Rd. w/o Navajo Rd, Apple Valley Boring No: P-2 @ 5.0 ft Sample No: 2
Description of Soil: SP
Date of Sample: 5/10/2024
Tested By: JF Date of Testing: 5/14/2024
Sieve No. Sieve Openings in mm Percent Finer Grain Size  |% Retained
4 4.76 99.66 Gravel 0.5
10 2.38 85.18 Med. to Crs 60.5
20 0.84 57.66 Fines 33
40 0.42 36.36 Silts/Clays 6
60 0.28 23.46
100 0.149 13.56
200 0.074 5.76
Gravel Sand
Coarse to Medium Fine Silt Clay
(@] 0 o) o o e
a e e PR T &
£ 2 2 2 2 $ g US. Standard Sieve Size
120 L e
100 l:v\qﬁ: : E : : I R e
PN ] L
(238 ([ ]] ]! |
& 80 ! : ; ; i 1
® : ! \ : [ | :
.E 1 1 ! : ! u
L 1 1 I \ I |
= | | N h 1 |
3 INE W ogd ]
o : ! (N | i :
[ \ | 1 \ : 1 |
o. 40 oL ; AL ; ; -
I : Kiz o
20 HHHHfH NS
| it Te.Q/149
: 18 ] | be oot4
10.00 1.00 0.10 0.01 0.00
Grain diameter, mm

Visual Soil Description : SAND - fine to coarse with traces of silts, pebbles.

Soil Classification: SP

System: USC

SOILS SOUTHWEST INC.

Consulting Foundation Engineers




Expansion Index

ASTM D 4829
Machine No: 1 Project Name: Weka Inc.
Project No: 24019-F Lot/Boring/Trench: P2
Depth (ft): 5 ft. Tract No:
Location: Waalew Road, Apple Valley Technician: JF
Date: 5-13-24
TEST DATA Load: 144 Ib Ring = 1" x 4"
Dial Reading Time (h:m) Date

Dry /10 min 0 2:55 5/13/2024

Inundate 0 3:05 5/13/2024

Reading 16 3:15 5/13/2024

Reading 41.0 4:15 5/13/2024

Reading 45.0 4:35 5/13/2024
El (measured) 52.0 8:22 5/14/2024

DEGREE OF SATURATION DATA Test A Test B

A. Initial Moisture Content (%) 17.14% 13.44%
B. Weight of wet soil + Ring (g) 609.20 590.40
C. Weight of Ring (g) 188.70 188.70
D. Weight of Wet Soil (g) (B-C) 420.50 401.70
E. Weight of Dry Soil (g)  (D/(1 + A)) 358.97 354.11
F. Wet Density (pcf) D g/cubic cm/207 cubic cm convert to
pcf (x 62.4) (1gram/cubic cm = 62.4 Ibs cubic foot) 126.76 121.09
G. Dry Density (pcf) E g/cubic cm/207 cubic cm convert to pcf
(x 62.4) 108.21 106.75
H. Weight of Water (pcf) (A/100 x G) 18.55 14.35
I. Volume of Solids (cubic ft) (G/(2.7 sp. Gravity x 62.4)) 0.64 0.63
J. Volume of Voids (cubic ft) (1-I) 0.36 0.37
Degree of saturation (%) Volume of water/volume of void x 100
H/62.4/J (%) 83.09 62.75

Expansion Potential

Test A Test B
0-20 N/A > VERY LOW
21-50 N/A “— LOW
51-90 N/A = MEDIUM
91-130 N/A N/A HIGH
>130 N/A N/A VERY HIGH

FINAL RESULTS

Expansion Index (EI60) (A)

Final Moisture Content (%) 26.5

Expansion Index (EI60) (B) 61.00

«— Note: Disregard Test (B) if Degree of Saturation is 0.0

CORRECTION FOR DEGREE OF SATURATION

EI60 = El measured - (50-S measured) x ((65 + El measured) / (220 - S measured))




