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December 30, 2025

RBS Holdings, LLC
c/o Mr. Lucky Singh
luck1dog@gmail.com

Supplemental Geotechnical Recommendations
BRAR FARMS SUBDIVISION

3425 Marshall Road

West Sacramento, California

File No. 6073-001

As requested, we are providing the following supplemental geotechnical recommendations for
the site. We previously prepared a Geotechnical Engineering Report dated October 25, 2024
(Raney Geotechnical, Inc. [RGI] File No. 6073-001) for the site. Since completion of the
Geotechnical Engineering Report, the project team has requested supplemental groundwater
recommendations for the site. Our supplemental recommendations are provided herein.

Groundwater Effect on Development

As noted in our Geotechnical Engineering Report, groundwater was not encountered within the
five to seven foot depths of the test pits performed in October of 2024. However, review of
historical groundwater in the area indicates groundwater has been encountered as high as
about one foot below the existing ground surface. The historical high groundwater level in the
area was measured in December of 1983.

Groundwater levels in the area have typically fluctuated between five to 10 feet below the
ground surface, and as high as one foot below the existing ground surface. In recent years (i.e.,
after 1998 at the well location), groundwater level depths increase due to recent drought
conditions in the area and California as a whole.

In our opinion, a design groundwater level elevation of +5 feet relative to mean sea level (msl)
would be appropriate based on historic groundwater levels in the area, recent groundwater
trends in the area, and our judgement. Additionally, this also means that with a bottom of basin
elevation of +5 feet msl, in my opinion, the basin would remain dry during the summer months.
In the winter months, groundwater is NOT anticipated to rise above +5 feet msl and infiltrate the
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pond/basin. Therefore, a proposed bottom-of-pond elevation of +5 feet (North American
Vertical Datum of 1988 [NAVD88] is acceptable for use in the pond/basin design.

The recommendations provided above are considered supplemental to the referenced
Geotechnical Engineering Report and are subject to the same limitations.

Raney Geotechnical, Inc.

Matthew S. Moyneur
Senior Engineer




