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https://www.google.com/maps/@32.7735366,-117.14199560067456,14z
https://www.google.com/maps/@32.7735366,-117.14199560067456,14z


https://www.fisheries.noaa.gov/
https://ecos.fws.gov/ecp/species/8080


https://ecos.fws.gov/ecp/species/8104
https://ecos.fws.gov/ecp/species/8178
https://ecos.fws.gov/ecp/species/5945
https://ecos.fws.gov/ecp/species/6035
https://ecos.fws.gov/ecp/species/6749
https://ecos.fws.gov/ecp/species/8035
https://ecos.fws.gov/ecp/species/9743
https://ecos.fws.gov/ecp/species/8148
https://ecos.fws.gov/ecp/species/6945


https://ecos.fws.gov/ecp/species/4923
https://ecos.fws.gov/ecp/species/7573
https://ecos.fws.gov/ecp/species/6447
https://ecos.fws.gov/ecp/species/8287
https://ecos.fws.gov/ecp/species/5937
https://ecos.fws.gov/ecp/species/5971
https://ecos.fws.gov/ecp/species/351
https://ecos.fws.gov/ecp/species/1334
https://ecos.fws.gov/ecp/species/250




















https://cnps.org/
https://cnps.org/
https://rareplants.cnps.org/Home/Index/
https://rareplants.cnps.org/Plants/Details/180
https://rareplants.cnps.org/Plants/Details/180
https://rareplants.cnps.org/Plants/Details/3039
https://rareplants.cnps.org/Plants/Details/3039
https://rareplants.cnps.org/Plants/Details/3326
https://rareplants.cnps.org/Plants/Details/3326
https://rareplants.cnps.org/Plants/Details/3326
https://rareplants.cnps.org/Plants/Details/3326
https://rareplants.cnps.org/Plants/Details/578
https://rareplants.cnps.org/Plants/Details/578
https://rareplants.cnps.org/Plants/Details/578
https://rareplants.cnps.org/Plants/Details/578
https://rareplants.cnps.org/Plants/Details/2070
https://rareplants.cnps.org/Plants/Details/2070
https://rareplants.cnps.org/Plants/Details/726
https://rareplants.cnps.org/Plants/Details/1181
https://rareplants.cnps.org/Plants/Details/1181
https://rareplants.cnps.org/Plants/Details/74
https://rareplants.cnps.org/Plants/Details/74
https://rareplants.cnps.org/Plants/Details/1952
https://rareplants.cnps.org/Plants/Details/1952
https://rareplants.cnps.org/Plants/Details/1189
https://rareplants.cnps.org/Plants/Details/1189


https://rareplants.cnps.org/Plants/Details/2069
https://rareplants.cnps.org/Plants/Details/2069
https://rareplants.cnps.org/Plants/Details/1773
https://rareplants.cnps.org/Plants/Details/1773
https://rareplants.cnps.org/Plants/Details/810
https://rareplants.cnps.org/Plants/Details/810
https://rareplants.cnps.org/Plants/Details/1740
https://rareplants.cnps.org/Plants/Details/1740
https://rareplants.cnps.org/Plants/Details/1740
https://rareplants.cnps.org/Plants/Details/1740
https://rareplants.cnps.org/Plants/Details/1706
https://rareplants.cnps.org/Plants/Details/1706
https://rareplants.cnps.org/Plants/Details/1706
https://rareplants.cnps.org/Plants/Details/1706
https://rareplants.cnps.org/Plants/Details/1131
https://rareplants.cnps.org/Plants/Details/1265
https://rareplants.cnps.org/Plants/Details/1265
https://rareplants.cnps.org/Plants/Details/1265
https://rareplants.cnps.org/Plants/Details/1265
https://rareplants.cnps.org/Plants/Details/1567
https://rareplants.cnps.org/Plants/Details/1567
https://rareplants.cnps.org/Plants/Details/1567
https://rareplants.cnps.org/Plants/Details/1567
https://rareplants.cnps.org/Plants/Details/160
https://rareplants.cnps.org/Plants/Details/1509
https://rareplants.cnps.org/Plants/Details/2001
https://rareplants.cnps.org/Plants/Details/2001
https://rareplants.cnps.org/Plants/Details/2001
https://rareplants.cnps.org/Plants/Details/2001
https://rareplants.cnps.org/Plants/Details/354
https://rareplants.cnps.org/Plants/Details/354
https://rareplants.cnps.org/Plants/Details/1695
https://rareplants.cnps.org/Plants/Details/1695
https://rareplants.cnps.org/Plants/Details/1695
https://rareplants.cnps.org/Plants/Details/1695


https://rareplants.cnps.org/Plants/Details/967
https://rareplants.cnps.org/Plants/Details/967
https://rareplants.cnps.org/Plants/Details/1604
https://rareplants.cnps.org/Plants/Details/1604
https://rareplants.cnps.org/Plants/Details/3810
https://rareplants.cnps.org/Plants/Details/3810
https://rareplants.cnps.org/Plants/Details/1159
https://rareplants.cnps.org/Plants/Details/1159
https://rareplants.cnps.org/Plants/Details/1159
https://rareplants.cnps.org/Plants/Details/1159
https://rareplants.cnps.org/Plants/Details/1625
https://rareplants.cnps.org/Plants/Details/1625
https://rareplants.cnps.org/Plants/Details/1625
https://rareplants.cnps.org/Plants/Details/1625
https://rareplants.cnps.org/Plants/Details/1089
https://rareplants.cnps.org/Plants/Details/871
https://rareplants.cnps.org/Plants/Details/871
https://rareplants.cnps.org/Plants/Details/871
https://rareplants.cnps.org/Plants/Details/719
https://rareplants.cnps.org/Plants/Details/1012
https://rareplants.cnps.org/Plants/Details/1012
https://rareplants.cnps.org/Plants/Details/1759
https://rareplants.cnps.org/Plants/Details/1759
https://rareplants.cnps.org/Plants/Details/1784
https://rareplants.cnps.org/Plants/Details/1784
https://rareplants.cnps.org/Plants/Details/366
https://rareplants.cnps.org/Plants/Details/1871
https://rareplants.cnps.org/Plants/Details/1871
https://rareplants.cnps.org/Plants/Details/1871
https://rareplants.cnps.org/Plants/Details/1871
https://rareplants.cnps.org/Plants/Details/471
https://rareplants.cnps.org/Plants/Details/471


https://rareplants.cnps.org/Plants/Details/662
https://rareplants.cnps.org/Plants/Details/662
https://rareplants.cnps.org/Plants/Details/1868
https://rareplants.cnps.org/Plants/Details/1868
https://rareplants.cnps.org/Plants/Details/607
https://rareplants.cnps.org/Plants/Details/607
https://rareplants.cnps.org/Plants/Details/607
https://rareplants.cnps.org/Plants/Details/607
https://rareplants.cnps.org/Plants/Details/234
https://rareplants.cnps.org/Plants/Details/234
https://rareplants.cnps.org/Plants/Details/957
https://rareplants.cnps.org/Plants/Details/957
https://rareplants.cnps.org/Plants/Details/1983
https://rareplants.cnps.org/Plants/Details/1983
https://rareplants.cnps.org/Plants/Details/2049
https://rareplants.cnps.org/Plants/Details/2049
https://rareplants.cnps.org/Plants/Details/1551
https://rareplants.cnps.org/Plants/Details/1551
https://rareplants.cnps.org/Plants/Details/1322
https://rareplants.cnps.org/Plants/Details/1322
https://rareplants.cnps.org/Plants/Details/1322
https://rareplants.cnps.org/Plants/Details/1322
https://rareplants.cnps.org/Plants/Details/174
https://rareplants.cnps.org/Plants/Details/174
https://rareplants.cnps.org/Plants/Details/174
https://rareplants.cnps.org/Plants/Details/174
https://rareplants.cnps.org/Plants/Details/1778
https://rareplants.cnps.org/Plants/Details/1778
https://rareplants.cnps.org/Plants/Details/1
https://rareplants.cnps.org/Plants/Details/1
https://rareplants.cnps.org/Plants/Details/812
https://rareplants.cnps.org/Plants/Details/812


https://rareplants.cnps.org/Plants/Details/784
https://rareplants.cnps.org/Plants/Details/784
https://rareplants.cnps.org/Plants/Details/784
https://rareplants.cnps.org/Plants/Details/784
https://rareplants.cnps.org/Plants/Details/1487
https://rareplants.cnps.org/Plants/Details/1543
https://rareplants.cnps.org/Plants/Details/1543
https://rareplants.cnps.org/Plants/Details/649
https://rareplants.cnps.org/Plants/Details/649
https://rareplants.cnps.org/Plants/Details/875
https://rareplants.cnps.org/Plants/Details/634
https://rareplants.cnps.org/Plants/Details/660
https://rareplants.cnps.org/Plants/Details/660
https://rareplants.cnps.org/Plants/Details/284
https://rareplants.cnps.org/Plants/Details/284
https://rareplants.cnps.org/Plants/Details/512
https://rareplants.cnps.org/Plants/Details/512
https://rareplants.cnps.org/Plants/Details/512
https://rareplants.cnps.org/Plants/Details/512
https://rareplants.cnps.org/Plants/Details/70
https://rareplants.cnps.org/Plants/Details/70
https://rareplants.cnps.org/Plants/Details/789
https://rareplants.cnps.org/Plants/Details/789
https://rareplants.cnps.org/Plants/Details/511
https://rareplants.cnps.org/Plants/Details/511
https://rareplants.cnps.org/Plants/Details/374
https://rareplants.cnps.org/Plants/Details/374
https://rareplants.cnps.org/Plants/Details/391
https://rareplants.cnps.org/Plants/Details/391
https://rareplants.cnps.org/Plants/Details/3229
https://rareplants.cnps.org/Plants/Details/3229


https://rareplants.cnps.org/Plants/Details/1289
https://rareplants.cnps.org/Plants/Details/1289
https://rareplants.cnps.org/Plants/Details/1289
https://rareplants.cnps.org/Plants/Details/1289
https://rareplants.cnps.org/Plants/Details/1636
https://rareplants.cnps.org/Plants/Details/1636
https://rareplants.cnps.org/Plants/Details/1134
https://rareplants.cnps.org/Plants/Details/939
https://rareplants.cnps.org/Plants/Details/939
https://rareplants.cnps.org/Plants/Details/939
https://rareplants.cnps.org/Plants/Details/1161
https://rareplants.cnps.org/Plants/Details/1161
https://rareplants.cnps.org/Plants/Details/586
https://rareplants.cnps.org/Plants/Details/130
https://rareplants.cnps.org/Plants/Details/130
https://rareplants.cnps.org/Plants/Details/130
https://rareplants.cnps.org/Plants/Details/130
https://rareplants.cnps.org/Plants/Details/583
https://rareplants.cnps.org/Plants/Details/583
https://rareplants.cnps.org/Plants/Details/1696
https://rareplants.cnps.org/Plants/Details/1696
https://rareplants.cnps.org/Plants/Details/219
https://rareplants.cnps.org/Plants/Details/219
https://rareplants.cnps.org/Plants/Details/565
https://rareplants.cnps.org/Plants/Details/565
https://rareplants.cnps.org/Plants/Details/1818
https://rareplants.cnps.org/Plants/Details/1818
https://rareplants.cnps.org/Plants/Details/1150
https://rareplants.cnps.org/Plants/Details/1150
https://rareplants.cnps.org/Plants/Details/1787
https://rareplants.cnps.org/Plants/Details/3815
https://rareplants.cnps.org/Plants/Details/3815






mailto:VChevreuil@dokkenengineering.com
mailto:nmfswcrca.specieslist@noaa.gov


mailto:vchevreuil@dokkenengineering.com
https://nam10.safelinks.protection.outlook.com/?url=http%3A%2F%2Fwww.dokkenengineering.com%2F&data=05%7C01%7CVChevreuil%40dokkenengineering.com%7C4fdd0916dfd2438697e708dafef775f8%7C1594e29188c44ff48fba39be5405f6bd%7C1%7C0%7C638102636027099258%7CUnknown%7CTWFpbGZsb3d8eyJWIjoiMC4wLjAwMDAiLCJQIjoiV2luMzIiLCJBTiI6Ik1haWwiLCJXVCI6Mn0%3D%7C3000%7C%7C%7C&sdata=E2rN%2BteRPVl0e3uthzubAqYDmITXzG1MPqdBbuoP%2FzE%3D&reserved=0






http://www.nrcs.usda.gov/wps/portal/nrcs/main/soils/health/
http://www.nrcs.usda.gov/wps/portal/nrcs/main/soils/health/
https://offices.sc.egov.usda.gov/locator/app?agency=nrcs
http://www.nrcs.usda.gov/wps/portal/nrcs/detail/soils/contactus/?cid=nrcs142p2_053951
http://www.nrcs.usda.gov/wps/portal/nrcs/detail/soils/contactus/?cid=nrcs142p2_053951




















http://www.nrcs.usda.gov/wps/portal/nrcs/detail/national/soils/?cid=nrcs142p2_054262
http://www.nrcs.usda.gov/wps/portal/nrcs/detail/national/soils/?cid=nrcs142p2_054262
http://www.nrcs.usda.gov/wps/portal/nrcs/detail/national/soils/?cid=nrcs142p2_053577
http://www.nrcs.usda.gov/wps/portal/nrcs/detail/national/soils/?cid=nrcs142p2_053577
http://www.nrcs.usda.gov/wps/portal/nrcs/detail/national/soils/?cid=nrcs142p2_053580
http://www.nrcs.usda.gov/wps/portal/nrcs/detail/national/soils/?cid=nrcs142p2_053580
http://www.nrcs.usda.gov/wps/portal/nrcs/detail/soils/home/?cid=nrcs142p2_053374
http://www.nrcs.usda.gov/wps/portal/nrcs/detail/soils/home/?cid=nrcs142p2_053374
http://www.nrcs.usda.gov/wps/portal/nrcs/detail/national/landuse/rangepasture/?cid=stelprdb1043084
http://www.nrcs.usda.gov/wps/portal/nrcs/detail/national/landuse/rangepasture/?cid=stelprdb1043084


http://www.nrcs.usda.gov/wps/portal/nrcs/detail/soils/scientists/?cid=nrcs142p2_054242
http://www.nrcs.usda.gov/wps/portal/nrcs/detail/soils/scientists/?cid=nrcs142p2_054242
http://www.nrcs.usda.gov/wps/portal/nrcs/detail/national/soils/?cid=nrcs142p2_053624
http://www.nrcs.usda.gov/wps/portal/nrcs/detail/national/soils/?cid=nrcs142p2_053624
http://www.nrcs.usda.gov/Internet/FSE_DOCUMENTS/nrcs142p2_052290.pdf
http://www.nrcs.usda.gov/Internet/FSE_DOCUMENTS/nrcs142p2_052290.pdf
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mailto:gploszaj@dokkenengineering.com
mailto:Pricilla.Torres-Fuentes@nahc.ca.gov
mailto:nahc@nahc.ca.gov
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https://www.google.com/maps/@32.7767158,-117.1546874,15z/data=!3m1!1e3!10m1!1e1!12b1?source=apiv3&rapsrc=apiv3
https://maps.google.com/maps?ll=32.776716,-117.154687&z=15&t=h&hl=en-US&gl=US&mapclient=apiv3
https://maps.google.com/maps?ll=32.776716,-117.154687&z=15&t=h&hl=en-US&gl=US&mapclient=apiv3
https://www.envirostor.dtsc.ca.gov/
https://www.envirostor.dtsc.ca.gov/public/map/?islink=true&federal_superfund=true&state_response=true&voluntary_cleanup=true&school_cleanup=true&evaluation=true&school_investigation=true&military_evaluation=true&tiered_permit=true&ca_site=true&historical=true&operating=true&post_closure=true&non_operating=true&zl=15&lat=32.77671576258634&lng=-117.15468740684534
https://www.envirostor.dtsc.ca.gov/public/map/getsitelistdata.asp?xmin=-117.19588613731409&xmax=-117.11348867637659&ymin=32.76307547580227&ymax=32.79035395880665&cleanupsites=,Federal%20Superfund,State%20Response,Voluntary%20Cleanup,School%20Cleanup,Evaluation,School%20Investigation,Military%20Evaluation,Tiered%20Permit,Corrective%20Action&permitsites=,Operating,Post%20Closure,Non-Operating&othersites=&searchdist=1000&radx=-117.142113&rady=32.773708&radflag=false&maxmarkers=3000&ceschecked=&status=null&assembly=&congress=&senate=&county=&orderby=trim(upper(business_name))&_=1717539605464&export_excel=True


https://maps.google.com/maps?ll=32.77424,-117.142435&z=17&hl=en-US&gl=US&mapclient=apiv3
https://maps.google.com/maps?ll=32.77424,-117.142435&z=17&hl=en-US&gl=US&mapclient=apiv3
https://geotracker.waterboards.ca.gov/
https://geotracker.waterboards.ca.gov/
mailto:geotracker@waterboards.ca.gov
mailto:geotracker@waterboards.ca.gov
https://services.gis.ca.gov/arcgis/rest/services/IntelligenceMilitary/MilitaryInstallations/MapServer/
https://services.gis.ca.gov/arcgis/rest/services/IntelligenceMilitary/MilitaryInstallations/MapServer/
https://services.gis.ca.gov/arcgis/rest/services/IntelligenceMilitary/MilitaryInstallations/MapServer//legend
https://services.gis.ca.gov/arcgis/rest/services/IntelligenceMilitary/MilitaryInstallations/MapServer//legend


  

 

 

Appendix G 
 

  





  

 

Appendix H 
 

 

 





































































1

CIVIL
IMPROVEMENT
PLAN - AREA C

C.10

PROJECT NO.

14 June, 2024
AS
PWL 353.0-22

DRAWN BY
DATE
SCALE
DRAWING TITLE

PROJECT TITLE

REVISION LIST

NO. DATE REVISIONS

STAMPED:

DOKKEN ENGINEERING
1450  FRAZEE ROAD
SUITE 100
SAN DIEGO, CA 92108
TEL: (858) 514-8377

MTS RIO VISTA
PLATFORM DESIGN

 PHASE II

90
%

 S
U

B
M

IT
TA

L 
(N

O
T 

FO
R

 C
O

N
ST

R
U

C
TI

O
N

) -
 J

U
N

E 
7,

 2
02

4

M
AT

C
H

 L
IN

E 
(S

EE
 C

.9
)

M
AT

C
H

 L
IN

E 
(S

EE
 C

.1
1)

LEGEND:

CONSTRUCTION NOTES:
PROTECT IN PLACE, AS NOTED ON PLAN.

INSTALL CONCRETE SIDEWALK. SEE DETAILS
ON SHEET C.16.

INSTALL STAMPED COLORED CONCRETE. SEE
DETAILS ON SHEET C.16.

INSTALL CURB RAMP. SEE CURB RAMP DETAILS
ON SHEET C.16.

INSTALL NEW LIGHT POLE, FOUNDATION, AND
SALVAGED FIXTURES. SEE DETAIL ON SHEET
C.17.

POWDER-COAT AND REINSTALL BENCH

OWNER TO REINSTALL TICKET MACHINE.
CONTRACTOR SHALL COORDINATE WITH
OWNER.

REINSTALL LED SIGN

REINSTALL BRAILLE SIGN

REINSTALL TRASH  CAN

REINSTALL BULLETIN SIGN

INSTALL OWNER FURNISHED SHELTER (TYPE B).
CONTRACTOR TO INSTALL.

RESET SLOT DRAIN LID

CONTRACTOR SHALL RESTORE AREA AND
REGRADE SLOPE TO EXISTING CONDITIONS.
NEW PLANTINGS SUCH AS TREES, BRUSH, ETC.
SHALL BE PLANTED IN COMPLIANCE WITH THE
REVEGETATION MEMO INCLUDED IN THE
CONTRACT DOCUMENTS.

REINSTALL IRRIGATION SPRINKLER SYSTEM TO
MATCH EXISTING CONDITIONS. CONTRACTOR
SHALL INSTALL TEMPORARY IRRIGATION
SYSTEM DURING CONSTRUCTION.

INSTALL TREE-WELL AND RESTORE IRRIGATION
AS NEEDED. SEE STRUCTURAL DETAILS

RELOCATE, AS NOTED ON PLAN.

INSTALL NEW ULMUS PARVIFOLIA 'TRUE GREEN'
(CHINESE EVERGREEN ELM).

INSTALL NEW LIGHT POLE, FOUNDATION, AND
SALVAGED FIXTURES. SEE STRUCTURAL
DETAILS.

INSTALL DETECTABLE DIRECTIONAL TEXTURE.
SEE DETAIL ON SHEET C.17.

WEEP HOLES WITHIN COPING FOR DRAINAGE

GENERAL NOTES:

AS NOTED

3

7

8

10

11

12

13

20

21

22

2

14

15

23

NOTICE TO CONTRACTOR
EXISTING HIGH VOLTAGE CATENARY LINES.

CONTRACTOR TO EXERCISE EXTREME CAUTION WHEN
WORKING IN VICINITY OF OVERHEAD CONTACT SYSTEM.

1. SEE STRUCTURAL PLANS FOR WALL RETROFIT.
2. CONTRACTOR SHALL VERIFY ALL

UNDERGROUND UTILITIES PRIOR TO THE START
OF CONSTRUCTION. CONTRACTOR SHALL
COORDINATE WITH THE ENGINEER FOR ANY
UTILITIES IN CONFLICT WITH THE WORK AS
SHOWN IN THESE PLANS.

3. SEE GRADING AND DRAINAGE SHEETS SHOWN
ON SHEETS C.12 - C.15.

4. CONTRACTOR WILL MEET WITH MTS
REPRESENTATIVE AND ENGINEER ON-SITE FOR
PLACEMENT OF AMENITIES PRIOR TO FINAL
INSTALLATION

25

26

27

29

30

31
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MATCH LINE (SEE C.10)

LEGEND:

CONSTRUCTION NOTES:
PROTECT IN PLACE, AS NOTED ON PLAN.

INSTALL CONCRETE SIDEWALK

CONTRACTOR SHALL RESTORE AREA AND
REGRADE SLOPE TO EXISTING CONDITIONS.
NEW PLANTINGS SUCH AS TREES, BRUSH, ETC.
SHALL BE PLANTED IN COMPLIANCE WITH THE
REVEGETATION MEMO INCLUDED IN THE
CONTRACT DOCUMENTS.

INSTALL NEW LIGHT POLE INTO EXISTING
FOUNDATION AND ANCHORAGE. SEE DETAIL ON
SHEET C.17

INSTALL NEW LIGHT POLE, FOUNDATION, AND
SALVAGED FIXTURES. SEE STRUCTURAL
DETAILS.

GENERAL NOTES:

AS NOTED

1

2

22

NOTICE TO CONTRACTOR
EXISTING HIGH VOLTAGE CATENARY LINES.

CONTRACTOR TO EXERCISE EXTREME CAUTION WHEN
WORKING IN VICINITY OF OVERHEAD CONTACT SYSTEM.

1. SEE STRUCTURAL PLANS FOR WALL RETROFIT.
2. CONTRACTOR SHALL VERIFY ALL

UNDERGROUND UTILITIES PRIOR TO THE START
OF CONSTRUCTION. CONTRACTOR SHALL
COORDINATE WITH THE ENGINEER FOR ANY
UTILITIES IN CONFLICT WITH THE WORK AS
SHOWN IN THESE PLANS.

3. SEE GRADING AND DRAINAGE SHEETS SHOWN
ON SHEETS C.12 - C.15.
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GENERAL NOTES:

1. SEE STRUCTURAL PLANS FOR WALL
RETROFIT.

2. CONTRACTOR SHALL VERIFY ALL
UNDERGROUND UTILITIES PRIOR TO THE
START OF CONSTRUCTION. CONTRACTOR
SHALL COORDINATE WITH THE ENGINEER
FOR ANY UTILITIES IN CONFLICT WITH THE
WORK AS SHOWN IN THESE PLANS.

LEGEND:

NOTICE TO CONTRACTOR
EXISTING HIGH VOLTAGE CATENARY LINES.

CONTRACTOR TO EXERCISE EXTREME CAUTION WHEN
WORKING IN VICINITY OF OVERHEAD CONTACT SYSTEM.

AS NOTED
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LEGEND:

GENERAL NOTES:

1. SEE STRUCTURAL PLANS FOR WALL
RETROFIT.

2. CONTRACTOR SHALL VERIFY ALL
UNDERGROUND UTILITIES PRIOR TO THE
START OF CONSTRUCTION. CONTRACTOR
SHALL COORDINATE WITH THE ENGINEER
FOR ANY UTILITIES IN CONFLICT WITH THE
WORK AS SHOWN IN THESE PLANS.

NOTICE TO CONTRACTOR
EXISTING HIGH VOLTAGE CATENARY LINES.

CONTRACTOR TO EXERCISE EXTREME CAUTION WHEN
WORKING IN VICINITY OF OVERHEAD CONTACT SYSTEM.

AS NOTED

| || || |
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GENERAL NOTES:

1. SEE STRUCTURAL PLANS FOR WALL
RETROFIT.

2. CONTRACTOR SHALL VERIFY ALL
UNDERGROUND UTILITIES PRIOR TO THE
START OF CONSTRUCTION. CONTRACTOR
SHALL COORDINATE WITH THE ENGINEER
FOR ANY UTILITIES IN CONFLICT WITH THE
WORK AS SHOWN IN THESE PLANS.

NOTICE TO CONTRACTOR
EXISTING HIGH VOLTAGE CATENARY LINES.

CONTRACTOR TO EXERCISE EXTREME CAUTION WHEN
WORKING IN VICINITY OF OVERHEAD CONTACT SYSTEM.

AS NOTED
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GENERAL NOTES:
1. SEE STRUCTURAL PLANS FOR WALL

RETROFIT.
2. CONTRACTOR SHALL VERIFY ALL

UNDERGROUND UTILITIES PRIOR TO THE
START OF CONSTRUCTION. CONTRACTOR
SHALL COORDINATE WITH THE ENGINEER
FOR ANY UTILITIES IN CONFLICT WITH THE
WORK AS SHOWN IN THESE PLANS.

NOTICE TO CONTRACTOR
EXISTING HIGH VOLTAGE CATENARY LINES.

CONTRACTOR TO EXERCISE EXTREME CAUTION WHEN
WORKING IN VICINITY OF OVERHEAD CONTACT SYSTEM.

AS NOTED

LEGEND:
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AS NOTED

VA
R

7.
5%

 M
AX

VA
R

7.
5%

 M
AX

DWS DWS

1.5%
MAX

TO
P 

LA
N

D
IN

G
R

AM
P

TO
P 

LA
N

D
IN

G
R

AM
P

VARVARVAR
8.33% MAX8.33% MAX8.33% MAX

1% 1%

STATION PLATFORM EAST CURB RAMP
SCALE: 1" = 2'-0"

STATION PLATFORM WEST CURB RAMP
SCALE: 1" = 2'-0"

MATCH
EXIST

MATCH
EXIST

STATION
PLATFORM

STATION
PLATFORM

1.5%
MAX

STAMPED COLORED CONCRETE

NOTES:
1. FINISH GRADE PER GRADING AND

DRAINAGE PLANS.
2. APPLY THE TOPICAL RELEASE AGENT TO

THE CONCRETE FINISH, DAYTON
SUPERIOR "TOP CAST 03", OR AN
APPROVED EQUIVALENT.

3. TOOL JOINTS MUST BE STRAIGHT AND
MATCH THE DIMENSIONS OF THE EXISTING
PAVEMENT. NO DIAGONAL JOINTS TO BE
INSTALLED.

4. CONCRETE JOINTS SHALL BE PLACED AT
EVERY 6', BETWEEN FACE OF WALLS,
PLANTERS, AND CURBS PER SDRSD G-10.

NO SCALE

5'6' 6'

7' - 0" O.C. TYP

STEEL PICKET FENCE
SCALE: 1" = 2'-0"

41
2 " O.C.
(TYP)

6"
6"

2"

3"
 M

IN
4"

 M
AX

24
"

M
IN

H
EI

G
H

T 
PE

R
 P

LA
N COBBLESTONE COLOR

WITH TROWEL FINISH

4"
 M

IN

CURB HEIGHT VARIES 0" - 6"

4'6" 6'

REMOVE AND REPLACE EXIST FENCE

6'

DWSDWS DWS

4' 4'

6'

NOTES:

1. FINISH TO MATCH EXISTING FENCES.

2. ALL METAL TO BE HOT DIPPED AFTER
FABRICATION. TOUCH-UP GALVANIZING IN
FIELD.

CONCRETE SIDEWALK
NO SCALE

520-C-2500 CONCRETE

CLASS II AGGREGATE BASE4"
 M

IN
4"

 M
IN

2"
 W

EA
KE

N
ED

PL
AN

E 
JO

IN
T

WIDTH AS SHOWN ON THE PLANS

WIDTH AS SHOWN ON THE PLANS

520-C-2500 CONCRETE

NOTES:

1. FINISH GRADE PER GRADING AND
DRAINAGE PLANS.

2. ATOOL JOINTS MUST BE STRAIGHT AND
MATCH THE DIMENSIONS OF THE EXISTING
PAVERS. NO DIAGONAL JOINTS TO BE
INSTALLED.

3. CONCRETE JOINTS SHALL BE PLACED AT
EVERY 6', BETWEEN FACE OF WALLS,
PLANTERS, AND CURBS PER SDRSD G-10.

COMPACTED SUBGRADE
(95% MIN)

FG

12" DIAMETER
CONCRETE FOOTING

CAP AND WELD ENDS -
GROUND SMOOTH

5
8" SQUARE STEEL TUBE PICKETS
AT 41

2" O.C.
11

2" SQUARE 18 GAUGE STEEL TUBE
RAILING AT TOP & BOTTOM

2" SQUARE 16 GAUGE STEEL TUBE POSTS AT 7'-0" O.C.
W/ 9" DIAMETER X 24" DEEP CONCRETE FOOTING

2"
 W

EA
KE

N
ED

PL
AN

E 
JO

IN
T

12
" M

IN

4"
 M

IN

COMPACTED SUBGRADE
(95% MIN)

12
" M

IN

CONC CURB WALL FOOTING WHERE
INDICATED ON STRUCTURAL PLANS

CONC CURB WALL FOOTING WHERE
INDICATED ON STRUCTURAL PLANS
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AS NOTED

SECTION B-B: NORTH PLATFORM

SECTION C-C: SOUTH  PLATFORM

SECTION A-A: NORTH PLATFORM

FL PER PLAN

FL PER PLAN

NEW WALL. SEE STRUCTURAL
PLANS.

VARIES
2% MAX

VARIES
 2% MAX

GB PER PLAN

EXIST WALL. SEE
STRUCTURAL PLANS.

1.50%

MATCH EXIST

TYPICAL PLATFORM LIGHTPOLE
SCALE: 1" = 2'-0"

SECTION E-E

CIDH FOOTING SECTIONTYPICAL PLATFORM LIGHTPOLE POST CIDH FOOTING

SCALE: 1" = 2'-0"

SCALE: 1" = 2'-0"SCALE: 1" = 1'-0"

E E

FG/TOP OF PLATFORM

LIGHT POLE ANCHORAGE PER MANUFACTURER

FG/TOP OF PLATFORM

HANDHOLE
WIRING PER MANUFACTURER

4" SQUARE ALUMINUM POLE
WITH DARK BRONZE FINISH

12
' M

O
U

N
TI

N
G

 H
EI

G
H

T

2'-6"

2'

CIDH FOOTING (SEE DETAIL BELOW)

CONTRACTOR SHALL CONFIRM NEW
LIGHT POLE FOUNDATION IS MIN 3'

 FROM NEW HORIZONTAL TIE-RODS

2'-6"

CONCRETE PEDESTAL

2'
-6

"

(4) #5

EACH WAY
2" CLR

TYP

3" CLR
TYP

#3 HOOPS AT 6" O.C.

135° HOOK

(8) #7 VERTICAL

6'

27
" M

IN

LIGHT POLE PER MANUFACTURER
(MAX HEIGHT=15'-0")

(8) #7 DOWELS WITH STANDARD HOOK

(3) #3 HOOPS AT 11
2" O.C.

3"
 C

LR
2"

2"
LA

P

#3 HOOPS AT 6 O.C.

DUAL LIGHT FIXTURES

PAIR OF PA HORNS

BASE COVER

CONNECT TO GROUND GRID

PVC CONDUIT
30" MIN BURIAL DEPTH

VAR 4.5% MAX

EXIST DETECTABLE
WARNING TILE

EXIST DETECTABLE
WARNING TILE

MATCH EXIST

EXIST DETECTABLE
WARNING TILE

MATCH EXIST
MATCH EXIST

DETECTABLE DIRECTIONAL TEXTURE
SCALE: 1" = 2’−0"

STA
N

D
 B

EH
IN

D
 LIN

E

TR
AN

SI
T 

VE
H

IC
LE

 D
O

O
R

O
PE

N
IN

G

DETECTABLE DIRECTIONAL TEXTURE DETAIL
SCALE: 1" = 5’−0"

9"

SECTION D-D: DETECTABLE DIRECTIONAL TEXTURE DETAIL
NTS

4'

3'
1.5" 1.

5"

12
"

1.
5"

0.9"

1.3"

3"

1.5"

0.
2"

3 16
"

TAPERED EDGES
WHERE EXPOSEDFG

1
4" x 1 12 "

EXPANSION ANCHOR

1
4" x 1 12 "
STAINLESS STEEL
EXPANSION ANCHOR
(4 EACH)

3'-0" x 4'-0" ADA DETECTABLE
DIRECTIONAL TEXTURE

SURFACE APPLIED.

EDGE OF
PLATFORM

PLATFORM DETECTABLE
WARNING SURFACE

6" x 12" BLACK CONC UNIT PAVER
EMBOSSED/ETCHED "STAND BEHIND LINE"
(FONT: FUTURA) IN WHITE LETTERS CENTERED
ON DETECTABLE WARNING SURFACE.

NOTE:

WIDTH OF DIRECTIONAL DETECTABLE
TEXTURE SHALL BE EQUAL TO THE
WIDTH OF THE TRANSIT VEHICLE'S
DOOR OPENING

NOTE:

THIS SURFACE SHALL DIFFER FROM ADJOINING WALKING SURFACE
IN RESILIENCY OR SOUND-ON-CANE CONTACT. THE COLOR SHALL
BE YELLOW CONFORMING TO FEDERAL COLOR NO. 33538

D D

VAR

VARIES
2% MAX

 LIGHTPOLE ON EXISTING FOUNDATION
SCALE: 1" = 2'-0"

WALKWAY

HANDHOLE WIRING PER
MANUFACTURER

TO BE CONNECTED TO
EXISTING WIRING

4" SQUARE ALUMINUM POLE
WITH DARK BRONZE FINISH

15
' M

AX
 H

EI
G

H
T

EXISTING WALL

DUAL LIGHT FIXTURES

BASE COVER

EXISTING CONDUITS

CONTRACTOR TO CONFIRM
EXISTING ANCHORAGE IS
COMPATIBLE WITH LIGHT
POLE MANUFACTURER
REQUIREMENTS

15
' M

AX
 H

EI
G

H
T
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SD

SD
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SAN DIEGO METROPOLITAN TRANSIT
SYSTEM

APN: 438-362-12-00

EXIST STEEL CABLE FENCE

EXIST MSE PANEL WALL

END EXIST BRIDGE
BEG EXIST LT RETAINING WALL (MSE PANEL WALL)
BEG EXIST STEEL PICKET FENCE

HORIZONTAL TIE RODS,
TOT 8 PER REPAIR

VERTICAL CONC WALER,
TYP

EXIST STEEL PICKET FENCE
EXIST MSE PANEL WALL

EXIST CONC PATH

EXIST CAMINO
DEL ESTE

BRIDGE ABUT

℄ WALL REPAIR 1
SEE "SECTION A-A"

EXIST FENCE

℄ EXIST WESTBOUND TRACKS

℄ EXIST EASTBOUND TRACK

EXIST CATENARY POLE
AND FOUNDATION, TYP

CONC COPING

HORIZONTAL
CONC STRUT,
TYP

WALL REPAIR 1
WEST

N: 1862339.74
E: 6287182.20

WALL REPAIR 1 EAST
N: 1862346.64
E: 6287198.33

℄ REPAIR 1 EAST
N 26'06"47° E

℄ REPAIR 1 WEST
N 25'13"27° W WALL REPAIR 1 WEST

N: 1862312.66
E: 6287184.96

WALL REPAIR 1 EAST
N: 1862319.55
E: 6287211.63

92.0°

94.4°

MTS R/W

EXIST DOG PARK

LIMIT OF WORK

LIMIT OF WORK

MTS R/W

STRUCTURAL
PLAN - AREA A

1" = 10'

S.1
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DRAWN BY
DATE
SCALE
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PLATFORM DESIGN
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PLAN VIEW
SCALE: 1" = 10'

DEVELOPED MIRROR ELEVATION - LT RETAINING WALL
SCALE: 1" = 10'

DEVELOPED ELEVATION - RT RETAINING WALL
SCALE: 1" = 10'

EXIST STEEL PICKET FENCE

OG = FG VERTICAL PANEL JT,
TYP

EXIST MSE LEVELING PAD

END EXIST BRIDGE
BEG EXIST LT RETAINING WALL (MSE PANEL WALL)
BEG EXIST STEEL PICKET FENCE

EXIST MSE PANEL,
TYP

EXIST CAMINO DEL
ESTE BRIDGE ABUT

HORIZONTAL PANEL JT,
TYP

A

A

℄ WALL REPAIR 1
WEST EXIST STRUCTURAL GEOGRID,

TYP

APPROX OG BEHIND WALL

EXIST CATENARY POLE
AND FOUNDATION, TYP

NOTES:
1. CONTRACTOR SHALL VERIFY ALL UNDERGROUND

UTILITIES PRIOR TO THE START OF CONSTRUCTION.
CONTRACTOR SHALL COORDINATE WITH THE
ENGINEER FOR ANY UTILITIES IN CONFLICT WITH
THE WORK AS SHOWN ON THESE PLANS

2. DEMOLITION AND CIVIL IMPROVEMENTS NOT SHOWN
FOR CLARITY. FOR ADDITIONAL INFORMATION, SEE
CIVIL PLANS.

3. NORTHINGS AND EASTINGS OF EXISTING MSE
PANELS REPRESENT CENTERS OF PANELS AND ARE
APPROXIMATE. CONTRACTOR TO FIELD VERIFY
PANEL LOCATIONS.

RECONSTRUCT ON CONCRETE COPING.

APPROXIMATE CLEARANCE. CONTRACTOR TO FIELD VERIFY.

END EXIST BRIDGE
BEG EXIST RT RETAINING WALL (MSE PANEL WALL)

BEG EXIST STEEL CABLE FENCE

EXIST STEEL CABLE FENCE

CONC COPING

OG = FG

VERTICAL PANEL JT,
TYP

EXIST MSE WALL LEVELING PAD

EXIST MSE PANEL,
TYP

EXIST CAMINO DEL
ESTE BRIDGE ABUT

HORIZONTAL PANEL JT,
TYP

9'-0"±
TYP

EXIST CATENARY POLE
AND FOUNDATION, TYP

EXIST STRUCTURAL GEOGRID,
TYP

EXIST UNDERDRAIN

℄ WALL REPAIR 1
EAST

A

A

℄ WALL REPAIR 1
WEST

℄ WALL REPAIR 1
EAST

9'-0"± 9'-0"±

9'-0"± 9'-0"±

9'-0"±
9'-0"±

3'-3"±

EXIST STEEL PICKET FENCE = 229' - 6"±

EXIST MSE PANEL WALL = 229' - 6"±

EXIST STEEL CABLE FENCE = 196' - 0"±

EXIST MSE PANEL WALL = 691'-6"±

FOR "SECTION A-A",
SEE "STRUCTURAL
SECTIONS - SHEET 1 OF 2"

9'-0"±
TYP

EXIST UNDERDRAIN

CLR

DESIGN NOTES:
DESIGN: AASHTO LRFD Bridge Design Specifications,

8th Edition with California Amendments, Preface dated April 2019

SEISMIC: kh = 0.24
kv = 0.00

SOIL  Ø = 34° SOIL FOR Ø = 32°
BACKFILL: γ = 120pcf  BASE FRICTION: γ = 120pcf

REINFORCED CONCRETE:
f'c = 3,600psi
fy = 60,000psi

℄ WALL REPAIR 1

℄ WALL REPAIR 1

29'-0"±

END EXIST BRIDGE
BEG EXIST RT RETAINING WALL (MSE PANEL WALL)

BEG EXIST STEEL CABLE FENCE

10'-0"±

EXCAVATION AND
BACKFILL PAY LIMITS,

TYP AT REPAIR 1

29'-0"

EXCAVATION AND BACKFILL
PAY LIMITS, TYP AT WALL

REPAIR 1
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San Diego Municipal Code Chapter 5:  Public Safety, Morals and Welfare   
(12-2019) 

 

 

 

§59.5.0404 Construction Noise 

(a) It shall be unlawful for any person, between the hours of 7:00 p.m. of any day 

and 7:00 a.m. of the following day, or on legal holidays as specified in 

Section 21.0104 of the San Diego Municipal Code, with exception of 

Columbus Day and Washington’s Birthday, or on Sundays, to erect, construct, 

demolish, excavate for, alter or repair any building or structure in such a 

manner as to create disturbing, excessive or offensive noise unless a permit 

has been applied for and granted beforehand by the Noise Abatement and 

Control Administrator. In granting such permit, the Administrator shall 

consider whether the construction noise in the vicinity of the proposed work 

site would be less objectionable at night than during the daytime because of 

different population densities or different neighboring activities; whether 

obstruction and interference with traffic particularly on streets of major 

importance, would be less objectionable at night than during the daytime; 

whether the type of work to be performed emits noises at such a low level as 

to not cause significant disturbances in the vicinity of the work site; the 

character and nature of the neighborhood of the proposed work site; whether 

great economic hardship would occur if the work were spread over a longer 

time; whether proposed night work is in the general public interest; and he 

shall prescribe such conditions, working times, types of construction 

equipment to be used, and permissible noise levels as he deems to be required 

in the public interest. 

(b) Except as provided in subsection C. hereof, it shall be unlawful for any 

person, including The City of San Diego, to conduct any construction activity 

so as to cause, at or beyond the property lines of any property zoned 

residential, an average sound level greater than 75 decibels during the 12–

hour period from 7:00 a.m. to 7:00 p.m. 

(c) The provisions of subsection B. of this section shall not apply to construction 

equipment used in connection with emergency work, provided the 

Administrator is notified within 48 hours after commencement of work. 

(Amended 1–3–1984 by O–16100 N.S.) 

(Amended 8-9-2019 by O-21114 N.S.; effective 9-8-2019.) 

 

 

 

 

























S250209 Rio Vista Platform - Demolition (West)

Area Sources
Name Sel. M. ID Result. PWL Result. PWL'' Lw / Li Correction Sound Reduction Attenuation Operating Time K0 Freq. Direct. Moving

Day Evening Night Day Evening Night Type Value norm. Day Evening Night R Area Day Special Night Num
(dBA) (dBA) (dBA) (dBA) (dBA) (dBA) dB(A) dB(A) dB(A) dB(A) (ft²) (min) (min) (min) (dB) (Hz) Day Eve

West-Jackhammer + S_1 117.6 17.6 17.6 107.6 7.6 7.6 PWL-Pt C9 0.0 0.0 0.0 96.00 0.00 0.00 0.0 (none) 1.0 0
West-Power Driven Saw + S_2 121.6 21.6 21.6 106.7 6.7 6.7 PWL-Pt C10 0.0 0.0 0.0 96.00 0.00 0.00 0.0 (none) 1.0 0
West-Mini Excavator + S_3 98.6 -1.4 -1.4 80.6 -19.4 -19.4 PWL-Pt C2 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 1.0 0

Geometry - Area Sources
Name ID Height Coordinates

Begin End x y z Ground
(ft) (ft) (ft) (ft) (ft) (ft)

West-Jackhammer S_1 3.00 r  336.54 247.96 73.00 70.00
336.35 238.62 73.00 70.00
352.02 239.06 73.00 70.00
352.14 243.59 73.00 70.00
345.30 243.70 73.00 70.00
342.82 248.08 73.00 70.00

West-Power Driven Saw S_2 1.50 r  350.36 255.74 71.50 70.00
350.65 250.29 71.50 70.00
406.90 250.37 71.50 70.00
406.90 256.49 71.50 70.00

West-Mini Excavator S_3 5.00 r  351.18 255.54 75.00 70.00
350.67 242.79 75.00 70.00
407.34 244.00 75.00 70.00
407.17 255.19 75.00 70.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Demolition (West)

Buildings
Name Sel. M. ID RB Residents Absorption Height

Begin
(ft)

West Bldg  BL_1 x 0 45.00 r
East Bldg  BL_2 x 0 45.00 r

Geometry - Buildings
Name Sel. M. ID RB Residents Absorption Height Coordinates

Begin x y z Ground
(ft) (ft) (ft) (ft) (ft)

West Bldg  BL_1 x 0 45.00 r 70.40 465.87 115.00 70.00
72.81 248.82 115.00 70.00

332.58 271.90 115.00 70.00
325.69 464.49 115.00 70.00

East Bldg  BL_2 x 0 45.00 r 534.03 465.96 115.00 70.00
539.67 276.27 115.00 70.00
791.86 283.65 115.00 70.00
781.01 469.00 115.00 70.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Demolition (West)

Terrain Contours
Name Sel. M. ID OnlyPts Height Coordinates

Begin End x y z
(ft) (ft) (ft) (ft) (ft)

c1  61.61 7.92 32.00
186.29 17.76 28.00
288.00 30.89 43.00
405.03 27.06 32.00
473.38 23.23 29.00
690.48 0.27 26.00
828.29 1.36 33.00
875.86 0.27 35.00

c2  59.84 61.58 31.00
146.24 70.88 38.00
266.00 76.90 29.00
352.95 80.18 35.00
511.53 74.71 32.00
662.46 75.80 32.00
739.57 59.40 32.00
818.31 41.35 45.00
835.81 35.88 36.00
867.53 35.34 36.00

c3  71.32 127.75 46.00
111.76 149.36 46.00
152.23 154.25 47.00
276.39 143.61 44.00
372.08 145.25 35.00
484.74 144.71 39.00
597.39 145.25 44.00
684.33 145.80 41.00
747.22 143.06 42.00
829.25 143.61 40.00
842.37 144.71 37.00
872.45 144.16 37.00

c4  72.96 155.10 42.00
141.86 163.30 42.00
206.94 164.39 44.00
287.32 167.13 44.00
368.26 166.03 45.00
472.16 167.13 47.00
570.59 169.31 44.00
664.10 167.13 49.00
753.78 164.39 42.00
838.55 167.13 38.00
846.20 166.03 37.00
866.43 166.03 37.00

c5  70.00 68.11 469.64 70.00
67.01 244.89 70.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Demolition (West)

Name Sel. M. ID OnlyPts Height Coordinates
Begin End x y z

(ft) (ft) (ft) (ft) (ft)
165.99 243.25 70.00
311.45 248.17 70.00
806.35 258.56 70.00
799.24 476.75 70.00

65.37 470.74 70.00
c6  40.00 900.24 483.66 40.00

829.06 483.66 40.00
847.29 181.57 40.00
893.30 181.57 40.00

c7  70.00 79.25 217.55 70.00
84.77 186.53 70.00

154.38 203.07 70.00
268.11 211.35 70.00
339.10 216.17 70.00
337.72 200.32 70.00
696.81 213.41 70.00
696.12 225.13 70.00
827.77 229.95 70.00
831.21 265.11 70.00

c8  763.10 225.47 61.33
701.98 223.55 61.33
702.26 218.77 61.33
698.02 218.77 61.33
697.61 211.66 59.33
586.50 207.44 58.17
335.52 198.74 57.25
335.70 212.69 58.00
334.58 212.63 59.33
152.07 196.50 57.50

Eilar Associates, Inc.



S250209 Rio Vista Platform - Demolition (West)

Sound Level Spectra
Name ID Type 1/3 Oktave Spectrum (dB) Source

Weight. 63 125 250 500 1000 2000 4000 8000 A lin
Excavator C1 Lw (c) 111.0 114.0 107.0 104.0 103.0 101.0 100.0 97.0 108.9 117.0 Defra
Mini Excavator C2 Lw (c) 107.0 104.0 93.0 97.0 93.0 90.0 85.0 80.0 98.6 109.3 Defra
Bulldozer C3 Lw (c) 114.0 112.0 107.0 108.0 113.0 101.0 96.0 89.0 114.2 118.7 Defra
Dump Truck C4 Lw (c) 108.0 108.0 107.0 103.0 102.0 100.0 95.0 85.0 107.1 113.5 Defra
Concrete Mixer C5 Lw (c) 110.0 111.0 104.0 103.0 100.0 99.0 90.0 84.0 105.8 114.6 Defra
Concrete Pump C6 Lw (c) 115.0 106.0 102.0 101.0 101.0 100.0 92.0 83.0 105.8 116.1 Defra
Generator C7 Lw (c) 110.0 105.0 98.0 95.0 86.0 82.0 76.0 71.0 96.1 111.5 Defra
Compressor C8 Lw (c) 115.0 104.0 95.0 90.0 88.0 86.0 89.0 78.0 96.5 115.4 Defra
Jackhammer C9 Lw (c) 115.0 115.0 105.0 106.0 104.0 108.0 114.0 112.0 117.6 120.8 Defra
Power-Driven Saw C10 Lw (c) 103.0 120.0 112.0 111.0 111.0 113.0 117.0 116.0 121.6 124.0 Defra
Hydraulic Jack C11 Lw (c) 98.0 111.0 105.0 103.0 103.0 103.0 99.0 92.0 108.7 113.7 Defra
Drill Rig C12 Lw (c) 115.0 123.0 112.0 111.0 109.0 107.0 99.0 92.0 114.6 124.4 Defra
Compactor C13 Lw (c) 112.0 107.0 103.0 104.0 103.0 103.0 99.0 94.0 108.7 114.8 Defra
Compact Crane C14 Lw (c) 111.0 107.0 102.0 94.0 95.0 94.0 87.0 81.0 100.8 113.0 Defra

Eilar Associates, Inc.



S250209 Rio Vista Platform - Demolition (East)

Eilar Associates, Inc.
210 South Juniper Street, Suite 100
Escondido, California 92025-4230
Phone: (760) 738-5570

Date: 18 Apr 2025

Calculation Configuration
Configuration

Parameter Value
General
Max. Error (dB) 0.00
Max. Search Radius (ft) 6561.68
Min. Dist Src to Rcvr 0.00
Partition
Raster Factor 0.50
Max. Length of Section (ft) 3280.84
Min. Length of Section (ft) 3.28
Min. Length of Section (%) 0.00
Proj. Line Sources On
Proj. Area Sources On
Ref. Time
Daytime Penalty (dB) 0.00
Recr. Time Penalty (dB) 6.00
Night-time Penalty (dB) 10.00
DTM
Standard Height (m) 0.00
Model of Terrain Triangulation
Reflection
max. Order of Reflection 0
Search Radius Src 328.08
Search Radius Rcvr 328.08
Max. Distance Source - Rcvr 3280.84 3280.84
Min. Distance Rvcr - Reflector 3.28 3.28
Min. Distance Source - Reflector 0.33
Industrial (ISO 9613 (1996))
Lateral Diffraction some Obj
Obst. within Area Src do not shield On
Screening Excl. Ground Att. over Barrier
 Dz with limit (20/25)
Barrier Coefficients C1,2,3 3.0 20.0 0.0
Temperature (°F) 50
rel. Humidity (%) 70
Ground Absorption G 1.00
Wind Speed for Dir. (mph) 6.7
Roads (TNM)
Railways (Schall 03 (1990))
Strictly acc. to Schall 03 / Schall-Transrapid
Aircraft (NONE)
Strictly acc. to AzB

Eilar Associates, Inc.



S250209 Rio Vista Platform - Demolition (East)

Receivers
Name Sel. M. ID Level Lr Limit. Value Land Use Height Coordinates

Day Night Day Night Type Auto Noise Type X Y Z
(dBA) (dBA) (dBA) (dBA) (ft) (ft) (ft) (ft)

R4-1  13 66.2 -80.2 75.4 0.0 12.00 r 537.40 336.11 82.00
R4-2  14 65.9 -80.2 75.4 0.0 22.00 r 537.40 336.11 92.00
R4-3  15 65.2 -80.2 75.4 0.0 32.00 r 537.40 336.11 102.00
R4-4  16 64.4 -80.2 75.4 0.0 42.00 r 537.40 336.11 112.00
R5-1  17 84.0 -80.2 75.4 0.0 12.00 r 659.88 279.28 82.00
R5-2  18 82.2 -80.2 75.4 0.0 22.00 r 659.88 279.28 92.00
R5-3  19 80.3 -80.2 75.4 0.0 32.00 r 659.88 279.28 102.00
R5-4  20 78.6 -80.2 75.4 0.0 42.00 r 659.88 279.28 112.00
R6-1  21 78.3 -80.2 75.4 0.0 12.00 r 751.65 281.85 82.00
R6-2  22 77.3 -80.2 75.4 0.0 22.00 r 751.65 281.85 92.00
R6-3  23 76.2 -80.2 75.4 0.0 32.00 r 751.65 281.85 102.00
R6-4  24 75.2 -80.2 75.4 0.0 42.00 r 751.65 281.85 112.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Demolition (East)

Point Sources
Name Sel. M. ID Result. PWL Lw / Li Correction Sound Reduction Attenuation Operating Time K0 Freq. Direct. Height Coordinates

Day Evening Night Type Value norm. Day Evening Night R Area Day Special Night X Y Z
(dBA) (dBA) (dBA) dB(A) dB(A) dB(A) dB(A) (ft²) (min) (min) (min) (dB) (Hz) (ft) (ft) (ft) (ft)

East-Compressor + 96.5 96.5 96.5 Lw C8 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 3.00 r 692.59 261.19 73.00
East-Generator + 96.1 96.1 96.1 Lw C7 0.0 0.0 0.0 240.00 0.00 0.00 0.0 (none) 5.00 r 692.59 259.07 75.00
East-Dump Truck + 107.1 107.1 107.1 Lw C4 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 489.33 329.01 75.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Demolition (East)

Area Sources
Name Sel. M. ID Result. PWL Result. PWL'' Lw / Li Correction Sound Reduction Attenuation Operating Time K0 Freq. Direct. Moving 

Day Evening Night Day Evening Night Type Value norm. Day Evening Night R Area Day Special Night Num
(dBA) (dBA) (dBA) (dBA) (dBA) (dBA) dB(A) dB(A) dB(A) dB(A) (ft²) (min) (min) (min) (dB) (Hz) Day Even

East-Jackhammer + S_1 117.6 17.6 17.6 99.1 -0.9 -0.9 PWL-Pt C9 0.0 0.0 0.0 96.00 0.00 0.00 0.0 (none) 1.0 0.0
East-Power Driven Saw + S_2 121.6 21.6 21.6 106.4 6.4 6.4 PWL-Pt C10 0.0 0.0 0.0 96.00 0.00 0.00 0.0 (none) 1.0 0.0
East-Mini Excavator + S_3 98.6 -1.4 -1.4 80.6 -19.4 -19.4 PWL-Pt C2 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 1.0 0.0

Geometry - Area Sources
Name ID Height Coordinates

Begin End x y z Ground
(ft) (ft) (ft) (ft) (ft) (ft)

East-Jackhammer S_1 3.00 r  694.19 263.58 73.00 70.00
694.53 255.66 73.00 70.00
796.68 254.80 73.00 70.00
796.17 261.86 73.00 70.00

East-Power Driven Saw S_2 1.50 r  634.43 264.76 71.50 70.00
634.17 258.21 71.50 70.00
690.41 258.30 71.50 70.00
690.41 264.41 71.50 70.00

East-Mini Excavator S_3 5.00 r  634.43 264.76 75.00 70.00
633.91 252.01 75.00 70.00
690.58 253.22 75.00 70.00
690.41 264.41 75.00 70.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Demolition (East)

Buildings
Name Sel. M. ID RB Residents Absorption Height

Begin
(ft)

West Bldg  BL_1 x 0 45.00 r
East Bldg  BL_2 x 0 45.00 r

Geometry - Buildings
Name Sel. M. ID RB Residents Absorption Height Coordinates

Begin x y z Ground
(ft) (ft) (ft) (ft) (ft)

West Bldg  BL_1 x 0 45.00 r 70.40 465.87 115.00 70.00
72.81 248.82 115.00 70.00

332.58 271.90 115.00 70.00
325.69 464.49 115.00 70.00

East Bldg  BL_2 x 0 45.00 r 534.03 465.96 115.00 70.00
539.67 276.27 115.00 70.00
791.86 283.65 115.00 70.00
781.01 469.00 115.00 70.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Demolition (East)

Terrain Contours
Name Sel. M. ID OnlyPts Height Coordinates

Begin End x y z
(ft) (ft) (ft) (ft) (ft)

c1  61.61 7.92 32.00
186.29 17.76 28.00
288.00 30.89 43.00
405.03 27.06 32.00
473.38 23.23 29.00
690.48 0.27 26.00
828.29 1.36 33.00
875.86 0.27 35.00

c2  59.84 61.58 31.00
146.24 70.88 38.00
266.00 76.90 29.00
352.95 80.18 35.00
511.53 74.71 32.00
662.46 75.80 32.00
739.57 59.40 32.00
818.31 41.35 45.00
835.81 35.88 36.00
867.53 35.34 36.00

c3  71.32 127.75 46.00
111.76 149.36 46.00
152.23 154.25 47.00
276.39 143.61 44.00
372.08 145.25 35.00
484.74 144.71 39.00
597.39 145.25 44.00
684.33 145.80 41.00
747.22 143.06 42.00
829.25 143.61 40.00
842.37 144.71 37.00
872.45 144.16 37.00

c4  72.96 155.10 42.00
141.86 163.30 42.00
206.94 164.39 44.00
287.32 167.13 44.00
368.26 166.03 45.00
472.16 167.13 47.00
570.59 169.31 44.00
664.10 167.13 49.00
753.78 164.39 42.00
838.55 167.13 38.00
846.20 166.03 37.00
866.43 166.03 37.00

c5  70.00 68.11 469.64 70.00
67.01 244.89 70.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Demolition (East)

Name Sel. M. ID OnlyPts Height Coordinates
Begin End x y z

(ft) (ft) (ft) (ft) (ft)
165.99 243.25 70.00
311.45 248.17 70.00
806.35 258.56 70.00
799.24 476.75 70.00

65.37 470.74 70.00
c6  40.00 900.24 483.66 40.00

829.06 483.66 40.00
847.29 181.57 40.00
893.30 181.57 40.00

c7  70.00 79.25 217.55 70.00
84.77 186.53 70.00

154.38 203.07 70.00
268.11 211.35 70.00
339.10 216.17 70.00
337.72 200.32 70.00
696.81 213.41 70.00
696.12 225.13 70.00
827.77 229.95 70.00
831.21 265.11 70.00

c8  763.10 225.47 61.33
701.98 223.55 61.33
702.26 218.77 61.33
698.02 218.77 61.33
697.61 211.66 59.33
586.50 207.44 58.17
335.52 198.74 57.25
335.70 212.69 58.00
334.58 212.63 59.33
152.07 196.50 57.50

Eilar Associates, Inc.



S250209 Rio Vista Platform - Demolition (East)

Sound Level Spectra
Name ID Type 1/3 Oktave Spectrum (dB) Source

Weight. 63 125 250 500 1000 2000 4000 8000 A lin
Excavator C1 Lw (c) 111.0 114.0 107.0 104.0 103.0 101.0 100.0 97.0 108.9 117.0 Defra
Mini Excavator C2 Lw (c) 107.0 104.0 93.0 97.0 93.0 90.0 85.0 80.0 98.6 109.3 Defra
Bulldozer C3 Lw (c) 114.0 112.0 107.0 108.0 113.0 101.0 96.0 89.0 114.2 118.7 Defra
Dump Truck C4 Lw (c) 108.0 108.0 107.0 103.0 102.0 100.0 95.0 85.0 107.1 113.5 Defra
Concrete Mixer C5 Lw (c) 110.0 111.0 104.0 103.0 100.0 99.0 90.0 84.0 105.8 114.6 Defra
Concrete Pump C6 Lw (c) 115.0 106.0 102.0 101.0 101.0 100.0 92.0 83.0 105.8 116.1 Defra
Generator C7 Lw (c) 110.0 105.0 98.0 95.0 86.0 82.0 76.0 71.0 96.1 111.5 Defra
Compressor C8 Lw (c) 115.0 104.0 95.0 90.0 88.0 86.0 89.0 78.0 96.5 115.4 Defra
Jackhammer C9 Lw (c) 115.0 115.0 105.0 106.0 104.0 108.0 114.0 112.0 117.6 120.8 Defra
Power-Driven Saw C10 Lw (c) 103.0 120.0 112.0 111.0 111.0 113.0 117.0 116.0 121.6 124.0 Defra
Hydraulic Jack C11 Lw (c) 98.0 111.0 105.0 103.0 103.0 103.0 99.0 92.0 108.7 113.7 Defra
Drill Rig C12 Lw (c) 115.0 123.0 112.0 111.0 109.0 107.0 99.0 92.0 114.6 124.4 Defra
Compactor C13 Lw (c) 112.0 107.0 103.0 104.0 103.0 103.0 99.0 94.0 108.7 114.8 Defra
Compact Crane C14 Lw (c) 111.0 107.0 102.0 94.0 95.0 94.0 87.0 81.0 100.8 113.0 Defra

Eilar Associates, Inc.



S250209 Rio Vista Platform - Tie Rod Installation

Eilar Associates, Inc.
210 South Juniper Street, Suite 100
Escondido, California 92025-4230
Phone: (760) 738-5570

Date: 18 Apr 2025

Calculation Configuration
Configuration

Parameter Value
General
Max. Error (dB) 0.00
Max. Search Radius (ft) 6561.68
Min. Dist Src to Rcvr 0.00
Partition
Raster Factor 0.50
Max. Length of Section (ft) 3280.84
Min. Length of Section (ft) 3.28
Min. Length of Section (%) 0.00
Proj. Line Sources On
Proj. Area Sources On
Ref. Time
Daytime Penalty (dB) 0.00
Recr. Time Penalty (dB) 6.00
Night-time Penalty (dB) 10.00
DTM
Standard Height (m) 0.00
Model of Terrain Triangulation
Reflection
max. Order of Reflection 0
Search Radius Src 328.08
Search Radius Rcvr 328.08
Max. Distance Source - Rcvr 3280.84 3280.84
Min. Distance Rvcr - Reflector 3.28 3.28
Min. Distance Source - Reflector 0.33
Industrial (ISO 9613 (1996))
Lateral Diffraction some Obj
Obst. within Area Src do not shield On
Screening Excl. Ground Att. over Barrier
 Dz with limit (20/25)
Barrier Coefficients C1,2,3 3.0 20.0 0.0
Temperature (°F) 50
rel. Humidity (%) 70
Ground Absorption G 1.00
Wind Speed for Dir. (mph) 6.7
Roads (TNM)
Railways (Schall 03 (1990))
Strictly acc. to Schall 03 / Schall-Transrapid
Aircraft (NONE)
Strictly acc. to AzB

Eilar Associates, Inc.



S250209 Rio Vista Platform - Tie Rod Installation

Receivers
Name Sel. M. ID Level Lr Limit. Value Land Use Height Coordinates

Day Night Day Night Type Auto Noise Type X Y Z
(dBA) (dBA) (dBA) (dBA) (ft) (ft) (ft) (ft)

R1-1  1 59.2 -80.2 75.4 0.0 12.00 r 153.20 253.54 82.00
R1-2  2 61.3 -80.2 75.4 0.0 22.00 r 153.20 253.54 92.00
R1-3  3 63.6 -80.2 75.4 0.0 32.00 r 153.20 253.54 102.00
R1-4  4 64.9 -80.2 75.4 0.0 42.00 r 153.20 253.54 112.00
R2-1  5 53.2 -80.2 75.4 0.0 12.00 r 328.84 269.23 82.00
R2-2  6 54.8 -80.2 75.4 0.0 22.00 r 328.84 269.23 92.00
R2-3  7 56.4 -80.2 75.4 0.0 32.00 r 328.84 269.23 102.00
R2-4  8 57.3 -80.2 75.4 0.0 42.00 r 328.84 269.23 112.00
R3-1  9 44.5 -80.2 75.4 0.0 12.00 r 333.39 336.11 82.00
R3-2  10 44.8 -80.2 75.4 0.0 22.00 r 333.39 336.11 92.00
R3-3  11 45.2 -80.2 75.4 0.0 32.00 r 333.39 336.11 102.00
R3-4  12 45.8 -80.2 75.4 0.0 42.00 r 333.39 336.11 112.00
R4-1  13 46.0 -80.2 75.4 0.0 12.00 r 537.40 336.11 82.00
R4-2  14 46.8 -80.2 75.4 0.0 22.00 r 537.40 336.11 92.00
R4-3  15 47.5 -80.2 75.4 0.0 32.00 r 537.40 336.11 102.00
R4-4  16 48.4 -80.2 75.4 0.0 42.00 r 537.40 336.11 112.00
R5-1  17 56.4 -80.2 75.4 0.0 12.00 r 659.88 279.28 82.00
R5-2  18 57.2 -80.2 75.4 0.0 22.00 r 659.88 279.28 92.00
R5-3  19 57.9 -80.2 75.4 0.0 32.00 r 659.88 279.28 102.00
R5-4  20 58.7 -80.2 75.4 0.0 42.00 r 659.88 279.28 112.00
R6-1  21 54.6 -80.2 75.4 0.0 12.00 r 751.65 281.85 82.00
R6-2  22 55.4 -80.2 75.4 0.0 22.00 r 751.65 281.85 92.00
R6-3  23 56.2 -80.2 75.4 0.0 32.00 r 751.65 281.85 102.00
R6-4  24 57.1 -80.2 75.4 0.0 42.00 r 751.65 281.85 112.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Tie Rod Installation

Point Sources
Name Sel. M. ID Result. PWL Lw / Li Correction Sound Reduction Attenuation Operating Time K0 Freq. Direct. Height Coordinates

Day Evening Night Type Value norm. Day Evening Night R Area Day Special Night X Y Z
(dBA) (dBA) (dBA) dB(A) dB(A) dB(A) dB(A) (ft²) (min) (min) (min) (dB) (Hz) (ft) (ft) (ft) (ft)

Drill Rig  114.6 114.6 114.6 Lw C12 0.0 0.0 0.0 96.00 0.00 0.00 0.0 (none) 5.00 r 166.17 193.04 60.85
Hydraulic Jack  108.7 108.7 108.7 Lw C11 0.0 0.0 0.0 96.00 0.00 0.00 0.0 (none) 5.00 r 164.37 187.95 58.85
Concrete Pump  105.8 105.8 105.8 Lw C6 0.0 0.0 0.0 96.00 0.00 0.00 0.0 (none) 5.00 r 158.56 186.64 58.12
Concrete Mixer  105.8 105.8 105.8 Lw C5 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 159.02 192.54 60.83
Drill Rig  114.6 114.6 114.6 Lw C12 0.0 0.0 0.0 96.00 0.00 0.00 0.0 (none) 5.00 r 684.92 209.33 63.77
Hydraulic Jack  108.7 108.7 108.7 Lw C11 0.0 0.0 0.0 96.00 0.00 0.00 0.0 (none) 5.00 r 686.91 209.24 63.76
Concrete Pump  105.8 105.8 105.8 Lw C6 0.0 0.0 0.0 96.00 0.00 0.00 0.0 (none) 5.00 r 687.22 205.07 62.79
Concrete Mixer  105.8 105.8 105.8 Lw C5 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 689.79 207.69 63.40

Eilar Associates, Inc.



S250209 Rio Vista Platform - Tie Rod Installation

Buildings
Name Sel. M. ID RB Residents Absorption Height

Begin
(ft)

West Bldg  BL_1 x 0 45.00 r
East Bldg  BL_2 x 0 45.00 r

Geometry - Buildings
Name Sel. M. ID RB Residents Absorption Height Coordinates

Begin x y z Ground
(ft) (ft) (ft) (ft) (ft)

West Bldg  BL_1 x 0 45.00 r 70.40 465.87 115.00 70.00
72.81 248.82 115.00 70.00

332.58 271.90 115.00 70.00
325.69 464.49 115.00 70.00

East Bldg  BL_2 x 0 45.00 r 534.03 465.96 115.00 70.00
539.67 276.27 115.00 70.00
791.86 283.65 115.00 70.00
781.01 469.00 115.00 70.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Tie Rod Installation

Terrain Contours
Name Sel. M. ID OnlyPts Height Coordinates

Begin End x y z
(ft) (ft) (ft) (ft) (ft)

c1  61.61 7.92 32.00
186.29 17.76 28.00
288.00 30.89 43.00
405.03 27.06 32.00
473.38 23.23 29.00
690.48 0.27 26.00
828.29 1.36 33.00
875.86 0.27 35.00

c2  59.84 61.58 31.00
146.24 70.88 38.00
266.00 76.90 29.00
352.95 80.18 35.00
511.53 74.71 32.00
662.46 75.80 32.00
739.57 59.40 32.00
818.31 41.35 45.00
835.81 35.88 36.00
867.53 35.34 36.00

c3  71.32 127.75 46.00
111.76 149.36 46.00
152.23 154.25 47.00
276.39 143.61 44.00
372.08 145.25 35.00
484.74 144.71 39.00
597.39 145.25 44.00
684.33 145.80 41.00
747.22 143.06 42.00
829.25 143.61 40.00
842.37 144.71 37.00
872.45 144.16 37.00

c4  72.96 155.10 42.00
141.86 163.30 42.00
206.94 164.39 44.00
287.32 167.13 44.00
368.26 166.03 45.00
472.16 167.13 47.00
570.59 169.31 44.00
664.10 167.13 49.00
753.78 164.39 42.00
838.55 167.13 38.00
846.20 166.03 37.00
866.43 166.03 37.00

c5  70.00 68.11 469.64 70.00
67.01 244.89 70.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Tie Rod Installation

Name Sel. M. ID OnlyPts Height Coordinates
Begin End x y z

(ft) (ft) (ft) (ft) (ft)
165.99 243.25 70.00
311.45 248.17 70.00
806.35 258.56 70.00
799.24 476.75 70.00

65.37 470.74 70.00
c6  40.00 900.24 483.66 40.00

829.06 483.66 40.00
847.29 181.57 40.00
893.30 181.57 40.00

c7  70.00 79.25 217.55 70.00
84.77 186.53 70.00

154.38 203.07 70.00
268.11 211.35 70.00
339.10 216.17 70.00
337.72 200.32 70.00
696.81 213.41 70.00
696.12 225.13 70.00
827.77 229.95 70.00
831.21 265.11 70.00

c8  763.10 225.47 61.33
701.98 223.55 61.33
702.26 218.77 61.33
698.02 218.77 61.33
697.61 211.66 59.33
586.50 207.44 58.17
335.52 198.74 57.25
335.70 212.69 58.00
334.58 212.63 59.33
152.07 196.50 57.50

Eilar Associates, Inc.



S250209 Rio Vista Platform - Tie Rod Installation

Sound Level Spectra
Name ID Type 1/3 Oktave Spectrum (dB) Source

Weight. 63 125 250 500 1000 2000 4000 8000 A lin
Excavator C1 Lw (c) 111.0 114.0 107.0 104.0 103.0 101.0 100.0 97.0 108.9 117.0 Defra
Mini Excavator C2 Lw (c) 107.0 104.0 93.0 97.0 93.0 90.0 85.0 80.0 98.6 109.3 Defra
Bulldozer C3 Lw (c) 114.0 112.0 107.0 108.0 113.0 101.0 96.0 89.0 114.2 118.7 Defra
Dump Truck C4 Lw (c) 108.0 108.0 107.0 103.0 102.0 100.0 95.0 85.0 107.1 113.5 Defra
Concrete Mixer C5 Lw (c) 110.0 111.0 104.0 103.0 100.0 99.0 90.0 84.0 105.8 114.6 Defra
Concrete Pump C6 Lw (c) 115.0 106.0 102.0 101.0 101.0 100.0 92.0 83.0 105.8 116.1 Defra
Generator C7 Lw (c) 110.0 105.0 98.0 95.0 86.0 82.0 76.0 71.0 96.1 111.5 Defra
Compressor C8 Lw (c) 115.0 104.0 95.0 90.0 88.0 86.0 89.0 78.0 96.5 115.4 Defra
Jackhammer C9 Lw (c) 115.0 115.0 105.0 106.0 104.0 108.0 114.0 112.0 117.6 120.8 Defra
Power-Driven Saw C10 Lw (c) 103.0 120.0 112.0 111.0 111.0 113.0 117.0 116.0 121.6 124.0 Defra
Hydraulic Jack C11 Lw (c) 98.0 111.0 105.0 103.0 103.0 103.0 99.0 92.0 108.7 113.7 Defra
Drill Rig C12 Lw (c) 115.0 123.0 112.0 111.0 109.0 107.0 99.0 92.0 114.6 124.4 Defra
Compactor C13 Lw (c) 112.0 107.0 103.0 104.0 103.0 103.0 99.0 94.0 108.7 114.8 Defra
Compact Crane C14 Lw (c) 111.0 107.0 102.0 94.0 95.0 94.0 87.0 81.0 100.8 113.0 Defra

Eilar Associates, Inc.



S250209 Rio Vista Platform - Anchor Blocks

Eilar Associates, Inc.
210 South Juniper Street, Suite 100
Escondido, California 92025-4230
Phone: (760) 738-5570

Date: 18 Apr 2025

Calculation Configuration
Configuration

Parameter Value
General
Max. Error (dB) 0.00
Max. Search Radius (ft) 6561.68
Min. Dist Src to Rcvr 0.00
Partition
Raster Factor 0.50
Max. Length of Section (ft) 3280.84
Min. Length of Section (ft) 3.28
Min. Length of Section (%) 0.00
Proj. Line Sources On
Proj. Area Sources On
Ref. Time
Daytime Penalty (dB) 0.00
Recr. Time Penalty (dB) 6.00
Night-time Penalty (dB) 10.00
DTM
Standard Height (m) 0.00
Model of Terrain Triangulation
Reflection
max. Order of Reflection 0
Search Radius Src 328.08
Search Radius Rcvr 328.08
Max. Distance Source - Rcvr 3280.84 3280.84
Min. Distance Rvcr - Reflector 3.28 3.28
Min. Distance Source - Reflector 0.33
Industrial (ISO 9613 (1996))
Lateral Diffraction some Obj
Obst. within Area Src do not shield On
Screening Excl. Ground Att. over Barrier
 Dz with limit (20/25)
Barrier Coefficients C1,2,3 3.0 20.0 0.0
Temperature (°F) 50
rel. Humidity (%) 70
Ground Absorption G 1.00
Wind Speed for Dir. (mph) 6.7
Roads (TNM)
Railways (Schall 03 (1990))
Strictly acc. to Schall 03 / Schall-Transrapid
Aircraft (NONE)
Strictly acc. to AzB

Eilar Associates, Inc.



S250209 Rio Vista Platform - Anchor Blocks

Receivers
Name Sel. M. ID Level Lr Limit. Value Land Use Height Coordinates

Day Night Day Night Type Auto Noise Type X Y Z
(dBA) (dBA) (dBA) (dBA) (ft) (ft) (ft) (ft)

R1-1  1 75.7 -80.2 75.4 0.0 12.00 r 153.20 253.54 82.00
R1-2  2 74.0 -80.2 75.4 0.0 22.00 r 153.20 253.54 92.00
R1-3  3 72.2 -80.2 75.4 0.0 32.00 r 153.20 253.54 102.00
R1-4  4 70.7 -80.2 75.4 0.0 42.00 r 153.20 253.54 112.00
R2-1  5 66.5 -80.2 75.4 0.0 12.00 r 328.84 269.23 82.00
R2-2  6 66.3 -80.2 75.4 0.0 22.00 r 328.84 269.23 92.00
R2-3  7 65.9 -80.2 75.4 0.0 32.00 r 328.84 269.23 102.00
R2-4  8 65.4 -80.2 75.4 0.0 42.00 r 328.84 269.23 112.00
R3-1  9 70.9 -80.2 75.4 0.0 12.00 r 333.39 336.11 82.00
R3-2  10 70.4 -80.2 75.4 0.0 22.00 r 333.39 336.11 92.00
R3-3  11 69.6 -80.2 75.4 0.0 32.00 r 333.39 336.11 102.00
R3-4  12 68.7 -80.2 75.4 0.0 42.00 r 333.39 336.11 112.00
R4-1  13 69.5 -80.2 75.4 0.0 12.00 r 537.40 336.11 82.00
R4-2  14 69.2 -80.2 75.4 0.0 22.00 r 537.40 336.11 92.00
R4-3  15 68.7 -80.2 75.4 0.0 32.00 r 537.40 336.11 102.00
R4-4  16 67.9 -80.2 75.4 0.0 42.00 r 537.40 336.11 112.00
R5-1  17 75.9 -80.2 75.4 0.0 12.00 r 659.88 279.28 82.00
R5-2  18 74.0 -80.2 75.4 0.0 22.00 r 659.88 279.28 92.00
R5-3  19 71.9 -80.2 75.4 0.0 32.00 r 659.88 279.28 102.00
R5-4  20 70.0 -80.2 75.4 0.0 42.00 r 659.88 279.28 112.00
R6-1  21 63.9 -80.2 75.4 0.0 12.00 r 751.65 281.85 82.00
R6-2  22 63.9 -80.2 75.4 0.0 22.00 r 751.65 281.85 92.00
R6-3  23 63.8 -80.2 75.4 0.0 32.00 r 751.65 281.85 102.00
R6-4  24 63.6 -80.2 75.4 0.0 42.00 r 751.65 281.85 112.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Anchor Blocks

Point Sources
Name Sel. M. ID Result. PWL Lw / Li Correction Sound Reduction Attenuation Operating Time K0 Freq. Direct. Height Coordinates

Day Evening Night Type Value norm. Day Evening Night R Area Day Special Night X Y Z
(dBA) (dBA) (dBA) dB(A) dB(A) dB(A) dB(A) (ft²) (min) (min) (min) (dB) (Hz) (ft) (ft) (ft) (ft)

Excavator  108.9 108.9 108.9 Lw C1 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 166.17 193.04 60.85
Dump Truck  107.1 107.1 107.1 Lw C4 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 164.37 187.95 58.85
Concrete Pump  105.8 105.8 105.8 Lw C6 0.0 0.0 0.0 96.00 0.00 0.00 0.0 (none) 5.00 r 158.56 186.64 58.12
Concrete Mixer  105.8 105.8 105.8 Lw C5 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 159.02 192.54 60.83
Excavator  108.9 108.9 108.9 Lw C1 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 684.92 209.33 63.77
Dump Truck  107.1 107.1 107.1 Lw C4 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 686.91 209.24 63.76
Concrete Pump  105.8 105.8 105.8 Lw C6 0.0 0.0 0.0 96.00 0.00 0.00 0.0 (none) 5.00 r 687.22 205.07 62.79
Concrete Mixer  105.8 105.8 105.8 Lw C5 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 689.79 207.69 63.40
Concrete Mixer  105.8 105.8 105.8 Lw C5 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 364.63 300.90 75.00
Concrete Mixer  105.8 105.8 105.8 Lw C5 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 506.05 299.53 75.00
Concrete Pump  105.8 105.8 105.8 Lw C6 0.0 0.0 0.0 96.00 0.00 0.00 0.0 (none) 5.00 r 363.85 290.62 75.00
Concrete Pump  105.8 105.8 105.8 Lw C6 0.0 0.0 0.0 96.00 0.00 0.00 0.0 (none) 5.00 r 507.72 290.89 75.00
Dump Truck  107.1 107.1 107.1 Lw C4 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 367.02 353.06 75.00
Dump Truck  107.1 107.1 107.1 Lw C4 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 489.29 350.33 75.00
Excavator  108.9 108.9 108.9 Lw C1 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 154.26 233.41 75.00
Excavator  108.9 108.9 108.9 Lw C1 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 673.71 265.52 75.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Anchor Blocks

Buildings
Name Sel. M. ID RB Residents Absorption Height

Begin
(ft)

West Bldg  BL_1 x 0 45.00 r
East Bldg  BL_2 x 0 45.00 r

Geometry - Buildings
Name Sel. M. ID RB Residents Absorption Height Coordinates

Begin x y z Ground
(ft) (ft) (ft) (ft) (ft)

West Bldg  BL_1 x 0 45.00 r 70.40 465.87 115.00 70.00
72.81 248.82 115.00 70.00

332.58 271.90 115.00 70.00
325.69 464.49 115.00 70.00

East Bldg  BL_2 x 0 45.00 r 534.03 465.96 115.00 70.00
539.67 276.27 115.00 70.00
791.86 283.65 115.00 70.00
781.01 469.00 115.00 70.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Anchor Blocks

Terrain Contours
Name Sel. M. ID OnlyPts Height Coordinates

Begin End x y z
(ft) (ft) (ft) (ft) (ft)

c1  61.61 7.92 32.00
186.29 17.76 28.00
288.00 30.89 43.00
405.03 27.06 32.00
473.38 23.23 29.00
690.48 0.27 26.00
828.29 1.36 33.00
875.86 0.27 35.00

c2  59.84 61.58 31.00
146.24 70.88 38.00
266.00 76.90 29.00
352.95 80.18 35.00
511.53 74.71 32.00
662.46 75.80 32.00
739.57 59.40 32.00
818.31 41.35 45.00
835.81 35.88 36.00
867.53 35.34 36.00

c3  71.32 127.75 46.00
111.76 149.36 46.00
152.23 154.25 47.00
276.39 143.61 44.00
372.08 145.25 35.00
484.74 144.71 39.00
597.39 145.25 44.00
684.33 145.80 41.00
747.22 143.06 42.00
829.25 143.61 40.00
842.37 144.71 37.00
872.45 144.16 37.00

c4  72.96 155.10 42.00
141.86 163.30 42.00
206.94 164.39 44.00
287.32 167.13 44.00
368.26 166.03 45.00
472.16 167.13 47.00
570.59 169.31 44.00
664.10 167.13 49.00
753.78 164.39 42.00
838.55 167.13 38.00
846.20 166.03 37.00
866.43 166.03 37.00

c5  70.00 68.11 469.64 70.00
67.01 244.89 70.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Anchor Blocks

Name Sel. M. ID OnlyPts Height Coordinates
Begin End x y z

(ft) (ft) (ft) (ft) (ft)
165.99 243.25 70.00
311.45 248.17 70.00
806.35 258.56 70.00
799.24 476.75 70.00

65.37 470.74 70.00
c6  40.00 900.24 483.66 40.00

829.06 483.66 40.00
847.29 181.57 40.00
893.30 181.57 40.00

c7  70.00 79.25 217.55 70.00
84.77 186.53 70.00

154.38 203.07 70.00
268.11 211.35 70.00
339.10 216.17 70.00
337.72 200.32 70.00
696.81 213.41 70.00
696.12 225.13 70.00
827.77 229.95 70.00
831.21 265.11 70.00

c8  763.10 225.47 61.33
701.98 223.55 61.33
702.26 218.77 61.33
698.02 218.77 61.33
697.61 211.66 59.33
586.50 207.44 58.17
335.52 198.74 57.25
335.70 212.69 58.00
334.58 212.63 59.33
152.07 196.50 57.50

Eilar Associates, Inc.



S250209 Rio Vista Platform - Anchor Blocks

Sound Level Spectra
Name ID Type 1/3 Oktave Spectrum (dB) Source

Weight. 63 125 250 500 1000 2000 4000 8000 A lin
Excavator C1 Lw (c) 111.0 114.0 107.0 104.0 103.0 101.0 100.0 97.0 108.9 117.0 Defra
Mini Excavator C2 Lw (c) 107.0 104.0 93.0 97.0 93.0 90.0 85.0 80.0 98.6 109.3 Defra
Bulldozer C3 Lw (c) 114.0 112.0 107.0 108.0 113.0 101.0 96.0 89.0 114.2 118.7 Defra
Dump Truck C4 Lw (c) 108.0 108.0 107.0 103.0 102.0 100.0 95.0 85.0 107.1 113.5 Defra
Concrete Mixer C5 Lw (c) 110.0 111.0 104.0 103.0 100.0 99.0 90.0 84.0 105.8 114.6 Defra
Concrete Pump C6 Lw (c) 115.0 106.0 102.0 101.0 101.0 100.0 92.0 83.0 105.8 116.1 Defra
Generator C7 Lw (c) 110.0 105.0 98.0 95.0 86.0 82.0 76.0 71.0 96.1 111.5 Defra
Compressor C8 Lw (c) 115.0 104.0 95.0 90.0 88.0 86.0 89.0 78.0 96.5 115.4 Defra
Jackhammer C9 Lw (c) 115.0 115.0 105.0 106.0 104.0 108.0 114.0 112.0 117.6 120.8 Defra
Power-Driven Saw C10 Lw (c) 103.0 120.0 112.0 111.0 111.0 113.0 117.0 116.0 121.6 124.0 Defra
Hydraulic Jack C11 Lw (c) 98.0 111.0 105.0 103.0 103.0 103.0 99.0 92.0 108.7 113.7 Defra
Drill Rig C12 Lw (c) 115.0 123.0 112.0 111.0 109.0 107.0 99.0 92.0 114.6 124.4 Defra
Compactor C13 Lw (c) 112.0 107.0 103.0 104.0 103.0 103.0 99.0 94.0 108.7 114.8 Defra
Compact Crane C14 Lw (c) 111.0 107.0 102.0 94.0 95.0 94.0 87.0 81.0 100.8 113.0 Defra

Eilar Associates, Inc.



S250209 Rio Vista Platform - Backfill 

Eilar Associates, Inc.
210 South Juniper Street, Suite 100
Escondido, California 92025-4230
Phone: (760) 738-5570

Date: 18 Apr 2025

Calculation Configuration
Configuration

Parameter Value
General
Max. Error (dB) 0.00
Max. Search Radius (ft) 6561.68
Min. Dist Src to Rcvr 0.00
Partition
Raster Factor 0.50
Max. Length of Section (ft) 3280.84
Min. Length of Section (ft) 3.28
Min. Length of Section (%) 0.00
Proj. Line Sources On
Proj. Area Sources On
Ref. Time
Daytime Penalty (dB) 0.00
Recr. Time Penalty (dB) 6.00
Night-time Penalty (dB) 10.00
DTM
Standard Height (m) 0.00
Model of Terrain Triangulation
Reflection
max. Order of Reflection 0
Search Radius Src 328.08
Search Radius Rcvr 328.08
Max. Distance Source - Rcvr 3280.84 3280.84
Min. Distance Rvcr - Reflector 3.28 3.28
Min. Distance Source - Reflector 0.33
Industrial (ISO 9613 (1996))
Lateral Diffraction some Obj
Obst. within Area Src do not shield On
Screening Excl. Ground Att. over Barrier
 Dz with limit (20/25)
Barrier Coefficients C1,2,3 3.0 20.0 0.0
Temperature (°F) 50
rel. Humidity (%) 70
Ground Absorption G 1.00
Wind Speed for Dir. (mph) 6.7
Roads (TNM)
Railways (Schall 03 (1990))
Strictly acc. to Schall 03 / Schall-Transrapid
Aircraft (NONE)
Strictly acc. to AzB

Eilar Associates, Inc.



S250209 Rio Vista Platform - Backfill 

Receivers
Name Sel. M. ID Level Lr Limit. Value Land Use Height Coordinates

Day Night Day Night Type Auto Noise Type X Y Z
(dBA) (dBA) (dBA) (dBA) (ft) (ft) (ft) (ft)

R1-1  1 77.9 -80.2 75.4 0.0 12.00 r 153.20 253.54 82.00
R1-2  2 76.0 -80.2 75.4 0.0 22.00 r 153.20 253.54 92.00
R1-3  3 73.8 -80.2 75.4 0.0 32.00 r 153.20 253.54 102.00
R1-4  4 72.1 -80.2 75.4 0.0 42.00 r 153.20 253.54 112.00
R2-1  5 61.0 -80.2 75.4 0.0 12.00 r 328.84 269.23 82.00
R2-2  6 61.2 -80.2 75.4 0.0 22.00 r 328.84 269.23 92.00
R2-3  7 61.5 -80.2 75.4 0.0 32.00 r 328.84 269.23 102.00
R2-4  8 61.7 -80.2 75.4 0.0 42.00 r 328.84 269.23 112.00
R3-1  9 67.0 -80.2 75.4 0.0 12.00 r 333.39 336.11 82.00
R3-2  10 66.6 -80.2 75.4 0.0 22.00 r 333.39 336.11 92.00
R3-3  11 66.0 -80.2 75.4 0.0 32.00 r 333.39 336.11 102.00
R3-4  12 65.2 -80.2 75.4 0.0 42.00 r 333.39 336.11 112.00
R4-1  13 66.4 -80.2 75.4 0.0 12.00 r 537.40 336.11 82.00
R4-2  14 66.1 -80.2 75.4 0.0 22.00 r 537.40 336.11 92.00
R4-3  15 65.5 -80.2 75.4 0.0 32.00 r 537.40 336.11 102.00
R4-4  16 64.8 -80.2 75.4 0.0 42.00 r 537.40 336.11 112.00
R5-1  17 79.1 -80.2 75.4 0.0 12.00 r 659.88 279.28 82.00
R5-2  18 76.6 -80.2 75.4 0.0 22.00 r 659.88 279.28 92.00
R5-3  19 74.1 -80.2 75.4 0.0 32.00 r 659.88 279.28 102.00
R5-4  20 72.0 -80.2 75.4 0.0 42.00 r 659.88 279.28 112.00
R6-1  21 64.7 -80.2 75.4 0.0 12.00 r 751.65 281.85 82.00
R6-2  22 64.7 -80.2 75.4 0.0 22.00 r 751.65 281.85 92.00
R6-3  23 64.6 -80.2 75.4 0.0 32.00 r 751.65 281.85 102.00
R6-4  24 64.6 -80.2 75.4 0.0 42.00 r 751.65 281.85 112.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Backfill 

Point Sources
Name Sel. M. ID Result. PWL Lw / Li Correction Sound Reduction Attenuation Operating Time K0 Freq. Direct. Height Coordinates

Day Evening Night Type Value norm. Day Evening Night R Area Day Special Night X Y Z
(dBA) (dBA) (dBA) dB(A) dB(A) dB(A) dB(A) (ft²) (min) (min) (min) (dB) (Hz) (ft) (ft) (ft) (ft)

Excavator  108.9 108.9 108.9 Lw C1 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 157.73 193.12 61.08
Excavator  108.9 108.9 108.9 Lw C1 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 683.40 205.01 62.77
Compactor  108.7 108.7 108.7 Lw C13 0.0 0.0 0.0 96.00 0.00 0.00 0.0 (none) 5.00 r 155.06 193.29 61.09
Compactor  108.7 108.7 108.7 Lw C13 0.0 0.0 0.0 96.00 0.00 0.00 0.0 (none) 5.00 r 677.54 203.97 62.52
Excavator  108.9 108.9 108.9 Lw C1 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 149.15 235.16 75.00
Excavator  108.9 108.9 108.9 Lw C1 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 667.54 264.90 75.00
Compactor  108.7 108.7 108.7 Lw C13 0.0 0.0 0.0 96.00 0.00 0.00 0.0 (none) 5.00 r 158.68 235.46 75.00
Compactor  108.7 108.7 108.7 Lw C13 0.0 0.0 0.0 96.00 0.00 0.00 0.0 (none) 5.00 r 660.63 263.58 75.00
Dump Truck  107.1 107.1 107.1 Lw C4 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 379.60 340.64 75.00
Dump Truck  107.1 107.1 107.1 Lw C4 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 488.54 345.41 75.00
Dump Truck  107.1 107.1 107.1 Lw C4 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 162.77 190.98 60.15
Dump Truck  107.1 107.1 107.1 Lw C4 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 655.21 205.22 62.77

Eilar Associates, Inc.



S250209 Rio Vista Platform - Backfill 

Buildings
Name Sel. M. ID RB Residents Absorption Height

Begin
(ft)

West Bldg  BL_1 x 0 45.00 r
East Bldg  BL_2 x 0 45.00 r

Geometry - Buildings
Name Sel. M. ID RB Residents Absorption Height Coordinates

Begin x y z Ground
(ft) (ft) (ft) (ft) (ft)

West Bldg  BL_1 x 0 45.00 r 70.40 465.87 115.00 70.00
72.81 248.82 115.00 70.00

332.58 271.90 115.00 70.00
325.69 464.49 115.00 70.00

East Bldg  BL_2 x 0 45.00 r 534.03 465.96 115.00 70.00
539.67 276.27 115.00 70.00
791.86 283.65 115.00 70.00
781.01 469.00 115.00 70.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Backfill 

Terrain Contours
Name Sel. M. ID OnlyPts Height Coordinates

Begin End x y z
(ft) (ft) (ft) (ft) (ft)

c1  61.61 7.92 32.00
186.29 17.76 28.00
288.00 30.89 43.00
405.03 27.06 32.00
473.38 23.23 29.00
690.48 0.27 26.00
828.29 1.36 33.00
875.86 0.27 35.00

c2  59.84 61.58 31.00
146.24 70.88 38.00
266.00 76.90 29.00
352.95 80.18 35.00
511.53 74.71 32.00
662.46 75.80 32.00
739.57 59.40 32.00
818.31 41.35 45.00
835.81 35.88 36.00
867.53 35.34 36.00

c3  71.32 127.75 46.00
111.76 149.36 46.00
152.23 154.25 47.00
276.39 143.61 44.00
372.08 145.25 35.00
484.74 144.71 39.00
597.39 145.25 44.00
684.33 145.80 41.00
747.22 143.06 42.00
829.25 143.61 40.00
842.37 144.71 37.00
872.45 144.16 37.00

c4  72.96 155.10 42.00
141.86 163.30 42.00
206.94 164.39 44.00
287.32 167.13 44.00
368.26 166.03 45.00
472.16 167.13 47.00
570.59 169.31 44.00
664.10 167.13 49.00
753.78 164.39 42.00
838.55 167.13 38.00
846.20 166.03 37.00
866.43 166.03 37.00

c5  70.00 68.11 469.64 70.00
67.01 244.89 70.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Backfill 

Name Sel. M. ID OnlyPts Height Coordinates
Begin End x y z

(ft) (ft) (ft) (ft) (ft)
165.99 243.25 70.00
311.45 248.17 70.00
806.35 258.56 70.00
799.24 476.75 70.00

65.37 470.74 70.00
c6  40.00 900.24 483.66 40.00

829.06 483.66 40.00
847.29 181.57 40.00
893.30 181.57 40.00

c7  70.00 79.25 217.55 70.00
84.77 186.53 70.00

154.38 203.07 70.00
268.11 211.35 70.00
339.10 216.17 70.00
337.72 200.32 70.00
696.81 213.41 70.00
696.12 225.13 70.00
827.77 229.95 70.00
831.21 265.11 70.00

c8  763.10 225.47 61.33
701.98 223.55 61.33
702.26 218.77 61.33
698.02 218.77 61.33
697.61 211.66 59.33
586.50 207.44 58.17
335.52 198.74 57.25
335.70 212.69 58.00
334.58 212.63 59.33
152.07 196.50 57.50

Eilar Associates, Inc.



S250209 Rio Vista Platform - Backfill 

Sound Level Spectra
Name ID Type 1/3 Oktave Spectrum (dB) Source

Weight. 63 125 250 500 1000 2000 4000 8000 A lin
Excavator C1 Lw (c) 111.0 114.0 107.0 104.0 103.0 101.0 100.0 97.0 108.9 117.0 Defra
Mini Excavator C2 Lw (c) 107.0 104.0 93.0 97.0 93.0 90.0 85.0 80.0 98.6 109.3 Defra
Bulldozer C3 Lw (c) 114.0 112.0 107.0 108.0 113.0 101.0 96.0 89.0 114.2 118.7 Defra
Dump Truck C4 Lw (c) 108.0 108.0 107.0 103.0 102.0 100.0 95.0 85.0 107.1 113.5 Defra
Concrete Mixer C5 Lw (c) 110.0 111.0 104.0 103.0 100.0 99.0 90.0 84.0 105.8 114.6 Defra
Concrete Pump C6 Lw (c) 115.0 106.0 102.0 101.0 101.0 100.0 92.0 83.0 105.8 116.1 Defra
Generator C7 Lw (c) 110.0 105.0 98.0 95.0 86.0 82.0 76.0 71.0 96.1 111.5 Defra
Compressor C8 Lw (c) 115.0 104.0 95.0 90.0 88.0 86.0 89.0 78.0 96.5 115.4 Defra
Jackhammer C9 Lw (c) 115.0 115.0 105.0 106.0 104.0 108.0 114.0 112.0 117.6 120.8 Defra
Power-Driven Saw C10 Lw (c) 103.0 120.0 112.0 111.0 111.0 113.0 117.0 116.0 121.6 124.0 Defra
Hydraulic Jack C11 Lw (c) 98.0 111.0 105.0 103.0 103.0 103.0 99.0 92.0 108.7 113.7 Defra
Drill Rig C12 Lw (c) 115.0 123.0 112.0 111.0 109.0 107.0 99.0 92.0 114.6 124.4 Defra
Compactor C13 Lw (c) 112.0 107.0 103.0 104.0 103.0 103.0 99.0 94.0 108.7 114.8 Defra
Compact Crane C14 Lw (c) 111.0 107.0 102.0 94.0 95.0 94.0 87.0 81.0 100.8 113.0 Defra

Eilar Associates, Inc.



S250209 Rio Vista Platform - Resurfacing & Amenities

Eilar Associates, Inc.
210 South Juniper Street, Suite 100
Escondido, California 92025-4230
Phone: (760) 738-5570

Date: 18 Apr 2025

Calculation Configuration
Configuration

Parameter Value
General
Max. Error (dB) 0.00
Max. Search Radius (ft) 6561.68
Min. Dist Src to Rcvr 0.00
Partition
Raster Factor 0.50
Max. Length of Section (ft) 3280.84
Min. Length of Section (ft) 3.28
Min. Length of Section (%) 0.00
Proj. Line Sources On
Proj. Area Sources On
Ref. Time
Daytime Penalty (dB) 0.00
Recr. Time Penalty (dB) 6.00
Night-time Penalty (dB) 10.00
DTM
Standard Height (m) 0.00
Model of Terrain Triangulation
Reflection
max. Order of Reflection 0
Search Radius Src 328.08
Search Radius Rcvr 328.08
Max. Distance Source - Rcvr 3280.84 3280.84
Min. Distance Rvcr - Reflector 3.28 3.28
Min. Distance Source - Reflector 0.33
Industrial (ISO 9613 (1996))
Lateral Diffraction some Obj
Obst. within Area Src do not shield On
Screening Excl. Ground Att. over Barrier
 Dz with limit (20/25)
Barrier Coefficients C1,2,3 3.0 20.0 0.0
Temperature (°F) 50
rel. Humidity (%) 70
Ground Absorption G 1.00
Wind Speed for Dir. (mph) 6.7
Roads (TNM)
Railways (Schall 03 (1990))
Strictly acc. to Schall 03 / Schall-Transrapid
Aircraft (NONE)
Strictly acc. to AzB

Eilar Associates, Inc.



S250209 Rio Vista Platform - Resurfacing & Amenities

Receivers
Name Sel. M. ID Level Lr Limit. Value Land Use Height Coordinates

Day Night Day Night Type Auto Noise Type X Y Z
(dBA) (dBA) (dBA) (dBA) (ft) (ft) (ft) (ft)

R1-1  1 48.7 -80.2 75.4 0.0 12.00 r 153.20 253.54 82.00
R1-2  2 48.8 -80.2 75.4 0.0 22.00 r 153.20 253.54 92.00
R1-3  3 49.0 -80.2 75.4 0.0 32.00 r 153.20 253.54 102.00
R1-4  4 49.0 -80.2 75.4 0.0 42.00 r 153.20 253.54 112.00
R2-1  5 70.0 -80.2 75.4 0.0 12.00 r 328.84 269.23 82.00
R2-2  6 69.3 -80.2 75.4 0.0 22.00 r 328.84 269.23 92.00
R2-3  7 68.2 -80.2 75.4 0.0 32.00 r 328.84 269.23 102.00
R2-4  8 67.1 -80.2 75.4 0.0 42.00 r 328.84 269.23 112.00
R3-1  9 66.1 -80.2 75.4 0.0 12.00 r 333.39 336.11 82.00
R3-2  10 65.8 -80.2 75.4 0.0 22.00 r 333.39 336.11 92.00
R3-3  11 65.4 -80.2 75.4 0.0 32.00 r 333.39 336.11 102.00
R3-4  12 64.8 -80.2 75.4 0.0 42.00 r 333.39 336.11 112.00
R4-1  13 66.2 -80.2 75.4 0.0 12.00 r 537.40 336.11 82.00
R4-2  14 66.0 -80.2 75.4 0.0 22.00 r 537.40 336.11 92.00
R4-3  15 65.5 -80.2 75.4 0.0 32.00 r 537.40 336.11 102.00
R4-4  16 64.9 -80.2 75.4 0.0 42.00 r 537.40 336.11 112.00
R5-1  17 46.0 -80.2 75.4 0.0 12.00 r 659.88 279.28 82.00
R5-2  18 46.2 -80.2 75.4 0.0 22.00 r 659.88 279.28 92.00
R5-3  19 46.4 -80.2 75.4 0.0 32.00 r 659.88 279.28 102.00
R5-4  20 46.5 -80.2 75.4 0.0 42.00 r 659.88 279.28 112.00
R6-1  21 41.8 -80.2 75.4 0.0 12.00 r 751.65 281.85 82.00
R6-2  22 42.0 -80.2 75.4 0.0 22.00 r 751.65 281.85 92.00
R6-3  23 42.3 -80.2 75.4 0.0 32.00 r 751.65 281.85 102.00
R6-4  24 42.4 -80.2 75.4 0.0 42.00 r 751.65 281.85 112.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Resurfacing & Amenities

Point Sources
Name Sel. M. ID Result. PWL Lw / Li Correction Sound Reduction Attenuation Operating Time K0 Freq. Direct. Height Coordinates

Day Evening Night Type Value norm. Day Evening Night R Area Day Special Night X Y Z
(dBA) (dBA) (dBA) dB(A) dB(A) dB(A) dB(A) (ft²) (min) (min) (min) (dB) (Hz) (ft) (ft) (ft) (ft)

Concrete Pump  105.8 105.8 105.8 Lw C6 0.0 0.0 0.0 96.00 0.00 0.00 0.0 (none) 5.00 r 518.81 282.55 75.00
Concrete Mixer  105.8 105.8 105.8 Lw C5 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 510.77 286.48 75.00
Compact Crane  100.8 100.8 100.8 Lw C14 0.0 0.0 0.0 76.80 0.00 0.00 0.0 (none) 5.00 r 514.43 294.50 75.00
Concrete Pump  105.8 105.8 105.8 Lw C6 0.0 0.0 0.0 96.00 0.00 0.00 0.0 (none) 5.00 r 356.62 285.19 75.00
Concrete Mixer  105.8 105.8 105.8 Lw C5 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 363.30 288.63 75.00
Compact Crane  100.8 100.8 100.8 Lw C14 0.0 0.0 0.0 76.80 0.00 0.00 0.0 (none) 5.00 r 357.30 276.71 75.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Resurfacing & Amenities

Buildings
Name Sel. M. ID RB Residents Absorption Height

Begin
(ft)

West Bldg  BL_1 x 0 45.00 r
East Bldg  BL_2 x 0 45.00 r

Geometry - Buildings
Name Sel. M. ID RB Residents Absorption Height Coordinates

Begin x y z Ground
(ft) (ft) (ft) (ft) (ft)

West Bldg  BL_1 x 0 45.00 r 70.40 465.87 115.00 70.00
72.81 248.82 115.00 70.00

332.58 271.90 115.00 70.00
325.69 464.49 115.00 70.00

East Bldg  BL_2 x 0 45.00 r 534.03 465.96 115.00 70.00
539.67 276.27 115.00 70.00
791.86 283.65 115.00 70.00
781.01 469.00 115.00 70.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Resurfacing & Amenities

Terrain Contours
Name Sel. M. ID OnlyPts Height Coordinates

Begin End x y z
(ft) (ft) (ft) (ft) (ft)

c1  61.61 7.92 32.00
186.29 17.76 28.00
288.00 30.89 43.00
405.03 27.06 32.00
473.38 23.23 29.00
690.48 0.27 26.00
828.29 1.36 33.00
875.86 0.27 35.00

c2  59.84 61.58 31.00
146.24 70.88 38.00
266.00 76.90 29.00
352.95 80.18 35.00
511.53 74.71 32.00
662.46 75.80 32.00
739.57 59.40 32.00
818.31 41.35 45.00
835.81 35.88 36.00
867.53 35.34 36.00

c3  71.32 127.75 46.00
111.76 149.36 46.00
152.23 154.25 47.00
276.39 143.61 44.00
372.08 145.25 35.00
484.74 144.71 39.00
597.39 145.25 44.00
684.33 145.80 41.00
747.22 143.06 42.00
829.25 143.61 40.00
842.37 144.71 37.00
872.45 144.16 37.00

c4  72.96 155.10 42.00
141.86 163.30 42.00
206.94 164.39 44.00
287.32 167.13 44.00
368.26 166.03 45.00
472.16 167.13 47.00
570.59 169.31 44.00
664.10 167.13 49.00
753.78 164.39 42.00
838.55 167.13 38.00
846.20 166.03 37.00
866.43 166.03 37.00

c5  70.00 68.11 469.64 70.00
67.01 244.89 70.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Resurfacing & Amenities

Name Sel. M. ID OnlyPts Height Coordinates
Begin End x y z

(ft) (ft) (ft) (ft) (ft)
165.99 243.25 70.00
311.45 248.17 70.00
806.35 258.56 70.00
799.24 476.75 70.00

65.37 470.74 70.00
c6  40.00 900.24 483.66 40.00

829.06 483.66 40.00
847.29 181.57 40.00
893.30 181.57 40.00

c7  70.00 79.25 217.55 70.00
84.77 186.53 70.00

154.38 203.07 70.00
268.11 211.35 70.00
339.10 216.17 70.00
337.72 200.32 70.00
696.81 213.41 70.00
696.12 225.13 70.00
827.77 229.95 70.00
831.21 265.11 70.00

c8  763.10 225.47 61.33
701.98 223.55 61.33
702.26 218.77 61.33
698.02 218.77 61.33
697.61 211.66 59.33
586.50 207.44 58.17
335.52 198.74 57.25
335.70 212.69 58.00
334.58 212.63 59.33
152.07 196.50 57.50

Eilar Associates, Inc.



S250209 Rio Vista Platform - Resurfacing & Amenities

Sound Level Spectra
Name ID Type 1/3 Oktave Spectrum (dB) Source

Weight. 63 125 250 500 1000 2000 4000 8000 A lin
Excavator C1 Lw (c) 111.0 114.0 107.0 104.0 103.0 101.0 100.0 97.0 108.9 117.0 Defra
Mini Excavator C2 Lw (c) 107.0 104.0 93.0 97.0 93.0 90.0 85.0 80.0 98.6 109.3 Defra
Bulldozer C3 Lw (c) 114.0 112.0 107.0 108.0 113.0 101.0 96.0 89.0 114.2 118.7 Defra
Dump Truck C4 Lw (c) 108.0 108.0 107.0 103.0 102.0 100.0 95.0 85.0 107.1 113.5 Defra
Concrete Mixer C5 Lw (c) 110.0 111.0 104.0 103.0 100.0 99.0 90.0 84.0 105.8 114.6 Defra
Concrete Pump C6 Lw (c) 115.0 106.0 102.0 101.0 101.0 100.0 92.0 83.0 105.8 116.1 Defra
Generator C7 Lw (c) 110.0 105.0 98.0 95.0 86.0 82.0 76.0 71.0 96.1 111.5 Defra
Compressor C8 Lw (c) 115.0 104.0 95.0 90.0 88.0 86.0 89.0 78.0 96.5 115.4 Defra
Jackhammer C9 Lw (c) 115.0 115.0 105.0 106.0 104.0 108.0 114.0 112.0 117.6 120.8 Defra
Power-Driven Saw C10 Lw (c) 103.0 120.0 112.0 111.0 111.0 113.0 117.0 116.0 121.6 124.0 Defra
Hydraulic Jack C11 Lw (c) 98.0 111.0 105.0 103.0 103.0 103.0 99.0 92.0 108.7 113.7 Defra
Drill Rig C12 Lw (c) 115.0 123.0 112.0 111.0 109.0 107.0 99.0 92.0 114.6 124.4 Defra
Compactor C13 Lw (c) 112.0 107.0 103.0 104.0 103.0 103.0 99.0 94.0 108.7 114.8 Defra
Compact Crane C14 Lw (c) 111.0 107.0 102.0 94.0 95.0 94.0 87.0 81.0 100.8 113.0 Defra

Eilar Associates, Inc.



S250209 Rio Vista Platform - Demolition (West, Mitigated)

Eilar Associates, Inc.
210 South Juniper Street, Suite 100
Escondido, California 92025-4230
Phone: (760) 738-5570

Date: 18 Apr 2025

Calculation Configuration
Configuration

Parameter Value
General
Max. Error (dB) 0.00
Max. Search Radius (ft) 6561.68
Min. Dist Src to Rcvr 0.00
Partition
Raster Factor 0.50
Max. Length of Section (ft) 3280.84
Min. Length of Section (ft) 3.28
Min. Length of Section (%) 0.00
Proj. Line Sources On
Proj. Area Sources On
Ref. Time
Daytime Penalty (dB) 0.00
Recr. Time Penalty (dB) 6.00
Night-time Penalty (dB) 10.00
DTM
Standard Height (m) 0.00
Model of Terrain Triangulation
Reflection
max. Order of Reflection 0
Search Radius Src 328.08
Search Radius Rcvr 328.08
Max. Distance Source - Rcvr 3280.84 3280.84
Min. Distance Rvcr - Reflector 3.28 3.28
Min. Distance Source - Reflector 0.33
Industrial (ISO 9613 (1996))
Lateral Diffraction some Obj
Obst. within Area Src do not shield On
Screening Excl. Ground Att. over Barrier
 Dz with limit (20/25)
Barrier Coefficients C1,2,3 3.0 20.0 0.0
Temperature (°F) 50
rel. Humidity (%) 70
Ground Absorption G 1.00
Wind Speed for Dir. (mph) 6.7
Roads (TNM)
Railways (Schall 03 (1990))
Strictly acc. to Schall 03 / Schall-Transrapid
Aircraft (NONE)
Strictly acc. to AzB

Eilar Associates, Inc.



S250209 Rio Vista Platform - Demolition (West, Mitigated)

Receivers
Name Sel. M. ID Level Lr Limit. Value Land Use Height Coordinates

Day Night Day Night Type Auto Noise Type X Y Z
(dBA) (dBA) (dBA) (dBA) (ft) (ft) (ft) (ft)

R1-1  1 58.5 -80.2 75.4 0.0 12.00 r 153.20 253.54 82.00
R1-2  2 58.6 -80.2 75.4 0.0 22.00 r 153.20 253.54 92.00
R1-3  3 58.7 -80.2 75.4 0.0 32.00 r 153.20 253.54 102.00
R1-4  4 59.0 -80.2 75.4 0.0 42.00 r 153.20 253.54 112.00
R2-1  5 64.8 -80.2 75.4 0.0 12.00 r 328.84 269.23 82.00
R2-2  6 66.7 -80.2 75.4 0.0 22.00 r 328.84 269.23 92.00
R2-3  7 72.2 -80.2 75.4 0.0 32.00 r 328.84 269.23 102.00
R2-4  8 74.7 -80.2 75.4 0.0 42.00 r 328.84 269.23 112.00
R3-1  9 66.1 -80.2 75.4 0.0 12.00 r 333.39 336.11 82.00
R3-2  10 65.8 -80.2 75.4 0.0 22.00 r 333.39 336.11 92.00
R3-3  11 65.3 -80.2 75.4 0.0 32.00 r 333.39 336.11 102.00
R3-4  12 64.6 -80.2 75.4 0.0 42.00 r 333.39 336.11 112.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Demolition (West, Mitigated)

Point Sources
Name Sel. M. ID Result. PWL Lw / Li Correction Sound Reduction Attenuation Operating Time K0 Freq. Direct. Height Coordinates

Day Evening Night Type Value norm. Day Evening Night R Area Day Special Night X Y Z
(dBA) (dBA) (dBA) dB(A) dB(A) dB(A) dB(A) (ft²) (min) (min) (min) (dB) (Hz) (ft) (ft) (ft) (ft)

West-Compressor + 96.5 96.5 96.5 Lw C8 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 3.00 r 348.79 247.41 73.00
West-Generator + 96.1 96.1 96.1 Lw C7 0.0 0.0 0.0 240.00 0.00 0.00 0.0 (none) 5.00 r 348.79 250.80 75.00
West-Dump Truck + 107.1 107.1 107.1 Lw C4 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 384.60 332.80 75.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Demolition (West, Mitigated)

Area Sources
Name Sel. M. ID Result. PWL Result. PWL'' Lw / Li Correction Sound Reduction Attenuation Operating Time K0 Freq. Direct. Moving

Day Evening Night Day Evening Night Type Value norm. Day Evening Night R Area Day Special Night Num
(dBA) (dBA) (dBA) (dBA) (dBA) (dBA) dB(A) dB(A) dB(A) dB(A) (ft²) (min) (min) (min) (dB) (Hz) Day Eve

West-Jackhammer + S_1 117.6 17.6 17.6 107.6 7.6 7.6 PWL-Pt C9 0.0 0.0 0.0 96.00 0.00 0.00 0.0 (none) 1.0 0
West-Power Driven Saw + S_2 121.6 21.6 21.6 106.7 6.7 6.7 PWL-Pt C10 0.0 0.0 0.0 96.00 0.00 0.00 0.0 (none) 1.0 0
West-Mini Excavator + S_3 98.6 -1.4 -1.4 80.6 -19.4 -19.4 PWL-Pt C2 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 1.0 0

Geometry - Area Sources
Name ID Height Coordinates

Begin End x y z Ground
(ft) (ft) (ft) (ft) (ft) (ft)

West-Jackhammer S_1 3.00 r  336.54 247.96 73.00 70.00
336.35 238.62 73.00 70.00
352.02 239.06 73.00 70.00
352.14 243.59 73.00 70.00
345.30 243.70 73.00 70.00
342.82 248.08 73.00 70.00

West-Power Driven Saw S_2 1.50 r  350.36 255.74 71.50 70.00
350.65 250.29 71.50 70.00
406.90 250.37 71.50 70.00
406.90 256.49 71.50 70.00

West-Mini Excavator S_3 5.00 r  351.18 255.54 75.00 70.00
350.67 242.79 75.00 70.00
407.34 244.00 75.00 70.00
407.17 255.19 75.00 70.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Demolition (West, Mitigated)

Barriers
Name Sel. M. ID Absorption Z-Ext. Cantilever Height

left right horz. vert. Begin End
(ft) (ft) (ft) (ft) (ft)

West-Temp Barrier + 12.00 r  

Geometry - Barriers
Name Sel. M. ID Absorption Z-Ext. Cantilever Height Coordinates

left right horz. vert. Begin End x y z Ground
(ft) (ft) (ft) (ft) (ft) (ft) (ft) (ft) (ft)

West-Temp Barrier + 12.00 r  335.52 243.13 82.00 70.00
335.66 250.42 82.00 70.00
347.46 250.57 82.00 70.00
347.27 256.12 82.00 70.00
407.57 257.34 82.00 70.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Demolition (West, Mitigated)

Buildings
Name Sel. M. ID RB Residents Absorption Height

Begin
(ft)

West Bldg  BL_1 x 0 45.00 r
East Bldg  BL_2 x 0 45.00 r

Geometry - Buildings
Name Sel. M. ID RB Residents Absorption Height Coordinates

Begin x y z Ground
(ft) (ft) (ft) (ft) (ft)

West Bldg  BL_1 x 0 45.00 r 70.40 465.87 115.00 70.00
72.81 248.82 115.00 70.00

332.58 271.90 115.00 70.00
325.69 464.49 115.00 70.00

East Bldg  BL_2 x 0 45.00 r 534.03 465.96 115.00 70.00
539.67 276.27 115.00 70.00
791.86 283.65 115.00 70.00
781.01 469.00 115.00 70.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Demolition (West, Mitigated)

Terrain Contours
Name Sel. M. ID OnlyPts Height Coordinates

Begin End x y z
(ft) (ft) (ft) (ft) (ft)

c1  61.61 7.92 32.00
186.29 17.76 28.00
288.00 30.89 43.00
405.03 27.06 32.00
473.38 23.23 29.00
690.48 0.27 26.00
828.29 1.36 33.00
875.86 0.27 35.00

c2  59.84 61.58 31.00
146.24 70.88 38.00
266.00 76.90 29.00
352.95 80.18 35.00
511.53 74.71 32.00
662.46 75.80 32.00
739.57 59.40 32.00
818.31 41.35 45.00
835.81 35.88 36.00
867.53 35.34 36.00

c3  71.32 127.75 46.00
111.76 149.36 46.00
152.23 154.25 47.00
276.39 143.61 44.00
372.08 145.25 35.00
484.74 144.71 39.00
597.39 145.25 44.00
684.33 145.80 41.00
747.22 143.06 42.00
829.25 143.61 40.00
842.37 144.71 37.00
872.45 144.16 37.00

c4  72.96 155.10 42.00
141.86 163.30 42.00
206.94 164.39 44.00
287.32 167.13 44.00
368.26 166.03 45.00
472.16 167.13 47.00
570.59 169.31 44.00
664.10 167.13 49.00
753.78 164.39 42.00
838.55 167.13 38.00
846.20 166.03 37.00
866.43 166.03 37.00

c5  70.00 68.11 469.64 70.00
67.01 244.89 70.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Demolition (West, Mitigated)

Name Sel. M. ID OnlyPts Height Coordinates
Begin End x y z

(ft) (ft) (ft) (ft) (ft)
165.99 243.25 70.00
311.45 248.17 70.00
806.35 258.56 70.00
799.24 476.75 70.00

65.37 470.74 70.00
c6  40.00 900.24 483.66 40.00

829.06 483.66 40.00
847.29 181.57 40.00
893.30 181.57 40.00

c7  70.00 79.25 217.55 70.00
84.77 186.53 70.00

154.38 203.07 70.00
268.11 211.35 70.00
339.10 216.17 70.00
337.72 200.32 70.00
696.81 213.41 70.00
696.12 225.13 70.00
827.77 229.95 70.00
831.21 265.11 70.00

c8  763.10 225.47 61.33
701.98 223.55 61.33
702.26 218.77 61.33
698.02 218.77 61.33
697.61 211.66 59.33
586.50 207.44 58.17
335.52 198.74 57.25
335.70 212.69 58.00
334.58 212.63 59.33
152.07 196.50 57.50

Eilar Associates, Inc.



S250209 Rio Vista Platform - Demolition (West, Mitigated)

Sound Level Spectra
Name ID Type 1/3 Oktave Spectrum (dB) Source

Weight. 63 125 250 500 1000 2000 4000 8000 A lin
Excavator C1 Lw (c) 111.0 114.0 107.0 104.0 103.0 101.0 100.0 97.0 108.9 117.0 Defra
Mini Excavator C2 Lw (c) 107.0 104.0 93.0 97.0 93.0 90.0 85.0 80.0 98.6 109.3 Defra
Bulldozer C3 Lw (c) 114.0 112.0 107.0 108.0 113.0 101.0 96.0 89.0 114.2 118.7 Defra
Dump Truck C4 Lw (c) 108.0 108.0 107.0 103.0 102.0 100.0 95.0 85.0 107.1 113.5 Defra
Concrete Mixer C5 Lw (c) 110.0 111.0 104.0 103.0 100.0 99.0 90.0 84.0 105.8 114.6 Defra
Concrete Pump C6 Lw (c) 115.0 106.0 102.0 101.0 101.0 100.0 92.0 83.0 105.8 116.1 Defra
Generator C7 Lw (c) 110.0 105.0 98.0 95.0 86.0 82.0 76.0 71.0 96.1 111.5 Defra
Compressor C8 Lw (c) 115.0 104.0 95.0 90.0 88.0 86.0 89.0 78.0 96.5 115.4 Defra
Jackhammer C9 Lw (c) 115.0 115.0 105.0 106.0 104.0 108.0 114.0 112.0 117.6 120.8 Defra
Power-Driven Saw C10 Lw (c) 103.0 120.0 112.0 111.0 111.0 113.0 117.0 116.0 121.6 124.0 Defra
Hydraulic Jack C11 Lw (c) 98.0 111.0 105.0 103.0 103.0 103.0 99.0 92.0 108.7 113.7 Defra
Drill Rig C12 Lw (c) 115.0 123.0 112.0 111.0 109.0 107.0 99.0 92.0 114.6 124.4 Defra
Compactor C13 Lw (c) 112.0 107.0 103.0 104.0 103.0 103.0 99.0 94.0 108.7 114.8 Defra
Compact Crane C14 Lw (c) 111.0 107.0 102.0 94.0 95.0 94.0 87.0 81.0 100.8 113.0 Defra

Eilar Associates, Inc.



S250209 Rio Vista Platform - Demolition (East, Mitigated)

Eilar Associates, Inc.
210 South Juniper Street, Suite 100
Escondido, California 92025-4230
Phone: (760) 738-5570

Date: 18 Apr 2025

Calculation Configuration
Configuration

Parameter Value
General
Max. Error (dB) 0.00
Max. Search Radius (ft) 6561.68
Min. Dist Src to Rcvr 0.00
Partition
Raster Factor 0.50
Max. Length of Section (ft) 3280.84
Min. Length of Section (ft) 3.28
Min. Length of Section (%) 0.00
Proj. Line Sources On
Proj. Area Sources On
Ref. Time
Daytime Penalty (dB) 0.00
Recr. Time Penalty (dB) 6.00
Night-time Penalty (dB) 10.00
DTM
Standard Height (m) 0.00
Model of Terrain Triangulation
Reflection
max. Order of Reflection 0
Search Radius Src 328.08
Search Radius Rcvr 328.08
Max. Distance Source - Rcvr 3280.84 3280.84
Min. Distance Rvcr - Reflector 3.28 3.28
Min. Distance Source - Reflector 0.33
Industrial (ISO 9613 (1996))
Lateral Diffraction some Obj
Obst. within Area Src do not shield On
Screening Excl. Ground Att. over Barrier
 Dz with limit (20/25)
Barrier Coefficients C1,2,3 3.0 20.0 0.0
Temperature (°F) 50
rel. Humidity (%) 70
Ground Absorption G 1.00
Wind Speed for Dir. (mph) 6.7
Roads (TNM)
Railways (Schall 03 (1990))
Strictly acc. to Schall 03 / Schall-Transrapid
Aircraft (NONE)
Strictly acc. to AzB

Eilar Associates, Inc.



S250209 Rio Vista Platform - Demolition (East, Mitigated)

Receivers
Name Sel. M. ID Level Lr Limit. Value Land Use Height Coordinates

Day Night Day Night Type Auto Noise Type X Y Z
(dBA) (dBA) (dBA) (dBA) (ft) (ft) (ft) (ft)

R4-1  13 66.2 -80.2 75.4 0.0 12.00 r 537.40 336.11 82.00
R4-2  14 65.9 -80.2 75.4 0.0 22.00 r 537.40 336.11 92.00
R4-3  15 65.2 -80.2 75.4 0.0 32.00 r 537.40 336.11 102.00
R4-4  16 64.4 -80.2 75.4 0.0 42.00 r 537.40 336.11 112.00
R5-1  17 65.8 -80.2 75.4 0.0 12.00 r 659.88 279.28 82.00
R5-2  18 67.7 -80.2 75.4 0.0 22.00 r 659.88 279.28 92.00
R5-3  19 71.3 -80.2 75.4 0.0 32.00 r 659.88 279.28 102.00
R5-4  20 73.9 -80.2 75.4 0.0 42.00 r 659.88 279.28 112.00
R6-1  21 60.4 -80.2 75.4 0.0 12.00 r 751.65 281.85 82.00
R6-2  22 63.1 -80.2 75.4 0.0 22.00 r 751.65 281.85 92.00
R6-3  23 67.9 -80.2 75.4 0.0 32.00 r 751.65 281.85 102.00
R6-4  24 71.1 -80.2 75.4 0.0 42.00 r 751.65 281.85 112.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Demolition (East, Mitigated)

Point Sources
Name Sel. M. ID Result. PWL Lw / Li Correction Sound Reduction Attenuation Operating Time K0 Freq. Direct. Height Coordinates

Day Evening Night Type Value norm. Day Evening Night R Area Day Special Night X Y Z
(dBA) (dBA) (dBA) dB(A) dB(A) dB(A) dB(A) (ft²) (min) (min) (min) (dB) (Hz) (ft) (ft) (ft) (ft)

East-Compressor + 96.5 96.5 96.5 Lw C8 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 3.00 r 692.59 261.19 73.00
East-Generator + 96.1 96.1 96.1 Lw C7 0.0 0.0 0.0 240.00 0.00 0.00 0.0 (none) 5.00 r 692.59 259.07 75.00
East-Dump Truck + 107.1 107.1 107.1 Lw C4 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 489.33 329.01 75.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Demolition (East, Mitigated)

Area Sources
Name Sel. M. ID Result. PWL Result. PWL'' Lw / Li Correction Sound Reduction Attenuation Operating Time K0 Freq. Direct. Moving 

Day Evening Night Day Evening Night Type Value norm. Day Evening Night R Area Day Special Night Num
(dBA) (dBA) (dBA) (dBA) (dBA) (dBA) dB(A) dB(A) dB(A) dB(A) (ft²) (min) (min) (min) (dB) (Hz) Day Even

East-Jackhammer + S_1 117.6 17.6 17.6 99.1 -0.9 -0.9 PWL-Pt C9 0.0 0.0 0.0 96.00 0.00 0.00 0.0 (none) 1.0 0.0
East-Power Driven Saw + S_2 121.6 21.6 21.6 106.4 6.4 6.4 PWL-Pt C10 0.0 0.0 0.0 96.00 0.00 0.00 0.0 (none) 1.0 0.0
East-Mini Excavator + S_3 98.6 -1.4 -1.4 80.6 -19.4 -19.4 PWL-Pt C2 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 1.0 0.0

Geometry - Area Sources
Name ID Height Coordinates

Begin End x y z Ground
(ft) (ft) (ft) (ft) (ft) (ft)

East-Jackhammer S_1 3.00 r  694.19 263.58 73.00 70.00
694.53 255.66 73.00 70.00
796.68 254.80 73.00 70.00
796.17 261.86 73.00 70.00

East-Power Driven Saw S_2 1.50 r  634.43 264.76 71.50 70.00
634.17 258.21 71.50 70.00
690.41 258.30 71.50 70.00
690.41 264.41 71.50 70.00

East-Mini Excavator S_3 5.00 r  634.43 264.76 75.00 70.00
633.91 252.01 75.00 70.00
690.58 253.22 75.00 70.00
690.41 264.41 75.00 70.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Demolition (East, Mitigated)

Barriers
Name Sel. M. ID Absorption Z-Ext. Cantilever Height

left right horz. vert. Begin End
(ft) (ft) (ft) (ft) (ft)

East-Temp Barrier + 12.00 r  

Geometry - Barriers
Name Sel. M. ID Absorption Z-Ext. Cantilever Height Coordinates

left right horz. vert. Begin End x y z Ground
(ft) (ft) (ft) (ft) (ft) (ft) (ft) (ft) (ft)

East-Temp Barrier + 12.00 r  632.30 251.14 82.00 70.00
632.28 264.82 82.00 70.00
692.27 265.02 82.00 70.00
797.69 262.57 82.00 70.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Demolition (East, Mitigated)

Buildings
Name Sel. M. ID RB Residents Absorption Height

Begin
(ft)

West Bldg  BL_1 x 0 45.00 r
East Bldg  BL_2 x 0 45.00 r

Geometry - Buildings
Name Sel. M. ID RB Residents Absorption Height Coordinates

Begin x y z Ground
(ft) (ft) (ft) (ft) (ft)

West Bldg  BL_1 x 0 45.00 r 70.40 465.87 115.00 70.00
72.81 248.82 115.00 70.00

332.58 271.90 115.00 70.00
325.69 464.49 115.00 70.00

East Bldg  BL_2 x 0 45.00 r 534.03 465.96 115.00 70.00
539.67 276.27 115.00 70.00
791.86 283.65 115.00 70.00
781.01 469.00 115.00 70.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Demolition (East, Mitigated)

Terrain Contours
Name Sel. M. ID OnlyPts Height Coordinates

Begin End x y z
(ft) (ft) (ft) (ft) (ft)

c1  61.61 7.92 32.00
186.29 17.76 28.00
288.00 30.89 43.00
405.03 27.06 32.00
473.38 23.23 29.00
690.48 0.27 26.00
828.29 1.36 33.00
875.86 0.27 35.00

c2  59.84 61.58 31.00
146.24 70.88 38.00
266.00 76.90 29.00
352.95 80.18 35.00
511.53 74.71 32.00
662.46 75.80 32.00
739.57 59.40 32.00
818.31 41.35 45.00
835.81 35.88 36.00
867.53 35.34 36.00

c3  71.32 127.75 46.00
111.76 149.36 46.00
152.23 154.25 47.00
276.39 143.61 44.00
372.08 145.25 35.00
484.74 144.71 39.00
597.39 145.25 44.00
684.33 145.80 41.00
747.22 143.06 42.00
829.25 143.61 40.00
842.37 144.71 37.00
872.45 144.16 37.00

c4  72.96 155.10 42.00
141.86 163.30 42.00
206.94 164.39 44.00
287.32 167.13 44.00
368.26 166.03 45.00
472.16 167.13 47.00
570.59 169.31 44.00
664.10 167.13 49.00
753.78 164.39 42.00
838.55 167.13 38.00
846.20 166.03 37.00
866.43 166.03 37.00

c5  70.00 68.11 469.64 70.00
67.01 244.89 70.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Demolition (East, Mitigated)

Name Sel. M. ID OnlyPts Height Coordinates
Begin End x y z

(ft) (ft) (ft) (ft) (ft)
165.99 243.25 70.00
311.45 248.17 70.00
806.35 258.56 70.00
799.24 476.75 70.00

65.37 470.74 70.00
c6  40.00 900.24 483.66 40.00

829.06 483.66 40.00
847.29 181.57 40.00
893.30 181.57 40.00

c7  70.00 79.25 217.55 70.00
84.77 186.53 70.00

154.38 203.07 70.00
268.11 211.35 70.00
339.10 216.17 70.00
337.72 200.32 70.00
696.81 213.41 70.00
696.12 225.13 70.00
827.77 229.95 70.00
831.21 265.11 70.00

c8  763.10 225.47 61.33
701.98 223.55 61.33
702.26 218.77 61.33
698.02 218.77 61.33
697.61 211.66 59.33
586.50 207.44 58.17
335.52 198.74 57.25
335.70 212.69 58.00
334.58 212.63 59.33
152.07 196.50 57.50

Eilar Associates, Inc.



S250209 Rio Vista Platform - Demolition (East, Mitigated)

Sound Level Spectra
Name ID Type 1/3 Oktave Spectrum (dB) Source

Weight. 63 125 250 500 1000 2000 4000 8000 A lin
Excavator C1 Lw (c) 111.0 114.0 107.0 104.0 103.0 101.0 100.0 97.0 108.9 117.0 Defra
Mini Excavator C2 Lw (c) 107.0 104.0 93.0 97.0 93.0 90.0 85.0 80.0 98.6 109.3 Defra
Bulldozer C3 Lw (c) 114.0 112.0 107.0 108.0 113.0 101.0 96.0 89.0 114.2 118.7 Defra
Dump Truck C4 Lw (c) 108.0 108.0 107.0 103.0 102.0 100.0 95.0 85.0 107.1 113.5 Defra
Concrete Mixer C5 Lw (c) 110.0 111.0 104.0 103.0 100.0 99.0 90.0 84.0 105.8 114.6 Defra
Concrete Pump C6 Lw (c) 115.0 106.0 102.0 101.0 101.0 100.0 92.0 83.0 105.8 116.1 Defra
Generator C7 Lw (c) 110.0 105.0 98.0 95.0 86.0 82.0 76.0 71.0 96.1 111.5 Defra
Compressor C8 Lw (c) 115.0 104.0 95.0 90.0 88.0 86.0 89.0 78.0 96.5 115.4 Defra
Jackhammer C9 Lw (c) 115.0 115.0 105.0 106.0 104.0 108.0 114.0 112.0 117.6 120.8 Defra
Power-Driven Saw C10 Lw (c) 103.0 120.0 112.0 111.0 111.0 113.0 117.0 116.0 121.6 124.0 Defra
Hydraulic Jack C11 Lw (c) 98.0 111.0 105.0 103.0 103.0 103.0 99.0 92.0 108.7 113.7 Defra
Drill Rig C12 Lw (c) 115.0 123.0 112.0 111.0 109.0 107.0 99.0 92.0 114.6 124.4 Defra
Compactor C13 Lw (c) 112.0 107.0 103.0 104.0 103.0 103.0 99.0 94.0 108.7 114.8 Defra
Compact Crane C14 Lw (c) 111.0 107.0 102.0 94.0 95.0 94.0 87.0 81.0 100.8 113.0 Defra

Eilar Associates, Inc.



S250209 Rio Vista Platform - Anchor Blocks (Mitigated)

Eilar Associates, Inc.
210 South Juniper Street, Suite 100
Escondido, California 92025-4230
Phone: (760) 738-5570

Date: 18 Apr 2025

Calculation Configuration
Configuration

Parameter Value
General
Max. Error (dB) 0.00
Max. Search Radius (ft) 6561.68
Min. Dist Src to Rcvr 0.00
Partition
Raster Factor 0.50
Max. Length of Section (ft) 3280.84
Min. Length of Section (ft) 3.28
Min. Length of Section (%) 0.00
Proj. Line Sources On
Proj. Area Sources On
Ref. Time
Daytime Penalty (dB) 0.00
Recr. Time Penalty (dB) 6.00
Night-time Penalty (dB) 10.00
DTM
Standard Height (m) 0.00
Model of Terrain Triangulation
Reflection
max. Order of Reflection 0
Search Radius Src 328.08
Search Radius Rcvr 328.08
Max. Distance Source - Rcvr 3280.84 3280.84
Min. Distance Rvcr - Reflector 3.28 3.28
Min. Distance Source - Reflector 0.33
Industrial (ISO 9613 (1996))
Lateral Diffraction some Obj
Obst. within Area Src do not shield On
Screening Excl. Ground Att. over Barrier
 Dz with limit (20/25)
Barrier Coefficients C1,2,3 3.0 20.0 0.0
Temperature (°F) 50
rel. Humidity (%) 70
Ground Absorption G 1.00
Wind Speed for Dir. (mph) 6.7
Roads (TNM)
Railways (Schall 03 (1990))
Strictly acc. to Schall 03 / Schall-Transrapid
Aircraft (NONE)
Strictly acc. to AzB

Eilar Associates, Inc.



S250209 Rio Vista Platform - Anchor Blocks (Mitigated)

Receivers
Name Sel. M. ID Level Lr Limit. Value Land Use Height Coordinates

Day Night Day Night Type Auto Noise Type X Y Z
(dBA) (dBA) (dBA) (dBA) (ft) (ft) (ft) (ft)

R1-1  1 70.1 -80.2 75.4 0.0 12.00 r 153.20 253.54 82.00
R1-2  2 73.7 -80.2 75.4 0.0 22.00 r 153.20 253.54 92.00
R1-3  3 72.1 -80.2 75.4 0.0 32.00 r 153.20 253.54 102.00
R1-4  4 70.7 -80.2 75.4 0.0 42.00 r 153.20 253.54 112.00
R2-1  5 66.3 -80.2 75.4 0.0 12.00 r 328.84 269.23 82.00
R2-2  6 66.0 -80.2 75.4 0.0 22.00 r 328.84 269.23 92.00
R2-3  7 65.6 -80.2 75.4 0.0 32.00 r 328.84 269.23 102.00
R2-4  8 65.2 -80.2 75.4 0.0 42.00 r 328.84 269.23 112.00
R3-1  9 70.9 -80.2 75.4 0.0 12.00 r 333.39 336.11 82.00
R3-2  10 70.4 -80.2 75.4 0.0 22.00 r 333.39 336.11 92.00
R3-3  11 69.6 -80.2 75.4 0.0 32.00 r 333.39 336.11 102.00
R3-4  12 68.7 -80.2 75.4 0.0 42.00 r 333.39 336.11 112.00
R4-1  13 69.5 -80.2 75.4 0.0 12.00 r 537.40 336.11 82.00
R4-2  14 69.2 -80.2 75.4 0.0 22.00 r 537.40 336.11 92.00
R4-3  15 68.7 -80.2 75.4 0.0 32.00 r 537.40 336.11 102.00
R4-4  16 67.9 -80.2 75.4 0.0 42.00 r 537.40 336.11 112.00
R5-1  17 73.7 -80.2 75.4 0.0 12.00 r 659.88 279.28 82.00
R5-2  18 74.0 -80.2 75.4 0.0 22.00 r 659.88 279.28 92.00
R5-3  19 71.9 -80.2 75.4 0.0 32.00 r 659.88 279.28 102.00
R5-4  20 70.0 -80.2 75.4 0.0 42.00 r 659.88 279.28 112.00
R6-1  21 63.9 -80.2 75.4 0.0 12.00 r 751.65 281.85 82.00
R6-2  22 63.9 -80.2 75.4 0.0 22.00 r 751.65 281.85 92.00
R6-3  23 63.8 -80.2 75.4 0.0 32.00 r 751.65 281.85 102.00
R6-4  24 63.6 -80.2 75.4 0.0 42.00 r 751.65 281.85 112.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Anchor Blocks (Mitigated)

Point Sources
Name Sel. M. ID Result. PWL Lw / Li Correction Sound Reduction Attenuation Operating Time K0 Freq. Direct. Height Coordinates

Day Evening Night Type Value norm. Day Evening Night R Area Day Special Night X Y Z
(dBA) (dBA) (dBA) dB(A) dB(A) dB(A) dB(A) (ft²) (min) (min) (min) (dB) (Hz) (ft) (ft) (ft) (ft)

Excavator  108.9 108.9 108.9 Lw C1 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 166.17 193.04 60.85
Dump Truck  107.1 107.1 107.1 Lw C4 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 164.37 187.95 58.85
Concrete Pump  105.8 105.8 105.8 Lw C6 0.0 0.0 0.0 96.00 0.00 0.00 0.0 (none) 5.00 r 158.56 186.64 58.12
Concrete Mixer  105.8 105.8 105.8 Lw C5 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 159.02 192.54 60.83
Excavator  108.9 108.9 108.9 Lw C1 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 684.92 209.33 63.77
Dump Truck  107.1 107.1 107.1 Lw C4 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 686.91 209.24 63.76
Concrete Pump  105.8 105.8 105.8 Lw C6 0.0 0.0 0.0 96.00 0.00 0.00 0.0 (none) 5.00 r 687.22 205.07 62.79
Concrete Mixer  105.8 105.8 105.8 Lw C5 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 689.79 207.69 63.40
Concrete Mixer  105.8 105.8 105.8 Lw C5 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 364.63 300.90 75.00
Concrete Mixer  105.8 105.8 105.8 Lw C5 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 506.05 299.53 75.00
Concrete Pump  105.8 105.8 105.8 Lw C6 0.0 0.0 0.0 96.00 0.00 0.00 0.0 (none) 5.00 r 363.85 290.62 75.00
Concrete Pump  105.8 105.8 105.8 Lw C6 0.0 0.0 0.0 96.00 0.00 0.00 0.0 (none) 5.00 r 507.72 290.89 75.00
Dump Truck  107.1 107.1 107.1 Lw C4 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 367.02 353.06 75.00
Dump Truck  107.1 107.1 107.1 Lw C4 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 489.29 350.33 75.00
Excavator  108.9 108.9 108.9 Lw C1 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 154.26 233.41 75.00
Excavator  108.9 108.9 108.9 Lw C1 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 673.71 265.52 75.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Anchor Blocks (Mitigated)

Barriers
Name Sel. M. ID Absorption Z-Ext. Cantilever Height

left right horz. vert. Begin End
(ft) (ft) (ft) (ft) (ft)

Sound Barrier  8.00 r  
Sound Barrier  8.00 r  

Geometry - Barriers
Name Sel. M. ID Absorption Z-Ext. Cantilever Height Coordinates

left right horz. vert. Begin End x y z Ground
(ft) (ft) (ft) (ft) (ft) (ft) (ft) (ft) (ft)

Sound Barrier  8.00 r  667.73 266.40 78.00 70.00
668.28 272.96 78.00 70.00
679.49 271.60 78.00 70.00
679.49 266.95 78.00 70.00

Sound Barrier  8.00 r  148.85 233.85 78.00 70.00
149.40 240.41 78.00 70.00
160.61 239.05 78.00 70.00
160.61 234.40 78.00 70.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Anchor Blocks (Mitigated)

Buildings
Name Sel. M. ID RB Residents Absorption Height

Begin
(ft)

West Bldg  BL_1 x 0 45.00 r
East Bldg  BL_2 x 0 45.00 r

Geometry - Buildings
Name Sel. M. ID RB Residents Absorption Height Coordinates

Begin x y z Ground
(ft) (ft) (ft) (ft) (ft)

West Bldg  BL_1 x 0 45.00 r 70.40 465.87 115.00 70.00
72.81 248.82 115.00 70.00

332.58 271.90 115.00 70.00
325.69 464.49 115.00 70.00

East Bldg  BL_2 x 0 45.00 r 534.03 465.96 115.00 70.00
539.67 276.27 115.00 70.00
791.86 283.65 115.00 70.00
781.01 469.00 115.00 70.00

Eilar Associates, Inc.



S250209 Rio Vista Platform - Anchor Blocks (Mitigated)

Terrain Contours
Name Sel. M. ID OnlyPts Height Coordinates

Begin End x y z
(ft) (ft) (ft) (ft) (ft)

c1  61.61 7.92 32.00
186.29 17.76 28.00
288.00 30.89 43.00
405.03 27.06 32.00
473.38 23.23 29.00
690.48 0.27 26.00
828.29 1.36 33.00
875.86 0.27 35.00

c2  59.84 61.58 31.00
146.24 70.88 38.00
266.00 76.90 29.00
352.95 80.18 35.00
511.53 74.71 32.00
662.46 75.80 32.00
739.57 59.40 32.00
818.31 41.35 45.00
835.81 35.88 36.00
867.53 35.34 36.00

c3  71.32 127.75 46.00
111.76 149.36 46.00
152.23 154.25 47.00
276.39 143.61 44.00
372.08 145.25 35.00
484.74 144.71 39.00
597.39 145.25 44.00
684.33 145.80 41.00
747.22 143.06 42.00
829.25 143.61 40.00
842.37 144.71 37.00
872.45 144.16 37.00

c4  72.96 155.10 42.00
141.86 163.30 42.00
206.94 164.39 44.00
287.32 167.13 44.00
368.26 166.03 45.00
472.16 167.13 47.00
570.59 169.31 44.00
664.10 167.13 49.00
753.78 164.39 42.00
838.55 167.13 38.00
846.20 166.03 37.00
866.43 166.03 37.00

c5  70.00 68.11 469.64 70.00
67.01 244.89 70.00
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S250209 Rio Vista Platform - Anchor Blocks (Mitigated)

Name Sel. M. ID OnlyPts Height Coordinates
Begin End x y z

(ft) (ft) (ft) (ft) (ft)
165.99 243.25 70.00
311.45 248.17 70.00
806.35 258.56 70.00
799.24 476.75 70.00

65.37 470.74 70.00
c6  40.00 900.24 483.66 40.00

829.06 483.66 40.00
847.29 181.57 40.00
893.30 181.57 40.00

c7  70.00 79.25 217.55 70.00
84.77 186.53 70.00

154.38 203.07 70.00
268.11 211.35 70.00
339.10 216.17 70.00
337.72 200.32 70.00
696.81 213.41 70.00
696.12 225.13 70.00
827.77 229.95 70.00
831.21 265.11 70.00

c8  763.10 225.47 61.33
701.98 223.55 61.33
702.26 218.77 61.33
698.02 218.77 61.33
697.61 211.66 59.33
586.50 207.44 58.17
335.52 198.74 57.25
335.70 212.69 58.00
334.58 212.63 59.33
152.07 196.50 57.50
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S250209 Rio Vista Platform - Anchor Blocks (Mitigated)

Sound Level Spectra
Name ID Type 1/3 Oktave Spectrum (dB) Source

Weight. 63 125 250 500 1000 2000 4000 8000 A lin
Excavator C1 Lw (c) 111.0 114.0 107.0 104.0 103.0 101.0 100.0 97.0 108.9 117.0 Defra
Mini Excavator C2 Lw (c) 107.0 104.0 93.0 97.0 93.0 90.0 85.0 80.0 98.6 109.3 Defra
Bulldozer C3 Lw (c) 114.0 112.0 107.0 108.0 113.0 101.0 96.0 89.0 114.2 118.7 Defra
Dump Truck C4 Lw (c) 108.0 108.0 107.0 103.0 102.0 100.0 95.0 85.0 107.1 113.5 Defra
Concrete Mixer C5 Lw (c) 110.0 111.0 104.0 103.0 100.0 99.0 90.0 84.0 105.8 114.6 Defra
Concrete Pump C6 Lw (c) 115.0 106.0 102.0 101.0 101.0 100.0 92.0 83.0 105.8 116.1 Defra
Generator C7 Lw (c) 110.0 105.0 98.0 95.0 86.0 82.0 76.0 71.0 96.1 111.5 Defra
Compressor C8 Lw (c) 115.0 104.0 95.0 90.0 88.0 86.0 89.0 78.0 96.5 115.4 Defra
Jackhammer C9 Lw (c) 115.0 115.0 105.0 106.0 104.0 108.0 114.0 112.0 117.6 120.8 Defra
Power-Driven Saw C10 Lw (c) 103.0 120.0 112.0 111.0 111.0 113.0 117.0 116.0 121.6 124.0 Defra
Hydraulic Jack C11 Lw (c) 98.0 111.0 105.0 103.0 103.0 103.0 99.0 92.0 108.7 113.7 Defra
Drill Rig C12 Lw (c) 115.0 123.0 112.0 111.0 109.0 107.0 99.0 92.0 114.6 124.4 Defra
Compactor C13 Lw (c) 112.0 107.0 103.0 104.0 103.0 103.0 99.0 94.0 108.7 114.8 Defra
Compact Crane C14 Lw (c) 111.0 107.0 102.0 94.0 95.0 94.0 87.0 81.0 100.8 113.0 Defra
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S250209 Rio Vista Platform - Backfill (Mitigated)

Eilar Associates, Inc.
210 South Juniper Street, Suite 100
Escondido, California 92025-4230
Phone: (760) 738-5570

Date: 18 Apr 2025

Calculation Configuration
Configuration

Parameter Value
General
Max. Error (dB) 0.00
Max. Search Radius (ft) 6561.68
Min. Dist Src to Rcvr 0.00
Partition
Raster Factor 0.50
Max. Length of Section (ft) 3280.84
Min. Length of Section (ft) 3.28
Min. Length of Section (%) 0.00
Proj. Line Sources On
Proj. Area Sources On
Ref. Time
Daytime Penalty (dB) 0.00
Recr. Time Penalty (dB) 6.00
Night-time Penalty (dB) 10.00
DTM
Standard Height (m) 0.00
Model of Terrain Triangulation
Reflection
max. Order of Reflection 0
Search Radius Src 328.08
Search Radius Rcvr 328.08
Max. Distance Source - Rcvr 3280.84 3280.84
Min. Distance Rvcr - Reflector 3.28 3.28
Min. Distance Source - Reflector 0.33
Industrial (ISO 9613 (1996))
Lateral Diffraction some Obj
Obst. within Area Src do not shield On
Screening Excl. Ground Att. over Barrier
 Dz with limit (20/25)
Barrier Coefficients C1,2,3 3.0 20.0 0.0
Temperature (°F) 50
rel. Humidity (%) 70
Ground Absorption G 1.00
Wind Speed for Dir. (mph) 6.7
Roads (TNM)
Railways (Schall 03 (1990))
Strictly acc. to Schall 03 / Schall-Transrapid
Aircraft (NONE)
Strictly acc. to AzB
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S250209 Rio Vista Platform - Backfill (Mitigated)

Receivers
Name Sel. M. ID Level Lr Limit. Value Land Use Height Coordinates

Day Night Day Night Type Auto Noise Type X Y Z
(dBA) (dBA) (dBA) (dBA) (ft) (ft) (ft) (ft)

R1-1  1 69.7 -80.2 75.4 0.0 12.00 r 153.20 253.54 82.00
R1-2  2 73.6 -80.2 75.4 0.0 22.00 r 153.20 253.54 92.00
R1-3  3 73.6 -80.2 75.4 0.0 32.00 r 153.20 253.54 102.00
R1-4  4 72.0 -80.2 75.4 0.0 42.00 r 153.20 253.54 112.00
R2-1  5 58.5 -80.2 75.4 0.0 12.00 r 328.84 269.23 82.00
R2-2  6 59.1 -80.2 75.4 0.0 22.00 r 328.84 269.23 92.00
R2-3  7 59.7 -80.2 75.4 0.0 32.00 r 328.84 269.23 102.00
R2-4  8 60.1 -80.2 75.4 0.0 42.00 r 328.84 269.23 112.00
R3-1  9 66.9 -80.2 75.4 0.0 12.00 r 333.39 336.11 82.00
R3-2  10 66.6 -80.2 75.4 0.0 22.00 r 333.39 336.11 92.00
R3-3  11 65.9 -80.2 75.4 0.0 32.00 r 333.39 336.11 102.00
R3-4  12 65.2 -80.2 75.4 0.0 42.00 r 333.39 336.11 112.00
R4-1  13 66.4 -80.2 75.4 0.0 12.00 r 537.40 336.11 82.00
R4-2  14 66.1 -80.2 75.4 0.0 22.00 r 537.40 336.11 92.00
R4-3  15 65.5 -80.2 75.4 0.0 32.00 r 537.40 336.11 102.00
R4-4  16 64.8 -80.2 75.4 0.0 42.00 r 537.40 336.11 112.00
R5-1  17 70.1 -80.2 75.4 0.0 12.00 r 659.88 279.28 82.00
R5-2  18 74.5 -80.2 75.4 0.0 22.00 r 659.88 279.28 92.00
R5-3  19 72.9 -80.2 75.4 0.0 32.00 r 659.88 279.28 102.00
R5-4  20 71.6 -80.2 75.4 0.0 42.00 r 659.88 279.28 112.00
R6-1  21 58.1 -80.2 75.4 0.0 12.00 r 751.65 281.85 82.00
R6-2  22 59.6 -80.2 75.4 0.0 22.00 r 751.65 281.85 92.00
R6-3  23 60.8 -80.2 75.4 0.0 32.00 r 751.65 281.85 102.00
R6-4  24 62.4 -80.2 75.4 0.0 42.00 r 751.65 281.85 112.00
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S250209 Rio Vista Platform - Backfill (Mitigated)

Point Sources
Name Sel. M. ID Result. PWL Lw / Li Correction Sound Reduction Attenuation Operating Time K0 Freq. Direct. Height Coordinates

Day Evening Night Type Value norm. Day Evening Night R Area Day Special Night X Y Z
(dBA) (dBA) (dBA) dB(A) dB(A) dB(A) dB(A) (ft²) (min) (min) (min) (dB) (Hz) (ft) (ft) (ft) (ft)

Excavator  108.9 108.9 108.9 Lw C1 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 157.73 193.12 61.08
Excavator  108.9 108.9 108.9 Lw C1 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 683.40 205.01 62.77
Compactor  108.7 108.7 108.7 Lw C13 0.0 0.0 0.0 96.00 0.00 0.00 0.0 (none) 5.00 r 155.06 193.29 61.09
Compactor  108.7 108.7 108.7 Lw C13 0.0 0.0 0.0 96.00 0.00 0.00 0.0 (none) 5.00 r 677.54 203.97 62.52
Excavator  108.9 108.9 108.9 Lw C1 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 149.15 235.16 75.00
Excavator  108.9 108.9 108.9 Lw C1 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 667.54 264.90 75.00
Compactor  108.7 108.7 108.7 Lw C13 0.0 0.0 0.0 96.00 0.00 0.00 0.0 (none) 5.00 r 158.68 235.46 75.00
Compactor  108.7 108.7 108.7 Lw C13 0.0 0.0 0.0 96.00 0.00 0.00 0.0 (none) 5.00 r 660.63 263.58 75.00
Dump Truck  107.1 107.1 107.1 Lw C4 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 379.60 340.64 75.00
Dump Truck  107.1 107.1 107.1 Lw C4 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 488.54 345.41 75.00
Dump Truck  107.1 107.1 107.1 Lw C4 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 162.77 190.98 60.15
Dump Truck  107.1 107.1 107.1 Lw C4 0.0 0.0 0.0 192.00 0.00 0.00 0.0 (none) 5.00 r 655.21 205.22 62.77
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S250209 Rio Vista Platform - Backfill (Mitigated)

Barriers
Name Sel. M. ID Absorption Z-Ext. Cantilever Height

left right horz. vert. Begin End
(ft) (ft) (ft) (ft) (ft)

Sound Barrier  8.00 r  
Sound Barrier  8.00 r  

Geometry - Barriers
Name Sel. M. ID Absorption Z-Ext. Cantilever Height Coordinates

left right horz. vert. Begin End x y z Ground
(ft) (ft) (ft) (ft) (ft) (ft) (ft) (ft) (ft)

Sound Barrier  8.00 r  654.77 263.11 78.00 70.00
655.63 267.42 78.00 70.00
673.37 266.90 78.00 70.00
672.85 261.22 78.00 70.00

Sound Barrier  8.00 r  144.86 231.99 78.00 70.00
144.21 239.37 78.00 70.00
164.07 239.15 78.00 70.00
163.96 233.08 78.00 70.00
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S250209 Rio Vista Platform - Backfill (Mitigated)

Buildings
Name Sel. M. ID RB Residents Absorption Height

Begin
(ft)

West Bldg  BL_1 x 0 45.00 r
East Bldg  BL_2 x 0 45.00 r

Geometry - Buildings
Name Sel. M. ID RB Residents Absorption Height Coordinates

Begin x y z Ground
(ft) (ft) (ft) (ft) (ft)

West Bldg  BL_1 x 0 45.00 r 70.40 465.87 115.00 70.00
72.81 248.82 115.00 70.00

332.58 271.90 115.00 70.00
325.69 464.49 115.00 70.00

East Bldg  BL_2 x 0 45.00 r 534.03 465.96 115.00 70.00
539.67 276.27 115.00 70.00
791.86 283.65 115.00 70.00
781.01 469.00 115.00 70.00
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S250209 Rio Vista Platform - Backfill (Mitigated)

Terrain Contours
Name Sel. M. ID OnlyPts Height Coordinates

Begin End x y z
(ft) (ft) (ft) (ft) (ft)

c1  61.61 7.92 32.00
186.29 17.76 28.00
288.00 30.89 43.00
405.03 27.06 32.00
473.38 23.23 29.00
690.48 0.27 26.00
828.29 1.36 33.00
875.86 0.27 35.00

c2  59.84 61.58 31.00
146.24 70.88 38.00
266.00 76.90 29.00
352.95 80.18 35.00
511.53 74.71 32.00
662.46 75.80 32.00
739.57 59.40 32.00
818.31 41.35 45.00
835.81 35.88 36.00
867.53 35.34 36.00

c3  71.32 127.75 46.00
111.76 149.36 46.00
152.23 154.25 47.00
276.39 143.61 44.00
372.08 145.25 35.00
484.74 144.71 39.00
597.39 145.25 44.00
684.33 145.80 41.00
747.22 143.06 42.00
829.25 143.61 40.00
842.37 144.71 37.00
872.45 144.16 37.00

c4  72.96 155.10 42.00
141.86 163.30 42.00
206.94 164.39 44.00
287.32 167.13 44.00
368.26 166.03 45.00
472.16 167.13 47.00
570.59 169.31 44.00
664.10 167.13 49.00
753.78 164.39 42.00
838.55 167.13 38.00
846.20 166.03 37.00
866.43 166.03 37.00

c5  70.00 68.11 469.64 70.00
67.01 244.89 70.00
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S250209 Rio Vista Platform - Backfill (Mitigated)

Name Sel. M. ID OnlyPts Height Coordinates
Begin End x y z

(ft) (ft) (ft) (ft) (ft)
165.99 243.25 70.00
311.45 248.17 70.00
806.35 258.56 70.00
799.24 476.75 70.00

65.37 470.74 70.00
c6  40.00 900.24 483.66 40.00

829.06 483.66 40.00
847.29 181.57 40.00
893.30 181.57 40.00

c7  70.00 79.25 217.55 70.00
84.77 186.53 70.00

154.38 203.07 70.00
268.11 211.35 70.00
339.10 216.17 70.00
337.72 200.32 70.00
696.81 213.41 70.00
696.12 225.13 70.00
827.77 229.95 70.00
831.21 265.11 70.00

c8  763.10 225.47 61.33
701.98 223.55 61.33
702.26 218.77 61.33
698.02 218.77 61.33
697.61 211.66 59.33
586.50 207.44 58.17
335.52 198.74 57.25
335.70 212.69 58.00
334.58 212.63 59.33
152.07 196.50 57.50
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S250209 Rio Vista Platform - Backfill (Mitigated)

Sound Level Spectra
Name ID Type 1/3 Oktave Spectrum (dB) Source

Weight. 63 125 250 500 1000 2000 4000 8000 A lin
Excavator C1 Lw (c) 111.0 114.0 107.0 104.0 103.0 101.0 100.0 97.0 108.9 117.0 Defra
Mini Excavator C2 Lw (c) 107.0 104.0 93.0 97.0 93.0 90.0 85.0 80.0 98.6 109.3 Defra
Bulldozer C3 Lw (c) 114.0 112.0 107.0 108.0 113.0 101.0 96.0 89.0 114.2 118.7 Defra
Dump Truck C4 Lw (c) 108.0 108.0 107.0 103.0 102.0 100.0 95.0 85.0 107.1 113.5 Defra
Concrete Mixer C5 Lw (c) 110.0 111.0 104.0 103.0 100.0 99.0 90.0 84.0 105.8 114.6 Defra
Concrete Pump C6 Lw (c) 115.0 106.0 102.0 101.0 101.0 100.0 92.0 83.0 105.8 116.1 Defra
Generator C7 Lw (c) 110.0 105.0 98.0 95.0 86.0 82.0 76.0 71.0 96.1 111.5 Defra
Compressor C8 Lw (c) 115.0 104.0 95.0 90.0 88.0 86.0 89.0 78.0 96.5 115.4 Defra
Jackhammer C9 Lw (c) 115.0 115.0 105.0 106.0 104.0 108.0 114.0 112.0 117.6 120.8 Defra
Power-Driven Saw C10 Lw (c) 103.0 120.0 112.0 111.0 111.0 113.0 117.0 116.0 121.6 124.0 Defra
Hydraulic Jack C11 Lw (c) 98.0 111.0 105.0 103.0 103.0 103.0 99.0 92.0 108.7 113.7 Defra
Drill Rig C12 Lw (c) 115.0 123.0 112.0 111.0 109.0 107.0 99.0 92.0 114.6 124.4 Defra
Compactor C13 Lw (c) 112.0 107.0 103.0 104.0 103.0 103.0 99.0 94.0 108.7 114.8 Defra
Compact Crane C14 Lw (c) 111.0 107.0 102.0 94.0 95.0 94.0 87.0 81.0 100.8 113.0 Defra
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